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PREFACE. 


The  following  treatise  on  the  steam  boiler,  its  design,  con- 
struction, and  opération,  is  the  outcome  of  an  attempt  to  meet 
a  demand  which  bas  been  repeatedly  made  for  a  fairly  com- 
plète, systematic,  and  scientific,  yet  **  practical,"  manual.  It 
bas  been  intended  to  work  to  a  plan  that  sbould  be  sufficiently 
comprehensive  to  meet  the  wants' of  the  engineer  in  his  office, 
and  yet  so  rîgidly  systematic  as  to  be  suitable  for  use  as  a 
text-book  in  schools  of  engineering.  It  bas  been  the  endeavor 
to  incorporate  the  éléments  of  the  subject  just  so  far  as  they 
are  needed  in  preparing  the  way  for  the  work  of  the  designer, 
the  builder,  and  the  manager  of  steam-boilers  ;  while  also 
amply  complète  and  logical  to  permit  the  use  of  the  book  in 
the  instruction  of  the  student  in  applied  science.  It  was  not 
expected  that  it  would  be  found  practicable  to  make  a  manual 
of  this  kind  absolutely  complète  as  a  workshop  treatise  to  be 
used  by  the  boiler-maker — a  trade  manual;  but  it  was  hoped 
that  it  might,  within  thèse  limits,  be  made  fairly  satisfactory  to 
the  engineer  engaged  in  dgsigning. 

The  plan  of  the  work  is  as  follows:  Beginning  with  an  his- 
torical  and  descriptive  introduction,  in  which  are  traced  the 
various  developments  of  the  apparatus  used  by  the  engineers  of 
the  time  of  Watt  and  earlier,  and  by  his  successors,  and  the 
progress  made  since  his  time  to  date,  the  existing  standard 
forms  of  boiler  are  described  and  classifîed,  and  their  spécial 
adaptations  indicated.  A  chapter  is  devoted  to  the  study  of 
the  characteristics  of  the  materials  used  by  the  engineer  in  the 
construction  of  steam-generators,  and  another  to  the  strength 
of  thèse  metals  in  their  several  forms  and  compositions,  the 
methods  of  adaptation  to  the  pufposes  of  construction,  and  to 
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the  statement  of  the  précautions  to  be  observed  in  their  intro> 
duction  into  so  important  a  structure.  Another  chapter  is 
appropriated  to  the  examination  of  the  composition  and  rela- 
tive  values  of  the  various  available  fuels,  and  their  economical 
use  in  the  production  of  steam.  Thèse  chapters  on  the  mate- 
riais  and  their  characteristics  are  adapted  mainly  from  the 
notes  of  lectures  from  which  the  larger  work  of  the  Author — 
'*  Materials  of  Engineering  * — was  compiled.  It  has  been  the 
endeavor  of  the  Author  to  make  this  introductory  portion  of 
the  book  exceptionally  complète,  as  it  is  the  foundation  of  ail 
that  foJlows,  and  is  a  branch  of  the  subjcct  to  which  much  at- 
tention îs  rarely  given  in  treatises  of  this  character.  FoUow- 
ing  this  part  of  the  work  are  chapters  upon  the  laws  of  ther- 
modynamicsy  so  far  as  they  find  application  in  the  subséquent 
portion  of  the  work,  as,  for  example,  in  the  détermination  of 
the  magnitude  of  the  stock  of  heat-enei^  stored  in  steam^ 
and  in  the  calculation  of  the  constants  required  in  tabulation 
of  its  properties  ;  and  this  part  of  the  scheme  is  introductory 
to  a  study  of  the  properties  of  water  in  its  several  character- 
istic  forms, — solid,  liquid,  gaseous, — and  especially  of  the  essen- 
tial  attributes  of  steam  at  the  pressures  and  températures 
which  are  customarily  met  with  in  every-day  practice.  The 
tables,  however,  which  are  hère  given  are  carried  up  to  a  range 
of  pressure  and  of  température  far  exceeding  those  in  common 
use,  and  it  is  thought  are  suffidently  complète  to  serve  their 
purpose  for  many  years,  notwithstanding  the  unintermitted 
progress  in  the  direction  of  higherj)ressures  which  is  now  ob- 
served, and  which  is  not  likely  soon  to  completely  cease.  In 
thèse  tables  the  constants  of  Rankine  are  adopted,  not  so 
much  because  it  is  considered  by  the  Author,  if  we  may  judge 
from  what  is  to-day  known  on  this  subject,  that  they  are  quite 
as  likely  to  be  correct  as  any  others  ;  but  for  the  reason  that 
they  hâve  become  so  generally  accepted  among  engineers,  and 
differ  so  lîttle  from  the  best  values  taken  by  earlier  authorities» 
that  it  is  probably  wisest  and  safest  to  retain  them — at  least 
until  the  exact  quantities  are  better  settled  than  to-day.  It  is 
certain  that  the  différences  in  the  magnitudes  now  taken  for 
the  heat-equivalent,  for  example,  and  between  those  values 
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and  the  exact  figures,  are  too  small  to  be  of  moment  to  the  en* 
gineer  in  the  daily  opérations  of  professional  work.  'Rankine's 
reconstruction  of  Regnault's  results  are  hère  acceptée,  also  ; 
and  Buel's  tables,  the  only  tables  known  to  the  Author  in 
which  this  correction  has  been  applied,  are,  with  the  consent 
of  their  author  and  his  publishers,  hère  g^ven.  The  tables  of 
Porter,  published  in  his  treatise  on  the  Richards  Steam-en- 
gine  Indicator,  may  be  used  where  separate  tables  in  con- 
venient  and  compact  form  are  desired.  The  diffcrences  to  be 
noted  between  the  latter,  which  are  compiled,  with  careful  re- 
vision, directly  from  Regnault,  and  those  of  Rankine  are  not 
great  ;  but  the  engineer  should  use  either  the  one  or  the  other 
exclusively  in  any  one  pièce  of  work. 

In  the  study  of  the  methods  and  principles  of  designing 
steam*boiIers,  an  attempt  is  made  to  collate  the  most  essential,. 
and  to  apply  them  to  the  proportioning  of  the  best  forms  of 
boilers  now  familiar  to  the  engineer.  This  part  of  the  work 
is  of  great  importance  to  the  designing  engineer,  and  it  has. 
been  the  endeavor  to  give  this  treatment  of  it  a  shape  that 
will  prove  at  once  sufficient  for  its  purpose,  and  yet  fairly  con- 
cise and  very  definite.  It  includes  chapters  on  the  design  of 
the  chimney  and  other  accessories,  and  on  spécifications  and 
contracts — subjects  rarely  touched  upon  in  earlier  manuals. 
The  chapters  on  the  opération  and  care  of  boilers,  and  their 
management  generally,  is  largely  based  upon  a  somewhat  ex- 
'  tensive  personal  expérience  during  earlier  life,  on  the  part  of 
the  Author,  when  he  was  engaged,  first  in  the  business  of  con- 
stuction,  and  later  in  actual  practice,  during  the  civil  war,  as  a 
member  of  the  corps  of  U.  S.  Naval  Engineers,  as  well  as 
during  two  décades  of  desultory  practice  as  a  Consulting  en- 
gineer since  that  time.  It  is  hoped  that  it  may  prove  well 
suited  to  meet  the  needs  of  the  class  of  young  mcn  to  whom  it 
is  addressed. 

In  the  chapter  on  trials  of  steam-boilers,  the  methods  re- 
ported  favorably  to  the  American  Society  of  Mechanical  En- 
gineers are  adopted  as  standard,  and  the  report  of  the  com- 
mittee  is  taken  almost  bodily  into  the  text.  As  this  report, 
in  part,  was  prepared  by  the  Author  from  his  lecture-notes 
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VÎ  PREFACE, 

largely,  and  in  consultation  with  the  several  distinguished  en- 
gineers  associated  with  him  on  that  committee,  it  may,  very 
probably,  be  admitted  that  this  wholesale  quotation  is  fully 
justified.  The  report  will  be  found  published  in  full  in  the 
Transactions  of  that  Society,  together  with  the  discussion 
brought  out  by  its  présentation. 

The  chapter  on  explosions  is  already  in  print,  with  a  few 
additions,  as  a  treatise  on  the  subject,  published  by  Messrs.  J. 
Wiley  &  Son.  It  was  considered  that  such  publication  would 
very  possibly  prove  of  some  service  in  preventing  this  proba- 
bly absolutely  preventable  class  of  disasters,  and  that  it  would 
secure  a  wider  circulation,  and  do  so  much  the  more  good,  if 
printed  as  a  separate  monograph. 

The  work,  as  a  whole,  is  a  larger  treatise  than  could  be  used 
profitably  in  the  average  technical  school;  but  it  is  thought 
that  it  may  find  its  place  in  the  spécial  schools  of  mechanical 
engineering,  in  those  which  are  properly  entitled  to  be  called 
professional  schools,  giving  a  training  which  really  fits  the 
student  who  may  succeed  in  passing  through  them  for  en- 
trance  into  the  ranks  of  a  profession  which  demands  of  its 
cadets  a  more  complète  préparation  and  a  higher  standing 
than  any  other,  even  among  the  distinctively  so-called  learned 
professions.  The  Author  is  fully  conscious  of  the  vast  discrep- 
ancy  between  his  aim  and  his  accomplishment  ;  but  he  hopes 
that  the  book  may  be  of  some  service,  nevertheless,  to  many 
engineers,  old  and  young. 
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CHAPTER   I. 

HISTORY   OF  THE  STEAM-BOILER— ITS  STRUCTURE. 

1.  The  Office  of  a  Steam-bbiler  is  to  transfer  the  heat- 
energy  produced  by  the  combustion  of  fuel  to  the  mass  of  en- 
closed  water,  and,  by  the  conversion  of  the  latter  into  steam, 
to  store  that  energy  in  available  form  for  use,  as  in  the  steam- 
engine. 

The  source  of  this  energy  was,  originally,  that  existing  in 
the  rays  of  the  sun,  and,  by  the  action  of  chemical  affinity  as 
exhibited  in  the  growth  of  végétation,  it  has  been  transformed 
from  its  kinetic  form,  in  heat  and  light  rays,  to  the  potential 
form,  as  now  found  in  the  récent  or  fossil  fuels  of  forest  and 
coal-bed. 

The  process  of  absorption  and  storage  of  heat-energy  in 
vegetable  matter  is  reversed,  in  the  furnace,  in  the  combustion 
of  the  fuel  ;  and  the  combination  of  the  carbon  and  hydrogen, 
constituting  the  familiar  hydrocarbons,  with  the  oxygen  of  the 
air  entering  the  "firebox,"  retransforms  their  stored,  poten- 
tial, energy  into  the  available;  kinetic,  form  of  heat-motion,  and 
it  is  then  applied  to  the  élévation  of  the  température  of  the 
gaseous  products  of  combustion  and  of  the  nitrogen  passing 
/  through  the  boiler.  By  conduction  and  convection,  and  by 
\  radiation,  in  part,  this  heat  is  next  transferred  to  the  water  in 
the  boiler,  raising  its  température,  evaporating  it,  and  "  making 
»steam"  at  a  température  fixed  by  the  pressure  under  which  the 
opération  is  carried  on.  By  the  formation  of  steam,  a  part  of 
the  heat  is  converted  once  more  into  the  potential  form  by  that 
method  of  performance  of  "  internai  work**  in  the  séparation  of 
molécule  from  molécule,  against  the  résistances  due  to  cohesive 
forces,  which  measures  the  "  latent  beats"  of  evaporation  and  of 
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expansion  ;  while  the  remainder  is  the  sensible  beat  of  the 
steam.  Thus  the  fluid  stored  in  the  steam-boiler  is  a  réservoir 
of  energy  which  is  drawn  upon  by  the  steam-engine  when  the 
latter  is  set  in  opération  to  transform  that  heat-energy  into  me- 
chanical  energy  ;  and  the  steam  sent  from  the  boiier  to  the  en- 
gine  conveys  to  the  latter  this  energy  in  the  two  forms  of 
sensible  and  of  latent  beat,  or  of  actual  and  potential  energy. 

The  steam-boiler  should  be  capable  of  thus  producing,  stor- 
ing,  and  delivering  heat-energy,  in  maximum  quantity,  and 
with  maximum  economy  and  safety.  In  other  words,  the 
steam-boiler  should  produce  steam  in  the  largest  practicable 
quantity,  with  the  least  possible  expenditure  of  fuel  and  of 
money,  and  with  perfect  safety. 

2.  The  Development  of  the  Standard  Forms  of  Steam* 
boiier  has  been  a  process  of  trial  and  error,  in  some  sensé  one 
of  évolution  of  numerous  types,  and  of  the  survival  of  the  fit- 
test,  extending  over  many  years.     In  the  earlier  days  of  the 

steam-engine  the  shapes  assum- 
ed  were  inv^riably  simple,  and 
comparât ively  easy  of  construc- 
tion. Thus  the  boiier  shown 
by  Hero  (Fig.  i),  in  his  "  Pneu- 
matica,'.*  two  thousand  years  ago, 
was  spherical  ;  as  were  those  of 
many  later  engines,  ail  being  evi- 
dently  expected  to  be  capable 
of  sustaining  considérable  pres- 
sures.* 

Thus,  in  1601,  Giovanni  Bat- 
tista  délia  Porta,  in  his  work 
"  Spiritali,'*  described  an  appara- 
tus  by  which  the  pressure  of 
steam  might  be  made  to  raise  a 
„         ^     ^  ,  column  of  water,  and  the  method 

Fig.  X.— Thk  Grecian  Idba  of  thb 

Stkam-engine.  of  opération  included  the  appli- 

ca^'ion  of  the   condensation  of  steam    to  the  production  of  a 


*  Hisiory  of  ihe  Steam-engine.     R.  H.  Thursion. 
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vacuum  into  which  the  water  would  flow.  He  used  a  separate 
boiler.  Fig.  2  is  copied  from  an  illustration  in  a  later  édition 
of  his  work.* 


Fig.  a.— Porta's  Apparatus,  a.d.  1601. 


Fie.  3.— De  Caus's  Apparatus,  a.d.  161 5. 


Again,  in  161 5,  Salmon  de  Caus,  who  had  been  an  engineer 
and  architect  under  Louis  XIII.  of  France,  and  later  in  the 
employ  of  the  British  Prince  of  Wales,  published  a  work  at 
Frankfort,  entitled  "Les  Raisons  des  Forces  Mouvantes  avec 
diverses  machines  tant  utile  que  plaisantes,"  in  which  he  illus- 
trated  his  proposition^  "  Water  will,  by  the  aid  of  fire,  mount 
higher  than  its  level,"  by  describing  a  machine  designed  to 
raise  water  by  the  expanding  power  of  steam.  (See  Fig.  3.) 
This  consisted  of  a  métal  vessel  partly  filled  with  water,  and 
in  which  a  pipe  was  fitted  leading  nearly  to  the  bottom  and 
open  at  the  top.     Fire  being  applied,  the  steam,  formed  by  its 

*  I  Tre  Libri  Spiritali.     Napoli,  1606. 
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FiG.  4.— WORCBS- 

TER^s    Engine,    a.d, 
1650. 


elastic  force,  drove  the  water  out  through  the  vertical  pîpe^ 
raising  it  to  a  height  depending  upon  either  the  wish  of  the 
builder  or  the  strength  of  the  vessel. 

In  Worcester's  apparatus,  also  (Fig.  4),  we  hâve  a  hardly 
less  simple  form  of  boiler,  the  opération  of  which  is  such  as  to 

render  it  subject  to  high  pressure. 

Steam    is   generated   in   the   boiler  D,   and 

thence  is  led  into  the  vessel  A  y  already  nearly 

filled  with  water.     It  drives  the  water  în  a  jet 

out  through  a  pipe,  F  or  F,      The  vessel  A  is 

wii^|i|/         then  shut  off  from  the  boiler  and  again  filled  "  by 

^^H^^V^      suction**  after  the  steam  has  condensed  through 

^D  Y^      the  pipe  G^  and  the  opération  is  repeated,  the 

J  I»  vessel  B  being  used  altemately  with  A. 

^^^^^^^^         The  separaîe  boiler,  as  hère  used,  constitutes 

^^^^^^^"  a  very  important  împrovement    upon  the  pre- 

ceding    forms  of    apparatus,  although  the  idea 

was  original  with  Porta. 

Denys  Papin,  contemporary  with  the  Marquis  of  Worcester, 

and  a  distînguished  man  of  science  of  that  time,  invented  the 

common  lever  safety-valve,  and  applied  it  to  his  "  digester,**  as 

his  closed  vessel  for  cooking  under    pressure  was  called;    he 

used  it  later(i690)  on  the  steam-boil- 

ers  connected  with   his  own  steam- 

engine.     It  has  been  continuously  in 

use  ever  since. 

3.  Forms  familiar  in  the  Last 
Century  approximate  mo d e r n 
types.  Thomas  Savery,  A.D.  1699, 
used  ellipsoidal  forms  in  his  then 
"  newly  invented  fire-engine,**  of 
which  Fig.  5  is  a  good  représenta- 
tion, as  first  given  by  the  inventor 
himself,  in  the  "  Miner's  Friend.'* 

Z  Z  is  the  boiler,  in  which  steam 
is  raised,  and  through  the  pipes  O  O  ^»°-  s  — Savhry's  Enginb,  a.d.  1699. 
it  is  alternately  let  into  the  vessels  P  P, 

Suppose   it   to   pass  into  the  left-hand   vessel   first.      The 
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valve  M  beîng  closed  and  r  being  opened,  the  water  contained 
in  P  is  driven  out  and  up  the  pipe  5  to  the  desired  height, 
where  it  is  discharged. 

The  valve  r  is  then  closed,  and  also  the  valve  in  the  pipe  O. 
The  valve  M  is  next  opened,  and  condensing  water  is  turned 
upon  the  exterior  of  P  by  the  cock  K,  leading  water  from  the 
cistem  X.  As  the  steam  contained  in  P  is  condensed,  forming 
a  vacuum,  a  fresh  charge  of  water  is  driven  by  atmospheric 
pressure  up  the  pipe  T. 

Meantime,  steam  from  the  boiler  has  been  let  into  the  right- 
hand  vessel  P,  the  cock  W  having  been  first  closed  and^ 
opened.  The  charge  of  water  is  driven  out  through  the  lower 
pipe  and  the  cock  Ry  and  up  the  pipe  5  as  before,  while  the 
other  vessel  is  refiUing  preparatory  to  acting  in  its  turn. 

The  two  vessels  thus  are  alternately  charged  and  discharged 
as  long  as  is  necessary.  Savery  s  method  of  supplying  his 
boiler  with  water  was  at  once  simple  and  ingenious. 

The  small  boiler  D  is  filled  with  water  from  any  convenient 
source,  as  from  the  stand-pipe  S.  A  fire  is  then  built  under  it, 
and,  when  the  pressure  of  steam  in  D  becomes  greater  than.in 
the  main  boiler  Z,  a  communication  is  opened  between  their 
lower  ends  and  the  water  passes  under  pressure  from  the 
smaller  to  the  larger  boiler,  which  is  thus  "  fed  **  without  inter- 
ni pting  the  work.  G  and  N  ^rc  gauge-cocks  by  which  the  height 
of  water  in  the  boilers  is  determined,  and  thèse  attachments 
were  first  adopted  by  Savery. 

It  will  be  noticed  that  Savery,  like  the  Marquis  of  Worces- 
ter,  and  like  Porta,  used  a  boiler  separate  from  the  water-reser- 
voir. 

A  working  model  was  submitted  to  the  Royal  Society  of 
London  in  1699,*  and  successful  experiments  were  made 
with  it. 

Newcomen's  engine,  of  1705  and  later,  superseded  the 
Savery  apparatus  in  conséquence  of  his  adaptation  of  his  ma- 
chine to  the  use  of  low  (atmospheric)  pressure  steam,  quite  as 
much  as  because  of  its  greater  economy.     By  introducing  the 

*  Transactions  of  the  Royal  Society,  1699. 
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beam-engîne,  and   pumps  separate   from  the  steam-vessel,  lie 

was  able  to  avoid  ail  danger  of  explo- 
sion, using  his  steam  at  a  pressure  but 
little  exceeding  that  of  the  atmos- 
phère, and  applying  it  simply  to  the 
displacement  of  the  air,  preliminary  to 
the  production  of  a  vacuum.  It  thus 
became  safe  to  use  any  convenient 
form  of  steam-vessel,  and  in  Fig.  6  it 
is  seen  that  he  at  once  departed  most 
signally  from  those  shapes  which  had 
necessarily  been  earlier  used,  and  took 

Fig.  6.— newcomkn's  Engine  and  advantaee  of  this  freedom  in  design  to 

BoiLER,  A.D.  1705.  °  r    1-     -1  r  . 

secure  a  type  of  boiler  of  greater  pro- 
portional  area  of  heating-surface,  as  shown  at  dy  and  conse- 
quently  of  greater  economy  in  use  of  fuel.  It  is  seen  that  he 
used  gauge-cocks,  c  r,  and  safety-valves,  N, 

James  Watt's  first  boiler  illustrâtes  another  step  în  this 
latter  direction. 

In  this,  A,  Fig.  7,  the  "wagon-boiler,*'  as  he  called  it,  the 


FlG.     7.— WaTT"S    FlKST 
MODEL,  1765. 


Fig.  8.— Olivbr  Bvan8*s  Engine,  1800. 


vessel  is  so  shaped  as  to  permit  flues  to  be  formed  on  either 
side,  as  well  as  below,  for  the  circulation  of  the  products  of 
combustion  backward  and  forward  from  end  to  end  of  the 
boiler. 

A  still  further  advance  is  illustrated  in  the  now  well-known 
^*  Cornish  Boiler,"  Fig.  8,  as  used  by  Oliver  Evans  in  the  United 
States,  and  by  British  engineers  of  his  time  (1800),  of  which 
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the  "shell"  is  cylindrical,  and  through  whîch  a  single  flue,  of 
about  one  half  the  diameter  of  the  boiler,  passes  from  one  end 
to  the  other.  The  gases  traverse  this  flue  and  also  partly  en- 
velop  the  exterior  of  the  shell,  thus  coming  in  contact  with  a 
comparatively  large  extent  of  heating-surface.  This  form  was 
followed  by  the  "  two-flued"  Evans  or  Lancashire  boiler,  which 
was  a  cylinder  containing  two  flues,  each  about  one  third  its 
diameter,  and  by  others  in  which  the  number  of  flues  was  in- 
creased  with  continually  decreasing  diameter,  and  with  con- 
stant gain  in  total  heating-surface  until  the  modem  types  of 
tubular  boiler  were  developed. 

4.  Spécial  Purposes  produce  the  Modem  Types  of 
boilers.  Thus  a  désire  to  secure  maximum  eflficiency  produced 
the  tubular  boilers,  and  the  désire  to  secure  safety  the  so-called 
"  sectional  boilers.*'     As  early  as  1793,  Barlow   invented,  and 


FiG.  9.— Watbr-tube  Boilbr  ok  Fulton  and 
Barlow,  170^. 


FiG.  10.— Stevens's  "Section al' 
Boiler,  1804. 


with  Fulton  used,  the  "  water-tube"  boiler  (Fig.  9),  in  which  the 
water  circulâtes  through  the  tubes,  instead  of  around  them, 
as  in  "  fire-tube"  boilers.  This  was  the  pioneer  of  a  great  variety 
of  boilers  of  this  class. 

John  Stevens,  a  distinguished  statesman  as  well  as  engineer, 
of  the  early  part  of  the  nineteenth  century,  devised  another  ex- 
ample of  this  class,  shown  in  Fig.  10,  as  early  as  the  year  1804. 

The  inventor  says  in  his  spécifications  :  "  The  principle  of 
this  invention  consists  of  forming  a  boiler  by  means  of  a  System 
or  combination  of  small  vessels,  instead  of  using,  as  is  the  com- 
mon  mode,  one  large  one  ;  the  relative  strength  of  the  materials 
of  which  thèse  vessels  are  composed  increasing  in  proportion  to 
the  diminution  of  capacity.*'     The  steamboat  boiler  of  1804  was 
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built  to  bear  a  working  pressure  of  over  fifty  pounds  to  the 
square  inch,  at  a  time  when  the  usual  pressures  were  from  four 
to  seven  pounds.  It  consists  of  two  sets  of  tubes,  closed  at  one 
end  by  solid  plugs,  and  at  their  opposite  extremities  screwed 
into  a  stayed  water  and  steam  réservoir,  which  was  strengthened 
by  hoops.  The  whole  of  the  lower  portion  was  inclosed  in  a 
jacket  of  iron  lihed  with  non-conducting  material.     The  fire 


FiG.  It.— Gurney'.s  Stbam  carriagb,  1833. 

was  built  at  one  end,  in  a  furnace  inclosed  in  this  jacket.  The 
furnace-gases  passed  among  the  tubes,  down  under  the  body  of 
the  boiler,  up  among  the  opposite  set  of  tubes,  and  thence  to 
the  smoke-pipe.  In  another  form,  as  applied  to  a  locomotive 
in   1825,  the   tubes  were  set  vertically  in  a  double  circle  sur. 


FiG.  la.— Stbphenson's  Locomotive,  1815. 

rounding  the  fire.     Thèse  boilers  are  caref ully  preserved  among 
the  collections  of  the  Stevens  Institute  of  Technology. 

Still  another  modification  of  this  type  is  illustrated  in  the 
boiler  used  by  Gurney  in  steam-carriages  (Fig.  ii)  built  about 
the  years  1830-5,  in  which  the  steam-generator  consisted  of  bent 
steam-pîpe  of  small  diameter  so  connected  with  steam  and  mud 
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•drums  as  to  make  a  very  efficient  as  well  as  safe  and  powtrful 
boiler  for  use  where  lightness,  strength,  and  safety  were  essen- 
tial  characteristics. 

Similarly,  the  spécial  demands  of  locomotive  construction 
were  not  f ully  met  by  the  single-flue  boiler  first  used  by  George 
Stephenson  (Fig.  12)  and  by  his  colleagues  in  181 5,  and  up  to 


n3S3E3     P 


Fus.  z3.~STOCicroM  amd  Dajlumgton  Emginb  No.  x,  1825. 

the  time  of  construction  of  the  Stockton  and  Darlington  Rail- 

way  in  1825  (Fig.  13),  an  example  of  which  is  still  preserved  in 

the  first  engine  builtfor  that  road.     At  the  opening  of  the  Liv- 

erpool  and  Manchester  Railway  (1829),  Stephenson's  Rocket 

was  given  the  multitubular  boiler,  a  form  which  had  grown  into 

shape  in  the   hands  of  several  inven- 

tors.*     This  boiler  was  three  feet  in 

diameter,    six    feet    long,    and    had 

twenty-five   three-inch   tubes,  extend- 

ing  from   end   to  end  of   the   boiler. 

The  steam-blast  was  carefully  adjusted 

by  experiment,  to  give  the  best  effect. 

Steam-pressure    was    carried    at   fifty 

pounds  per  square  inch. 

The  average  speed  of  the  Rocket 
on  îts  trial  was  fifteen  miles  per  hour,       ^»«- h-Thb rockbt.  1829. 
and  its  maximum  was  nearly  double  that — twenty-nine  miles 
an  hour  ;  and  afterward,  running  alone,  ît  reached  a  speed  of 
thirty-five  miles. 

*Barlow  and  Fulton,   1795;   Nathan   Read.  Salem.    United  States,   1796; 
Booth  of  England,  and  Séguin  of  France,  about  1827  or  1828. 
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The  shares  of  the  company  immediately  rose  ten  per  cent 
in  value.  The  combination  of  the  non-condensing  engine  with 
a  steam-blast  and  the  multitubular  boiler,  designed  by  the  clear 
head  and  constructed  under  the  eye  of  an  accomplished  engi- 
neer  and  mechanlc,  made  steam  locomotion  so  évident  and 
decided  a  success,  that  thenceforward  its  progress  has  been  un- 
interrupted  and  wonderfully  rapid.* 

The  spécial  requirements  of  stationary  steam-engine  con- 
struction and  opération,  and  of  steam  navigation,  hâve,  from 
thèse  primitive  types  and  forms,  developed  in  the  course  of 
years  the  several  now  common  and  standard  boilers  which  will 
be  later  described. 

S-  The  Method  and  Èxtent  of  Improvement  is  now  easily 
traced.  Looking  back  over  the  history  of  the  steam-engine,  we 
may  rapidly  note  the  prominent  points  of  improvement  and 
the  most  striking  changes  of  form  ;  and  we  may  thus  obtain 
some  idea  of  the  gênerai  direction  in  which  we  are  to  look  for 
further  advance.f 

Beginning  with  the  machine  of  De  Caus,  at  which  point  we 
may  first  take  up  an  unbroken  thread,  it  will  be  remembered 
that  we  there  found  a  single  vessel  performing  the  functions  of 
ail  the  parts  of  a  modem  pumping-engine  ;  it  was  at  once 
boiler,  steam-cylinder,  and  condenser,  as  well  as  both  a  lifting 
and  a  forcing  pump.  The  Marquis  of  Worcester,  and,  still 
earlier,  Da  Porta,  divided  the  engine  into  two  parts  ;  using  one 
part  as  a  steam-boiler,  and  the  other  as  a  separate  water-vesseL 
Savery  duplicated  those  parts  of  the  earlier  engine  which  acted 
the  several  parts  of  pump,  steam-cylinder,  and  condenser,  and 
added  the  use  of  the  jet  of  water  to  effect  rapid  condensation. 
Newcomen  and  Cawley  next  introduced  the  modem  type  of 
engine,  and  separated  the  pump  from  the  steam-engine  proper  ; 
in  théir  engine,  as  in  Savery's,  we  notice  the  use  of  surface- 
condensation  first,  and,  subsequently,  that  of  a  jet  of  water 
thrown  into  the  midst  of  the  steam  to  be  condensed.  Watt 
finally  effected  the  crowning  improvement  of  the  single-cylinder 

*  History  of  the  Steam-engine.    R.  H.  Thurston.     N.  Y.:  D.  Appleton  & 
Co.,  1878. 
t  Ibid. 
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engine,  and  completed  this  movement  of  differentiation  by 
separating  the  condenser  from  the  steam-cylinder,  thus  perfect- 
ing  the  gênerai  structure  of  the  engine. 

Hère  this  movement  ceased,  the  several  important  processes 
of  the  steam-engine  now  being  conducted  each  in  a  separate 
vessel.  The  boiler  furnished  the  steam  ;  the  cylinder  derived 
from  it  mechanical  power  ;  the  vapor  was  finally  condensed  in 
a  separate  vessel  ;  while  the  power,  which  had  been  obtained 
from  it  in  the  steam-cylinder,  was  transmitted  through  still 
other  parts  to  the  pumps,  or  wherever  work  was  to  be  done. 

Watt  and  his  contemporaries  also  commenced  that  move- 
ment toward  higher  pressures  of  steam,  used  with  greater  ex- 
pansion, which  has  been  the  most  striking  feature  noticed  in 
the  progress  made  since  his  time.  Newcomen  used  steam 
of  barely  more  than  atmospheric  pressure,  and  raised  105,000 
pounds  of  water  one  foot  high,  with  a  pound  of  coal  consumed» 
Smcaton  raised  the  steam-pressure  to  eight  pounds,  and  in- 
creased  the  duty  to  120,000.  Watt  started  with  a  duty  of 
double  that  of  Newcomen,  and  raised  it  320,000  foot-pounds 
per  pound  of  coal,  with  steam  at  ten  pounds.  To-day,  Comish 
engines  of  the  same  gênerai  plan  as  those  of  Watt,  but  worked 
with  forty  to  sixty  pounds  pressure,  expanding  three  to  six 
times,  bring  up  the  duty  to  600,000  foot-pounds  ;  while  more 
modem  compound  engfnes  hâve  boilers  carrying  1 50  pounds 
(ten  atmosphères)  above  the  normal  air-pressure,  and  the  duty 
has  been  since  raised  to  above  1,200,000  foot-pounds  per  pound 
of  fuel  used. 

6.  The  Requisites  of  Good  Design  are  readily  prescribed 
and  defined  :  they  are  very  simple,  and  although  attempts  are 
almost  daily  made  to  obtain  improved  results  by  varying  the 
design  and  arrangement  of  heating-surface,  the  best  boilers  of 
nearly  ail  makers  of  acknowledged  standing  are  practically 
equal  in  merit,  although  of  diverse  forms. 

In  making  boilers  the  effort  of  the  engineer  should  evidently 
be— 

ist.  To  secure  complète  combustion  of  the  fuel  wîthout 
permitting  dilution  of  the  products  of  combustion  by  excess  of 
air. 
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2d.  To  secure  as  high  température  of  furnace  as  possible. 

3d.  To  so  arrange  heating-surfaces  that,  without  checking 
draught,  the  available  beat  shall  be  most  completely  taken  up 
and  utilized. 

4th.  To  make  the  form  of  boiler  such  that  it  shall  be  con- 
structed  without  mechanical  difficulty  or  excessive  expense. 

5 th.  To  give  it  such  form  that  it  shall  be  durable,  under 
the  action  of  the  hot  gases  and  of  the  corroding  éléments  of 
the  atmosphère. 

6th.  To  make  every  part  accessible  for  cleaning  and  repairs. 

7th.  To  make  every  part  as  nearly  as  possible  uniform  in 
strength,  and  in  liability  to  loss  of  strength  by  wear  and  tear, 
so  that  the  boiler  when  old  shall  not  be  rendered  useless  by 
local  defects. 

8th.  To  adopt  a  reasonably  high  "  factor  of  safety"  in  pro- 
portioning. 

9th.  To  provide  efficient  safety-valves,  steam-gauges,  and 
other  appurtenances. 

loth.  To  secure  intelligent  and  very  careful  management. 

7.  Effective  Development,  Transfer,  and  Storage  of 
Heat,  in  the  best  possible  combination,  îs  evidently  what  is 
demanded  in  the  opération  of  the  steam-boiler. 

In  securing  complète  combustion  an  ample  supply  of  air 
and  its  thorough  intermixture  with  the  combustible  éléments 
of  the  fuel  are  essential  ;  for  the  second,  high  température  of 
furnace,  it  is  necessary  that  the  air-supply  shall  not  be  in  excess 
of  that  absolutely  needed  to  give  complète  combustion.  The 
efficiency  of  a  furnace  burning  fuel  completely  is  measured  by 

în  whîch  E  represents  the  ratio  of  beat  utilized  to  the  whole 
calorific  value  of  the  fuel  ;  T  is  the  furnace-temperature  ;  T 
the  température  of  the  chimney,  and  t  that  of  the  external  air. 
Hence  the  higher  the  furnace-temperature  and  the  lower  that 
vof  the  chimney,  the  greater  the  proportion  of  available  beat. 
It  is  further  évident  that,  however  perfect  the  combustion, 
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no  beat  can  be  utîlized  if  either  the  température  of  chimney  ap- 
proximates  to  tbat  of  the  furnace,  or  if  the  température  of  the 
fumace  is  reduced  by  dilution  approximately  to  that  of  the 
chimney.  Concentration  of  beat  in  the  fumace  is  secured,  in 
some  cases,  by  spécial  expédients,  as  by  heating  the  entering 
air,  or,  as  in  the  Siemens  gas-fumace,  heating  both  the  combus- 
tible g^es  and  the  supporter  of  combustion.  Detached  fire- 
brick  fumaces  hâve  an  advantage  over  the  "fireboxes"  of 
steam-boilers  in  their  higher  température  ;  surrounding  the  fire 
with  non-conducting  and  highly  heated  surfaces  is  an  effective 
method  of  securing  more  perfect  combustion  and  high  fumace- 
temperature. 

In  arranging  heating-surface  the  effort  should  be  to  impede 
the  draught  as  little  as  possible,  and  so  to  place  them  that  the 
circulation  of  water  within  the  boiler  should  be  free  and  rapid 
at  every  part  reached  by  the  hot  gases. 

The  directions  of  circulation  of  water  pn  the  one  side  and 
of  gas  on  the  other  side  the  sheet  should,  whenever  possible,  be 
opposite.  The  cold  water  should  enter  where  the  cooled  gases 
leave,  and  the  steam  should  be  taken  off  farthest  from  that 
point.  The  température  of  chimney-gases  has  thus  been  re- 
duced by  actual  experiment  to  less  than  300°  Fahr.,  and  an 
effîciency  equal  to  0.75  to  0.80  the  theoretical  is  attainable. 

The  extent  of  heating-surface  simply,  in  ail  of  the  best 
forms  of  boiler,  détermines  the  effîciency,  and  the  disposition 
of  that  surface  in  such  boilers  seldom  affects  it  to  any  great 
extent.  The  area  of  heating-surface  may  also  be  varied  within 
wide  limits  without  greatly  modifying  effîciency.  A  ratio  of 
25  to  I  in  flue  and  30  to  i  in  tubular  boilers  represents  the 
relative  area  of  heating  and  grate  surfaces  in  the  practice  of  the 
best-known  builders.  This  proportion  may  be  often  settled  by 
exact  calculation. 

The  material  of  the  boiler,  as  will  be  shown  later,  should  be 
tough  and  ductile  iron,  or,  better,  a  soft  steel  containing  only  suffi- 
dent  Carbon  to  insure  melting  in  the  crucible  or  on  the  hearth 
of  the  melting-fumace,  and  so  little  that  no  danger  may  exist 
of  hardening  and  cracking  under  the  action  of  sudden  and  great 
changes  of  température. 
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Where  îron  is  used  it  is  necessary  to  sélect  a  somewhat 
hard  but  homogeneous  and  tough  quality  for  the  firebox 
sheets  or  any  part  exposed  to  flames. 

The  factor  of  safety  is  very  often  too  low.  The  boiler 
should  be  built  strong  enough  to  bear  a  pressure  at  least  six 
times  the  proposed  working-pressure  ;  as  the  boiler  grows  weak 
with  âge,  it  should  be  occasionally  tested  to  a  pressure  far 
above  the  working-pressure,  which  latter  should  be  reduced 
gradually  to  keep  within  the  bounds  of  safety.  The  factor  of 
safety  is  seldom  more  than  four  in  new  boilers  ;  and  even  this 
is  reduced  practically  by  the  opération  of  the  inspection  laws. 

Effective  development  of  heat  is  secured  primarily  by  the 
sélection  of  good  fuel,  by  which  is  usually  meant  fuel  which 
consists,  to  the  greatest  possible  extent,  of  available  combusti- 
ble material  ;  but  for  the  purposes  of  the  engineer  who  designs 
the  boiler,  or  of  the  owner  for  whom  it  is  to  be  constructed,  the 
real  criterion  of  quality  is  the  quantity  of  heat  which  the  com- 
bustible, as  burned  in  the  furnace,  will  yield  for  any  given  sum 
of  money  expended  in  ebtaining  that  heat.  The  cost  of  a  fuel 
to  the  consumer  consists,  not  simply  of  money  paid  for  it  to 
the  dealer  who  supplies  it,  but  also  of  cost  of  transportation 
and  of  placing  in  the  grate,  of  removal  of  ash,  of  incidental  ex- 
penses  inséparable  from  its  use,  such  as  injury  to  boilers  and 
other  property,  increased  risks,  and  other  such  expenses,  many 
if  not  most  of  which  are  very  difficult  of  détermination  with 
any  satisfactory  decree  of  accuracy.  Oth-"»*  things  being  equal, 
that  fuel  -which  gives  the  greatest  quantity  of  available  heat  for 
the  total  money  expenditure  is  that  which  permits  most  effec- 
tive development  in  the  sensé  hère  taken.  Effective  heat-de- 
velopment  from  any  selected  fuel  is  secured,  as  already  stated, 
by  its  complète  combustion  in  such  manner  as  to  give  the 
highest  possible  température. 

Effective  tfansfer  of  heat  is  secured  by  such  a  form  ot 
steam-generator,  and  such  extent  and  disposition  of  "  heating- 
surfaces,"  as  will  most  completely  utilize  the  heat  developed  in 
the  furnace  and  flues  by  causing  it  to  flow,  with  the  least  pos- 
sible loss,  into  the  water  and  steam  contained  within  the  boiler  ; 
and  this  is  effected  by  proper  arrangement  of  surfaces  absorb- 
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îng  heat  from  the  gases  and  yielding  it  to  the  liquid  as  already 
generally  described. 

Effective  storage  of  heat  can  be  secured  by  providing  large 
volumes  of  water  and  of  steam,  within  which  the  heat  transferred 
from  the  furnace  and  flues  can  be  stored,  and  by  carefuliy  pro- 
tecting  the  whole  heated  System  from  waste  by  conduction  or 
radiation  to  adjacent  bodies.  Where  the  demand  is  steady,  and 
the  supply  from  the  fuel  fairly  steady  also,  the  amount  stored 
need  not  be  great,  as  the  use  of  the  réservoir  is  simply  that  of 
a  regulator  between  furnace  and  engine  or  other  apparatus  re- 
ceiving  it  ;  but  where  either  supply  or  demand  is  variable,  con- 
sidérable storage  capacity  may  be  needed. 

8.  Efficient  Utilization  of  Heat  is  as  essential  to  the  satis- 
factory  working  of  any  system  of  génération  and  application  of 
heat  as  is  efficient  production,  transfer,  and  storage.  The  mode 
of  attaining  maximum  efficiency  dépends  upon  the  nature  of 
the  demand  and  the  method  of  expenditure  ;  and  the  considéra- 
tion of  this  subject  in  détail  would  be  hère  out  of  place.  In 
gênerai  it  may  be  said  that  where  the  heat  and  steam  are  re- 
quired  for  the  impulsion  of  an  engine,  the  higher  the  safe  pres- 
sure and  the  practically  attainable  température  at  which  the 
supply  is  effected,  the  more  efficient  the  utilization  of  the  heat. 
Thèse  limits  of  température  and  pressure  are  the  higher  as  the 
actual  working  conditions  are  made  the  more  closely  to  approxi- 
mate  to  the  idéal  conditions  presciibed  by  pure  science. 

Where  heating  simply,  without  transformation  into  work,  is 
întended,  the  principal  and  only  very  important  requisite, 
usually,  is  to  provide  such  thorough  protection  for  the  system 
of  transfer  and  use,  that  no  wastes  of  importance  can  take  place 
by  radiation  or  conduction.  The  character  of  the  steam  made, 
as  to  humidity,  is  in  this  case  comparatively  unimportant  ;  but 
in  the  preceding  case  it  will  be  found  essential  that  it  should  be 
always  dry,  and  it  is  often  much  the  better  for  being  super- 
heated  cpnsiderably  above  the  boiling-point  due  to  its  pressure. 

The  actual  standing  of  the  best  steam-engine  of  the  présent 
time,  as  an  efficient  heat-engine,  is  really  very  high.  The 
sources  of  loss  are  principally  quite  apart  from  the  principles  of 
design  and  construction,  and  even  from  the  opération  of  the 
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machine  ;  and  it  may  be  readily  shown  that,  to  secure  any  really 
important  advance  toward  theoretical  efficiency,  a  radical  change 
of  our  methods  must  be  adopted,  and  probably  that  we  must 
throw  aside  the  heat-engine  in  ail  its  forms,  and  substitute  for 
ît  some  other  apparatus  by  which  we  may  utilize  some  modo  of 
motion  and  of  natural  energy  other  than  heat. 

The  very  best  classes  of  modem  steam-engines  very  seldom 
consume  less  than  two  pounds  (0.9  kilog.)  of  coal  per  horse- 
power  per  hour,  and  it  is  a  good  engine  that  works  regularly 
on  three  pounds  (1.37  kilog.). 

The  first-class  steam-engine,  therefore,  yields  less  than  10 
per  cent  of  the  work  stored  up  in  good  fuel,  and  the  average 
engine  probably  utilizes  less  than  5  per  cent.  A  part  of  this 
loss  is  unavoidable,  being  due  to  natural  conditions  beyond  the 
control  of  human  power,  while  another  portion  is,  to  a  consid- 
érable extent,  controllable  by  the  engineer  or  by  the  engine- 
driver.  Scientîfic  research  has  shown  that  the  proportion  of 
heat  stored  up  in  any  fluid,  which  may  be  utilized  by  perfect 
mechanism,  must  be  represented  by  a  fraction,  the  numerator 
of  which  is  the  range  of  température  of  the  fluid  while  doing 
useful  work,  and  the  denominator  of  which  is  the  température 
of  the  fluid  when  entering  the  machine,  measured  from  the 
^*  absolute  zéro." 

Thus,  steam,  at  a  température  of  320°  Fahr.,  beîng  taken 

into  a   perfect   steam-enginç,  and    doing  work  there  until   it 

is   thrown   into   the    condenser    at    100*^   Fahr.,   would    yield 

^20 100 

: — ^r—  =  0.28  +,  or  rather  more  than   one  fourth    of  the 

320  +  461 

work  which  it  should  hâve  received  from  each  pound  of  fuel. 

The   proportion   of   work   that   a   non-condensing   but  other- 

wise  perfect  engine,  using  steam  of  75  pounds  (5  atmos.)  pres- 

y  2,Q 212 

5ure,  could  utilize  would  be^ — --=0.14  =  4-;   and,  while 

320  +  461  ^      ^' 

the  perfect  condensing  engine  would  consume  two  thixds  of  a 
pound  (0.3  kilog.)  of  good  coal  per  hour,  the  perfect  non-con- 
densing engine  would  use  i^  pounds  (0.6  kilog.)  per  hour  for 
each  horse-power  developed,  the  steam  being  taken  into  the 
■engine  and   exhausted   at   the  températures   assumed  above. 
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Also,  were  it  possible  to  work  steam  down  to  the  absolute  zéro 
of  température,  the  perfect  engine  would  require  but  CX191 
pound  (0.09  kilog.)  of  similar  fuel. 

It  may  therefore  be  stated,  with  a  close  approximation  to^ 
exactness,  that  of  ail  the  heat  derived  from  the  fuel  about 
seven  tenths  is  lost  through  the  existence  of  natural  conditions 
over  which  man  can  probably  never  expect  to  obtain  contrôla 
two  tenths  are  lost  through  imperfections  in  our  apparatus,  and 
only  one  tenth  is  utilized  in  even  good  engines.  Boiler  and 
engine  are  intended  to  be  included  when  writing  of  the  steam- 
engine  above.  In  this  combination  a  waste  of  probably  two 
tenths  at  least  of  the  heat  derived  from  the  fuel  takes  place  in 
the  boiler  and  steam-pipes,  on  the  average,  in  the  best  of  prac- 
tice,  and  we  are  therefore  only  able  to  anticipate  a  possible 
saving  of  0.2  X  0.75  =  0.15,  about  one  sîxth  of  the  fuel  now 
expended  in  our  best  class  of  engines,  by  improvements  in  the 
machine  itself.  The  best  steam-engine,  apart  from  its  boiler, 
therefore,  has  0.85,  about  five  sixths,  of  the  efficiency  of  a  perfect 
engine,  and  the  remaining  sixth  is  lost  through  waste  of  heat 
by  radiation  and  conduction  externally,  by  condensation  within 
the  cylinder,  and  by  friction  and  other  useless  work  done  within 
itself.  Tt  is  to  improvement  in  thèse  points  that  inventors  must 
tu  m  their  attention  if  they  would  imprôve  upon  the  best  modem 
practice  by  changes  in  construction. 

To  attain  further  economy,  after  havîng  perfected  the 
machine  in  thèse  particulars,  they  must  contrive  to  use  a  fluid 
which  they  may  work  through  a  wider  range  of  température,  as 
has  been.  attempted  in  air-engines  by  raising  the  upper  limit  of 
température,  and  in  binary  vapor  engines  by  reachîng  toward  a 
lower  limit,  or  by  working  a  fluid  from  a  higher  température 
than  is  now  done  down  to  the  lowest  possible  température. 
The  upper  limit  is  fixed  by  the  heat-resisting  power  of  our 
materials  of  construction,  and  the  lower  by  the  mean  tempera, 
ture  of  objects  on  the  surface  of  earth,  being  much  lower  ât 
some  seasons  than  at  others.  In  the  boiler  the  endeavor  must 
be  made  to  take  up  ail  the  heat  of  combustion,  sending  the 
gases  into  the  chimney  at  as  low  a  température  as  possible,  and 
securing  in  the  fumace  perfect  combustion  without  excess  of 
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air-supply.     The  best  engines  still  lack  1 5  per  cent  of  perfec^ 
tion,  and  the  best  boilers,  as  an  average,  over  30  per  cent. 

9.  Safety  in  Opération  is  one  of  the  most  essential  require- 
ments  which  the  designer,  constructor,  and  user  of  steam-boilers 
must  be  prepared  to  fulfil.  As  will  be  seen  later,  the  quantity 
of  stored  heat-energy  in  the  steam-boiler  is  usually  enormous, 
and  this  energy  is  stored  under  such  conditions  that,  if  set  fret 
by  the  rupture  of  the  containing  vessel,  wide-spread  disaster 
mayensue.  This  stored  energy  is  atall  times  readyto  instantly 
assume  the  kinetic  form  when  permitted,  and  by  dôing  mechani- 
cal  work  on  ail  adjacent  objects,  to  produce  most  extraordinary 
eflects  ;  it  is  stored  energy  of  the  most  perfectly  elastic  kind,  as 
well  as  of  high  tension.  The  most  absolutely  reliable  means 
known  to  the  engineer  must  be  adopted  for  the  safe  and  per- 
manent control  of  such  magazines  of  latent  power. 

Those  methods  of  securing  safety  which  hâve  been  found 
most  satisfactory  hâve  been — 

(i)  The  division  of  the  confîned  energy  among  compara- 
tively  small  masses  of  steam  and  water  contained  in  correspond- 
ingly  small  communicating  chambers,  so  constructed  that  the 
rupture  of  one  will  be  unlikely  to  produce  fracture  of  any  other. 

(2)  The  adoption  of  the  very  best  material  and  of  the  best 
possible  construction,  and  so  proportioning  ail  parts  exposed  to 
stress  and  strain  that  they  may  withstand  pressures  several 
tirhes  as  great  as  the  maximum  intended  to  be  carried. 

(3)  Careful  and  intelligent  opération  and  préservation. 

10.  The  Appartenances  or  Accessories  of  Steam- 
boilers  are  those  attached  parts  and  apparatus  which,  while 
not,  strictly  speaking,  actually  essential  éléments  of  the  struc- 
ture specially  designated  as  the  boiler,  are  nevertheless  essen- 
tial to  its  safe  and  economical  opération  :  such  as,  for  example, 
safety  and  other  valves,  gauge-cocks,  feed-pumps,  dampers, 
grates,  and  "  settings." 

Safety-valves  are  automatically  self-operating  apparatus 
which  open  and  permit  the  steam  to  issue  from  the  boiler 
whenever  the  pressure  reaches  a  limit  at  which  they  are  ar- 
ranged  to  act.  Steam-valves  are  the  valves,  usually  operated 
by  screws,  which,  when  open,  permit  the  steam  to  leave  the 
boiler  and  pass  away  through  the  steam-pipes.     Stop-valves  are  a 
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variety  of  valve  whîch  may  be  used  to  stop  the  passage  of  steam 
from  the  boiler:  they  may  be  "screw  stop-valves,*'  or  simple 
valves  moved  directly  by  hand.  Check-valves,  fcommonly  in-, 
troduced  at  the  junction  of  the  feed-water  supply-pipe  with 
the  boiler,  are  so  arranged  as  to  open  automatically  when  the 
stream  enters,  but  to  close  against  a  retum  current  :  they  are 
sometimes  pinned  to  their  seats,  when  désirable,  by  a  screw,  in 
which  case  they  are  called  "  screw-checks."  Gauge-cocks  are 
set  at,  and  above  or  below,  the  intended  working  water-level 
of  the  boiler,  and,  when  opened,  by  discharging  steam  or  water, 
indicate  the  actual  position  of  the  water-line.  Glass  water- 
gauges  are  glass  tubes  set  in  such  manner  that  the  water 
stands  in  a  vertical  tube  at  the  same  height  as  the  water  in  the 
boiler,  the  top  of  the  glass  communicating  with  the  steam- 
space,  and  the  lower  end  with  the  water-space  of  the  boiler. 

II.  The  Classification  of  Steam-boilers  may  be  based 
upon  eîther  a  comparîson  of  their  forms  or  of  their  purpose. 
Under  the  former  we  hâve  the  plain  cylindrical,  the  flue,  the 
tubular,  or  the  sectional  boiler;  under  the  latter,  stationary, 
locomotive,  or  marine  boilers.  For  the  purposes  of  this  work, 
the  following  may  be  taken  as  a  satisfactory  scheme  : 


Stationary 


Locomotive  .    . 


Marine 


Plain  cylindrical  boilers. 

Cornish  or  single-flue. 

Lancashire  or  two-flue. 

Multiflue  and  retum-flue  boilers. 

Cylindrical  fire-tube  boilers. 

Firebox  boilers. 

Sectional  boilers. 

Spécial,  as  for  heating  sîmply. 

Common  type. 

Wooton  boilers. 

Spécial  devices. 

i  Flue. 
Older  types  X  Flue  and  tube. 

(  Tubular. 
Scotch  or  drum  boilers. 
Water-tube  and  sectional. 
Miscellaneous  forms. 
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12.  The  Modem  Standard  Types  pf  Boiler  are  becom- 

îng  rapidly  settled  in  a  few  well-defined  forms  which  hâve 
been  found  to  be  most  satisfactory,  ail  things  considered,  each 
in  its  own  spécial  province.  Thèse  are  specified  in  the  list  just 
presented.  But  many  boilers  hâve  become  so  thoroughly  well 
adapted  to  the  spécial  work  to  which  they  are  customarily 
applied  as  to  hâve  almost  or  quite  entirely  dispiaced  other 
forms,  which  in  turn  are  as  generally  adoptéd  for  other  uses. 
Thus,  where  the  feed-water  supplied  to  land  boilers,  in  locali- 
ties  where  fuel  is  cheap,  or  water  bad,  and  certain  to  produce 
serious  incrustation,  the  plain  cylindrical  boiler  is  almost  univer- 
sally  employed  ;  where  the  fuel  is  costly  and  the  feed-water 
pure,  the  tubular  boiler  is  as  universally  adopted  ;  while  inter- 
médiate  conditions  lead  to  the  use  of  intermediate  forms.  The 
locomotive  boiler  is  standard  for  its  place  and  purpose,  and 
no  other  form  has  ever  yet  competed  with  it  in  thorough 
adaptation  to  that  peculiar  case.  The  high  pressures  carried 
and  the  necessity  of  great  economy  at  sea  hâve  made  the  so- 
called  "  Scotch"  or  "  drum'*  boiler  standard  in  trans-oceanic 
steam  navigation.  Where  small  area  of  floor-space  and  ample 
''  head-room"  are  found,  the  upright  cylindrical  tubular  boiler 
is  the  standard  form  ;  if  the  head-room  is  less  and  the  floor- 
space  larger,  a  modification  of  the  locomotive  type  finds  appli- 
cation for  stationary  purposes. 

13.  Mixed  Types  of  boiler  are  often  constructed  for  spécial 
purposes  or  experimentally.  In  the  shallow-water  navigation 
of  the  United  States  of  America,  as  on  the  Hudson  River, 
the  flue  and  tube  boiler  is  much  used  ;  the  locomotive  type  of 
boiler,  with  fewer  and  larger  tubes  than  are  adopted  in  locomo- 
tive practice,  has  often  found  use  in  stationary  practice.  Steam- 
heating  is  productive  of  a  great  variety  of  small  boilers,  of 
which  the  most  usual  common  characteristic  is  a  fuel-magazine 
for  continuous  automatic  feeding. 

14.  Mixed  Applications  are  sometimes  required,  as  where 
the  same  boiler  supplies  steam  for  power  and  for  heating  pur- 
poses.  In  this  case  the  pressure  carried  on  the  boiler  is  fixed 
at  the  proposed  maximum  for  the  engine,  and  the  lower  pres- 
sures required  for  the  other  purpose  are  secured  by  the  use 
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of  a  "reducing'  or  "  pressure-reducing*'  valve.  The  steam* 
heatîng  Systems  of  cities  often  illustrate  this  case,  fumishing 
steam,  as  they  do,  for  heating  buildings,  for  cooking,  and  ta 
steam-engines  at  ail  parts  of  the  area  covered  by  them. 

15,  Common  Forms  of  "  Shell  "  Boilers,  as  those  boilers 
are  called  in  which  the  structure  consists  of  an  external  case 
enclosing  steam  and  water,  flues  and  tubes,  are  the  following  : 

(i)  The  Plain  Cylindrical  Boiler  consists,  as  shown  in  section 
(Fig.  15),  and  in  front  élévation  (Fig.  16),  of  a  simple  cylin- 


•     PiG.  15.— SscnoN  op  Cyundkical  Boilbb. 

drical  vessel,  A^  made  of  boiler-plate,  fitted  with  heads  at  each 
end,  By  B ;  which  heads  are  sometimes  of  sheet-iron  and  some- 
times  of  cast-iron.  A  steam-dome,  C,  on  the  upper  side, 
usually  serves  as  a  collector  and  réservoir  for  the  steam,  as  it 
rises  from  the  water  into  the  steam-space,  and  serves  also  as 
the  point  of  attachment  for  the  stçam-pipe,  D  D,  and  safety- 
valve,  E  Ey  both  of  which  thus  take  steam  from  the  highest 
and  driest  part  of  the  interior  of  the  boiler. 

The  fire  îs  built  in  the  detached  f urnace,  F  /%  the  products 
of  combustion  passing  under  the  boiler  to  the  rear,  at  Gj  where 
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a  flue  leads  off  to  the  chimney.  The  "setting*'  consists  of 
side-walls  and  ends,  H  H^  of  brick,  and  a  covering,  //,  which 
is  often  merely  a  filling  of  ashes  or  other  non-conductor,  or  an 
arch  of  brickwork  carried  over  from  the  side-walls.  "  Binders,'* 
K  K,  and  rods,  L  L,  tie  the  whole  together,  and  resist  any 
change  of  form  due  to  variations  of  température.     The  gratis, 


PiG.  16.— Front  op  Cyundrical  Boilbr  and  Sbituig. 

M  Mj  are  supported  at  the  rear  by  the  bridge-wall,  N  N,  of 
which  the  upper  part  is  usually  built  of  fire-brick.  The  rear 
end  of  the  boiler  is  often  carried  on  rollers,  to  prevent  danger  of 
injury  with  the  changes  of  form  due  to  variations  of  tempéra- 
ture such  as  are  produced  by  the  introduction  of  cold  feed- 
water. 

(2)  The  Cylindrical  Flue  Boiler  (Fig.  17)  is  a  plain  cylinder, 
like  the  preceding  form,  but  with  one  or  more  flues  passing 
through  it  from  end  to  end.  The  setting  is  usually  quite 
similar  to  that  of  the  plain  cylinder,  except  as  necessarily 
modifîed  to  meet  the  requirements  of  the  flue.  The  shell  is 
generally  shorter  than  that  of  the  first-described  boiler,  the 
heating-surface  considerably  greater. 
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(3)  The  Cylindrical  Tubular  Boiler  is  shown  in  one  of  the 
best  forms  in    Fig.  18.     It  consists  of  a  cylindrical  shell  con- 


FiG.   I7.-^YLINDRICAL  FlUS  BoILBX. 

structed  much  as  in  Fig.  15,  with  a  set  of  tubes  carried  from 
end  to  end,  and  set  as  closely  as  is  practicable  without  inter- 
fering  too  seriously  with  the  circulation  of  the  water  within  it. 


Fig.  18.— Cylindrical  Tubular  Boilbr. 


The  peculiar  feature  of  the  illustration  is  the  introduction  ol 
the  very  large  single  sheet  which  is  seen  to  make  the  whole 
lower  two  thirds  or  more  of  the  shell  ;  this  construction  pre- 
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ventîng  the  fire  reaching  seams  and  riveting,  as  occurs  in  the 
usual  construction. 


FiG.  xg. — Cyundrical  Tl  bular  Boiler  and  Sktting. 


The  setting  of  this  kind  of  boiler  is  shown  in  Figs.  i}  and 
20,    The  weight  of  the  boiler  is  hère  taken  by  "  lugs"  on  each 

side  and  by  them  transferred  to  the 
brickwork  of  the  setting.  In  other 
cases  the  boiler  is  suspended  from 
girders  crossing  the  structure  later- 
ally  ;  and  the  suspension-rods  carry- 
ing  the  boiler  are  sometimes  allowed 
vertical  play,  under  the  action  of 
expansion  and  contraction  of  the 
whole  System,  by  the  introduction 
of  springs  of  rubber  or  steel,  thus 
permitting  very  uniform  distribu- 
tion of  the  weight  at  ail  times.  In 
many  cases  the  gases,  instead  of 
„  ^  ^  o         being  carried  over  the  boiler  to  the 

FiG.  ao. — Section  or  Tubular  Boiler  ^ 

AND  Setting.  chimney,  as  shown  in  Fig.   i;,  are 

taken  directly  to  the  chimney  from  the  front  of  the  boiler,  as 
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in  Fig.  i6.  It  îs  not  always  thought  safe  to  expose  the  top 
and  steam  spaces  of  the  boiler  to  the  heat  of  the  escapîng 
gases;  but  the  practice  is  not  an  uncommon  one,  even  with 
reputable  builders.  The  air-spaces  in  Fig.  20,  at  either  side 
in  the  walls  of  the  setting,  give  an  additional  protection  from 
loss  of  heat,  and  a  certain  amount  of  elasticity  of  setting.  This 
is  the  most  common  of  ail  forms  of  steam-boiler. 


Fig.  31.— Firbbox  Tubular  Boilbr. 

(4)  T/t€  Firebox  Flue  Boiler  is  so  made  in  order  that 
the  whole  may  become  "self-contained/*  and  brickwork  dis- 
pensed  with.  Adding  the  firebox  to  the  tubular  (Fig.  21), 
forms  the  locomotive  type  of 
boiler.  In  stationary  boilers, 
however,  the  tubes  are,  as  a 
rule,  larger  and  less  numerous 
than  in  the  locomotive  boiler. 
Thèse  boilers  require  no  set- 
ting or  connections  other  than 
the  parts  needed  to  connect 
them  with  the  chimney-flue. 
This  arrangement  is  seen  in  Fig.  22.  The  advantages  of  this 
type  are  the  low  cost  of  installation,  the  more  complète  ac- 


FiG.  33.— Firebox  Boilbr  Sbtting. 
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cessibility  of  the  exterior  for  inspection  and  repair,  the  réduc- 
tion of  floor-space  occupied,  and  the  portability  of  the  boiler. 


FiG.  23.— Thk  Upright  Boiler. 


FiG.  24.— Upright  Tubular 

BOILBR. 


(5)  The  Upright  Boiler  is  usually  a  firebox  tubular  boiler^ 
designed  to  stand  vertically,  as  in  Fig.  23,  and  to  occupy  mini- 


FiG.  25.— Battery  of  Boilers. 
The  above  eut  represents  a  pair  of  Cornish  boilers  set  in  briclc-work,  connectée!  so  as  to  be 
worked  either  together  or  separately. 

mum  floor-space.    Its  construction  at  the  upper  end  is  often  such 
as  to  permit  the  upper  extremities  of  the  tubes  to  be  kept  be- 
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low  the  water-line.    In  many  cases,  however,  the  tubes  are  carried 

directly  through  to  the  upper  head,  as  is  seen  in  Fig.  24.     This 

figure  also  exhibits  the  method  of  attaching  gauges  and  safety- 

valves.     One  of  the  best  modem  varieties  of  this  boiler  is  that 

of  Manning,  which  is  much  used  with  good  waters.    A  drawing 

and  description  will  be  found  in  the  Appendix. 

16.  A  "  Battery"  of  Boilers  (Fig.  25) 

consists  of  two  or  more,  placed  side  by  side, 

the  total  power  demanded  being  greater  than 

it  is  considered  advisable  to  construct  a  single 

boiler  to  supply.     In  such  cases  it  is  usually 

important  that  they  should  be  so  set  and  con- 

nected  that  either  or  any  of  them  may  be 

operated  separately.     To  secure  this  resuit, 

the  connections  with  the  feed  and  steam-pipes 

must  be  so  made  that    it  may  be  perfectly 

practicable  to  put  the  feed  on  either  or  any 

Fie.  26.-UPRIGHT  Boiler  of  ^he  boilcrs  in  the  battery,  and  to  take  steam 
WITH  F.ELD  Tubes.     ^^^^  ^j^jj^j.  ^^  ^^^      g^^j^  should  have  its 

own  separate  safety-valve,  check-valve,  and  steam-gauge. 

An  upright  boiler  fitted  with  "  Field  tubes  "  is  shown  in  Fig. 
26.  The  internai,  cir- 
culating,  tubes  project 
slightly  above  the 
crown-sheet,  and  are 
carried  down  inside  the 
main  tube,  nearly  to 
the  closed  lower  end. 
The  water  enters  the 
centre  tube,  flows  out 
at  its   lower  end,   and 

rises  in  the  outer  tube  fic.  ay.-LocoMonvE  Boilbr. 

— on  ail  sides  the  smaller  one — îssuing  above  the  crown-sheet  into 
the  gênerai  bodyof  water,  and  there  dischargingthe  accompany- 
ing  steam  which  had  been  made  during  the  period  of  circulation. 

17.  The  Locomotive  Boiler  is  always  given  a  form  sub- 
stantially  as  represented  in  Fig.  27,  and  consists  of  a  firebox 
of  rectangular  form,  attached  to  a  cylindrical  shell  closely  filled 
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with  fire-tubes,  through  which  the  gases  pass  dîrectly  to  the 
smoke-stack.  Strength,  compactness,  great  steaming  capacity, 
fair  economy,  moderate  cost,  and  convenience  of  combination 
with  the  running  parts,  are  secured  by  the  adoption  of  this 
form.  It  is  frequently  used  also  for  portable  and  stationary 
engines.  It  was  invented  in  France  by  M.  Séguin,  and  in 
England  by  Booth,  and  used  by  George  Stephenson  at  about 
the  same  time — 1828  or  1829. 


FiG.  aS.— Thb  LocoMonvs.    Sectioa. 

This  form  of  steam-boiler  has  been  found  to  lend  itself  with 
peculiar  handiness  to  the  spécial  requirements  of  locomotive 
construction,  and  its  use  is  universal  for  this  purpose. 

18.  The  "Marine"  Boilers  are  often  of  very  différent 
form  from  those  used  on  land.  They  hâve  assumed  their 
présent  forms  after  many  yeaft  of  expérience  and  slow  adapta* 
tion  to  the  spécial  conditions  by  which  they  are  controlled. 
When  steam-pressures  were  customarily  low,  the  controlling 
condition  was  the  form  of  the  vessel,  and  boilers  were  given 
such  shapes  as  would  permit  of  their  being  compactly  stowed 
on  board  ship  ;  in  the  later  days  of  very  high  pressure  which 
hâve  foUowed  the  introduction  of  the  surface-condenser,  and 
of  high  expansion,  the  form  of  the  steam-generator  is  deter- 
mined  mainly  by  the  demand  for  their  safe  opération. 

Fig.  29  shows  one  of  the  types  of  boiler  in  most  common 
use  on  the  steamers  generally  seen  on  the  Eastern  American 
rivers,  and  on  the  coast,  before  the  period  of  high  steam  and 
great  economy  had  opened. 
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It  îs  known  as  the  "  Retum-flue"  boîler,  the  flame  and 
gases  from  the  fumace  passing  back  to  the  "  back-connection*' 
through  one  set  of  flues,  usually  of  10  to  20  or  even  24  inches 
in  diameter,  and  thence  to  the  "  front-connect4on"  over  the 
fumace,  and  to  the  "  uptake,"  and  chimney  or  "  smokestack," 
by  a  set  of  flues  of,  as  a  rule,  smaller  size  and  larger  number. 
This  is  seen  to  be  a  **  firebox  boiler,  no  brickwork  setting  being 
admissible  on  shipboard. 


FiG.  29.— Flues  a»«d  Rbtusm-tubbs. 

Surrounding  the  chimney  uptake  is  a  réservoir,  called  the 
"  steam-chimney,"  which  answers  the  double  purpose  of  a 
steam-dome  and  a  drier,  or  "  superheater,"  in  which  the  steam 
may  part  with  its  suspended  water,  and  often  become  heated 
above  the  température  of  saturation  by  the  beat  from  the 
chimney  gases.  An  elaborate  system  of  bracing  and  staying 
is  required  for  a  boiler  of  this  type.  The  sketch  (Fig.  29) 
shows  one  of  a  pair  of  boilers  arranged  to  discharge  their  flue 
gases  into  a  common  chimney. 

An  efifort  tç?  secure  increased  steamîng  capacîty  and 
economy  in  this  boiler  resulted  in  the  production  of  the  boiler 
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with  direct  flues  and  retum-tubes,  the  latter  beîng  usually  from 
three  to  five  inches  in  diameter.  This  represents  the  later 
type,  and  one  which  is  still  very  often  used  on  paddle-steamers 
on  Long  Island  Sound  and  on  the  rivers  connected  with  that 
System  of  water  communication. 

Fig.  30  illustrâtes  a  still  more 
advanced  type,  the  marine  tubular 
boiler,  extensively  used  in  naval 
and  other  sea-going  steamers,  car- 
rying  from  twenty-five  to  forty 
pounds  steam-pressure.  The  fur- 
nace  discharges  its  gases  directly 
into  the  back-connection,  whence 
they  pass  forward  into  the  front 
connection  and  stack  through  a 
set  of  tubes,  which  are  commonly 
2è  to  3i  inches  in  diameter.  This  arrangement  gives  a 
very  compact,  well-proportioned  boiler,  comparatively  easy 
of  calculation  and  construction,  and  especially  convenient  in 
bracing  and  staying.  Several  furnaces  can  in  this  boiler  be 
conveniently  placed  side  by  side  and  connected  to  a  common 
uptake. 

19.  The  Marine  Water-tube  Boiler  (Fig.  31)  represents 
a  type  which  has  been  often  proposed  for  use  at  sea,  but  jvhich 
has  never  succeeded  in  finding  its  way  into  common  use. 


Fie.  30.— Maiumb  Tubular  Boilbk. 


Fie.  31.— Marin B  Watbr-tubb  Boiur. 

Lord  Dundonald  in  Great  Britain  and  James  Montgomerj 
in  the    United    States   introduced    boilers  of   the  water-tube 
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type  before  the  middle  of  the  century,  and  the  form  here  il- 
lustrated,  as  originally  designed  by  Mr.  Martin  of  the  U.  S. 
Navy,  was  very  extensively  employed  on  the  vessels  of  the 
navy  during  the  Civil  War.  In  thèse  boilers  the  gases  pass 
from  the  back-connection  to  the  front  through  a  "  tube-box** 
placed  in  the  water-space  of  the  boiler,  which  tube-box  con- 
tains  a  large  number  of  vertical  tubes  within  which  the  water 
circulâtes  from  the  lower  to  the  upper  side,  while  the  gases 
pass  among  and  around  the  tubes. 

Thèse  boilers  were  found  by  Isherwood  to  give  a  somewhat 
larger  steaming  capacity  and  greater  economy  also  than  the 
corresponding  boiler  of  the  fire-tube  type;  but  the  difficulty 
of  repairing  leaky  tubes  and  incidental  disadvantages,  as  well 
as  their  greater  cost,  prevented  their  permanent  adoption  in 
either  the  navy  or  the  merchant  service. 

20.  The  Scotch  or  Drum  Boiler  (Fig.  32)  îs  the  outcome 
of  the  attempt  to  secure  a  safe  form  of  boiler  for  high  pres- 


FiG.  3a.— Scotch  or  Drum  Boiler. 


sures,  and  it  has,  very  naturally,  assumed  the  cylindrîcal  form 
of  shell,  while  retaining  the  gênerai  disposition  of  fumace  and 
tubes  illustrated  in  the  last-described  fire-tube  boiler.  The 
furnaces  are  large,  set  in  very  thick  flues;  the  grates  are  set  in 
them  at  very  nearly  the  horizontal  dîametrical  line,  and,  in  the 
case  illustrated,  the  boiler  is  "  double-ended.**  Heavy  stay- 
rods,  Connecting  the  two  ends,  make  the  heads  capable  of 
safely  carrying  their  enormous  loads.  Thèse  boilers  often 
carry  100  and  150  pounds  pressure,  and  sometimes  even  more, 
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and  are  built  of  between  lO  and  20  feet  diameter,  and  of  iron 
or  Steel  from  |  to  li  inches  in  thickness. 

Fig.  33  exhibits  the  method  of  setting  and  of  connection 
of  thèse  boilers,  as  customarily  practised  where  "  single-ended," 
i.e.  with  the  furnaces  at  one  end  only,  as  hère  seen.  Either 
or  any  of  thèse  boilers,  as  so  set,  may  be  used  or  repaired  sep- 
arately  if  necessary. 

For  small  powers  thèse  boilers  are  often  given  the  form  and 
structure  shown  in  Fig.  31,  which  represents  a  boiler  designed 
for  a  small  yacht  or  a  torpedo-boat  ;  it  is  three  or  four  feet  in 


Fig.  33. — Setting  and  Connbction  of  Scotch  Boilers. 

diameter  and  four  to  six  feet  long,  and  is  calculated  for  from 
five  to  ten  or  twelve  horse-power. 

21.  Sectional  Boilers  are  ail  constructed  to  meet  the  con- 
ditions and  requirements  so  well  stated  by  Col.  Stevens  in  his 
spécification  for  his  British  patent  of  1805,  in  which  he  says 
that,  to  dérive  advantage  from  his  principle,  "  it  is  absolutely 
necessary  that  the  vessel  or  vessels  for  generating  steam  should 
hâve  strength  sufficient  to  withstand  the  great  pressure  from  an 
încrease  of  elasticity  in  the  steam  ;  but  this  [total]  pressure  is 
increased  or  diminished  in  proportion  to  the  capacity  of  the 
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containîng  vessel.  The  principle,  then,  of  this  invention  con- 
sists  in  forming  a  boiler  by  nieans  of  a  system  or  combination 
of  a  number  of  small  vessels,  înstead  of  using,  as  in  the  usual 
mode,  one  large  one  ;  the  relative  strength  of  the  materials  of 
which  thèse  vessels  are  composée  increasing  in  proportion  to 
the  diminution  in  capacity.'* 


FiG.  34. — Marins  Boilbk  of  Small  Powbk. 

Stevens*  boilers  were  of  two  kinds  :  the  one  that  shown  in 
Fig.  10  ;  the  other,  and  that  specifically  shown  in  the  patent, 
consisting  of  Systems  of  small  tubes  grouped  in  circular  con- 
centric  rows,  and  connected  at  each  end  by  annular  heads  and 
rhambers  of  sufficiently  small  capacity  to  be  safe,  while  still 
large  enough  to  permit  good  circulation. 

The  boiler  adopted  in  Gurney's  steam-carrîage  (Fig.  1 1)  is  a 
later  type,  which  has  been  more  than  once  since  reproduced  ; 
and  nearly  ail  récent,  familiar,  forms  of  the  sectional  boiler  are 
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constructed  of  Systems  of  tubes  united  at  the  ends,  and  wîth 
the  feed-apparatus,  steam-drum,  and  mud-drum,  by  what  are 
known  as  "headers,"  through  which  the  gênerai  circulation  is 
secured.  In  some  cases  the  boiler  has  been  made  wholly  or 
partly  of  cast-iron,  as  the  early  Babcock  &  Wilcox  (Fig.  35), 
which  consisted  of  a  system  of  horizontal  cast-iron  tubes  serv- 

ing  both  as  water  connections  and 
as  steam-chambers,  and  a  second 
System  of  tubes  set  at  a  considéra- 
ble inclination  from  the  horizontal, 
the  two  sets  united  by  headers. 

The  Babcock  &  Wilcox  Boiler, 
in  the  latest  and  best  form,  how- 
ever  (Fig.  36),  is  wholly  of  wrought- 
iron  or  steel.  The  same  gênerai 
arrangement  of  tubes  is  preserved  ; 
but  the  upper  part  of  the  construc- 
tion consîsts  of  one  or  more  steam  and  water  drums  of  com- 
paratively  large  diameter.  Thèse  are  away  from  the  fire,  and 
cannot  be  reached  by  the  gases  until  they  are  cooled  down  to 
a  safe  température  by  passing  through  the  lower  system  of 


35.— Cast-iron  Sbctional  Boiler. 


Fig.  36.— Babcock  &  Wilcox  Boilbr. 

heatîng  surfaces,  the  înclined  tubes.  The  water-line  in  the 
drum  is  carrîed  at  about  its  middle,  and  a  dry-pipe,  seen  at  the 
top,  carries  off  the  steam  made.  The  joints  are  ail  "  milled," 
and  so  nicely  fitted  that  no  practîcable  pressure  can  cause  leak- 
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âge.    The  course  of  the  furnace-gases  and  the  water-cîrculation 
can  be  readily  traced  în  the  drawing. 

The  Root  Boiler  is  shown  in  Fig.  37,  differing  from  the  pre- 
ceding  in  the  arrangement  of  tubes  and  theîr  connection.  The 
form  of  header  îs  peculiar,  and  cannot  be  seen  ;  but  the  gênerai 
construction  is  well  shown  in  the  engraving.  In  various 
designs,  as  made  at  différent  times  and  for  various  purposes, 
the  construction  has  been  somewhat  modiiîed,  and  the  location 
size,  and  number  of  steam-drums  has  been  varied.  The  tubes 
are  four  or  fîve  inches  in  diameter,  and  usually  eight  or  ten 
feet  long. 


Fig.  37. — The  Root  Boiler. 

Mr.  Root  made  successful  forms  of  water-tube  boiler  at 
a  very  early  date  and  particularly  studied  the  forms  of 
**  headers  "  Connecting  the  **  faggot  "  of  inclined  tubes,  one 
with  another,  and  ail  with  the  steam-  and  water-drums. 

The  Harrison  Boiler  (Fig.  38)  consists  of  an  aggregatîon  of 
sphères,  of  cast-iron,  or  steel  as  now  made,  connected  by 
"  necks"  of  somewhat  smaller  cliameter.  Thèse  sphères  are 
8  inches  in  diameter,  \  inch  thick,  capable  of  sustaining  a  près- 
sure  exceeding  100  atmosphères,  and  are  set  in  clusters,  as 
shown  în  the  sketch;  they  are  fitted  together  with  faced  joints, 
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and  secured  by  long  bolts  passing  from  end  to  end  of  each  row. 
Thèse  boilers  are  intended  to  be  so  proportioned  that  a  pres- 
sure far  less  than  that  which  would  produce  rupture  will 
stretch  the  bolts,  thus  allowing  each  joint  to  act  as  a  safety- 


FiG.  38.— Thb  Harrison  Boiler. 

valve.  The  three  types  of  boiler  which  hâve  just  been  de- 
scribed,  and  their  various  modifications  are  the  most  common 
and  familiar  forms  of  sectional  boiler  in  use. 

The  Allen  Boiler,  also,  has  only  been  constructed  ex- 
perimentally,  and  has  never  corne  into  the  gênerai  market;  but 
experiments  made  upon  it,  under  the  direction  of  a  committee 
of  the  American  Institute,  in  1871,  and  under  the  immédiate 
direction  of  the  Authdr,  its  chairman,  gave  excellent  results, 
both  in  steaming  capacity  an4  economy.  In  this  boiler  the 
tubes  are  suspended  by  one  end,  the  lower  end  being  closed,  as 
în  what  is  known  as  the  Field  system.  The  inclination  of  the 
tubes  30°  from  the  vertical  was  found  by  experiment  to  be  best. 

The  Heine  Boiler  (Fig.  39)  consîsts  of  a  steam-  and  water- 
drum  with  a  nest  of  water-tubes  below  it  and  usually  parallel 
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with  the  axis  of  the  drum.  The  connections  of  tubes  and 
drum  are,  as  seen  in  the  figure,  closely-stayed  water-legs.  The 
whole  is  set  with  the  axial  line  slightly  inclined  and  with  the 
water-line  near  the  middle  of  the  drum.  The  stay-bolts  are 
hollow,   the   opening    into    the   shell   from   the   water-leg   is 


FiG.  39.— The  Heine  Boiler. 

strengthened  by  suitable  bracing.  The  heads  are  dished  and 
no  braces  are  then  needed.  The  whole  is  set  at  a  slight  angle 
from  the  horizontal,  as  shown,  to  permit  a  spécial  arrangement 
of  steam  and  water  spaces.  The  course  of  the  gases  is  indi- 
cated  by  the  arrows.     (See  Appendix.) 

Fairbairn  has  remarked  that  "  danger  in  the  use  of  high- 
pressure  steam  does  not  consist  in  the  intensity  of  the  pressure 
to  which  the  steam  is  raised,  but  in  the  character  and  construc- 
tion of  the  vessel  which  contains  the  dangerous  élément  ;  "  and 
this  remark  may  be  taken,  like  the  propositions  of  Col.  John 
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Stevens,  as  part  of  the  basis  of  the  philosophy  of  construction 
of  "  sectional  "  boilers. 

22.  Marine  Sectional  Boilers  hâve  not  as  yet  corne  into 
gênerai  use,  although  many  attempts  hâve  been  made  to  in- 
troduce  them.  The  first  boiler  built  by  John  Stevens  was 
intended  for  use  in  a  small  steam-vessel  ;  and  in  1825  or  1826 
Robert  L.  Thurston  and  John  Babcock,  then  of  Portsmouth, 
and  later  of  Providence,  R.  L,  built  boilers  of  this  class,  con- 
sisting  of  coils  of  pipe  within  which  the  water  and  steam  were 
contained,  the  fire  and  furnace  gases  passing  around  outside 
them.  Modifications  of  the  Root  boiler,  known  as  the  Belle- 
ville,  and  others,  hâve  been  used  with  success  by  French  build- 
ers  of  marine  machinery  ;  and  the  Babcock  &  Wilcox  Co.  hâve 
produced  a  marine  boiler  like  that  shown  in  Fig.  40,  a  com- 
bination  of  water-tubes  belovv  with  fire-tubes  and  steam-space 
above,  which  is  considered  a  good  form  for  use  at  sea. 

The  necessity  of  using  a  brick-work  setting  has  prevented 

the  introduction  of  the  common 
forms  at  sea.  Many  designs  are 
appearing  constantly,  and  it  is 
probably  only  a  question  of  time, 
when,  with  continually  rising 
steam-pressures,  the  older  forms 
w^ill  be  displaced  by  thèse  modem 
and  safer  types. 

23.  The  Dates  of  Introduc- 
tion of  the  principal  devices  no- 
ticed  in  modem  boilers  hâve  been 
given  by  Haswell,  who  describes 
the  various  familiar  forms  as  in- 
cluding  the  dry-bridge  and  combustion-chamber  of  Wright 
(1756),  Dorrance  (1845)  ^"^^  Baker  (1846);  the  dead-plate  of 
Watt  (1785);  the  water-bridge  of  Crampton  (1842)  and  Mills 
(1851);  the  air-bridge  of  Slater  (1831);  the  horizontal  fire-tube 
of  Bolton  (1780),  of  Ericsson  (1828),  Seguin  and  Booth  (1829), 
and  of  Hawthorne  (1839)  ^^^  Glasson  (1852);  the  vertical  fire- 
tube  of  Rumsey  (1788);  the  water-bottom  of  Allen  (1730)  and 
J^raser  (1827)  ;  the  vertical  water-leg  of  Stephens  and  Hardley 


Fig.  40. — Babcock  &  Wilcox  Marine 

BOILRR. 
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(1748),  Napier  (1842)  and  Dundonald  (1843);  the  steam-drum 
of  John  Stevens  (1803);  the  superheaters  of  Hately  (1768),  of 
English  (1809)  ^ï^d  AUaire  (who  used  a  tall  steam-chimney  in 
1827). 

The  hanging  bridge  of  Johnson  (181 8),  the  cylindrical 
return-flue  boiler  of  Napier  (1831),  thecoid-airsupply  above  the 
fire,  as  by  Thompson  (1796),  by  Robertson  (1800),  Arnott 
(182 1),  and  by  Williams  (1839),  are  also,  he  states,  features  of 
the  modem  boiler.* 

The  water-tube  boiler  is  now  built  in  great  variety,  and  some 
of  the  current,  marine,  types  are  illustrated  in  the  Appendix,  as 
constructed  by  a  number  of  well-known  builders.  Boilers  of  this 
class  are  still  largely  in  the  expérimental  stage,  in  marine  work. 

24«  Peculiar  and  Spécial  Forms  of  Boiler  are  met  with 
în  ail  departments.  Some  of  thèse  are  considerably  employed, 
ajid  in  many  cases  possess  spécial  features  of  advantage.    The 


FiG.  41.— The  Galloway  Boilbr. 

Gallowa^y  boiler  (Figs.  41,  42)  is  one  of  the  best  known  and  suc- 
cessful  modifications  of  the  cylindrical  flue-boiler.  Its  spécial 
feature  is  the  conical  stay-tube,  which  is  used  to  încrease  the 
heatîng-surface  and  to  strengthen  the  flue,  wîthout  making  the 
heating-surface  difïicult  of  access.  Large  numbers  of  thèse 
boilers  hâve  been  biiilt  and  used  since  about  1860  în  Great 
Britain,  and  some  héA^e  been  constructed  in  the  United 
States. 

*  Tran5.  Briiish  Institution  of  Naval  Ârchitects,  187'*. 
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The  exterior  is  a  plain  cylindrîcal  shcll,  wîthîn  whîch  are 
two  cylindrical  furnaces  which  unité  in  one  flue,  having  parallel" 


Fie  49. — Gallowav  Boilbr. 

curved  top  and  bottom,  struck  from  a  centre  below  the  boilen 
In  this  flue  are  the  conical 
water-tubes,  each  lo^  inches  di- 
ameter  at  the  top  and  5^  inches 
diameter  at  the  bottom,  fixed  in 
a  radial  position  and  perpen- 
dicular  to  the  top  and  bottom 
so  as  to  support  and  brace  the 
flue  and  to  intercept  and  break 
up  the  heated  gases  in  their  pas- 
sage from  the  furnaces.  Along 
the  sides  of  the  flue  there  are 


FiG.  43.— Upright  Fluk- boilbr. 


FiG.   44.— FlRB-BNGINB   BoiLBR. 
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several  wrought-iron  pockets,  or  '^bafflers/'  which  deflect  the 
currents  and  cause  them  to  impinge  against  the  tubes  the 
end  pocket  providing  for  necessary  expansion  and  contraction. 
After  leaving  this  flue  the  gases  pass  along  the  sides  of  the 
shell  to  the  front  end,  thence  back  again  under  the  centre  of 
the  boiler  to  the  chimney. 

A  simple  form  of  upright  flue-boiler,  for  heating  purposes 
and  where  small  power  is  required,  is  seen  in  Fig.  43.  It  is 
of  simple  design,  and  easy  of  access  for  repair. 

A  steam  fire-engine  boiler  (Fig.  44),  as  built  by  the  Silsby 


Fie.  45.— Hkrrbshoff's  Boiler. 


Co.  illustrâtes  the  use  of  the  Field  tubes,  pendent  from  the 
crown-sheet  of  the  furnace:  thèse  are  water-tubes,  but  the 
gases  pass  up  through  the  boiler  in  a  set  of  fire-tubes  seen  Con- 
necting the  crown-sheet  with  the  top  of  the  boiler.  This  makes 
an  exceedingly  compact,  powerful,  and  light  steam-boiler. 
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The  Herreshoff  boiler  (Fig.  45),  as  constructed  for  fast 
yachts  and  torpedo-boats,  consists  of  a  cone-shaped  double 
coil  of  continuous  wrought-iron  pipe,  five  feet  to  five  and  a 
half  feet  in  diameter,  covered  by  a  disk  made  up  of  a  coil  of 
smaller  pipe.  The  feed-water  passes  through  the  latter,  and 
downward  through  the  boiler,  inside,  and  then  upward  again, 
through  the  outside  coil,  finally  passing  to  the  separator, 
whence  the  steam  passes  off  to  the  engine,  after  circulating 
through  the  three  top-coils  of  pipe  which  forms  a  super- 
heater,  drying  and  superheating  the  steam  en  route,  The 
water  separated  from  the  steam  is  driven  back  into  the  boiler, 
with  the  feed-water,  by  the  feed  and  circulating  pumps.  The 
steam-pipe  used  in  making  up  the  boiler  is  lap-welded,  and 
from  i^  to  2|  inches  in  diameter  outside,  and  -^  inch  in  thick- 
ness.  This  boiler,  as  built  for  the  yacht  Leila,  contained  22 
cubic  feet  of  steam  and  water  space,  of  which  about  one  third 
was  steam-space;  it  had  485  square  feet  of  heating-surface, 
44  feet  of  superheating  area,  or  18.7  feet  of  heating-surface, 
and  Ï.7  feet  of  superheating  surface,  per  square  foot  of  grate, 
thèse  areas  being  measured  on  the  exterior  of  the  tubes.  The 
boiler  developed  75  to  80  horse-power.  The  separator  is  ob- 
viously  an  essential  feature  of  the  system. 

25.  Problems  in  Steam-boiler  Design  and  Construction 
are  among  the  most  interestîng,  as  well  as  important,  which 
arise  in  the  practice  of  the  engineer.  Thèse  problems  may, 
and  usually  do,  take  many  distinct  forms.  It  is  almost  invari- 
ably  the  fact  that  the  quantity  of  steam  to  be  obtained  is 
specified  either  as  a  cer-tain  weight  of  water  to  be  evaporated 
and  an  equal  weight  of  steam  to  be  furnished;  or  a  stated 
amount  of  power  is  to  be  given  through  a  specified  form  and 
dze  of  engine,  the  probable  efficiency  of  which  is  known  or  as- 
certainable  ;  or  a  stated  volume  of  building,  having  a  known 
exposure,  is  to  be  heated.  In  such  cases  the  problem  presented 
îs  to  supply  the  steam  so  demanded  at  a  minimum  total  cost, 
using  a  type  of  boiler  to  be  selected  with  référence  to  the 
spécial  conditions  of  location  and  use. 

It  is  often  necessary,  when  dealing  with  a  large  "  plant,"  to 
détermine  how  many  boilers  should  be  employed,  or  to  what 
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extent  the  steam  made  should  be  divided  up  among  them; 
whether  a  larger  number  of  small  boilers  should  be  built  or 
fewer  large  boilers.  The  sélection  of  the  best  type  for  a  speci 
fied  location  is  an  exceedingly  common  duty  of  the  engineer. 
To  secure  the  supply  of  a  given  quantity  of  steam  with  abso- 
lute  safety,  or  with  reasonable  minimum  risk,  is  another  such 
problem.  The  usual  case  demands  the  production,  with  cer- 
tainty  and  with  safety  to  life  and  property,  of  a  stated  weight 
of  steam,  day  by  day,  for  long  periods  of  time,  at  minimum 
average  total  expense  for  the  whole  period  of  life  of  the 
boilers. 

Problems  in  construction,  arising  in  connection  with  the 
design  and  application  of  steam-generators,  are  mainly  related 
to  the  best  methods  of  putting  together  the  parts  of  a  boiler 
of  which  the  design  has  been  made,  and  involve  the  continuai 
application  of  a  good  knowledge  of  the  nature  and  uses  of  the 
materials  used,  and  especially  of  the  facts  and  principles  gov- 
eming  the  strength  of  materials,  of  parts,  and  of  the  structure  as 
a  whole.  The  sélection  of  the  best  form  of  joint  is  a  problem 
in  the  design  of  the  boiler;  but  the  détermination  of  the  best 
method  of  making  that  joint  is  a  problem  in  construction. 
Such  are  ail  questions  relating  to  the  actual  performance  of 
work  in  the  shop,  the  use  of  tools  in  the  work  of  building  the 
boiler,  and  the  comparison  of  methods. 

26.  Problems  in  the  Use  of  Steam-boilers  are  not  less 
important  and  difficult  of  solution,  often,  than  those  which 
arise  in  the  production  of  'the  design  or  in  its  construction. 
How  to  obtain  a  maximum  quantity  of  steam  ;  how  to  secure 
dryness  and  uniformity  of  quality  ;  how  to  prolong  the  life  of 
the  structure  ;  and  how  to  effect  its  préservation  most  effec- 
tively,  at  least  cost  in  time,  money,  or  loss  of  use — are  only  a 
few  examples  of  the  many  problems  that  continually  présent 
themselves  for  immédiate  solution  while  the  boiler  is  in  ser- 
vice. 

27.  The  General  Method  of  Solution  of  Problems  in 
Design  is  to  study  the  case  very  carefully  in  the  light  of  ail 
information  that  can  be  gained  relating  tothe  spécial  conditions 
aflfecting  it,  and  then,  by  comparison  of  the  results  of  experi- 
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ence  with  various  boilers  under  as  nearly  as  may  be  sîmîlat 
conditions,  deteroiining  the  best  form  for  the  case  in  hand. 
The  designing  engineer  next  endeavors  to  effect  such  improve- 
ment  as  his  own  talent  and  expérience  may  enable  him  to 
originate,  with  a  view  to  the  most  perfect  possible  adaptation 
of  the  design  to  its  purposes.  He  next  settles  the  gênerai  pro- 
portions,  the  forms  of  détails,  and  finally  the  absolu  te  dimen- 
sions  and  exact  proportions.  So  much  being  done,  he  îs  pre- 
pared  to  make  a  preliminary  study,  which  deliberately  made 
altérations  may  convert  into  a  finally  complète  design, 

Where  boilers  are  to  supply  steam  to  non-condensîng  en« 
gines,  or  where  much  steam  is  needed  for  simple  heating  or 
drying,  the  designer  should  endeavor  to  so  proportion  and  plan 
his  **  plant"  as  to  utilize  exhaust-steam  as  much  as  îs  economi- 
cally  practicable.  By  such  a  System,  enormous  économies  are 
often  secured  ;  as,  for  example,  where  steam  and  power  are  ta 
be  utilized  in  oil-refining  or  other  chemical  engineering.  A 
saving  of  one  half  the  total  fuel,  of  some  32,000  tons  per  annum^ 
has  thus  been  effected  by  reconstruction  of  such  an  establish» 
ment.* 

An  authority  has  remarked  :  "  In  the  next  naval  war,  the 
side  which  has  the  best  boilers  will  win."  The  use  of  water- 
tube  boilers  in  naval  vessels  has  been  an  important  élément  in 
the  réduction  of  weights,  during  the  half-century,  from  two 
thirds  down  to  one  tenth  of  a  ton  per  horse-power  ;  while 
pressures  hâve  risen  to  30opounds  at  the  boiler  and  250  at  the 
engine. 

This  prophecy  was  promptly  confirmed  during  the  Spanîsh- 
American  War  of  1 898. 

The  "safety"  or  "water-tube"  boilers  of  the  best  types 
excel  in  capacity  per  unit  of  volume  and  single  units  can  be 
constructed  of  considérable  capacity.  They  also  enormously 
excel  in  their  safety  from  disruptive  and  destructive  explosion. 
Shell  boilers  of  best  types  excel  in  cheapness  of  construction, 
simplîcity,  and  manageability. 

♦  C.  E.  Emery  in  Trans.  A.  S.  M.  £.,  1895. 
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MATERIALS — STRENGTH    OF    MATERIALS   AND   OF    THE  STRUC- 
TURE. 

28.  The  Quality  of  the  Materiats  used  in  the  construc- 
tion of  steam-boilers  must  obviously  be  very  carefully  consid- 
érée!. Not  only  is  the  steam-boiler  expected  to  bear  great 
strains  and  high  pressures,  but  the  terrible  conséquences  which 
are  liable  to  follow  its  rupture  make  it  important  that  it  should 
SMStain  its  load  and  do  its  work  with  the  most  absolute  safety 
attainable.  The  structure  is  exposed  to  greater  variety  of  con- 
ditions tending  to  weaken  it  and  to  shorten  its  life  than  any 
other  apparatus  familiar  to  the  engineer;  and  the  results  of  its 
failure  are  more  certain  to  be  disastrous  to  human  life,  as  well 
as  to  property.  Ail  parts  of  the  boiler  are,  while  under  heavy 
stress,  exposed  to  continually  changing  températures,  with, 
usually,  occasional  variations  extending  over  two  hundred  or 
more  degrees  Fahrenheit.  Nearly  every  part  is  liable  to  cor- 
rosion,  often  of  a  kind  which  is  the  more  dangerous  because 
very  difficult  to  detect  or  to  gauge.  The  boiler  is  very  liable 
to  be  subjected  to  peculiarly  severe  stresses  due  to  accidentai 
circumstances  and  to  excessive  steam-pressure  or  to  deficiency 
of  water. 

The  material  needed  for  the  purposes  of  the  boiler-maker 
should  for  ail  thèse  reasons  be  as  strong,  tough,  and  ductile 
as  it  can  possibly  be  made.  Of  thèse  qualities  it  is  évident 
that  ductility,  capability  of  bearing  violent  altération  of  form 
without  fracture,  is  even  more  vitally  essential  than  strength, 
A  lack  of  tenacity  can  be  met  by  using  more  métal,  but  noth- 
ing  can  make  amends  for  brittleness.  Good  boiler-plate  must 
possess  great  strength,  and  must  combine  with  ît  great  ductil- 
ity— must  hâve  high  eiastic  and  total  **  resilience,"  as  such  a 
combination  is  termed. 
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The  varîous  parts  of  the  boiler  require  their  material  to 
exhibit  somewhat  différent  spécial  qualities:  tubes  must  be 
tough  enough  to  bear  the  "  upsetting"  action  of  the  "  ex- 
pander"  by  which  they  are  secured  in  the  tube-sheets,  and  yet 
must  be  hard  enough  to  sustain  reasonably  well  the  abrading 
effect  of  cinder-laden  currents  of  gas  ;  flue-sheets  and  especially 
furnace-sheets  must  be  hard,  and  capable  of  resisting  both  the 
mechanical  wear  and  the  corrosive  action  of  the  furnace-gases 
and  their  burden  of  coal,  ash,  and  cinder,  and  must  at  the  same 
time  sustain  safely  the  continuai  variation  of  température  to 
which  they  are  subjected  by  the  alternate  impact  of  flame  and 
of  cold  air  as  the  fires  are  worked.  The  "  shell  '*  of  the  t>oiler 
is  less  affected  by  such  stresses;  but  it  nevertheless  must  meet 
with  a  greater  variety  of  loading,  in  a  greater  number  of  direc- 
tions, than  perhaps  any  other  known  iron  structure;  every 
change  of  pressure  within  it,  every  altération  of  température, 
every  rise  or  fall  of  the  water-line,  produces  a  variation  of  the 
amount  and  direction  of  the  stresses  to  which  its  métal  and 
joints  are  exposed.  Great  tenacity  combined  with  ductility  is 
the  essential  characteristic  of  ail  material  used  in  the  construc- 
tion of  steam-boilers. 

29.  The  Principles  Relating  to  the  Strength  of  Mate- 
rials of  construction,*  and  other  qualities  useful  in  resisting 
the  stràins  to  which  steam-boilers  are  subject,  are  very  simple 
and,  in  the  main,  well  established. 

The  Résistance  of  Métal  to  rupture  may  be  brought  into 
play  by  either  of  several  methods  of  stress,  which  hâve  been 
thus  divided  by  the  Author  : 

(Tensile  ;  resisting  pulling  force. 
Compression  :  resisting  crushing  force. 

1  Shearing  :  resisting  cutting  across. 

Transverse  .     .     .     .      J  Bending  :  resisting  cross  breaking. 

(  Torsional  :  resisting  twisting  stress. 

When  a  load  îs  applied  to  any  part  of  a  structure  or  of  a 
macnine  it  causes  a  change  of  form,  which  may  be  very  slight, 

*  Abridged  andadapted  from  Part  IL,  Chapter  IX.,  *'  Materials  of  Engineer 
mg,"  by  tJie  Author. 
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but  whîch  always  takes  place,  however  small  the  load.  This 
change  of  form  is  resisted  by  the  internai  molecular  forces  of 
the  pièce,  i.e.,  by  its  cohésion.  The  change  of  form  thus  pro- 
duced  is  called  strain,  and  the  acting  force  is  a  stress. 

The  Ultimate  Strength  of  a  pièce  is  the  maximum  résist- 
ance under  load — the  greatest  stress  that  can  exist  before  rup- 
ture. The  Proof  Strength  is  the  load  applied  to  détermine  the 
value  of  the  material  tested  when  it  is  not  intended  that  ob- 
servable déformation  shall  take  place.  It  is  usually  equal,  or 
nearly  so,  to  the  maximum  elastic  résistance  of  the  pièce.  It 
is  sometimes  said  that  this  load,  long  continued,  will  produce 
fracture;  but,  as  will  be  seen  hereafter,  this  is  not  necessarily, 
even  if  ever,  true. 

The  Working  Load  is  that  which  the  pièce  is  proportioned 
to  bear.  It  is  the  load  carried  in  ordinary  working,  and  is 
usually  less  than  the  proof  load,  and  is  always  some  fraction, 
determined  by  circumstances,  of  the  ultimate  strength. 

A  Dead  Load  is  applied  without  shock,  and  once  applied 
remains  unchanged,  as,  e.g.,  the  weight  of  a  bridge  ;  it  produces 
a  uniform  stress.  A  Live  Load  is  applied  suddenly,  and  may 
produce  a  variable  stress,  as,  e.g.,  by  the  passage  of  a  railway 
train  over  a  bridge. 

The  Distortion  of  the  strained  pièce  is  related  to  the  load 
in  a  manner  best  indicated  by  strain-diagrams.  Its  value  as 
a  factor  of  the  measure  of  shock-resisting  power,  or  of  resilience, 
is  exhibited  in  a  later  article.  It  also  has  importance  as  indi- 
cating  the  ductile  qualities  of  the  métal. 

The  Réduction  of  Area  of  Section  under  a  breaking  load  is 
similarly  indicative  of  the  ductility  of  the  material,  and  is  to 
be  noted  in  conjunction  with  the  distortion. 

E.g.,  a  considérable  réduction  of  section  with  a  smaller  pro- 
portional  extension  would  indicate  a  lack  of  homogeneousness, 
and  that  the  pièce  had  broken  at  the  soft  part  of  the  bar. 
The  greater  the  extension  in  proportion  to  the  réduction 
of  area  in  tension,  the  more  uniform  the  character  of  the 
métal. 

Factors  of  Safety. — The  ultimate  strength,  or  maximum 
capacity  for  resisting  stress,  has  a  ratio  to  the  maximum  stress 
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due  to  the  working  load,  which,  âlthough  less  in  métal  than  în 
wooden  or  stone  structures,  is  nevertheless  made  of  considér- 
able magnitude  in  many  cases.  It  is  much  greater  under  mov- 
ing  than  under  steady  "  dead  "  loads,  and  varies  with  the  char- 
acter  of  the  material  used.  For  machinery  it  is  usually  6  or  8  ; 
for  structures  erected  by  the  civil  engineer,  from  4  to  6.  The 
following  may  be  taken  as  minimum  values  of  this  "  factor  of 
safety"  for  the  metals  : 


Matbkial. 


Iron  and   steel,  copper  and 

other  soft  metals 

The  brittle  metals  and  alloys 


Load. 

Shock. 

Dead.     |     Live. 

5 
4 

8 

7 

10+ 

10  10  15 

Ratio  of  ultimate 

strength  to 

working  load. 


The  Proof  Strength  usually  exceeds  the  working  load  from 
50  per  cent  with  tough  metals,  to  200  or  300  per  cent  where 
brittle  materials  are  used.  It  should  usually  be  below  the  elas- 
tic  limit  of  the  material. 

As  this  limit,  with  brittle  materials,  is  often  nearly  equal  to 
their  ultimate  strength,  a  set  of  factors  of  safety,  based  on  the 
elastic  limit,  would  differ  much  from  those  above  given  for 
ductile  metals,  but  would  be  about  the  same  for  ail  brittle  ma- 
terials, thus: 


Matériau 

Load. 

Shock. 

Dead. 

Live. 

Ferrous  and  soft  metals. . . . 
Brittle  metals  and  alloys. . . 

2 

3 

4 
6 

6 
8  to  12 

Ratio  of  elastic 
Résistance  to 
working  load. 

The  figure  given  for  shock  is  to  be  taken  as  approximate, 
but  used  only  when  it  is  not  practicable  to  calculate  the  energy 
of  impact  and  the  resilience  of  the  pièce  meeting  it,  and  thus 
to  make  an  exact  calculation  of  proportions. 

The  Measure  of  Résistance  to  Strain  is  determined  in  form 
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by  the  character  of  the  stress,  By  stress  îs  hère  understood 
the  force  exerted,  and  by  strain  the  change  of  form  produced 
by  it. 

Tenacity  is  résistance  to  a  pulling  stress,  and  is  measured 
by  the  résistance  of  a  section,  one  unit  in  area,  as  in  pounds 
or  tons  on  the  square  inch,  or  in  kilogrammes  per  square  cen- 
timètre or  square  millimètre.  Then  if  T  represents  the  te- 
nacity and  K  is  the  section  resisting  rupture,  the  total  load 
that  can  be  sustained  is,  as  a  maximum, 

P=  TAT.     ........    (i) 

Compression  îs  simîlarly  measured,  and  if  C  be  the  maxi- 
mum résistance  to  crushing  per  unit  of  area,  and  K  the  section, 
the  maximum  load  will  be 

P^CK. (2) 

Shearing  is  resîsted  by  forces  expressed  in  the  same  way, 
and  the  maximum  shearing  stress  borne  by  any  section  is 

P=SK. (3) 

Bending  Stresses  are  measured  by  moments  expressed  by 
the  product  of  the  bending  effort  into  its  lever-arm  about  the 
section  strained,  and  if  P  is  the  résultant  load,  /  the  lever-arm, 
and  M  the  moment  of  résistance  of  the  section  considered, 

Pl^M. (4) 

Torstanal  Stresses  are  also  measured  by  the  moment  of  the 
stress  exerted,  and  the  quantity  of  attacking  and  resisting  mo- 
ments is  expressed  as  in  the  last  case. 

Elasticity  is  measured  by  the  longitudinal  force,  which,  act- 
ing  on  a  unit  of  area  of  the  resisting  section,  îf  elasticity  were 
to  remain  unîmpaired,  would  extend  the  pièce  to  double  its 
original  length.  Wîthin  the  limit  at  which  elasticity  is  unîm* 
paired,  the  variation  of  length  îs  proportional  to  the  force  act- 
ing,  and  if  E  is  the  "  Modulus  of  Elasticity^*  or  "  Young's  Mod- 
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ulus,"  /  the  length,  and  e  the  extension,  P  being  the  total  load, 
and  K  the  section, 

'  =  Ëk ;    .     •     (6) 


T'A^  Coefficients  entering  into  thèse  several  expressions  for 
résistance  of  materials  are  often  called  Moduliy  and  the  forms 
of  the  expressions  in  which  they  appear  are  deduced  by  the 
Theory  of  the  Résistance  of  Materials,  and  the  processes  are 
given  in  détail  in  works  on  that  subject. 

Thèse  moduli  or  coefficients,  as  will  be  seen,  hâve  values 
which  are  rarely  the  same  in  any  two  cases  ;  but  vary  not  only 
with  the  kind  of  material,  but  with  every  variation,  in  the  same 
substance,  of  structure,  size,  form,  âge,  chemical  composition 
or  physical  character,  with  every  change  of  température,  and 
even  with  the  rate  of  distortion  and  method  of  action  of  the 
distorting  force.  Values  for  each  familiar  material,  for  a  wâde 
range  of  conditions,  will  be  given  in  the  following  pages. 

When  a  pièce  of  métal  is  subjected  to  stress  exceeding  its 
power  of  résistance  for  the  moment,  and  gradually  increasing 
up  to  the  limit  at  which  rupture  takes  place,  it  yields  and  be- 
comes  distorted  at  a  rate  which  has  a  definitely  variable  rela- 
tion to  the  magnitude  of  the  distorting  force  ;  this  relation,  al. 
though  very  similar  for  ail  metals  of  any  one  kind,  differs 
greatly  for  différent  metals,  and  is  subject  to  observable  altéra- 
tion by  every  measurable  différence  in  chemical  composition  or 
in  physical  structure. 

Thus  in  Fig.  46  let  this  opération  be  represented  by  the 
Swveral  curves  a,  b,  c,  d,  etc.,  the  élévation  of  any  point  on  the 
curve  above  the  axis  of  abscissas,  OXy  being  made  proportional 
to  the  résistance  to  distortion  of  the  pièce,  and  to  the  équiva- 
lent distorting  stress,  at  the  instant  when  its  distance  from  the 
left  side  of  the  diagram,  or  the  axis  of  ordinates,  OY,  measures 
the  coïncident  distortion.  As  drawn,  the  strain-diagram,  a  a\ 
îs  such  as  would  be  made  by  à  soft  métal  like  tin  or  lead  ;  b  V 
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represents  a  harder,  and  c  c'  2l  still  harder  and  stronger  metaU 
as  zinc  and  rolled  copper.  If  the  smallest  divisions  measure 
the  per  cent  of  extension  horizontally,  and  10,000  pounds  per 
square  inch  (703  kilogrammes  per  square  centimètre)  vertically,. 
d  d'  would  fairly  represent  a  hard  iron,  or  a  puddled  or  a 
"miW  Steel;  while//' and  ^^' would  be  strain-diagrams  of 
hard  and  of  very  hard  tool  steels,  respectively. 

The  points  marked  e,  /,  e'\  etc.,  are  the  so-called  "  elastic 
limitSy*  at  which  the  rate  of  distortions  more  or  less  suddenly 
changes,  and  the  élévation  becomes  more  nearly  equal  to  the 
permanent  change  of  form,  and  at  thèse  points  the  résistance 
to  further  change  increases   much   more  slowly  than  before. 


FiG.  46.— Strain-diagrams. 

Thîs  change  of  rate  in  încrease  in  résistance  continues  until  a 
maximum  is  reached,  and,  passing  that  point,  the  pièce  either 
breaks,  as  at/'  and^',  or  yields  more  and  more  easily  until  dis- 
tortion  ceases,  or  until  fracture  takes  place,  and  it  becomes  zéro 
at  the  base-line,  as  at  X. 

Such  curves  hâve  been  called  by  the  Author  "  Strain-dia- 
grams.** 

If  at  any  moment  the  stress  producîng  dîstortion  is  relaxed, 
the  pièce  recoîls  and  continues  this  reversed  distortion  until, 
ail  load  being  taken  off,  the  recoil  ceases  and  the  pièce  takes 
its  "permanent  set."  This  change  is  shown  în  the  figure  at 
f  f\  the  graduai  réduction  of  load  and  coincident  partial  res- 
toration  of  shape  being  represented  by  a  succession  of  points 
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forming  the  Une  f  /",  each  of  which  points  has  a  position 
which  is  determined  by  the  elastic  résistance  of  the  pièce  as 
now  altered  by  the  strain  to  which  it  has  been  subjected.  The 
distance  O  f  measures  the  permanent  set,  and  the  distance 
f  f"  measures'  the  recoil. 

The  pièce  now  has  qualities  which  are  quite  différent  from 
those  which  distinguished  it  originaily,  and  it  may  be  regarded 
as  a  new  spécimen  and  as  quite  a  différent  métal.  Its  strain- 
diagram  now  has  its  origin  at  f\  and  the  pièce  being  once 
more  strained,  its  behavior  will  be  represented  by  the  curve 
f  f  ^""^  fy  a  curve  which  often  bears  little  resembiance  to  the 
original  diagram  O^f,/.  The  new  diagram  shows  an  elastic 
limit  at  é"',  and  very  much  higher  than  the  original  limit  é^. 
Had  this  experiment  been  performed  at  any  other  point  along 
the  line  //',  the  same  resuit  would  hâve  followed.  It  thus  be- 
comes  évident  that  the  strain-diagram  is  a  curve  of  elastic 
limits,  each  point  being  at  once  représentative  of  the  résistance 
of  the  pièce  in  a  certain  condition  of  distortîon,  and  of  its 
elastic  limit  as  then  strained. 

The  ductile,  non-ferrous  metals,  and  îron  and  steel  and  the 
truly  elastic  substances,  hâve  this  in  common — that  the  effect 
of  strain  is  to  produce  a  change  in  the  mode  of  résistance  to 
stress,  which  results  in  the  latter  in  the  production  of  a  new 
and  elevated  elastic  limit,  and  in  the  former  in  the  introduction 
of  such  a  limit  where  none  was  observable  before, 

It  becomes  necessary  to  distinguish  thèse  elastic  limits  in 
describing  the  behavior  of  strained  metals,  and,  as  will  be  seen 
subsequently,  the  elastic  limits  hère  described  are  under  some 
conditions  altered  by  strain,  and  we  thus  hâve  another  form  of 
elastic  limit  to  be  defined  by  a  spécial  term. 

In  this  work  the  original  elastic  limit  of  the  pièce  in  its  or- 
dinary  state,  as  at  ^,  e\  e'\  etc.,  will  be  called  either  the  Origi- 
nal  or  the  Primitive^  Elastic  Limita  and  the  elastic  limit  cor- 
responding  to  any  point  in  the  strain-diagram  produced  by 
graduai,  unintermitted  strain  will  be  called  the  Nor^nal  Elastic 
Limit  for  the  given  strain.  It  is  seen  that  the  diagram  repre- 
senting  this  kind  of  strain  is  a  Curve  of  Normal  Elastic  Limits, 

The  elastic  limit  is  often  said  to  be  that  point  at  which  a 
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permanent  set  takes  place.  As  will  be  seen  on  studyîng  actual 
strain-diagrams  to  be  hereafter  given,  and  which  exhibit  accu- 
rately  the  behavior  of  the  métal  under  stress,  there  is  no  such 
point.  The  elastic  limit  referred  to  ordinarily,  when  the  term 
îs  used,  is  that  point  within  which  recoil  on  removal  of  load  is 
approximately  equal  to  the  elongation  attained,  and  beyond 
which  set  becomes  nearly  equal  to  total  elongation. 

It  is  seen  that,  within  the  elastic  limit,  sets  and  elongations 
are  sîmilarly  proportional  to  the  loads,  that  the  same  is  true 
on  any  elastic  line,  and  that  loads  and  elongations  are  nearly 
proportional  everywhere  beyond  the  elastic  limit,  within  a 
moderate  range,  although  the  total  distortion  then  bears  a  far 
higher  ratio  to  the  load,  while  the  sets  become  nearly  equal  to 
the  total  elongations. 

The  behavior  of  metals  under  moving  or"live"  load  and 
under  shock  is  not  the  same  as  when  gradually  and  steadily 
strained  by  a  slowly  applied  or  static  stress.  In  the  latter  case 
the  métal  undergoes  the  changes  îllustrated  by  the  strain- 
diagrams,  until  a  point  is  reached  at  which  eqvîlibrium  occurs 
between  the  applied  load  and  resisting  forces,  and  the  body 
rests  indefinitely,  as  under  a  permanent  load,  without  other 
change  occurring  than  such  settlement  of  parts  as  will  bring 
the  whole  structural  résistance  into  play. 

When  a  freely  moving  body  strikes  upon  the  resisting 
pièce,  on  the  other  hand,  it  only  comes  to  rest  when  ail  îts 
kinetic  energy  is  taken  up  by  the  resisting  pièce;  there  îs  then 
an  equality  of  vis  viva  expended  and  work  done,  whîch  \%  ex- 
pressed  thus: 


^  £pdx^p^\ (7) 


în  whîch  expression  W  îs  the  weight  of  the  strîkîng  body,  V 
îts  velocity,  /  the  resisting  force  at  any  instant,  p^  the  mean 
résistance  up  to  the  point  at  which  equilibrium  occurs,  and  s  îs 
the  distance  through  which  résistance  is  met. 

As  has  been  seen,  the  résistance  may  usually  be  taken  as 
varying  approximately  with  the  ordinates  of  a  parabola,  the 
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abscissas  representing  extensions.      The  mean   résistance   îs, 
therefore,  nearly  two  thirds  the  maximum,  and 


=  J^pdx  =  p^s  =  \et  ^  aé",  nearly,   .     .     (8) 


where  e  is  the  extension,  and  /  the  maximum  résistance  at 
that  extension,  and  a  a  constant.  Brittle  materials,  like  hard 
bronzes  and  brasses,  hâve  a  straight  Une  for  their  strain-dia- 
grams,  and  the  coefficient  becomes  i  înstead  of  |,  and 

— —  =  tf^  =  i^/  =  f^ (9) 

Resilience^  or  Springy  is  the  work  of  résistance  up  to  the 
elastic  limit.  This  will  be  called  Elastic  Resilience,  The  mod- 
ulus  of  elasticity  being  known,  the  Modulus  of  Elastic  Resili- 
ence is  obtained  by  dividing  half  the  square  of  the  maximum 
elastic  résistance  by  the  modulus  of  elasticity,  E,  as  above,  and 
the  work  done  to  the  "  primitive  elastic  limit"  is  obtained  by 
multiplying  this  modulus  of  resilience  by  the  volume  of  the 
bar.* 

The  total  area  of  the  diagram,  measuring  the  total  work 
done  up  to  rupture,  will  be  called  a  measure  of  Total  or  Ulti^ 
mate  Resilience.  Mallett's  Coefficient  of  Total  Resilience  is 
the  half  product  of  maximum  résistance  into  total  extension. 
It  is  correct  for  brittle  substances  and  ail  cases  in  which  the 
primitive  elastic  limit  is  found  at  the  point  of  rupture.  With 
tough  materials,  the  coefficient  is  more  nearly  two  thirds — 
and  may  be  evèn  greater  where  the  métal  is  very  ductile,  as, 
e.g.,  pure  copper,  tin,  or  lead.  Unity  of  length  and  of  section 
being  taken,  this  coefficient  is  hère  called  the  Modulus  of 
Resilience. 

When  the  energy  of  a  striking  body  exceeds  the  total  re- 
silience of  the  material,  the  pièce  will  be  broken.     When  the 

/«  i/* 

*  Rankine  and  some  other  writers  take  this  modulus  as  -=  instead  of  --=. 

Il  2£ 
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energy  expended  is  less,  the  pièce  will  be  strained  until  the 
work  done  in  résistance  equals  that  energy,  when  the  striking 
body  will  be  brought  to  rest. 

As  the  résistance  is  partly  due  to  the  inertia  of  the 
particles  of  the  pièce  attacked,  the  strain-diagram  area  is 
always  less  than  the  real  work  of  résistance,  and  at  high  ve- 
locities  may  be  very  considerably  less,  the  différence  being 
-expended  in  the  local  déformation  of  that  part  of  the  pièce 
at  which  the  blow  is  received.  In  predicting  the  effect  of  a 
shock  it  is,  therefore,  necessary  to  know  not  only  the  energy 
stored  in  the  moving  mass  and  the  method  of  variation  of  the 
résistance,  but  also  the  striking  velocity.  To  meet  a  shock 
successfully,  it  is  seen  that  resilience  must  be  secured  sufRcient 
to  take  up  the  shock  without  rupture,  or,  if  possible,  without 
serious  déformation.  It  is  in  most  cases  necessary  to  make 
the  elastic  resilience  greater  than  the  maximum  energy  of  any 
attacking  body. 

Mcnnng  Loads  produce  an  effect  întermediate  between  that 
due  to  static  stress  and  that  due  to  the  shock  of  a  freely  mov- 
ing body  acting  by  its  inertia  wholly;  thèse  cases  are,  there- 
fore, met  in  design  by  the  use  of  a  high  factor  of  safety,  as 
above. 

As  is  seen  by  a  glance  at  the  strain-diagram,  ff  (Fig.  46),  the 
pièce  once  strained  has  a  higher  elastic  resilience  than  at  first, 
and  it  is  therefore  safer  against  permanent  distortion  by  mod- 
erate  shocks,  while  the  approach  of  permanent  extension  to  a 
limit  renders  it  less  secure  against  shocks  of  such  great  inten- 
sity  as  to  endanger  the  pièce. 

When  the  shock  is  completely  taken  up,  the  pièce  recoils, 
as  at  é^^ff" ,  until  it  settles  at  such  a  point  on  that  line — as- 
suming  the  shock  to  hâve  extended  the  pièce  to  the  point  é""^ 
— that  the  static  résistance  just  équilibrâtes  the  static  load. 
This  point  is  usually  reached  after  a  séries  of  vibrations  on 
either  side  of  it  has  occurred.  With  perfect  elasticity,  this 
point  is  at  one  half  the  maximum  résistance,  or  elongation, 
attained.     Thus  we  hâve 


Sj'^'' = 


-— —  ; (10) 
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but  /  varies  ^s  ^  x  within  the  elastic  limit,  which  lîmit  has  now 
risen  to  some  new  point  along  the  line  of  normal  elastic  limits, 
as  e^,  Taking  the  origin  at  the  foot  oi  f"f'\  since  the  varia- 
tions of  length  along  the  line  Ox  are  equal  to  the  elongations 
and  to  the  distances  traversed  as  the  load  falls,  and  as  stresses 
are  now  proportional  to  elongations, 

p  =  ax\     W/i=Ws;    and     W=P;.    .     .    (ii) 

when  the  resisting  force  is  fi,  the  elongations  x,  while  A  and  s 
are  maximum  fall  and  elongation,  and  P  is  the  maximum 
résistance  to  the  load  at  rest.     Then 

pdx  =  a.j  xdx  =  -r  =  Ws\    /.  s  = .   .    (12) 

For  a  static  load,  îf  /  is  the  elongation, 

W 
a 

Hence, 

7  =  *' 03) 

and  the  extension  and  the  corresponding  stress  due  to  the 
sudden  application  of  a  load  are  double  those  produced  by  a 
static  load. 

Where  the  applied  load  is  a  pressure  and  not  a  weight, 
i.e.,  where  considérable  energy  in  a  moving  body  is  not  to  be 
absorbed,  as  in  the  action  of  steam  in  a  steam-engine,  the 
only  increase  of  strain  produced  by  a  suddènly  applied  load  is 
that  produced  by  the  inertia  of  such  of  those  parts  of  the  mass 
attacked  as  may  hâve  taken  up  motion  and  energy. 

30.  Tenacity,  Elasticity,  Ductility,  and  Resilience  are 
the  four  essential  qualities  of  a  good  material  for  use  în  steam- 
boiler  construction.      In   some   cases,  the   relative  values  of 
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thèse  several  properties  are  very  différent  from  that  relation  in 
others.  For  example:  while  boiler-iron  or  steel  must  hâve 
juctility,  even  if  tenacity  is  sacrificed  to  some  extent  to  secure 
it,  machinery  irons  and  steels  should  hâve  a  certain  amount  of 
rigidity,  and  tool-steel  a  minimum  allowable  hardness,  as  their 
leading  characteristics  ;  and  in  ail,  the  essential  property  being 
secured,  as  good  a  combination  of  ail  the  other  valuable  prop- 
erties is  sought  as  can  possibly  be  obtained. 

The  problem  of  proportioning  parts  to  resist  shock  is  seen 
to  involve  a  détermination  of  the  energy,  or  "  living  force,"  of 
the  load  at  impact,  and  an  adjustment  of  proportion  of  sec- 
tion and  shape  of  pièce  attacked  such  that  its  work  of  elastic 
or  of  ultimate  resilience,  whichever  is  taken  as  the  limit,  shall 
exceed  that  energy  in  a  proportion  measured  by  the  factor  of 
safety  adopted.  For  ordinary  live  loads  and  moderate  impact, 
requiring  no  specially  detailed  considération,  the  factors  of 
safety  already  given,  as  based  upon  ultimate  strength  simply, 
are  considered  sufiîcient  ;  in  ail  cases  of  doubt,  or  when  heavy 
shock  is  anticipated,  calculations  of  energy  and  resihence  are 
necessary,  and  thèse  demand  a  complète  knowledge*  of  the 
character,  chemical,  physical,  and  structural,  of  every  pièce 
involved,  of  its  resilience  and  method  of  yielding  under  stress, 
and  of  every  condition  influencing  the  application  of  the  at- 
tacking  force — in  other  words,  a  complète  knowledge  of  the 
material  used,  of  the  members  constructed  of  it,  and  of  the 
circumstances  likely  to  bring  about  its  failure. 

The  form  of  such  parts  should  usually  be  determined  on 
the  assumption  that  déformation  may  some  time  occur;  and 
such  expédients  as  that  of  Hodgkinson  in  enlarging  the  sec- 
tion on  the  weaker  side,  as  well  as  the  adoption  of  a  larger 
factor  of  safety  based  on  ultimate  strength,  are  advisable. 

31.  The  Chemical  and  Physical  Characteristics  of  Iron 
détermines  the  value  of  the  métal  for  the  purpose  of  the  engi- 
neer  in  construction.  The  following  set  of  strain-diagrams 
fFig.  47)  may  be  taken  as  représentative  of  the  behavior  of 
good  samples  of  the  various  grades  of  wrought-iron  and  of 
Steel  ai>ove  described. 

The  diagrams  a  a,  6  6,  c  c,  are  those  of  commercial  irons  of 
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good  quality,  soft,  médium,  and  hard  respectively,  and  ail  of 
high  ductility.  The  elastic  limits  of  a  and  b  differ  greatly  in 
position,  and  the  irons  themselves  are  characteristically  différ- 
ent. The  one  is  in  a  condition  of  initial  internai  strain  which 
has  weakened  it  against  external  stresses  ;  but  that  strain  being 
relieved  by  flow  under  strain,  the  iron  is  finally  found  to  be 
stronger  than  the  second  pièce. 

It  is  évident  that  the  first  is  less  valuable  than  the  second, 


isOLdwi — - 


KM'i; 


^longiti&fi  par  Cent. 


FiG.  47.— Strain-diagrams  of  Iron  and  Stebl. 


however,  under  any  stresses  that  occur  within  the  usual  limits 
of  distortion  ;  the  engineer  would  choose  h  as  having  a  higher 
elastic  limit  and  much  greater  elastic  resilience. 

The  "  elasticity  line,'*  e'  e\  shows  the  amount  of  spring  and 
of  set  at  the  point  at  which  it  is  taken,  and  gives  a  measure  of 
the  modulus  of  elasticity.  The  harder  iron,  d  d,  is  probably 
actually  a  puddled  steel,  and  has  been  made  by  balling  up  the 
éponge  in  the  puddling  furnace  too  early  to  permit  complète 
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réduction  of  carbon.  The  graduai  increase  in  strength,  with  in- 
crease  of  carbon,  and  rise  of  the  elastic  limit,  are  shown,  as  well 
as  the  coincident  loss  of  ductility,  in  the  diagrams,  e^  /,  g,  and 
A,  which  are  those  of  steels  containing  from  0.35  to  i  per  cent 
carbon  ;  e  and /are  the  diagrams  from  excellent  samples  of  the 
product  of  the  open-hearth  and  pneumatic  processes,  and  the 
stronger  spécimens  are  représentatives  of  the  average  crucible 
Steel. 

The  increase  of  resilience  within  the  elastic  range  is  seen  to 
be  very  great  as  the  percentage  of  carbon  is  încreased. 

The  Chemical  composition  of  iron  and  steel  détermines  the 
real  character  of  any  sample,  although  différences  of  physical 
character  and  of  molecular  structure  often  seriously  modify  the 
value   of   pièces   into   the   composition   of  which   they  enter. 
With  cast  métal,  where  sound  castings  hâve  been  secured,  the 
chemical  constitution  of  the  métal  being  known  from  analyses., 
the  value  of   the  métal   for  purposes  of  construction  maiy  be 
usually  well  judged  ;  and  a  comparison  of  the  dat:a  given  by 
the  chemist  with  the  spécifie  gravity  of  the  tRît^al,  will  gener- 
ally  be  sufficient  to  détermine  its  chrardicter  with  great  exact- 
ness.     Spécifications  fpr  '^nî^t-ïron  or  cast-steel  may  usually  be 
safely  so  drawn*  î£s  to  make  the  acceptance  of  the  material  de- 
î>*tniiiént  upon  accordance  with  specified  formulas  of  composi- 
tion and  density. 

Thus:  A  good,  gray  foundry  iron,  free  from  phosphorus 
and  low  in  silicon,  and  having  a  density  of  7.25  to  7.28,  is,  un- 
less  containing  some  peculiar  and  unusual  constituent  in  excess, 
a  safe  iron  to  use  for  ail  purposes  demanding  strength  Wrought- 
iron  and  "  mild  "  steels  are,  on  the  other  hand,  so  greatly  mod- 
ified  by  the  processes  of  préparation  in  the  mill,  that  actual 
test  can  only  be  safely  depended  upon  to  détermine  their  value 
in  construction. 

Statements  of  the  strength  of  iron  or  steel  are  not  of  great 
value  in  any  case,  when  the  métal  of  which  the  strength  or 
ductility  is  given  is  specified  by  its  trade  or  generic  name  sim- 
ply  without  a  statement  of  its  précise  chemical  composition  and 
physical  character.  Wrought-iron  varies  in  composition  and  in 
structure  to  such  an  extent  that,  while  the  softest  and  purest 
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varietîes  otten  hâve  a  tenacity  of  but  about  40,000  pounds  per 
square  inch  (2812  kilogrammes  per  square  centimètre),  some 
so-called  wrought-irons  (properly  puddled  steels)  hâve  been  met 
with  by  the  Author  in  the  market  having  a  tenacity  of  double 
that  figure  ;  some  samples  extend  25  per  cent  before  breaking, 
while  others,  with  similar  shape  and  size  of  test-piece  are  found 
nearly  as  brittle  as  cast-iron. 

Cast-iron  varies  in  tenacity  from  as  low  as  10,000  pounds 
per  square  inch  (703  kilogrammes  per  square  centimètre)  to 
more  than  50,000  pounds  (3515  kilogrammes  per  square  centi- 
mètre) ;  while  metals  are  sold  under  the  name  of  "  steel  "  hav- 
ing tenacities  varying  from  that  of  wrought-iron  up  to  over  100 
tons  per  square  inch  (15,746  kilogrammes  per  square  centi- 
mètre). 

In  the  examples  of  results  of  tests  of  iron  and  steel  which 
will  be  hereafter  given,  therefore,  the  character  of  the  métal 
testif  d^will  usually  be  exactly  defined  by  its  chemical  composi- 
tion,        "n^ 

In  compaVhïg  the  results  of  test  with  the  chemical  constitu- 
tion of  the  materiàr,  iV^  Ayill  be  found  that,  in  gênerai,  éléments 
which  increase  tenacity  also  deCi*;fJ3ise  ductility  and  resilience. 

Thus  :  Carbon  increases  strength  up  to  £  Jlmit  beyond  which 
an  excess  begins  to  weaken  it,  as  at  the  limit  which  sepiarates 
steel  from  cast-iron  ;  but  every  addition  of  strength  takes  place 
at  the  sacrifice  of  that  dujctility  which  is  an  essential  property 
of  good  iron. 

Phosphorus  adds  strength,  as  do  manganèse  and  other  less 
common  constituents  ;  but  in  each  case  a  limit  to  increasing 
strength  is  reached,  and  in  each  case  the  increase  of  strength 
noted  is  accompanied  by  an  equally  or  more  noticeable  loss  of 
ductility.  It  sometimes  happens,  however,  that  the  elastic  re- 
silience increases,  with  addition  of  such  éléments,  up  to  a  limit  ; 
which  limit  is,  however,  reached  long  before  the  increase  of 
strength  ceases. 

The  influence  of  the  most  common  hardening  éléments  upon 
the  valuable  qualities  of  "  rail-steel  "  and  similar  metals  has  not 
been  studied  sufïiciently  to  détermine  their  précise  efïect  and 
their  modifying  action  as  mutually  reacting  upon  each  other. 
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The  hardening  éléments  most  usually  met  with  in  iron  and 
Steel  are  carbon,  silicon,  manganèse,  and  phosphorus.  Dr. 
Dudley*  takes  the  effect  of  manganèse,  carbon,  silicon,  and 
phosphorus  to  be  as  the  numbers  3,  5,  7^,  and  15,  and  reckons 
the  sum  of  their  effects  in  "  phosphorus  units"  on  this  basis, 
allowing  0.05,  0.03,  0.02,  and  o.oi  per  cent  respectively  of  thèse 
éléments,  taken  in  the  order  just  given,  as  each  équivalent  to 
one  unit.  He  concludes  that  the  sum  should  not  exceed  31  or 
32  in  rails  and  other  soft  ingot-metals,  this  figure  being  obtained, 
as  above,  by  adding  together  the  phosphorus  percentage,  one 
half  the  silicon,  one  third  the  carbon,  and  one  fifth  the  manga- 
nèse. Taken  singly,  the  limit  for  phosphorus  is  placed  at  a 
maximum  of  o.io  per  cent,  silicon  at  0.04,  manganèse  at  0.30  or 
0.40,  and  for  such  metals,  carbon  at  0.25  to  0.30  per  cent. 
Higher  proportions  make  the  material  too  brittle  for  rails  and 
similar  uses.  For  boiler-plate  thèse  éléments  should  be  re- 
duced  nearly  one  half. 

Steels  containing  more  carbon  are  still  more  carefuUy  chosen 
with  a  vîew  to  the  avoidance  of  the  loss  of  ductility  due  to  the 
action  of  other  éléments  in  présence  of  carbon. 

Manganèse  steels,  i.e.,  steels  containing  a  high  percentage 
of  manganèse,  having  but  little  carbon  or  other  of  the  harden- 
ing éléments,  are  found  to  hâve  peculiar  value  for  many  purpo- 
ses  of  construction  ;  but  their  use  must  be  carefully  avoided  in 
steam-boilers,  or  elsewhere,  when  exposed  to  great  and  rapid 
changes  of  température. 

The  chemical  composition  of  cast-îron  will  usually,  and  es- 
pecially  if  checked  by  a  détermination  of  densîty,  serve  well  as 
a  guide  to  the  sélection  of  iron  of  any  specified  character  for  use 
în  construction  ;  yet  it  is  always  advisable  to  supplément  the 
analysis  by  the  détermination  of  its  physical  characteristics  as 
revealed  by  inspection  and  by  test.  The  openness  or  closeness 
of  grain,  the  shade  of  color,  the  depth  of  chill,  and  other  prop- 
erties  capable  ol  détection  by  the  sensés,  are  valuable  guides  to 
the  experienced  engiheer. 

The  same  is  true  of  ail  forms  of  îngot  métal,  whether  worked 
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or  unworked.  Steels  are  selected  by  vîsual  inspection  with 
great  accuracy  and  certainty  ;  but  the  engineer  usually  desires  te 
compare  the  chemist*s  analysis  with  the  resuits  of  mechanical 
tests,  as  weii  as  to  obtain  the  judgment  of  the  steei-maker  who 
inspects  the  topped  ingots. 

The  products  of  the  pneumatic  and  of  the  open-hearth  pro- 
:esses  are  now  customarily  tested  both  by  the  chemist's  and  by 
physical  tests. 

The  influence  of  mechanical  treatment  during  the  process 
of  manufacturing  wrought-iron  and  puddled  steel — the  "  weld  " 
metais — is  very  great  in  the  modification  of  their  valuable 
properties.  This  is  the  case  to  such  an  extent  that  the  quality 
of  thèse  materials  can  but  rarely  be  safeiy  judged  from  chemi- 
cal  analysis.  The  présence  or  absence  of  cinder,  the  amount  of 
réduction  in  the  rolls  or  under  the  hammer,  and  the  tempéra- 
ture and  other  conditions  of  working  are  circumstances  that 
modify  quality  to  such  an  extent  as  usually,  with  the  better 
kinds  of  métal,  to  entirely  obscure  variations  due  to  accidentai 
différences  in  chemical  constitution  ;  with  other  irons  and  steels 
both  sets  of  conditions  concur  to  détermine  quality.  It  is  never 
safe,  therefore,  to  base  spécifications  for  thèse  materials  upon 
chemical  composition  alone  ;  actual  test  is  usually  demanded  as 
a  basis  for  their  acceptance  or  rejection. 

Cast-iron  has  some  advantages  as  a  material  for  steam-boil- 
ers,  such  as  its  durability  in  présence  of  corroding  éléments,  its 
freedom  from  liability  to  rapid  solution  by  acids,  its  compact 
structure  and  the  impossibility  of  becoming  laminated  ;  and  it 
is  found  to  hâve  practically  equal  conducting  power.  Its  cost 
is  also  low  ;  but  it  is  exposed  to  danger  of  cracking,  either  from 
shrinkage  strains  or  local  variations  of  température  ;  it  gives  no 
warning  when  such  danger  arises,  but  is  always  treacherous  and 
unreliable.  Its  composition  is  a  matter  of  uncertainty,  and  is 
never  absolutely  known.  The  cast-iron  boilers  are  usually  so 
constructed  that  it  is  easy  to  substitute  a  new  pièce  for  a  broken 
part,  and  the  boiler  is  then  as  good  as  when  new,  înstead  of 
being  weakened  by  the  opération,  as  is  apt  to  be  the  case  with 
wrought-iron  boilers.  On  the  other  hand,  they  are  considered 
to  be  commonly  somewhat  defective  in  circulation,  as  a  ruîc. 
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and  déficient  in  steam-space.  Cast-steel  is  now  often  substi- 
tuted  for  cast-iron  in  such  boilers,  and  is  at  once  stronger  and 
more  trustworthy  ;  it  is  subject  to  the  same  objection  as  cast- 
iron  in  the  difficulty  met  with  in  securing  sound  castings. 
Could  good  castings  be  relied  upon  and  shrinkage  cracks  and 
strain-  cracks  be  prevented,  the  material  -would  undoubtedly  be 
much  more  generally  employed,  especially  in  small  boilers. 

32.  Steel  for  Boilers  is  always  of  the  class  known  as  "  low," 
"  soft,"  or  "  mild  '*  steel,  and  is,  properly  speaking,"  ingot  iron  ;" 
ail  of  its  characteristics  being  those  of  a  hoînogeneous,  tena- 
cious,  and  ductile  iron,  and  quite  distinct  from  those  of  the 
true  steels.  As  compared  with  iron,  its  greater  tenacity,  per- 
mitting  the  use  of  thinner  sheets  for  a  given  pressure,  or  giving 
a  greater  margin  of  safety;  its  greater  homogeneousness,  in- 
suring  more  certainty  and  security  in  attaining  the  conditions 
prescribed  in  designing;  and  its  greater  ductility,  which  adds 
enormously  to  the  safety  of  the  structure  against  dangerous 
strains  and  altérations  of  form  :  ail  make  it,  when  of  good  qual- 
ity,  much  the  more  désirable  material.  It  is  rapidly  supersed- 
ing  iron  in  boiler-construction.  The  difficulties  which  hâve 
retarded  its  introduction  hâve  been  mainly  those  of  getting 
perfect  uniformity  of  composition,  not  only  in  successive  lots, 
but  also  in  différent  parts  of  the  same  lot,  and  even  in  the  same 
sheet.  Many  manufacturers  hâve  now  become  able  to  secure 
ail  the  uniformity  désirable,  and  to  guarantee  the  quality  of 
their  product  ;  from  them  good  boiler-plate  can  always  be  ob- 
tained. 

Steel  boiler-plate  is  usually  made  by  the  Siemens-Martin  or 
**open-hearth*'  process;  although  considérable  quantities  are 
produced  from  the  Bessemer  converter,  and  some  by  the  more 
costly  crucible  process.  The  former  possesses  peculiar  advan- 
tages  in  the  making  of  "  mild  "  steels  and  boiler-plate  in  consé- 
quence of  the  facility  which  it  offers  for  testing  the  quality  of 
the  métal  from  time  to  time,  while  still  molten  on  the  fumace- 
hearth,  and  then,  if  it  proves  not  to  be  of  the  desired  character, 
modifying  it,  by  addition  of  such  material  as  may  serve  to  im- 
prove  it,  until  the  required  quality  is  obtained.  While  the 
Bessemer  process  in  skilled  hands  has  produced  most  excellent 
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Steel,  very  uniform  in  grade,  neither  it  nor  the  crucible  process 
offers  such  facilities  for  test  and  adjustment  of  quality  as 
characterize  the  Siemens-Martin  system. 

The  composition  of  good  steel  boiler-plate  should  always 
be  such  as  will  give  great  ductility  and  perfect  freedom  from 
liability  to  harden  and  **  take  a  temper"  in  conséquence  of 
variations  of  température  occurring  while  in  use.  The  carbon 
should  be  less  in  amount  than  one  fourth  of  one  per  cent,  and 
it  is  often  less  than  one  tenth.  Manganèse,  which  usually  con- 
stitutes  an  important  élément,  should  be  as  low  as  is  possible 
consistent  with  soundness  and  homogeneousness.  Any  boiler- 
plate  that,  on  being  heated  to  a  red-heat  and  suddenly  cooled, 
is  found  to  harden  perceptibly,  should  be  rejected.  It  should 
weld  readily,  and  should  be  capable  of  sustaining  ail  the  tests 
customarily  demanded  of  boiler-iron  even  more  satisfactorily 
than  the  latter.  Its  ductility  should  be  greater  than  that  of 
iron.     (See  Appendix  for  spécifications.) 

As  ordinarily  made,  steel  is  rarely  as  easily  manipulated,  and, 
when  subjected  to  the  ordinary  opérations  of  boiler-making, 
seldom  exhibits  as  little  loss  of  quality  as  the  best  irons;  it 
raust  often  be  very  carefully  treated,  and  even  in  many  cases 
must  be  annealed  after  each  opération  to  restore  lost  ductility. 
Shearing  and  punching  steels  too  high  in  carbon,  or  containing 
too  much  manganèse  or  phosphorus,  is  very  certain  to  produce 
injury. 

33.  The  Effect  of  Variation  of  Form  of  a  pièce  of  métal, 
a  member,  or  a  structure,  is  often  extremely  important.  This 
gcnerally  so  considerably  modifies  the  apparent  tenacity  of 
iron  and  steel  that  it  is  necessary  to  note  the  size  and  shape 
of  the  spécimen  tested  before  an  intelligent  understanding  of 
the  value  of  the  material  can  be  arrivcd  at  by  examination  of 
data  secured  by  test.  When  a  pièce  of  métal  is  subjected  to 
stress  and  slowly  pulled  asunder,  it  will  yicld  at  the  weakest 
section  first  ;  and  if  that  section  is  of  considerably  less  area  than 
adjacent  parts  (Fig.  48),  or  if  the  métal  is  not  ductile,  it  will 
often  break  sharply,  and  without  stretching  appreciably,  as  seen 
in  Fig.  50;  the  fractured  surface  will  hâve  a  granular  appearance, 
and  the  behavior  of  the  pièce,  as  a  whole,  may  be  like  that  of  a 
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brittle  casting,  even  although  actually  made  of  tough  and  duc- 
tile métal,  when  the  pièce  is  deeply  scored. 

When  a  bar  of  very  ductile  métal,  of  perfectly  uniform  cross- 
section  (Fig.  49)  is  broken,  on  the  other  hand,  it  will,  at  first,  if 
of  uniform  quality,  gradually  stretch  with  a  nearly  uniform 
réduction  of  section  from  end  to  end.  Toward  the  ends,  where 
held  by  the  machine,  this  réduction  of  area  is  less  perceivable, 
and  on  the  extrême  ends,  where  no  strain  can  occur,  except  from 
the  compressing  action  of  the  grips,  the  original  area  of  section 


1 


T 


\ 


Fig.  48.— Incorrect. 


Fig.  49.— Correct. 


FoRMS  OF  Tbst-pieces  for  Tension. 

îs  retained,  diminution  taking  place  from  that  point  to  the  most 
strained  part  by  a  graduai  taper  or  by  a  sudden  réduction  of 
section,  according  to  the  method  adopted  of  holding  the  rod. 
When  the  stress  has  attained  so  great  an  intensity  that  the 
weakest  section  is  strained  beyond  its  elastic  limit,  "  flow  " 
begins  there,  and,  while  the  extension  of  other  parts  continues 
slowly,  the  portions  immediately  adjacent  to  the  overstrained 
section  stretch  more  and  more  rapidly  as  this  local  réduction 
of  section  continues,  and  finally  fracture  takes  place.  This 
locally  reduced  portion  of  the  rod  has  a  length  which  is  dépend- 
ent upon  the  character  of  the  métal  and  the  size  of  the  pièce. 
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Hard  and  brittle  materials  exhibit  very  little  réduction,  and 
the  reduced  portion  is  short,  as  in  Fig.  50: 
ductile  and  tough  metals  exhibit  a  marked  ré- 
duction over  a  length  of  several  diameters,  and 
great  réduction  at  the  fractured  section,  as  seen 
in  Fig.  51.  Of  the  samples  shown  in  the  figures, 
the  first  is  of  a  good,  but  a  badly  worked,  iron, 
and  the  second  from  the  same  métal  after  it 
had  been  more  thoroughly  worked. 

When  the  breaking  section  is  determined  by 
deeply  grooving  the  test-piece,  the  results  of  test 
are  higher  by  5  or  10  per  cent  than  when  the 
cylinders  are  not  so  eut,  if  the  métal  is  hard  and 
brittle,  and  by  20  to  25  per  cent  with  tough 
and  ductile  irons  or  steels.  In 
ordinary  work  this  différence  will 
average  at  least  20  per  cent  with 
the  ductile  metals.  A  good 
bridge  or  cable  iron  in  pièces  of 
I  inch  (2.54  centimètres)  diame- 
ter  eut  from  2-inch  (5.08  centi- 
exhibited  a  tenacity  of  50,000 
pounds  per  square  inch  in  long  test-pieces, 
and  60,000  in  short  grooved  spécimens  (3515 
to  4218  kilogrammes  per  square  centimètre). 
Cast-irons  will  give  practically  equal  results  by 
both  tests,  as  will  hard  steels  and  very  coarse- 
grained  hard  wrought  ironS. 

Since  thèse  différences  are  so  great  that  it 
is  necessary  to  ascertain  the  form  of  samples 
tested  before  the  results  of  test  can  be  properly 
interpreted,  it  becomes  advisable  to  use  a  test- 
piece  of  standard  shape  and  size  for  ail  tests  the 
results  of  which  are  to  be  compared.  The  fig- 
ures given  hereafter,  when  not  otherwise  stated, 
may  be  assumed  to  apply  to  pièces  of  one  half 
square  inch  area  (3.23  square  centimètres)  of 
section,  and  at  least  5  diameters   in    length.     This 


Fig.  50. 

mètres)    bar. 
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usually  quite  sufficient,  and  is  taken  by  the  Author  as  a  mini- 
mum. For  other  lengths,  the  extension  is  measured  by  a  con- 
stant function  of  the  total  length  plus  a  function  of  the  diame- 
ter,  which  varies  with  the  quality  of  the  métal  and  the  shape 
of  the  test-piece.     It  may  be  expressed  by  the  formula 

e  =  al^Ad) (I) 

The  elongation  often  încreases  from  20  up  to  40  per  cent 
as  the  test-piece  is  shortened  from  5  inches  (12.7  centimètres) 
to  \  inch  (1.27  centimètres)  in  length,  while  the  contraction  of 
section  is,  on  the  other  hand,  decreased  from  50  down  to  25  per 
cent,  nearly.  Fairbairn,*  testing  good  round  bar-iron,  found 
that  the  extension  for  lengths  varying  from  10  inches  (25.4 
centimètres)  to  10  feet  (3.28  mètres)  could  be  expressed,  for 
such  iron,  by  the  formula 

^=i8  +  y, (2) 

where  /  is  the  length  of  bar  in  inches.  In  metric  measures  this 
becomes 

/=  length  in  centimètres;  e=.  elongation  per  unit  of  length. 

This  influence  of  form  is  as  important  in  testing  soft  steels  as 
in  working  on  iron.  Col.  Wilmot,  testing  Bessemer  "  steel  "  at 
the  Woolwich  Arsenal,  G.  B.,  obtained  the  following  figures: 

Tknacity. 

Form.              Test-pibce.                       Lbs.  per  sq  in.  Kilogs.  per  sq.  cm. 

Groovcd,  Fig.  48,  Highest 162,974  1 1.457 

Lowest 136,490  9,595 

Average 153.677  10,803 

Long  cylinder Highest 123,165  8,658 

Lowest 103,255  7.259 

Average 114,460  8,047 

*  Useful  Information,  second  séries,  p.  301. 
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The  différence  amounts  to  between  30  and   35  per  cent,  the 
groove  giving  an  abnormally  high  figure. 

It  is  évident  from  the  above  that  the  elongation  raust  be 
proportionably  much  greater  in  short  spécimens  than  in  long 
pièces.  This  is  well  shown  below  in  tests  made  by  Capt. 
Beardslee  for  the  United  States  Board.* 


TESTS  OF  TESTPIECES  OF  VARYING 

PROPORTIONS-TENSION. 

1 

i 

Strbs8  whbn  !                          1 

Lbncth. 

DlAMB- 

PlECB   BBGAN 

Brbaking- 

TER. 

c  . 

TO   STRBTCH 

STRESS. 

.3? 

OBSERVABLY. 

Remaries. 

c 

i. 

Orig- 
inal. 

Final. 

li 

1 

i 
1 

Ob- 
served 
Stress. 

Stress 

pcr 

square 

inch. 

Ob- 
served 
Stress. 

Stress 

per 
square 
inch. 

/«. 

In. 

/m. 

/*. 

Lâs. 

Lâs. 

Lès. 

Lès. 

5.000 

6.523 

30.0 

.798 

.568 

49.3 

13.400 

26,800 

26,000 

5ï»989 

Elastic  Itmit,  26,795  Ibt. 

3  938 

5.204 

33.0 

.798 

■564 

50.0 

14,000 

38,000 

26,200 

5a»389 

per  sq.  in. 
Elastic  lim  11,28,194  Ibs. 

4.500 

5.853 

30.0 

•797 

.584 

46.3 

14,000 

28,290 

26,190 

5a»495 

per  sq.  in. 
Elastic  iimit,  38,063  Ibs. 

per  sq.  in. 
Elastic  Iimit,  37,268  Ibs. 

3500 

4.605 

31.6 

.791 

.570 

48.0 

13,000 

26,450    26,070 

53*05» 

1 

pcr  sq.  in. 

3.000 

3-977 

33.0 

.792 

.571 

48.0 

14*000 

28,420    26,100 

52.984 

2.47a 

3.266 

3».! 

.799 

.589 

45.6 

14,000 

27,920    26,500 

52.852 

1.989 

2.644 

32.9 

.798 

.591 

450 

14,000 

28,000    26,500 

1 

53.169 

1.500 

2.026 

35.0 

.797 

.590 

45.2 

ï5t5oo 

31,320    26,275 

53,666 

1.000 

1.354 

35-4 

.798 

.600 

43-5 

16,675 

33*350    a6,59o 

53.169 

10 

0,500 

0.708 

41.6 

.798 

.635 

36.6 

18,760 

37,530|    28,665 

57«3«8 

With  such  brittle  materials  as  the  cast-irons,  the  différence 
becomes  unimportant.  Beardslee  found  a  différence  of  but  i 
per  cent  in  certain  cases.  The  more  brittle  the  material  the  less 
this  variation  of  the  observed  tenacity. 

As  will  be  seen  later,  even  more  important  variations  foUow 
changes  of  proportion  of  pièces  in  compression.  No  test-piece 
should  be  of  very  small  diameter,  as  înaccuracy  is  more 
probable  with  a  small  than  with  a  large  pièce,  and  the  errors 
are  more  likely  to  be  increased  in  réduction  to  the  stress  per 
square  inch.  The  length  should  not  be  less  than  four  times  the 
diameter  in  any  case,  and  with  soft  ductile  métal  five  or  six 
diameters  would  be  préférable,  for  tension. 

•  Report,  p.  104. 
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Where  much  work  is  to  be  donc,  it  is  quite  important  that 
a  set  of  standard  shapes  of  test-pieces  should  be  selected,  and 
that  ail  the  tests  should  be  made  upon  samples  worked  to 
standard  size  and  form.  Thus,  tension-pièces  are  often  made 
of  the  shapes  seen  in  the  figure,  when  testing  square,  cylindrical, 
or  flat  samples,  or  samples  eut  from  the  solid.  The  last  is  a 
shape  called  for  under  the  U.  S.  inspection  laws  when  testing 
boiler-plate  ;  but  it  should  never  be  used  if  choice  is  permitted, 
as  it  gives  no  chance  of  stretching,  and  is  therefore  nearly  use- 
less  as  a  gauge  of  the  quality  of  the  métal  ;  it  will  undoubtedly 
be  abandoned  in  course  of  time,  as  it  invariably  gives  too  high  a 
figure,  and  does  not  distinguish  the  hard  and  brittle  from  the 
better  and  tougher  materials  which  are  desired  in  construction. 

The  dimensions  adopted  by  the  Author  are  one-half  square 
inch(3.23  square  centimètres)  section  for  ail  metals  except  the 


FiG.  52.~Shapes  for  Test-pieces. 

tool  steels  (0.798  inch  ;  2  centimètres  diameter  when  round), 
and  one-eighth  or  one-quarter  square  inch  (0.81  to  1.61  square 
centimètres  area;  0.398  or  0.565  inch,  i  or  1.4  centimètres  diame- 
ter) for  the  latter,  at  the  smallest  cross-section.  Kent,  who  sketches 
the  aborve,  takes  thèse  shapes,  making  them,  if  of  tool  steel,  W 
inch  dîameter  (1.75  centimètres),  or  ^  square  inch  (2.44  square 
centimètres)  area  ;  in  other  metals  either  f  inch  (1.9  centimètres) 
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diameter  or  0.44  square  inch  (2.84  square  centimètres),  or  as 
above.  The  edges  should  be  true  and  smooth,  and  the  fiUets  ^ 
inch  radius. 

For  compression  tests  of  métal,  i  inch  (2.54  centimètres) 
long  and  J  inch  (1.27  centimètres)  diameter,  ends  perfectly 
square,  is  recommended  ;  for  stone  and  brick,  a  2-inch  (5.08 
centimètres)  cube.  Transverse  test-pieces  should  not  be  less 
than  I  foot  nor  more  than  4  feet  in  length,  when  to  be  handled 
in  ordinary  machines. 

The  standard  spécimen  will  be  taken  as  above,  and  good 
wrought-iron  of  such  shape  and  size  should  exhibit  a  tenacity 
of  at  least  50,0(X)  pounds  (3515  kilograms  per  square  centimètre) 
if  from  bars  not  exceeding  2  inches  (5.08  centimètres)  diameter, 
and  should  stretch  25  per  cent  with  40  per  cent  réduction  of 
area.  Such  test-pieces  hâve  the  advantage  of  giving  uniform 
comparable  and  minimum  figures  for  tenacity,  and  of  permitting 
accurate  déterminations  of  elongation. 

Test-pieces  are  only  satisfactory  in  form  when  turned  in 
the  lathe,  as  the  coincidence  of  the  central  line  of  figure  with 
the  line  of  pull  is  thus  most  perfectly  insured.  When,  as  with 
sheet-metal,  this  cannot  be  donc  readily,  care  must  be  taken  to 
secure  proportions  of  length  and  cross-section  as  nearly  like 
those  of  the  standard  test-piece  as  possible,  and  to  secure  sym- 
metry  and  exactness  of  form  and  dimension  ;  such  pièces  are 
liable  to  yield  by  tearing  when  not  well  made  and  properly 
adjusted  in  the  machine. 

34.  The  Method  of  Treatment  of  métal,  either  previous 
to  its  use  in  any  structure  or  while  under  load,  often  seriously 
modifies  its  strength,  its  ductility,  and  its  endurance. 

Bar-irons  exhibit  a  wide  différence  of  strength,  due  to 
différence  of  section  alone.  This  variation  may  be  expressed 
approximately  with  good  irons,  such  as  the  Author  has  studied 
in  this  relation,  by  the  formulas 

T  =  56,000  —  20,000  log  d]  )  , 

T^z=    4,500-    i,4o61og^^.  j     •    •    •    •    Vi; 

Where  T  and  T^  measure  the  tenacity  in  Brîtish  and  metric 
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measures  respectively,  and  d  and  d^  the  diameter  of  the  pièce, 
or  its  least  dimension. 

Where  it  is  desired  to  use  an  expression  which  is  not  loga 
rithmic,  it  will  usually  be  safe  to  adopt  in  spécifications  the 
f  ollowing  : 


^  __  60,000  _  80,000 


(2) 


The  Edgemoor  Iron  Company  adopt,  for  wrought-iron  in 
tension,  the  formula 


T  =  52,000  — 


7,ooOi4 


in  which  A  is  the  area,  and  B  the  periphery  of  the  section.* 

The  figures  in  the  following  table  hâve  been  taken  by  the 
Author  as  fair  values  of  the  tenacity  of  good  average  merchant- 
iron. 


TENACITY    OF    GOOD    IRON. 


DlAMBTBR. 

Tbnacitv,  t. 

Cenlimetres. 

Inches. 

Lbs, 
per  square  inch. 

Kilog^mmes 
per  square  iDch. 

.64 
1.27 
1.90 

2.54 
3.18 
3.81 

4.45 
5.08 
5.72 
6.35 
7.62 
8.90 
10.16 
12.70 

i 
\ 
\ 
I 

lè 
li 
If 
2 

2i 

2i 

3 

3i 

4 

5 

60,000 
58,000 
56,000 
55.500 
54.500 
53.500 
52.000 
50,000 
49,000 
48,900 
47.500 
47.000 
46,000 
44.000 

4.218 
4.077 
3  947 
3.902 
3.838 
3.761 
3.656 
3.515 
3.445 
3.374 
3.320 

3,304 
3.234 
3.093 

KirkaJdyf  found    that  pièces  of  ij-inch  (3.2  centimètres) 

•  Ohio  Railway  Report,  1881,  p,  379. 

t  Experiinenis  on  Wrought  Iron  and  Steel. 
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bar  rolled  down  to  i  inch  (2.54  centimètres),  J  inch  (1.9  centi 
mètres),  and  \  inch  (1.27  centimètres)  diameter  increased  in 
tenacity  20  per  cent  while  decreasing  in  ductility  5  per  cent. 

Forging  has  the  same  effect  as  rolling. 

The  elastic  limit  is  also  usually  lower  in  large  than  in  small 
masses. 

Turning  iron  down  has  no  important  effect  on  the  tenacity. 
The  considérable  variations  always  observable  in  the  gên- 
erai rate  of  increase  of  tenacity,  which,  other  things  being. 
equal,  accompanies  réduction  of  size  of  wire,  are  due  to  the 
hardening  of  the  wire  in  the  draw-plate,  and  occasional  restora- 
tion  to  its  softest  condition  by  annealing. 

Beardslee  has  found  the  change  of  tenacity  in  forged  and 
rolled  bars  to  be  due  to  différences  in  amount  of  work  donc  in 
the  mill  upon  the  iron.  The  extent  of  réduction  of  the  pile 
sent  to  the  rolls  from  the  heating-furnace  is  variable,  its  cross 
sectional'  area  being  originally  from  20  to  60  times  that  of  the 
bar,  the  higher  figure  being  that  for  the  smallest  bars.  On 
making  this  réduction  uniform,  it  is  found  that  the  tenac- 
ity of  bars  varies  much  less  in  différent  sizes,  and  that  the 
change  becomes  nearly  uniform  from  end  to  end  of  the  séries 
of  sizes,  and  becomes  also  very  small  in  amount.  By  properly 
shaping  the  piles  at  the  heating-furnace,  and  by  putting  as 
much  work  on  large  as  on  small  bars,  it  was  found  that  a  2-inch 
(5.08  centimètres)  bar  could  be  given  a  strength  superior  by 
over  10  per  cent,  and  a  4-inch  (10.17  centimètres)  could  be 
made  stronger  by  above  20  per  cent  than  iron  of  those  sizes  as 
usually  made  for  the  market.  The  surface  of  a  bar  is  usually 
somewhat  stronger  than  the  interior. 

The  Limit  of  Elasticity  will  be  found  at  from  two  fifths 
the  ultimate  strength  in  soft,  pure  irons  to  three  fifths  in 
harder  irons,  and  from  three  fifths  in  the  steels  to  nearly  the 
ultimate  strength  with  harder  steels  and  cast-irons.  Barlow 
found  good  wrought-iron  to  elongate  one  ten-thousandth  its 
length  per  ton  per  square  inch  up  to  the  limit  at  about  10 
tons.  The  relation  between  the  séries  of  elastic  lîmits  and  the 
maximum  résistance  of  the  iron  or  the  steel  is  well  shown  in 
strain-diagrams,  which  exhibit  graphically  the  varying  relation 
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of  the  stress  applied  to  the  strain  produced  by  it  throughout 
the  process  of  breaking. 

Repeatedly  Piling  and  Reworking  improves  the  quality  of 
wrought-iron  up  to  a  limit  at  which  injury  is  done  by  over- 
working  and  burning  it. 

The  iron  thus  treated  exljibits  increasing  strength  until  it 
has  been  reheated  five  or  six  times,  and  then  gradually  loses 
tenacity  at  a  rate  which  seems  to  be  an  accelerating  one. 
Forging  iron  is  similar  in  effect,  and  improves  the  métal  up  to 
a  limit  seldom  reached  in  small  masses. 

The  forging  of  large  masses  usually  includes  too  often  re- 
peated  piling  and  welding  of  smaller  pièces,  and  it  is  thence 
found  difficult  to  secure  soundness  and  strength.  This  is  par- 
ticularly  the  case  where  the  forging  is  done  with  hammers  of 
insuflficient  weight.  The  iron  suffers,  not  only  from  reheating, 
but  from  the  graduai  loosening  and  weakening  of  the  cohésion 
of  the  métal  within  the  mass  at  depths  at  which  the  bénéficiai 
effect  of  the  hammer  is  not  felt. 

The  Effect  of  Prolongea  Heating  is  sometimes  seen  in  a 
granular,  or  even  crystalline,  structure  of  the  iron,  which  indi- 
cates  serious  loss  of  tenacity.  Large  masses  must  always  be 
made  with  great  care,  and  used  with  caution  and  with  a  high 
factor  of  safety.  Ingot  iron  is  always  to  be  preferred  to  welded 
masses  of  forged  material  for  shafts  of  steamers  and  similar 
uses. 

The  Tenacity  of  Ingot  Irons  and  Steels  is  less  subject  to 
variation  by  accidentai  modifications  of  structure  and  compo- 
sition than  is  that  of  wrought-iron.  The  steels  are  usually 
homogeneous  and  well  worked,  and  are  comparatively  free 
from  objectionable  éléments,  theîr  variation  in  quality  being 
determined  principally  by  the  amount  of  carbon  présent,  which 
élément  occurs  in  a  proportion  fixed  by  the  maker,  and  varying 
within  a  very  narrow  range.  The  softest  grades  of  ingot  iron 
and  Steel  approach  the  character  of  wrought-irons  ;  but  their 
comparative  freedom  from  slag,  and  their  purity,  usually  make 
them  superior  to  ail  ordinary  irons  in  combined  strength  and 
ductility.  The  products  of  the  Bessemer  and  of  the  open- 
hearth  processes  vary  in  tenacity  from  60,000  pounds  per  square 
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inch  (4218  kilogrammes  per  square  centimètre)  to  more  than 
double  that  figure  ;  while  the  crucible  steels  often,  and  occa- 
sionally  the  preceding,  are  sometimes  four  times  as  strong,  a 
tenacityof  200,0CX)  pounds  per  square  inch  (14,060  kilogrammes 
per  square  centimètre)  being  sometimes  exceeded. 

35.  The  Time  and  the  Margin  of  Stress,  or  loading, 
both  affect  greatly  the  life  of  the  pièce  and  the  degree  of  safety 
with  which  it  may  be  used. 

It  has  been  shown  by  the  Author,  and  by  L.ommander 
Beardslee,  U.  S.  N.,  by  direct  experiment  in  the  Mechanical 
Laboratory  of  the  Stevens  Institute  of  Technology,  and  at  the 
Washington  Navy  Yard,  that  the  normal  elastic  hmit,  as  ex- 
hibited  on  strain-diagrams  of  tests  conducted  without  inter- 
mission of  stress,  is  exalted  or  depressed  when  intermission  of 
distortion  occurs,  according  as  the  métal  belongs  to  the  iron  or 
to  the  tin  class.  This  élévation  of  the  normal  elastic  limit  by 
intermitting  strain  is,  as  has  been  shown,  variable  in  amount 
with  différent  materials  of  the  iron  class,  and  the  rate  at  which 
this  exaltation  progresses  is  also  variable.  With  the  same 
material  and  under  the  same  conditions  of  manufacture  and  of 
subséquent  treatment  the  rate  of  exaltation  is  quite  definite, 
and  may  be  expressed  by  a  very  simple  formula.  The  Author 
has  experimented  with  bridge  material,  and  Commander 
Beardslee  has  examined  métal  specially  adapted  for  use  in 
chain  cables,  for  which  latter  purpose  an  iron  is  required,  as  in 
bridge-building,  to  be  tough  as  well  as  strong  and  uniform  in 
structure  and  composition.  The  experiments  of  the  latter  in- 
vestigator  hâve  extended  to  a  wider  range  than  hâve  those  of 
the  Author,  and  the  effect  of  the  intermission  of  strains  con- 
siderably  exceeding  the  primitive  elastic  limit  has  been  deter- 
mined  by  him  for  periods  of  from  one  minute  to  one  year. 
From  a  study  of  the  results  of  such  researches  and  from  a  com- 
parison  with  the  latter  investigation,  which  was  found  to  be 
confirmatory  of  the  déduction,  the  Author  has  found  that,  with 
such  iron  as  is  hère  described,  the  process  of  exaltation  of  the 
normal  elastic  limit  due  to  any  given  degree  of  strain  usually 
nearly  reaches  a  maximum  in  the  course  of  a  few  days  of  rest 
after  strain,  its  progress  being  rapid  at  first  and  the  rate  of  in- 


Digitized  by 


Google 


MATERIAL&STRENGTH  OF   THE  STRUCTURE. 


75 


crease  quickly  diminishing  with  time.  For  good  boiler  irons, 
the  amount  of  the  excess  of  the  exalted  limit,  as  shown  by  sub- 
séquent test,  above  the  stress  at  which  the  load  had  been  pre- 
viously  removed  may  be  expressed  approximately  by  the 
formula 

£'  =  5  log  7"+  1.50  per  cent; 

in  which  the  time,  7",  is  given  in  hours  of  rest  after  removal  of 
the  tensile  stress  which  produced  the  noted  stretch. 

The  Author  has  investigated  the  action  of  prolonged  stress, 
using  wire  of  Swedish  iron  :  but  one  set  of  samples  was  an- 
nealed  ;  the  other,  of  two  sets,  was  left  hard,  as  drawn  from  the 
wire-blocks.  The  size  selected  was  No.  36,  0.004  inch  (o.oi 
millimètre)  diameter,  and  was  loaded  with  95,  90,  85,  80,  75, 
70,  65,  and  60  per  cent  of  the  breaking  load  as  obtained  by  the 
usual  method  of  test.     The  resuit  was  : 

ENDURANCE   OF   IRON    WIRE   ÙNDCR   STATIC    LOAD. 


PiR  Cbnt  Maximum 

TiMB  UNDBR  Load 

BsroRB  Practurb. 

Static  Load 

Hard  wire  (unannealed). 

SoCt  wire  (annealed). 

95 

1? 

80 
75 

r 
65 

60 

8  days. 

35  ï^ays. 

Unbroken  at  end  of  16  mos. 

91  days. 

Unbroken. 

Several  remain  unbroken  (  i8( 

3  minutes. 
5  minutes. 

I  day. 

266  days. 

17  days. 

455  days. 

455  days. 

^)  after  ihirieen  years. 

Soft  irons  and  the  "  tin  class"  of  raetals  and  the  woods  are 
found  to  demand  a  higher  factor  of  safety  than  hard  iron.  The 
élégant  and  valuable  researches,  also,  of  Mons.  H.  Tresca  on 
the  fiow  of  solids,*  and  the  illustrations  of  this  action  almost 
daily  noticed  by  every  engineer,  seem  to  lend  confirmation  to 
the  supposition  of  Vicat.  The  expérimental  researches  of 
Prof.  Joseph   Henry,  on  the  viscosity  of  materials,  and  which 

*  Sur  TEcoulement  des  corps  solides.     Paris,  1869-72. 
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proved  the  possîbility  of  the  coexistence  of  strong  cohesive 
forces  with  great  fluidity,*  long  ago  proved  also  the  possibility 
of  a  behavior  in  solids,  under  the  action  of  great  force,  analo> 
gous  to  that  noted  in  more  fluid  substances. 

On  the  other  hand,  the  researches  of  the  Author,  indicating 
by  strain-diagrams  that  the  progress  of  this  flow  is  often  ac- 
companied  by  increasing  résistance,  and  the  corroboratory  évi- 
dence furnished  by  ail  such  carefully  made  experiments  on 
tensile  résistance  as  those  of  King  and  Rodman,  Kirkaldy  and 
Styffe,  hâve  made  it  appear  extremely  doubtful  whether  hard 
îron  is  ever  weakened  by  a  continuance  of  any  stress  not  origi- 
nally  capable  of  producing  incipient  rupture. 

Kirkaldy  concludes  that  the  additional  time  occupied  in 
testing  certain  spécimens  of  which  he  determined  the  elonga- 
tion  "had  no  injurious  effect  in  lessening  the  amount  of  break- 
ing  strain."  f  An  ëxaminatibn  of  his  tables  shows  those  bars 
which  were  longest  undeV  strain  to  hâve  had  highest  average 
résistance.  .... 

VVertheim  suppos^'that  greater  résistance  was  offered  to 
rapidly  than  to  slowly  produçed  rupture. 

The  experiments  of  the  Author  prove  that,  as  had  already 
been  indicated  by  Kirkaldy,  a  lower  résistance  is  ofîered  by 
ordinary  irons  as  the  stress  is  more  rapidly  applied.  This  efïect 
conspires  with  vis  viva  to  produce  rupture. 

We  conclude  that  the  rapidity  of  action  in  cases  of  shock, 
and  where  materials  sustain  live  loads,  is  a  very  important  élé- 
ment in  the  détermination  of  their  resisting  power,  not  only 
for  the  reason  given  already,  but  because  the  more  rapidly 
common  iron  is  rupttrred  the  less  is  its  résistance  to  fracture. 
This  loss  of  résistance  is  about  1 5  per  cent  %  in  some  cases, 
noted  by  the  Author,  of  moderately  rapid  distortion. 

The  cause  of  this  action  bears  a  close  relation  to  that 
operating  to  produce  the  opposite  phenomenon  of  the  élé- 
vation of   the  elastic   limit    by    prolonged   stress,    to   be   de- 

*  Proc.  Am.  Phil.  Society,  1844. 
f  Experiments  on  Wrought  Iron  and  Steel,  pp.  62,  83. 
^-Compare  Kirkaldy,  p.  83,  where  experiments  which  are  possibly  affected 
by  the  action  of  vis  viva  indicate  a  very  similar  effect. 
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scribed,  and  it  may  probably  be  simply  another  illustration 
of  the  effect  of  internai  strain.  Metals  of  the  "  tin  class"  ex- 
hibit,  as  bas  been  shown  by  the  Author,*  an  opposite  effect. 
Rapidly  broken,  they  offer  greater  résistance  than  to  a  static 
or  slowly  applied  load.  It  has  also  been  seen  that  annealed 
iron  has,  in  some  respects,  similar  qualities. 

With  a  very  slow  distortion  the  "  flow"  already  described 
occurs,  and  but  a^mall  amount  of  internai  strain  is  produced, 
sînce,  by  the  action  noticed  when  left  at  rest,  this  strain  re- 
lieves  itself  as  rapidly  as  produced.  A  more  rapid  distortion 
produces  internai  stress  more  rapidly  than  relief  can  take 
place,  and  the  more  quickly  it  occurs  the  less  thoroughly  can  it 
be  relieved,  and  the  more  is  the  total  résistance  of  the  pièce 
reduced.  Evidence  confirmatory  of  this  explanation  is  found 
in  the  fact  that  bodies  most  homogeneous  as  to  strain  exhibit 
thèse  effects  least. 

At  extremely  high  velocities  the  most  ductile  substances 
exhibit  similar  behavior  when  fractured  by  shock  or  by  a  sud- 
denly  applied  force,  to  substances  which  are  really  compara- 
tively  brittle.f  In  the  production  of  this  effect,  which  has 
been  frequently  observed  in  the  fracture  of  iron,  although  the 
cause  has  not  been  recognized,  the  inertia  of  the  mass  attacked 
and  the  actual  dépréciation  of  resisting  power  just  observed, 
conspire  to  produce  results  which  would  seem  quite  inexpli- 
cable, except  for  the  evidently  great  concentration  of  energy 
hère  referred  to,  which,  in  conséquence  of  this  conspiring  of 
inertia  and  résistance,  brings  the  total  effort  upon  a  compara- 
tively  Hmited  portion  of  the  material,  producing  the  short 
fracture,  with  its  granular  surfaces,  which  is  the  well-known 
characteristic  of  sudden  rupture.  Any  cause  acting  to  produce 
încreased  density,  as  réduction  of  température,  evidently  must 
intensify  this  action  of  suddenly  applied  stress. 

The  liability  of  machinery  and  structures  to  înjury  by 
shock  is  thus  greatly  increased,  and  it  is  quite  uncertain  what 


♦  Trans.  Am.  Soc.  C,  Ei,  1874  et  seq, 

f  Spécimens  from  wrought-iron  targets  shattered  by  shock  of  heavy  ora 
nance  exhibit  ihis  change  in  a  very  unmistakable  manner. 
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is  the  proper  factor  of  safety  to  adopt  in  cases  în  which  the 
shocks  are  very  suddenly  produced. 

Meantime  the  précautions  to  be  taken  by  the  engîneer  are  : 
To  prevent  the  occurrence  of  shock  as  far  as  possible,  and  to 
use  in  endangered  parts  light  and  elastic  members,  composed 
of  the  most  ductile  materials  available/  giving  them  such  forma 
rxnd  combinations  as  shall  distribute  the  distortion  as  uniformly 
and  as  widely  as  possible. 

The  behavior  of  materials  subjected  to  sudden  strain  is 
thus  seen  to  be  so  considerably  modified  by  both  internai  and 
external  conditions  which  are  themselvcs  variable  in  character, 
that  it  may  still  prove  quite  difficult  to  obtain  mathematical 
expressions  for  the  laws  governing  them.  An  approximation, 
of  sufficient  accuracy  for  some  cases  which  frequently  arise  in 
practice,  may  be  obtained  for  the  safety  factor  by  a  study  and 
comparison  of  expérimental  results. 

Egleston,  studying  the  behavior  of  métal  under  long-con- 
tinued  and  repeated  stresses,  finds  évidence  of  the  existence  of 
a  "  law  of  fatigue  and  refreshment  of  metals,"  occurring  as  in- 
dicated  by  the  Author.  He  also  concludes*  that  métal  once 
fatigued  may  sometimes  be  restored  by  rest  or  by  heating 
that  **  the  change  produced  is  a  chemical  one/*  accompanied 
by  "  a  change  in  the  size,  color,  and  surface  of  the  grains  of  the 
iron  or  the  steel."  Surface  injuries  by  blows  were  found  to 
affect  the  métal,  in  some  cases,  to  a  depth  of  15  millimètres 
(0.6  inch).  He  informs  the  Author  that  he  finds  évidence  of 
the  formation  of  crystals  in  the  cold  métal  during  the  process 
of  becoming  fatigued,  and  a  decided  change  in  the  proportion 
of  combined  and  uncombined  carbon. 

The  Effect  of  Repeated  Variation  ofLoad  is  most  important. 
In  the  year  1859  Prof.  Wôhler,  in  the  employ  of  the  German 
Government,  undertook  a  séries  of  experiments  to  détermine 
the  effect  of  prolonged  varying  stress  on  iron  and  steel.  Thèse 
experiments  were  continued  until  1870.  The  apparatus  used 
by  Wôhler  and  his  successor,  Spangenberg,  was  of  four  kinds  : 

I.  To  produce  rupture  by  repeated  load. 

*  Transactions  Institute  Mining  Engineers,  1880. 
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2.  For  repeated  bendîng,  in  one  direction,  of  prismatic 
rods. 

3.  For  experîments  on  loaded  rods  under  constant  bend- 
îng stress. 

4.  For  torsion  by  repeated  stress. 

The  amount  of  the  imposed  stress  was  determîned  by 
breaking  several  rods  of  like  material,  ascertaining  the  break- 
ing  load,  and  taking  some  fraction  of  this  for  the  intermittent 
load. 

From  the  results  of  thèse  experiments  of  Wôhler,  extend- 
ing  over  eleven  years,  the  observations  hère  appended  were 
deduced  : 

"Wôhler's  Law:  Rupture  of  material  may  be  causedby 
repeated  vibrations^  none  ofwhich  attain  the  absolute  breaking 
limit.  The  différences  of  the  limiting  strains  are  sufficient  for 
the  rupture  of  the  material,** 

The  number  A  strains  required  for  rupture  increases  much 
more  rapidly  than  the  weîght  of  load  diminishes. 

The  work  of  Wôhler  and  Spangenberg  has  proven  what 
was  long  before  supposed  to  be  the  fact — that  the  permanence 
and  safety  of  any  iron  or  steel  structure  dépends  not  simply 
on  the  greatest  magnitude  of  the  load  to  be  sustained,  but  on 
the  frequency  of  its  application  and  the  range  of  variation  of 
its  amount.  The  structure  or  the  machine  must  usually  be 
designed  to  carry  indefinitely  whatever  load  ît  is  intended  to 
sustain  and  to  be  permanently  safe,  however  much  the  stress 
may  vary,  or  however  fréquent  its  application.  The  stress 
permîtted  and  calculated  upon  must  therefore  be  less  as  the 
variation  îs  greater,  and  as  the  frequency  of  its  application  is 
greater.  Although  it  is  customary  to  make  the  working  load 
one  fifth  or  one  sixth  the  maximum  load  that  could  be  sus- 
tained without  fracture,  it  has  now  become  well  known  that 
this  îs  not  the  correct  method  except  for  an  unvarying  load  ; 
although,  as  will  be  seen,  thèse  factors  of  safety  are  sufficient 
to  cover  the  case  studied  by  Wôhler. 

Wôhler  found  that  good  wrought-îron  and  steel  would  beai 
loads  indefinitely  as  follows  : 
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Lbs.  per  sq.  in.  Kilogs.  per  sq.  cm. 

Wrought-iron,  tension  only +  18,70010+         30;  +  1,309  to  +      2.2 

Wrought-iron,  tension  and  compres.  +    8.320  to  —    8.320;  +     582  to  —  582 

Cast-steel,  tension  only +  34.307  to  +  n.440;  +  2,401  to  +  801 

Cast-steel,  tension  and  compression  +  12,480  to  —  12,480;  +     874  to  —  874 

Thus  rupture  is  produced  either  by  a  certain  load,  called 
usually  the  "  breaking  load,"  once  applied,  or  by  a  repeatedly 
applied  smaller  load.  The  différences  of  stresses  applied,  as 
well  as  their  actual  amount,  détermine  the  number  of  appli- 
cations which  may  be  made  before  fracture  occurs,  and  the 
length  of  life  of  the  member  or  the  structure.  This  weakening 
of  métal  by  repeated  stresses  is  knovvn  as  fatigue,  It  is  not 
known  that  it  may  always  be  relieved,  like  internai  stresses,  by 
rest  ;  but  it  is  apparently  capable  of  relief  frequently  by  either 
simple  rest  for  a  considérable  period,  or  by  heating,  working, 
and  annealing. 

The  experiments  described  seem  to  indicate  some  relation 
between  the  action  of  variable  loads  and  of  prolonged  stress 
where  metals  are  soft  enough  to  "  flow." 

Wôhler  concluded  that  the  al'owable  loads  for  the  cases  of 
stationary  loading,  loading  in  tension  alternating  with  entire 
relief,  and  equal  and  alternate  tensions  and  compressions,  will 
be  in  the  ratio  3:2:1. 

The  method  above  described  is  still  in  the  expérimental 
stage  ;  but  it  may  be  provisionally  accepted  as  safer  than  the 
usual  method  of  covering  cases  of  varying  stresses  by  a  factor 
of  safety  determined  solely  by  custom  or  individual  judgment. 
It  has  been  the  custom  with  some  American  bridge-builders 
to  give  members  in  alternate  tension  and  compression  a  section 
equal  to  that  calculated  for  a  tension  under  static  load  equal 
to  the  sum  of  the  two  stresses — a  rough  method  of  meeting 
the  most  usual  and  serions  case. 

A  number  of  engineers,  commenting  upon  the  work  of 
Wôhler,  Spangenberg,  Weyrauch,  and  Launhardt,  consider 
that  the  resuit  is  simply  to  base  upon  the  ultimate  strength  a 
deduced  limit  of  working  stress  which  corresponds  closely  to 
the  elastic  limit,  and  generally  urge  that  reasonabie  factors  of 
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safety  related  ta  the  limit  of  elasticity  are  préférable  to  the  still 
uncertain  method  above  described.  It  is  admitted,  however, 
that  the  results  accord  with  those  already  indicated  by  expéri- 
ence where  a  definite  practice  bas  l$€»^e  settled  upon. 

There  are  many  phenomena  which  cannot  be  conveniently 
exhibited  by  strain-diagrams  ;  such  are  the  molecular  changes 
which  occupy  long  periods  of  tinne.  Thèse  phenomena,  which 
consist  in  altérations  of  chemical  constitution  and  molecular 
changes  of  structure,  are  not  less  important  to  the  mechanic 
and  the  engineer  than  those  already  described.  Requiring 
usually  a  considérable  period  of  time  for  their  production,  they 
rarely  attract  attention,  and  it  is  only  when  the  métal  is  finally 
inspected,  after  accidentai  or  iatentionally  produced  fracture, 
that  thèse  eflfects  become  observable.  The  first  change  to  be 
referred  to  is  that  graduai  and  imperceptible  one  which,  occu- 
pying  months  and  years,  and  under  the  ordinary  influence  of 
the  weather  going  on  slowly  butîsurely,  results  finally  in  im- 
portant modification  of  the  proportions  of  the  chemical  élé- 
ments présent,  and  in  a  conséquent  equally  considérable 
change  of  the  mechanical  properties  of  the  métal. 

Exposure  to  the  weather,  while  producing  oxidation,  has 
aoother  important  efïect  :  It  sometimes  produces  an  actual  im- 
provement  in  the  character  of  the  métal.  Old  tools,  which 
hâve  been  laid  aside  or  lost  for  a  long  time,  acquire  exceptional 
excellence  of  quality.  Razors  which  hâve  lost  their  keenness 
and  their  temper  recover  when  given  time  and  opportunity  to 
recuperate.  A  spring  regains  its  tension  when  allowed  to  rest. 
Farmers  leave  their  scythes  exposed  to  the  weather,  sometimes 
from  one  season  to  another,  and  find  their  quality  împroved  by 
it.  Boiler-makers  frequently  search  old  boilers  carefuUy,  when 
reopened  for  repairs  after  a  long  period  of  service,  to  find  any 
tools  that  hâve  been  lost  and  so  improved. 

36.  A  Method  of  Detecting  any  Overstrain  to  which  a 
structure  or  either  of  its  par^s  may  hâve  been  subjected,  which 
was  devised,  or  more  properly  discovered,  by  the  Author,  is 
sometimes  of  service  in  revealing  danger  of  accident,  or  the 
cause  of  disasters  already  arrived.  It  has  been  shown  by  the 
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Author*  and  by  other  investigators,  that  when  a  métal  is  sub- 
jected  to  stress  exceeding  that  required  to  strain  it  beyond  its 
original  apparent,  or  "primitive/*  elastic  limit,  this  primitive 
elastic  limit  becomes  elevated,  and  that  strain-diagrams  obtained 
autographically,  or  by  carefully  plotting  the  results  of  well-con- 
ducted  tests  of  such  métal,  are  "  the  loci  of  the  successive  limits 
of  elasticity  of  the  métal  at  the  successive  positions  of  set/'f 

It  has  been  shown  by  the  Author  also  that,  at  the  successive 
positions  of  set,  strain  being  intermitted,  a  new  elastic  limit  is, 
on  renewing  the  application  of  the  distorting  force,  found  to 
exist  at  a  point  which  approximately  measures  the  magnitude 
of  the  load  at  the  moment  of  intermission.:]: 

Thus  it  is  seen  that  a  métal,  once  overstrained,  carries  per- 
manently  unmistakable  évidence  of  the  fact,  and  can  be  made 
to  reveal  the  amount  of  such  overstrain  at  any  later  time  with 
a  fair  degree  of  accuracy,  This  évidence  cannot  be  entirely 
destroyed,  even  by  a  moderate  degree  of  annealing.  Often,. 
only  annealing  from  a  high  heat,  or  reheating  and  reworking, 
can  remove  it  absolutely.  Thus,  too,  a  boiler,  or  any  structure,, 
broken  down  by  causes  producing  overstrain  in  its  tension 
members,  or  in  its  transversely  loaded  beams  (and,  probably,  in 
compression  members — although  the  writer  is  not  yet  fully  as- 
sured  of  the  latter),  retains  in  every  pièce  a  register  of  the 
maximum  load  to  which  that  pièce  has  ever  been  subjected  ; 
and  the  strain  sheet  of  the  structure,  as  strained  at  the  instant 
of  breaking  down,  can  be  thus  laid  down  with  a  fair  degree  of 
certainty.  The  Author  has  found  by  subséquent  tests  that 
transverse  strain  produces  the  same  efîect  upon  the  elastic  limit 
for  tension. 

Hère  may  be  found  a  means  of  tracing  the  overstrains 
which  hâve  resulted  in  the  destruction  or  the  injury  of  any 
iron  or  steel  structure,  and  of  ascertaining  the  cause  and  the 
method  of  its  failure,  iii  cases  frequently  happening  in  which 

*  Sec  Trans.  Am.  Soc.  C.  E..  1874  et  seq„  Journal  Franklin  Institute.  1874  ; 
Van  Nostrand*s  EcUctù  Engineering  Magazine,  1874,  etc.,  etc. 

f  On  the  Strength,  etc..  of  Materials  of  Construction.  1874,  Sec.  20. 

t  On  the  Mechanical  Treatment  of  Meials;  Mctallurgical  Review^  1877; 
Engineering  and  Mining  Journal^  1877. 
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they  are  indéterminable  by  any  of  the  usual  methods  of  inves- 
tigation. 

This  method  may  thus  sometimes  be  used  to  ascertain  the- 
probable  cause  of  a  boiler  explosion,  by  determining  whether 
the  métal  has  been  subjected  to  overstrain  in  conséquence  of 
overpressure.  The  causes  of  accidents  to  machinery  may  also 
be  thus  detected,  and  many  other  applications  might  be  sug- 
gested. 

37.  The  EiTect  of  Température  and  its  Variation  on  iron 
and  Steel  is  probably  the  most  important  of  ail  those  phenom- 
ena  which  modify  the  behavior  of  iron  or  steel  under  load. 


■00  900  1000         IIOO^O. 

I4r«         l«S9         IM9     F. 


Fio.  53.— Hbat  cw.  Tenacity. 


The  diagram  above*  graphîcally  represents  the  results  of 
several  séries  of  experîments. 

Curves  Nos.  i  and  2  represent  Kollmann's  experiments  on 
iron,  and  3  on  Bessemer  "steel."  No.  i  is  ordinary,  and  2 
steely  puddled  iron. 

Curve  No.  4  represents  the  work  of  the  Franklin  Institute 
on  wrought-iron. 

*  Eisen  und  Stahl,  A.   Martens  ;  Zeitschrift  des  Vereins  Deutscher  Inge- 
nieure  ;  Feb.  1883,  p.  127. 
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Curve  No.  5  gîves  Faîrbaîrn's  results,  working  on  Englîsh 
wrought-irons. 

Nos.  6  to  II  are  Styffe's,  and  represent  the  experiments 
made  by  him  on  Swedish  iron.  The  numbers  do  not  appear, 
as  thèse  results  do  not  fall  into  curves  ;  thèse  results  are  indi- 
cated  by  circles,  each  group  being  identified  by  the  peculiar 
filling  of  the  circles,  as  one  set  by  a  Une  crossing  the  centre, 
another  by  one  across,  a  third  by  a  full  circle,  etc. 

The  broken  Unes,  12  and  13,  are  British  Admiralty  experi- 
ments on  blacksmiths*  irons,  and  No.  14  on  Siemens  steel. 

The  first  five  séries  only  are  of  value  as  indicating  any  law  ; 
and  they  exhibit  plainly  the  gênerai  tendency  already  referred 
to,  to  a  decrease  of  tenacity  with  increase  of  température. 

Fairbairn's  experiments,  No.  5,  best  exhibit  the  maximum, 
first  noted  by  the  Committee  of  the  Franklin  Institute,  at  a 
température  between  that  of  boiling  water  and  the  red  heat. 

It  will  be  observed  that  the  measure  of  tenacity,  at  the  left, 
is  obtained  by  making  the  maximum  of  Kollmann  unity.  It 
will  also  be  noted  that  Kollmann  does  not  find  a  maximum  as 
in  curves  4  and  5,  but,  on  the  contrary,  a  more  rapid  réduction 
in  strength  at  that  température  than  beyond. 

It  would  seem,  therefore,  that  that  peculiar  phenomenon 
must  be  due  to  some  accidentai  quality  of  the  iron.*  The 
Author  has  attributed  it  to  the  existence  in  the  iron,  before 
test,  of  internai  stresses  whîch  were  relieved  by  flow  as  the 
métal  was  heated,  disappearing  at  a  température  of  300°  or 
400°  Fahr.  (149°  to  204°  Cent.). 

The  experiments  of  Mr.  Oliver  Williams  f  in  determining 
the  change  produced  in  the  character  of  the  fracture  of  iron  by 
transverse  strain,  at  extrême  températures,  indicate  loss  of  duc- 
tility  at  low  températures. 

Two  spécimens  of  nut-iron,  from  différent  bars,  made  at 
Catasauqua,  Pennsylvania,  were  first  nicked  with  a  cleft  on  one 
side  only,  and  then  broken  under  a  hammer,  at  a  température 


*  Isherwood  suggests  that  this  is  simply  due  to  repeatedly  breaking  the  same 
pièce. 

t  Thi  Iron  Age,  New  York,  March  13,  1873,  p.  16. 
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of  about  20°  Fahr.  (--  7°  Cent.).  At  this  température  both 
spécimens  broke  off  short,  showing  a  clearly  defined  granular 
or  steely  iron  fracture.  The  pièces  were  then  gradually  heated 
to  about  75°  Fahr.  (24°  Cent.),  and  then  broken  as  before,  de- 
veloping  a  fine,  clear,  fibrous  grain.     The  two  fractures  were 


FiG.  54. — Fracture  at  Ordinarv  Température. 

but  four  inches  (10.16  centimètres)  apart,  and  are  entirely  dif- 
férent. The  accompanying  illustrations,  from  the  Author's 
collection,  exhibit  this  case. 

It  has  been  long  known  that  a  granular  fracture  may  be 
produced  by  a  shock,  in  iron  which  appears  fibrous  when  grad- 
ually tom  apart.  This  was  fully  proven  by  Kirkaldy.*  Mr. 
Williams  was,  probably,  the  first  to  make 
the  experiment  just  described,  and  thus 
to  make  a  direct  comparison  of  the  char- 
acteristics  of  fracture  in  the  same  iron  at 
différent  températures. 

Valton  has  found  f  that  some  iron  be- 
comes  brittle  at  températures  of  572°  or 
752°  Fahr.  (300°  to  400°  Cent.),  and  re- 
gains ductility  and  toughness  at  higher 
températures.     On  the  whole,  the  frac-    ^''''  "f eÏ.peSItSLiC'^  ^^'^ 

*  Experiments  on  Iron  and  Steel. 

f  Bulletin  Iron  and  Steel  Assoc.  Feb.  1877. 
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ture  of  iron  at  low  températures  has  been  found  to  be  charac* 
teristic  of  a  brittle  material,  while  at  higher  températures  it 
exhibits  the  appearance  peculiar  to  ductile  and  somewhat  vis- 
cous  substances.  The  métal  breaks,  in  the  first  case,  with  slight 
permanent  set  and  a  short  granular  fracture,  and  in  the  latter 
with,  frequently,  a  considérable  set,  and  the  form  of  fracture  in- 
dicating  great  ductility.  The  variation  in  the  behavior  of  iron, 
as  it  approaches  the  welding  beat,  illustrâtes  the  latter  condi- 
tion in  the  most  complète  manner. 

Valton  found  that  a  steel  rod  bent  very  well  at  a  tempéra- 
ture a  little  below  duU  red,  but  broke  at  a  température  which 
may  be  called  blue,  the  fracture  showing  that  color.  Portions 
of  the  rod  which  were  below  this  température  manifested  much 
toughness,  and  bent  without  fracture.  Charcoal  pig-iron  from 
Tagilsk,  made  in  1770,  irons  obtained  from  the  Ural  in  rods 
and  sheets,  soft  Bessemer  and  Martin  steels  from  Terrenoire, 
soft  English  steel  and  good  English  merchant-bars,  ail  gave 
the  same  results,  whether  the  métal  tested  had  been  hammered 
or  rolled.  Valton  found  that  the  phenomenon  had  been  long 
known  to  the  workmen  under  his  direction.  In  working  sheet- 
iron  with  the  hammer  they  wait  until  the  métal  has  cooled 
further  when  approaching  the  température  which  would  give 
the  blue  fracture  when  broken.  He  concludes  that  wrought- 
irons,  as  well  as  some  kinds  of  soft  steel,  even  when  of  excel- 
lent quality,  are  very  brittle  at  a  température  a  little  below 
dull  red  beat— 577°  to  752°  Fahr.  (between  300°  and  400°  Cent.). 

The  variation  of  strength  follows  quite  closely  the  change 
of  density,  which  latter  is  illustrated  in  the  preceding  diagram^ 
which  exhibits  increase  of  volume  from  the  freezing-point. 

The  sudden  fall  of  the  line  before  reaching  the  melting- 
point  indicates  the  sudden  increase  of  volume  which  castings 
exhibît  while  cooling,  and  which  enables  "  sharp"  castings  to 
be  secured.  It  is  at  the  crest  noted  near  this  point  that  vis- 
cosity  is  observed.  From  this  point  back  to  the  freezing-point 
the  variation  follows  a  regular  law. 

It  would  thus  seem  that  the  gênerai  effect  of  increase  or 
decrease  of  température  is,  with  solid  bodies,  to  decrease  or 
increase  theîr  power  of  résistance  to  rupture,  or  to  change  o£ 
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form,  and  theîr  capabîlity  of  sustaining  "dead**  loads;  and  we 
tnay  conclude  : 

(i)  That  the  gênerai  effect  of  change  of  température  is  to 
produce  change  of  ductility,  and  consequently  change  of  resili- 
-ence,  or  power  of  resisting  shocks  and  of  carrying  "  live  loads." 
This  change  is  usually  opposite  in  direction  and  greater  in  de- 
gree  at  ordinary  températures  than  the  variation  simultane- 
ously  occurring  in  tenacity. 

(2)  That  marked  exceptions  to  this  gênerai  law  hâve  been 
noted,  but  that  it  seems  invariably  the  fact  that,  wherever  an 
exception  is  observed  in  the  influence  upon  tenacity,  an  excep- 
tion may  also  be  detected  in  the  effect  upon  resilience.  Causes 
which  produce  increase  of  strength  seem  also  to  produce  a  sim- 
ultaneous  decrease  of  ductility,  and  vice  versa, 

(3)  That  experiments  upon  copper,  so  far  as  they  hâve  been 
carried,  indicate  that  (as  to  tenacity)  the  gênerai  law  holds 
good  with  that  métal. 

(4)  That  iron  exhibits  marked  déviations  from  the  law  be- 
tween  ordinarj'  températures  and  a  point  somewhere  between 
500°  and  600"^  Fahr.  (260^  and  316^  Cent.),  the  strength  increas- 
ing  between  thèse  limits  to  the  extent  of  about  1 5  per  cent 
with  good  iron.  The  variation  becomes  more  marked  and  the 
results  more  irregular  as  the  métal  is  more  impure. 

(5)  That  above  600°  Fahr.  (316°  Cent.)  and  below  70°  (21*" 
Cent.)  the  gênerai  law  holds  good  for  iron,  its  tenacity  increas- 
ing  with  diminishing  température  below  the  latter  point  at  the 
rate  of  from  0.62  to  0.03  per  cent  for  each  degree  Fahrenheit, 
while  its  resilience  decreases  in  an  undetermined  ratio  for  good 
iron,  and  to  the  extent  of  réduction  to  one  third  its  ordinary 
value  or  less,  at  10°  Fahr.  (—12°  Cent.)  when  cold-short,  and 
in  the  latter  case  the  set  may  be  less  than  one  fourth  that 
noted  at  a  température  of  84^  Fahr.  (29°  Cent.). 

(6)  That  the  viscosity,  ductility,  and  resilience  of  metals  are 
determined  by  identical  conditions,  and  that  the  fracture  of 
iron  at  low  températures  has  accordingly  been  found  to  be 
characteristic  of  a  brittle  material,  while  at  the  higher  tempéra- 
tures it  exhibits  the  appearance  peculiar  to  ductile  and  some- 
what  viscous  substances.     The  métal  breaks  in  the  first  case 
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with  slight  permanent  set  and  a  short  granular  fracture,  and  in 
the  latter  with  frequently  a  considerible  set  and  a  form  of  frac- 
ture indicating  great  ductility.  The  variation  in  the  behavior 
of  iron,  as  it  approaches  a  welding  heat,  illustrâtes  the  latter 
condition  in  the  most  complète  manner. 

(7)  That  the  précise  action  of  the  éléments  with  which  iron 
is  liable  to  be  contaminated,  and  the  extent  to  which  they 
modify  its  behavior  under  varying  température,  remain  to  be 
fully  investigated,  but  that  the  présence  of  phosphorus  and  of 
other  substances  producing  "  cold-shortness,"  exaggerates  to  a 
great  degree  the  effects  of  low  température  in  producing  loss 
of  toughness  and  resilience. 

(8)  That  the  modifications  of  the  gênerai  law  with  other 
metals  than  iron  and  copper,  and  in  the  case  of  alloys,  are  not 
well  known.     See  tables  in  Appendix. 

The  practical  resuit  of  the  whole  investigation  is  that  iron 
and  steel,  and  probably  other  metals,  do  not  lose  their  power 
of  sustaining  absolutely  "  dead  "  loads  at  low  températures,  but 
that  they  do  lose,  to  a  very  serious  extent,  their  power  of  sus- 
taining shocks  or  of  resisting  sharp  blows,  and  that  the  factors 
of  safety  in  structures  need  not  be  increased  in  the  former 
Ccvse,  where  exposure  to  severe  cold  is  apprehended  ;  but  that 
machinery,  rails,  and  other  constructions  which  are  to  resist 
shocks  should  hâve  larger  factors  of  safety,  and  should  be  most 
carefuUy  protected,  if  possible,  from  extrême  températures. 

The  Stress  Prodticed  by  Change  of  Température  is  easily  cal- 
culated  when  the  modulus  of  elasticity  and  the  coefficient  of 
expansion  are  known,  thus: 

Let  E  =  the  modulus  of  elasticity; 

\  =  the  change  of  length  per  degree  and  per  unit  of 
length  ; 
J/°  zz:  the  différence  of  initial  and  final  températures  ; 
/  =  the  stress  produced. 


Then 


/  :  £  :  :  X  J/°  :  i, 

/./  =  à£J/° (i) 
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For  good  wrought-iron  and  steel,  taking  E  as  28,000,000 
pounds  on  the  square  inch,  or  2,000,000  kilogrammes  on  the 
square  centimètre,  and  X  as  0.0000068  for  Fahrenheit,  and  as 
0.0000120  for  Centigrade  degrees: 

/  =  \QpAf  Fahr.,  nearly,  \ 

\ (2) 

=    25  J/°  Cent.,  nearly.  ) 

For  cast-iron,  taking  E  =  16,000,000;  ^  =  0.0000062: 

/  =  \ooAf  Fahr.,  nearly,  ) 

\ (3) 

=     12^/°  Cent.,  nearly.  ) 

This  force  must  be  allowed  for  as  if  a  part  of  the  tension, 
T^  or  compression,  C,  produced  by  the  working  load  when  the 
parts  are  not  free  to  expand. 

Sudden  Variation  of  Température  \\bs  an  effect  upon  steel 
which  is  very  great  when  the  proportion  of  carbon  is  not  far 
from  one  per  cent.  With  less  carbon  the  effect  is  less  observ- 
able, and  with  the  wrought-irons  and  with  ingot  metals  con- 
taining  less  than  one  third  per  cent  carbon  and  other  hardening 
éléments,  it  becomes  quite  unimportant.  Soft  irons  are  still 
further  softened  by  sudden  réduction  of  température  from  the 
red  beat.  Cast-irons,  unless  of  the  class  known  as  "chilling 
irons/*  are  much  less  affected  than  steel,  and  when  very  rich  in 
graphitic  carbon  are  not  perceptibly  hardened. 

When  either  iron  or  steel  is  repeatedly  heated  and  cooled, 
a  permanent  change  of  form  takes  place.  Colonel  Clarke  has 
shewn*  that  cylinders  repeatedly  heated  to  a  high  température 
and  suddenly  cooled,  become  enlarged  in  diameter  perma- 
nently.  Pièces  of  tempered  steel  are  larger  than  when  untem- 
pered. 

Cast-îron  ordnance,  after  having  been  discharged  many 
times,  becomes  unsafe  in  conséquence  of  weakening,  which  is 


^  Philosophical  Magazine^  1863. 
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probably  princîpally  due  to  strains  caused  by  sudden  and  irreg- 
ular  changes  of  température  in  service. 

Such  grades  of  steel  as  take  a  temper  are  greatly  strength- 
ened  unless  too  highly  hardened,  in  which  case  they  become 
brittle  from  internai  stresses.  The  Author  has  found  temper- 
ing  in  mercury  to  increase  greatly  both  the  strength  and  the 
toughness  of  small  pièces  of  good  tool  steel.  Kirkaldy  has 
found,  by  an  extended  séries  of  experiments,  that  tempering 
tool  steels  in  oil  greatly  increases  both  strength  and  elasticity, 
while  hardening  in  water  reduces  both.  The  higher  the  tem- 
pérature at  which,  without  risk,  the  steel  can  be  cooled,  the 
greater  is  this  increase  of  strength.  Hard  steels  exhibit  the 
fact  better  than  soft  steels.  Dividing  steels  into  séries  in  the 
order  of  their  contents  in  carbon,  beginning  with  the  softest 
grades,  the  foUowing  were  the  percentages  of  increase  of 
strength  from  weakest  to  strongest:  11.8,  24.2,  40.7,  53.2,  57.0, 
-64.1,  70.9,  77.6.  The  harder  steels  were  highly  heated  ;  the 
soft  steels  only  moderately. 

A  singular  change  is  observed  in  iron  and  in  the  soft  steels, 
and  may  perhaps  be  found  to  occur  with  other  metals,  when 
the  température  approaches  what-is  known  as  the  blackheat — a 
température  not  far  from  600°  or  700^  F.  (316°  to  370°  C),  and 
below  a  red-heat  visible  in  the  dark.  At  this  température, 
métal  which  bends  readily  either  cold  or  at  the  full  red  heat 
is  found  to  be  exceedingly  brittle  and  to  break  easily,  especially 
under  percussion,  without  bending.  This  heat  with  its  peculiar 
effect  may  be  reached  in  a  bath  of  boiling  tallow  at  a  little 
above  the  lower  température  above  specified.  The  steels  show 
less  of  this  effect,  usually,  than  the  irons.  The  présence  of 
more  than  a  trace  of  sulphur,  or  phosphorus,  or  of  other 
hardening  éléments,  exaggerates  this  action. 

38.  Crystallization  and  Granulation  are  the  two  methods 
of  altération  of  molecular  structure  which  are  conséquent  upon 
the  action  of  any  cause  which  continually  séparâtes  the  par- 
ticles  of  the  métal  beyond  the  range  marked  and  limited  by 
the  elastic  limit.  No  évidence  is  to  be  found  that  a  single 
suddenly  applied  force,  producing  fracture,  may  cause  such  a 
5ystematic  and   complète  rearrangement  of   molécules.     The 
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granular  fracture  produced  by  sudden  breaking,  and  the  cr>'s- 
talline  structure  produced  as  above  during  long  periods  of  time, 
are  apparently  as  distinct  in  nature  as  they  are  in  their  causes. 
But  simple  tremor,  where  no  sets' of  par ticles  are  séparât ed  so 
far  as  to  exceed  the  elastic  range,  and  to  pass  beyond  the  limit 
of  elasticity,  does  not  seem  to  produce  such  changes.  In  fact, 
some  of  the  most  striking  illustrations  of  the  improvement  in 
the  quality  of  wrought-iron  with  time  hâve  occurred  where 
severe  jarring  and  tremor  were  common.  Métal  has  been  sub- 
jected  for  many  years  to  the  strains  and  tremor  accompanying 
the  passage  of  trains  without  apparent  tendency  to  crystalliza- 
tion,  and  with  évident  improvement  in  its  quality. 

Wôhler  found  cubic  crj'stals  in  cast-iron  plates  which  had 
been  for  some  time  kept  at  nearly  the  température  of  fusion  in 
a  f umace,  and  Augustine  found  similar  crystals  in  gun-barrels  ; 
Percy  found  octahedra  of  considérable  size  in  a  bar  which  had 
been  used  in  the  melting-pot  of  a  glass-furnace.  Fairbairn  as- 
serts  the  occasional  occurrence  of  such  change  due  to  shock, 
jar,  and  long-continued  vibration.  Miller  found  cubic  crystal- 
lization  plainly  exhibited  in  Bessemer  iron,  which  may,  how- 
ever,  hâve  been  due  to  the  présence  of  manganèse.  Hill 
shows  *  that  heat  may  produce  such  crystallization. 

In  a  discussion  which  took  place  many  years  ago  before  the 
British  Institution  of  Civil  Engineers,  Mr.  J.  E.  McConnell 
produced  a  spécimen  of  an  axle  which  he  thought  furnished 
nearly  incontestable  évidence  of  crystallization.  One  portion 
of  this  axle  was  clearly  of  fibrous  iron,  but  the  other  end  broke 
oflf  as  short  as  glass.  The  axle  was  hammered  under  a  steam 
hammer,  then  heated  again  and  allowed  to  cool,  after  which  it 
was  found  necessary  to  eut  it  almost  half  through  and  hammer 
it  for  a  long  time  before  it  could  be  broken.  The  great  testing- 
machine  at  the  Washington  Navy  Yard  has  a  capacity  of  about 
300  tons,  and  has  been  in  use  40  years.  Commander  Beardslee 
subjected  it  to  a  stress  of  288,000  Ibs.  (130,000  kilogrammes), 
which  stress  had  frequently  been  approached  before  ;  but  it 
subsequently  broke  down  under  about  100  tons.     The  connect- 

*  Iron  Age,  1882  ;  Méchantes,  1882. 
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ing-bar  which  gave  way  had  a  diameter  of  five  inches,  and 
should  hâve  originally  had  a  strength  of  about  400  tons  (406,400 
kilogrammes).  Examining  it  after  rupture,  the  fractured  sec- 
tion was  found  to  exhibit  strata  of  varying  thickness,  each 
having  a  characteristic  form  of  break.  Some  were  quite  granu- 
lar  in  appearance,  but  the  larger  proportion  were  distinctly 
crystalline.  Some  of  thèse  crystals  are  large  and  well  defined. 
The  laminae,  or  strata,  préserve  their  characteristic  peculiarities, 
vvhether  of  granulation  or  of  crystallization,  lying  parallel  to 
their  axis  and  extending  from  the  point  of  original  fracture  to 
a  section  about  a  foot  distant,  where  the  bar  was  broken  a 
second  time  (and  purposely)  under  a  steam  hammer.  It  thus 
differs  from  the  granular  structure  which  distinguishes  the  sur- 
faces of  a  fracture  suddenly  produced  by  a  single  shock,  and 
which  is  so  generally  confounded  with  real  crystallizion. 

39.  Irons  and  Steels  Compared  with  référence  to  their 
composition  and  qualities,  even  when  the  latter  are  given  as 
much  of  the  character  of  the  best  iron  as  is  possible,  will  ex- 
hibit some  marked  différences. 

In  composition  the  following  may  be  considered  good  repré- 
sentative examples  : 


Irons. 

Stbbls. 

Swedish. 

D&rtmoor. 

Pennsylva- 
nia. 

*'Mild." 

"  MiS." 

Carbon 

0.087 
0.056 
0.005 

99.220 

0.016 
0.022 
0.104 
0.106 
0.280 
99.372 

0.067 
0.020 
O.OOI 

0.075 

0.009 

99.828 

0.238 
0.105 
0.012 
0.034 
0.184 
99-427 

0.009 
0.163 
0.009 
0.084 
0  620 

Silicon 

Sulphur 

Phosphorus 

Manganèse 

Iron  by  difif 

99.115 

100.000 

100.000     1   100.000 

100.000 

100.000 

Ail  the  hardening  éléments  usually  appear  in  larger  propor- 
tion in  the  steels  than  in  the  irons  ;  but  this  is  not  invariably 
the  fact,  especially  with  those  very  mild  steels  which  can  be 
made  by  the  crucible  process. 

Comparing  the  analyses  of  the  two  classes  of  métal,  it  will 
be  found  that  the  best  irons  are  more  irregular  and  uncertain 
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în  composition  than  the  best  steels;  that  they  contain  coii' 
siderable  amounts  of  cinder,  or  slag,  derived  from  the  puddle- 
ball  and  the  crude  cast-iron  from  which  it  is  made  ;  that  the 
Carbon  and  silicon  are  usually  less  in  quantity,  though  very 
variable  ;  sulphur  and  phosphorus  are  commonly  "  higher"  than 
in  steels;  and  the  whole  list  of  éléments,  aggregating,  slag 
aside,  less  in  the  irons  than  in  the  steels,  varies  greatly  in  pro- 
portions, and  by  no  law.  The  steels  are  capable  of  more  exact 
prescription  of  constitution  than  irons,  and  are  especially  dis- 
tinguished  by  their  richness  in  manganèse,  silicon,  and  carbon, 
and  their  freedom  from  slag  and  from  sulphur  and  phosphorus. 
The  crucible  steels  contain,  as  a  rule,  much  less  manganèse  and 
silicon  than  do  the  others.  For  boiler-plate,  the  carbon  should 
be  kept  below  one  fourth  of  one  per  cent,  and  ail  other  élé- 
ments as  low  as  possible  ;  but  the  effect  of  manganèse  and 
other  hardening  constituents  is  not  sufficiently  well  settled, 
especially  where  the  métal  is  exposed  to  the  action  of  the  fire, 
and  to  varying  températures  generally,  to  admit  of  the  pre- 
scription of  a  formula  for  the  best  possible  composition. 

Comparing  the  structure  of  iron  and  steel,  it  will  be  found 
that  the  latter  is  comparât ively,  often  almost  absolu tely,  homo- 
geneous  ;  while  the  former  is  very  irregularly  laminated,  and 
exhibits  the  most  remarkable  fibrous  texture  when  broken 
slowly,  the  slag  séparât ing  threads  of  métal  by  encasing  them 
în  sheaths  of  minerai,  and  layers  of  cinder  and  oxide  causing 
stratification  by  preventing  the  weldingof  the  sheets  of  thinner 
iron  of  which  the  plate  is  made.  The  whole  structure  of  the 
**pile"  from  which  it  is  rolled  is  reproduced  in  a  distorted 
fashion  in  the  finished  plates.  The  steel  breaks  with  the  same 
fracture,  and  offers  thetsame  résistance  in  both  directions; 
while  iron,  especially  the  cheaper.  grades,  usually  resists  longi- 
tudinal forces  much  better  than  transverse. 

In  tenacity  the  best  steel  boiler-plate  is  but  little,  if  any, 
stronger  than  the  best  boiler-iron  :  it  excels  the  latter,  however, 
in  ductility  as  well  as  in  homogeneousness,  and  resists  the  cor- 
roding  action  of  the  fluids  with  which  it  is  brought  in  contact 
much  better  than  iron.  If  too  rich  in  manganèse,  too  high  in 
carbon   or  silicon,  or  if  it  contains  an  appréciable  amount  of 
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phosphorus,  steel  becomes  unreliable,  and  more  dangerous  than 
ordinary  irons. 

''  Mild Steer'  will  take  a  temper,  often,  when  containing  over 
0.30  per  cent  of  carbon.  Its  uniformity  and  reliability  decrease 
as  its  strength  and  hardness  increase,  and  also  with  increase  of 
thickness  and  size  of  the  mass  produced.  This  fact  bas  caused 
the  British  Lloyds  régulations  to  make  the  following  allowances  : 

Plates  and  stays  o  to  i  inch  thick,  maximum  tensile  strength 
67,200  pounds  (4724  kgs.  per  sq.  cm.). 

Plates  and  stays  i  to  if  inches  thick,  maximum  tensile 
strength  64,960  pounds  (4567  kgs.  per  sq.  cm.). 

Plates  and  stays  over  if  inches  thick,  maximum  tensile 
strength  62,720  pounds  (4410  kgs.  per  sq.  cm.). 

The  same  proportions  carried  further  would  reduce  the  al- 
lowable  tenacity  of  steel  in  heavy  and  thick  masses  to  that  of 
good  iron,  leaving  its  homogeneousness  the  only  advantage. 

If  used  at  ail,  the  barder  steels  should  be  tempered  in  oil  ; 
but  they  bave  no  place  in  boiler-construction. 

Récent  practice  calls  for  55,000  to  65,000  Ibs.  tenacity  and 
an  extension  of  25  per  cent  in  8  inches,  and  56  per  cent  in  4 
inches.  Test-strips  should  bend  double,  bot,  cold,  and  after 
heating  and  quenching  in  cold  water. 

"  It  appears  extremely  probable  that  thîs  material  "  (steel) 
**  will  gradually  come  into  exclusive  service,  not  only  increas- 
ing  the  safety  and  decreasing  the  repair  expense  of  boilers,  but 
promoting  the  economy  of  steam  génération  and  of  railway 
working  generally,"  * 

40.  The  Characteristics  of  Iron  Plate  used  in  boiler- 
making  must  ail  be  in  accordance  with  the  requirements  already 
stated.  A  number  of  différent  qualiti^  of  both  iron  and  steel 
are  sent  into  the  market  for  use  in  boiler-construction.  Of 
thèse  the  makes  and  qualities  of  iron  bave  been  long  well 
settled  ;  but  the  best  qualities  and  compositions  of  steel  are 
not  as  well  established.  No  hard  steels,  however,  are  classed 
as  boiler-steels. 

Good  Boiler-plate  îs  commonly  assumed   to   be  made   of 

*  A.  L.  HoUey,  American  and  European  Railway  Practice,  p.  29. 
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"  charcoal  iron/'  i.e.,  of  iron  made  from  pig-iron  produced  in 
the  charcoal  blast-furnace,  no  other  fuel  than  wood-charcoal 
being  used.  The  scarcity  of  charcoal  and  the  cost  of  such  irons 
is  gradually  making  it  more  and  more  difficult  to  secure  them. 
American  boiler-plate  is  classed  by  the  following-named 
brands  : 

•*  Charcoal  No.  i  iron"  (C  No.  i)  is  made  entirely  of  char- 
coal iron  ;  it  has  a  tenacity  exceeding  40,000  pounds  per  square 
inch  (2812  kgs.  per  sq.  cm.),  is  hard,  but  not  very  ductile,  and 
is  never  used  when  flanging  or  considérable  change  of  form  is 
required,  as  it  is  apt  to  break  at  the  bend.  When  reheated  and 
reworked  to  form  what  is  called  "charcoal  No.  i  reheated 
iron"  {Ç.  No.  i,  /?.  H^  it  becomes  still  harder,  and  is  found  to 
wear  well  in  fireboxes,  but  is  still  less  well  fitted  than  before 
for  flanging  and  working,  on  account  of  its  increased  brittleness. 

"  Charcoal  Hammered  No.  i  Shell-iron"  (C  H,  No.  i,  5.)  is 
a  bettcr  wcrked  iron  than  C  No.  i  ;  but  it  is  not  always  ham- 
mered. It  is  stronger,  having  a  tenacity  of  50,000  to  55,000 
pounds  per  square  inch  (3515  kgs.  per  sq.  cm.  to  3838)  in  the 
direction  of  the  fibre,  and  seventy-five  or  eighty  per  cent  of 
this  amount  across  the  grain.  This  grade  is  not  usually 
flanged,  but  may  be  bent  if  handled  with  care,  and  if  the 
radius  of  curvature  is  made  sufficiently  great  ;  it  is  sôld  princi- 
pally  for  use  in  the  shells  of  boilers.  A  better  quality  known 
as  "flange-iron"  (C  H,  No.  i,  F.)  is  much  more  ductile,  and 
may  be  worked  into  flanged  sheets  ;  it  is  nearly  equally  strong 
in  both  directions,  and  has  about  the  tenacity  of  the  preceding. 
A  still  harder  grade  of  hammered  iron  is  intended  for  fireboxes 
mainly  (C  //.  No.  \,F,  B.),  and  especially  for  flue-sheets,  which 
are  flanged  to  receive  the  flues  ;  and  a  still  better  grade  (C.  //. 
No.  I,  /^  /^  B.)  called  **  charcoal  hammered  No.  i,  flange  fire- 
box"  iron,  extra  firebox,  or,  sometimes,  best  firebox,  is  made, 
which  is  more  generally  considered  best  for  this  use. 

Since  1880,  ît  has  corne  to  be  usual  to  substitute  the  terms 
"shell"  and  "  flange"  for  "  C.  H.  No.  i  "  and  "  C.  No.  i." 

"  Shell  "  boiler-plate  has  often,  if  not  generally,  an  outer 
skîn  of  charcoal-îron,  the  "  pile"  from  which  it  is  rolled  being 
composed  of  other  irons,  and  covered   top  and  bottom  with 
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pièces  of  charcoal-iron.  Although  distinctively  made  for  the 
shell  of  the  boiler,  the  best  makers  usually  prefer  to  use  better 
grades  for  that  purpose. 

'^  RifinecV  Iran  is  used  for  miscellaneous  purposes  when 
strength  and  toughncss  are  not  specially  demanded,  and  where 
no  risks  are  involved.  It  is  not  intended  for  boiler-making  ; 
it  is  made  directly  from  the  pig-iron.  "  Tank"  iron  is  a  still 
cheaper  grade,  used  only  for  the  most  unimportant  purposes. 
Neither  of  thèse  grades  should  be  used  in  boilers,  or  in  any 
structure  of  great  magnitude  or  value. 

Wrought-îron  boiler-plate,  like  nearly  ail  other  wrought 
irons,  is  rapidly  being  displaced  by  the  "  mild  "  steels  and,  like 
rails,  will  soon  become  practically  unknovvri  in  the  market.  Its 
manufacture  will  then  hâve  only  theoretic  and  historical  interest. 
41.  The  Manufacture  of  Boiler-plate,  iron  or  steel,  is  not 
essentially  différent  in  method  from  the  making  of  other  iron 
and  Steel  "  uses."  Iron  boiler-plate  is  made  from  puddled  or 
scrap  iron,  the  process  of  puddling  being  always  that  which  is 
resorted  to  in  the  réduction  of  the  carbon  and  the  production 
of  the  wrought-iron  from  the  cast.  In  the  rolling  of  plates,  the 
wrought-iron,  in  bars,  slabs,  or  miscellaneous  scrap,  is  formed 
into  "  piles"  of  the  proper  size  and  form,  which,  after  being 
heated  to  a  full  welding  température,  are  passed  through  a 
heavy  roll-train  of  sufficient  size  and  power  to  weld  the  con- 
stituent pièces  into  a  comparatively  solid  mass,  and  to  reduce 
that  mass  to  the  desired  thickncss.  The  pile  is  made  of  such 
size  and  shape  as  may  be  found  to  give  the  proper  form  and 
dimensions  of  sheet. 

Steel  plate  is  oftenest  produced  by  the  Siemens-Martin 
process  of  réduction  of  cast  with  wrought  iron  of  selected  qual- 
ifies, in  the  "  open-hearth"  or  Siemens  regenerative  furnace, 
securing  freedom  from  cinder  by  stirring,  and  from  oxide  by 
the  addition  of  manganèse  in  the  form  either  of  spiegeleisen 
for  hard  or  of  ferro-manganese  for  soft  steels,  and  then,  while 
still  very  fluid,  tapping  into  the  ingot-mould,  whence  the  ingot, 
when  sufficiently  cooled,  is  taken  to  be  rolled  into  plate.  An 
intermediate  reheating  of  the  ingot,  or  a  period  of  "  soaking"  in 
hot  "  soaking-pits,"  is  very  generally  found  advisable  to  secure 
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a  comparative  uniformity  of  température  throughout  the  ingot, 
in  order  that  it  may  be  successfully  rolled. 

The  Bessemer  process  produces  "steel,'*  or  more  correctly 
**  ingot-iron,"  boiler-plate  by  a  very  similar  séries  of  chemical 
opérations;  but  it  usually  deals  with  larger  masses,  and  fur- 
nishes,  as  a  rule,  harder  steels.  The  rolling  of  steel  demands 
the  use  of  very  powerf  ul  roU-trains.  Steel  boiler-plates  are  made 
20  feet  long  or  more,  10  feet  wide,  and  i^  inches  thick. 

Comparing  the  two  processes,  it  is  seen  that  the  wrought- 
iron  plate  must  necessarily  retain  some  of  the  slag  which  came 
into  it  from  the  puddle-ball,  and  that  it  must  be  liable  to  de- 
fects  in  welding  where  the  several  pièces  of  which  the  pile  is 
compose'd  come  together,  especially  should  those  surfaces  be 
covered,  as  is  often  the  case,  with  a  heavy  coating  of  oxide. 
Iron  plate  must  thus  always  exhibit  some  defect  of  hooio- 
geneousness,  and  may  be  seriously  defective  in  conséquence  of 
**  lamination"  produced  as  just  described.  On  the  other  hand. 
Steel,  whether  made  by  the  crucible,  the  Bessemer,  or  the 
Siemens-Martin  process,  is  always  very  uniform  in  texture,  and 
is  usually  so  in  composition.  The  molten  mass  allows  ail  slag 
and  oxide  to  rise  to  its  surface,  and  thus  the  fibrous  and  lami- 
nar  character  of  iron  is  avoided,  while  the  subséquent  processes 
do  not  involve  necessity  of  welding  part  to  part.  It  thus  hap- 
pens  that  while  iron  boiler-plate  is  a  mass  of  heterogeneous 
constituent  éléments,  and  liable  to  a  thousand  defects,  steel  is 
equally  remarkable  for  its  unity,  homogeneousness,  and  re- 
liability. 

When  an  iron  surface,  parallel  to  the  line  of  direction  of 
rolling  of  plates,  or  of  drawing  down  of  pièces  made  or  shaped 
under  the  hammer,  is  etched,  it  exhibits  plainly  the  Unes  of 
"  fibre"  produced  by  the  drawing  out  of  the  cinder  originally 
présent  in  the  puddle-ball,  and  reveals  any  defective  weld  or 
the  présence  of  any  mass  of  foreign  material.  When  a  cross- 
section  is  made,  as  in  the  cases  exhibited  in  the  preceding 
figures,  the  character  of  the  piling  is  shown,  and  also  that  ol 
the  workmanship.  In  thèse  examples,  which  are  reduced  to 
one  half  the  size  of  the  originals,  Fig.  56  is  a  section  so  etched 
of  an  iron  locomotive  axle,  and  Fig.  57  of  a  steel  axleof  similar 
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size  and  design.  The  beautiful  homogeneousnessof  good  steel 
is  exhibited  by  the  almost  perfect  uniformity  of  the  color  and 
texture  of  the  surface  ;  while  the  irregularity  both  of  color  and 
structure  of  the  other  illustration  reveals  plainly  the  reasons 
for  the  variable  wearing  quality  and  the  inévitable  uncertainty 
of  strength  which  musî|  always  attend  the  use  of  forged  iron, 
and  especially  when  made  of  "  scrap."     It  is  evidently  hope- 


FiG.  56. —Locomotive  Axle — 
"Spécial"  Iron. 


FiG.  57.— Locomotive  Axlb— 
Steel. 


less  to  secure  perfect  uniformity  of  structure,  texture,  and 
strength,  or  even  to  obtain  soundness,  where  such  great  num- 
bers  of  welds  are  to  be  made,  and  where  so  much  impure  and 
foreign  material  is  distributed,  hap-hazard,  through  the  mass. 

42.  The  Metbods  of  Test  of  iron  and  steel,  relied  upon 
to  reveal  the  properties  and  quality  of  the  métal,  are  becoming 
well  understood  and  standardized,  and  are  universally  practised 
în  ail  important  work  by  experienced  and  skilful  engineers. 

Testing  Machines  are  used  for  testing  small  sections  and 
pièces  of  moderate  length.  They  are  usually  built  by  manu- 
facturers  who  make  a  business  of  supplying  them  to  engineers 
and  other  purchasers,  and  are  generally  made  of  several  stand- 
ard sizes.  The  machine  is  frequently  fîtted  up  to  test  both 
longîtudinally  and  transversely  ;  although  the  tests  generally 
made  are  in  but  one  direction.  The  Author  has  been  accus- 
tomed  to  keep  in  use  a  machine  specially  intended  to  test  in 
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tension  and  compression,  and  also  separate  machines  for  trans- 
verse and  torsional  tests.  A  tension-machine  is  shown  in  Fig. 
58:  it  consists  of  two  strong  cast-iron  columns,  secured  to  a 
massive  bed-frame  of  the  same  material;  above  thèse  columns 
is  fastened  a  heavy  cross-piece,  also  of  cast-iron,  containing  two 
sockets,  in  which  rest  the  knife-edges  of  a  large  scale-beam. 
The  upper  chuck  is  suspended  by  eye-rods  from  knife-edges. 
AU  the  knife-edges  are  tempered  steel,  and  the  sockets  and 


Fig.  58.— Tension  Testing-machine. 

^yes  are  lined  with  the  same  material,  thus  reducing  friction  to 
a  minimum.  The  load  is  applied  by  means  of  a  screw,  or  by 
the  hydraulic  press,  with  a  fixed  plunger  and  movable  cylinder. 
The  stress  to  which  the  test-piece  is  subjected  is  measured  by 
means  of  suspended  weights  and  a  sliding  pôise.  The  spéci- 
men is  secured  in  the  chucks  either  by  wedge-jaws  or  bored 
chucks. 

The  extensions  are  measured  by  means  of  an  instrument 
(Fig.  59)  in  which  contact  is  indicated  by  an  "  electric  contact 
apparatus."    This  instrument  consists  of  two  accurately  made 
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iJq  crometer 
^  As 


FiG.  59.— Measuring  Instrument. 


micrometer  screws,  working  snugly  in  nuts  secured  in  a  frame 
which   is  fastened   to  the  head  of  the  spécimen  by  a  screw 

clamp.  It  is  so  shaped  that  the  mi- 
crometer screws  run  parallel  to  and 
equidistant  from  the  neck  of  the  spéc- 
imen on  opposite  sides.  A  similar 
frame  is  clamped  to  the  lower  head  of 
the  spécimen,  and  from  it  project  two 
insulated  metallic  points,  each  opposite 
one  of  the  micrometer  screws.  Elec- 
tric connection  ismade  betvveen  the 
c  two  insulated  points  and  one  pôle  of  a 
voltaic  cell,  and  also  between  the  mi- 
screws  and  the  other  pôle, 
soon  as  one  of  the  micrometer 
screws  is  brought  in  contact  with  the 
opposite  insulated  point  a  current  is 
established,  which  fact  is  immediately 
revealed  by  the  stroke  of  an  electric  bell  placed  in  the  circuit. 
The  pitch  of  the  screws  is  0.02  of  an  inch  (0.508  mm.),  and  their 
heads  are  divided  into  200  equal  parts;  hence  a  rotary  advance 
of  one  division  on  the  screw-head  produces  a  linear  advance 
of  one  ten-thousandth  (o.oooi)  of  an  inch  (0.00254  mm.). 

A  vertical  scale,  divided  into  fiftieths  of  an  inch  (0.508  mm.), 
is  fastened  to  the  frame  of  the  instrument,  set  very  close  to 
each  screw-head  and  parallel  to  the  axis  of  the  screw;  thèse 
serve  to  mark  the  starting  of  the  former,  and  also  to  indicate 
the  number  of  révolutions  made.  By  means  of  this  double  in- 
strument the  extensions  can  be  measured  with  great  certainty 
and  précision,  and  irregularities  in  the  structure  of  the  material, 
causing  one  side  of  the  spécimen  to  stretch  more  rapidly  than 
the  other,  do  not  diminish  the  accuracy  of  the  measurements, 
since  half  the  sum  of  the  extensions  indicated  by  the  two  screws 
is  always  the  true  extension  caused  by  the  respective  loads. 

The  use  of  the  hydraulic  press  is  occasionally  found  to  bring 
with  it  some  disadvantages.  The  leakage  of  the  press  or  of  the 
pump  is  itself  objectionable,  and,  where  leakage  occurs,  it  is 
diîîficult  to  retain  the  stress  at  a  fixed  amount  during  the  time 
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required  in  the  measurement  of  extensions.  In  such  cases  ab 
soluté  rigidity  in  the  machine  is  important,  and  the  stress  should 
be  applied  by  mechanism,  which  usually  consists  of  a  train  of 
gearing  operated  by  hand  or  by  power  transmitted  from  some 
prime  mover,  and  itself  operating  a  pulling  or  compressing 
screw,  as  in  Fig.  56. 

The  ''  Autographe'  Testing-Machine  devised  by  the  Author 
is  used  where  it  is  desired  to  obtain  a  knowledge  of  the  gênerai 
character  of  the  métal,  including  its  elasticity  and  resilience, 
and  the  method  of  variation  of  its  normal  séries  of  elastic  limits, 
and  where  a  permanent  graphical  record  is  found  useful.  It  is 
shown  in  the  accompanying  figure. 

Fig.  61  is  a  perspective  view  of  this  machine.  It  consists  of 
two  A-shaped  frames  firmly  mounted  on  a  heavy  bed-plate. 
The  frames  are  secured  to  each  other  by  cross-bolts.  Near 
the  top  of  each  of  thèse  frames  are  spindles,  each  of  which 
has  a  head  with  a  slot  or  jaw  to  receive  and  hold  the  square 
heads  of  the  spécimens.  The  two  spindles  are  not  connected 
to  each  other  in  any  way,  excepting  by  the  spécimen  which  is 
placed  in  the  jaws  to  be  tested.  To  one  spindle  a  long  arm  is 
attached,  which  carries  a  heavy  weight  at  the  lower  end.  The 
other  has  a  worm-gear  wheel  attached  to  its  outer  end.  This 
wheel  is  driven  by  a  worm  on  the  shaft  which  is  turned  by  a 
hand  crank.  When  a  spécimen  is  placed  in  the  two  jaws,  and 
the  spindle  is  turned  by  the  worm-gear,  the  effect  is  to  twist 
the  spécimen  which  would  turn  the  spindle  ;  but  in  order  to  do 
this  the  weight  on  the  end  of  the  arm  must  be  swung  in  the 
direction  in  which  the  spécimen  is  twisted.  But  the  farther 
the  arm  is  moved  from  a  vertical  position,  the  greater  will  be 
the  résistance  of  the  weight  to  the  turning  of  the  shaft,  while 
the  movement  of  the  arm  and  weight  is  effected  by  the  force 
exerted  through  the  spécimen  so  that  the  position  of  the  arm 
and  weight  will  at  ail  times  give  a  measure  of  the  torsional 
stress,  which  is  exerted  on  the  spécimen  by  the  one  spindle, 
and  transmitted  by  the  former  to  the  other  spindle. 

But  as  this  torsional  stress  which  is  exerted  on  the  spécimen 
is  increased,  it  will  at  once  commence  to  "give  way,"  or  be 
twisted  more  or  less  by  the  stress  according  to  the  quality  of 
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the  material.  In  making  such  torsional  tests,  it  is  essential  that 
we  should  know  how  much  the  spécimen  was  twisted,  as  the 
strains  to  which  it  was  subjected  were  increased.  If  we  could 
procure  a  record  of  this,  it  would  be  an  indication  of  the  capac- 
ity  of  the  material  to  resist  such  stresses,  or,  in  other  words,  of 
its  quality.  The  testing-machine  which  has  been  described 
was  designed  by  the  Author  for  this  purpose.  The  record  is 
made  in  the  following  way  :  To  one  spindle  a  cyHndrical  drum 
is  attached,  which  is  covered  with  a  suitable  sheet  of  paper. 
To  the  pendulum,  is  attached  a  pencil,  the  point  of  which 
bears  on  the  paper  on  the  drum.  Now  supposing  that  the 
spécimen  in  the  machine  should  offer  no  résistance,  but  should 
merely  twist,  the  pencil  would  then  remain  stationary,  and  as 
the  drum  is  revolved  the  pencil  would  trace  a  straight  line  on 
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the  paper,  the  length  of  which  line  would  measure  the  amount 
by  which  the  spécimen  was  twisted.  If,  on  the  other  hand, 
a  spécimen  be  supposed  to  resist  and  to  twist  simultaneously, 
as  is  always  the  case,  then  it  will  presently  be  seen  that  the 
spindle  would  be  turned,  and  the  arm  with  the  weight  would 
be  moved  from  a  vertical  position  a  distance  proportional  to 
the  strain  resisted  by  the  spécimen.  The  pencil-holder,  being 
attached  to  the  arm,  would  move  with  it.  As  explained  be- 
fore,  the  distance  which  the  arm  and  its  weight  are  moved 
from  a  vertical  position  indicates  the  stress  on  the  spécimen. 
Next,  in  order  to  make  a  record  of  this  distance,  a  "  guide- 
curve"  is  attached  to  the  frame  of  the  machine,  so  that  when 
the  pencil-holder  is  moved  out  of  the  vertical  position  the  pen- 
cil is  moved  toward  the  left  by  the  guide-curve,  which  is  of 
such  a  form  that  the  latéral  movement  which  it  gives  to  the 
pencil  is  proportional  to  the  moment  of  the  weight  on  the  end 
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of  the  arm.  Now  suppose,  if  such  a  thing  were  possible,  that 
a  spécimen  were  tested  which  would  not  "  give**  or  twist  at  ail  : 
in  that  case  the  spindles,  the  drum,  and  the  pencil  would  turn 
tOgether,  or  their  movements  would  be  simultaneous,  so  that 
the  pencil  would  draw  a  vertical  Une  along  the  paper.     But 


Fie.   61. — AUTOGRAPHIC   MaCHINE. 

there  is  no  material  known  which  would  not  yield  or  twist 
more  or  less,  so  that  the  pencil  will  always  draw  some  form  of 
curved  line,  which  indicates  the  quality  of  the  material  tested. 
The  test-pieces  are  held  in  a  central  position  in  the  jaws  by 
lathe  "  centres,"  which  are  placed  in  suitable  holes  drilled  in  the 
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spindles  for  that  purpose.  The  spécimen  is  then  held  securely 
by  wedges.  In  the  diagrams  each  inch  of  ordinale  dénotes  loo 
foot-pounds  of  moment  transmitted  through  the  test-piece,  and 
each  inch  of  abscissa  indicates  lO  degrees  of  torsion.  The  fric- 
tion of  the  machine  is  not  recorded,  but  is  determined  when  the 
machine  is  standardized,  and  is  added  in  calculating  the  results. 

By  the  use  of  this  machine  the  métal  tested  is  compelled 
to  tell  its  own  story,  and  to  give  a  permanent  record  and 
graphical  représentation  of  its  strength,  elasticity,  and  every 
other  quality  which  is  brought  into  play  during  its  test,  and 
thus  to  exhibit  ail  its  characteristic  peculiarities. 

The  figures  on  page  105  are  derived  from  a  test  by  tension^ 
as  made  for  the  Author.  On  page  106  is  given  the  record  of 
a  test  of  Steel  made  by  the  Ordnance  Department,  U.  S.  A. 

43.  Tests  of  Strength  and  Ductility  of  irons  and  steels 
hâve  now  been  made  in  such  numbers,  and  with  such  a  variety 
of  composition,  that  the  engineer  designing  or  constructing 
boilers  need  hâve  no  doubt  in  regard  to  the  character  of  the 
métal  to  be  incorporated  in  the  structure. 

The  mean  of  a  considérable  number  of  experiments  on  ex- 
cellent American  iron  boiler-plate,  made  under  the  eyc  of  the 
Author,  gave  a  tenacity  of  54,000  pounds  per  square  inch 
(3795.2  kilogs.  per  sq.  cm.)  with  a  variation  of  9  per  cent  ; 
flange-iron  averaged  but  42,000  pounds  (2952.6  legs,  per  sq.  cm.) 
with  a  variation  of  nearly  40  per  cent  ;  the  highest-priced, 
and  presumably  best,  plate  in  the  market  averaged  very  nearly 
60,000  pounds  (4218  kgs.),  varying  14  per  cent;  and  com- 
mon  tank-iron  showed  practically  the  same  tenacity  and  varia- 
tion as  the  flange-iron,  and  less  ductility.  Thoroughly  good 
Pennsylvania  plate,  in  other  experiments,  gave,  for  ail  good 
grades,  tenacities  not  ranging  much  from  55,000  pounds  per 
square  inch  (3866.5  kilogs.  per  sq.  cm.),  and  an  elastic  lirnit  at 
60  per  cent  of  the  ultimate  strength.  Such  tenacity  is  not 
usually  to  be  expected  when  buying  in  the  market,  and  it  is 
very  common,  when  designing  boilers  the  material  of  which  is 
not  prescribed,  for  the  designer  to  assume  that  its  tenacity  may 
not  exceed  40,000  pounds  (2812  kgs.).  On  the  other  hand,  a 
contract  and  spécification  prescribing  careful  test  may  some- 
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TEST  OF  WROUGHT-IRON;    LENGTH  8"  (19.3a  cm.),  DIAM.  0.798"  (a.03  cm.). 


LOADS. 

1 

Extensions.         I 

Sbts. 

MlCKO 

Rkai 

MBTER                 

1 

>INGS. 

Acmal. 

j  Pcr  sq.  in. 

i 

Vctual. 

Pcr  cent.      A 

ctual. 

Pcr  cent. 

150 

' 

.6600 

.7913 

^^ 

2.000 

4.000 

.6628 

.7910 

.0013 

.016 

. . . 

.... 

4.000 

8,000 

.6637 

.7922 

0023 

.029 

.... 

6,000 

J2.000 

.6646 

.7930 

0035 

.044 

.... 

S.ooo 

16.000 

.6606 

.7946 

0050 

.063 

.... 

10.000 

20,000 

.6630 

.7948 

0058 

.073 

.... 

150 

.6600 

.7914 

.... 

0001 

.oor 

11.000 

:     22.000 

.6639 

•7951 

0064 

.030 

12.000 

'     24.000 

.6700 

.7953 

0070 

.037 



.... 

150 

.6603 

.7915 

.... 

0003 

.004 

130CO 

26.000 

.6715 

.7967 

0080 

.100 

13.500 

■     27,000 

.6728 

.7959 

0087 

.109 

. .  . 

14,000 

28,000 

.7242 

.8424 

0577 

.721 

150 



.7133 

.8351 

0486 

!6Ôa 

15.000 

30  000 

.7535 

.8712 

0867 

1.084 

... 

'  150 

.7417 

.8632 

.... 

.... 

0763 

.960 

17,000 

34.000 

.8474 

.9618 

1790 

2.238 

150 

.8326 

.9518 

.... 

1666 

2.083 

19,000 

38.000 

.9720 

1.0856 

3032 

3.790 

150 

.9562 

1.0732 

.... 

... 

2391 

3-613 

21.000 

42,000 

I.I7IO 

I.28II 

5004 

6.255 

150 

I.I524 

I . 2663 

.... 

4337 

6.043 

22.000 

■    44.000 

1.3303 

I.438I 

6586 

8.233 

' . . . 

.... 

150 

I.3I02 

I.42I2 



6401 

8.001 

22.500 

45.000 

1.4575 

I.544I 

7752 

9.690 

23.000 

46,000 

I.56IO 

1.6670 

8884 

1 1 .  105 

23.500 

'     47,000 

1 . 7646       1 . 8693  '     I 

0913 

13.841 

.... 

23.750 

47.500 

9.47            I 

4700 

18.375 



2I,S0O 

43,600 

9-54                    I 

5400 

19.250 

Lb». 
13,500 


ELASTIC  LIMIT. 

ACTUAL. 

y.  Lbs.  pcr      Kjrs.  per 

*  sq.  m.  sq,  cm. 

6,140  27,000  1,898 


BREAKING  LOAD. 

Original  Sect.  Fractured  Srct. 

Lbs.  per       Kfi^.  per         Lbs.  per      Ksrs.  per 

»{.  in.  sq.  cm.  sq.  in.  sq.  cm. 

47.500  3,340  69,840  4,910 

Nickel-steel  with  equal  quantity  of  carbon  has  much  greater  strength  than 
common  steei.  It  has  aiso  Siveral  times  the  power  of  resisting  corrosion. 
Boiler  plates  or  tubes  last  much  longer  when  made  of  this  alloy. 


Ultimate    Elongation,    per    cent,    of 

length  =  19^. 
Réduction  of  Area.  per  cent,   =   31.99 
Modulus   of   Elasiicity   =    24^365,000 

lbs.  on  sq.  in. 
Modulus    of    Elasticity    =    1,712,860 

kilogrammes  on  sq.  cm. 

FINAL  DIMENSIONS. 
Length       =  9^.54 
Diameter  =  o".658 
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EXTENSION.  RESTORATION,  AND  PERMANENT  SET  OF  A  SOLiD  CYLINDBR 
OF  STEEL,  3  INCHES  LONG  (BETWEEN  SHOCLDERS)  AND  o.6aa  INCH 
DIAMETER.  TAKEN  FROM  BREECH-KECEIVER  FOR  ix-INCH  bREECH- 
LOADING   RIFLE. 


WeiRhi 
per  ^  quare 

Extension 
per  inch 
in  Length. 

Juches. 

SuccesHive 
Extension 

Resioration 

per  inch 
in  Length. 

iMckes. 

Successive 
Resioration 

Permanent 
Set 

Successive 
Permanent 

incJi  of 
Section. 

per  inch 
in  Lengih. 

Inckes. 

per  inch 

in  Length. 

per inch 
in  Length. 

Set  per  inch 
in  Lenfîth. 

Pounds. 

Jmckes. 

JncktM. 

Inckts. 

x.ooo 

0.00000 

0.00000 

0.00000 

0.00000 

0.00000 

0.00000 

2,000 

.ooooo 

.00000 

.00000 

.00000 

.00000 

3.000 

.00000 

.00000 

.00000 

4,000 

.00033 

.00033 

.00033 

.00033 

.00000 

.00000 

5.000 

.00033 

•OOOJ3 

.00000 

6.000 

.00033 

.00000 

.0003s 

.00000 

.00000 

.00000 

7,000 

■00033 

.00033 

.00000 

.00000 

8,000 

.00033 

.00033 

.00000 

.00000 

.00000 

9.000 

•00033 

■00033 

.00000 

.00000 

10.000 

.00033 

.00000 

.00033 

.00000 

.00000 

X  1,000 

.00033 

.00000 

.00033 

.00000 

.00000 

12,000 

.00033 

.00000 

■00033 

.00000 

13,000 

.00033 

.00000 

.00033 

.00000 

.00000 

14.000 

.00033 

.00033 

.00000 

15,000 

.00033 

.00000 

.00033 

.00000 

.00000 

.00000 

16,000 

.00067 

.00034 

.00067 

■00034 

.00000 

17.000 

.00067 

.00000 

.00067 

.00000 

.00000 

.00000 

18,000 

.00067 

.00067 

19,000 

.00133 

.00066 

.00100 

•00033 

.00033 

•00033 

90,000 

.00233 

.ootoo 

.00x00 

.00133 

.00100 

2Z.OOO 

.00300 

.00067 

.00x00 

.00000 

.ootoo 

.00067 

22.000 

.00400 

.00100 

.00x00 

.00000 

.00300 

.00100 

23,000 

.00467 

.00067 

.00100 

.00000 

.00365 

.00067 

24.000 

•00533 

.00066 

.00100 

.00000 

•00433 

.00066 

25.000 

.00633 

.00100 

.00133 

•00033 

.00500 

.00067 

26.000 

.00700 

.00067 

.00x33 

.00000 

.00567 

.00067 

27.000 

.00767 

.00067 

•00133 

.00000 

.00633 

.00060 

28.000 

.00900 

•00x33 

.00100 

—  .00033 

.00800 

.00167 

29,000 

.00967 

.00067 

.00x00 

.00867 

.00067 

30,000 

.01067 

.00100 

•00133 

.00033 

.00933 

.00066 

31,000 

.01200 

.00133 

•00133 
.00167 

.00000 

.0x067 

::^ 

32,000 

.01300 

.00100 

ooou 

.OXX33 

33.000 

■01433 

•00133 

.00x67 

.01267 

.00x34 

34.000 

.01567 

.00134 

00x33 

—  .00034 

•01433 

.00166 

35.000 

.0x700 

.00133 

00x33 

.00000 

.01567 

•00134 

36,0x0 

.0x800 

.00100 

.00133 

.00000 

.01667 

.00100 

37,000 

.01967 

.00x67 

.00133 

.00000 

.01833 

00x66 

38,000 

.02133 

.00x66 

.00167 

.00034 

.0x967 

.00134 

39,000 

•03433 

.00300 

.00167 

.00000 

.02267 

.00300 

40,000 

.02567 

•00x34 

.00x67 

.02400 

•00133 

41.000 

.02733 

.00166 

.00x67 

.00000 

.02567 

.00167 

42,000 

.02867 

.00x34 

.00166 

.00x67 

.00000 

.02700 

•00133 

43,000 

•03033 

.ooaoo 

.00033 

.02833 

.00133 

44.000 

•03300 

.00267 

•  00233 

•00033 

.03067 

•00234 
.00166 

45.000 

•03433 

•00x33 
.00467 

.00200 

—•00033 

•03333 

46,000 

.03900 

.00233 

•00033 

.03667 

.00434 

47,000 

.04167 

.00267 

.02223 

.00000 

•03933 

.00266 

48,000 

.04367 

.00200 

•00233 

.00000 

•04133 

.00200 

49,000 

.04700 

■00333 

.00267 

.00034 

•04433 

.00300 

50,000 

.05100 

.00400 

.00200 

—  .00067 

.04900 

.00467 

51.000 

•05533 

.00433 

.00300 

.00100 

•05233 

.00333 

52.000 

.06067 

■00534 

.00233 

— .00067 

.05833 

00600 

53,000 

.06667 

.00600 

.00300 

.00067 

.06367 

•00534 

54.000 

.06897 

.00200 

.00233 

— .00067 

.06633 

.00266 

55.000 

.07867 

.01000 

.00300 

.00067 

•07567 

.00934 

56,000 

■08333 

.00466 

.00300 

.08033 

.00466 

57.000 

.09500 

.0x167 

.00300 

.00000 

.00200 

.0x167 

58,000 

.Î0233 

.00733 

•00333 

•00033 

.0^900 

.00700 

59,000 

.11800 

.01567 

.00333 

.00000 

.11467 

.01567 

60,000 

.13700 

.0x900 

.00367 

•00034 

•ï?333 

.01866 

6z,ooo 

.16900 

.03200 

0.00400 

0.00033 

0.X6500 

0.01167 

62.000 

0.30367 

0.13467 

(•) 

(•) 

(•) 

(*) 

Tensile  Strength  per  sq.  in Ibs.    62,000 

Ela^tic  lirait  Ibs.    19.000 

Extension  per  in.  at  elastic  limit  —  in.  0.00x33 
Extension  per  in.  at  rupture in.  0.30367 


*  Spécimen  broke. 
GENERAL  SUMMARY. 


Original  area  of  cross-section . .  sq.  in.    o  3038 

Area after  rupture sq.  in.    o.t6ii 

Position  of  rupture ^  from  shoulder. 

Character  of  fracture Fibrous. 
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times  secure  iron,  îf  thin,  capable  of  sustaining  60,000  pounds  per 
square  înch  (4218  kilogs.  per  sq.  cm.).  A  fair  contract  figure,  and 
one  that  may  be  istssumed  in  designing  when  the  iron  is  to  be 
thus  selected  and  tested,  would  be  considered  to  be  55,000 
pounds  (3867  kilogs.). 

Steel  boiler-plate  of  high  tenacity  is  so  certain  to  involve  in 
îts  use  risk  of  cracking,  either  in  the  process  of  construction,  or 
later,  after  exposure  to  variations  of  température,  and  to  alter 
so  seriously  and  so  uncertainly  in  ail  its  physical  properties, 
that  spécifications  usually  prescribe  that  it  shall  not  exceed 
60,000  pounds  (4218  kilogs.)  tenacity,  and  in  some  cases  the 
figure  is  put  even  lower.  When  first  introduced,  tenacities 
much  greater  were  allowed  for  steels,  and  great  risks,  and  often 
serious  accidents  and  losses  of  life  and  property,  were  the  consé- 
quence. AU  good  boiler-irons  should  be  expected  to  stretch  at 
least  20  per  cent  of  the  length  of  the  test-piecé,  the  latter  being 
made  at  least  four  or  five,  and  better  eight  or  ten,  diameters, 
or  breadths  in  length.  The  U.  S.  Bureau  of  Steam  Engineer- 
ing has  used  a  spécial,  hard,  oil-tempered  steel  of  74,000  Ibs. 
tenacity.     Nickel-steel  has  also  been  used. 

The  "  bending  test  *'  is  one  which  only  the  best  of  irons  and 
the  softer  steels  will  bear.  The  strip  eut  from  the  sheet  for 
test,  the  "  coupon"  as  it  is  called,  if  of  less  than  f  inch  thick- 
ness,  should  bend  completely  over  and  be  hammered  flat  upon 
itself,  as  in  the  figure. 


FiG.  62. — Bending  Test. 

Steels  subjected  to  the  "  temper  test,'*  by  heating  the  sam- 
ple  red-hot  and  quenching  in  cold  water,  should  then,  if  of 
good  quality  for  boilers,  be  capable  of  successfully  passing  the 
bending  test  ;  but  it  is  not  usually  demanded  that  it  shall  close 
down  flat.  If  it  bends  to  a  circle  of  a  diameter  less  than  three 
times  its  own  thickness,  it  is  accepted.  Steels  subjected  to  the 
*'drifting  test"  are  commonly  drilled  with  a  |-inch  drill,  and 
the  hole  drifted  out  as  large  as  possible.     If  it  is  enlarged  to 
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double  îts  original  diameter,  the  métal  îs  usually  accepted, 
but  it  is  sometimes  demanded  that  it  shall  bear  extension  to 
two  inches  in  diameter,  as  for  example  at  Crewe,  on  the  Lon- 
don  and  Northwestern  Railway  of  Great  Britain. 

44.  Spécifications  of  Quality,  as  well  as  of  kind  and  form, 
of  materials  proposed  to  be  used  in  steam-boiler  construction 
are  so  drawn  as  to  secure  not  only  an  understanding  on  the  part 
of  the  maker  or  vender  of  the  exact  nature  of  the  intended 
provisions,  but  also  a  means  of  certainly  determining  whether 
those  spécifications  and  the  contract  are  fully  complied  with. 

Wrought-iron  and  steel,  as  has  been  seen,  are  very  variable 
in  strength  and  other  qualities.  For  small  iron  parts,  a  tenacity 
of  SS,ocxD  to  60,000  pounds  per  square  inch  (3867  to  4218  kilo- 
grammes per  square  centimètre)  is  usually  called  for  ;  but  the 
strength  of  plate  or  of  largç  masses  is  rarely  three  fourths  as 
great.  The  spécification  usually  calls  for  "  iron  of  the  best 
quality,"  tough,  of  a  défi  ni  te  tenacity,  fibrous,  free  from  cinder- 
streaks,  flaws,  lamination  or  cracks,  uniform  in  quality,  and 
with  a  prescribed  elasttc  limit,  and  often  a  stated  modulus  of 
elasticity.  Even  the  method  of  piling,  heating,  and  rolling  or 
hammering  is  specified.. 

As  has  been  shown  fully  in  the  preceding  chapters,  the  di- 
mensions must  be  determined  after  a  careful  considération  of 
the  character  and  the  method  of  application  of  the  load,  as 
well  as  of  its  magnitude,  and  allowance  must  be  made  by  the 
engineer  for  the  effect  of  heat  or  cold,  of  repeated  heating  in 
the  process  of  manufacture,  for  the  rate  of  set  under  load,  for 
the  rapidity  of  its  application,  or  for  the  effect  of  repeated  or 
reversed  strains. 

The  différences  in  the  behavior  of  the  several  kinds  of  iron 
or  steel  under  the  given:,directions  must  be  considered  in  pro- 
portioning  parts.  Thus  unannealed  iron  or  "  low"  steel  will  be 
chosen  for  parts  exposed  to  steady  and  heavy  loads  ;  the  use  of 
annealed  métal  will  be  restricted  to  cases  in  which  the  primary 
requisite  is  softness  or  malleability  ;  steel  containing  about  0.8 
per  cent  carbon  will  be  given  the  préférence  for  parts  exposed 
to  modeiate  blows  and  shocks  which  are  not  expected  to  ex- 
ceed  the  elastic  resilience  of  the  pièce  ;  tough,  ductile  métal, 


Digitized  by 


Google 


AfA  TERIALS—STRENGTH  OF   THE   STRUCTURE,         IO9 

preferably  "  ingot  iron/'  will  be  chosen  for  parts  exposed   to 
shocks  capable  of  producing  great  local  or  gênerai  distortion. 

•  **  Wohler*s  Law"  dictâtes  the  adoption  of  increased  factors 
of  safety,  or  of  some  équivalent  device,  as  Launhardt's  formula, 
when  variable  loads  are  carried.  Thus  the  enginèer  îs  com- 
pelled  to  make  a  spécification,  in  very  important  work,  which 
shall  prescribe  ail  the  qualities  of  materials  and  exactly  the 
proportions  of  parts  needed  to  make  his  work  safe  for  an  in- 
definite  period. 

Steel  has  such  a  wide  range  of  quality  that  few  difficulties 
are  met  with  in  its  introduction  into  any  department  of  con- 
struction. In  boiler-work,  however,  it  must  be  kept  low  in  car- 
bon,  and  therefore  in  tenacity  ;  and  in  machinery  and  bnMge 
work,  also,  its  composition  must  be  carefully  determined  upon, 
and  as  exactly  specified. 

The  foUowing  are  good  spécifications  for  boiler-work  : 

Steel  Sheets. — Grain — To  be  uniform  throughbut,  of  a  fine 
close  texture.  Workmanship — Sheets  to  be  of  uniform  thick- 
ness,  smooth  finish,  and  sheared  closely  to  size  ordered.  Tensile 
Strength — To  be  60,000  pounds  to  square  inch  for  firebox 
sheets,  and  55,000  pounds  for  shell  sheets.  Working  Test — A 
pièce  from  each  sheet  to  be  heated  to  a  dark  cherry  red,  plung- 
ed  into  water  at  60°,  and  bent  double,  cold,  under  the  hammer  ; 
such  pièce  to  show  no  flaw  after  doubling. 

Iron  Sheets. — Grain — To  be  uniform  throughout,  showing 
a  homogeneous  métal  with  no  layers  or  seams.  Workmanship 
— Sheets  to  be  of  uniform  thickness,  smooth  finish,  and  sheared 
closely  to  size  ordered.  Tensile  Strength — To  be  60,000  pounds 
to  the  square  inch  for  firebox  sheets,  and  55,000  pounds  for 
shell  sheets.  Working  Test — A  pièce  from  each  sheet  to  be 
bent  cold  to  a  right  angle,  showing  no  fracture.  A  pièce  bent 
double,  hot,  to  show  no  flaking  or  fracture. 

Spécifications  for  Boiler  Tubes. — Size — Locomotive  tubes 
to  be  12  feet  long  and  2  inches  diameter;  to  be  of  iron.  No. 
II  gauge.  Quality  of  Métal — When  flattened  under  the  ham- 
mer to  show  tough  fibrous  grain  ;  when  polished  and  etched 
with  acid  to  show  uniform  métal  and  a  close  weld.  Workiîig 
Tests — When  expanded  and  beaded  into  the  flue-sheet  to  show 


Digitized  by 


Google 


IIO  THE   STEAM-BOILER. 

no   flaws;  to  stand  "swaging  down"  hot  without   flakes  or 
seams. 

The  foUowing  are  spécifications  for  Boiler  and  Firebox  Steet: 
(i)  A  careful  examination  will  be  made  of  every  sheet,  and 
none  will  be  received  that  show  mechanical  defects. 

(2)  A  test  strip  from  each  sheet,  tested  lengthwise. 

(3)  Plate  will  not  be  passed  for  acceptance  when  of 
streiigth  of  less  than  56,000  or  greater  than  65,000  pounds  pcr 
square  inch,  nor  if  the  elongation  falls  below  twenty-five  pcr 
cent  or  below  1400^000  -^  71 

(4)  Should  any  sheets  develop  defects  in  working  they  will 
be  rejected. 

(5)  Manufacturers  must  send  one  test  strip  for  each  sheet 
(this  strip  must  accompany  the  sheet  in  every  case),  both  sheet 
and  strip  being  properly  stamped  with  the  marks  designated 
by  the  company,  and  also  lettered  with  white  lead,  to  facilitate 
marking. 

The  U.  S.  Board  of  Supervising  Inspectors  of  Steam-vessels 
restrict  the  stress  on  boiler  stays  and  braces  to  6000  pounds 
per  square  inch  (4218  kilogrammes  per  square  centimètre).  For 
shells  of  boilers,  a  factor  of  safety  of  6  is  permitted  in  design- 
ing.  The  hydrostatic  pressure  applied  in  testing  is  one  half 
greater  than  the  steam-pressure  allowed.  AH  plates  must  be 
stamped  by  the  maker  with  the  tenacity,  as  determined  by  test, 
at  the  four  corners  and  in  the  middle.  The  elongation  is  not 
noted,  as  the  form  of  United  States  standard  test-piece  is 
unfitted  to  détermine  it.  The  contraction  of  area  of  section  at 
fracture  must  be  0.15  when  the  tenacity  is  45,000  pounds  and 
one  per  cent  mare  for  each  additional  1000  pounds. 

Hot-short,  or  red-short,  and  cold-short  irons  are  detected  by 
the  forge  tests  ;  the  former  is  often  found  to  be  an  excellent 
quality  of  iron  if  it  can  be  worked  into  shape,  as  it  is,  when  cold, 
tough  and  strong.  Specially  high  qualities  are  rarely  economi- 
cal,  as  they  usually  cost  too  much  to  make  the  différence  worth 
what  is  paid  for  it.  Shapes  diflficult  to  make  or  roll  are  usually 
weaker  than  others.  Mills  will  usually  supply  "  pattem  iron,** 
charging  a  little  extra  for  it  ;  but  it  will  often  be  found  economi- 
cal  to  order  them,  if  such  shapes  are  necessary.     In  designing, 
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however,  it  is  well  to  avoid  the  introduction  of  peculiar  shapes, 
if  possible. 

AU  wrought-îron,  if  eut  into  testing  strîps  one  and  a  half 
inches  in  width,  should  be  capable  of  resisting  without  signs  of 
fracture,  bending  cold  by  blows  of  a  hammer,  until  the  ends  of 
the  strip  form  a  right  angle  with  each  other,  the  inner  radius  of 
the  curve  of  bending  being  not  more  than  twice  the  thickness  of 
the  pièce  tested.  The  hammering  should  be  only  on  the  ex- 
tremities  of  the  spécimens,  and  never  where  the  flexion  is  tak- 
ing  place.  The  bending  should  stop  when  the  first  crack  ap- 
pears. 

Ali  tension  tests  should  be  made  on  a  standard  test-piece  of 
one  and  a  half  inches  in  width,  and  from  one  quarter  to  three 
quarters  of  an  inch  in  thickness,  planed  down  on  both  edges 
equally  so  as  to  reduce  the  width  to  one  inch  for  a  length  of 
eight  inches.  Whenever  practicable,  the  two  flat  sides  of  the 
pièce  should  be  left  as  they  come  from  the  rolls.  In  ail  other 
cases  both  sides  of  the  test-piece  are  planed  off.  In  making 
tests  the  stresses  should  be  applied  regularly,  at  the  rate  of 
about  one  ton  per  square  inch  in  fifteen  seconds  of  time. 

Ail  plates,  angles,  etc.,  which  are  to  be  bent  in  the  manu- 
facture should,  in  addition  to  the  above  requirements,  be 
capable  of  bending  sharply  to  a  right  angle  at  a  working  test, 
without  showing  any  signs  of  fracture. 

Ail  rivet-iron  should  be  tough  and  soft,  and  pièces  of  the 
full  diameter  of  the  rivet  should  be  capable  of  bending  until 
the  sides  are  in  close  contact,  without  showing  fracture. 

AU  workmanship  should  be  first-class;  ail  abutting  surfaces 
planed  or  turned,  so  as  to  insure  even  bearing,  taking  light  cuts 
so  as  not  to  injure  the  end  fibres  of  the  pièce,  and  protected  by 
white  lead  and  tallow.  Pièces  where  abutting  should  be  brought 
into  close  and  forcible  contact  by  the  use  of  clamps  or  other 
approved  means  before  being  riveted  together.  Rivet-holes 
should  be  caref uUy  spaced  and  punched,  and  in  aU  cases  reamed 
to  fit,  where  they  do  not  come  truly  and  accurately  opposite, 
without  the  aid  of  drift-pins.  Rivets  should  completely  fiU  the 
holes,  and  hâve  full  heads,  and  be  countersunk  when  so  required. 

The  foUowing  are  spécifications  originally  issued  by  the 
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United  States  Navy  Department,  which  indicate  the  relation 
of  variation  of  tenacity  to  the  corresponding  change  in  ductil- 
ity  where  the  quantity  of  carbon  in  steel  is  altered  : 


Tenacity. 

EXTBNSION. 

Per  cent. 

Lbs.  per  sq.  iD. 

Kilos,  per  sq. 

cm. 

60,000 

4218 

25 

70,000 

4921 

23 

80,000 

5624 

19 

90,000 

6327 

12 

A  cold-bending  test  is  demanded  thus:  Bend  the  strip  over 
a  nnandrel  of  a  diameter  ij  times  the  thickness  of  the  plate, 
through  an  arc  of  90°,  and  no  cracks  must  appear.  In  the 
Appendix  wîU  be  found  sample  spécifications  fer  boiler-steel 
as  written  by  builders. 

Every  reputable  maker  stamps  his  iron,  not  only  wîth  the 
figures  indicating  the  tenacity,  as  required  by  law,  but  also,  in 
the  case  of  thoroughly  good  qualities,with  their  names.  Where 
the  brand  is  not  found,  it  is  assumed  by  the  experienced  en- 
gineer  that  the  métal  is  not  of  such  high  quality  as  to  do  crédit 
to  the  maker.  Ail  good  plate  is  expected  to  hâve  fair  tenacity 
and  high  ductility,  and  good  flange-iron  should  not  deteriorate 
appreciably  in  working. 

45.  Choice  of  Quality  of  Métal  for  the  Various  Parts 
of  a  boiler  or  other  structure  is  made  with  the  greatest  care  by 
the  designer  and  by  the  constructor.  The  furnace,  exposed  as 
it  is  to  variations  of  température,  to  the  corrosive  effect  of  hot 
gases,  and  to  the  mechanical  wearing  action  of  the  cinder  and 
coal  carried  by  their  rapidly  moving  currents,  is  made  of  the 
harder  qualities  of  iron  or  steel  already  described.  The  tubes, 
flues,  and  the  flue-sheets  are  composed  of  comparatively  ductile 
material,  such  as  may  be  safely  shaped  in  accordance  with  the 
plans  of  the  designer  ;  the  shell  may  be  of  cheaper  material  ; 
while  ail  stays  and  braces  must  be  made  of  the  strongest  and 
toughest  métal  available.  Each  grade  should  be  carefuUy  pre- 
scribed,  and  the  iron  or  steel  proposed  for  use  as  carefully  in- 
spectéd  and  tested  before  it  is  introduced  into  the  structure. 
It  is  sometimes  advisable  to  substitute  copper  for  iron,  espe- 
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cially  in  the  firebox;  and  in  such  cases  sheet-copper  of  a  tena- 
cious  and  somewhat  hard  quality  shoUld  be  adopted.  This  ma- 
terial  usually  has  about  two  thirds  the  strength  of  good  iron, 
with  greater  ductility  and  flexibilityv^l>d  resists  the  action  of 
the  fumace  gases  better  than  iron  boiler-plate. 

46.  The  Methods  of  Working  the  materiais  introduced 
into  steam-boilers  are  adapted  very  carefully,  in  every  case,  to 
the  known  requirements  of  each  quality  so  used.  The  fréquent 
injury  of  steel  and  of  hard  iron  plates  by  pufiching  and  by  too 
abrupt  change  of  form  hâve  led  engineers  to  prescribe  in 
many  cases  that  ail  steel  plate  shall  be  drilled  for  the  insertion 
of  rivets,  and  not  punched,  and  to  direct  the  bending  of  the 
plate  over  rounded  edges  having  comparatively  large  radii  of 
curvature.  Ail  wrought-iron  work  'in  boilers,  when  subjected 
to  any  considérable  change  of  form,  should  be  worked  at  a 
bright-red  beat,  approaching  the  welding  température;  steel 
should  be  handled,  in  such  cases,  at  a  "  cherry-red  "  beat. 

Great  altération  of  shape,  if  effected  at  ordinary  tempéra- 
tures, should  be  made  slowly  and  carefully,  and  it  may  even  be 
well  in  some  instances  to  allow  intermissions  in  such  opéra- 
tions sufficient  to  permit  the  particles  some  opportunity  of 
self-adjustment.  It  may  be  taken  as  a  gênerai  rule  in  the  work- 
ing  of  ail  materiais  for  steam-boilers,  that  the  methods  and  pro- 
cesses chosen  should  always  be  such  as  will  be  least  likely  to 
strain  or  to  injure,  either  generally  or  locally,  the  iron  or  steel 
so  used. 

47.  Spécial  Précautions  in  Using  Steel  are  found  to  be 
necessary  to  secure  safe  construction.  Construction  in  steel 
demands  more  care  than  the  making  of  iron  boilers,  and  a  good 
boiler-maker  for  the  latter  class  of  work  is  not  necessarily  a 
good  worker  of  steel.  In  handling  steel  for  boilers  there  should 
be  no  unnecessary  local  heating.  If  so  heated,  steel  should 
always  be  subsequently  annealed.  Tlje  plates  for  the  cylindri- 
cal  shells  of  boilers  should  be  carefully  bent  to  shape  when 
cold.  The  rivet-holes  should  usually  be  drilled,  not  punched, 
and  the  drilling  should  be  done  after  the  plates  are  bent  to 
shape,  and  bolted  together  in  position.  The  longitudinal 
joints  in  the  shell  are  best  made  with.  double  butt-strips,  one 
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being  placed  însîde,  and  the  other  outside,  to  form  a  "  butt 
joint/' 

The  tests  of  the  plate  supplied  on  spécifications,  and  under 
contracts,  should  be  even  more  carefuUy  and  minutely  made 
than  with  iron  ;  every  opération  must  be  more  carefuUy  con- 
ducted  and  supervised,  and  the  completed  boiler  should  be 
inspected  and  tested  with  the  greatest  possible  care.  If  it  is 
well  made  and  of  good  material,  it  will  be  a  more  satisfactory 
construction  than  any  irpn  boiler  can  possibly  be  ;  a  mistake  in 
accepting  and  using  steel  ill  adapted  to  the  purpose  may 
produce  an  exceedingly  dangerous  and  unsatisfactory  boiler. 
Steel  of  good  quality,  and  well  adapted  for  other  construction^ 
is  not  necessarily  safe  for  use  in  steam-boilers. 

Many  engineers  would  anneal  every  plate  of  steel  used^ 
whatever  its  apparent  quality,  to  insure  its  safety  in  the  struc- 
ture, and  it  has  even  been  suggested  that  it  would  be  well,  were 
it  practicable,  to  anneal  the  whole  boiler  after  completion.* 
Too  great  care  cannot  be  taken  in  selecting  the  métal. 

48.  Rivets  and  Rivet-Iron  and  Steel  are  necessarily  of 
especially  good  quality.  The  rivet  must  be  strong,  tough,  and 
ductile,  and  capable  of  bearing  the  severest  déformation  at  ail 
températures  without  injury.  It  is  customary  to  "head-up** 
rivets  hot  ;  but  medium-sized  and  snlall  rivets,  in  some  locali- 
ties,  are  worked  cold,  and  this  is  the  most  trying  test  of  quality 
possible.  Rivets  of  less  than  |-inch  (0.95  cm.)  diameter  are 
very  commonly  driven  cold.  Rivet-iron  should,  in  the  bar, 
hâve  a  tenacity  approaching  60,000  pounds  per  square  inch 
(4218  kgs.  per  sq.  cm.),  and  should  be  as  ductile  as  the  very 
best  boiler-plate  when  cold.  The  rivet  should  be  capable  of 
bearing  the  change  of  form  incidental  to  its  use  without  ex- 
hibiting  a  tendency  to  split;  the  head  should  not  seriously 
harden  or  become  brittle  under  the  blows  of  the  hammer  ;  and 
the  contraction  on  cooling,  after  it  has  been  headed  up,  should 
not  cause  weakening  by  the  stress  incident  to  the  strain  so 
produced.  A  good  iron  rivet  f  inch  (1.6  cm.)  diameter  can  be 
doubled  up  and  hammered  together,  cold,  without  exhibiting 


*  Trans.  Am.  Soc.  M.  E.,  1887,  No.  ccxlvL 
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a  trace  of  fracture,  Such  a  rivet,  split  and  "  etched  "  on  the 
eut  surfaces,  shows  a  smoothly  curved  grain,  uniform  texture 
and  color,  and  no  visible  sign  of  the  présence  of  slag.  Such  a 
rivet,  made  of  good  rivet-steel,  will  show  absolute  uniformity 
of  surface,  and  no  trace  even  of  "  grain." 

The  chemical  composition  of  thèse  rivet-steels  should  be  as 
nearly  as  possible  that  of  the  best  rivet-irons  ;  they  should  con- 
tain  the  least  possible  proportion  of  the  hardening  éléments, 
including  carbon  and  manganèse,  as  well  as  phosphorus,  and 
should  be  so  pure  as  to  readily  take  a  surface  like  that  of  a 
mirror,  when  polished. 

49*  The  Sizes  of  Rivets,  their  form  and  strength,  are 
quite  well  settled  by  expérience-  and  by  test.  The  rivet  con- 
sists,  as  supplied  by  the  market,  of  a  straight  or  slightly  tapered 
body,  circular  in  section,  and  havîng  a  head  1.5  or  1.6  the  di- 
ameter  of  the  shank  ;  the  latter  is  2  to  3  or  4  per  cent  smaller 
than  the  hole  which  it  is  to  fill,  and  tapers  toward  the  end  to 
a  diameter  about  0.95  that  of  the  hole.  The  head  is  cylindri- 
cal,  and  has  a  thickness  0.7  or  0.75  the  diameter  of  the  body  of 
the  rivet.  The  length  of  the  shank  or  body  is  2.25  or  2.50 
times  the  diameter  of  the  hole,  and  the  latter  is  often  equal  to 
the  double  thickness  of  plates  held  together  by  it.  When  in 
place,  the  small  end  is  driven  down  by  hand-hammers  or  by  the 
riveting  machines  to  form  a  cone-shaped  or  hemispherical 
head,  the  sheets  riveted  together  being  thus  confined  by  the 
two  heads  and  sustained  by  the  strength  of  the  shank  against 
any  force  tending  to  separate  them.  The  principal  stresses 
exerted  on  the  rivet  are  usually  shearing.  The  rivets,  when 
heated,  should  be  brought  up  to  a  fuU,  clear  red  heat.  A 
simple  rule  sometimes  used  to  détermine  the  diameter  of  a 
rivets  is  that  of  Unwin,  who  makes  this  diameter 

âf=  1.2  V/, 

în  which  /  îs  the  thickness  of  the  single  plate  or  sheet.  The 
following  table  is  thus  obtained,  taking  the  nearest  ^i^th  : 
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Thlckneas 
cfi  Plate. 


Diameter,  d^ 
of  Rivet. 


Thjckneis 
of  Plate. 


Diameter,  d^ 
of  Rivet. 


i    i  =0.50 

A A  =  0.56 

I    ii  =  o.68 

A *  =075 

i    H  =  o.8o 


A *  =0.86 

i    lf  =  o-94 

*    lA  =  io<^ 

i     li  =  I-I3 

I    li  =  125 


The  driven  rivet  is  something  like  four  or  five  per  cent 
larger  than  the  undriven. 

The  following  table  gives  the  proportions  of  rivets  adopted 
în  some  of  the  best  establishments  in  the  United  States,*  and 
the  relative  strength  of  joint  secured  : 

TABLE  OF  THE  PROPORTIONS  OF  RIVETS. 


Thickness  of  plate 

Diameter  of  rivet. 

Diameter  o.  rivet-hole 

Pitch — single-riveting 

Pitch— double-riveting 

Strength  of  single-riveted  joint . . . 
Strength  of  double-riveted  joint... 


ff 

ff 

H 

» 

i' 

i 

2 

aiV 

2: 

«A 

3 

Su 

3- 

31 

.66 

.64 

.63 

.60 

.77 

•  76 

•75 

•74 

i 

'4 

3i 
.58 
.73 


Plates  more  than  i"  thick  should  never  be  joined  with  lap- 
joints.  When  it  is  necessary  to  use  them  a  butt-joint  with  a 
double  fish-plate  should  always  be  used.  (See  Appendix  for 
tables  of  sîzes  and  numbers  per  100  Ibs.) 

The  common  proportions  of  rivets,  as  gîven  by  Unwin,t  are 
seen  in  the  accompanying  figure;  that 
illustrated  is  of  such  form  as  will  permit 
the  formation  of  the  conical  head,  the 
total  length  being  about  2\  times  the 
diameter  when  a  double  thickness  of 
plates  is  to  be  secured  together. 

The  next   figures  exhibit  the  différ- 
ence in  proportions  of  rivets   for  hand- 
riveting  and  for  steam-riveting,  as  given 
by  the  same  authority;   the  first  figure 
showing  two  forms  of  head  for  hand-work,  the  second  two  for 


FiG.  63. 


*  Locomotive,  July,  1882. 
t  Machine  Desiga 
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steam-riveted  work  :  one  of  each  pair  is  set  in  a  straight  hoie, 


/"^\ 


î 

r 


B      M 


Fie.  64. 


FiG.  65. 


U-'Af-J 


the  other  in  a  chamfered  hole.     The  next  figure  gives  the  pro- 
portions  for  a  countersunk  rivet,  used  in  ship-building. 

50.  The  Strength  of  Seams,  when  riveting  is  used,  varies 
with  the  character  of  the  métal,  the  method  of  riveting,  and 
the  quality  of  workmanship.  A  single-riveted  joint  has  usually 
net  far  from  60  per  cent  of  the  strength  of  the  solid  sheet,  a 
double-riveted  seam  70  per  cent;  and 
the  strength  may  be  stili  further  in- 
creased  by  adding  to  the  number  of 
lows  of  rivets,  with  proper  distribu- 
tion. The  joint  is  so  proportioned 
that  the  fracture  wiil  occur  by  shear- 
ing  the  rivets  rather  than  by  breaking 
eut  the  edge  of  the  sheet  or  tearing 
away  the  lap  bodily.  The  lap  usually 
extends  beyond  the  rivet-hole  about 
1.5  times  the  diameter  of  the  rivet. 

To  secure  maximum  "  efficiency"  of  seam,  î.e.,  equal  and 
maximum  résistance  in  ail  directions  of  possible  stress,  it  is 
évident  that  the  joint  must  be  equally  liable  to  tear  along  the 
line  of  rivets,  to  shear  the  rivets,  and  to  tear  them  out  by  puU- 
ing  them  through  the  lap.  For  a  single-riveted  joint  there- 
fore,  if  F  represent  the  tearing  force,  T  the  tenacity  of  the 
sheet,  S  S  the  shearing  résistance  of  the  rivet  and  sheet,  C  its 
résistance  to  crushing,  /  the  **  pitch,"  and  d  the  diameter  of  the 
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rivets,  /  the  width  of  lap,  and  /  the  thickness  of  the  sheet,  we 
must  hâve 


or,  if  the  lap  îs  made  over  strong,  as  above,  and  îf  crushing  is 
not  anticipated,  both  of  which  are  usual  conditions, 

and 

\nd^S'\'dtT       I  nd^S  .     . 
^  = Tt ^l^tT^^' 

Where,  as  sometimes  îs  the  case,  the  joint  is  a  butt-joînt 
and  the  rivets  are  thus  "  in  double  shear," 

and  the  came  expression  serves  for  the  case  of  double-riveted 
seams  made,  as  with  single-riveting,  with  a  lap,  but  having  a 
second  line  of  rivets  behind  and  reinforcing  the  first. 

Where  the  rivet  and  the  plate  are  of  the  same  -material,  or 
wherever  the  résistance  to  shearing  and  the  tenacity  may  be 
taken  as  substantially  equal,  the  formula 

may  be  adopted,  in  which  /,  d,  n,  and  /  are,  respectîvely,  the 
pitch  of  rivets,  centre  to  centre,  the  diameter  of  rivet,  the 
number  of  parallel  rows,  and  the  thickness  of  sheet. 

The  following  tables  represent  proportions  for  adoption  in 
designing,  the  ratio  of  Tto  C  being  taken  for  iron  and  steel  of 
various  qualities,  as  assumed  by  Unwin  :* 

*  See  Machine  Design,  by  W.  C.  UnwIn.     London  :  Longmans,  Green  &  CfK 
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SINGLB-RIVETING. 


^nlNcms. 

Iron  Rivbts 

AND   PlATBS. 

AJ*D  PlaTBS. 

Plates  Drilled 

Ponched 

Plat»' 

Plates 

or  Punched 

t 

Plates. 

Drilled. 

PuDcbed. 

and  Anntaled. 

Nomi- 
nal. 

Actual. 

Pitch>  for  value»  of  -^  = 

1              t 

0.75 

0.85 

0.95 

I.O 

105 

I.I5 

1.25 

1.35 

A 

H 

0.72 

2.45 

2.25 

2.Z 

2.0 

2.0 

1.85 

1.8 

1.7 

« 

» 

0.78 

2.5 

2.3 

2.1 

2.Z 

2.0 

1.9 

1.8 

T. 7 

A 

0.85 

2.6 

2.4 

2.2 

2.15 

2.1 

2.0 

1.9 

1.8 

i 

0.92 

2.7 

2.5 

2.3 

2.2 

2.1 

2.1 

2.0 

1.9 

i 

ii 

0.98 

2.6 

2.4 

2.3 

2.2 

2.1 

2.0 

2.0 

1,9 

« 

ItV 

I.IO 

2.8 

2.6 

2.4 

2.4 

2.3 

2.2 

2.1 

2.0 

i 

li 

1.17 

2.9 

2.7 

2.5 

2.5 

2.4 

2.25 

2.2 

2.15 

I 

li 

1.30 

3.1 

2.9 

2.7 

2.6 

2.6     1  2.45 

1 

2.4 

2.3 

DOUBLB-RIVBTING. 


Iron  Rivbts.— Platbs 

Steel  Rivets.— Plates 

d  IH  INCHIS. 

/ 

Punched. 

Drilled. 

Punched. 

Drilled. 

Pitch  of  riveti 

for  value  of  -r=  = 

: 

Nomi- 

Actual. 

C 

nal. 

0.85 

I.OO 

I.IO 

1.20 

1.35 

\ 

0.72 

H 

3.3 

3.1 

2.9 

2.7 

0.78 

3.8 

3-4 

3.1 

2.9 

2.7 

"{% 

i 

0.85 

3.9 

3.5 

3.2 

3.0 

2.8 

\ 

0.92 

4.0 

3.6 

3-4 

3.2 

2.9 

* 

f 

0.98 

3.9 

3.4 

3.2 

3.0 

2.8 

ï 

iV» 

I.IO 

4.0 

3.6 

3.4 

3.2 

30 

i 

H 

1.17 

4.1 

3.7 

3.5 

3.3 

3.1 

I 

H 

1.30 

4.4 

3-9 

3-7 

3.5 

3.3 

Joints  proportioned  as  above  range,  in  their  "  efficiencies," 
from  40  to  60  per  cent  in  the  single-riveted  seams,  and  from 
60  to  80  per  cent  for  double-riveting  ;  the  smallest  rivets  and 
thinnest  plates  giving  the  smallest,  and  the  larger  work  the 
largest,  values.     The  average  efficîencies  may  be  taken  as  : 

SingU-riveting  : 

Plate.tbicknes8 ^r     f     A     i      f      )      i      < 

Efficiency 55     55     53     52    48     47     45     43 

DoubU-rivfting  : 

Efficiency 75     73    72     71     67    66    64    63 

For  other  cases,  see  p.  409  and  Appendix. 


Digitized  by 


Google 


I20  THE  STEAM'BOILER. 

The  strength  of  a  seam  is  obtained  by  multiplying  the 
résistance  of  the  solid  sheet  by  the  efficiency  of  the  joint. 

The  strength  of  well-made  joints,  as  exhibited  by  test,  in 
proportion  to  strength  of  the  original  plate,  according  to  Clarke, 
are  for  plates  |-inch  thick  and  less,  for  the  best  English  York- 
shire  iron: 

Working  Streogth. 

Original  strength  of  plate lOQ  11,000  Ibs.  per  sq.  inch. 

Single-riveted  lap-joint 60  6,700       **  " 

Double-riveted  lap-joint 72  8,000       **  *' 

Double-riveted  butt-joint 80  9,000       "  " 

Fairbaim  found  the  strength  of  joints  to  be  as  follows: 

Strength  of  plate 100  Bursting  tension .  34,000  Ibs. 

Double-riveted  joint 70  Proof  tension ... .  17,000   " 

Single-riveted  joint 56  Working  tension.     4,250  ** 

the  working  tension  being  taken  as  \  of  the  bursting  tension. 
For  cast-iron  pipes  the  working  tension  may  be  estimated  at  \ 
the  bursting  pressure,  and  at  about 

16,500  Ibs.  per  sq.  inch  for  bursting  tension, 
5,500   *'         **         •'      "   proof  tension, 
2,750   '*        "        •*      **   working  tension. 

Welded  joints  for  boilers  hâve,  if  perfect,  the  same  strength 
as  the  original  plate,  but  they  are  apt  to  be  uncertain. 

The  thickness  of  plates  is  limited  for  best  work.  Very  thin 
plates  cannot  be  well  calked,  and  thick  plates  cannot  be  safely 
riveted.  The  limits  are  about  \  of  an  inch  for  the  lower  limit, 
and  î  of  an  inch  for  the  higher  limit.  The  riveting  machine 
only  can  be  used  for  very  thick  plates,  a  thickness  of  half  an 
inch  being  about  the  limit  of  hand-riveting. 

In  some  cases  the  seams  of  the  shells  or  the  flues  of  boilers 
are  put  together  in  helical  form,  and  some  increase  of  strength 
is  thus  secured  in  the  longitudinal  at  the  expense  of  the  girth- 
seams.  If  «  represent  the  ratio  of  the  projected  length  of  the 
seam  on  the  circumference  to  the  corresponding  length  of  the 
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projection  longitudinally,  the  ratio  of  strength,  as  comparée 
with  the  common  seam,  is  measured  by  the  ratio 


m  = 


2«'4-2 


For,  in  Fig.  67,  let  ABC  represent  a  part  of  a  sheet 
on  which  the  diagonal  AC  is  the  Hne  of  the  joint; 
AB  is  the  corresponding  longitudinal  joint,  as  com- 
^  monly  made,  and  BC  the  girth  seam. 

Then  the  stress  per  unit  of  length 
of  AB  will  be  unity  ;  that  on  BC  will 
be  2,  and  the  total  stresses  will  be, 
respectively,  2  and  «,  where  n  meas- 
ures  the  ratio  of  BC  to  AB,  or  the 
"rake"  of  the  seam.  The  total  ré- 
sultant stress  will  beAC  on  the  joint 
B£,  and  its  normal  component  will 
be  BF,  the  sum  of  the  components 
of  those  on  the  longitudinal  and 
girth  seams,  AB  and  BCy  resolved 
perpendicular  to  ACy  and  the  in- 
tensity  of  that  stress  is  the  quotient 
of  this  sum^  divided  by  the  length,  AC^  of  the  seam.  Hence 
the  intensity  on  AB  will  be 


FlG,  67. 


that  on  BC  will  be 


_2XAB 
^,  -     ^^     -2; 


I  X  nAB 
i  = =  I  • 


that  on  ^C  will  be 


t. 


2  s\x\  B  -\-  n  cos  6 
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But 

sm  0  =  — - — ==-.;    cos  0  = 


and 


Vi+n''  Vi-^-n'' 


±  -  ^'  +  ^     .n^    ^  -  ^'  +  2  _  _i 

^«  ~  I  +  «"       ^""^      /.  "~  2»'  +  2  "  W' 


When  «  is  given  the  values  below,  the  ratios  of  strength  of 
:seam  are  as  tabulated. 

STRENGTH  OF  HELICAL  SEAM. 
(Common  longitudinal  seam  =  i.) 


n 

m 

n 

m 

o      

I  .o 

1.75 

2.00 

I  6 

i  

I      ,. 

1-3 

1.4 

1.7 

q.OO 

1.8 

1-25 

1-5 

1.5 

00 , , , 

20 

When  «  =  o  the  joint  is  parallel  with  the  axis  of  the  cylin- 
der  ;  it  becomes  a  longitudinal  seam.  When  «  =  00 ,  it  becomes 
a  girth-seam  of  twice  the  relative  strength.  When  the  angle  of 
"rake"  is  30°,  the  gain  is  10  per  cent;  when  45°,  the  gain  be- 
comes 0.4.  It  is  obvious  that  this  form  of  seam  is  very  waste- 
ful  of  métal,  if  so  much  inclined  as  to  secure  any  considérable 
gain  of  strength,  if  the  boiler  or  the  flue  is  built  of  a  succession 
of  ring  courses  laid  side  by  side  ;  in  such  constructions  as  Root*s 
"  spiral  pipe,"  in  which  the  courses  are  helical,  this  objection 
does  not  hold. 

The  "  factor  of  safety,"  as  stated  where  référence  is  made  to 
the  strength  of  steam-boilers,  is  usually  misleading,  as,  for  ex- 
ample, in  the  U.  S.  régulations.  Pressures  one  sixth  those 
computed  from  the  reports  of  tests  of  strength  of  the  plate  are 
permitted  ;  but  the  real  factor  of  safety  is  obtained  by  multi- 
plying  this  nominal  factor  by  the  coefficient  of  strength  of  seam. 
Thus,  where  the  law  allows  six  the  real  factor  is  0.56  X  6  =  3.36 
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for  the  single-riveted  seam,  or  0.7  X  6  =  4.2  for  double-riveting, 
Fairbairn's  coefficients  being  accepted.  The  real  factor  should 
not  be  less  than  six,  and  some  authorities,  following  Rankine, 
would  make  it  eight,  and  others  éveil  teii. 

51.  Punched  and  Drilled  Plates  Usually  differ  in  strength, 
but  each  may  be  either  stronger  or  weaker  than  unperforated 
métal  of  equal  area  of  fractured  section.  When  the  métal  is 
very  soft  and  ductile,  the  opération  of  punching  does  no  appré- 
ciable injury,  and  the  Author  has  sometimes  found  it  actually 
productive  of  increased  strength,  the  flow  of  particles  from  the 
hole  into  the  surrounding  parts  causing  stiffening  and  strength- 
ening.  With  most  steel  and  with  hard  iron  the  effect  of 
punching  is  often  to  produce  serions  weakening  and  a  tendency 
to  crack,  which  has  in  some  cases  resulted  seriously.  With 
métal  of  the  first  class,  punching  is  perfectly  allowable  ;  with 
iron  or  steel  of  the  second  class,  drilling  should  always  be  prac- 
tised.  It  is  customary,  in  the  practîçe  of  the  most  reputable 
engineers  and  builders,  to  drill  ail  steel  plates,  but  usually  to 
punch  iron.  Sometimes  the  steel  plate  is  punched  with  a 
punch  of  smaller  diameter  than  the  proposed  rivet,  and  is  sub- 
sequently  reamed  out  or  counterbored  to  size.  It  is  generally 
assumed  that  this  method  is  perfectly  safe. 

Messrs.  Greig  and  Eyth,  after  a  long  and  carefully  con- 
ducted  investigation,  say:* 

"The  experiments  show  that  the  plates ^invariably  lose  part 
of  their  tensile  strength  in  the  section  of  solid  material  left 
between  the  rivets  of  a  seam,  this  loss  being  greatest  in  lap- 
joints.  It  is  also  greater  in  punched  than  iri  drilled  plates 
(iron  as  well  as  steel),  and  greater  in  plates  riveted  together  by 
steam,  than  in  those  riveted  by  hydraulic  pressure.  On  the 
other  hand,  the  strength  of  rivets  against  shearing  is  greater 
than  its  normal  figure,  especially  in  lap-joints. 

"  The  usef ulness  of  double-riveting  appears  to  be  mainly 
due  to  the  fact  that  it  more  effectually  prevents  lap-jointed 
plates  from  bending  under  stress.  At  the  same  time  the  zig- 
zag  riveting  generally  adopted,  in  double-riveting,  increases 

*  Lond.  Engineeting^  June  29,  1879. 
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the  tensile  résistance  of  the  material  between  the  rivets  coa 
siderably  beyond  its  normal  figure. 

"  Butt-joints,  with  a  cover  on  one  side  of  the  plate  only, 
gave  no  advantage  at  ail,  the  cover  behaving  simply  as  an 
intermediate  plate  attached  to  the  two  main  pièces  by  an  ordi- 
nary  lap-jcint.  A  marked  improvement  could,  no  doubt,  be 
obtained  by  giving  the  cover  greater  thickness,  so  as  to  prevent 
its  bending. 

*'The  most  effective  seams,  as  to  tensile  strength,  were 
butt-joints  with  two  covers,  as  not  only  do  they  nearly  double 
the  shearing  strength  of  each  rivet,  but  they  entirely  prevent 
the  bending  of  the  main  plates.  The  main  fact  resulting  from 
the  tests  of  parts  of  boilers  and  complète  boilers  under  hy- 
draulic  pressure  was  the  impossibility  of  bursting  an  ordinary 
rivet-seam  in  this  way,  the  compression  of  the  rivet  and  the 
elongation  of  the  rivet-hole  resulting  invariably  in  leakage, 
which  prevented  the  necessary  pressure  from  being  obtained. 
Each  rivet  becomes  its  own  safety-valve,  and  the  strain  put  on 
the  weakest  part  of  the  structure  never  reached  more  than  70 
per  cent  of  the  breaking  strain.  This  is  the  point  where  addi- 
tional  hardness  of  the  material  would  be  most  useful,  as  it 
would  prevent  the  opening  of  the  rivet-holes,  which  now  makes 
a  boiler  useless  long  before  the  breaking  strain  is  reached."  * 

Good  Steel  is  much  more  enduring  than  any  iron,  both 
against  ordinary  wéar  and  extraordinary  strain. 

The  results  of  experiments  on  the  best  British  steel  for 
slîip-building  and  for  boilers,  as  reported  to  Lloyds,  show  that 
the  injury  done  by  punching  is  less  as  the  plates  are  thinner, 
amounting,  in  the  cases  reported,  to  less  than  10  per  cent  in 
sheets  J  inch  (0.6  cm.)  thick,  and  rapidly  increasing,  becoming 
20  per  cent  at  f  inch  (i  cm.),  and  is  still  more  serious  with  the 
heavy  plate  used  for  large  ships  and  for  boilers.  But  the  injury 
was  discovered  to  be  local,  and  confined  to  a  shell  lining  the 
punched  hole,  and  but  about  one  eighth  of  an  inch  (0.3  cm.)  in 
thickness.  This  can  be  readily  eut  out,  and  the  punched  and 
counterbored,  or  reamed,  holes  produce  no  observable  weak- 

*  Lond.  Engineerings  1879. 
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ness.  In  many  instances  no  spécial  précautions  are  taken  in 
this  direction  where  the  métal  is  less  than  one  half  inch  (1.25 
cm.)  in  thickness. 

52.  Hand-riveting  and  Steam-riveting  are  both  prac- 
tised  by  good  makers,  and  authorities  are  somewhat  divided  in 
opinion  as  to  their  relative  merit.  With  either  system,  good 
work  may  be  done  by  a  good  workman  ;  by  either  method, 
dangerously  defective  boilers  may  be  produced.  With  a  prop- 
erly  designed  riveting  machine  of  the  right  size  for  its  work, 
and  carefully  manipulated,  very  perfect  work  may  be  done. 
Careless  handling  produces  distorted  rivets,  eccentrically  placed 
heads,  and  sometimes  causes  the  formation  of  a  "  fin"  on  the 
rivet,  which,  entering  between  the  sheets  to  be  riveted  to- 
gether,  holds  them  apart  and  causes  leakage  along  the  seam. 
When  the  plates  are  well  adjusted,  in  metallic  contact,  and  per- 
fectly  secured,  before  the  rivet  is  "  headed  up,"  this  last  defect 
is  not  likely  to  appear.  ♦  The  careful  adjustment  of  the  rivet- 
head  to  the  die  which  supports  it  against  the  blow  of  the  ma- 
chine, and  the  exact  alignment  of  rivet  and  striking  die,  will 
prevent  distortion  of  the  rivet  by  the  blow.  Sometimes  the 
machine  is  too  light  for  its  work  ;  in  such  cases  two  blows  may 
be  necessary  to  completely  form  the  head  and  to  expand  the 
body  of  the  rivet  sufficiently  to  fill  the  rivet-hole. 

In  hand-riveting  the  action  of  the  hammer  often  hardens 
the  métal  in  the  head,  and  gives  it  such  rigidity  and  brittleness 
that  it  may  even  fly  off  at  the  last  stroke  of  the  riveting  ham- 
mer. The  cone-shaped  head  is  a  comparatively  weak  form,  and 
it  is  better  to  use  a  cup-shaped  die,  or  former,  and  a  larger 
hammer  striking  fewer  and  heavier  blows,  to  form  a  hemi- 
spherical  head,  which  latter  is  much  stronger,  and  neater  in 
appearance.  Work  of  this  kind  may  be  qui  te  as  good  as  the 
best  machine-riveting,  but  it  is  usually — not  invariably — more 
costly. 

Riveting  machines  constructed  with  two  dies  moved  inde- 
pendently — the  one  a  hoUow  die,  having  for  its  office  the  closing 
up  of  the  lap  simply;  the  other  a  solid  die,  which  immediately 
follows  up  the  first  and  sets  up  the  rivet — are  probably  much 
better  than  the  more  common  form  of  riveter  having  one  die 
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only.     Messrs.  Greig  and  Eyth  found  the  following  to  be  the 
pressures  attained  on  the  heads  of  f -inch  steel  rivets  :* 

Lbs. 

Steam-riveter 82,380 

Hydraulic  siationary 86,360 

Hydraulîc  portable 44,018 

Power  light  blow 69,384 

Power  heavy  blow 115,640 

The  best  work  was  done  by  the  steam-riveter. 
They  conclude  that — 

"  The  well-known  fact  of  the  superiority  of  riveting  by 
machinery  over  hand-riveting  has  been  again  demonstrated 
most  conclusively,  vvhile  the  experimcnts  hâve  shown  that  the 
effects  of  steam-riveting  is,  to  say  the  least  of  it,  not  inferior 
to  hydraulic  riveting  as  far  as  the  quality  of  the  rivet  is  con- 
cerned,  but  that  the  hydraulic  riveting  is  distinctly  superior  as 
to  its  effects  on  the  plate,  which  is  less  injured  by  the  slow 
pressure  of  the  hydraulic  ram. 

"  Steel  showed  in  this  respect  a  decided  superiority  over 
îron  beyond  the  proportion  due  to  its  greater  tensile  and  shear- 
ing  strength." 

The  conclusions  of  Mr.  J.  M.  Allen  are  that  machine-rivet- 
ing  probably  results  in  a  greater  proportion  of  defective  rivets 
than  any  other  one  cause.  Machine-riveting  to  make  good 
work  must  be  very  carcfully  done.  The  rivet-hole  must  be  truly 
in  line  with  the  machine  dies.  The  holes  in  the  two  plates 
must  also  be  in  line  with  each  other.  If  there  is  an  offset 
between  them,  the  rivet  is  sure  to  be  a  very  bad  one.  The 
most  satisfactory  riveting  of  boiler-plates  is  done  by  a  prop- 
erly  constructed  and  used  button-set.  By  this  means  better 
and  more  rapid  work  can  be  done  than  by  hand-riveting.  A 
well-constructed  machine  will  work  quicker  than  the  set,  but 
we  hâve  rarely  seen  a  complète  job  of  machine-riveting  which 
left  nothing  to  be  desired.  It  was  not  the  fault  of  the  machine, 
however.     In  hand-riveting  the  excellence  of  the  joint  dépends 

*  Lond.  Engineerings  June  29,  1879. 
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upon  the  form  of  the  set.  With  an  improper  set  ît  is  impos- 
sible to  do  good  work,  no  matter  how  skilful  the  workmen 
may  be. 

53.  Welded  Seams  are  considered  better  than  riveted, 
where  facilities  for  welding  are  provided  such  that  the  weld 
may  be  made  with  certainty  and  invariably  perfect.  Unless 
spécial  and  very  complète  arrangements  are  made  for  securing 
absolute  metallic  contact,  a  good  welding  beat  without  oxida- 
tion,  and  thorough  union  by  pressure  or  impact,  welds  are  very 
apt  to  prove  exceedingly  unreliable.  A  gas-furnace,  with  a  de- 
oxidizing  flame  of  large  volume  and  covering  a  considérable 
length  of  seam,  has  donc  good  work,  and  some  makers  are 
adopting  this  system  to  the  exclusion  of  riveting.  Large  boilers 
are  sometimes  made  without  the  use  of  a  single  rivet  in  any 
important  line  of  junction.  It  seems  possible,  and  even  prob- 
able, that  welding  may  in  time  displace  riveting  in  ail  good 
boiler  construction. 

54.  "  Struck-up"  or  Pressed  Shapes  are  adopted,  in  préf- 
érence to  riveted  or  even  welded  parts,  wherever  the  form  and 
size  of  the  pièce  will  admit.  Dome-tops,  manhole  and  hand- 
hole  plates,  and  sometimes  large  tube  or  flue  sheets,  are  thus 
made.  The  pièce  is  made  by  compressing  the  sheet  of  which 
it  is  to  be  constructed  between  a  pair  of  dies,  and  thus  compel- 
ling  it  to  take  the  shape  of  the  intermediate  space,  which  is  that 
of  the  finished  pièce.  The  pressure  is  commonly  applied  by 
means  of  the  hydraulic  press.  Small  pièces  are  shaped  in  the 
drop-press,  or  drop-hammer,  in  which  the  dies  are  forced  to- 
gether  by  the  blow  of  a  heavy  "  tup,*'  or  hammer,  falling  from 
a  height  of  from  two  to  six  feet  or  more,  according  to  the  size 
and  the  intricacy.of  form  of  the  part  to  be  produced. 

55.  Cast  and  Malleableized  Iron,  Brass,  and  Copper  ail 
hâve  limited  application  in  steam-boilers. 

Cast-iron  is  used  in  the  construction  of  manhole  plates,  of 
some  of  the  fittings,  and  even,  in  many  instances,  in  the  heads 
of  plain  cylindrical  and  flue  boilers.  Its  use  is,  however,  always 
to  be  deprecated  where  wrought-iron  can  be  substituted.  When 
it  is  adopted,  in  places  in  which  it  may  be  subjected  to  heavy 
loading,  and  where  its  failure   may   prove   a  serious   matter. 


Digitized  by 


Google 


128  THE   STEAM'BOILER, 

great  care  should  be  taken  to  secure  the  best.  possible  qualîty. 
it  would  be  advisable,  probably,  in  such  cases,  to  use  "gun- 
iron,"  as  it  is  called,  which  is  cast-ironof  the  best  grades,  melted 
in  an  "  air-f urnace" — a  reverberatory  furnace — and  refined  by 
**  poling,"  or  stirring  with  a  pôle,  usually  a  birch  sapling,  until 
its  quality  and  composition  are  satisfactory.  No  contact  being 
allowed  with  the  fuel  or  any  flux  or  other  source  of  contami- 
nation by  phosphorus  or  other  objectionable  élément,  greater 
strength  and  toughness  can  be  obtained  than  when  the  melting 
is  done  in  a  "  cupola"  furnace,  in  which  the  iron,  fuel,  and  any 
flux  that  may  be  used  are  mixed  together.  The  process  is  ex- 
pensive ;  but  the  product  is  correspondingly  valuable,  the  tena- 
city  of  good  gun-iron  exceeding,  often,  30,000  pounds  per  square 
jnch  (2109  kgs.  per  sq.  cm.),  and  its  elasticity  and  elastic  resili- 
ence  approximating  similar  properties  in  wrought-iron. 

Malleableized  cast-iron  is  usually  given  application  in  small 
castings  forming  parts  of  the  various  attachments  to  boilers. 
It  is  made  by  selecting  a  free-flowing  cast-iron,  as  light  in  graSe 
as  possible,  making  the  castings  in  the  usual  way  and  then  sub- 
jecting  them  to  a  process  of  prolonged  annealing  at  a  red  heat 
in  the  présence  of  substances  capable  of  abstracting  the  carbon, 
such  as  iron-ore,  blacksmith's  scale,  or  other  materials  rich  in 
oxygen.  The  abstraction  of  the  carbon  thus  leaves  the  casting 
stronger,  somewhat  ductile  and  malléable,  and,  as  a  rule,  amuch 
safer  material  than  when  in  its  original  state  ;  it  has  become  a 
crude  wrought-iron.  Only  small  pièces  can  be  successfuUy 
made  in  this  manner,  except  by  annealing  for  days,  or  even 
several  weeks;  the  larger  the  casting  the  longer  the  time  de- 
manded.     Some  so-called  "  steel-castings"  are  thus  made. 

Brass  and  bronze  are  used  mainly  in  the  encasing  of  pres- 
sure-gauges,  water-gauges,  and  similar  appurtenances,  in  the 
construction  of  gauge  and  other  cocks,  and  in  valves  and  their 
seats  ;  it  is  less  liable  to  be  eut  away  by  steam,  or  by  water, 
and  hence  brass  valves  keep  tight  longer  than  do  iron  valves  or 
cocks.  Bronze  is  better  than  brass,  but  its  higher  cost  precludes 
^ts  gênerai  use.  Muntz  métal,  which  consists  of  copper  60,  zinc 
40,  and  gun-bronze,  90  copper  and  10  tin,  are  the  most  generally 
uja-f  ul  compositions  ;  but  the  brasses  in  common  use  generally 
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contaîn  more  ov  less  of  lead,  and  the  bronzes  are  often  also 
similarly  adulterated.  For  surfaces  exposed  to  friction  the 
addition  of  lead  is  thought  by  many  to  be  an  advantage.  The 
àtrongest  of  ail  such  alloys  is  that  consisting  of  copper  43,  zinc 
55,  and  tin  2,  or  one  having  a  somewhat  less  proportion  of  tin  : 
this  has  been  called  by  the  Author,  its  discoverer,*  "  maximum 
bronze."  The  présence  of  zinc  or  other  foreign  élément  in  the 
reai  bronzes  is  found  to  be  particularly  objectionable  in  those 
alloys  intended  for  use  in  sait  water,  as  it  renders  the  latter 
especiaily  liable  to  injury  by  local  and  rapid  corrosion. 

56.  The  Strength  of  the  Shells  and  Flues  of  boilers  may 
be  readily  calculated  when  the  data  can  be  safely  relied  upon. 
The  two  forms  are  subject  to  quite  différent  laws,  however  ;  and 
even  the  strength  of  cylinders  subjected  to  internai  pressure,  as 
are  the  cylindrical  shells  of  steam-boilers,  when  thick,  is  calcu- 
lated by  différent  methods  from  those  applicable  when  of  thin 
plate;  but  it  is  not  asserted  that  the  heavy  shells  of  large 
marine  boilers,  in  which  the  métal  is  from  three.  quarters  to, 
sometimes,  above  an  inch  thick,  may  not  be  properly  calculated 
by  the  rule  applying  to  thick  cylinders  of  cast-iron  or  other 
;ion-ductile  material. 

Cylindrical  Boiler-Shells,  and  other  thin  cylinders,  hâve  a 
thickness  which  is  determined  by  the  tenacity  of  the  métal  and 
the  character  of  the  riveted  or  other  seam.  If/  be  the  internai 
pressure,  T  the  mean  tenacity  to  be  calculated  upon  along  the 
^'eakest  seam,  r  the  semidiameter,  and  /  the  thickness,  we  hâve 
for  axial  stresses  for  equilibrium, 

pnr^  =i  2nrtTy 
and 

/  =  ^'^  '  =  fr « 

But  for  transverse  stresses  tending  to  rupture  longitudinal 
seams. 


*  See  "  Materials  of  Engineering:"  The  Âiioys- 
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and 

tT  pr 

^  =  7"'  ^=r (^' 

With  seams  of -.çqual  strength  in  both  directions,  therefore, 
the  cylinder  is  at  (be, point  of  rupture  along  the  longitudinal 
seams^  while  capable  of  bearing  twice  the  pressure  on  girth 
seams.  It  is  évident  that  sphères  hâve  twice  the  strength  of 
cylinders  of  equal  diameter. 

Thick  cylinders  are  considered  later,  as  they  are  usually 
made  in  cast-iron. 

Fiat  BoilerJuads  are  made  both  in  wrought  and  cast  iron. 
For  thèse  Clark's  rules  may  be  used.* 

For  elastic  deflection, 

•'=s- <^' 

For  maximum  |tt^$âUre. 

tT 
/  =  0.215-^,     .•••-•..    (4) 

or,  for  îron, 

/=  10,000^.     .,••••«    (s) 
For  Steel, 

/=  11,5002. (6) 

For  cast-îron, 

/  =  4,oooJ,  ........    {7) 

when  /  îs  the  thickness,  d^  the  diameter,  both  în  inches,  /  the 
pressure  and  T  the  tenacity,  both  in  pounds  per  square  inch. 


* 


Inst.  C.  E.,  vol.  liii.,  Abstracts.     London,  1877-78. 
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For  spherîcal  ends, 

p=if- ® 

where  a  îs  108,000  for  wrought-iron,  125,000  for  steel,  45,000 
for  cast-iroa,  and  v  is  the  versed  sine  or  rise  of  the  head. 
Lloyd's  Rule  for  cylindrical  shells  of  boilers  is 

abt 
P^-J^ (9) 


in  whîch  a  îs  a  constant,  155  to  200  for  iron  and  200  to  260  for 
steel,  b  the  percentage  of  strength  of  solid  sheet  retained  at  the 
joint,  /  is  the  thickness  of  the  plate,  and  d  the  diameter  of  the 
shell.  The  value  of  b  is  thus  reckoned  (»  =  number  of  rows  of 
rivets)  : 

b  =  lOcA— — ^,  for  the  plate  ; 

b  =  loo-jy  for  rivets  in  punched  holes  ; 

b  =    90--^,  for  rivets  in  drilled  holes. 


Theleast  of  thèse  values  îs  taken.  Hère/,  îs  the  pitch  of  rivets, 
rf,  is  their  diameter,  a^  is  the  area  of  the  rivet-section.  When 
in  double-shear,  1.75^,  is  taken  ior  a^,  The  factor  of  safety  îs 
taken  at  6,  and  boilers  are  tested  by  water-pressure  up  to  2/. 

The  iron  is  expected  to  hâve  a  tenacity  of  at  least  21  tons 
per  square  inch;  steel  must  bear  26  tons  (3307  to  4095  kilogs. 
per  sq.  cm.). 

Welds  are  found,  when  well  made,  to  carry  75  to  85  pei* 
cent  of  the  strength  of  the  sheet. 

Steam-pipe  is  usually  made  with  an  enormous  excess  ol 
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strength  to  meet  accidentai  stresses,  such  as  those  due  to 
motion  of  water  within  them.  The  Author  has  tested  pipes 
broken  by  "  water-hammer,"  as  the  engineer  calls  it,  to  looo 
pounds  per  square  inch  (70  kilogrammes  per  sq.  cm.)  aftêr  it 
had  been  thus  cracked  in  regular  work  in  a  long  Une,  while 
the  steam-pressure  was  less  than  100  pounds  (7  kilogs.  per  sq. 
cm.).  They  had  ail  been  previously  tested  to  about  one  third 
this  pressure.  • 

Cylinders  of  cast-iron,  for  steam-generators  or  for  steam- 
engines,  are  usually  given  a  thickness  greatly  in  excess  of  that 
demanded  to  safely  resist  the  steam-pressure  ;  often,  according 
to  Héiswell, 


for  vertical  cylinders,  where  d  is  the  internai  diameter,  and 


'=ii)+^' (") 


for  horizontal  cylinders  of  considérable  size. 

In  metric   measures,   kilogrammes  and   centimètres,  thèse 
formulas  become 

'=^+l'"^^'"^y ('3) 


If  r,  is  the  extemal  and  r,  the  internai  radius,  T  the  tena- 
city  of  the  métal,  /  its  thickness,  and  /  the  intensity  of  the  in- 
ternai pressure,  we  hâve,  for  the  thin  cylinder^  as  an  équation 
for  equihbrium, 

/^,=  T{r,--r,)^Tt, (14) 
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■and 

»'.  =  ^; (15) 

/=r.-r.  ='Ç; (16) 

P  =  ir (17) 

For  the  M/V>{r  cylinder,  however,  the  résistance  at  any  inter- 
nai annulus  of  the  cylinder  is  less  than  T. 

Thick  CylinderSy  technically  so  called,  are  those  which  are 
of  such  thickness  that  the  mean  résistance  falls  considerably 
below  the  full  tenacity  of  the  métal,  as  exhibited  in  thin  cylin- 
■ders,  in  low-pressure  steam-boiler  shells,  for  example.  Such 
•cylinders  are  seen  in  the  "  hydraulic**  press,  and  in  ordnance. 

Barlûw*  assumes  the  area  of  section  unchanged  by  stress, 
although  the  annulus  is  thinned  somewhat  by  linear  extension. 
If  this  is  the  fact,  as  the  tension  on  any  elementary  ring  must 
vary  as  the  extension  of  the  ring  within  the  elastic  iimit,  the 
stress  in  such  élément  will  be  proportional  to  the  reciprocal  of 
the  square  of  its  radius,  i.e.,  it  will  be 


/«i; (18) 


and,  taking  the  total  résistance  as/V„  when  /'  is  the  internai 
fluid  pressure,  sînce  the  maximum  stress  at  the  inner  radius  is 
T,  that  on  the  inner  elementary  annulus  is  Tdx,  and  on  any 


X 

either  side  the  cylinder. 


other  annulus  — ^  dx  ;  while  the  total   résistance  will   be,  on 


Ar,  =  Tr:  r-  ^  =  tJ%=^  =  7--^-.      (19) 
t/r,    jT*  r,  +  (r,  -  r.)         r.  +  /       ^  ^' 

*  Strength  of  Materials,  1867,  p.  118. 
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The  maximum  stress  is  at  the  interior,  and  may  be  equal^ 
as  taken  above,  to  the  tenacity,  7",  of  the  métal  ;  then 

7-  =  ^  =  %^ (2o) 


and  the  thickness 


'  =  #^, (20 


while  the  ratio  of  the  radii 

rr  P.  •     A     -t-p:   '  '  •  ^''> 

Lapié's  Formula,  which  is  more  generally  accepted,  and 
which  is  adopted  by  Rankine,  gives  smaller  and  more  exact 
values  than  that  of  Barlow.  In  the  above,  no  allowance  ismade 
for  the  compressive  action  of  the  internai  expanding  force  upon 
the  métal  of  the  ring.  The  effect  of  the  latter  action  is  to 
make  the  intensity  of  pressure  at  any  ring  less  than  bêfore  by 
a  constant  quantity, 

and  the  tension  by  which  the  ring  resists  that  pressure  greater, 
When  r^r^yP=:o\  when  r  =  r^,p=zp^\ 


then  /,  =  --,  —  *,     and    o  =  --,  —  *; 
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and  the  maximum  possible  stress  on  the  inner  ring  is 


7-=    -;  +  * 


~^\r^  -  r.'  "^  r,'  -  r,') 


'  1  '• 


„r ,'  -  r  * 


A  =  7'-Vp^; (24) 

and  the  ratio  of  inner  and  outer  radii  is 

r=NT^. ^^5) 

Of  thèse  two  formulas,  the  first  gives  the  larger  and  conse- 
quently  safer  results,  and,  in  the  absence  of  certain  knowledge 
of  the  distribution  of  pressure  within  the  walls  of  the  cylinder, 
is  perhaps  best. 

For  thick  sphères,  Lamé's  formula  becomes 

^^/¥?? <-) 

Clark' S  formula*  is  more  récent  than  the  preceding.  It  is 
assumed  that  the  expansion  of  concentric  rings  into  which  the 
cylinder  may  be  conceived  to  be  divided  is  inversely  as  their 
radii,  and  that  the  curve  of  stress  will  become  parabolic  if  so 
laid  down  that  the  radii  shall  be  taken  as  abscissas  and  the 
stresses  as  ordinates,  the  total  résistance  thus  varying  as  the 

*  Rules  and  Tables,  p.  687. 
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logarithm  of  the  ratio  of  the  radii.     Then  if  the  elastic  limit  be 
coïncident  with  the  ultimate  strength,  and 

T  =  the  tenacity  of  the  métal, 

R  =  the  ratio,  extemal  diameter  divîded  by  internai, 

p  =  the  bursting  pressure, 

/=rxhyplog^; (28). 

/e  =  ^^ (29)- 

In  other  cases,  instead  of  T  take  the  value  of  the  résistance 
at  the  elastic  limit,  and  base  the  calculation  of  proportions  upon 
the  elastic  limit  and  its  appropriate  factor  of  safety.  The  for- 
mulas as  gîven  are  considered  applicable  to  cast-iron. 

The  strength  of  thick  cast  cylinders  with  heads  cast  in  may, 
however,  sometimes  be  far  in  excess  even  of  the  calculated  ré- 
sistance of  thin  cylinders.  The  formulas  for  thick  cylinders 
appear  to  be  in  error  on  the  safe  side  ;  and  very  greatly  so 
when,  as  is  usually  the  case,  the  cylinder  is  short,  and  strength- 
ened  by  having  a  head  cast  in.  Such  cylinders  are  generally 
also  strengthened  by  very  heavy  flangès  at  the  open  end. 

The  Pressure  allowed  by  Laiv  or  by  government  régulations 
on  any  cylindrical  shell  is  found  by  the  following  rule  : 

"  Multiply  one  sixth  (^)  of  the  lowest  tensile  strength  found 
stamped  on  any  plate  in  the  cylindrical  shell  by  the  thickness — 
expressed  in  inches  or  parts  of  an  inch — of  the  thinnest  plate 
in  the  same  cylindrical  shell,  and  divide  by  the  radius  or  half 
diameter — also  expressed  in  inches — and  the  sum  will  be  the 
pressure  allowable  per  square  inch  of  surface  for  single-riveting, 
to  which  add  20  per  centum  for  double-riveting." 

The  hydrostatic  pressure  applied  under  the  above  table  and 
rule  must  be  in  the  proportion  of  1 50  pounds  to  the  square 
inch  to  100  pounds  to  the  square  inch  of  the  vvorking  pressure 
allowed. 

The  following  table  gives  the  pressures  thus  calculated  for 
single-rivet ed  boilers  of  various  sizes  : 
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TABLE  OP  PRESSURES  ALLOWABLB  ON  BOILERS  MADB  SINCB  FEB- 

RUARY  38,  ZS79. 


6 
i! 


45,0c»  Tbm- 

SILB 

Strbncth. 


.1*75. 


36     I 
InchM. . 


.29 

•33 
■35 
•375 


78.1a 

87- 

95-83 
X04.16! 
108.33 
120.83 
130.2  j 
'37-5  ! 
145-83 
156.25 


50,000  Tbn* 

SILB 

Strength. 

\.  8,333.3 


93-74 
105. 
114.99 

124-99  «'5- 

X29. 99:120. 

144.99  134 

156.24 

165. 

174-99 

187.5 


■1875    74 
.21        82 


38 


23 


.29  114 
.3125  123 
•33  130 
.35  138 
•375    «48 


89  99 
78  108 
68  X18 
63  123 
47  137 
35  148 
26  156 
15  165 
177 


82 
«.2 


104, 

21    1X6, 

47|X27 
74! 138 
37IM4 

25|X6x 

67  173 
771 183 
03  194 
61  2o8 


55,000  Tbn* 

SILB 

Stkkncth. 
è,  9.X66.6 


89 
46 
93 
41  X09 
X5I114 
36  127 
02  X37 
3» 1144 
78  153 
60  164 


•1875    70. 
.21     .  78. 


40 
Inehet. 


.23 

-«5     I 
.26 

•=9     , 
3  "5 

%\ 

•375 


31,  84. 
75  94- 
25  X03. 
75  1x2. 
5  i>7 
75  130- 
x8  140. 
75  «48. 
25,157. 
6a'x68. 


23    98. 
1x0. 

87   X2I. 

64X3» 
03  136. 
191 152. 

I164. 

73!  173 
5  184, 
73|»97- 


x6  95. 
63x06. 
761x17. 
88.X27. 
44132 
IX  X47 
,6  X59 
3-«lt68. 
43  «78 
33  190 


67I  90- 
52  lOX. 
04  110. 
56  120. 
83  125. 
62  139. 
46  150. 
67  159- 
21  168. 
67x80, 


48  X14. 
94.128. 

X2,X40, 

3X  152- 
4  158. 
68|x77. 
X4  190 

05|20X, 

23.2x3, 
97  229, 


60,000  Tbn- 

S1L2 

Stkbngtii. 
è,  xo,ooo 


57104. 

3  X16. 
54  «27, 
771 138 

88.144 

21  x6i, 

96173 

66  X83 
87  194 
x6,2o8 


§1 


x6  124. 
66139. 

771 153 
88ix66. 

44,173 

33  2»9 
44233 
33  249 


65,000  Tbn* 

SILB 

Strbncth. 
i.  xc,,833.3 


!  «^ 


s 

0. 


S 


99  1X2 
99  126 
32,138 
65   150 

32  Ï56 

33  *74 
32  x88 
99  «98 
32:2x0 
99225 


84  135- 
.3815». 
.4X  x66. 
46  180, 
,48  X87, 
53209, 
07  225. 
,61  238, 
.64  252. 
69271. 


70,000  Tm- 

SILB 

Strbncth. 
i,  xi,666.6 


4  xax, 
65  136. 
09,149, 
55  i6a, 
77Î168 
43.187 
68,20a 
33|2X3 
76  226, 
82  243 


si 

u  o 


61  j 144 
431x50 

9x|i67 
76,180 
2  ]i9x, 
851202, 
81J217.09  197 


54'  98 
57  xxo 
X5xax 
73"3X 
5x1x36 
89  15a 
9i'i64 


04iX73 
6a' 184 


.68x18. 

,5ajx32. 
05,145 

184! 164. 
.63x83 
47x97 
,68208. 

,21  22X. 
36I236. 


4x|xo6. 
62  X19. 
26,i3X, 
88  142 
2  1148, 
i5'x65 
36,178 
4i|i88 
05  X99, 
831213 


9  X28. 
73  X43 
13  157 
54  17X 
24  177 
35  X98 
17213 
15  225, 
56239, 
81  256 


37    78-iai  93 

50    87.49  X04. 

■  95.83  114. 

X04.x6'X24. 

108.331x29. 

120.83  144- 

X30.2  1x56. 

i37-49!»64- 
,  145-83  174- 
74,156.24  187. 


42 


•1875 
.ax 

•23 

.25 

.a6 

•»9 

.3x25 

•33 

•35 

•375 


.1875 

.2T 

•23 

■'à 

.99 

.3x25 

-33 
■35 
•375 


961  80. 
,  I  90. 
X4  98. 
a8  X07. 

85  XII. 

57  124- 
6  X33^ 
85  X4X. 
1x50. 
92'x6o. 


35    74-40    89, 

I  83  32|  99 

56    91  23  X09 


»3|  99 
42  103 
28x15 
92x24 
42  130, 

:»38 

7    X48 


92    76 

■59|  8s 
4      94 


,aa'xo2 

63  106 
86  118 
53, 127 
5  1x35 
3»,X43 
8x  X53. 


7  71 

08  87 
26,  9A 

35  98 
63  109 
83  1x8 
X24 
17  X3a 
37  142 


1x19 
I7'x23 
07,138 
I148 
14, 157 
!8  X06, 
!  1x78, 


74!  85. 
981  96. 
99  «05. 
99|iX4 
99  »«9' 
99  X32- 
24'i43- 
98  151. 
,99x60. 

28'  8x. 

99;  91- 
,51  xoo. 
04  X09 
,8|ix3. 
,08,126. 
8  I136. 
12  114. 
65  152. 
56x63. 


""I 

93  «03. 

24,1x5 
4X  X26, 
58x37. 

x6lx42. 
9x159 

22JX7X 

24!x8z, 

41,192 
87  206, 


,84;  98. 

,66  109, 
391 «2o 
la  130. 
49I136. 
57ii5i- 
4  |'6î. 
04,172. 
77x83. 
68'i96. 


xxl  93. 
481105. 
49,xiS- 
49iX25. 
99' 130. 
49  145- 
861x56. 
48,165. 
49175 
24  187. 


75;"2.5 
xa6. 

X38. 
150. 
156. 
Ii74- 
25,187  45 
|x98. 
aïo. 

5    |225- 


ao  89, 
99  xoo, 

461 109 
9411x9 

18  la^, 
85:138 
68  148, 
84,157 
32  it6. 
40!  178. 


28  X07.X3 
Ixao. 


56  xax. 
74  136. 
58  149. 
41  162. 
*    168. 


52  145 -8» 
XX  163.35 
07  178. 8& 
03  X93.4i 
51  aoa.ax 
9o|aa5.4» 

5  '243-04 
88,356.65 
84  a7a.ao 
,05  a9x.66 


a 


37303 
74  214 
58  227 
12  243 


87109 

48  122, 
49|>34 

49  »45 
99  151 
49,169 
12' 182, 
48192. 
49' 204. 
74,2x8, 


01  85, 
54  95 
12  IC4. 
'  113 
1x8. 


t. 


36, '42 
99,149 

57, 159 
041x70. 


22  78 
44'  87 
54  95 
62,104 
17IX08 
80!  120 
03  130 
981x37 
08145 
44  «56. 


•xa  93 
49  «04 
83  »M 

XÔ'X24 

83 '144 

2  ,»56 
49:164 
83- «74 
34  187. 


74!  85 

98  95 
99I104, 

99  113 
99  118, 
99  13X 
24  143, 
98,150, 

I159 
1170. 


52  131-42 
04  143.84  t 

8  ,148.56,134 

09  165.7  I149 
74  178.56;  i6x, 
14  188.56I170 
66  199.99  '80. 
57  214^8  193. 


33  xoa 
45  "4 
54  125 
6|  136, 
18114 
81  X58 


04  170 

,180. 

09  190. 

45|ao4. 


7a  1x6, 
33  129- 
65  142. 
96  154. 
12  160. 
6  I179. 
2  ,193- 
33304. 
55  216. 
45232. 


-I- 
06,104. 
Q9|ix6 
38] 127. 
75. 138. 
94  X44. 
52|x6i. 
44,173. 
27 I 183. 
66  194 
X4  ao8. 


X3  X38.16 

93  1547Ï 
22  X69.46 

5  1184. ao 
64I19X.56 

06  3x3.67 
88  230.25 
62  243.14 
91,257.89 
26  776. 3X 

37  X3X.24 
49  146.98 
16160  99 
83  X74-99 
66  X8X.99 
, x6  202.99 
29218.74 
49  230  98 

«6344-99 
74  26a  48 


3a  xxo. 78 
4  134.08 
X35-9 
147-72 
X53.63 
X7X.33 
184.65 

331.58 


x6  134.99 

66,139.991 

77  153  32 
88JX66.65 
44|i73-32 
xiii93-33 
6x|ao8.23 

332x9-99 
44  23J.33 
33  249  99 


.42I119.3 
..36  133.63. 
•9<î, 146.35 
,56,159.07 
87  165.44 
78,184.53 
7x1X98.85 
99209.9a 
6  .333.73 
86338. 6j 
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TABLE  OF  PRESSURES  ALLOWABLE  ON  BOILERS  MADE  SINCE  FEB- 
RUARY  38,  x^Ti.—Continued. 


45,000  Ten- 

50,000  Ten-  I  5S,ooo  Ten- 

60,000  Ten-    65,000  Ten- 

70,000  Tkn- 

1 

SILE 

SILB                        SI  LE 

SILE 

SILE 

SILE 

si 

Strkncth. 

Strbngth.  t  Strength. 

Strength. 

Strength. 

Strength. 

i.  7.500 

è,  8,333-3    '    i.  9.166.6 

i,  xo,ooo 

i.  10,833.3 

i,  11,666.6 

1-^1          !  «- 

1   -- 

0 

c** 

a  <0    1 

c  <« 

crt 

es 

c  c« 

1 

9 

8§ 

Pressure. 

30  per  ce 
addition 

Pressure. 

8| 

g 

«.2 

% 

M  C 

îr-- 

ure. 

r  ce 
ition 

Q 

8" 

p 

t 

8 

1 

8" 

li? 

.1875!  61.14 

73  36 

1 
67-93'  8x.5«    74-72 

89.66    81.51'  97.>8i 

88. 31!  105. 97 

95. X  I1X4.12 

.ai 

68.47182.16   76.08    91.29   83  69  100.42}  91.3    109.56'  98.91  1x8. 691106. 52I127. 82 

.23 

75-        90-        83.33100.     ,91.60109.99100.       lao.       108.33  129.99*116.66  1^9.99 

.35 

81. 51I  97.81    90.57108.68    99-63  "9-55  »o8  69  130.42  117.75  141.3 

126.8  I152.16 

46 

.26 

81.78101.73    94-2    113.04  103.621124.34113-44  13564  122-46  146.95 

131. 88:158. 25 

Inohet 

.29 

94.56  113.47  »os  07  126.       115  57  138.68  126  09  151. 3  |i36.59'i63.92 
101.9    122.28  113.21  135.86  124.54  149,44  135.8e  163  03J147.19  176.62 

147. I    176.52 

•3"5 

158.51I190  21 

-33 

107.6  ,129.12  119.56  143.47  131-52  i57-8ali43  97  172. 16:155. 43:«86. 51 

167.39  200.86 

-35 

114. 13  136.95  126.8    152.16  139.49  167. 381152.17  182.6    104  85197. 82 

177.53  213.03 
190.31  228.25 

_:2!L 

122.28,146.73  i35-86|  163.03  149.45  179.341163.04^195.64 

176.02 
8^63 

211.94 

.1875 

58.59!  70.30!  65.1 

78.13    71.61 

85.93    78.12    93.74 

ICX.55 

91.13109.35 
102.08  122.49 

.ai 

65.62'  78.74    72.91 
71.87    86.24    7985 

87.49!  80.2 

96.24    87.49  104.981  94.79  113-74 

-23 

95.82    87.84 

105.4      95.83114.99103.81,124.57 

IZ1.8 

i33«6 

■as 

78.12,  93.74    86.8 

104  16    95,48 

114.57,104.16  124. 99I112. 84  135-4 

121.53 

145-83 

48 

.26 

81.25I  97.50    90.27  108.32    99.3 

119. x6  108,33  129.99  117.36  140,83 

136.38 

151-65 

Inohet. 

.29 

90.621x08.74  X00.69  i2o.8a  110.76  132.91j120.83  X44.99  1^0.9  '157.08 

140.97 

X69.16 

.3"5 

97.65117.18x08.5  I130.2  '119.35143.22130.21156.25141.05,169.26 

151-9 

183.28 

•33 

X03.12  123.74  114-58  137-49  "6.04  151.24  137.5    165.       148.95178.74 

160.41 

192.49 

•35 

109.37l13x.24  X21. 52  145.8a  133.67  160.4    M5.83  174.99  157.08  189.57 

170.13204.15 

•375 

1x7.18  140.61:130.3  I156.24  143.22  171,86  156.25  187.50 

169.27  203. 12 

18s . 29 

218,74 
97  21 

•1875 

52.081  62.49'  57-87    69.441  63.65    76,38    69.44'  82.44 

75,23    90.27 

81.01 

.21 

58.33I  69.^9    64.81    77.77'  71-29.  85.54    77.77    93-32 
63.88    76.65.  70.98    85. X7    78.08    93.69    85.x870a.ax 

84.25  lOI.l 

90.74  108.88 

•33 

92.28,110.73 

90.38  119.25 
108.02.129  6a 

-25 

69.44    83.32I  77.16    92.59    84.87'ioi.84    92. 591x1. 10 
72.22J  86.66,  80.34    96.28    88.27  105.9a    96.29115.54 
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140  THE   STEAM-BOILER. 

Extemally-fired  boîlers  are  not  permîtted  by  United  States 
régulations  to  be  made  thicker  than  0.51  inch  (1.2  cm.).  The 
20  per  cent  higher  pressure  of  the  table  îs  allowed  on  steam- 
vessels  which  carry  no  passengers.  It  will  be  observed  that 
the  rule  above  given  allows  an  apparent  "  factor  of  safety".of 
six;  while  the  loss  of  strength  at  a.single-riveted  seam  reduces 
it  to  the  actual  value  of  four,  nearly.  It  would  probably  be  on 
the  whole  wiser  to  use  as  the  actual  value  the  higher  figure, 
and  thus  to  reduce  the  pressures  carried  to  one  third  below 
those  now  permitted,  except  where  inspection  and  test  during 
construction,  and  constant  supervision  with  fréquent  inspection 
during  the  life  of  the  boiler,  may  give  a  safe  margin  with  the 
lower  figure.  The  opération  of  the  law  which  allows  old  boilers 
to  carry  two  thirds  the  test  pressure  is  to  reduce  the  real  factor 
often  to  less  than  one  and  a  half  ;  for  it  is  well  known  that 
iron  will  not  carry  permanently  a  load  which  it  will  sustain  for 
a  short  time  without  observable  yielding. 

French  régulations  make  the  thickness  of  wrought-iron 
cylindrical  shells  of  bâ^il^rs  not  less  than 

/=  i.8/rf+3 

in  millimètres,  when  the  pressure,/,  îs  in  atmosphères  and  the 
diameter,  d,  is  in  mètres.     In  no  case,  however,  is  a  greater 
thickness  allowed  than  1 5  mm.  (0.6  in.). 
German  régulations  give 

/  =  o.ooi5/rf+  0.1  inches. 

Fines  and  Cylinders.s\xhiect^A  to  external  pressure  resist 
that  pressure  in  proportion  to  their  stiffness  and  their  com- 
pressive  strength  if  thin,«and  if  thick  sustain  a  pressure  pro- 
portional  to  their  thickness  and  maximum  résistance  to  crush- 
îng. 

Fairbaim,*  experimenting  on  flues  of  thin  iron,  0.04  inch 
-^ 
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(0.102  centimètre),  of  small  diameter,  4  inches  (10.2  centi- 
mètres) to  12  (31  centimètres),  and  from  20  inches  (50.8  centi- 
mètres) to  5  feet  (1.52  mètres)  long,  found  that  their  résistance 
to  coUapse  varied  inversely  as  the  product  of  their  lengths  and 
their  diameters,  and  directiy  as  the  2.19  power  of  their  thick- 
ness; 

The  following  équation  fairly  expressed  his  results  when  p 
îs  the  extemal  pressure  in  pounds  per  square  inch,  /  their  thick- 
ness  in  inches,  d  their  diameter,  and  L  the  length  in  feet  : 

or,  for  the  length  in  inches, 

/  =  9,672,000^ (2) 

In  metric  measures,  kilogrammes  and  centimètres  diameter, 
and  mètres  of  length, 

p  =  68,000—,  nearly (3) 

V  68,000 ^^^ 

For  elliptical  flues  take  d  =^  -j-]  where  a  is  the  greater  and 

b  the  lesser  semi-axis. 

Thèse  équations  probably  give  too  small  values  of  /  for 
heavy  flues  under  high  pressure. 

Belpaire's  rule,  deduced  from  Fairbairn's  experiments,  is 


/9-08l 

>»  = ''°57.i8o^^:^— (5) 
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142  THE   STEAM-BOILER. 

Lhyd^s  rule  for  flues  is 


in  which  a  is  made  89,600  pounds  per  square  inch. 

The  British  Board  of  Trade  Rule  is,  for  cylindrical  fumaccs 
with  butted  joints, 

^  =  (r+Ty ^7> 

in  which  a  is  90,000,  provided,  always, 

/ 

p  <  8,000^; 


and  for  large  joints  a  =  70,000,  unless  bevelled  to  a  true  cîrcle, 
when  a  =  80,000.  If  the  work  is  not  of  the  best  quality,  thèse 
values  of  a  are  reduced  to  80,000,  60,000,  and  70,000. 

Ftanged  and  Corrugated  Fines  are  much  stronger  than  plain, 
lapped,  or  butt-jointed  flues.  Experiment  indicates  that  it  is 
allowable  to  consider  the  length  L  in  the  formulae  for  strength 
of  flues  as  the  distance  from  flange  to  flange,  and  to  assume 
that  the  flanges  support  the  flue  as  effectively  as  the  flue 
sheets.  Where  the  several  courses  of  a  flue  are  flanged  to- 
gether  instead  of  being  connected  by  the  usual  lap-jointed 
girth-seams,  the  strength  of  the  flue  is  thus  enormously  in- 
creased.  Another  method  of  strengthening  the  flue  is  by  sur- 
rounding  it,  at  intervais,  with  a  strongly  made  ring  of  angle  or 
T-iron,  which  answers  the  purpose  of  a  flange,  while  being  lésa 
costly  in  construction.  To  prevent  injury  by  overheating  at 
those  parts  where  the  total  thickness  of  métal  traversed  by  the 
heat  from  the  furnace-gases  would  be  objectionably  great,  the 
ring  is  often  supported  clear  of  the  flue  by  a  set  of  thimbles 
through  which  the  rivets  holding  it  in  place  are  driven. 

The  corrugated  flue  is  now  ver>'  extensively  used,  the  cor- 
rugations  extending  around  the  flue  and  having  a  pitch  of  ten 
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or  twelve  times  the  thickness  of  the  sheet.  Thèse  flues  pos- 
sess  the  double  advantage  of  having  more  than  twice  the 
strehgth  of  equally  heavy  plain  flues,  and  of  being  so  much 
thinner  for  a  given  strength  as  to  be  vastly  safer  against  over- 
heating  and  burning.  Thèse  flues  are  less  liable  to  distortion 
in  the  processes  of  working  than  are  plain  flues. 

By  the  United  States  régulations,  lap-welded  flues  less  than 
18  feet  long  and  7  inches  or  more  in  diameter  are  allowed  ta 
carry  pressures  determined  by  the  formula 

et  pr 

r  c 

în  which  the  pressure,  p,  is  in  pounds  per  square  înch  ;  the 
thickness,  /,  and  the  radius,  r,  of  the  flue  in  inches.  The  value 
of  the  constant  c  îs  4400.  This  gives,  for  example,  an  allowable 
pressure  of  200  pounds  per  square  inch  on  a  flue  14  inches  in 
diameter,  less  than  18  feet  long  and  0.32  thick.  A  minimum 
thickness  is  set  at 

t  =  diam.  X  0.022. 

For  lap-welded  flues  exceeding  18  feet  în  length,  3  pounds  is 
deducted  from  the  pressure  calculated  as  above,  for  each  added 
foot,  or  0.0 1  inch  is  added  to  its  thickness.  When  between  7 
and  16  inches  diameter  and  5  to  10  feet  long,  one  strengthen- 
ing  ring  is  required  ;  and  where  10  to  15  feet  long,  two  such 
rings,  each  of  a  thickness  of  métal  at  least  equal  to  that  of  the 
flue,  and  2\  inches  or  more  in  width. 

Flues  16  to  40  inches  diameter  are  allowed  by  the  United 
States  régulations  a  pressure 

m  which/  =  —T'y  ^  =  0.31,  or 
a 
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which  allows  loo  pounds  per  square  inch  on  a  Sue  20  inches  in 
diameter  and  0.37  inch  thick. 

Corrugated  fumace-flues  are  allowed  to  "  carry"  a  pressure, 

/ 
/  =14,000-; 

équivalent  to  175  pounds  on  a  flue  40  inches  in  diameter  and 
0.5  inch  thick.  Other  flues  are  allowed  pressures  determined 
by  Fairbaim's  formula, 

/  =  89,600—, 

în  whîch,  however,  L  is  in  feet.  Rings  are  fitted  in  such  man- 
ner  as  to  reduce  the  maximum  tension  on  the  rivets  to  6000 
pounds  per  square  inch  of  section.     (See  tables,  Appendix.) 

57.  Stayed  Surfaces  and  Stays  and  Braces  are  parts  and 
members  which,  in  steam-boiler  design  and  construction,  should 
be  studied  with  spécial  care.  Where  it  is  possible  to  make  the 
strength  of  the  structure  ample  by  correctly  forming  parts  ex- 
posed  to  stress,  as  by  making  them  cylindrical,  it  is  usually  con- 
sidered  best  to  do  so  ;  but  in  many  types  of  boiler  this  is  im- 
practicable,  and  staying  must  be  resorted  to.  Properly  designed 
stayed  surfaces  should  be  made  the  strongest  parts  of  the  boiler. 
The  fireboxes  of  locomotives  and  of  other  firebox  boilers,  in 
which  stay-bolts  are  well  distributed,  the  water-legs  of  many 
marine  boilers,  and  other  parts  composed  of  flat  surfaces  sus- 
tained  by  stays  and  braces,  are  common  illustrations  of  the 
method.     Flexibility  îs  désirable  in  stays. 

Where  flat  surfaces  are  secured  against  latéral  pressure  by 
stay-bolts,  as  is  done  in  steam-boilers,  thèse  bolts  may  yield 
Qjther  by  breaking  across,  or  by  shearing  the  threads  of  the 
screw  in  the  boit  or  in  the  sheet.  Such  bolts  should  not  be  so 
proportioned  that  they  are  equally  liable  to  break  by  either 
method,  but  should  be  given  a  large  factor  of  safety  (15  to  20) 
to  allow  for  réduction  of  size  by  corrosion,  from  which  kind  of 
détérioration  they  are  liable  to  suffer  seriously.     Wrought-iron 
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and  soft  steels  are  used  for  thèse  bolts.  They  are  screwed 
through  the  plate,  and  the  projecting  ends  are  usually  headed 
like  rivets.  Nuts  are  sometimes  screwed  on  them  instead  of 
riveting  them  when  they  are  nof  liaSlè  to  injury  by  flame. 

"Button-set"  heads  are  from  .25  to  .35  stronger  than  the 
conical  hammered  head,  and  nuts  give  still  greater  strength. 

Experiments  made  by  Chief  Engineers  Sprague  and  Tower, 
for  the  U.  S.  Navy  Department,  lead  to  the  following  formula* 
and  values  of  the  coefficient  tf,  /  being  the  safe  working  pres- 
sure, /  the  thickness  of  plate,  and  d  the  distance  from  boit  to 
boit  : 

f 

/  =  ^^ (0 

Values  of  a  in  British  and  Metric  Measures. 

A,  Am. 

For  iron  plates  an  j  bolts 24,000  1.693 

For  Steel  plates  and  iron  bolts 25,000  1,758 

For  Steel  plates  and  steel  bolts 28,000  1,968 

For  iron  plates  and  iron  bolts  with  nuts 40,000  2,812 

For  copper  plates  and  iron  bolts .14, 500  1,020 

The  working  load  is  given  in  poundson  the  square  inch  and 
kilogrammes  per  square  centimètre,  the  measurements  being 
taken  in  inches  and  centimètres.  The  heads,  where  riveted, 
are  assumed  to  be  made  of  the  button  shape. 

The  diameter  of  stay  is  made  about  2  V7y  the  number  of 
threads  per  inch  12,  or  14  (5  or  6  per  centimètre).  A  very  high 
factor  of  safety,  as  above,  is  recommended  for  stays,  to  afford 
ample  margin  for  loss  by  corrosion. 

Lloyd's  Rule  for  stayed  plates  is 

/»  =  ^. (3) 

in  which  /  is  the  working  pressure  in  pounds  on  the  square 
inch,  /j  the  thickness  of  plate  in  sixteenths  of  an  inch,  and  p^  is 
the  distance  apart  of  the  stays  in  inches. 

*  Report  on  Boiler  Bracing.     Washington,  1879. 
10 
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The  coefficient  a  has  the  following  value  : 

a  ^  (^iox  plate  y\-  inch  thick  or  less  ;  with  screw  stays 

and  riveted  heads  ; 
a  =  100  for  plate  -j\-  inch  thick  or  more  ;  screw  stays 

and  riveted  heads  ; 
a  -=■  \\o  for  plate  -^  inch  thick  or  less  ;  screw  stays  and 

nuts; 
â:  =  120  for  plate  -^  inch  thick  or  more  ;  screw  stays  and 

nuts; 
^î  =  140  for  plate  -j^^.  inch  thick  or  more  ;  screw  stays 

with  double  nuts  ; 
a  ■=^  160  for  plate  ^  inch  thick  ;  with  screw  stays  double 

nuts  and  washers. 

The  Board  of  Trade  of  Great  Britain  prescribes 

P-^ZTë- W 

in  which  t^  is  the  thickness  of  plate  as  above,  and  s  îs  the  area 
of  surface  supported,  in  square  inches. 

^  =  100  for  plates  not  exposed  to  heat,  and  fitted  with 
nuts  and  washers  of  3''  diameter  and  of  f  the 
thickness  of  the  plates  ; 

«  =  90  for  same  case,  but  with  nuts  only  ; 

^  =  60  in  steam  and  having  nuts  and  washers; 

^1  =  54  if  with  nuts  only  ; 

éz  =  80  in  water  spaces,  with  screw  stays  and  nuts  ; 

^z  =  60  if  with  screw  stays  riveted  ; 

û:  =  36  in  steam,  screw  stays,  riveted. 


For  girder  stays, 


where  the  symbols  are  defined  as  on  page  148.     When  one^ 


Digitized  by 


Google 


MATERIALS—STRENGTH  OF   THE  STRUCTURE,         I47 

two  or  three,  or  four  bolts  carry  the  girder,  a  =  500,  750,  and 
800,  respectively. 

Manganese-bronze  makes  excellent  stay-bolts  (Mn.  0.04  to 
0.05),  greatly  excelling  steel  in  endurance. 

D.  K.  Clark  allows,  as  a  maximum,  the  pressure    . 

tT 
/  =  407-^-, (S) 

where  /,  7",  and  d  are  the  thickness  of  sheet  and  ils  tenacity, 
in  tons  per  square  inch,  and  tlie  "  pitch"  of  the  stays  in  inches» 

In  Computing  the  strength  of  stayed  surfaces,  it  is  to  be  un- 
derstood  that  each  stay  sustains  the  pressure  on  an  area  bounded 
by  lines  drawn  midway  between  it  and  its  neighbors,  and  mea- 
sured  by  the  product  of  the  distances  between  stays  in  the  two 
directions  of  the  lines  of  their  attachments  to  the  sheet.  Thus 
marine  boiler  stays  spaced  8  inches  apart  sustain  the  pressure 
on  64  square  inches  ;  while  locomotive  fîrebox  stay-bolts  spaced 
4J  inches  each  way  carry  the  pressure  on  20J  square  inches. 

A  common  minimum  factor  of  safety  for  stays,  stay-bolts,. 
and  braces  is  8,  and  when  liable  to  serious  corrosion  the  load 
applied  is  often  reduced  to  yyoo  or  4000  pounds  per  square 
inch  of  section  of  stay  or  brace,  thus  giving  a  factor  of  ten  or 
more.  The  actual  rupture  of  stay-bolted  surfaces  was  found  by 
the  Author,  by  the  study  of  the  results  of  expérimental  steam- 
boiler  explosions  in  1871,*  to  be  about  the  pressure 


=  (3«sg. 


(6) 


in  whîch  /  îs  the  thickness  of  plate,  and  d  the  pitch  of  the  stay- 
bolts.      In  design,  we  would  make 

^^  .  (7) 

*  Journal  Franklin  Inslilule,  1872. 
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a  being  the  factor  of  safety,  which,  as  has  been  seen,  should  al- 
vvays  be  large,  and  p'  the  working  pressure. 

Fairbairn  showed  that  the  diameter  of  a  stay-bolt  should 
exceed  double  the  thickness  of  the  sheet  by  the  amount  to  be 
allowed  for  corrosion.  He  found  that  riveting  over  the  ends 
of  screwed  stays  încreased  the  strength  of  the  construction 
0.14.     (See  Appendix  for  holdîng-power  of  tubes.) 

Where  the  crown-sheet  of  thefumaceofaboilerissupported 
by  girders,  the  load  to  be  permitted  may  be  adjusted  by  the 
formula,  already  given, 

_       c(rt 

in  which 

w  =  width  of  the  fire-box  ; 

/'  =  the  pitch  of  the  supporting  bolts  ; 

d  =  the  distance  f  rom  centre  to  centre  of  girders  ; 

/  =  their  length  ; 

d  =  their  depth  ; 

t  -=  their  thickness  ; 

ail  dimensions  in  inches  except  /,  which  îs  taken  in  feet.  This 
îs  the  formula  approved  by  the  British  Board  of  Trade.  The 
value  of  the  coefficient  c  is  from  500,  when  but  one  supporting 
boit  is  used,  to  750  and  800  when  two  or  three  and  when  four 
bolts  are  employed. 

The  accompanying  figure  exhibits  a  common  form  of  stay 

H  for  water-legs  and  other  narrow  water  spaces. 
The  stay  is  eut  from  a  long  screwed  rod,  and 
is  frequently  fitted  with  a  nut  and  washer  at 
each  end.  They  are  sometimes  drilled  longi- 
tudinally  in  order  that  they  may  give  waming 
by  leakage  if  fractured. 
58.  The  Relative  Strength  of  Shell  and 
FiQ.  68.  "  Sectional  "  Boilers,  and  consequently,  in 

large  degree,  their  relative  safety,  "is  measured  by  the  relative 
magrvitude  of  their  largest  parts.  As  remarked  by  John  Stevens, 
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the  inventer,  the  sectîonal  boiler,  with  its  smaller  members  and 
subdivided  steam  and  water  chambers,  is  safe  in  proportion  as 
the  sizes  of  the  latter  are  diminished  ;  while  the  large  shells  of 
the  common  forms  of  boiler  are  liable  to  dangerous  rupture  in 
proportion  as  their  diameters  are  increased.  The  strengths  of 
cylindrical  réservoirs  subjected  to  internai  pressure,  as  are  the 
shells,  steam-drums,  and  mud-drums  of  shell  boilers,  and  the 
tubes  and  steam-reservoirs  of  sectional  boilers,  are  subject  to 
laws  so  simple,  and  are  computed  by  methods  of  such  easy  ai>- 
plication,  that  there  never  need  be  any  doubt  in  regard  to  the 
margin  of  safety  existing  in  either  case  when  new.  Flues  and 
old  boiler-shells  are  less  amenable  to  calculât  ion,  and  are  thus 
more  unsafe.  Water-tubular  boilers  are  comparatively  safe 
under  ail  conditions  of  ordinary  opération,  and,  when  compared 
with  the  other  type  of  steam-generator,  are  vastly  safer. 

59.  A  Loss  of  Strength  and  of  Ductility  is  very  often  ob- 
served  in  the  iron  of  which  boilers  are  composed,  as  they  ad- 
vance  in  âge,  due  to  the  progress  of  oxidation,  probably,  within 
and  between  the  laminae  of  which  the  sheets  may  be  composed. 
The  plate  may  be  thus  very  nearly  destroyed,  at  times,  before 
this  action  may  be  detected.  In  some  cases  the  iron  may  be 
nearly  ail  destroyed,  and  only  a  sheet  of  oxide  may  remain  ; 
while  the  boiler,  if  not  working  under  high  pressure,  may  still 
appear  sound.  Such  détérioration  is  often  a  source  of  great 
danger. 

Excessively  high  température  not  infrequently  gives  rise  to 
a  loss  of  tenacity  of  serious  amount  with,  fortunately,  in  most 
cases,  increase  of  ductility.  This  is  not  invariably  the  case, 
however,  as,  at  a  "  black  beat  "  just  below  redness,  a  critical 
température  is  reached  at  whiCh  the  iron  may  exhibit  great 
brittleness. 

The  physical  conditions  thus  modifying  strength  hâve  been 
already  described  at  considérable  length.  Thèse  changes  occur 
in  steam-boilers  through  the  action  of  a  variety  of  spécial 
causes.  Ordinary  oxidation,  gênerai  and  local,  especially  when 
accelerated  by  voltaic  action,  produces  in  many  cases  rapid  dé- 
térioration ;  the  constant  and  often  great  changes  of  tempéra- 
ture due  to  not  only  the  ordinary  working  of  the  boiler,  but  also 
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at  times  to  overheatîng  of  parts  exposed  to  flame,  may  produce 
still  more  formidable  effects  ;  and  even  the  continuai  changing 
of  form  caused  by  variations  both  of  pressure  and  température, 
after  the  lapse  of  considérable  periods  of  time,  may  give  rise  to 
important  losses  of  ductility,  and  sometimes  of  strength.  Steel 
is  especially  liable,  if  too  hard,  to  loss  of  quality  and  danger- 
ous  injury  by  crackîng,  in  conséquence  of  such  action. 

60.  The  Détérioration  of  Boilers  with  âge  and  with  use 
is  in  nearly  ail  cases  due  to  modification  of  quality  of  métal, 
and  to  réduction  of  section  of  parts  exposed  to  stress  and 
strain.  This  détérioration  is  certain  to  occur  to  a  greater  or 
less  extent  ;  but  its  rate  is  usually  indeterminate,  and  it  conse- 
quently  happens  that,  except  by  actual  inspection  and  test,  it 
is  impossible  to  know,  at  any  time  after  a  boiler  is  built  and 
set  in  opération,  just  what  is  its  strength  and  whether  it  is  safe. 

This  détérioration  may  be  to  a  certain  extent  controlled 
and  retarded  by  care  and  by  the  adoption  of  proper  précau- 
tions. The  principal  requisite  is  the  keeping  of  every  part  dry, 
and  at  a  température  below  that  of  **  burning"  or  rapid  oxi- 
dation.  Loss  of  strength,  elasticity,  ductility,  and  resilience 
will,  however,  always  take  place  ;  and  the  boiler,  whether  in  use 
or  not,  should  always  be  very  carefully  examined  at  such  inter- 
vais as  shall  insure  its  condition  being  known  at  ail  times,  and 
such  as  shall  securé  a  safe  adjustment  of  the  pressure  main- 
tained  within  it  to  its  reduced  strength.  Shell-boilers,  well 
cared  for,  should  last  twenty  years.  Water-tube  boilers  hâve 
been  operated  as  long  with  a  repair-account  of  five  cents  per 
horse-power  per  annum. 

Experiment  has  shown  that  steel  boiler-plate,  exposed  to 
repeated  heating  to  high  températures,  and  coolingdown  again, 
loses  less  by  oxidation  than  does  iron,*  and  retains  its  quality 
better.  Steel  loses  rather  more  than  iron  when  exposed  to  the 
action  of  sea-water,t  and  should  never,  if  it  can  be  conveniently 
avoided,  be  placed  under  such  circumstances  in  contact  with 
iron.     Its  own  scale  also  produces  an  accélération  of  galvanic 


*  Engineering,  April  20,  1883. 

f  Tians.  Inst.  Naval  Architects,  vol.  xsdii.  p.  143. 
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action,  and  it  is  best,  where  practicable,  to  remove  ail  the  scale 
by  "  pickling"  in  dilute  hydrochloric  acid  or  in  sal  ammoniac. 

61.  Inspection  and  Test  of  boilers,  at  regular  intervais  and 
by  methods  that  are  thoroughly  reliable,  is  now  universally  rec- 
ognized  as  not  only  essential  to  permanent  safe  use  of  steam- 
generators,  but  also  as  necessary  to  secure  maximum  efficiency 
in  their  opération. 

Such  examinations  and  tests  are  usually  made  by  expert  in- 
spectors  who  make  a  business  of  that  work,  and  who  hâve  thus 
acquired  exceptional,  sometimes  most  extraordinary,  skill  in  the 
détection  of  injury  and  its  cause.  The  methods  pursued  and 
the  rules  adopted  will  be  given  later,  in  chapters  devoted  to 
the  description  of  the  methods  of  construction  and  to  the  pre- 
scription of  forms  of  spécification  and  contracts,  and  of  the  re- 
quisites  of  full  conformance  with  the  latter. 

Steel  is  thought,  by  many  mechanics,  to  change  form  and 
dimensions  with  repeated  heatîng  and  cooling  more  than  iron, 
and,  it  used  in  tubes,  to  produce  leakage  under  heavy  forcing, 
(See  Appendix  for  standard  gauges  for  iron  and  steel.) 

With  **  mild  steel  "— tenacity  55,000  to  65,000  Ibs.  per 
square  inch,  25  to  20  per  cent  elongation  in  8  inches,  55  to  45 
per  cent  réduction  of  area  at  the  fracture — cracking  is  not  to 
be  expected.  The  steel  should  "  bend  flat  "  hot  or  cold  or 
annealed.  Deficiency  of  strength  may  be  compensated  by 
increased  section  ;  but  there  is  no  remedy  for  the  brîttleness 
of  harder  métal.     Common  figures  are  : 

E:;tra  soft  steel,  tenacity 45,000  to  50,000 

Extra  locomotive  fire-box  steel 50,000  to  60,000 

Fi re-box  steel   52,000  to  62,000 

"  Marine"  steel 50,000  to  65,000 

Flange  steel 52,000  to  62,000 
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CHAPTER  III. 

THE  FUELS  AND  THEIR   COMBUSTION. 

62.  The  Chemical  and  Physical  Prindples  involved  in 
the  combustion  of  fuel,  the  development  of  beat  and  its  trans- 
fer,  are  ail  well  known  and  capable  of  very  definite  expression. 

Combustion  may  be  defined  as  the  rapid  combination  of  any 
oxidizable  substance  with  oxygen.  The  resuit  of  such  combi- 
nation is  the  production  of  new  compounds  of  defînite  charac- 
ter,  and  in  quantities  readily  calculable  when  the  amount  of 
each  of  the  combustible  constituents  is  given.  It  is  also  known, 
very  precisely,  how  much  heat  is  produced  by  the  combustion 
of  any  given  weight  of  any  one  of  the  more  familiar  combusti- 
bles, and  how  much  of  that  heat  is  available  for  transfer  to  a 
steam-boiler  or  other  apparatus  of  utilization,  when  the  com- 
bustion  is  complète  and  perfect. 

Perfect  combustion  occurs  when  ail  of  the  combustible  is 
burned,  and  with  the  resuit  of  producing  the  highest  stage  of 
oxidation.  Carbon  is  perfectly  burned  when  it  is  wholly  con- 
verted  into  carbon  dioxide  and  carbonic  acid.  Wood,  or  other 
fuel  containing  hydrogen,  is  perfectly  consumed  when  ail  its 
carbon  is  oxidized  to  carbonic  acid,  and  ail  its  hydrogen  is 
united  with  oxygen  to  form  steam. 

Chemical  combination  invariably  produces  heat,  and  de- 
composition  as  inevitably  results  in  the  absorption  of  heat  in 
precisely  the  amount  due  to  the  opposite  process.  If  both 
combination  and  décomposition  take  place  in  complex  chemi- 
cal  changes,  the  heat  produced  is  the  net  resuit  of  both  actions. 

Several  interesting  and  important  principles  are  recognized 
by  writers  on  this  gênerai  subject,  as  controlling  the  develop- 
ment of  heat  by  combustion.  Berthelot  first  called  attention 
to  the  fact  that  the  total  heat  evolved  in  any  case  of  chemical 
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combustion  is  a  measure  of  the  energy  expended  in  the  sépara- 
tion of  the  resulting  compound  into  its  éléments.  The  same 
chemist  announced  a  second  law,  also  known  by  his  name: 
The  quantity  of  heat-energy  evolved  or  absorbed  in  any  chemi- 
cal  change  of  this  kind,  where  no  mechanical  work  is  done,  is 
dépendent  purely  on  the  initial  and  final  states,  and  not  at  ail 
on  the  intermediate  process  of  change.  Thus  the  heat  pro- 
duced  in  a  fumace  dépends  on  the  final  product  of  combustion, 
and  not  at  ail  on  whether  the  carbon,  for  example,  has  been, 
at  intermediate  stages,  wholly  or  partly  burned,  and  has  existed 
in  greater  or  less  proportion  in  the  state  of  carbon  monoxide 
or  of  carbon  dioxide.  Berthelot*s  third  law  asserts  that  in  any 
chemical  action  the  tendency  is  toward  that  method  of  change 
which  will  yield  the  greatest  amount  of  heat.  In  other  words, 
the  tendency  always  exists  to  produce  complète  transformation 
of  potential  into  actual  energy.     (See  §  83  and  Appendîx.) 

63.  The  Fuels  used  in  Engineering*  are  anthracite  and 
bituminous  coals,  coke,  wood,  charcoal,  peat,  and  combustible 
gases  obtained  by  the  distillation  of  the  solid  kinds  of  fuel.  The 
oils — animal,  vegetable,  and  minerai — ^and  the  solid  hydrocar- 
bons,  of  which  bitumen  is  a  type,  are  occasionally  used  also. 
Ail  consist  of  either  pure  carbon  or  of  combinations  of  carbon, 
hydrogen,  and  non-combustible  substances.  The  minerai  oils 
and  liquid  fuels  generally  promise  excellent  results  when  satis- 
factory  methods  shall  hâve  been  found  to  secure  the  conditions 
of  perfect  combustion.  In  making  a  sélection  of  a  fuel  the 
engineer  is  aided  greatly  by  a  knowledge  of  the  origin  and 
gênerai  characteristics  of  those  combustibles  from  which  he 
may  be  called  upon  to  sélect  the  one  best  adapted  to  any  given 
case. 

Each  form  of  fuel,  solid,  liquid,  and  gaseous,  is  specially 
adapted  to  particular  purposes  ;  and  in  sélection  the  engineer 
and  metallurgist  should  carefuUy  examine  ail  of  the  circum- 
stances  of  the  case  under  considération,  in  order  to  détermine 
from  which  of  thèse  classes  the  fuel  required  should  be  selected  ; 


*  Adapted  largely  from  the  Author's  "The  Materials  of  Engineering/'  vol.  i. 
N.  Y.  :  J.  Wiley  &  Sons.  1885. 
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and,  this  choice  having  been  made,  he  will  next  sélect  that 
quality  which  best  fulfils  the  requirements  of  the  case. 

COMPOSITION  OF  COMBUSTIBLES,  CARBON  TAKEN  AS  100. 


Oxyfjen. 


Wood 

Peat 

Lignite 

Bituminous  Coal 
Anthracite  Coal . 


83.07 
55-67 
42.42 
21.23 
1.74 


Coal,  whether  anthracite  or  bituminous,  is  a  fossil  of  vege 
table  origin.  It  is  always  associated  with  some  earthy  matter, 
and  the  latter  is  sometimes  présent  in  such  quantities  as  to 
destroy  the  value  of  the  coal  as  a  fuel. 

Coal  is  sometimes  found  so  slightly  altered  as  to  differ  but 
little  in  chemical  composition  and  in  physical  structure  from 
récent  vegetable  substances  ;  and  in  other  cases  it  is  ^o 
thoroughly  changed  as  to  hâve  become,  in  ail  but  its  chemical 
constitution,  a  minerai.  Some  of  the  more  completely  fossilized 
bituminous  coal  breaks  into  cubic  and  rhomboidal  fragments, 
but  the  anthracite  exhibits  little  or  no  traces  of  crystallization. 

Chemical  examination  shows  coal,  as  already  indicated,  to 
be  composed  of  both  organic  and  inorganic  matter.  The  for- 
mer is  purely  vegetable,  and  the  latter  consists  of  earthy  mat- 
ter above  which  the  ligneous  portions  once  grew. 

Destructive  distillation  résolves  the  organic  matter  into  its 
invariable  ultimate  constituents,  carbon,  hydrogen,  and  oxygen, 
which  come  from  the  retort  as  solid  carbon,  or  coke,  liquid  tar, 
gaseous  ammonia,  benzole,  naphtha,  paraffine,  illuminating  gas, 
sulphurous  acid,  and  other  substances,  in  various  proportions. 
1  he  inorganic  portion  is  left  as  an  ash  when  the  fuel  is  burned. 
It  consists  usually  of  silicates  in  varying  proportions. 

The  various  fossil  fuels  having  had  a  common  origin,  and 
being  ail  more  or  less  decomposed  and  mechanically  altered 
vegetable  matter,  are  found  to  exist  in  ail  states  intermediate 
between  that  of  récent  végétation  and  that  of  completely 
mineralized  graphitic  anthracite. 
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Their  classification  is  therefore  an  arbitrary  one,  and  it  fre- 
quently  happens  that  a  particular  specje^  pf  coal  lies  so  exactly 
between  two  classes  as  to  make  it  difficult  to  détermine  to 
which  it  should  be  assigned. 

The  anthracites  are  found  among  the  older  carboniferous 
strata;  the  bituminous  coals  corne  from  the  secondary,  and  the 
softest  and  least  altered  varieties  from  the  tertiary,  formations. 

The  following,  representing  approximately  the  graduai 
change  of  composition  as  fossilization  affects  the  altération  of 
woody  fibre,  is  given  by  Dr.  Wagner  : 


CHANGE  OF  COMPOSITION  OF 

FOSSIL  FUELS 

. 

Carbon. 

Hydrogcn. 

Oxygcn. 

Cellulose 

52.65 
60.44 
66.96 
74.20 
76.18 
90.50 
92.85 

5.25 
5.96 
5.27 
5.89 

5.64 
5.05 
3.96 

42.10 

33.60 

27.76 

19.90 

•        18.07 

4.40 

3.19 

Peat 

LriffllîtC 

(earthy  brown  coal). . . . 
Coal  (secondary) 

Anthracite 

In  the  above  analyses  earthy  matter  is  excluded. 

64.  Anthracite  Coal,  called  sometimes^/o://^^,  and  sometimes 
blind  or  stone  coal,  consists  of  carbon  and  inorganic  substances, 
and  is  usually  free  from  hydrocarbons.  Some  varieties  are 
thoroughly  mineralized  and  hâve  become  graphitic.  The  or- 
dinary  varieties  of  good  anthracite  are  hard,  compact,  lustrous, 
and  sometimes  iridescent.  The  color  is  intermediate  between 
jet  black  and  that  of  plumbago. 

It  is  amorphous  and  somewhat  vitreous  in  structure,  the 
hardest  varieties  falling  to  pièces  when  suddenly  heated,  and 
sometimes  breaking  up  into  very  small  fragments,  thus  caus- 
ing  considérable  loss  even  when  carefuUy  "fired."  It  some- 
times gives  out  a  rînging  sound  when  struck.  It  is  a  strong, 
dense  coal,  its  spécifie  gravity  ranging  from  1.4  to  1.6.  It  has  a 
high  colorific  value. 

It  burns  without  smoke  and  without  flame  unless  containing 
moîsture,  the  vapor  of  which  produces  a  yellow  flame  of  com- 
paratively  low  température.     It  kindles  slowly  and  with  dif- 
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ficulty  ;  and,  once  kindled,  requires  to  be  carefuUy  and  skilfuUy 
managed  to  secure  économie  eflficiency. 

A  représentative  variety  has  a  spécifie  gravîty  1.55,  and  con- 
tains,  exclusive  of  ash,  carbon,  94  per  cent,  hydrogen  and  oxygen 
(moisture)  6  per  cent.  Of  the  latter,  2\  per  cent  is  hygroscopic, 
but  is  held  with  great  tenacity. 

The  percentage  of  ash  varies  greatly,  even  in  the  same  variety, 
and  in  spécimens  from  the  same  bed.  It  may  be  estimated,  as 
an  average,  at  above  ten  per  cent,  whiie  the  total  loss  in  ash, 
fine  coal,  and  clinker  will  be  likely  sometimes  to  reach  double 
that  proportion  in  ordinary  f urnaces.  When  selecting  anthracite 
it  is  necessary  to  keep  this  fact  carefully  in  mind.  Twenty-four 
samples  of  anthracite  from  Pennsylvania,  analyzed  by  Britton, 
gave  as  a  mean — 

Carbon ^ 91*05 

Volatile  matter 3.45 

Moisture 1.34 

Ash 4.16 

100.00 

There  was  încluded  in  the  above,  sulphur  0.240,  phosphorus 
0.013. 

A  variety  of  this  class  of  coals,  similar  in  composition,  but 
differing  from  the  typical  anthracite  above  described  in  struc- 
ture, has  been  sometimes  called  semi-anthracite. 

It  does  not  exhibit  the  conchoidal  fracture  of  the  latter,  but 
is  somewhat  lamellar,  and  is  marked  by  fine  joints  or  planes  of 
cleavage.  It  crumbles  readily,  and  has  less  density  than  the 
preceding. 

One  method  of  distinguishing  good  examples  of  the  two 
varietîes  is  found  in  the  fact  that  the  latter,  when  just  fractured,. 
soils  the  hand,  while  the  former  does  not.  The  latter  variety 
kindles  quite  readily  and  burns  freely. 

An  example  of  this  coal  contained,  in  one  hundred  parts, 
carbon,  90;  hydrogen  and  oxygen,  1.5;  ash,  8.5. 

65.  The  Bituminous  Coals  are  sometimes  divided  into 
three  classes. 

Dry  bituminous  coal  contains  about  75  per  cent  of  carbon. 


Digitized  by 


Google 


THE  FUELS  AND    THEIR   COMBUSTION,  157 

5  per  cent  hydrogen,  and  4  per  cent  oxygen.  That  part  of  the 
hydrogen  which  is  combined  with  carbon  is  capable  of  adding 
to  the  heat-giving  power  of  the  coal.  This  coal  is  lighter  than 
anthracite,  its  spécifie  gravity  being  about  1.3.  Its  col©r  is 
black  or  nearly  black,  and  its  lustre  resinous  ;  it  is  moderately 
hard,  and  burns  freely.  Its  structure  is  weak,  brittle  and  splin- 
tery,  fine-grained,  and  of  uneven  surface.  It  kindles  with  less 
difïîculty  than  any  variety  of  anthracite,  but  less  readily  than 
the  bituminous  coal  to  be  described.  It  burns  with  a  moderate 
ilame,  and  gives  off  little  or  no  smoke. 

Bituminous  caking  coal  contains  sometimes  as  little  as  60  per 
cent  of  free  carbon,  and  the  maximum  proportion  is,  perhaps, 
70  per  cent.  It  contains  5  or  6  per  cent  each  of  oxygen  and 
hydrogen,  and  the  remaining  portion,  amounting  sometimes  to 
30  per  cent,  is  incombustible.  Its  spécifie  gravity  is  about  1.25. 
It  is  moderately  compact;  its  fracture  is  uneven,  but  not  splin- 
tery  ;  its  color  is  a  less  decided  black  than  the  preceding,  and 
its  lustre  is  more  resinous.  When  heated  it  breaks  into  small 
fragments  if  the  proportion  of  bitumen  is  insufficient  to  cause  it 
to  cohere  before  becoming  thoroughly  softened,  but  afterward, 
as  it  becomes  more  highly  heated,  the  pièces  become  pasty  and 
adhèrent,  and  the  whole  mass  becomes  compact  and  hard  as  the 
gaseous  constituents  are  expelled  by  heat. 

This  coal,  ignited  in  air,  burns  with  a  yellowish  flame  and 
very  irregularly  unless  kept  continually  stirred  to  prevent  ag- 
glomération and  conséquent  checking  of  the  draught.  It  can- 
not  be  successfully  used,  therefore,  when  great  heat  is  required. 
It  îs  valuable  for  the  manufacturer  of  gas  and  of  coke,  and  can 
be  used  in  small  grates  where  but  moderate  heat  is  obtained. 

Long  flaming  bituminous  coal  is  quite  similar  to  the  pre- 
ceding, differing  chemically  in  composition  and  containing  a 
larger  proportion  of  oxygen.  It  burns  with  a  long  flame,  and  has 
a  strong  tendency  to  produce  smoke.  Some  varieties  cake  like 
the  preceding,  others  do  not  ;  but  ail  ignite  readily  and  burn 
freely,  consuming  rapidly. 

There  are  many  varieties  of  coal  in  each  of  the  above- 
named  classes,  the  gradation  being  sometimes  marked  and 
sometimes  barely  distinguishable. 
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American  anthracites  hâve  been  found,  by  experiments 
made  under  the  direction  of  the  United  States  Navy  Depart- 
ment, to  hâve  a  mean  evaporative  efficiency,  in  marine  boilers, 
of  8.9  pounds  of  water  evaporated  from  212°  Fahr.  (100°  Cent.) 
pcr  pound  of  coal.  The  bituminous  coals  of  the  United  States 
were  found  to  evaporate  an  average  of  9.9  pounds  of  water  per 
pound  of  fuel,  under  similar  conditions.  The  average  efficiency 
of  British  coals  is  given  by  Bourne  at  about  ^,7.  American 
anthracites  evaporated  10.69  pounds  of  water  per  pound  of 
combustible  matter  contained  in  the  fuels,  and  the  bituminous 
coals  10.84,  from  212°  Fahr.* 

Thèse  results  are  practically  identical  for  the  two  kinds  of 
coal  ;  but  the  average  of  the  best  known  varieties  gives  a  dif- 
férence which  is,  with  such  good  varieties,  in  favor  of  anthra- 
cite.  See  §  83  and  appendix  for  complète  analyses. 

66.  Lignite»  or  Brown  Coal,  is  of  more  récent  and  of  more  in- 
complète formation  than  the  bituminous  coals,  and  occupies  a 
position  intermediate  between  the  true  coals  and  peat.  It  con- 
tains  from  30  to  60  per  cent  of  carbon,  5  to  8  per  cent  of 
hydrogen,  and  20  to  25  per  cent  of  oxygen.  It  is  very  light 
when  pure,  having,  according  to  Regnault,  a  spécifie  gravity  of 
from  i.io  to  1.25.  The  heavier  varieties  contain  much  compact 
earthy  matter. 

Lignite  is  found  in  tertiary  geological  formations.  It  is 
brown  in  color,  has  the  woody  structure  well  defined,  and  is 
usually  lustreless.  Where  it  approaches  the  bituminous  coals 
in  âge,  it  also  approximates  to  them  in  structure  and  other 
characteristics.  It  frequently  contains  considérable  moisture, 
which  can  only  be  removed  by  high  température  or  by  long 
seasoning,  and  the  lignite,  once  dried,  must  be  carefully  pre- 
serv^ed  in  dry  situations  if  not  used  at  once,  as  it  reabsorbs 
moisture  with  great  avidity. 

When  thoroughly  dry  it  kindles  readily,  burns  freely,  and 
is  consumed  rapidly.  It  is  not  usually  considered  a  valuable 
kind  of  fuel.  It  occupies  considerably  more  space  weight  for 
wcight  than  the  true  coals,  burns  as  an  average  a  third  more 

*See  American  Institute  Reports:  Tests  of  Steam  Boilers,  1874. 
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rapidly,  and  its  evaporation  of  water  per  pound  of  fuel  is  about 
25  per  cent  less.  To  obtain  maximum  evaporative  efficiency  a 
slow  rate  of  combustion  is  found  môst  effective. 

67.  Peat,  sometimes  called  Turf,  is  obtained  from  bogs  and 
swampy  places.  It  consists  of  the  interlaced  and  slightly 
decayed  roots  of  végétation,  which,  although  buried*  under  a 
superincumbent  mass  of  similar  material  and  mingled  with  some 
earthy  matter,  retains  its  ligneous  structure  and  nearly  ail 
the  chemical  characteristics  of  unaltered  vegetable  matter. 
Submitted  to  the  great  pressure  and  the  warmth  which  hâve 
for  âges  acted  upon  the  coal-beds,  it  would  also  probably 
become  coal. 

Dried  in  the  air,  it,  like  the  lignites,  retains  moisture  per- 
sistently,  and  is  usually  found  to  contain  30  per  cent  after 
drying.  After  completely  removing  ail  water,  an  average 
spécimen  would  contain  about  60  per  cent  of  carbon,  5  to  10 
per  cent  hydrogen,  and  30  or  40  per  cent  of  oxygen.  The  ash 
varies  very  greatly,  sometimes  being  as  little  as  5,  and  in  other 
cases  as  high  as  25  per  cent. 

A  pound  of  wood  charcoal  has  nearly  the  same  value  as  a 
fuel  as  1.66  pounds  of  peat  of  average  quality. 

Peat  is  frequently  used  in  large  quantities  for  heating  pur- 
poses,  and  attempts  hâve  been  made,  with  encouraging  results, 
to  use  it  in  metallurgical  opérations. 

When  to  be  thus  used,  it  is  eut  from  the  bog  with  sharp 
spades,  ground  up  in  a  machine  specially  designed  for  the 
purpose,  and  dried  by  spreading  it  where  it  can  hâve  full 
exposure  to  the  sun  and  air. 

It  is  frequently  compressed  by  machinery  until  its  density 
approaches  that  of  the  lighter  coals,  and  it  is  used  in  blocks 
of  such  size  as  are  found  best  suited  to  the  particular  purpose 
for  which  it  is  prepared. 

Its  charcoal  makes  excellent  fuel  for  use  in  working  steel 
ànd  welding  iron.  It  is  frequently  found  to  be  a  very  excel- 
lent fuel  for  other  purposes,  and  is  extensively  used  in  some 
localities.     Its  spécifie  gravity  is  usually  about  0.5. 

68.  Wood,  thoroughly  seasoned,  still  contains  about  20  per 
cent  of  moisture. 
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The  moisture  being  completely  driven  off  by  high  tem- 
pérature, there  is  left  about  50  per  cent  carbon,  and  combined 
oxygen  and  hydrogen  compose  the  remainder,  in  very  nearly 
the  proportions  which  form  water.  The  pines  and  firs  contain 
turpentine,  and  other  woods  contain  frequently  a  minute  pro- 
portion of  hydrocarbons  peculiar  to  themselves. 

The  proportion  of  ash  varies  from  about  0.5  per  cent  to  5 
per  cent.  The  woods  ail  evaporate  very  nearly  the  same  weight 
of  water  per  pound  of  fuel.  The  lighter  woods  take  fire  most 
readily  and  burn  most  rapidly;  the  denser  varieties  give  the 
most  steady  heat  and  burn  longest. 

Where  radiated  heat  is  desired  the  hard  woods  are  much  the 
most  efficient. 

The  seasoning  of  wood  îs  described  în  that  work  from 
which  thèse  remarks  are  abstracted  (Materials  of  Engineering, 
Vol.  I). 

Thorough  seasoning  in  the  open  air  requires  from  six 
months  to  a  year,  and  is  the  only  method  generally  adopted 
for  wood  intended  to  be  used  as  fuel.  One  cord  of  hard  wood, 
such  as  is  used  on  the  Northern  lakes  of  the  United  States,  is 
said  to  be  equal  in  calorifîc  power  to  one  ton  of  anthracite  coal 
of  médium  quality.  One  cord  of  soft  wood,  such  as  is  used  by 
steamers  on  Western  rivers,  is  equal  in  heating  power  to  960 
pounds  (436  kilogrammes)  or  12  bushels  (423  cubic  décimètres) 
of  Pittsburg  coal.  One  cord  of  well-seasoned  yellow  pine  is 
équivalent  to  \  ton  (500  kilogrammes)  of  good  coal.     (See  §  84.) 

69.  Coke  is  made  from  bituminous  coal  by  subjecting  it  to 
such  high  température  as  to  deprive  it  of  its  volatile  con- 
stituents. 

The  présence  of  moisture  in  some  of  the  coals  largely 
reduces  their  heating  power.  The  bituminous  matter  causes 
them  to  fuse  and  to  form  a  cohérent  mass,  and,  by  thus  pre- 
venting  the  passage  of  air,  destroys  their  efficiency  for  many 
purposes.  The  présence  of  sulphur  and  of  deleterious  volatile 
substances  în  many  coals  also  precludes  their  application  to  the 
réduction  of  iron  ores,  and  destroys  their  value  for  other  metaî- 
lurgical  purposes.  Ail  of  thèse  volatile  materials  being  driven 
off  by  heat,  a  mass  of  fixed  carbon  containing  only  earthv 
impurities   remains,  which   "coke"  constitutes   the   fuel  wi;-": 


Digitized  by 


Google 


THE  FUELS  AND    THEIR  COMBUSTION.  l6l 

which  some  of  the  most  extensive  and  important  metallurgical 
industries  are  conducted.  Thèse  volatile  nnatters  are  sometimes 
utilized,  but  are  generally  wasted,  except  where  the  coke  is 
considered  a  secondary  product,  as  in  the  manufacture  of  illu- 
minât ing  gas. 

Coking  is  carried  on  by  either  of  three  methods — in  open 
heaps,  in  coke  ovens,  or  in  retorts. 

The  first  method  is  extremely  wasteful,  and  is  rarely  prac- 
tised  ;  the  second  is  more  economical  ;  and  the  third  is  the  best 
where  gas  is  manufactured,  and  is  the  only  one  practised  in 
that  case.  The  second  method  is  that  generally  adopted  where 
the  coke  is  the  primary  product,  as,  although  not  as  economical 
as  the  last,  it  produces  a  strong  coke  which  is  much  better 
adapted  for  use  in  furnaces  than  that  afïorded  by  the  last 
method,  which,  although  allowing  of  the  complète  séparation 
and  collection  of  the  liquid  and  gaseous  products  of  distillation, 
yields  a  coke  which  has  too  Uttle  density  and  strength  to  make 
it  a  valuable  fuel. 

Coke  made  in  ovens  is  usually  of  a  dark  gray  color.  porous, 
hard,  and  brittle.  The  best  gives  out  a  sKght  ringing  sound 
when  struck,  and  has  something  of  the  metallic  lustre.  It 
makes  an  intense,  clear  ^re,  and  it  should  not  be  forced  so  as 
to  injure  either  the  boiler  or  the  grate  by  burning  the  iron. 
Where  the  coals  contain  julphur  but  are  free  from  moisture, 
provision  should  be  made  for  the  passage  of  a  supply  of  steam 
through  the  oven.  This  will  give  up  its  oxygen  to  the  métal 
with  which  the  sulphur  is  combined,  and  the  hydrogen,  uniting 
with  the  latter,  forms  sulphuretted  hydrogen.  The  coke  is 
thus  left  comparatively  free  from  the  noxious  ingrédient,  and 
as  this  is  usually  the  only  constituent  of  bituminous  coal  which 
injuriously  affects  iron,  the  coke  is  a  better  fuel  than  the  coal 
from  which  it  is  made. 

Various  coals  yield  from  33  per  cent  to  90  per  cent  of  their 
weight  in  coke.  The  latter  containing  ail  the  ash,  the  percent- 
age  of  ash  in  coke  will  be  higher  than  in  the  coal  from  which  it  is 
prepared.  Coke  has  a  strong  tendency  to  absorb  moisture,  and 
may,  when  unprotected  from  dampness,  condense  15  or  20  per 
cent  of  its  own  weight  within  its  pores. 
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Many  cokes  contain  1 5  per  cent  ash  and  i  or  even  2  per 
cent  sulphur  ;  while  others  contain  but  3  to  5  per  cent  ash  and 
-j^^  per  cent  sulphur. 

70.  Charcoal  has  the  same  relation  to  wood  that  coke  has 
to  bituminous  coals. 

It  is  made  from  ail  kinds  of  wood,  hard-wood  charcoal 
being  the  best  for  fuel.  '  Wood  of  about  twenty  years  of  âge  is 
preferred,  and  should  be  charred  before  decay  has  commenced. 
The  methods  of  préparation  are  substantially  the  same,  and  the 
chemical  constitution  of  the  product  is  very  similar,  although 
its  physical  characteristics  are  quite  différent. 

Charcoal  prepared  by  charring  in  heaps  seldom  amounts  to 
more  than  20  per  cent  of  the  total  weight  of  wood  used  ;  care- 
lessness  in  conducting  the  process  may  reduce  the  weight  of 
product  far  below  even  that  figure.  A  considérable  loss  is 
unavoidable,  since  the  charring  of  one  portion  must  be  effected 
by  the  heat  obtained  from  the  combustion  of  another  part  of 
the  wood.  Sound  wood  is  selected,  eut  in  billets  four  or  five 
feet  in  length,  and,  when  large,  split  into  sticks  of  from  three 
to  six  inches  in  thîckness.  It  is  best  to  assort  the  wood, 
placing  each  kind  in  piles  by  itself.  In  making  up  the  heap 
the  ground  is  cleared,  a  stake  is  set  at  the  centre  of  the  cleared 
space,  and  a  layer  of  wood  is  put  down  with  ail  the  sticks  laid 
radially,  and  the  interstices  fîlled  with  smaller  sticks.  On  this 
layer  the  rest  of  the  wood  is  piled  on  end,  beginning  by  leaning 
sticks  against  the  centre  stake.  The  whole  is  finally  covered 
with  another  closely  packed  layer,  which  in  turn  is  completely 
covered  with  sods. 

A  central  hole  is  left,  and  also  an  uncovered  ringaround  the 
base  five  or  six  inches  high,  for  the  air-supply.  One  or  two 
horizontal  passages  left  in  the  pile  conduct  the  gases  to  the 
centre,  where  they  rise,  p^s^ing  put  at  the  hole  made  by  puUing 
out  the  centre  staké'  before  firing  the  pile. 

The  fire  being  started  and  actively  burning,  ail  openings 
are  closed,  and  combustion  is  perfectly  controlled  by  altering 
their  number  and  position.  The  condition  of  the  fire  is  indi- 
cated  by  the  color  of  the  smoke,  which'  should  be  black  and 
thick;  when  it  is  light  and  bluish  the  draft  should  be  more 
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completely  checked.  The  work  is  finished  when  the  wood  at 
the  exterior  of  the  pile  is  found  charred.  AU  openings  are 
then  closed,  and  the  fire  is  thus  extinguished.  The  pile  can 
be  usually  opened  on  the  foUowing  day,  and  the  removal  of 
charcoal  begun.  So  crude  a  process  is  very  liable  to  excessive 
losses  from  the  difficulty  experienced  in  adjusting  the  supply 
of  air,  and  in  conducting  the  heated  products  of  combustion  to 
precisely  the  right  points,  and  in  precisely  the  right  proportions 
to  secure  maximum  efficiency. 

The  présence  of  moisture  in  wood  is  productive  of  loss 
by  giving  rise  to  the  formation  of  carbonic  oxide  and  of  new 
hydrocarbons.  They  carry  off  carbon  which  would  otherwise 
hâve  been  left  in  the  solid  state  as  so  much  charcoal. 

Dr>'  wood,  charred  in  a  retort,  yields  as  a  maximum  about 
30  per  cent  of  its  weight  in  charcoal.  Of  the  carbon  originally 
contained  in  wood,  therefore,  by  the  first  method  of  charring 
not  above  one  half  may  be  expected  to  be  obtained  as  charcoal, 
while  by  the  last  method  three  quarters  may  be  obtained  by 
skilful  management.  The  latter  process  requires  the  expen- 
diture  of  about  one  eighth  of  the  weight  of  wood  charred  for 
the  production  of  the  beat  demanded  by  that  process.  It 
therefore  yields  a  net  amount  in  charcoal  of  about  30  per 
cent  of  the  total  weight  of  wood  used.  The  wood  which  is 
used  for  fuel,  however,  may  be  of  less  value  than  that  charged 
into  the  retort.  Peat  charcoal  is  sometimes  made  by  similar 
methods,  but  is  little  used. 

Wood  heated  to  300°  Fahr.  (150°  Cent.)  for  a  considérable 
length  of  time  loses  60  per  cent  or  more  of  its  weight.  If 
heated  only  to  slightly  above  212°  Fahr.  (100  Cent.),  the  loss 
is  but  from  50  to  55  per  cent.  The  residue  resembles  charcoal, 
but  in  each  case  it  retains  some  volatile  matter  which  may  be 
driven  off  by  higher  températures.  Karsten  found  that,  by 
rapid  charring  at  high  températures,  he  obtained  as  an  average 
about  1 5  per  cent  charcoal  in  one  séries  of  experiments  ;  while 
by  slowly  charring  the  same  woods  at  a  low  température  the 
percentage  obtained  averaged  about  25  per  cent. 

The  combustibility  of  cliarcoal  is  greater  when  prepared  at  a 
low  than  when  prepared  at  a  high  température. 
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Good  charcoal  is  black,  with  a  high  lustre,  and  has  a  con- 
choidal  fracture.  It  is  quite  strong,  and  the  best  qualities  ring 
when  struck,  although  less  than  good  coke.  It  bums  without 
flame  or  smoke,  and  radiâtes  beat  strongly.  It  should  not  soil 
the  hands. 

Charcoal  and  coke  both  make  an  intense,  clear  fire,  and  with 
a  forced  draught,  giving  a  small  air-supply,  afford  an  extremely 
high  température,  which  is  liable  to  injure  the  grates  or  anything 
metallic  which  may  be  subjected  to  its  action. 

71.  Pulverized  Fuel,  or  Dust-fuel,  is  sometimes  used  in 
spécial  processes.  In  the  use  of  this  form  of  fuel  spécial  ar- 
rangements become  necessary  to  secure  thorough  intermixture 
of  the  fuel  with  the  supporter  of  combustion,  in  order  to  effect 
-complète  oxidation.  The  fuel  itself  is  sometimes  prepared  by 
pulverizing  coal  or  other  combustibles;  and  sometimes  it  is 
obtained  from  the  large  deposits  of  "  slack,"  "  breeze,"  or  coal 
dust  which  are  found  wherever  coal  in  large  quantities  is  sub- 
jected to  attrition.  It  is  sometimes  burned  on  a  very  fine  grate, 
the  requisite  supply  of  air  being  secured  by  the  use  of  a  blast 
beneath  the  grate. 

One  of  the  most  successfui  methods  is  that  pursued  by 
Wheipley  and  Storer,  and  by  Crampton.  In  this  process  a 
5tream  of  mingled  dust-fuel  and  air  is  driven  into  the  furnace 
where  combustion  takes  place,  the  quantity  of  fuel  and  of  air 
being  capable  of  adjustment  in  such  a  manner  ks  to  secure  the 
most  perfect  combustion.  This  method  has  been  applied  suc- 
cessfully,  not  only  in  the  production  of  beat  simply,  but  also  in 
the  réduction  of  metals  from  their  ores.  The  facility  with 
which  an  oxidizing  or  a  reducing  flame  may  be  produced  at 
will  is  the  great  merit  of  the  process  in  the  latter  application. 
Its  advantage  for  heating  purposes  lies  in  the  power  which  it 
gives  of  utilizing  a  fuel  which  would  hâve  otherwise  no  value. 
In  making  "  muck-bar,'*  an  economy  over  that  attained  with 
coal  of  above  20  per  cent  has  been  reported  to  hâve  been 
effected  by  the  use  of  this  process  and  fuel.  The  saving 
occurred  in  réduction  of  waste  of  métal,  as  well  as  in  simple 
«conomy  of  fuel.  At  the  United  States  Armor>'  at  Springfield, 
Massachusetts,  6.6  pounds  or  kilogrammes  of  fuel  were  con- 
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sumed  per  pound  or  kilogramme  of  iron  heated  to  the  weldîng 
heat,  where  16  had  been  required  by  the  old  process.* 

72.  Liquid  Fuels  hâve  been  used  to  a  limited  extent.  The 
liquids  best  adapted  for  use  as  fuel  are  the  minerai  oils.  They 
yield  an  intense  heat  ;  the  products  of  combustion,  as  well  as 
the  fuels  themselves,  are  comparatively  free  from  deleterious 
éléments,  and  the  températures  obtained  by  their  use  are 
generally  easily  regulated,  when  they  are  bumed  in  manageable 
quantities.  Their  tendency  is  to  give  off  combustible  gases, 
which  may  cause  serious  explosions  ;  and  this  fact,  but  especially 
the  difficulty  met  with  in  uniformly  distributing  the  oil,  and  in 
properly  supplying  it  with  air  for  its  combustion,  hâve  hitherto 
prevented  the  gênerai  use  of  thèse  fuels,  even  where  their  com- 
paratively high  cost  would  not  be  a  serious  objection  to  their 
application. 

Crude  petroleum,  on  distillation,  breaks  up  into  a  large 
Tîumber  of  hydrocarbon  compounds,  having  boiling-points 
varying  from  32°  Fahr.  (0°  Cent.)  to  700°  Fahr.  (371°  Cent.),  as 
given  by  Van  der  Weyde.  Its  density  is  variable,  but  usually 
about  45°  Beaumé,  corresponding  to  a  spécifie  gravity  of  about 
0.8,  the  gallon  weighing  6.67  pounds,  and  the  litre  weighing  0.8 
kilogramme.  It  contains  by  analysis:  carbon,  84;  hydrogen, 
14;  oxygen,  2.  The  latent  heat  of  its  vapor  is  about  one  fifth 
that  of  steam,  and  its  volume  25  cubic  feet  to  the  gallon  of  oil, 
or  0.2  cubic  mètre  per  litre. 

The  "  créosote'*  or  "  dead  oil"  produced  in  gas-making  is 
sometimes  used  as  fuel.  In  experiments  on  board  the  British 
steamer  Retriever ,  in  1868,  where  créosote  was  used  for  the 
génération  of  steam  by  what  is  called  the  Dorsett  system,  the 
«vaporation  was  about  14  pounds  or  kilogrammes  of  water 
from  a  boiling-point  per  pound  or  kilogramme  of  liquid  fuel 
used,  or  nearly  double  the  average  obtained  where  coal  was  used 
în  the  same  boiler. 

Dr.  Paul,  reporting  thèse  results,  gives  the  theoretic  evapo- 
rative  power  of  the  constituents  of  this  fuel,  in  units  in  weight 
of   water  per  unit   of  fuel,  as  follows:  phénol,  12.25;  cressol, 

•Report,  Lieut.  H.  Metcalf  to  Major  Burton,  Oct.  3ist,  1873. 
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13.01;  napthaline,  15.46;  xylol,  16.59;  cumol,  16.78;  cymol^ 
16.94. 

Capt.  Selwyn,  R.  N.,  reportée  an  evaporative  power  from 
boiling-point  of  16.77  parts  water  per  part  by  weight  of  a 
liquid  fuel  which  had  a  theoretical  efficiency  of  17.52  parts. 
In  another  instance  he  gives  the  evaporation  of  14.98  from 
the  boiling-point,  by  a  fuel  having  a  theoretical  evaporative 
power  of  17.5.  Deville  found  oil  from  Oil  Creek,  Pennsylva- 
nia,  to  hâve  a  calorific  value  of  10,000  "calories,"  équivalent  to 
the  evaporation  of  16.17  parts  of  water  for  one  part  by  weight 
of  oil.  Of  this  13^  per  cent  was  lost  by  the  chimney,  and  by 
conduction  and  radiation.  Some  otheroils  give  slightly  higher 
figures. 

Liquid  fuels  hâve  probably  had  most  gênerai  and  success- 
ful  application  in  Russia,  where  Mr.  Urquehart  and  others 
hâve  adopted  it  for  locomotives,  and  many  steamers  in  South- 
ern Russia  hâve  been  fitted  with  petroleum  furnaces.  In  thèse 
cases  crude  petroleum  and  refuse  is.injected  into  the  fumace 
by  means  of  a  steam-jet  in  which  highly-superheated  steam  is 
employed.  The  fumace  is  lined  with  fire-brick  and  the  com- 
bustion-chamber  as  well,  the  burning  jets  passing  first  through 
the  latter,  then  onward  to  the  furnace,  where  combustion  is 
completed.  The  brickwork  serves  as  a  réservoir  of  heat,  regu- 
lating  the  supply,  and  also  at  times  re-igniting  the  jets  of  oil- 
spray  when  they  hâve  been  for  a  short  time  extinguished. 

The  use  of  oil  on  the  steamers  of  the  Central  Pacific  Rail- 
way  Co.  gave  in  1884  an  economy  of  from  5  to  12  per  cent  in 
total  running  expense  as  compared  with  coal,  with  great  saving 
of  boilers  also.     In  this  respect  the  fuel  is  idéal. 

Experiments  made  by  Engineer-in-Chief  B.  F.  Isherwood, 
U.  S.  N.,  under  the  direction  of  the  U.  S.  Navy  Department, 
upon  various  Systems  of  utîlization  of  petroleum  as  a  fuel, 
gave  a  maximum  economy  over  the  use  of  anthracite  of  68 
per  cent  by  Fisher's  method  of  burning  oil,  and  38  per  cent 
by  Foote's  process  of  burning  liquid  and  solid  fuel  together; 
he  reports  the  failure  of  another  method,  in  conséquence  of 
the  obstruction  of  the  tubes  by  déposition  of  solid  carbon. 

Isherwood  states  the  advantages  attending  the  use  of  the 
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minerai  oils,  which  were  the  subject  of  his  experiments,  as  fol- 
lows  : 

1.  A  réduction  of  weight  of  fuel  amounting  to  40.^  per  cent. 

2.  A  réduction  in  bulk  of  36^  per  cent. 

3.  A  réduction  in  the  number  of  firemen'("stokers'*)  in  the 
proportion  of  4  to  i. 

4.  Prompt  kindling  of  fires,  and  consequently  the  early 
attainment  of  the  maximum  température  of  furnaces. 

5.  The  fire  can  at  any  moment  be  instantaneously  extin- 
guished. 

Other  advantages,  unmentioned  by  him,  are  the  uniformity 
of  combustion  and  heating  attainable,  and  the  small  propor- 
tion of  ash.     The  disadvantages  are  given  as  foUows  : 

1.  Danger  of  explosions  occurring  by  the  taking  fire  of 
the  vapors  which  are  liable  to  arise  from  the  fuel,  and  to 
escape  from  the  tanks. 

2.  Loss  of  fuel  by  evaporation. 

3.  The  unpleasant  odors  which  distinguish  thèse  vapors. 

4.  The  comparatively  high  price,  which  price  would  be 
rapidly  augmented  by  any  gênerai  introduction  of  the  pro- 
posed  application  of  the  oils.* 

73.  Gaseous  Fuels  are  used  with  marked  success  in  some 
branches  of  metallurgical  work,  as  well  as  in  the  génération  of 
beat  for  ordinary  purposes. 

The  advantages  possessed  by  gaseous  fuels  are  : 

1.  Convenience  of  management  of  température. 

2.  Freedom  from  liability  to  injure  material  with  which 
the  products  of  combustion  may  come  in  contact,  and  conse- 
quently, also,  allowing  the  use  of  fuel  of  inferior  quaHty  as  a 
source  of  the  gas. 

3.  The  facility  with  which  thorough  combustion  may  be 
secured. 

4.  The  readiness  with  which  the  flame  may  be  given  either 
an  oxidizing  or  a  deoxidizing  character. 

*  Thîs  may  be  quesiioned,  since  récent  explorations  of  oil  deposits,  especially 
of  the  United  States,  indicaie  an  immense  supply.  (See  discussion  by  Dr 
Dudley,  J.  F.  Inst.,  1888.) 
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5.  In  many  cases  economy  in  expansé  of  opération. 
The  disadvantages  are  : 

1.  Danger  of  explosions  when  carelessly  or  unskilfully^ 
handled. 

2.  Expense  of  "plant. 

74.  Artifîcial  Fuels,  other  than  charcoal,  coke,  and  gases, 
are  occasionally  used  in  the  production  of  high  températures. 

They  are  prepared  principally  from  refuse  of  natural  fuels, 
which  has  but  little  value  in  its  usual  condition,  but  which,  by 
spécial  processes,  is  simply  mixed  wîth  a  small  proportion  of 
fuel  of  better  quality  or  of  more  manageable  form,  and  is 
compressed  by  machinery  înto  conveniently  shaped  blocks,. 
called  briquettes,  This  refuse  is  found  in  large  quantities  in 
the  neighborhood  of  coal-mines,  and  wherever  coal  is  handled 
in  considérable  quantities. 

The  total  loss  in  this  form  in  mining  and  transportation 
amounts  to  from  one  third  to  one  half.  It  is  called,  as  has 
been  before  stated,  slack-coal.    ' 

In  the  manufacture  and  transportation  of  coke  and  of 
charcoal,  large  quantities  of  refuse,  called  "  breeze,"  accumu- 
late;  which,  although  very  rich  in  combustible  matter,  can- 
not  be  utilized  in  the  condition  in  which  it  is  found,  except 
by  spécial  contrivances.  The  sawdust  which  accumulâtes 
about  saw-mills  is  another  variety  of  combustible  belonging 
to  the  same  class  ;  as  is  also  spent  tan-bark,  from  tanneries, 
and  "  bagassc,"  or   refuse  crushed  sugar-cane. 

They  are  most  frequently  mixed  with  some  cohesive  and  at 
the  same  tîme  combustible  substance,  as  coal-tar.  In  districts 
abounding  in  minerai  hydrocarbons,  as  in  the  neighborhood 
of  the  Caspian  Sea,  it  has  long  been  customary  to  mix  them 
with  clay,  and  thus  to  form  a  cohérent  and  manageable  fueL 
The  Norwegians  hâve  also  long  practised  their  method  of 
utilizing  sawdust  by  mixing  it  with  clay  and  vegetable  tar, 
and  moulding  it  into  bricks  of  such  size  and  shape  as  to  be 
conveniently  handled,  and  at  the  same  time  to  burn  freely 
and  without  waste.  It  has  been  often  urged,  and  with  some 
reason  apparently,  that  for  many  purposes  a  fuel  made  by 
careful  mixture  of  dust-fuel  with  pitch  or  other  combustible 
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cementing  material  is  préférable  to  ordinary  coal,  in  consé- 
quence of  the  greater  convenience  with  which  it  can  be  stowed 
and  handled. 

Another  method  of  utilizing  waste  fuels  consists  in  thor- 
oughly  mixing,  by  grinding,  charcoal-dust  from  the  kilns  with 
charred  peat,  spent  tan-bark,  and  the  proper  proportion  of  tar 
or  pitch  to  make  a  pasty,  adhesive  mass.  This  is  moulded  by 
machinery  and  drîed  in  the  open  air,  and  then  fînally  baked 
in  cIos«d  retorts  at  a  low  heat.  Dust-coal  and  pitch  hâve  been 
made  into  a  good  fuel  in  quite  a  similar  manner  to  that  just 
described. 

75.  The  Heating  Power  of  any  Fuel  is  determined  by 
calculating  its  total  heat  of  combustion.  This  quantity  is  the 
sum  of  the  amounts  of  heat  generated  by  the  combustion  of 
the  unoxidized  carbon  and  hydrogen  contained  in  the  fuel,  less 
the  heat  required  in  the  evaporation  and  volatilization  of  con- 
itituents  which  become  gaseous  at  the  température  resulting 
from  the  combustion  of  the  fîrst-named  éléments.  It  is  meas- 
ured  in  "  thermal  units." 

A  thermal  unit  is  the  quantity  of  heat  necessary  to  raise  a 
unit  weight  of  water,  at  température  of  maximum  density,  one 
degree  of  température.  The  British  thermal  unit  is  the  quan- 
•  tity  of  heat  required  to  raise  a  pound  of  water  from  the  tem- 
pérature 39^.1  to  40°.  I  Fahr.  The  metric  unit  or  calorie  is  the 
quantity  of  heat  required  to  raise  one  kilogramme  of  water 
(2.2046215  pounds)  from  3°.94  to  4^.94  Centigrade. 

One  metric  or  centigrade  unit  is  equal  to  3.96832  British 
units,  and  a  British  unit  is  equal  to  0.251996  metric  unit. 

An  approximate  estimate  of  the  number  of  thermal  units 
developed  by  the  combustion  of  a  pound  or  kilogramme  of  any 
dry  fuel,  of  which  the  chemical  composition  is  known,  may  be 
obtained  by  the  use  of  the  following  formula  : 


h  =  14,500c  +  (>2,ooo\H  —  -z-\ 
h'  =    8,o8oC  +  34,462(/r  -  ^-), 


(i> 
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where  h  is  the  numberof  British  thermal  units  representing  the 
total  heat  of  combustion  of  one  pound  of  the  fuel  ;  h'  is  the 
number  of  metric  units  per  kilogramme  of  fuel  ;  C  represents 
the  percentage  of  carbon,  H  that  of  hydrogen,  and  O  that  of 
oxygen. 

Thus  an  anthracite  coal  has  been  found  to  hâve  the  follow- 
ing  composition  : 

COMPOSITION  OF  ANTHRACITE  COAL. 

Per  tcnt. 

Carbon 81.34 

Hydrogen ,  uncombined 3.45 

H ydrogen,  in  combination o ■  74 

Oxygen  and  Nitrogen 5 . 89 

Sulphur i 0.64 

Water 2 .  00 

Ash 5.94 

Total 100.00 

One  pound  or  kilogramme  of  coal,  of  which  the  above  is  an 
analysis,  can  evaporate  theoretically  14.4  pounds  or  kilogrammes 
of  water  from  and  at  100°  Centigrade,  or  212°  Fahr. 

M.  M.  Scheurer,  Kestner,  and  Meunier  hâve  adopted  the 
common  formula  as  first  proposed  by  Dulong,  but  would  omit 
ail  account  of  oxygen,  thus  reducing,  as  is  claimed,  the  average. 
error  of  the  formula  from  about  12  per  cent  or  more  to  8 
or  10.  M.  Cornut  would  separate  the  fixed  from  the  volatile 
carbon,  and  would  give  the  latter  about  one  third  more  crédit 
for  heating  power  than  the  former  ;  doser  approximations  are 
thus  made  than  by  the  other  methods. 

Various  methods  of  approximate  détermination  of  the 
heating  power  of  fuels  hâve  been  proposed.  The  use  of  the 
calorimeter  is  probably  the  most  satisfactory  ;  another  method 
is  that  of  computation  from  the  known  chemical  composition 
of  the  fuel,  and  the  law  of  Welter,  who  found  the  quantity  of 
heat  produced  in  combustion  very  closely  proportional  to  the 
weight  of  oxygen  absorbed.  Berthier's  method  is  often  em- 
ployed  :  this  consists  in  heating  the  fuel  sample  to  a  red  heat, 
in  a  closed  vessel,  with  litharge  or  other  source  of  oxygen. 
When  lead  oxide  is  thus  used,  the  weight  of  lead  reduced  to 
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the  metalHc  state  is  a  measure  of  the  oxygen  absorbed.  The 
most  satisfactory  of  later  methods  and  apparatus  are  described 
in  the  Appendix. 

The  value  of  A  or  of  A^  ranges  between  5500  British  or  1386 
metric  units  for  dry  wood,  and  16,000  or  4032  for  the  best 
known  coals.  The  équation  given  is  deduced  from  the  experi- 
ments  of  MM.  Favre  and  Silbermann,  who  determined  the 
total  heat  of  combustion  of  one  pound  of  pure  carbon  to  be 
14,500  British  or  3654  metric  thermal  units,  and  of  one  pound  of 
hydrogen  to  be  62,000  British  units,  or  15,624  calories.  The 
combustion  of  one  kilogramme  of  each  would  develop  31,967 
British  or  8080  metric  units,  and  136,686  British  or  34,462 
metric  units,  respectively. 

A  maximum  value  for  good  bituminous  coal  is  usually  ob- 
served  at  about  80  per  cent  carbon  and  the  heatîng  effect,  per 
unit  of  weight  of  combustible,  may  be  roughly  computed  thus  : 

H  =    8800 -2(JC)*; 

H^  =  16000  —  4{^Cy  ; 

where  H  and  If^  are  calories  and  B.  T.  U.,  and  JC  represents 
the  variation  of  composition  either  way  from  80  per  cent  C. 

Where  the  chemical  composition  of  the  fuel  is  unknown 
and  cannot  be  readily  ascertained,  its  heating  effect  may  be 
determined  experimentally  by  burning  a  known  weight  and 
passing  the  products  of  combustion  through  a  calorimeter  of 
such  area  of  heating-surface  as  to  reduce  their  température  very 
nearly  to  that  of  the  atmosphère  before  discharging  them. 

The  table  given  hereafter  exhibits  the  total  heating  effect 
of  various  fuels  as  estimated  from  analyses  of  good  spécimens. 

Where  the  heat  produced  is  not  so  thoroughly  utilized  as  to 
cause  the  condensation  of  vapors  which  may  pass  off  with  the 
permanent  gases  resulting  from  combustion,  there  is  necessarily 
a  greater  loss  of  the  heat  of  combustion  of  hydrogen  than  of 
that  of  carbon,  and  the  relative  heating  efficiency  of  carbon  is 
considerably  increased  by  the  facts  that  it  must  be  raised  to 
red  heat  as  a  solid  before  combustion  can  occur,  and  that  the 
spécifie  heat  of  carbonic  acid  (0.216)  is  only  about  one  half  that 
of  aqueous  vapor  (0.475). 
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The  gênerai  formulas,  as  given  by  Watts,  for  ascertaining 
the  thermal  effect  of  any  fuel  of  a  known  composition  are  as 
follows  : 

For  combustion  in  oxygen  : 

cC^c'-H-lW 
^  ~s.i.67C+9if+s'lV ^^> 

For  combustion  in  air  : 


Hère     7'=  increase  of  température  produced  by  combus- 
tion; 
Cand  //=  quantities  of  carbon  and  hydrogen  available  in 
I  partuby.weight  of  the  fuel; 
W  =  total  quantity  of  water  yielded  by  i  part  by 
weight  of  the  fuel  ; 
/  =  latent  heat  of  water  ; 
Sy  s'y  j",  y  =  spécifie   heat    of    carbonic    acid,  water-vapor, 
nitrogen,  and  air  ; 
c  and  c'  =  calorific  power  of  carbon  and  hydrogen  ; 

iV  =  quantity  of  nitrogen  in  air  necessary  for  con- 
verting  combustible  constituents  of  i  part  by 
weight  of  fuel  into  carbonic  acid  and  water  ; 
A  =  extra  quantity  of  air  supplied  for  combustion. 

76,  The  Température  of  the  Fire  dépends,  not  solely  on 
the  amount  of  heat  generated  by  combustion,  but  also  on  the 
quantity  and  nature  of  the  resulting  products  of  combustion. 

The  total  heat  generated  by  the  combustion  of  fuel  is  ail 
communicated  to  the  products  of  combustion,  which  are  usu- 
ally  gaseous,  giving  them  a  température  which  is  determined, 
partly  by  the  calorific  power  of  the  fuel,  and  partly  by  their 
nature.     Thus,  carbon  requires  for  its  combustion  to  carbonic 
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acid  2.67  times  its  weight  of  oxygen,  producing  3.67  times  its 
weight  of  carbonic  acid. 

The  heat  generated  by  combustion  of  carbon  is  capable  of 
raising  8080  times  its  weight  of  water  from  4°  to  5°  C,  and 
would  raise  the  température  of  water  equal  in  weight  to  the 
carbonic  acid  produced,  about  2202°  C* — î.e.,  8080  X  1°  = 
220i°.63  X  3-67. 

But  the  spécifie  heat,  or  capacity  for  heat,  of  water  is 
greater  than  that  of  carbonic  acid  ;  the  increase  of  température 
in  the  carbonic  acid  produced  is  correspondingly  greater  than 
the  rise  in  température  that  would  be  produced  in  a  quantity 
of  water  equal  to  3.67  times  the  weight  of  carbon  bumt.  The 
quantities  of  heat  necessary  to  produce  equal  increase  of  tem- 
pérature in  equal  weights  of  carbonic  acid  and  of  water  being 
in  the  proportion  of  0.2164  :  i.oooo,  the  amount  of  heat  needed 
to  raise  the  température  of  3.67  parts  water  and  3.67  parts  car- 
bonic acid  one  degree,  are  as 

3.67  3.67 


3.67  X  0.2164      0.794* 

Hence  the  rîse  in  température  of  the  3.67  parts  of  carbonic 
acid,  to  which  the  heat  of  combustion  of  i  part  carbon  is  trans- 
ferred,  maybe  calculated  by  dividing  the  given  numberof  heat- 
unîts  by  the  amount  of  heat  required  to  raise  the  température 
of  the  3.67  parts  carbonic  acid  one  degree,  or 

^^  =  10,174^  C.  =  18,345^  F, 

The  heat  of  combustion  of  hydrogen  is  sufficient  to  raîse 
the  température  of  34,462  times  its  weight  of  water  4°  to  5° 
Cent.,  but  it  requires  for  its  combustion  8  times  its  weight  of 
oxygen,  and  produces  9  times  its  weight  of  vapor.     The  prod- 

*  Watts*  Dictionary  of  Chemistry. 
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ucts  of  combustion  weigh  nearly  2\  times  as  much  as  those  of 
the  combustion  of  an  equal  weight  of  carbon.  Some  of  the 
beat  produced  by  the  combustion  of  hydrogen  becomes  latent 
and  does  not  increase  the  température  of  the  gases. 

The  latent  beat  of  water,  or  that  needed  to  convert  i  part 
of  water  at  ioo°  C.  into  steam,  is  537  times  as  much  as  is 
needed  to  raise  the  température  of  an  equal  weight  of  water 
from  4°  to  5°  C,  and  966.1  times  the  quantity  which  will  raise 
the  température  of  one  part  from  39°.  i  to  40°.!  Fahrenheit. 
The  quantity  of  beat  latent  in  the  9  parts  vapor  produced  by 
the  combustion  of  hydrogen  will  therefore  be  4833  metric  heat- 
units  ;  this  must  be  taken  from  the  total  amount  of  beat  gen- 
erated  in  calculating  the  quantity  of  beat  producing  rise  in 
température. 

Parts  bf      Metric  British 

weight  of      Heat-  Heat- 

water  vapor.    units.  units. 

Total  heat  of  combustion  of  i  part 

hydrogen 34.462  62,000.0 

Latent  heat  of  water  in  heat-units. .     9  X  537  =    4,833    9  X  966.1  =    8,694.9 

Available  heat 29,629  =  53.305.1 

The  spécifie  heat  of  water  vapor  is  0.475  ;  the  heat  raising 
the  température  of  9  parts  water  and  9  parts  water  vapor  hâve 
the  proportion 

9X1  9 


9  X  0.475       4.275' 
and  the  rise  in  température  will  be 
29629 


4.275 


=  693o^7C.=  I2,475^3F. 


Thus  the  heating  and  the  calorific  power  are  not  necessarily 
the  same.  The  heating  effect  dépends  only  partly  upon  the 
calorific  power  of  the  fuel  burnt. 
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RECAPITULATION. 

(WATTS.) 

Weight. 

Weijfht  of 
Oxys^eo. 

Ratio. 

Weight  of 
Products. 

Ratio. 

Heat- 
uoits. 

Ratio. 

Thermal 
Effect. 

Ratio 

Carbon .... 
Hydrogen.. 

I 

I 

2.67 
8 

I 
3 

3.67 
9.00 

I 
2.4 

8080 
34.462 

1.000 
4.265 

10176" 
6930.7" 

I.OOO 

0.6S1 

In  thèse  examples  combustion  takes  place  in  oxygen,  and 
with  no  more  than  is  theoretically  needed.  In  ail  actual  cases 
of  combustion,  atmospheric  air  supplies  the  oxygen  supporting 
the  combustion.  Nitrogen,  of  which  it  contains  ^^  per  cent, 
dilutes  the  products  of  combustion  and  reduces  the  tempéra- 
ture. In  the  case  of  combustion  of  carbon  in  air,  the  nitro- 
gen in  air  containing  2.67  parts  of  oxygen  amounts  to  8.94  by 
weight. 

The  spécifie  heat  of  nitrogen  is  0.244,  and  the  quantity  of 
heat  needed  to  raise  the  température  of  the  nitrogen  from  4° 
to  5^  C.  is: 

8.94  X  0.244  =2.181  units. 

Adding  to  this  the  heat  needed  to  raise  the  température  of 
the  carbonic  acid  produced,  the  amount  of  heat  needed  to  raise 
the  température  of  ail  the  products  of  combustion  in  air  from 
4°  to  5^  C.  will  be 

2.181  +  0.794  =  2.975  units. 
And  the  élévation  of  température  will  be 


8080 
2.975 


=  2715°  €.  =  4887°  F. 


Burning  hydrogen  in  air,  the  nitrogen  in  air  containing  8 
parts  of  oxygen  is,  by  weight,  26.78  parts,  and  the  amount  of 
heat  needed  to  raise  its  température  from  4°  to  5°  C.  is: 

26.78  X  0.244  =  6.534  units. 
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and  the  conséquent  rise  in  température  will  be 


29629 


4.275  +  6.534 


=  274i°C.  =  4934"F, 


The  différence  between  the  températures  attainable  by  the 
combustion  of  carbon  and  hydrogen  in  oxygen  and  in  air  is 
much  the  greatest  with  carbon,  as  the  quantity  of  heat  pro- 
duced  by  its  combustion  is  much  less  than  that  generated  by 
burning  hydrogen,  thus  : 


RECAPITULATION.    (WATTS.) 

Calorific 
Power. 

Ratio. 

Température  Produckd. 

Dif- 
férence. 

In 
Oxygen. 

Ratio. 

In  Air. 

Ratio. 

Ratio. 

Carbon 

Hydrogen 

8.080 
34.460 

I.OOO 
4 '«65 

10,174° 
6,930" 

I.OOO 

0.681 

2.715° 
2,741° 

1.002 
1.009 

7,459 
4.189 

I.OOO 
0.561 

Thus  in  ail  cases  where  high  températures  are  demanded,  it 
is  of  advantage  to  increase  the  amount  of  oxygen  in  the  air 
supporting  combustion,  and  to  restrict  the  influx  of  nitrogen 
and  of  superfluous  air.  Thus  also  the  reason  of  the  attainment 
of  high  températures  by  combustion  in  pure  oxygen  with  the 
oxyhydrogen  blow-pipe  is  readily  seen. 

The  quantity  of  air  supplied  is  usually  much  greater  than 
that  simply  required  to  furnish  the  oxygen  to  consume  the 
combustible.  In  practice  it  often  amounts  to  twice  as  much, 
and  is  rarely  less  than  one  and  a  quarter  times  the  quantity 
theoretically  needed,  and  there  consequently  foUows  a  propor- 
tionate  réduction  of  the  température  attainable.  When  carbon 
is  burnt  with  twice  as  much  air  as  is  theoretically  needed,  the 
products  of  combustion  hâve  24.22  times  the  weight  of  the  car- 
bon, and  with  hydrogen  80.56  times  the  weight  of  the  hydro- 
gen. 
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AIR  REQUIRED  TO  SUPPLY  A  DOUBLE  AMOUNT  OF  OXYGEN. 


Parti  by  Weight 
of  Air. 


Volume  of  Air  at 
"  6o»1f.  pcr  Lb.  of 
Fuel,  Cubic  Feet. 


PartB  by  Weiffht  of 
Gaaeous  Products. 


Carbon .... 
Hydrogen.. 


I.. 
I.. 


23.22 
79  56 


303.39 
908.62 


25.22 

80.56 


The  spécifie  beat  of  air  is  0.2377,  and  the  quantities  of  beat 
needed  to  raise  tbe  température  of  tbe  air  demanded  from  4° 
to  5®,  and  tbe  température  resulting  from  combustion  are  : 

Combustion  of  carbon  : 

2.7597=  II '61  X  0.2377, 
8080 


and 


2.759  +  2.975 


=  1408°  C 


and 


Combustion  of  bydrogen  : 

34,78  X  0.2377  =  8.2672, 
29,629 


8.2672  +  10.8093 


=  I553'C. 


It  is  evidently  always  désirable  to  secure  perfect  combustion, 
and  with  the  least  possible  air-supply.  With  the  forced  draught 
produced  by  a  fan  or  blast-pipe,  fuel  may  be  burnt  with  less  air 
than  with  a  chimney  draught.  Tables  in  the  Appendîx  exhibit 
the  measures  of  aîr-supply  correspondîng  to  various  stated  pro- 
portions  of  furnace-gases. 

Dissociation  is  a  phenomenon  whîch  probably  rarely  if  ever 
occurs  in  famîliar  practice.  Oxygen  and  hydrogen,  combined 
to  form  water,  or  steam,  at  ordinary  furnace  températures,  are 
separated  again  by  heat-energy  when  the  température  is  some- 
where  below  6000**  Cent.  (10,832°  Fahr.).  St.  Claire  Deville,  the 
iîrst  to  observe  and  study  thîs  phenomenon,  concluded  that  dis. 
12 
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sociation  may  commence  at  1000°  Cent.  (1832°  Fahr.)  or  below 
that  beat.*  Deville  and  Debray  reported  the  température  of 
the  common  oxyhydrogen  flame  to  be  not  above  2500°  Cent. 
(4532°  Fahr.),  and  Bunsen  found  that  under  increasing  pres- 
sures the  température  Hmit  as  fixed  by  dissociation  was  raised 
until,  at  ten  atmosphères,  it  had  increased  ten  per  cent  or  more. 

77.  The  Minimum  Quantity  of  Air  required  for  the  per- 
fect  combustion  of  any  kind  of  fuel  may  be  readily  calculated 
from  its  known  chemical  constitution. 

Calling  the  weight  of  air  W,  and  denoting  the  weights  of 
Carbon,  hydrogen,  and  oxygen,  C,  //,  and  O, 


ïr=i2C+36(^-^-) (4) 


8^ 

The  value  of  fF  ranges  from  6  for  dry  wood,  to  12  for  an- 
thracite and  good  bituminous  coal.  Charcoal  and  the  softer 
bituminous  coals  require  about  1 1  parts  by  weight  of  air  per  i 
part  of  fuel. 

Thèse  values  can  only  be  approximated,  in  practice,  with 
extremely  slow  and  carefully  managed  combustion.  A  perfect 
intermixture  of  the  combustible  with  the  supporter  of  combus- 
tion can  only  be  secured  by  the  admission  of  some  excess  of  air 
to  the  furnace.  Probably  about  double  the  estimated  amount 
of  air  is  usually  provided,  although  in  some  cases,  where  a 
forced  draught  produces  exceptionally  complète  intermixture 
of  the  gases,  the  quantity  may  be  brought  as  low  as  18  pounds 
of  air  per  pound  of  coal. 

In  one  instance,  in  which  a  f\irnace  burning  wet  fuel  was 
tL'sted  by  the  Author,  to  détermine  its  économie  eflficiency,  the 
quantity  of  air  supplied  was  very  little  in  excess  of  thatdictated 
by  theory.  This  was,  however,  an  exceptional  case.  As  the 
excess  of  air  must  be  heated  to  the  température  of  the  chimney, 
and  then  thrown  away,  it  causes  a  notable  waste  of  heat. 

The  weight  of  a  cubic  foot  of  air  at  mean  atmospheric  tem- 
pérature being  0.076361  pound,  the  volume  of  air  required  for 


Archives  des  Sciences  Physiques,  1860,  t.  ix.,  p.  51. 
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perfect  combustion,  in  any  case,  may  be  determined  by  the 
équation  : 

F=i5;C+4;i(^-y) (5) 

Eighteen  and  twenty-four  pounds  of  air,  required,  as  stated 
above  for  combustion,  in  the  case  mentioned,  of  one  pound  of 
coal,  would  measure,  respectively,  236  and  314  cubic  feet. 

The  weight  of  a  cubic  mètre  of  air  is  1.224  kilogrammes. 
The  volume,  in  metric  measures,  required  in  any  case  is  there- 
t'ore 

r  =  9.8C+29(^-Ç) (6> 

MINIMUM  AIR-SUPPLY. 
Combustible.  Product.  Air  pcr  Unit  Wt. 

Carbon CO9  ii*59 

Carbon CO  5.79 

Carbon  monoxide .CO9  2.48 

Hydrogen H,0  34. 78 

C.H* 2CO,  -f  4H,0  17.39 

C4H4 4CO,  -h  4H>0  14.90 

78.    The  Température  of  the  Products  of  Combustion 

may  be  calculated,  as  has  been  shown,  with  approximation  to 
accuracy,  from  the  known  weight  of  the  fuel  and  of  the  prod- 
ucts  of  combustion,  the  heat-generating  power  of  the  former, 
and  the  spécifie  heat  of  the  latter. 

The  spécifie  heat  of  the  products  of  combustion  are,  at  con- 
stant pressure,  and  for  equal  weights  : 

SPECIFIC  HEATS  OF  PRODUCTS  OF  COMBUSTION.    (REGNAULT.) 

(Wattr '=^  \,'    Pressure  constant.') 

Air 0.2374 

Oxygen 0.2175 

Nitrogen 0.2438 

Steam 0.4805 

Carbonic  acid o. 2164 

The  proportions  in  which  thèse  substances  occur  in  the  prod- 
ucts of  combustion  being  known,  the  mean  spécifie  heat  of  ail 
may  be  determined  ;  and  the  total  heat  of  combustion  of  one 
pound  of  fuel  being  divided  by  the  product  of  this  weight  by 
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this  mean  spécifie  beat,  the  quotient  îs  the  probable  tempera- 
ture  of  the  furnace  gases. 

Rankine  gives  the  resuit  of  this  calculation,  in  cases  where 
Carbon  alone  is  burned  with  undiluted  air,  and  diluted  wilh  one 
half  and  with  equal  weight  of  additional  air,  respect ively,  4580°, 
3215'',  and  2440°  Fahr.,  equal  to  2627°,  1824°,  and  1338°  Cent. 

Olefiant  gas,  similarly  treated,  should  give  températures  of 
5050°,  35i5°,and  2710''  Fahr.;  or  2788°,  1953°,  and  1488°  Cent 

The  mean  spécifie  heat  of  the  products  of  combustion  is 
practically  equal  to  the  spécifie  heat  of  air.     (See  Appendîx.) 

The  foUowing  are  the  spécifie  beats  given  by  Rankine  : 

SPBCIFIC  HEAT  UNDER  CONSTANT  PRESSURE. 

Carbonic-actd  gas 0.217 

Steam o .  475 

Nitrogen,  probably o. 245 

Air o.  238 

Ashes 0.200 

Durham  (British)  coke,  baving  the  composition  (Deering) 
of— 

Carbon 93-78 

Sulphur 0.82 

Ash 5.40 

Total 100.00 

libérâtes  13,640  British  thermal  unîts  per  pound  and  requires 
10.91  pounds  of  air  per  pound  of  fuel,  for  complète  combustion, 
the  heat  produeed  being  1 145  units  per  pound,  the  résultant 
rise  in  température  being  4877°  F.  (2709°  C),  and  the  amount 
of  water  evaporated,  as  a  maximum,  being  14.12  times  the 
weight  of  the  coke. 

The  best  bitumînous  eoal  contaîns,  as  an  example, 

Carbon 81.47 

Hydrogen 4.97 

Nitrogen • i  .63 

Oxygen 5.32 

Sulphar i .  10 

Ash • 5.51 

Total 100  00 
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Its  complète  combustion  requires  10.99  times  its  weight  of 
air,  giving  a  rise  of  température  of  4830°  F.  (2683°  C.)  and  an 
evaporation  of  14.64  times  its  weight  of  water  from  and  at  the 
boiling-point.  The  heat  produced  is  14,143  units  per  pound 
of  fuel,  or  118°  per  pound  of  furnace  gases. 

Oak  wood,  according  to  Deering,*  has  the  composition, 
when  kiln-dried, 

Oxygen 41 -27 

Hydrogen 6.00 

NUrogen z.13 

Carbon 49-95 

Ash 1.65 

Total 100.00 

It  will  evaporate  7.98  times  its  own  weight  of  water,  develop- 
ing  7713  British  heat-units  per  pound,  demanding  6.08  times 
its  own  weight  of  air  for  complète  combustion,  the  products  of 
combustion  containing  1089  heat-units  P^^  pound  and  attaining 
a  température  of  4287°  F.  (2382""  C). 

Pennsylvania  petroIeum,  having  the  composition,  according 
to  Deering,  of 

Carbon  85  |  Hydrogen 15 

requires  1 5  times  its  own  weight  of  air  for  complète  combus- 
tion, libérâtes  20,360  British  thermal  units  per  pound  of  the 
liquid,  or  1267  per  pound  of  products  of  combustion,  and  de- 
velops  an  increase  of  température  of  4900°  F.  (2722°  C). 

Illuminating  gas,  according  to   Mr.  Deering,  having  the 
composition, 

Carbon 6z .  26 

Hydrogen 25.55 

Nitrogen 8.72 

Oxygen 4.47 

Total. ..." 100.00 

develops  20,801  British  thermal  units  per  pound,  équivalent  to 

*  Howard  Lecture.     W.  Andersen.     London,  1885. 
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the  evaporation  of  21.53  times  its  own  weight  of  water,  ihe 
best  mixture  for  complète  combustion  being  15.66  parts  of  air^ 
by  weight,  to  one  of  the  gas.  The  rise  in  température  with 
perfect  combustion  is  4567°  F.  (2537°  C),  the  total  heat  liber- 
ated  being  1250  British  thermal  units  per  pound  of  the  mix- 
ture. 

The  same  gas,  per  1000  cubic  feet,  weighs  as  folio ws  : 

Carbon 18.19  ^^s. 

Hydrogen 7.58    ** 

Nitrogen 2.59    " 

Oxygen 1.33    ** 

Total 29.69  Ibs. 

It  produces  617,485  units  of  heat,  and  can  evaporate  639  pounds 
of  water,  demanding  465  pounds  of  air  for  complète  combus- 
tion. 

By  using  the  data  of  Rankine,  results  are  obtained  for  the 
two  extrême  cases  oi  pure  carbon  and  oie  fiant  gas^  burned  re- 
spectivcly  in  air  ;  British  units  are  used  thus  : 

Carbon.  Olefiant  Gas. 

Total  heat  of  combustion  per  pound 14.500  21,300 

Weight  of  products  of  combustion  in  air,  undiluted 13  Ibs.  16.43  Ibs. 

Their  mean  spécifie  heat 0.237  0-257 

Spécifie  heat  X  weight 3.08  4.22 

Elévation  of  température,  if  undiluted 4,580*  5,050° 

If  diluted  with  air  =  \  air  for  combustion, 

Weight  per  Ib.  of  fuel. . .   19.  24.2 

Mean  spécifie  heat 0.237        0.25 

Spécifie  heat  X  weight 4.51  6.06 

Elévation  of  température 31215*  3,515* 

If  diluted  with  air  =  air  for  combustion, 

Weight  per  Ib.  fuel 25.  31.86 

Mean  spécifie  heat o. 238        o. 248 

Spécifie  heat  X  weight 5.94  7.9 

Elévation  of  température 2,440*  2,710* 

For  wet  fuel,  like  sawdust,  or  spent  tan  from  the  leach,  the 
Author  has  made  the  following  estimation  in  one  actual  case 
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^here  the  fuel  consists  of  45  per  cent  of  woody  fibre,  and  55 
per  cent  of  water. 

Taking  the  available  beat  per  pound  of  the  dry  portion  at 
•6480  British  thermal  units,  each  pound  of  wet  fuel  yields  2916 
units  of  beat.  Of  this,  531.6  are  absorbed  in  the  evaporation 
of  the  55  per  cent  of  water,  leaving  2384.4  units  to  raise  the 
température  of  the  products  of  combustion.  Of  thèse  there 
are,  as  a  minimum,  3.7  pounds,  having  a  mean  spécifie  beat  of 
about  0.287. 

The  élévation  of  température  is  therefore  2245.3°  Fahr., 
and  adding  the  mean  température  of  the  atmosphère,  74°,  the 
mean  température  of  furnace,  assuming  no  dilution  with  un- 
used  air,  and  no  losses,  would  bave  been  about  2320°  Fahr. 
{1271°  Cent.).  Losing  2\  per  cent  by  radiation  and  conduc- 
tion, etc.,  the  actual  température  was  2260°  Fahr.  (1238°  Cent.). 

The  température  of  chimney  flue  was  found  by  experiment 
to  hâve  been  544°.  The  furnace  gases  were  therefore  cooled 
2260°  —  544°  =  1716°  Fahr.  (937°  Cent.)  by  the  loss  of  the 
beat  given  up  to  the  boiler.  This  is  équivalent  to  1716x0.287 
=  492.5  British  heat-units  per  pound  of  gas,  and  to  4049.4 
units  per  pound  of  ligneous  material  in  the  fuel. 

The  "équivalent  evaporation,"  from  and  at  212°,  is  4049.4 
-=-  966.6  =  4.18  pounds  of  water.  The  actual  evaporation  was 
équivalent  to  4.24  pounds,  and  the  différence — less  than  one  per 
cent  of  the  total — represents  losses  and  errors  of  calculation. 

The  actual  existing  température  of  furnace  can  be  also  thus 

estimated.     The   available  beat  per  pound  of  fuel,  including 

water,  hasbeen  given  at  2916  British  thermal  units.     Of  this 

531.6 

-p-  =  0.182  passed  off  with  vapor,  and  was  not  useful  in  rais- 

ing  the  température  of  either  the  furnace  or  the  chimney. 
Hence,  of  ail  beat  liberated,  i. 00  —  0.182  =  0.818  was  eflficient 
in  elevating  the  température  of  furnace,  and  0.37  —  0.182 
=  0.188  was  effective  in  producing  the  observed  température, 
544°  Fahr.,  of  chimney.  Then,  since  the  same  quantity  of 
gas   passes  at  both   places,    the  température   of    furnace  was 

/^^4^  X  470)  +  74""  =  2119°  Fahr.  To  this  is  to  be  added 
\o.  1 00  ' 
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the  slight  loss  of  température  en  route  between  futnace  and 
chimney  by  conduction  and  radiation,  which  may  make  the 
figure  very  nearly  2260°  Fahr.,  as  above. 

The  actual  température  of  the  furnace  may  be  judged,  in 
any  case,  by  observing  the  brilliancy  of  the  light  radiated  from 
any  solid  in  its  midst,  and  presumably  at  its  own  température, 
as  by  the  following  table  given  by  Pouillet  : 

Appearance.  Temp.  Pahr. 

Red,  just  visible 977"* 

"      dull 1290 

*'      cherry,  dull 1470 

full 1650 

"  "        clear 1830 

Orange,  deep  ...    .  ; 2010 

**        clear 2190 

White  beat 2370 

**     brigbt 2550 

"     dazzling 2730 

To  détermine  température  by  fusion  of  solids,  we  hâve 
also  from  the  same  authority — 

Substance.  Temp.  Fahr. 

Tallow 92  *" 

Spermaceti 120 

Wax,  white 154 

Sulpbur 239 

Tin 455 

Métal. 

Bismuth 518 

Lead 630 

Zinc 793 

Antimony 810 

Brass 1650 

.    Silver,  pure 1830 

Gold  coin 2156 

Iron,  cast,  médium 2010 

Steel 2550 

Wrought-iron 2910 

79.  The  Rate  of  Combustion  is  determined  principally 
by  the  quantity  of  air  supplied.  The  amount  of  coal  burned 
per  square   foot   of   grate  with  chimney  draught  varies  very 
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nearly  with  the  square  root  of  the  height  of  the  chimney,  and 
has  been  found  by  the  Author,  ordinarily,  to  be  very  nearly,  as 
a  maximum,  with  anthracite, 

W^=2i^-i,     or     »^  =  17  V^' -  0.5, 

where  W  and  W  are  weights  of  fuel  burned  per  hour  per 
square  foot  of  grate,  and  on  the  square  mètre,  in  pounds  and 
kilogrammes,  and  H  and  H'  are  the  heights  of  chimney  in  feet 
and  mètres. 

A  chimney  64  feet  or  19J  mètres  high,  will,  for  example, 
under  favorable  conditions,  usually  support  combustion  of  15 
pounds  of  coal  per  square  foot  of  grate,  or  of  73  kilogrammes 
per  square  mètre.  The  weight  of  combustible  which  may  be 
burned  in  any  unit  of  time  may  be  calculated  approximately 
by  dividing  the  weight  of  air  which  can  be  supplied  in  that 
time,  by  its  proportion  to  weight  of  fuel,  as  determined  in  the 
preceding  paragraphs.  In  exceptional  cases  there  is  sometimes 
a  large  excess  of  air,  and  sometimes  a  considérable  deficiency. 
In  such  instances,  direct  experiment  only  can  détermine  the 
amount  of  fuel  burned. 

80.  The  Eflficiency  of  the  Furaace,  considered  as  a  beat- 
utilizing  apparatus,  is  determined  by  the  température  of  fur- 
nace  gases,  by  the  thoroughness  with  which  complète  combus- 
tion is  secured,  and  with  which  losses  of  fuel  and  of  heat  are 
prevented.  It  is  measured  by  the  ratio  of  the  amount  of  the 
total  available  heat  of  the  fuel  to  that  of  the  heat  actually  util- 
ized.  This  eflficiency  is  rarely  so  high  as  80  per  cent,  and  fre- 
quently  falls  to  50  per  cent. 

In  ail  cases,  eflficiency  is  to  be  studied,  in  applications  of 
heat,  in  two  parts  :  (i)  the  efficiency  of  the  heat-generating  and 
absorbing  apparatus,  i.e.,  the  furnace  ;  (2)  the  eflficiency  of  the 
heat-utilizing  apparatus  and  methods,  as  the  steam-boiler,  the 
heating-chamber  of  the  reverberatory  furnace,  or  such  other 
heat-absorbing  arrangement  as  may  be  adopted. 

(i)  The  efficiency  of  the  furnace  is  represented  by 

T  —  T 
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in  which  E  is  the  ratio  of  the  beat  rendered  available  to  beat 
developed  ;  J",,  T',,  Z,,  are  tbe  températures  of  Jurnace,  of 
chimney,  and  of  external  air.  For  examples,  in  two  actual 
cases,  7p  T,,  7;,  were,  2118°  F.,  544°  F.,  and  74""  F.,  or  1176°, 
302°,  or  510°,  251°,  and  48°  C.  for  the  second  case.  Tbe  values 
of  tbe  efficiencies  of  tbe  two  kinds  of  apparatus  were 

2118°  ~  544°      ^^^.  ,     919°  -  452°       ^,. 

or  for  Centigrade  degrees, 

1176°  -  302°  ,     510°  —  251° 

YY^6^-^fo  =  o.77;    and    ^-^-^  =  0.56; 

tbe  first  being  nearly  40  per  cent  bigber  tban  tbe  second.  A 
certain  cbange  of  fuel  would  bave  given  tbe  first  a  maximum 
température  of  2644°  F.,  1451°  C,  and  would  bave  raised  its 
efïiciency  to 

2644°  -  544°  _ 
_____  ^  0.81, 

or 

1451°  -  279°      „«, 

(2)  Tbe  efïiciency  of  tbe  beat-absorbing  apparatus  îs  dé- 
pendent upon  tbe  cbaracter  and  proportion,  and  is  not  treated 
bere.  Tbe  bigbest  efïiciency  in  beat-production  is  secured  by 
perfect  combustion  witb  tbe  least  practicable  air-supply,  tbus 
obtaining  tbe  bigbest  possible  resulting  température. 

A  large  part  of  tbe  beat  produced  by  combustion  of  fuel 
is  expended  in  procuring  cbimney  draugbt.  Tbis  is  not  avail- 
able for  producing  any  otber  useful  effects. 

Tbe  amount  of  beat  tbus  expended  varies  witb  tbe  nature 
of  tbe  products  of  combustion,  and  tbe  use  to  wbicb  tbe  beat 
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is  to  be  applied.  In  ail  cases  the  beat  thus  discharged  is 
wasted. 

The  température  of  the  products  of  combustiort  cannot 
usually  be  reduced  much  below  about  6cxD°  F.,  or  315°  C. 

81.  Economy  in  Combustion  of  Fuels,  where  they  are 
used  simply  in  the  production  of  high  température,  is  so  im- 
portant a  matter,  except  in  those  favored  localities  where  the 
proximity  of  coal,  or  of  peat-beds,  or  of  forests,  renders  its 
waste  less  objectionable,  that  the  engineer  should  omit  no 
précaution  in  the  endeavor  to  secure  their  perfect  utiliza- 
tion. 

To  secure  the  greatest  economy,  it  is  necessary  to  adopt  a 
form  of  grate  which,  while  allowing  a  sufficient  supply  of  air 
to  pass  through  it  to  insure  complète  combustion,  has  such 
narrow  air-spaces  as  to  prevent  waste  of  small  fragments,  by 
falling  through  them. 

The  narrower  the  grate-bars  and  the  air-spaces,  the  more 
readily  can  losses  from  this  cause  and  from  obstruction  of 
-draught  be  avoided.  With  a  hot  fîre,  however,  the  difficul- 
ties  arising  from  the  warping  of  the  bars  become  so  great, 
that  it  is  only  by  peculiar  devices  for  interlocking  and  bracing 
them  that  their  thickness  can  be  reduced  below  about  \  of  an 
inch  at  the  top.  Many  such  devices  are  now  in  use.  In  fur- 
naces  burning  wet  fuel,  with  an  ash-pit  fire,  fîre-brick  grate-bars 
are  used. 

A  certain  amount  of  air  must  usually  be  allowed  to  enter 
the  furnace  above  the  grate,  to  consume  those  combustible 
gases  which  do  not  obtain  the  requisite  supply  of  oxygen  from 
below.  The  carbon,  probably,  in  such  cases  usually  obtains 
its  oxygen  from  below  the  grate,  while  the  gaseous  constituents 
of  the  fuel  are  consumed  by  the  oxygen  coming  in  above. 

Chas.  Wye  Williams,  who  made  most  extended  and  care- 
ful  experiments  on  combustion  of  fuel,  recommended,  for 
ordinary  cases,  where  bituminous  coal  was  burned,  a  cross  area 
of  passage,  admitting  air  above  the  grate,  of  one  square  inch 
for  each  900  pounds  of  coal  burned  per  hour,  or  about  one 
square  centimètre  for  each  63  kilogrammes  of  fuel.  This  area 
should  be  made  larger,  proportionally,  as  the  thickness  of  the 
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bed  of  the  fuel  is  inôreased,  and  as  the  proportion  of  hydrocar- 
bons  becomes  greater. 

Chilling  the  gases,  before  combustion  is  complète,  should 
be  carefully  prevented;  and  comparatively  cold  surfaces,  as 
those  of  a  steam-boiler,  should  not  be  placed  too  near  the 
burning  fuel.  A  large  combustion-chamber  should,  where 
possible,  be  provided,  and  more  complète  combustion  may  be 
expected  in  furnaces  of  large  size,  lined  with  fire-brick,  and 
with  arches  of  the  same  material,  than  in  a  furnace  of  small  size 
where  the  fire  is  surrounded  by  chilling  surfaces,  as  in  a  "  fire- 
box  steam-boiler." 

Finally,  the  greatest  possible  amount  of  heat  being  devel- 
oped  in  combustion,  careful  provision  should  be  made  for  com- 
pletely  utilizing  that  heat. 

In  a  steam-boiler  this  is  accomplished  by  having  large  heat- 
ing-surfaces,  and  by  so  arranging  the  distribution  of  the 
adjacent  currents  of  water  and  of  hot  gases  that  their  différ- 
ence of  température  shall  be  the  greatest  possible.  The  gases 
should  enter  the  flues  at  that  part  of  the  boiler  where  the  tem- 
pérature is  highest,  and  leave  them  at  the  point  of  lowest  tem 
perature.  The  feed-water  should  enter  as  near  as  possible  to 
the  point  where  the  gases  pass  off  to  the  chimney,  and  should 
gradually  circulate  until  evaporation  is  completed  at,  as  nearly 
as  possible,  that  part  of  the  boiler  nearest  to  the  point  of 
entrance  of  the  heated  gases. 

Where  a  small  combustion-chamber  is  unavoidably  employ- 
ed,  as  in  locomotives,  various  expédients  hâve  been  devised 
with  the  object  of  producing  complète  intermixture  of  gases 
before  entering  the  tubes.  The  most  common  and  most  suc- 
cessful  is  a  bridge-wall,  sometimes  depending  from  the  crown 
sheet,  but  sometimes  rising  from  the  grate,  and  which,  by  the 
production  of  eddies  in  the  passing  current,  causes  a  more 
thorough  commingling  of  the  combustible  gases  with  the 
accompanying  air.  None  of  thèse  devices  seem  yet  to  hâve 
given  such  good  results  as  to  induce  their  gênerai  adoption. 

In  the  furnaces  of  steam-boilers  it  is  usually  considered 
advisable  to  allow  the  gaseous  products  of  combustion  to  enter 
the  chimney  at  a  température  of  about  600°  Fahr.  (315°  Cent.),. 
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or  about  2.08  tîmes  the  absolute  température  of  the  external 
air,  where  natural  draught  is  employed.  Rankine  bas  stated 
^that  the  best  température  of  chimney  for  natural  draught  is 
'that  at  which  the  gases  bave  a  density  equal  to  about  one  half 
that  of  the  external  air.  Thus,  the  température  of  the  external 
air  being  60°  Fahr.  (15°. 5  Cent.),  its  absolute  température  is 
521^.2  (26i°.75  Cent.),  and  the  required  absolute  température 
of  the  gases  in  the  chimney  will  be  this  température  multiplied 
by  2-j^,  i.e.,  52i°.2  X  2^=  io85°.8,  and  the  corresponding 
température  on  the  ordinary  scale  is  624^.6  Fahr.  (339^.2  Cent.). 

With  forced  draught,  a  considérable  economy  may  be 
effected  by  the  réduction  of  the  température  of  escaping  gases 
approximately  to  that  of  the  boiler  itself  at  the  point  of  dis- 
charge of  the  gases.     The  system  is  growing  in  favor. 

The  fuel  should  be  usually  burned  at  a  fair  rate  of  combus- 
tion, and  in  such  manner  as  to  give  that  degree  of  efficiency 
which  has  been  found  financially  désirable.  The  air-supply 
should  be  provided  for,  partly  above  as  well  as  below  the 
grates,  bituminous  coal  demanding  more  above  the  bed  of  fuel 
than  anthracite,  partly  because  it  is  needed  to  burn  the  gaseous 
hydrocarbons  driven  off  from  the  former,  and  partly  because 
the  bituminous  fuel  is  burned  in  a  thicker  and  less  perméable 
bed  of  fuel.  Ten  or  fifteen  per  cent  of  the  total  air-supply 
should  usually  be  furnished  above  the  flame-bed, 

The  grate-area  should  always  be  so  proportioned  that  it 
shall  be  possible  to  keep  it,  in  ordinary  working,  at  ail  times 
well  and  uniformly  covered  with  incandescent  fuel.  The 
space  above  the  grate,  between  it  and  the  heating-surfaces, 
should  always  be  so  large  that  ample  space  and  time  are  given 
for  thorough  intermixture  of  gases  and  complète  combustion, 
and  it  should  hâve  such  form  that  the  air  introduced  above 
the  fuel  may  become  well  mingled  with  the  gases  distilled 
from  the  coal.  The  effect  of  this  air-supply,  where  bituminous 
coal  is  used,  is  well  shown  in  an  experiment  by  Mr.  Houlds- 
worth,*  made  in  1842  for  the  British  Association,  at  its  Man- 


♦  Fuel  Combustion  and  Economy;  C.  W.  Williams.  **  On  the  Consumption  o£ 
Fuel,  etc.  ;"  Wm.  Fairbairn,  Trans.  Brit.  Assoc.  1842. 
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Air  excluded  : 

State  of  the 

Fines. 

Tery  black,      \ 
Much  smoke    / 

Ditto  .    .    .    .    . 

Ditto  .... 

Ditto  .    .    .    .• 

Ditto  .... 

Dark  Hed     .    . 

Dingy  Hed  .    . 

DittOi  no  flauie 

Ditto  .... 

Dark  Eed     .    . 

Dark  .... 

Ditto  .    .    .'  . 

Ditto  .... 

Ditto  .... 

Ditto  .... 

Dark  Bed     .    . 

Dark  ...    « 

Ditto  •    •    .    « 

Ditto  «    •    •    • 

Ditto  •    •    •   .• 


-X      w       sfc»        v^        ^-        r«*        v«« 

%%    %    %    H    %    % 


-\ 

=5:: 

^ 

\ 

\ 

\ 

\ 

\ 

\ 

\ 

\ 

\ 

\ 

l-. 

/ 

II 

/ 

j 

r»eti 

vmm 

i 

i 

L 

•^w 

IU£0 

\ 

s. 

y 

) 

î 

/ 

■ 

/ 

/ 

/ 

/. 

/ 

J. 

Y 

1 

Air  admitiedi 

Stato  bf  tho 

Flues. 

/  Clear  flame,   \ 
\  14  feet  long.  | 


ë  Ditto,  15  ft.  long. 

01 

ë  Ditto,  16  feet 

^  Ditto,  16  feet. 

è  Ditto,  14  feet 

g;  Ditto.  13  feet 


^    Ditto,  13  feet 


Ditto,  16  feet. 

1  Purple  flame, 
from  carbonio 
oxide. 


wS*  jcS    eâ    jS         g. 
|B  {3    IB    la        £ 

^i  "i  "i  '^i      ^ 


g  8 


FiG.  69,— Température  of  Furnacb.  • 

chester  meeting.  As  seen  by  référence  to  Fig.  69,  the  tem 
perature  in  the  flue  fell  to  750°  F.  (400°  C.)  on  the  introduc 
tion  of  a  fresh  charge  of  fuel,  rose  atthe  end  of  a  half-houi 
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to  above  1200""  F.  (650°  C),  then  fell,  until  at  the  end  of  an  hour 
and  a  quarter  it  had  dropped  to  1040°  F.  (560°  C),  the  fire 
meantime  not  having  been  disturbed.  On  then  levellîng  ofl 
the  surface  of  the  bed  of  fuel,  and  thus  filling  ail  holes  in  the 
fire,  the  température  at  once  rose  nearly  to  the  maximum,  and 
then  gradually  fell  again  to  850°  F.  (454°  C).  During  this 
period,  the  air  was  admitted  above  the  fire  ;  the  lower  line  of 
the  diagram. shows  the  resuit  of  the  usual  method  of  handling 
the  fires  without  air-supply  above  the  fuel.  The  gênerai 
method  of  variation  of  température  is  the  same  during  the 
period  between  successive  charges,  but  the  température  averages 
ten  per  cent  lower.  The  transformation  of  a  mass  of  black 
smoke  into  a  flame  many  feet  in  length  is  the  best  possible 
évidence  of  the  advantage  of  this  opération.  The  gain  in 
economy  of  fuel  was  estimated  at  about  one  third  when  the 
supply  of  air  was  properly  adjusted  and  managed.  The  dotted 
line  in  the  figure  indicates  the  probable  températures  when  the 
bed  of  fuel  is  kept  level  and  free  from  holes. 

82.  Weather  Waste. — When  coal  is  exposed  to  atmos- 
pheric  influences,  a  "  weather  waste  "  occurs.  Oxygen  is 
absorbed,  and  a  slow  combustion  injures  the  fuel.  Berthelot 
found  also  that  at  températures  not  exceeding  530°  Fahr. 
(277°  Cent.)  hydrogen  may  be  absorbed,  and  succeeded  in 
converting  two  thirds  of  the  bituminous  coal  experimented 
with  into  liquid  hydrocarbons.  Coals  freshly  mined  give  out 
gase«>us  hydrocarbons,  and  even  anthracite  mines,  where  deep, 
are  not  free  from  danger  by  the  explosion  of  such  gases.  The 
absorption  of  oxygen,  and  this  loss  of  hydrogen  and  carbon,  is 
injurious  to  the  fuel.  According  to  Mursiller,  coals  containing 
*' fire-damp"  give  it  up  at  or  below  626°  Fahr.  (330°  Cent.;, 
and  lose  their  coking  property.  Coals  usually  absorb  carbonic 
acid  freely. 

Poech  concludes  :*  "  Freshly-mined  coal  deposited  on  the 
rubbish  piles  is  capable  of  condensing  several  times  its  voÂume 
of  oxygen  in  its  pores.  The  oxygen  absorbed  enters  into 
chemical    combination  with   the   easily-oxidized   constituents. 

*  Van  Nostrand's  Magazine,  1884. 
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According  as  the  absorption  is  rapid  or  slow,  a  greater  or  less 
élévation  of  température  is  produced.  In  the  former  it  may 
lead  to  spontaneous  combustion.  The  crumbling  of  coal  is, 
among  other  causes,  a  conséquence  of  the  absorption  and  con- 
densation of  oxygen  in  its  pores,  and  the  chemical  changes  tak- 
ing  place.  The  escape  of  the  hygroscopic  moisture  favors  the 
absorption  of  oxygen.  The  pyrites  can  only  produce  a  further- 
some  effect  on  the  increase  of  température  when  présent  in 
considérable  quantities,  and  then  only  in  présence  of  moisture 
and  air  ;  in  the  dry  state  they  must  be  regarded  as  perfectly 
passive,  and  may  even  be  detrimental  to  the  warming.  .  Freshly- 
mined  coal  placed  in  an  atmosphère  of  steam  can  suffer  no 
change.  Even  with  incomplète  exclusion  of  the  air  the  steam 
will,  in  gênerai,  oppose  oxidation  and  warming,  principally  by 
uniform  moistening  of  the  pièces  of  coal." 

83.  The  Composition  of  the  Common  Fuels  may  be  ob- 
tained  f rom  the  foUowing  tables  : 

COMPOSITION  OF  VARIOUS  FUELS  OF  THE  UNITED  STATES. 


C 

H,        0. 

N. 

S. 

Mois- 
ture. 

Aah. 

Spec. 
Grav. 

Pennsylvania  Anthracite 

78.6 

8s. 8 
92.0 
83.1 

84.2 
80.5 

75.8 
59-4 
70.0 
52.0 
62.6 
58.2 
59-5 
48.4 
71.0 
41.5 
5^.0 
55.0 
74.0 

50.1 

2.5     1.7 

0.8 

0.9 
I.I 

0.4 

3.7 
2.0 
9.1 

0.9 
1.2 

1.2 

14.8 

1.45 

Rhode  Island           "         

Massachusetts         "         

North  Carolina        *'         

10.5 
6.0 
7.8 

1.85 
1.78 

1.3 
1.7 

6.7 

8.3 

4.0 
1.8 
2.0 
9.0 
1.9 
4.7 
3.9 
2.8 

12.0 

2.5 
1.2 
4.0 
7.4 

13.2 

Welsh                       "         

Maryland  Semi-Bituminous 

3.7     2.3 
4.5     2.7 

1.40 
1-33 

Pcnna.         **             "             

20.2 

38.8 
28.0 
39.0 
35.5 
37.1 
36.6 
48.8 
17.0 

56.5 
42.6 
41.0 
18.6 

1.32 
1.30 
1.24 
1.27 
1.30 

t«              Il             << 

Indiana        "             "             

i.              i<             (« 
Illinois  Bituminous 

.... 

.... 

(Block)  Bituminous. .... 

m  and  Ind.  (Cannel)  Bituminous 

I  .2*7 

Kentucky 

Tennessee  Bituminous 

1.25 
1.45 

tt                  (( 

Alabama            *'           

I.O 

1.2 

Virginia              '*           

0.9 

1.5 

"■' 

Cal.  and  Oregon  Lignite 

3-9  13.7 

1.32 
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MONONGAHBLA  GAS  COAL.    (CRESSON.) 

Weight  of  sample,  60  Ibs.  (27.27  kilogrammes). 

Volatile  matier,  per  cent 35-74 

Coke,  per  cent ' 64 .  26 

Ash,  per  cent 6.66 

Yield  of  gas,  cubic  feet  per  pound  maximum 5.2 

**         "      cubic  mètres  per  kilogramme  maximum. . . .  0.324 

Cubic  feet  per  pound  average 5.0 

'*         "      cubic-metres  per  kilogramme  average 0.312 

Ton  maximum 11,648.0 

*'    average 11,200.0 

lUtuninating  power,  5  feet  per  hour  =  candies 15.0 

"              "        I  ton  coal  =  Ibs.  sperm 576.0 


COMPOSITION  OF  FORBIGN  COALS. 


Welsh  (Anthracite). . . . 

Scotch  **  

English  (Newcastle). . . 

(Lancashire). . . 

(Derbvshire)... 

(Staflfordshire). 

French  Anthracite  . . . 

**       Bituminous. . . 


Spanish  (Asturias). 
German  (Silesia).. . 

Saxony 

Prussia 

Hindostan 

Brazil 

Nova  Scotia 

Cape  Breton 


Auscralia  (Lignite).. 

Bornéo 

Chili 

Coke 


C. 


90.4 

78.5 
82.1 

77.9 
79.7 
78.6 
94.0 
84.0 

53.0 

57.9 
80.0 

56.7 
50.0 

57.9 
60.7 
67.6 

64  3 
70.3 
70.6 
91.5 


H. 


3 

5 

5 

5 

4 

5 

1.4 

5.0 


4.2 
5-4 
5.8 


N. 


0.8 
I.O 
1.4 
1.3 
1.4 

1.8 
0.6 
1.0 


O, 


3.0 
9.7 
5.7 
9-5 
10.3 
12.9 


8.0 


S, 


Ash. 


40.0 
42.0 
19.0 
18.9 
35-4 
4" -5 
26.8 
26.9 


0.9 

r.4 
i.o 
0.41 


i.o 
0.7 

I.O 


10. 0 
19.2 
13.2 


1.6 
4.0 

3.5 
4.6 

2.7 
1.0 
4.0 
2.0 

7.0 
2.1 
1.0 

24.4 
14.6 

1.6' 
12. 5J 

0.6  10. o' 

1.2  14.2' 

2.0     7.4I 

1-5    7.0, 


Gmity.      Authority. 


32   , 

26 

26  1 

27 

29 

•  •  1 

33  ; 

2t  1 

29 

47 

37  1 

29  1 

33  i 

34  1 

27 

37  ' 

29 

Vaux. 
Muspratt. 


Vaux. 

Jacqueline. 

Ledieu. 

!Johnson. 


Ishcrwood. 
Musprait. 


Kind. 
Bituminous.... 
Arthracite,  egg. 
nut. 


VALUES  OF  COALS. 


Probable 
Evaporation. 


10 

10 

9 


Probable 
Kind.  Evaporatioa. 

Anthracite,  pea %\ 

'*  buckwheat 7^ 

"  rice 7 
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COMPOSITION  OF  SUNDRY  FUELS. 


Wood(kiln-dried).. 
*'      (air-dried). . . 
Peat  (kiln-dried) . 


50.5 

40.4 

60.0 

(air-dried) '.  h^'.i 


H. 


N, 


4.9;  0.9 
6.8  1.3 
4. 61  i.o 


O, 


S. 


40.7 
32.7 
30.0,. 

23.6  . 


Ash. 


1.6 
1.2 

i.g 

1-5 


Bitumen,  United  States....  24.8 

**  England j52.2 

"  France '50.3 

"  South  America. .  .|7i. 8 

..  24.4 
. .  14.0 


Asphaltum,  Syria 

Petroleum,  pure  U.  S. 


86.0 


Volatile  Matter. 


72.4 

47.5 
41.6 
26.7 
68.0 
72.6 
14.0 


"DeadOil" 86.5'  7.0 

Gas,  Marsh 75.025.0 

*'    Olefiant.. I85.7 |I4.3 


Spécifie 
Gravity. 


0.510  1.2 
0.5 


2.8 
0.3 

O.I 

1.5 
7.6 

13.6 


Refuse. 


f.5 


0.8 


Authority. 


Watts. 
Paul. 


Johnson. 


Watts. 


t  . 

Carb. 

Acid. 

Carb. 
Oxide. 

N. 

N. 

Hydro- 
carbon. 

Authority. 

Gas  f  rom  Wood ; . . . . 

II. 6 

0.8 

14.0 

1.3 
2.0 

4.1 

34.5 
34-1 
22.4 
33.8 
40.0 
23.7 

0.7 
0.2 

0.5 
O.I 

42.4 

8.0 

53.2 

64.9 
63.1 
64.8 
3-2 
61.5 

Î2!4 
2.2 

Ebelmen. 

*'       '•      Charcoal \. 

*'   '   "      Peat 

•  • 

*'      Coke 

(« 

"       "      Lignite 

'*       **      Bituminous  Coal*.. 

Siemens. 

*  Burned  in  Siemens'  gas-producers. 

84.  The  Heating  EfFect,  or  calorific  power  of  good 
spécimens  of  the  various  kinds  of  fuel,  is  given  in  the  follow- 
ing  table,  expressed  in  British  thermal  units,  and  the  Appendix 
contains  other  similar  data  as  obtained  in  Sibley  Collège 
laboratory  work.     (Table  XVIII,  p.  673.) 

Good  anthracites  from  Pennsylvania  hâve  a  computed 
heating  power  of  very  nearly  14,000  B.  T.  U.,  and  are  quite 
uniform.  Semi-anthracites  from  Pennsylvania  and  West 
Virginia  range  from  14,000  to  15,400  and  good  bituminous 
coals  13,750  to  14,000  B.  T.  U.  per  pound. 
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CALORIFIC   VALUE   OF   FUELS. 


FUBL. 


Water 

Calorific  Power. 

vaporized 
alBoiling- 

pomt. 

Relative. 

Absolute. 

Parts  by 
one    Part. 

I.OOO 

14.500 

15.00 

4.280 

62.500 

62.75 

I.816 

26,415 

26.68 

1.466 

21,328 

21.54 

1.020 

14.833 

14.98 

I.017 

14,796 

14.95 

0.7 

10.150 

10.35 

0.7 

10,150 

10.25 

0.526 

7.650 

7.73 

0.551 

8,029 

«.10 

0.439 

6.385 

6.45 

0.930 

13.500 

14.00 

0.940 

13,620 

14.00 

1.250 

18,200 

18.75 

I.2f)0 

18,350 

18.90 

1.240 

18.050 

18.60 

1.270 

18,450 

19.05 

1.240 

18,000 

18.60 

1.240 

18,000 

18.60 

1.240 

18,000 

18.60 

0.650 

9,000 

9.30 

Cubic  Feet 

required 

to  stow 

one  Ton 

of  Furnace 
Coal. 


Weight. 
Pounds 
per  Cubic 
Footas 
stowed. 


Carbon,  pure  

Hydrogen 

Marsh  gas 

Olefiant  gas , 

Coal,  Anthracite , 

**      Bituminous 

••      Lignite,  dry 

Peat,  kiln-dried 

•*      air-dried 

Wood,  kiln-dried 

air-dried 

Charcoal 

Coke 

Petroleum,  heavy.  W.  Va 

light,  W.  Va.. 

*•      Penna.. 

•*  heavy,  Ohio. . 

**  Asia 

**  Europe 

Shale  Oil,  France  (crude). 
Animal  fat 


40  to  45 
42  to  48 

42 

81 

75 


56  to  100 


56  10  75 
45 


49  to  56 
47  to  53 

53 

25 

30 

22  to  40 
30  to  40 

50 


The  différence  between  theoretical  and  effective  heating 
power  for  various  kinds  of  fuel  is  exhibited  in  the  following 
table,  which  gives  the  number  of  pounds  of  water  evaporated 
by  one  pound  of  fuel,  according  to  European  authorities  : 


Heating  Power. 

FUBL. 

Theoretical.        |      steam^Boilcrs. 

Under 
Opcn  Boilers. 

Petroleum 

16.30          1  10. 0    to  14.0 
12.45                70     to  II. 0 
II. 51               5.2     to     8.0 
10.77           i     6.0     to     6.75 
9.0    to   10.8     1     5.0     to     8.0 

7.7         1    2.5    10   5.5 

5.5     to     7.4     1     2.5     to     5.0 
4.3     10     5.6     1     2.5     to     3.75 
3.0            j     1.86  to     1.92 

Anthracite 

Bituminous  Coal 

Charcoal 

5.2 
3.7 

Coke 

Lignite    

1.5      to     2.3 
1.7      to     2.3 
1.85    to     2.1 

Peat 

Wood 

Straw 
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RELATIVE    VALUE   OF   VARIOUS   WOODS.    (OVERMAN.)» 


WOOD. 


Hickory,  shell  bark... 
Oak.  chestnut 

•*     white 

Ash,  whlie 

Dogwood 

Oak,  black 

**    red 

Beech.  white 

AValnut,  black 

Maple,  hard  (sugar)... 

Cedar.  red 

Magnolia 

Maple,  soft 

Pine,  yellow 

Sycamore .  . . 

Butternui    

Pine,  New  Jersey 

pitch.*. 

white 

Poplar,  Lombardy. . . 

Chestnut 

Poplar,  yellow..     . ... 


Spécifie 
Gravity. 


I.OOO 
0.885 
0.885 
0.772 
0.815 
O.72S 
0.728 
0.724 
0.681 
0.644 

0.565 
0.605 
0.597 
0.551 
0.535 
0.567 

0.478 
0.426 
0.415 
0.397 
0.552 
0.563 


Pounds    I      Per- 
in  one    1  centaire 
Cord.       Charcoal. 


Spécifie  I  Pounds  of 
Gravity  ofi  Charcoal 
Charcoal.  in  a  Bush. 


4.469 
3.955 
3.821 
3.450 
3.643 
3.254 
3.254 
3.236 
3.044 
2.878 

2.525 
2.704 
2,668 
2,463 
2,391 
2.534 
2.137 
1.Q04 
1.S68 
1.774 
2,333 
2,516 


26 .  22 

22.75 
21.62 

25 -74 
21.00 
23.80 
22.43 
19.62 
22.56 
21.43 
24.72 
21.59 
20.04 

23.73 
23.60 

20.79 

24.88 
26.76 

24.35 
25.00 
25.29 
21.81 


0.625 
0.481 
0.401 
0.447 
0.550 
0.387 
0.400 
0.518 
0.418 
0.431 
0.238 
0.406 
0.370 

0.333 
0.274 
0.237 

0.385 
0.298 
0.293 

0.245 
0.379 
0.383 


32.89 

25.31 
21.10 
28.78 
29.94 
20.36 
21.05 
27.26 
22.00 
22.68 

12.52 
21.36 
19.47 
17.52 
19.68 
12.47 

20.26 

15.68 
15.42 
12.85 

19 -74 
20.15 


Relative 

Value 

ofWood. 


I.OO 
0.86 
0.81 
0.77 

0.75 
0.71 
0.69 
0.65 
0.65 
0.60 
0.56 
0.56 
0.54 
0.54 
0.52 
0.51 
0.48 

0.43 
0.42 
0.40 
0.52 
0.52 


*  Metallurgy.     N.  Y.:  D.  Appleton  &  Co.,  1864. 

Wood  eut  in  January  contains  from  15  to  25  per  cent  less 
water  than  after  the  sap  is  in  motion  in  April.  As  wood 
seasons  naturally  in  the  air,  it  loses  from  one  sixth  to  one 
third  its  weight  of  water,  but  still  contains  from  one  seventh 
to  one  fourth  its  weight  of  moisture.  A  considérable  part  of 
the  latter  may  bç  expelled  by  kiln-drying,  and  most  of  it  if  the 
kiln  heat  be  raised  to  212°.  A  cord  of  wood  contains  128 
cubic  feet  as  it  lies  piled  up.  But  allowing  for  the  interstices 
in  fairly  piled  wood,  we  may  reckon  a  cord  to  actually  contain 
about  seventy-two  cubic  feet.  Thoroughly  dry  wood  weighs 
jiearly  as  follows  : 

One  cubic  foot.  One  cord. 

Hickory,  pounds 62  4,464 

White  oak 53  3.816 

White  ash 49  3,528 

Red  oak 45^  3.276 

White  beech 45  2,240 
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Ooc  cubic  foot.       One  cord. 

Apple  tree 43  3*096 

Black  birch 43  3,096 

Black  walnut 42i  3.060 

Hard  roaple 40  2,880 

Soft  maple 37  2,664 

Wild  cherry 37  2,664 

Whiie  elm 36*  2,628 

Butternut 35i  2,556 

Red  cedar 35  2,520 

Yellow  pine 34  2.447 

White  birch \ 33  2,376 

Chesmut 32  2.304 

White  pine 26  1,872 

With  hickory  at  $5  a  cord,  other  woods  are  worth  about  as 
below  : 

Hickory.... •••••••••••• $5  00 

White  oak • • • 4  05 

White  ash 3  85 

Apple , 3  50 

Red  oak 445 

White  beech 3  25 

Black  walnut 3  25 

Black  birch 3  15 

Hard  maple 3  00 

White  elm 2  90 

Red  cedar 2  08 

Wild  cherry • 2  75 

Soft  maple • 2  70 

Yellow  pine 2' 70 

Chestnut 2  60 

Butternut 2  55 

White  birch 2  40 

White  pine 2  10 

Experiments  on  combustion,  conducted  by  MM.  Scheurer 
Kestner  and  Meunier-Dollfus,*  indicate  that  the  method  em- 
ployed  for  determining  the  heating  power  of  fuel,  from  its 
analysis,  îs  not  correct.  A  satisfactory  explanation  of  this 
différence  bas  not  been  given.     The  heating  effect  may  dépend 

*  Bulletin  de  la  SociéU  industrielle  de  Mulhouse^  1868,  1869. 
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on  the  State  in  which  the  carbon  exists  in  the  coal  ;  and  that 
although  the  calorific  effect  of  the  combustion  of  charcoal  has 
been  determined,  it  may  be  higher  in  the  case  of  other  forms 
of  Carbon.* 

Mr.  G.  H.  Babcock  gives  the  following  tables  as  représenta- 
tive of  familiar  practice: 


Air 
Rb- 

QUIKBD. 

Tbmpkraturb  of 
Combustion. 

Thkorktical 
Value. 

HiGHKST 

ATTAINABI.B 

VaLIB  l'NUEE 

BOILBR. 

KiND   OF 

Combustible. 

'o 

Kl 

1^ 

'5< 

p'o 

SI 

et 

(R                  ' 

Pli 
^% 

1,940 
1,850 

1,650  , 

1 
1.730  1 

i,8»o   ' 

1,720    1 
1,670    ' 

1,660    1 

1,550   1 

»,530 

1,490    1 

In    Ibs.     of    Water 
rai;;ed    i»  per   Ib. 
of  Combustible. 

o"8  2.g 

^2:1 
-  0  c«  u 

ft 

18.55 
13.30 
14.28 

X4-45 

14.01 
10.78 

8.92 

641 

6.64 

4.08 

"M 

Hydrogen 

Peiroicum 

Cartion— 

Charcoal i 

Coke V 

AnthraciteC'n 

Coal- 
Cumberland  . . . 
Coking  bitumi- 
nous*. 

36.00 
1543 

ta. 13 

12. 06 

XI. 73 

11.80 
9.30 

7.68 

5.76 

6.00 

4.80 

5,750 
5.050 

4,580 

4,900 
5,140 

4,850 

4,600 

4,470 

4,000 

4,080 

3,700 

3,860 

3.5»5 

3,215 

3.360 
3,5ao 

3.330 
3.210 

3.140 

3,820 

2,910 

3,670 

2,860 
3,710 

«.440 

2,540 
2,490 

2.420 

2,240 

2,260 

2,100 

62,032 
21,000 

'4.500 

«5.370 
15,837 

15,080 
",745 

9.660 

7,000 

7.245 
5,600 

64.30 
21.74 

15.00 

15.90 
x6.oo 

15.60 
12.15 

xo.oo 

7.25 
7.50 

5.80 

19.90 

14.14 

15.06 
15.19 

Cannel 

14.76 
H.46 

9.4» 

6.7« 

7  o« 

4-39 

Lignite 

Peat— 

Kiln-dried 

Air-dried,25p.c. 

water 

Wood- 

Kiln-dricd 

Air-dried,ao  p.c. 
water 

The  above  table  gives  the  air  required  for  complète  com- 
bustion, the  température  attained  with  différent  proportions  of 
air,  the  theoretical  value,  and  the  highest  practically  attainable 
value  under  a  steam-boiler,  assuming  that  the  gases  pass  off  at 
320°,  the  température  of  steam  at  75  Ibs.  pressure,  and  the  in- 
coming  air  at  60°  ;  also,  that  with  chimney  draught  twice,  and 
with  forced  blast  only,  the  theoretical  amount  of  air  is  required 
for  combustion. 

The  effective  value  of  ail  kinds  of  wood  per  poundy  when 

*  M.  L.  Gniner,  Engineering  anU  AI ining  Journal,  xviii. 
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dr>',  is  substantially  the  same.     The  following  are  the  weights 
on  other  authorities  of  différent  woods  by  the  cord  : 

KiND  OF  WooD.  Wcight. 

Hickory,  slicU-bark 4.469 

red  heart 3.705 

White  oak 3,821 

Red  oak 3.254 

Bcech 3.126 

Hard  maple 2.878 

Southern  pine 3375 

Virginia  pin^ 2,680 

Spruce 2,325 

New  Jersey  pine 2, 137 

Yellow  pine J.904 

White  pine •  868 

The  following  table  of  American  coals  has  been  compiîed 
f  rom  various  sources  : 


COAL. 


KIND  OF  COAL. 


Pennsylvania Anthracite. 


Canne! 

Connellsville. . . . 

Semi-bituminous. 

Stone's  Gas 

Youjçhiogheny. . . 

Brown 

Kentucky Caking 

Cannel 


Lignite    

Illinois Bureau  County . 

**      Mercer  County. 

**      Montauk 

Indiana Block 

"      Caking 

"      Cannel 

Maryland Cumberland.   . . 

Arkânsas Lignite 

Colorado.... **       


Texas "       

Washington  Ter.. . .       "       

Pennsylvania Petroleum  . 


Per  Cent  o£ 
Ash. 


3.49 
6.13 
2.90 

15.02 
6.50 

10.77 
500 
5-6o 
950 
2.75 
2.00 

14.80 
7.00 
5.20 
5 -60 
5.50 
2.50 
5.66 
6.00 

13.98 
5.00 
9.25 
4.50 
4-50 
3.40 


Theorbtical  Value— 


In  Heat  Uniis. 


14.199 
13.535 
14.221 

Ï3.I43 
13.368 

13.155 
14,021 
14.265 
12,324 
14.391 
15.198 
13.360 
9.326 
13.025 
13.123 
12.659 
13.588 
14.146 

13097 
12,226 

9.215 
13.562 
13.866 
12,962 

II. 551 
20,746 


In  Pounds 

of  WHicr 

Evaporated. 


14.70 
14.01 
14.72 
13.60 

13.84 
13-62 

14.51 
14.76 
12.75 
14.89 
16.76 
13.84 

9.65 
13.48 
13.58 
13. 10 
14.38 
14.64 
13.56 
12.65 

9-54 
14.04 
14.35 
13-41 
11.96 

21.47 
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Mr.  D.  K.  Clark  thus  assigns  the  several  portions  of  the 
heat  of  combustion  of  good  coke,  as  burned  in  the  locomotive  ;* 

Making  steam 10,920  B.  T.  U.         73  per  cent. 

Loss  at  smoke-stack. . .  • 2,316        '*  16.5     ** 

Ash  and  waste 764        "  5-5    " 

14,000  B.  T.  U.       100  per  cent. 

and  concludes  that  combustion  in  the  furnace  of  the  locomotive 
fnay  be,  and  often  is,  practically  perfect,  and  anticipâtes  that 
economy  in  the  formation  of  steam  will  only  be  improved  by 
utilizing  heat  now  wasted  at  the  chimney.  The  usual  maxi- 
mum  èvaporation  is  about  8  times  the  weight  of  coke  used 
— a  low  figure,  which  is  mainly  due  to  the  comparatively  small 
proportion  of  heat ing-surf ace  adopted.  The  nearer  the  compo- 
sition of  the  fuel  approaches  that  of  coke,  the  better,  as  a  rule, 
the  economical  effect.  Coal  gives,  as  an  average,  about  two 
thirds  the  effect  of  coke,  as  customarily  burned  ;  and  its  value 
may  be  fairly  approximated,  the  composition  being  known,  by 
assuming  the  carbon  to  be  the  only  useful  constituent. 


ORDINARV  CALORIFIC   VALUES  AS  COMPARED  WITH  GOOD   BITUMINOUS 

COAL. 

Lbs.  Coal. 

cord  (3 .62  cubic  mètres)  of  seasoned  hickory  or  hard  maple 2,000 

'*        "            '•                       **           white  oak 1.750 

*'        "            "                       **           becch,  red  or  black  oak 1,500 

**        **            *•                       **           poplar,  chestnut,  or  elm i»ooo 

**         "             "                        *•           soft  pine 960 


85.  Analyses  of  Ash. — The  foUowing  analyses  represent 
the  character  of  ashes  of  anthracite  and  bituminous  coals. 

They  may  be  taken  as  examples  simply,  since  the  ash  of 
coal  intended  for  metallurgical  purposes  should  invariably  be 
examined  before  taking  the  fuel  for  any  important  work. 

ANALYSES  OF  ASH. 


spécifie 
Gravity. 


PeiinsylvaDia  Anthracite.. 
'*  Bituminous. 

Welch  Anthracite 

Scotch  Bituminous 

Lignite 


I-5W 
1.372 

I.30 


Color 
of  Ash. 


Reddtsh 
Buff. 
Gray. 


Silica. 


45-6 
76.0 
40.0 
37-6 
193 


Alum 


43.75 

21.00 


52.0 
12.6 


Oxide 
Iron. 


9-43 
2.60 


5.8 


Lime, 


12. o 

3-7 
837 


Mag 

nesia. 


trace 

i.i 
2.6 


Loss. 


Acids 

;s.&p. 


I  2.97 
I  5-oa 
33.8 


*Railway  Machinexy,  p.  122. 
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Where  the  différence  between  two  coals  lies  prîncipally  in 
their  relative  percentages  of  ash,  the  comparison  is  made  in  the 
manner  about  to  be  described. 

The  anthracites  contain  so  little  other  combustible  matter^ 
that,  as  shown  by  Professer  Johnson,*  their  caloriiic  value  is 
proportional  very  nearly  to  the  percentage  of  contained  carbon. 

86.  The  Commercial  Value  of  Fuels  is  somewhat  modi- 
fied  by  the  dépréciation  produced  by  présence  of  non-combus- 
tible matter  ;  this  modification  occurs  in  the  foUowing  ways  : 

(i)  A  certain  amount  of  carbon  is  required  to  beat  the 
whole  mass  to  the  température  of  the  furnace.  Of  this  a  large 
part  is  lost.  It  follows,  therefore,  that  a  coal  contaîning  a  cer- 
tain small  quantity  of  combustible  would  hâve  no  calorific  Value, 
and  consequently  would  be  worthless  in  the  market. 

(2)  The  présence  of  a  high  percentage  of  ash  in  ^  fuel 
checks  combustion  by  its  mechanical  mixture  with  th^  com- 
bustible portion  of  the  coal.  A  coal  will,  hence,  hâve  no  com- 
mercial value  when  the  proportion  of  refuse  reaches  a  limit  at 
which  combustion  becomes  impossible  in  conséquence  of  this 
action. 

(3)  The  cost  of  transportation  of  ash  being  as  great  as  that 
of  transporting  the  combustible,  the  consumer  paying  for  ash 
at  the  same  rate  as  for  the  carbon,  and  also  being  compelled  to 
go  to  additional  expense  for  the  removal  of  ash  ;  thèse  facts 
also  détermine  a  limit  beyond  which  an  increased  proportion  of 
ash  renders  the  fuel  valueless. 

(4)  The  détermination  of  the  financial  losses  due  .to  in- 
creased wear  and  tear  of  furnaces  and-  boilers,  of  incidental 
losses  due  to  inequality  or  insufficiency  of  heat-supply,  and  to 
the  many  other  direct  and  indirect  charges  to  be  made  against 
a  poor  fuel,  also  indicate  a  limit  which  has  a  différent  value  for 
each  case,  but  which,  in  most  cases,  is  dîfficult  of  even  approxi- 
mate  détermination.  The  détermination  of  the  minimum  pro- 
portion of  combustible,  under  the  first  case,  is  made  as  follows, 
assuming  this  heat  to  be  entirely  wasted  : 

(ji)  The  spécifie  heat  of  ash  is  usually  nearly  0.20.     Let  X 


*  Report  to  the  Navy  Department  on  American  Coals. 
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represent  the  percentage  of  ash  which  is  sufificient  to  render  the 
coal  valuéless.  Then,  since  each  pound  of  carbon  has  a  heat- 
ing-power  of  14,500  British  thermal  units  (3625  calories),  14,500 
(100  —  ^)  =  -^,  represents  the  available  heat  of  a  unit  in 
weight  of  the  fuel  ;  100  X  0.20  X  3000^  =  B,  represents  the 
heat  required  to  raise  this  same  amount  of  coal  to  a  température 
equal  to  that  of  the  furnace,  which  is  hère  assumcd  at  3000° 
Fahr.  (1633°  Cent.)  above  the  surrounding  atmosphère. 

Since  thèse  quantities^  and  B  are  equal  :  14,500(100  —  X^ 
=  100  X  0.2  X  3000°,  and  A  =  96  per  cent. 

The  minimum  quantity  of  fuel  permissible  is,  therefore, 
four  per  cent,  where  the  first  considération  only  is  taken  into 
the  account. 

(p)  The  influence  of  the  second  condition  is  at  présent  not 
determinable  in  the  absence  of  experiment. 

{c)  The  cost  of  transportation  of  ash  to  the  consumer,  as  a 
part  of  the  fuel,  is  not  taken  in  the  détermination  of  its  value 
to  him.  The  removal  of  ash  is  a  tax  upon  the  consumer  which 
may  be  considered  as  the  équivalent  of  the  loss  of  a  certain 
weight  of  combustible  received.  Since  this  cost  fluctuâtes  with 
the  market  value  of  coal,  and  since  its  amount  is  determined  by 
the  same  causes,  it  is  easy  to  make  the  statement  in  that  form. 
This  cost  is  about  ten  per  cent  of  the  value  of  coal,  weight  for 
weight,  and  is  therefore  assumed  at  ten  per  cent  of  the  propor- 
tion of  ash  found  in  the  coal. 

{d)  The  losses,  direct  and  indirect,  coming  under  the  fourth 
head,  vary  greatly,  and  are  sometimes  very  serious.  An  ap- 
proximate  estimate  for  an  average  example  is  taken,  and  is 
considered  to  be  equal,  at  least,  to  a  percentage  of  the  total 
value  of  coal,  in  utilizable^  carbon,  which  equals  one  half  the 
percentage  of  ash.  Comparing  two  anthracites,  which  we  will 
suppose  to  contain,  respectively,  fifteen  and  twenty-five  per 
cent  ash,  eighty-five  and  seventy-five  per  cent  carbon,  the  first 
being  a  well-known  standard  coal,  selling  in  the  market  at  six 
dollars  per  ton  (ici6  kilogrammes),  we  may,  using  this  system 
of  charging  losses  against  équivalent  values  in  combustible  car- 
bon, détermine  the  proper  commercial  value  of  the  second 
kind. 
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First  Example. — From  the  85  per  cent  carbon  : 

Deducc  for  heating  to  furnace  tempera lure 0.040 

,  **         •*    transportation  of  refuse  10  per  cent  of  15 0.015 

"         "    other  losses  50  per  cent  of  15 0.075 

Total 0.130 

leaving  valuable  and  available  carbon  85  —  13  =  72  per  cent. 
Second  Example. — From  the  75  per  cent  carbon  : 

Deduct  for  heating  to  furnace  température 0.040 

*•         •*    removal  of  ash  10  per  cent  of  25 0.025 

•*         '*    sundry  losses  50  per  cent  of  25. o.  125 

Total 0.190 

leavîng  valuable  available  carbon  75  —  19  =  56  per  cent. 

Finally,  if  $6.co  is  paid  for  72  per  cent  available  combustible, 

for  56  per  cent  we  should  pay =  $4.66|. 

Third  Example. — Taking  a  third  example,  in  which  the  fuel 
contains  the  exceptionally  large  proportion  of  30  per  cent  ash, 
we  should,  by  similar  method,  proceed  as  follows,  deducting 
îrom  the  seventy  per  cent  carbon  as  before  the  estimated 
charges  against  it  : 

Deduct  for  heating 0.040 

**         •*    removal  of  ash  10  per  cent  of  30. 0.030 

"        •*    sundry  expenses  50  per  cent  of  30 o.  150 

Total , 0.220 

leaving   available  carbon,  70  —  22  =  48  per  cent,  which  would 

be  worth =  $4.00. 

72 

Had  the  first  coal  had  a  market  value  of  seven  dollars  per 
ton,  the  second  and  third  would  hâve  been  worth,  respectively, 
$5.44^  and  $4.66|. 

Expressing  this  opération  by  symbols,  if  V  represents  the 
value  of  the  fuel  in  percentage  of  pure  carbon,  and  A  equal  the 
percentage  of  ash,  V •=.  0.96  —  i,6oA, 

This  method  is  evidently  largely  empirical,  and  its  results 
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are  but  approximate.  The  table  in  tlie  Appendîx  shows  the 
loss  of  total  fixed  carbon,in  per  cent,  when  the  quantity  in  thc 
ash  is  given,  between  i  and  75  per  cent. 

The  kind  and  quality  of  fuel  employed  in  the  production  of 
steam  for  commercial  purposes  is  often  determined  by  condi- 
tions quite  independent  of  the  spécial  quality  of  the  fuel.  In 
most  cases  the  élément  of  cost  is  the  controlling  one. 

Johnson,  in  his  report  to  the  Navy  Department  (1844)  on 
American  coals,  proposes  to  grade  coals  according  to — 

(i)  Their  relative  weights. 

(2)  Rapidity  of  ignition. 

(3)  Completeness  of  combustion. 

(4)  Evaporative  power  under  equal  weights. 

(5)  Evaporative  power  under  equal  bulks. 

(6)  Evaporative  power  of  combustible  matter. 

(7)  Freedom  from  waste  in  burning. 

(8)  Freedom  from  tendency  to  form  clinker. 

(9)  Maximum  evaporative  power  under  equal  bulks. 

(10)  Maximum  rapidity  of  combustion. 

He  found  it  impossible  to  sélect  any  one  coal  which  could 
be  placed  first  in  ail  thèse  qualities  or  to  attach  equal  impor- 
tance to  ail.  For  steam  navigation  he  attaches  most  impor- 
tance to  the  fifth,  "  the  evaporative  power  for  equal  bulks,"  as 
stowage-space  is  supremely  important  in  steam  navigation. 
With  the  fifth  he  combines  the  eighth  and  tenth,  viz.,  **  free- 
dom from  clinker"  and  "  maximum  rapidity  of  action."  Ameri- 
can coals  are  usually  superior  to  foreign  coals. 

87.  Good  Fumace  Management,  to  secure  maximum 
heat-supply  from  the  unit  weight  of  fuel,  is  evidently  as  essen- 
tial  to  economy  and  efficiency  of  steam  production  as  choice  of 
proper  fuels. 

In  the  management  of  the  furnace  the  effort  should  be 
made  to  secure  the  best  conditions  for  economy,  and  as  nearly 
as  possible  perfect  uniformity  of  those  conditions.  The  fuel 
should  be  spread  over  the  grate  very  evenly,  and  the  tendency 
to  burn  irregularly,  and  especially  into  holes  or  thin  spots, 
should  be  met  by  skilful  "  firing,"  or  "  stoking"  as  it  is  also 
termed,  at  such  intervais  as  may  by  expérience  be  found  best. 
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The  smaller  the  coal,  where  anthracite  is  used,  the  thînner 
should  be  the  fire  ;  the  stronger  the  draught  the  thicker  the 
bed  of  fuel,  of  whatever  kind.  With  too  thin  a  fire,  the  dan- 
ger arises  of  excess  of  air-supply  ;  with  too  heavy  a  fire,  carbon 
monoxide  (carbonic  oxide)  may  be  produced.  In  the  former 
case  combustion  will  be  complète,  but  the  heat  generated  will 
be  distributed  throughout  the  diluting  excess  of  air,  and  thus 
rendered  less  available,  and  the  efficiency  of  the  furnacewill  be 
correspondingly  reduced  ;  while  in  the  latter  case  a  loss  arises 
from  incomplète  combustion,  and  waste  takes  place  by  the 
passage  of  combustible  gas  up  the  chimney.  The  second  is  thé 
less  common  cause  of  loss  of  the  two,  but  both  are  liable  ta 
arise  in  almost  any  boiler,  and  we  may  even  hâve  both  losses 
exhibited  in  the  same  boiler  and  at  the  same  time.  Successful 
working  demands  a  very  perfect  mixture  of  the  combustible 
with  the  supporter  of  combustion.  Smoky  fuels  should  be 
burned  in  fire-brick-lined  furnaces  or  under  brick  arches. 

The  appearance  of  smoke  at  the  chimney-top  is  not  always 
indicative  of  serious  loss,  noris  its  non-appearance  ahvays  proof 
of  complète  combustion.  With  soft  coals  and  other  fuels  con- 
taining  the  hydrocarbons  some  smoke  usually  accompanies 
the  best  practically  attainable  conditions  ;  anthracites,  charcoal, 
and  coke  never  produce  true  smoke.  Attempts  to  improve 
the  eflficiency  of  a  heat-generating  apparatus  by  "  burning  the 
smoke"  usually  fail  by  introducing  such  an  excess  of  air  as  to 
cause  a  loss  exceeding  that  before  experienced  from  the  forma- 
tion of  smoke.  Thorough  intermixture  of  a  minimum  air-supply 
with  the  gases  distilled  from  the  fuel  is  the  only  means  of  at- 
taining  high  efficiency. 

In  firing,  or  stoking,  especial  care  should  be  taken  to  see 
that  the  sides  and  corners  of  the  grate  are  properly  attended 
to.  Régulation  of  the  fire  is  best  secured  by  the  careful  ad- 
justment  of  the  damper.  The  manipulation  of  the  furnace 
doors  for  this  purpose  is  likely  to  cause  waste.  Liquid  fuels 
are  especially  liable  to  waste  by  excessive  air-supply,  and  gas- 
eous  fuel  exhibits  a  peculiar  liability  to  the  opposite  method 
of  loss  ;  both  should  be,  if  possible,  even  more  carefuUy  handled 
than  any  solid  fuels. 
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88.  The  Fuels,  Boiler,  and  Furnace  must  be  adapted 
each  to  the  others  very  carefully,  if  the  best  results  are  to  be 
attained.  Soft,  free-burning  fuels  demand  a  différent  form  cf 
grate,  as  well  as  différent  air-distribution  and  furnace  manage- 
ment, from  the  hard  and  slow-burning  combustibles.  The 
form  and  size  of  furnace,  the  extent  and  kind  of  heating-sur- 
face,  and  the  type  of  boiler  even,  ail  influence  the  total  efli- 
ciency  of  steam  génération.  Tubular  boilers  hâve  small  flues  or 
tubes,  and  are  better  fitted  for  use  with  anthracite  coal  and 
with  coke  or  other  fuels  burning  with  little  flame  ;  while  larger 
tubes  or  flues  are  better  adapted  for  use  with  the  bituminous 
and  other  soft,  long-flaming  combustibles.  It  thus  happens,  for 
•example,  that  a  locomotive  using  anthracite  coal,  another  en- 
gine  burning  bituminous  coal,  and  a  coke-burning  engine,  ail 
hâve  différent  proportions  of  boiler. 

Most  of  the  coals  used  on  the  seaboard  and  în  the  eastern 
part  of  the  United  States  hâve  less  than  20  per  cent  volatile  mat- 
ter  in  their  composition, and,  in  a  gênerai  sensé,  with  conditions 
favorable  to  each,  give  substantially  like  evaporative  resùlts. 
Each,  however,  has  peculiarities  of  its  own,  so  that,  with  ordi- 
nary  apparatus  and  management,  the  results  vary  somewhat, 
and  the  mechanical  structure  of  the  coal  seems  to  hâve  more 
influence  on  the  resuit  than  the  chemical  composition.  The 
practical  results  for  the  softer  coals  of  the  same  class,  sub- 
stantially alike  in  appearance  and  composition,  also  vary  in 
much  the  same  way  ;  but  in  gênerai  ail  show  a  falling  off  in 
evaporative  effîciency  when  the  volatile  matter.  is  greater  than 
20  per  cent. 

**  The  advantages  of  fuel  oil  are  :  greater  evaporative  power 
for  same  weight  and  bulk,  ease  of  manipulation,  perfect  control 
of  the  combustion  to  suit  the  requirements  of  service,  rapidity 
of  starting  fires,  cleanliness,  absence  of  refuse  and  the  necessity 
for  disposing  of  it,  smaller  personnel  required  in  fire-rooms, 
and  (if  it  were  in  gênerai  use)  ease  and  cleanliness  in  receiving 
and  stowing  on  board.  Against  thèse  advantages  there  are 
the  disadvantages,  if  residuum  is  used,  of  cost  (if  adopted  to  a 
great  extent),  diflficulty  of  purchase  away  from  our  own  coasts, 
and  some  trouble  in  receiving  on  board."* 


«  Report  of  Engineer-in-Chief  G.  W.  Melville,  U.  S.  N.,  1897. 
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CHAPTER  IV. 

HEAr--^.kO.WCY\OV,  MEASUREMENT;  TRANSFER  ;  EFFICIENCV 
OV  HEATING-SURFACE. 

89.  The  ÎJs^ture  of  Heat,  long  debated  among  men  of 
science,  has  in  the  cour  je  of  the  last  century  become  well 
determined.  Heat  consi:,ts  in  the  vibrations  of  the  molécules 
of  which  bodies  are  composed,  and  is  a  form  of  energy.  This 
energy,  although  actually  kinetic,  being  molecular  is  often 
taken  to  be  potential  or  jatent.  The  two  forms  in  which 
energy  is  stored,  when  heav  is  communicated  to  any  substance, 
are  "sensible  heat,"  of  which  the  intensity  is  exhibited  by  the 
thermometer,  and  which  is  measured  in  quantity  by  the 
varîous  methods  of  calorimetry  ;  and  "  latent  heat/'  which  is 
not  dete&ed  or  measurable  as  heat,  and  which  in  fact  does  not 
exist  as  heat,  but  has  been  transformed  into  the  true  potential 
energy  of  changed  physical  state  and  altered  molecular  rela- 
tions: it  is  manifested  by  a  change  of  volume  in  the  body 
affected. 

Thus  ail  masses,  of  whatever  kind,  composition,  or  form, 
when  heated  increase  in  température  and  are  altered  in  vol- 
ume, and  the  sum  of  the  heat-energy  producing  the  change  in 
température  and  the  potential  energy  measured  by  the  prod- 
uct  of  the  change  of  volume  and  the  total  intensity  of  the 
forces,  internai  and  external,  resisting  that  change  measures 
the  total  heat  transferred  to  effect  the  physical  changes  noted. 
The  sensible  heat  retains  its  original  form  ;  the  latent  heat,  so- 
called,  is  no  longer  heat  at  ail,  but  may  be  retransformed  and 
may  again  appear  as  heat  on  reversing  the  first  opération  of 
transfer.  In  solids,  by  far  the  greater  part  of  the  heat  received 
remains  sensible,  and  takes  effect  in  producing  change  of  tem- 
pérature; in  the  transformation  of  the  solid  into  liquid  by 
fusion  ail  heat  absorbed  becomes   latent,    and  produces  ex- 


Digitized  by 


Google 


208  THE   STEAM'BOILER. 

pansîon  of  volume  ;  in  heating  the  liquid  the  beat  is  employed 
mainly  in  élévation  of  température,  but  in  part  in  doing  work 
witb  tbe  resuit  of  transformation  into  latent  beat.  During 
vaporization  at  any  fixed  température  ail  beat  is  disposed  of 
in  causing  cbange  of  volume,  and  tbis  is  known  as  tbe  "  latent 
beat  of  evaporation,"  or  of  vaporization  ;  wbile  in  tbe  expan- 
sion of  vapors  and  gases  tbe  increase  of  volume  continues  to 
be  comparatively  large  in  amount,  and  tbe  **  latent  beat  of  ex- 
pansion" is  a  correspond  in  gly  large  proportion  of  tbe  total, 
and  is  especially  large  in  vapors,  sucb  as  steam,  wbicb  bave 
great  internai  potential  energy  due  to  tbe  action  of  powerful 
molecular  attractive  forces.  Tbe  beat-energy  demanded  to 
make  steam  in  tbe  boiler  is  tbus,  at  ordinary  températures,  ten 
times  greater  tban  tbat  required  to  overcome  tbe  external 
pressure.     For  expansion-coefficients,  sçe  Appendix. 

90.  Production  of  Heat  by  Combustion  and  otber  metb- 
ods  involves,  in  ail  cases,  tbe  expenditure  of  an  équivalent 
amount  of  energy  in  some  transformable  sbape. 

Tbe  original  source  of  ail  beat-energy  is  found  far  back  of 
its  first  appearance  in  tbe  steam-boiler.  It  bad  its  origin  at 
tbe  beginning,  wben  ail  Nature  came  into  existence.  After 
tbe  solar  system  had  been  formed  from  tbe  nebulous  cbaos  of 
création,  tbe  glowing  mass  wbicb  is  now  called  tbe  sun  was  tbe 
depository  of  a  vast  store  of  beat-energy,  wbicb  was  tbence 
radiated  into  space  and  sbowered  upon  tbe  attendant  worlds 
in  inconceivable  quantity  and  witb  unmeasured  intensity. 
During  tbe  past  life  of  tbe  globe  tbe  beat-energy  received 
from  tbe  sun  upon  tbe  eartb's  surface  was  partly  expended  in 
tbe  production  of  great  forests,  and  tbe  storage,  in  tbe  trunks, 
brancbes,  and  leaves  of  tbe  trees  of  wbicb  tbey  were  composed, 
of  an  immense  quantity  of  carbon,  wbicb  bad  previously  ex- 
isted  in  tbe  atmospbere,  combined  witb  oxygen,  as  carbonic 
acid.  Tbe  great  geological  cbanges  wbicb  buried  tbese  forests 
under  superincumbent  strata  of  rock  and  earth  resulted  in  tbe 
formation  of  coal-beds,  and  tbe  storage,  during  many  succeed- 
ing  âges,  of  a  vast  amount  of  carbon,  of  wbicb  tbe  affinity  for 
oxygen  remained  unsatisfied  until  finally  uncovered  by  tbe 
band  of  man     Tbus  we  owe  to  tbe  beat  and  ligbt  of  tbe  sun, 
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as  was  poînted  out  by  George  Stephenson,  the  incalculable 
store  of  potential  energy  upon  which  the  human  race  is  so 
dépendent  for  life  and  ail  its  necessaries,  com  forts,  and  lux- 
uries.  ^\k 

This  coal,  thrown  upon  the  grate  in  the  steam-boiler,  takes 
fire,  and,  uniting  again  with  the  oxygen,  sets  free  heat  in  pre- 
cisely  the  same  quantity  that  it  was  received  from  the  sun  and 
appropriated  during  the  growth  of  the  tree.  The  actual  energy 
thus  rendered  available  is  transferred,  by  conduction  and  radia- 
tion, to  the  water  in  the  steam-boiler,  converts  it  into  steam,  and 
its  mechanical  effect  is  seen  in  the  expansion  of  the  liquid  into 
vapor  against  the  superincumbent  pressure.  Transferred  from 
the  boiler  to  the  engine,  the  steam  is  there  permitted  to  ex- 
pand,  doing  work,  and  the  heat-energy  with  which  it  is  charged 
becomes  partly  converted  into  mechanical  energy,  and  is  ap- 
plied  to  useful  work  in  the  mill  or  to  driving  the  locomotive  or 
the  steamboat, 

Thus  we  trace  the  store  of  energy  received  from  the  sun 
and  contained  in  the  fuel  through  its  several  changes  until  it  is 
finally  set  at  work  ;  and  we  might  go  still  further  and  observe 
how,  in  each  case,  it  is  again  usually  retransformed  and  again 
set  free  as  heat-energy. 

The  transformation  which  takes  place  in  the  furnace  is  a 
chemical  change;  the  transfer  of  heat  to  the  water  and  the 
subséquent  phenomena  accompanying  its  passage  through  the 
engine  are  physical  changes,  some  of  which  require  for  their 
investigation  abstruse  mathematical  opérations.  A  thorough 
compréhension  of  the  principles  governing  the  opération  of  the 
steam-boiler  can  only  be  attained  after  studying  the  phenom- 
ena of  physical  science  with  sufficient  minuteness'  and  ac- 
curacy  to  be  able  to  express  with  précision  the  laws  of  which 
those  sciences  are  constituted.  The  study  of  the  philosophy 
of  the  génération  and  application  of  steam  involves  the  study 
of  chemistry  and  physics,  and  of  the  new  science  of  energetics, 
of  which  the  now  well-grown  science  of  thermo-dynamics  is  a 
branch. 

Thèse  sciences,  like  the  steam-engine  itself,  hâve  an  origin 
which  antedates  the  commencement  of  the  Christian  era  ;  but 
14 
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they  grew  with  an  almost  imperceptible  growth  for  many  cen- 
turies,  and  finally,  only  a  century  ago,  started  onward  suddenly 
and  rapidly,  and  their  progress  has  never  since  been  checked. 
They  are  now  fuUy-developed  and  well-established  Systems  of 
natural  philosophy.  Their  considération  is  the  spécial  province 
of  Works  on  the  physical  sciences  and  on  applied  mechanics. 

Combustion  is  simply  the  union  of  some  com^bustible  with 
oxygen;  but  this  phenomenon  involves  both  chemical  and 
physical  opérations.  The  first  opération  is  a  physical  phenom- 
enon :  it  consists  in  the  élévation  of  the  température  of  one 
or  both  constituents  of  the  compôund  to  be  formed,  until,  by 
some  as  yet  not  clearly  understood  modification  of  their  mo- 
lecular  relations,  their  chemical  aflfinities  corne  into  play  and 
combination  takes  place.  But  this  combination  consists  in  the 
enforced  approximation  of  molécule  to  molécule,  a  relative 
motion  taking  place  of  great  rapidity,  and  work  is  thus  donc 
of  considérable  amount.  The  resulting  collision  converts  this 
energy  of  molecular  motion  into  that  energy  of  molecular 
vibration  familiar  to  us  as  beat,  and  the  quantity  of  beat  so 
produced  is  the  measure  of  the  potential  energy  of  chemical 
affinity  in  which  it  has  its  origin.  With  its  development  in 
this  form  this  energy  assumes  an  available  and  manageable 
form,  and  becomes  at  once  capable  of  application  to  the  pur- 
poses  of  the  engineer.  It  may  now  be  measured,  stored,  trans- 
ferred  wherever  wanted,  and  finally,  as  required,  transformed 
into  mechanical  energy,  and  in  that  form  applied  to  ail  kinds 
of  useful  work. 

91.  Températures  and  Quantities  of  Heat  are  related  to 
each  other  as  are  pressures  and  work  in  dynamics.  The  one  is 
a  factor  of  the  other,  but  the  first  is  not  a  measure  of  the 
second.  Température  measures  the  intensity  of  molecular 
heat-vibrations  and  the  tendency  of  heat-energy  to  transfer  it- 
self  to  another  body,  very  much  as  the  pressure  or  tension  of 
a  confined  gas  or  of  steam  measures  the  tendency  to  expand. 
In  fact,  the  pressure  of  a  confined  gas  and  the  total  internai 
and  external  pressure  of  a  vapor  or  other  substance  are  directly 
and  precisely  proportional  to  the  température,  -measured  from 
the  absolute  zéro  of  heat-motion.  ^ 
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Quantity  of  beat  is  the  measure  of  the  energy,  whether  in 
heat-units  or  in  équivalent  mechanical  units, — thermal  units, 
calories,  or  foot-pounds, — of  the  heat  transferred  in  any  change. 
It  is  equal  to  the  product  of  the  weight  of  the  mass  affected, 
its  spécifie  heat  and  the  range  of  température  marking  the 
change. 

Températures  are  measured  in  either  Fahrenheit  or  centi- 
grade degrees,  and  on  either  the  common  or  the  absolute  scale. 
On  the  Fahrenheit  thermometric  scale  the  range  of  tempéra- 
ture between  the  two  standards,  the  melting-point  of  ice  or  the 
freezing-point  of  water,  under  normal  atmosphère  and  pressure, 
and  the  boiling-point  of  pure  water  under  one  atmosphère,  is 
divided  into  i8o  equal  parts  or  degrees,  and  the  zéro  is  con- 
ventionally  placed  thirty-two  degrees  below  the  former  points 
the  freezing  and  boiling  points  thus  being  found  at  32°  Fahr. 
and  212°  Fahr.,  respectively.  On  the  centigrade  thermometer 
the  range  between  the  standard  températures  is  made  100°,  and 
the  zéro  is  taken  conventionally  at  the  lower  of  thèse  two  tem- 
pératures, the  freezing  and  boiling  points  being  thus  at  0°  Cent, 
and  100°  Cent.,  respectively. 

The  "  absolute  scale*'  of  températures  is  one  on  which  it  is 
30ught  to  place  the  zéro-point  at  the  absolute  zéro  of  heat- 
motion — at  that  point  at  which  ail  heat-energy  becomes  zéro  and 
température  ceases  to  hâve  existence.  This  is  found  to  be  at 
very  nearly  —  461°. 2  Fahr.,  or  —  274°  Cent.  ;  so  that,  on  the  ab- 
solute scale,  the  standard  températures  are  +  393°. 2  Fahr.  and 
+  573°.2  Fahr.,  or  +  274°  Cent,  and  -|-  374°  Cent.  It  is  found 
that  the  scale  of  the  air-thermometer  is  sensibly  coincident 
with  the  absolute  scale,  provided  its  readings  are  made  propor- 
tional  to  the  volumes  of  the  enclosed  gas  at  the  several  tem 
peratures.     Calling  T  the  température  on  this  scale  the  charac 

pv 
teristic  équation  ~^  =  constant  is  found  correct  for  ail  true 

gases,  /  and  v  being  the  pressure  and  volume  of  unity  of 
weight  at  any  assumed  température,  T\  hence  for  the  air-ther- 
mometer, in  which  /  is  constant,  v  oc  T. 

The  Thermal  Unit,  the  unit  by  which  quantity  of  heat  is 
measured  as  heat,  is  that  amuunt  of  heat-energy  which  is  de- 
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manded  to  raise  the  température  of  unity  of  weîght  of  water 
from  the  température  of  maximum  density  to  one  degree 
above  that  point.  The  British  thermal  unit  is  measured,  cus- 
tomarily,  by  the  engineer,  by  the  "  pound-degrees,"  and  quanti- 
ties  of  heai  are  measured  by  the  number  of  such  thermal  units 
transferred.  The  metric  thermal  unit  or  "  calorie/*  as  it  was 
called  by  the  French  philosophers  who  first  adopted  the  metric 
System,  is  that  quantity  of  heat  which  is  required  to  raise  the 
température  of  one  kilogramme  of  water  one  degree  centi- 
grade,—  the  "  kilogramme-degree." 

Spécifie  Heat  is  the  quantity  of  heat  in  thermal  units  de- 
manded  by  unity  of  weight  of  any  given  material,  as  of  water 
to  raise  its  température  one  degree.  When  this  heat  is  ail 
sensible,  it  is  simply  called  spécifie  heat,  but  when  it  is  in  any 
observable  amount  latent,  as  in  expansion  of  gases,  a  distinction 
must  be  made  between  the  "  Spécifie  Heat  at  Constant  Vol- 
ume," which  is  the  real  spécifie  heat,  and  the  "  Spécifie  Heat 
at  Constant  Pressure,"  and  other  spécifie  heats  involving  more 
or  less  transformation  of  heat  in  the  performance  of  the  work 
of  expansion.  The  spécifie  heats  of  the  gases  are  given  in  §  78 
for  constant  pressure.  Those  of  the  soHds  are  given  in  the 
following  table  : 


SPECIFIC  HEATS  OF  METALS  AND  MINERALS. 

Iron o.  11379  ace.  to  Regnault,  o.  iioo  ace.  to  Dulong  and  Petit. 

Zinc 0.09555  **  **  0.0927.  **  **                  •* 

Copper 0.09515  ••  **  0.0949  "  *'                  " 

Brass 0.09391  "  **  **  "                  " 

Silver 0.05701  *'  **  0.0557  "  "                  " 

Lead 0.03140  **  "  0.0293  "  "                  " 

Bismuth 0.03084  "  "  0.0288  "  " 

Aniimony 0.05077  "         .   **  0.0507  "  **  " 

Tin 0.05623  "  "  0.0514  ••  " 

Plaiinum 0.03243  **  "  0.0314  "  "                  " 

Gold 0.03244  "  **  0.0298  "  " 

Sulphur 0.20259  "  "  0.1880  "  " 

Coal 0.24111  "  ** 

Coke 0.20307  "  ** 

Graphite 0.20187  "  " 

Marble 0.20989  **  " 
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Unslaked  Lime.  0.2169    according  to  Lavoisier  and  Laplace. 

Oak-wood o. 570  **  '*  Mayer. 

Glass 0.19768        *•  **  Regnauli. 

Mercury 0.03332 

Laplace  and  Lavoisier  employée!  the  method  by  melting  ; 
Dulong  and  Petit,  the  cooling  method  ;  Pouillet,  and  recently 
also  Regnault,  the  method  by  mixture.  (See  the  Appendix  for 
spécifie  beat  of  gases  and  vapors.) 

Coke,  coal,  masonry,  and  the  stones  and  earths  may  be  taken 
as  averaging  very  closely  c  =  0.20.  The  woods  range  from 
^  =  0.50  to  ^  =  0.65. 

The  spécifie  beat  of  the  same  material,  as  bas  been  seen, 
is  not  perfectly  constant,  but  increases  as  the  température  in- 
creases.  Thus,  according  to  Dulong  and  Petit,  the  mean  spé- 
cifie beat  is  as  foUows  : 


Iron betwccn  o"  and  ioo%  0.1098;  bctween  o*  and  300°,  0.1218 

Mercury **         " 

Zinc " 

Coppcr " 

Platinum "        ** 

Glass 


0.0330; 

0.0350 

0.0927; 

O.IOI5 

0.0947; 

*      O.IOI3 

0.0335; 

'    0.0355 

0.1770; 

*      0.190 

Regnault  found  the  ratio,  between  the  freezing  and  boiling 
points,  of  the  gases,  values  ol  pv,  to  be  : 


Air 

Hydrogen 

Nitrogen 

Carbonic  Acid. . 
Carbonic  Oxide. 
Nitrous  Oxide  . . 

Cyanogen 

Sulphurous  Acid 


Constant 

Constant 

Volume. 

Pressure. 

1.3665 

1.3670 

1.3667 

1.3661 

1.3668 

1.3688 

1.3669 

1.3667 

I.3719 

1.3676     . 

I.3719 

1.3829 

1.3877 

1.3843 

1.3903 

A  relation  between  the  spécifie  beat  and  the  atomic  weight 
originally  established  by  Dulong  and  Petit,  and  confirmed  by 
Regnault,    is  very  interesting.      The  product  of  the  spécifie 
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339.21 

38.597 

675.80 

38.527 

1233-5 

39-993 

201.17 

40.754 
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heats  and  theatomic  weightsis  nearly  constant,  and  varies  only 
from  38  to  42  ;  thus  : 

c. 

For  Iron 0.11379 

'*   Silver 0.05701 

'*    Platinum 0.03243 

"   Sulphur 0.20259 

92.  Thermometry  and  Calorimetry  are  the  processes  em- 
ployed  by  physicists  and  engineers  in  the  quantitative  déter- 
mination of  températures,  and  of  quantities  of  beat  and  tbeir 
variations.  Tbe  instruments  employed  consist  of  tbe  various 
kinds  of  tbermometers  and  pyrometers  for  measuring  tempéra- 
tures, and  of  several  sorts  of  calorimeter,  the  form  being  deter- 
mined  by  the  character  and  accuracy  demanded  by  the  work 
to  be  done. 

Tbermometers  usually  consist  of  a  bulb,  commonly  of  glass, 
and  a  capillary  stem  which  the  fluid  inclosed  traverses  as  its. 
volume  changes,  the  position  of  the  head  of  the  column  at 
any  moment  indicating  the  température  attained  by  the  instru- 
ment at  the  instant,  the  reading  being  taken  from  a  scale 
established  by  the  maker  and  standardized  by  référence  to  the 
standard  températures  or  by  comparison  with  another  instru- 
ment of  known  accuracy. 

Mercury  is  generally  used  in  tbermometers  ranging  from 
below  the  freezing-point  up  to  about  500°  Fahr.  (260°  Cent.). 
For  the  extremely  low  températures  at  which  mercury  might 
freeze.  alcohol  is  used,  and  it  may  be  employed  also  for  familiar 
atmospheric  températures.  For  températures  approaching  or 
exceeding  the  boiling-point  of  mercury,  the  various  metallic 
tbermometers  or  "  pyrometers"  are  used,  which  dépend  for 
their  opération  upon  différences  in  the  rates  of  expansion  of 
two  metals.  Siemens'  elcctric  pyrometer  dépends  for  its  action 
on  the  variation  of  the  résistance  of  a  conductor  of  electricity- 
with  variation  of  température. 

The  finer  kinds  of  thermometer  used  in  the  thermometry^ 
of  the  engineer  are  mainly  employed  in  the  détermination  of 
températures  of  air  and  water,  in  the  measurements  connectée! 
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with  steam-boiler  trials.  They  are  always  mercurial  thermom- 
eters,  and  are  made  and  standardized  with  the  utmost  possible 
accuracy;  those  used  in  the  calorimeters  employed  in  deter- 
mining  the  character  of  the  steam  furnished  by  boilers  are  often 
graduated  to  tenths,  or  even  to  twentieths,  of  degrees.  The 
pyrometers  used  by  the  engineer  are  commonly  constructed  of 
a  tube  inclosing  ^  rod  of  a  différent  métal,  the  two  secured 
together  at  one  end,  while  at  the  other  end  the  tube  carries  a 
case  and  dial,  and  the  rod  actuates  a  pointer,  through  some 
System  of  multiplying  gear.  The  tube  is  usually  of  iron,  and 
the  rod  of  brass  or  copper.  A  more  sensitive  form  is  that  in 
which  the  disposition  of  the  two  metals  is  reversed.  The 
spécial  forms  of  calorimeter  used  in  connection  with  boiler 
tests  will  be  described  later. 

Regnault's  and  Wiedemann's  experiments,  made  on  simple 
gases,  and  on  carbonic  oxide  which  is  formed  without  con- 
densation, proved  that  in  thèse  cases  the  spécifie  heat  between 
o°  and  200°  C.  is  constant  ;  whilst  their  experiments  on  gases 
formed  with  condensation  show  that  the  spécifie  heat  varies, 
the  mean  being  given  in  the  following  empirical  formulae  : 

For  CO«   =    44  gr.  C.  =    8.41  +  0.0053/ )  Mean  of  Regnault 

**     NO    ^    44      *'  =    8.96  -|-  0.0028/)   and  Wiedemann. 

"     C.S4  =76       '•  =  10.62  +  0.007/,      Regnault. 

"     NH«  =    17       **  =    8.51  +  0.00265/,  Wiedemann. 

•*     C4H4=    28       *'  =    9.42  +  0.0115/,    Wiedemann. 

93.  The  Transfer  of  Heat  from  the  furnace  to  the  boiler 
învolves  the  application  of  chemical  and  physical  principles 
which  will  be  brieflystated  in  a  succeedîng  part  of  this  chapter. 
The  production  of  heat  by  the  chemical  processes  involved  in 
construction  has  been  seen  to  be  governed  by  the  nature  of  the 
fuel,  by  the  relative  proportion  of  combustible  and  of  sup- 
porter of  combustion,  and  by  the  quantity  of  diluting  gases 
présent.  The  heat,  once  produced,  is  the  more  completely 
available  as  the  température  of  the  products  of  combustion  is 
higher  ;  it  is  the  more  completely  utilized,  also,  as  the  arrange- 
ments for  its  transfer  are  the  more  complète  and  effective. 

The  utilization  and  the  waste  of  heat  are  dépendent  upon 
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the  method  and  extent  of  its  transfer  to  the  absorbing  appara- 
tus,  or  to  other  bodies.  The  heat  generated  in  the  furnace  of 
a  steam-boiler  is  usually  mainly  transferred  to  the  boiler  by 
radiation,  conduction,  and  convection,  partly,  often  in  some- 
what  large  proportion,  to  the  chimney  and  the  outer  air  by 
convection,  and  to  some  extent  to  adjacent  objects  by  conduc- 
tion or  radiation  through  the  furnace-walls  and  the  occasionally 
opened  furnace-doors.  The  laws  and  the  extent  of  thèse  utili- 
zations  or  wastes  are  fairly  well  understood,  and  can  be  some- 
times  calculated  with  a  satisfactory  degree  of  accuracy  and 
certainty. 

The  tendency  to  transfer  heat  by  either  of  the  three  meth- 
ods,  radiation,  conduction,  or  convection,  and  the  quantity  so 
transferred,  dépend  upon — 

(i)  The  différence  of  température  between  the  source  and 
the  receiver  of  that  heat. 

(2)  The  extent  and  character  of  the  surfaces  between  which 
such  transfer  takes  place. 

(3)  The  extent  and  nature  of  the  intervening  body  or 
bodies. 

It  is  usually  assumed  that  it  is  sensibly  correct  to  take  the 
quantity  transferred,  in  any  case,  as  measured  by  the  product 
of  the  différence  of  température  by  a  coefficient  obtained  for 
each  substance  by  experiment. 

94.  Radiation  of  Heat  is  the  direct  transfer  of  that  form 
of  energy  from  one  body  to  another  across  intervening  space, 
the  only  médium  of  transfer  being  the  "  luminiferous  ether," 
the  waves  in  which  act  as  the  vehicles  of  transportation,  travel- 
ling at  the  rate  of  186,860  miles  (300,574,000  m.)  per  second. 
The  vibrations  of  dark,  pure  heat-waves  occur  at  the  rate  of 
400,000,000,000,000  per  second  or  less;  those  of  greater  fre- 
quency,  up  to  about  double  this  rate,  are  light-waves  ;  and  still 
more  rapid  vibration  constitutes  the  actinie  or  chemical  ray. 
The  slowest  heat-rays  hâve  about  one  fourth  the  rate  of  the 
fastest  ;  and  the  most  rapid  of  known  actinie  rays  vibrate  one 
hundred  times  as  rapidly  as  thèse  last.  Visibly  hot  bodies 
émit  ail  kinds  of  rays.     Ail  bodies  are  continually  receiving 
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and  emitting  heat-rays,  and,  according  to  Prevost's  theory  of 
exchanges,  gain  or  lose  in  total  heat  and  in  température  accord. 
ingly  as  they  gain  by  absorption  from  surrounding  bodies  more 
than  they  yield  to  the  latter,  or  the  reverse. 

A  good  radiator  is  always  a  good  absorbent.  Any  body 
which  absorbs  a  particular  kind  of  ray  will,  when  emitting 
energy,  radiate  the  same  form.  Diathermous  substances  per- 
mit the  heat-rays  to  pass  through,  as  transparent  substances 
admit  light-rays:  but  diathermous  bodies  are  not  necessarily 
equally,  even  if  at  ail,  transparent  ;  and  ail  substances  are  more 
diathermous  to  some  rays  than  to  others,  while  good  absorbents 
are  not  diathermous. 

Radiation  plays  an  important  part  in  the  opération  of  the 
steam-boiler,  in  the  furnace  ôf  which,  when  the  fire  is  bright,  it 
isestimated  that  usually  about  one  half  of  ail  the  heat  taken 
up  by  the  generator  is  received  direct  from  the  fuel  by  radi- 
ation. 

95.  Conduction  is  the  method  of  transfer  of  heat  by  flow 
from  part  to  part  in  the  same  body,  or  from  one  to  another  of 
bodies  in  contact.  Thèse  two  phenomena  are  not  precisely  the 
same.  The  flow  of  heat  from  a  hot  to  a  cold  body  in  contact 
dépends  not  only  upon  the  conducting  power  of  the  two  sub- 
stances, but  also,  and  often  mainly,  on  the  condition  of  the 
touching  surfaces  and  the  perfection  of  their  contact.  The  rate 
of  transfer  within  any  given  material  dépends  solely  on  the 
variation  of  température  along  the  line  of  flow,  and  on  the 
character  of  the  substance. 

Conductivity  measures  the  rate  of  flow,  or  of  transfer  of 
heat,  under  any  assumed  and  defincd  conditions;  it  is  the 
power  of  transmission  of  heat.  The  rate  of  conduction,  or  the 
conductivity,  may  be  expressed  by  the  number  of  thermal 
units  passing  across  a  surface,  or  through  an  internai  section, 
in  the  unit  of  time  ;  it  is  proportional  to  the  rate  of  variation 
of  température  along  the  line  of  flow  and  to  the  constant  co- 
efficient denominated  the  conductivity,  or  the  coefficient  of  con- 
ductivity. Thus  the  quantity,  Q,  of  heat  passing  in  any  given 
time,  /,  is  measured  by  the  product  of  that  time  into  the  con- 
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dT 

ductivity,  k^  and  into  ,  ,  the  rate  of  variation  of  température 
with  distance  traversed,  and  area  of  section,  A^ 

^  =  ^^# (') 

The  value  of  k  varies  greatly  with  différent  substances,  be- 
îng  comparatively  high  with  the  metals  and  very  low  with  ail 
organic  materials  and  the  minerais.  Where  k  is  constant,  the 
équation  above  given  becomes 

T  —  T 
Q^Akt^-^ (2) 

Where,  as  îs  often  the  case,  the  thermal  résistance  instead 
of  the  conductivity  is  taken,  we  shall  hâve,  when  r  is  the  co- 
efficient of  résistance,  ^  =  -jry  and 

C  =  ^-^'; (5) 

and  the  following  values  of  r  are  found  by  experîment,  accord- 
ing  to  Peclet,  for  x  in  inches  and  Q  in  British  thermal  units 
per  hour  :* 

Gold  and  silver 0.0016 

Copper '. 0.0018 

Iron 0.0043 

Zinc 0.0045 

Lead 0.0090 

Stone , o  0716 

Brick 0.1500 

Where  the  plate  consists  of  laminae,  each  may  be  considériez 
by  itself,  and  the  total  résistance  obtained  by  adding  togethei 
the  résistances  of  the  several  parts. 

*  Vide  Rankine's  Steam-engine,  p.  25g. 
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The  surface  résistance  forms  so  large  a  part  of  the  total  in 
steam-boiler  practice,  that  the  formula 


e=<i^^^' (4) 


may  be  conveniently  used  to  compute  the  amount  of  heat 
transferred,  a  being  taken  as  from  150  to  200  in  British  meas- 
ures  (15  to  20  in  metric  measures),  accc/dingly  as  the  surfaces 
are  clean  or  not,  the  plate  being  of  iron,  with  vvater  on  one  side 
and  hot  gases  on  the  other  =  sq.  ft.  ;  t  =  hrs. 

96.  Convection  of  Heat  occurs  by  its  communication  to 
the  particles  of  a  fluid,  and  then  by  the  flow  of  those  particles 
into  new  positions,  and  by  their  contact  with  the  receiver  of 
heat  by  the  transfer  of  that  heat  to  such  receiver.  Convection 
is  the  only  method  of  transfer  in  liquids,  since  conductivity  is 
not  appréciable,  and  it  is  only  by  its  transportation  by  means 
of  currents  that  it  can  be  transferred  at  ail.  A  good  circulation 
is  therefore  essential  to  rapid  transfer,  and  the  rate  of  transfer 
is  thus  in  a  sensé  proportional  to  the  efficiency  of  circulation. 
Thus  the  efficiency  of  a  steam-boiler  is  dépendent  upon  the 
effectiveness  of  its  circulation,  as  well  as  upon  the  extent  and 
conductivity  of  its  heating-surfaces.  A  quiescent  mass  of  water 
or  of  gas  is  incapable  of  transferring  heat,  and  that  élément  can 
only  pass  such  a  mass  by  penetrating  it  as  radiated  energy,  its 
vehicle  being  the  ether,  which   pervades  ail   diathermic   sub- 

,  stances.  Heat  applied  to  the  surface  of  still  water  does  not 
pass  downward  at  ail  or  in  any  direction  by  real  conduction  ; 
applied  at  one  side  or  at  the  bottom  of  the  mass,  currents  are 
at  once  set  up,  by  means  of  which  a  rapid  upward  transfer  of 
heat  may  take  place.  Thus  convection  invariably  produces 
transportation  of  heated  particles,  and  transfer  of  heat,  from 
the  source  of  heat  to  a  receiver  of  heat,  or  a  refrigerator,  at  a 
higher  leveL  For  best  efïect  the  heat  must  in  ail  cases  be 
applied  at  the  lowest  part  of  the  fluid  mass.  Thèse  facts  and 
déductions  are  equally  true  of  liquids  and  gases,  the  latter 
being  even  more  perfect  non-conductors  than  the  former. 
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Condensation  of  steam  and  other  vapors  by  contact  with 
cooling  surfaces  at  températures  below  those  of  vaporization 
always  occur  by  a  peculiar  convection,  the  circulating  or  mov- 
ing  currents  of  vapor  streaming  toward  the  refrigerating  sur- 
faces, thèse  streams  having  their  origin  in  the  condensation  of 
the  vapor  in  contact  with  the  latter,  and  the  formation  thus  of 
a  vacuous  space  into  which  they  are  driven  by  the  elasticity  of 
the  fluid.  A  continuous  condensation  and  steady  flow  is  pro- 
duced,  and  is  sustainjed  as  long  as  thèse  conditions  persist. 
This  opération  is  the  most  rapid  of  ail  known  methods  of  con- 
vection or  of  transfer  of  heat,  the  mobility  of  the  vapor  per- 
mitting  the  most  rapid  movement  of  its  currents,  and  its  instan- 
taneous  condensation  preserving  a  constant  head  which  forces 
the  fluid  in  the  direction  of  the  condensing  surface  on  which  it 
is  converted  into  a  liquid  of  comparatively  small  volume  and 
capable  of  prompt  and  complète  removal. 

97.  The  Transfer  of  Heat  in  Boilers  is  due  to  convec- 
tion largely.  It  is  obvious  that  where  transfer  of  heat  takes 
place  from  one  fluid  to  another  through  the  sides  of  a  contain- 
ing  vessel,  as  in  the  steam-boiler,  or  the  surface-condenser  of 
the  marine  steam-engine,  tj^e  two  fluids  should  be  so  circum^ 
stanced  that  their  currents  should  flow  in  opposite  directions, 
the  heating  or  the  cooled  fluid  entering  on  the  heat ing-surf ace 
of  the  boiler  or  other  vessel  at  its  point  of  maximum  tempéra- 
ture, and  passing  off  at  the  coolest  part  ;  while  the  cooiîng  or 
heated  fluid,  the  receiver  of  heat,  should  come  into  contact 
with  the  separating  sheet  of  métal  at  its  coldest  part  and  pass 
off  at  the  hottest.  In  the  steam-boiler  the  feed-water  should 
enter  at  that  part  at  which  the  fumace-gases  are  entering  the 
chimney-flue,  and  should  circulate  toward  the  furnace.  In  the 
surface-condenser  the  condensing  water  should  enter  near 
where  the  water  of  condensation  is  taken  away  by  the  pumps, 
and  should  issue  neai;  the  f^oint  at  which  the  steam  enters.  It 
is  further  évident  that  in  the  latter  case,  other  things  being 
equal,  that  disposition  of  apparatus  which  permits  most  rapid 
and  complète  removal  of  the  drops  and  streams  of  water  of 
condensation  from  the  cooling  surfaces,  so  as  to  give  at  ail 
times  the  maximum  possible  acting  area,  is  best. 
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In  the  fire-box,  heat  is  transferred  largely,  îf  not  mainly,  by 
radiation  fronn  the  fuel  and  sometîmes  to  the  extent  of  one 
half  of  ail  generated. 

Feed-water  heaters  for  the  above-stated  reasons  are  placed 
in  the  chimney-flue,  while  superheaters  are  sometimes  placed 
in  the  furnace.  Considérations  of  convenience  and  economy, 
however,  oftener  compel  the  designing  engineer  to  place  the 
latter  at  the  exit  of  the  furnace  gases  fronn  the  boiler  and 
between  the  latter  and  the  feed-water  heater.  As  a  rule,  how- 
ever, the  rapidity  and  complet eness  of  the  circulation  of  the 
waters  in  a  well-designed  boiler  are  such  that  the  point  of 
introduction  of  feed-water  is  a  matter  of  minor  importance,  so 
far  as  the  boiler  itself  is  concerned  ;  and  the  engineer  usually 
seeks  to  enter  the  feed  in  such  a  manner  as  shall  évade  risk  of 
injury  by  irregular  strains  due  to  excessive  différences  of  tem- 
pérature in  its  différent  parts.  The  mass  of  water  in  a  good 
boiler,  freely  steaming,  may  be  assumed  to  hâve  substantially 
uniform  température,  and  only  the  furnace  gases  need  be  con- 
sidered  as  flowing  in  definite  paths  with  varying  température. 
The  use  of  the  "  counter  current,  as  it  is  called,  is  better  illus- 
trated  practically  in  the  case  of  the  condenser. 

Expérience  shows  that  the  thickness  of  the  intervening 
plate  bas  practically  no  important  influence,  as  a  rule,  on  the 
cfficiency  of  transfer.  Thick  furnace-flues  and  thin  tubes  in 
the  steam-boiler  seem  about  equally  effective  ;  and  the  Author 
has  known  cast-iron  condenser-tubes  to  work  practically  with 
the  sanne  eflficiency  as  the  thin  brass  tubes,  of  one  quarter  their 
thickness,  customarily  employed.  It  should  be  stated,  how- 
ever, that  sheets  of  iron  or  steel  in  the  furnaces  of  boilers,  or 
in  flues  where  exposed  to  nearly  furnace  températures,  are 
liable  to  injury  by  "  burnîng,"  if  very  thick,  and  especially  at 
the  laps.  The  limit  of  heat-transfer  is  found  on  the  heat- 
receiving  side  of  the  métal.  Hence,  pins,  ribs,  and  stays  add 
cfficiency  when  projecting  into  the  current  of  furnace-gases. 

98.  Efficiency  of  Heating  or  Cooling  Surface  measures 
the  ratio  of  actual  amount  of  heat  transmitted  across  such  sur- 
face to  the  total  quantîty  available  for  such  application  ;  in 
steam-boilers  it  is  the  ratio  of  the  quantîty  of  heat  utilized  in 
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heating  and  vaporizinj^  the  fluid  to  the  total  which  is  produced 
by  the  furnace,  the  unutilized  heat  being  wasted  by  conduction 
and  radiation  to  other  bodies,  or  sent  up  the  chimney.  An 
expression  was  found  by  Rankine,  based  upon  équation  (4)  of 
article  95,  which  has  been  found  to  give  very  satisfactory  rc- 
sults  when  properly  used  in  application  to  the  ordinary  work  of 
steam-boilers.     This  expression  may  be  dcrived  as  below. 

Let  w  be  the  weight  of  furnace-gases  discharged  per  hour, 
T  —  t  the  différence  between  the  températures  of  gas  and  water 
on  opposite  sides  of  any  part  of  the  plate  on  the  elementary 
area  dSy  C  the  spécifie  heat  of  the  gas,  and  let  q  be  the 
quantity  of  heat  passing  across  unity  of.  area  in  unity  of  time 
for  a  différence  in  température  T  —t.  in  other  words,  the  "  rate 
of  conduction"  per  unit  of  area  per  hour. 

The  quantity  of  heat  transferred  across  the  area  dS  is  then 
equal  to  qdS^  and  the  fall  of  température  of  gas  must  be  this 
quantity  divided  by  the  product  of  the  weight,  w^  and  spécifie 
heat,  C,  of  the  gas  from  which  the  heat  is  derived, 

0^  =  -^^^ (0 

and  the  gas  flows  on  to  the  next  elementary  area  and  beyond, 
surrendering  its  heat  as  it  goes,  until  it  finally  leaves  the  ab- 
sorbing  surface  and  enters  the  chimney-flue. 

If  7;  and  T^  are  the  initial  and  final  températures  of  the 
gas,  and  /  the  température  of  the  water  entering  the  boiler,  the 
heat  produced,  Q^,  and  that  wasted,  (2.»  per  hour,  are  respec- 
tively  measured  by 

a  =  Cw{T,  -  /)  :  g,  =  C^T,  -  /),  nearly;  .     .     (2) 

while  the  efïîciency  of  the  heating-surface  is  measured  by  the 
ratio  of  total  heat  to  absorbed  heat  ;  or,  if  the  feed  enters  at 
atmospheric  température,,  or  nearly  so,  by 

g, -g.    7; -7; 

— ë:-=X^rr'"«^'-^y (3) 
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The  beat  utilized,  Cw{T^—  7^),  is  also  equal  to  that  ab- 
sorbed  and  transmitted,  qdS  : 

M=C^T^-T;)   and    ~=f^y-f.      .     .    (4) 

The  value  of  ç  has  been  found   to   be   well  represented 
by   équation   (4)   of   article   95,  in  which  ?  =  -^,  and  hence 

g  = ;  and  thus 

^  a 


Assume  {T  —  t)  =  x,  then 


aCw      Jt^    {T-  ty Jr,  '^"'^ 


Then,  since 


T,-t^S{T,-f) 
T^—  t  aCw 


"'"         '  aC'<v 


(6) 


.     J§L=_I I      _(r.-/)-(7;-/) 

••ac«;     7;-/     7;-/-  (7;-/)(r,-7r'   ■   ^^^ 

and  the  efficiency  becomes 

E-       7;  -  7;         5   , 
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and 

(r.-/)-(7;-/)     r.-z; 

'  T-t  -    T,-t' 

T,-T^_         S{T,-t) 
T,-t  ~  S{T,  -t)-\-  aCiv      •     •    •    W 

If  the  total  beat  absorbed  per  hour  be  taken  as  H, 

H=Cw{T,-t);     T,-t  =  ^;    .    .    .    (lo) 
and  a  simplified  expression, 

is  obtained,  in  which  Ctv  may  be  taken  as  proportional  to  the 
weight  of  air  supplied  or  of  fuel  burned,  and  H  as  proportional 
to  the  same  quantity.  Thus  if  F  is  the  weight  of  fuel  burned 
in  the  given  time,  on  unity  of  grate-area,  the  efficiency  may  be 
expressed  as 

^_       BS  B 

^^  S  +  AF^  i+AJÎ'      •     •     •     •    VI2} 


which  is  the  formula  sought.  A  and  B  are  constants  to  be  ob- 
tained by  experiment  for  the  spécial  type  of  boiler  to  be  con- 
sidered.     5  includes  area  in  "  economizer,"  if  any. 

When  5  and  F  represent  respcctively  the  number  of  square 
feet  of  heating-surface  per  square  foot  of  grate  in  any  boiler. 
and  the  number  of  pounds  of  fuel  burned  as  the  square  foot  of 

F 
grate  per  hour,  and  R  =  -  the  values  of  A  and  B,  as  given  by 

Rankine,*  are  as  foUows  : 

♦  Manual  Steam-engine  (R.  H.  T.),  Vol.  II.,  §  23g.     The  formula  has  been 
-directly  checked  by  Mr.  Gasche. 
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BoiLKR  Typb.  a.  B. 

Class  I.  Best  confection,  chimney  draught. . .  ^ . .     0.5  i  .00 

*•      2.  Ordinary  **  "  **       ......     0.5  0.90 

'*     3.  Best  '*  forced  "       0.3  i.oo 

"     4.  Ordinary  **  "  "       0.3  0.95 

Thèse  constants  are  derived  from  expérience  with  good 
fast-burning  bituminous  coals  ;  for  anthracites  of  good  quality 
the  Author  has  usually  found  the  following  values  more  in  ac- 
cordance  with  good  practice  : 

Boil.br  Type.  A.  B.      * 

Class  1 0.5  0.90 

*•       2 0.5  0.80 

"      3 0.3  0.90 

"      4 0.3  0.85 

When  feed-water  heaters  are  used,  or  superheaters  are  em- 
ployed,  their  surface  should  be  included  in  the  area  5.  The 
formula  assumes  no  loss  by  excess  of  air-supply.  Where  such 
excess  is  noted  or  anticipated,  it  may  be  allowed  for  by  increas- 
ing  the  value  of  A  in  proportion  to  the  square  of  the  total 
quantity  of  air  supplied.  The  following  table  présents  values 
of  efficiency  for  a  wide  range  of  practice  : 


EFFICIENCY  OF  BOILERS. 


Bituminous  Coal. 

Anthkacite  Coau 

R. 

Class  of  Boiler. 

Class  of  Boiler. 

I. 

II. 

III. 

IV. 

I. 

II. 

III. 

IV. 

10 

0.16 

0.15 

0.25 

0.22 

0.14 

0.14 

0.23 

0.20 

4 

0.33 

0.31 

0.45 

0.43 

0.30 

0.28 

0.40 

0.39 

2 

0.50 

0.46 

0.62 

0.59 

0.45 

0.50 

0.56 

0.53 

I 

0.66 

0.61 

0.77 

0.73  ' 

0.60 

0.55 

0.70 

0.66 

0.80 

0   71 

0.65 

0  81 

0.77 

0.64 

0.59 

0.73 

0.69 

0.67 

0.75 

0.69 

•    0.83 

0.79 

0.67 

0.63 

0.75 

0.72 

0.50 

0.80 

0.73 

0.87 

0.83 

0.72 

0.65 

0.78 

0.75 

0.40 

0.83 

0.76 

0.89 

0.85 

0.75 

0.68 

0.80 

0.77 

0.333 

0.86 

0.80 

0.90 

0.86 

0.77 

0.72 

o.8i 

0.7R 

0.167 

0.93 

0.85 

0.95 

0.90 

0.84 

0.77 

0.86 

0.81 

O.III 

0.95 

0.87 

0.97 

0.92 

0.86 

0.78 

0.88 

0.83 

Thèse  values  hâve  been  found  to  agrée  well  with  practice 
up  to  rates  of   combustion    exceeding  50  or  60  pounds   per 

15 
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square  foot  of  grate-surface  per  hour.     Carpenter  has  cmpîrî- 
cally  determined  the  expression 

y  =•  a'\-b  Vx, 
where  y  is  the  evaporation  and  x  the  ratio  of  combustible  per 
hour  to  square  foot  of  heating-surface.     (See  Appendix  for  his 
curves.) 

Problem  :  Required  to  détermine  the  area  of  heating-surface 
needed  to  secure  a  stated  efïiciency.  In  this  case  the  formula 
above  given  must  be  transformed  thus: 


E  = 


C  -^^  I       \ 


P      F      B-E  ,    - 

^  =  5  =  -^4Z-' <^4) 


from  which  expressions,  the  efficiency  aimed  at  being  given, 
the  ratio  of  heating  to  grate-surface  and  the  extent  of  heating- 
surface  may  be  computed.  As  vvill  be  seen  later,  the  question 
to  what  extent  efficiency  may  be  economically  carried  by  ex- 
tending  heating-surface  is  one  of  the  problems  arising  in  de- 
signing  boilers. 

The  Area  of  Cooluig-surface  demanded  to  refrigerate  liquids, 
or  to  condense  steam  or  other  vapor,  is  capable  of  somewhat 
similar  calculation.  Returning  to  the  primary  équations  of  the 
preceding  article,  we  hâve 


fqds=cM.T:-T:) (I) 


în  which  we  may  take  7",  as  the  measure  of  the  total  beat,  per 
unit  of  weight  of  the  steam  entering  the  condenser  or  refri^jer- 
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ator,  and  T^  the  température  of  the  water  of  condensation  at 
its  exit.     As  before, 


n'^^dT  /»^i   dT 

in  which  /  becomes  the  température  of  the  circulating  or  cool- 
ing  water,  while  for  such  small  différences  of  température  we 
may  take  q=.  C{T  —  t\  whence 

T  —t 
S  =  MCw  loge  7^ ; 

=  Anog,J^; (3) 


in  which  expression  the  value  of  iV  may  be  taken,  for  ordinary 
steam-engine  condensers,  at  about  0.04,  rising  in  exceptional 
case  of  inefficient  apparatus  to  o.io,  and  falling  in  exception- 
ally  good  examples  to  o.oi,  British  units  being  used. 

M.  Havrez  has  found  a  sîmîlar  expression  to  be  practically 
correct  for  heating-surfaces,  and  asserts  that  we  may  take  the 
quantity  of  heat  transmitted  in  either  case  as  dccreasing  in 
geometrical  progression  ;  while  the  length  of  path  swept  over, 
measured  from  tlie  origin,  increases  in  arithmetical  progres- 
sion.* Mr.  Hudson  has  proposed  semi-empirical,  but  ap- 
parently  very  accurate,  formulas  for  heat  absorbed  in  the  fire- 
box,  which,  with  accompanying  data,  will  be  found  in  the 
Appendîx. 

The  efficîency  of  the  heating-surfaces  of  boilers  has  been 
sometimes  considerably  increased  by  the  expédient  of  setting 
pins  in  the  plates  in  such  manner  that,  projecting  into  the  flue 
or  furnace  on  the  one  side  and  the  water-space  on  the  other, 
they  take  up  heat  from  the  passing  gases  and  conduct  it  into  the 
midst  of  the  wjiter.    A  pin  may  be  thus  made  to  absorb  and 


*  Revue  Industrielle,  Mch.,  1874. 
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iitilize  several  times  as  much  heat  as  could  be  taken  up  by  the 
section  of  the  sheet  occupied  by  it.  Such  "  conductor-pins** 
hâve  often  been  introduced  into  marine  and  other  boilers,  with 
very  évident  improvement  in  results.  Even  corrugating  a 
sheet  will  produce  marked  advantage  in  this  manner,  and  the 
introduction  of  longitudinal  ribs  inside  fire-tubes,  as  by  Serve, 
gives  a  gain  nearly  proportional  to  the  added  heating-surface. 

99.  The  Effect  of  Incrustation,  and  of  deposits  ofvarious 
kinds,  is  to  enormously  reduce  the  conducting  power  01  hcat- 
ing-surfaces;  so  much  so,  that  the  power,  as  well  as  the  éco- 
nomie efiîciency  of  a  boiler,  may  become  very  greatly  reduced 
below  that  for  which  it  is  rated,  and  the  supply  of  steam  fur- 
nished  by  it  may  become  whoUy  inadéquate  to  the  require- 
ments  of  the  case.     Results  vary  greatly  with  kînd  of  scale. 

It  îs  estîmated  that  a  sixteenth  of  an  inch  (0.16  cm.)  thick- 
ness  of  hard  "scale  "  on  the  surface  of  a  marine  boiler  may 
cause  a  waste  of  nearly  one  eighth  its  efficiency,  and  the  waste 
increases  as  the  square  of  its  thickness.*  The  boilers  of  steam- 
vessels  are  peculiarly  liable  to  injury  from  this  cause  where 
using  sait  water,  and  the  introduction  of  the  surface-condenser 
has  been  thus  brought  about  as  a  remedy.  Land  boilers  are 
subject  to  incrustation  by  the  carbonate  and  other  salts  of  lime, 
and  by  the  deposit  of  sand  or  mud  mechanically  suspended  in 
the  feed-water.  Even  a  film  of  oil,  however  thin,  may  reduce 
ihe  rate  of  heat-flow  ten  per  cent  or  more.  At  sea,  this  source 
of  waste  often  becomes  very  serions.  Mr.  Caîrd  noted  a  falling 
off  of  boiler-cfficicncy  from  63  to  53  per  cent  in  a  run  of  about 
15,000  miles. t     Carbonates  waste  less  than  sulphates. 

It  has  been  estimated  that  the  annual  cost  of  opération  of 
locomotives  in  limestone  districts  is  increased  $750  by  deposits 
of  scale.     Collapse  of  furnaces  is  an  added  cost. 

According  to  Stromeyer,  "  scale  of  -^  inch  thickness  offers 
as  much  résistance  to  the  passage  of  heat  as  does  a  film  of 
grease  ^^^  inch  thick  or  a  plate  of  steel  10  inches  thick." 

/* 
«  Nystrom  writes  loss  =  ; — ^  ;  t  in  sixteenths  of  an  inch. 

'  32  +  /* 

f  Trans.  Inst.  Shipb'd'rs  of  Scotland,  vol.  xlî.,  pt.  2;  Nov.  23,  1897;  Dec.  21, 
1895.     R.  R.  Gazette,  June  14,  1901,  p.  408.     See  Appendix. 
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CHAPTER   V. 

HEAT  AS   ENERGY — ENERGETICS   AND   THERMÔDYNAMICS. 

100.  Heat  as  a  Form  of  Energy  is  subject  to  the  gênerai 
lavvs  which  govern  every  form  of  energy  and  control  ail  matter 
in  motion,  whether  that  motion  be  molecular  or  the  movement 
of  masses.  Under  the  title  **  Energetics"  are  comprehended 
-ail  laws  affecting  bodies,  molécules,  or  atomsin  relative  motion. 

That  heat  is  the  motion  of  the  molécules  of  bodies  was  first 
shovvn  by  cxperiment  by  Benjamin  Thompson,  Count  Rumford, 
then  in  the  service  of  the  Bavarian  Government,  who  in  1798 
presented  a  paper  to  the  Royal  Society  of  Great  Britain, 
describing  his  work,  and  reciting  the  results  and  his  conclusion 
that  heat  is  not  substance,  but  a  form  of  energy. 

This  paper  is  of  very  great  historical  interest,  as  the  now 
accepted  doctrine  of  the  persistence  of  energy  is  a  generaliza- 
tion  which  arose  out  of  a  séries  of  investigations,  the  most  im- 
portant of  which  are  those  which  resulted  in  the  détermination 
of  the  existence  of  a  definite  quantivalent  relation  between 
thèse  two  forms  of  energy  and  a  measurement  of  its  value,  now 
known  as  the  "  mechanical  équivalent  of  heat."  The  experi- 
ment  consisted  in  the  détermination  of  the  quantity  of  heat 
produced  by  the  boring  of  a  cannon  at  the  arsenal  at  Munich. 

Rumford,  after  showing  that  this  heat  could  not  hâve  been 
derived  from  any  of  the  surrounding  objects,  or  by  compression 
of  the  materials  employed  or  acted  upon,  says  :  "  It  appears  to 
me  extremely  difficult,  if  not  impossible,  to  form  any  distinct 
ideaof  anything  capable  of  being  excited  and  communicated  in 
the  manner  that  heat  was  excited  and  communicated  in  thèse 
experiments,  except  it  be  motion."  *     He  estimâtes  the  heat 

*This  idca  was  not  by  any  means  original  with  Rumford.  Bacon  seems  to 
hâve  had  the  same  idea;  and  Locke  says,  explicitly  enough:  "Heat  is  a  very 
brisk  agitation  of  the  insensible  parts  of  the  object,  .  .  .  so  that  what  in  our  sen- 
sation  b  heat,  in  the  object  is  nothing  but  motion." 
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produced  by  a  pqwer  which  he  states  could  easily  be  exerted 
by  one  horse,  and  makes  it  equal  to  the  "  combustion  of  nine 
wax  candies,  each  three  quarters  of  an  inch  in  diameter,"  and 
équivalent  to  the  élévation  of  **  25.68  pounds  of  ice-cold  water" 
to  the  boiling-point,  or  4784.4  heat-units.*  The  time  was 
stated  at  "  150  minutes."  Taking  the  actual  power  of  Rum- 
ford*s  Bavarian  "  one  horse"  at  the  most  probable  figure,  25,000 
pounds  raised  one  foot  high  per  minute,  f  this  gives  the 
"  mechanical  équivalent  "  of  the  foot-pound  as  783.8  heat-units^ 
differing  but  1.5  per  cent  from  the  now  accepted  value. 

Had  Rumford  been  able  to  measure  his  power  and  ta 
elîminate  ail  losses  of  heat  by  evaporation,  radiation,  and  con- 
duction, to  which  losses  he  refers,  and  to  measure  the  power 
exerted  with  accurâcy,  the  resuit  would  hâve  been  exact. 
Rumford  thus  made  the  expérimental  discovery  of  the  real 
nature  of  heat,  proving  it  to  be  a  form  of  energy,  and,  publish- 
ing  the  fact  a  half-century  before  the  now  standard  détermina- 
tions were  made,  gave  us  a  very  close  approximation  to  the 
value  of  the  heat-equivalent.  He  also  observed  that  the  heat 
generated  was  "  exactly  proportional  to  the  force  with  which 
tlie  two  surfaces  are  pressed  together,  and  to  the  rapidity  of 
the  friction,"  which  is  a  simple  statement  of  équivalence  be- 
tween  the  quantity  of  work  done,  or  energy  expended,  and  the 
quantity  of  heat  produced.  This  was  the  first  great  step  toward 
the  formation  of  a  Science  of  Thermodynamics. 

Sir  Humphry  Davy,  a  little  later  (1799),  published  the 
détails  of  an  experiment  which  conclusively  confirmed  thèse 
déductions  from  Rumford's  work.  He  rubbed  two  pièces  of 
ice  together,  and  found  that  they  were  melted  by  the  friction 
so  produced.  He  thereupon  concluded  :  "  It  is  évident  that 
ice  by  friction  is  converted  into  w^ater.  .  .  .  Friction,  conse* 
quently,  does  not  diminish  the  capacity  of  bodies  for  heat." 

*  The  British  heat-unit  is  the  quantity  of  heat  required  to  heat  one  pound  of 
water  i*  Fahr.  from  the  température  of  maximum  density. 

f  Rankine  gives  25,920  foot -pounds  per  minute — or  432  per  second — for  the 
arrrage  draught-horse  in  Great  Britain,  which  is  probably  too  high  for  Bavaria. 
The  engineer's  "  horse-power" — 33,000  foot-pounds  per  minute — is  far  in  excesi 
oC  the  average  power  of  even  a  good  draught-horse,  which  latter  is  sometimes 
taken  as  two  thirds  the  former. 
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Bacon  and  Newton,  and  Hook  and  Boyle,  seem  to  hâve  an- 
tîcipated — long  before  Rumford's  time — ail  later  philosophers, 
in  admitting  the  probable  correctness  of  that  modem  dynami- 
cal,  or  vibratory,  theory  of  beat  which  considers  ît  a  mode  of 
motion;  but  Davy,  in  1812,  for  the  first  time,  stated  plainly 
and  precisely  the  real  nature  of  beat,  saying:  "The  immédiate 
cause  of  the  phenomenon  of  beat,  then,  is  motion,  and  the  laws 
of  its  communication  are  precisely  the  same  as  the  laws  of  the  . 
communication  of  motion."  The  basis  of  this  opinion  was  the 
same  that  had  previously  been  noted  by  Rumford. 

So  much  having  been  determined,  it  became  at  once  évident 
that  the  détermination  of  the  exact  value  of  the  mechanical 
équivalent  of  beat  was  simply  a  matter  of  experiment  ;  and 
during  the  succeeding  génération  this  détermination  was  made, 
with  greater  or  less  exactness,  by  several  distinguished  men. 
It  was  also  equally  évident  that  the  laws  governing  the  new 
science  of  thermodynamics  could  be  mathematically  ex- 
pressed. 

Fourier  had,  before  the  date  last  given,  applied  mathemati- 
cal  analysis  in  the  solution  of  problems  relating  to  the  transfer 
of  beat  without  transformation,  and  bis  "  Théorie  de  la  Cha- 
leur** contained  an  exceedingly  beautiful  treatment  of  the  sub- 
ject.  Sadi  Carnot,  twelve  years  later  (1824),  published  bis 
"  Réflexions  sur  la  Puissance  Motrice  du  Feu,"  in  which  he 
made  a  first  attempt  to  express  the  principles  involved  in  the 
application  of  beat  to  the  production  of  mechanical  efïect. 
Starting  with  the  axiom  that  a  body  which,  having  passed 
through  a  séries  of  conditions  modifying  its  température,  is 
retumed  to  "  its  primitive  physical  state  as  to  density,  tem- 
pérature, and  molecular  constitution,"  must  contain  the  same 
quantity  of  beat  which  it  had  contained  originally,  he  shows 
that  the  efïiciency  of  heat-engines  is  to  be  determined  by  carry- 
ing  the  working  fluid  through  a  complète  cycle,  beginning  and 
ending  with  the  same  set  of  conditions.  Carnot  was  not  a 
believer  in  the  vibratory  theory  of  beat,*  and  consequently  was 
led  into  some  errors  ;  but,  as  will  be  seen  hereafter,  the  idea 

♦Documents  recently  discovered  {CompUs  Rendus ^  1878,  p.  967)  either  show 
this  to  be  an  error  or  prove  his  later  conversion. 
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just  expressed  is  one  of  the  most  important  détails  of  a  theor>^ 
of  the  steam-engine. 

Seguin,  who  has  already  been  mentioned  as  one  of  the  first 
to  use  the  firc-tubuiar  boiler  for  locomotive  engines,  published 
in  1839  ^  work,  '*  Sur  l'Influence  des  Chemins  de  Fer/'  in  which 
he  gave  the  requisite  data  for  a  rough  détermination  of  the 
value  of  the  mechanical  équivalent  of  beat,  although  he  does 
not  himself  deduce  that  value. 

Dr.  Mayer  of  Heilbronn,  three  years  later  (1842),  published 
the  results  of  a  very  ingenious  and  quite  closely  approximate 
calculation  of  the  hcat-equivalent,  basing  his  estimate  upon  the 
work  necessary  to  compress  air,  and  on  the  spécifie  beats  of  the 
gas,  the  idea  being  that  the  work  of  compression  is  the  équiva- 
lent of  the  beat  generated.  Seguin  had  taken  the  converse 
opération,  taking  the  loss  of  beat  of  expanding  stcam  as  the 
équivalent  of  the  work  done  by  the  steam  while  expanding. 
The  latter  also  was  the  first  to  point  out  the  fact,  aftervvard 
experimentally  proved  by  Hirn,  that  the  fluid  exhausted  from 
an  engine  should  beat  the  water  of  condensation  less  than 
would  the  same  fluid  when  originally  taken  into  the  engine. 

A  Danish  engineer,  Colding,  at  about  the  same  time  (1843), 
published  the  results  of  experiments  made  to  détermine  the 
same  quantity  ;  but  the  best  and  most  extended  work,  and 
that  which  is  now  almost  universally  accepted  as  standard,  was 
done  by  a  British  investigator. 

Joule  commenced  the  expérimental  investigations,  secking 
a  measure  of  the  relations  of  beat  and  work,  which  bave  made 
him  famous,  at  some  time  previous  to  1843,  ^tt  which  date  he 
published,  in  the  Philosophical  Magazijic^  his  earliest  method. 
His  first  détermination  gave  770  foot-pounds.  During  the 
succeeding  five  or  six  years  Joule  repeated  his  work,  adopting 
a  considérable  variety  of  methods,  and  obtaining  very  variable 
results.  One  method  was  ta  détermine  the  beat  produced  by 
forcing  air  through  tubes  ;  another,  and  his  usual  plan,  was  to 
turn  a  paddle-wheel  by  a  definite  power  in  a  known  weight  of 
water.  He,  in  1849,  concluded  thèse  researches,  and  announced 
finally  the  value  772  foot-pounds  as  that  of  the  mechaniciJ 
équivalent  of  the  British  heat-unit. 
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lOl.  Energetics  treats  of  modifications  of  energy  under 
the  action  of  forces,  and  of  its  transformation  from  one  mode 
of  manifestation  to  another,  and  from  one  body  to  another, 
and  within  this  broader  science  is  comprehended  that  latest  of 
the  minor  sciences,  of  which  the  heat-engines  and  especially 
the  steam-engine  illustrate  the  most  important  applications — 
Thermodynamics,  The  science  of  energetics  is  simply  a  wider 
generalization  of  principles  which  hâve  been  established  one  at 
a  time,  and  by  philosophers  widely  separated  both  geographi- 
cally  and  historically,  by  both  space  and  time,  and  which  hâve 
bcen  slowly  aggregated  to  form  one  after  another  of  the  physi- 
cal  sciences,  and  out  of  which,  as  we  now  are  beginning  to  see, 
we  are  slowly  evolving  wider  generalizations,  and  thus  tending 
toward  a  condition  of  scientific  knowledge  which  renders  more 
and  more  probable  the  truth  of  Cicero's  déclaration  :  "  One 
eternal  and  immutable  law  embraces  ail  things  and  ail  times." 
At  the  basis  of  the  whole  science  of  energetics  lies  a  principle 
which  was  enunciated  before  Science  had  a  birthplace  or  a 
name: 

AU  that  exists,  whether  mat  ter  or  force,  and  in  whatet^cr 
form,  is  indestructible,  except  by  the  Infinité  Power  ivhich  has 
created  it, 

That  matter  is  indestructible  by  finite  power  became  ad- 
mitted  as  soon  as  the  chemists,  led  by  their  great  teacher  La- 
voisier,  began  to  apply  the  balance,  and  were  thus  able  to  show 
that  in  ail  chemical  change  there  occurs  only  a  modification  of 
form  or  of  combination  of  éléments,  and  no  loss  of  matter  ever 
takes  place.  The  "  persistence"  of  energy  was  a  later  dis- 
covery,  conséquent  largely  upon  the  expérimental  détermina- 
tion of  the  convertibility  of  heat-energy  into  other  forms  and 
into  mechanical  work,  for  which  we  are  indebted  to  Rumford 
and  Davy,  and  to  the  détermination  of  the  quantivalence 
anticipated  by  Newton,  shown  and  calculated  approximately 
by  Colding  and  Mayer,  and  measured  with  great  probable 
accuracy  by  Joule. 

It  is  now  generally  understood  that  ail  forms  of  energy  are 
mutually  convertible  with  a  definite  quantivalence  ;  and  it  is 
not  certain  that  even  vital  and  mental  energy  do  not  fall  within 


Digitized  by 


Google 


234  THE   STÉAM-BOILER, 

the  same  great  generalization.  This  quantivalence  is  the  basis 
of  the  science  of  energetics. 

Expérimental  investigation  and  analytical  research  hâve 
together  thus  created  a  new  science,  and  the  philosophy  of  the 
steam-engine  has  ât  last  been  given  a  complète  and  well-defined 
form,  enabling  the  intelligent  engineer  to  comprehend  the  opéra- 
tion of  the  machine,  tb  perceive  the  conditions  of  efficiency, 
and  to  look  forward  in  a  well-settled  direction  for  further  ad- 
vances  in  its  improvement  and  in  the  increase  of  its  efficiency. 

Energy  is  the  capacity  of  a  moving  body  to  overcome  résist- 
ance offered  to  its  motion  ;*  it  is  measured  either  by  the  prod- 
uct  of  the  mean  résistance  into  the  space  through  which  it  is 
overcome,  or  by  the  half  product  of  the  mass  of  a  free  body  into 
the  square  of  its  velocity.  Kinetic  energy  is  the  actual  energy 
of  a  moving  body  ;  potential  energy  is  the  measure  of  the  work 
which  a  body  is  capable  of  doing  under  certain  conditions 
which,  without  expendîng  energy,  may  be  made  to  affect  it,  as 
by  the  breaking  of  a  cord  by  which  a  weight  is  suspended,  or 
by  firing  a  mass  of  explosive  material.  The  British  measure 
of  energy  is  the  foot-pound  ;  the  metric  measure  is  the  kilo- 
grammetre. 

Energy,  whether  kinetic  or  potential,  may  be  observable 
and  due  to  mass-motion  ;  or  it  may  be  invisible  and  due  to 
molecular  movements.  The  energy  of  a  heavenly  body  or  of 
a  coiled  spring,  and  that  of  heat  or  of  electrical  action,  are  illus- 
trations of  the  two  classes.  In  Nature  we  find  utilizable  poten- 
tial energy  in  fuel,  in  food,  in  any  available  head  of  water,  and 
in  available  chemical  affinities.  We  find  kinetic  energy  in  the 
motion  of  the  winds  and  the  flow  of  running  water,  in  the  heat- 
motion  of  the  sun's  rays,  in  heat-currents  on  the  earth,  and  in 
many  intermittent  movements  of  bodies  acted  on  by  applied 
forces,  natural  or  artificial.  The  potential  energy  of  fuel  and 
of  food  has  already  been  seen  to  hâve  been  derived,  at  an 
earlier  period,  from  the  kinetic  energy  of  the  sun*s  rays,  the 
fuel  or  the  food  being  thus  made  a  storehouse  or  réservoir  of 


*  Tlie  term  "  energy"  was  first  used  by  Dr.  Young  as  the  équivalent  of  the 
work  of  a  moving  body,  in  his  **  Lectures  on  Natural  Philosophy  "  (1807). 


Digitized  by 


Google 


HEAT  AS  EJSTERGY.  235 

energy.  It  is  also  seen  that  the  animal  System  îs  simply  a 
"  mechanism  of  transmission"  for  energy,  and  does  not  create 
but  simply  diverts  it  to  any  desired  direction  of  application. 

Ail  the  available  forms  of  energy  can  be  readily  traced  back 
to  a  common  origin  in  the  potential  energy  of  a  universe  of 
nebulous  substance  (chaos),  consisting  of  infinitely  diffused 
matter  of  immeasurably  slight  density,  whose  "  energy  of  posi- 
tion" had  been,  since  the  création,  gradually  going  through  a 
process  of  transformation  into  the  several  forms  of  kinetic  and 
potential  energy  above  specified,  through  intermediate  methods 
of  action  which  are  usually  still  in  opération,  such  as  the  poten- 
tial energy  of  chemical  affinity,  and  the  kinetic  forms  of  energy 
seen  in  solar  radiation,  the  rotation  of  the  earth,  and  the  beat 
of  its  interior. 

The  measure  of  any  given  quantity  of  energy,  whatever  may 
be  its  form,  is  the  product  of  the  résistance  which  it  is  capable 
of  overcoming  into  the  space  through  which  it  can  move 
against  that  résistance,  i.e.,  by  the  product  RS,  or  the  equiva- 

lent  expressions and  iMV\  in  which  ÎV  is  the  weight,  M 

the  "mass"  of  matter  affected  by  the  motion,  F  the  velocity, 
and  g-  the  dynamic  measure  of  gravity. 

T/ie  three  greaî  laws  of  eiiergctics  are  : 

(i)  The  sum  total  of  the  energy,  active  and  potential,  of  the 
universe  is  invariable. 

(2)  The  several  forms  of  energy  are  ail  interconvertible,  and 
possess  a  definite  quantivalence. 

(3)  Ail  forms  of  kinetic  energy  are  tending  toward  réduc- 
tion to  forms  of  molecular  motion  and  final  dissipation  through- 
out  space. 

102.  Heat-energy  and  Température  are  closely  related 
and  directly  proportional,  the  one  to  the  other. 

The  investigations  of  physicists  hâve  shown  that  when  / 
and  V  are  the  pressure  and  volume  of  unit  weight  of  any  gas, 
and  c  is  the  velocity  of  molécules  having  the  mass  m  and  in 
number  «, 

pv^\mnc^\ (l) 
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it  is  also  known  ihat 

pv  =  RT, (2) 


p  V 
when  R  =  -^y  the  subscripts  denoting  that  thèse  quantities 

^  o 

are  taken  at  the  freezing-point  of  water,  and  T  is  the  tempéra- 
ture measured  from  the  absolute  zéro,  as  hereafter  defined 
(—  46i°.2  F.,  or  —  274°  C);  hence 


T<xc\ (3) 

and  the  température  of  any  substance,  measured  on  the  abso- 
lute scale,  is  proportional  to  the  kinetic  energy  of  the  molécules 
constituting  the  gas.  In  other  words,  as  elsewhere  stated, 
température  is  a  measure  of  the  intensity  of  molecular  vibra- 
tion, while  quantity  of  heat,  as  has  been  seen,  is  quantity  of 
molecular  energy  of  vibration. 

Thus  température,  as  measured  on  the  absolute  scale  and 
on  the  air-thermometer,  is  directly  proportional  to  the  molec- 
ular energy  of  any  given  mass,  and  thus,  in  the  case  of  any 
confined  gas,  measures  the  intensity  of  pressure  on  the  enclos- 
ing  walls  due  to  the  heat-energy  so  imprisoned,  which  quan- 
tity is  also  proportional  to  the  product  of  this  pressure  into  the 
volume  of  the  space  throughout  which  it  is  exerted. 

103.  Quantitative  Measures  of  Heat-energy,  obtained  by 
the  various  Systems  of  calorimetry,  always  involve  détermina- 
tions of  the  magnitudes  of  factors  the  product  of  which  give 
the  quantity  of  molecular  energy  présent.  Thèse  factors  hâve 
been  seen  to  be  either  measures  of  the  mass  affected  and  of 
molecular  velocity,  or  thermal  équivalents.  The  quantity  01 
heat-energy  to  be  measured  is  obtained  either  by  multiplying  the 
mass  by  the  square  of  velocity  of  vibration,  or  by  the  product 
of  the  weight  into  the  range  of  température  considered  and  the 
mcan  spécifie  heat  :  thèse  two  measures  are  équivalent.  It 
is  by  either  method  made  évident  that  température  is  one 
factcr  of  a  product  which  is  the  measure  of  heat-energy,  the 
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other  factor  being  a  measure  of  the  mass  of  matter  acting  as 
the  vehicle  of  that  energy. 

104.  Heat  Transformations  may  take  place,  through  the 
action  of  physical  and  chemical  forces,  into  any  other  known 
form  of  energy,  and  another  form  of  energy  may  be  transmuted 
into  heat.  Nearly  ail  physical  phenomena,  in  fact,  involve 
heat-transformation  in  one  form  or  another,  and  in  a  greater  or 
a  less  degree,  under  the  laws  of  energetics.  According  to  the 
first  of  those  laws,  such  changes  must  always  occur  by  a  defi- 
nite  quantivalence,  and  when  heat  disappears  in  known  quan- 
tity  it  is  always  certain  that  energy  of  calculable  amount  will 
appear  as  its  équivalent  ;  the  reverse  is  as  invariably  the  case 
when  heat  is  produced  ;  it  always  represents  and  measures  an 
équivalent  amount  of  mechanical,  electrical,  chemical,  or  other 
energy. 

105.  Heat  and  Mechanical  Energy  are  thus  evidently 
subject  to  the  gênerai  laws  of  transformation  of  energy,  and  the 
transmutation  of  the  one  into  the  other  must  always  be  capa- 
ble of  treatment  mathematically.  The  relations  of  thèse  two 
forms  of  energy  are  thought  by  the  physicist  and  the  engineer 
as  of  sufficient  importance,  and  the  phenomena  involving  thèse 
relations  alone  are  so  often  found  to  demand  and  to  permit  in- 
dependent  considération,  that  they  are  taken  as  the  subject  of 
a  division  of  energetics  known  as  the  science  of ///rr;//^^;/^7;//i.y, 
and  a  vast  amount  of  study  and  research  has  been  given  by  the 
ablest  mathematical  physicists  of  modem  times  to  the  investi- 
gation of  its  laws  and  their  applications,  and  to  the  building  up 
of  that  science. 

The  conversion  of  water  into  steam  in  the  steam-boiler  and 
the  utilization  of  the  heat-energy  thus  made  available,  or  in 
heated  air  and  other  gases,  in  steam-  or  other  heat-engincs,  con- 
stitute  at  once  the  most  familiar  and  the  most  important  of 
known  illustrations  of  thermodynamic  phenomena  and  their 
useful  application.  The  process  of  making  steam  is  one  of  pro- 
duction of  heat  by  transformation  from  the  potential  form  of 
energy  through  the  action  of  chemical  forces,  and  its  storage 
in  sensible  form  for  later  use  in  the  steam-engine,  where  it  is 
changed  into  équivalent  mechanical  energy.     The  pure  science 
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of  the  steam-engine  is  thus  the  science  of  thermodynamics, 
the  first  applications  of  which  are  made  in  the  opérations 
carried  on  in  the  steam-boiler. 

106.  Thermodynamics  is  that  science  which  treats  solely 
of  the  relations  of  heat  and  the  mechanical  form  of  energy,  of 
the  establishment  of  the  laws  governing  their  interconversion, 
and  of  the  applications  of  those  laws. 

The  science  of  thermodynamics  is,  as  has  been  stated,  a 
branch  of  the  science  of  energetics,  and  is  the  only  branch  of 
that  science  in  the  domain  of  the  physicist  which  has  been  very 
much  studied.  This  branch  of  science,  which  is  restricted  to 
the  considération  of  the  relations  of  heat-energy  to  mechanical 
energy,  is  based  upon  the  great  fact  determined  by  Rumford 
and  Joule,  and  considers  the  behavior  of  those  fluids  which 
are  used  in  heat-engines  as  the  média  through  which  energy  is 
transferred  from  the  one  form  to  the  other.  As  now  accepted, 
it  assumes  the  correctness  of  the  hypothesis  of  the  dynamic 
theory  of  fluids,  which  supposes  their  expansive  force  to  be  due 
to  the  motion  of  their  molécules. 

This  idea  is  as  old  as  Lucretius,  and  was  distinctly  ex- 
pressed  by  Bernouilli,  Le  Sage  and  Prévost,  and  Herapath. 
Joule  recalled  attention  to  this  idea  in  1848,  as  explaining  the 
pressure  of  gases  by  the  impact  of  their  molécules  upon  the 
sides  of  the  containing  vessels.  Helmholtz,  ten  years  later, 
beautifully  developed  the  mathematics  of  média  composed  of 
moving,  frictionless  particles  ;  and  Clausius  has  carried  on  the 
work  still  further. 

l'hc  gênerai  conception  of  a  gas,  as  held  to-day,  including 
the  vortex-atom  theory  of  Thomson  and  Rankine,  supposes  ail 
bodies  to  consist  of  small  particles  called  molécules,  each  of 
which  is  a  chemical  aggregation  of  its  ultimate  parts  or  atoms. 
Thèse  molécules  are  in  a  state  of  continuai  agitation,  which  is 
known  as  heat-motion.  The  highcr  the  température,  the  more 
violent  this  agitation  ;  the  total  quantity  of  motion  is  measured 
as  vis  viva  by  the  half-product  of  the  mass  into  the  square  of 
the  velocity  of  molecular  movement,  or  in  heat-units  by  the 
same  product  divided  by  Joule's  équivalent.  In  solids,  the 
range  of  motion  is  circumscribed,  and  change  of  form  cannot 
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*ake  place.  In  fluids,  the  motion  of  the  molécules  has  become 
sufficiently  violent  to  enable  them  to  break  out  of  this  range, 
and  their  motion  is  then  no  longer  diefipitely  restricted.  The 
science  of  thermodynamics  finds  application  in  every  phenome- 
non  in  which  thèse  various  manifestations  of  heat-energy  are 
accompanied  by  the  performance  of  work  or  resuit  from  such 
work. 

107.  The  First  Law  of  Thermodynamics  is  a  simple 
corollary  of  the  first  law  of  energetics  ;  it  is  enunciated  as  fol- 
lows  : 

Hcat-energy  and  mechanical  energy  are  mutually  converiibU 
and  hâve  a  definite  equivalefice, 

The  British  thermal  unit  being  équivalent  to  778.4  foot- 
pounds  of  work,  nearly,  and  the  metric  calorie  to  427.2,  or,  as 
usually  taken,  427  kilogram mètres.* 

The  first  précise  and  direct  déterminations  of  the  mechani- 
cal équivalent  of  the  thermal  unit  were  made  by  Joule,  by  sev- 
<eral  methods.  He  stated  the  results  of  his  researches  relating 
to  the  mechanical  équivalent  of  heat  as  follows  : 

(i)  The  heat  produced  by  the  friction  of  bodies,  whether 
solid  or  liquid,  is  always  proportional  to  the  quantity  of  work 
expended. 

(2)  The  quantity  required  to  increase  the  température  of 
a  pound  of  water  (weighed  in  vacuo  at  55°  to  60°  Fahr.)  by  one 
degree  requires  for  its  production  the  expenditure  of  a  force 
measured  by  the  fall  of  778  pounds  from  a  height  of  one  foot. 
This  quantity  is  now  generally  called  "  Joule's  équivalent." 

During  this  séries  of  experiments  Joule  also  deduced  the 
position  of  the  "  absolute  zéro,**  the  point  at  which  heat-motion 
ceases,  and  stated  it  to  be  about  480°  Fahr.  below  the  freezing- 
point  of  water,  which  is  not  very  far  from  the  probably  true 
value,  —  493°.2  Fahr.  (—  273°  C),  as  deduced  afterward  from 
more  précise  data. 

This  first  law  is  that  by  the  application  of  which  we  deduce 
a  measure   of  the  quantity  of  work  done  whenever  a  .  known 

*  The  figure  given  by  Joule  was  772  ;  but  later  work  by  Rowland  and  others 
•esUbiish  778  as  sensibly  correct. 
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amount  of  heat  is  transformed  ;  it  does  not  détermine  how  much 
in  any  case  will  be  transformed.  For  examplc,  for  any  heat- 
engine  we  may  calculate  precisely  how  much  is  demanded  for  the 
performance  of  work  when  it  is  known  how  much  work  is  done  ; 
but  this  law  affords  no  means  of  determining,  in  any  such  case, 
what  proportion  of  the  heat-energy  sent  into  the  system  will 
be  converted  into  work,  or  what  part  will  pass  through  untrans- 
formed  ;  and  it  hence  gives  no  due  to  the  total  quantity  of 
heat  called  for,  or  of  stcam  to  be  made  at  the  boiler,  even 
though  ail  wastes  by  conduction  and  radiation  be  discovered 
and  measured.  This  due  is  given  by  the  second  law,  which 
will  also  enable  us  to  détermine  the  amount  of  thermodynam- 
ically  unavoidable  loss. 

io8.  The  Second  Law  of  Thermodynamics  is  stated  in 
a  great  variety  of  ways  by  various  writers,  and  is  not  always 
clcarly  enunciated  by  the  best  authorities.  The  following 
method  of  statement  is  adapted  especially  to  présent  pu rposes: 

///  the  transfer  or  the  trarisformation  of  heat-energy ^  the  total 
effect  produced  is  directly  proportional  to  the  total  quantity  of 
heat  présent  and  acting, 

Thus,  if  the  effect  of  heat  be  to  produce  change  of  pressure, 
change  of  volume,  or  variation  of  température,  the  magnitude 
of  that  altération  of  pressure,  of  température,  or  of  volume  will 
be  directly  proportional  to  the  quantity  of  heat  concerned  in 
its  production.  This  law  is  based  upon  the  almost  axiomatic 
proposition,  that  heat-energy  is  homogeneous,  and  equal  quan- 
tifies must  invariably  be  capable  of  causing  equal  effects. 

Since,  in  any  mass  of  matter  acting  as  a  réservoir  or  vehicle 
of  heat-energy,  the  quantity  of  heat  présent  .is  proportional  to 
its  absolute  température,  it  follows,  from  v/hat  has  preceded, 
that  the  effect  produced  by  any  thermal  variation  in  a  heated 
mass  is  proportional  to  the  absolute  température  at  which  the 
action  takes  place.  Thèse  propositions  and  the  second  law  of 
thermodynamics  are  expressed  algebraically  by  the  équations 


d           d       Q       dO 
^dQ'^     dT     T'^dr ^^ 
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în  which  Q  and  T  are  the  quantity  of  heat  contaîned  in  the 
body  and  its  absolute  température.  In  other  words,  the  prod- 
uct  of  the  absolute  température  by  the  ratio  of  variation  of 
any  quantity  with  température  is  equal  to  the  product  of  the 
heat  acting  into  the  rate  of  variation  of  that  quantity  with  the 
variation  of  heat. 

The  quantity  of  work  performed  by  transformation  of  heat 
is  measured  by 

dW=Q^dU^T^dU\  .    .    .    .    ,    (2> 

which  will  become  known  when  the  law  of  variation  of  work^ 
dU,  with  heat,  Q,  can  be  given. 

109.  The  Molecular  Constitution  of  Matter  and  its  physical 
structure  and  state  détermine  precisely  how  heat  will  aflfect  it, 
and  just  how  it  will  behave  in  the  storage,  transfer,  and  transfor- 
mation of  that  energy  into  other  forms.  Ail  matter  consists  of 
particles  or  molécules,  sometimes  simple,  but  usually  complex, 
affected  by  the  forces  which  become  observable  under  the  action 
of  one  body  upon  another.  Thèse  forces  are  either  attractive^ 
répulsive,  or  directive.  Thus,  heat  produces  a  mutual  repul- 
sion of  molécules,  and,  if  permitted  by  surrounding  masses,  the 
body  expands  with  its  réception.  Cohésion  is  an  attractive 
force,  as  is  gravitation,  while  magnetic  and  electric  forces  may 
be  either  attractive  or  repellent  ;  and  the  polarity  seen  in  the 
formation  of  crystals  and  magnetism  gives  directive  power — the 
first  determining  the  method  of  aggregation  of  approximating 
molécules,  the  last  the  positions  assumed  by  the  molécules 
affected  by  it.  The  property  of  inertia  is  common  to  ail  forms 
of  matter,  and  is  essential  to  the  production  of  ail  the  phe- 
nomena  observed  in  the  motion  and  mutual  actions  of  free 
bodies. 

110.  Solids  are  bodies  in  which  the  attractive  and  directive 
forces  are  sufïiciently  powerful  to  give  stability  both  of  form 
and  of  volume.  Liquids  hâve  stability  of  volume  but  not  of 
form  ;  vfhW^gases  and  vapors  hâve  stability  neither  of  form  nor  of 
volume,  and  in  them  the  repellent  forces  hâve  more  intensity 
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than  the  attractive.  In  gases  the  latter  become  insensible,  and 
in  the  hypothetical  "  perfect  **  gas  cease  to  exist.  Ail  interme- 
diate  degrees  of  stability  exist  among  the  substances  known  in 
nature,  and  no  known  form  of  matter  can  be  assigned  to  either 
class  as  a  perfect  représentative  of  the  combination  of  properties 
defining  it.  In  passing  from  one  state  to  another,  substances 
traverse  thèse  intermediate  conditions.  Ice,  water,  and  steam 
illustrate  thé  three  typical  classes  of  matter.  In  the  first  the 
attractive  and  directive  forces  give  stability  of  form  and  strength  ; 
in  the  second,  no  stability  of  form  exists,  but  some  tenacity  or 
cohesive  power  remains,  which  cannot  be  easily  detected  in  con- 
séquence of  the  freedom  of  relative  motion  permitted  among 
its  particles  when  polarity  disappears  ;  in  the  third  form  of  the 
same  substance  the  fluid  must  be  confined  within  walls  capable 
of  sustaining  its  outward  pressure  to  keep  it  from  indefinite  ex- 
pansion. 

The  thermodynamic  définition  of  a  perfect  gas  is  found  in 
the  équation 

inf      p.v.       _ 

-j;  =  -jT  =  /c,  a  constant, 

the  product  of  pressure  and  volume  always  varyîng  with  the 
absolute  température. 

III.  Heat  and  Matter  hâve  this  peculiar  relation,  that 
while  ail  other  forces  which  commonly,  with  that  due  to  the 
présence  of  heat,  détermine  to  which  of  the  three  physical  states 
the  latter  shall  be  assigned,  are  definitely  related  to  the  sub- 
stance, having  magnitudes  which  are  functions  of  volume  and 
of  molecular  distances,  the  force  introduced  with  heat,  and 
which  is  always  repellent,  is  variable,  independently  of  ail  other 
conditions,  and  is,  in  fact,  constantly  so  varying. 

It  is  the  introduction  or  the  removal  of  heatenergy  from  mat- 
ter which  produces  ail  familiar  physical  changes  of  states.  When 
a  solid  is  heated  it  is  expanded  against  the  resisting  efforts  of  ail 
other  internai  and  external  forces,  and  after  a  time  the  quan- 
tity  of  heat  and  the  température  attaining  a  Hmit  which  is  per- 
fectly  definite  for  each  substance,  the  directive  force  becomes 
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insensible,  and  the  mass  becomes  lîquid.  The  introduction  of 
heat  continuing,  the  séparation  of  molécules  continues  until  the 
•cohesive  force  becomes  insensible,  or  at  least  less  than  the  ex- 
pansive  force  of  the  heat,  and  the  fluid  is  converted  into  a 
vapor  ;  and  finally,  when  the  attractive  forces  disappear  en- 
tirely,  into  gas.  In  this  process,  internai  forces  being  overcome, 
internai  work  is  performed,  and  external  forces  being  overcome, 
external  work  is  done  ;  while  a  certain  amount  of  heat,  not  so 
expended,  is  added  to  the  mass  as  sensible  heat,  and  thus  raises 
its  température. 

Spécifie  Heats  measure  the  quantity  of  heat  absorbed  by  unit 
weight  of  any  substance  in  a  change  of  température  of  one 
degree,  the  heat  being  either  ail  or  partly  unchanged.  It  has 
been  already  defined  and  values  given  in  §  91.  Thermodynam- 
ically  considered,  it  is  seen  spécifie  heats  may  measure  either 
heat  or  work,  or  both. 

112.  Sensible  and  Latent  Heats  must  be  carefully  distin^ 
guished  in  studying  the  action  of  heat  on  matter.  The  term 
*^  sensible  heat  "  scarcely  requires  définition  ;  but  it  may  be  said 
that  sensible  and  latent  heats  represent  latent  and  sensible 
work  ;  that  the  former  is  actual,  kinetic,  heat-energy,  capable  of 
transformation  into  mechanical  energy,  or  vis  viva  of  masses, 
and  into  mechanical  work  ;  while  the  latter  form  is  not  heat, 
but  is  the  équivalent  of  heat  transformed  to  produce  a  visible 
effect  in  the  performance  of  molecular,  or  internai  as  well  as 
external,  work,  and  visible  altération  of  volume  and  other  phys- 
ical  conditions. 

It  is  seen  that  heat  may  become  "latent"  through  any 
transformation  which  results  in  a  definite  and  defined  physical 
change,  produced  by  expansion  of  any  substance  in  conséquence 
of  such  transmutation  into  internai  and  external  work  ;  whether 
it  be  simple  increase  of  volume  or  such  increase  with  change 
of  physical  state. 

113.  The  Latent  Heat  of  Expansion  is  a  name  for  that 
heat  which  is  demanded  to  produce  an  increase  of  volume,  as 
distinguished  from  that  untransformed  heat  which  is  absorbed 
by  the  substance  to  produce  élévation  of  température.  The 
latent  heat  of  expansion  may,  by  its  absorption  and  transforma^ 
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tion,  and  the  resulting  performance  of  internai  and  extemai 
work,  cause  no  other  effect  than  change  of  volume,  as,  e.g.> 
when  air  is  heated  ;  or  it  may  at  the  same  time  produce  an 
altération  of  the  solid  to  the  fluid,  or  of  the  liquid  to  the 
vaporous  state,  as  in  the  melting  of  ice  or  the  boiling  of  water, 
in  which  latter  cases,  as  it  happens,  no  élévation  of  température 
occurs,  ail  heat  received  being  at  once  transformed.  In  the 
expansion  of  air,  and  in  other  cases  in  which  no  such  change 
of  State  occurs,  a  part  of  the  heat  absorbed  remains  unchanged, 
producing  élévation  of  température  ;  while  another  part  is 
transformed  into  latent  heat  of  expansion. 

The  spécifie  heat  of  constant  volume,  no  molecular  or  other 
work  being  done,  measures  the  heat  untransformed,  and,  as 
sensible  heat,  producing  rise  in  température.  The  spécifie  heat 
of  constant  pressure  measures  the  sum  of  the  sensible  and  latent 
beats,  when  a  gas  is  heated,  and  no  altération  of  physical  state 
can  occur.  It  usually  is  assumed  to  include  both  internai  and 
external  work,  as  well  as  sensible  heat,  but  where  used  in  an 
unaccustomed  sensé  the  conditions  of  the  case  are  always 
stated. 

114.  The  Latent  Heats  of  Fusion  and  of  Vaporizatioa 
measure  the  quantities  of  heat  transformed  in  thèse  changes  of 
physical  state.  In  the  first  of  thèse  two  cases  the  work  done 
is  mainly  internai  ;  in  the  second  the  internai  work  performed 
is  much  greater,  but  is  not  so  enormously  in  excess  of  the 
amount  of  external  work  done;  and  the  higher  the  pressure 
under  which  vaporization  takes  place,  the  larger  proportionally 
the  measure  of  external  work  and  of  the  heat  demanded  for  its 
performance.  In  the  case  of  steam,  as  will  be  seen  later,  at 
ordinary  pressures,  the  ratio  of  internai  to  external  work  in 
this  change  of  state  is  about  as  ten  to  one.  Ail  this  work  is 
performed  in  the  expansion  of  the  mass  against  resisting  molec- 
ular attractive  forces,  unperccivable  and  incapable  of  measure- 
ment  by  any  ordinary  pressure-gauge  or  physical  instrument. 

115.  The  Distribution  of  Heat  Energy  in  thermodynamic 
opérations,  and  in  physical  changes  produced  by  it,  must  be 
carefully  studied,  and  must  be  represented  in  every  algebraic 
expression  in  the  mathematical  theory  of  the  subject.     As  has 
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been  fully  shown,  the  absorption  of  beat  by  any  substance  often 
involves,  and  may  in  any  given  case  involve,  three  différent 
applications  ;  it  may  be  appropriated  to  the  élévation  of  tem- 
pérature; to  the  expansion  of  the  mass  against  internai  forces, 
doing  internai  work  ;  or  to  the  increase  of  its  volume,  overcom- 
ing  external  pressures  and  performing  external  work.  On  the 
other  hand,  if  beat  is  received  from  any  substance,  it  may  be 
sensible  beat  simply  transferred  without  change  ;  or  it  may  be 
beat  produced  by  transformation  out  of  work  through  the  action 
of  cohesive  forces  ;  or  it  may  be  beat  similarly  resulting  from 
the  work  done  by  external  pressure  on  the  massduring  its  com- 
pression. 

Whatever  the  manner  in  which  heat-energy  is  transferred 
or  transformed,  such  phenomenaasareobservedduring  the  pro- 
cess  are  subject  to  the  principles  which  bave  been  stated,  and  the 
theory  of  the  process  is  constructed  by  the  application  of  the 
two  laws  which  bave  been  enunciated,  and  in  that  manner  only. 
Every  algebraic  expression  representing  such  a  process  will  be 
a  statement  of  equality  between  the  total  amount  of  heat- 
energy  entering  or  leaving  the  substance,  and  the  sum  of  the 
variations  of  sensible  and  latent  beats  in  the  mass  affected. 

116.  The  Application  of  the  First  Law  leads  at  once  to 
the  construction  of  the  fundamental  équations  of  thermody- 
namics,  and  permits  the  détermination  of  their  constants.  The 
fîrst  équation  to  be  established  is  simply  a  statement,  in  alge- 
braic language,  of  the  fact  that  the  total  quantity  of  beat  ab- 
sorbed  or  rejected  by  any  substance  during  any  elementary 
change  must  be  the  sum  of  the  variation  of  the  sensible  hcat 
of  the  mass  and  of  the  latent  beats.  The  convertibility  of  the 
thermal  unit  into  the  mechanical  unit  of  workor  energy  renders 
it  a  matter  of  indifférence  which  unit  is  adopted.  If  Q  repre- 
sent  beat  measured  in  thermal  and  H  the  same  quantity  in 
mechanical  units,  and  if/ be  taken  as  the  symbol  of  the  me- 
chanical équivalent  of  beat,  and  yî  =  -^  the  thermal  équivalent 

of  the  mechanical  unit,  we  may  write  at  once,  as  the  expression 
of  the  first  law  of  thermodynamics, 

dH  =  JdQ  =  KdT+dW, (0 
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in  which  équation  K  is  the  dynamical  spécifie  heat,  or  în  sym- 
bols  CJ^  the  product  of  the  thermally  measured  spécifie  heat> 
C,  by  Joule's  équivalent  ;  T  the  absolute  température  ;  5  the 
sensible  and  W  the  total  latent  heat,  measured  in  mechanical 
units. 

Hereafter  ail  measu  rement  s  will  be  given  in  mechanical 
units,  unless  otherwise  stated. 

Separating  the  heat  doing  the  work,  W^  as  distinguished 
from  other  heat,  into  two  parts,  the  one,  Z,  the  internai  latent 
heat,  the  other,  U^  the  latent  heat  of  external  work, 

dH  =  JdQ  =  dS+dL  +  dU,      ....     (2) 

and  making  the  "  internai  energy,"  as  it  is  sonietimes  called, 
E,  the  sum  of  the  sensible  heat  and  internai  work, 

dH^dE'\'dU. (3> 

Or,  otherwise  exhibited, 

dH  = 

/ * ^ 

dS  +  dW 


dL  +  dir 


dE  + 

And  thèse  expressions  are  true  for  ail  substances  and   for  ail 
possible  cases. 

The  sensible  heat  being  the  product  of  the  spécifie  heat  into 
the  range  of  température,  and  work  being  always  the  product 
of  the  altération  of  volume  into  the  intensities  of  the  mean  ré- 
sistance, the  preceding  équations  may  be  written  : 

dH  =  KdT^iPi  +Pe)dv  \  ,  . 

^KdT+pdv,  S ^^^ 
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vhen//,/^,  and'/ represent  respectively  the  înternal,  the  ex- 
ternal,  and  the  sum  of  internai  and  external  forces,  and  v  is  the 
volume  of  the  mass,  which  is  assumed  to  hâve  unity  of  weight. 
When,  as  hère,  the  two  independent  variables  are  tempéra- 
ture and  volume, 

dH           dH 
dH  =  ^^T+-^^dv; (5> 

and,  from  the  preceding,  we  thus  find 
dH  dH 


and  the  values  correspond  with  the  définitions  already  given. 

117.  The  Application  of  the  Second  Law  of  Thermo- 
dynamics  establishes  some  important  modifications  of  the 
équations  just  derived.  Since  every  effect  is  proportional  to 
the  quantity  of  heat  acting  to  produce  it,  and  hence  to  the  ab- 
soluté  température  of  the  mass, 

dH=Td<p  =^dS+dW\ (i) 

in  which  expression  0  îs  that  "  thermodynamic  function"  which, 
being  multiplied  by  the  absolute  température,  will  give  a  prod- 
uct  measuring  the  quantity  of  heat  demanded  or  rejected  in  the 
production  of  the  change.  Again,  since  dlV  =^  pdv,  and  since, 
according  to  the  second  law,  the  total  pressure,/,  must  be  equal 
to  the  product  of  the  absolute  température  at  which  the  change 
occurs  by  the  rate  of  variation  of  pressure  with  température, 

df' 

dH^Td<t>^KdT^T^dT',  .    ...    (2) 

and  the  form  and  value  of  the  thermodynamic  function  be- 
comes  at  once  determinable  : 
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<t>=f-f-  =  K^\oz.T^f-^dv..    ...    (3) 


By  a  process  which  need  not  be  hère  described,  and  whîch 
can  be  seen  in  every  treatise  on  thermodynamics,  an  équation 
of  somewhat  similar  form,  but  in  which  the  variables  taken  are 
T  and  /,  is  obtained,  thus  : 

dH=  Td<f>  =  K^dT--r^dp]  .    ...    (4) 
<p=K,\ogrr--f~dp (5) 


The  fundamental  équations  of  thermodynamics  are  thus 
completely  established.  As  hère  given  they  are  gênerai,  and 
applicable  to  ail  substances.  In  the  présent  work,  however, 
we  are  only  concerned  with  their  application  to  the  opération 
of  thermodynamic  changes  occurring  in  water  and  steam. 

118.  The  Computation  of  Internai  Forces  and  Work, 
and  of  external  work,  are  now  easily  effected.  Notwithstand- 
ing  the  fact,  as  already  stated,  that  the  molecular  forces,  and 
the  work  performed  by  or  against  them,  are  beyond  the  reach 
of  any  physical  apparatus  and  are  incapable  of  direct  measure^ 
ment,  it  becomes  easy  to  calculate  both  force  and  work  from 
measurable  data  by  application  of  the  second  law  of  thermo- 
dynamics. 

The  rate  of  variation  of  external  pressure  and  work  with 

température,  at  constant  volume,  may  be  determined  easily  by 

experiment  ;  this  rate,  according  to  the  second  law,  is  constant 

for  ail  températures,  and  hence,  being  multiplied  by  the  abso- 

lute  température  at  which  the  total  pressure  or  the  work  is  to 

be  determined,  the  product  measures  that   total   pressure   or 

work.     In  symbols,  let;^,  w,  and  7"  represent  the  total  pressure 

and  work,  and  the  absolute  température  ;  then  the  rates  of  va- 

dp    dw 
riation   -.^^  -jj.,  with  température  may  be  ascertained  by,  for 
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examplc,  noting  the  change  of  external  pressure,  as  measured 

by  the  steam-gauge,  for  a  change  of  one  degree  or  other  small 

but  exactly  measurable  range,  and  taking  this  ratio  of  différences, 

Ap  dp 

--j^,  as  sensibly  equal  to  ^^-.      The  work-ratio  is  obtained  by 

multiplying  the  Ap  by  the  volume  and  taking  this  product, 

Aw       dw 
>àp'V  =  Aw,  as  the  numerator  in  "-pr^^  ^T'      Then  the   total 

pressure,  internai  and  external,  must  be  measured  by 

P=TTr (') 

and  the  total  work  of  expansion  from  zéro 

^dw       ^dp  ,  , 

It  thus  becomes  possible  readily  to  détermine  the  inter- 
nai and  external  pressures,  the  internai  and  external  work,  and 
the  latent  beats  of  the  vapors,  or  of  any  other  imperfectly 
gaseous  or  non-gaseous  substance. 

Since  the  heat  rendered  latent,  in  any  case,  is  the  équivalent 
of  the  work  performed  by  it,  the  latent  heat  of  vaporization 
must  be  exactly  equal,  dynamically,  to  the  work  just  measured, 
and  if  it  be  called  H  for  unity  of  weight, 

^=^S=^^^^'' (3) 

when  Av  îs  the  increase  of  volume  taking  place  during  the 
change  of  physical  state.  If  the  value  is  made  known,  as  is 
usual,  by  experiment,  and  Av  is  observed,  it  becomes  easy  to 
obtain 

dp        7\v^  —  z/,) 


dT"         H 


(4) 


dp 
The  value  of  -p^  is  sometîmes  found  to  be  négative,  e.g.,  in 
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the  case  of  ice.     Professer  James  Thomson  found 

dp 
—  2j^=  o°.oi33  Fahr.  =  o°.oo74  Cent. 

as  the  amount  by  which  the  melting-point  of  ice  is  lowered  by 
every  increase  of  one  atmosphère  of  pressure.  The  latent  heat 
of  fusion  is  similarly  measured.  The  total  heat  of  vaporiza- 
tion,  as  it  is  called,  from  a  température  Z",  and  at  a  tempéra- 
ture T^,  is  the  sum  of  the  latent  heat  converted  into  work,  as 
just  measured,  and  the  sensible  heat  demanded  to  raise  the 
température  from  7",  to  T^, 

The  latent  heat  of  vaporization  per  unit  of  volume  is  ob- 
viously  measured  by 

L  =  -"—^T%, (5) 

z/,  —  î/,  ai  ^^^ 

and  this  permits  the  ready  calculation  of  the  heat  demanded  in 
supplying  any  steam,  or  other  vapor,  engine  with  the  quantity 
of  fluid  required  to  do  any  given  amount  of  work,  or  to  drive 
its  piston  through  any  given  space,  and  this  without  knowing 
the  density  of  the  fluid.  The  rate  of  variation  of  the  pressure 
of  the  vapor  at  the  boiling-point,  with  température,  may  be 
obtained  from  the  tables,  or  from  formulas  such  as  hâve  been 
given  for  steam  by  Regnault,  and  for  that  and  other  vapors  by 
Rankine.*  The  latter  are  the  most  gênerai  and  usually  the 
most  exact  ;  they  hâve  the  form 

B        C 
log/  =  ^  —  y —ys; (6) 

whence 

dp         (B       2C\ 
Z=  r^  =  /\^y+ y^Jlog,  10.       ...     (7) 

The  density  of  vapor  may  thus  be  readily  computed  from 
the  known  value  of  its  latent  heat,  and  much  more  satisfactorily 

*  Steam-engine,  §  206,  Div.  III. 
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and  cxactly  than  it  can  be  derived  by  any  known  method  of 
expérimental  détermination.  The  increase  of  volume  of  unity 
of  weight  must  always  be 


II 


(8) 


in  which,  practically,  the  values  of  v^  may  usually  be  neglected. 
Then  the  density*  is 


V,       H. 


(9) 


The  process  of  heat-transformation  and  transfer  in  making 
steam  îs  shown  in  the  accompanying  illustration  due  to  Mr. 
Babcock. 
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*  Tables  thus  calculaied  for  steam  and  for  ether  and  other  fluids  are  given  by 
Rankine  in  his  Miscellaneous  Papers  and  in  his  treatise  on  the  Steam-engine. 
Sec  also  **  Handy  Tables"  by  the  author  (N.  Y.,  J.  Wiley  &  Sons)  and  Pea- 
body's  Tables  for  physical  properties  of  steam  and  vapors. 
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CHAPTER   VI. 

STEAM   AND    ITS   PROPERTIES. 

119.  The  Production  and  Use  of  Steam  involves  so  im- 
portant and  interesting  a  séries  of  physical  phenomena  that 
they  are  deserving  of  spécial  study.  The  génération  of  steam, 
and  its  supply  to  the  steam-engine  or  other  apparatus  in  which 
it  finds  application,  is  a  process:  first,  of  heating  the  "feed- 
water"  from  the  température  at  which  it  is  supplied  up  to  that 
at  which  it  is  vaporized  ;  secondly,  the  change  of  its  physical 
state  at  the  latter  température;  thirdly,  its  expansion  into  a 
vapor;  and  finally,  in  some  cases,  the  drying  and  even  the 
superheating  of  the  steam  so  formed  until  it  assumes  the  truly 
gaseous  state. 

The  water  supplied  to  the  steam-boiler  often  comes  from 
rivcrs  or  smaller  streams,  sometimes  from  springs,  occasionally 
from  rain-water  cisterns,  and,  at  sea,  either  from  condensers  or 
stills,  or  from  the  océan.  Each  one  of  thèse  sources  of  supply 
provides  water  having  properties  characteristic  of  its  origin,  and 
ntting  it,  or  unfitting  it,  as  the  case  may  be,  more  or  less  per- 
fectly  for  its  use  in  the  boiler.  The  study  of  the  properties  of 
pure  water,  of  its  composition  and  chemical  and  physical  char- 
acter,  and  of  the  nature  and  effects  of  the  impurities  dissolved 
or  mechanically  suspended  in  it,  is  thus  made  essential  to  an 
intelligent  understanding  of  the  problems  presented  to  the 
engineer  who  designs,  builds,  or  opérâtes  the  steam-boiler. 
The  chemistry  and  physics  of  water  and  steam,  and  of  their 
changes  of  state  and  properties,  must  be  studied  in  connection 
with  the  thermodynamics  of  steam  in  its  application  as  a  vehicle 
and  a  réservoir  of  heat-energy;  and  with  this  study  must  be 
combined  also,  and  especially,  that  of  the  relations  of  heat  and 
steam  to  mechanical  power  as  developed  by  transformation  of 
heat  in  the  steam-engine.  This  latter  division  of  the  subject  is 
commonly  reserved  for  treatises  on  the  steam-engine. 
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120.  The  Properties  of  Water,  as  noted  by  the  sensés,  are 
familiar  to  ail.  It  occurs  universally  distributed  throughout  the 
world,  in  earth,  air,  and  sea,  in  its  three  forms,  ice,  water,  and 
vapor,  and  in  its  most  common  and  familiar  form  covers  three 
fourths  of  the  surface  of  the  globe.  As  ice  and  snow  it  per- 
manently  covers  the  arctic  régions  and  the  tops  of  lofty  moun- 
tains,  and  as  vapor  it  forms  an  important  constituent  of  the 
atmosphère.  When  pure,  it  is  absolutely  free  from  either  taste 
or  smell,  and  is  colorless,  except  that  in  very  large  masses  it 
assumes  a  beautiful  blue  tint.  In  the  form  of  ice  it  weighs 
about  55  pounds  per  cubic  foot  (0.9  kilog.  to  the  litre,  nearly), 
and  has  considérable  tenacity,  while  yet  capable  of  flow,  with 
breaking  up  and  "  regelation"  under  pressure. 

In  the  liquid  state  it  still  retains  considérable  cohesive 
force,  but  the  lack  of  polarity  among  its  molécules,  and  its  con- 
séquent instability  of  form,  so  modify  its  properties  that  this 
tenacity  cannot  be  perceived  except  by  the  adoption  of  spécial 
expédients  directed  to  that  end.  Converted  into  vapor  or 
steam,  it  assumes  ail  the  characteristics  of  the  gases,  except  that, 
like  other  vapors,  at  températures  and  pressures  near  the  boil- 
ing-point  it  gives  évidence  of  the  imperfection  of  its  gascons 
State  by  more  rapid  variation  of  pressure  with  température  than 
the  laws  of  the  gases  would  indicate.  Heated  above  the  tem- 
pérature of  its  boiling-point  it  rapidly  takes  on  the  properties 
of  a  true  gas,  and  conforms  to  the  laws  of  Boyle  and  Marriotte, 

PV 
and  of   Charles  and    Gay-Lussac,  and  the  expression    -— -  = 

constant  then  becomes  sensibly  correct. 

Water  is  the  most  efficient  of  ail  known  solvents,  and  under 
certain  conditions  dissolves  nearly  ail  kinds  of  matter,  even  at- 
tacking  glass  and  other  minerai  substances  at  high  températures 
and  pressures.  Its  action  on  metals  is  often  marked,  and  is 
sometimes  ver}'  serious.  It  dissolves  lead  rather  freely,  so 
much  so  that  lead-poisoning  not  infrequently  occurs  from  the 
présence  of  that  métal  in  drinking-water  held  in  contact  with 
it.  The  présence  of  carbonic  acid  in  observable  amount,  how- 
ever,  seems  essential  to  the  rapid  solution  of  lead,  as  it  invaria- 
bly  is  in  oxidation.     The  lead  in  solder  is  dissolved  more  freely 
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than  pure  lead  alone.  Water,  especially  when  containing  car- 
bonic  acid,  dissolves  ironand  copper  rather  freely;  its  présence, 
either  as  liquid  or  as  vapor,  is  absolutely  essential  to  the  cor- 
rosion of  iron  ;  both  moisture  and  carbon  dioxide  are  invariably 
présent  when  iron  "  rusts"  rapidly. 

Bunsen  gives  the  following  as  the  coefficient  of  absorption 
by  water  at  the  given  températures,  for  familiar  substances  :* 


Températures. 


Cent.  ©•. 
Fahr.  yi'*. 


5o- 


68- 


Hydrogen 

Oxygen 

Niïrogen 

Atmospheric  air 

Carbon  dioxide 

monoxide  . . . 

Carb.  hydrogen,  CH4. 

C3H4 

Sulph.        ••  

Ammonia 


0.01930 
G. 041 14 
0.02035 
0.02471 
1.7967 
0.03287 
0.05449 
0.2563 
4.3706 
1049.6 


0.01930 
0.03250 
0.01607 
0.01953 

1.1847 
0.02635 
0.04372 
0.1837 
3-5858 
812.8 


0.01930 
0.02838 
0.00403 
0.01704 
0.9014 
0.02312 
0.03499 
0.14S8 
2,9053 
654.0 


121.  The  Composition  of  Water  and  its  chemistry  are 
well  understood  in  ail  its  technical  relations.  Cavendish  showed 
its  constitution  by  synthesis  in  1781  ;  Humboldt  and  Gay-Lus- 
sac,  in  1805,  found  it  to  consist  of  one  volume  hydrogen  and 
two  volumes  oxygen  ;  while  Berzelius  and  Dulong  determined 
its  proportions  by  weight,  hydrogen  one  and  oxygen  eight,  i.e., 


H, 
O 

HaO 


Molecular 
Weight. 

2 

16 

18 


Calculated. 
II. III 

88.888 

100.000 


Berzelius 
and  Dulong. 

II. I 

88.9 


100. 0 


Dumas. 
II. II 
88.89 

100.00 


Lavoisier  made  the  composition  of  water  one  of  the  bases  of 
his  new  System. 

Water  is  aneutral  compound,  exhibiting,  when  pure,  neither 
acid  nor  alkaline  reaction  ;  but  so  freely  does  it  dissolve  sub- 
stances with  which  it  is  brought  in  contact,  that  it  is  rarely 
found  in  nature  absolutely  free  from  either  acidity  or  alkalinity. 
Its  présence  is  essential  to  nearly  ail  the  chemical  opérations  of 
nature,  as  well  as  in  the  laboratory. 

*  Methods  of  Gasometry. 
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The  fluid  may  be  decomposed  in  either  of  several  ways,  as 
hy  heat  alone,  a  process  of  "  dissociation"  of  its  éléments  tak- 
ing  place  at  between  2oco°  and  4CXX)°  Fahr.  (iioo°  to  22co''C.), 
or  by  the  voltaic  current,  and  by  the  action  of  various  metals  or 
metalloids  at  high  températures,  when  the  substance  employed 
has  a  strong  affinity  for  the  oxygen,  as  hâve  carbon,  iron,  etc. 

Water  is  found  wherever  hydrogen  is  burned,  in  air  or  oxy- 
gen,  either  alone  or  in  combination  with  other  éléments.  It 
enters  into  combination  with  many  other  substances,  and  as 
water  of  crystallization,  for  example,  often  influences  the  char- 
acter  of  the  compound  to  a  very  important  degree. 

122.  The  Sources  and  Purity  of  Water  demand  caref  ul  at- 
tention  from  the  engineer  proposing  to  use  it  in  the  production 
of  steam  ;  since  the  présence  of  any  foreign  matter  is  always 
productive  of  some  and  sometimes  of  serious  difficulties,  and 
even  of  dangers.  Rain-water  is  the  purest  of  ail  natural  waters  ; 
but  even  rain-water  contains  ail  Such  gaseous  substances  in 
solution  as  may  hâve  been  dissolved  in  its  fall  through  the  at- 
mosphère, and  such  minute  quantities  of  organic  and  other 
solid  matter  as  are  found  floating  in  the  air.  The  volume  of 
dissolved  gas  is  usually  about  25  parts  in  1000  of  water.  As 
oxygen  dissolves  more  freely  than  nitrogen,  their  proportions 
in  solution  differ  from  those  of  the  atmosphère,  averaging  not 
far  from  one  third  oxygen  and  two  thirds  nitrogen. 

Spring-waters  hold  in  solution  every  soluble  élément  or  com- 
pound found  in  the  rocks  and  soils  through  which  they  flow. 
The  purest  of  them  are  those  "  soft"  waters  rising  from  gra- 
nitic  formations  ;  those  of  limestone  districts  contain,  often,  con- 
sidérable quantities  of  lime,  and  are  very  "  hard."  Spring-waters 
are  often  so  heavily  charged  with  dissolved  substances  as  to  be 
useless  for  domestic  or  manufacturing  purposes.  Good  spring- 
water  is,  however,  often  found  "  fresh"  and  pure,  and  such  water 
should  always  be  sought  for  use  as  "  fecd-water  "  ;  a  **  cooling 
pond  "  is  often  the  best  source. 

River-water  is  usually  purer  than  spring-waters,  even  although 
largely  consisting  of  such  waters.  The  dilution  of  the  stream  by 
surface-water,  the  précipitation  of  lime  and  other  salts  held  in 
solution  on ly  by  carbon ic  acid,  which  is  set  free  on  exposure  to 
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the  atmosphère,  and  the  purifying  influences  of  the  atmosphère» 
ail  together  may  verygreatly  reduce  the  proportion  of  impurity. 
River-water  is  apt  to  contain  more  organic  matter  than  does 
spring-water  ;  this  is  sometimes,  though  rarely,  dangerous  in 
boilers.  It  is  liable  to  contain  large  quantities  of  sand,  clay,  or 
other  kind  of  soil,  mechanically  suspended  ;  but  this  can  usually 
be  removed  sufficiently  well  by  filtering. 

A  water  carrying  a  considérable  amount  of  the  carbonate  of 
lime  and  other  alkalies  in  solution,  and  used  in  the  boilers  of 
locomotives  in  the  Mississippi  valley,  deposited  a  scale  having 
ihe  following  analysis  : 

Iron  peroxidc 5 .  700  per  cent, 

Silica 2.960  *' 

Potassa 5  131  " 

Alumina 320  " 

Soda 2.137  ** 

Sulphuric  acid 006  '* 

Lime 24.760  " 

Magnesia 8.294  " 

Carbonic  acid 41 .060  ** 

The  effect  was  to  produce  some  leakage  and  marked  loss  of 
economy.  This  may  be  taken  as  a  fair  sample  of  the  incrusta- 
tion to  be  expected  in  limestone  districts. 

123.  Sea-water  is  a  '*  minerai  water,"  strongly  saline,  con- 
siderably  chlorinated,  and  slightly  alkaline.  The  composition 
of  the  water  of  the  océan  differs  very  slightly  in  différent  local- 
ities.  It  contains  about  -^^  of  its  own  weight  of  salts,  mainly 
common  sait,  with  various  other  chlorides  and  bromides,  and 
some  gases. 

The  following  analysis  was  made  by  Von  Bibra  : 

Sodium  chloride » 1671 .  34 

Magnésium  chloride 199.66 

Sodium  bromide. ...  ^ 31 .  16 

Potass.  sulphate 108 .  46 

Magnes.       "       34.99 

Calcium       '*        93.30 

Total  in  i  U.  S.  gallon 2138.91  grs., 

or  3.569  per  cent,  by  weight. 
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Forschammer  finds  for  each  loo  parts  chlorine: 

SO4  Mg  Ca  Total. 

Maximum i4-5i  6.768  2.257  181.40 

Mean 14.26  6.642  2. 114  181. 10 

Minimum iS-çS  6.570  2.050  180.60 

ïn  some  inland  seas,  as  the  Great  Sait  Lake  and  the  Dead 
Sea,  the  proportion  of  saline  matter  is  enornnously  greater. 
Herapath  found  the  latter  to  contain  19.73  per  cent  solid  mat- 
ter, of  which  one  half  was  common  sait,  and  one  third  magné- 
sium chloride  ;  the  next  largest  constituents  were  the  calcium 
and  potassium  chlorides  and  sodium  bromide. 

Deposits  from  sea-water,  and  from  any  other  water  contain- 
ing  solid  matter  either  in  solution  or  suspended,  will  always 
occur  on  evaporating  the  water;  and  thèse  deposits  form  the  in- 
crustation and  sédiment  which  endanger  the  steam-boiler  and 
reduce  the  efficiency  of  its  heating-surfaces.  They  are  pre- 
vented  at  sea,  usually,  by  the  adoption  of  the  surface-condenser, 
or  by  the  process  of  "  pumping  and  blowing"  where  the  jet-con- 
denser  is  employed,  and  when  the  sea-water  is  thus  unavoid- 
ably  used  in  the  boiler.  This  will  be  referred  to  in  describing 
the  opération  and  management  of  the  marine  steam-boiler. 

The  salts  in  sea-water  are  not  precipitated  at  the  boiling- 
point;  but,  in  a  concentrated  solution  at  217°  Fahr.  (102*^ 
Cent.),  sulphate  of  lime  begins  to  come  down,  and  at  the  tem- 
pératures customarily  met  with  in  marine  steam-boilers  it  is  ail 
deposited.  A  saturated  solution  of  common  sait  is  obtained  at 
a  température  of  about  230°  Fahr.  (i  10°  Cent.)  and  at  one  tenth 
the  volume  of  the  sea-water,  the  sait  having  increased  in  its  per- 
centage  from  3  to  30.  A  cubic  foot  of  sea-water  weighs  about 
64  pounds,  or  |^  that  of  fresh  water,  the  one  measuring  35  and 
the  other  36  cubic  feet  to  the  ton,  nearly.  The  boiling-point  of 
sait  water  rises  about  i°.2  Fahr.  (o°.7  Cent.)  for  every  3  per 
cent  of  sait  added  up  to  the  point  of  saturation.     (See  §  126.) 

The  character  of  the  water  in  a  marine  steam-boiler,  after 
long  working,  and  with  the  usual  moderate  concentration,  is 
shown  by  analyses  made  for  the  Author  by  Dr.  Albert  R, 
Leeds,  the  report  on  which  was  as  follows  ; 
17 
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EXAMINATION  OF    WaTERS    FROM  A   MARINE   BOILER,   WITH 
REFERENCE  TO  CAUSES  OF  RaPID  CORROSION  OF   HEATING- 

Surfaces. 

Samples, 
I.  Fonvard  end  of  boiler  ;  2,  after  end  of  boiler  ;  3,  hot  well. 

Preliminary  Instructions  and  Analyses, 

The  instructions  were  to  examine  for  organîc  acids  and 
copper. 

Ail  the  organic  acids  that  could  possibly  occur  under  the 
circumstances  were  looked  for  in  Nos.  i,  2,  and  3.  None  prés- 
ent. 

Of  copper,  none  was  found  except  in  No.  i,  and  then  only 
a  trace  when  the  examination  was  repeated  on  a  larger  quan- 
tity  of  liquid.  If  the  quantity  of  water  at  my  disposai  had 
not  been  so  limited,  a  similar  examination  of  No.  2  might  hâve 
revealed  a  trace  of  copper  in  it  also. 

Thèse  results  being  inadéquate  to  explain  the  causes  of  cor- 
rosion, the  following  analyses  were  required  : 

ANALYSES  OF  THREE   SAMPLES. 

Amount  of  Solid  Matter  in  Waters. 

X.   100  cubic  cent 4.562  grammes, 

(Corresponding  to  about  6.1  oz.  in  i  U.  S.  gallon.) 

2.  100  cubic  cent,  contained 4.8386        " 

3.  100    "        •'  **        0.2680        " 

Loss  by  Ignition, 

Thèse  residues  were  obtained  by  drying  at  110°  C.  On  ig- 
nition, water  was  given  off,  and  a  partial  décomposition,  attended 
with  loss  of  chlorine,  ensued.  But  unlike  many  samples  of 
water,  the  loss  by  ignition  in  thèse  cases  is  fiot  to  be  attributed 
to  organic  matter  présent. 

No.  I  lost 9.43perceQt 

•'    2    " 6.01 

"    3    •* 15. II        " 
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Resuit  S  of  Qualitative  Analysis. 

X.  2.  3. 

Organic  acids None.  None.  None. 

Chlorine Présent.  Présent.  Présent. 

Ammonia None.  None.  None. 

Lime None.  Trace.  None. 

Magnesia Abundant.  Abondant.  Abundant. 

Oxide  of  iron None.  None.  None. 

Copper Trace.  None.  None. 

Sulphuric  acid Présent.  Présent.  Présent. 

Sodium Large.  Large.  Large. 

Brotnine,    )  ^^^  ^^^^^^  ,^^ 
lodine,        ) 

The  most  striking  feature  is  the  large  amounts  of  the  chlo- 
rides  and  sulphates  of  the  alkalies  and  magnésium — more  espe- 
•cially  the  magnésium  salts. 

Spécifie  Gravities  and  other  Properties, 

Spécifie  gravity  of  No.  1 1.0300     is"  C. 

"         *•         2 1.0309         ** 

•*  **         **         3 1.0030         '* 

I  was  slightly  turbid  from  suspended  matter,  but  colorless  ; 
2,  turbid,  and  of  a  slightly  pinkish  color  ;  3,  colorless  and  clear. 

It  will  be  noticed  that  the  spécifie  gravities  of  Nos.  i  and  2 
-are  somewhat  greater  than  the  average  spécifie  gravity  of  sea- 
water,  which  is  1.027. 

Corrosive  Properties  of  the  Water, 

Ex.  I. — A  galvanic  pair  was  made  of  a  plate  of  copper  and 
one  of  iron,  separated  below  but  in  contact  above  the  liquid. 
On  immersion  into  water  No.  i  hydrated  sesquioxide  of  iron 
was  rapidly  formed.  No  notable  deposit  of  copper  could  be 
det^cted  on  the  iron  plate,  and  no  trace  of  copper  in  the  liquid. 
If  the  minute  trace  of  copper  was  precipitated  out,  the  coating 
was  too  slight  to  be  visible. 

Ex.  2. — A  sheet  of  iron  alone  was  immersed  in  the  water  No. 
I  at  the  boiling-point.  Oxide  of  iron  was  formed,  but  in  much 
less  quantity  than  in  Ex.  i. 
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Ex.  3. — A  galvanic  pair,  as  in  Ex.  i,  was  put  in  the  circuit 
of  a  galvanometer.  On  making  contact  a  large  deflection  took 
place,  showing  high  tension,  the  needle  coming  to  rest  with  a 
permanent  deflection  of  3°.  At  the  same  time  oxidation  of  the 
iron  went  on  rapidly. 

Conclusions, 

That  water  having  a  composition  as  above  given,  and  with- 
out  organic  acids,  is  capable  of  producing  corrosion  of  the  iron  ; 
that  such  water,  when  it  is  the  exciting  fluid  in  a  galvanic  com- 
bination,  one  élément  of  which  is  iron,  the  other  copper,  pro- 
duces a  galvanic  current  of  notable  quantity  and  intensity. 
Under  such  circumstances  corrosion  of  the  iron  takes  place 
more  rapidly  than  when  iron  alone  is  in  contact  with  the  liquitl. 

124.  Technical  Uses  and  manufacturing  opérations  com- 
monly  require  the  purest  possible  water.  In  the  steam-boiler, 
especially,  where  ail  the  water  evaporated  necessarily  leaves 
behind  every  particle  of  solid  matter  held  in  solution  at  its  in- 
troduction, purity  of  the  fluid  is  of  great  importance.  Half  a 
ton  of  lime  "  scale"  has  been  taken  from  the  boiler  of  a  locomo- 
tive, and  the  Author  has  seen  several  tons  of  sait  and  scale  in  a 
large  marine  boiler  which  had  been  ruined  by  its  présence,  and 
the  conséquent  destruction  of  its  furnace  and  furnace-flues  by 
overheating  and  oxidation.  Boiler  explosions  hâve  often  been 
caused  by  such  incrustations.  The  prévention  and  removal  of 
scale  is  a  matter  of  serious  importance  in  steam-boiler  manage- 
ment,  and  vvill  be  considercd  Jater.  It  may  be  stated  hère  that 
various  chemical  reagents  are  relied  upon  to  produce  a  remov- 
able  and  comparatively  safe  form  of  salt-deposit,  and  heating 
and  filtration  of  the  water  before  it  enters  the  boiler  are  usually 
the  best  préventives.  (See  Appendix.) 

Filtration  by  means  of  filter-beds  for  large  volumes  of 
water,  and  by  filtering  apparatus  of  various  kinds,  may  always 
be  relied  upon  to  remove  the  undissolved  solid  matter.  Filtra- 
tion is  often  combined  with  heating  and  sometimes  with  chem- 
ical treatment  in  the  purification  of  water. 

The  températures  at  which  calcareous  matters  are  precipi- 
tated  in  brdinary  boiler  waters  are  as  follows  : 
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Sarbonates  of  lime,  between 176**  and  248*  Fahr.    (80°  to  120*"  C.) 

Sulphates  of  lime,  between 284"*  and  424*  Fahr.  (140*  to  218"  C.) 

Chlorides  of  magnésium,  beiween 212"  and  257^  Fahr.  (100"  to  124''  C.) 

Chlorides  of  sodium,  between   324"  and  364'  Fahr.  (160'  10  184°  C.} 

The  présence  of  the  chlorides  causes  retardation  of  the 
déposition  of  the  sulphate  to  a  very  considérable  degree» 

125.  Water-analysis  is  often  resorted  to  by  the  engineer 
to  détermine  the  proportion  of  scale-forming  constituents  in 
water  to  be  used  in  steam-boilers.  The  détermination  of  the 
spécifie  gravity  is  sometimes  a  first  step  ;  but  the  variations 
from  that  of  pure  water  are  usually  too  slight  to  be  observable. 
Where  it  is  taken  it  is  best  done  by  weighing  on  the  chemist  s 
balance.  Color  is  observed  by  fiUing  a  long  glass  tube,  cap- 
ping  the  ends  with  plate  glass,  and  looking  through  it  at  a 
white  background,  beside  a  tube  similarly  prepared  containing 
pure  water.  The  smell  and  taste  are  noted,  both  cold  and 
warm,  and  the  water  is  tested  with  litmus-paper  to  dctect  any 
acidity  or  alkalinity;  should  the  paper  turn  blue,  and  again 
lose  the  color  on  exposure  to  the  air,  ammonia  is  indicated. 

The  total  dissolved  solid  matter  contained  is  ascertained  by 
evaporating  to  dryness,  after  filtration,  and  weighing  the  de- 
posit.  The  final  drying  is  usually  completed  in  a  steam-bath 
at  the  boiling-point,  212°  F.  (100°  C).  The  weight  of  fixed 
minerai  contents  is  then  estimated  by  igniting  until  ail  organic 
matter  is  décomposée!  and  its  carbon  burned  away,  and  the  loss 
of  weight  noted.  The  suspended  matter  may  be  wcighed  from 
the  filters,  or  may  be  obtained  by  allowing  it  to  settle  in  a  still 
tank  or  large  bottle  until  the  water  is  perfectly  clear,  decanting 
and  weighing  after  drying. 

The  " hardness'  of  water  is  gauged  by  several  methods,  of 
\vhich  Clark's  is  one  of  the  best.  It  dépends  upon  the  fact  that 
when  water  is  pure  it  froths  when  shaken  up  with  an  alcoholic 
solution  of  soap;  while  if  minerai  salts  are  présent  it  remains 
free  from  "  suds"  until  a  considerably  increased  amount  of  soap 
is  introduced.  The  quantity  of  soap  required  to  produce  ob- 
servable frothing  is  a  fairly  good  gauge  of  the  hardness  of  the 
water.  This  hardness  is  measured  in  "degrees,"  each  of  which 
is  equal  to  o.oi  gramme  of  calcic  carbonate,  or  its  équivalent. 
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to  the  litre,  i.e.,  one  part  in  100,000.  The  standard  solution  îs 
made  by  dissolving  white  curd-soap  in  alcohol  of  0.92  s.  g., 
until  100  cubic  centimètres  will  niake  a  froth  with  an  equal 
quantity  of  water  of  20°  hardness.  This  is  preserved  in  glass- 
stoppered  bottles,  and  sometimes  diluted  to  make  other  stan- 
dard solutions.  The  présence  of  a  considérable  proportion  of 
magnesian  salts  causes  the  indication  of  this  test  to  be  de- 
fective,  giving  too  low  a  figure  for  the  hardness. 

Carbonates  precipitated  by  boiling  are  dried  and  weighed. 
Organic  matter  is  calcined  and  so  determined  roughly,  or  may 
be  measured  by  reaction  with  potassic  permanganate.  The 
amounts  of  the  several  solid  constituents  are  customarily  ex- 
pressed  as  parts  in  1,000,000,  by  weight,  of  the  water;  some- 
times as  grammes  in  the  litre,  and  also  as  grains  to  the  gallon  : 
the  last  may  be  reduced  from  the  next  preceding  by  multiply- 
ing  grammes  per  litre  by  0.07;  they  can  be  converted  into 
degrees  on  Clark's  scale  by  multiplying  by  0.7.  Cubic  centi- 
mètres per  litre  may  be  converted  into  grains  per  gallon  by 
dividing  by  3.738.    (See  page  299  for  solubilities.) 

126.  The  Purification  of  Water  is  often  essential  both 
for  sanitary  and  commercial  purposes.  The  first  and  simplest 
process  of  purification  of  water  containing  dissolved  substances 
is  distillation.  The  liquid  is  boiled  in  closed  vessels,  and  the 
steam  conducted  into  a  condenser,  and  there  restored  to  the 
liquid  State  by  cooling.  Ail  salts  and  solid  matters  are  left  be- 
hind  in  the  evaporating  vessel,  and  the  distilled  fluid  is  abso- 
lutely  pure  if  the  process  is  conducted  in  vessels  of  insoluble 
métal  or  of  glass.  In  many  cases  the  lime  salts  are  precipitated 
by  simple  heating  without  vaporization,  the  solid  precipitate 
coating  the  surfaces  of  the  heater  or  the  stone  or  other  masses 
with  which  it  is  sometimes  partly  fiUed.  The  addition  of  com- 
mon  washing  soda  is  better  than  the  use  of  the  nostrums  sold 
as  "scale  préventives."  The  safest  course  is  always  to  hâve 
the  water  analyzed,  and  thus  to  ascertain  the  best  method  of 
treatment.  Saccharine  and  amylaceous  matters  and  extractive 
substances  are  useful  in  preventing  the  déposition  of  lime  and 
magnesian  carbonates  in  a  hard  scale,  and  barium  chloride  is 
effective  in  a  similar  manner,  where  the  water  contains  calcic 


Digitized  by 


Google 


s  TEAM  AND   ITS  PROPERTIES,  263 

sulphate.  Water  may  be  purified  of  its  lime  salts,  the  lime 
being  held  în  solution  as  a  bicarbonate,  by  the  addition  of  lime- 
water,  which  takes  a  part  of  the  carbonic  acid  and  causes  com- 
plète précipitation.  This  process  has  been  used  in  the  purifi- 
cation of  feed-water  for  use  in  steam-boilers  ;  but  the  great 
quantity  of  water  used  generally  makesit  a  somewhat  expensive 
System.  Water  containing  over  o.i  per  cent  solid  matter  may 
cause  incrustation  and  0.005  per  cent  free  acid  serious  corrosion. 

Glycérine  soluble  in  water  in  every  proportion  increases  the 
5olubility  of  combinations  of  lime,  and  especially  of  the  sul- 
phate; it  appears  besides  to  form  with  thèse  combinations 
soluble  compounds.  When  the  quantity  of  lime  becomes  sa 
great  that  it  can  no  longer  be  dissolved,  nor  form  tvith  the 
glycérine  soluble  combinations,  it  is  deposited  in  a  gelatinous 
substance,  which  never  adhères  to  the  surface  of  the  iron 
plates.  Moreover,  the  gelatinous  substances  thus  formed  are 
not  carried  with  the  steam  into  the  cylinder  of  the  engine. 

M.  Asselin  advises  the  employment  of  one  pound  of  gly- 
cérine for  every  300  or  400  pounds  of  coal  burnt,  fifteen  days' 
supply  being  introduced  at  once.  Glycérine  combines  with  ail 
the  salts,  and  leaves  the  plates  perfectly  clean. 

Filtration,  as  has  been  already  stated,  is  the  process  by  which 
ail  mechanically-suspended  matter  is  removed  from  water  (§  124). 

127.  The  Physical  Characteristics  of  Water,  when  pure, 
are  the  following:  Its  density  is  about  770  times  that  of  air,  and 
is  a  maximum  at  about  39^.2  Fahr.  (4°  Cent.),  with  exceedingly 
çlight  variation  through  ordinary  ranges  of  température.  This 
îs  taken  as  unity,  and  as  a  standard  for  ail  densimetric  détermi- 
nations with  solids  or  liquids.  Water  is  perfectly  elastic  with 
a  very  great  modulus  ;  at  low  températures  the  compressibility 
increasing  with  température,  and  decreasing  with  its  solution 
of  salts.  Grassi,  Amaury  and  Descamps,  and  Cailletet,  ail 
find  the  coefficient  of  compressibility  at  mean  atmospheric 
température  to  be  0.000045  ^^  0.000046.  At  the  freezing- 
point  it  becomes  0.00005. 

On  the  application  of  beat,  water  expands  from  unity  to 
1.043,  >^  passing  from  the  freezing  to  the  boiling  point.  It  has 
a  very  high  heat-capacity,  which  is  taken  as  unity  in  comparing 
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spécifie  beats  of  other  substances.  It  is  an  almost  perfect  non. 
conductor  of  heat,  and  only  transfers  beat  readily  by  convec- 
tion.  Its  conductivity  in  absolute  measure  is  about  0.002.  On 
reducing  its  température  to  32°  F.  (0°  C.)  water  freezes,  and 
tbe  ice  produced  bas  a  spécifie  gravity,  when  solid  and  pure,  of 
0.92,  and  floats  on  the  surface  of  water  at  tbe  same  tempéra- 
ture. Tbe  expansion  observed  at  freezing  takes  place  witb 
immense  force,  and  often  bursts  water-pipes  wben  tbey  are 
frozen  up.  Tbe  boiling-point  of  water,  undcr  atmospberic  pres- 
sure, is  at  212^  Fabr.  (100°  Cent.),  and  very  variable,  as  sbown 
later,  witb  ebange  of  pressure.  The  boiling-point  also  rises  witb 
tbe  inerease  of  density  by  tbe  solution  of  otber  substances. 

One  cubic  foot  of  water  weigbs  62.425  pounds  at  maximum 
density,  or  nearly  1000  ounces  (62.5  pounds).  Tbe  cubic  mètre 
weigbs  1000  kilogrammes.  One  atmosphère  counterbalances  a 
column  of  water  33.95  feet  (10.35  "^O  higb. 

Tbe  following  table  gives  tbe  volume  and  weigbt  of  dis- 
tilled  water  at  various  températures: 
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128.  Changes  of  Physical  State  f rom  ice  to  water,  or  f rom 
T^rater  to  steam,  or  the  reverse,  are  brought  about  by  change  of 
température  and  pressure.  The  heating  of  ice  from  any  tem- 
pérature below  freezing  up  to  its  melting-point  causes  an  ex- 
pansion of  the  mass  and  the  conversion  of  a  part  of  the  heat 
suppHed  in  the  performance  of  the  work  of  séparation  of  molé- 
cules, and  in  less  degree  that  of  expansion  of  the  mass  against 
Atmospheric  pressure.  At  the  melting-point  rise  in  tempéra- 
ture ceases,  and  ail  heat  received  is  transformed  into  the  work 
of  "  disgregation,"  as  Clausius  has  called  it,  until  such  a  sépara- 
tion of  molécules  has  been  effected  that  stability  of  form  is 
lost  with  the  vanishing  of  the  visible  effect  of  the  polarizing 
forces,  and  the  mass  becomes  liquid.  This  change  of  physical 
condition  having  been  effected,  the  addition  of  heat  again 
causes  rise  in  température,  until  a  second  hait  takes  place  at 
the  boiling-point  and  a  second  change  of  state  produces  vapori- 
zation.  Above  this  latter  point,  the  boiling-point,  the  absorp- 
tion of  heat  once  more  causes  increase  of  température.  There 
are  thus  two  marked  phenomena  to  be  noted  in  applying  heat 
to  this  substance,  and  at  every  stage  the  heat-supply  is  to  be 
observed  and  compared  with  the  amount  of  heating  and  of 
work  done  internally  and  externally  ;  the  two  quantîties,  that 
received  and  the  sum  of  thèse  expenditures,  will  always  be 
found  to  balance. 

129.  The  "  Critical  Point"  îs  that  at  which  the  fluid  is  in- 
differently  liquid  or  vapor  at  the  same  température  and  the 
same  pressure.  As  the  pressure  increases  and  température  rises, 
the  quantity  of  heat  rendered  "  latent"  by  conversion  into  the 
work  of  vaporization  decreases,  and  with  probably  every  fluid 
a  point  is  f:nally  reached  at  which  a  critical  set  of  conditions  is 
attained,  the  latent  heat  of  expansion  becoming  zéro,  and  the 
body  exhibiting  the  properties  of  the  liquid  or  of  the  vapor  ac- 
cordingly  as  it  is  above  or  below  this  point  on  the  thermometric 
and  pressure  scales.  M.  Cagniard  de  la  Tour  in  1822  first  ob- 
served that,  on  raising  the  température  of  a  confined  fluid,  part- 
ly  liquid  and  partly  gaseous,  a  point  might  be  reached  at  which 
the  whole  mass  suddenly  became  homogeneous  in  appearance  ; 
and  he  supposed  the  action  that  of  sudden  gasification.     Fara- 
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day  found,  a  year  later,  as  he  stated  it,  that,  above  a  certain 
température,  definite  for  each  case,  no  amount  of  pressure  would 
cause  liquéfaction  of  a  vapor  ;  and  Dr.  Andrews,  who  studied 
the  phenomenon  very  carefully,  finaiiy  concluded  that  at  this 
"  critical  "  point  the  properties  of  the  two  forms  of  matter 
blended — that  the  one  passes  into  the  other  without  interrup- 
tion  of  continuity  ;  thèse  physical  states  being  thus  found  to  be 
separate  forms  of  the  same  condition  of  matter.  M.  de  la  Tour 
reported  several  critical  températures  and  pressures,  thus  : 


Ether 

Alcohol.. 

Carbon  disulphide  . 
Water 


Température. 


369*. 5  F.  187'. 5  C. 

497^5F.  258^.5  C. 

504^5F.  262". 5  C. 

773*. o  F.  4II^7C. 


Pressure 
Atmos. 


37.5 

119. 0 

66.5 

? 


At  a  température  and  pressure  near  that  above  given 
water  dissolved  glass.  Steam  in  this  condition,  or  of  higher 
température  and  pressu^-p,^  being  worked  in  the  steam-engine, 
would  superheat  while  expanding;  at  ordinary  températures 
and  pressures,  and  below  this  critical  state,  it  partially  condenses 
while  expanding  behind  a  piston,  and  thus  performing  work — 
a  fact  predicted  by  Rankine  and  Clausius  in  1849,  before  its 
expérimental  discovery. 

Isothermal  lines  of  températures  considerably  above  those 
of  the  critical  points  for  the  various  pressures  are  sensibly  hy- 
perbolic  ;  but  as  thèse  critical  pressures  and  températures  are 
approached  the  curve  becomes  distorted,  and  gives  a  combina- 
tion  of  nearly  straight  lines  up  to  the  boiling-point,  a  perfectly 
straight  line  of  constant  pressure  and  variable  volume  during 
vaporization,  and  finally  it  is  hyperbolic  when  the  gaseous 
State  is  attained,  as  in  the  vaporization  of  water. 

Fig.  65  exhibits  a  set  of  isothermals  for  carbon  dioxide,, 
as  drawn  from  Dr.  Andrews'  data.  The  dotted  lines  indicating 
the  probable  form,  as  suggested  by  Professor  James  Thomson,* 
of  portions  not  obtainable  from  those  data,  are  by  him  given  the 
Author,  as  shown.     Each  curve  relates  to  one  température,  and 

*  Rept.  Brit.  Assoc.  1871. 
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pressures  are  représentée!  by  the  horizontal  ordinates,  and  cor- 
responding  volumes  of  mass  of  carbonic  acid  constant  through- 
out  ail  the  curves  are  represented  by  the  vertical  ordinates. 


FiG.  70.— Isothermal  Curves.    CO9. 


Thomson  points  out  that,  by  experiments  of  Donny,  Dufour, 
and  others,  we  hâve  already  proof  that  a  continuation  of  the 
curve  for  the  liquid  state  past  the  boiling  stage  for  some  dis- 
tance, as  shown  dotted  in  Fig.  70,  from  a  to  some  point  b 
towards  /,  would  correspond  to  states  already  attained.  The 
overhanging  part  of  the  curve  from  e  to  f  may  represent  a  state 
in  which  there  would  be  unstable  equilibrium  ;  and  thus,  al- 
though  the  curve  there  appears  to  hâve  some  important  theo- 
rctical  significance,  yet  the  states  represented  by  its  various 
points  would  be  unattainable  throughout  any  ordinar>''  mass  of 
the  fluid.  It  seems  to  represent  conditions  of  coexistent  tem- 
pérature, pressure,  and  volume,  in  which,  if  ail  parts  of  a  mass 
of  fluid  were  placed,  it  would  be  in  equilibrium,  but  out  of 
which  it  would  be  led  to  rush,  partly  into  the  rarer  state  of  gas, 
and  partly  into  the  denser  state  of  liquid,  by  the  slightest  in- 
equality  of  température  or  of  density  in  any  part  relatively  to 
<ither  parts.     Above  this  point  the  fluid,  as  shown  by  the  hy- 
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perbolic   form  of  curve,  is  \};\oxo\Ji^[Ay gaseous  ;  below  that  point 
it  may  be  callçd  vapor. 

130.  The  Spheroidal  State  of  water  is  that  condition  ob- 
served  when  water  hes  in  contact  with  highly  heated  métal  sur- 
faces. When  so  situated,  a  liquid  does  not  wet  the  métal,  but  is 
supported  quite  out  of  contact  with  it  by  a  cushion  of  rapidly 
forming  vapor.  A  very  small  mass  assumes  the  form  of  a  drop, 
a  larger  quantity  that  of  a  sheet  of  liquid  of  continually  chang- 
ing  outline.  The  supporting  "  Crookes's  layer,"  as  it  is  some- 
times  called,  consists  of  particles  constantly  bounding  and  re- 
bounding  between  the  adjacent  surfaces  of  fluid  and  métal,  and 
gradually  finding  their  way  out  of  that  capillary  space  as  their 
places  are  taken  by  newly  formed  particles  of  vapor.  Ether 
and  bromine  can  be  similarly  supported  on  the  surface  of  heated 
Avater,  and  ice  can  be  produced  in  a  red-hot  crucible  without 
contact.  On  cooling  the  métal,  a  température  is  finally  reached 
(356°  F.,  180°  C.)  at  which  contact  occurs,  and  an  explosion  often 
follows  from  the  sudden  and  considerably  increased  évolution 
of  steam. 

,This,  which  is  named,  from  its  discoverer,  Leidenfrost's  phe- 
nomenon,  or,  otherwise,  the  "  calorie  paradox,*'  has  been  very 
«carefully  studied,  especially  by  Boutigny.  The  température  of 
the  spheroid  of  liquid  is  found  always  to  be  lower  than  its  boil- 
ing-point  ;  contact  never  exists,  during  the  continuance  of  the 
phcnomenon,  between  métal  and  liquid.  This  action  is  pro- 
moted  by  any  conditions  which  tend  to  prevent  actual  contact 
and  wetting  of  the  métal  by  the  liquid,  a  fact  having  impor- 
tant bearing  on  the  spécial  danger  of  certain  forms  of  oily  or  of 
pulvérulent  scale  in  steam-boilers.  This  interesting  and  im- 
portant action  is  illustrated  in  the  impunity  with  which  the  hand 
may  sometimes  be  dipped  in  molten  métal,  the  moisture  on  its 
surfaces  protecting'it  from  contact  and  injury. 

Superheated  water  or  other  liquid  may  be  sometimes  ob~ 
tained  by  careful  management,  as  in  the  experiments  of  Donny. 
Dufour,  and  others.  When  water  is  deprived  of  air  and  of  ali 
impurities  it  may  be  raised  to  a  température  considerably  ex- 
ceeding  the  boiling-point.  The  smaller  the  mass,  the  higher 
the  température  attainable.     M.  Donny  raised  water  in  a  clos -H 
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^lass  tube  to  248°  F.  (  1 38°  C),  when  explosive  ebullitîon  occurred, 
and  the  thermometer  dropped  to  212°  F.  (100°  C).  Minute 
drops  (i  to  3  mm.  or  0.04  to  0.12  in.  in  diameter)  attained  346° 
F.  (175°  C),  when  suspended  in  a  mixture  of  oils  of  its  own  den- 
sity,  a  température  at  which  the  tension  of  steam  in  contact 
with  its  water  is,  under  normal  conditions,  between  8i  and  9 
atmosphères.  Water  in  glass  vessels  always  boils,  if  pure,  at 
a  température  slightly  exceeding  the  ordinary  boiling-point. 
Larger  masses  or  impure  water  are  not  easily  superheated. 
M.  Dufour  found  that.  water  retains  the  liquid  state  more  per- 
sistently  when  the  température  is  constant  and  pressure  is  made 
the  variable  than  when  the  contrary  conditions  are  arranged. 
MM.  Donny,  Dufour,  and  others  hâve  suggested  that  this  phe- 
nomenon  may  be  a  fréquent  cause  of  a  class  of  boiler-explosions 
known  as  "  fulminating,"  in  conséquence  of  their  violence  ;  and 
Mr.  Radley,  an  English  engineer,  reported  *  having  actually  su- 
perheated the  water  in  small  steam-boilers  27°  F.  (15®  C.)  above 
the  normal  boiling-point  for  the  pressure  at  which  they  were 
working.  On  the  other  hand,  Mons.  Hirsch,  the  well-known 
French  engineer  and  author,  reports  to  the  Commission  Centrale 
des  Machines  à  Vapeur  the  results  of  experiments  of  a  committee 
on  the  production  of  the  superheated  condition  in  the  water  of 
steam-boilers,  in  which,  studyingthe  historyof  such  phenomena 
so  far  as  they  are  recorded,  and  conducting  a  somewhat  ex- 
tended  séries  of  experiments,  the  conclusion  was  finally  reached 
that  there  is  no  évidence,  up  to  the  présent  tîme,  that  boiler 
explosions  may  be  caused  by  the  conditions  studied,  or  that 
such  conditions  ever  arise  in  practice.  If  they  occur  at  ail,  it 
is  only  in  extremely  rare  instances,  and  as  a  conséquence  of  a 
coïncidence  of  circumstances  seldom  to  be  observed,  and  which 
are  neither  well  understood  nor  well  defined.  The  use  of  the 
thermometer  is  advised  to  détermine  the  facts  bearing  upon 
this  question.  The  commission  to  which  the  report  îs  made 
approve  and  adopt  thèse  conclusions. 

131.  Vaporization  of  water  or  other  liquid  has  been  seen  to 
be  a  process  of  conversion  of  sensible  âeat-energy  into  the  so- 


"*  -^>^.  Mining  Journal,  June  28,  1856;  Scientific  American,  Aug.  2,  1856. 
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called  latent  form  by  transformation  into  work  in  the  séparation 
of  molécules,  and  conséquent  change  of  state  of  the  fluid.  This 
change  has  been  found  to  be  invariably  produced  at  a  tempéra- 
ture fixed  for  every  pressure  under  normal  conditions,  and  to 
demand  a  certain  exact  and  determinable  quantity  of  beat. 
The  vapor  thus  formed,  so  long  as  it  is  in  contact  with  the 
liquid  from  which  it  issued,  retains  the  précise  température  of 
ebullition,  and  in  this  condition  the  steam  is  said  to  be  satu- 
rated.  If  it  contains  no  unevaporated  moisture,  it  is  said  to 
be  dry  and  saturated.  It  is  capable  of  being  superheated  by 
isolation  and  further  addition  of  beat,  and  then  rapidly  assumes 
more  or  less  perfectly  the  gaseous  state.  M.  Hirn  found  that 
this  state  is  sensibly  reached  when  the  superheating  amounts 
to  anything  above  i6**  F.  (9°  C).  The  fluid  is  known  in  this 
condition  as  "  steam-gas." 

The  spécifie  beat  of  superheated  steam  is  0.48,  équivalent 
to  371  foot-pounds,  at  constant  pressure,  and  is  0.37  (286  foot- 
pounds)  at  constant  volume.  The  quantity  of  beat  doing  in- 
temal  work  hère  becomes  insensible.  The  processes  of  conver- 
sion  of  the  liquid  into  vapor  and  of  the  vapor  into  gas  are  seen 
to  be,  physically,  very  similar. 

132.  The  Thermal  and  Thermodynamic  Phenomena 
attending  the  production,  storage,  and  transfer  of  heat-energy 
through  the  vaporization  of  steam  are  evidently  in  some  sensé 
identical  phenomena.  The  communication  of  heat  to  a  mass 
of  water  enclosed  in  a  steam-boiler  results  in  the  raising  of  its 
température,  the  expansion  of  the  mass,  the  performance  of 
work,  and  the  conversion  of  heat-energy  in  the  doing  of  that 
work.  The  boiling-point  is  simply  a  point  in  the  process  at 
which  the  proportion  in  which  the  heat  received  is  distributed 
to  its  several  purposes  is  altered,  and  the  superheating  of  steam 
is  the  resuit  of  passing  another  critical  period  in  the  process. 
The  principles  involved  and  thèse  phenomena  bave  been 
already  fuily  explained,  and  it  is  only  necessary  hère  to  apply 
those  principles  and  the  data  obtained  by  experiment  to  Xhe 
spécial  case  in  hand — the  production  and  use  of  steam.  It  is 
perfectly  easy  to  détermine  just  how  much  sensible  heat  is  em- 
ployed,  untransformed,  in  raising  the  température  of  water  or 
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steam  ;  how  much  is  transformée!  in  producing  expansion,  and 
how  much  as  the  latent  beat  of  change  of  state. 

133.  Internai  Pressure  and  Work,  in  the  case  of  steam, 
will  illustrate  the  gênerai  case  of  thermodynamic  change  as 
already  presented.  The  magnitude  of  the  molecular  résistance 
to  expansion  is  well  ascertained,  and  the  quantity  of  work  done 
in  overcoming  them  in  the  process  of  making  steam  is  as  easily 
determinable.  As  has  been  shown,  the  quantity  of  beat  be- 
coming  latent  is  the  équivalent  of  this  internai  work,  and  the 
sum  of  the  latent  and  the  sensible  beat  absorbed  is  the  total 
beat  demanded  to  produce  the  change.  Both  may  be  deter- 
mined  by  the  processes  whîch  bave  been  described  in  the 
-earlier  chapters. 

134.  The  Computation  of  Internai  Work  or  of  internai 
pressure  has  been  seen  to  be  based  on  the  principle  expressed 
in  the  statement  of  the  second  law  of  thermodynamics. 

The  total  pressure,  internai  and  extemal,  at  any  tempéra- 
ture, 7*,  is  always 

P--^Tr W 

dp 

The  rate  of  variation,  ^~,  of  pressure  as  a  functîon  of  tem- 
pérature is  determined  experimentally,  and  the  value  of  this 
-expression  may  be  obtained  f  rom  the  expressions  already  gîven, 
or  from  the  tables  of  Regnault.  The  work  done  is  the  product 
of  their  total  pressure,  /,  into  the  altération  of  volume,  Av^  or 

W^pAv  =  T'^Av. (2) 

Internai  pressure  and  work  are  computed  by  deductîng  exter* 
nal  pressure  and  work  from  thèse  totals. 

Clausius  thus  obtained  the  following  values  of  /  for  steam 
of  the  pressures  given,  ail  in  millimètres  of  mercury,  of  whicb 
760  measure  one  atmosphère  of  pressure  : 
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Centigrade. 

ExTERNAL  Pressure. 

Raiio 

Totol  Prewurc 

Ratio 

dp_ 

>=-^- 

L 

t. 

T. 

/.. 

At. 

dT 

^• 

loo" 

374'' 

760 

I 

21.2.QO 

IOI46 

13-3 

120 

394 

1520 

2 

48.595 

19150 

12.6 

134 

408 

2280 

3 

67.020 

27277 

11.9 

144 

418 

3040 

4 

84.345 

35172 

"5 

152 

426 

3S00 

5 

100.375 

42659 

11.2 

159 

433 

4560 

6 

116.085 

50149 

II. 0 

166 

440 

5320 

7 

133.445 

58502 

10.8 

171 

445 

6080 

8 

146.910 

65228 

10.7 

176 

450 

6840 

9 

161.27 

72410 

10.6 

180 

454 

7600 

10 

173.425 

78561 

10.4 

199 

473 

II400 

15 

239-57 

113077 

9.9 

It  is  seen  that  the  rate  of  variation  of  pressure  with  the 
température  of  steam  continually  increases  as  pressures  and 
températures  rise,  and  that  the  proportion  of  internai  to  ex- 
ternal  work  and  pressure  continually  diminishes  ;  but  that  the 
latter  ratio  is  large,  about  ten  to  one,  for  the  whole  range  of 
pressures  familiar  in  standard  practice. 

135.  The  Spécifie  Volume  of  steam,  or  the  volume  of 
unity  of  weight,  and  its  reciprocal,  the  density,  hâve  been  seen 
to  be  capable  of  easy  computation  when  the  latent  heat  of 
vaporization  at  the  given  température  is  known  ;  since  this 
latent  heat  measures  the  work  done  while  the  force  resisting  it 
is  calculable  as  above.     From  the  expressions  already  given 

dp 


dp  H 


we  thus  obtain  very  exact  values. 

Clausius  thus  obtains  the  following  values,  and  compares 
them  with  the  somewhat  uncertain  figures  of  Fairbairn  and 
Tate,  derived  experimentally.     Metric  m  easures  are  employed. 


/. 

T 

Ar 

A». 

Calculated. 

By  Ex  péri  ment. 

117. 17 

391.17 

0.947 

0.941 

124.17 

398.17 

0.769 

0.758 

128.41 

402.41 

0.681 

0.648 

137.46 

411.46 

0.530 

0.514 

144.74 

418.74 

0.437 

0.432 
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Quite  accurate  results  can  also  be  obtained  by  taking  the 
density  of  steam  as  0.622  ;  that  of  air  at  the  same  values  of  t 
and/  being  unity.  (See  p.  282.) 

The  volume  of  water  increases  with  température,  from  the 
température  of  maximum  density,  more  and  more  rapidly  as 
the  beat  is  increased.  The  following  are  the  values  as  given 
by  M.  Kopp,  who  experimentally  determined  them,  and  as  cor- 
rected  by  Mr.  Porter  to  make  the  curve  exhibiting  the  data 
perfectly  smooth  : 


Température. 

Volumes  as  pkr 

Cent. 

Fahr. 

Kopp. 

Pot  ter. 

4" 

39^I 

I. 00000 

I. 00000 

5 

41  .0 

I.OOOOI 

I.OOOOI 

10 
20 

50  .0 
68  .0 

1.00025 
I. 00169 

1.00025 
I.00171 

30 
40 
50 
60 
70 
80 

86  .0 
104  .0 
122  .0 
140  .0 
158  .0 
176  .0 

1.00423 
1.00768 
I. 01 190 
I. 01672 
1.02238 
I. 02871 

1.00425 
1.00767 
1.01186 
I. 01678 
I. 02241 
1.02872 

90 
100 

194  .0 
212  .0 

1.03553 
I. 04312 

1.03570 
1.04332 

136.  Température,  Pressures,  and  Volumes  of  Steam 

are  related  by  natural  law  quite  as  definitely  as  those  governing 
thèse  relations  for  the  gases  ;  but  algebraic  expressions  of  those 
laws  are  not  yet  obtained,  except  empirically.  There  hâve  been 
numerous  formulas  proposed  of  the  latter  class,  some  of  whîch 
are  remarkably  exact  within  a  moderate  range.  The  most  ac- 
curate are  probabîy  those  of  Rankine,*  already  given  forvapors 
generally  : 

'     B        C 

log/  =  ^-y-y5; (l) 


■=-[4^ 


A  -  'og/  ,    B" 


+ 


4C 


(2) 


♦Steam-engine,  p.  237,  §206.     Ibid.,  pp.  559-564. 
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in  which,  for  steam, 

A  =  8.2591  ;        ^  =  0.003441  ; 

log  S  =  3.43642  ; 

log  C  =  5.59873  ;      T^.  =  0.00001 184  ; 

pressures  being  taken  în  pounds  on  the  square  foot  and  tem- 
pérature in  degrees  Fahrenheit  on  the  absolute  scale.  The  ex- 
periments  of  Regnault  and  of  Fairbairn  and  Tate  hâve  furnished 
the  generally  accepted  values. 

Unwin  has  proposed*  a  simpler  formula  than  Rankine's, 
which,  while  not  quite  as  exact,  gives  more  manageable  ex- 

pressions  for  2=  and  its  functions  ;  thus,  for  vapors  generally  : 
log/=«-^; (3) 


^=(^■3^)"' (4) 


I   dp  nb 

-^  =  2.30257;^ 

=  2.3025»^ ^ ;.    ...    (S) 

bn 


t  dp  nb 

T  -J^  =  2.3025^^- 

p  dT       ^    ^  r« 

=  2.3025»(a  -  log/) (6) 

"^PhiL  Mag,,  April,  1886. 
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For  steam,  thèse  formulas  become  : 


log/=  7.5030 --pg; (7) 


--k 


7579 


5030  -  log/- 


\o.8 


(8) 


I  dp 
pdT~ 

21815 
(7.5030  - 

-log /)'•«_ 

T  dp 
pdT  - 

441-3 
21815 

(9) 


=  2.8782(7.5030  -  log/);  .    .    .(10) 

which  expressions  give  remarkably  exact  results.  Metric  meas- 
ures  are  used  throughout. 

137.  The  Spécifie  Heats  of  Water  and  Steam  vary 
somewhat  with  température  ;  this  variation  is  noted  with  ail 
solids,  and  occurs  with  the  vapors,  although  in  vastly  less  de- 
gree  ;  and  this  is  one  point  in  which  they  are  distinguished  from. 
the  gases.  For  ail  the  purposes  of  the  engineer  the  spécifie 
heat  of  either  saturated  steam  or  of  steam-gas  may  be  taken  at 
the  value  obtained  by  Regnault,  0.305,  the  quantity  of  heat,  in 
thermal  units,  demanded  to  raise  the  température  of  unity  of 
weight  of  saturated  steam  one  degree,  while  still  keeping  it 
saturated  by  the  evaporation  of  additional  water  ;  which  latter 
process  demands  the  transformation  of  0.695  unit  of  heat. 

The  spécifie  heat  of  isolated  steam-gas,  or  superheated 
steam,  is  given  by  Regnault  as  0.48051,  and  constant. 

The  spécifie  heat  of  water  was  determined  by  Regnault* 
very  carefully  and  exactly,  and  the  figures  so  obtained  hâve  been 

*Mem.  of  the  Academy  of  Sciences,  1847. 
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found  capable  of  being  very  accurately  représentée!  by  the  foU 
lowing  empirical  formula  of  Rankine  :* 

C=  I +o.ooocoo309(/ —  39°.i)*,    ....    (i). 

în  which  t  is  the  température  on  the  common  Fahrenheit  scale. 
The  total  heat  demanded  from  /,  to  /,  would  thus  be 

A  =  y  ^Cdt  =  /,  —  /,  +  o.oooocx)i03[(/,  —  39°. i)' 

-(A-39°.i)1;.   .   (2> 

and  the  mean  spécifie  heat  for  such  a  range  of  température  is 

j—^^  =  i+o.ooooooi03[(^-39°.i)'+(/,-39°.iX/.-39°-i) 

+  (A-39°.0']--    ■    (3) 
On  the  Centigrade  scale  thèse  expressions  become 

C=  i+o.oooooi(/— 4°)' (la) 

>4  =  ^,-'.+o.oooocx)33[('.-47-(^-473.  •  •  •  (2«) 
j-—^^  =  I  +  cxx)Ooo33[(^  -  4T  +  (^  -  4°)(A  -  4°) 

+  (A-47] (3«) 

The  spécifie  heat  of  tce  is  given  by  M.  Person  as  0.504. 

138.  The  Computation  of  Latent  and  Total  Heat  of 
Steam  is  readily  made  by  means  of  formulas  given  by  Reg- 
nault  or  based  upon  his  work,  which  covered  a  wide  range  of 
température — from  a  little  below  the  freezing-point  to  about 
375°  F.  (190°  C).  The  following  is  the  formula  of  Regnault 
for  latent  heat  as  slightly  modified  and  corrected  by  Rankine 
for  the  British  and  metric  Systems,  respectively  : 

/  =  1091.7  —  o.695(/  —  32°)  —  o.ooooooi03(/  —  39^.1)*  ;     .    (i) 
4,  =  606.5  —  0.695 1  —  o.oooooo333(^  -  4°)'  ; (la) 


*Trans.  Royal  Soc.  of  Edinburgh,  1851;  Steam  Engine,  p.  246. 
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or,  approximately,  as  given  by  the  investigator, 

/  =   1092  —  o.7(/  —  32°) 
=     966  — o.7(/ -- 212) 

=   1147-0.7/ (2) 

4=     606  —  0.7/ (2à) 

• 
The  total  luat  of  evaporatiojt  is  the  sum  of  the  latent  and 
sensible  beats,  and  may  be  taken  as 

=  io9i.7  +  o.305(/-32°);     ....    (3) 
A,«=  606.5+0.305/; (sa) 

în  which  the  "  total  beat  "  measured  is  that  from  /,  at  /,,  the 
original  température  of  the  water  and  that  of  evaporation,  and 
the  formulas  given  being  based  on  the  assumption  that  /,  is 
taken  at  the  melting-point  of  ice.  For  any  other  température 
the  following  will  give  satisfactorily  exact  measures  : 

A  =   1092  +  o.3(/,  -  32)  -  (/,  -  32°)  ; 

=   ii46  +  o.3(/,-2i2)-(/,-32°);   ...     (4) 
A,„=  606.5+0.3/,  -/,; {4a) 

h  being  obtained  in  British  measures  and  h^  in  metric. 
For  steam-gas^ 

h  =   io92  +  o.48(/,-/,) (5) 

Professor  Unwin  proposes  the  following  for  the  latent  beat 
of  vaporization  of  steam  : 

894 
/«  =  799  -  (7.5030  -  log/f  8  ' (^) 

which  is  found  to  be  extremely  exact.  He  also  obtains  for  the 
expansion  during  change  of  state, 

Av^  =  10,821 -'^ -r  ; (7) 

/i7-5030  -  log/)  ^^^ 

p  being  expressed,  as  above,  in  millimètres  of  mercury. 
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139.  Factors  of  Evaporation  measure  the  relative  amount 
oi  beat  demanded  to  effect  the  heating  of  water  from  a  given 
température,  /^,  and  its  vaporization  at  a  higher  température, 
/j,  and  to  simply  produce  vaporization  at  the  boiling-point  un- 
der  atmospheric  pressure,  which  latter  is  now  usually  taken  as  a 
standard.     The  value  of  this  factor  of  evaporation  is  evidently 


/=  1  + 


966.1 


nearly.  .    (i) 


The   following  are   values  of  such   factors,   calculated  as 
above: 


TABLE  OF  FACTORS  OF  EVAPORATION. 

Initial  Tbmperaturk  of 

FKED.WATBR,    7*,. 

BOIUNG-POINT,  7",. 

Famr. 

3»* 

50» 

68» 

86» 

104'» 

132» 

X40« 

I58» 

X76» 

194» 

axa» 

axa» 

x.xg 

X.17 

1. 15 

i»3 

X.Xl 

x.xo 

X.08 

X.06 

1.04 

x.oa 

x.oo 

230 

I.30 

1.18 

X.16 

X.14 

x.ia 

X.IO 

1.08 

X.06 

X.04 

X.03 

X.OI 

^ 

X.'M 

1.18 

1.16 

X.14 

113 

x.ir 

X.09 

1.07 

X.05 

X.03 

XOI 

i.ai 

X.19 

'•'Z 

1.15 

»»3 

X.II 

X.09 

X.07 

x.06 

X.04 

x.oa 

384 

X.3I 

i.ao 

X.18 

1.16 

1.14 

I.X3 

X.IO 

x.08 

x.06 

x.04 

x.oa 

303 

i.aa 

X.20 

1.18 

1.16 

x.14 

X.I3 

X.II 

1.09 

x.07 

X.05 

X.03 

3ao 

X.'l'i 

i.ax 

X.19 

i.t7 

i.xs 

1.13 

X.II 

1.09 

1.07 

x.05 

1.03 

338 

x.a3 

x.ai 

1.19 

I.I7 

«15 

1x4 

I.X3 

x.xo 

x.08 

x.06 

X  04 

356 

X,23 

i.aa 

i.ao 

1.18 

x.i6 

X.X4 

I.  12 

X.IO 

1.08 

1.06 

1.04 

374 

x.a4 

x.aa 

x.ao 

1.18 

X.17 

I.I5 

X.X3 

X.XX 

x.09 

1.07 

x.05 

392 

x.a4 

1.23 

i.ax 

1.X9 

'•'Z 

X  «5 

1-13 

x.xx 

X.09 

1  07 

x.06 

4«o 

125 

1.33 

1.2a 

1.20 

X.18 

i.x6 

1.X4 

i.xa 

x.xo 

x.08 

x.06 

428 

1.25 

1.24 

1.32 

1.20 

1.18 

x.x6 

X.X4 

i.ia 

X.XI 

x.09 

x.07 

A  vastly  more  convenient  form  of  table  is  that  in  which  the 
pressures  at  which  evaporation  takes  place  are  given  on  page 
279. 

Heating  the  feed-water  is  seen  to  produce  large  gains, 
where  the  otherwise  wasted  beat  of  exhaust-steam  or  of  the 
chimney-gases  can  be  thus  utilized.  It  is  also  very  désirable 
as  a  préventive  of  those  dangerous  strains  which  are  sometimes 
conséquent  upon  great  différences  of  température  between  dif- 
ferent  portions  of  the  boiler. 
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It  is  seen  that  the  relative  cost  of  using  feed-water  at  any 
one  température  as  comparée!  with  the  use  of  water  at  any 
other  température  is  as  the  reciprocal  of  their  factors  of  evapo- 
rization.  Thus  if  feed-water  can  be  supplied,  by  means  of  a 
heater,  at  2io°  F.,  where  previously  drawn  from  the  mains  at 
50°,  the  relative  cost  of  making  steam  will  be,  at  100  pounds 
pressure,  by  gauge,  \\\\  =  0.86,  and  a  gain  of  fourteen  per 
cent  will  be  effected.  As  will  be  seen  later,  thèse  tables  are 
very  useful  in  reducing  the  data  obtained  in  trials  of  steam- 
boilers  to  the  standard. 

140.  Regnault*s  Researches  and  Methods  hâve  furnished 
ail  the  essential  data  relating  to  the  production  of  steam  in  the 
boiler  and  the  supply  of  stored  heat-energy  to  the  engine. 

The  memoir  of  M.  Henri  Victor  Regnault  on  "  The  Elastic 
Forces  of  Aqueous  Vapors,"  *  in  which  he  described  his  re- 
searches, is  a  most  magnificent  exposition  of  a  still  more  re- 
markable  séries  of  investigations.  He  repeated  the  methods 
and  experiments  of  earlier  physicists,  invented  new  ways,  and 
finally  obtained  a  set  of  data  of  unexampled  extent  and  accu- 
racy.f  Regnault  found  that  the  density  of  aqueous  vapor  /;/ 
vactw  and  under  feeble  pressure  may  be  calculated  according  to 
the  law  of  Boyle  and  Marriotte  when  the  fraction  of  saturation 
is  less  than  0.8,  while  the  density  becomes  sensibly  greater 
when  approaching  saturation.  He  further  found  that  the  den- 
sity of  vapor  in  air,  in  a  state  of  saturation,  may  be  similarly 
calculated,  and  the  ratio  of  weight  of  equal  volumes  of  vapor 
and  air  is  a  trifle  less  than  that  obtained  theoretically. 

The  data  obtained  by  Regnault  were  carefully  tabulated, 
and  curves  were  constructed  exhibiting  the  variation  of  pres- 
sure wilh  température  for  saturated  steam  for  the  whole  range 
covered  by  his  experiments.  Three  formulas  of  interpolation 
were  used  for  three  différent  parts  of  the  scale  of  températures; 
for  that  part  below  the  freezing-point  he  adopted  the  formula 

F=^a-\-bor, (i) 


*  Afin,  de  Chimie  et  de  Physique,  July,  1844  ;  Mém.  de  l'Institut,  tome  xxi., 
p.  465  (1847)  ;   Mém.  de  l'Académie  des  Sciences,  xxi.  xxv'i. 
t  Vide  Dixon  on  Heat,  vol.  i.,  §  724. 
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in  which  F\s  the  pressure,  a  and  b  constants,  and  a^  a  function 
of  r  =  /  -|-  32°,  /  being  the  température  corresponding  to  F, 

Between  the  freezing  and  boiling  points  Regnault  used 
Biot's  formula, 

\ozF^a-\-bo^-cff\ (2) 

and  above  the  boiling-point, 

log/^=rt  — *ûr^ -r/î^; (3) 

in  which  r  =  /+  20.  This  last  answers  well,  also,  for  the  whole 
range.  In  it  â:  =  6.2640348;  log  *  =  0.1397743;  log  ^  = 
0.6924351  ;  log  a  =  1.994049292  ;  log  /?=:  1.998343862,  as  given 
by  Regnault  ;  or,  according  to  Dixon, 

a  =  6.263  509  686  5 
log  a  =  Î.998  343  377  8 
log/3  =  1.994  048  173  7 
log  6  =  0.692  450  419  2 
log^  =0.139  553  958  4 

For  British  measures, 

a  =  4.859  984  524  7 
log^:  =  1.999  079  751  3 
log/3  =  1.996  693  778  3 
log*  =  0.659  317  975  2 
log  c  =  0.020  517  432  4 

A  break  was  observed  by  Regnault,  and  is  exhibited  by  the 
curves  and  the  formulas,  at  the  freezing-point,  which  had  been 
attributed  to  error,  the  two  curves  cutting.each  other  at  a  very 
small  but  appréciable  angle  ;  but  Professor  James  Thomson 
has  supposed  such  a  break  to  hâve  a  real  existence,  and  to  be 
produced  by  the  physical  change  marking  the  freezing-point. 

141.  Regnault's  Tables  hâve  been  reproduced  in  many 
forms,  usually  with  additions.  The  Appendix,  among  other 
tables,  contains  the  data  obtained  by  Regnault  (Table  I.),  and 


Digitized  by 


Google 


282  THE  STEAM-BOILER, 

thèse  values  are  accepted  as  standard  universally.  The  table 
hère  given  exhibits  the  températures  and  corresponding  près- 
sures  of  saturated  steam  throughout  the  full  range  now  used 
in  steam-boilers  and  far  beyond  ;  the  quantity  of  heat,  sensible 
and  latent,  in  unity  of  weight  ;  the  total  heat  of  evaporation, 
and  the  density  of  the  steam.  Référence  to  thèse  tables  is 
vastly  more  convenient  than  calculation.  Should  it  be  neces- 
sary,  or  désirable,  however,  to  make  such  calculations,  the  for- 
mulas already  given  will  furnish  the  means.  They  also  permit 
the  calculation  of  data  beyond  the  limits  of  Regnault's  experi- 
ment,  and  are  probably  practically  correct  far  beyond  any  pres- 
sure likely  to  become  familiar  in  the  opération  of  steam-boilers. 
Regnault's  limit  was  at  230°  C.  (446°  F.).  Rankine's  formula 
has  been  used  beyond  it. 

Faîrbaîrn  and  Tate's  formula  for  volume  of  steam  îs 

F=  25.62 +  ^49511-. 


P  +  0.72' 

în  whîch  V  îs  the  volume  of  the  steam  formed  at  a  pressure  py 
measured  in  inches  of  mercury,  from  one  cubic  foot  of  water» 
taken  as  unity  and  at  the  température  of  maximum  density 
(see  p.  272,  §  135).  Nystrom  has  used  thîs  formula  in  the 
computation  of  very  complète  tables  of  spécifie  volumes  of 
steam  (see  Nystrom's  Pocket  Book  of  Mechanics). 

The  formulas  used  in  thèse  calculations  are  elsewhere  given, 
but  are  hère  grouped  for  convenience  of  référence.  Britisb 
measures  are  used  throughout. 

Emery  has  proposed  the  expression  for  weîght  în  pounds 
per  cubic  foot 

D  =  0.0030343/'^ 
where  p  is  absolute  pressure  in  pounds  on  the  square  înch,  and 
finds  it  exceedingly  accurate  for  ail  usual  pressures. 

The  Appendix  contains,  in  tabular  form,  ail  essential  data 
properly  grouped  under  this  chapter-heading.  The  rate  of 
flow  of  steam  from  an  orifice  may  be  taken  as  by  Napier's 
rule,  W  =. pa/yo,  where  W'xs  the  weight  în  pounds  per  second,. 
p  the  absolute  pressure,  Ibs.  per  sq.  in.,  and  a  area  of  orifice  in 
square  inches. 
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142.  The  Stored  Energy  in  Steam  at  any  pressure  and 
température  is  now  easily  ascertained  by  calculation,  in  accord- 
ance  with  the  first  law  of  thermodynamics. 

The  first  attempt  to  calculatc  the  amount  of  energy  latent 
in  the  water  contained  in  steam-boilers,  and  capable  of  greater 
or  less  utilization  in  expansion  by  explosion,  was  made  by  Mr. 
George  Biddie  Airy,*  the  Astronomer  Royal  of  Great  Britain, 
in  the  year  1863,  and  by  the  late  Prof  essor  Rankinef  at  about 
the  same  time. 

Approxinnate  empirical  expressions  are  given  by  the  latter 
for  the  calculation  of  the  energy  and  of  the  ultimate  volumes 
assumed  by  unit  weight  of  water  during  expansion,  as  follows, 
in  British  and  in  metric  measures  : 

_  772(r~2i2y  _  423.55(7^-100)' 

"^  -  r+11344  '        '""■     7^+648     ' 

36.76(7^-212)  ^  2.29(r-IOO) 

^  -   "r+i  134.4   '        """     7^+648 

Thèse  formulas  give  the  energy  in  foot-pounds  and  kilo- 
grammetres,  and  the  volumes  in  cubic  feet  and  cubic  mètres. 
They  may  be  used  for  températures  not  found  in  the  tables  to 
be  given,  but,  in  view  of  the  completeness  of  the  latter,  it  will 
probably  be  seldom  necessary  for  the  engineer  to  resort  to 
them. 

The  quantity  of  wdrk  and  of  energy  which  may  be  liberated 
by  the  explosion,  or  utilized  by  the  expansion,  of  a  mass  of 
mingled  steam  and  water  has  been  shown  by  Rankine  and  by 
Clausius,  who  determincd  this  quantity  almost  simultaneously, 
to  be  easily  expressed  in  terms  of  the  two  températures  be- 
tween  which  the  expansion  takes  place. 

When  a  mass  of  steam,  originally  dry,  but  saturated,  so 
expands  from  an  initial  absolute  température,  7",,  to  a  final 
absolute  température,  7'„ifyis  the  mcchanical  équivalent  of 
the  unit  of  heat,  and  H  is  the  measure,  in  the  same  units,  of 


♦  **  Numerical   Expression  of  the   Destructive   Energy  in  the  Explosions  of 
Steam  Boilers." 

t  *'  On  the  Expansive  Energy  of  Heated  Water." 
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thc  latent  beat  per  unit  of  weight  of  steam,  the  total  quantity 
of  energy  exerted  against  the  piston  of  a  non-condcnsing  an- 
gine» by  unity  of  weight  of  the  expanding  mass,  is,  as  a  maxi- 
mum, 

£/  =  /?;(-■-  I -hyp  logyj  +  ^^^/f.     .     .     (A) 

This  équation  was  published  by  Rankine  a  génération  ago.* 

When  a  mingled   mass  of   steam  and  water  similarly  ex- 

pands,  if  M  represcnts  the  weight  of  the  total  mass  and  m  is 

the  weight  of  steam  alone,  the  work  done  by  such  expansion 

wiii  be  mcasured  by  the  expression, 

U=  M/t{^^  -  I  -  hyp  log  Y^  +  m  ^^^^^H.       (B) 

This  équation  was  published  by  Clausius  in  substantially 
this  form.f 

It  is  évident  that  the  latent  beat  of  thc  quantity  ;;/,  which 
is  represented  by  ;////,  becomes  zéro  when  the  mass  consists 
solely  of  water,  and  that  the  first  term  of  the  second  member 
of  the  équation  measures  the  amount  of  energy  of  heated  wa- 
ter which  may  be  set  free,  or  converted  into  mcchanical  energy 
by  explosion.  The  available  energy  of  heated  water,  when 
explosion  occurs,  is  thus  easily  measurable. 

The  computers  of  the  tables  given  in  the  Appendix 
were  Messrs.  Ernest  H.  Poster,  and  Kenneth  Torrance. 
The  tables  range  from  20  pounds  per  square  inch  (1.4  kgs.  per 
sq.  cm.)  up  to  100,000  pounds  per  square  inch  (7030.83  kgs. 
per  sq.  cm.),  the  maximum  probably  falling  far  beyond  thc  range 
of  possible  application,  its  température  exceeding  that  at  which 
the  metals  retain  their  tenacity,  and  in  some  cases  exceeding 
thcir  melting-points.     Thèse  high  figures  are  not  to  be  taken 


*  Steam-engine  and  Prime  Movers,  p.  387. 

f  Mechanical  Theory  of  Heat,  Browne's  translation,  p.  283. 
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as  exact.  The  relation  of  température  to  pressure  is  obtained 
by  the  use  of  Rankine's  équation,  of  which  it  can  only  be  said 
that  it  is  wonderfuUy  exact  throughout  the  range  of  pressures 
within  which  experiment  has  extended,  and  within  which  it 
can  be  verified.  The  values  estimated  and  tabulated  are  prob- 
ably  quite  exact  enough  for  the  présent  purposes  of  even  the 
mihtary  engineer  and  ordnance  ofïicer.  The  form  of  the  équa- 
tion, and  of  the  cur\'e  representing  the  law  of  variation  of 
pressure  with  température,  indicates  that,  if  exact  at  the 
familiar  pressures  and  températures,  it  is  not  likely  to  be  in- 
exact at  higher  pressures.  The  curve  at  its  upper  extremity 
becomes  nearly  rectilinear. 

The  table  présents  the  values  of  the  pressures  in  pounds 
per  square  inch  above  a  vacuum,  the  corresponding  reading  of 
the  steam-gauge  (allowing  a  barometric  pressure  of  14.7  pounds 
per  square  inch),  the  same  pressures  reckoned  in  atmosphères, 
the  corresponding  températures  as  given  by  the  Centigrade 
and  the  Fahrenheit  thermometers,  and  as  reckoned  both  from 
the  usual  and  the  absolute  zéros.  The  amount  of  the  available 
stored  energ>'  of  a  unit  weight  of  water,  of  the  latent  heat  in  a 
unit  weight  of  steam,  and  the  total  available  heat-energ>'  of 
the  steam,  are  given  for  each  of  the  stated  températures  and 
pressures  throughout  the  whole  range  in  British  measures, 
atmospheric  pressures  being  assumed  to  limit  expansion.  The 
values  of  the  latent  beats  are  taken  from  Regnault,  for  mode- 
rate  pressures,  and  are  calculated  for  the  higher  pressures,  be- 
yond  the  range  of  experiment,  by  the  use  of  Rankine's  modifi- 
cation of  Regnault's  formula. 

Studying  the  table,  the  most  remarkable  fact  noted  at  the 
lower  pressures  is  the  enormous  différence  in  the  amounts  of 
energy,  in  available  form,  contained  in  the  water  and  in  the 
steam,  and  between  the  energy  of  sensible  heat  and  that  of 
latent  heat,  the  sum  of  which  constitutes  the  total  energy  of 
the  steam.  At  20  pounds  per  square  inch  above  zéro  11.36 
atmos.),  the  water  con tains  but  145.9  foot-pounds  per  pound  ; 
while  the  latent  heat  is  équivalent  to  16,872.9  foot-pounds,  or 
more  than  115  times  as  much  ;  i.e.,  the  steam  contains  116 
times  as  much  energy  in  the  form  of  latent  heat  per  pound,  as 
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does  the  water,  from  which  it  is  formed,  at  the  same  tempera» 
ture.  The  température  is  low  ;  but  the  amount  of  energy  ex- 
pended  in  the  production  of  the  molecular  change  resulting  in 
the  conversion  of  the  water  into  steam  is  very  great,  in  consé- 
quence of  the  enormous  expansion  then  taking  place.  At  50 
pounds  the  ratio  is  20  to  i  ;  at  icxd  pounds  per  square  inch  it 
is  14  to  I,  at  500  it  is  5  to  I  ;  while  at  5000  pounds  the  energy 
of  latent  heat  is  but  1.4  that  of  the  sensible  heat.  The  two 
quantities  become  equal  at  about  7500  pounds.  At  the  high- 
est  température  and  pressure  tabled,  the  same  law  would  make 
the  latent  heat  négative  ;  it  is  of  course  uncertain  what  is  the 
fact  at  that  point. 

At  50  pounds  per  square  inch  the  energy  of  heated  water 
is  2550.4  foot-pounds,  while  that  of  the  steam  is  68,184,  or 
enough  to  raise  its  own  weight  to  a  height,  respectively,  of  a 
half-mile  and  of  12  miles.  At  75  pounds  the  figures  are  4816 
and  90,739,  or  équivalent  to  the  work  demanded  to  raise  the 
unit  weight  to  a  height  of  four  fifths,  and  of  about  17  miles  re- 
spectively. At  100  pounds  the  heights  are  over  one  mile  for 
the  water  and  above  20  miles  for  the  steam. 

Comparing  the  energy  of  water  and  of  steam  in  the  steam- 
boiler  with  that  of  gunpowder,  as  used  in  ordnance,  it  will  be 
found  that  at  high  pressures  the  former  become  possible  rivais 
of  the  latter.  The  energy  of  gunpowder  is  somewhat  variable 
with  composition  and  perfection  of  manufacture,  and  is  ver>' 
variable  in  actual  use,  in  conséquence  of  the  losses  in  ordnance 
due  to  Icakage,  failure  of  combustion,  or  retarded  combustion 
in  the  gun.  Taking  its  value  at  what  the  Author  would  con- 
sider  a  fair  figure,  250,000  foot-pounds  per  pound,  it  is  seen 
that,  as  found  by  Airy,  a  cubic  foot  of  heated  water,  under  a 
pressure  of  60  or  70  pounds  per  square  inch,  has  about  the  same 
energy  as  one  pound  of  gunpowder.  The  gunpowder  ex- 
ploded  has  energy  sufïicient  to  raise  its  own  weight  to  a  height 
of  nearly  50  miles,  while  the  water  has  enough  to  raise  its 
weight  about  one  sixtieth  that  height.  At  a  low  red  heat  wa- 
ter has  about  40  times  this  latter  amount  of  energy  in  a  form 
to  be  so  expended.  One  pound  of  steam,  at  60  pounds  pres- 
sure, has  about  one  third  the  energy  of  a  pound  of  gunpowden 


Digitized  by 


Google 


STEAM  AXD  ITS  PROPERTIES. 


289 


At  100  pounds  it  has  as  much  energy  as  two  fifths  of  a  pound 
of  powder,  and  at  higher  pressures  its  energy  increases  very  slowly. 

143.  The  Curves  of  Stored  Energy  are  most  instructive. 
Plotting  the  tabulated  figures  and  determining  the  form  of  the 


FiG.    71. — CURVK   OF   HeAT   IN    StkAM. 

curve  representing  the  law  of  variation  of  each  set,  we  obtain 
the  peculiar  set  of  diagrams  exhibited  in  the  accompanying  en- 
graving.     In  Fig.  71  are  seen  the  curves  of  absolute  tempera- 
19 
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ture  and  of  latent  heat  as  varying  with  variation  of  pressure. 
They  are  smooth  and  beautifuUy  formed  lines,  having  no  rela- 
tion to  any  of  the  familiar  curves  of  the  text-books  on  co-ordi- 


j^r,  r^.r.  iv,.i  -iiTi]  am  «fiA  UUO)        iiBW         I»» 

ABaOLUTt  PREBSURE  IN  FOOT  POUNM  PtR.  IQ.  IN, 
Fio.  7« — CuKVE  OF  Heat-knkrgy  in  Stbam. 


nate  geometry.  In  Fig.  72  are  given  the  curves  of  available 
energy  of  the  water  of  latent  heat  and  of  steam.  The  first 
and  third  hâve  évident  kinship  with  the  two  curves  given  in 
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the  preceding  illustration  ;  but  the  curve  of  energy  of  latent 
beat  is  of  an  entirely  différent  kind,  and  is  not  only  peculiar  in 
its  variation  in  radius  of  curvature,  but  also  in  the  fact  of  pre- 
senting  a  maximum  ordinate  at  an  early  point  in  its  course. 
This  maximum  is  found  at  a  pressure  of  about  one  ton  per 
square  inch — a  pressure  easily  attainable  by  the  engineer. 

Examining  the  équations  of  those  curves,  it  is  seen  that 
they  hâve  no  relation  to  the  conic  sections,  and  that  the  curve, 
the  peculiarities  of  which  are  hère  noted,  is  symmetrical  about 
one  of  its  abscissas,  and  that  it  must  hâve,  if  the  expression 
holds  for  such  pressures,  another  point  of  contrary  flexure  at 
some  enormously  high  pressure  and  température.  The  for- 
mula is  not,  however,  a  "  rational  "  one,  and  it  is  by  no  means 
certain  that  the  curve  is  of  the  character  indicated  ;  although 
it  is  exceedingly  probable  that  it  may  be.  The  présence  of 
this  characteristic  point,  should  experiment  finally  confirm  the 
déduction  hère  made,  will  be  likely  to  prove  interesting,  and 
it  may  be  important  ;  its  discovery  may  possibly  prove  to  be 
useful. 

The  curve  of  energy  of  steam  is  simply  the  curve  obtained 
by  the  superposition  of  one  of  the  two  preceding  curves  upon 
the  other.  It  rises  rapidly  at  fîrst,  with  increase  of  tempéra- 
ture, then  gradually  rises  more  slowly,  turning  gracefully  to 
the  right,  and  finally  becoming  nearly  rectilinear.  The  curve 
of  available  energy,  of  heated  water,  exhibits  similar  character- 
istics;  but  its  curvature  is  more  graduai  and  more  uniform. 

144.  The  Actual  Power  of  Steam  and  of  Boilers  evi- 
dently  dépends  upon  the  efficiency  of  the  method  of  applica- 
tion, and  on  the  apparatus  employed.  The  quantity  of  heat- 
energy  supplied  to  the  engine  and  yielded  by  the  generator 
has  been  seen  to  be  easily  calculable  by  simply  multiplying  the 
quantity  of  beat  given  to  the  steam  by  the  fuel,  by  the  me- 
chanical  équivalent  of  beat.  The  amount  available  as  energy 
may  be  the  total  quantity  so  supplied,  as  when  the  steam  is 
condensed  in  heating  buildings  or  otherwise,  and  is  returned  as 
feed-water  to  the  boilers  ;  or  it  may  be  any  less  amount,  ac- 
cordingly  as  the  method  of  utilization  is  more  or  less  effective. 
The  tables  given  in  the  Appendix  furnish  the  data  for  calcu- 
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lation  in  any  case  in  which  the  efficiency  of  transfer  and  of 
transformation  is  knovvn.  Where  no  constant  value  can  be 
assumed  for  the  efficiency  of  the  system  employed,  it  is  some- 
times,  nevertheless,  found  to  be  important  to  establish  a  stand- 
ard conventionally.  Thus,  in  the  calculation  of  available 
stored  energy,  as  given  in  the  Appendix,  Table  IL,  it  was  as- 
sumed that  the  steam  would  be  expanded  to  atmospheric  pres- 
sure. Similarly,  convention  has  established  the  unit  horse- 
power  of  steam-boilers,  in  order  to  afford  a  standard  of 
comparison  in  test-trials,  and  to  give  a  means  of  rating  boilers 
by  the  designer,  the  builder,  or  the  purchaser  and  user. 

The  opération  of  boilers  occurs  under  a  wide  range  of 
actual  conditions — the  steam-pressure,  the  température  of  feed- 
water,  the  rate  of  combustion  and  of  evaporation,  and,  in  fact, 
every  other  variable  condition,  differing  in  any  two  trials  to 
such  an  extent  that  direct  comparison  of  the  totals  obtained, 
as  a  matter  of  information  regarding  the  relative  value  of  the 
boilers,  or  of  the  fuel  used,  becomes  out  of  the  question.  It 
has  hence  gradually  come  to  be  the  custom  to  reduce  ail  results 
to  the  common  standard  of  weight  of  water  evaporated  by  the 
unit-weight  of  fuel,  the  evaporation  being  considered  to  hâve 
taken  place  at  mean  atmospheric  pressure,  and  at  the  tempéra- 
ture due  that  pressure,  the  feed-water  being  also  assumed  to 
hâve  been  supplied  at  the  same  température.  This,  in  techni- 
cal  language,  is  said  to  be  the  "  équivalent  evaporation  from 
and  at  the  boiling-point  "  (212°  Fahr.,  100°  C).  This  standard 
has  now  become  generally  incorporated  into  the  science  and 
the  practice  of  steam-engineering.  The  "  Unit  of  Evaporation  " 
is  one  pound  of  water  at  the  boiling-point,  evaporated  into 
steam  of  the  same  température.  This  is  équivalent  to  the 
utilization  of  965.7  British  thermal  units  per  pound  of  water  so 
evaporated.  The  economy  of  the  boiler  may  thus  be  expressed 
by  the  number  of  units  of  evaporation  obtained  per  pound  of 
combustible. 

145.  The  Horse-power  of  Steam-Boilers  must  always  be 
reckoned  on  an  assumed  basis  involving  the  amount  of  beat 
supplied  from  the  furnace,  the  conditions  determining  the 
availability  of  that  beat  as  stored,  and  the  circumstances  con- 


Digitized  by 


Google 


s  TE  A  M  AND   ITS  PROPERTIES.  293 

trolling  îts  expenditure  and  transformation.  The  term  must 
evidently  be  purely  conventional  and  technical,  and  its  défini- 
tion must  be  strictly  limîted. 

In  marine  practice,  at  the  commencement  of  the  XXth 
century,  17  Ibs.  fuel  per  square-foot  of  grate,  24  Ibs.  air  pcr 
pound  of  fuel,  25  feet  per  second  velocity  of  gas-currents,  a 
furnace  température  of  1600°  F.,  2.5  square  fect  of  heating- 
surface  per  I.  H.  P.,  represent  a  common,  normal  practice.  In 
naval  practice,  15  to  20  I.  H.  P.  per  square  foot  of  grate,  25  to 
30  Ibs.  soft  coal  per  square  foot,  2  Ibs.  per  I.  H.  P.  per  hour, 
are  common  data 

The  character  and  magnitude  of  the  unit  to  be  chosen  to 
express  the"power"of  the  steam-boiler  is  not  fully  settled, 
though  the  subject  has  attracted  much  attention  among  engi- 
neers.  It  is  évident  that  since  the  boiler  is  merely  an  appara- 
tus  for  the  génération  of  steam,  and  since  the  province  of  the 
steam-engine  is  to  develop  power  from  that  steam,  and  with  a 
degree  of  efïiciency  which  may  vary  enormously,  it  is  certain 
that  we  hâve  no  natural  unit  of  power  for  steam-boilers.  It 
may  even  be  asserted  that  no  naturàl  unit  can  exist.  The 
most  scientific  System  of  power-rating  yet  proposed  considers 
the  power  of  a  boiler  to  be  that  expended  by  it  in  driving  out 
ail  the  steam  which  it  makes  against  the  pressure  of  the  atmos- 
phère, a  System  suggested  by  Nystrom.* 

The  weight  of  water  to  be  evaporated  per  hour  at  any 
given  pressure  to  produce  one  horse-power  as  the  équivalent  of 
its  natural  effect  without  expansion,  by  impelling  a  piston 
against  its  load,  is  calculable  with  sufficient  accuracy  by  the 
formula  of  Nystrom  : 

H.P.^l^i); (0 

13748.4  ^   ^ 

in  which  V  is  the  volume  of  steam  in  cubic  feet,  p  the  absolute 
pressure  in  pounds  per  square  inch,  and  v  the  volume  of  steam 
relatively  to  that  of  water  at  the  freezing-point.  By  this 
method  we  obtain  the  following  values  : 

♦Mechanics,  i8th  Ed.,  p.  562. 
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p 

H.  P.  per  Cu.  Ft. 

Lt».  per  H.  P. 

5 

1.6600 

29.852 

lO 

1.7253 

28.723 

14.7 

1.7540 

28.252 

25 

1.7879 

27-717 

40 

1.8238 

27.170 

60 

1.8649 

26.573 

80 

1.9033 

26.038 

100 

1.9406 

25.537 

125 

1.9865 

24.945 

150 

2.0321 

24.387 

What  is  sometimes  called  the  "boiler-heat  horse-power"  * 
îs  the  power  corresponding  to  the  energy  imparted  to  the 
steam  by  its  evaporation  within  the  boiler.  This  power  is 
measured  by  dividing  the  weight  of  steam  made  by  that  re- 
quired  to  produce  unity  of  power,  and  the  latter  quantity  is 
obtained  by  dividing  the  energy  în  foot-pounds  of  one  horse- 
power  per  hour  by  the  mechanical  équivalent  of  the  latent 
heat  of  steam  ;  i.e., 


w  = 


1,980,000 


=  2.65  Ibs. 


Taking  as  a  standard  the  quantity  of  .steam  demanded  by  a 
perfect  engine,  having  no  clearance,  rèceiving  steam  at  boiler- 
pressure,  and  expanding  it  down  to  a  perfect  vacuum,  or  to  the 
atmospheric  pressure,  we  may  readily  obtaîn  figures  for  the 
weights  demanded  by  which  to  rate  steam-boilers,  should  ît  be 
found  necessary  to  resort  to  such  an  idéal  System.  For  such 
cases,  Zeuner^sf  figures  are  as  below: 


*  **  Boiler-power  and  Boiler-heating  Surface/'  by  Professor  R.  H.  Smith,  /»- 
dustries,  July  i,  1887. 
tWarme  Théorie. 
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Watbr  pbr  Horsb-powbr  pbr  Hour. 

Prbssurb 
Atmosphbkbs. 

Noo-condensiofr  Engine. 

Condensing:  Engine. 

Lba. 

Kilogs. 

Lbs.            1          Kilogs. 

3 
4 
5 
6 
8 
10 

33 
26 
23 
21 
18 
I6i 

I5i 
12 

7i 

13 
12 

Ili 
II 

10 

6 

5i 

Si 

5 

4i 

4i 

In  thîs  case  the  rated  power  of  the  boiler  would  be  obtained 
by  dividing  the  weight  of  steam  made  per  hour  by  the  propef 
figure  from  the  above  table. 

Assuming  the  actual  kinetic  energy  of  the  issuing  steam  to 
measure  the  actual  available  power  of  the  boiler,  we  find  that 
if  the  size  of  the  orifice  is  just  sufficient  to  discharge  the  steam 
as  rapidly  as  it  is  generated,  the  work  done  by  the  boiler  will 
be 


U^ 


and  the  power 


vn? 


H.  P.  = H  550,    or    H.  P. 


(I) 


(2) 


when  w  îs  the  weight  of  steam  made,  and  v  its  velocity  of  out- 
flow  per  second,  the  one  expression  being  in  British,  the  otliet 
in  met  rie  measures. 

Again  takîng  Zeuner*s  figures,  we  hâve 

Prbssurb  Vrlocitibs  pbr  Sbcond. 

Atmosphbrbs.  Metret.  Feet. 

3 185  607 

4 208  681 

5 227  734 

6 230  775 

8 255  835 

10 260  879 
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and  the  horse-power  actually  delivered  on  this  basis  would  be 
obtained  by  inverting  thèse  values  in  the  expression  above. 
So  using  them,  we  obtain  for  the  power  of  the  boiler, 


Pressure  h.  P.  =  —  1-  550  =   -'Î^Sî^  +  75. 

Atmosphères.  ig  "igm 

3 ; II2ZC  in  Ibs.  51^^  in  kilos. 

•4 1407^  t^ivni 

5 165W  757«'w 

6 1847c;  847c'm 

8 201 76;  <yi.wm 

10 23771;  ioSt^w. 


The  work  donc  by  the  boiler  is  thus  obtained  by  multiply- 
ing  the  weight  of  steam  made  per  second  by  the  figures  hère 
given. 

This  System  may  be  called  the  natural  system  of  rating 
power.  Where  a  similar  system  is  adopted,  but  the  total  ré- 
sistance of  the  atmosphère  is  allowed  for,  as  proposed  by 
Nystrom  for  the  "  légal  "  horse-power,  the  quantity  of  heat  and 
of  steam  demanded  is  increased,  at  usual  pressures,  about  one 
half.  Nystrom  proposed  to  assume  a  fixed  rate  of  combustion 
and  proportions  of  parts.  His  method  may  be  illustrât ed  as 
foUows  : 

A  cubic  foot  of  water,  when  evaporated,  forms  a  definite 
volume  of  steam  ;  and  if  we  take  the  product  of  the  volume  of 
water  evaporated  per  hour,  the  increase  of  volume  by  its  con- 
version into  steam,  the  pressure  of  the  steam,  and  divide  this 
product  by  1,980,000,  the  quotient,  which  is  the  power  this 
steam  can  develop  in  a  non-condensing  engine,  without  expan- 
sion, is  the  horse-power  of  the  boiler.  Suppose,  for  example, 
that  a  boiler  évaporâtes  25  cubic  feet  of  water  per  hour,  and 
that  the  pressure  of  the  steam  above  the  atniosphere  is  i3olbs. 
per  square  inch,  or  18,720  Ibs.  per  square  foot.  The  relative 
volume  of  steam  of  this  pressure  is  192.83,  so  that  the  increase 
of  volume  for  each  cubic  foot  of  water,  on  its  conversion  into 
steam,  is  191.83  cubic  feet,  and  the  horse-power  of  the  boiler  is 
the  product  of  25,191.83,  and  18,720  divided  by  1,980,000,  or 
45.3  +. 


Digitized  by 


Google 


STEAM  AND  ITS  PROPEKTIES. 

He  would  take  the  power  of  a  boiler  to  be 
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H.p.  =  y^ 


(2) 


in  which  formula  F  and  5  are  the  areas  of  grate  and  heating 
surface  in  square  feet.  Thus  a  boiler  having  ICX)  square  feet 
of  grate  and  3000  feet  of  heating  surface,  at  75  pounds  pressure 
above  vacuum,  would  rate  at 


H.  P. 


=V 


100  X  3000  X  »^75  _  -,_. 
Ï3  510, 


which  is  far  above  the  usual  power  of  steam-boilers  with  natural 
draught, 

Small  engines,  according  to  Buel,  demand  steam,  ordinarîly 
as  below  : 


FEED-WATER  REQUIRED  BY  SMALL  ENGINES. 


Pressure  of  Steam  in 

Boiler,  by  Qauge. 

10 

Pounds  of  Water  per 

effective  Horse- 

power  per  Hour. 

118 

Pressure  of  Steam  in 

Boiler,  by  Gauge. 

60 

Pounds  of  Water  per 
effective  Horse- 
poWer  per  Hour. 

75 

15 

III 

70 

71 

20 

105 

80 

68 

25 

100 

90 

65 

30 

93 

100 

63 

40 

84 

120 

61 

50 

79 

150 

58 

Pressures  lower  than  60  pounds  are  not  usually  adopted  for 
small  engines.  Good  examples  of  such  engines  hâve  been 
found  by  the  Author  to  demand  from  25  to  33  per  cent  less 
steam,  or  feed-water,  than  is  above  given. 

The  following  are  considered  by  the  Author  as  fair  estimâtes 
of  water  and  steam  consumption  for  the  best  classes  of  engines 
in  common  use,  when  of  moderate  size  and  in  good  order  : 
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WEIGHTS  OF  FEED-WATER  AND  OF  «TTEAM. 
NON-CONDENSING  ENGINES, 


Steam  Pressl'rb. 

PouNDS  PER  H.  P.  p«R  HouR.— Ratio  of  Expansion. 

Atmosphères. 

Lbs.  per 
sq.  in. 

a 

3 

4 

s 

7 

10 

3 
4 
5 
ê 

7 

8 

10 

45 
60 

75 
90 

105 
120 
150 

40 
35 
30 
28 
26 
25 
24 

39 
34 

28 

27 
25 
24 
23 

40 
36 
27 
26 

24 

23  ■ 
22 

40 
36 
26 
25 
23 
22 
21 

42 
38 
30 
27 
25 
22 
20 

45 
40 
32 
29 
27 
21 
20 

CONDENSING   ENGINES. 


2 

30 

30 

28 

28 

30 

35 

40 

3 

45 

28 

27 

27 

26 

28 

32 

4 

60 

27 

26 

25 

24 

25 

27 

5 

75 

26 

25 

25 

23 

22 

24 

6 

90 

26 

24 

24 

22 

21 

20 

8 

120 

25 

23 

23 

22 

21 

20 

10 

150 

25 

23 

22 

21 

20 

19 

It  is  considered  usually  advisable  to  assume  a  set  of  practi. 
cally  attainable  conditions  in  average  good  practice,  and  to  take 
the  power  so  obtainable  as  the  measure  of  the  power  of  the 
boiler  in  commercial  and  engineering  transactions.  The  unit 
generally  assumed  bas  been  usually  the  weight  of  steam  de- 
manded  per  horse-power  per  hour  by  a  fairly  good  steam-en- 
gine.  This  magnitude  has  been  gradually  decreasing  from  the 
earliest  period  of  the  history  of  the  steam-engine.  In  the  time 
of  Watt,  one  cubic  foot  of  water  per  hour  was  thought  fair;  at 
the  middle  of  the  présent  century,  ten  pounds  of  coal  was  a 
usual  figure,  and  five  pounds,  commonly  équivalent  to  about 
forty  pounds  of  feed-water  evapprated,  was  allowed  the  best 
engines.  After  the  introduction  of  the  modcrh  forms  of  en- 
gine  this  last  figure  was  reduced  twenty-five  per  cent,  and  the 
most  récent  improvements  hâve  still  further  lessencd  the  con- 
sumption  of  fuel  and  of  steam.  By  gênerai  consent,  the  unit 
has  now  become  thirty  pounds  of  dry  steam  per  horse-power 
per  hour,  which  represents  the  performance  of  good  non-con- 
densing   mill-engines.     Large   engines,   with    condensers    and 
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compounded  cylinders,  will  do  still  better.  A  committee  of 
the  American  Society  of  Mechanical  Engineers*  recommended 
thtrty  pounds  as  the  unit  of  boiler-power,  and  this  is  now  gene- 
rally  accepted.  They  advised  that  the  commercial  horse-power 
be  taken  as  an  evaporation  of  7,0  poutids  of  water  per  hour  from 
a  fecd'Water  température  of  100°  Fahr^  into  steam  at  70  pounds 
gauge  pressure,  which  may  be  considered  to  be  equal  to  34J 
units  of  evaporation,  that  is,  to  34^  pounds»  of  water  evapo- 
ra:ed  from  a  feed-water  température  of  212°  Fahr  into  steam 
at  the  same  température.  This  standard  is  equal  to  33,305 
British  thermal  units  per  hour.t 

It  was  the  opinion  of  this  committee  that  a  boiler  rated  at 
any  stated  power  should  be  capable  of  developing  that 
power  with  easy  firing,  moderate  draught,  and  ordinary  fuel, 
while  exhibiting  good  economy,  and  at  least  one  third  more 
than  its  rated  power  to  meet  emergencies. 

Any  increase  of  température  derived  from  a  heater  should 
not  be  credited  to  the  efficiency  of  the  boiler  except  by  agrée- 
ment  ;  and  in  the  latter  case  tests  should  be  made  only  with 
feed-water  of  the  température  observed  during  the  regular 
opération  of  the  boiler. 


TABLE  OF  ; 

50LUBILITIES. 

Substance. 

Soluble  in  Parts 

of  Pure  Water 

ai  3a«  F. 

Soluble  in  Paru 

o(  Carbonic-acid 

Water  Coid. 

Solable  in  Parts 

of  Pure  Water 

ai  a»"». 

1 

Insoluble  in 
Water  at 

Carbonate  of  lime 

Sulphatc  of  lime 

Carbonate  of  magnesta. . 

Phosphate  of  hme 

Oxîde  of  iron 

62,500 

500 

5.500 

150 

T50 
i»333 

Unadulteraied 

62,500 

460 

9,600 

302^  F. 
302"  " 

212'  " 
212'*  " 

Silica 

212*  •* 

*  Trans.,  vol.  vi.,  Nov.  1881. 

f  According  to  the  tables  in  Porteras  Treatise  on  the  Richards  Steam-engine 
Indicator,  which  tables  the  committee  adopt,  an  evaporation  of  30  pounds  of  water 
from  100*  F.,  into  steam  at  70  pounds  pressure,  is  equal  to  an  evaporation  of 
34.488  pounds  from  and  at  212°  ;  and  an  evaporation  of  34^  pounds  from  and  at 
212**  F.  is  equal  to  30.010  pouixls  from  100°  F.,  into  steam  at  70  pounds  pressure. 

The  •*  unit  of  evaporation"  being  equal  to  965.7  thermal  units,  the  commercial 
horse-power  =  34.488  X  965.7  =  '33.305  thermal  units. 
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CHAPTER   VIL 

THE  DESIGN   OF  THE   STEAM-BOILER. 

146.  The  Design  of  the  Steam-Boiler  is  a  problem  in 
construction  which  involves  vastly  more  than  the  mère  applica- 
tion of  chemical  and  physical  principles,  and  the  calculation  of 
areas  of  grate  and  heating  surfaces.  The  first  step  in  its  solu- 
tion  is  the  study  of  the  conditions  under  which  the  steam  is  to 
be  produced  and  utilized  ;  the  location  and  space  available  ;  the 
kind  and  cost  of  fuel  ;  the  nature  and  availability  of  the  supply 
of  feed-water  ;  the  pressure  to  be  adopted  ;  the  facilities  to  be 
obtained  for  repairs  ;  and  many  other  conditions,  of  which  the 
financial  and  commercial  are  as  important  as  any  others,  must 
ail  be  taken  into  careful  considération. 

The  problem,  stated  in  the  most  gênerai  and  comprehensive 
way,  may  be  said  to  be  the  foUowing  : 

Réquired  :  To  détermine  what  type,  proportions,  size,  and 
construction  of  boiler  may  be  made,  in  the  location  chosen,  and 
under  ail  the  natural  and  artificial  conditions  found  there  to 
exist,  to  supply  a  given  amount  of  steam  at  least  total  risk  and 
cost. 

The  business  aspects  of  the  case  must  be  as  conscien- 
tiously  studied  by  the  designing  engineer  as  those  of  pure  en- 
gineering. 

The  design  of  the  steam-boiler  is  thus  a  problem  in  en- 
gineering which  demands  careful  considération,  accurate  knowl- 
edge  of  the  principles  controlling  proportions  and  performance, 
and  perfect  familiarity  with  the  conditions  to  be  met  in  the 
case  in  hand. 

147.  The  Choice  of  Type  of  Boiler  and  its  Location  is 
the  first  step  to  be  taken  preparatory  to  commencing  the  de- 
sign. The  type  best  adapted  for  the  spécial  case  is  detcrmined 
by  the  conditions  of  location  and  purpose,  as  whether  station- 
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ary,  portable,  locomotive,  or  marine  ;  by  the  pressure  and  quan- 
tity  of  steam  demanded  ;  by  the  character  of  the  feed-water 
and  fuel,  and  the  cost  of  obtaining  it  ;  by  the  facilities  to  be 
had  for  repairs,  etc. 

Where  the  boiler  is  to  be  used  on  land,  the  standard  loco- 
motive and  stationary  boilers  may  be  used,  if  found  otherwise 
advisable  ;  but  on  shipboard  it  is  essential  that  the  boiler  should 
be  "  self-contained,"  and  the  common  stationary  boilers  cannot 
be  employed.  Each  application  is  best  made,  as  a  ru  le,  by 
the  employment  of  some  one  of  those  forms  which  hâve  been 
classed  above,  and  certain  types  are  thus  standard  for  each 
location. 

Among  stationary  boilers  the  plain  cylindrical  is  chosen 
when  the  cost  of  fuel  is  low,  when  the  feed-water  is  bad,  or 
when  the  facilities  for  repairing  are  not  good.  As  the  necessity 
for  economy  in  fuel-consumption  becomes  greater,  and  when 
the  character  of  the  feed-water  is  good,  the  more  complicated 
flue  or  tubular  boilers  are  selected  ;  or  the  dictâtes  of  prudence 
may  lead  to  the  sélection  of  some  one  of  the  so-called  "  safety'* 
or  "  sectional  "  boilers,  even  where  cost  and  other  considéra- 
tions would  weigh  against  them. 

The  most  common  form  of  stationary  boiler  in  the  United 
States,  in  ordinary  good  locations,  is  the  cylindrical  tubular 
boiler  ;  in  Great  Britain  the  Cornish  and  the  Galloway  boilers 
are  much  used  ;  while  on  the  continent  of  Europe  the  "  élé- 
phant" boiler  is  more  common.  In  ail  directions,  however,  the 
safer  forms  of  boiler  are  gaining  ground. 

The  "  portable  **  boiler  is  usually  an  upright  tubular,  with 
firebox  beneath,  for  very  small  powers,  and  a  horizontal  boiler 
of  the  locomotive  type  for  larger  sizes.  It  must  alvvays  be  "  self- 
contained  "  in  the  sensé  of  having  no  "  setting,"  and  is  com- 
monly  made  the  foundation  or  bed  for  its  attached  engine, 
somewhat  as  in  locomotives. 

The  locomotive  boiler  has  become  fixed  in  type,  and  nearly 
fixed  in  proportions.  Ail  builders  adopt  the  horizontal,  cylin- 
drical tubular  shell  with  firebox.  Hère,  as  in  ail  cases  in  which 
high  pressures  are  employed,  cylindrical  or  strongly  staycd  sur- 
faces are  found  essential  to  safety  and  durability.     Many  other 
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designs  of  boiler  hâve  been  proposée!  and  experimentally  em» 
ployed  for  locomotives,  but  none  has  survived. 

The  marine  steam-boiler  is  the  product  of  a  long  process  of 
évolution  vvhich  has  led  to  the  graduai  réduction  of  a  variety 
of  forms  to  a  few  standards.  Thus,  at  sea,  the  "drum**  or 
Scotch  boiler,  described  in  article  19,  has  become  almost  uni« 
versally  adopted  where  high  pressures  are  employed,  as  it  is 
stronger,  more  compact,  and  more  economical  than  its  rivais, 
and  is  self-contained. 

The  location  of  a  boiler  is  sometimes  a  matter  of  choice 
vvith  the  engineer  preparing  the  plans,  and  may  be  one  of 
serious  importance.  Where  possible  it  should  always  be  so 
chosen  that  the  boiler  may  be  easy  of  access  for  inspection  and 
repair  ;  it  should  be  free  from  spécial  danger  ta  lives  or  sur- 
rounding  property  in  case  of  accident,  and  the  site  selected 
should  be  dry  and  well  protected  against  the  weather.  The 
nearer  the  engine  or  other  point  at  which  its  steam  is  delivercd 
the  better.  Only  sectional  boilers  should  be  placed  under 
buildings.  Shell-boilers  should  hâve  boiler-houses  constructed 
for  them  apart  from  the  larger  and  niore  important  structures 
to  which  they  are  auxiliary,  and  this  précaution  is  especially 
advisable  for  cases,  as  mills,  in  which  many  lives  may  be  en- 
dangered.  The  risk  involved  is  not  great  where  thèse  boilers 
are  well  designed  and  constructed  ;  but  the  prudent  engineer 
avoids  even  moderate  risk  where  a  life  is  involved. 

When  the  space  is  restricted  in  floor-area,  but  of  good 
height,  the  upright  tubular  boiler  is  selected  ;  if  the  floor-area 
is  unrestricted,  but  head-room  is  small,  the  horizontal  forms  of 
boiler  are  chosen.  Good  forms  of  "  safety  "  boilers  may  be 
placed  wherever  they  can  be  given  room,  provided  they  are 
accessible  for  inspection,  cleanin'g,  and  repairs. 

148.  The  Choice  of  Fuel  and  of  Method  of  Combustion 
is  commonly  necessarily  made  before  the  design  can  be  pro- 
ceeded  with.  The  fuel  is,  as  a  rule,  selected  mainly  with  a  view 
to  commercial  efficiency  ;  but  the  présence  of  any  observable 
quantity  of  sulphur  in  coal  justifies  its  rejection  at  even  con- 
sidérable pecuniary  sacrifice.  That  fuel  is  best  which  produces 
the  required  quantity  of  steam  with  certainty  and  regularity 
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under  the  given  conditions,  and  at  minimum  total  cost  for 
purchase,  transportation  and  handling,  storage,  interest  and 
insurance,  and  wear  and  tear  of  apparattrs.  As  a  rule,  the  least 
costly  fuels  are  most  economical,  if  the  furnace  is  properly 
adapted  to  them  ;  but  it  is  not  always  so,  and  the  user  will 
generally  solve  the  problem  by  experiment  and  expérience. 
The  conditions  of  the  market  are  very  apt  to  control,  and 
anthracite  fuel  in  the  Eastern  United  States,  bituminous  coals 
throughout  the  West,  and  wood  in  forested  countries  are 
naturally  the  staple  fuels.  On  the  border  Unes,  or  even  within 
either  terri  tory,  priées  may  be  so  adjusted  that  the  question 
may  be  difficult  to  décide  until  after  prolonged  trial  of  two  or 
more  kinds  which  may  be  available.  In  the  case  of  the  "soft" 
coals  the  décision  of  the  question  whether  the  fuel  shall  be 
used  in  its  natural  state,  or  coked,  may  often  demand  con- 
sidération. For  metallurgical  purposes  coke  is  commonly 
used,  but  for  steam-boilers  the  raw  coal  is  most  generally 
adopted. 

The  combustion  may  be  produced  by  either  a  natural 
chimney  draught  or  a  forced  draught,  created  by  a  fan,  a  steam- 
jet,  or  other  artifîcial  means.  With  very  fine  coal,  or  where  the 
grate-area  or  the  boiler  itself  is  so  small  as  to  make  the  rate 
of  combustion  due  to  natural  draught  insufficient,  the  blast  is 
employed.  The  locomotive  and  the  torpedo-boat  illustrate 
this  case.  A  closed  fire-room,  made  air-tight,  and  into  >vhich 
the  blast  is  driven  and  allowed  to  enter  the  furnace  precisely 
as  with  a  chimney  draught,  is  regarded  by  many  engineers  as 
the  best  method  of  securing  rapid  combustion.  Where  the 
area  of  heating-surface  is  the  same  in  proportion  to  the  amount 
of  coal  burned,  this  System  is  fully  as  economical  as  the  others. 
The  proportion  of  heating  to  grate  surface  being  fixed,  or 
nearly  constant,  as  is  common,  the  slower  combustion,  down  to 
certain  limits  is  naturally  the  more  efficient.  Natural  draught 
is  to  be  preferred  where  the  desired  amount  of  steam  may  be 
made  by  that  system. 

149.  The  Conditions  of  Efficiency  in  steam-boilers  are 
those  affecting  the  production,  the  transfer,  and  the  storage  of 
the  heat-energy  derivable  from  the  fuel.     Thèse  hâve  already 
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been  considered.  En  résumé  :  the  efficient  production  of  beat 
requires  the  concentrated  combustion  of  the  fuel,  with  the 
minimum  air-supply  consistent  with  the  complète  combination 
of  its  oxidizable  éléments  with  oxygen,  and  the  attainment  of 
maximum  température.  The  efficient  transfer  and  storage  in 
the  steam  of  this  heat  demands  that  it  be  liberated  at  maxi- 
mum température,  that  the  heating-surfaces  be  of  great  extent 
in  proportion  to  the  weight  of  fuel  burned  and  to  the  quantity 
of  heat  liberated,  and  that  thèse  surfaces  be  effective  in  absorp- 
tion of  heat.  The  formula  deduced  in  Chapter  IV.  for  effi- 
ciency  of  heating-surface  gives  a  measure  of  the  efficiency  of 
the  boiler  when  the  value  of  the  fuel  is  known,  and  includes 
efficiency  of  transfer  and  of  storage. 

150.  The  Principles  of  Design,  in  the  case  of  the  steam- 
boiler,  involve  those  of  strength  of  materials  and  of  structures, 
the  détermination  of  the  size,  form,  and  proportions  of  parts  ; 
the  relation  of  area  of  heating  and  of  grate  surface  to  fuel 
burned  ;  the  character  and  proportions  of  accessory  parts  ;  in 
fact,  the  application  of  ail  the  data  and  the  laws  which  hâve 
been  studied  in  the  preceding  portions  of  this  work.  The  de- 
signing  engineer  must  détermine  the  form  and  proportions  of 
a  vessel  in  which  is  to  be  generated  a  given  quantity  of  steam 
with  satisfactory  efficiency  and  safety,  and  with  as  nearly  per- 
manent commercial  success  as  possible. 

The  settlement  of  the  gênerai  proportions  of  the  structure 
is  made  with  référence  to  the  above  considérations  ;  but  gên- 
erai expérience  has  brought  thèse  proportions  into  a  fairly 
definite  relation,  and,  as  an  illustration,  the  better  classes  of 
boiler  rarely  hâve  a  less  ratio  of  heating  to  grate  surface,  where 
natural  draught  is  adopted,  than  about  25  to  i,  or  a  higher 
ratio  than  40  to  i.  With  more  intense  combustion  and  forced 
draught  this  proportion  is  considerably  increased.  The  best 
proportion  is  probably  usually  capable  of  fairly  exact  calcula- 
tion  by  a  method  to  be  considered  at  some  length  in  a  later 
chapter.  Boiler-power  is  very  often  calculated,  in  cases  of 
ordinary  practice,  by  allowing  a  certain  number  of  square  feet 
of  heating-surface  to  the  horse-power.  Thus,  the  following: 
may  be  taken  as  a  fair  averagc  set  of  figures  : 
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Plain  cylinder-boiler 8 

Flue-boiler lo 

Water-tube  or  sectional  boiler 12 

Locomotive  boiler 13 

Retum  tubular  boiler 15 

Upright  tubular  boiler 18 

Careful  calculation  should  be  resorted  to  in  every  impor- 
tant  case. 

In  designing  boilers  the  effort  of  the  engineer  should  be — 
(i)  To   secure   complète  combustion  of   the   fuel  without 
permitting  dilution  of  the  products  of  combustion  by  excess 
of  air.     A  combustion-chamber  is  usually  cfesirable. 

(2)  To  secure  as  high  température  of  furnace  as  possible. 

(3)  To  so  arrange  heating-surfaces  that,  without  checking 
draught,  the  available  heat  shall  be  most  completely  takeh  up 
and  utilized  and  the  most  complète  and  rapid  circulation  se- 
cured,  both  for  the  water  and  for  the  furnace-gases. 

(4)  To  make  the  form  of  boiler  so  simple  that  it  may  be 
constructed  without  mechanical  difficulty  or  excessive  expense^ 
and  to  arrange  for  ample  water-surface,  as  well  as  large 
steam  and  water  capacity,  so  as  to  insure  against  serious  fluc« 
tuation  of  steam-supply. 

(5)  To  give  it  such  form  that  it  shall  be  durable,  under  the 
action  of  hot  gases,  and  of  corroding  éléments  of  the  atmos- 
phère. 

(6)  To  make  every  part  accessible  for  cleaning  and  repairs. 

(7)  To  make  ail  parts  as  nearly  as  possible  uniform  in 
strength,  and  in  liability  to  loss  of  strength.  with  âge,  so  that 
the  boiler,  when  old,  shall  not  be  rendered  useless  or  dangerous 
by  local  defects. 

(8)  To  adopt  a  reasonably  high  •*  factor  of  safety"  in  pro- 
portioning  parts,  and  to  provide  against  irregular  strains  of  ail 
kinds. 

(9)  To  provide  efficient  safety-valves,  steam-gauges,  mud- 
drums,  and  other  appurtenances. 

(10)  To  secure  intelligent  and  very  careful  management. 

In  securing  complote  combustion — the  first  of  thèse  desiderata 
— an  ample  supply  of  air  and  its  thorough  intermixture  with  the 
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combustible  éléments  of  the  fuel  is  essentîal  ;  for  the  second — 
high  température  of  furnace — it  is  necessary  that  the  air-supply 
shaii  not  be  in  excess  of  that  absolutely  needed  to  give  com- 
plète combustion.     The  efïiciency  of  a  furnace  is  measured  by 

in  which  E  represents  the  ratio  of  heat  utilized  to  the  whole 
calorific  value  of  the  fuel  ;  T  is  the  furnace  température  ;  V 
the  température  of  the  chimney,  and  t  that  of  the  external  air. 
Hence  the  higher  the  furnace-temperature  and  the  lower  that 
of  chimney,  the  greater  the  proportion  of  available  heat. 

It  is  further  évident  that,  however  perfect  the  combustion, 
no  heat  can  be  utilized  if  either  the  température  of  chimney 
approximates  to  that  of  the  furnace,  or  if  the  température  of 
the  furnace  is  reduced  by  dilution  to  that  of  the  chimney. 
Concentration  of  heat  in  the  furnace  is  secured,  in  some  cases, 
by  spécial  expédients,  as  by  heating  the  entering  air,  or,  as  in 
the  Siemens  gas-furnace,  heating  both  the  combustibje  gases 
and  the  supporter  of  combustion.  Detached  fire-brick  fur- 
naces  hâve  an  advantage  over  the  "  fireboxes'*of  steam-boilers 
in  their  higher  température  ;  surrounding  the  fire  with  non- 
conducting  and  highly  heated  surfaces  is  an  effective  method 
of  securing  high  furnace-temperature. 

In  arranging  heatingsurface^  the  effort  should  be  to  impede 
the  draught  as  little  as  possible,  and  so  to  place  them  that  the 
circulation  of  water  within  the  boiler  should  be  free  and  rapid 
a^  every  part  reached  by  the  hot  gases. 

The  direction  of  circulation  of  water  on  the  one  sîde  and  of 
gas  on  the  other  side  the  sheet  should,  whenever  possible,  be 
opposite.  The  cold  water  should  enter  where  the  cooled  gases 
leave,  and  the  steam  should  be  taken  oflf  farthest  from  that 
point.  The  température  of  chimney-gases  has  thus  been  re- 
duced by  actual  experiment  to  less  than  300°  Fahr.,  and  an 
efïiciency  equal  to  0.75  to  0.80  the  theoretical  is  attainable. 

The  extent  of  heating-surface  simply,  in  ail  of  the  best 
forms  of  boiler,  détermines  the  efficiency,  and  the  disposition 
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of  that  surface  seldom  affects  it  to  any  great  extent.  The 
area  of  heating-surface  may  also  be  varied  within  very  wide 
limits  without  greatly  modifying  efficiency.  A  ratio  of  25  to  i 
in  flue  and  30  to  i  in  tubular  boilcrs  represents  the  relative  area 
of  heating  and  grate  surfaces  in  the  practice  of  many  of  the 
bcst-known  builders. 

The  factor  of  safcty  is  usually  too  low.  The  boiler  should 
be  built  strong  enough  to  bear  a  pressure  at  least  six  times  the 
proposed  working-pressure.  As  it  grows  weak  with  âge,  it 
should  be  occasionally  tested  to  a  pressure  at  least  double  the 
working-pressure,  which  latter  should  be  reduced  gradually  to 
keep  within  the  bounds  of  safety. 

151.  The  ControUing  Ideas  in  designing  dictate  the  follow- 
îng  procédure.     The  engineer  détermines — 

(i)  The  height  of  chimney,  and  rate  of  combustion  désira- 
ble or  practicable. 

(2)  The  type  of  boiler,  having  regard  to  the  character  of 
water  to  be  used  as  "  feed,"  and  the  costs  of  construction,  opéra- 
tion, and  maintenance. 

(3)  The  quantity  of  steam  that  will  be  demanded. 

(4)  The  efficiency  of  boiler  that  it  will  be  economical  to  se- 
cure,  according  to  the  principles  to  be  given,  and  thus  the  ratio 
of  heating  to  grate  surfaces. 

(5)  The  kind  and  the  quantity  of  fuel  required,  with  the 
given  or  proposed  efficiency,  to  produce  the  demanded  quan- 
tity of  steam. 

(6)  The  total  areas  of  grate  and  of  heating  surface  required 
to  burn  that  fuel  and  to  make  that  steam. 

(7)  The  forms,  sizes,  and  proportions  of  détails. 

•  The  dimensions  and  proportions  of  the  boiler  plant  being 
thus  determined,  the  engineer  décides  what  amount  of  power 
shall  be  obtained  from  a  single  boiler,  and  thus  how  many  boil- 
ers  are  to  be  constructed,  the  area  of  heating  and  grate  surface 
to  be  given  each  ;  and  he  finally  décides  upon  the  form  of  set- 
ting,  and  method  of  making  steam  and  water  connections. 

It  then  remains  only  to  make  a  drawing  of  the  boiler, 
which  shall  show  its  form  and  dimensions,  the  arrangement  of 
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stays,  pipes,  safety,  and  other  attachments,  and  the  setting.. 
The  first  plan  constructed  will  usually  require  some  modifica- 
tion to  adapt  it  exactly  and  satisfactorily  to  the  wants  of  the 
user;  which  changes  being  made,  the  boiler  may  be constructed 
from  the  drawing.  The  thickness  of  shell,  size  of  tubes  or  flues, 
sizes,  methods,  and  distribution  of  stays,  and  similar  matters  of 
détail,  are  settled  by  well-known  rules  of  practice,  or  by  the 
considération  of  the  peculiar  conditions  met  with  in  the  case  in 
hand. 

Especial  care  should  be  taken  to  give  ail  parts  ample  strength, 
with  a  fair  and  safe  allowance  for  corrosion  ;  to  see  that  every 
part  is  easily  accessible  for  inspection  and  repair;  that  ail  de- 
tails  are  of  good  form  and  proportions  ;  and  that  ail  accessories 
and  attachments  are  the  best  and  safest  of  their  kind. 

The  Stcant'prcssure  to  be  adopted  will  necessarily  be  one  of 
the  first  matters  to  be  considered  and  settled  ;  both  because  it 
has  an  important  bearing  upon  the  eflficiency  of  the  engine  and 
because  it  must  be  kept  in  view  in  the  sélection  of  the  type 
and  size  of  boiler.  The  tendency  is  constantly  in  the  direction 
of  higher  steam-pressure,  and  the  conséquent  adoption  of  the 
simpler,  stronger,  and  safer  kinds  of  boiler.  Thîs  directly  con- 
flicts  with  the  commercial  considérations  affecting  boiler-con- 
struction,  especially  of  the  common  forms  of  shell-boiler.  The 
larger  the  boiler,  as  a  rule,  the  cheaper,  comparatively,  its  con- 
struction, the  less  the  cost  of  setting  and  of  installation,  and 
the  higher  its  economy  in  opération.  A  large  shell,  however, 
must  be  made  of  thicker  iron,  and  is  always  somewhat  less  ab- 
solutely  safe  than  a  similar  smaller  structure. 

A  limit  is  thus  being  continually  approached  because  of  the 
fact  that  the  net  gain  is  less  and  less  as  the  increase  occurs  at 
higher  pressures.  An  increase  from  lOO  to  200  pounds  may 
give  a  calculât  ed  gain  of  12  or  15  percent;  but  the  net  gain 
will  be  actually  much  less,  and  may  not  be  enough  to  compen- 
sate  the  increased  costs  and  risks.  At  the  présent  day,  pres- 
sures of  125  to  150  pounds  are  not  unusual  ;  but  many  engineers 
consider  it  inadvisable  to  go  much  farther  in  the  direction 
of  increasing  pressure,  and  the  tendency  of  modem  practice  is. 
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to  restrict  the  adoption  of  such  hîgher  pressures  to  the  cases  in 
which  the  sectional  types  of  boiler  are  used. 

As  illustrating  the  gênerai  effect  of  increasing  pressures,  and 
the  progressive  diminution  of  the  rate  of  gain,  Mr.  H.  F. 
Smith  has  given  the  following  tables  of  weight  of  steam  and 
coal  demanded  per  hour  and  per  horse-power,  by  a  perfect 
steam-engine,  calculât ed  on  the  assumption  that  1 100  thermal 
units  per  pound  of  coal  are  utilized  by  the  boiler,  which  corre- 
sponds to  an  evaporation  of  about  iiy^y  parts  by  weight  of 
water  from  and  at  the  boiling-point,  per  one  part  of  coal — a  re- 
suit attainable  with  good  coal  : 

STEAM  AND  FUEL  CONSUMPTION  IN  A  PERFECT  STEAM-ENGINE. 


BOILKR 

Pressukb. 

Tbmpbraturb. 

Stbam. 
Per  I.  H.  P.  per  hour. 

Coal. 
Per  I.  H.  P.  per  hour. 

Per  Gauge. 

Non-con- 
densing. 

Con- 
densing. 

Non-con- 
densing. 

Con- 
dcnsing. 

Lbs.    Atmos, 

Fakr. 

Ctnt. 

Lbs.      Kil, 

Lbs,      Kil, 

Lbs.    KiL 

Lbs,    Kil. 

300        ao 

421.7 

216.5 

10.48       4.8 

6.16       3.7 

0.98      .44 

.64      .29 

250        i6| 

405.9 

207.7 

11.19        5.x 

6.39       2.9 

1.04 

45 

.66      .30 

aoo        i3i 

387.6 

«97  5 

12. x6        5.5 

6.68        3.0 

1.13 

5X 

.69      .31 

«75         "§ 

377.x 

191.7 

12.81        5.7 

6.87        3  X 

1.18 

54 

.7X       .32 

X50        xo 

365.6 

185.3 

13.63         6.2 

7.09        3.2 

X.2S 

57 

•73       .33 

»5          81 

352  6 

167.0 

14. 7X        6.7 

7.37        3-8 

x-35 

60 

•75       ^34 

zoo         6i 

337-6 

159.8 

16.24        7-4 

7.7X        3-5 

1.48 

67 

.78       .35 

90         6 

330.9 

166.1 

X7.05        7-7 

789        3.6 

X.55 

70 

.80       .36 

80          5l 

323.6 

i6a.o 

18.03        8.a 

8.09        3-7 

1.64 

75 

.82       .37 

75           5 

319.8 

159.9 

18.60        8.5 

8.19        3.7 

1.69 

77 

.83       .38 

70         4! 

3«5.7 

157.6 

19.25        8.7 

8.32        3.8. 

x-75 

80 

.84       .39 

60           4 

307.1 

152.8 

ao.83        9.5 

8.59        3-9 

1.88 

85 

.87       .39 

50          3è 

297.5 

147-5 

22.95      10.4 

8.92        4.1 

2.07 

90 

.90       .40 

45          3 

292.2 

144-5 

24.53       ix-x 

9.11         4  1 

2.19    I 

00 

.91       .40 

The  table  shows  that  at  high  pressures  the  gain  of  economy  is 
very  slow,  and  that  the  very  best  modem  engines  waste  a  large 
part  of  the  steam  passing  through  the  cylinder.  At  125  pounds, 
if  there  were  no  losses,  three  fourths  oi  a  pound  of  coal  per  hour 
would  furnish  one  indicated  horse-power ,  but  very  few  engine- 
builders  can  be  found  who  are  willing  to  guarantee  an  indicated 
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horse-power  with  less  than  one  and  three  fourths  of  a  pound  of 
coal  per  hour  under  the  best  of  conditions. 

A  pound  of  coal,  if  ail  the  beat  were  utilized,  would  evapo- 
rate  1$  pounds  df  water  from  and  at  tbe  boiling-point.  Many 
boilers  actually  evaporate  \\\  pounds  of  water  with  an  effi- 
ciency  of  75  per  cent. 

An  engine  working  perfectly  would  develop  one  îndîcated 
horse-power  with  7f  pounds  of  steam  (of  125  pounds  initial 
pressure)  per  hour;  the  best  actual  engines  consume  more  than 
double  this  quantity. 

Mr.  G.  H.  Barrus  gives  the  following  as  the  probable  actual 
steam-consumption  of  good  engines:* 

FEED-WATER  CONSUMPTION   FOR  NON-CONDENSING  ENGINES. 


Initial 

Fecd-waier 

Initial 

Feed- water 

pressure 

Mean  effective 

consumed  per 

pressure 

Mean  effective 

consumed  per 

above 

pressure. 

I.  H.  P. 

above 

pressure. 

I.  H.  P. 

atmosphère. 

Lbs. 

per  hour. 

atmosphère. 

Lbs. 

per  hour. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

At 

10  Pbr  Cent  CinM>PF. 

At 

30  Per  Cent  Cut-off. 

40 

1.3a 

153  «4 

40 

16.95 

33.52 

1° 

5.01 

52 -52 

1° 

23.71 

29-35 

60 

8.70 

37.26 

60 

30.47 

27.24 

r 

"39 

30- 99 

n 

37  21 

25  76 

80 

16.07 

27.61 

43-97 

24.71 

90 

19.76 

25-43 

90 

50.73 

23.91 

100 

23-45 

23.90 

xoo 

57-49 

23.27 

At- 

ïo  Pbk  Cent  Cut-off. 

AT. 

p  Per  Cent  Cut-off. 

40 

10.  aa 

30.98 

40 

22.24 

32.79 

5° 

15-67 

50 

29-99 

29.72 

60 

21.12 

27.55 

60 

^7-75 

27.93 

z° 

26.57 

25.44 

70 

45-50 

26.26 

80 

32.02 

24,04 

80 

53-25 

25.76 

90 

37-47 

23.00 

90 

61 .01 

25  03 

100 

42.92 

22.25 

xoo 

68.76 

24.47 

At  50  Per  Cent  Cut-off. 


40 

26.40 

33.16 

80 

60.44 

26.99 

50 

34.9» 

30.53 

90 

68.96 

26.32 

60 

43.4a 

28.94 

100 

77  48 

25.78 

70 

51.94 

27.79 

»  The  Tabor  Indicator. 
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FEED-WATER  CONSUMPTION  FOR  CONDENSING  ENGINES. 


Iniiial 

presâure 

above 

atmosphère. 

Lbs. 


Mean  effective 

pressure. 

Lbs. 


Feed-water 

consumed  per 

I.  H.  P. 

per  liour. 

Lbs. 


Initial 

pressure 

above 

atmosphère. 

Lbs. 


Mean  effective 

pressure. 

Lbs. 


Feed-water 

consumed  per 

L  H.  P. 

per  hour. 

Lbs. 


AT 

S  Per  Cent  Cut-off. 

At  ao  Pbr  Cent  Cut-ofb. 

40 

.S 

19.50 

18.99 

'f-5'     i 
18.2a 

17.96 

17.76 

17  57 

17. 4X 

40 

Z 

90 
zoo 

45.63 
51.08 
56-53 

19.00 
18.74 
18.98 
X8.40 
18.27 
18.14 
18.0a 

At  10  Pbr  Cbht  Cut-off. 

At  30  Per  Cent  Cut-off. 

40 
100 

26.03 
29  7a 

33-41 
37.10 

18.35 

Va 

17.47 
«7-30 
17.15 
17.02 

40 

90 
100 

30. 54 

44.06 
50.81 

64.32 
71.08 

ao.57 

ao.35 
ao.19 
20.04 
19.91 
19.78 
19.67 

At  15  Pbr  Cent  Cut-off. 

At  40  Per  Cent  Cut-off. 

40 

90 
100 

19.7a 
24.36 
39.00 

4a.  9a 
47  56 

I8.4X 
18.11 

«7-93 

17.60 
Ï7.45 
«7-32 

40 

70 
80 
90 
100 

35.84 
43.59 
51.35 

n:5 

91.94 

ai.  76 
31.63 
31. 49 
31.36 

31.34 
91.13 

152.  Safety  and  Efficiency  vs.  Cost  may  be  taken  as  the 
most  serious  part  of  the  problem  to  the  designer  and  user  of 
steam-boilers.  The  safety  of  the  boiler  being  a  first  considéra- 
tion, it  becomes  at  once  a  question  how  far  the  engineer  is  justi- 
fied  in  sacrificing  money  and  spécial  advantages  to  secure  safety, 
and  how  closely  he  may  be  practically  able  to  approximate  ab- 
solute  security.  To  increase  strength  of  structure  or  of  parts 
means  to  enlarge  the  dimensions,  and  to  thus  increase  expense  ; 
to  sélect  a  specially  safe  type,  or  peculiarly  safe  construction, 
is  usually  to  meet  the  same  objection  ;  and  it  is  soon  found 
that  there  is  a  certain  golden  mean  between  maximum  safety 
and  impracticable  expense  vvhich  gives  most  satisfactory  re- 
sults.  For  ordinary  cases,  this  is  probably  found  not  far  from 
those  proportions  which  give  a  "  factor  of  safety"  of  about  six 
for  the  important  parts  of  the  boiler,  although  good  authori- 
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tîes  advise  eight,  and  even  ten,  and  gênerai  practîce  often  falls 
to  less  than  four. 

The  same  difficulty  arises  when  it  is  attempted  to  attain 
high  efficiency.  This  must  be  done  by  extension  of  heating- 
surface  and  correspond ingly  increased  fîrst  cost;  and  it  is 
readily  shown,  as  in  Chapter  XIII.,  that  business  considéra- 
tions fix  the  limit  of  efficiency  to  be  sought.  This  efficiency 
bcing  given,  the  size  and  proportions  of  boiler  become  at  once 
determinable.  Thus  accepting  Rankine's  formula  for  effici- 
-ency,  already  given  in  article  98,  and  taking  the  desired 
efficiency  as  given  by  calculatîon  as  E,  the  ratio  of  fuel  burned 

F 
divided  by  heating-surface,  -ç  =  7?  will  be  obtained  thus  : 

^=r+^ <■> 

^=^ (^) 

Taking  as  common  values  E  =  0.70,  A  =  0.5,  ^  =  i, 

p 
and  the  ratio  of  heating  to  grate-surface  would  be  5  =  ---^;  if 

0.86 

/^=  15,  5  =  17.5.     Taking  a  rather  high  efficiency,  E  =  0.80, 
R  —  0.5,  and  5  =  30. 

153.  Water-tubes  and  Fire-tubes  hâve,  respectively, 
their  own  spécial  advantages  and  disadvantages,  and  thèse 
differ  in  their  importance  in  différent  types  of  boiler.  It  was 
shown  by  experiments  directed  by  Engineer-in-chief  B.  F. 
Isherwood  of  the  U.  S.  Navy,*  that  the  water-tube  boiler  as 
constructed  for  marine  purposes  with  vertical  tubes  is  some- 
what  more  economical  than  the  horizontal  fire-tube  boiler  of 
otherwise  similar  type,  and  the  former  exccis  in  the  perfection 
of  its  circulation  and  the  readiness  with  which  it  can  be  freed 
from  incrustation  ;  it,  however,  makes  a  heavier  boiler,  and  the 
♦  Expérimental  Researches  in  Steam  Engineering. 
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water-tube  is  less  easily  plugged  if  leaking.  This  latter  diffi- 
culty,  and  the  inconveniences  and  dangers  arising  from  the 
accumulation  of  sait  in  marine  boilers  when  water  from  in- 
jured  tubes  évaporâtes  in  the  tube-box,  hâve  caused  the 
disuse  of  this  class  of  boilers.  The  ''  sectional  "  class  of  water- 
tube  boilers  is  less  subject  to  such  objections. 

Water-tubes  are  always  set  either  vertical  or  steeply  inclined, 
as  horizontal  or  nearly  horizontal  water-tubes  are  liable  to 
rapid  destruction,  and  are  comparât ively  inefficient  because 
of  the  defective  circulation  invariably  distinguishing  thcm. 
The  fire-tube  may  be  used  in  any  position,  but  is  usually 
placed  horizontally. 

The  gênerai  expérience  of  engineers  has  been  such  as  to 
lead  them  to  adopt  the  water-tube  in  the  so-called  "safety" 
class  of  boilers  and  the  fire-tube  in  others.  The  water-tube  is 
usually  placed  at  an  angle,  in  thèse  boilers,  of  about  thirty  de- 
grees  with  the  horizontal.  In  the  "  Field  tube"  the  position 
is  vertical,  or  nearly  so  ;  the  lower  end  is  closed,  and  an  in- 
ternai "  circulating  tube"  permits  the  descent  of  a  solid  column 
of  water  while  the  mingled  steam  and  water  currents  gene- 
rated  by  the  beat  applied  to  the  exterior  of  the  main  tube 
rise  unobstructed  to  the  surface. 

Messrs.  Porter  and  Allen  found  that  water-tubes,  closed  at 
the  bottom  and  set  at  an  angle  of  about  thirty  degrees  with 
the  vertical,  were  capable  of  doing  good  work,  and  had  a 
sufficiently  good  circulation  to  give  extraordinarily  high  evapo- 
rative  power.  In  ail  standard  forms  of  "  shell-boilers"  the 
water-tubes  are  placed  vertically,  and  are  grouped  in  a  low, 
long,  and  usually  narrow  tube-box,  several  of  which  tube-boxes 
are  placed  side  by  side  in  large  boilers. 

Tj>é  fire-tube  stands  vertically  in  the  common  "  upright* 
boîler,  and  is  set  horizontally,  as  has  been  seen  in  Chapter  I., 
in  ail  the  other  common  forms. 

As  constructed  by  the  best-known  builders,  the  water-tube 
îs  expected  to  do  about  twenty  per  cent  more  work  than  the 
fire-tube  of  equal  area.  The  water-tube  shell-boiler  is  in  some 
respects  safer  than  the  fire-tube  boiler;  since  the  water  level 
«can  be  carried  below,  and  often  a  considérable  distance  below, 
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the  top  of  the  tube  without  endangering  ît.    Low  water  with 
the  horizontal  fire-tube  is  always  dangerous. 

154.  Shell  and  Sectional  Boilers,  compared  in  other  re- 
spects  than  in  référence  to  safety,  in  which  attributes  the  latter 
are  specially  constructed  to  excel,  are  found,  when  equally 
well  designed  and  constructed,  and  equally  well  managed,  to 
stand  on  substantially  the  same  level. 

The  two  types  of  boiler  in  most  common  use  are  the  water- 
tube  sectional  and  the  cylindrical  fire-tube  (shell)  boiler.  The 
latter  is  in  the  more  extensive  use,  its  cost,  as  a  rule,  being 
less,  its  regularity  of  steam-supply  and  uniformity  of  water- 
level  greater,  while  its  unity  of .  structure,  its  convenience  of 
access  for  inspection  and  repair,  and  perhaps  more  than  ail, 
the  fact  of  its  having  a  longer  history,  and  being  the  product 
of  a  kind  of  survival  of  the  fittest  of  the  older  types,  giving  it 
a  hold  upon  the  market  that  later  forms  of  boiler  hâve  not 
secured.  The  former  of  thèse  two  classes  has  the  grand  ad- 
vantage  of  safety  against  disruptive  disastrous  explosions,  has 
equally  good  or  better  circulation  and  gênerai  efficiency,  less 
weight  and  volume  for  equal  powers,  and  greater  reliability  in 
its  détails  of  structure.  Its  joints  are  an  objection,  and  its 
usually  less  steady  opération  is  a  disadvantage  ;  but  it  is 
rapidly  coming  into  favor  among  engineers,  and  into  use  as 
well. 

The  Author  would  often  use  the  shell-boiler  where  commer- 
cial reasons  would  dictate  such  use,  and,  wherever  practicable, 
would  sélect  the  externally  fired  cylindrical  fire-tube  boiler, 
but  would  never  place  a  shell-boiler  under  a  building  in  which 
its  explosion  would  endanger  life  or  much  property:  the 
"  safety"  class  of  boiler  would  be  the  only  form  to  be  wisely 
adopted  in  such  locations.  Shell-boilers  should  usually  be 
placed  in  detached  boiler-houses,  and  so  set,  as  to  position,  that 
danger  shall  be  made  a  minimum,  i.e.,  never  pointing  toward 
other  buildings. 

155.  Natural  and  Forced  Draught  both  hâve  their  advan- 
tages  and  their  disadvantages.  Chimney  draught,  unaided, 
gives  a  good  supply  of  air  to  the  fire,  such  as  answers  the  pur- 
pose  well   for  ail  ordinary  work  ;  is  free  from  the  objections 
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introduced  with  ail  machinery,  and  especially  those  arisîng  from 
uncertainty  of  absolutely  reliable  continuous  opération,  and  an 
equally  certain  expense  for  wear  and  tear.  For  the  intense 
draught  and  large  air-supply  needed  when  a  large  amount  of 
fuel  is  to  be  bumed  on  a  small  area  of  grate,  the  size  and 
especially  the  height  of  chimney  required,  and  its  cost,  become 
serious  matters,  and  for  such  cases  a  forced  draught  is  the  only 
suitable  System.     It  is  usually  most  efficient. 

There  are  two  principal  Systems  of  forced  draught,  as  al- 
ready  noted  :  that  in  which  the  air  is  forced  directly  into  the 
ashpits  through  conduits  leading  from  the  fan  or  other  source 
of  the  blast  ;  and  that  in  which  the  current  is  driven  into  the 
fire-room,  or  "  stoke-hole,"  which  is  made  air-tight  for  this  pur- 
pose,  and  thence  finds  its  way  to  the  furnaces  precisely  as  when 
a  natural  draught  is  adopted.  Of  thèse  the  first  is  the  older 
and  more  common  method  ;  while  the  second  is  coming  into 
use,  particularly  on  torpedo-boats  and  elsewhere  where  enor- 
mously  high  rates  of  combustion  are  to  be  attained  and  kept  up. 
By  the  older  System  the  change  from  the  forced  to  the  natural 
draught  is  very  conveniently  made;  but  there  is  more  difficulty 
in  handling  the  fires,  and  the  blowing  of  dust  out  into  the 
room,  and  the  danger  of  melting  down  the  grate-bars,  are  two 
decided  disadvantages,  which  are  not  inhérent  with  the  system 
involving  the  adoption  of  the  air-tight  fire-room.  In  the  latter 
case  the  fires  are  as  conveniently  and  nearly  as  comfortably 
managed  as  with  natural  draught  ;  and  as  ail  air  passes  to  the 
furnaces  through  the  fire-room,  if  it  is  well  directed,  the  ventila- 
tion and  cooling  of  the  room  and  the  comfort  of  the  men  are 
comparatively  well  insured. 

A  later  and  in  some  respects  most  satisfactory  system  is 
that  in  which  the  air  is  drawn  into  the  boiler-room  by  a  fan 
placed  as  near  the  furnace  as  possible,  rnd  then  forced  through 
ducts  into  the  ashpit,  and  into  the  interior  of  hollow  furnace- 
doors  in  such  manner  as  to  intercept  any  gas  that  would  other- 
wise  be  liable  to  find  its  way  outward  at  the  furnace  mouth. 

With  increasing  intensity  of  draught,  the  loss  by  excess  of 
air  usually  continually  lessens. 
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Let  /  =  pressure  of  blast  per  square  foot  ; 
w  =  weight  of  fuel  burned  per  minute  ; 
V^  =  volume  of  air  per  pound  of  fuel,  at  melting-poînt 

of  ice  ; 
T^  =  température,  absolute,  at  o°  Fahr.; 
T  =  **  "  of  entering  air; 

C  =  coefficient  of  efficiency  of  blast  apparatus. 
Then  the  horse-power  demanded  will  be 

H.  P.  =     ^    "" 


ll.QOoT^C 


Thus  for  lOO  square  feet  of  grate,  at  60  pounds  burned  per 
hour  or  one  pound  per  minute,  per  square  foot,  200  cubic  feet 
of  air  at  32°  F.  per  pound  of  fuel,  vvhen  T^  =493.2,  T  ^  532.2, 
^  =  ^,/  =  3  inches  of  water  =  16  pounds  per  square  foot. 

_^  _       16  X  200  X  I  X  532.2  . 

H.  P.  = :-^— —  =  20  nearly. 

33,000  X  493-2  Xi 

But  good  engines  with  such  boilers  should  develop  2000 
horse-power.  The  cost  of  blast  would  thus  be  about  one  per 
cent  of  the  total  power  ;  while  with  natural  draught  the  cost 
would  probably  be  in  vastly  greater  proportion  in  the  form  of 
waste  heat. 

An  efficient  water-circulation  is  very  important,  and  the 
best  boiler,  as  already  stated,  the  most  efficient  as  well  as  the 
safest,  is  that  in  which,  other  things  being  equal,  the  circulation 
is  most  complète,  gênerai,  rapid,  and  steady.  In  nearly  ail 
boilers  the  circulation  is  a  "  natural  "  one  ;  but  occasionally,  as 
in  Pierce's  rotary  boiler,*  as  tested  by  the  Author,  and  later 
at  the  U.  S.  Centennial  Exhibition  of  1876,  and  in  the  boiler 
of  Professor  Trowbridge,  the  circulation  is  a  **  forced  "  one. 
The  last-named  engineer  made  experiments,t  assisted  by  Messrs. 
T.  W.  Mather  and  J.  F.  Klein,  graduate  students  of  the  Shef- 

*  Reports  on  Steam-boilers  at  the  U.  S.  Centennial  Exhibition,  1876. 
f  Heat  and  Sleam-engines,  p.  146. 
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field  Scientific  School,  to  détermine  the  efBcîency  of  forced 
circulation.  The  difficulty  of  constructing  very  small  steam- 
generators  having  sufficient  strength  to  resist  great  pressure, 
and  at  the  same  time  a  high  rate  of  evaporation  with  reason- 
able  economy,  has  long  been  recognized.  On  account  of  this 
difficulty  the  use  of  very  small  engines  is  limited.  The  boiler 
in  such  engines  must  hâve  such  large  proportions  relatively  to 
the  engine  that  it  ceases  to  be  an  economical  apparatus. 

The  object  of  thèse  experiments  was  to  reduce  the  heating- 
surface,  and  at  the  same  time  make  it  more  efficient  by  a 
forced  and  continuous  circulation  of  the  water  in  the  boiler, 
through  the  means  of  a  circulating  pump.  Various  combina- 
tions  and  modes  of  circulation  were  tried,  with  results  which 
appear  conclusive.  A  steam-generator  of  very  small  volume 
and  weight,  made  of  coils  of  gas-pipe,  and  consequently  having 
a  résistance  of  several  thousand  pounds  per  square  inch,  was 
made  to  evaporate  quantities  of  steam  per  hour  which  by  ordi- 
nary  processes  would  require  a  boiler  of  very  much  greater 
volume.  The  principle  of  forced  circulation  has  not  often  been 
employed  for  this  purpose,  but  there  is  reason  to  believe  thar  it 
may  become  practically  useful. 

156.  Spécial  Conditions  afTecting  Design  thus  arise  in 
many  cases,  and  may  absolutely  dictate  the  form  of  the  boiler 
chosen  and  the  place  and  method  of  its  location  and  setting. 
Financial  considérations  often  control  ;  the  matter  of  safety 
should  always  be  kept  in  view,  and  may  often  be  the  deciding 
élément  in  the  problem.  Peculiarities  of  location  may,  and 
often  do,  détermine  the  size  and  form  of  the  boiler  to  be 
chosen,  and  even  the  character  of  the  feed-water  will  frequently 
décide  such  choice.  No  design  is  satisfactory  except  it  meets 
in  the  most  satisfactory  manner  piacticable  every  élément  going 
to  make  up  the  whole  problem,  and  is  at  the  same  time  suitable 
for  the  location,  the  spécifie  work  to  be  done,  and  properly 
meets  the  pecuniary  interests  of  those  concerned,  as  well  as 
gives  the  safest  and  most  efficient  arrangement  possible  under 
the  circumstances. 

157.  The  Chimney  Draught,  and  the  size,  height,  and 
gênerai  construction  of  chimney  and  flues,  are  among  the  first 
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of  the  détails  to  be  settled  when  preparing  to  design  a  steam- 
boiler. 

The  chimney  draught  is  the  first  condition  to  be  studied, 
since  upon  it  primarily  dépends  the  power  and  performance 
of  the  boiler.  The  intensity  of  the  draught  in  a  well-propor- 
tioned  chimney  will  vary  nearly  as  the  square  root  of  its  height. 
The  quantity  of  fuel  burned  on  the  unit-area  of  grate  is  thus 
determined,  assuming  the  chimney  section  properly  propor- 
tioned  to  the  work.  The  sectional  area  of  the  chimney-flue 
should  be  carefully  proportioned  to  the  maximum  v/eight  of 
fuel  to  be  burned  in  the  unit  of  time. 

Chimneys  are  required  to  carry  off  obnoxious  gases,  and  to 
produce  a  draught.  Each  pound  of  coal  burned  commonly 
yields  from  1 5  to  50  pounds  of  gas,  the  volume  of  which  varies 
directly  as  the  absolute  température. 

The  weight  of  gas  carried  off  by  a  chimney  in  a  given  time 
dépends  upon  size  of  chimney,  velocity  of  flow,  and  density  of 
gas.  But  as  the  density  decreases  directly  as  the  absolute 
température,  while  the  velocity  increases,  with  a  given  height, 
nearly  as  the  square  root  of  the  température,  there  is  a  tem- 
pérature at  which  the  weight  thus  delivered  tends  toward  a 
maximum,  at  twice  the  absolute  température,  or  550°  above, 
the  surrounding  air.  At  550°  the  quantity  is  only  four  per 
cent  greater  than  at  300°  above  the  ordinary  température. 

In  fact,  howevcr,  the  résistance  of  the  fuel-bed  is  independ- 
ent  of  the  température  of  the  thimney,  and  the  latter  passes  ail 
the  gas  that  can  pass  the  former  ;  no  such  maximum  beîng 
reached  or  approximated  in  ordinary  practice. 

The  intensity  of  draught  needed  varies  with  the  kind  of 
fuel  and  the  rate  of  combustion  desired,  being  least  for  wood 
and  other  free-burning  fuels,  and  greatest  for  the  finer  coals 
and  **  slack  "  or  **  brees,"  the  latter  requiring  a  chimney  onc 
hundred  and  fifty  to  two  hundred  feet  high,  and  a  différence  of 
pressure  measured  by  an  inch  or  more  of  water. 

The  volume  and  weight  of  gas  discharged  from  any  fumace 
may  be  calculated  as  if  it  were  of  the  density  of  air  at  the  same 
température,  the  volume  being  \2\  cubic  feet  per  pound,  nearly, 
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at  o**  F.,  or  three  fourths  of  a  kilogram  to  the  cubic  mètre. 
Adopting  British  measures,  if  Fbe  the  volume  per  pound  at 
Ty  absolute,  Fahrenheit  degrees, 


f=f: 


o  7^  > 
•*  o 


(I) 


and  we  obtaîn,  allowîng,  respectively,  12,  18,  or  24  pounds  to 
be  equal  to  150,  225,  and  300  cubic  feet,  the  following  volumes 
of  gases  as  originally  calculated  by  Rankine  : 


VOLUMES  OF  GAS  PER  POUND  OF  FUEL  IN  CUBIC 
FEET.    (RANKINE.) 


r. 

AiR-SuppLY  IN  Pounds  pbr  Pouno  of  Fuku 

la 

18 

«4 

4640'' 

3275 

2500° 

1832' 

1472- 
II 12 

392 

212 

104* 

32" 

1551 
II36 

588 
479 
369 
314 
259 
205 
172 
161 
150 

1704 

1359 
1046 
882 
718 
553 
471 
389 
307 
258 
241 
225 

1812 

1395 
II76 

957 
738 
628 

519 
409 

344 
322 
300 

If  w  dénotes  the  weight  of  fuel  burned  in  a  given  furnace 
per  second: 

Fq,  the  volume  at  52**  of  the  air  supplied  per  pound  of  fuel  ; 

T^y  the  absolute  température  of  the  gas  discharged  by  the 
chimney  ; 

Ay  tb^  sectional  area  of  the  chimney;  then  the  velocity  of 
the  current  in  the  chimney  in  feet  per  second  is 


(2) 


and  the  density  of  that  current,  in  pounds  to  the  cubic  foot,  is 
very  nearly  as  in  (3). 
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Sînce  one  cubîc  foot  of  air  at  the  température  T^  weighs 
about  0.0807  pound,  and  the  weight,  on  the  assumption  of 
uniform  mean  density  of  air  and  gases,  is,  at  T^,  0.0807 F^+i» 
and  its  mean  density  is 

Z?=^  (0.0807  +  -^) (3) 

Multiplying  D  by  the  height  of  chimney,  H^  the  weight  of 
the  column  per  unit  section  of  its  area,  or,  as  hère  taken,  in 
pounds  on  the  square  foot,  becomes 

/  =  i?A  = -^^^0.0807 +  -j^j;,     .     .     .    (4> 

or,  expressed  in  inc&ës  of  water, 

/  =  0.19/ =  0.19^-^(0.0807  +  1^).   ...    (5) 

The  loss  of  head^  as  found  by  Peclet,*  may  be  expressed  by 
the  équation 

,,         z/V        ,    O.OI2/\ 

^  =^l'3  +  -^j; (6) 

în  which  /  is  the  total  length  of  flue  from  grate  to  chimney- 
top,  m  its  hydraulic  mean  depth,  or  area  divided  by  perimeter, 
and  V  the  velocity  of  flow  in  feet  per  second.  When  this  head, 
é',  is  given  we  obtain 


"  T  <>     _l_ 


(7) 


'3+      ,„ 

fît 


♦  Traité  de  la  Chaleur,  vol.  i. 
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and  the  weight  of  gas  discharged  must  be 

«'  =  TT    •   7^= (^) 

7",  being  the  température  of  flue. 

The  head,  //,  producing  flow  is  obviously  the  différence  be- 
tween  the  weight  of  chimney  gases  and  that  of  the  column  of 
air  of  equal  height  outside  ;  or,  if  7*,  is  the  température  of  the 
latter, 

,  „T,  0.0807  rr  rrf        ^T,  x 

k  =  H^.    p-^  =  ^(o.96-i--.  l];.    (9) 

•       0.0807+^  ^        ^V        ' 

'  o 

H=h-^  (0.96^  -  i) (10) 

The  velocity  of  flow  is  measured  by  a  l/Â,  a  being  a  con- 
stant to  be  found  by  experiment,  or  by 

z/  =  «  1/^/(0.96^-1), (II) 

varying  as  the  quantity  V  fo.96— i  —  i);  while  the  density 
varies  as  i  -7-  7",,  and  the  weight  flowing  per  second  varies  as 
the  product  of  velocity  and  density,  or  as~|/(o.967,  —  7,)- 

This  becomes  a  maximum,  7,  varying,  as  first  indicated  by 
Peclet,*  when 

du       T  27;  ,    . 


and 


Tr^^  =  "^' <'^> 


*  Peclet,  vol.  i.  p.  166. 
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or,  as  Rankine  states  it,*  7",  -f-  7",  =  f |,  nearly  ;  and  the  most 
effective  draught,  but  not  the  most  economical,  hère  obtaîns 
M'hen  the  absolute  température  of  the  flue-gases  is  2.o8  times 
that  of  the  atmosphère,  or  about  550°  Fahr.  (288°  Cent.),  pro- 
vided  the  conditions  of  grate-resistance  are  as  hère  assumed. 
For  maximum  economy  of  fuel  the  température  is  usually  far 
below  this  limit.     (See  Appendix.) 

In  constructing  grates  for  boilers  the  air-spaces  should  be 
made  as  narrow  as  is  practicable,  the  bituminous  coals  requir- 
ing  more  air-space  than  anthracite.  A  half-inch  is  usually  con* 
sidered  a  minimum  and  three  fourths  a  maximum.  The  area 
of  grate  should  be  somewhat  more  for  wood  than  for  coal. 
Fuel-bed  résistance  is  usually  about  0.60  the  total. 

158.  The  Size  and  Design  of  the  Chimney,  its  height 
and  area  of  flue,  are  modified  somewhat  by  its  form  and  pro- 
portions, and  by  the  character  of  its  interior  surfaces.  The 
greater  the  friction-head  the  less  its  effectiveness.  A  chimney 
of  circular  section  and  with  a  straight  uniform  flue  is  better 
than  with  any  other  section  or  with  less  direct  flue.  The  flue- 
area  is  either  uniform  or  tapering  toward  the  top,  in  which 
latter  case  the  area  for  calculations  is  measured  at  the  top. 
Mr.  Kent  assumes  that  the  friction  may  be  taken  as  équivalent 
to  a  réduction  of  section  of  two  inches  ail  around,  and  a  square 
flue  section  as  équivalent  to  a  circular  one  of  diameter  equal  to 
its  side.f  He  thus  obtains  the  following  :  Assuming  a  commer- 
cial horse-power  to  demand  the  consumption  of  5  pounds  of 
coal  per  hour,  we  hâve  the  following  formulae  : 

0.3  HP                       ,__ 
^  =  -^-=^-0.6i/^; (I) 

HP=i,ii_EVH; (2) 

s=i2VÉ+A\ (3) 

^=13.54^^^  +  4; (4) 

^=(^y. (» 

increases.  See  On  Chimney  Draught,  by  the  Author,  Trans.  Am.  Soc.  M.  E., 
Ï890. 

f  Trans.  Am.  Soc.  M.  E..  1884. 
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in  which  /r/*=horse-power;  -^=height  of  chimney  in  feet; 
E  =  effective  area,  and  A  =  actual  area  in  square  feet  ;  5  =  side 
of  square  chimney,  and  rf=dia.  of  round  chimney  in  inches. 
The  following  table*  is  calculated  by  means  of  thèse  formulae  : 

SIZES  OF  CHIMNEYS  AND  HORSE-POWER  OF  BOILERS. 


Hright  or  Chimnkys.  and  Commbrcial  Horsb-Powbr. 


û.i  soft  60  ft 


18  > 

24  1 

»7  I 
30  ; 

3*i 

39 
42 
48 
54  I 

60  I 

^1 
7a  I 

78  I 
5°  I 


70  f  t.  Soft.  90  ft. 


63 

83 
107 

||3 

196 
231 
3" 


100  f  t. 


"3 
>4i 

245 
330 
427 
536 


iio  ft.  las  ft.  150  fl.  175  ft.  aoo  ft. 


182 

348 
565 
835 


371 

365 
47a 

593 

876 
1038 
zai4 


389 

632 
776 
934 
1107 

"94 
X496 


551 
692 
849 
1033 

1313 

Z418 

1876 


748 
918 
1105 
1310 

153' 
1770 
2027 


1181 
1400 
«637 
1893 
3x67 


^§8 
t/î  «.S 


0.97 

1-47 
2.08 
3.78 

4.48 

7.76 
10.44 
«3. 51 
16.98 
ao.83 
25.08 
»9-73 
3476 
40.19 
46.01 


X.77 
2. 41 
3M 
3.98 
4-91 
5-94 
7.07 
8.30 
9.63 

18  57 
15.90 
19.64 
23.76 
28.27 
33.18 
38.48 
44.18 
50.27 


The  extemal  diameter  at  the  base  should  be  one  tenth  the 
height,  unless  it  be  supported  by  some  other  structure.  The 
"  batter"  or  taper  of  a  chimney  should  be  from  fV  ^^  i  ^"^^  *^ 
the  foot  on  each  side. 

The  thickness  of  brick-work  should  be,  usually,  one  brick 
(8  or  9  inches)  for  25  feet  from  the  top,  increasing  ^  brick  (4  or 
4i  inches)  for  each  25  feet  from  the  top  downwards.  If  the 
inside  diameter  exceed  5  feet  the  top  length  should  be  i^ 
bricks,  and  if  under  3  feet  it  may  be  \  brick  for  ten  feet. 

To  find  the  maximum  draught  for  any  given  chimney,  the 
heated  column  being  612°  F.,  and  the  external  air  62°  : 

Multiply  the  height  above  grate  in  feet  by  .0075,  and  the 
product  is  the  draught-power  in  inches  of  water, 

Wîth  large  chimneys,  of  a  height  of  200  feet  and  upward, 
an  area  of  about  2  square  inches  per  pound  fuel  burned  per 
hour  is  usual.     Generally,  under  good  conditions,  at  sea, 

♦"Power."  1885. 
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/^=  2  i/^—  I,  nearly; (6) 

and,  under  more  ordinary  conditions, 

F=i.s^rR-i (7) 

From  this  we  obtain  the  following  : 

Heights  of  Chimney  and  Rates  of  Combustion. 

Chimney-section  =  |  to  -1  grate-area. 

Fuel,  Anthracite.  Best  Conditions, 

/,=  (E±iI;  W=2VH-U 

4 
H=  height  of  chimney  in  feet  ;  ff^=weight  of  coal  burned 
per  square  foot  of  grate  per  hour. 
Thus  for 

H=    50,  fF=i3; 

H^   65,  W=is\ 

H=z   80,  W=i7\ 

H=z  100,  fF=  19. 

Thèse  figures  represent  very  exactly  the  results  of  Isher- 
wood's  experiments*  with  anthracite  coals. 

The  best  Welsh  and  Maryland  semi-anthracites,  or  good 
bituminous  and  semi-bituminous  coals,  should  give,  as  maxima, 

^=  2.25  ^H^ 

and  the  less  valuable  soft  coals,  more  nearly 

Thus,  average  coals  of  each  quality  stand,  relatîvely,  nearly 
as  f ollows  : 

Weight  per  Sq.      Area  Grate 
Foot  Crate.  per  Pound. 

Good  anthracite  coals  i.oo  i.o 

"      semi-anthracite  and  bitum.  1.05  0.9 

Ordinary  low-grade  coals,  soft  1.5  0.7 

'*          '*       *'      anthracite  o.g  i.i 

*Trowbridge,   Heat  and  Heat-engines,  N.  Y.,  1874;  Isherwood,  Researches 
in  Engineering  (1860). 
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Some  of  the  soft  coals  will  burn  still  more  freely,  while  some 
anthracites  will  burn  even  less  rapidly  than  above  stated.  The 
figures  given  may  be  taken  as  fair  averages.  The  height  of 
chimney  being  known  in  advance  or  settled  upon,  the  total 
quantity  of  fuel  to  be  burned  détermines  the  area  of  grate. 
This  total  quantity  is  known  from  the  chemical  constitution  of 
the  fuel,  or  by  experiment  under  defined  conditions,  and  from 
the  work  demanded  and  the  intended  efficiency  of  the  boiler, 
as  estimated  by  the  methods  already  described. 

Mr.  Lowe,  a  builder  of  large  expérience,  finds  the  follovving 
good  proportions*  for  stationary  boilers,  presumably  allowing 
about  30  pounds  of  water  per  hour,  and  15  square  feet  of 
heating-surface  per  horse-power  : 

Steam-Boiler  Chimneys. 

Heijçhls  in  feet 50       60         70        80        90        100 

Sq.  in.  area  per  H. P 9      8.67     8.34     8.01      7.68     7.35 

Heights  in  feet no       120       130       140       150 

Sq.  in.  area  per  H.  P 7.02     6.69     6.36     6.03      5.70 

Heights  in  feet 160       170       180       190      200 

Sq.  in.  area  per  H. P 5.37     5.04     4.71     4.38     4.05 

Professor  C.  A,  Smith  f  gives  the  foUowing  formulas  for  the 
relation  of  height  of  chimney  to  fuel  consumption  : 

"=['^-'    ^=-w^   ^=*^^^ 

where  H  is  the  height  of  chimney  in  feet,  A  îts  flue-section 
in  square  feet,  and  /'the  pounds  of  coal  burned  per  minute. 

Mr.  J.  T.  Henthorn:j:  gives  the  foUowing  tables  of  dimen- 
sions of  chimney  as  obtained  by  the  empirical  formula: 

\2oG 

~^—  =  A  ; 
VH 

în   which  he  takes  the  area,  (7,  of  grate  in  square  feet,  the 
height,  Hy  in  feet,  and  the  area  of  flue.  A,  in  inches.     It  is 


*  Am,  Machinist,  March  27,  1886. 
\Am.  Engineer,  Sept.  21,  1883,  p.  123. 
X  Journal  0/  Commerce,  July  5,  18S4. 
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assumed,  as  în  common  practice,  that  the  plain  cylindrîcal 
boiler  on  an  average  will,  when  supplying  a  good  engine  with 
détachable  valve-gear,  require  about  4.7  square  feet  of  heating- 
sLirface  for  actual  indicated  horse-povver,  and  the  tubular  boiler 
11.8,  the  two  boilers  giving  2.1  and  3  horse-power,  respectively, 
per  square  foot  of  grate. 

The  follovving  figure  is  the  graphie  représentation  of  the 


ORATE  SURFACE  CONHECTED.  IN  80  FT. 

I  I  I 1- 


-4- 


8 


\        S        § 

-      -       2      «      a 

HORtI  POWIR  :  •  QRATE  8URFAOC  X  8  H.  P. 
PiG.    73.— DIMKNSION8  OF  ChIMNKY. 


law  of  variation  of  height  with  power  required  or  size  of  boiler, 
as  algebraically  gîven  în  the  formula  above. 

In  building  the  chimney  for  ordinary  use    in   connection 
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with  steam-boilers,  the  fire-brick  lining  needed,  at  its  lower 
part,  when  receiving  gases  from  metallurgical  or  mill  furnaces, 
is  not  required.  The  centre-line  is  fixed  on  the  ground  and 
preserved  vertical,  whiie  under  construction,  by  the  use  of  a 
"  plumb-line,**  preferably  of  fine  brass  wire,  with  a  very  heavy 
"  bob**  steadied  by  immersion  in  a  pail  of  water,  molasses,  or 
other  liquid. 

The  shell  should  rarely  be  less  in  thickness  than  the  length 
of  a  brick  at  the  top,  and  the  lining  not  less  than  one  half  that 
thickness  ;  this  thickness,  outside,  should  be  increased  by  the 
width  of  a  brick  at  every  interval  of  50  or  60  feet  from  the  top, 
the  lining  being  kept  approximately,  as  near  as  may  be,  at  one 
half  the  thickness  of  the  main  wall. 

The  great  chimney  at  St.  Rollox.  Glasgow,  of  the  height  of 
45  5è  ^^ct,  has  the  following  dimensions  : 


Division 
of  the 

Height  above 
Ground. 

Outer  Diameter 
in  Feet. 

Thickness  of  the  Wall  in 

Chtmaey. 

Feet        and    Inches. 

V.       \ 
IV.       ^ 

III.     ^ 

■;:| 

435i 
35oi 

2IO| 

Ii4i 

54i 

0 

I3i 
I6f 

24 

35 
40 

I 
I 
I 

2 

6 

loi 
3 
7* 

The  foundation  of  this  chimney  has  a  depth  of  20  feet  and 
a  diameter  of  50  feet.  It  has  stood  safely  and  has  worked  sat- 
isfactorily  for  near'y  a  half-century,  and  may  be  looked  upon  as 
a  good  example  ot  successful  construction. 

159.  Forms  and  Proportions  of  Furnace  and  Grate 
are  settled  upon  so  soon  as  the  character  of  the  fuel  and  the 
proportions  of  chimney  are  fixed. 

The  rate  of  combustion  is  fixed,  as  a  maximum,  as  already 
seen,  by  the  height  of  chimney;  minimum  rates  are  anything 
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less,  and  the  customary  rates  may  be  taken  as  not  far  from  the 
following. 

The  rate  of  combustion  of  coal  in  a  furnace  is  usually  stated 
in  pounds  per  hour,  burned  on  each  square  foot  ôi  grate. 

Poundsper 
WITH  CHIMNEY-DRAUGHT.  square  foot 

per  hour. 

1.  The  slowest  rate  of  combustion  in  Cornish  boilers. ...  4  to    6 

2.  Ordinary  rate  in  thèse  boilers 10  to  1 5 

3.  Ordinary  rates  in  factory  boilers  12  to  iS 

4.  Ordinary  rates  in  marine  boilers 15  to  25 

5.  Quickest  rates  of  complète  combustion  of  anthracite 

coal,  the  supply  of  air  coming  through  the  grate 

only 15  to  20 

6.  Quickest  rates  of  complète  combustion  of  bituminous 

coal,  wîth  air-boles  above  the  fuel  ^  the  area  of 

grate 20  to  25 

FORCED  DRAUGHT. 

7.  Locomotives 40  to  100 

8.  Torpedo-boats 60  to  125 

Fuels  of  the  several  classes  should  evaporate,  respectively^ 
from  feed-water  at  the  boiling-point  and  at  atmospheric  pres- 
sure, under  the  most  favorable  possible  conditions,  about  as  fol- 
lows  : 

Weight  waier 
Relatively.  per  unit 

weight  of  fuel. 

Best  anthracite 100  13.5 

Best  semi-anthracite  and  bituminous. .  iio  15 

Ordinary  coals,  soft 80  11 

Ordinary  coals,  anthracite 75  10 

Examples  of  thèse  several  .  classes  are  seen  in  the  best 
Pennsylvania  anthracites,  the  Welsh  and  Maryland  semi-anthra- 
cites, or  semi-bituminous  coals,  the  ordinary  good  bituminous 
fuels  of  Nova  Scotia  and  of  Western  Pennsylvania,  and  the 
earthy  coals  of  the  West. 

The  quantity  of  steam  actually  made  will  dépend  upon  the 
température  of  the  feed-water,  and  will  be  less  as  the  water  is' 
colder.     It  is  customary,  as    elsewherc  stated,  to  reduce  the 
results  of   experiments    determining   efficiency   of  boilers   to 


Digitized  by 


Google 


THE  DESIGN  OF   THE   STEAM-BOILER.  331 

"  équivalent  evaporation  from  and  at  the  boiling-poînt,"  under 
atmospheric  pressure. 

When  the  maximum  possible  evaporation  îs  given  for  feed 
at  212°  F.  (icxD°  C),  and  at  atmospheric  pressure,  i.e.,  under  the 
standard  conditions,  multiplying  that  figure  by  the  reciprocal 
of  the  factor  of  evaporation  for  the  proposed  températures  of 
feed  and  of  steam  vvill  give  the  maximum  possible  evaporation 
under  the  latter  conditions.     Thus  we  get  the  following  : 

RELATIVE  EVAPORATION  AT  VARYING  TEMPERATURES  OF  FEED. 

Température     of)2i2°F.  200      180      160      140      120    .100      80      60     40 
feed-water )  100°  C.     93,3    82.2     71. i     60.0    48.8    37.726.615.5    4.4 

Relative    steam  \ 
evaporation. 


\  100  98        96        94        92        90        88      87      86      84 

!..  ..  ) 


The  coals  in  common  use  in  the  United  States  are: 

The  semi-bituminous  coals  from  Maryland. 

The  anthracites  from  Pennsylvania. 

The  bituminous  coals  from  Pittsburg  and  Western  Pennsylvania. 

The  bituminous  coals  from  Ohio  and  the  West. 

When  bumed  in  ordinary  furnaces,  thèse  coals  will  make 
steam,  per  pound  of  coal,  in  nearly  the  following  proportions, 
as  given  by  Mr.  T.  Skeel  :* 

Semi-bituminous no 

Anthracite 100 

Pittsburg go 

Ohio 75 

The  weights  that  may  be  bumed  on  the  same  grate,  with 
the  same  chimney,  will  vary  nearly  as  follows  : 

Anthracite 100 

Semi-bituminous 120 

Pittsburg 120 

Ohio 200 

Relative  areas  of  grate-surface  that  will  be  necessary  to 
burn,  coal  enough  to  fumish  the  same  quantity  of  steam  are 
nearly  as  follows  : 

*  Weisbach,  Vol.  II. 
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Anthracite loo 

Pittsburg 90 

Semi-bituminous 75     * 

Ohio 67 

This  refers  to  the  average  coal  of  each  kind  in  practice. 

The  loss  as  refuse  falling  through  well-proportioned  grate- 
bars  may  be  taken  as  5  to  10  per  cent  for  good  bituminous 
coals,  or  10  to  20  per  cent  for  the  lower  grades,  and  about  the 
same  for  anthracites.  Wood  may  be  taken  by  weight  as  hav- 
ing  one  half  the  value  of  coal.  A  cord  of  best  hard  wood 
should  equal  a  ton  of  good  coal. 

From  the  results  of  chemical  analyses,  the  evaporative 
povver  of  various  kinds  of  fuel,  expressed  in  pounds  of  water 
per  pound  of  fuel  evaporated  from  and  at  212°  F.,  which  we 
will  call  Ey  has  average  values  given  by  Prof.  C.  A.  Smith*  in 
the  following  table,  which  may  be  found  useful,  as  supplement- 
ary  to  the  several  other  sets  of  data  already  given  in  this  con- 
nection. 

Kinds  of  Fuel,  E 

Pure  Carbon  completely  burned  to  COa 15 

Pure  Carbon  inconipletely  burned  to  CO 4.5 

CO  completely  burned  to  CO» 10.5 

Charcoal  from  wood,  dry 14 

Charcoal  from  peai,  dry , 12 

Coke  good,  dry 14 

Coke  average,  dry 13.2 

Coke  poor,  dry 12.3 

Coal,  anthracite 15.3 

Coal,  dry  bituminous,  best 15.9 

Coal,  bituminous 14 

Coal,  caking,  bituminous,  best 16 

Coal,  Illinois  (from  four  mines  near  St.  Louis) t2 

Lignite 12.  i 

Peat.  dry ". 10 

Peat  with  one  fourth  water 7.5 

Wood.  dry 7.25 

Wood  with  one  fifth  water 5.8 

Wood,  best  dry  pitch-pine - lo 

Minerai  oils,  about 22.6 

*  Am.  Enginecr^  1883. 
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The  anthracite  coals  burn  completely  with  a  thîn  fire  and 
excess  of  air,  but  should  hâve  a  thickness  pretty  nearly  propor- 
tional  to  the  rate  of  combustion,  a  good  proportion  being  about 
one  foot  thickness  on  a  rate  of  combustion  of  20  pounds  on  the 
square  foot  of  grate  per  houf  (i  décimètre  per  65  kilogs.  on  the 
square  mètre).  The  bituminous  coals  will  not  burn  well  ex- 
cept  in  a  thick  bed  and  at  high  température,  and  when  re- 
nioved  from  the  chiUing  influence  of  adjacent  cold  iron.  A 
hot  fire  and  large  space  for  combustion  are  hère  essentiaL 
The  furnace  may  therefore  be  of  less  capacity  with  hard  than 
with  soft  coals  ;  but  a  good  height  over  the  grate  and  a  large 
combustion-chamber  are  very  désirable  with  the  latter,  and  are 
of  advantage  in  ail  cases.  A  fire-brick  furnace,  or  an  arch  of 
brick-work  over  the  grate,  gives  some  gain  usually. 

The  rate  of  combustion  to  be  anticipated  and  the  intended 
efficiency  of  boiler,  and  evaporation  per  unit  weight  of  fuel 
being  ascertained,  the  area  of  grate  is  at  once  calculable  by 
dividing  the  total  weight  of  steam  to  be  supplied  by  the  evapo- 
ration to  obtain  the  weight  of  fuel  to  be  needed,  and  then  di- 
viding  this  total  weight  per  unit  of  time  by  the  quantity  to  be 
burned  on  a  unit  area  of  grate.  Thus,  1000  horse-power 
being  called  for,  at  30  pounds  (13.6  kilogs.)  per  H.  P.  per  hour, 
30,000  pounds  (1361  kilogs.)  of  steam  are  demanded  per  hour. 
At  10  pounds*  evaporation  and  10  pounds  burned  on  the  square 
foot  (48.8  kilogs.  on  the  square  mètre)  of  grate-surface,  300 
square  feet  (27.9  square  mètres)  of  grate  must  be  provided, 
which  would  usually  be  divided,  for  convenience  in  construc- 
tion and  opération,  between  several  furnaces,  as  furnaces  of 
greater  depth  than  about  6  feet  (1.8  m.)  cannot  be  easily 
handled,  that  being  about  as  far  as  coal  can  be  well  thrown  ; 
while  a  greater  width  than  3  or  4  feet  (0.9  to  1.2  m.)  introduces 
difficulties  of  construction. 

The  "  combustion-chamber,"  which  usually  forms  a  part  of 
a  well-designed  furnace,  may  be  either  simply  an  enlargement 
of  the  height  of  the  furnace  itself  to  obtain  the  space  and  time 
needed  by  the  gas-currents  for  complète  intermixture  and  thor- 
ough  combustion,  or  it  may  be  any  separate  chamber  beyond 
the  grate.     The  latter  is  often  the  best  method  of  securing  the 
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desired  results  ;  but  the  more  usual  plan  is  that  of  giving  con- 
siderable  height  of  furnace-crown. 

Grate-bars  are  spaced  differently  for  différent  kinds  of  fuel. 
Thus,  for  fine  "  pea"  anthracite  coal,  the  spaces  between  the 
bars  are  usually  made  about  a  quarter  of  an  inch  (0.6  cm.)  ;  for 
**chestnut,"  f  inch  (0.9  cm.);  for"stove"  coal,  ^  inch  (1.27 
cm.)  ;  and  for  large  anthracite  and  for  bituminous  coals,  f  to  f 
inch  (0.95  to  1.9  cm.)  ;  while  wood-burning  calls  for  an  inch 
(2.56  cm.).  An  air-space  one  third  the  grate-area  is  often  pro- 
vided. 

160.  The  Relative  Areas  of  Chimney,  Flues,  and  Grate 
are  seen  to  be  variable  with  the  circumstances  under  which  the 
boiler  is  to  be  operated,  but  with  natural  draught  and  usual 
working  conditions  certain  proportions  hâve  become  almost 
universally  accepted  as  standard  in  common  practice.  Thus 
it  may  be  taken  as  well  settled  by  expérience,  that  in  chimneys 
of  circular  section,  smooth  internai  surfaces,  and  în  the  open, 
where  draught  is  unobstructed  by  air-currents  produced  by 
surrounding  objects,  as,  for  example,  with  marine  steam-boilers, 
the  minimum  ratio  of  chimney-flue  section,  section  through  the 
tubes  and  that  over  the  bridge-wall  to  grate-surface  should  be, 
at  least,  respectively,  \,  i,  \y  while  a  maximum  to  be  adopted 
with  forced  draught  is  not  far  from  ^,  ^,  and  ^,  for  anthracite 
coal.  The  latter  ratios  will  also  work  well  for  bituminous,  free- 
burning,  coals  and  natural  draught  ;  and  the  sections  may  often 
be  made  still  greater,  with  advantage  when  a  blast  is  also  used 
with  such  fuel. 

With  restricted  draught-area  the  amount  of  fuel  that  may 
be  burned  becomes  reduced  ;  thus,  assuming  a  chimney  50  feet 
(16  m.)  hfgh,  with  anthracite  coal: 

Area  of  least  flue-section  (grate  =  i)  ...  0.14  o.io        ao7  0.05  0.04 

Relative  coal  burned i.  0.8  0.7  0.6  0.4 

Average  fuel,  Ibs.  per  sq.  ft.  grate 15  12  10  9  6 

**     kilogs.  persq.  m 7.5  6  5  45  3 

For  square  sections  of  chimney-flue  and  with  rough  interior 
surfaces  the  size  of  chimney  is  increased  both  in  weight  and 
area  of  section.  As  a  gênerai  rule,  the  height  of  factory  chim- 
neys is  increased  with  the  size  and  number  of  boilers,  irrespec- 
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tive  of  the  above-stated  ratios,  and  a  not  uncommon  propt>.^ 
of  "stack**  is  that  which  makes  the  height  about  twenty  times 
the  diameter  of  the  flue.     Customary  proportions  of  heating 
and  gratc  area  to  power  developed  are  given  in  tables  in  the 
Appendix. 

i6i.  Common  Proportions  of  Boiler  are  found  in  ordinary 
practice  to  be  not  far  from  those  given  below. 

The  interior  space  of  the  boiler  is  commonly  divided  into 
about  two  thirds  or  three  fourths  water-space,  the  remainder 
being  steam-room.  In  marine  boilers  more  steam-space  should 
be  given. 

RATIO  OF  HEATING  TO  GRATE  SURFACE. 

Plain  cylinder  boilers I2  to  15 

Cornish , 15  to  30 

Cylindrical  flue 20  to  25 

'*          tubular 25  to  35 

Marine  tubular  (fire) 30  to  35 

(water) 35  to  40 

Locomotive  tubular 50  to  100 

Water-tube ' 40  to  60 

The  ratio  of  heating  to  grate  surfaces  should,  where  possible, 
be  always  caref ully  determined  with  référence  to  maximum  com- 
mercial efficiency  in  the  manner  described  in  a  later  chapter. 

The  above  proportions  produce  ratios  of  weights  of  fuel 
burned  per  unit  area  of  heating-surface,  în  gênerai  practice, 
about  as  follows  : 


RATIO  OF  FUEL  BURNED  TO  HEATING-SURFACE. 


Stacionary  boilers ...   

Marine  (naturat  drau^çht) 

Locomotive  and  forced  draugbt 


Pounds  per 
sq.  ft.  H.  S. 


0.5  to  l.o 
0. 5  to  06 
0.8  to   1.0 


KilogB.  per 
iq.  in. 


0.1  to  0.2 
0.1  to  0.3 
0.4  to  0.5 


Where  about  4  pounds  of  fuel  are  burned  for  each  square 
foot  of  heating-surface  an  efficiency  of  very  nearly  or  quîte 
75  per  cent  may  be  expected. 
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Water  tube 

Fire-tube 

Flue 

Plain  cylindrical 
Locomoiive. . . . , 


Pkr  h.  p. 


Sq.  ft. 


lO  tO  12 

14  to  18 

8  to  12 

6  to  10 

I  to     2 


Sq.  m. 


i.o  to  I.I 
1.3  to  1.6 
0.7  10  I.I 
G  5  to  0.9 
o.i  to  0.2 


Relative  Standimg. 


Capaciiy.     Economy. 


I. 

0.75 
0.50 
0.20 
0.6 


0.9 
08 
0.7 
0.8 


Every  proportion  of  the  steam-boiler  should  be  made  the 
subject  of  careful  calculation.  In  the  Appendix  will  be  found 
tables  of  customary  ratios  of  heating  to  grate  areas  (pp.  774-776). 

The  foUowing  are  proportions  frequently  accepted  by  the 
trade  in  one  of  the  most  common  varietîes  of  statîonary  boiler 
sold  in  the  market  : 

PROPORTIONS  OF  CYLINDRICAL  TUBULAR  BOILERS. 


Fli'Bs. 

DcftiB. 

Stack. 
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1 
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7 
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2 

1 

i 

T. 

X 

û 

? 
1 

B 

9 

s 

« 

X 

5 

«5 

u 

'Z 

X 

>3 

î^ 
^ 

«5 

36 

S'il. 

30 

3 

8 

20 

30 

^ 

J^ 

18 

36 

2.950 

5.350 

30 

36 

10'  XI» 

3f 

3 

10 

20 

90 

?? 

1^ 

18 

30 

3.500 

5.900 

25 

42 

"! 

38 

10 

24 

«4 

A 

^ 

20 

30 

4.400 

7.too 

30 

42 

'3 

3« 

12 

34 

'* 

A 

?! 

20 

36 

5.000 

7.800 
8.700 

35 

44 

'3 

46 

13 

24 

36 

IV 

P 

23 

30 

5.500 

6 

40 

48 

13'     2» 

52 

3 

12 

«4 

a8 

:  V 

h 

24 

3Î 

6.400 

9.900 

7 

45 

y> 

14'      2. 

52 

IS 

30 

30 

A 

h 

24 

36 

6.800 

10.400 

8 

50 

54 

13;     2. 

55 

12 

30 

30 

:^ 

36 

36 

7,600 
8.550 

11.500 

9 

60 

54 

ifl'     2t 

58 

3 

«5 

30 

30 

•A 

7i 

4^1 

26 

45 

12,750 

10 

70 

no 

15'     4» 

76 

14 

30 

30 

/« 

4^1 

38 

45 

10.000 

14.500 

75 

60 

16'     4. 

76 

M 

30 

30 

A 

4^1 

38 

SO 

10.500 

15.100 

80 

60 

.7'    4- 

76 

16 

30 

36 

^ 

28 

55 

11,300 

x6.7oo 

90 

66 

16'    s» 

100 

ï5 

36 

36 

(  ; 

T« 

3» 

55 

»3»50C 

19.100 

ICXÏ 

66 

17;     5. 

xoo 

16 

36 

36 

'1' 

^ 

32 

55 

14.200 

T  9.800 

135 

72 

X7'    6. 

132 

x6 

3t> 

36 

l( 

36 

60 

«7.200 

24,000 

The  upright  tubular  boiler  is  given  less  heating-surface 
than  the  above,  is  much  lighter,  and  is  less  economical.  The 
locomotive  type  of  stationary  boiler  has  about  the  same  weight 
as  the  above,  but  ratlier  less  heating-surface. 
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According  to  Professer  Rankîne,*  a  very  useful  mode  of 
comparing  the  capacities  of  différent  boilers  is  to  divide  the 
boîler-space  by  the  area  o{  heating-surface,  and  thus  is  obtained 
a  mean  depth. 

PROPORTIONS  OF  INTERNAL-FURNACE  BOILERS. 
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Boîlers  of  large  size  and  capacity  exhibit  steadiness  in  the 
pressure  of  the  steam,  ready  déposition  of  impurities,  space  for 
the  collection  of  sédiment,  and  freedom  from  priming.  Those  of 
small  capacity  excel  inrapid  raising  of  the  steam  to  any  required 
pressure,  small  surface  for  waste  of  heat,  economy  of  space  and 
weight,  greater  strength,  and  smaller  damage  in  the  case  of  an 
explosion.  (For  volumes  of  steam  and  weight  of  water  see 
table  in  Appendix.) 

Mr.  D.  K.  Clark  considers  that  we  may,  in  ordinary  loco- 
motive practice,  take  the  economical  consumption  of  fuel  as.^ 
proportional  to  the  square  of  the  area  of  heating-surface,  and 
make  the  grate-area  vary  in  the  same  proportion.  He  adopts 
nine  to  one  as  the  standard  and  désirable  evaporation  of  water 
as  compared  with  weight  of  fuel,  makes  the  maximum  and 
minimum  allowable  rates  of  combustion  150  and  14  pounds  per 
square  foot  of  grate,  and  the  maximum  evaporation  in  loco- 
motive boilers  about  22  cubic  feet  per  hour.f  A  rate  of  com- 
bustion of  112  pounds  is  considered  a  practical  maximum,  the 
ratio  of  heating  to  grate  surface  being  85  to  i. 

*  Steam-en^ne  and  Prime  Movers. 
f  Railiyay  Machinery,  p.  165. 
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162.  The  Usual  Rates  of  Evaporation  and  the  effect  of 
varying  the  proportions  of  tubes  has  been  well  determined  by 
the  experiments  of  Isherwood  and  others. 

The  proportions  of  flues  and  tubes  vary  somewhat  in  prac- 
tice  ;  but  it  will  be  found  seldom  advisable  to  make  tubes  more 
than  50  or  60  diameters  in  length.  Where  the  heating-surface 
consists  principally  of  tubes,  the  efficiency  will  be  found  to  vary 
with  their  length  nearly  as  foUows  : 

Length  of  tube  (diameters) 60        50        40        30        20 

Water  per  unit  weight  of  fuel 12        11         10  9  8 

When  the  ratio  of  heating  to  grate  area  was  25  to  i,  Isher- 
wood found  the  evaporation  to  vary  thus: 

Fuel  per  hour. 8  10         12  16         20         24 

Evaporation 10  5        10.1        9.5        8.2        7.3        6.8 

which  séries  is  represented  by  (for  anthracite) 

W^=r7=,  nearly. 

Clark  obtained  with  locomotives  an  equal  evaporation  wîth 

Fuel  (coke) 15        25        38        56        76        98        125        153 

Ratio  of  H.  S.  to  G.  S 30        40        50        60        70        80  90        100 

the  evaporation  being  constant  at  9  of  water  to  i  of  fuel,  which 
may  be  expressed  by 

S  —  ZsTF,  nearly, 

S  being  the  ratio  of  the  two  areas  and  F  the  weight  of  coke 
burned  on  the  unit  of  area  of  grate. 

In  estimating  area  of  heating-surfaces  the  whole  surface 
exposed  to  the  hot-furnace  gases  is  reckoned.  The  formula 
for  efficiency  already  given  illustrâtes  the  progressive  variation 
of  the  evaporative  power  with  change  of  proportions  of  boiler. 

163.  The  Relation  of  Size  of  Boiler  to  Quality  of 
Steam  demanded  is  one  that  occasionally  becomes  worthy  of 
considération.  Where  the  steam  is  required  for  driving  steam- 
engines  it  is  very  important  that  it  should  be  thoroughly  dry, 
and  it  is  an  advantage  to  moderately  superheat  it.  Maximum 
economy  cannot  be  attained  where  wet  steam  is  used.     A  boiler 


Digitized  by 


Google 


THE  DESIGN  OF  THE  STEAM-BOILER. 


338« 


%t^%t 

? 

w  n  N  u  M 

*  u»  ^  "S   ^ 

£! 

"VI 

Wm 

•s     W     M     M 

b  H  M  ôab 

^ 

iftsH 

■^ 
■^ 

bvOi  M  îi  b 

1 

HIU^ 

^ 

ttuio  3»- 

N 

■»  u>  ui  n  M 

;s 

itf    •  (^^  (m  ^  >4 


<^ 


> 

1 

Briquettes..  \ 

>■ 

< 

s 

2 

l 

Srg'tSi        8r?'^8 

00 

ôo  b  vi  b  H   1  bo  1  b»-^  «il  "U  oi  1              •   2L 

»3 

1 

? 

>» 

S   «   Q    00'^     1  >J 
&U.    H    M    M          Wl 

osô  bto^ô       i} 

>»   »    QoCi  6i 

«  w    »   »   «         « 

M    U    H    M    M 
00  N    tt  b  0. 

fl 

5l 

II 

f 

O 

i 
1 

1 

3 
^1 

□  S» 
Dr| 

3' 

0 

c/) 

S 
B 
o 

y 

ï 

« 

«b^3  M  "^  On 

b« 

o\M  0 M  b 

.iï 

5 

M 

lill^ 

f 

r.-.-r     !     rn 

5' 

3 

b  ôob  bkl 

ô  i  bv^  0  «b  b^ 

1 

* 

M  o  b  "^  * 

00 
M 

?r 

s* 

Ostn  A  ^    M     1   4>. 

- 

00  o>»  ooo 

u* 

*^ 

0«Cn  Ul  '^   M 
-  «.J   N    qoM 
•*■    H    00(7  00 

ff 

■5J 

o 

c 

"s 

O 

s 

A  Ul  UJ    M    - 

u)  Ul  M  n  M 

SsiSH 

u» 

HS-:& 

?i 

II 

ô 

M   »I    H    M 

i 

issÀi! 

?^? 

i 

Oi 

Ul    0»Ui  *  Ul 

il 

1 

*4 

0  ooooovui 

f. 

w 

3 

> 

2! 
O 
P3 

O 


n 
O 

Si  W 

»     CB 
^   O 

î».  r 
•*   w 

^^ 

y  a 

^« 

•    w 

d 

C 

O 

a 

I 

a 

> 


Digitized  by 


Google 


338* 


THE  STEAM-BOILER. 


Digitized  by 


Google 


THE  DESIGN  OF   THE  STEAM-BOILER.  339 

attachée!  to  a  steam-engine,  and  especially  where  fuel  is  costly 
and  efficiency  important,  should  hâve  ample  heating-surface, 
some  superheating-surface  if  practicable,  ample  extent  of  water- 
surface  area  to  permit  free  séparation  of  steam  and  water,  and 
large  steam-space. 

Steam  employed  for  heating  purposes  is  not  necessarily  dry; 
it  may  carry  a  large,  amount  of  water  with  it  into  the  System  of 
heating-coils  or  radiators,  and  yet  give  good  results,  if  the 
latter  are  of  large  section.  Where  the  pipes  are  of  restricted 
area  of  section,  however,  wet  steam  flowing  less  freely  than 
when  dry  or  superheated,  there  may  resuit  such  a  retarda- 
tion  of  flow  and  of  circulation  as  may  cause  considérable 
increase  of  cost.  This  has  been  found  sufficiently  great,  in 
some  cases,  to  justify  drying,  and  perhaps  superheàting,  the 
^xhaust-steam  from  engines  where  used  for  heating  purposes. 
As  a  gênerai  rule,  the  boiler  must  be  made  a  trifle  larger  to 
supply  perfectly  dry  steam  and  do  good  work. 

In  the  use  of  steam  for  heating  purposes,  one  square  foot 
of  boiler-surface  will  supply  from  7  to  10  square  feet  of  radiating 
surface.  Small  boilers  should  be  larger  proportionately  than 
large  boilers.  Each  horse-power  of  boiler  will  supply  from  250 
to  350  feet  of  i-in.steam-pipe,  or  80  to  120  square  feet  of  radiat- 
ing surface. 

Under  ordinary  conditions  one  horse-power  will  heat  about — 

Brick  dwellings,  in  blocks,  as  in  cities 15,000  to  20,000  cub.  ft. 

"     stores          *'       **        10.000**15,000  *'  '* 

**     dwellings,  exposed  ail  around 10.000  *' 15,000  *'  *' 

**     mills,  shops,  factories,  etc 7,000  "  10,000  '*  ** 

Wooden  dwellings,  exposed 7,000  '*  10,000  *'  ** 

Foundries  and  wooden  shops  6,000  *' 10,000  *'  '* 

Exhibition  buildings,  largely  glass,  etc 4,000  **  10,000  *'  " 

The  System  of  heating  mills  and  manufactories  by  means  of 
pipes  placed  overhead  is  recommended. 

The  air  required  for  ventilation  is  usually  warmed  by  the 
"  indirect"  System  of  radiation,  the  current  passing  through 
boxes  or  chambers  in  which  a  sufficient  amount  of  pipe  is  coiled 
to  heat  it  well.     From  5  to  15  cubic  feet  per  individual  per 
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ite  are  allowed,  the  former  in  crowded  halls,  the  latter  în 
dwellings,  and  about  one  tenth  as  much  for  each  gas-burner  or 
lamp. 

164.  The  Number  and  Size  of  Boilers  to  be  used  in  any 
case  in  which  considérable  power  is  demanded  is  determined 
mainly  by  practical  considérations  related  to  their  construction. 
As  a  rule,  the  larger  boiler  is  more  economical  in  first  cost  and 
in  opération,  within  certain  limits,  than  several  smaller  boilers 
of  equal  aggregate  power.  But  passing  a  limit  which  cannot 
be  usually  very  exactly  defined,  expense  is  increased,  trans- 
portation  becomes  diflficult,  location  and  setting  involve  prob- 
lems  diflficult  of  solution,  and  management  becomes  less  easy. 
Mr.  Leavitt  has,  however,  constructed  stationary  boilers,  of  a 
peculiar  modification  of  the  locomotive  type,  of  as  high  as  one 
thousand  horse-power  ;  and  marine  boilers  of  equal  or  greater 
power  hâve  been  built  not  infrequently  for  steamers  plying  on 
the  larger  rivers  of  the  United  States.  Stationary  boilers  of 
100  horse-power  and  marine  boilers  of  500  are  more  usual  and 
more  commonly  suitable  sizes.  Locomotive  boilers  are  neces- 
sarily  always  suflficiently  large  to  supply  ail  the  power  de- 
manded of  the  engine. 

The  type  of  boiler  has  much  influence  on  the  limit  of  size. 
Plain  "  cylinder  boilers"  are  rarely  made  more  than  from  3  to  4 
feet  (0.9  to  1.2  m.)  in  diameter,  and  this  restricts  the  grate- 
area  so  that  the  power  derivable  from  a  single  such  boiler  is 
seldom  more  than  15  or  20  horse-power,  and  is  usually  much 
less.  The  more  complex  structures  often  include  several  fur- 
naces,  and  yield  from  100  to  200  horse-power  each  on  land,  and 
more  at  sea. 

Makers  in  the  United  States  usually  allow  15  square  feet  of 
heating-surface  and  one  of  grate  to  the  horse-power,  in  plain 
cylindrical  boilers,  and  the  same  arca  of  heating-surface,  but  a 
fourth  and  a  half  less  grate-area,  respectively,  with  flue-boilers. 
and  tubular  boilers.    Water-tube  boilers  usually  reqmre  rofeet. 

M.  de  Pambour  found  the  priming  of  French  locomotive 
boilers  in  1834  to  amount  to  about  30  per  cent  ;  M.  de  Chatel- 
lier,  in  1843-4,  found  it  to  be  30  to  50  per  cent;  but  a  large 
proportion  of  the   moisture   measured   was   undoubtcdly  the 
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product  of  cylinder  condensation,  for  which   loss  Clarke  at 
lowed  as  foUows  :  * 


Ratio  op  Expansion. 

Condensation. 

Per  cent,  of  Steam  ^ 

Per  cent,  of 

indicated. 

Total  Steam. 

1.25 

12 

II 

1.67 

12 

II 

2  00 

12 

II 

2.50 

21 

17 

3.67 

32 

24 

5.00 

46 

32 

8.33 

73 

42 

— vvhîch  figures  indicate  the  proportion  of  steam  by  weight  to 
be  added  to  that  calculated  for  the  idéal  engine,  to  obtain  the 
probable  requirement  of  the  real  engine. 

Builders  of  the  more  economical  classes  of  engines  supply 
them  with  boilers  often  of  less  size  than  the  accepted  standard 
rating  would  dictate,  as  they  demand  less  steam  per  horse- 
power  than  the  average  engine.  A  good  engine  of  moderate 
size,  with  an  automatically  governing  and  adjusting  valve-gear, 
if  condensing,  should  give  good  results  on  as  low  as  seven  or 
eight  square  feet  of  heating-surface  per  actual  horse-power,  and 
if  non-condensing,  with  ten  or  twelve  square  feet.  Large  en- 
gines are  given  a  smaller  allowance  of  heating-surface,  propor- 
tionally,  than  small.     (See  Appendix  for  tables.) 

165.  The  Standard  Sizes  of  Tubes  hâve  become  well  set- 
tled  by  custom.  So  large  an  élément  of  boiler-construction 
necessarily  assumes,  with  time,  a  somewhat  rigid  set  of  propor- 
tions. The  sizes  employed  range  from  i  or  \\  inch  (25.4  to 
31  mm.)  diameter  in  the  smallest  boilers,  to  2  or  2\  inches  (51  to 
63.5  mm.)  in  the  locomotive  and  other  boilers  of  moderate  size; 
and  to  3  or  4  inches  {j6  or  102  mm.),  oreven  5  or  6  inches  (1.27 
or  1.52  mm.),  in  large  boilers,  or  where  a  very  free  draught  or 
greater  convenience  of  access  are  required.     Water-tube  boilers 

*  Railway  Machinery,  p.  144. 
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are  commonly  given  tubes  4  or  5  inches  (102  or  127  m.)  in 
diameter.  The  length  of  the  tube  is  customarily  not  above  50 
or  60  diameters  in  stationary  boilers,  and  two  thirds  this  length 
in  marine  work.  The  spaces  between  the  tubes  should  be  about 
one  half  their  diameter  ;  they  are,  however,  usually  placed  much 
doser.  Ail  tubes  in  our  market  are  gauged  to  Britîsh  measures, 
as  below  : 

When  the  dimensions  of  a  tubular  boiler  are  given,  the  out- 
side  diameter  of  the  tubes  is  usually  -stated,  so  that  twice  the 
thickness  must  be  subtracted  to  obtain  the  diameter  to  be  used 
in  the  calculation  of  heating-surface.  The  thickness  of  tubes 
by  différent  makers  varies  somewhat,  but  those  given  below 
are  average  values,  and  can  be  used  without  serious  error.  (See 
the  Appendix  for  tables  of  steam  and  gas  pipe.) 

STANDARD  TUBB& 


Outside 

diameter  in 

inches. 

Thickness  in 
inches. 

Internai  diameter 
in  inches. 

Internai  diameter 
in  fcei. 

Heating-surface  in 
square  feet.  pcr 
f oot  of  length. 

1.25 

0.072 

I.I06 

0.0922 

0.3273 

1.5 

0.083 

1-334 

O.III2 

0.3926 

1-75 

0.095 

1.560 

0.1300 

0.4589 

2. 

0.095 

I.810 

0.1508 

0.5236 

2.25 

0.095 

2.060 

O.1717 

0.5890 

2.5 

0.109 

2.282 

0.1902 

0.6545 

2.75 

0.109 

2.532 

0.2II0 

0.7200 

3- 

0.109 

2.782 

0.2318 

0.7853 

3.25 

0.120 

3.010 

0.2508 

0.8508 

3.5 

0.120 

3.260 

0.2717 

0.9163 

3.75 

0.T20 

3-510 

0.2925 

0.9817 

4- 

0.134 

3.732 

O.3IIO 

1.0472 

4.5 

0.134 

4.232 

0.3527 

I.I790 

5- 

0.148 

4.704 

0.3920 

1.3680 

6. 

0.165 

5.770 

0.4808 

1.5708 

7. 

0.165 

6.770 

0.5642 

1.8326 

8. 

0.165 

7.770 

0.6475 

2.0944 

9. 

0.180 

8.640 

0.7200 

2.3562 

10. 

0.203 

9-594 

0.7995 

2.5347 

Tlie  Serve  tube  is  made  with  longitudinal  internai  ribs, 
virhich  are  found  to  give  a  gain  of  several  per  cent  in  work  done 
and  economy.  Seamless  steel  tubes  are  best  and  can  be  had 
of  ail  usual  sizes. 
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LAP-WELDED  CHARCOAL-IRON  BOILER-TUBES. 
Standard  Dimensions. 


In. 


I  135 

X.25 
1.32 

x-375 
«  5 

1.625 
1-75 
X  875 
a. 

a.  125 
a. 25 
a -375 
a. 5 
a. 75 
a  875 
3- 

3  25 
3-5 
3.75 
4. 

4  »5 
45 
4  75 
5- 
535 


»3. 
M- 
»5. 
x6. 
X7. 
18. 


SI  ^ 
.3  es 


In. 

.86 
•98 
i.ii 
1.15 
i.ai 
»-33 

1  43 
1.56 
1.68 
1.81 

a. 06 
3.16 

2  28 
a. 53 
2.66 
2.78 
q.oi 
3.26 
351 
3-73 
3.98 
4.28 
4.48 
4.7 
4  95 
5a 
5.67 
6.67 
7.67 
8.64 

9-59 
10.56 
11.54 
12.52 

14  4« 
15-43 
16.4 
»7.3a 


In.   No. 

.072  15 
.072  15 
.072   15 

.083  '  14 

.083  ]  14 
.083   14 


.095 
.095 
.095 
•095 
.095 
.095 
.109 
.109 
.109 
.109 
.109 

.12 
.X2 

.12 

.134 

•134 

•134 

•134 

.148 

.148 

.148 

.165 

.165 

.165 

.18 

.203 

.23 

.339 

.348 
a  59 
.384 
•3 
•34 


7 
6 

5 

4-5 
4 

3-5 
3 


"SE 
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In. 

3- M 
3-53 
3-93 
4.1a 

4  32 
4.71 
5ï 
5-5 

5  89 
6.28 
6.68 
7.07 
7.46 
7.85 
8.64 
9.03 
9.4a 

10. ai 

II. 

11.78 

«a.  57 

1335 

14.14 

14.92 

15.71 

16.49 

17.28 

18.85 

ai. 99 

25.13 

28.27 

3i-4a 

34  56 

37-7 

40.84 

43  98 

47.12 

50.36 

53.41 

56.55 


11 

u 


In. 

a. 69 

3.08 

3-47 

3-6 

3-8 

419 

4-51 

4-9 

5  «9 

5.6q 

6.08 

6.78 
7»7 
7.95 
8.35 

9.46 
10.  a4 
11.03 
II  72 
13.51 
13.39 
14.08 
14.78 
1556 
16.75 
17.81 
20.95 
24.1 
37.14 
30M 
3317 
36.36 

39  34 
43.42 

45-5 
48.48 
5».5a 
54. 4X 


«"(i 

i 

1  ils 

11 

1 

>  5 

If 

II 

S-1 

^ 

4 

«  « 

a»"" 

(0    { 

^  «fl 

X",  <? 

Qll 

c 

C 

e 

tt-r 

b£«*« 

2 

H 

2 

H 

2 

H 

J^ 

Sa 

^ 

Sq.  in. 

Sq.  in. 

Sq.  in. 

Feei. 

Feei. 

Lbs. 

.78 

•57 

.21 

3.83 

4-46 

.7» 

•99 

•75 

.24 

3-3«^ 

3-8g 

.8 

1.23 

.96 

.27 

3.06 

3  45 

.89 

»-35 

1.03 

.32 

2.91 

3-33 

1.08 

1.48 

1.15 

.34 

2.78 

3  ,6 

ï  «3 

1.77 

1-4 

.37 

2-55 

2  86 

X  24 

2.07 

1.6a 

.46 

2-35 

2.66 

»  ?? 

a. 4 

1.91 

.49 

2.18 

2-45 

1.66 

2.76 

a. 33 

•53 

2.04 

2  37 

I  78 

3  M 

a  57 

•57 

1.91 

2.11 

1.91 

3-55 

a. 94 

.6x 

1.8  . 

1.97 

2.04 

398 

3-33 

.64 

1.7 

1-85 

a  16 

4-43 

365 

•2^ 

1.61 

»-77 

2.61 

4.91 

4.09 

.83 

«•53 

1.67 

2  75 

5.94 

5  03 

•9 

I  39 

1  5» 

3-04 

6  49 

1:3 

•95 

1-33 

1-44 

3-18 

7  07 

.:?! 

1.27 

I  37 

3-33 

83 

7.13 

1.17 

1.26 

396 

9.63 
XI.  04 

8.35 
9.68 

X.27 
«-37 

1.09 
1.02 

1.17 
1.09 

4  28 
4.6 

".57 

10.94 

X.63 

•95 

X.02 

5^7 

14.19 

".45 

ï-73 

•9 

96 

5.83 

X5.9 

14.07 

1.84 

•!5 

% 

6.17 

17. 7a 

15.78 

1.94 

.8 

758 

19.63 

17.38 

2.26 

.76 

.81 

21.65 

19.27 

a. 37 

•73 

•77 

7  97 

33.76 
38.27 

21.27 

8.49 

.7 

.73 

8  36 

a5a5 

3  03 

.64 

.67 

10.16 

38  48 

34.94 

is 

•55 

.S7 

11.9 

50.37 

46.2 

.48 

•50 

13.65 

63.63 

58.63 

4-99 

•42 

.44 

16.76 

78.54 

73.29 

6.35 

.38 

•4 

20.99 

95.03 

87.58 

Z*s 

•35 

■36 

2  S.  03 

113. X 

104.63 

8.47 

•32 

.33 

28.46 

132.73 

123.19 

9  54 

.29 

•3„ 

32.06 

153-94 

143-82 

10  71 

.37 

.28 

36. 

176  71 

164.72 

11.99 

•a5 

.26 

40.3 

301.06 

187.04 

14.0a 

«4 

.as 

47. IX 

326.98 

211.24 

:i;S 

.33 

•a3 

53.89 

a54.47 

235.61 

.ai 

.23 

63  33 

The  followîng  table*  gives  the  draught-areas  of  boiler-tubes 
and  flues,  which  hâve  been  computed  on  the  basis  of  the  thick- 
ness  of  such  tubes  taken  from  the  price-lists  of  American  manu* 
facturers  : 

*  American  Engimer,  1885. 
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DRAUGHT-AREAS  OF  TUBES  AND 

FLUES. 

Number  of 

External  diam- 

Draught-areain 

Draught-areain 

tubes  or  fiues 

cicr  in  inchcs. 

square  incbes. 

square  feet. 

=  1  square  foot 
ofdraugbt-area. 

I 

.575 

.0040 

250.0 

li 

.968 

.0067 

149.3 

li 

1.389 

.00964 

103.7 

l* 

I.911 

.0133 

75-2 

2 

2.575 

.0179 

55.9 

2i 

3.333 

.0231 

43-3 

2i 

4.083 

.0284 

35.2 

2* 

5.027 

.0349 

28.7 

3 

6.070 

.0422 

23.7 

3i 

7. 116 

.0494 

20.2 

3i 

8.347 

.0580 

17.2 

3t 

9.676 

.0672 

14.9 

4 

10.93 

.0759 

13.2 

4i 

14.05 

.0976 

10.2 

5 

17.35 

.1205 

8.3 

6 

25.25 

■1753 

5-7 

7 

34.94 

.2426 

4.1 

8 

46.20 

.3208 

3.1 

9 

58.63 

.4072 

2.5 

lO 

72.23 

.5016 

2.0 

f  n  a  flue-retum  tubular  boiler  the  area  of  flues  should  be 
about  20  per  cent,  and  the  draught-area  of  uptake  about  25  per 
cent  greater  than  the  draught-area  of  tubes.  Good  conditions 
for  combustion  and  steaming  are  realized  when  the  grate-sur- 
face  is  8  times  and  the  heating-surface  about  200  to  240  times 
the  draught-area  of  tubes. 

The  location  and  arrangement  of  fire-tubes  has  an  impor- 
tant bearing  on  the  distance  by  which  they  may  be  safely 
separated.  In  locomotive  boilers,  where  they  only  check 
the  rise  of  currents  laden  with  steam  produced  by  their  own 
action,  they  may  be  set  doser  than  in  those  boilers,  as  many 
marine  boilers,  in  which  they  lie  above  a  crown-sheet  from 
which  enormous  quantities  of  steam  are  liberated,  which  steam, 
as  well  as  that  made  by  the  tubes  themselves,  must  traverse 
the  intermediate  spaces.  Where  the  circulation  is  forced  and 
rapid  the  tubes  may  also  be  crowded  more  than  where  natural 
and  sluggîsh.  In  locomotive  boilers,  the  tubes,  which  are  or- 
dinariiy  from   ij  to  2  inches  in  diameter,  are  set  apart  from- 
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one  third  to  one  fifth  their  diameters  ;  but  the  larger  space  is 
probably  none  too  great.      (See  Appendix  for  tables.) 

l66.  The  Détails  of  the  Problem,  as  coming  to  the  de- 
signer and  the  constructor  of  the  steam-boiler,  are  so  largely 
matters  determined  by  expérience,  rather  than  by  any  scientific 
System  or  calculation,  that  much  thought  must  be  given  to 
their  considération  from  the  point  of  view  of  the  practitioner 
in  engineering  and  of  the  artisan  engaged  in  building  such 
structures — from  the  boiler-maker's  side  rather  than  from  that 
of  the  man  of  science. 

The  sélection  of  the  iron  or  steel  for  shell,  for  stays,  or  of 
the  rivets;  the  choice  of  style  of  riveting;  the  détermination 
of  the  character  of  seam  and  lap  ;  the  décision  of  the  question 
whether  the  use  of  reinforced  seams  or  of  heavier  plates  is 
likely  to  prove  best  in  the  end  ;  the  choice  of  type  of  boiler 
even,  in  view  of  known  peculiarities  of  location  or  other 
conditions  :  thèse  must  ail  be  settled  in  conférence  with  the 
boiler-maker,  cven  if  not  directed  absolutely  by  him.  It  sel- 
dom  happens  that  the  engineer  making  the  designs  feels  com- 
pétent to  act  throughout  vvithout  consultation  with  his  lieu- 
tenants in  the  workshop. 

"  Automatic  Stokers  *'  may  usually  be  profitably  employed 
on  "  plants  "  exceeding  looo  horse-power  and  steadily  operated. 
They  reduce  labor-costs  greatly. 


70 


BOILER  HORSE  POWER 
80      90      100     110     130     130     140     150     leO     170     180     190 


FiG.  73di.— Varying  Epficiencies,  ioo  H.  P.  Boiler.    (Meier.) 
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CHAPTER   VIII. 

DESIGKIXG  STEAM-BOILERS — PROBLEMS   IN   DESIGN. 

167.  The  General  Considérations  determining  the  design 
of  a  steam-boilcr  are,  mainly,  the  following  : 

(i)  It  must  supply  a  defined  quantity  of  steam  in  a  speci- 
fied  unit  of  time,  or  it  must  hâve  a  certain  power. 

(2)  It  must  be  as  absolutely  safe  as  it  is  practicable  to 
make  it. 

(3)  It  must  hâve  reasonably  high  efficiency,  and  must  be 
capable  of  working  at  the  lowest  total  expense  for  fuel,  attend- 
ance,  interest  on  first  cost,  taxes,  insurance,  and  ail  other  run- 
ning  expenses,  in  proportion  to  work  done,  that  may  be  attain- 
able. 

(4)  It  must  bc  well  suited  to  the  location,  and  to  ail  the 
spécial  conditions  affecting  it  when  in  opération. 

Marine  steam-boilers  must,  for  example,  be  given  the  mini- 
mum practicable  weight  and  volume,  since  it  costs  as  much  to 
carry  a  ton  of  boiler  as  a  ton  of  cargo,  and  every  cubic  foot 
occupied  by  boilers,  fuel,  or  machinery  displaces  a  cubic  foot  of 
paying  load.  Naval  boilers,  also,  must  usually  be  kept  as  low 
in  the  ship  as  possible  to  reduce  risk  of  injury  by  shot.  So 
important  are  thèse  éléments  in  naval  construction,  that  the 
practical  limits  of  space  and  power  on  shipboard  are  com- 
monly  fixcd  by  the  space  occupied  by  boilers  ;  and  the  réduc- 
tion of  grate-area  is  the  first  problem  attacked  by  the  naval 
architect  and  engineer  seeking  high  speed,  whether  for  yachts, 
torpedo-boats,  or  larger  craft. 

168.  The  Parts  and  Détails  of  the  steam-boiler  may  be 
defined  as  foUows  :* 

*  See  Rankine,  Steam-engine,  p.  449. 
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The  usual  arrangements  of  furnace  and  boiler  may  be 
divided  into  three  principal  classes  : 

(I.)  In  the  external  furnace,  or  "  outside-fired  boiler,"  the 
furnace  is  wholly  outside  of  the  boiler  ;  so  that  the  boiler 
forms/^r/  of  the  superficies  of  the  furnace  ;  the  other  sides  of 
the  furnace  being  usually  of  fire-brick.  Examples  of  this  are 
the  wagon  boiler,  the  plain  cylindrical  boiler  without  internai 
flues,  and  ail  boilers  in  which  the  water  and  steam  are  con- 
tained  in  tubes  surrounded  by  the  flame. 

(II.)  In  the  internal-furnace  or  "  inside-fired  boiler"  the 
fire-chamber  is  enclosed  within  the  boiler,  as  in  boilers  \Vith 
furnaces  contained  in  horizontal  cylindrical  internai  flues,  in 
most  marine  boilers,  and  in  ail  locomotive  boilers. 

(III.)  The  detached  furnace,  which  is  a  fire-chamber  built 
of  fire-brick,  in  which  the  combustion  is  completed  before  the 
gas  comes  in  contact  with  the  boiler. 

The  principal  parts  and  appendages  of  a  furnace  are — 

(i)  The  furnace  propcVy  ox  fircboxy  being  the  chamber  in 
which  the  solid  constituents  of  the  fuel,  and  the  whole  or  a 
part  of  its  gaseous  constituents,  are  consumed. 

(2)  The  grate,  which  is  composed  of  alternate  bars  and 
spaces,  to  support  the  fuel  and  to  admit  air. 

(3)  The  hearth  is  a  floor  of  fire-brick,  on  which,  instead  of 
on  a  grate,  the  fuel  is  burned  in  some  furnaces. 

(4)  The  dcad-plate  or  dumb-platt\  that  part  of  the  bottom 
of  the  furnace  which  consists  of  an  iron  plate  simply. 

(5)  The  mouth'picce,  through  which  fuel  is  introduced,  and 
often  some  air.  The  lower  side  of  the  mouth-picce  isthe  dead- 
plate.     In  many  furnaces  there  is  no  mouth-piece. 

(6)  The  fire-door  closes  the  doorway,  and  may  or  may  not 
hâve  openings  and  valves  in  it  to  admit  air.  Sometimes  the 
duty  of  a  fire-door  is  performed  by  a  heap  of  fuel  closing  up 
the  mouth  of  the  furnace. 

(7)  The  furnace-front  is  above  and  on  either  side  of  the 
fire-door. 

(8)  The  ash'pit  is  the  space  into  which  the  ashes  fall,  and 
through  which,  in  most  cases,  the  supply  of  air  cnters. 

(9)  The  as/trpù  door  is  used  to  regulatc  the  admission  of  air. 
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(lo)  The  bridge  is  a  low  wall  at  the  end  of  the  fumace  over 
which  the  flame  passes  to  the  chimney.  This  is  meant  when 
"  the  bridge''  is  spoken  of  ordinarily  ;  but  the  word  bridge,  or 
bridge-wall,  is  also  applied  to  any  partition  having  a  passage 
for  flame  or  hot  gas  over  it.  Bridges  are  of  fire-brick,  or  of 
plate  iron  and  hollow,  so  as  to  form  part  of  the  water-space 
of  the  boiler,  and  are  then  called  ivater-bridges.  The  top  of 
a  water-bridge  should  slope  upwards  at  the  ends  to  allow  of 
the  rapid  escape  of  the  steam  on  its  internai  surface.  A 
water-bridge  may  project  downwards  from  the  boiler  above 
the  fumace  ;  it  is  then  called  a  hanging  bridge, 

(il)  T\iç.  combustion  or  flame-c/iamber  is  the  space  behind 
the  bridge  in  which  the  combustion  of  the  furnace-gases  is 
completed.  It  may  be  lined  with  brick  or  tile  to  prevent  ex- 
tinction of  the  flame. 

(12)  Bafflers  or  diffuser  s  are  partitions  so  placed  as  to  pro- 
mote  the  circulation  of  the  gas  over  the  heating  surface  of  the 
boiler  or  of  the  currents  of  water  within.  Bridges  fall  under 
this  head. 

(13)  Dampers  are  valves  placed  in  the  chimney,  flues,  or 
passages  to  regulate  the  draught. 

The  principal  parts  and  appendages  of  a  boiler  are  : 
(i)  The  s/te// of  the  boiler.  The  figures  usually  employed 
for  the  shells  of  boilers  are  the  cylindrical  and  the  plane,  and 
combinations  of  those  two  figures.  In  locomotive  boilers, 
part  of  the  shell  is  a  rectangular  box,  containing  within  it  the 
firebox.  The  shells  of  marine  boilers  are  often  of  irregular 
shapes,  adapted  to  the  space  in  the  ship  which  thcy  arc  to 
occupy,  and  approximating  more  or  less  to  rectangular  forms. 
For  heavy  pressures,  however,  they  are  usually  cylindrical,  with 
plane  ends. 

(2)  The   steam-chest,  steam-drmn,  or  dôme  is  a  part  which 
rises  above   the  rest  of   the  boiler,  and  provides  a   space   in 
which  the  steam  may  deposit  any  spray  carried  by  it;  it   is* 
usually  cylindrical. 

(3)  The  furnace  or  firebox  is  usually  within  the  boiler,  so 
placed  as  to  be  covered  with  water.  In  cylindrical  boilers  it  is 
often  in  one  end  of  a  horizontal  cylindrical  flue,  as  in  Cornish 
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boilers  ;  in  locomotive  boilers  it  is  a  rectangular  box.  In 
marine  boilers  it  is  usually  rectangular  in  the  older  kinds  of 
boiler,  and  cylindrical  in  the  high-pressure  cylindrical  tubular 
boiler. 

(4)  A  tube-plate  forms  part  of  the  shell  of  the  boiler,  or  one 
side  of  an  internai  firebox,  or  flue,  and  is  perforated  with 
holes,  into  which  the  ends  of  the  tubes  are  fixed.  Each  set 
requires  a  pair,  one  for  each  end  of  the  tubes. 

(5;  The  man-hole  is  an  opening  in  the  top  or  end  of  the 
boiler,  large  enough  to  admit  a  man.  The  bolts  holding  the 
man-hole  cover  must  be  capable  of  safely  bearing  their  load. 
Commonly  the  cover  opens  inwards,  and  is  kept  closed  by  the 
pressure  of  the  steam,  and  is  held  by  bolts  and  nuts  to  a  cross- 
bar outside  the  man-hole. 

(6)  Hand'holes  are  openings  usually  placed  at  qr  near  the 
lowest  part  of  a  boiler,  and  large  enough  to  admit  the  hand, 
which  are  opened  occasionally  for  the  discharge  of  sédiment. 

(7)  The  blow-off  apparatus  consists  of  a  cock  at  the  bottom 
of  the  boiler,  which  is  opened  to  cleanse  the  boiler  by  empty- 
ing  it  or  to  discharge  brine,  and  prevent  sait  from  collecting. 
The  surface  blow-cock  discharges  the  scu7n  which  collects  on 
the  surface  of  the  water. 

(8)  The  pressure-gauge  shows  the  pressure  within  the 
boiler.  • 

(9)  The  water-gauge  shows  the  level  of  the  water  in  the 
boiler.  Gauge-cocks  are  set  at  différent  levels:  one  at  the 
proper  water-level,  another  a  few  inches  above,  and  a  third  a 
few  inches  below.  Opening  thèse  the  engineer  ascertains  the 
level  of  the  water.  The  glass  water-gauge  consists  of  a  strong 
glass  tube,  communicating  with  the  boiler  above  and  below 
the  water-level.  The  level  of  the  water  is  thus  rendered  visi- 
ble. Every  boiler  ought  to  be  provided  with  both  forms  of 
gauge. 

(10)  Clothing  and  lagging  prevent  waste  of  beat.  The 
former  is  made  sometimes  of  hair  felt,  the  latter  covers  it  with 
a  layer  of  thin  wooden  boards.  Asbestus,  ashes,  and  other  ma- 
terials  are  similarly  used.  Hair-felt  has  sometimes  been  found 
to  singularly  accelerate  internai  corrosion. 
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169.  The  Design  of  the  Plain  Cylindrical  Boiler  is  the 

simplest  problem  of  its  class.  This  boiler,  consisting  of  only 
a  cylindrical  shell  and  plane  or  domed  heads,  is  not  likely  to 
afford  opportunity  for  the  display  of  either  great  knowledge  in 
design  and  construction  or  of  ingenuity  in  its  détails.  This 
type  is  selected  when  cheap  fuel  or  bad  water  make  it  unwise 
to  adopt  more  economical  forms. 

The  shell  is  usually  about  twelve  diameters  in  length,  but  is 
sometimes  made  fifteen  or  even  twenty,  and  double  the  last  fig- 
ure has  been  known.  In  some  cases  this  boiler  has  been  built  as 
a  cylindrical  ring— an  annulus  of  large  diameter  and  of  circular 
section.  Common  sizes  for  this  class  of  boiler  range  from  24 
to  36  inches  (63  to  91  cm.)  diameter  of  shell,  and  24  to  36  feet 
(7.3  to  1 1  m.)  long.  As  the  diameter  of  the  boiler  usually  fixes 
the  vvidth,of  grate,  and  as  the  length  of  grate  is  rarely  found  to 
be  profitably  extended  beyond  about  6  feet  (1.8  m.),  the  power 
of  the  boiler  has  a  very  simple  relation  to  its  size.  The  ratio 
of  heating  to  grate  surface  is  always  thus  made  small,  and  thp 
boiler  is  necessarily  uneconomical  of  fuel. 

This  boiler  is  usually  designed  with  single-riveted  seams 
throughout,  although  safety  and  even  ultimate  economy  of 
cost  and  opération  during  its  lifetime  may  be  sometimes  gained 
by  double-riveting  the  longitudinal  seams  ;  which  would  thus 
be  sfrengthened  in  the  proportion  of  about  70  to  55  or  60,  01 
not  far  from  20  per  cent,  and  the  vvhole  structure  would  be 
made  correspondingly  safer. 

The  thickness  of  shell  is  determined  by  the  pressure  of 
steam  to  be  carried  and  the  factor  of  safety  adopted.  Assum- 
ing  the  iron  to  hâve  a  tenacity  of  50,000  pounds  per  square 
inch  (3515  kilogs.  per  sq.  cm.),  the  joints  will  hâve,  as  may  be 
assumed,  0.60  this  resisting  power,  and  the  boiler-shell  is  to  be 
calculated  with  this  loss  in  mind,  and  will  be  made  as  if  the 
sheets  hàd  a  tenacity  of  30,000  pounds  per  square  inch  (2109 
kgs.  per  sq.  in.),  and  were  of  uniform  strength  through  the 
seams.  In  illustration,  assume  it  to  be  demanded  that  a  "  36- 
inch  cylindrical  boiler"  shall  be  designed  to  sustain  a  pressure 
of  100  pounds  per  square  inch  (7  kilogs.  per  sq.  cm.).  The 
thickness  of  shell  should  be. 
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when  /»  dy  and  T  are  the  pressure  and  the  diameter  of  the 
shell  and  the  tenacity  of  the  métal,  and  k  is  the  "  efficiency"  of 
the  seam,  which  we  may  hère  assume  to  hâve  ^  =  0.55,  or  55 
per  cent  of  the  strength  of  the  solid  sheet  ;  the  factor  of  safety 
is  taken  asy"=6.  The  thickness  of  shell  should  be  three- 
eighths  of  an  inch  (i  cm.  nearly).  Such  thickness  is  not  usual, 
and  a  factor  of  safety  of  four  and  a  thickness  of  one  quarter  of 
an  inch  (0.635  cm.)  is  more  common  for  this  case  in  gênerai 
practice,  and  is  allowed  by  the  law  as  may  be  seen  in  article 
55,  to  which  référence  may  be  made  for  tabulated  légal  dimen- 
sions  of  this  class  of  boilers. 

The  heads  of  the  cylindrical  boiler  are  sometîmes  made  of 
cast-îron,  the  thickness  made  empirically  from  i^  to  2j  inches 
(3.8  to  6.4  cm.)  for  diamsters  of  from  24  to  36  inches  (63  to  91 
cm.)  respectively  ;  they  are  often  of  sheet-iron  of  the  same 
thickness  as  the  shell,  and  domed  to  give  them  resisting  power, 
— an  excellent  construction,  especially  when  pressed  into  exact 
shape  in  the  forming  die  of  the  hydrauKc  press.  When  the 
heads  are  plane,  they  are  stayed  either  by  stays  running  to  the 
sides  of  the  boiler  at  angles  of  from  10°  to  30°,  or  by  triangu- 
lar  "  gusset-plates"  riveted  to  the  heads  and  sides.  This  last 
construction  is  subject  to  the  objection  that  the  gusset-plates 
are  necessarily  irregularly  strained  and  liable  to  tear.  Stay- 
rods  are  of  suflficient  size  to  safely  carry  the  whole  pressure  re- 
ceived  on  the  heads,  and  securing  both  heads,  pass  from  the 
one  to  the  other,  the  whole  length  of  the  boiler,  with  adjust- 
able  nuts  at  each  end,  outside  the  head,  and  inside  as  well. 

A  dished  hcad  is  probably  the  best  form  to  give,  w^hether  of 
boiler,  of  dôme,  or  of  steam  and  mud  drums.  As  shown  by 
Mr.  Robert  Briggs,*  equal  strength  with  the  shell  or  with  a 
stayed  head  can  be  obtained  by  giving  the  proper  form  to  the 
head-sheet  without  any  staying.  Thus  it  is  known  that  the 
strength  of  a  spherical  shell  is  twice  as  great  as  that  of  the 

*  Journal  Franklin  Institute,  1878. 
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cylinder  of  the  same  diameter,  when  both  shell  and  cylinder 
hâve  the  same  thickness;  or  that  a  spherical  •  shell  possesses 
the  same  strength  as  a  cylindrical  shell  of  the  same  thickness, 
when  the  radius  of  the  spherical  surface  is  equal  to  the  diame- 
ter of  the  cylinder.  When  the  rule  stated  is  applied  to  the 
head  of  the  dôme  or  of  the  boiler,  which  is  formed  to  a  part  of 
a  spherical  surface  whose  radius  is  the  diameter  of  the  dôme  or 
boiler,  the  head  is  "  dished  "  out  O.134  the  diameter  of  the 
head,  in  order  to  give  the  same  strength  to  resist  internai  pres- 
sure, for  both  head  and  shell,  of  the  same  thickness  of  iron.  A 
small  allowance  is  needed  for  the  thinning  of  the  sheet-iron,  in 
disking,  This  allowance  is  easily  computed  thus:  The  sur- 
face of  the  flat  circular  plate  is  to  that  of  the  dished  plate  as 
I  to  1.072,  and  the  thickness  of  the  circle,  before  dishing,  should 
be  about  7  per  cent  (one  fourteenth)  greater  than  that  of  the 
shell.  The  flangeing  of  the  head  will  inevitably  upset  the  flange 
itself  to  a  thickness  much  above  the  original  ;  and  a  dished  head 
of  ordinary  thickness  will  be  much  stronger  than*  the  shell 
sheets  at  the  joints,  where  they  are  weakened  by  rivet-holes, 
even  if  put  together  with  the  double-riveted  longitudinal 
seams. 

Heads  of  sheet-iron  are  usually  made  ten  or,  better,  twenty 
per  cent  heavier  than  the  shell. 

A  man-hole  is  commonly  located  in  the  most  accessible  end 
of  the  boiler,  and,  often,  a  hand-hole  through  which  the  boiler 
may  be  completely  drained,  and  ail  mud  and  scale  removed. 
The  feed-pipe  usually  enters  through  the  front  head,  but  some- 
times  at  the  rear.  It  should  always  be  at  a  part  readily  reached 
for  inspection  and  repairs.  If  on  the  shell,  the  opening  should 
always  be  reinforced  by  a  heavy  wrought-iron  ring  and  the 
strength  of  the  boiler  thus  increased  rather  than  diminished  by 
its  introduction.  The  ring  should  be  riveted  inside  the  open- 
ing. The  steam-pipe  is  sometimes  led  directly  out  of  the  top 
of  the  boiler,  but  is  better  placed  in  connection  with  a  steam- 
dome  or  steam-drum,  in  order  to  obtain  as  dry  steam  as  is  pos- 
sible. The  safety-valve  should  hère,  as  in  ail  other  cases,  be  so 
placed  that  no  accident  or  carelessness  can  close  its  communi- 
cation with  the  steam-space;  a  stop-valve  placed  between  it 
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and  the  boiler  bas  been  known  to  produce  a  disastrous  explo- 
sion, when  shut  by  an  ignorant  or  thoughtless  attendant. 

Gauge-cocks  should  always  be  attached  even  if  the  glass 
watèr-gauge  is  in  use.  The  experienced  manager  of  boilers 
iiever  feels  perfect  confidence  in  any  other  water-level  indicator, 
however  convenient  and  generally  accurate.  In  setting  the 
gauge-cocks  it  is  usual  to  allow  about  one  third  the  volume 
of  the  boiler  for  steam-space.  The  foUowing  table,  calculated 
by  Mr.  W.  F.  Worthington,  gives  the  volume  of  this  space  in 
unity  of  length  of  the  shell,  British  measures  : 


TABLE  FOR  CALCULATING  THE  CAPACITV  OF  THE  STEAM 
CYLINDRICAL   BOILERS. 


SPACE  IN 


Diam|    30»        32"        34»        36»        38»        40f        42"  48»     !    54»        6o«         66t  7a 


In. 


%     3 
•..      4 

l     \ 


Va 

XL  *o 
O  21 


Mullipliers  (cubic  feet). 


In. 


.05 

■  14 

.25 

•39 

•53 

.70 

.87 

1.05 

1.24 

1-43 

i.6< 

1.83 

2.04 

2.24 


05 
14 
26 
40 
56 
72 

QO 
1.09 
1.29 

»   49 

1  6q 
1.91 

2  13 
2  35 
2-57 


.05 
•»5 
.27 
.42 

•57 
•75 
•93 
I-Ï3 
1-33 
1-55 
1.76 
1.98 
2.21 
2.44 
2.68 
2.92 


•05 

.15 

.28 

•43 

•59 

•77 

.96 

1.17 

1.38 

ï-59 

1.82 

2.06 

2.30 

»-53 

2.79 

3  03 
3.28 


.05 

.i6 

.20 
•44 
.61 
.80 

■99 
1.20 
1.42 
1.65 
1.89 

2.n 
2.36 
2.63 

2.8g 

3->5 
341 
3^67 


.06 

.16 

•30 

•45 

■63 

.82 

1.02 

1.24 

ï-47 

1.70 

»  95 
2.20 
2.46 
2  72 
2.98 
3.26 
3-53 
3.81 
4.08 


.06 

.06 

.06 

.16 

.17 

.19 

:J6 

•  64 
.83 

•32 
•  50 
.69 
.91 

.34 
.53 
.73 
.96 

1.05 

1.14 

1.20 

1.27 

x^37 

1.47 

1.51 

1.62 

1-73 

175 

1.89 

2.02 

2.00 
2.26 

a. 18 
a. 46 

2  33 
a  63 

2.53 

2.75 

2.93 

2.80 
3.08 

3-37 
3^65 
3.93 
4.22 
4^52 


RiTLB.— Multiply  the  number  in  the  table  by  the 
ieogth  of  the  boiler  in  feet,  and  the  product  will  be 
the  capacity  of  the  steam-space  in  cnbic-feet. 


3-04 

3-35 
3.66 

3  98 
4-3" 
4.63 
4.96 
5.28 
5^6i 
5-95 


.07 

•or 

.20 

.91 

•37 

•35 

•55 

t 

.78 

1.02 

1.08 

1.27 

«•35 

.»-55 

1.63 

1.85 

1.94 

2.14 

2.26 

3  25 

36. 
3-94 
4.29 
4.63 
5-00 
5.35 
5  72 
6.10 
6.46 
6.8a 
7.20 
757 


2.46 
2.79 

3  12 
3-47 
3.84 

4  »9 
4-57 

4  95 

5  32 
572 
6.12 
6.51 
6.92 
7  33 
775 
8.IS 
8.57 
8.97 
9-39 


2.59 
2-95  . 
3-31  I 
3-^7  ' 
4-05  I 
4-43  ' 
4.83  I 
5-23 
5.66  , 
6  08  I 
6.50 
6.92 
7.35 
779 

8.22 
8.70 
9.14 

959 
10.04 
XO.49 
10.94 
I  "-39 


.21 

•39 
.61 

.85 
1.12 
1.41 
Î.71 
2.04 
2  38 
2-74 
3.08 
346 
3.85 
4.26 
4.67 
5.09 
5^53 
5^97 
6.41 
6.84 
730 
7.76 
8.24 
8.71 
9.20 
9.68 
10.17 
10.67 
11.16 
IX. 6a 

12.12 

12.62 
13.12 
13 .63 


3 
4 
5 

6 
7 

M 


I  «3  g- 

14  2 

I  15  2 

'  16  %t 

•7  S 

20  g 
ai  ^ 
11   S 

24  4> 

:ii 

■7  .s 

a8  0 

29 

30 

31 

32 

33 

34 

35 


In  designing  this,  as  any  other  boiler  havîng  a  cylindrical 
shell  and  fired  externally,  it  is   advisable   to  sçcure  as  large 
23 
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sheets,  and  as  fcw  seams  on  the  under  side  and  where  exposed 
to  the  action  of  the  fire  and  the  furnace  gases,  as  possible. 
Boilers  are  now  often  made  with  but  a  single  sheet  extending 
from  end  to  end,  and  of  such  width  that  ail  longitudinal  seams 
are  above  the  reach  of  flame. 

The  steam-space  should  be  of  such  volume  that  the  varia- 
tion of  pressure  produced  by  each  stroke  of  the  engine  should 
be  unimportant.  An  old  rulc  given  by  Bourne  made  the  space 
not  less  than  twelve  times  the  volume  of  stcam  takcn  ou',  by 
the  engine  at  each  stroke  ;  it  may,  however,  be  less  for  a  given 
power  as  the  speed  of  rotation  of  the  engine  is  higher  and  as 
the  ratio  of  expansion  is  increased.  Tredgold  would  restrict 
the  variation  of  steam-pressure  at  each  stroke  to  about  three 
per  cent  of  the  normal  amount,  which  would,  if  V  be  the 
volume  of  steam-space  of  the  boiler,  5  that  of  the  single  cylin- 
der,  up  to  the  point  of  "  cut-off,"  and  r  the  ratio  of  expansion, 
adopting  Tredgold's  coefficient,  0.033, 

For  coupled  engines,  a  much  smaller  space  may  be  al- 
lowed. 

According  to  Shock,*  marine  boilers  of  the  older  types 
work  dry  when  they  contain  in  their  steam-space  a  supply  suf- 
ficient  for  the  engine  during  14  seconds  and  give  wet  steam  if 
the  steam-space  is  sufficient  for  but  12  seconds  ;  while  the  more 
modem  forms  of  high-pressure  boilers  will  only  furnish  dry 
steam  when  containing  a  volume  equal  to  20  seconds*  supply. 
Steam-space  of  considérable  altitude  is  most  efifective. 

170.  Stationary  Flue-boilers  are  designed,  as  to  dimen- 
sions of  shell,  very  much  as  are  plain  cylindrical  boilers. 
They  are  commonly  of  somewhat  larger  diameter  and  of  com- 
paratively  less  length. 

The  Cornish  boiler,  in  which  the  single  great  flue  serves  also 
as  furnace,  is  rarely  made  of  less  than  6  feet  (1.8  m.)  in  diame- 
ter, as  a  smaller  flue  than  that  so  obtained  gives  too  contracted 


*  Steam-boilers,  p.  306. 
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a  furnace.  The  length  of  this  boiler  is  usually  from  25  to  40 
feet  (7.6  to  12  m.).  The  thickness  of  shell  is  m.ade  about  \  inch 
(1.27  cm.)  and  of  flue  f  inch  (0.95  cm.)  for  the  shorter  and  \ 
inch  (1.27  cm.)  for  the  greater  length,  the  steam-pressure 
adopted  being  usually  about  40  pounds  per  square  inch  (3  at.). 
Both  should,  however,  be  carefully  computed  by  the  methods 
already  given  (§§  55,  56),  and  a  good  factor  of  safety — not  Icss 
than  6 — is  advised  to  be  adopted  and  permanently  maintained. 
The  flue  is  nearly  always  one  half  the  diameter  of  the  shell. 
Where  the  boiler  is  long,  and  the  flue  thus  becomes  structurally 
weak,  strengthening  rings,  or  flanged  girth-seams,  should  be 
adopted  to  insure  greater  strength  and  safety  in  the  flue,  which 
should,  because  of  its  spécial  liability  to  injury  and  gênerai,  as 
distinguished  from  local,  failure,  be  even  safer  against  collapse 
than  the  shell  against  bursting.  Collapse  of  the  flue,  however, 
is  less  likely  to  be  disastrous  to  life  and  surrounding  property 
than  explosion  of  the  shell.  The  heads  are  so  well  stayed  by 
the  flue  that  they  require  no  other  bracing  belovv  the  water- 
line  ;  above  that  level,  however,  they  should  be  stayed  by  ei- 
ther  stay-rods  or  gusset-pieces,  like  the  plain  .cylindrical  boiler. 
The  same  remarks  also  hère  apply,  relative  to  appurtenances  of 
the  boiler,  as  in  the  preceding  case. 

M^dtiflue  Boilers  are  constructed  either  with  or  without 
fireboxes.  The  latter  will  be  considered  more  at  length  in 
later  articles.  Flue-boilers  without  fireboxes  are  simply  com- 
posed  of  a  cylindrical  shell  with  plane  heads,  and  having  flues 
running  from  end  to  end,  below  the  water-line,  and  secured  in 
the  heads,  at  each  end,  by  means  of  flanges  turned  in  those 
"  flue-sheets'*  and  riveted  to  the  ends  of  the  flues.  Thèse 
flanges  are  usually  turned  inwards,  but  are  sometimes  on  the 
exterior,  the  projecting  end  of  the  flue,  extending  beyond  the 
plane  of  the  head.  The  number  and  size  of  thèse  flues  is  de- 
termined  mainly  by  the  judgment  of  the  designer,  and  no  rule 
exists  ;  but  the  better  the  water  used  and  the  more  valuable 
the  fuel  consumed,  the  more  numerous  the  flues.  Where  two 
are  put  in,  they  are  commonly  about  one  third  the  diameter  of 
the  boiler,  each,  and  are  set  side  by  side  below  the  horizontal 
<liametral  line  of  the  shell.     When  more  are  used,  the  number 
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is  first  încreased  to  five,  each  of  about  one  fourth  the  size  of 
the  boiler-shell.  With  still  further  subdivision  the  designer 
puts  them  in  as  he  best  can,  ordinarily  keeping  their  centres  at 
the  intersections  of  horizontal  and  vertical  lines,  set  apar*  dis- 
tances equal  to  the  diameter  of  flue  plus  the  desired  space  for 
circulation,  which  varies  from  one  half  to  one  fourth  the  diam- 
eter of  the  flue  accordingly  as  the  latter  are  more  or  less  nu- 
merous.  Ample  room  for  circulating  currents  is  no  less  essen- 
tial  to  efficiency  than  extent  of  heating-surface,  and,  as  a  matter 
of  safety,  more  so.  Small  flues  are  commonly  made  of  iron  of 
the  same,  or  somewhat  less,  thickness  with  the  shell,  and,  when 
numcrous,  hâve  an  excess  of  strength  over  that  indicated  by 
calculation  and  a  correspondingly  increased  margin  for  safety. 


FiG.  74— Fluk  with  Rings. 

Flues  of  sizes  below  5  or  6  inches  (1.5  or  1.8  cm.)  diam- 
eter are  not  usually  riveted  up,  as  is  the  case  with  the  larger 
flues,  but  are  commonly  drawn  in  the  tube-rolling  mill  and  are 
known  în  the  market  as  tubes.  The  larger  mills  also  often  pro- 
duce drawn  tubes,  or  flues,  of  much  larger  size;  some,  handled 
by  the  Author,  hâve  been  as  large  as  16  inches  (4.9  cm.). 
In  conséquence,  partly,  of  such  changes  in  modem  facilities  for 
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construction,  and  for  various  other  obvious  reasons,  the  tubu- 
lar  has  very  generally  superseded  the  flue  boiler.  Where  still 
used,  it  is  customary  to  allow  about  12  square  feet  (1.16 
sq.  m.)  of  heating  surface  per  horse-power,  and  not  far  from 
20  to  I  as  the  proportion  to  grate-surface. 

Fig.  74  illustrâtes  a  case  in  which  the  flues  are  strength- 
ened  by  rings,  placed  at  the  girth-seams  joining  each  adjacent 
pair  of  ring-courses. 

The  domestic  make  of  corrugated  flue  now  used  in  the 
"  Scotch"  marine  boiler  is  illustrated  in  the  following  engraving. 


Fig.  75.— The  Corrugatbd  Fluk. 


In  this  class  of  boiler   it  proves    particularly  valuable,  since 
the  construction  hère  met  with,  of    high  steam-pressure  and 


PiG.  76.— FoRM  or  Corrugatbd  Flub  uskd  as  Furnacb  in  Marine  Boilbr. 

a  forced  fire,  is  one  which  demands  strength  of  structure,  and, 
at  the  same  time,  compels  the  use  of  thin  iron.     One  objection 
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to  this  form  of  flue  is  found  in  its  liability  to  become  encrust- 
ed  with  scale  or  with  sédiment  in  the  corrugations. 

Fig.  76  shows  the  form  given  the  corrugated  flue  when 
constructed  for  use  as  a  furnace  in  a  marine  boiler,  and  as 
made  by  Mr.  Fox,  who  first  successfully  manufactured  them. 
The  joints  are  welded  in  a  gas-flame,  and  are  usually  but  Httle, 
if  at  ail,  weaker  than  the  solid  sheet. 

For  good  stationary  boilers,  according  to  Cave,*  about  4 
pounds  of  steam  may  be  allowed  as  the  evaporation  -to  be  ex- 
pected  per  square  foot  of  heating  surface  (19  kgs.  per  sq.  m.)  ; 
but  this  quantity  is  vèry  variable  with  the  form  and  proportions 
of  the  boiler,  locomotive  boilers  producing  scveral  times  this 
quantity,  and  the  amount  so  evaporated  increasing  generally 
as  the  efiîciency  of  the  generator  diminishes.  The  Cornish 
boiler,  as  formerly  customarily  operated,  supplied  but  about  one 
fourth  the  above-mentioned  quantity  of  steam. 

171.  The  Cylindrical  Tubular  or  Multitubular  boiler  like 
the  flue  boiler,  may  be  made  either  with  or  without  firebox  ; 
it  is  now  most  frequently  made  "  plain,"  consisting  of  a  cylin- 
drical shell,  with  plane  heads  and  a  "  nest  "  of  tubes  fitting  and 
nearly  filling  the  water-space  up  to  the  water-level.  The  com- 
mercial and  accepted  rating  and  proportions  of  this  class  of 
steam-boiler  hâve  already  been  given  in  §  161.  In  ail  impor- 
tant work,  the  designing  engineer  will  carefully  détermine  the 
size  and  economical  proportions  for  the  spécial  case  in  hand. 
The  following  may  be  taken  as  illustrât ing  the  process  for  this 
case,  as  well  as  for  boilers  generally  : 

It  is  required  to  design  a  tubular  boiler  or  a  set  of  boilers 
capable  of  supplying  steam  to  a  condensing  engine  of  500  horsc- 
power,  guaranteed  to  demand  not  more  than  22  pounds  (10 
kgs.)  of  steam  per  H.  P.  per  hour,  the  pressure  to  be  100  pounds 
per  square  inch  (6^  atmosphères),  and  the  feed-water  to  be 
taken  from  the  condenser  at  120°.  Fahr.  (48°.  8  C). 

The  first  step  is  to  détermine  the  quantity  of  steam  to  be 
made.  Calculation  on  the  above  basis  would  make  it  11,000 
pounds  (4990  kgs.)  per  hour,  evaporated  from  120°  Fahr.  (48°.8 

*  Traité  des  Machines  à  Vapeur;  Bataille  et  Jullin. 
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C.)  at  338°  Fahr.  (170°  Cent.)  as  shown  by  the  steam-tables 
(Appendix,  Table  I.).  At  the  customary  ratîng,  however  (30 
pounds  or  13.6  legs,  per  horse-power),  the  weight  to  be  evapo- 
rated  would  be  I5,CXX)  pounds  (6804  kgs.)  per  hour,  and  this 
larger  figure  is  taken  as  permîtting  a  good  margin.  Were  this 
evaporated  by  the  best  fuel  and  in  a  boiler  having  the  efficiency 
unity,  it  would  require  the  supply  of  looo  pounds  (4536  kilogs) 
of  coal  per  hour. 

The  financially  désirable  efficiency  of  the  boiler  should  be 
next  determined  as  indicated  in  the  chapter  devoted  to  that 
subject  ;  it  may  be  hère  assumed  to  hâve  been  found  to  be 
0.75  ;  and  1333  pounds  (6048  kgs.)  of  fuel  would  be  demanded 
per  hour.  By  the  use  of  the  expression  already  found  (§  98) 
we  hâve 

£=0.75  = 


in  which  we  may  take  A  =  0.5  and  .ff  «=  i  ;  then 

B^E     F  i~o.75    _2  ' 

AE    -5""^-o7S  Xo.5~3'    '    "     "     ^^^ 

and 

S^iF. (2) 

Thus  the  best  ratio  of  heating  to  grate  surface  îs  1.50  the 
number  representing  in  British  measures  the  quantity  of  fuel 
burned  on  the  unit  area  of  grate.  It  thus  becomes  necessary 
as  a  next  step  to  ascertain  this  last  quantity,  and  therefore  to 
ascertain  the  height  of  chimney.  This  is,  in  the  case  of  con- 
siderable  power,  as  hère,  to  be  determined  by  the  princîples  de- 
tailed  in  §§  157  and  158.  A  height  of  125  feet  may  be 
taken  as  the  resuit  of  this  investigation.  A  well-designed 
chimney  of  this  altitude  should  permit  the  combustion  of  15 
pounds  per  square  foot  (7.5  kgs.  per  sq.  m.)  of  grate  with  a  mar- 
gin of  at  least  one  third  for  contingencies.     On  this  basis,  the 
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area  of  grate  must  be  82  square  feet  (7.6  sq.  m.)  and  the  area 
of  heating  surface  2460  square  feet  (228  sq.  m.  nearly).  This 
is  to  be  distributed  among  two  or  more  boilers  ;  since,  although 
a  thousand  horserpower,  even,  may  be,  and  sometimes  is,  ob- 
tained  from  a  single  borler,  it  is  usually  found  inexpedient  to 
concentrate  power  to  such  an  extent. 

A  boiler  of  5  feet  (i.^tn.)  diameter  and  2\.qx  3  diameters 
long  bas  become  a  very  common  and  very  satisfactory  size. 
This  permits  a  grate  of  about  30  square  feet  (2.8  sq.  m.),  and 
three  such  boilers  having  grates  6  feet  (1.8  m.)  in  length  would 
give  the  required  grate-area  with  an  allowance  of  ten  per  cent 


FiG.  77.— TUBULAR    BOILRR. 

for  ineffective  surface  along  the  edges  and  in  the  corners.  It 
may  be  taken  as  a  good  rule  to  throw  in  ail  such  différences 
on  the  side  of  increased  boiler-power.  A  boiler  of  this  charac- 
ter  with  3-inch  (7.6  cm.)  diameter  of  tube  will  be  found  to  hâve 
63  square  feet  (5.9  sq.  m.)  area  of  beat ing-surf ace  per  unit 
length,  and  a  length  of  15  feet  (4.57  m.)  gives  very  exactly  the 
desired  total  area  for  a  single  boiler.  The  proportion  of  length 
of  tube  to  diameter, 60  to  i,  is  considered  a  good  one,  although 
rather  high  ;  and  such  a  boiler  operated  under  the  assumed  con- 
ditions would  supply  the  power  demanded  with  the  intended 
economy  of  fuel. 
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The  tube-sheets  would  be  made,  if  of  stcel,  a  half-inch  (1.27 
cm.),  or  a  little  less,  in  thickness,  to  give  good  holding  power, 
and  the  shell,  if  of  métal  having  a  tenacity  of  6o,ocx)  pounds 
per  square  inch  (4218  kgs.  per  sq.  cm.),  would  be,  if  double- 
riveted  in  the  longitudinal  seams,  as  in  Fig.  TJ^  f  inch  (0.95 
cm.)  in  thickness.  The  tubes  would  be  66  or  68  in  number, 
and  the  braces  of  sufficient  number  and  strength  to  sustain 
the  heads  safely.  Thé  dôme  would  be  probably  given  about 
one  half  the  diameter  of  the  boiler,  and  be  made  of  métal  rather 
more  than  one  half  as  thick,  as  it  would  usually  be  single-riv- 
eted. 

The  tubes  should  always  be  placed  in  vertical  and  horizon- 
tal rows;  to  "stagger**  them  would  insure  a  defective  circula- 
tion and  injury  to  those  thus  exposed  to  overheating. 

The  later  construction  of  the  shell-boiler  with  a  single 
"  fire-sheet,"  in  place  of  the  older  arrangement  of  two  or  three 
courses  over  the  fire,  has  the  advantages  of  sîmplicity  of  con- 
struction, the  av-oidance  of  seams  exposed  to  the  direct  action 
of  the  flame,  and  of  increased  résistance  of  internai  pressure. 
The  disadvantages  are  found  in  the  fact  that,  especially  in 
large  boilers,  the  longitudinal  seams  may  not  be  placed  high 
enough  on  eîther  side  to  be  out  of  reach  of  the  fiâmes,  that 
they  produce  long  unbroken  lines  of  weakness — a  dangerous 
élément — and  they  lose  the  advantage  due  to  "breaking 
joints." 

172.  Marine  Flue-boilers  are  rarely  used  at  sea,  but  remain 
in  use  on  the  rivers  of  the  United  States.  In  their  design,  the 
same  principles  which  hâve  just  been  applied  are  also  applica- 
ble in  the  détermination  of  the  dimensions  of  shell  and  flucs. 
The  firebox  forms  an  essential  feature  of  this  class,  however  ; 
and  its  construction  involves  calculations  of  strength  of  stayed 
surfaces.  In  the  locomotive,  the  stay-bolts  are  placed  4  or 
5  inches  (10  to  12.7  cm.)  apart,  but  in  marine  boilers  they  are 
more  widely  distribut ed,  as  working  pressures  are  lower.  In 
any  case,  the  area  of  the  flat  surface  should  be  estimated,  and 
also  the  pressure  upon  it,  and  a  sufiîcient  number  of  braces 
used  to  provide  for  that  pressure.  If  the  braces  are  of  iron  of 
known  strength,  say  60,000  pounds  per  square  inch  (3515  kgs. 
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per  sq.  cm.),  a  factor  of  safety  of  lo  would  give  6,0CX)  pounds 
(or  422  kgs.)  on  each  brace  of  unit  section,  and  the  number  of 
braces  should  be  sufficient  to  safely  carry  the  load  on  the  total 
surface.  The  heavier  the  plate,  the  greater  its  résistance  to  the 
distorting  action  of  the  steam-pressure,  and  the  heavier  the 
stay-bolts  and  the  wider  their  spacing.  In  the  older  forms  of 
marine  flue-boiler,  in  which  steam-pressures  ranged  from  25  to 
40  pounds  per  square  inch  (if  to  2\  atmos.),  the  stay-bolts  were 
usually  spaced  from  10  to  8  inches(25  to20cm.)apart,  and  were 
given  a  diameter  of  from  one  eighth  to  one  tenth  those  figures. 
•This  form  of  boiler  has  so  generally  been  superseded  by  the 
tubular  boiler  that  it  has  now  comparatively  little  importance, 
except  on  the  large  rivers.  The  foUowing  are  the  proportions 
adopted  on  board  a  number  of  Ohio  and  Mississippi  river 
steamers,  ail  of  which  use  the  lap-welded  and  drawn  tube  in 
place  of  the  older  form  of  riveted  flue  :  A  steamer  on  the 
Ohio  has  two  boilers,  47  inches  diameter  and  24  feet  long, 
ten  lap-welded  flues  in  each,  of  8  inches  diameter;  two 
boilers  41  inches  diameter,  24  feet  long,  with  six  lap-welded 
flues  in  each,  of  10  inches  diameter;  steamer  Golden  Rule, 
three  boilers,  44  inches  diameter,  26  feet  long,  with  three  8- 
and  three  lo-inch  lap-welded  flues  in  each.  Such  flues  are  more 
cylindrical  in  form  than  the  riveted  flue,  thereby  lessening  the 
chances  of  collapsing.  There  are  no  rivet-heads  or  laps  to  in- 
terfère with  the  draught,  and  consequently  the  flues  are  not  li- 
able  to  choke  up  with  soot,  are  much  less  apt  to  scale,  and  hav- 
ing  smooth  surface,  are  much  more  easily  cleaned. 

The  water-level  should  be  at  least  6  inches  (2.4  cm.)  above 
the  highest  flue,  and  is  usually  fixed  by  law  or  régulation  at  a 
minimum  of  4  inches  (1.6  cm.).  The  highest  line  of  heating- 
surface  is  usually  required  to  be  below  that  level.  Where  ex- 
posed  to  flame  thèse  boilers  are  not  allowed  to  hâve  a  thick- 
ness  exceedingo.51  înch(i.2  cm.),  and  a  water-space  of  at  least 
3  inches  (7.6  cm.)  is  left  between  the  flues  and  between  flue 
and  shell. 

173.  The  Marine  Tubular  Boiler  has  now  almost  univer- 
sally  been  brought  to  a  very  definite  standard  form  and  propor- 
tions.    It  has  been  already  described  as  consisting  of  a  cylin- 
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drical  shell  with  plane  heads,  traversed  by  large  flues  and 
comparatively  small  tubes,  the  furnaces  being  cylindricaL 
Those  designed  for  sea-going  steamers  are  often  of  very  large 
diameter,  the  steam-pressures  often  exceeding  ten  atmosphères 
(150  pounds  per  square  inch),  they  are  also  made  of  very  heavy 
boiler-plate.  Thèse  boilers  naturally  are  oftener  double- 
riveted  than  those  of  smaller  diameter,  and  every  expédient 
known  to  the  engineer  is  adopted  to  insure  safety.  Diameters 
of  15  and  even  of  nearly  20  feet  (4.6  and  nearly  6  m.)  are  com- 
mon,  and  plates  as  thick  as  ij  inches  (3.2  cm.)  hâve  been  used. 
Thèse  heavy  plates  are  usually  butted  at  the  seams,  and  the 
joint  is  covered  with  a  "  butt-strap"  or  "  covering-strip,"  double- 
riveted  on  each  side,  thus  presenting  to  the  eye  four  parallel 
rows  of  large  rivets.  The  calculatîon  of  the  shell  is  made  in 
the  same  manner  as  in  the  cases  of  the  forms  of  boiler  already 
considered.  The  size  is  determined  partly  by  the  conditions 
and  the  method  described  in  §  171,  and  partly  by  the  necessîty 
of  getting  the  whole  set  of  boilers  into  a  space  limited  both  as 
to  volume  and  form  by  the  construction  of  the  vessel  and  by 
the  necessity  of  economizing  as  much  as  possible  that  space 
which  might  be  otherwise  used  for  lading  and  passengers.  The 
stays  are  usually  long  rods,  extending  from  end  to  end  in  the 
steam-space,  and  screwed  stay-bolts,  reinforced  with  nuts,  in 
the  water-spaces.  The  dimensions  of  a  steel  and  of  an  iron 
boiler  of  this  class,  as  actually  constructed,  are,  as  given  by  the 
builders,  the  following.    (See  Appendix  for  other  data.) 


STEEL   BOILER   FOR  6  ATMOSPHERES   (90  Les.  Pressure). 

Diameter,      16  ft.;  length,      11  ft.;  shell.  j  in.  thick. 

4.9  m.;  **  3-350».;  *'  2.2  cm.  ** 
3  Furnaces,  48  in.  diameter;  ^  in.     ** 

1.2  m.        '*  1.3  cm.    " 

250  Tubes,    3i  in.         **  6i  ft.  long 

7.7  cm.       "  1.98  m.     ** 

Area  heating-surface 1800  sq.  ft.  (167  sq.  m.). 

Welght  of  boiler 70,000  pounds    (3*  .750  kgs,)  nearly. 

*'        water.... 50,000       "        (22,680    "    )      " 

Total  weight 120,000       "        (54.430    '*   )      ** 
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IRON  BOILBR  (Samb  Pressurb). 

Diameter,      14.75/1.;   length,     11   ft.;  shell,  i^  in.  thick. 

*'                4.5"».;      •*       3-35  na.;  *'  2.86  cm.      " 

3  Furnaces,       39  in.  diameter;  \\  in.       *' 

0.99  m.        *'  ir3  cm.     " 

258  tubes»            zh  in-        **  7  ^t.  long. 

8.9  cm.      **  2.1  m.  long. 

Area  heating-surface 2000  sq.  ft.  (186  sq.  m.). 

Wcight  of  boiler 75iOOO  pounds  (34,088  kgs.)  nearly. 

•*  water 45,ooo      *'       (20,412  kgs.)      ** 

Total  weight 120,000       "       (54,43°  kgs.)       " 


The  drawings  herewith  given,  Fig.  78,  illustrate  the  détails 
of  this  construction.  Marine  steam-boilers  require  peculiar  care 
in  their  design  and  construction.  They  must  be  as  Hght  and  as 
small  as  is  possible  consistent  with  the  efficiency  demanded, 
and,  being  exceptionally  liable  to  rapid  corrosion  and  gênerai 
détérioration,  much  dépends  on  their  being  so  made  as  to  per- 
mit every  précaution  to  be  taken  to  prevent  such  injury  and 
to  insure  their  préservation.  In  the  construction  of  cylindrical 
shells  the  longitudinal  seams  are  usually  ail  double-riveted, 
and  often  even  butt-jointed,  with  double  covering  strips  :  this 
is  almost  always  done  in  cases  in  which  very  high  pressures 
compel  the  use  of  heavy  plates. 

In  ordinary  practice,  the  heating-surface  ranges  from  30  to 
40  times  the  grate-area  ;  the  evaporation  ranges  from  6  or  8  to 
10  or  1 1  pounds  per  pound  of  good  coal  consumed  ;  the  crown- 
sheets  are  carried  as  high  above  the  grate  as  the  form  of  boiler 
allows  ;  the  grate  bars  are  inclined  about  one  in  twelve,  from  front 
to  rear,  and  are  given  a  length  as  little  more  than  6  feet  as  is 
practicable.  In  the  cylindrical  marrie  boiler,  in  which  the 
grates  must  be  set  in  furnaces  which  form  the  lower  and  larger 
set  of  flues,  it  is  not  possible  to  secure  either  as  good  a  propor- 
tion of  grate,  or  as  great  height  above  it  as  is  désirable  ;  and 
the  inefficiency  sometimes  noticed  in  boilers  of  this  class  is 
commonly  due  to  thèse  faults  of  the  furnaces. 

174.  Sectional  and  Water-tube  Boilers  differ  as  radically 
in  their  design  and   construction,  as  in   type,  from  the  shell- 
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Boiler  with  Cornigated  Flue. 
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Three-furnace  Boiler. 
Fie.  78.— Maunb  Stbam-boilsrs 
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boilers  whîch  hâve  been  hère  considered.  As  a  rule,  their  de- 
sign involves  but  little  calculation  of  strength,  as  their  tubes 
and  connections  are  always  vastly  stronger  than  is  absolutely 
necessary  as  a  mère  matter  of  supporting  the  steam-pressure. 
The  **  headers  "  or  other  connections  of  parts  are  commonly 
without  rivets,  and  are  fitted,  pièce  to  pièce,  with  machine- 
made  "  faced  '*  joints,  and  held  in  place  by  bolts.  Some  spécial 
précautions  are  demanded,  in  designing  this  type  of  boiler,  to 
secure  safety  against  injury,  and  to  avoid  serious  diflficulties 
arising  in  management  from  the  comparatively  small  body  of 
water  and  of  steam  carried  by  them,  and  the  conséquent  ab- 
sence of  the  self-regulating  power  observed  in  shell-boilers. 

Mr.  Robert  Wilson  states  that  the  foUowing  appear  to  be 
the  points  that  require  spécial  attention  in  designing  thèse 
water-tube  boilers.  (Sec  Appendix  for  Mr.  Babcock's  sum- 
mary.) 

(i)  To  keep  the  joints  out  of  the  fire. 

(2)  To  protect  the  furnace-tubes  from  the  sudden  impinge- 
ment  of  cold  air  upon  them  on  opening  the  fîre-door. 

(3)  To  provide  against  the  delivery  of  the  cold  feed-watei 
directly  into  the  furnace-tubes. 

(4)  To  provide  for  a  good  circulation  to  take  away  the 
steam  from  the  heating-surfaces. 

(5)  To  provide  passages  of  ample  size  for  upward  currents 
so  that  they  may  not  interfère  with  downward  currents. 

(6)  To  provide  passages  of  ample  size,  for  steam  and  water, 
between  the  various  sections  of  the  boiler,  to  equalize  the  pres- 
sure and  water-level  in  ail. 

(7)  To  provide  ample  surface  of  water-level  to  permit  the 
steam  to  leave  the  water  quîetly. 

(8)  To  provide  a  sufficiently  large  réservoir  for  stean*  to 
prevent  the  water  being  thrown  out  by  suddenly  opening  a 
steam  or  safety  valve. 

(9)  To  provide  against  the  flame  taking  a  short  eut  to  the 
chimney,  and  impinging  against  tubes  containing  steam  only. 

The  several  forms  of  this  type  of  boiler  now  becoming  fa- 
miliar  hâve  illustrated  great  ingenuity  in  securing  efficient  and 
novel  arrangement  of  parts,  rather  than  spécial  knowledge  o£ 
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the  character  and  strength  of  materîals.  Some  of  thèse  forms 
hâve  been  already  described,  and  need  not  be  hère  further  il- 
lustrated.  This  class  of  boiler  is  generally  in  use  on  land  and 
is  largely  employed  on  naval  vessels.  It  is  beginning  to  find 
place  on  merchant-ships  for  high  pressures. 

The  Author  has  under  his  hand  sets  of  drawings  of  marine 
tubular  boilers  for  a  naval  vessel,  and  of  a  "  sectional  "  water- 
tube  boiler  intended  for  similar  power  and  thc  same  duty,  which 
afford  a  means  of  comparing  standard  designs  of  the  two  types. 
It  docs  not  follow,  however,  that  this  comparison  would  in  ail 
cases  yield  similar  déductions. 

The  tubular  boiler  has  a  shell  9  feet  (2.74  m.)  in  dîameter, 
while  the  other  is  only  5  feet  (1.52  m.).  The  tubular  has  i^  inches 
(3.2  cm.)  thickness  of  métal  between  fire  and  water  where  the  rear 
tube-sheet  sets  into  the  shell  ;  the  greatest  thickness  in  the  sec- 
tional boiler,  between  fire  and  water,  is  only  f  of  an  inch  (9.5 
mm.).  The  shell-boiler  has  a  ratio  of  grate-surface  to  heating-sur- 
face  of  I  to  23,  and  the  ratio  of  grate-surface  tocalorimeter  is  7.2 
to  I  ;  the  sectional  has  a  ratio  of  grate  to  heating  surface  of  i  to 
41.3,  and  a  ratio  of  grate-surface  to  calorimeter  of  4.82  to  i, 
which  means  the  ability  to  bum  more  coal  per  unit  of  grate- 
surface. 

The  steam-space  is  practically  identical  in  both,  but  the 
water  in  the  tubulars  weighs  12.6  pounds  against  15.5  pounds 
in  the  sectional  per  sq.  ft.  of  heating-surface. 

Ihe  total  iron-work  of  the  tubulaï  boilers  is  35i  pounds  per 
sq.  ft.  of  heating-surface,  whereas  in  the  sectional  it  is  25.8. 
The  total  weight  per  unit  of  heating-surface  is  as  48  in  the 
former  to  41  in  the  latter.  The  tabular  comparison  on  page 
368  was  presented  at  the  same  time. 

On  the  other  hand,  it  is  objected,  by  those  who  oppose  the 
introduction  of  thèse  boilers  on  shipboard,  that  the  following 
considérations  are  too  important  to  permit  their  safe  employ- 
ment.* 

(i)  That  they  usually  occupy  as  much  space  as  shell- 
boilers. 


*  Shock's  Steam-boilers»  pp.  280-1. 
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(2)  That  they  are  subject  to  rapid  and  serious  fluctuations 
of  water-level  and  steam-pressure. 

(3)  That  the  circulation  is  less  free  and  steady. 

(4)  That,  for  the  above  rea.son  and  because  of  their  liability 
to  accumulation  of  incrustation,  overheating  is  sometimes  pe- 
culiarly  apt  to  take  place. 

Naval  machînery  has  developed  fifty  per  cent  more  power 
per  pound  of  engines,  and  of  boîlers  of  this  form,  than  has  the 
equipment  of  the  older  sort  ;  weights  falling  from  280  to  21S 
Ibs.  per  H.  P.  to  date  (1900). 

Every  good  "  sectional  *'  boiler  consists  of  a  System  of  water* 
tubes,  or  their  équivalent,  so  arranged  as  to  permit  a  rapid, 
steady,  and  certain  circulation;  a  system  of  "headers"  or  con- 
nections by  which  the  steam  and  water  find  their  way  into  the 
steam-space,  where  séparation  and  settling  may  occur  ;  and  of 
this  steam-space,  usually  in  the  shape  of  a  large  drum  or  set  of 
drums  of  small  section  from  which  the  steam  is  discharged,  dry, 
into  the  steam-pipe,  and  by  it  conveyed  to  the  point  at  which 
it  is  to  be  utilized.  In  some  cases,  the  steam-drum  is  also 
partly  a  water-reservoir,  and  thus  assists  in  producing  a  regu- 
larity  of  opération  very  difficult  to  secure  unless  obtained  by 
the  présence  of  a  considérable  body  of  water,  somewhere  in  the 
structure.     In  this  last  case,  the  greatest  care  must  be  taken  to 
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FiG.  78tf.— VVolf's  Removable  Furnack. 
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secure  this  drum  against  the  direct  action  of  flame.  Yarrow's 
experiments  indicate  rates  of  flow  iivwater-tubes  of  30  to  60 
fect  per  minute. 

175.  Upright  and  Portable  Boilers  are  chosen  when  the 
location  or  use  is  such  as  demands  concentration  of  space  or 
facility  of  transportation.  The  upright  boiler,  occupying  littlc 
floor-space,  having,  for  the  small  powers  for  which  it  is  most 
commonly  used,  no  great  height,  and  being  self-contained  and 
thus  requiring  no  setting,  is  a  form  that  meets  thèse  spécial 
conditions  most  perfectly.  Its  design  is  precisely  that,  in 
method,  of  the  cylindrical  tubular  boiler,  except  that  it  must 
hâve  a  fîrebox.  The  latter  is  made  in  the  form  of  a  short  cy- 
lindrical, upright,  flue,  occupying  so  much  of  the  lower  part  of 
the  boiler  as  will  give  the  needed  height  of  furnace  and  ash- 
pit.  The  water-space  between  this  flue  and  the  shell  is  usually 
about  one  tenth  the  diameter  of  the  latter. 

In  the  design  of  this  flue  or  furnace,  care  should  be  taken 
to  introduce  stay-bolts  to  prevent  collapse  from  overpressure 
or  weakness  produced  by  corrosion,  a  method  of  yielding  which 
causes  the  greater  proportion  -of  explosions  of  boilers  of  this 
kind.  The  thickness  of  furnace  sîdôs  is  commonly  the  same  as 
that  of  the  shell  ;  the  bottom  ring  and  the  tube-sheet,  at  its  up- 
per  end,  giving  additional  security  and  making  the  furnace  very 
much  safer  against  accident  so  long  as  it  is  in  good  order. 
The  calculations  of  this  détail  are  the  same  as  for  any  other  cy- 
lindrical flue  subjected  to  external  pressure. 

The  steam-sspace  in  the  upright  boiler,  as  often  built, 
consists  only  of  the  volume  of  the  upper  part  of  the  boiler 
above  the  water-level,  and  as  the  tubes  occupy  a  considérable 
proportion  of  the  total  volume  of  the  shell,  the  steam-space  is 
correspondingly  restricted.  This  extension  of  the  tubes  above 
the  water-level  to  the  upper  tube-sheet  also  renders  their  upper 
ends  liable,  at  times,  to  injury  by  overheating.  A  better  plan 
is  that  shown  in  §  15,  in  which  the  upper  tube-sheet  is  sunk  be- 
low  the  water-level,  and  ail  the  steam-space  needed  is  obtained 
by  carrying  the  shell  upward  to  any  desired  additional  height, 
and  Connecting  the  two  by  a  frustum  of  a  cône  having  its  upper 
end  no  larger  than  is  needed  for  the  chimney-flue  ;  the  tubes 
24 
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are  thus  protected,  and  the  steam-space  made  ample.  The 
same  remarks  apply  to  the  computations  of  this  cône  as  to 
those  of  the  fumace  ;  it  is,  however,  of  stronger  form  and  less 
likely  to  require  staying. 

The  Portable  Boiler  is  sometimes  upright,  as  when  used  by 
itself  independently  of  the  engine,  or  when  it  has  to  carry  the 
frame  of  an  upright  engine  ;  or  it  is  horizontal,  if  of  large  size, 
or  if  forming  the  bed-piece  of  a  horizontal  engine,  as  is  a  more 
common  arrangement.  In  either  case,  no  very  important  dif- 
férence arises  in  either  the  design  or  method  of  construction, 
except  that  somewhat  greater  care  is  taken  to  make  it  safe 
against  injury  either  by  transportation  or  by  the  stresses  com- 
ing  of  the  action  of  the  attached  machinery.  It  is  always  bet- 
ter  that  the  boiler  should  carry  an  engine  with  its  frame  than 
that  it  should  itself  act  the  part  of  that  member.  In  ail  cases, 
the  connection  of  engine  and  boiler  and  of  boiler  with  its  car- 
nage, where  locomotive,  should  be  so  arranged  that  the  changes 
of  form  and  dimension  due  to  variations  of  température  and 
the  stresses  caused  by  différence  of  températures  of  adjacent 
parts  as  well  as  changes  of  pressures  may  hâve  no  ill-effect. 

A  good  steam-drum  or  dôme  is  of  even  greater  advantage 
on  the  portable  than  on  the  stationary  boiler.  Their  attached 
engines  are  usually  wasteful,  take  steam  in  very  variable  quan- 
tity,  and  are  peculiarly  liable  to  cause  "  foaming." 

The  following  are  the  proportions  adopted  for  portable 
engine-boilers  by  a  well-known  firm  of  British  builders  :  * 

PORTABLE  ENGINE-BOILERS. 
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*  Wansbrough,  p.  81. 
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A  source  of  danger  to  which  the  upright  boiler  is  peculiarly 
liable  is  that  of  "  burning  "  the  firebox  or  tube-sheet  in  consé- 
quence of  the  collection  of  sédiment  in  the  water-legs  about  the 
fumace  or  on  the  lower  tube-sheet.  The  water-leg  is  sometimes 
found  filled  with  solid  matter,  and  the  tube-plate  so  heavily  in- 
crusted  that  the  métal  is  readily  overheated  and  bumed.  Ail 
boilers  of  this^kind  should  be  provided  with  hand-holes  at  the 
level  of  the  crown-sheet  of  the  furnace,  and  so  placed  as  to 
permît  thorough  inspection  and  complète  removal  of  the  sédi- 
ment at  fréquent  intervais. 

Comparing  the  vertical  with  the  horizontal  tubular  boiler, 
it  will  be  observed  .that  a  large  item  of  expense  is  avoided  in 
the  cost  of  setting  ;  and  that  an  incidental  advantage  is  secured 
for  the  former  in  the  fact  of  its  accessibility  at  ail  times, 
whether  working  or  cold,  for  examination  of  the  exterior.  The 
upright  boiler  is  also  less  liable,  while  in  opération,  to  injury 
from  a  small  dépression  of  the  water-level  ;  the  fire  never  cornes 
in  contact  with  its  shell,  and  this  permits  the  safe  use  of  plates 
as  heavy  as  may  be  desired  ;  no  strains  from  unequal  expansion 
are  to  be  apprehended,  and  expérience  shows  this  to  be  an  élé- 
ment contributing  to  the  exceptional  durability  of  this  class  of 
boiler.  Its  only  setting  is  a  foundation  with  an  ashpit,  and  its 
connection  to  the  chimney-flue.  In  the  vertical  tubular  boiler, 
loss  of  water,  and  the  falling  of  the  water-level  even  a  consid- 
érable proportion  of  the  whole  depth  of  boiler,  does  not  neces- 
sarily  involve  danger  ;  and  the  upper  part  of  the  tubes  may  be 
utilized  as  superheating  surface,  and  the  extent  of  the  super- 
heating  adjusted  very  conveniently  by  varying  the  water-level. 

Where  the  feed-water  is  not  very  pure,  however,  the  great 
and  often  fatal  objection  to  this  form  of  boiler  arises  in  the 
danger  of  sédiment  or  scale  being  deposited  on  the  lower  tube- 
head,  the  furnace-crown,  and  introducing  danger  of  overheating 
and  of  explosion.  A  considérable  proportion  of  the  explosions 
of  this  kind  of  boiler,  which  hâve  been  investigated,  are  known 
to  hâve  been  due  to  this  cause. 

176.  "  Locomotive  "  Boilers  whether  stationary  or  actually 
forming  a  part  of  the  locomotive,  are  of  the  same  gênerai  design 
and  construction.     They  consist   of  a  horizontal,  cylindrical, 
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tubular  boîler,  crowded,  as  far  as  is  safe  and  practically  eccK 
nomical,  with  tubes,  and  with  a  firebox  added  as  an  intégral 
part  of  the  structure.  In  such  boilers,  designed  to  be  station- 
ary,  the  tubes  are  often  larger  than  those  adopted  in  the 
boiler  of  the  locomotive,  as  the  draught  is  commonly  vastly 
less  intense,  and  the  power  demanded  also  comparatively  small. 
The  boiler  of  the  locomotive  represents  the  highest  art  of  the 
engineer  in  the  combination  of  the  essential  desiderata  for  its 
purpose  :  great  power  in  small  weight  and  volume,  combined 
with  maximum  economy  of  fuel  consistent  with  such  concen- 
tration of  power. 

The  locomotive  must  always  use  steam  of  maximum 
pressure,  must  use  enormous  quantities  because  of  its  neces 
sarily  great  power,  and  must  be  at  once  safe  and  fairly  econom- 
ical.  In  conséquence  of  its  exposure  to  the  action  of  its  own 
great  inertia  in  its  constant  motion  over,  often,  an  irregular 
roadbed,  and  because  it  must  sustain  the  stresses  due  to  the 
action  of  its  own  machinery  and  to  fréquent  collisions,  of 
greater  or  less  violence,  while  making  up  and  transporting 
trains,  the  whole  structure  must  be  designed  with  especial  re- 
gard to  such  extraordinary  and  unreckoned  strains  as  may  be 
thus  caused.  Since  the  power  demanded  is  a  maximum,  the 
tubes  must  be  as  numerous,  and  therefore  as  small  and  as 
closely  packed,  as  is  possible  without  affecting  sensibly  the 
circulation  of  water  and  thus  losing  steaming  capacity; 
and  since  economy  of  fuel  is  hardly  less  important  than  steam- 
ing capacity,  the  tubes  must  hâve  sufficient  length  to  give  a 
ratio  of  area  of  heating  surface  to  weight  of  fuel  burned  such  as 
will  insure  that  efficiency  found  to  be  practically  désirable. 
With  ail  this,  the  designer  must  keep  in  mind  the  spécial  ne- 
cessity  of  compactness  of  structure,  and  of  a  limit  in  weight 
fixed,  in  many  cases,  at  least,  by  the  magnitude  of  the  friction 
on  the  rail  and  the  tractive  power  demanded  by  the  spécial 
kind  of  work  for  which  the  engine  is  intended.  To  reconcile 
so  many  and  oftentimes  conflicting  conditions,  and  to  secure 
a  maximum  total  efficiency,  is  evidently  a  problem  of  immense 
importance  and  of  corresponding  difficulty,  and  one  which  can 
oièly  be  fully  solved  by  the  graduai  évolution  of  the  précise 


Digitized  by 


Google 


DBSIGNING  STEAM-BOILERS^PROBLEMS  IN  DESIGN.    373 

form  and  proportions  best  fitted  for  each  of  a  number  of  spe- 
cialized  typ'^s  and  duties,  such  as  is  illustrated  by  the  différent 
p^seneer  and  "  freight  '*  or  "  goods  ''  engines  now  becoming 
standard. 

The  methods  of  computation  of  size  and  strength  of  parts 
are  m  no  way  peculiar,  and  no  spécial  considération  of  them  is 
hère  demanded.  Custom  guided  by  expérience  bas  led  to  the 
production  of  such  proportions  as  are  illustrated  in  standard 
practîce.     (See  Appendix  for  tables.) 

Common  faults  of  design  in  this,  as  in  other  forms  of  hori- 
zontal tubular  boilers,  are  the  excessive  crowding  of  tubes  and 
serious  contraction  of  the  water-spaces  about  the  furnace.  It 
would  probably  be  found  advantageous  not  only  to  préserve 
good  water-channels  between  adjacent  tubes,  but  to  leave  out 
a  vertical  row  of  tubes  along  the  diameter  of  the  boiler,  and  to 
allow  an  equal  space  between  the  nest  of  tubes  and  the  shell 
ail  around.  This  has  often  been  done  by  good  constructors, 
with  évident  advantage,  when  boilers  are  doing  much  work. 
It  is  a  safe  arrangement  to  adopt  for  ail  cases.  Water-legs 
should  be  made  to  widen  from  the  bottom  upward. 

The  crown-sheet  is  supported  by  girders,  "  crown-bars,"  rest- 
îng  at  each  end  on  the  upper  edge  of  the  side  sheets  of  the 
furnace  and  carrying  the  load  by  stays  set  at  fréquent  intervais 
in  theîr  length.  They  should  be  very  carefuUy  designed. 
Stays  to  the  shell  are  unsafe. 

The  material  used  .in  this  class  of  boiler  is  becoming  univer- 
sally  soft  Steel,  containing  so  little  carbon  that  it  will  not  tem- 
per.  Harder  steels  crack  in  the  firebox-sheets,  especially  where 
deep  and  hard-worked.  The  thickness  of  the  shell  is  often  re^ 
duced  15  or  20  per  cent,  as  compared  with  iron.  Gocd  steel 
neîther  cracks  nor  blisters.  As  a  rule,  with  steam  at  i20pounds, 
the  gênerai  practice  is,  in  the  United  States,  to  use  |-inch  iron 
or  steel  for  outside  sheets,  ^  inch  iron  or  steel  for  fireboxes, 
and  from  f  to  J  inch  for  tube-sheets.  Water-spaces  around 
firebox  from  2\  to  3^  inches  inside,  and  from  2\  to  4  inches  in 
front.  At  straight  seams  |^  inch  rivets  are  used.  spaced  \\ 
inches  between  centres.  Longitudinal  seams  double-riveted, 
centres  oî  the  two  Unes  01  rivets  \\  inches  apart, centre  to  cen- 
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tre  of  rivets  on  same  îîne  2*  inches.  Stay-bolts  î  înch  dî- 
ameter,  4  inches  centre  to  centre.  It  is  thought  that  thm 
plates  give  the  best  resuit  in  fireboxes,  sides  and  back  of 
^inch  Steel,  crown-sheet  ^inch  steel,  and  tube-sheet  f  inch. 
Tube-sheets  of  y\-^nch  iron,  the  other  plates  being  steel.  hâve 
also  given  good  results.  It  is  believed  that  ^-inch  steel  plates 
are  strong  enough  for  side  sheets  and  less  liable  to  crack  than 
thicker  plates.  Crown-sheets  are  more  easily  straightened 
when  sagged  down  from  mud  collecting,  and  will  not  crack 
so  quickly  from  overheated  crown-bar  bolts. 

The  life  of  a  good  boiler  is  usually  from  ten  to  twelve  years. 
Tubes  are  removed  to  permit  inspection  every  three  or  four 
years.  Steel  and  iron  are  now  used  for  wood-burning  fireboxes, 
with  a  resuit  usually  declared  to  be  in  favor  of  steel,  in  consé- 
quence of  the  lighter  sheets  and  the  métal  not  blistering. 
With  bituminous  coal  copper,  steel,  and  iron  are  used.  Copper 
will  not  crack,  but  wears  away,  and  is  soon  reduced  to  a  dan- 
gerous  thinness.  A  copper  firebox  lasts  from  three  to  five 
years.  The  objection  to  iron  fireboxes  is  that  the  iron  blisters, 
becomes  "  burnt  '*  and  very  brittle,  and  cracks.  Three  years  is 
the  average  life  of  an  iron  firebox.  The  only  objection  to 
steel  is  that  it  sometimes  cracks.  The  average  life  of  the  best 
is  9  years  and  .6  months  ;  of  the  worst,  4  years  and  4  months  ; 
of  the  total  reported,  6  years  and  4  months. 

The  following  is  considered  a  good  spécification  for  a  steel 
locomotive  boiler: 

Boiler  to  be  made  of  mild  steel  -^  inch  thick,  riveted  with 
J-inch  rivets  placed  not  over  2\  inches  from  centre  to  centre  ; 
ail  horizontal  seams  and  junction  of  waist  and  firebox  double 
riveted  ;  ail  longitudinal  seams  provided  with  lap  welt,  with 
rivets  alternating  on  both  sides  of  main  seams,  to  protect  calk- 
ing  edges,  and  ail  parts  well  and  thoroughly  stayed  ;  top  and 
sides  of  outside  firebox  ail  in  one  sheet  ;  back-head  a  perfect 
circle.  Ail  plates  planed  on  edges  and  calked  with  round- 
pointed  calking  tools,  insuring  plates  against  injury  by  chipping 
and  calking  with  sharp-edged  tools.  Boiler  tested  with  180  Ibs. 
to  the  square  inch,  steam-pressure.  Waist  52  inches  in  diaire- 
ter  a*  smoke-box  end,  made  wagon-top  with  extended  arch  with 
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Fio.  78^.— Water-tube  Boiler,  "Daring"  Type. 


Digitized  by 


Google 


374^ 


THE  STEAM-BOJLER. 


WXvk 


•  "  • 


-s,'±r*--*. 


^r© 


<o> 


mm 


<o 


'êRoO^g^pOë! 


^9oSo9' 


;oOqo) 


oxo 


io 


p?< 


rt 


<o 


4l 


5s5*S 


■  %"'«û  ,--£9't;.»  •  •  •  • 

i^^^v •T"  ...  ■ 


^J^.  #    •    « 


it'l 


!• 


n 


o 


H 

0e 


Digitized  by 


Google 


DESIGNING  STEAM'BOILERS—PROBLEMS  IN  DESIGN.    375 

one  dôme  30  inches  diameter  on  the  wagon-top  ;  tubes  of  char- 
coal-iron,  No.  12  B,  wire-gauge,  200  in  number,  2  inches  outside 
diameter  and  1 1  feet  8$  inches  in  length,  with  copper  ferrules 
on  firebox  end;  firebox  made  of  mild  steel,  78  inches  long  and 
34  inches  wide  :  ail  plates  thoroughly  annealed  after  flanging  ; 
side  -f^  and  back-sheets  f  inches  thick  ;  crown-sheet  |  inches 
thick  ;  flue-sheet  \  inch  thick  ;  water-space  5  inches  wide  at  sidej-, 
3i  inches  wide  at  back,  and  3^  to  4^  inches  wide  at  front  ; 
stay-bolts  J  inch  diameter,  screwed  and  riveted  to  sheets,  and 
not  over  4^  inches  from  centre  to  centre;  fire-door  opening 
formed  by  flanging  and  riveting  together  the  inner  and  outer 
sheets  ;  2  rows  of  hoUow  stay-bolts  above  fire  ;  2  rows  of  telltale 
stay-bolts  at  top  on  sides  ;  crown  supported  by  crown-bars,  each 
made  of  two  pièces  of  5  X  |  inches  wrought-iron  ;  placed  not 
over  4^  inches  between  centres,  bars  to  extend  across,  with  ends 
resting  on  castings  on  the  side-sheets  ;  crown-bar  bolts  f  in. 
diameter,  with  flat  heads  under  the  crown-sheet,  the  fit  in  the 
crown-sheet  to  be  tapered  and  drawn  to  its  place  by  a  nut 
above  the  crown-bar;  the  crown  to  be  well  and  thoroughly 
stayed  by  braces  to  dôme  and  outside  shell  of  boiler  ;  clean- 
ing  holes  in  corner  of  firebox,  and  blow-off-cock  in  side  ;  smoke- 
stack  straight;  grates  cast-iron,  rocking  with  dump;  ash-pan 
wrought-iron,  dampers  front  and  back;  balanced  poppet 
throttle-valve  of  cast-iron  in  verticaKarm  of  dry-pipe. 

The  firebox  first  introduced  by  Mr.  Wooten  on  the  Phila- 
delphia  and  Reading  Railway  is  carried  higher  than  ordinary,  so 
as  to  obtain  room  for  broadening  the  grate  and  thus  enlarging 
it,  so  as  to  be  capable  of  successfully  burning  the  hitherto  use- 
less  anthracite  culm.  The  dimensions  of  their  common  loco- 
motive firebox  are  60  and  66  by'32  inches;  the  first  of  new. 
design  is  8  feet  6  inches  long  by  7  feet  6J  inches  wide  ;  the 
heating-surface  of  the  firebox  is  106  square  feet,  and  of  the 
combustion-chamber  26  feet,  making  a  total  of  982  square  feet. 
The  grate-rest  is  between  water-bars  to  prevent  burning  out, 
and  the  area  is  64  feet.  The  consumption  of  coal  is  only  16 
pounds  per  hour  per  square  foot  of  grate-surface  against  40  to 
60  pounds  in  the  ordinary  locomotive. 

The  fuel  remains  perfectly  quiet  in  the  firebox,  the  consump- 
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tion  is  slow,  the  steam  is  more  freely  made  than  in  the  common 
style  of  locomotive  boiler,  and  no  smoke  or  sparks  are  ejected 
from  the  smoke-stack. 


FiG.  79.— Stationary  *'  Locomotive"  Boiler. 

The  stationary  boiler  of  the  locomotive  type  is  shown  in  the 
accompanying  figure,  as  customarily  mounted  on  skids  for 
transportation,  with  gauge-cocks,  water-gauc^e,  steam-gauge,  and 
safety-valve  attached,  and  in  working  order. 

The  brick  arch  in  the  fire-box  of  the  locomotive  is  found  to 
be  of  great  advantage  wbere  it  can  be  made  secure,  and  it  also 
finds  use  in  other  boilers,  especially  water-tube. 

In  Summary:  Every  design  should  secure  maximum  paying 
area  of  heating-surface,  highest  practicable  ratio  of  strength 
and  area  within  minimum  volume  and  weight,  the  best  possible 
circulation  of  gases  and  of  water,  with  largest  heat  transfer 
between  gas  and  water,  maximum  paying  efficiency  and  best 
quality  of  steam,  together  with  steadiness  in  action.  . 


Digitized  by 


Google 


CHAPTER  IX. 

DESIGNING    ACCESSORIES — SETTING — CHIMNEYS. 

177.  The  Setting  of  Boilers  which  are  not  self-contained 
învolves  the  construction  of  a  System  of  side-walls  and  bridge- 
walls,  customarily  of  brickwork,  and  entails  so  great  an  expense 
as  often  to  make  the  question  of  the  adoption  of  the  firebox  or 


FiG.  80.— Sbtting  of  Tubulak  Boilbr. 

the  plain  boiler  one  of  serious  importance.  It  is  usually  found 
to  be  economical  to  adopt  the  firebox  boiler  for  small  powers, 
and  to  employ  the  other  type  where  large  quantities  of  steam 
are  to  be  made. 

The  form  of  the  setting,  the  arrangement  of  bridge-walls,  and 
the  number,  size,  and  disposition  of  flues,  are  ail  matters  of 
ready  détermination  once  the  style  of  boiler  is  settled  ;  but 
while  the  best  engineers  hâve  come  to  a  nearly  uniform  and 
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Standard  design,  a  great  variety  of  forms  and  proportions  are 
actually  in  use  for  every  one  of  the  familiar  boilers.  General 
practice  prescribes  the  use  of  a  cast-iron  front  protected  from 
the  action  of  the  fire  by  a  fîre-brick  lining.  Side-walls  are  of 
red  or  common  brick,  lined  with  fire-brick  wherever  exposed  to 
the  direct  action  of  the  flame.  The  bridge-wall  adjacent  to  the 
furnace  is  of  fîre-brick,  except  in  parts  so  located  as  to  be  pro- 
tected from  the  impinging  flame;  and  the  flues,  even, are some- 
times  similarly  lined.  The  brickwork  is  held  in  place  and  the 
whole  structure  kept  together  by  tie-rods  and  binding-bars,  of 
which  the  fastening  bolts  are  so  located  as  to  be  exposed  only 
to  moderate  températures. 

The  following  figure  illustrâtes  such  a  setting  for  a  horizon- 
tal tubular  boiler  of  good  proportions  : 


FiG.  81.— Sbtting  op  Horizontal  Tubular  Boilbr. 

Hère  a  set  of  12-inch-side  walls  are  lined  with  an  înner  wall, 
and  an  air-space  between  intercepts  the  beat,  and  is  itself  partly 
or  whoUy  of  fire-brick.  Vertical  binders  on  each  side,  tied 
together  by  heavy  transverse  bolts  at  top  and  bottom,  hold  ail 
in  place  ;  and  similar  bolts  tie  the  front  to  the  rear  wall.  The 
bridge-wall  is  set  inside,  at  the  rear  of  the  grates,  and  is  raised 
just  high  enough  to  prevent  fuel  falling  or  being  thrown  back 
under  the  boiler. 

The  practice  of  the  Hartford  Boiler  Insurance  Co.  is  illus- 
trated  by  the  next  figure,  in  which  are  given  the  dimensions  of 
setting  for  a  "  60-inch"  tubular  boiler,  as  published  in  the  speci- 
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fication.     In  this   sketch  the  fire-brick  used  in  lining  the  walls 
is  sharply  distinguished  from  the  remainder. 

Where  no  circulation  is  permitted  there  is  no  objection  to 
allowing  the  spaces  above  and  below  the  boîler  to  communicate. 
In  some  cases  the  space  above  the  boiler,  when  closed  in,  is 
used  as  a  flue,  with  the  effect  of  drying,  and  sometimes  of 
superheating,  the  steam.  There  is  an  unquestioned  advantage 
in  keeping  the  boiler  as  nearly  of  uniform  température  as  pos- 
sible ;  but  many  engineers  consider  this  system  to  involve  some 
risk.  The  suspension  of  the  boiler  is  a  matter  demanding  the 
greatest  care.  It  was  formerly  the  custom  to  pay  little  atten- 
tion to  this  matter  ;  but  the  occasional  explosion  of  a  boiler  in 
conséquence  of  irregular  strains  so  induced,  has  led   to  more 


FiG.  82.— Sbtting  of  Tubular  Boilbk. 

careful  design.  The  most  common  system  is  probably  that  in 
which  the  boiler  has  a  set  of  cast-îron  lugs  riveted  on  its  sidcs 
and  restîng  on  plates  built  into  the  brickwork  of  the.side-walls, 
thus  distributing  the  weight.  In  some  cases  the  boiler  is  sus- 
pended  from  transverse  girders  resting,  at  each  end,  on  the  side- 
walls  of  the  setting  ;  and  the  heads  of  the  supporting  bolts  hâve 
sometimes  been  carried  on  springs  to  insure  an  equalization  of 
load  and  its  uniform  and  safe  distribution — which  is  the  essen- 
tial  aim  of  ail  good  Systems  of  support.  Where  two  points  of 
support  are  chosen  on  each  side,  they  should  be  placed  one 
fourth  the  length  of  thé  boiler  from  each  end  ;  where  three 
supports  are  introduced,  the  outer  ones  should  be  one  sixth 
the  length  of  the  boiler  from  the  ends,  and  the  third  should  be 
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placed  în  the  mîddle,  thus  gîving  a  uniform  load  on  alL 
Horizontal  boilers  are  sometimes  supported  at  the  rear  end  on 
plates  resting  on  rollers  to  reduce  friction.  (See  Appendix  for 
modified  form  and  for  spécifications  for  72"  boiler.) 

It  is  probably  as  well  not  to  attempt  to  carry  the  weight  of 
the  boiler  on  the  walls  of  its  setting,  and  this  can  be  avoided 
by  adopting  the  plan  of  inserting  vertical  posts,  made  of  a  pair 
of  channel-bars  secured  back  to  back,  and  thus  forming  strong, 
simple,  and  inexpensive  columns,  on  which  the  load  can  be 
safely  and  permanently  carried.  The  air-space  between  the 
walls  is  an  important  safeguard  against  injury  by  the  change  of 
form  of  the  inner  wall  with  variation  of  température.  Where 
désirable,  the  space  between  the  boiler  and  this  continually 
moving  mass  can  be  closed  by  carrying  a  flange  of  angle-iron 
along  it,  and  supporting  this  flange  from  the  iron  posts  in  the 
walls.  Angle  and  channel  irons  are  also  best  for  use  in  making 
the  binders  or  "  buckstaves**  by  which  the  whole  setting  is 
kept  in  shape.  Where  cast-iron  is  used  at  ail,  as  in  the  fronts, 
it  should  be  heavy  enough  to  keep  its  shape. 

Where  a  boiler  is  supported  by  lugs  riveted  to  its  sides  and 
bearing  on  the  side-walls  of  the  setting,  the  principal  risk  is 
usually,  probably,  that  of  the  failure  of  the  riveting.  The 
boiler-shell  has  a  large  margin  of  strength,  and  no  injury  need 
ordinarily  be  feared  from  the  stress  coming  of  its  own  weight 
between  the  points  of  support.  When  the  rivets  are  placed  not 
more  than  four  or  five  diameters  apart,  the  boiler  may  be  con- 
sidered  as  perfectly  safe,  the  workmanship  being  good.  The 
inserted  sheet  opposite  shows  the  method  of  mounting  the  flue 
and  tube  boiler  for  stationary  use.     (See  Appendix.) 

178.  Forms  of  Covering  to  prevent  the  loss  of  heat  from 
the  boiler  and  flues  by  conduction  and  radiation  are  of  consid- 
érable  variety.  The  rudest,  though  an  effective  one,  îs  a  layer 
of  asKes  over  the  top  of  the  boiler,  filling  in  between  the  side- 
walls  of  the  setting.  This  is  often  objectionable,  as  giving  rise 
to  annoyance  from  dust  ;  and  various  minerai  and  fibrous  sub- 
stances are  preferred,  such  as  asbestos,  hair-felt,  and  several 
kinds  of  plaster  and  cément.  Where  hair-felt  is  used,  it  is 
often  covered  with  canvas  to  give  a  neater  appearance,  and  to 
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Fia*  82^.— Paris  Exposition  Chimneys. 
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protect  the  felt  from  dust  and  injury.  Occasionally,  a  brick 
arch  is  turned  over  the  whole  structure,  and  the  air-space  so 
produced  relied  upon  to  intercept  heat.  This  construction  is 
probably  not  quite  as  efficient  as  the  othcr  coverings,  but  it 
has  the  advantage  of  permitting  easy  access  to  the  boiler  for 
inspection  and  repair.    A  loose  blanket  is  as  good. 

179.  The  Form  of  the  Bridge-wall  is  not  always  the  same 
in  the  same  gênerai  design.  A  bridge-wall  is  needed  at  the  rear 
«nd  of  the  grate,  and  it  is  now  rather  unusual  to  build  others  ; 
but  two,  or  even  more,  are  sometimes  introduced  for  the 
alleged  purpose  of  securing  intermingling  of  the  currents  of 
furnace-gas  and  their  contact  with  the  boiler.  In  some  cases 
the  bridge-wall  is  carried  up  to  the  boiler-shell  nearly,  and 
fitted  rather  closely  to  its  form;  a  more  approved  system,  how- 
ever,  gives  its  top  a  perfectly  straight  and  level  line.  Ample 
5pace  should  always  be  allowed  for  the  passage  of  the  gases,  as 
well  as  above  the  grates,  for  the  completion  of  combustion.  The 
semi-diameter  of  the  boiler  is  none  too  great  for  the  depth  of 
this  latter  space.     Two  feet  is  a  good  minimum. 

180.  The  Disposition  of  Flues  is  subject  to  the  same  re- 
mark as  was  made  relative  to  the  bridge-wall.  No  standard 
practice  can  be  described  ;  but  it  is  continually  becoming  more 
usual  to  leave  the  whole  space  beneath  the  boiler  without 
subdivision  from  bridge-wall  to  chimney-flue,  taking  off  the 
gases  from  the  tubes  as  directly  to  the  chimney  as  possible,  and 
controlling  the  flow  of  the  gas-current  by  the  damper.  Oc- 
casionally a  spécial  direct  flue  is  prbvided  with  its  own  dam- 
per, when  a  drop  flue  is  ordinarily  used,  or  when  the  flame  is 
carried  over  the  shell,  the  former  being  opened  when  the  fires 
are  started  to  secure  rapid  kindling,  and  closed  again  when  the 
fires  are  fairly  burning.  The  shortest  line  of  flue  from  the 
boiler-setting  to  the  chimney  is  best  in  ail  cases. 

181.  The  Location  and  Desig^n  of  Chimney  may  often  be 
the  first  step  to  be  taken  preliminarily  to  designing  the  boiler  ; 
or,  as  is  oftener  the  case,  the  user  purchases  his  boiler  and  then 
erects  such  a  chimney  as  the  designer  and  vender  may  recom- 
mend,  in  such  location  as  he  may  find  practicable.  In  many 
cases  the  chimney  consists  of  a  simple  pipe  of  sheet-iron,  ris-v 
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ing  directly  from  the  flue,  which,  forming  part  of  the  boiler  set- 
ting,  also  serves  as  the  base  of  the  pipe.  In  this  case  the  rules  for 
proportioning  are  to  be  taken  as  those  governing  marine  prac- 
tice,  and  the  draught  as  calculable  on  that  basis,  with  a  consid- 
érable margin  to  allow  for  variations  of  température,  humidity, 
and  mobility  of  atmosphère.  In  the  majority  of  cases,  how- 
ever,  a  chimney-stack  bf  brickwork  is  preferred,  both  on  the 
score  of  permanence  and  on  that  of  better  draught  ;  the  iron  flue 
permitting  a  loss  of  heat  and  cooling  of  the  air-column,  which 
does  not  take  place  to  any  observable  extent  in  the  brick 
stack.     No.  lo  or  12  iron  is  ordinarily  used. 

The  essentials  of  a  good  design  are  :  adaptation  in  draught 
power  and  capacity,  in  height  and  area  of  flue,  to  the  précise 
conditions  to  be  met,  with  ample  surplus  for  emergencies  ;  a 
solid  and  perfectly  safc  foundation  ;  a  well-formed,  straight, 
well-proportioned  shaft  ;  stability  against  the  pressure  of  the 
most  violent  winds  ;  security  against  injury  by  its  own  heated 
gases  ;  and  economy  in  construction  and  maintenance.  The 
fîrst  two  of  thèse  requirements  are  met  by  the  methods  already 
detailed  in  §  160:  a  safe  foundation  is  obtained  by  goingdown 
to  the  rock  wherever  possible,  or  to  fîrm,  compact,  stable  soil, 
and  there  starting  the  bed  courses,  giving  them  ample  area  to 
carry  the  superincumbent  weight  safely.  Where  difficulty  is 
met  with  in  the  endeavor  to  accomplish  this,  a  broad  concrète 
base  is  often  laid  on  the  yielding  substratum  of  soil,  and  on 
this  the  masonry  is  laid  up  after  ample  time  for  hardening  and 
settling  is  allowed.  The  more  slowly  the  construction  is  car- 
ried  on,  the  better  the  resuit.  The  form  and  proportion  of  the 
shaft  is  partly  a  matter  of  taste,  judgment,  and  architectural 
eflfect,  and  partly  of  calculation  based  on  the  éléments  pre- 
scribed  by  the  conditions  under  which  the  boiler  is  to  be  oper- 
ated.  Stability  is  assured  by  carefully  proportioning  weight 
of  stack  and  breadth  at  the  foundation  to  meet  the  overturn- 
îng  force  of  the  highest  winds,  and  allowing,  further,  a  fair  fac- 
tor  of  safety.  A  pressure  of  55  pounds  per  square  foot  (268 
kgs.  per  sq.  m.)  on  chimneys  of  square  section,  and  onehalf 
this  amount  on  chimneys  of  circular  or  octagonal  section,  is  a 
common  assumption  as  a  measure  of  the  maximum  force  of 
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the  wind  in  exposed  situations.  In  sheltered  localities,  a  cal- 
culation  of  stability  is  rarely  made.  Security  against  the  cut- 
ting  or  overheating  which  may  sometimes  occur  where  the  fur- 
nace  gases  reach  the  chimney  at  a  very  high  température  is 
obtained  in  large  chimneys  by  the  construction  of  an  inner 
chimney  of  fire-brick,  separated  from  the  main  structure  by  a 
narrow  air-space.  In  small  chimneys  a  liningof  fire-brick  built 
into  the  walls  of  the  chimney  for  some  distance  upward  from 
the  base  is  the  usual  safeguard,  and  even  this  is  often  omitted. 
Economy  is  obtained  by  making  the  design  as  simple,  the 
height  and  the  dimensions  generally  as  small,  as  may  be  con- 
sistent with  a  good  design. 

Circular  and  octagonal  sections  are  best  as  a  rule,  but  the 
square  section  is  usually  the  least  costly  to  build.  Where  an 
outer  and  an  inner  shell  are  put  up  separately  from  the  foun- 
dation,  provision  is  often  made  to  cover,  in  some  way,  the 
annular  opening  between  the  two  at  the  top  of  the  inner  stack 
to  prevent  the  settlement  of  dust  between  them  :  this  is  not, 
however,  usual  or  essential  ;  but  a  cleaning  door  should  be 
placed  at  the  bottom,  through  which  access  can  be  had  both 
to  this  space  and  to  the  main  flue.  Ail  the  talent  of  the  archi- 
tect  is  often  demanded  in  the  design  of  the  exterior  of  large 
chimneys. 

Costs  of  "  mechanical  draught  "  may  be  less  than  that  of  a 
chimney,  thus  : — 

Costs  and  Fixed  Charges.     (Snovv.) 

12  boilers  (2400  H. -P.) $37,000 

2  economizers 10,500 

Boiler  and  economizer  settings  and  by-passes 9,000 

Automatic  damper  regulators  and  dampers 400 

Chimney,  including  foundations 10,700 

Boiler  house 11,500 

Total $79,100 

RELATIVE   COSTS. 


Chimney  Draft, 

Cost  of  chimney $10,700 

Cost   of   damper  regulators 
and  dampers 400 


11,100 


Mechanical  Draft, 
Cost    of    mechanical    draft 

plant,  complète $4,700 

Saving  by  using  mech.  draft     6,400 


$11,100 


182.  Steam  and  Water  Pipes  and  their  connections  should 
be  as  carefully  designed  and  locatcd  as  the  members  of  the 
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Structure  itself.  Steam  should  be  taken  off  at  the  point  at 
which  it  will  pass  out  most  perfectly  dry,  or,  if  provision  is 
made  for  it,  superheated.  If  a  steam-dome  is  attached  to  the 
boiler  it  should  usually  be  placed  at  a  distance  from  that  part 
of  the  steam-space  into  which  steam  is  risin^  most  rapidly,  and 
the  steam-pipe  should  be  led  from  the  highest  point  within 
it.  If  a  dry  pipe  is  used  it  is  better  to  so  place  it  that  its  most 
contracted  openings  are  nearest  the  furnace.  Such  area  should 
be  given  this  pipe  that  the  frictional  résistance  to  flow  should 
not  sensibly  reduce  its  pressure,  and  the  same  précaution 
should  be  taken  in  placing  valves.  A  velocity  of  6000  feet 
(1829  m.)  per  minute  should  usually  be  a  maximum  rate  of  flow. 
The  steam-pipe  should  be  as  carefully  protected  by  non- 
conducting  covering  as  the  boiler  itself,  and  it  should  be  so  set 
and  drainedthat  no  water  can  collect  at  low  points  or  in  an- 
gles, to  be  thrown  forward  by  the  steam  into  the  engine,  there 
to  cause  danger  of  accident.  The  Author  has  frequently  known 
this  to  occur,  and  the  steam-pipe  itself  is  sometimes  burst  open 
by  its  impact,  causing  loss  of  both  life  and  property.  Experi- 
ments  conducted  by  the  Author*  hâve  shown  that  pressures 
produced  by  this  so-called  '*  water-hammer  *  may  amount  to 
probably  above  ten  times  that  which  the  pipe  was  expected  to 
sustain  in  rcgular  work.  Drain-cocks  and  steam-traps  suitably 
placed  may  be  used  to  take  away  water  collecting  in  bends 
where  they  are  unavoidably  introduced.  Care  must  be  taken, 
in  long  straight  lines  of  pipe,  to  avoid  danger  of  injury  by  the 
expansion  and  contraction  taking  place  with  change  of  tempér- 
ature as  the  pipe  is  heated  and  cooled  when  steam  is  sent 
through  it  or  when  emptied.  Where  précautions  are  not  taken, 
as  in  the  introduction  of  bends,  angles,  or  slip-joints  or  their 
équivalents,  pipes  are  sometimes  broken,  joints  are  sët  leaking, 
or  connections  are  completely  broken,  and  serious  results  fol- 
low.  If  extensive  Systems  of  pipe  are  properly  guarded  against 
water-hammer  and  excessive  temperature-strains  by  correct  lo- 
cation, thorough  drainage,  and  good  designing,  no  other  dan- 
ger than  that  of  corrosion  is  to  be  apprehended. 


Trans.  A.  S.  M.  E.,  Vol.  4.     Proc.  Manchester  Phil.  Soc,  Vol.  46. 
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Similar  principles  control  the  location  and  proportioning  of 
feed-water  pipes.  They  should  be  of  ample  size  and  strength, 
should  be  so  located  as  to  be  free  from  liability  to  injury  by 
expansion  and  contraction,  and  should  be  led  into  the  boiler  in 
such  manner  and  should  so  discharge  the  feed-water  that  in- 
jury should  not  be  done  the  boiler  by  the  impinging  of  cold 
water  on  beat ing-surf aces,  or  by  the  collection  of  a  mass  of  cold 
water  at  times  in  the  lower  part  of  the  boiler,  thus  introducing 
serious  strains,  along  the  line  separating  the  cold  from  the  hot 
water,  or  elsewhere.  The  entering  feed  should  be  warmed  by 
flowing  out  into  the  gênerai  mass  of  circulating  liquid,  and 
should  not  be  so  directed  as  to  impinge  on  métal.  No  calcu- 
lations  of  strength  of  ordinary  steam  and  water  pipe  are  ordi- 
narily  made,  as  the  internai  pressure  is  usually  the  least  impoi^ 
tant  stress  aflfecting  them.  If  strong  enough  to  bear  other 
stresses  and  thick  enough  to  resist  corrosion  for  a  considérable 
time,  they  are  amply  strong. 

AU  cocks,  valves,  and  connections  should  be  strong  enough 
and  sufïiciently  well  put  together  to  bear  safely  such  accidentai 
stresses  as  hâve  been  referred  to  without  risk. 

183.  Safety-valves  are  absolutely  essential  to  every  steam- 
boiler.  Many  explosions  hâve  been  known  to  hâve  been  caused 
by  the  failure  of  a  safety-valve  to  open  at  the  intended  pres- 
sure, and  it  is  considered  good  practice  to  évade  such  a  danger 
by  introducing  two  safety-valves  into  the  design  of  every 
boiler. 

The  office  of  a  safety-valve,  as  used  on  a  steam-boiler,  is  to 
discharge  steam  so  rapidly,  when  the  pressure  within  the  boiler 
reaches  a  fixed  limit,  that  no  important  increase  of  pressure  can 
then  occur,  however  rapidly  steam  may  be  made.  It  has  also 
another  office  :  it  should  be  so  constructed  and  arranged  that 
should  any  accident  occur  it  may  be  opened  by  hand  and  the 
steam-pressure  lowered  very  rapidly,  even  when  the  fires  in  the 
boilers  are  burning  brightly  and  generating  steam  with  maxi- 
mum rapidity.  The  size  of  a  safety-valve  is  determined  by  the 
character  of  the  valve  itself,  by  the  pressure  at  which  the  steam 
is  to  be  discharged,  by  the  différence  permissible  between  the 
pressure  at  which  the  valve  is  to  open  automatically,  and  that 
25 
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at  which  it  îs  intended  to  be  capable  of  discharging  steam  as 
fast  as  the  boiler  can  make  it. 

A  valve  of  defective  design  or  badly  constructed  must  nec- 
essarily  be  larger,  to  do  the  same  work,  than  one  of  similar 
type  well  designed  and  constructed.  Steam  is  discharged  at 
any  given  rate  through  an  orifice  of  smaller  dimensions  as  the 
pressure  increases  ;  the  lower  the  pressure,  on  the  other  hand, 
the  larger  must  be  the  valve.  A  boiler  in  which  steam  is  car- 
ried  at  ordinary  pressure  may  require  a  safety-valve  of  large 
area,  while  the  same  quantity  of  steam  would  escape  through  a 
rivet-hole  in  a  boiler  containing  steam  at  pressures  ^ch  as 
were  attained  by  Perkins  and  Albans  a  génération  ago. 

Rules  by  which  to  calculate  the  proper  area  of  safety- valves 
for  every  case  arising  in  his  practice  are  used  by  every  engineer 
accustomed  to  designing  steam-boilers.  Thèse  rules  vary  con- 
siderably  with  différences  in  the  expérience  or  the  judgment 
of  their  authors. 

But  a  safety-valve,  as  has  been  stated,  should  be  capable  of 
discharging  very  much  more  than  the  maximum  quantity  of 
steam  that  the  boiler  can  make  when  doing  its  best.  The 
valve  must  be  raised,  ordinarily,  by  the  action  of  the  steam  it- 
self,  and  the  force  exerted  by  the  steam-pressure  upon  îts  disk 
rapidly  diminishes  as  it  rises  from  its  seat.  The  seat  is  bev- 
elled,  too,  in  such  a  manner  that  the  effective  area  for  dis- 
charge  of  steam  is  but  a  fraction  of  that  due  the  rise  of  a  valve 
having  an  unbevelled  seat.  It  is  therefore  advisable  to  give  a 
very  large  area  to  the  valves. 

It  has  been  common  in  the  United  States  to  allow  but 
one  square  inch  of  area  of  valve-opening  for  25  square  feet  of 
heating-surface,  or  a  ratio  of  0.0003,  nearly  ;  while  another  rule 
gives  one  square  inch  to  three  feet  of  grate-surface  :  an  English 
rule  allows  an  area  equal  to  a  half  square  inch  to  a  square  foot 
of  grate,  or  0.003  the  grate-surface,  nearly  ;  while  still  another 
authority  nearly  doubles  this  area  of  valve.  But  the  area 
should  always  be  based  on  the  quantity  of  steam  made.  The 
Author  has  been  led  by  expérience  to  adopt  the  rule  :  Multiply 
the  maximum  weight  of  steam  which  the  boiler  îs  expected  to 
generate  per  hour  by  five  and  divide  by  ten  times  the  gauge- 
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pressure,  increased  by  ten,  in  British  measures  ;  or,  divide  that 
weight  by  twice  the  latter  quantity.     Thus, 


0.52e/ 
^=  —r—\ 
/  +  10' 

where  w  îs  the  maximum  weight  of  steam  made  per  hour  îp 
pounds,/  the  pressure  in  pounds  on  the  square  inch,  and  a  the, 
area  of  the  valve-opening  in  square  inches. 

The  British  Board  of  Trade  adopts  proportions  closely 
represented  by 

^  =  (9(i8//  +  0.002/),      (R.  C.  Carpenter 

where  A,py  and  G  are,  respect ively,  area  in  square  inches,  ab- 
soluté  pressure  in  pounds,  and  grate  area  in  square  feet.  (See 
Appendix.) 

A  very  large  excess  over  the  area  demanded  to  just  discharge 
steam  at  the  maximum  rate  at  which  it  is  made  should  be 
given,  as  it  is  often  necessary  to  rapidly  rediice  pressure  just 
when  the  fires  are  brightest  and  evaporation  most  active. 

One  of  the  simplest  of  the  common  form,  of  lever  safety- 
valve  is  that  seen  in  Fig.  83,  in 
which  the  valve,  A^  is  held  down 
to  its  seat  by  a  lever,  BC,  having 
a  fulcrum  at  the  pin,  C,  and  resting 
on  the  valve  at  D.  The  weight, 
Wy  can  be  adjusted  at  any  distance 
from  D  that  may  give  the  mo-  Fig.  83.— Lbvkr  Safbtv-valvb. 
ment  required  to  resist  the  intended  steam-pressure.  A  guide 
at  E,  secured,  like  the  pivot  standard  Fy  to  the  valve-chamber, 
C,  keeps  the  lever  in  the  designed  vertical  plane.  The  size  of 
the  valve  is  usually  reckoned  as  that  of  the  opening,  //,  of 
pipe  and  valve-seat.  A  "  feather"  on  the  outer  side  of  the 
valve  guides  it  and  ensures  its  return  fairly  upon  its  seat  when 
it  falls  with  réduction  of  pressure.  Fig.  84  shows  the  exterior 
of  a  better  and  more  récent  type  of  lever  safety-valve.  In 
some  cases  weights  are  carried  directly  on  the  top  of  the  valve- 
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stem,  a  spindle  rîsing  from  the  latter  over  which  they  are 
threaded  ;  the  pressure  is  then  determined  by  adding  or  re- 
moving  weights.  In  other  instances  the  weights  are  suspended 
below  the  valve  and  inside  the  boiler,  the  idea  being  to  make 


1^ 


FiG.  84.— -Safety-valvk. 

th«m  inaccessible  to  any  one,  except  at  times  when  no  steam  is 
on  and  when  the  inspector  may  adjust  them.  Often  valves  are 
so  constructed  that,  once  adjusted,  they  may  be  locked  up,  and 
thus  made  safe  against  the  tampering  of  irresponsible  or  mali- 
cious  persons. 


— W  Zip  pQtttT    çr  *MSFtWffJGV    ÛF   l^^&fT 


FiG.  85.— Khcbnt  Type  of  Lever  Safbty-valve  with  Knifb-edgbs. 

A  better  form  of  lever  safety-valve  than  that  just  described 
îs  that  proposed  by  the  U.  S.  inspectors,  Fig.  85,  in  which 
the  contacts  of  valve"  and  fulcrum  with  the  lever  are  made  by 
knife-edges,  a  System  found  to  hâve  marked  superiority  over 
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the  usual  pin-construction.  The  valve  is  commonly  covered 
by  a  **  bonnet,"  and  the  steam  flowing  past  the  valve  into  the 
chamber  so  made  is  conducted  away  by  an  attached  steam- 
pipe. 

The  proportions  adopted  by  the  Board  submitting  ît*  are 
as  follows: 


Area  of  Valves  bxprbssed 
IN  Square  Inches. 

6". 

10". 

16". 

80". 

26". 

30". 

Diameter  of  opening.. . 

Diameter  of  valves 

Length  of  lever 

Distance  of  fulcrum. . . 
Anjçle  of  valve's  face. . 

VVidih  of  face 

Lengih  of  fulcrum  link. 

2.525 
2.76 
25. 
2.5 
45° 
.15 
4.5 

3.37 

3  77 
30. 

3. 
45° 
.15 
4.5 

4.371 
4.58 
35. 
3.5 
45° 
.12 

4.5 

5.047 
5.28 
40. 
4. 
45" 
.17 
4.5 

5.642 
5.86 
45. 

'\' 

.17 
4.5 

6.781 
6.375 
47.5 

45 
.15 
4.5 

When  well  proportioned  and  well  made,  thèse  valves  may 
be  expected  to  keep  the  steam  under  usual  conditions  within 


FiG.  86.— Lever  Safbtv-valve  (U.  S.  Board  of  Inspectors). 

one  or  two  per  cent  of  its  working  pressure  ;  but  the  smaller 
valves  are  less  exact  than  the  larger  sizes. 

♦Report  on  Safety -valve  Test.     Washington,  1877. 
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The  essentîal  requîrements  are  considered  to  be — 
(i)  Capability  of  discharging  any  excess  of  steam  above  a 
fixed  working  pressure. 

(2)  A  minimum  limit  of  variation  of  pressure  within  which 
the  valve  will  open  and  close. 

(3)  Uniformity  of  action  at  différent  pressures. 

(4)  Reliability  of  action  under  continued  use. 

(5)  Simplicity. 

The  form  of  valve  just  described  meets  thèse  demands  in  a 
very  satisfactory  manner.  The  working  drawings  are  seen  in 
Fig.  86. 

The  effective  area  of  opening,  a^  required  to  discharge  a 
given  weight  of  steam,  zt/,  per  hour  was  found  to  be,  at  various 
usual  pressures,  as  follows  : 

2  atmos. ,   30  pounds  per  square  inch a  =  w  X  0.0009 

4  atmos.,   60  pounds  per  square  inch 0  =  te;  X  0.0006 

6  atmos.,   90  pounds  per  square  inch a  =  w  X  0.0003 

7  atmos. ,  100  pounds  per  square  inch a  =  t&  X  0.0002 

The  proportion  a  =  o.oo5«;  îs  taken  as  giving  a  safe  area, 
the  factor  of  safety  for  the  usual  pressures  being  10,  and  greater 
as  the  pressures  increase. 

In  many  cases  the  lever  and  weight  are  too  cumber- 
some,  or  otherwise  objectionable,  and  a  spring  is  used,  acting 
either  directly  on  the  valve  or  on  a  short  lever — a  common 
practice  with  both  locomotive  and  marine  boilers.  Nearly 
ail  the  later  forms  of  valve  are  of  the  former  of  thèse  two 
classes. 

It  is  found  very  difiîcult  to  avoid  a  considérable  variation  of 
steam-pressure  with  the  common  form  of  valve,  as  it  is  not 
often  practicable  to  secure  the  full  lift  of  the  valve.  Owing  to 
a  peculiar  action  of  the  impinging  currents  of  steam,  it  is  rarely 
possible  to  obtain  a  rise  of  more  than  about  0.2  inch  (0.5  cm.) 
without  serious  excess  of  pressure,  especially  with  low  steam. 
Many  expédients  hâve  been  proposed  to  meet  this  difficulty, 
as,  for  example,  in  the  Rochow  valve  of  Fig.  87,  in  which  a 
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piston  is  attached  below  the  valve,  having  a  slight  excess  of 

area,  and  thus  continually  forcing  the  valve   upward   to  the 

limit  of  its  rise  until  the  pressure  is  relieved. 
A  System   now  becoming  very 

common,  and  giving  most  satisfac- 

tory  results,  is  that  known  as  the 

"  reactionary*'   valve,    of   which   a 

good   example  is  that  of  Ashcroft 

(F'ig.  88),  in  which  the.current  issu- 

ing   from  under  the  valve   is   de- 

flected  by  a  curved  lip  or  flange 

in  such    manner    as    to    cause    a 

pressure  by  its  reaction  that  aids 

effectively    in    raising    the   valve. 

This  System  of  construction  is  in 

very  extended  use. 

When  vvell  designed,  they  open      F'ig.  87.-Rochow's  Safbty-valve. 

promptly  and  widely,  discharge  the  surplus  steam  quickly,  and 

seat  themselves  at  once,  thus  preventing  any  observable  varia- 
tion of  working  pressure.     The  lift  is  0.04  X  diameter. 

In  designing  safety-valves  care  is 
to  be  taken  to  secure  ample  area  of 
opening,  freedom  from  liability  to 
stick  or  failure  to  rise  fully,  and  to  see 
that  if  the  spindle  passes  through  a 
guide  the  bearing-surfaces  are  not 
liable  to  rust  fast.  It  is  usual  to  line 
the  opening,  and  to  cover  the  spindle 
with  brass.  Narrow  valve-seats  are 
advisable  to  secure  tightness  and 
free  working,  and  straight  steam- 
ways. 

The   mechanîsm    of   one   of    the 

FiG.  88.— Ashcroft's  (Reactionary)  ^  ^       r  ^1_       ..  ^-  »»         r 

Spking-loaded  Safety-valvb.  most  récent  of  the  "  reactionary  safe- 
ty-valves is  seen  in  Fig.  89,  in  which  B  B  is  a.  nickel  seat,  C  Cy 
the  valve  of  which,  C C\  is  the  adjustable  ring  introduced  to 
secure  the  desired  reaction.     FF  is  the  spring  and  DB  the 
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spindle,  the  one  bearing  against  the  fixed  cross-bar,  G  G, 
and  the  other  attached  to  it  firmly.     The  channel,  a  a,  turns 

the  issuing  current  back  into  the  verti- 
cal direction,  and  thus  makes  the  re- 
actionary  effect  a  maximum. 

Brass  or  nickel  valves  and  seats  are 
free  from  the  liability  to  dangerous 
corrosion  that  characterizes  iron. 

The  maximum  intensity  of  pressure 
under  any  lever  safety-valve  is 

p__wl  -^r%v'  -\  w"/ 

fa  ' 

FiG.  89.— RXCUARDS0K*S  SaPBTY- 

VALVE.  when  a  is  its  effective  area  ;  w,  iv  ,  lif  y 

the  weîght  applied,  that  of  the  lever  and  that  oi  valve  ;  /  /',  the 
lengths  of  lever-arm  from  weight  to  fulcrum,  and  of  that  from 
centre  of  gravity  of  the  lever;  and /the  distance  from  fulcrum 
to  centre  of  valve.  The  actual  value  of  a  may  vary  enormously 
in  any  one  valve  having  a  wide  seat,  accordingly  as  it  is  tight 
or  leaking.  If  perfectly  tight,  the  valve  will  rise  when  an 
equilibrium  is  reached,  assuming  a  to  be  the  area  within  the 
inner  periphery  of  the  seat  ;  it  will  drop  when  the  pressure  has 
fallen  so  far  that  an  equilibrium  may  be  established,  a  being 
measured  to  the  exterior  periphery.  If  leaking,  thèse  two 
areas  may  hâve  almost  any  apparent  relation.  The  narrower 
the  seat,  the  less  thèse  différences. 

For  large  boilers,  "  multiplex''  valves,  consisting  of  a  set  of 
two  or  more  in  one  casing,  are  often  used  in  préférence  to  a 
single  large  valve. 

184.  The  Feed  Apparatus  for  steam-boilers  is  not  usually 
designed  by  the  engineer  furnishing  the  plans  for  boilers,  but  is 
purchased  of  makers  of  feed-pumps  or  of  "  injectors**  as  it  may 
be  needed.  Where  open  heaters  are  used,  in  which  the  feed  is 
heated  before  it  is  pumped,  the  injector  cannot,  as  a  rule,  be 
used  ;  but  a  large  slow-moving  pump,  placed  sufliciently  lovv  to- 
fin  with  certainty  at   every  stroke,  should  be  employed.     A 
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pump  driven  by  belt  and  by  the  main  engine  is  more  economî- 
cal  in  opération  than  a  steam-pump.  The  independence  of  the 
latter,  and  their  convenience  of  opération,  hâve  caused  their 
very  gênerai  introduction  ;  and  they  are  commonly  kept  at 
hand  for  emergencies,  even  where  the  **  power-pump"  is  used, 
With  a  closed  or  coil  heater  water  may  be  forced  by  the  feed- 
pump  through  the  heating-coils  and  on  into  the  boiler.  In 
this  case,  either  pump  or  injector  may  be  used.  The  latter  is, 
m  this  case  the  more  economical,  as  no  loss  occurs  except  of 
heat  from  the  steam  and  water  pipes,  and  this  loss  may  be  ren- 
dered  insignificant  by  carefuUy  covering  them.  Even  the 
effect  of  friction  is  to  give  a  fully  compensating  increase  of 
température  to  the  water.    (For  forms  of  heater  see  Appcndix.) 

The  steam-pumps  are  not  usually  economical  of  steam,  and 
often  use  ten  times  as  much  per  unit  of  work  done  as  good 
engines.     A  "  duty"  of  ten  millions  is  unusually  large. 

Ail  feed  ipparatus  should  be  of  the  best  possible  construc- 
tion ;  should,  when  possible,  be  in  duplicate,  and  of  far  greater 
capacity  than  is  demanded  in  regular  work;  and  should  be 
placed  where  it  will  always  be  promptly  and  readily  accessible, 
and  kept  in  perfect  order.  Failure  to  act  promptly  and  effec- 
tively  in  an  emergency  may  lead  to  incalculable  disaster.  In 
many  cases  injectors  are  used  in  ordinary  work,  and  very  large 
steam-pumps  kept  in  readiness  for  emergencies. 

Heating  the  feed-water  by  means  of  the  waste  gases  is  al- 
ways advisable  if  at  ail  practicable,  as  well  as  the  utilization  of 
exhaust-steam,  and  the  advantage  of  the  "economizer  **  is 
illustrated  by  the  record  in  the  Appendix. 

The  table  on  page  394  gives  the  percentage  of  saving  ef- 
fected  by  heating  the  feed-water  of  a  steam-boiler  by  means 
of  heat  otherwise  wasted. 

185.  Minor  Accessories  and  détails,  such  as  the  kind  and 
location  of  steam  and  water  gauges,  dampers,  automatic  con- 
trollirig  devices,  etc.,  should  be  as  carefully  considered  by  the 
designer  of  the  steam-boiler  as  any  other  parts  of  his  work. 

The  Stcam-gauge  is  selected  from  among  the  numerous 
styles  and  makes  in  the  market,  and  is  never  designed  by  the 
^ngineer  preparing  plans  of  boilers.    The  most  common  form 
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«Kt^ 


is  the  Bourdon  Spring  Pressure-gauge  (Fig.  90),  of  which  a 

number  of  modifications  are  in  use.     The  case,  A  Ay  encloses 

a  coil  of  flattened  tube,  B  B,  closed  at  the 

free   end  and  open  to  boiler-steam  at  the 

supported  extremity.     As  the  pressure  rises 

and  falls,  a  tendency  to   expand   the   tube 

into  circular  section  produces  greater  or  less 

*  "^K*^  ^"*îSi^     effect,  and  the  tube,  as  a  whole,  assumes  a 

"  ^-55^  greater   or   a   smaller  radius   of   curvature, 

jj  throwing  its  free  end  one  way  or  the  other 

^fî  in  such  manner  as  to  measure,  by  the  trav- 

QW  erse  of  the  attached  pointer,  the  pressure  at 

F1G.90.-B0URDONGAUGB.  each  moment,  of  the  confined  fluid.     Some- 

times  the  tube  is  held  at  its  middle  point,  both  ends  being 

free,  and   their   relative  motion   affecting  the  pointer.      The 

more  stable  the  tube  and  the  more   reliable  the  mechanism 

Connecting  it  with  the  hand  at  the  dial,  the  better  the  gauge. 


SAVING  BY  HEATING   FEEDWATER. 
(Steam  at  60  Ibs.) 
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Fig.  91   represents  a  section  of  the  Bourdon  tube.     The 
major  axis  is  placed  vertically  to  the  plane  of  the  coil.    M^ere 

ît  placed  parallel  to  that  plane,  internai  pressure    ^"'■*" "^ 

would  close  up  the  coil  instead  of,  as  in  the  usual  m.  g-- 

case,  uncoiling  it.     This  latter  is  the  disposition  adopted  by 
the  Author,  as  in  Fig.  92,  in  a  gauge  devised  by  him  for  very 
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high  pressures,  and  especîally  to  work  steadily  where  exposed  to 
heavy  jar,  as  on  locomotives. 

A  pair  of  corrugated  disks,  secured  together  at  the  edges, 
and  receiving  steam-pressure  within,  is  a  form  of  pressure-gauge 
spring  which  has  been  found  useful,  and  many  gauges  are  thus 
constructed.  AU  spring  gauges,  unless  constructed  with  ex- 
traordinary  care,  are  very  liable  to  give  after  a  time  misleading 
indications,  and  they  should  be  occasionally  tested  to  ascertain 
to  what  pressures  the  readings  on  the  dial  actually  correspond. 


FiG.  9a.— ThURSTOH'S  HlCH-PRBSSURB  GaUGB. 

Mercury-gauges,  in  which  the  pressure  is  measured  by  the 
height  of  a  mercury  column  balancing  it,  are  much  safer  than 
spring-gauges,  but  are  too  cumbersome  for  common  use.  AU 
other  steam-gauges  are,  however,  referred  to  the  mercury-gauge 
in  standardizing  them. 
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Steam-gauge  connections  should  be  so  made  that  the  in. 
strument  may  not  be  liable  to  injury  by  beat,  either  externally 
or  internally,  and  so  that  the  spring  shall  always  hâve  a  body 
of  comparatively  cold  water  interposed  between  itself  and  the 
steam.  A  coil  or  siphon-shaped  bend  in  the  gauge-pipe  is  gen- 
erally  introduced  with  this  purpose  in  view  :  it  fills  up  with  a 
body  of  water  condensed  from  the  steam  which  protects  the 
spring  from  injury  by  exposure  to  heat.  The  point  of  entrance 
of  the  gauge-pipe  into  the  boiler  is  simply  a  matter  of  conven* 
ience,  usually. 

Gauge-cocks  and  water-gaugcs  should  be  set  where  they  will 
not  be  affected  by  any  foaming  that  may  occur  within  the 
boiler;  they  should  be  as  far  from  the  furnace  as  is  conven- 
îent,  or  their  connections  should  be  led  to  a  quiet  part  of  the 
boiler.  A  foaming  boiler,  by  deceiving  the  eye  at  the  gauges, 
may  discharge  a  dangerously  large  amount  of  water  undctected. 
The  Lozv-water  Dctcctor  and  Alarm  is  an  apparat  us  which  is 
in  very  common  use  to  give  warning  should  the  water-level 
ever  fall  below  that  considered  safe.  It  com- 
monly  consists  of  a  vertical  tube  closed  at  the 
top  by  a  fusible  plug,  or  by  a  valve  actuated 
by  a  rod  having  a  différent  coefficient  of  ex- 
pansion from  the  tube  itself.  The  tube  com- 
municates  at  the  lower  end  with  the  water- 
space  of  the  boiler.  It  ordinarily  stands  full  of 
water;  but  should  the  water-level  fall  below 
its  lower  end,  steam  displaces  the  water  in  the 
tube,  the  fusible  plug  melts,  or  the  valve  is 
'°'  ^^*Â"lIrm7^""  opened  by  the  différence  in  expansion  of  the 
tube  and  rod,  and  steam  at  once  issues,  giving  warning  of  dan- 
ger. The  upper  end  of  the  tube  is  commonly  fitted  with  a 
steam-whistle,  the  blowing  of  which  when  the  steam  makes  its 
exit  insures  attention. 

Many  forms  of  grate-bars  are  used  in  steam-boiler  furnaces, 
some  of  which  are  provided  with  interlocking  devices  so  con- 
trived  that  ail  are  so  bound  together  that  it  is  impossible  for 
single  bars  to  warp  and  twist  out  of  shape  to  such  an  extent 
that  they  will  be  liable  to  burn.  In  other  cases  the  bars  are 
fitted  so  as  to  be  ail  capable  of  vibration  or  rotation  by  the  ac- 
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« 

tion  of  a  single  handle,  and  thus  to  permit  convenient  cleaning 
of  the  fires.  Such  grates  are  in  very  common  use  in  anthracite- 
burning  furnaces. 

Fusible  plugs  are  inserted  at  convenient  points  in  plates  lia- 
ble  to  be  the  first  to  be  left  dry  on  the  falling  of  the  water- 
level.  A  leaden  rivet  in  an  upper  seam  or  in  a  rivet-hole 
made  for  the  purpose  at  the  highest  part  of  a  crown-sheet  is 
often  relied  upon  ;  but  it  is  better  to  use  an  alloy  of  lower 
nnelting-point,  and  to  make  it  quite  large.  Several  small  plugs 
are  sometimes  inserted  in  a  larger  plug  of  cast-iron  properly 
located,  the  idea  being  to  thus  secure  greater  safety  by  avoid- 
ing  the  chance  of  a  single  one  failing  to  serve  its  purpose.  A 
large  plug  of  fusible  métal,  projecting  well  above  the  crown- 
sheet  or  other  plate  in  which  it  may  be  placed,  and  having  a 
central  rod  of  copper  passing  completely  through  it  and  pro- 
jecting at  top  and  bottom,  is  a  very  excellent  device.  When 
its  upper  end  becomes  exposed  the  copper  rod  melts  out  of  its 
casing  and  falls  down  out  of  theway,  exposing  clean  surfaces  of 
fusible  métal,  which  in  turn  melt,  and  the  purpose  of  the  appa- 
ratus  is  accomplished  with  certainty.  In  some  cases  alloys  are 
so  altered  by  long  exposure  to  heat  that  they  fail  to  melt  when 
the  emergency  arises.  It  is  advised  by  the  best  engineers  that 
they  be  renewed  frequently.  An  accumulation  of  sédiment  or 
scale  sometimes  prevents  their  working,  or  may  permit  their 
melting  without  causing  egress  of  steam  and  water,  as  is  usu- 
ally  intended.  A  coating  of  thin  scale  will  often  sustain  ail 
the  pressure  coming  upon  it  over  such  an  opening  as  is  left  by 
the  dropping  out  of  the  plug. 

The  best  fusible  plugs  consist,  as  a  rule,  of  an  outer  shell, 
as  in  the  figure,  filled  with  a  fusible  métal,  C,  in  the  form  of  a 
plug  extending  through  the  shell  from  top 
to  bottom.     The  shell  should   be  of    hard 
brass  to  insure  strength,  with  a  good  thread 
where  it  screws  into  the  plate,  and  a  good 
hexagonal  or  square  head,  and  durability  suf- 
ficient  to  permit  several  fillings.    The  thread 
eut  în  the  shell  should  correspond  with  the 
gas  fitters'  standard.     The  use  of  such  plugs  fig.  44.-Fusible  plug. 
is  often  required  by  law. 
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Low  températures  can  be  determined  by  the  melting- points 
of  compositions  of  lead,  tin,  and  bismuth  ;  and  the  following 
may  be  used  for  fusible  plugs  :* 


An  alloy  of  i  part  lead,  i  part  tin,  4  parts  bismuth,  melts  at   94»    C. 
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It  is  customary  to  use  such  compositions  in  making  "  fusi- 
ble plugs**  to  be  inserted  in  the  crown-sheets  or  tops  of  "  con- 
nections*' liable  to  be  injured  by  low  water,  to  give  waming  of 
danger,  and  to  act  as  safety  devices  by  melting  when  uncovered 
and  permitting  steam  to  issue  into  the  fumace  and  flues. 

Ail  marine  boilers  subject  to  the  rules  of  the  United  States 
Treasury  Department  are  required  to  hâve  plugs  of  Banca  tin 
inserted,  of  not  less  than  0.5  diameter  in  the  smallest  part.f 
Cylinder  boilers  with  flues  must  hâve  one  in  each  flue,  and  one 
in  the  shell  not  less  than  four  feet  from  the  forward  end.  Fire- 
box  boilers  must  hâve  a  plug  in  the  crown-sheet.  Upright  tu- 
bular  boilers  must  hâve  a  plug  in  one  of  the  tubes,  two  inches 
or  more  below  the  lower  gauge-cock,  or  in  the  upper  tube- 
sheet  if  so  preferred  by  the  inspector. 

Where  manhole  covers  can  be  **  struck  up"  in  wrought-iron, 
as  many  of  them  are  now  often  made,  they 
are  much  safer,  as  well  as  lighter  and  more 
convenient  of  manipulation.  The  accom- 
panying  figure  illustrâtes  such  a  construc- 
tion as  introduced  some  years  ago.  The 
two  guards  and  bolts  give  gfreatly  increased 
security  as  compared  with  the  ordînary  ar- 
rangement of  a  single  guard  and  boit  at  the 
middle  of  the  cover. 

The    M'Neil  manhole  cover  and  guard 

represent    good    récent    practice,   as    seen 

The  opening  through  the  shell 


FiG.  95.— WROrCHT-lRON      .  _^.  ^ 

Manhoi.k  platb.       m  rig.  90 


*  Weisbach. 


f  Regulatioa«,  g  22. 
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îs  strengthened  by  a  wrought-îron  "struck-up**  ring,  the 
section  of  which  is  L-shaped.  The  inner  edge  is  faced  to  re 
ceive  the  faced  bearing-surface  of  the  cover,  and  thus  makes  a 
steam-tight  joint  without  requiring  packing. 


FiG.  96.— M'Neil  Manholb  Cover. 

The  "  blow-off  cock,"  whîch  controls  the  discharge  of  water 
through  the  "  blow-off  "  pipe,  should  never  hâve  a  valve  substi- 
tuted  for  it,  but  only  a  good  conical  cock  should  be  used.  It 
should  be  of  the  best  of  brass  or  bronze,  and  of  extra  strertgth. 
A  valve  is  liable  to  be  caused  to  leak  by  the  catching  of  dirt 
or  of  chips  between  it  and  its  seat,  and  thus  to  endanger  the 
boiler  by  undetected  leakage.  With  the  cock  no  uncertainty 
can  exist  in  regard  to  its  beîng  open  or  closed,  and  foreign 
matter  caught  by  the  plug  will  be  eut  off,  or  the  cock  will  be 
opened  an  instant  to  wash  it  away.  A  "  T  '*  placed  outside  the 
cock  and  so  arranged  that  the  plug  can  be  taken  out  to  see 
whether  the  blow-cock  leaks,  and  if  so  how  much,  will  be 
found  an  important  élément  of  security. 

The  "  feed-valve"  which  controls  the  introduction  of  the 
feed-water  into  the  boiler  should  always  be  a  strong,  well-made 
brass  valve,  of  the  best  of  métal  and  heavier  than  the  customary 
market  valves.  The  ordinary  steam-fitter's  valve  and  other 
brass-work  is  usually  much  too  light,  and  it  is  often  thought 
wise  to  make  spécial  patterns  for  boiler  connections.  The 
valve  should  be  placed  close  to  the  boiler  and  the  check-valve 
outside,  and  as  near  it  as  possible.  Often  a  single  valve — 
a  ** screw-check "  —  serves  both  purposes.  Brass  blow-off 
pipes  should  not  be  used  on  externally-fired  boilers. 

Steam-blast  nozzles  for  locomotives  should  usually  be  given 
an  area  of  orifice  0.007  that  of  the  grate  ;  portable  engines  are 
given  the  ratio  0.003. 
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CHAPTER   X. 

CONSTRUCTION  OF  STEAM-BOILERS. 

i86.  The  Metbods  and  Processes  employed  in  the  shop 
in  the  construction  of  steam-boilers  are  usually  simple,  and  in- 
capable of  very  great  refinement.  The  boiler-maker  receives  a 
set  of  drawings  from  the  designing  engineer,  which  exhibit 
the  gênerai  form  and  proportions  of  the  boiler,  and  complète 
représentations  of  ail  détails. 

Thèse  drawings  should  include  front  and  side  élévations, 
and  plan,  together  with  sections  taken  wherever  necessary  to 
exhibit  the  internai  arrangement  and  structure.  AU  dimen- 
sions should  be  carefully  marked  on  each  sheet,  and  the  work- 
mcn  instructed  to  "go  by  the  figures,"  as  attempts  to  measure 
by  scale  are  apt  to  lead  to  mistakes.  The  thickness  of  each 
sheet  should  be  indicated,  and  the  location,  form,  and  size  of 
every  opening  to  be  made  in  the  shop.  General  plans  are 
commonly  made  on  a  scale  of  from  y^^  to  -J  full  size,  ac- 
cording  to  circumstances  ;  but  détail  drawings  are  often  ail 
made  full  size. 

The  boiler-maker  often  reproduces  the  gênerai  drawings,  as 
well  as  ail  détails,  full  size,  on  a  set  of  large  boards  provided 
for  the  purpose,  and,  measuring  ail  parts  anew,  makes  sure 
that  the  originally  given  dimensions  are  ail  right  and  consis- 
tent with  each  other.  The  location  of  each  sheet  and  its 
seams  being  thus  determinable,  the  dimensions  of  the  rectangu- 
lar,  or  other  simple  form  of  sheet,  as  it  is  to  come  from  the 
mill,  are  ascertained,  and  if  not  in  stock,  the  iron  or  steel  is 
ordered.  Mills  will  usually  be  able  to  supply  shcets  eut  very 
exactly  to  the  ultimate  size  and  shape,  and  thus  save  great 
expense  in  cutting  and  fitting  in  the  shop.  Every  sheet  should 
be  ordered  as  exactly  as  to  size  as  possible,  and  the  grade 
and  quality  should  be  as  precisely  specified  in  the  order-list 
thus  made. 
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Ail  Spécial  sheets  should  be  exhibited  by  sketches  as  well 
as  by  figures,  and  in  arranging  their  location  and  dimensions 
care  is  taken  to  bring  just  as  few  seams  into  the  furnace  and 
to  expose  riveting  to  the  heated  gases  as  little  as  possible  ; 
heavy  laps,  two,  three,  or  even  more  sheets  coming  together 
in  the  joint,  as  is  sometimes  the  case,  are  very  apt  to  make 
trouble.  Laps  should  be  so  planned,  also,  as  to  be  easily 
reached  for  chîpping  and  calking  when  necessary.  The  larger 
the  sheets,  generally,  the  better. 

The  order  being  filled,  the  work  of  construction  is  begun. 

187.  The  Apparatus,  Tools,  and  Machinery  employed 
in  boiler-making  are  of  the  simplest  character  ;  although  the 
tendency  is  constantly  observed  to  introduce  more  machine- 
work  to  the  exclusion  of  hand-work,  and  to  make  steam-boiler 
construction,  like  iron-bridge  construction,  approximate  more 
and  more  to  the  art  of  the  machinist.  The  boiler-maker  is 
coming  to  work  more  and  more  to  gaugcs  and  standards,  and 
the  boiler  is  getting  to  be  more  and  more  a  machine-made 
product. 

The  apparatus  used  in  taking  off  the  dimensions  from  the 
working  drawings  and  laying  them  down  on  the  sheet  consists 
of  a  set  of  ruies,  scales,  straight-edges,  and  tcmplates.  The 
latter  are  usually  strips  or  f rames,  which  may  be  laid  down  on 
the  sheet,  and  which  contain  carefully  spaced  holes  correspond- 
ing  to  the  rivet-holes  to  be  made,  in  number,  size,  and  loca- 
tion ;  they  permit  the  location  of  the  rivet-holes  w^ith  accuracy 
and  dispatch. 

The  tools  employed  in  boiler-making  consist  of  tongs  with 
which  to  handle  hot  rivets  ;  riveting-hammers,  especially  de- 
signed  for  their  work  ;  chipping  chisels  for  use  in  trimming  the 
edges  of  plates;  cape-chisels  with  narrow  cutting  edges  for 
cutting  off  portions  of  the  sheet,  or  making  openings  in  it  ; 
and  hammers  for  driving  thèse  chisels.  Drift-pins — tapering 
îron  pins  which  are  inserted  in  the  rivet-holes  to  draw  them 
into  line — are  also  used,  sometimes  endangering  the  construc- 
tion ;  calking  tools  are  used  for  making  seams  tight,  and 
•*  expanders"  to  "  set"  tubes. 

The  machinery  of  the  boiler-maker  consists  of  heavy  rolls 
26 
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for  giving  the  sheets  the  cylindrical  form  ;  shears  for  cutting 
them  to  correct  outline  ;  punches  for  making  rivet-holes  ; 
boring-lathes  or  drill-presses  for  making  the  large  holes  in  tube 
or  flue  sheets  ;  and  riveting-machines.  Where  large  boilers,  to 
carry  high  pressure,  and  therefore  made  of  heavy  plates,  are 
to  be  built,  ail  thèse  tools  must  be  very  heavy  and  powerful. 
Reamers,  or  "  rimmers,**  are  used  to  enlarge  holes  found  to  be 
too  smallfor  their  purpose.  In  the  best-equipped  establish- 
ments a  planer  is  used  to  give  the  edges  of  heavy  plates  their 
bevel,  and  that  exactness  of  line  that  is  essential  to  neatness  of 
appearance  along  the  lap,  as  well  as  to  secure  immunity  from 
in  jury  by  the  chisel  when  the  edge  of  the  lap  is  chipped  in  the 
older  way,  preparatory  to  calking. 

Various  kinds  of  rivet-heating  furnaces  complète  this  list 
of  apparatus  of  the  boiler-shop.  Ail  such  machinery  should  be 
very  substantial  and  powerful,  as  it  is  always  liable  to  be  sub- 
jected  to  very  heavy  stresses. 

i88.  Shearing,  Planing,  and  Shaping  the  sheets  to  the 
prescribed  size  and  form  are  opérations  preliminary  to  the 
fîtting  together  and  riveting  up  of  the  work. 

Shearing  is  performed  by  the  "  shears"  or  shearîng-machine, 
Avhich  consists  of  a  pair  of  strong  jaws,  of  which  the  one  is 
fixed,  the  other  movable,  and  actuated  by  a  powerful  toggle- 
joint  or  by  an  eccentric.  The  cutting  edges  are  usually 
straight,  but  set  at  a  slight  inclination  the  one  with  the  other, 
in  such  manner  that  the  eut  begins  at  one  end  of  the  blade 
and  runs  across  to  the  other,  thus  enormously  reducing  the 
force  required  to  eflfect  it.  This  opération  is  rapid  and  inex- 
pensive,  but  is  liable  to  injure  the  métal  near  the  eut  if  it  is 
hard,  and  usually  leaves  so  roùgh  an  edge  that  it  is  advisable 
to  give  a  better  finish  by  means  of  the  planer.  Sharply  curved 
and  irregular  outlines  cannot  be  given  by  the  shears  or  the 
planer,  and  are  formed  by  the  chisel.  Occasionally,  the  rough 
work  is  done  by  drilling  a  séries  of  holes  along  the  line  to  be 
eut,  and  dressing  out  to  the  line  with  the  chisel. 

189.  Flang^ng  sheets  which  are  to  receive  the  ends  of 
flues,  or  are  to  be  used  as  heads  and  riveted  to  the  shell,  is 
performed  at  open  fires,  by  means  of  which  an  even  heat  is  ob 
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tained  over  the  whole  area  to  be  worked,  and  the  flange  is  then 
made  by  hammering  the  edge  to  be  turned,  over  an  anvil  or 
properly  shaped  "former."  In  some  cases,  when  considérable 
numbers  of  circular  or  other  simple  forms  are  to  be  flanged, 
flanging-machines  are  used,  in  which  the  whole  flange  is  formed 
at  one  opération,  the  disk  being  forced  by  hydraulic  pressure 
into  a  die  which  turns  up  the  flange  ail  around.  In  some 
cases  dome-tops,  manhole-rings,  manhole-plates,  and  other 
parts  are  similarly  "  struck  up." 

Punching  and  drilling  are  performed  by  machinery  usually, 
and  for  the  latter  process  the  gang-drill  is  often  found  an 
economical  machine  :  it  consists  of  a  collection  of  drills  so  set 
as  to  be  driven  together,  and  so  to  make  a  number  of  holes 
at  once.  Punching  is  generally  practised  with  very  soft  steels, 
and  with  ail  iron  ;  but  drilling  is  always  préférable  where  steel 
is  employed  of  appreciably  greater  hardness  than  good  iron, 
and  is  probably  safest  with  hard  irons. 

A  good  rule  in  working  steel  plate  is  to  punch  the  holes 
-^^  inch  (0.476  cm.)  smallcr  than  the  size  of  rivet,  and  then  to 
enlarge  the  hole  to  full  size  by  either  counterboring  or  ream- 
ing.  The  sharp  edge,  or  fin,  if  any,  around  the  hole  should 
finally  be  trimmed  so  as  to  make  a  slightly  rounded  fiUet  under 
the  head  of  the  rivet,  and  thus  reduce  the  risk  of  fracture  at 
that  point. 

For  thèse  opérations  the  holes  hâve  been  previously  marked 
off  by  the  template,  and  the  art  of  successfully  doing  the  work 
is  mainly  that  of  securing  exact  location  of  the  punch  or  drill 
at  starting.  A  table,  carrying  the  plate  and  moving  automati- 
cally  the  correct  distance  to  give  the  desired  spacing  at  each 
opération,  is  often  adopted,  and  w^ith  advantage.  When  punch- 
ing, the  sheet  should  be  so  placed  that  the  side  at  which  the 
punch  enters  shall  be  that  next  the  adjacent  sheet  when 
riveted  up,  thus  producing  a  hole  for  the  rivet  largest  on  the 
outside,  next  the  heads,  and  smallest  at  the  middle. 

190.  Bending  Plates  to  the  required  curvature  is  often 
the  first  process,  though  frequently  performed  after  the  opéra- 
tions just  described  are  completed.  The  bending  rolls  are  so 
set  as  to  produce  a  moderate  degree  of  curvature  at  the  first 
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passage  of  the  plate,  and  repeatedly  adjusting  the  rons  and 
successive  passes  of  the  sheet  finally  give  the  full  curvature 
desired.  Where  the  shape  to  be  secured  is  the  frustum  ot  a 
cône,  on'e  end  of  the  sheet  is  more  closely  pressed  in  the  roils 
than  the  other,  and  a  sharper  curvature  given  it.  The  use  of 
a  template  déterminas  when  the  plate  has  the  right  curvature. 

191.  Riveting  is  done  partly  on  detached  portions  of  the 
boiler,  as  in  making  flues  and  fireboxes,  and  partly  in  assem- 
bling  such  parts  and  building  up  the  complète  structure.  As 
a  rule,  ail  parts  which  can  be  easily  handled  are  completed 
separately,  and  later  joined  to  adjacent  parts  in  the  final  work 
of  putting  them  ail  together.  Each  member  being  compara- 
tively  light  and  small,  the  work  can  be  done  on  it,  detached. 
much  more  conveniently,  rapidly,  and  cheaply  than  when  it  is 
attempted  to  construct  it  as  an  attached  portion  of  the  larger 
mass. 

Before  riveting  up,  each  seam  is  examined  to  see  that  the 
two  halves  of  the  \^  are  precisely  matched,  the  edges  parallel 
and  well  adjusted,  and  opposite  rivet-holes  ail  exact ly  located 
and  fair  with  each  other.  Should  any  fault  appear  it  is  cor- 
rected  before  riveting  is  begun.  While  making  this  trial  of 
parts  and  doing  this  fitting,  and  while  making  this  examina- 
tion,  the  seam  is  temporarily  held  by  bolts  which  should  nearly 
fit  the  holes  intended  for  the  rivets.  Should  a  pair  of  rivet- 
holes  be  unfair,  the  boit  will  not  enter,  and  one  or  both  the 
holes  must  be  dressed  over  with  a  reamer  until  the  rivet  can 
enter.  The  drift-pin  is  used  to  bring  companion  sets  of  holes 
opposite,  when  in  doing  this  the  plate  requires  to  be  slightly 
sprung;  but  it  ought  never  to  be  employed  to  enlarge  the 
holes  or  to  force  them  fair  by  visibly  distorting  the  sheet  or 
the  métal  about  the  hdle.  When  this  process  seems  necessary, 
and  when  enlargement  by  chipping  produces  a  seriously  mis- 
shapen  hole,  the  faulty  sheet,  or  pair  of  sheets,  should  both  be 
in  fault,  should  be  condemned,  and  better  prepared  sheets 
substituted. 

When  the  seam  is  found  to  be  right,  the  two  edges  are 
bolted  firmly  in  position,  with  the  laps  in  perfect  contact,  and 
riveting  proceeded  with.     Every  rivet  should  be  of  the  length 
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and  size  required  by  spécification,  and  of  the  best  material.  In 
heating,  the  shank  is  given  a  good  forging  température,  the 
head  left  barely  red,  and  the  point  safely  inside  the  burning 
heat.  A  few  blows  on  the  laps,  with  the  rivet  in  place,  déter- 
mine whether  metallic  contact  exists,  and  the  rivet  is  then 
rapidly  headed  up  and  shaped.  Quick  work  means  easy  and 
good  work,  ^s  the  riveting  is  then  finished  before  the  rivet  is 
hardened  by  cooling.  Riveting-hammers  are  comparatively 
light  ;  but  the  rivet  is  held  up  to  its  place  by  heavy  hammers. 


FiG.  97.— Steam  Rivbting-machine. 

weîghîng  from  ten  to  sometimes  thirty  or  forty  pounds  (4.5  to 
14  or  18  kgs.),  and  capable  by  their  inertia  of  resisting  the 
heaviest  blows  struck  during  the  opération.  Two  or  three 
hundred  blows  are  required  for  each  rivet  in  ordinary  boiler- 
work.  Very  heavy  rivets  are  headed  up  with  a  **  button-set,** 
a  forming  tool  which  is  cup-shaped  at  one  end,  where  it  rests 
on  the  point  of  the  rivet,  while  blows  of  a  sledge-hammer 
on  its  other  end  drive  it  down  and  so  give  the  head  a  hemi- 
spherical  shape.  This  form  of  head  is  st ronger  than  the  cone- 
shape  usually  given  in  hand-riveting. 
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Machîne-rivetîng,  either  by  steam,  compressée!  air, 'or  hy- 
draulic  machines,  is,  if  well  done,  preferred  to  any  hand-rivet- 
ing  ;  although  on  work  which  is  not  too  heavy  the  latter  is 
thoroughly  capable  of  giving  satisfaction.  In  machine-riveting 
the  machine  should  be  amply  powerful  ;  the  die  should  be 
carefully  brought  in  Une  with  the  rivet  ;  the  laps  should  be 
very  closely  secured  together,  and  the  pressure  fuJly  up  to  the 
working  standard.  A  machine  which  will  clamp  and  hold  the 
lap  while  the  rivet  is  driven  is  to  be  preferred. 


FiG.   98.— HyDRAULIC  RlVETBR. 

Well-constructed  steam-riveters  of  angular  size  do  their  work 
by  pressure,  not  by  impact  or  blow.  The  boiler-pressure  should 
bc  varied  to  suit  the  size  of  the  rivets  being  driven,  and  main- 
tained  at  a  uniform  pressure  during  the  entire  work.  A  good 
steam-riveter  should  drive  ordinary  sizes  of  rivets  ten  times  as 
rapidly  as  a  single  gang  of  riveters  working  by  hand,  notwith- 
standing  the  time  and  labor  required  in  the  handling  and  ad- 
iustment  of  the  boiler,  the  rivet,  and  the  machine.  The  lighter 
machines  are  compelled  to  strike  a  blow  :  this  gives  less  satis- 
factory  and  far  less  reliable  work  than  when  the  machine  has 
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sufficient  power  to  head  up  the  rivet  by  steady  pressure.  In 
working  this  machine  the  rivets  are  inserted  from  the  outside 
of  the  boiler,  instead  of,  as  in  hand-riveting,  from  the  inside. 
The  boiler,  suspended  in  slings  attached  to  a  crâne,  is  drawn 
up  to  the  riveting-hammer,  and  the  pressure  heads  up  the  rivet 
in  a  moment,  and  the  steam-pressure  is  retained  until  the  rivet 
is  cool.  The  heavier  the  work,  the  thicker  the  sheet,  and  the 
Jarger  the  rivets,  the  greater  the  advantage  of  the  machine. 


FlG.  99. 


FiG.  100. 


To  drive  rivets  by  hand,  two  strikers  and  one  helper  are 
needed  in  the  gang,  besides  the  boy  who  beats  and  passes  the 
rivets;  to  drive  each  f-inch  rivet  an  averageof  250  blows  of  the 
hammer  is  needed,  and  the  work  is  but  imperfectly  done. 
With  a  steam  riveting-machine,  two  men  handle  the  boiler  and 
one  man  works  the  machine. 


PiG.    lOX. 

Where  the  plates  of  which  portions  of  a  boiler  are  com- 
posed  meet  at  right  angles,  the  connection  may  be  made  by 
either  of  the  methods  exhibited  in  the  illustrations  above  :  as 
by  angle-iron  (Fig.  99)  ;  by  a  T-iron,  when  stiffness  is  désirable 
in  the  transverse  plane  (Fig.  100);  or  by  flanging  (Fig.  loi). 

In  order  to  exhibit  the  relative  advantages  of  machine  and 
hand  riveting,  we  hâve  in  Fig.  102  an  illustration  of  two  plates 
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riveted  together,  the  holes  of  which  were  purposely  made  so  as 
not  to  match  perfectly.  Rivet  a  was  put  in  by  the  steam-riveter, 
and  b  by  hand.  The  machine-rivet  fills  the  hole  completely, 
whilc  the  hand-rivet  is  very  imperfect. 

The  hand-rivets  fill  up  the  holes  immediately  under  the 
head  formed  by  the  hammer;  but  sufficient  pressure  could  not 
be  given  to  the  métal  by  hand  to  insure  equally  good  work. 

The  hydraulic  riveting-machine  compresses  without  a  blow, 
and  with  a   uniform  pressure,  variable  at  will  ;   each   rivet  is 


FiG.  102.— Hand  and  Machine  Riveting, 


FiG.    103.— ACCUMULATOR   AND    PUMP. 


driven  with  a  single  movement,  under  complète  control.  The 
pressure  upon  the  rivet  after  it  is  driven  is  maintained,  or  the 
die  is  retracted,  as  may  be  desired.  This  machine  consists  of 
a  riveting-die  attachcd  to  a  piston  in  the  compressing  cylindcr; 
this  cylinder  communicates  with  an  accumulator  through  a 
valve  moved  by  the  operator.  The  work  is  performed  without 
a  blow;  the  pressure  is  always  uniform,  and  can  be  adjusted  by 
the  weights  applied  to  the  accumulator;  it  may  be  maintained 
as  long  as  desired,  or  the  riveting-die  can  be  retracted  as  soon 
as  the  rivet  is  finished.  The  preceding  dîagrams  illustrate  this 
System.* 


*  Supplied  ihrough  the  courtesy  of  Messrs.  Sellers  &  Co. 
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Cold-riveting  can  be  successf ully  adopted  on  light  work  when 
the  best  material  can  be  obtained  in  the  rivets,  and  is  preferred 
where  choice  is  allowed  on  account  of  the  greater  certainty  in 
regard  to  quality  of  rivet  and  the  freedom  from  risk  of  injury 
by  heat. 

Steel  rivets  must  be  worked  more  rapidly  than  iron. 

The  accumulator  is  an  essential  part  of  the  System:  in  it 
water  is  kept  under  pressure  by  means  of  a  pump,  or  otherwise. 
The  chamber  of  the  accumulator  is  closed  at  one  end,  and  to 
the  other  end  is  fitted  a  stuffing-box  through  which  a  weighted 


nii 
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FiG.  104.— Heavy  Lap. 

plunger  rises  or  falls  as  the  quantity  of  water  in  the  chamber 
increases  or  diminishes.  By  varying  the  load  upon  the  plunger, 
the  pressure  upon  the  water  in  the  accumulator-cylinder  is  ad 
justed.  The  water  under  pressure  in  the  accumulator  is  there 
stored  ready  for  use,  and  is  conveyed  through  suitable  pipes  to 
the  compressing  cylinder  of  the  riveting-machine,  so  that  when 
the  valve  is  opened  the  water  flows  into  the  cylinder,  forcing 
the  riveting-dies  upon  the  rivet,  and  fînishing  the  work  with 
such  force  as  the  accumulator  has  been  gauged  to  produce. 
The  very  high  pressure  at  which  hydraulic  machines  are 
operated,  as  compared  with  steam-riveters,  makes  the  cylinder 
smaller  and  the  machines  less  cumbersome.  The  hydraulic 
riveting-machine  can  be  used  wherever  power  by  belt  is  obtain- 
able,  and  the  pumps  and  accumulator  may  be  placed  at  any 
point  most  convenient  for  the  application  of  the  power.  In 
bridge-  and  ship-building  the  portable  hydraulic  riveter  is  com- 
monly  employed. 
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The  adjustment  of  laps  and  of  courses,  where  the  métal  is. 
thick  and  construction  intricate,  often  demands  much  ingenuity 
on  the  part  of  either  the  designer  or  the  builder  of  the  boiler. 
Fig.  104  illustrâtes  the  usual  arrangement  in  the  shell  of  marine 
boilers  of  the  Scotch  type,  where>  as  is  customary,  butt  joints 
are  employed  with  double  rivet ing. 

The  foUowing  sketches  illustrate  some  of  the  best  forms  of 
joint  in  standard  construction,  beginning  with  the  single-riveted 
joint  of  everyday  use,  and  followed  by  various  forms  of  double 
and  triple  riveting. 


Prc.  xosa. 
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Thèse  joints  are  ail  proportioned  as  for  steel,  and  a  strength 
is  assumed  of  5000  pounds  per  running  inch,  the  factor  of  safety 
being  taken  as  8,  or  for  8000  pounds  if  the  factor  be  dropped 

to5. 

The  second  of  the  group  shows  the  junction  of  four  over- 
lapping  plates;  and  the  third  the  method  of  arranging  the 
covering-strips  or  "  cover-plates." 
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Where,  as  should  always  be  the  case,  steel  plates  are  drilled» 
or  are  punched  and  the  holes  sufficiently  enlarged  by  counter- 
boring  or  reaming  and  the  plates  fînally  well  annealed,  no  al 
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îowance  need  be  made  for  loss  of  strength   in   the  métal  be- 
tween  the  plates. 

The  best  makers  of  boilers  endeavor  to  reduce  the  number 
of  seams  to  a  minimum,  as  well  as  to  make  those  retained  of 
uniform  and  ample  strength.  Double-rivetcd  longitudinal 
seams  are  becoming  constantly  more  common,  and  in  some 
cases  welding  is  resorted  to  with  great  success.  The  latter 
plan  permits  the  securing  of  perfectly  cylindrical  courses  or 
rings  of  plates.  It  seems  not  improbable  that  welding  may 
ultimately  become  the  usual  method  of  making  ail  joints.     The 
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lap-joints  are  disappearing  in  good  designs,  and  the  butt-joints, 
single  and  double  riveted  or  other,  are  taking  their  place. 
In  thèse  cases  the  cover-plates,  or  covering  strips,  or  straps,  as 
they  are  variously  called,  should  be  eut  from  plate,  and  in  such 
manner  that  the  grain  shall  run  parallel  with  the  direction  of 
stress.  (For  proportions  of  heavy  seams,  see  Append.  p.  736.) 
Welding^  if  it  can  be  safely  relied  upon,  ofïçrs  so  many  ad- 
vantages  over  riveting,  that  there  can  be  no  question  that  it  will 
în  time  supplant  entirely  the  older  method  of  uniting  the  parts 
of  boilers.  Ithas  been  the  practice  of  a  few  makers  to  employ 
this  System  for  many  years,and  the  use  of  welded  seams  isslowly 
but  steadily  increasing.     A  good  weld  gives  more  nearly  the  full 
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strength  of  the  iron  than  can  any  arrangement  of  rivets,  and  en- 
ables  ail  risks  arising  from  defects  in  workmanship  peculiar  to 
riveting,  such  as  drifting  or  careless  chipping  and  calking,  and 
such  as  cold-hammering,  to  be  avoided.  It  pemnits  dispens- 
ing  with  calking  entirely,  and  consequently  the  avoidance  of  the 
grooving  or  furrowing  which  so  often  proves  dangerous.  It  is 
also  possible  to  reroll  the  course  or  ring  of  welded  plates,  and 
thus  to  secure  greater  accuracy  of  dimension  and  perfection  of 
form  than  could  be  obtained  with  riveted  work. 

Welding  is  iess  likely  to  prove  unreliable  in  flues  than  in 
shells  of  boilers  ;  as  the  steam-pressure*  there  tends  to  force  the 
parts  together,  rather  than  to  separate  them,  as  in  the  latter 
case.  Great  expérience  is  in  any  case  demanded,  as  well  as 
great  care  and  skill,  in  making  long  lines  of  weld,  such  as  are 
required  in  this  work.  It  is  stated  by  Mr.  Adamson,  who  has 
been  one  of  the  most  successful  makers  using  the  process,  that 
the  métal  must  be  of  the  best  possible  quality,  and  that  steel 
containing  enough  carbon  and  other  éléments  to  perceptibly 
harden  it  cannot  be  safely  employed.     (See  Appendix.) 

192.  Flues  and  Tubes  are  set  after  the  parts  of  the  boiler 
are  assembled,  or  in  the  construction  of  the  tube-boxes  and 
*^  connections."  The  flue  is  commonly  riveted  into  the  flanged 
opeiiing  eut  into  the  two  flue-sheets  to  receive  it  ;  the  tube  is 
^'expanded''  into  the  tube-sheet  by  means  of  a  **tube- 
expander,"  of  which  there  are  many  kinds  ;  which  tool  forces 
out  the  tube  into  metallic  and  firm  contact  with  the  hole  bored 
to  receive  it,  and  at  the  same  time  expands  it  a  trifle  on  each 
side  the  sheet,  and  thus  tightens  its  hold  and  gives  it  the 
effect  of  a  stay,  while  still  further  insuring  against  leakage. 
Care  must  be  taken  to  avoid  too  great  expansion,  as  the  tube- 
sheet  is  sometimes  strained  and  weakened  by  excessive  stretch- 
ing,  and  the  tube  itself  is  sometimes  split.  Properly  set  and 
expanded,  a  tube  makes  an  exceedingly  effective  stay.  A 
locomotive  tube  should  safely  carry  3000  pounds  (1360  kgs.) 
and  a  marine  boiler  tube,  of  double  the  diameter,  5000  pounds, 
(2268  kgs.),  or  the  full  boiler-pressure  ordinarily  carried.  For 
very  high  pressures,  as  now  often  attained  with  three  and  four 
cylinder  "  compound  "  engines,  stay-tubes  are  introduced  at  in- 
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FiG.  106.— Staying  Flat  Surfacbs. 


tervals  which  are  made  of  heavier  îron,  and  hâve  nuts  screwed 
on  the  outside  to  sustain  the  excessive  pressure.     Many  build- 
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ers  prefer  not  to  bead  over  the  ends  of  the  tubes,  fearing  that 
•  the  opération  may  loosen  them  and  cause  leakage.  The  ends 
of  the  tubes  are  annealed  before  expanding  them. 

In  laying  out  the  flue  or  tube  sheets,  the  centres  are  located 
by  référence  to  the  drawings,  and  the  outline  of  the  hole  is  laid 
out  by  the  dividers.  For  flue-sheets,  a  row  of  small  holes  is 
drilled  around  the  circle,  marking  the  opening  to  be  made  ;  the 
centre  part  is  eut  out,  the  opening  trimmed  and  flanged,  and 
the  sheet  is  then  ready  to  receive  the  flue.  Tube-sheets  are 
similarly  laid  off,  a  small  hole  drilled  at  each  centre,  and  the 
hole  then  "  counterbored  "  to  the  required  size  and  the  edges 
of  the  enlarged  holes  smoothly  raunded  to  prevent  cutting  the 
tubes  when  expandedin  place. 

Ferrules  are  often  driven  into  the  tube-ends,  partly  to  give 
greater  tightness,  partly  often  to  reduce  the  draught-area  when, 
as  sometimes  occurs,  it  is  too  great. 

Staying  is  variously  practised,  and  marine-boilers  especially 
exhibit  a  great  variety  of  methods.  Fig.  io6  illustrâtes  a 
somewhat  peculiar  method  of  staying  adopted  in  the  boilers  of 
the  U.  S.  S.  Nipsic.  A  set  of  gusset-plates  is  riveted  to  the 
shell,  and  the  connection  is  stayed  to  them  by  means  of  lugs 
riveted  to  both.  The  long  stay-rods  running  lengthwise  of  the 
boiler  are  connected  to  thèse  gusset-plates.  Other  gusset-plates 
stiffen  the  junction  of  the  adjacent  parts  of  the  shell  above 
the  connection.  The  water-spaces  are  stayed  by  riveted  stay- 
bolts  in  the  usual  manner. 

Fig.  107  illustrâtes  the  staying  of  the  heads  of  the  boilers 
of  the  U.  S.  S.  Monadnock. 

Fig.  108  exhibits  the  method  of  staying  adopted  in  the 
boilers  of  the  U.  S.  S.  Miantonomoh,  which  differs  from  the 
more  common  practice  in  the  manner  of  fastening  the  heads  of 
the  stay-rods.  The  eyes  to  which  the  rods  are  attached  at 
the  end  are  made  fast  to  the  shell  by  means  of  bolts  passing 
through  the  plates  and  held  by  nuts  on  the  outside. 

The  usual  method  of  securing  the  stay-rods  and  "crow- 
feet  "  in  marine-boiler  construction  is  seen  in  Fig.  109,  as  prac- 
tised in  the  boilers  of  the  U.  S.  S.  Terror.*     A  set  of  l-irons  is 


*Shock  on  Boilers. 
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rîveted  on  the  inside  of  the  shell  which  gives  an  anchorage  for 
the  crow-feet  to  which  the  stay-rods  lead,  the  connections  being 
made  by  bolts  in  shear. 

Fig.  no  represents  the  method  of  staying  adopted  in  the 
boilers  of  the  S.S.  Lord  of  the  Isles  to  secure  the  heads. 

193.  Chipping^  and  Calking  seams  after  they  are  riveted 
up  is  a  process  which  is  relied  upon  to  insure  against  leak- 
age.  The  workman,  with  hammer  and  chisel  chips  the  edge 
of  the  lap  smoothly  from  end  to  end — sometimes  only  on  the 
outside,  but  often,  if  accessible,  on  the  inside,  and  thus  ob- 
taining  a  smooth  edge  ;  then  drives  a  blunt  "  calking-tool  "^ 
against  it,  and  thus  expands  the  métal  against  the  opposite 
plate,  and  securing  metallic  contact  closes  every  leak. 


FiG.  109.— Staying  Flat  Surfaces. 

The  process  of  chipping  is  a  dangerous  one,  and  the  score 
produced  by  the  chisel  as  its  corner  marks  the  under  sheet  ha& 
been  often  known  to  lead  to  the  formation  of  a  groove  or  a 
crack,  and  later  to  explosion.  Planing  the  edge  before  final 
assembling  and  riveting  up  is  much  to  be  preferred.  The  use 
of  the  calking-tool  has  sometimes  resulted  in  similar  injury; 
and  split-calking,  which  consists  in  driving  the  edge  of  a  chisel 
into  the  edge  of  the  sheet  and  thus  splitting  it  slightly  and  ex- 
panding  the  lower  part  against  the  adjacent  sheet,  is  advised  as 
a  safer  plan.  The  Connery  system,  regarded  by  many  as  very 
much  better  than  either  of  the  preceding,  is  similar  to  the  last  ; 
27 
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but  a  round-nosed  tool  is  employed  which  makes  a  smooth, 
semi-cylindrical  groove  instead  of  a  sharp  crack.  The  expand- 
ing  effect  is  also  felt  further  back  under  tlie  lap,  the  seam  is 
thus  tighter  and  more  permanently  so,  and  the  use  of  the  tool 
is  not  liable  to  injure  the  lower  sheet. 
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FiG.  iio.— Staying  Flat  Surfaces. 

In  European  practice,  even  where  the  builders  hâve  not 
gone  so  far  as  to  adopt  the  system  of  calking  with  a  round- 
nosed  tool,  they  hâve  very  generally  substituted  for  the  old 
and  dangerous  form  of  calking-tool  a  wider-edged  tool  called 
the  fullering-tool,  and  the  spécifications  usually  prescribe  ful- 
lered  seams  as  well  as  planed  edges.  No  calking-tool  should 
ever  be  permitted  to  be  used  which  has  a  sharp  edge  or  corner 
that  may  by  careless  handling  be  made  to  eut,  or  even  mark, 
the  sheet  at  the  edge  of  the  lap. 
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Butts  are  calked  with  a  tool  which  makes  a  dépression  on 
•each  side  the  line  of  junction,  expanding  the  two  sides  into 
•contact  and  making  that  line  tight.  It  is  customary  with  some 
makers  to  calk  around  the  heads  df  "rivets,  and  when  found 
leaking  this  process  is  resorted  to  as  a  remedy.  Calking  should 
not  be  donc  while  the  boiler  is  under  pressure,  and  should  be 
very  carefully  done  at  ail  times. 

The  "  concave"  calking,  so-called,  is  exhibited  in  the  ac- 
companying  figure,  which  shows  the  différence  in  the  effect 
of  the  new  and  old  methods  upon  the  sheet.  The  plate  is 
shown,  as  bent  after  the  opération,  to  détermine  the  extent  to 
which  injury  of  the  plate  may  hâve  been  incurred.  On  the  left 
is  seen  the  action  of  the  concave  System,  the  effect  of  the  tool 
being  somewhat  more  marked  than  is  customary,  but  perfectly 
representing  samples  in  possession  of  the  Autlior.     On  bending 


FiG.  XXX. —Concave  and  Common  Calking. 

■down  the  sheet,  as  shown,  it  is  seen  to  be  quite  sound,  and  en- 
tirely  unaffected  by  the  action  of  the  tool.  On  the  other  hand, 
the  ordinary  tool,  as  commonly  used  and  as  illustrated  on  the 
right  in  the  same  engraving,  is  almost  invariably  found  to  pro- 
duce a  slight  indentation  of  the  sheet  along  the  edge  of  the  lap, 
and  then  to  cause  a  tendency  to  crack  when  the  sheet  is  flexed 
by  the  changing  températures  of  the  boiler  and  accompanying 
strains.  By  this  method  either  the  edge  of  the  tool  or  the 
edge  of  the  lap  is  liable  to  produce  a  dangerous  groove,  at 
once  or  after  corrosion  has  progressed  somewhat.  The  more 
rational  System  gives  a  broad  band  of  metallic  contact  between 
the  two  sheets,  and  makes  the  joint  tight  without  injury  to 
the  structure.* 

In  using   the  "  roupd-nosed  "  calking  tool,  the  following 
directions  should  be  observed  : 

*  Journal  Franklin  Insticute,  1874. 
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Chip  or  plane  the  plates  to  an  angle  of  about  i  io°,  seeing 
that  the  seams  are  perfectly  close  inside  and  outside.  Apply 
the  tool  in  the  usual  manner,  forming  a  channel,  and  always 
keeping  the  burr  between  the  tool  and  plate,  and  calk  until 
found  solid,  smooth,  and  brought  to  a  feathered  edge,  free  from 
pin-holes.  Do  not  eut  off  the  burr,  as  it  may  injure  the  under 
plate.  Upon  testing,  if  pin-holes  are  found,  apply  the  same 
tool  as  before,  until  made  perfectly  tight.  The  convex  tool 
should  taper  about  two  inches  from  the  point,  which  is  about 
half  an  inch  wide,  otherwise  perfectly  straight,  save  when  un- 
avoidable,  and  ground  to  a  radius  that  will  finish  the  concave 
channel  to  about  one  half  the  bevelled  edge  ;  if  too  wide  it  will 
thicken  the  edge  ;  if  too  small  it  will  wedge  it  ofï. 

194.  Assembling  is  the  process  of  fitting,  and  finally  rivet- 
ing  permanently  together,  ail  the  détails  and  members,  which, 
separately  constructed,  are  finally  brought  together  to  make  the 
complète  structure.  The  shell,  the  tubes  and  their  tube-sheets, 
with  the  front  and  back  connections  and  the  steam-drum,  are 
the  several  principal  parts  thus  dealt  with.  The  shell  is  first 
set  in  position  and  riveted  up  ;  the  flues  or  tubes  and  connec- 
tions are  next  finished,  placed  in  their  proper  position  within 
the  shell,  and  riveted  into  place  ;  the  drum  or  dôme  is  attached  ; 
and,  finally,  ail  minor  détails  are  added,  and  the  boiler  is  ready 
for  examination,  test,  and  finally  for  calking  and  "  finishing." 

195.  Inspection  of  the  work  should  take  place,  not  only 
when  the  boiler  is  reported  completed,  but  should  be  kept  up 
constantly  throughout  the  whole  period  of  construction. 
Where  extensive  contracts  are  filled,  it  is  usual  for  the  pur- 
chaser  to  hâve  a  skilled  inspector  constantly  employed  to  see 
that  the  material  introduced  is  in  accordance  with  the  contract  ; 
that  the  construction  is  precisely  what  is  called  for  by  the 
drawings  and  spécification,  the  work  well  done,  and  the  whole 
properly  put  together. 

A  spécial  inspection  is  usually  provided  for,  to  take  place  at 
completion  and  before  acceptance.  At  this  time  the  inspector 
very  carefully  and  minutely  examines  the  boiler  inside  and  out^ 
overhauling  the  braces  and  stays,  their  connections  with  the 
shell  and  other  parts,  and  their  welds  and  fitted  parts  ;  he 
observes  the  character  of  the  riveting,  the  method  of  attacha 
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ment  of  the  various  accessory  members  ;  the  valves,  cocks,  and 
gauges,  if  attached  ;  and  every  détail,  great  or  small,  comparing 
ail  with  the  spécifications  and  drawings,  and  noting  any  defect, 
either  in  gênerai  construction  or  in  workmanship.  Any  defec- 
tive  material  or  bad  work  is  condemned,  and  must  be  replaced 
by  good  material  and  with  better  workmanship.  The  final  in- 
spection proving  satisfactory,  the  boiler  is  tested.  The  work 
of  inspection  is  often,  perhaps  in  good  practice  almost  invari- 
ably,  provided  for  by  spécifications  attached  to  the  contract 
and  forming  part  of  it.     Such  spécifications  direct  every  step 


FiG.  112.— Defbctivb  Pinning. 

from  the  preliminary  visual  examination  of  the  material  when 
received,  or  even  sometimes  the  watching  of  its  manufacture 
in  the  mill,  through  ail  intermediate  tests  of  iron,  steel,  or  fin« 
ished  parts,  to  the  final  examination  and  pressure-tests  of  the 
completed  structure,  and  the  method  of  recording  measure- 
ments  and  tabulating  them  and  of  making  the  reports  for  which 
they  furnish  the  texts. 

The  defects  sometimes  revealed  by  inspection  are  flaws  in 
the  iron  in  parts  not  readily  seen  ;  inferior  iron  in  concealed 
portions  of  the  boiler  ;  cracked  flanges  or  laps,  either  in  lines 
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from  rivet-hole  to  rîvet-hole,  or  from  the  rivet  to  the  edge  of  the 
plate;  **unfair''  or  **  half-blind  "  rivet-holes;  weak  and  narrow 


FiG.  113.— Correct  Construction. 

laps;    injury  by  calking  or  by  chipping;  laps  not  well  closed; 

narrow  water-spaces ;    injured  tube-ends;  loose  and  badly  set 

and  fitted  braces  and 
pins  ;  omitted  stays  or 
braces  ;  and  minor  de- 
fects. 

To  ascertain  whether 
a  sheet  is  of  the  right 
thickness,  a  small  hole 
is  sometimes  drilled  at 
the  suspected  point. 
The  Connecting  of 
stays  should  be  con- 
demned  if  not  as  in 
Fîg.  1 1 3  ;  they  are 
sometimes     found     as 

<langerous  as  the  case  illustrated  in  Fig.  112. 

The  junctions  of  plates  meeting  at  the  intersections  of  seams 

are  given  the  shape  seen  in  the  accompanying  figures,  the  first 

showing  the  junction  ot  three  sheets  as  where  the  longitudinal 


Fig.  115. 


Fig.  1x6. 
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and  transverse  seams  meet  in  overlapping  courses,  the  middle 
plate  being  thinned  to  give  proper  bearing. 

196.  Testing  Boilers,  when  under  inspection,  at  the  time 
of  acceptance,  usually  consists  simply  in  filling  them  with  cold 
water,  applying  a  pump,  and  subjecting  them  to  a  pressure  ex- 
ceeding  that  at  which  they  are  to  be  used.  It  is  better  to  warm 
the  water  to  the  boiling-point  nearly,  as  the  pressure  then 
affects  a  boiler  more  nearly  as  under  the  conditions  of  actual 
use.  The  température  should  not  exceed  the  boiling-point 
uîider  atmospheric  pressure,  as  an  explosion  or  serious  rupture 
might  follow  the  révélation  of  a  defect — a  resuit  which  has 
actually  occurred  in  more  than  one  instance. 

The  pressure  should  be  applied  very  carefully  and  steadily, 
and  the  steam-gauge  watched  to  detect  any  sudden  drop  of 
pressure  which  would  indicate  >^ielding.  The  breaking  of  a 
brace  is  usually  revealed  by  a  sharp  report.  Graduai  yielding 
is  shown  by  a  cessation  of  rise  of  pressure,  or  by  its  falling  off. 
Leaks  show  themselves  whenever  seams  hâve  not  been  made 
tight,  and  are  traced  out  by  trickling  drops  or  running  streams, 
and  are  marked  with  chalk'or  a  pencil  for  later  calking.  The 
connection  of  large  steam-drums  or  dômes  with  the  shell  are 
apt  to  show  weakness,  and  should  be  carefully  watched  as  pres- 
sure rises. 

The  pressure  is  finally  relieved,  the  boiler  emptied,  ail  leaks 
stopped,  and  the  test  repeated  if  the  resuit  is  not  satisfactory. 
In  filling  boilers,  care  should  be  taken  to  run  them  full  of 
Avater  to  the  very  top  of  the  safety-valve  case  ;  as  any  con- 
iined  air  might  make  trouble. 

Testing  a  boiler  by  filling  it  to  the  safety-valve  with  cold 
water  and 'then  starting  a  fire  is  advised  by  some  writers  as  a 
very  safe  method  ;  since  the  pressure  can  be  run  up,  if  the 
boiler  is  tight,  to  any  desired  point  without  exceeding.  the  boil- 
ing-point under  atmospheric  pressure,  and  thus  without  danger 
in  case  of  a  weak  spot  revealing  itself.  The  température  should 
not  be  allowed  to  go  higher  than  that  limit,  as  a  boiler  filled 
with  water  at  the  température  due  a  high  steam-pressure  is 
more  dangerous  than  when  under  steam  at  the  same  pressure. 

197*  Sectional  Boilers  are  constructed,  so  far  as  composed 
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of  riveted  work,  precisely  as  are  other  boilers;  but  they  are 
usually  constructed  mainly  of  nests  of  tubes,  connectée!  by  cast 
or  forged  **  headers,*'  which  are  fitted  together  with  machined 
or  *  faced  "  joints,  and  held  by  bolts.  Each  header  bas  its 
tube-end  either  screwed  or  expanded  into  it,  or  in  some  cases 
simply  slipped  into  place  and  made  tight  by  packing.  In  thèse 
boilers  the  spécial  précautions  to  be  observed  are  to  see  that 
the  joints  are  well  made  and  permanently  tight.  The  facing 
ofif  should  be  so  perfectly  done  that  a  thin  coat  of  red-lead 
paint,  at  most,  should  be  ail  that  is  necessary  to  make  the 
joints  tight  against  any  steam-pressure.  The  best  makers 
do  not  even  use  this  précaution. 

198.  Transportation  and  Delivery  are  effected  usually  by 
the  maker.  Small  boilers  are  simply  loaded  on  strong  wagons 
and  carted  off  to  the  place  at  which  they  are  to  be  delivered. 
Heavier  boilers  often  requfre  specially  constructed  vehicles^ 
and  the  very  cumbersome  structures  often  seen  where  marine 
flue-boilers  are  employed  are  sometimes  transported  on  skids 
and  rolls  as  houses  are  moved. 

In  hoisting  boilers  to  place  them  on  the  vehicles  on  which 
they  are  to  be  transported,  or  in  setting  them,  great  care  is  re- 
quired  to  see  that  they  are  so  handled  as  to  introduce  no 
risk  of  straining  them.  The  best  method  of  slinging  them 
should  be  carefully  studied  ;  the  tackles  used  should  be  of 
more  than  ample  strength,  and  no  risk  of  sudden  fall  or  change 
of  position  should  be  taken. 
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CHAPTER  XI. 

SPECIFICATIONS  AND   CONTRACTS. 

199.  The  Purpose  of  Spécification  and  Contract  is  to 

présent  a  perfectly  definite  and  exact  statement  of  the  charac- 
ter  and  extent  of  the  work  to  be  done  :  the  forms  and  propor- 
tions of  détails,  the  time  to  be  allowed  in  construction,  and  the 
amount  and  method  of  payments  to  be  made  by  the  purchaser. 
Thèse  documents  are  always  prepared  when  any  work  of  im- 
portance is  to  be  done,  and  are  signed  by  the  two  contracting 
parties,  or  by  authorized  représentatives  or  agents.  They  con- 
sist  of  a  formai  contract,  or  statement  of  obligation,  with  spé- 
cifications describing  ail  work  to  be  done,  and,  where  the  case 
permits,  of  a  set  of  drawings  of  everything  to  be  made,  in  full 
and  in  détail  ;  which  drawings  form  a  part  of  the  contract  as 
well  as  of  the  spécification. 

200.  The  Contract  is  an  agreement  in  writing  by  which 
the  one  party  to  the  bargain  agrées  to  do  a  certain  exactly 
specified  work,  and  the  other  to  make  compensation  in  a  cer- 
tain stated  manner,  and  often  with  provision  of  penalties  for 
failure  to  fulfil  the  terms  of  the  contract.  This  agreement  rep- 
resents  as  exactly  and  clearly  as  possible  the  mutual  under- 
standing  between  the  contracting  parties  in  regard  to  ail  busi- 
ness relations  involved  in  the  performance  of  the  work  to  be 
done.  Everything  needed  to  make  the  understanding  definite 
is  embodied  in  the  contract.  Advertisements,  proposais,  and 
preliminary  agreements  are  often  taken  as  parts  of  the  contract, 
as  well  as  drawings  and  spécifications.  Thèse  papers  are  made 
out  in  duplicate,  and  are  signed  by  both  sides,  each  retaining  a 
copy.  Where  many  interests  are  involved,  représentatives  of 
each  should  sign  and  each  should  retain  a  copy. 

1  he  essential  conditions  of  a  légal  contract  are  that  it  shall 
be  definite  as  to  the  obligations  of  both  sides  ;  that  the  com- 
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pensation  be  stated  and  valid  ;  thàt  mutual  consent  be  secured 
by  voluntary  act  ;  and  that  the  parties  in  interest  shall  ail  sign 
of  their  own  free  will,  and  with  a  full  understanding  of  the  ob- 
ligation assumed.  The  mentally  or  legally  incompétent  cannot 
take  part  in  any  contract  while  such  disability  exists.  The 
agreement  is  interprcted  by  its  own  reading,  and  the  private 
intentions  of  the  makeis  hâve  no  weight,  nof  hâve  their  mental 
réservations.  The  document  is  its  own  commentary  and  proof. 
Interprétations  of  terms  are  settled  by  the  customary  and  habit- 
uai use  of  the  term,  and  if  technical,  the  word  or  phrase  must 
be  taken  as  having  the  meaning  usual  in  the  business.  Obscur- 
ity  of  wording  may  vitiate  the  agreement. 

The  duty  of  each  party  to  the  contract  is  to  be  separately 
defined  and  described.  The  contractor  is  bound  to  perform  a 
specifîed  work  in  a  satisfactory  manner,  to  complète  it  in  a  speci- 
fied  time,  and  to  accept  a  stated  compensation,  made  in  a  man- 
ner  and  as  to  time  clearly  prescribed.  The  other  party  to  the 
bargaitt  is  bound  to  make  full  compensation  to  the  extent  and 
in  a  manner  stated,  to  aid  in  ail  proper  ways  in  the  carrying  of 
the  agreement  into  efïect,  and  to  at  ail  times  meet  the  con- 
tractor in  a  fair  and  helpful  spirit.  The  work  is  the  contract or's 
until  paid  for  as  prescribed  by  contract  ;  when  so  paid  for,  it 
becomes  the  property  of  the  employer,  who  only  then  carnes 
any  risks  on  it,  unless  otherwise  provided  in  the  agreement. 

Penalties  incurred  by  non-fulfilment  of  the  terms  of  the  con- 
tract are  of  the  nature  of  a  standing  debt,  and  may  be  similarly 
held  and  collected.  Non-fulfilment  of  an  agreement  by  theone 
side  does  not  necessarily  give  freedom  from  obligation  to  the 
other,  except  where  such  failure  on  the  one  side  may  interfère 
positively  with  the  opérations  of  the  other.  In  statements  of 
time,  a  day  ends  at  midnight.  No  time  being  stated,  the  work 
must  be  done  within  what  may  be  decided  to  be  a  "  reasona- 
ble"  period. 

Action  at  law  must  usually  be  entered  against  one  guilty  of 
breach  of  contract  within  six  years  ;  but  the  Statute  of  Limita- 
tions varies  in  différent  states.  A  guaranty  and  bond  is  some- 
times  exacted  to  insure  the  completion  of  the  contract;  but 
this  is  usual  only  in  public  work. 
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201.  The  Form  of  Spécification  is  such  that  every  descrip- 
tive portion  of  the  contract  may  be  embodied  in  it,  in  a  sys- 
tematic  manner,  in  proper  relative  order,  and  in  thoroughly 
definite  shape.  The  character  of  materials  to  be  employed  ; 
the  method  of  working  them  ;  their  final  form  ;  the  quality  of 
the  workmanship  ;  ail  instructions  that  may  be  needed  in  regard 
to  the  performance  of  the  work — are  given  in  the  spécifications. 
Since  this  document  is  that  on  vvhich  the  intending  contractor 
makes  his  ofïer,  it  must  be  absolutely  complète,  and  as 
concise  as  possible.  No  détail  should  be  omitted,  and  nothing 
should  be  left  to  be  assumed  or  disputed. 

202.  Spécifications  for  Steam-boilers  should  not  only  com- 
ply  with  ail  the  légal  conditions  of  a  sound  contract,  but  should 
represent  the  best  known  practice  of  the  time.  They  should 
be  prepared  by  the  designing  engineer,  and,  with  ail  drawings, 
advertisements,  blank  proposais,  agreements,  and  intended  form 
of  contract,  laid  before  the  employer  for  careful  discussion  and 
final  approval  before  any  step  is  taken  in  the  receiving  of  bids 
or  the  acceptance  of  proposais.  They  should  include  a  full  de- 
scription of  the  boiler  to  be  built,  with  complète  drawings,  gên- 
erai and  in  détail  ;  statements  of  the  kind,  make,  and  quality  of 
the  iron  or  steel  to  be  used,  the  character  of  the  workmanship 
to  be  demanded,  the  kind  of  tests  to  be  applied,  and  every  con- 
dition having  a  bearing  on  the  subject. 

203.  Sample  Spécifications  are  as  follows,  illustrating  stan- 
dard practice  in  common  forms  of  boiler-work.  The  first*  is 
that  of  the  tubular  boiler  already  illustrated  in  §  15. 

Spécification  for  a  Horizontal  Tubular  Steam-boiler. 

Type. — Boiler  to  be  of  the  horizontal  tubular  type,  with  overhanging 
front  and  doors  complète. 

Dimensions. — Boiler  to  be  16  feet  3  înches  long  outside,  and  60  inches 
in  diameter.    Tube-heads  to  be  15  feet  apart  outside. 

Steam-dome  to  be  33  inches  in  diameter  and  33  inches  high. 

Tubes — How  Set  and  Fastened. — Boiler  to  contain  66  best  lap- 

welded  tubes,  3  inches  in  diameter  by  15  feet  long,  set  in  vertical  and 

*  See  Am,  Engineer ^  Nov.  1883:  Spécifications  by  the  Hartford  Inspection 
aod  Insurance  Co. 
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horizontal  rows,  with  a  space  between  them.  vertically  and  horizontally. 
of  not  less  than  one  inch  (i"),  except  tlie  central  vertical  space,  which  is 
to  be  two  inches  (2"),  as  shown  in  drawing.  Tubes  to  be  set  sufficiently 
high  from  bottom  of  boiler  to  give  rooin  for  inan-hole  and  access  to 
boiler  underneath  tubes,  as  shown  in  drawing.  No  tube  to  be  nearer 
than  3  inches  to  shell  of  boiler.  Holes  through  heads  to  be  neatly 
chamfered  oflf.  AH  tubes  to  be  set  by  a  Dudtjeon  expander,  and  slightly 
flared  at  the  front  end,  but  turned  over  or  beaded  down  at  back  end. 


FOR   IRON   PLATES. 

Qualiiy  and  Thickness  of  Iron  Plaies. — Shell  plates  to  be  of  an 

inch  thick,  of  the  best  C.  H.  No.  i  iron.  with  brand,  tensile  strength,  and 
name  of  maker  plainly  staniped  on  each  plate.  Tensile  strength  to  be  not 
less  than  50,000  pounds  per  square  inch  of  section,  with  a  good  per- 
ceiitage  of  ductility.     Heads  to  be  of  an  inch  thick,  of  the  best 

C.  H.  No.  I  flange-iron. 

FOR  STEEL. 

Steel  Plates, — Shell-plates  to  be  of  an  inch  thick.  of  homogene- 

ous  Steel  of  uniform  quality,  having  a  tensile  strength  of  not  less  than 
6o,030  pounds  per  square  inch  of  section,  nor  more  than  65,000  pounds 
with  45  per  cent  ductility.  as  îndicated  by  the  contraction  of  area  at 
point  of  fracture  under  test.  Name  of  maker,  brand,  and  tensile  strength 
to  be  plainly  stamped  on  each  plate.  Heads  to  be  of  same  quality  as 
plates  of  shell  in  ail  particulars,  of  an  inch  thick. 

Flanges, — Ail  flanges  to  be  turned  in  a  neat  manner  to  an  internai  ra- 
dius of  not  less  than  two  inches  (2"),  and  to  be  clear  of  cracks,  checks,  or 
flaws. 

Rivet ing, — Boiler  to  be  riveted  with  f-inch  rivets  throughout.  AU 
girth  seams  to  be  single-riveted.  Ail  horizontal  seams  and  flange  of 
dôme  at  junction  of  shell  of  boiler  to  be  double  staggered  riveted.  Rivet- 
liolcs  to  be  punched  or  drilled  so  as  to  corne  fair  in  construction.  No 
drift'pin  to  be  used  in  construction  of  boiler.  A  reamer  to  be  used  in  ail 
cases  to  bring  the  holes  "  fair." 

Braces. — There  are  to  be  twenty-two  (22)  braces  in  boiler — seven 

(7)  on  each  head  above  the  tubes,  and  six  (6)  on  rear  head  and  two  (2) 
on  front  head  below  the  tubes,  as  shown  in  drawing,  none  of  which  are 
to  be  less  than  three  (3)  feet  long.  Braces  to  be  made  of  best  round 
iron,  of  one  (i)  inch  in  diameter,  and  of  single  lengths. 

How  Set  and  Fastened. — There  are  to  be  five  (5)  lengths  of  T-iron. 
four  (4)  inches  broad  and  one  half  (i)  inch  thick,  Three  (3)  being  eight 

(8)  inches  long,  Two  (2)  being  fourteen  (14)  inches  long,  placed  radially. 
and  riveted  with  }-inch  rivets  to  each  head  above  the  tubes,  as  shown 
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in  drawing.  There  are  to  be  four  (4)  lengths  of  T-iron,  four  (4) 
inches  broad  and  one  half  (i)  inch  thîck,  two  (2)  being  six  (6)  inches 
long  and  two  (2)  being  twelve  (12)  inclies  long,  placed  radially,  and  riv- 
eted  on  rear  head  below  the  tubes,  also  two  (2)  lengths.  six  (6)  inclies 
lon<(,  riveted  on  front  head  below  the  cubes,  each  side  of  man-hole.  as 
shown  in  drawing.  The  holes  for  fasteni ng  the  braces  to  thèse  radial 
brâce-bars  are  ail  to  be  drilled.  The  braces  are  to  be  fastened  vvith  suit- 
able  jawsand  turned  pins  or  bolts,  so  as  to  realize  strength  equal  to  inch- 
round  iron.  Braces  to  be  set  as  shown  in  drawing,  and  to  bear  uniform 
tension,  and  to  be  fastened  on  shell  of  boiler  with  two  (2)  î-inch  rivets 
each. 

Dôme. — Dôme  to  be  constructed  of  same  quality  of  iron  or  steel  as 
heads  of  boiler,  of  an  inch  thick,  and  head  to  be  of  same  quality  of 

iron  or  steel  as  heads  of  boiler,  of  an  inch  thick.     Dome-head  to  be 

braced  with  six  (6)  f-inch  braces,  reaching  from  head  well  down  on 
shell,  as  shown  in  drawing,  and  fastened  at  each  head  with  two  (2)  f- 
inch  rivets.     Opening  from  boiler  into  dôme  to  be  inches  in  diam- 

eter.  There  are  to  be  two  pièces  of  T-iron  riveted  on  to  outside  of  boiler 
shell,  within  the  dôme  girthwise,  one  on  each  side  of  opening,  as  shown 
in  drawing  ;  also  suitable  drip  holes  to  be  eut  at  junction  of  shell  and 
dôme. 

Man-koles. — Boiler  to   hâve  two  man-holes,  each  eleven  (11) 

inches  by  fifteen  (15)  inches,  with  strong  internai  frames  (as  shown  in 
drawing).  and  suitable  plates,  yokes,  and  bolts,  the  proportions  of  the 
whole  such  as  will  make  them  as  strong  as  any  other  section  of  the  shell 
of  like  area.  One  to  be  placed  in  front  head  underneath  the  tubes,  aiid 
one  to  be  placed  on  shell  of  boiler,  as  shown  in  drawing. 

Hand-hoUs. — Boiler  to  hâve  one  hand-hole.  with  suitable  plaie. 

yoke,  and  boit,  located  m  rear  head  below  the  tubes,  as  shown  in  tiie 
drawing. 

Nozsles. — Boiler  to  hâve  two  cast-iron  nozzles,  four  (4)  inches  in- 

ternai diameter,  one  for  steam  and  the  other  for  safety-valve  connections, 
securely  riveted  to  head  of  dôme,  as  shown  in  drawing. 

Wall'plates, — Boiler  to  h  vé  four  cast  lugs,  two  on  each  side, 

securely  riveted  in  place,  each  twelve  (12)  inches  long,  with  a  projection 
of  nine  (9)  inches  from  the  boiler,  the  rear  lugs  each  to  rest  on  three 
transverse  rollers,  one  inch  in  diameter,  which  are  to  rest  on  suitable 
cast-iron  wall-plates,  as  shown  in  drawing,  front  lugs  to  rest  on  suitable 
wall-plates,  without  rollers. 

BioW'Out. — For  blow-out  connection,  one  plate,  one  half  inch  thick,  to 
be  secured  with  rivets  driven  flush  on  inside  of  the  shell,  and  tapped  to 
receive  a  two  (2)  inch  blow-pipe. 

Front. — Boiler  to  be  provided  with  cast-iron  front  and  ail  the 

«-equisite  doors  and  fastenings  for  facility  of  access  to  tubes,  furnace.  and 
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ash-pit.  Ail  to  be  or  substantial  construction,  neat  appearance,  and 
cJose-fitting. 

Buckstaves — Grate-bars, — Boiler  to     be    provided    with 

buckstaves  ;  also  ail  bolts,  rods,  nuts,  and  washers,  anchor-bolts  to  es- 
te nd  in  setting  beyond  bridge-wall  ;  also  bearer  and  grate  bars  (pattern 
to  be  selected);  also  cast-iron  door,  to  be  at  least  two  (2)  feet  by  three 
(3)  feet  and  provided  with  liner  plate,  for  back  tube-door — and 
door  fifteen  inches  by  fifteen  inches  for  flue  for  side  or  rear  end. 

Fittings, — Boiler  to  be  provided  with  one  safety-valve, 

inches  in  diameter,  one  inch  steam-gauge  of  standard  make,  three 

gauge-cocks  properly  located,  also  one  glass  water-gauge,  a  two-inch 
open-way  blow-valve,  and  feed  and  check  valves,  each  one  and  one 
quarter  inch.  fred  to  be  introduced  into  front  head  of  boiler,  above 
tubes.  Feed-pipe  to  extend  well  back  towards  rear  of  boiler,  across 
tubes,  and  turn  down  between  tubes  and  shell,  as  shown  in  drawing. 

Fusible  Plug, — Boiler  to  be  provided  with  a  fusible    plug  so 

located  that  its  centre  shall  be  two  inches  above  upper  row  of  tubes  at 
back  end. 

Damper. — Boiler  to  be  provided  with  a  damper  with  suitable 

hand  attachments,  easily  accessible  at  the  front  of  the  boiler,  damper  to 
be  fitted  to  the  throat  of  the  smoke-arch,  as  near  as  practicable  to  the 
tube-openings,  and  of  area  equal  to  the  cross-section  of  ail  the  tubes. 

The  size  and  description  of  parts  to  conform  substantially  to  the  dé- 
tails of  the  accompanying  plan.    Ail  the  above  to  be  delivered  at 

and  ail  tne  material  and  workmanship  to  be  subjected  to  inspection  and 
approval.    [See  Appendix  for  spécifications  for  high  pressures.] 

The  foUt^wing  are  spécifications  for  a  marine  flue-boîler  for 
river  service  :  * 

Spécification  for  Flue-boiler. 

There  is  to  be  one  boiler  of  the  flue  and  retum-tube  type,  of  the  fol- 
lowing  gênerai  dimensions  : 

Extrême  length 13  feet, 

Diameter  of  shell 8    " 

Widthoffront ^ 8    •' 

Diameter  of  steam-chimney 5    " 

Diameter  of  steam-chimney  lining 3    " 

Height  of  steam-chimney  above  shell 5    " 

*  For  very  elaborate  and  complète  naval  spécifications,  see  Shock's  "Treat 
ise  on  Steam  Boilers."     New  York:  D.  Van  Nostrand.      Also  Appendix. 
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There  are  to  be  two  furnaces,  each  forty-two  inches  wide  and  six  feet 
long.  Bottom  of  furnace-legs  to  drop  six  inches  below  shell.  Bridge-wall 
seven  ii)ches  thick.  Combustion-chamber  of  back  furnaces  in  one  twenty- 
four  inches  deep.  Back  connection  twenty-eight  inches  deep.  Front 
connection  twenty-eight  inches  deep.  Furnace-crowns  to  be  a  semi- 
circle.  To  hâve  two  i6  inch,  two  12  inch,  two  ii-inch,  and  four  9-inch 
direct  flues,  ail  fifteen  inches  long,  and  ninety  return  tubes,  seven  feet 
ten  inches  long. 

Ail  the  horizontal  shell-seams  to  be  double  riveted,  also  the  bottom 
course  of  steam-chimney  where  riveted  to  shell  and  vertical  seams. 
Back  part  of  furnace,  where  connected  to  shell,  to  be  double-riveted  one 
third  distance  around,  the  remainder  of  riveting  about  the  boiler  to  be 
single. 

Thickness  of  Plaies. — To  be  as  follows  :  tube-sheets  yV»  shell  of  boiler 
(round  part)  f,  bottom  course  of  steam-chimney  ^\,  inside  liningof  steam- 
chimney  f.  the  balance  of  the  iron  in  the  boiler  to  be  -,^,  except  bottoms 
of  furnace  legs,  which  are  to  be  f. 

Mater  t'ai. — Furnaces  to  be  of  steel,  and  the  balance  of  the  iron  in  the 
boiler  to  be  of  the  best  C.  H.  No.  i.  and  flange  iron,  and  ail  stamped 
50,000  pounds  T.  S.  Ail  flat  surfaces  to  be  braced  6i-inch  centres,  with 
hot  sockets  wherever  practicable. 

Boiler  to  be  fitted  with  man-hole  in  top  of  shell,  also  in  front  in  the 
spandrels  over  furnace  crowns.  Openings  10  be  surrounded  by  a  wrought- 
iron  ring  2\  inches  wide  by  f  inch  thick,  riveted  to  shell.  Hand-holes  to 
be  eut  in  legs  and  every  part  where  necessary  to  facilitate  cleaning.  Man 
and  hand  holes  to  be  furnished  with  plates  and  bolts  complète. 

Front  connection  to  be  fitted  with  wrought-iron  doors,  fitted  with 
wrought-iron  linings,  and  fitted  with  two  registers.  Furnace-doors  to 
be  of  wrought-iron  with  cast-iron  perforated  linings,  to  be  fitted  with 
wrought-iron  hinges,  latches,  etc.,  complète.  A  suitable  opening  with 
door  to  be  provided  in  back  connection. 

Craies  and  Bear  ers. — Boiler  to  set  on  three  cast-iron  legs  under  fur- 
naces running  the  whole  length,  about  12  inches  high,  and  fitted  with 
supports  for  grate-bar  bearers.  Grates  to  be  6  feet  long  in  two  lengths. 
Ash-pans  of  cast-iron  to  be  laid  in  brick  and  cément.  Back  ends  of  legs 
to  be  closed  in  with  No.  10  sheet-iron. 

Shell  of  boiler  to  rest  on  a  cast-iron  saddle  in  two  halves  firmly 
T>oIted. 

Test. — The  boiler  before  being  hoisted  into  the  vessel  is  to  be  sub- 
jected  to  a  hydrostatic  pressure  of  100  pounds  per  square  inch. 

Boiler  Connections. — Smoke-pipe  36  inches  diameter,  and  to  extend 
16  feet  above  top  of  steam-chimney,  to  be  made  of  No.  12  iron,  to  be 
finished  with  angle-iron  top,  bead-iron  joints,  six  chain-stays  and  damper,. 
arranged  to  be  operated  frora  the  fire-room.     Lower  part  of  smoke-pipe 
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to  be  bolted  to  the  steam-chimney,  the  inside  lining  being  carried  up  for 
this  purpose.  Chainstays  to  be  provided  with  turn  buckles  to  take  up 
the  slack. 

Steain-chimney  to  be  encased  wiih  No.  i6  sheet-iron  and  fitted  witli  a 
stopping-cap  in  two  halves.  A  chaniber  of  cast-iron  is  to  be  bolted  to 
the  ste.im  chimney,  containing  the  safety-valve  and  stop  valve,  each  to 
be  five  inches  in  diameter,  with  top  of  trumpet  shape.  Surface  and 
bottom  blows  to  be  provided  with  screw  stop-valve  for  the  former  and 
cock  for  the  latter,  secured  on  the  boiler.  Blows  to  be  led  ont  of  the 
vessel  below  the  water-line  through  a  suitable  valve. 

There  is  to  be  a  feed-valve  on  each  side  of  boiler  in  front,  in  con- 
nection with  check-valve,  one  to  be  for  the  donkey  and  the  other  for  the 
main  feed-pumps,  both  to  be  of  composition  and  2  inches  diameter. 
Gauge-cocks  and  glass  water-gauge  to  be  placed  on  a  stand -pipe,  con- 
iiected  to  the  boiler.  Boiler  to  be  covered  with  i^-inch  felt,  canvased 
and  painted,  felt  to  be  secured  with  necessary  bands  around  steam-chim- 
ney. 

Steam  Pump. — To  be  an  approved  steam-pump  with  2i-inch  water- 
plunger,  and  fitted  with  hand-gear.  To  be  connected  with  necessary 
receiving- pipes  from  bilgeand  sea  cock,  and  delivery-pipes  to  boiler,  over- 
board  and  for  fire  hose,  each  branch  to  be  fitted  with  a  proper  screw- 
valve.  Exhaust-pipe  to  lead  overboard,  awash  with  water-line  ;  ail  the 
donkey  pump-pipes  to  be  of  wrought-iron,  galvanized. 

The  following  is  a  gênerai  proposai-spécification  for  "  sec- 
tional  boilers,"  purposely  left  somewhat  elastic  to  admit  ail 
bidders  ;  * 

Sectional  Steam- boilers. 

Boilers. — Proposais  will  be  received  for  two  (2)  sectional  or  water- 
tube  steam-boilers  of  nine  hundred  (900)  superficial  feet  of  heating-sur- 
face  each,  or  eighteen  hundred  (1800)  superficial  feet  of  heating  in  the 
aggregate  for  both  boilers. 

Détails. — The  proposais  must  be  for  the  two  (2^  steam-boilers  complète 
with  cast-iron  fronts,  grate  bars  and  bearers,  ash-pit  and  sidedoors  and 
frames.  steam  and  water  gauges,  check  and  blow-oflf  valves,  safety- valves 
of  the  pop  pattern,  smoke  connection  for  chimney,  damper  and  rods.  and 
a  steam  main  connected  with  the  steam  drumsof  the  two  boilers,  together 
with  ail  bolts,  beam-columns  and  materials  necessary  for  the  proper 
érection  of  said  boilers  upon  the  grounds  of  the  gas  company  in  the  city 
of  Cincinnati. 


*  Issued  by  the  Cincinnati  Gas  Co.,  as  prepared  by  Mr.  J.  W.  Hill,  1883. 
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Erection. — The  proposais  must  embrace  the  construction,  érection,  and 
trimming  of  said  boilers  complète,  excepting  connection  of  steam-main 
with  company's  steam-pipe.  The  contractors  to  turn  over  the  plants  to 
the  Company  ready  for  use. 

Tubes. — The  tubes  in  the  boilers  shall  be  lap-welded,  of  three  and 
one  half  (3.5)  inches,  or  four  (4)  inches,  external  diameter  (at  the  option 
of  the  contractor),  of  such  length  and  arrangement  in  connection  with 
steam  and  water  drums  as  may  seem  proper  to  the  contractor. 

Steam  Drums. — The  steam-drums  shall  be  twenty-eight  (28)  inches 
diameter,  of  Otis  or  équivalent  soft  steel  plates,  of  a  tensile  strength  of 
seventy  thousand  (70,000)  pounds  per  square  inch  of  section,  of  tliree- 
eighths  (.375)  inch  thickness,  with  double-riveted  longitudinal  seams, 
and  furnished  with  heads  corresponding  in  quality  and  strength  with  the 
Steel  shell. 

Steam  Mains. — The  steam  mains  shall  be  eighteen  (18)  inches  diam- 
eter, of  Otis  or  équivalent  steel  plates,  of  a  tensiîe  strength  of  seventy 
thousand  (70,000)  pounds  per  square  inch  of  section,  of  one  quarter  (.25) 
inch  thickness,  with  double-riveted  longitudinal  seams,  and  with  heads 
corresponding  in  quality  and  strength  with  the  steel  shell. 

Water  Drums. — The  water-drums  may  be  of  cast-iron  or  wrought- 
iron.  at  the  option  of  the  contractor,  of  sixteen  (16)  inches  diameter,  and 
shall  be  of  same  relative  strength  as  the  steam-drums. 

Sampie /oint. — Each  proposai  shall  be  accompanied  by  a  sample 
joint,  such  as  will  be  used  in  Connecting  the  tubes  to  the  headers,  or  to 
the  steam  and  water  pumps  ;  and  shall  contain  a  detailed  schedule  (writ- 
ten  or  printed)  of  ail  the  material  dimensions  of  parts  subject  to  straiii, 
(pressure)  and  shall  be  accompanied  by  a  scale-drawing  [one  and  one 
half  (1.5)  inches  to  the  footj  of  front  élévation,  transverse  and  longi- 
tudinal sections,  and  plan  of  boilers  set  in  brick-work  ready  for  smoke 
connections  with  chimney. 

Chimney. — The  company  will  furnish  a  brick  chimney,  properly 
located,  octagonal  in  form,  of  an  internai  cross-section  of  twelve  (12) 
superficial  feet,  increasmg  gradually  in  iniernal  diameter  from  bottom  to 
top,  and  ninety  (90)  feet  six  (6)  inches  high  from  level  of  boiler-house 
floor. 

Heating  Surface. — The  proposais  must  state  exact  heating-surface, 
measured  upon  inner  diameter  of  tubes,  and  ouier  diameter  of  ster.m- 
drums  (or  steam  and  water  drums). 

Grate  Surface. — Grate-surface  and  area  of  cross-section  of  smallest 
throat  througli  which  the  hot  gases  must  pass  to  chimney,  and  area  of 
cross-section  of  smoke  connection  with  chimney  to  be  stated. 

Smoke  Holes. — (The  openings  one  upon  either  sid**  of  stack  to  receive 
the  smoke  connections  will  hâve  an  area  of  six  (6)  superficial  feet  each. 
and  will  be  two  (2)  feet  wide  horizontal  diameter,  and  three  and  forty 
28 
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three  hundredths  (343)  feet  long  vertical  diameter,  with  seniicircularends 
struck  upon  a  radius  of  one  (i)  foot.) 

Fuel. — Tlie  fuel  to  be  fired  under  the  boilers  will  be  '*  Breeze"  or  coke 
screenings,  a  smokeless  fuel  containing  from  twelve  (12)  to  fifteen  (15) 
per  cent  of  non-combustible  matter. 

Guarani  ces. — Each  proposai  must  conta  in  a  guarantee  of  capacity  of 
not  less  tlian  four  (4)  pounds  of  steam  per  hour  per  superfîcial  foot  of 
beat ing- surface,  with  moderate  firing;  and  shall  contain  a  guarantee  of 
economy  of  not  less  than  eight  (8)  pounds  of  steam  exclusive  of  water  (if 
any)  entrained  from  and  at  212°  Fahr.  per  pound  of  "  Breeze." 

Test  Triai. — When  the  boilers  are  erected  and  completed,  a  test-trial 
for  capacity  and  economy  shall  be  made  by  the  contractor,  under  direc- 
tion of  the  Company. 

Faiiure  io  Compiy. — Should  the  boilers  fail  to  comply  with  the  con- 
tractofs'  guarantees  for  economy  or  (and)  capacity,  or  in  any  other  respect, 
a  reasonable  time  not  in  excess  of  sixty  (60)  days  shall  be  given  the  con- 
tractor to  remedy  such  defects;  failing  in  which  the  boilers  and  ail 
appurtenances  belonging  thereto  and  furnished  by  the  contractor  shall, 
at  the  option  of  the  company,  be  removed  within  thirty  (30)  days  from 
order  of  such  removai. 

Time. — The  proposai  must  name  the  time  after  acceptance  required 
for  compietion  of  boilers  as  per  invitation. 

Ter ms  of  Pay ment. — One  half  of  the  contract  price  for  said  boilers 
will  be  paid  upon  compietion,  and  after  the  test-trial  and  acceptance  as 
herein  provided  ;  and  the  balance  within  thirty  (30)  days  thereafter. 
The  company  reserves  the  right  to  reject  any  or  ail  proposais  submitted. 

The  following  are  two  dimension-spécifications  of  boilers 
and  locomotives  as  issued  by  the  Pennsylvania  Railway  Motive 
Power  Department  : 


Standard  P.  R.  R.  Class  "  R"  Freight  Engine  with  Tender. 


Boiler  material, 

Thickness  of  boiler-sheets,  dôme,  and  extended  smoke-box, 
Thickness  of  boiler-sheets,  barrel.  .... 

"  '*  '*       outside  fîre-box, 

••  "  "       smoke-box,  sheet  under  dôme, 

and  throat, 

Max.  internai  diameter  of  boiler,  >  gelpaire  fire-box,      . 

Min.  internai  diameter  of  boiler,  ) 

Height  to  centre  of  boiler,  from  top  of  rail, 

No.  of  tubes,  


waisi 


Steel. 
Ain- 

tin. 

i  in. 
(  60}  in. 
\  59  in. 
.  89  in. 
.        183. 
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lîside  diameter  of  tubes, 2i  in. 

Outside      •*  "  2i  in. 

Tube  material,  Wrouglu-iron. 

Length  of  tubes  between  tube- sheets X56}|  in. 

External  heating-surface  of  tubes,  ....      1,564.24  sq.  f t. 

Pire  area  through  tubes,  5  sq.  ft. 

Length  of  fire-box  at  bottom  (inside),      .....  X07  in. 

Width  of        "  "  " 42  in. 

Height  of  crown-sheet,  above  top  of  grate  (centre  of  fire-box),        5ii  in. 

Inside  fire-box  material,  

Thickness  of  inside  fire-box  sheets,  sides 

"  "  "  "        front,  back,  and  crown, 

Thickness  of  tube  sheets, 
Tube-sheet  material, 
Heaciiig-surface  of  fire-box. 
Total  heating-surface, 
Fire-grate  area, 

Max.  diameter  of  smoke-stack,  \ 
Min.         "  .         "        ••        ! 


166, 


Steel. 

lin. 

T^in. 

\  in. 

Steel. 

8  sq.  ft. 


Conical, 


1,731.04  sq.  ft. 
31. 1  sq.  ft. 
26Î  in. 
18  in. 


(26i 


Standard  P.  R.  R.  Class  "  P"  Passenger  Engine  with  Tender. 


Boiler  material, 

Thickness  of  boiler-sheets,  dôme 

"  "       barrel,  and  outside  fire-box,    . 

Thickness  of  boiler-sheets,  slope,  roof,  waist,  and  smoke-box, 

Max.  internai  diameter  of  boiler,  \  ,,t ^^  .^^ 

Min.        "  '•  •'       ^Wagon-top, 

Height  to  centre  of  boiler  from  top  of  rail. 

No.  of  tubes, 

Inside  diameter  of  tubes, 

Outside      "  "  

Tube  material,  

Length  of  tubes  between  tube-sheets, 
External  heating  surface  of  tubes, 

Fire-area  through  tubes 

Length  of  fire-box  at  bottom  (inside), 

Width         "      "  "  "  ... 


Height  of  crown-sheet  above  top  of  grate,  centre  of  fire-box, 

Inside  fire-box  material 

Thickness  of  inside  fire-box  sheets,  sides, 

"        front,  back,  and  crown,; 

Thickness  of  tube-sheets, 

Tube-sheet  material, 


Steel. 

Ain- 
f  in. 

TVin. 

S  5^  in. 

(  53i  in. 

.       86i  in. 

240. 

li  in. 

2  in. 

Wrought-iron. 

I30tV  in. 

1,365.81  sq.  ft. 

4  sq.  ft. 

9  ft.  11^  in. 

3  ft.  5i  in. 


3ft. 


10  m. 
Steel. 

lin. 
Ain. 

i  in. 
Steel. 
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Heating-surface  of  fire-box,        .        .        .        .        .        .      164.39  sq.fu 

Total  heating-surface, 1,530.2  sq.  ft. 

Fire-grate  area,  .        .         .     • 34.8  sq.  ft. 

Diameter  of  smoke-stack  (straight), 18  in. 

Height  of  stack  above  top  of  rail i5ft.  oin. 

204.  Quality  of  Material  and  methods  of  test  are  often 
specifîed  very  minutely,  and  are  sometimes  settled  by  légal 
provisions.  Thus  the  British  "  Admiralty'*  issue  the  following 
requirements,  other  than  the  ordinary  tensile  tests,  for  test  of 
irons.    (See  also  §  44,  page  108.) 

Samples  of  B.  B.  iron  i  inch  (2.54  centimètres)  thick  are  to 
bend  cold,  without  fracture,  to  an  angle  of  15°  with  the  grain 
and  5°  across  the  grain;  ^  inch  (1.27  centimètres)  plates,  35° 
and  15°  respectively  ;  -5^  inch  (0.48  centimètre)  and  under  must 
bend  90°  and  40°.  When  hot,  plates  i  inch  (2.54  centimètres) 
and  under  must  bend  125°  with  and  90°  across  the  grain. 

For  B.  iron,  the  requirements  are  : 


THICKNESS. 

ANGLE. 

ANGLE. 

Inches. 

Centimètres. 

With  the  grain. 

Across  the  grain. 

I 

2.54 

10" 

5" 

i 

1.27 

30- 

lO* 

A 

0.48  and  under. 

75- 

30- 

Test-pieces  to  be  4  feet  (1.22  mètres)  long  with  the  grain 
and  full  width  of  plate  across  the  grain. 

The  plate  should  be  bent  from  3  to  6  inches  (7.62  to  15.24 
centimètres)  from  the  edge. 

The  Admiralty  tests  for  steel  are  the  following  when  selecting 
mild-steel  ship-plates  : 

Tenacity  from  26  to  30  tons  per  square  inch  (4100  to  4700 
kilogrammes  per  square  centimètre).  Extension  at  least  20 
per  cent  in  a  length  of  8  inches  (19.3  centimètres). 

Longitudinal  strips  planed  down,  i  J  inches  (3.8  centimètres) 
wide,  heated  to  low  cherry-red,  cooled  in  water  82°  Fahr.  (28° 
Cent.),  must  bend,  in  the  press,  to  a  curve  of  radius  equal  to 
one  and  a  half  times  the  thickness. 

Plates  must  be  free  from  lamination  and  injurious  surface 
defects. 

One  plate  in  every  fîfty  in  any  invoice  is  to  be  tested. 
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Test-pieces  to  be  8  inches  (20.32  centimètres)  long,  or  more, 
and  parallel. 

Weight  is  estimated  at  forty  pounds  per  square  foot  for  one 
inch  thick,  with  a  variation  allowable  of  5  per  cent  (lighter 
weight  only)  on  plates  of  half  inch  thick  or  thicker. 

The  same  spécifications  apply  to  bulb,  bar,  and  angle  steel. 

Lloyd's  rules  allow  for  one  ton  higher  tenacity  and  one  half 
the  bend  specified  by  the  Admiralty.  Masts  and  yards  are  to 
be  made  of  iron  having  a  tenacity  of  20  tons  per  square  inch 
(3150  kilogrammes  per  square  centimètre). 

In  working,  ail  plates  and  bars  are  to  be  bent  cold  when 
possible,  and  heating  only  resorted  to  when  unavoidable.  AU 
parts  that  hâve  been  heated  must  be  annealed  as  a  whole,  if 
possible,  and  if  not,  a  little  at  a  time.  When  necessary,  long 
pièces  may  be  made  up  of  shorter  ones  with  butted  joints 
shifted  and  strapped  securely.  No  pièces  failing  in  the  working 
can  be  used,  but  samples  must  be  eut  from  them  and  forwarded 
to  the  Admiralty  for  examination.  Work  must  be  finished 
above  a  black  beat.  Hammering  is  objected  to,  and  the 
hydraulic  press  used  for  bending  when  practicable. 

An  American  railroad  makes  the  following  spécifications  for 
materials  supplied  to  the  repair-shops  (see  Appendix,  p.  732)  : 

Spécifications  for  Conimon  Bar  Iron. — Grain. — To  be  uni- 
form  and  fibrous,  rather  than  granular  in  texture.  Workman- 
ship. — Ail  bars  to  be  smoothly  rolled  and  to  be  accurately 
gauged  to  size  ordered.  Tensile  Strength. — To  average  55,000 
pounds  per  square  inch  (3,867  kilogrammes  per  square  centi- 
mètre), and  no  iron  to  be  received  less  than  50,000  pounds  to 
square  inch  (3,515  kilogrammes  per  square  centimètre).  Work- 
ing  Test. — A  three-quarter-inch  bar  bent  double,  cold,  to  show 
no  fracture  ;  the  same  bar,  heated,  to  be  bent  and  also  to  be 
drawn  to  a  point  showing  no  tendency  to  "  red-shortness." 

Spécifications  for  Stay-bolt  Iron. — Grain. — To  be  uniform 
and  of  a  fibrous  nature.  Iron  to  be  soft  and  easily  worked. 
Tenstle  Strength. — To  be  60,000  pounds  to  the  square  inch 
(4218  kilogrammes  per  square  centimètre).  '  IVorking  Test. — 
A  bar  three-quarter  inch  diameter  to  be  bent  cold,  showing  no 
flaw  ;   a  pièce  of  same  diameter,  having  thread  eut  on  it,  may 
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show  openîng  when  bent  double,  cold,  but  such  openîng  should 
not  extend  more  than  one  eighth  of  an  inch  in  depth.  When 
put  into  the  boiler  the  métal  should  not  become  brittle 
when  hammered  down  to  form  a  head. 

205.  The  Duties  of  the  Inspecter  are  such  as  demand  the 
utmost  care,  considérable  skill,  and  a  large  amount  of  expérience, 
together  with  a  good  judgment  and  absolute  conscientiousness. 
He  must  also  be  a  man  of  sufficient  strength  of  character  to  do 
his  duty  by  his  employers,  whatever  influences  may  be  brought 
to  bear  upon  him  to  induce  him  to  passwork  or  material  which 
does  not  fully  comply  with  the  spécification.  He  is  expected 
to  examine  ail  material  with  a  view  to  the  détermination,  both 
of  its  full  compliance  with  the  terms  of  the  spécification  and 
contract,  and  of  its  gênerai  fitness  for  the  work. 

The  first  step  in  inspection  is  a  careful  measurement  of  the 
pièce  offered  for  examination,  and  a  comparison  with  the  draw- 
ing,  model,  pattern,  or  template,  to  ascertain  if  it  is  made 
exactly  to  size. 

Exact  workmanship  is  often  secured  by  a  system  of  standard 
gauges.  This  is  especially  the  case  where  machines  are  made 
in  large  numbers.  The  modem  method  of  manufacturing 
machinery  for  the  market  compels  the  adaptation  of  spécial 
tools  to  the  making  of  spécial  parts  of  the  machines,  and  the 
appropriation  of  a  certain  portion  of  the  establishment  to  the 
production  of  each  of  thèse  pièces,  while  the  assembling  of  the 
parts  to  make  the  complète  machine  takes  place  in  a  room  set 
apart  for  that  purpose.  But  this  plan  makes  it  necessary  that 
every  individual  pièce  of  any  one  kind  shall  fit  every  individual 
pièce  of  a  certain  other  kind  without  expenditure  of  time  and 
labor  in  adapting  each  to  the  other. 

This  requirement,  in  turn,  makes  it  necessary  that  every 
pièce,  and  every  face  and  angle,  and  every  hole  and  every  pin 
in  every  pièce,  shall  be  made .  precisely  of  this  standard  size, 
without  comparison  with  the  part  with  which  it  is  to  be  paired  ; 
and  this  last  condition  compels  the  construction  of  gauges 
giving  the  exact  size  to  which  the  workman  or  the  machine 
must  bring  each  dimension. 

Sizes  being   found   right,  the   quality  of  the  material  îs 
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determîned  by  examinaition  and  test  ;  defective  welds,  lamina- 
tion,  and  cracks  are  found  and  condemned.  A  blow  with  a 
hammer  often  reveals  unsoundness,  and  a  laminated  plate  may 
be  detected  by  suspending  it  and  tapping  it  ail  over.  If  the 
defect  appears  on  the  surface,  the  sheet  may  be  supported  by 
the  corners  in  the  horizontal  position,  and  water  poured  on  it 
at  the  line  indicating  lamination,  and  then  tapping  it  with  a 
hammer.  The  liquid  will  work  into  the  sheet,  lifting  the  surface 
lamina  and  revealing  the  extent  of  the  defect. 

In  the  Appendix  will  be  found  detailed  instructions  for  pre- 
paring  boilers  for  test  and  for  détails  of  opération. 

The  inspecter  may  need  to  note  the  labor  conditions  in  the 
boiler-room.  One  man  should  be  able  to  **  fire  '*  from  100  to 
200  boiler  horse-power,  accordingly  as  the  incidental  labor  of 
coal  passing  and  of  ash  removal  is  less  or  greater.  Mechanical 
Stackers  reduce  manual  labor  to  a  minimum,  and  one  attendant 
will  serve  for  three  or  four  times  as  much  steam  production  as 
with  purely  manual  labor.  The  inspecter  should  ascertain 
whether  the  labor  is  properly  supplied  and  risks  thus  reduced 
to  a  minimum. 

He  should  see  that  stop-valves  in  the  boiler-room  are  pro- 
vided  on  each  main  line  of  steam-pipe,  as  well  as  in  the  engine- 
room.  A  second  stop-valve  may  save  life  ard  property.  AU 
steam-fittings  should  be  examined  with  especial  care  to  see 
that  they  are  entirely  safe,  and  particularly  where  high  pressures 
are  employed. 
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CHAPTER  XII. 

THE   MANAGEMENT   AND   CARE   OF  BOILERS. 

206.  The  Management  ofSteamBoilers,  it  may  be  staled 
generally,  demands  in  the  highest  degree  care,  conscientious- 
ness,  and  unintermitted  vigilance.  The  value  of  the  property 
entrusted  to  the  attendants  is  so  great  and  the  conséquences  of 
ignorance  or  neglect  in  opération  are  so  serions,  and  may  be  so 
disastrous,  that  no  possible  excuse  can  be  given  for  négli- 
gence on  the  part  of  the  proprietor  or  his  responsible  repré- 
sentative, in  securing  intelligent,  experienced,  and  trustworthy 
attendants,  or  on  the  part  of  the  attendants,  whether  engineer 
in  charge,  fireman  ("  stoker"),  or  water-fender,  in  the  manage- 
ment of  the  boiler. 

The  care  demanded,  in  ordinary  working,  to  keep  a  full  sup- 
ply  of  water,  to  préserve  the  fires  in  their  most  effective  condi- 
tion, to  keep  an  even  steam-pressure,  an  ample  and  unintermit- 
tent  supply  of  steam,  is  such  as  tries  the  best  of  men  ;  but, 
added  to  this,  it  is  imperative  that  the  responsible  man  in  charge 
of  boilers  hâve  that  présence  of  mind  and  readiness  in  action  and 
promptness  in  expédients,  in  time  of  accident  or  of  emergency, 
which  is  hardly  less  necessary  than  on  the  battlefield.  In  still 
further  addition  to  thèse  requirements,anypersontaking  charge 
of  boilers  must  understand  so  much  of  the  trades  of  the  boiler- 
maker  and  the  machinist  that  he  can  if  necessary  make  minor 
repairs,  reconstruct  his  feed-apparatus,  and  refit  the  valves.  He 
must  know  something  of  the  nature  and  of  the  peculiar  methods 
of  combustion  of  ail  ordinary  fuels,  and  enough  of  theprinciples 
of  combustion  to  be  able  to  realize  the  waste  that  may  follow  the 
introduction  of  an  excess  of  air  on  the  one  hand  or  the  produc- 
tion of  incomplète  combustion  on  the  other,  and  enough  of  the 
nature  and  dangers  of  sédiment  and  incrustation  to  understand 
the  necessity  of  adopting  the  usual  expédients  for  prévention. 
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He  should  know  how  to  adjust  the  safety-valve,  and  should  un^ 
derstand  its  office  and  the  liability  to  accident  coming  of  its 
maladjustment  or  neglect. 

Intelligence,  expérience,  and  conscientiousness  are  the  best 
and  only  real  insurance  against  accident. 

207.  Starîing  Pires  is  an  art  which  is  not  always  familiar  to 
even  experienced  firemen.  With  the  soft  coals  it  is  only  neces- 
sary  to  hâve  a  supply  of  some  kind  of  kindling  material  that 
can  be  lighted  by  a  match  or  a  lamp,  and  to  begin  by  building 
with  it  a  small  fire  and  then  adding  a  little  coal,  and  thus  grad- 
ually  increasing  the  flame-bed  until  the  grate  is  fully  covered 
with  the  burning  fuel.  On  a  large  grate  the  whole  area  is  usually 
first  coverèd  with  fuel,  from  end  to  end  and  side  to  side,  so  that 
no  currents  of  air  can  enter  the  boiler  through  the  ash-pit,  and 
so  as  to  insure  that  ail  air  entering  the  furnace  may  pass  over 
the  wood  used  in  kindling  the  fire.  The  wood  is  placed  on  the 
front  of  the  bed  of  coals,  with  oily  cotton-waste,  shavings,  small 
•chips,  or  other  easily  ignited  material  under  it.  The  ash-pit 
doors  are  kept  closed  until  the  fire  is  fairly  burning,  so  that  the 
draught  may  be  concentrated  on  the  point  at  which  the  flame  is 
started.  After  a  few  minutes,  the  fire  being  well  started,  the 
upper  part  of  the  mass  burning  in  front  is  pushed  back  over  the 
grate,  and  the  flame  is  rapidly  communicated  to  the  wholc  bed 
of  fuel.  When  this  is  efïected  the  ash-pit  doors  are  opened  and 
the  fire  managed  in  the  customary  way.  The  précaution  must 
be  taken  to  see  that  the  air  has  free  access  to  the  boiler-room 
and  to  the  furnace. 

The  process  just  described  will  work  well  with  anthracite 
coal  ;  but  the  opération  is  a  slower  one,  and  more  wood  is  usu- 
ally required. 

Building  a  fire  of  wood  and  then  gradually  adding  coal  is  a 
more  expeditious  method  than  the  above,  but  it  is  less  econom- 
ical. 

When  it  is  known  that  steam  will  be  needed  the  boiler 
should  be  at  once  closed  up  and  filled,  in  order  that,  should  a 
leak  be  discovered  or  a  misfit  occur  in  setting  a  man-hole  or 
a  hand-hole  plate,  time  may  be  allowed  to  get  it  right  without 
causing  delay  in  getting  up  steam.     A  leak  discovered  after 
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steam  has  been  raîsed  may  sometimes  be  checked  by  drîving  in 
pine  wedges.  The  rubber  **  gaskets"  used  in  making  the  joints 
under  man-hole  and  hand-hole  plates  may  be  "  blackleaded  "  on 
one  side  to  prevent  their  adhering  to  the  boiler.  Ail  valves 
should  be  carefully  examined  before  starting  fires,  and  especial 
care  should  be  taken  to  see  that  the  safety-valves  and  the  fecd- 
check  valves  are  in  good  order.  Ail  flues  should  be  clean,  and 
every  part  of  the  boiler  and  ail  its  accessories  should  be  given  a 
last  and  thorough  inspection. 

Before  starting  the  fires  the  précaution  should  be  taken  to 
see  that  the  fuel  is  not  allowed  to  be  placed  in  the  furnaces 
until  the  boilers  hâve  been  fiUed  with  water  ;  even  thç  kindling 
material  should  never  be  permitted  in  an  empty  boiler.  The 
fires  should  not  be  forced  at  the  first,  as  hot  gases  passing  over 
heating-surfaces  in  contact  with  cold  water,  and  the  sudden  ex- 
pansion due  to  too  rapid  increasc  of  température,  may  cause 
strain  and  leakage. 

208.  The  Management  of  Fires  is  an  important  but  ' 
often  neglected  branch  of  instruction  in  fitting  firemen  for  their 
spécial  duties.  The  economy  of  boiler  management  is  very 
largely  dépendent  upon  the  skilful  handling  of  the  fuel  and  the 
furnace.  In  gênerai,  the  fires  should  be  kept  of  even  thickness, 
clear  of  ash  and  clinkers,  and  as  clean  at  the  sides  and  in  the 
corners  as  elsewhere.  The  depth  of  the  fuel  is  determined  by  its 
nature  and  size  and  by  the  intensity  of  the  draught.  Hard  coals 
can  be  used  in  greater  deoth  tl'.an  soft,  and  large  coal  in  deeper 
fuel-beds  than  small.  A  strong  draught  demands  a  thick  fire,  a 
mild  draught  a  thin  one.  With  a  low  chimney  and  natural  draught 
small  anthracite  or  fine  bituminous  coal  maybemost  successfully 
burned  in  a  layer  but  a  hand*s  breadth  in  thickness  ;  while  with 
large  "  steamboat"  coal  of  the  hardest  varieties  and  with  a  heavy 
forced  draught,  fires  hâve  been  actually  worked  successfully  of 
five  times  that  depth,  or  more.  The  secret  of  success  in  hand- 
ling fires  is  to  find  the  best  depth  of  fire  for  the  conditions 
existing  ;  to  keep  that  thickness  at  ail  times,  allowing  for  the 
ash  that  may  accumulate  ;  to  throw  the  fuel  on  the  grate  at 
such  fréquent  întervals  as  will  prevent  the  fire  burning  into 
holes  or  in  irregular  thickness  at  différent  points  ;  to  introduce 
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the  coal  so  quickly  and  with  such  exactnessof  direction  that  no 
serious  loss  may  occur  from  the  inrush  of  cold  air,  and  so  thaï 
every  shovelful  should  go  precisely  where  needed,  the  place 
for  the  next  shovelful  being  at  the  same  instant  located.  The 
removal  of  ash  is  best  done  by  means  of  a  rake  or  other  tool 
used  under  the  graté,  rather  than  by  stirring  and  breaking  up 
the  bed  of  fuel  by  working  through  the  furnace-door.  The 
various  forms  of  shaking  grate  now  in  use  are  often  very  effi- 
cient. For  best  working,  the  fire  should  usually  be  kept  bright 
beneath,  and  the  ash-pit  clear.  With  light  draught,  however, 
and  thin  fires,  it  is  sometimes  advisable,  if  sufficient  steam  can 
be  so  made,  to  allow  the  fire  to  be  less  frequently  raked  out, 
and  some  accumulation  of  ash  may  be  thus  produced  when 
working  with  maximum  economy. 

"  Firing,"  or  "  stoking,"  as  the  replenishing  of  the  fuel  is 
called,  must  be  done  very  quickly  and  skilfully  to  avoid  serious 
annoyance  by  variation  of  steam-pressure  and  supply.  Where 
several  furnaces  are  in  use  this  difficulty  is  less  likely  to  be  met 
with,  as  the  fires  may  be  cooled  and  cleaned  in  rotation.  A 
skilful  man  will  find  it  possible  tokeep  steam  very  steadily  with 
but  two  furnaces,  even. 

Ash-pits  should  not  be  allowed  to  become  filled  with  ashes, 
as  the  resuit  would  be  the  checking  of  the  draught,  the  réduc- 
tion of  the  steaming  capacity  of  the  boiler,  and  loss  of  efficiency, 
even  if  not  the  melting  down  of  the  grates.  It  is  customary 
at  sea  to  clean  out  the  ash-pits  and  send  up  ashes,  throwing 
them  overboard  once  in  every  watch  of  four  hours,  when  in  full 
steaming.  If  much  unburned  fuel  is  found  in  the  ashes,  it 
should  be,  if  possible,  cleaned  out  and  returned  to  the  fire,  or 
used  elsewhere.    The  gases  sho"M  hâve  10 per  cent  CO„  usually. 

Cleaning  fires  consists  in  thoroughly  breaking  up  the  mass 
of  fuel  on  the  grate,  shaking  out  ail  the  ashes,  quickly  raking 
out  ail  "  clinker,"  as  the  semi-fused  masses  of  ash  and  fuel  are 
called,  and,  after  getting  a  level,  clean  bed  of  good  fuel,  as 
promptly  as  possible  covering  the  whole  with  a  layer  of  fresh 
coal.  This  is  done,  usually,  once  in  four  hours  at  sea  and  twice 
a  day  on  land  ;  but  différent  fuels  require  somewhat  différent 
treatment.     The  work  should  be  performed  with  the  greatest 
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possible  thoroughness  and  dispatch,  to  avoid  serious  loss  of 
steam-pressure. 

Mr.  C.  W.  Williams'  instructions  for  handling  the  fires, 
where  bituminous  coal  is  used  and  an  air-supply  above  the  fuel 
is  provided,  afe  substantially  as  follows  : 

Charge  the  furnace  from  the  bridge-end,  gradually  adding 
fuel  until  the  dead-plate  is  reached  and  the  whole  grate  evenly 
covercd.  Never  permit  the  fire  to  get  lower  than  four  or  five 
inches  in  thickness,  of  clear  and  incandescent  fuel,  uniformly 
distributed,  and  laid  with  especial  care  along  the  sides  and  in 
the  corners.  Any  tendency  to  burn  into  holes  must  be  checked 
by  filling  the  hoUows  and  securing  a  level  surface.  Ail  lumps 
should  be  broken  until  not  larger  than  a  man's  fist.  Clean  out 
the  ash-pit  so  often  that  there  shall  be  no  danger  of  overheating 
the  grate-bars. 

An  ash-pit,  brightly  and  uniformly  lighted  by  the  fire  above, 
indicates  that  it  is  in  good  order  and  working  well.  A  dark  or 
irregularly  lighted  ash-pit  is  indicative  of  an  uncleaned  and 
badly  working  fire.  The  cleaning  of  the  fire  is  best  done,  in 
ordinary  working,  by  a**rake"  or  other  tool  working  on  the 
under  side  of  the  grates,  and  not  by  a  "slice-bar*'  driven  into 
the  mass  of  fuel  and  above  the  grate. 

209.  Différent  Fuels  require  différent  treatment.  The 
principles  just  stated  apply  generally,  but  more,  perhaps,  to  an- 
thracite coals.  The  soft  coals  are  commonlyso  disposed  on  the 
fire  that  a  charge  may  hâve  time  to  coke  and  its  gases  to  burn 
before  it  is  spread  over  the  grate  ;  liquid  fuels  must  be  so  sup- 
plied  that  they  may  burn  completely,  at  a  perfectly  uniform 
rate,  and  especially  in  such  manner  as  to  be  safe  from  explosive 
combustion  ;  the  same  précaution  is  demanded  with  the  gaseous 
fuels.  Spécial  arrangements  of  grate  and  a  spécial  routine 
in  working  may  be,  and  often  are,  demanded  în  such  cases.* 

210.  The  Liquid  and  Gaseous  Fuels  are  often  and  suc- 
cessfully  burned  in  conjunction  with  solid  fuels.  In  such  cases 
the  same  methods  are  to  be  adopted  and  précautions  observcd 
in  handling  the  latter  as  when  burned  alone. 


*  For  the  pcculiarities  of  thèse  fuels  and  their  use,  sec  Chap.  III. 
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The  liquid  fuels  are  almost  invariably  the  crude  petroleums. 
They  are  sometimes  burned  in  a  furnace  in  which  they  are 
allowed  to  drip  from  shelf  to  shelf  in  a  séries  arranged  verti- 
cally  at  the  front  of  the  furnace,  the  flame  passing  to  the  rear, 
with  the  entering  current  of  air  supporting  their  combustion. 
In  many  cases  they  are  sprayed  into  the  furnace  by  a  jet  of 
steam  which  should  be  superheated  and  at  high  pressure.  The 
use  of  the  steam  is  considered  to  hâve  a  peculiar  and  bénéficiai 
effect,  possibly  through  chemical  reactions  facilitating  the  for- 
mation of  hydrocarbons.  The  petroleums  are  ail  liable  to 
•cause  accident  if  carelessly  handledj  and  spécial  précaution 
must  be  observed  in  their  application  to  the  production  of 
steam. 

The  gaseous  fuels  are  seldom  used  under  steam-boilers,  except 
where  "  natural  "  gas  from  gas-wells  is  obtainable,  or  where  a 
very  large  demand  or  the  use  of  metallurgical  processes  justi- 
fies the  construction  of  gas-generators.  Even  greater  précau- 
tions against  accidents  by  explosion  are  needed  than  with  the 
liquid  fuels.  In  burning  gas,  maximum  economy  is  secured  by 
careful  apportionment  of  the  air-supply  to  the  gas-consump- 
tion,  and  especially  in  avoiding  excess.  The  regenerator  Sys- 
tem is  not  generally  economically  applicable  to  boilers. 

211.  The  Solid  Fuels,  coal  and  wood,  are  burned  in  fur- 
naces  which  are  proportioned  especially  for  the  intended  fuel. 
With  soft  coals,  the  grate-bars  are  set  doser  together  than  for 
hard  coals  ;  the  provision  for  the  introduction  of  air  above  the 
grate  is  larger,  and  a  "dead-plate"  is  usually  provided  on  which 
to  coke  the  coal.  In  the  use  of  this  device,  the  fresh  fuel  is  piled 
on  the  dead-plate  at  the  furnace-mouth,  and  then  left  until  the 
next  charge  is  to  be  thrown  in  ;  the  first  is  then  pushed  in  and 
spread  over  the  fire,  and  the  second  charge  is  coked.  In  some 
cases  the  fuel  is  replenished  on  one  side  of  the  fire  at  a  time  ; 
but  oftener  it  is  spread  over  the  whole  surface  of  the  grate. 

A  furnace  for  burning  wood  is  deeper  than  one  intended  for 
coal.  Wood  burns  so  freely  that  the  ingoing  charges  must  be 
continually  replaced  by  fresh  fuel. 

212.  The  Opération  of  the  Boiler,  aside  from  the  man- 
agement of  the  fires,  in  such  manner  as  to  make  steam  regu- 
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larly  and  in  ample  quantity,  mainly  consists  in  adjusting  the 
draught  so  as  to  make  the  production  of  steam  keep  exact  pace 
with  the  demand,  and  in  keeping  the  supply  of  feed-water  as 
precisely  proportional.  to  the  amount  denr^anded,  and  thus  pre- 
serving  the  water  coostantly  at  a  safe  level,  and  reducing  to  a 
minimum  the  danger^fon  the  one  hand,  of  uncovering  heating 
surfaces,  and  on  the  other  of  causing  heavy  "  priming**  or 
foaming,  or  the,  production  of  wet  steam.  As  the  working 
conditions  of  a  steam-boiler  are  always  those  of  steady  motion, 
constant  vigilance  and  an  undisturbed  and  unçonquerable  equi- 
librium  of  mind  on  the  «part  of  the  attendants  are  essential  to 
perfect  safety  and  thorough  efficiency. 

So  Idng  as  the  water  is  kept  at  the  proper  height  in  the 
boiler,  the  boiler  itself  being  in  good  repair,  safety  is  assured  ; 
and  if  the  steam-presàurç  can  be  held  at  the  proper  point,  effi- 
ciency is  equalty  well.insured  ;  but  to  maintain  a  state  of  abso- 
lute  safety  and  efficiency,  it  is  essential  that  something  more 
than  careful  feedi»g«  and  skilfut  firing  be  practised.  Every 
apparatus  upon  which  the  working  of  the  boiler  is  in  any  de- 
grée  dépendent  must  be  known  to  be  in  good  order  and  abso- 
lutely  reliable.  Feed-pumps  must  be  kept  in  good  repair,  well 
packed,  and  ready  for  service  on  the  instant  ;  the  safety-valve 
must,  by  at  Içast  daily  trial,  be  seen  to  be  in  good  working 
order;  the  pressure-gauges  must  be  frequently  compared  with 
a  standard  test-gauge  to  make  certain  that  its  error — it  will 
usually  hâve  some  error — is  known  and  unimportant  ;  and  the 
gauge-cocks  and  water-gauge  glass — the  latter,  especially,  is  lia- 
ble  to  deceive — must  bè  tried  often  and  their  reliability  made 
évident.    Cautiously  open  every  valve  and  cock  daily. 

Blow-off  and  fçed  valves  often  leak,  must  be  often  exam- 
ined,  and  should  be  ré^paired  or  reground  whenever  perceptibly 
affecting  the  water-supply.  A  grain  of  sand  or  a  chip  under 
a  valve  has  sometimes  given  rise  to  unfortunate  results. 

In  sait  water,  when  using  sea-water  in  the  boilers,  frequently 
blowing  off  from  the  bottom  or  a  continuous  discharge  from 
the  "  surface-blow"  or  "  scum-pipes"  is  essential  to  keeping  the 
water  so  fresh  as  not  to  produce  deposits  or  incrustation.  The 
higher   the    "  saturation"    permitted,    however,   provided   that 
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common  sait  is  not  actually  deposited,  the  less  the  expense  of 
opération  and  the  less  the  amount  of  lime-scale  formed.  About 
tvvelve  times  the  quantity  of  sait  found  in  sea-water  is  thus 
riie  maximum  ;  and  three  or  four  is  probably  as  high  as  is 
safe,  two  thirds  the  water  entering  the  boiler  being  converted 
into  steam,  the  remain ing  third  blown  out  into  the  sea  again. 
And  generally,  if  ;/  represent  the  ratio  of  saltness  of  boiler  to 
that  of  the  sea,  and  m  the  ratio  of  feed-water  blown  out  to  that 
made  into  steam, 

w= ;    «  = h  i; 

and  if  the  ratio  of  total  feed-water  to  total  evaporation  is/, 

ni-\-  I  n 


/  = 


n  —  I 


If  large  boiler-power  is  demanded,  and  a  battery  consisting 
of  a  considérable  number  of  boilers  is  in  use,  one  man  should 
be  detailed  especially  to  see  that  the  water  is  properly  sup- 
plied  ;  he  is  called  the  "  water-tender."  On  a  large  steamer 
several  are  often  employed,  each  caring  for  a  set  of  boilers  and 
supervising  the  firemen  or  "  srokers"and  coal-handlers  employed 
at  his  section.  Ail  thèse  workmen  should  be  carefully  chosen, 
and  known  to  be  skilful  and  trustworthy.  A  careless  or  unskil- 
ful  man  will  waste  vastly  more  in  bad  firing  than  can  be  saved 
in  the  différence  of  wages  betw^een  a  good  and  an  inefïicient 
man.  One  good  man  should  handle  a  ton  of  coal  an  hour — sev- 
eral times  the  value  of  his  own  wages — the  total  charges  for  the 
boiler-room  amounting  usually  to  about  one  fourth  or  one  fifth 
wages,  three  fourths  or  four  fîfths  fuel,  and  wear  and  tear.  The 
coal-handler  should  be  able  to  supply  two  to  four  firemen, 
according  to  distance  of  coal-bunkers  and  convenience  of  trans- 
portation. 

Firing — stoking — should  be  done  with  promptness  and  pré- 
cision during  a  few  seconds,  while  the  nearest  man  holds  the 
furnace-door  open.  Every  moment  of  needless  delay  allows 
great  volumes  of  cold  air  to  rush  into  the  furnace,  reducing  the 
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efficiency  of  the  boiler  and  causing  strain  by  cooling  the  sur- 
faces just  before  exposed  to  gases  of  high  température.  The 
damper  should  be  partly  closed  while  working  the  fire.  With 
a  number  of  furnaces  the  order  of  opening  the  furnace-doors 
may  be  systematically  arranged,  and  a  very  noticeable  saving 
thus  effected. 

213.  A  Forced  Draught  is  produced  by  the  use  of  a 
blower  or  fan,  or  by  the  steam-jet.  The  former  is  the  best 
method  where  prActicable.  In  using  the  forced  draught,  the 
fires  should  be  managed  precisely  as  with  a  natural  draught  ; 
but  the  rate  of  combustion  is  so  greatly  increased  that  they 
must  be  made  heavier,  and  the  process  of  replenishîng  the  fuel 
even  more  carefully  conducted.  The  draught  should — indeed 
must — usually  be  checked  while  adding  fuel  ;  but  where  the 
closed  fire-room  or  stoke-hole  is  adopted,  or  with  the  steam-jet, 
this  is  not  absolutely  necessary,  though  best  both  on  the  ground 
of  economy  and  of  safety.  When  the  blast  is  driven  into  the  ash- 
pit,  care  should  be  taken  to  open  the  ash-pit  doors  the  instant 
the  fan  is  stopped,  or  danger  is  incurred  of  melting  down  the 
grate-bars  by  the  intense  heat  concentrated  beneath  them,  un- 
tcmpered  by  the  entering  current  of  cold  air. 

214.  Closed  and  Open  Boiler-rooms,  with  forced  draught, 
hâve  each  their  advantages  and  their  spécial  methods  of  man- 
agement. With  the  closed,  air-tight,  fire-room  ail  air  supplied  to 
the  fire  passes  through  the  room,  ventilating  it  thoroughly  and 
cooling  it,  while  at  the  same  time  enabling  the  fires  to  be 
worked  precisely  as  where  a  natural  draught  is  employed.  No 
peculiarities  of  management  are  introduced  other  than  come  of 
the  rapidity  of  combustion.  In  providing  for  the  opening  and 
closing  of  the  fire-room  doors  for  entrance  and  exit  of  the  at- 
tendants, a  double  System  must  be  so  arranged  that  one  will 
always  act  as  a  valve  to  close  communication  with  adjacent 
apartmencs.  In  putting  on  and  taking  off  the  blast  the  fan 
should  be  first  "  slowed  down,"  the  doors  then  opened,  and  finally 
the  blower  stopped.  In  putting  on  the  blast  thèse  steps  should 
be  precisely  reversed. 

With  the  open  boiler-room  and  closed  conducting  passages 
Icading  from  fan  to  ash-pit,  the  spécial  précautions  to  be  taken 
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are  simply  to  open  the  ash-pît  the  instant  the  blast  is  stopped, 
or  to  start  the  blower  the  instant  the  ash-pit  doors  are  shut. 

215.  The  Régulation  of  the  Steam-pressure  should  be 
effected  by  varying  the  intensity  of  the  draught  by  means  of 
the  damper  at  the  chimney,  or,  where  a  forced  draught  is  em- 
ployed,  by  properly  adjusting  the  speed  of  the  blower;  it  should 
never  be  attempted,  except  in  a  serious  emergency,  to  regulate 
it  by  opening  furnace,  ash-pit,  or  "connection"  doors.  The 
latter  method  is  certain  to  accelerate  cqrrosion,  strain  the 
seams,  and  produce  leakage  of  tubes,  as  well  as  to  waste  fuel. 
The  rushing  of  currents  of  air,  alternately  cold  and  hot,  through 
the  flues  and  over  the  heating-surfaces  has  been  found  in  some 
cases  to  hâve  probably  been  the  cause  of  in  jury  leading  to  ex- 
plosion ;  and  the  introduction  of  cold  air  over  the  fire  is  invari- 
ably  a  cause  of  serious  loss  of  economy  of  fuel. 

Automatic  dampers,  if  well  made  and  reliable,  are  very  usé- 
ful. 

216.  The  Control  of  Water-supply  should  always  be  en- 
trusted  only  to  experienced  and  proven  men  ;  this  is  the  main 
précaution  to  be  taken  in  every  case.  The  more  uniform  the 
supply,  and  the  more  perfectly  the  proper  water-level  is  main^ 
tained,  the  safer  and  the  more  economical  the  opération  of  the 
boiler.  It  is  better  that  the  feed-water  be  supplied  continu* 
ously  than  to  feed  intermittently.  Steam  is  then  made  more 
regularly,  and  of  better  quality  ;  the  heating  of  the  feed  is  more 
steady  and  more  thorough  ;  the  boiler  itself  suffers  less  from 
varying  températures,  either  local  or  gênerai  ;  and  every  opéra- 
tion goes  on  more  easily  and  more  satisfactorily. 

The  feed-pump,  if  used,  should  be  amply  large  for  cases  of 
emergency,  but  should  be  ordinarily  worked  continuously  and 
slowly  ;  the  injector,  if  employed,  should  be  of  such  size  that 
it  may  never  cease  working  while  the  boiler  is  in  normal  opéra- 
tion ;  and  a  second  instrument  or,  better,  an  independent  feed« 
pump,  should  be  always  ready  for  use  should  occasion  arise. 
The  necessity  for  watchfulness  is  greater  with  boilers  having 
small  water-space  for  their  power,  as  the  modem  tubular  and 
sectional  boilers,  than  in  the  older  types,  in  which  the  regulating 
effect  of  a  large  body  of  water  is  f  elt. 
29 
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The  first  duty  of  engineer  or  of  fireman,  on  taking  charge 
of  a  boiler,  for  the  day  or  for  a  watch,  îs  to  see  that  the  water 
îs  at  the  right  height  ;  and  his  constant  care  throughout  the 
whole  period  for  which  he  is  responsible  is  to  keep  it  rîght. 
The  blow-off  cock  should  be  opened  and  closed  cautiously  and 
its  attachaient  kept  secure. 

217.  Emergencies  are  liable  to  arise  unexpectedly  in  the 
opération  of  the  steam-boiler  and  demand  the  highest  qualitîes 
of  mind  and  character  on  the  part  of  him  who  may  be  called 
upon  to  meet  them.  Self-possession  and  coolness,  with  full 
control  of  every  faculty,  will  usually  enable  the  attendant  to 
successfully  meet  any  form  in  which  they  may  appear,  with  the 
single  exception  of  an  explosion  of  the  boiler  ;  for  that  case 
prévention  is  the  only  cure.  Minor  emergencies  occur  so  fre- 
quently  that  the  experienced  engineer  or  fireman  will  generally 
rneet  thcm  promptly  and  effectively,  and  greater  events  cften 
find  him  equally  ready  and  prompt  of  action.  Ever>'  attend- 
ant, whether  in  engine  or  boiler-room,  should  hâve  constantly 
in  mind  the  best  course  to  take  in  the  evcnt  of  any  accident  ; 
and  every  intelligent  and  conscientious  man  will  hâve  often 
gone  over,  in  his  own  mind,  the  methods  and  means  by  which 
he  should  attempt  to  prevent  every  probable  accident,  or  to 
render  its  conséquences  as  unimportant  as  possible.  Thcre  is 
often  no  time  to  think,  and  whatever  is  to  be  attcmpted  can 
only  be  donc  intuitively,  on  the  instant,  on  the  impulse  of  the 
moment,  guided  by  earlier  thought  or  earlier  expérience.  This 
quality  of  readiness  in  emergencies  is  perhaps  the  most  valua- 
ble  of  ail  those  especially  required  in  the  management  of 
engines,  boilers,  and  machinery  generally. 

218.  "  Low-water**  is  the  most  serious  and  tr>âng  of  the 
conditions  liable  to  arise  in  steam-boiler  management.  Once 
the  water-levcl  has  fallen  below  that  of  the  crown-sheet  or  the 
upper  row  of  tubes,  but  one  thing  can  be  done — reduce  the 
température  of  the  furnace  and  flues  as  rapidly  as  possible  to  a 
safe  point.  To  introduce  a  larger  quantity  of  feed  might  cause 
a  sudden  and  dangerous  increase  of  pressure  by  flooding  the 
overheated  métal  ;  to  attempt  to  haul  out  the  fires  might  pro- 
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duce  a  similar  effect  by  the  momentarily  higher  température 
otten  caused  by  breaking  up  the  bed  of  fuel,  and  by  the  pro- 
îonged  exposure  of  the  already  endangered  métal  it  might 
cause  the  hot  sheets  or  flues  to  give  wày/'The  proper  course  to 
pursue  is  at  once  to  dàmpen  the  fires,  preferably  by  quickly 
covering  them  vvith  wet  ashes.  Coolness,  promptness,  and 
rapidity  of  action  are  the  only  safeguards  in  this  case.  With 
high  steam-pressure,  the  danger  is  that  the  overheated  and 
softened  and  weakened  sheets  may  be  forced  out  ;  the  intro- 
duction of  the  feed-water  is  in  itself  a  less  serious  source  of 
danger.  The  Author  has  many  times,  in  expérimental  work, 
pumped  water  into  a  red-hot  boiler,*  but  has  only  once  seen  an 
explosion  so  produced.  He  has  experimentally  allowed  the 
water  to  be  completely  evaporated  from  an  outside-fired  boiler, 
and  has  then  succeeded  in  covering  the  fires  with  ashes  and  re- 
filling  the  boiler  without  injury.f  When  the  boiler  has  cooled 
down  and  no  steam  is  forming,  it  wiH  be  safe  to  blow  off  steam, 
then  haul  fires,  blow  out  the  water,  and  examine  to  see  if 
any  injury  has  occurred. 

Dangers  of  this  kind  rarely  arise  where  the  gauges  are  kept 
în  order;  but  carelessness  in  regard  to  the  water-gauges  and 
gauge-cocks  is  said  to  be  a  more  fréquent  cause  of  accident  than 
ail  other  causes-  combined.  Equal  care  should  be  taken  to 
see  that  the  fusible  plugs,  if  used,  are  clean  and  in  good  condi- 
tion. 

219.  Priming  or  Foaming  takes  places  whenever  the  quan- 
tity  of  steam  drawn  from  the  boiler  exceeds  that  which  can  be 
liberated,  dry,  from  the  mass  of  waler  which  it  at  the  time 
contaîïis.  This  action  may  be  due  either  to  forcing  the  boiler 
beyond  its  real  capacity,  or  to  the  présence  of  foreign  matters 
suspended,  which  tend  to  cause  the  rétention  of  the  bubbles  of 
steam  in  the  mass,  and,  when  leaving  it,  to  carry  spray  into  the 
steam-space.  A  boiler  will  foam  badly  if*  the  design  and  con- 
struction are  such  that  a  rapid  circulation  is  not  insured,  sufficient 
to  carry  ail  steam  made  below  the  upper  level  freely  to  the  sur- 

*  In  the  work  of  the  U.  S.  Commission  on  Stearo-boiler  Explosions,  1875. 
f  This  might  not  be  as  safe  an  opération  with  an  tnside-fired  boiler. 
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face,  where  ît  may  be  naturally  discharged  ;  or  where  current» 
conflict;  and  where  a  mass  of  water,  entangled  among  the  tubes 
or  flues,  finds  no  natural  way  of  egress,  laden  as  it  is  with  the 
steam  bubbles  which  convert  it  into  foam  ;  and  priming  may 
thus  occur,  even  when  the  boiler  is  working.well  withinitsrated 
capacity.     Any  boiler  will  foam  if  ovorworked. 

Priming  is  also  produced  by  the  présence  of  mucilaginous, 
oily,  or  other  foreign  matter,  or  fine  scale;  or  by  changing  (rom 
a  salt-water  feed  to  fresh-water,  and  sometimes  by  the  reverse  ; 
by  sudden  and  heavy  demand  for  steam  at  the  engine,  or  by 
suddenly  and  widely  opening  the  safety-valve  ;  and  by  other 
causes  less  well  understood.  When  foaming  takes  place,  it  of ten 
throws  water  from  the  boiler  so  rapidly  and  in  such  quantities 
that  the  engine  may  be  liable  to  hâve  a  cylinder-head  knocked 
out,  and  the  height  of  the  water-level  in  the  boiler  may  be 
dangerously  lowered.  The  instant  such  dangers  arise  the  throt- 
tle-valve  should  be  partly  closed,  when  the  water  will  usually 
immediately  settle  down  in  the  boiler,  making  it  possible  to 
ascertain  its  height  in  the  gauges.  If  dangerously  low, — a  rare 
occurrence,  however, — proceed  as  already  indicated  ;  if  other- 
wise,  the  draught  should  be  promptly  lessened,  the  fires  checked, 
and,  by  thus  reducing  the  quantity  of  steam  made,  the  pro- 
duction of  foaming  and  its  attendant  dangers  may  be  quickly 
stopped.  If  the  cause  is  suspected  to  be  dirty  water,  contin- 
uous  feeding  and  blowing,  and  thus  changing  the  water,  should 
be  resorted  to  to  remove  that  cause  of  danger.  With  boilers 
heavily  driven,  as  is  usual  at  sea,  and  too  common  elsewhere, 
priming  is  always  one  of  those  contingencies  which  those  in 
charge  of  the  boilers  must  be  prepared  to  meet.  Where  sur- 
face-condensers  are  used  and  the  boiler  is  fed  with  water  of  un- 
changing  and  pure  quality,  foaming  rarely  occurs. 

The  method  of  circulation  of  water  in  a  plain  cylindrical  or 
other  "outside-fired^'  boiler,  and  the  course  of  the  steam  pro- 
duced, is  well  illustrated  in  the  accompanying  figure,  the  fire 
being  assumed  to  be  located  at  the  left.  The  greater  part  of 
the  steam  made  in  the  boiler  is  produced  immediately  over  the 
fire,  hère  assumed  to  be  at  the  left,  and  rises  at  once,  as  seen,. 
into  the  steam-space   above,  thus  determining  the  circulation* 
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în  currents  rising  at  that  end  and  falling  at  the  rear  end  o£  the 
boiler.  In  ail  cases  the  rising  currents  are  at  the  hottest  part,  the 
descending  currents  at  the  coder  portions  of  the  boiler.  Were 
a  boiler  so  constructed  as  to  be  uniformly  heated,  an  efficient  cir- 
culation would  not  be  obtainable. 

"  False  water**  is  a  term  applied  to  the  apparent  increase  of 
volume  of  the  water  in  a  boiler  when  priming  takes  place.  It 
may  be  imperceptible;  but  it  often  causes  an  apparent  rising  cf 
the  water-level  to  the  extent  of  several  inches.  It  is  considered 
that  a  well-proportioned  boiler  should  be  capable  of  evaporating 
five  times  the  volume  of  its   own   steam-space   each  minute^ 


FiG.  117.— ClRCULATlOM  OF  WaTSR  AKD  StBAM. 

In  the  Appendix  wîU  be  found  a  table  of  the  velocîtîes  of  flow 
of  steam  from  the  water-surface. 

220.  Fractures,  whether  of  seams,  sheets,  or  tubes,  are  liable 
to  occur  in  ail  boilers;  but  the  danger  is  diminished  as  the  care 
taken  in  sélection  of  material  is  the  greater,  the  construction 
better,  and  the  management  more  intelligent.  Such  injuries 
rarely  occur  so  suddenly  or  are  so  extensive  as  to  be  imme- 
diately  dangerous,  and  ample  time  is  commonly  allowed  for  their 
détection  and  safe  remedy.  Cracks  in  sheets  or  seams  are  re- 
paired  by  patching  and  in  tubes  by  plugging  each  end,  or  by  the 
removal  of  the  sheet  or  tube.  The  duty  of  the  attendant,  for 
the  moment,  is  to  reduce  steam-pressure  at  once,  and  as  soon 
as  possible  blow  off  steam,  to  empty  the  boiler  and  to  see  it 
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properly  repaired — temporarily  if  necessary,  but  preferably  per- 
manently.     A  blistered  sheet  should  be  treated  as  if  fractured. 

221.  A  Deranged  Safety- valve  may  sometimes  cause  dan- 
ger by  making  it  diflficult  to  reduce  the  steani-pressure  or  to 
keep  it  below  a  dangerous  point.  This  is  sometimes  a  consé- 
quence of  the  rusting  of  the  stem  or  of  the  valve  and  its  sticking 
to  its  seat,  or  in  such  a  manner  that  an  insufficient  area  for  exit 
is  obtainable.  In  such  a  case  the  steps  to  be  taken  are  to  check 
the  fires,  to  rcduce  the  production  of  steam,  and  to  find  other  di- 
rections of  egress,  as  through  gauge-cocks,  ail  available  valves,  by 
the  engines  taking  steam  from  the  boiler,  and  by  means,  even, 
of  their  cylinder,  water,  and  drip  cocks,  until  the  safety-valve 
can  be  made  to  work  or  until  the  steam  can  be  disposed  of  in 
other  ways.  If  the  valve  be  daily  or  oftener  raised  to  its  full 
height,  no  such  danger  will  be  incurred. 

222.  The  General  Care  of  a  steam-boiler  demands  much 
expérience,  some  knowledge  of  the  causes  and  the  methods  of 
prévention  and  of  remedy  of  injury,  and  thorough  reliability  on 
the  part  of  those  to  whom  it  is  entrusted.  Aside  from  the  in- 
juries and  the  détérioration  which  occur  in  its  daily  opération, 
there  are  others  which  are  to  be  anticipated  quite  independently, 
and  which  may  become  even  more  serious  when  the  boiler  is 
out  of  use  :  thèse  are  principally  the  various  forms  and  consé- 
quences of  corrosion.  Such  gênerai  care  includes  the  préserva- 
tion of  the  boiler  against  decay  or  loss  of  efficiency,  the  réten- 
tion of  its  setting  in  good  repair,  and  the  keeping  in  order  of 
ail  its  accessories  and  connections. 

223.  The  Chemistry  of  Corrosion  has  been  studied  by 
many  distinguished  modem  chemists,  and  is  now  well  under- 
stood.  Corrosion  of  iron  and  steel  and  the  changes  which 
characterize  that  method  of  détérioration  cannot  go  on  in  the 
air  except  when  both  moisture  and  carbonic  acid  are  présent, 
or  unless  the  température  is  considerably  higher  than  that  of 
the  atmosphère.  When  exposed  to  the  action  of  free  oxygen, 
however,  under  either  of  thèse  conditions,  the  métal  is  cor- 
roded — rusts — rapidly  or  slowly,  according  to  its  purity. 
Wrought-iron  rusts  quickly  in  damp  situations,  and  especially 
when  near  decayirg  wood  or  other  source  of  carbonic  acid  ; 
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while  steels  are  corroded  with  less  rapidity,  and  cast-iron  is 
comparatively  little  acted  upon.  The  présence  of  acids  in  the 
atmosphère  accélérâtes  corrosion,  and  the  smoke  of  sulphur- 
charged  coal,  or  smoke  charged  with  pyroligneous  acid,  fre- 
quently  causes  the  oxidation  of  out-of-door  iron  structures. 

The  composition  of  the  rust  forming  upon  surfaces  of  iron  is 
determined  by  the  method  of  oxidation,  but  is  principally  per- 
oxide  of  iron.     Calvert  gives  the  following  : 

Rust  from  Conway  Bridge.  Llangollen. 

FcaOs 93-094  92.900 

FeO 5.810  6.177 

Carbonate  of  iron 0.900  0.61 7 

Silica 0.196  0.121 

Ammonia traces  traces 

Carbonate  of  lime 0.295 

A  séries  of  experiments  made  to  détermine  the  effect  of  dif- 
férent oxidizing  média,  after  four  months'  exposure  of  clean 
iron  and  steel  blades,  gave  results  *  indicating  that  oxidation  is 
principally  due  to  the  présence  of  carbonic  acid  with  oxygen. 

When  distilled  water  was  deprived  of  its  gases  by  boiling, 
and  a  bright  blade  introduced,  it  became  in  the  course  of  a  few 
days  hère  and  there  covered  with  rust.  The  spots  where  the 
oxidation  had  taken  place  were  found  to  mark  impurities  in  the 
iron,  which  had  induced  a  galvanic  action,  precisely  as  a  mère 
trace  of  zinc  placed  on  one  end  of  the  blade  would  establish  a 
voltaic  current. 

224.  The  Methods  of  Corrosion  vary  with  circumstances. 
Kent  has  shown  f  that  the  rusting  of  iron  railroad  bridges  is 
sometimes  greatly  accelerated  by  the  action  of  the  sulphurous 
gases  and  the  acids  contained  in  the  smoke  issuing  from  the  lo- 
comotive, and  that  sulphurous  acid  rapidly  changes  to  sulphuric 
acid  in  the  présence  of  iron  and  moisture,  thus  greatly  acceler- 
ating  corrosion.  Iron  and  steel  absorb  acids,  both  gaseous  and 
liquid,  and  are  therefore  probably  permanently  injured  when- 
ever  exposed  to  them. 

Calvert  experimented  upon  iron  immersed  în  water  contain- 

*  Chemical  News,  1870-71.  \  Iron  Age,  1875. 
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îng  carbonîc  acid,  in  sea-water,  and  in  very  dilute  solutions  of 
hydrochloric,  sulphuric,  and  acetic  acids.  A  pièce  of  cast- 
iron  placed  in  a  dilute  acetic-acid  solution  for  two  years  was 
reduced  in  weight  from  15.324  grammes  to  3^^  grammes,  and  in 
spécifie  gravity  from  7.858  to  2.631,  while  the  bulk  and  outward 
shape  remained  the  same.  The  iron  had  gradually  been  dis- 
solved  or  extracted  from  the  mass,  and  in  its  place  remained  a 
Carbon  compound  of  less  spécifie  weight  and  small  cohessve 
force.  The  original  cast-iron  contained  95  per  cent  of  iron 
and  3  per  cent  of  carbon,  the  new  compound  only  80  per  cent 
of  iron  and  1 1  per  cent  of  carbon.  Iron  immersed  in  water 
containing  carbonic  acid  was  also  found  to  oxidize  rapidly. 
Iron  exposed  to  the  wash  of  the  warm  aerated  water  of  the  jet- 
condensers  of  steam-engines  is  often  very  rapidly  oxidized,  and 
the  mass  remaining  after  a  few  years  often  has  the  appearance, 
texture,  and  softness  of  plumbago,  so  completely  is  the  iron  re- 
moved  and  the  carbon  isolât  éd. 

Mallett,  experimenting  for  the  British  Association,*  found 
the  rate  of  corrosion  of  cast-iron  greatly  accelerated  by  îrregu- 
lar  and  rapid  cooling,  and  retarded  by  a  slow  and  uniform  ré- 
duction of  température  while  in  the  mould. 

The  rate  of  corrosion  is  usually  nearly  constant  for  long 
periods  of  time,  but  it  is  retarded  by  removal  of  the  coating 
formed  by  the  rust,  as  if  left  it  créâtes  a  voltaic  couple,  which 
accélérâtes  corrosion. 

Hard  iron,  free  from  graphite,  but  rich  in  combined  carbon^ 
rusts  with  least  rapidity,  and  with  about  equal  rapidity  in  the 
sea  as  in  the  air,  in  an  insular  climate. .  Two  metals  of  différ- 
ent character  as  to  composition  or  texture  being  in  contact,  the 
one  is  protected  at  the  expense  of  the  other.  Foui  sea-water, 
as  "  bilge-water,"  corrodes  iron  very  rapidly.* 

The  rate  of  corrosion  of  iron  is  too  variable  to  permit  any 
statement  of  gênerai  application.  In  several  cases  the  plates 
of  iron  ships  hâve  been  found  to  be  reduced  in  thickness  in 
the  bilges  and  along  the  keel-strake,  at  the  rate  of  0.0025  inch 
(0.06  millimètres)  per  year,  as  ordinarily  protected  by  paint  ; 

*  Proc.  Inst.  C.  E.   1843. 
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^hile  it  is  stated  that  iron  roofs,  exposed  to  the  smoke  of  loco- 
motives, hâve  sometimes  lasted  but  four  years. 

The  iron  huUs  of  heavy  iron-clads  hâve  sometimes  been 
locally  corroded  through  in  a  single  cruise,  where  peculiarities 
of  composition  or  of  structure,  or  the  proximity  of  copper  or 
of  masses  of  iron  of  différent  grade  or  quality,  had  caused  local 
action. 

225.  Durability  of  Iron  and  Steel. — Twaite*  gives  the  fol- 
lowing  as  the  measure  of  the  probable  years'  life  of  iron  and 
Steel  undergoing  corrosion,  assuming  the  métal  to  be  uniform 
in  thickness.    Thin  parts  corrode  most  rapidly. 


Z= 


W 
6Z  ' 


în  which  W^is  the  weight  of  the  métal  în  pounds,  of  one  foot 
in  length  of  the  surface  exposed  ;  L  is  the  length  in  feet,  of  its 
perimeter;  and  C  a  constant,  of  which  the  following  are  values  : 


VALUES  OF  c. 


Matbrial  in 


'Cast-iron 0656        .0635         .0381 

Wroughi-iron 1956         .1355  1440 

Steel 1944         .0970         '«'SS 

Cast-iroD,  skin  removed 230^         .0880         .0728 

^Ivanized 0895         .0359         .0371 

*'       in  contact  with  brass,  copper,  or  g^ua-bronze 

'Wrought-lron  in  contact  with  brass,  copper,  or  gun-bronze. 


Sea  Watbr. 


Foui. 


Clear. 


RiVBR  Water. 


Foui. 


Clear,  or 
in  air. 


.0113 
.0123 
.0135 

.OIOQ 

.0048 


Impurs 
Air. 


.0476 
"54 
.1252 
.0854 
.0199 


AVBRAGB 

Sba  Watbr. 


0.19  to  0.35 
0.30  to  0.45 


When  wear  is  added  to  the  effect  of  oxidization,  the  "  life" 
of  a  pièce  of  iron  or  steel  may  be  greatly  shortened.  If  kept 
well  paînted,  multiply  the  resuit  by  two. 

The  mean  duration  of  rails  of  Bessemer  steel  is,  accord- 
ing  to  experiments  in  Germany,  about  sixteen  years.  Ten 
years  of  trial  at  Oberhausen,  on  an  expérimental  section  of  the 

*  Molesworth,  p.  32,  2ist  éd.,  1882. 
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Une  between  Cologne  and  Minden,  has  shown  that  the  renewals 
during  the  period  of  trial  were  76.7  per  cent  of  the  rails  of  iron 
of  fine  grain,  63.3  of  those  of  cémentation  steel,  33.3  per  cent 
of  those  of  puddled  steel,  and  3.4  per  cent  Bessemer  steel. 

,  226.  The  Préservation  of  Iron  and  Steel  is  accomplished 
usually  by  painting,  sometimes  by  plating  it. 

As  the  more  porous  varieties  will  absorb  gases  freely  and 
some  liquids  to  a  moderate  extent,  Sterling  has  proposed  to  sat- 
urate  the  métal  with  minerai  oil  ;  heating  the  iron  and  forcing 
the  liquid  into  the  pores  by  external  fluid  pressure,  after  first 
freeing  the  pores  from  air  by  an  air-pump,  or  other  convenient 
means  of  securing  a  vacuum  in  the  inclosing  chamber. 

Températures  of  300°  to  350^  Fahr.  (150°  to  177^  Cent.} 
and  pressures  of  ID  to  20  atmosphères  are  said  to  be  sufficient 
for  ail  purposes. 

Voltaic  action  may  be  relîed  upon  to  protect  iron  against 
corrosion  in  some  situations.  Zinc  is  introduced  into  steam- 
boilers  for  the  double  purpose  of  preventing  corrosion  and  of 
checking  the  déposition  of  scale.  It  is  sometimes  useful  in  the 
open  air,  where  rusting  is  so  seriously  objectionable  as  to  justify 
the  use  of  so  expensive  a  préventive.  The  zinc  itself  is  often 
destroyed,  at  sea,  at  the  rate  of  20  to  50  Ibs.  per  month. 

Zinc  has  been  used  as  a  plating,  or  sheathing,  on  iron  ships,. 
as  by  the  plan  proposed  by  Daft,*  and  in  some  cases  with  good 
results. 

Mallett  has  proposed  the  use  of  lime-water  to  check  the 
internai  corrosion  of  the  bottoms  of  iron  ships  where  exposed 
to  the  action  of  bilge-water,  and  uses  a  solution  of  the  oxy- 
chloride  of  copper,  or  other  poisonous  metallic  salts,  in  the 
paint  applied  externally,  to  check  fouling  and  conséquent 
oxidation;  the  amalgam  of  zinc  and  mercury  is  also  some- 
times  used  to  protect  iron  plates. 

227.  The  Paints  and  Préservation  Compositions  in  use 
are  very  numerous  :  Coal-tar,  asphaltum,  and  the  minerai  oils 
are  ail  used,  the  latter  having  the  advantage,  in  the  crude  state, 
of  being  free  from  oxygen  and  having  no  tendency  to  absorb  it* 

The  animal  and  vegetable  fats  and  oils  are  used  temporarily 
in  many  cases,  and  if  free  from  acid,  are  useful. 


*  Fouling  and  Corrosion  of  Iron  S!.!^s.     London    1867. 
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Surfaces  of  iron  are  paînted  with  red-lead  and  oil,  with  oxide 
of  iron  mixed  with  oil,  or  with  oxide  of  zinc  similarly  prepared. 

Sterling  prépares  a  yamish  by  dissolving  gum  copal  in 
paraffine  oil,  placing  the  iron  in  it,  and  heati.ng  it  under  in- 
creased  pressure.  Iron  vessels,  tinned  inside,  which  can  be  her- 
metically  sealed,  are  used,  heated  by  superheated  steam.  Scott 
uses  the  foUowing  mixture  : 

Coal  tar. . .  6  gallons. 

Black  varnish 3       *' 

Wood-taroil 3       " 

Japanese  glue i       " 

R«d  Icad 281bs. 

PoTtland  cernent 14    ** 

Arsenic 14    " 

The  Author  has  used  fish-oil  as  a  preservative  of  steam-boil- 
crs  out  of  use  for  long  periods  of  time,  with  success,  and  has 
found  some  vegetable  paints  of  unknown  composition  far  more 
durable,  when  exposed  to  the  weather,  than  red-lead  and  oil. 

"  Iron  paints'*  bear  heat  weli,  and  are  often  better  than  any 
other  cheap  paint.  Iron  to  be  painted  should  first  be  carefully 
cleaned  by  scraping  and  washing,  and  then  coated  once  or  twice 
with  linseed-oil.  One  pound  of  good  oxide  of  iron  paint  should 
cover  20  square  yards  (16.7  square  mètres)  of  iron. 

Where  practicable  the  Barflf  method  of  protection  may  be 
adopted  for  small  parts.  It  consists  in  heating  the  iron  or  steel 
to  be  treated  to  a  température  of  500°  Fahr.  (260^  Cent.)  in  an 
atmosphère  of  steam,  and  thus  securing  an  even  and  impermé- 
able coatingof  the  black  (ferrie)  oxide. 

Where  more  complète  protection  is  demanded,  the  iron  is 
heated  to  1200°  Fahr.  (649®  Cent.),  and  is  said  to  be  thus  made 
împregnable  against  the  attack  of  even  the  acrid  vapors  of  the 
chemical  laboratory. 

Steam-boilers  are  preserved,  în  mass,  against  corrosion  by 
varîous  spécial  methods.  They  are  sometimes  dried  thoroughly 
by  means  of  stoves,  if  necessary,  and  then  closed  up  with  a 
quantity  of  caustic  lime  in  their  water-bottoms  or  lower  water* 
spaces.  Occasional  inspection  prevents  injury  occurring  unde- 
tected  in  any  case. 
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When  new  boilers  are  stored  they  are  usually  painted  înside 
and  oui.  Air  should  be  excluded  from  them  by  closing  ail 
itian-holes,  etc.  Working  boilers  are  best  preserved  by  a  thin 
<:oating  o£  scale  on  their  heating-surfaces.  Minerai  oils  being 
used  for  lubrication  of  their  engines,  decay  is  far  less  likely  to 
take  place  rapidly.  Steel  corrodes  more  rapidly  than  iron,  and 
the  common  brands  of  iron  corrode  less  than  the  finer.  Zinc 
placed  within  boilers,  and  in  amount  one  thirty-fifth  the  area  of 
theheating-surface,wasfound,  by  the  Britîsh  Admiralty,  topro- 
tect  them  perfectiy.  A  pound  (0.45  kilogrammes)  of  carbon- 
ate of  soda  to  every  ton  (or  tonné)  of  coal  bumed  îs  ordered 
to  be  pumped  into  boilers  at  sea,  to  give  the  water  an  alka- 
line  reaction.  Boilers  of  sea-^oing  vessels  average  a  life  of  nine 
or  ten  years. 

Boiler  Caverings  having  for  their  object  the  protection  of 
the  external  surfaces  against  loss  of  beat  and  from  any  inju- 
rious  action  liable  to  occur  in  conséquence  of  their  exposure, 
are  of  very  various  kinds,  and  are  always  considered  the 
better  the  more  perfect  they  are  as  non-conductors.  Care 
should  be  taken,  however,  that  they  do  not  themselves  cause 
injury  more  serious  than  that  which  they  are  designed  to  pre- 
vent.  Haîr-felt  has  been  known  to  cause — possibly  by  some 
peculîar  galvanîc  or  electric  action — observable  accélération  of 
corrosion  on  the  înner  sides  of  the  sheets  to  the  exterior  of 
which  it  has  been  applied,  as,  for  example,  where  used  to  cover 
the  steam-drums  of  marine  boilers;  mineral-wool,  when  con- 
taining  sulphur-compounds,  has  been  known  to  absorb  moîst- 
ure,  and  to  thus  cause  rapid  corrosion  of  parts  with  which  it 
was  in  contact.  When  frce  from  sulphur  no  such  danger  is 
incurred.  (See  Appendix  for  tables  of  non-conductors.)  Spon- 
taiieous  combustion  may  occut  with  wooden  lagging,  even 
when  coveriiig  a  non-conductor.* 

The  experiments  of  Mr.  C.  E.  Emery  give  the  foUowing  as 
the  relative  values  of  available  covering  materials  :  f 


*  Report  Boston  Man.  Mut.  Ins.  Co.,  1897. 

t  Trans.  Am.  Society  Mech.  Engrs.,  vol.  ii.,  i88r. 
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NoD-Conductor. 

Value. 

NoD-Conductor.        |  Value. 

Non-Conductor. 

Value. 

Wood-fdt 

x.ooo 

.83a 

.715 
.680 
.676 

Charcoal 

.63a 
•553 

.470 

Asbesios 

Coai-abhes 

.363 
•345 

.136 

Mineral-wool  No,  a... 

Pinewood  acroas  fibre. 
Loam,  dry  and  open... 

Slacked  lime       

Gas-house  carbon 

Do.  with  tar 

Coke  in  lumps 

Air-space,  undividcd 

Sawdust 

Mineral-wool  No.  i... 

Hair  or  wool  felt  is  injured  by  high  température  ;  woods  are 
liable  to  char,  and  ail  organic  matters,  in  présence  of  grease  and 
dampness,  to  take  fire  spontaneously.  Asbestos  is  much  used, 
as  is  also  "  rock-wool,"  which  is  less  likely  to  absorb  moisture 
than  the  "  mineral-wool  "  from  the  blast-furnaces.  Sand,  ashes, 
and  other  earthy  matters  are  often  used  to  fill  in  over  boilers. 
They  are,  however,  liable  to  conceal  and  accelerate  corrosion 
whenever  leakage  takes  place  beneath  them.  In  ail  cases  the 
values  of  successive  layers  of  non-conductor  decrease  in  a 
géométrie  ratio.  Anything  that  will  encage  air  in  its  pores  is  a 
^ood  covering.  Large  boilers  and  their  pipes,  as  designed  by 
Mr.  E.  D.  Leavitt,  Jr.,  were  covered  with  about  two  inches  and 
a  half  of  plaster  and  sawdust,  and  one  inch  of  hair-felt  outside 
that.  The  proportion  of  the  mixture  is  about  one  part  of 
plaster  and  two  parts  of  sawdust.  The  plaster  and  the  sawdust 
are  mixed  up  like  mortar.  They  are  fîrst  put  in  together  dry, 
and  then  wet  and  mixed  up.  Agood  non-conducting  covering 
on  steam-pipe,  boiler-  or  engine-cylinder  should  pay,  normally, 
ICO  per  cent  on  its  cost. 

For  boilers,  wooden  battens  f  by  2^  inches  wide  are  used. 
Between  the  edge  of  the  batten  and  the  boiler  half  an  inch  of 
the  compound  is  put.  Thèse  are  fastened  ail  around  the  boiler , 
then  a  band  of  hoop-iron  is  put  around  it,  and  filled  between  the 
battens  with  plaster.  The  practice  of  putting  it  on  in  little 
blocks  about  a  foot  square  has  been  adopted.  Outside  of  that, 
the  spécifications  call  for  an  inch  of  hair-felt  and  canvas.* 

228.  Leakage,  and  contact  of  damp  portions  of  supports 
and  setting,  produce  the  most  serious  corrosion.  A  leak,  once 
started,  will  keep  everything  near  it  damp,  and  thus  cause 
accélération  of  oxidation  to  a  very  marked  degree.  Where  the 
leakage,  or  the  dampness  produced  by  it,  fînds  its  way  between 
the  iron  of  the  boiler  and  the  brickwork  about  it,  there  is  no 


♦Trans.  Am.  Soc.  Mcch.  Engrs.,  1883. 
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opportunîty  of  evaporation  and  dryîng  the  moîstened  surfaces^ 
and  the  dampness  thus  held  in  contact  with  the  métal  promotes 
decay.  When  înspecting  the  boiler,  care  should  be  taken  to 
detect  every  such  cause  of  détérioration,  and  to  immediately 
repair  the  injured  part.  It  is  well  to  so  design  and  construct 
the  boiler  that  there  will  be  as  little  liability  as  possible  to  this 
kind  of  injury. 

229.  Galvanic  Action  is  liable  to  occur,  and  enormously 
to  accelerate  corrosion,  either  local  or  gênerai,  whenever  a  mass 
of  brass,  bronze,  or  copper,  large  or  small,  is  in  metallic  contact 
with  the  boiler  at  any  point,  or  with  any  of  its  connections. 
The  brass  tubes  of  a  surface-condenser  hâve  been  often  known 
to  thus  cause  the  ruin  of  a  boiler  in  a  few  months,  and  very 
serious  gênerai  corrosion  in  few  weeks.  Copper  boiler-tubes^ 
brass  valve-seats,  and  any  other  minor  part  made  of  such 
electro-negative  metals,  may  similarly  cause  local  détérioration 
and  leakage  or  weakness.  The  remedy  is  either  to  remove  the 
cause  of  the  trouble  ;  to  protect  the  métal  attacked,  as  by 
allowing  it  to  become  coated  with  a  thin  layer  of  incrustation  ; 
or  to  counteract  the  effect  of  the  electro-negative  métal  by  in- 
troducing  a  mass  of  another  élément,  as  zinc,  whîch  is  électro- 
positive  to  both  the  iron  of  the  boiler  and  the  copper  or  other 
material  producing  the  destructive  action.  In  the  latter  case, 
the  zinc  will  be  corroded  instead  of  the  iron  of  the  boiler,  and 
must  be  occasionally  renewed. 

230.  Incrustation  and  Sédiment  are  deposited  in  boilers^ 
the  one  by  the  précipitation  of  minerai  or  other  salts  previously 
held  in  solution  in  the  feed-water,  the  other  by  the  déposition 
of  minerai  insoluble  matters,  usually  earths,  carried  into  it  in 
suspension  or  mechanical  admixture.  Occasionally  also  vege- 
table  matter  of  a  glutinous  nature  is  held  in  solution  in  the 
feed-water,  and,  precipitated  by  beat  or  concentration,  covers 
the  heating-surfaces  with  a  coating  almost  imperméable  to  beat 
and  hence  liable  to  cause  an  overheating  that  may  be  very 
dangerous  to  the  structure.  A  powdery  minerai  deposit  some- 
times  met  with  is  equally  dangerous,  and  for  the  same  reason. 
The  animal  and  vegetable  oils  and  greases  carried  over  from  the 
condenser  or  feed-water  heater  are  also  very  likely  to  cause 
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trouble.  Oiily  minerai  oils  should  be  permitted  to  be  thus  in- 
troduced,  and  that  in  minimuni  quantity.  Both  the  efficiency 
and  the  safety  of  the  boiler  are  endangered  ;  the  importance  of 
keeping  boilers  clean  is  seldom  realized. 

The  amount  of  the  foreign  matter  brought  into  the  steam- 
boiler  is  often  enormously  great.  A  boiler  of  loo  horse-power 
uses,  as  an  average,  probably  a  ton  and  a  half  of  water  per 
hour,  ornot  far  from  4CX)  tons  (406  tonnes)  per  month,  steaming- 
ten  hours  per  day,  and,  even  with  water  as  pure  as  the  Croton 
at  New  York,  receives  90  pounds  (41  kgs.)  of  minerai  matter, 
and  from  many  spring  waters  a  ton  (1.016  tonyies),  which  must 
be  either  blown  out  or  deposited.  Thèse  impurities  are  usu- 
ally  either  calcium  carbonate  or  calcium  sulphate,  or  a  mixture; 
the  first  is  most  common  on  land,  the  second  at  sea.  Organic 
matters  often  harden  thèse  minerai  scales,  and  make  them  more 
diflficult  of  k'emoval.    Minerai  oils  often  soften  them. 

The  only  positive  and  certain  remedy  for  incrustation  and 
sédiment  once  deposited  is  periodical  removal  by  mechanical 
means,  at  sufficiently  fréquent  intervais  to  insure  against  injur>\ 
Various  purifying  Systems  may  be  adopted  to  insure  clean 
feed-water.  (See  Appendix  for  tabular  statements  of  the  causes 
and  remédies  of  incrustation.) 

Where  carbonate  of  lime  exîsts,  sal-ammoniac  may  be  used 
as  a  préventive  of  incrustation,  a  double  décomposition  occur- 
ring,  result!ng  in  the  production  of  ammonium  carbonate  and 
calcium  cliloride — both  of  which  are  soluble,  and  the  first  of 
which  is  volatile.  The  bicarbonate  may  be  in  part  precipitated 
before  use  by  heating  to  the  boiling-point,  and  thus  breaking 
up  the  sait  and  precipitating  the  insoluble  carbonate.  Solu- 
tions of  caustic  lime  and  metallic  zinc  act  in  the  same  manner. 
Waters  containing  tannic  acid .  and  the  acid  juices  of  oak,  su- 
mach,  logwood,  hemlock,  and  other  woods,  are  sometimes  em- 
ployed,but  are  apt  to  injure  the  iron  of  the  boiler,  as  may  acetic 
or  other  acid  contained  in  the  various  saccharine  matters  often 
introduced  into  the  boiler  to  prevent  scale,  and  which  also 
make  the  lime-sulphate  scale  more  troublesome  than  when  clean. 
Organic  matters  should  never  be  used. 

The  sulphate  scale  is  sometimes  attacked  by  the  carbonate 
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of  soda,  the  products  being  a  soluble  sodium  sulphate  and  a 
pulvérulent  insoluble  calcium  carbonate,  which  settles  to  the 
bottom  like  other  sédiments  and  is  easily  washed  off  the  heat- 
ing-surfaces.  Barium  chloride  acts  similarly,  producing  barium 
sulphate  and  calcium  chloride.  Calcium  sulphate  has  one 
tenth  the  solubîlity  at  200°  C.  (392°  F.)  as  at  i(X)°  C.  (212^  F.). 

Marine  boilers  hâve  been  effectively  treated  for  the  préven- 
tion or  the  removal  of  scale,  by  introducing  sheet-zinc,  or  zinc 
in  balls  or  in  blocks  of  any  convenient  size  and  form.  The  in- 
crustation met  with  in  marine  boilers,  properly  managed,  being 
always  nearly  pure  sulphate  of  lime,  the  zinc,  probably  by  some 
voltaic  action,  causes  the  deposit  to  become  pulvérulent,  in- 
stead  of  compact,  and  very  hard  and  strong,  as  when  formed  in 
the  unprotected  boiler,  and  it  aiso  compels  the  précipitation  of 
the  minerai  upon  the  zinc  itself  principally.  The  water  in  boil- 
ers of  any  kind  is  very  liable  at  times  to  become  acidified  per- 
ceptibly  by  the  décomposition  of  the  lubricants  entering  with 
the  feed-water  from  the  engine  cylinders  and  condensers,  and 
corrosion  is  thus  accelerated.  In  such  cases  the  zinc  suffers 
and  the  boiler  is  preserved,  if  metallic  contact  is  secured  be- 
tween  the  iron  or  steel  and  the  zinc — precisely  as,  when  the 
boiler  itself  is  constructed  of  différent  qualities  of  métal,  one 
part  is  preserved  while  another  part  is  corroded.  Zinc,  as, 
relatively,  an  électro-positive  métal,  protects  iron  ;  which  latter 
is  electro-negative  to  the  former,  and  takes  the  hydrogen  of  so 
much  water  as  may  be  decomposed  by  the  voltaic  action  occur- 
ring,  the  zinc  being  attacked  by  the  oxygen  set  free  on  that 
élément  of  the  voltaic  pile  so  formed.  Marine  boilers  thus 
protected  hâve  shown  no  trace  of  decay  after  years  of  use. 

Whenever  zinc  is  used,  the  précaution  should  be  taken  to 
secure  a  perfect  metallic  connection  between  it  and  the  boiler  ; 
othenvise  it  will  be  neither  uniform  in  action  nor  reliable.  The 
zinc  is  sometimes  amalgamated  to  prevent  wasteful  oxidation  by 
local  action. 

A  little  soda,  or  sodium  carbonate,  introduced  into  the 
boiler  may  often  însure  the  formation  of  a  softer  deposit  where 
it  is  found  to  be  hard,  and  to  so  incrust  and  embalm  the  zinc 
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that  ît  ceases  to  do  îts  work.  A  surface  of  zinc  of  25  to  50 
square  inches  (2.5  to  4.5  square  décimètres,  nearly)  per  ton  of 
water  contained  in  the  boiler,  and  per  month,  is  usually  found 
ample. 

After  studying  the  use  of  zinc  as  an  "  anti-incrustator,"  and 
the  reports  of  M.  Lesueur,  who  first  introduced  it  extensively 
in  France,*  M.  Euvrard  concludes  that  it  should  be  used  in  the 
form  of  "  pigs'*  or  ingots,  and  in  any  type  or  in  any  part  of  a 
boiler,  although  it  is  better  not  to  place  it  on  the  heating-sur- 
faces  of  the  firebox.  He  advises  from  one  pound  to  two  pounds 
for  every  ten  square  feet  of  heating-surface  at  a  time  (i  to  i 
kg.  per  sq.  m.).  It  is  found  that  zinc  is  valuable  with  calcareous 
feed-waters  when  not  excessively  hard,  causing  the  deposit  to 
become  pulvérulent,  and  thus  altering  an  incrustation  or  scale 
into  a  sédiment. 

Water4ube  Boilers  hâve  been  successfully  treated  by  M. 
C.  Quehaut,t  where  the  incrustation  was  calcareous,  and  largely 
consisting  of  calcic  sulphate,  by  using  instead  of  the  "  tartri- 
fuges"  commonly  employed  for  such  cases,  none  of  whjch 
proved  satisfactory,  sheet-zinc  of  thickness  No.  18.  Sheet*' 
about  two  mètres  (6.56  feet)  long  and  0.8  mètre  (3  feet)  wide 
were  eut  into  strips  each  about  -^  mètre  (3.28  inches)  wide, 
and  wrapped  helically.on  a  mandril,  forming  coils  of  which 
about  45  kilograms  (100  pounds)  were  introduced  into  a  boiler 
rated  at  40  horse-power  at  each  charge.  The  making  of  the 
coils  cost  about  one  dollar.  One  of  the  strips  so  coiled  was 
pushed  into  each  tube  after  each  cleaning,  and  withdrawn  at 
the  succeeding  period  of  washing  out.  "  Heavier  zinc  dia  not 
answer  as  well,  as  the  strips  were  liable  to  be  displaced  by  the 
circulating  current. 

Incrustation  takes  place  on  the  zinc  instead  of  upon  the 
adjacent  iron  surfaces.  It  is  pulvérulent,  and  easily  removed. 
The  cost  was  $2.50  per  annum  per  horse-power. 

231.  Repairs  are  the  source  of  the  great  expense  of  main- 
tenance of  steam-boilers,  and  sometimes  of  new  dangers  hardly 
less  serious  than  those  which  they  are  expected  to  prevent. 

•Annales  des  Mines,  1877;  Jour.  Franklin  Inst.  1878. 
f  Ann.  de  l'Association  des  Ingénieurs  de  Liège,  4me  série,  t.  v.,  1886. 
30 
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Fréquent  and  systematic  inspection  and  test  will  always  reveal 
the  approaching  necessity  of  repairs  long  before  serious  risks 
are  run,  and,  if  promptly  attended  to  and  skilfully  performed, 
the  life  of  the  boiler  may  often  be  very  greatly  prolonged.  At 
sea  it  is  customary  to  hâve  on  hand  a  good  stock  of  extra 
boiler-plate,  rivets,  tubes,  and  other  material  for  use  in  making 
repairs,  and  to  hâve  ail  minor  and  temporary  repairs  made  by  the 
engineer's  crew.  On  land  this  is  rarely  necessary,  as  boiler- 
makers  are  usually  close  at  hand,  and  the  work  can  be  done 
more  perfectly,  quickly,  and  cheaply  by  regularly  employed 
workmen. 

Leaky  tubes  are  often  plugged  until  it  becomes  convenient 
to  replace  them  by  new  ones.  In  such  cases  wooden  or  iron 
plugs  are  driven  into  the  ends,  and  leakage  thus  checked. 
Sometimes  spécial  apparatus,  dcviscd  with  a  vicw  to  con- 
venicnce  of  application  while  steam  is  still  kept  on,  are  em- 
ployed. Local  defects,  as  oxidation  or  blisters,  are  rcmedied 
by  bolting  on  **  soft-patches"  of  boiler-plate  fitted  to  the  weak- 
ened  surface  and  made  tight  by  a  cément  of  red-lcad  and  oil, 
or  a  mixture  of  rcd  and  white  lead  and  oil,  with  iron  borings 
and  some  other  constituent,  as  sal-ammoniac,  the  effect  of  which 
is  to  promote  the  oxidation  of  the  borings  and  the  production 
of  a  hard,  stone-like  cément.  A  permanent  "  job**  is  made  by 
cutting  out  the  dcfective  métal,  and  riveting  in  a  pièce  of  new 
boiler-plate,  thus  making  a  "  hard-patch.'*  A  patch  secured  by 
tap-bolts  is  also  sometimes  called  a  "  hard-patch.'* 

Leaks  in  steam-pipes  are  stopped  by  placing  sheet-rubber 
packing  over  the  crack  or  joint,  covering  this  with  sheet  copper 
or  brass,  and  wrapping  with  tightly  wound  wire  or  cord.  Feed- 
pipes  may  be  similarly  temporarily  repaired,  or  by  covering  the 
leak  with  a  "  putty"  of  red  and  white  lead  and  wrapping  it  with 
canvas  and  twine.    Never  tighten  a  boit  under  steam. 

VVhere  a  crack  appears  in  any  part  of  the  heating-surface,  if 
not  more  than  two  or  three  inches  long,  it  should  be  stopped 
by  drilling  at  each  end  and  inscrting  a  screw-plug.  A  long 
crack  must  be  patched.  Hard-patches  are  used  when  in  con- 
tact with  the  fire  ;  soft-patches  elsewhere  : 

232.   Inspection  and  Tests  of  strength   should   be  occa- 
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sionally  resorted  to  for  the  purpose  of  determining  the  précise 
condition  of  the  boiler  at  thetime,  and  itsabsolutesafetyunder 
the  conditions  of  its  regular  use.  Custom  and  opinion  differ 
somewhat,  among  the  ablest  and  most  experienced  engineers, 
as  to  the  précise  method  and  the  extent  to  which  such  exami- 
nations  and  tests  should  be  carried.  It  may  be  safely  assumed, 
however,  that  the  following  principles  and  processes  will  be 
considered  as,  at  least,  on  the  safe  side. 

The  complète  visual  inspection  and  examination  of  a  boiler, 
inside  and  out,  should  be  considered  one  of  the  primary  duties 
of  the  person  responsible  for  its  safe  opération  at  every  avail- 
able  opportunity,  and  during  its  opération  a  watchful  eye 
should  be  kept  upon  it  uninterruptedly.  With  marine  boilers, 
a  complète  examination  is  expected  to  be  made  every  time  that 
steam  is  off — usually  at  the  end  of  every  trip  ;  stationary  and 
locomotive  boilers  are  inspected  at  regular  intervais  by  skilled 
inspectors  or  by  the  master-mechanic  having  charge  of  them. 
The  former  should  be  so  examined  at  least  once  in  each  three 
months,  and  a  complète  inspection  and  thorough  test  should 
be  made  as  often  as  once  a  year  ;  the  latter  still  oftener  de- 
mands  attention. 

In  a  careful  inspection,  the  inspector  goes  underneath  and 
examines  ail  the  fire-sheets,  and  inside  and  with  hammer  and 
chisel  and  lamp  examines  every  portion  of  the  boiler.  If  a 
corroded  or  grooved  place  is  found,  or  a  blister,  it  receives  care- 
ful attention.  If  for  any  reason  the  examination  should  be 
made  more  complète,  the  hydrostatic  test  is  applied.  In  the 
course  of  the  examination,  the  safety-valves,  the  gauge-cocks, 
water-gauges,  feed  and  stop  valves,  pumps,  dampers,  every  dé- 
tail, should  receive  careful  attention.  The  tap  of  the  hammer 
will,  to  the  experienced  ear — and  inspection  should  only  be 
intrusted  to  experienced  men — reveal  the  thickness  of  a  sheet, 
the  présence  of  a  crack,  groove,  or  any  form  of  serious  oxida- 
tion  or  injury,  the  soundness  of  stays  and  braces  and  their  con- 
nections, and  the  nature  and  extent  of  any  defect  that  may 
exist.  After  this  inspection  the  defects,  if  any,  are  removed, 
and  after  the  repairs  are  completed  the  inspection  should  be 
repeated  to  make  sure  that  the  work  has  ail  been  done,  and 
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properly  donc.  Finally,  the  boiler  is  closed,  filled  to  the  safety- 
valve,  ail  stop-valves  being  closed,  and  is  subjected  to  a  pres- 
sure exceeding  its  working  pressure  by  at  least  one  half,  and 
preferably  more.  Many  authorities  advise  a  double  pressure. 
While  this  opération  is  going  on,  the  inspector  carefully 
watches  to  see  that  no  new  weakness  is  revealed. 

That  testing  by  hydraulic  pressure  is  not  alone  sufficient  to 
reveal  dangerous  defects  or  to  insure  against  disaster  is  un- 
questionable.  The  Author  has  repeatedly  met  with  évidence 
that  explosions  hâve  occurred  at  pressures  less  than  those  at 
which  tests  had  been  made  ;  and  it  is  well  known  to  experienced 
engineers,  and  especially  to  inspectors,  that  a  dangerously  thin 
boiler  may  sustain  high  pressures  for  a  time.  A  case  is  related  * 
in  which  a  water-pressure  of  1 2  atmosphères  was  sustained  by  a 
boiler  which  in  places  was  exceedingly  thin,  and,  as  reported, 
at  several  points  not  thicker  than  paper.  It  not  infrequently 
occurs  that  the  inspector's  hammer  is  driven  through  sheets  by 
which  very  considérable  pressures  had  been  sustained. 

It  was  at  one  time  common  to  test  boilers  to  three  times 
their  working  pressure,  or  even  more  ;  but  it  is  less  usual  now. 
The  United  States  régulations  controlling  steam-vessels  pre- 
scribe  a  ratio  of  i^  to  i  ;  French  régulations  direct  that  a  ratio 
of  2  to  I  shall  be  adopted  for  new  boilers,  annually,  on  naval 
vessels,  and  the  same  on  merchant  vessels  at  first,  but  later  re- 
duced  the  ratio  to  i^  to  i,  although  even  then  this  pressure 
must  not  be  kept  up  more  than  five  minutes.f  The  British 
régulations  prescribe  2  to  i,  the  tests  to  be  made  semi-annual- 
ly.  If  signs  of  weakness  are  observed  the  pressure  may  be  re- 
duced.  Ail  boilers  should  be  drilled  occasionally  wherever 
thinness  of  plate  is  suspected.  AH  such  tests  and  inspections 
should  be  made  before  painting,  and  inspection  should  be  made 
while  the  boiler  is  still  under  the  test-pressure.  Leaks  are 
often  more  easily  detected  under  cold  water  than  under  steam- 
pressure  ,  and  the  inspection  rather  than  the  test  is  the  insur- 
ance  against  accident.  This  inspection  and  the  hammei^test 
are  especially  relied  upon  where  the  boiler  is  one  with  the  his-  * 

*  Locomotive,  Sept.  1873,  p.  3* 

f  Ledieu,  Appareils  à  Vapeur,  vol.  ii. 
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tory  of  which  the  inspecter  is  unfamiliar,  and  when  old  and 
worn  ;  as  it  is  only  by  this  plan  that  cracks,  leaks,  blisters,  dis- 
tortion  of  parts,  and  corrosion  can  be  satisfactorily  found  and 
gauged.     AU  fire-box  stays  should  be  drilled. 

Ail  boilers  are  usually  very  carefully  inspected  înside  and 
out  at  least  once  a  year,  and  thoroughly  tested.  It  is  custom- 
ary  to  make  quarterly  examinations  also  as  complète  as  possi- 
ble, but  not,  as  a  rule,  to  make  the  extended  inspection  and 
test  which  is  insisted  upon  at  the  annual  inspection.  Where 
the  feed-water  is  impure,  however,  and  where  sédiment  and  in- 
crustation are  found  to  give  occasion,  thèse  periodical  examina- 
tions should  be  made  so  frequently  that  ail  possible  danger  may 
be  avoided.  Every  boiler  should  be  cleaned  out  and  thor 
oughly  freed  from  incrustation  at  intervais — whether  a  year,  a 
month,  or  a  week — such  as  will  secure  immunity  from  danger 
of  overheating  and  from  serions  loss  of  economy. 

233.  General  Instructions  for  the  management  and  care  of 
boilers  should  always  be  written  out  and  placed  in  the  hands 
of  attendants  whenever  they  are  not  known  to  be  in  every  re- 
spect familiar  with  their  duties.  Especially  should  they  be 
cautioned  against  raising  steam  too  rapidly,  or  emptying  the 
boiler  while  the  setting  is  hot,  and  against  pumping  cold  water 
in  large  quantities  into  a  hot  boiler,  and  other  errors  of  either 
omission  or  commission  by  which  the  boilers  may  be  injured. 
Ail  air-leaks  about  the  setting  should  be  found  and  stopped. 
The  most  perfect  cleanliness  should  be  enjoined. 

The  most  complète  codes  of  instructions  are  thèse  issued  to 
naval  officers,  of  one  of  which  the  following  is  an  abstract  ;* 

The  engineer  officers  are  to  make  themselves  acquainted 
with  the  gênerai  construction  and  with  any  spécial  fittîng  of  the 
boilers  under  their  care.  In  order  to  protect  the  plates  and 
stays  from  corrosion,  it  is  essential  that  the  interior  surfaces 
should  be  coated  with  some  impervious  substance.  A  thin 
layer  of  hard  scale,  deposited  by  working  the  boilers  with  sea- 
water,  has  been  found  to  be  the  most  efifectual  preservative  ; 
and  therefore  ail  boilers  when  new,  or  at  any  time  when  any  of 

*  London  Engineering,  1884. 
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the  plates  or  stays  are  bare,  are  to  be  worked  for  a  short  time 
with  the  water  at  a  density  of  about  three  times  that  of  sea- 
water,  until  a  slight  protective  scale  has  been  deposited  ;  but 
in  this  case  care  is  to  be  taken  not  to  allow  a  scale  to  be  formed 
of  such  a  thickness  as  would  in  an  appréciable  degree  impair 
the  efficiency  and  economy  of  the  boilers.  During  the  first 
six  months'  service  the  boilers  should  be  frequently  examined  ; 
and  afterwards,  where  possible,  at  least  once  a  month,  or  after 
steaming  twelve  days.  The  boilers  are  to  be  examined  care- 
fully  after  steaming  ;  and  every  judicious  measure  is  to  be  used 
for  the  prévention  and  removal  of  scale,  especially  on  the  fur. 
nace  crowns  and  sides.  Whenever  serious  corrosive  action  has 
been  discovered  it  is  to  be  at  once  reported,  together  with  full 
information  as  to  the  circumstances  and  the  supposed  cause. 
The  tubes  and  tube-plates  are  to  be  cleaned  as  soon  as  possible 
after  steaming. 

It  is  essential  that  at  first  the  water  should  be  kept  for  a 
short  time  at  about  three  times  the  density  of  sea-water,  until 
the  thin  protective  scale  has  been  formed,  as  befdre  directed. 
After  this,  in  the  ordinary  working  of  the  boilers,  the  engineer 
officers  in  charge  of  machinery  are  to  use  their  discrétion  as  to 
the  most  suitable  density  at  which  the  water  in  the  boilers 
should  be  kept  for  the  service  on  which  the  ship  is  employed. 
This  density,  which  is  in  no  case  to  exceed  three  times,  nor  be 
less  than  one  and  a  half  times  that  of  sea-water,  will  probably 
vary  to  some  extent,  on  différent  stations  and  under  différent 
conditions  of  working,  of  regular  service,  and  the  engineer  offi- 
cers will  be  guided  in  their  sélection  of  the  working  density  by 
their  expérience  of  the  economy  of  fuel  under  steam,  and  of 
the  State  of  the  boilers  after  steaming.  No  tallow  or  oil  of  ani- 
mal or  vegetable  origin  is  to  be  put  into  the  boilers  to  prevent 
priming,  nor  for  any  other  purpose  whatever. 

When  the  boilers  are  empty,  the  fires  are  not  to  be  kept 
laid  ;  the  boilers  are  to  be  kept  dry  and  warm  ;  ail  accessible 
parts  arc  to  be  frequently  examined  and  cleaned  ;  and  the 
lower  parts  are  to  be  coated  with  red  and  white  lead,  or  other 
protecting  substance.     Where  the  boilers  cannot  be  kept  thor- 
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cughly  dry  and  warm,  they  are,  at  the  discrétion  of  theengineer 
orficer  in  charge,  to  be  kept  quite  full* 

The  boilers  should  not  be  exposed  to  sudden  changes  of 
température  ;  the  steam  should  not  be  raised  rapidly  ;  the 
smokebox  doors  should  not  be  opened  suddenly,  as  a  rush  of 
cold  air  through  the  tubes  affects  the  ends — and  the  tubes 
leak  ;  and  the  stop  and  safety  valves  should  be  opened  grad- 
ually.  The  safety-valves  should  be  partially  raised  each  watch 
to  test  the  fittings,  and  the  smokebox  doors  should  not  be 
opened  except  when  absolutely  necessary.  The  blow-off  cocks 
are  to  be  kept  in  good  condition. 

The  spaces  at  the  backs  and  sides  of  the  boilers  are  at  ail 
times  to  be  kept  clear  ;  and  on  no  account  is  anything  combus- 
tible to  be  placed  on  the  top  of  the  boilers  or  in  contact  with 
them.  Every  care  is  to  be  taken  to  prevent  any  accumulation 
of  soot  or  coal-dust  between  the  uptake  and  casings  of  the  boil- 
ers, and,  when  necessary,  means  should  be  provided  for  exam- 
ining  the  air-space  between  the  uptake  and  the  air-casing,  and 
every  possible  précaution  taken  to  prevent  the  clothing  of  the 
boilers  being  set  on  fire. 

It  is  well  to  keep  a  log  in  the  boiler-room,  where  a  large 
"  plant"  is  operated,  and  the  record  so  kept  should  exhibit  ail 
important  data  relating  to  its  opération.  The  foUowing  is  a 
good  form  of  ruiing  for  the  blanks  or  log-book  employed  : 


BOILER   RECORD.— Week  Endixg 

188 

No.  of 
Boiler. 

Average 
Pressure. 

Hours 
Steaming. 

Coal, 
Tons. 

Ashes 
Removed 

Water 
Used. 

Rbmarks. 

Totals.. 

Mbmoranda.- 


*  A  small  quant ity  of  washing  soda  or  other  alkali  may  be  introduced  with  ad- 
Taniage.     A  mixture  of  caustic  soda  and  tnilk  of  lime  works  well. 
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THE  EFFICIENCIES  OF  STEAM-BOILERS. 


234.  Steam-boiler  Efficiency  is  not  difficult  of  définition 
when  the  nature  of  the  quantity  to  be  measured  is  itself  first 
understood.  There  are,  however,  as  will  be  presently  seen, 
several  différent  efficiencies  of  the  steam-boiler,  as  of  the  steam- 
engine  ;  and  it  is  important  that  each  be  distinctly  defined  be- 
fore  a  study  of  either,  or  of  total  efficiency,  can  be  made.  In 
gênerai,  it  may  be  said  that  efficiency  is  measured  by  the  ratio, 
in  common  or  similar  and  definitely  related  terms,  of  a  resuit 
produced  to  the  cost  of  its  production.  As,  in  the  study  of 
the  steam-engine,  either  efficiency  is  measured  by  the  latio  of 
work  donc  in  the  specified  manner  to  the  work  or  work-equiva- 
lent  expended  in  doing  it  ;  so,  in  the  case  of  the  steam-boiler, 
either  efficiency  is  measured  by  the  ratio  of  a  heat-effect,  or  its 
équivalent,  to  the  quantity  of  heat,  actual  or  latent,  paid  for 
its  accomplishment. 

Heat  generated  in  the  boiler-furnace  is  dîstrîbuted  thus: 

(  From  radiation 
Useful  heat-j 

(  From  conveciion 

'  Température 


Total  Heat 


Dépends  on 


Amount  of  air 
Extent  of  H. S 


Waste  heat  ' 


Chimney  loss 


Heat  in  waste  gases 

In  steam  from  moisture  in  fuel 

In  gases  due  to  imperfect  com- 
bustion 


Radiation  from  boiler  and  setting 

ÎHeat  in  ashes  when  removed 
Unburned  coal 
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235.  The  Measure  of  Efficiency  of  boilers  is  commonly  a 
ratio  of  heat  applied  to  a  defined  purpose  or  obtained  in  store, 
in  a  stated  form,  to  the  total  quant ity  of  heat  from  which  it 
has  been  saved,  another  part  having  been  diverted  to  other 
purposes,  and,  for  the  use  considered,  wasted.  Thus,  a  given 
quantity  of  heat  being  stored  as  potential  energy  of  chemical 
action  in  fuel,  a  small  proportion  of  that  energy  is  received  at 
the  steam-engine  when  that  fuel  is  burned  under  a  steam-boiler  ; 
the  ratio  of  thèse  two  quantities — always  a  fraction  and  often 
small — is  the  total  efficiency  of  the  whole  apparatus  employed 
in  the  combustion  of  fuel,  the  transfer  of  heat-energy  to  the 
fluid  in  which  it  is  stored,  and  its  further  transfer  to  the  point 
at  which  it  is  usefuUy  applied  by  transformation  into  mechani- 
cal  energy  and  work. 

236.  The  Efficiency  of  Combustion  thus  measures  the 
ratio  of  the  available  heat-energy  of  the  fuel  to  that  set  free  by 
its  union  with  oxygen,  and  is  less  than  unity  in  the  proportion 
in  which  the  combustible  portion  of  the  fuel  escapes  such 
chemical  change  or  is  imperfectly  burned,  as  when  a  part  of  the 
fuel  falls  into  the  ash-pit,  is  imbedded  in  clinker,  or  remains 
on  the  grate  when  the  fire  is  extinguished  ;  or  as  when  carbon 
is  only  oxidized  to  carbon  monoxide  instead  of  being  com- 
pletely  burned  into  dioxide.  In  well-managed  furnaces  the 
value  of  this  efficiency  approaches  unity  ;  it  ought  not  to  fall 
below  0.90,  probably,  in  any  ordinary  case. 

237.  The  Efficiency  of  Transfer  of  Heat  similarly  meas- 
ures  the  ratio  of  heat  received  from  the  furnace  by  the  boiler 
to  that  produced  by  combustion.  That  not  transferred  to  the 
boiler  is  either  sent  up  the  chimney,  where  it  is,  in  a  certain 
degree,  useful  in  producing  draught,  or  it  is  lost  by  conduction 
and  radiation  to  surrounding  bodies.  In  good  examples,  the 
value  of  this  ratio  exceeds  0.75,  and  it  should  not  usually  fall 
under  fifty  or  sixty  per  cent.  Its  best  value  dépends  on  con- 
3iderations,  however,  to  be  hereafter  stated,  and  it  is  not  al- 
ways désirable  that  it  should  hâve  the  highest  value  possible, 
or  approximate  unity. 

238.  The  Net  Efficiency  of  Boiler  is  the  continued  prod- 
net  of  ail  efficiencies  of  the  several  opérations  constituting  the 
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process  of  production  and  supply  of  steam  ;  and  ît  can  only  be 
exactly  known  by  direct  expérimental  détermination,  either  as 
a  whole,  or  in  détail,  by  the  ascertainment  of  the  values  of 
each  of  its  factors.  It  is  this  quantity  with  which  the  engineer 
and  the  proprietor  are  principally  concerned,  and  the  study  of 
the  elementary  efficiencies  is  mainly  useful  in  revealing  the 
causes  and  the  extent  of  wastes.  It  is  commonly  a  maximum 
with  two  or  three  pounds  of  steam  produced  per  square  foot 
of  heating-surface. 

239.  The  Finance  of  Efficiency  is  a  more  important  mat- 
ter,  if  possible,  than  the  theory  of  either  or  ail  the  efficiencies 
aiready  defined.  It  is  obvious  that,  in  any  case  in  which  steam 
is  demanded  at  a  given  pressure  and  in  stated  quantity,  it  may 
be  obtained  either  expensively  by  using  ill-chosen  types,  con- 
struction, and  proportion  of  boiler,  and  operating  under  un- 
fortunate  conditions,  or  economically  by  an  opposite  method. 
In  gênerai,  the  larger  the  boiler  the  less  the  cost  of  steam  in 
fuel  and  operating  expenses  ;  tho  smaller  the  boiler  the  heavier 
the  coal  bills  and  related  accounts.  On  the  other  hand,  the 
larger  boiler  is  of  great  first  cost,  expensive  in  its  interest,  in- 
surance,  and  perhaps  maintenance,  accounts  ;  while  the  oppo- 
site is  true  of  the  smaller  boiler.  It  is  equally  évident  that  a 
boiler  may  be  too  large  and  costly  for  real  and  ultimate  financial 
economy  ;  or  it  may  be  too  small  and  too  wasteful  of  fuel  to  give 
best  results  as  read  on  the  final  balance-sheet,  at  the  end  of  its 
period  of  service.  There  must  in  every  case  be  some  proportion 
of  size  and  cost  to  quantity  of  steam  demanded  which  shall,  on 
the  whole,  prove  in  the  end  a  financial  success,  and  give  the 
work  required  of  it  at  the  least  total  cost. 

240.  Commercial  Efficiency  must  thus  be  added  as  the 
final  and  most  important  of  ail  efficiencies,  as  judged  from  the 
standpoint  of  the  proprietor,  and  as  measuring  also  the  success 
of  the  designer  of  the  steam-generating  apparatus  ;  and  the  fol- 
lowîng  définitions  and  principles  may  be  admitted  as  a  basis 
for  the  mathematical  theory  of  the  finance  of  steam-boilcr 
opération  : 

In  the  design  and  construction  of  a  steam-boiler,  and  in  its 
opération,  problems  arise  which  must  be  solved  by  the  mechan- 
ical  engineer  in  their  natural  order    before  he  can  say  with 


Digitized  by 


Google 


THE  EFFICIENCIES  OF  STEAM-BOILERS.  475 

confidence  that  the  best  interests  of  the  purchaser  or  proprietor 
of  the  apparatus  are  fully  met  in  its  construction  and  manage- 
ment.    Such  are  the  following  : 

(i)  TIu  '^  Efficiency  of  the  Steam-boiler'  is  the  ratio  of  the 
total  quantity  of  heat  utilized  in  the  production  of  steam  to 
that  set  free  in  the  combustion  of  the  fuel.  It  has  as  the 
maximum  limit  unity,  and  is  a  function  of  area  of  heating-sur- 
face,  and  of  factors  dépendent  upon  the  character  of  the  fuel 
and  its  combustion,  and  upon  the  design  of  the  boiler. 

(2)  The  "  Commercial  Efficiency'  or  the  "  Efficiency  of  Capù 
tar  employed  in  the  maintenance  ôf  steam-generating  appa- 
ratus of  a  given  power  is  measured  by  the  ratio  of  quantity  of 
steam  produced  to  the  total  cost  of  its  continuous  production, 
i.e.,  by  the  reciprocal  of  the  total  cost  of  steam  per  pound  or  per 
cubic  foot  at  the  required  pressure.  This  efficiency  is  a  maximum 
when  that  cost  is  a  minimum. 

(3)  The  "  Efficiency  of  a  Given  Boiler  Planta'  as  the  Author 
has  called  it,  or  the  commercial  efficiency  of  a  steam-boiler 
already  in  place  and  in  opération,  is  still  another  quantity.  It 
is  a  maximum  when  the  work  done  by  the  boiler  can  be  in- 
creased  beyond  that  for  which  it  was  proportioned — if  de- 
signed  originally  to  give  maximum  efficiency  of  capital  at  a  pre- 
arranged  power,  as  above — until  the  amount  of  steam  made  by 
that  ho'ÛGT  per  dollar  of  working  expense  is  made  a  maximum. 

Thèse  three  efficiencies  differ  essentially  in  their  character, 
and  are  determined  by  différent  processes.  In  the  first  case,  the 
engineer  designing  a  boiler  finds  himself  called  upon  to  déter- 
mine what  is  the  maximum  efficiency  that  it  will  be  economical, 
or  otherwise  advisable,  to  endeavor  to  secure,  and  then  cal- 
culâtes the  proportions  necessary  to  secure  that  efficiency. 
Or,  knowing  the  proportions  of  any  boiler  already  designed  and 
built,  he  may  be  required  to  calculate  its  probable  efficiency 
and  the  quantity  of  fuel  required  to  make  a  certain  quantity  of 
steam,  i.e.,  to  estimate  the  quantity  of  steam  which  will  be 
generated  per  pound  of  coal  bumed. 

In  the  second  case,  the  designing  engineer  calculâtes  the 
proportions  of  heating-surface  to  grate-surface  or  to  fuel 
bumed,  where  the  quantity  of  steam  required  is  known,  and  the 
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conditions  determining  costs,  which  shall  give  that  quantity  of 
steam  at  least  total  running  expense.  The  investigation  dé- 
termines how  large  a  boiler  or  what  extent  of  heating-surface 
will,  ail  things  considered,  pay  best. 

In  the  third  case,  the  boiler  is  in  place  and  in  opération,  and 
it  is  found  that  it  is  advisable  to  ascertain  what  quantity  of 
steam  is  made  when  the  cost  of  that  steam,  per  unit  of  weight 
or  of  volume,  becomes  a  minimum. 

In  the  first  two  cases,  the  variable  élément  is  usually  the  area 
of  heating-surface  per  pound  of  fuel  burned  in  the  unit  of  time  ; 
in  the  last,  the  variable  may  be  either  the  quantity  of  fuel 
burned  or  of  steam  made. 

(4)  To  what  Capacity  may  any  Given  Boiler  be  forced  with- 
out  exceeding  that  Cost  of  Steam  at  which  a  Paying  Profit  is 
given  ?  is  another  problem  in  steam-boiler  efficiency,  and  one 
which  is  of  more  fréquent  occurrence  and  is  usually  more  im- 
portant than  the  preceding. 

The  economical  maximum  of  steam-production  is  evidently 
determined  by  the  money  value,  to  the  producer,  of  the  steam 
made. 

241.  Efficiency  of  the  Steam  Boiler— This  case  has  been 
studied  by  Rankine,  who  deduces  a  very  simple  and  handy 
formula  for  the  efficiency  of  a  boiler  of  known  proportions, 
using  a  fuel  of  known  calorific  value.    (See  §98,  p.  221.) 

Taking  the  rate  of  conduction  of  heating-surfaces  as  varying 
as  the  square  of  the  différence  of  températures  of  the  gas  and 
of  the  water  on  opposite  sides  of  the  sheet,  the  formula 

I 


£  = 


'-^-SH- 


is  readily  deduced,  in  which  E  is  the  efficiency,  a  a  constant,  cf 
the  spécifie  heat  of  the  furnace-gases,  and  W  their  weight; 
while  H  is  the  total  heat  expended  and  S  the  heating-surface. 
This  expression  is  further  transformed  into 

BE 
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în  which  E  is  the  theoretical  evaporative  power  of  the  fuel  per 
pound,  jÇ,  the  probable  actual  evaporation  in  a  boiler  in  which 
F  is  the  weight  of  fuel  burned  on  the  unit  of  area  of  grate,  and 
5  is  the  area  of  heating-surface  per  unit  of  the  same  area. 

A  and  B  are  hère  coefficients,  having  values  respectively  of 
0.3  to  0.5  and  0.9  to  i  for  bituminous  coals,  âccording  to  Ran- 
kine,  and  from  0.3  to  0.5  and  from  0.8  to  0.9  with  anthracite 
coal,  as  determined  by  experiments  made  by  the  Author.  The 
lowest  and  best  values  of  A  are  obtained  when  using  a  minimum 
needed  air-supply,  and  the  value  of  that  coefficient  is  seen,  by 
comparing  the  two  équations  just  given,  to  vary  as  the  square 
of  the  quantity  of  air  supplied  to  the  fuel.  The  value  of  B  is 
dépendent  upon  the  character  of  the  boiler,  being  greater  as 
the  design  and  construction  are  improved. 

The  following  are  illustrations  of  the  results  thus  obtained  : 
Efficiency  of  Steam-boilers. 


I. 

II. 

III. 

IV. 
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242.  Commercial  EiRciency  of  the  Boiler.— The  expenses 
of  operating  a  steam-boiler  may  be  classed  under  three  heads  ; 

(i)  Those  costs  of  boiler  and  its  maintenance  which  are  dé- 
pendent upon  the  size  and  the  character  of  the  boiler  itself  and 
its  attachments,  such  as  interest  on  cost  of  boiler  and  setting, 
rent  of  building,  and  other  items  on  construction  account,  such 
as  taxes,  insurance,  repairs  and  dépréciation,  etc.,  etc. 

(2)  Those  costs  of  opération  which  are  dépendent  upon  the 
quantity  of  steam  made  and  of  fuel  consumed,  such  as  market 
price  of  fuel,  cost  of  transportation,  storage  (an  important  item 
on  shipboard  especially),  and  of  feeding  into  the  furnace,  cost 
of  feed-water  and  its  introduction  into  the  boiler,  and  often  a 
certain  part  of  other  costs  of  attendance  and  supply. 

(3)  In  addition  to  thèse  variable  expenses  are  often,  perhaps 
usually,  to  be  counted  certain  constant  expenses  which  are  un- 
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afFected  by  any  change  of  proportions  of  boîler  likely  to  be 
made  in  the  assumed  case,  such  as  nearly  ail,  or  frequently  quite 
ail,  the  costs  of  attendance. 

A  given  amount  of  steam  being  demanded,  it  may  be  ob- 
tained  either  from  a  boiler  so  small  as  to  use  fuel  extravagantly, 
or  from  a  large  boiler  using  fuel  economically.  In  each  case 
arising  in  practice,  thprje  will  be  found  a  certain  easily  deter- 
mined  proportion  of  beat ing-surf ace  to  grate-surface,  and  a 
definite  size  of  boiler  which  will,  on  the  whole,  supply  the  de- 
sired  quantity  of  steam  most  economically.     Thus  : 

Let  the  total  cost  of  fuel  per  annum  and  per  pound  burned 
per  hour  on  the  square  foot  of  grate  or  on  the  square  mètre  be 
called  C,  Let  the  total  cost  per  annum  of  boiler,  per  square 
foot  or  per  square  mètre  of  heating-surface,  be  called  Dy  and  let 

c 

-=.=,  R,     In  the  first  item  is  included  Class  i,  and  in  the  second 

Class  2. 

Then  the  cost  of  boiler  maintenance  per  annum  is  DSGy 
where  5  is  the  areà  of  heating-surface  per  unit  of  area  of  grate 
and  G  is  the  aréa  of  gràte.  The  cost  of  fuel,  etc.,  per  annum, 
as  per  Class  2,  is  CFG,  if  F  is  the  weight  of  fuel  burned  per 
unit  of  area  of  grate. 

The  total  of  costs  variable  with  change  of  proportion  of 
boiler  is 

P=nSG+CFG. 

The  profitable  workof  the  boiler  is  measured  by  the  quantity, 
by  weight,  of  steam  made,  FGE^=  IV;  E^  being  the  evapora- 
tion  of  water  per  unit  of  weight  of  fuel. 

The  ratio  of  cost  to  work  done  is 

_  P  _  DGS  +  CFG  _  CF+DS 
^"W-        FGE,        ""       E,F     ' 

This  quantity  being  made  a  minimum  by  variation  of  the 
area  5,  the  most  economical  boiler  is  obtained. 

But  E^  is  a  function  of  5,  and,  taking  the  value  of  E^  from 
the  équation 
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we  obtaîn 


{DGS  +  CFG)[i  +  ^)     DGS  +  ADFG  +  CFG  - 


ACF'G 


>'  =  ■ 


BEFG 


BEFG 


VS  +  ADF+CF- 


ACF' 


BEF 


whîch  îs  a  minimum  when 


S,^F\/~^F)rAR^   ^=^ÂR. 

In  illustration  :  Let  a  boiler,  set  in  place,  complète  with  ail 
its  appurtenances  and  in  running  order,  cost  $3  per  square  foot 
of  heating-surface,  and  the  annual  charges  on  ail  accounts  en- 
tered  in  Class  i,  above,  be  20  per  cent  on  this  cost,  the  annual 
charge  becomes  DS  =  $0.60  X  5  per  square  foot  of  grate,  i.e., 
D  =  $0.60.  Let  the  cost  of  opération,  as  for  Class  2,  amount 
to  $15  per  annum  per  pound  of  fuel  burned  per  hour  on  the 

square  foot  of  grate  ;  then  CF=:  $15  X  -^;    C=  $15  ;  -^  =  /? 

=  25. 

Assume  F=^  10  pounds  of  fuel  per  hour  per  square  foot  of 
grate,  A  =0.5. 

For  this  case,  then,  the  boiler  should  hâve  per  square  foot 
of  grate, 

S,  =F^ÂR  =  10  X  (0.5  X  25)^  =  35  ; 

35  square  feet  of  heating-surface. 

Similarly  we  get  the  following  values  : 

Commercial  Efficiency  of  Boilers. 

/^aiïo  of  Areas  of  Heating  and  Grate  Surfaces, 

Values  of  S. 


F 

6 

xo 

la 

»5 

ao 

30 

40 

50 

R 

«5 

21 

35 

42 

52 

70 

105 

140 

175 

16 

17 

28 

34 

42 

56 

84 

112 

140 

9 

12 

21 

24 

32 

42 

63 

84 

ÏO5 

4 

8 

14 

16 

21 

28 

42 

56 

70 
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Thèse  values  are  20  or  25  per  cent  lower  for  forced  draught. 

Where  the  boiler  is  worked  almost  continuously,  as  in  flour- 
mills  and  some  other  establishments  kept  in  opération  night 
and  day  throughout  the  year,  the  higher  values  will  be  found 
correct  ;  when  the  boiler  is  worked  discontinuously  or,  as  in 
steam  fire-engines  and  some  classes  of  steam-vesscls,  a  com- 
paratively  small  proportion  of  the  annual  working  time  of  the 
establishment  or  whole  plant,  the  values,  of  5,  become  very 
small. 

It  is  seen  that  the  best  area  of    heating-surface  will  vary 

nearly  as  the  square  root  of  the  total  working  time  per  annum. 

Boilers  worked  continuously,  worked  twelve  hours  out  of  the 

twenty-four,  and  eight  hours  in  the  day,  will  require,  respective- 

ly,  values  of  5  having  the  proportion  i,  0.7,  and  0.6  nearly. 

W 
The  total  required  areaof  grate  is  -p-p=  G\  the  total  area 

of  heatmg-surface  is  -pp-  =  S^G  =  — ^^p — • 

The  following  are  examples,  in  greater  détail,  of  the  appli- 
cation of  the  above  : 

ExPENSE  ON  Boiler  Account  and  Maximum  Commercial  Efficiency. 

Cases.                                                                      Staiionarv.  Marins. 

I.  II.  III.  IV. 

Class  I  (D)                                      Cornish.  Tubular.  Tubular.  Tubular. 

Total  annual  cost  of  boiler  per  unit  of  5.. . . .     $1.50  $2.00  $3.00  $2.00 

Interest 09  .12  .15  .12 

Repairs  and  dépréciation 15  .20  .45  .30 

Rent,  insurance,  and  miscellaneous 10  .07  i.oo  .20 

Total  value  of  Z) 34  .38  1.60  .62 

Class  2  (O. 
Fuel(@$5  for  I..  II.,  IV.;  $4 for  III.)  per  unit 

o(  F 7.50  7.20  12.00  2.00 

Transportation  and  storage î.oo  i.oo  10,00  i.oo 

Attendance  (variable  cost) 0.00  0.50  0.50  0.00 

Total 8.50        9.00      22.50        3.00 

C 
Value  oi-=R 25  23  14  5 

Value  ofyl 0.5  0.3  0.3  0.5 

Value  of   \/7rk 3.5  2.7  2.0  1.6 

Value  of/' 8  10  16  20 

Value  of  ^ÂK  =  Si 28  27  32  32 

WdXueoi  Si/F 3-5  2-7  2-o  î-6 
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R  varies  in  magnitude  very  greatly  in  practice,  falling  as  low 
as  4  and  rising  as  high  as  50  with  varying  cost  of  fuel  and 
length  of  working  time. 

The  engineer  thus  solves  this  important  problem  in  boiler- 
design  which  may  be  thus  enunciated  :  To  détermine  the  com- 
mercial efficiency  of  a  steam-boiler  doing  a  fixed  amount  of 
work;  or,  given  ail  variable  expenses  of  boiler  installation, 
maintenance,  and  opération,  to  détermine  what  proportion  of 
heating-surface  tç  grate-surface,  or  to  fuel  bumed,  will  give  the 
required  amount  of  power  at  least  total  cost. 

243.  Commercial  EiRciency  of  a  Fixed  Plant.— A 
second  commercial  problem  may  sometimes  be  presented  to  the 
engineer  :  A  steam-boiler  is  in  place  and  in  opération  ;  ail  dbn- 
stant  expenses  are  known  and  ail  variable  costs  of  mainten- 
ance and  opération  are  determinable.  The  question  arises, 
or  may  arise  whenever  additional  steam  may  be  usefully 
employed  :  How  much  work  can  be  obtained  from  the  ap- 
paratus  when  driven  to  such  an  extent  as  to  yield  the  maximum 
amount  of  steam  per  dollar  of  total  cost  of  opération  ?  The 
independent  variable  is  now  the  quantity  of  fuel  burned  in  the 
boiler,  and  this  is,  in  the  established  équation,  represented  by 
F,  the  fuel  burned  per  unit  of  area  of  grate.  This  problem  is 
thus  stated  : 

Given:  Ail  expenses,  constant  and  variable,  the  method 
of  variation  of  the  latter,  and  the  proportions  of  the  boiler 
being  given,  to  détermine  that  rate  of  combustion  which  will 
make  the  commercial  efficiency  of  the  given  plant  a  maximum. 

For  this  case  let  K  represent  that  total  annual  expense  of 
working  which  is  independent  of  Classes  1  and  2  and  which  falls 

into  Class  3,  and  let  k  =  ^-. 

Let  ail  other  symbols  stand  as  before. 

Then  the  total  cost  of  maintenance  and  opération  will  be 

F  =  kG-\-DGS-\-CFG, 

while  the  work  done  will  be,  as  before, 

W^FGE,. 


31 
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The  quantity  to  be  made  a  minimum  is,  for  the  présent  case, 
the  quotient  of  F  by  Wy 

F      k  +  DSA-CF 

F  being  taken  as  the  independent  variable. 

This  becomes  a  minimum  when  we  substitute  for  E^  îts  value 

BE 
E^  = -j^,  and  make  the  first  derivative  equal  zéro. 


Then  we  find 


7  =  /: 


AC      • 


When,  in  this  expression  for  the  value  of  /%  givîng  maxi- 
mum weight  of  steam  for  the  dollar  expended,  we  make  ^  =  o, 
the  expression  maybe  reduced,  as  obviously  should  be  possible, 
to  the  form  shown  already  to  be  that  giving  the  solution  of 
the  first  problem  : 

S,=^FVAR. 

The  foUowing  cases  illustrate  this  problem  : 

EXPENSBS  OF   BOILER  AND   MAXIMUM   ECONOMY  OF   PLANT. 

Casbs.                                              Stationary.  Marikk. 

I.                II.  III.           IV. 

Cost  of  maintenance  :  D $0.34        $0.58  $0.88        $0.62 

Cost  of  opération  :         C. 8.20          9.00  14.50          S-ûO 

Cost  of  opération  :        IC. 30.00        25.00  10.50        10.00 

For  maximum  fuel  and  work  :  ^1 16  13  17  21 

For  maximum  efficiency,  as  hefore  :  F 8  10  16  20 

S/P X.8  2.1  1.9  T. 6 

Case  No.  i  is  that  of  a  Cornish  boiler,  No.  2  that  of  a  mul- 
titubular  stationary  boiler,  No.  3  that  of  a  sea-going  steamer, 
and  No.  4  that  of  a  yacht. 

It  is  seen  that  in  ail  cases  the  weight  of  steam  delivered  from 
the  boiler  and  the  quantity  of  fuel  burned  at  maximum  com- 
mercial efficiency,  for  the  case  assumed,  are  less  than  where  the 
boiler — once  set  and  still  capable  of  being  forced  to  deliver 
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more  steam  than  orîginally  proposed  and  calculated  upon — îs 
worked  up  to  a  maximum  delivery  per  dollar  of  total  expense. 

The  figures  above  given  should  be  found  amply  large. 
Water-tubular  boilers  hâve  been  known,  frequently,  to  work, 
for  years,  steadily  without  repairs  ;  and  if  well  handled,  ail 
boilers  should  give  low  figures  for  such  expense. 

"  Maxiipum  commercial  efïîciency  of  boiler"  and  "Maxi- 
mum efïîciency  of  a  given  plant  **  are  therefore  by  no  means 
identical  conditions  ;  and  it  will  usually  be  found  that  when  this 
maximum  work  can  be  put  on  the  boiler,  it  might  be  done  still 
more  economically  by  a  boiler  specially  designed,  as  in  the  first 
problem,  to  do  the  increased  quantity  of  work  :  the  conclusion 
from  this  fact  being  simply  that  economy  dictâtes  that  as  much 
steam-power  as  possible  should  be  grouped  into  a  single  plant 
in  order  to  diminish  the  proportional  cost  of  the  constant  part 
of  running  expenses,  i.e.,  otherwise  stated,  there  being  given  a 
certain  necessary  expenditure,  invariable  within  certain  limits 
with  variation  of  size  of  boiler  or  of  quantity  of  steam  made, 
the  larger  the  amount  of  work  done  without  ihcreasing  this 
constant  expense,  the  cheaper  will  the  steam  be  made. 

The  larger  the  plant  supervised  by  the  engineer  the  less  the 
total  cost  per  pound  of  steam  made,  other  conditions  of  econ- 
omy being  unchanged. 

Tables  în  the  Appendix  show  what  are  computed  to  be  the 
losses  in  détail,  in  money,  when  seeking  economy  by  the  use 
of  cheap  grades  of  anthracite  coal,  as  reckoned  by  Mr.  E.  B. 
Coxe.* 

In  some  cases  it  will  be  found  advantageous  to  make  use 
of  graphical  methods  of  détermination  of  the  several  steam- 
boiler  efficiencies,  and  such  methods  are  illustrated  în  the 
Appendix. 

It  îs  often  found  to  be  good  practîce  to  adopt  a  forced 
blast  rather  than  build  a  high  chimney;  the  former  costing 
about  70  per  cent  the  latter  in  some  such  cases.  The  follow- 
îng  is  a  good  distribution  of  heat  : 

Steam-making  75,  furnace  waste  2,  chimney  wastes  15, 
radiation,  etc.,  8. 

♦  Trans.  N.  E.  Cotton  Mfrs.  Assoc,  1895. 
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CHAPTER   XIV. 

STEAM-BOILER    TRIALS. 

244.  The  Object  of  a  Trial  of  a  Steam-boiler  is  to  dé- 
termine what  is  the  quantity  of  steam  that  a  boiler  can  supply 
under  definitely  prescribed  conditions  ;  what  is  the  quality,  as 
to  moisture  or  dryness,  of  that  steam  ;  what  is  the  amount  of 
fuel  demanded  to  produce  that  steam  ;  what  the  character  of 
the  combustion,  and  the  actual  conditions  of  opération  of  the 
boiler  when  at  work.  The  conditions  prescribed  for  one  trial 
may  differ  greatly  from  those  of  another  trial,  and  such  différ- 
ences are  often  the  essential  matters  to  be  studied.  In  any 
case  it  is  assumed  that  the  conditions  under  which  the  boiler  is 
to  be  worked  are  to  be  definitely  stated,  and  the  engineer  con- 
ducting  the  experiments  is  expected  to  ascertain  ail  the  facts 
which  go  to  détermine  the  performance  of  the  boiler,  and  to 
State  them  with  accuracy,  conciseness,  and  completeness. 

In  the  attempt  to  ascertain  those  facts  the  engineer  meets 
with  some  difficulties,  and  finds  it  necessary  to  exercise  the 
utmost  care  and  skiil.  In  conducting  a  steam-boiler  trial  the 
weight  of  the  water  supplied  to  the  boiler  must  be  determined  ; 
the  weight  of  the  fuel  consumed  must  be  obtained  ;  the  state 
of  the  steam  made  must  be  determined  ;  and  thèse  quantities 
must  ail  be  noted  at  fréquent  intervais.  It  is  also  necessary  to 
know  whether  the  combustion  is  perfect  or  imperfect,  and  to 
what  extent  the  conditions  and  facts  noted  are  due  to  the 
boiler,  and  what  to  external  conditions. 

It  has  now  come  to  be  considered  that  the  détermination  of 
power  and  economy  of  a  steam-boiler  demands  ail  the  care,  skill, 
and  perfection  of  method  and  of  apparatus  of  any  purely  scien- 
tific  investigation.  It  is  essential  that  ail  work  of  this  kind  shall 
be  done  in  substantially  the  same  way,  in  order  that  compari- 
sons  may  be  made. 
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245.  Tests  of  Value  of  Fuel  are  sometimes  the  sole  object 
of  a  trial  of  a  steam-boiler,  the  intent  being  to  ascertain  by 
actual  experiment  what  quantity  of  water  a  fuel  of  unknown 
quality  can  evaporate  in  a  boiler  of  which  the  gênerai  efficiency 
is  fairly  well  established.  In  such  cases  the  fuel  is  employée! 
in  the  usual  manner  and  the  results  compared  with  those  ob- 
tained  with  fuels  of  known  excellence.  Thus,  in  agood  type  cf 
boiler,  having  a  good  proportion  of  area  0:  heating-surface  to 
weight  of  fuel  burned  per  hour,  it  may  be  found  that  a  fuel  of 
established  réputation  for  uniform  excellence  will  «vaporate  tcn 
times  its  own  weight  of  water  "  from  and  at  "  the  boiling-point. 
The  trial  of  a  fuel  of  unknown  quality  may  prove  that  this 
boiler  wilI,  under  precisely  similar  conditions,  evaporate  an 
cqual  amount  of  water  into  steam,  and  yet  the  market  price  of 
the  fuel  may  be  considerably  less  than  that  of  the  other. 
The  immédiate  resuit  would  be  the  substitution  of  the  second 
for  the  first,  should  no  counterbalancing  disadvantages  exist. 
In  such  cases  the  method  oï  conducting  the  experiment  is 
precisely  the  same  as  where  the  efficiency  of  the  boiler  is  de- 
termined  ;  but  the  object  sought  is  quite  a  différent  one.  This 
also  commonly  compels  at  least  two  trials,  the  one  of  the 
old  and  standard,  the  other  of  the  new  aud  uncertain  fuel,  and 
a  comparison  of  boiler-efficiency  as  found  in  the  two  trials. 

246.  The  Détermination  of  the  Value  of  a  steam-boiler 
involves  the  measurement  of  its  efficiency,  independently  of  the 
nature  of  the  fuel,  and  it  is  thus  important  that  a  standard 
System  of  measuring  the  effectiveness  of  the  fuel  should  be 
settled  upon,  or  that  ail  variations  of  such  effectiveness  should 
be  eliminated.  The  latter  is  commonly  the  course  taken  ;  and 
the  détermination  cf  the  efficiency  of  the  boiler  is  based  upon 
the  measuren[ient  of  the  evaporation  of  water,  per  unit  weight 
of  combustible,  or,  better,  per  unit  of  potential  energy  stored 
in  the  fuel  as  heat. 

But  the  power  of  the  boiler  is  as  important  an  élément  of 
its  value  as  its  efficiency,  and  a  complète  trial  includes,  usually, 
measurements  of  efficiency  at  both  the  rated  and  the  maximum 
working  power  of  the  boiler  as  operated  for  its  spécial  purpose. 

247.  The  Evaporative  Power  of  Fuels  dépends  upon 
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not  only  their  chemical  composition  as  fuels,  but  also  to  an 
important  extent  upon  their  structure  and  their  physical  con- 
dition in  every  aspect  ;  on  their  greater  or  less  purity,  and  the 
admixture  of  earths,  moisture,  or  other  foreign  matters  ;  the 
fitness  of  the  furnace  for  their  utilization  ;  the  air-supply  ;  its 
quantity,  température,  and  humidity  ;  the  proxîmity  of  chilling 
surfaces  ;  the  extent  of  the  combustion-chamber  in  which  the 
gases  rising  from  the  bed  of  coal  or  other  combustible  may  be 
more  or  less  completely  consumed  ;  and  many  other  minor  con- 
ditions, ail  of  which  tell,  in  a  more  or  less  important  degree, 
upon  their  value  and  the  efficiency  of  the  system  of  heat- 
generation. 

248.  Analyses  of  Fuels  are  sometimes  made,  either  as  a 
check  upon  the  results  of  the  trial  or  in  substitution  for  it. 
Should  analysis  show  that  a  given  fuel  is  rich  in  heat-producing 
éléments,  while  trial  fails  to  give  the  results  that  should  hâve 
been  obtained,  and  such  as  the  use  of  other  fuels  in  the  same 
boilers  indicates  to  be  possible,  ît  will  at  once  appear  that  the  fuel 
demands  peculiar  treatment,  or  some  other  arrangement  of 
furnace.  Should  doubt  exist  which  of  a  number  of  fuels  of  the 
same  class  is  best,  chemical  analysis  may  give  a  quicker  and 
cheaper  answer  to  the  question  than  a  formai  trial.  It  rarely 
happens,  however,  that  any  system  is  as  satisfactory,  in  the  end, 
as  actual  trial  extending  over  so  long  a  period  as  to  eliminate 
uncertainties. 

Methods  of  analysis  differ  somewhat.  The  following  is  a 
standard  method  of  gênerai  treatment  as  prescribed  by  the 
Union  of  Engineers  of  Germany  :* 

In  order  to  take  a  sample  of  the  fuel,  a  shovelful  from 
each  barrcfw  or  wagon  will  be  thrown  into  a  box  with  a  cover. 
The  coal  will  be  mixed  up  and  spread  in  the  form  of  a  square 
upon  a  level  floor,  and  then  divided  by  two  diagonals  into  four 
parts.  Of  thèse,  two  opposite  parts  will  be  taken  away,  the 
other  two  will  be  broken  up  small  and  mixed  together.  Another 
shovelful  will  then  be  thrown  in,  and  the  method  contînued 
until  about  10  kilogrammes  are  in  the  box.     This  will  then  be 

*  American  Engineer,  August,  1883. 
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closed  and  reserved  for  chemical  analysis.  For  accurate  ex- 
periments  the  halves  which  hâve  been  taken  away  should  also 
be  analyzed. 

To  détermine  the  moisture  in  the  coal,  about  lo  grammes 
from  the  above-named  sample  is  to  be  heated  for  two  hours  to 
105^  or  110°  C.  The  loss  in  weight  shows  the  moisture  in  the 
coal.  Coal  which  happens  to  hâve  been  wetted  by  rain  or 
otherwise  should  not  be  used.  The  test  should  be  applied  to 
coal  in  the  average  state  of  moisture  at  which  it  is  delivered 
from  the  pit  mouth,  and  this  state  should,  if  necessary,  be 
determined  beforehand.  The  remainder  of  the  sample,  pow- 
dered  and  mixed  thoroughly,  sei-ves  to  détermine  the  ash,  the 
carbon,  the  hydrogen,  the  nitrogen,  and  the  sulphur.  The 
heating-value  of  the  coal  is  determined  as  follows:  Suppose 
that  it  is  found  to  contain  c  per  cent  of  carbon,  h  per  cent  of 
hydrogen,  s  per  cent  of  sulphur,  o  per  cent  of  oxygen,  and  w 
per  cent  of  water,  then  the  theoretical  heating-value  is  given 
by  the  formula  of  Dulong  as  follows  : 

{a).    Referred  to  Water  at  o®  Cent. 

%\QOc  +   3432^  r^-"|]   +2500^. 

(*).    Referred  to  Water  at  içxS"  Cent. 

8iO(V+  34200  (a  —  ^)   +    2500^  -  636.5  (9A  +  «£/.) 

To  détermine  the  quantity  of  air  required  for  burning  coal 
we  hâve  the  foUowing:  One  kilogramme  of  coal  requires  to 
bum  it, 

2.667^:  4-   8A  +  j  — ^ 
100  X  143 ^"'  mètres  of  oxygen  ;  or, 

2.667^:  +   8A  +  j  —  ^ 

— — eu.  mètres  of  air  contammg  21  per  et, 

^^y^^Al  of  oxygen. 

Récent  forms  of  "  coal  calorîmeter  "  permit  close  computa- 
tion  of  heating  values.     (See  Appendix  for  détails.) 

249.  Economy  of  Fuel  is  nearly  synonymous  with  effi- 
ciency  of  boîler,  as  a  matter  of  engineering  simply  ;  but  when 
the  finance  of  the  case  is  studied,  it  is  often  found,  from  tha't 
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point  of  view,  a  very  différent  mattter.  It  is  perfectly  possible- 
to  adopt  so  great  a  proportion  of  heating-surface,  so  large  a 
boiler,  that  the  gain  in  fuel  saved,  as  compared  with  boilers  of 
similar  type  and  usual  proportions,  may  be  more  than  offset 
by  the  increased  charges  on  account  of  enlargement  of  boiler. 
The  eflficiency  of  boiler,  in  the  ordinary  sensé  in  which  that 
term  is  used,  is,  however,  a  measure  of  economy.  The  varia- 
tion of  efficiency  and  of  economy  in  fuel  consumption  is  a  func- 
tion  of  the  proportion  of  area  and  of  heating-surface  to  fuel 
burned,  and  the  object  of  a  boiler-trial  is  to  ascertain  thèse  rela- 
tions with  précision.  An  understanding  should  be  had  before 
the  trial  in  regard  to  the  kind  of  fuel  to  be  used  ;  where  no  reason 
of  controlling  importance  exists  to  the  contrary,  the  best  obtain- 
able  coal  should  be  selected,  for  the  reason  that  a  boiler  can  be 
better  judged,  and  the  results  of  its  trial  may  be  more  satisfac- 
torily  compared  with  similar  trials  of  other  boilers,  when  the 
very  best  work  of  which  it  is  capable  is  done  by  it.  The 
différences  between  separate  lots  of  the  best  coals  are  less 
than  the  différences  between  separate  lots  of  inferior  fuels, 
and  the  comparison  is  thus  less  difficult  where  the  former  are 
used. 

The  results  of  a  boiler-trial  at  Cassel  are  reported  to  hâve 
given  the  f ollowing  distribution  of  heat  :* 

B.  T.  U.  per  cent. 

Heat  of  I  Ib.  coal  ulilized ii. 498.4  80.34 

Carried  off  by  gases 1,031.4  7.21 

**    •*  brickwork... 286.2  2.00 

*•        *'    **  ashes 2340  1.63 

"        "    '*  radiation,  etc 1,261.8  8.82 

14,311.8     100.00 

The  coal  contained  : 

C 82.51  percent. 

H...:.. 4.73  "     " 

0 4-68   "      •• 

H,0 1.38    "     " 

Ash  and  Waste 6.70"     " 

100.00 
*  Abstracis  of  Papers,  XC,  1887,  p.  70,  Inst.  C.  E. 
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The  data  of  the  trial  were  : 

Steam  pressure  (atmos.) 6.36 

Water  evap.  per  hr.,  Ibs 4,501.79 

**         "        **    sq.  ft.  H.  S.  per  hr.,  Ibs 2.99 

*•    Ib.  coal,  Ibs 10.50 

Temp.  feed-waier  in  tank  (Fahr.) 64". 4 

*'         **        **      from  healer ii5°-52 

*'      air  in  boiler-house 69°. 8 

'*      gas  leaving  flucs 345 ''.2 

Ratio  air  to  iheoretical  quantity 1.31 

Coal  per  sq.  ft.  G.  S.  per  hr.,  ibs 1467 

* H.  S.    **     *•      •' 0.297 

250.  The  Relative  Values  of  Boilers  dépend  not  only  on 
their  efficiencies,  but  also  on  their  capacities  for  furnishing  steam, 
and  on  various  other  qualities  and  attributes  :  as  their  greater 
or  less  complication  in  structure  ;  their  safety  and  durability  ; 
their  volume,  weight,  and  cost.  The  boiler-trial  only  settles 
questions  relating  to  their  efficiency  and  capacity,  and  their  real 
relations  of  value,  only  just  so  far  as  those  éléments  enter  the 
problem.  Thèse  are  usually,  however,  the  main  factors,  and 
their  measurement  by  a  test-trial  gives  the  means  of  deciding, 
in  nearly  ail  cases,  every  question  likely  to  présent  itself  in  the 
use  of  the  apparatus. 

251.  Variations  of  Efficiency  occur  with  variations  in 
grate-area,  in  rate  of  combustion  and  in  kind  of  fuel.  In 
any  given  boiler,  within  a  wide  range  of  which  the  limits  are 
usually  far  outside  of  practical  conditions,  the  greater  the 
quantity  of  fuel  burned  the  less  the  amount  of  steam  made  per 
unit  weight  of  that  fuel  ;  the  smaller  the  quantity  of  fuel, 
burned  under  proper  conditions,  in  the  boiler,  the  higher  the 
efficiency;  and  it  has  been  seen  in  an  earlier  chapter,  that 
the  gain  in  efficiency,  with  increasing  proportion  of  heating  to 
grate  surface  or  to  fuel  burned,  is  less  and  less  as  this  increase 
goes  on.  By  enlarging  or  reducing  the  grate,  or  by  increasing 
or  diminishing  the  draught  and  air-supply,  and  during  a  suc- 
cession of  trials,  noting  the  method  of  variation  of  efficiency 
and  of  capacity  for  maki ng  steam,  the  law  of  such  variations 
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may  be  established,  and  the  best  arrangement,  ail  things  con- 
sidered,  may  be  determined. 

252.  Variations  of  Proportions  in  différent  boilers,  other- 
wise  similar,  hâve  been  seen  to  be  capable  of  expression  by  a 
very  simple  algebraic  expresssion  on  which  ail  théories  of  effi- 
ciency  are  based.  But  in  some  cases  this  law  is  not  found  to 
be  precisely  applicable,  and  only  test-trials  of  boilers  so 
differing  can  be  relied  upon  to  give  correct  relations.  The 
gênerai  relations  already  stated  invariably  hold  ;  but  it  often 
happens  that  a  steam-boiler  exhibits  peculiarities  which  makc 
that  exact  statement  inapplicable.  It  is  not  uncommon  not 
only  to  compare  actual  performance,  as  shown  by  trial,  with 
the  results  indicated  by  the  theory,  but  also  to  alter  the  ratio 
of  heating  to  grate  surface  by  bricking  over  more  or  less  of 
the  grate,  and  by  this  or  other  expédients  so  varying  that 
ratio  in  successive  trials  as  to  obtain  an  empirical  and  approxi- 
mately  exact  expression  for  the  law  of  variation  of  efficiency 
for  the  particular  case  in  hand. 

253.  Combined  Power  and  Efficiency  distinguish  the  best 
types  of  boiler.  That  which,  at  a  given  cost,  exhibits  highest 
steam-producing  power  combined  with  greatest  efficiency,  is 
the  best  boiler.  Thèse  qualities,  however,  are  not  usually  com- 
patible, and  increased  steam-production  from  any  boiler  is  com- 
monly  attended  with  a  decrease  in  efficiency;  and  as  the  one  or 
the  other  of  thèse  qualities  is  the  more  important,  the  combi- 
nation  which  will  give  best  total  resuit  will  vary.  In  no  two 
cases  will  the  same  combination  be  equally  désirable.  Every 
boiler  must  be  tested  for  both  before  it  can  be  said  whether  it 
is  satisfactorily  adapted  to  its  place  and  work. 

254.  The  Apparatus  and  Methods  of  test-trials  should  be 
prescribed  in  the  preliminary  arrangements  for  every  trial,  and 
if  possible  should  be  in  exact  accord^nce  with  some  accepted 
standard  ruies.  The  apparatus  consists  of  scales  and  tanks  for 
measurement  of  weights  of  coal  and  of  water  :  gauges  to  give 
the  pressure  of  steam  ;  thermometers  of  great  accuracy  to 
détermine  the  températures  of  water,  steam,  and  flue-gases  ; 
and  calorimeters  to  détermine  the  quality  of  the  steam  and 
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the  extent  of  superheating,  or  the  percentage  of  moisture  en- 
traînée!, and,  often,  others  to  détermine  beat  values  of  fuels. 

The  establishment  of  the  correctness  of  this  apparatus  is  the 
first  of  the  preliminaries  to  their  use.  The  standardization 
of  the  instruments  is  a  matter  of  suprême  importance,  since 
upon  their  accuracy  the  whole  work  of  the  engineer  is  dépend- 
ent. It  is  also  a  work  demanding,  in  most  cases,  unusual  skill 
and  care,  and,  to  be  satisfactory,  must  generally  be  performed 
either  at  the  manufactureras,  or  at  the  office  of  the  engineer 
conducting  the  trial.  The  scales  can  usually  be  standardized 
by  the  officiai  sealer  of  weights  and  measures,  and  sealed  by 
him  ;  the  water-meters,  if  used,  can  be  readily  tested  by  the  use 
of  the  scales  so  sealed  ;  the  thermometers  are,  as  a  rule,  best 
tested  by  their  makers,  and  should  be  sent  to  the  maker  for 
test  immediately  before  and  directly  after  the  test.  The 
engineer  often  has  a  carefully  preserved  standard  with  which 
they  may  be  compared  in  his  own  office.  The  same  remarks 
apply  to  the  examination  of  the  gauges  used,  which  should  be 
standardized  both  before  and  after  their  use.  The  apparatus 
used  in  connection  with  the  calorimeter,  in  the  détermina- 
tion of  the  quality  of  the  steam  made,  demand  exceptional 
care  in  this  process.  Where  it  is  unavoidable,  the  use  of 
coarsely  graduated  thermometers  and  roughly  constructed 
scales  may  be  permitted,  but  only  then  when  a  very  laj:gc 
number  of  observations  are  taken,  and  an  average  ^tlfus  ob- 
tained  which  may  befairly  expected  to  fall  within  reasonable 
Hmits  of  error. 

The  method  of  starting  and  of  stopping  the  trial  is  a  very 
important  matter,  and  one  upon  which  engineers  of  expérience 
and  acknowledged  authority  are  not  in  complète  accord.  The 
principles  to  be  adhered  to  in  this  matter,  as  in  every  other 
détail  of  the  opération  of  testing  a  boiler,  are  easily  specified, 
but  they  are  not  always  as  easy  of  practice.  Ail  conditions 
should  be  as  exactly  the  same  at  the  beginning  and  at  the  end 
of  the  test  as  they  can  possibly  be  made.  The  period  of  the 
trial  and  the  times  of  stopping  and  of  starting  should  be  capa- 
'ble  of  being  exactly  lîxed,  and  the  method  of  test  should  be 
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such  as  should  permit  of  the  commencement  and  the  end 
occurring  at  thèse  exactly  defined  times,  or,  as  an  alterna- 
tive, they  should  be  such  that  the  work  donc  by  the  boiler 
during  the  less  precisely  determinable  time  of  beginning  and 
ending  of  the  trial  should  be  as  nearly  as  possible  «//,  so 
that  a  slight  error  as  to  time  may  not  appreciably  affect  the 
results. 

During  the  trial,  provision  should  be  made  for  the  préserva- 
tion of  the  utmost  possible  uniformity  of  working  conditions 
throughout  the  whole  period  of  the  trial.  Every  irregularity 
gives  rise  to  more  or  less  loss  of  efficiency,  and  to  uncertainty 
in  regard  to  the  correctness  of  the  reported  figures.  The  nearer 
the  working  of  the  boiler  is  kept  to  the  final  average  for  the 
trial,  the  better. 

Uniformity  of  opération  and  maximum  efficiency  are  best 
attainable  during  a  trial  when  a  system  of  record  is  adopted 
which  allows  of  that  regularity  being  shown  at  ail  times  ;  and 
records  in  proper  form  are  the  best  possible  security  against 
error  of  observation.  Graphical  methods  should  be  adopted 
wherever  practicable.  Such  methods  of  record  exhibit  most 
satisfactorily  the  accordance  with  or  the  déviation  from  the 
uniformity  of  opération  considered  so  désirable  on  the  score  of 
efficiency  and  accuracy. 

255.  Standard  Test-trials  are  made  under  established  Sys- 
tems, and  in  accordance  with  codes  of  régulations  which  are 
accepted  as  representing  a  satisfactory  system  of  procédure. 
In  such  cases  the  first  step  is  to  settle  upon  a  standard  of 
measurement  and  comparison  that  may  be  accepted  by  ail  who 
may  be  interested  in  the  resuit.  The  standard  nominal  horse- 
power  has  already  been  described  as  now  accepted  by  the  best 
authorities. 

The  Committee  of  Judges  of  the  Centennial  Exhibition,  to 
whom  the  trials  of  competing  boilers  at  that  exhibition  were 
intrusted,  adopted  the  unit,  10  potmds  of  water  evaporated  into 
dry  stcam  per  hour  from  fced-water  at  100°  Fahrenheit  y  and  un- 
der a  pressure  of  seventy  pounds  per  square  inch  above  the  atmos- 
phère^ thèse  conditions   being  considered   to   represent  fairly 
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average  practice.  The  quantity  of  beat  demanded  to  evaporate 
a  pound  of  water  under  thèse  conditions  is  1 1 10.2  British  ther- 
mal units,  or  1.1496  "  units  of  evaporatiqn."  The  unit  of  power 
proposed  is  thus  équivalent  to  the  development  of  33,305  heat- 
units  per  hour,  or  34.488  units  of  evaporation.  The  **  unit  of 
evaporation"  is  taken  as  a  certain  vveight — preferably  unity  of 
water,  evaporated  "  from  and  at  "  the  boiling-point  under  atmos- 
pheric  pressure.  The  novv-accepted  unit  of  boiler-power,  in  the 
code  constructed  for  the  American  Society  of  Mechanical  En- 
gineers,*  is  the  équivalent  of  the  Centennial  Standard,  and  in 
ail  standard  trials  the  commercial  horse-power  is  taken  as  a7î 
evaporation  of  2^0  pounds  of  water  per  hour  from  a  feed-water 
temperatîire  of  100°  Fahr.  iiito  steam  at  70  potuids  gaî4ge-pres- 
siire,  which  is  equal  to  34^  units  of  evaporation,  that  is,  to  34^ 
pounds  of  water  evaporated  from  a  feed-water  température  of 
212°  Fahr.  into  steam  at  the  same  température.  This  standard 
is  equal  to  33,305  thermal  units  per  hour.t 

A  boiler  rated  at  any  stated  horse-power  should  be  capable 
•of  developing  that  power  with  easy  firing,  moderate  draught 
and  ordinary  fuel,  while  exhibiting  good  economy  ;  and  the 
boiler  should  be  capable  of  developing  one  half  or  one  third 
more  than  its  rated  power  to  meet  emergencies  at  times  when 
maximum  economy  is  not  the  most  important  object  to  be  at- 
tained. 

256.  Instructions  and  Rules  governing  the  standard  Sys- 
tem of  boiler-trial,  prepared  by  a  committee  of  the  American 
Society  of  Mechanical  Engineers,  may  be  taken  as  a  good  illus- 
tration of  such  régulations  as,  in  one  form  or  another,  hâve 
been  customarily  agreed  upon  by  engineers  conducting  such 
^vork.     They  are  (Thurston's  Engine  and  Boiler  Trials)  : 


*  Transactions,  vol.  vi.,  1884. 

f  An  evaporation  of  30  pounds  of  water  from  100"  F;  into  steam  at  70  pounds 
pressure  is  equal  to  an  evaporation  of  34.48S  pounds  from  and  at  212**;  and  an 
evaporation  of  34^  pounds  from  and  at  212°  F.  is  equal  to  30.010  pounds  from 
100"  F.,  into  steam  at  70  pounds  pressure. 

The  "unit  of  evaporation"  being  equal  to  965.7  thermal  units,  the  commercial 
horse-power  is  34.488  X  965.7  =  33-305  thermal  units. 
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RULES  FOR  CONDUCTING  BOILER  TRIALS. 

CODE  OF   1899. 

I.  Détermine  at  the  outset  the  spécifie  object  of  the  proposed 
trial,  whether  it  be  to  ascertain  the  capacity  of  the  boiler,  its 
efficiency  as  a  steam  generator,  its  efficiency  and  its  defects 
under  usual  working  conditions,  the  economy  of  some  particu- 
lar  kînd  of  fuel,  or  the  effect  of  changes  of  design,  proportion, 
or  opération  ;  and  prépare  for  the  trial  accordingly. 

II.  Examine  the  boiler^  both  outside  and  inside;  ascertain 
the  dimensions  of  grates,  heating-surfaces,  and  ail  important 
parts  ;  and  make  a  f uU  record,  describing  the  same,  and  illus- 
trating  spécial  features  by  sketches.  The  area  of  heating-sur- 
face  is  to  be  computed  from  the  surfaces  of  shells,  tubes,  fur- 
naces,  and  fire-boxes  in  contact  with  the  fire  or  hot  gases.  The 
outside  diameter  of  water-tubes  and  the  inside  diameter  of  fire- 
tubes  are  to  be  used  in  the  computation.  AU  surfaces  below 
the  mean  water-level  which  hâve  water  on  one  sîde  and  prod- 
ucts  of  combustion  on  the  other  are  to  be  considered  as  water- 
heating  surface,  and  ail  surfaces  above  the  mean  water-level 
which  hâve  steam  on  one  side  and  products  of  combustion  on 
the  other  are  to  be  considered  as  superheating-surface. 

m.  Notice  the  gênerai  condition  of  the  boiler  and  its  equip- 
ment,  and  record  such  facts  in  relation  thereto  as  bear  upon 
the  objects  in  view. 

If  the  object  of  the  trial  is  to  ascertain  the  maximum  econ- 
omy or  capacity  of  the  boiler  as  a  steam  generator,  the  boiler 
and  ail  its  appurtenances  should  be  put  in  first-class  condition. 
Clean  the  heatîng-surface  inside  and  outside,  remove  clinkers 
from  the  grates  and  from  the  sides  of  the  furnace.  Remove  ail 
dust,  soot,  and  ashes  from  the  chambers,  smoke  connections, 
and  flues.  Close  air-leaks  in  the  masonry  and  poorly-fitted 
cleaning-doors.  See  that  the  damper  will  open  wide  and  close 
tight.  Test  for  air-leaks  by  firing  a  few  shovels  of  smoky  fuel 
and  immediately  closing  the  damper,  observing  the  escape  of 
smoke  through  the  crevices,  or  by  passing  the  flame  of  a  can- 
die over  the  cracks  of  the  brickwork. 

IV.  Détermine  the  char  acier  of  the  coal  to  be  used.  For  tests 
of  the  efficiency  or  capacity  of  the  boiler  for  comparison  with 
other  boilers  the  coal  should,  if  possible,  be  of  some  kind  which 
is  commercially  regarded  as  a  standard.  For  New  England 
and  that  portion  of  the  country  east  of  the  AUegheny  Moun- 
tains,  good  anthracite  egg  coal,  containing  not  over  10  per 
cent,  of  ash,  and  semi-bituminous  Clearfield  (Pa.),  Cumberland, 
(Md.),  and  Pocahontas  (Va.)  coals  are  thus  regarded.    West  of 
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the  Allegheny  Mountaîns,  Pocahontas  (Va.)  and  New  River 
(W.  Va.)  semi-bituminous,  and  Youghiogheny  or  Pittsburg 
bituminous  coais  are  recognized  as  standards.  There  îs  no 
spécial  grade  of  coal  mined  in  the  Western  States  which  is 
Avidely  recognized  as  of  superior  quaiity  or  considered  as  a 
standard  coal  for  boiler  testing.  Big  Muddy  lump,  an  Illinois 
coal  nnined  in  Jackson  County,  111.,  is  suggested  as  being  of 
sufficiently  high  grade  to  answer  thèse  requirements  in  districts 
where  it  is  more  conveniently  obtainable  than  the  other  coals 
mentioned  above. 

For  tests  made  to  détermine  the  performance  of  a  boiler 
with  a  particular  kind  of  coal,  such  as  may  be  specified  in  a 
contract  for  the  sale  of  a  boiler,  the  coal  used  should  not  be 
higher  in  ash  and  in  moisture  than  that  specified,  since  increase 
in  ash  and  moisture  above  a  stated  amount  is  apt  to  cause  a 
falling  off  of  both  capacity  and  economy  in  greater  proportion 
than  the  proportion  of  such  increase. 

V.  Establish  the  correctness  of  ail  apparatus  used  in  the  test 
for  weighing  and  measurîng.     Thèse  are  : 

1.  Scales  for  weighing  coal,  ashes,  and  water. 

2.  Tanks,  or  water-meters,  for  measuring-water.  Water- 
meters,  as  a  rule,  should  only  be  used  as  a  check  on  other 
measurements.  For  accurate  work  the  water  should  be  weighed 
or  measured  in  a  tank. 

3.  Thermometers  and  pyrometers  for  taking  températures  of 
air,  steam,  feed-water,  waste  gases,  etc. 

4.  Pressure  gauges,  draught  gauges,  etc. 

The  kind  and  location  of  the  various  pièces  of  testing  appara- 
tus must  be  left  to  the  judgment  of  the  person  conducting  the 
test  ;  always  keeping  in  mind  the  main  object,  z>.,  to  obtain 
authentic  data. 

VI.  See  that  the  boiler  is  thoroughly  heated  before  the  trial 
to  its  usual  working  température.  If  the  boiler  is  new  and  of 
a  form  provided  with  a  brick  setting,  it  should  be  in  regular 
use  at  least  a  week  before  the  trial,  so  as  to  dry  and  beat  the 
walls.  If  it  has  been  laid  off  and  become  cold,  it  should  be 
worked  before  the  trial  until  the  walls  are  well  heated. 

VII.  The  boiler  and  connections  should  be  proved  to  be 
free  from  leaks  before  beginning  a  test,  and  ail  water  connec- 
tions, including  blow-  and  extra  feed-pipes,  should  be  discon- 
nected,  stopped  with  blank  flanges,  or  bled  through  spécial 
openings  beyond  the  valves,  except  the  particular  pipe  through 
which  water  is  to  be  fed  to  the  boiler  during  the  trial.  During 
the  test  the  blow-off-  and  feed-pipes  should  remain  exposed  to 
view. 
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If  an  injector  is  used,  it  shouid  receive  steam  directly 
through  a  felted  pipe  from  the  boiler  being  tested. 

If  the  water  is  metered  after  it  passes  the  injector,  its  tem- 
pérature shouid  be  taken  at  the  point  where  it  leaves  the  in- 
jector. If  the  quantity  is  determined  before  it  goes  to  the  in- 
jector the  température  shouid  be  determined  on  the  suction 
side  of  the  injector,  and  if  no  change  of  température  occurs 
other  than  that  due  to  the  injector,  the  température  thus  de- 
termined is  properly  that  of  the  feed-water.  When  the  tem- 
pérature changes  between  the  injector  and  the  boiler,  as  by  the 
use  of  a  heater  or  by  radiation,  the  température  at  which  the 
water  enters  and  leaves  the  injector  and  that  at  which  it  enters 
the  boiler  shouid  ail  be  taken.  In  that  case  the  weight  to  be 
used  is  that  of  the  water  leavîng  the  injector,  computed  from 
the  heat-units  if  not  directly  measured,  and  the  température, 
that  of  the  water  entering  the  boiler. 

Let  w  =  weight  of  water  entering  the  injector. 

X  —       ''        "  steam       ** 

//,  =  heat-units  per  pound  of  water  entering  injector. 

A,  =     "         "       "         "        "  steam 

//.  =     "         "       "         "        "  water  leaving         " 
Then     w  -{-  x  =.  weight  of  water  leaving  injector. 

//,  —  //, 
A.  -  //. 

See  that  the  steam  main  is  so  arranged  that  water  of  con- 
densation  cannot  not  run  back  into  the  boiler. 

VIII.  Duration  of  the  Test. — For  tests  made  to  ascertain 
either  the  maximum  economy  or  the  maximum  capacity  of  a 
boiler,  irrespective  of  the  particular  class  of  service  for  which 
it  is  regularly  used,  the  duration  shouid  be  at  least  lo  hours  of 
continuons  running.  If  the  rate  of  combustion  exceeds  25 
pounds  of  coal  per  square  foot  of  grate  surface  per  hour,  it 
may  be  stopped  when  a  total  of  250  pounds  of  coal  has  been 
burned  per  square  foot  of  grate. 

In  cases  where  the  service  requires  continuons  running 
for  the  whole  24  hours  of  the  day,  with  shifts  of  fîremen  a 
Tiumber  of  times  during  that  period,  it  is  well  to  continue  the 
test  for  at  least  24  hours. 

When  it  is  desired  to  ascertain  the  performance  under  the 
working  conditions  of  practîcal  running,  whether  the  boiler  be 
regularly  in  use  24  hours  a  day  or  only  a  certain  number  of 
hours  out  of  each  24,  the  fîres  being  banked  the  balance  of 
Jthe  time,  the  duration  shouid  not  be  less  than  24  hours. 

IX.  Starting  and  Stopping  a  Test — The  conditions  of  the 
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boiler  and  furnace  in  ail  respects  should  be,  as  nearly  as  possi- 
ble, the  sanne  at  the  end  as  at  the  beginning  of  the  test  The 
steam- pressure  should  be  the  same  ;  the  water-level  the  same  ; 
the  fire  upon  the  grates  should  be  the  same  in  quantity  and 
condition  ;  and  the  walls,  flues,  etc.,  should  be  of  the  same 
température.  Two  methods  of  obtaining  the  desired  equality  of 
conditions  of  the  lire  may  be  used,  viz.  :  those  which  were  called 
in  the  Code  of  1885  "the  standard  method  "  and  the  "  alter- 
nate  method,"  the  latter  being  employed  where  it  is  incon- 
-venîent  to  make  use  of  the  standard  method. 

X.  Standard  Method  of  Starting  and  Stopping  a  Test. — 
Steam  being  raised  to  the  working  pressure,  remove  rapidly 
ail  the  fîre  from  the  grate,  close  the  damper,  clean  the  ash-pit, 
and  as  quickly  as  possible  start  a  new  fîre  with  weighed  wood 
and  coal,  noting  the  time  and  the  water-level  while  the  water 
is  in  a  quiescent  state,  just  before  lighting  the  fire. 

At  the  end  of  the  test  remove  the  whole  fîre,  which  has 
been  burned  low,  clean  the  grates  and  ash-pit,  and  note  the 
water  level  when  the  water  is  in  a  quiescent  state,  and  record 
the  time  of  hauling  the  fîre.  The  water-level  should  be  as 
nearly  as  possible  the  same  as  at  the  beginning  of  the  test.  If 
it  is  not  the  same  a  correction  should  be  made  by  computa- 
tion,  and  not  by  operating  the  pump  after  the  test  is  com- 
pleted. 

XI.  Alternate  Method  of  Starting  and  Stopping  a  Test. — 
The  boiler  being  thoroughly  heated  by  a  preliminary  run,  the 
fires  are  to  be  burned  low  and  well  cleaned.  Note  the  amount  of 
coal  left  on  the  grate  as  nearly  as  it  can  be  estimated  ;  note  the 
pressure  of  steam  and  the  water-level.  Note  the  time,  and 
record  it  as  the  starting  time.  Fresh  coal  which  has  been 
weighed  should  now  be  fîred.  The  ash-pits  should  be  thor- 
oughly cleaned  at  once  after  starting.  Before  the  end  of  the 
test  the  fîres  should  be  burned  low,  just  as  before  the  start,  and 
the  fires  cleaned  in  such  a  manner  as  to  leave  a  bed  of  coal  on 
the  grates  of  the  same  depth,  and  in  the  same  condition,  as  at 
the  start.  When  this  stage  is  reached,  note  the  time  and 
record  it  as  the  stopping  time.  The  water-level  and  steam- 
pressures  should  previously  be  brought  as  nearly  as  possible 
to  the  same  point  as  at  the  start.  If  the  water-level  is  not 
the  same  as  at  the  start,  a  correction  should  be  made  by  com- 
putation,  and  not  by  operating  the  pump  after  the  test  is  com- 
pleted. 

XII.  Uniformity  of  Conditions. — In  ail  trials  made  to  ascer- 
tain  maximum  economy  or  capacity,  the  conditions  should  be 
maintained  uniformly  constant.    Arrangements  should  be  made 
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to  dispose  of  the  steam  so  that  the  rate  of  evaporatîon  may 
be  kept  the  same  from  beginning:  to  end,  This  may  be  accom- 
plished  in  a  single  boiler  by  carrying  the  steam  through  a 
waste  steam-pipe,  the  discharge  frorn  which  can  be  regulated 
as  desired.  In  a  battery  of  boilers,  in  which  only  one  is  tested, 
ihe  draft  may  be  regulated  on  the  remaining  boilers,  leaving 
the  test-boiler  to  work  under  a  constant  rate  of  production. 

Uniformity  of  conditions  should  prevail  as  to  the  pressure 
of  steam,  the  height  of  water,  the  rate  of  evaporation,  the 
thickness  of  fire,  the  times  of  firing  and  quantity  of  coal  fired 
at  one  time,  and  as  to  the  intervais  between  the  times  of  clean- 
ing  the  fîres. 

The  method  of  firing  to  be  carried  on  in  such  tests  should 
be  dictated  by  the  expert  or  person  in  responsible  charge  of 
the  test,  and  the  method  adopted  should  be  adhered  to  by  the 
fireman  throughout  the  test. 

XIII.  Keeping  the  Records. — Take  note  of  every  event  con- 
nected  with  the  progress  of  the  trial,  however  unimportant  it 
may  appear.  Record  the  time  of  every  occurrence  and  the 
time  of  taking  every  weîght  and  every  observation. 

The  coal  should  be  weighed  and  delivered  to  the  firemen  in 
equal  proportions,  each  sufficient  for  not  more  than  one  hour's 
run,  and  a  fresh  portion  should  not  be  delivered  until  the  pre- 
vious  one  has  ail  been  fired.  The  time  required  to  consume 
each  portion  should  be  noted,  the  time  being  recorded  at  the 
instant  of  firing  the  last  of  each  portion.  It  is  désirable  that 
at  the  same  time  the  amount  of  water  fed  into  the  boiler  should 
be  accurately  noted  and  recorded,  including  the  height  of  the 
water  in  the  boiler,  and  the  average  pressure  of  steam  and 
température  of  feed  during  the  time.  By  thus  recording  the 
amount  of  water  evaporated  by  successive  portions  of  coal,  the 
test  may  be  divided  into  several  periods  if  desired,  and  the  de- 
gree  of  uniformity  of  combustion,  evaporation,  and  economy 
analyzed  for  each  period.  In  addition  to  thèse  records  of  the 
coal  and  the  feed-water,  half-hourly  observations  should  be 
made  of  the  température  of  the  feed-water,  of  the  flue-gases, 
of  the  external  air  in  the  boiler-room,  of  the  température  of 
the  furnace  when  a  furnace  pyrometer  is  used,  also  of  the  près, 
sure  of  steam,  and  of  the  readings  of  the  instruments  for  de- 
termining  the  moisture  in  the  steam.  A  log  should  be  kept  on 
properly  prepared  blanks  containing  columns  for  record  of  the 
various  observations. 

When  the  "standard  method  "  of  starting  and  stopping  the 
test  is  used,  the  hourly  rate  of  combustion  and  of  evaporation 
and   the  horse-power  should  be  computed  from  the  records 
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taken  during  the  time  when  the  fires  are  in  active  condition. 
This  time  is  somewhat  less  than  the  actual  time  which  elapses 
between  the  beginning  and  end  of  the  run.  The  loss  of  time 
due  to  kindling  the  fire  at  the  beginning  and  burning  it  out  at 
the  end  makes  this  course  necessary. 

XIV.  Quality  ofSieam. — The  percentage  of  moisture  in  the 
steam  should  be  determined  by  the  use  of  either  a  throtthng  or 
a  separating  steam  calorimeter.  The  sampling  nozzle  should 
be  placed  in  the  vertical  steam-pipe  rising  from  the  boiler.  It 
should  be  made  of  J-inch  pipe,  and  should  extend  across  the 
diameter  of  the  steam-pipe  to  within  half  an  inch  of  the  oppo- 
site side,  being  closed  at  the  end  and  perforated  with  not  less 
than  tvventy  J-inch  holes  equallydistributed  along  and  around 
its  cylindrical  surface,  but  none  of  thèse  holes  should  be  nearer 
than  I  inch  to  the  inner  side  of  the  steam-pipe.  The  calorim- 
eter and  the  pipe  leading  to  ît  should  be  well  covered  with 
felting.  Whenever  the  indications  of  the  throttling  or  separat- 
ing calorimeter  show  that  the  percentage  of  moisture  is  irregu- 
lar,  or  occasionally  in  excess  of  three  per  cent,  the  results 
should  be  checked  by  a  steam  separator  placed  in  the  steam- 
pipe  as  close  to  the  boiler  as  convenient,  with  a  calorimeter  in 
the  steam-pipe  just  beyond  the  outlet  from  the  separator. 
The  drip  from  the  separator  should  be  caught  and  weighed, 
and  the  percentage  of  moisture  computed  therefrom  added  to 
that  shown  by  the  calorimeter. 

Superheating  should  be  determined  by  means  of  a  thermom- 
eter  placed  in  a  mercury  well  inserted  in  the  steam-pipe.  The 
degree  of  superheating  should  be  taken  as  the  différence  be- 
tween the  reading  of  the  thermometer  for  superheated  steam 
and  the  readings  of  the  same  thermometer  for  saturated  steam 
at  the  same  pressure  as  determined  by  a  spécial  experiment, 
and  not  by  référence  to  steam  tables. 

XV.  Sampling  the  Coal  and  Determining  its  Moisture, — As 
each  barrow-load  or  fresh  portion  of  coal  is  taken  from  the  coal- 
pile,  a  représentative  shovelful  is  selected  from  it  and  placed  in 
a  barrel  or  box  in  a  cool  place  and  kept  until  the  end  of  the 
trial.  The  samples  are  then  mixed  and  broken  into  pièces  not 
exceedîng  one  inch  in  diameter,  and  reduced  by  the  process  of 
repeated  quartering  and  crushing  until  a  final  sample  weighing 
about  five  pounds  isobtained,  and  the  size  of  the  larger  pièces 
îs  such  that  they  will  pass  through  a  sieve  with  :i^-inch  meshes. 
From  this  sample  two  one-quart,  air-tight  glass  preserving-jars, 
or  other  alr-tight  vessels  which  will  prevent  the  escape  of  moist- 
ure from  the  sample,  are  to  be  promptly  filled,  and  thèse  sam- 
ples are  to  be  kept  for  subséquent  déterminations  of  moisture 
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and  of  heating  value  and  for  chemical  analyses.  During  the 
process  of  quartering,  when  the  sample  bas  been  reduced  ta 
about  loopounds,  a'qu^rter  to  a  half  of  it  may  be  taken  for  an 
approximate  détermination  of  moisture.  This  may  be  made 
by  placing  it  in  a  shallow  iron  pan,  not  over  three  inches  deep, 
carefully  weighing  it,  ànd  setting  the  pan  in  the  hottest  place 
that  can  be  found  oii  the  brickwork  of  the  boiler  setting  or 
flues,  keeping  it  there  for  at  least  12  hours,  and  then  weighing 
it.  The  détermination  of  moisture  thus  made  is  believed  to  be 
approximately  accurate'for  anthracite  and  semi-bituminous 
coals,  and  also  for  Pittsburg  or  Youghiogheny  coal  ;  but  it  can- 
not  be  relied  upon  for  coals  mined  west  of  Pittsburg,  or  for 
other  coals  containing  inhérent  moisture.  For  thèse  latter 
coals  it  is  important  that  a  more  accurate  method  be  adopted, 
The  method  recommended  by  the  Committee  for  ail  accurate 
tests,  whatever  the  character  of  the  coal,  is  described  as 
follows  : 

Take  one  of  the  samples  contained  in  the  glass  jars,  and 
subject  it  to  a  thorough  air-drying,  by  spreading  it  in  a  thin 
layer  and  exposing  it  for  sevcral  hours  to  the  atmosphère  of  a 
warm  room,  weighing  it  before  and  after,  thereby  determining 
the  quantity  of  surface-moisture  it  contains.  Then  crush  the 
whole  of  it  by  running  it  through  an  ordinary  coflfee-mill  ad- 
justed  so  as  to  produce  somewhat  coarse  grains  (less  than 
■j^-inch),  thoroughly  mix  the  crushed  sample,  sélect  from  it  a 
portion  of  from  lo  to  50  grams,  weigh  it  in  a  balance  which 
will  easily  show  a  variation  as  small  as  i  part  in  i,ocx),  and  dry 
it  in  an  air  or  sand  bath  at  a  température  between  240  and  280 
degrees  Fahr.  for  one  hour.  Weigh  it  and  record  the  loss,  then 
heat  and  weigh  it  again  repeatedly,  at  intervais  of  an  hour  or 
less,  until  the  minimum  weight  has  been  reached  and  the 
weight  begins  to  increase  by  oxidation  of  a  portion  of  the  coal. 
The  différence  between  the  original  and  the  minimum  weight 
is  taken  as  the  moisture  in  the  air-dried  coal.  This  moisturc- 
test  should  preferably  be  made  on  duplicate  samples,  and  the 
results  should  agrée  within  0.3  to  0.4  of  one  per  cent,  the 
mean  of  the  two  dete^rminations  being  taken  as  the  correct 
resuit.  The  sum  of  the  percentage  of  moisture  thus  found  and 
the  percentage  of  surface  moisture  previously  determined  is 
the  total  moisture. 

XVI.  Treatmeîit  of  Ashes  and  Refuse, — The  ashes  and 
refuse  are  to  be  weighed  in  a  dry  state.  If  it  is  found  désir- 
able to  show  the  principal  characteristics  of  the  ash,  a  sample 
should  be  subjected  to  a  proximate  analysis  and  the  actual 
amount  of  incombustible  material  determined.     For  elaborate 
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trials  a  complète  analysis  of  the  ash  and  refuse  should  be 
made. 

XVII.  Calortfic  Tests  and  Analysis  of  CoaL — The  quality  of 
the  fuel  should  be  determined  either  by  heat-test  or  by  analy- 
sis, or  by  both. 

The  rational  method  of  deternnining  the  total  heat  of  com- 
bustion is  to  burn  the  sample  of  coal  in  an  atmosphère  of  oxy- 
gen  gas,  the  coal  to  be  sampled  as  directed  in  Article  XV.  of 
this  code. 

The  chemical  analysis  of  the  coal  should  be  made  only  by 
an  expert  chemist.  The  total  heat  of  combustion  computed 
from  the  results  of  the  ultimate  analysis  may  be  obtained  by 
the  use  of  Dulong's  formula  (with  constants  modified  by  ré- 
cent déterminations),  viz.  : 

i4,6ooC  +62,ooof  H  — ~-j  +  4,oooS, 

in  which  C,  H,  O,  and  S  refer  to  the  proportions  of  carbon, 
hydrogen,  oxygen,  and  sulphur  respectively,  as  determined  by 
the  ultimate  analysis. 

It  is  désirable  that  a  proximate  analysis  should  be  made, 
thereby  determining  the  relative  proportions  of  volatile  matter 
and  fixed  carbon.  Thèse  proportions  furnish  an  indication  of 
the  leading  characteristics  of  the  fuel,  and  serve  to  fix  the 
class  to  which  it  belongs.  As  an  additional  indication  of  the 
characteristics  of  the  fuel,  the  spécifie  gravity  should  be  de- 
termined. 

XVIII.  Analysis  of  Flue-gases, — The  analysis  of  the  flue- 
gases  is  an  especially  valuable  method  of  determining  the  rela- 
tive value  of  différent  methods  of  fîring,  or  of  différent  kinds 
of  furnaces.  In  making  thèse  analyses  great  care  should  be 
taken  to  procure  average  samples — since  the  composition  is 
apt  to  vary  at  différent  points  of  the  fîue.  The  composition  is 
also  apt  to  vary  from  minute  to  minute,  and  for  this  reason 
the  drawings  of  gas  should  last  a  considérable  period  of  time. 
Where  complète  déterminations-  are  desired,  the  analyses 
should  be  intrusted  to  an  expert  chemist.  For  approximate 
déterminations  the  Orsat  or  the  Hempel  apparatus  may  be 
used  by  the  engineer. 

For  the  continuous  indication  of  the  amount  of  carbonic 
acid  présent  in  the  fîue-gases,  an  instrument  may  be  employed 
which  shows  the  weight  of  the  sample  of  gas  passing  through 
it. 

XIX.  Smoke  Observations, — It  is  désirable  to  hâve  a  uni- 
form  System  of  determining  and  recording  the   quantity  of 
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smoke  produced  where  bituminous  coal  is  used.  The  System 
commonly  employed  is  to  express  the  degree  of  smokiness  by 
means  of  percentages  dépendent  upon  the  judgment  of  the 
observer.  The  Committee  does  not  place  much  value  upon  a 
percentage  method,  because  it  dépends  so  largely  upon  the 
Personal  élément,  but,  if  this  method  is  used,  it  is  désirable 
that,  so  far  as  possible,  a  définition  be  given  in  explicit 
terms  as  to  the  basis  and  method  employed  in  arriving  at  the 
percentage.  The  actual  measurement  of  a  sample  of  soot  and 
smoke  by  some  form  of  meter  is  to  be  preferred. 

XX.  Misccllaneous, — In  tests  for  purposes  of  scientific  re- 
search,  in  which  the  détermination  of  ail  the  variables  entering 
into  the  test  is  desired,  certain  observations  should  be  made 
which  are  in  gênerai  unnecessary  for  ordinary  tests.  Thèse  are 
the  measurement  of  the  air-supply,  the  détermination  of  its 
contained  moisture,  the  détermination  of  the  amount  of  heat 
lost  by  radiation,  of  the  amount  of  infiltration  of  air  through 
the  setting,  and  (by  condensation  of  ail  the  steam  made  by  the 
boiler)  of  the  total  heat  imparted  to  the  water. 

As  thèse  déterminations  are  rarely  undertaken,  it  is  not 
deemed  advisable  to  give  directions  for  making  them. 

XXI.  Calculations  of  Efficiency,  —  T^o  methods  of  defining 
and  calculating  the  efficiency  of  a  boiler  are  recommended. 
They  are  : 

T-«-  •  i-^t_    L   -1  Heat  absorbed  per  Ib.  combustible 

1.  Efïîciency  of  the  boiler  =  -f^-. — r? \ -. — ît: û — iMir-- 

'  Calorinc  value  of  i  Ib.  combustible 

2.  Efficiency  of  the  boiler  and  grate 

.  _  Heat  absorbed  per  Ib.  coal 
""  Calorific  value  of  i  Ib.  coal' 

The  first  of  thèse  is  sometimes  called  the  efficiency  based  on 
combustible,  and  the  second  the  efficiency  based  on  coal.  The 
first  is  recommended  as  a  standard  of  comparison  for  ail  tests, 
and  this  is  the  one  which  is  understood  to  be  referred  to  when 
the  Word  •*  efficiency  "  alone  is  used  without  qualification.  The 
second,  however,  should  be  included  in  the  report  of  a  test,  to- 
gether  with  the  first,  whenever  the  object  of  the  test  is  to  dé- 
termine the  efficiency  of  the  boiler  and  furnace  together  with 
the  grate  (or  mechanical  stoker),  or  to  compare  différent  fur- 
naces,  grates,  fuels,  or  methods  of  firing. 

The  heat  absorbed  per  pound  of  combustible  (or  per  pound 
coal)  is  to  be  calculated  by  multiplying  the  équivalent  evapora- 
tion  from  and  at  212**  per  pound  combustible  (or  coal)  by 
965  7. 

XXXII.    The  Heat  Balance, — An  approximate  **heat-bal- 
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ance,"  or  statement  of  the  distribution  of  the  heating  value  of 
the  coal  among  the  several  items  of  beat  utilized  and  beat  lost 
may  be  included  in  tbe  report  of  a  test  wben  analyses  of  tbe 
fuel  and  of  tbe  cbimney  gases  bave  been  made.  It  sbould  be 
reported  in  tbe  foUowing  form  : 

Heat    Balance,    or    Distribution  of    the    Heating   Value    of  the 

Combustible. 
Total  Heat  Value  of  i  Ib.  of  Combustible B.  T.  U. 


B.T.U. 


Per 

Cent. 


5.t 


Heat  absorbed  by  the  boiler  =  evaporation  from  and  at 
212"  per  pound  of  combustible  X  965,7. 

Loss  due  to  moisture  in  coal  =  per  cent,  of  moisture  re- 
ferred  to  combustible  -^  100  X  [(212— /)  -{-966  -h  0.48 
(7*— 212)]  (/  =  température  of  air  in  the  boiler- 
room,  7'=  that  of  the  flue-gases). 

Loss  due  to  moisture  formed  by  the  burningof  hydrogen 
=  per  cent,  of  hydrogen  to  combustible  -f- 100  X 
9  X[(2I2 -/) -h966-f  0.48(7'- 212)]. 

Loss  due  to  heat  carried  away  in  the  dry  chimney-gases 
=  weight  of  gas  per  pound  of  combustible  X  0.24  X 

(7'-0. 
Loss  due  to  incomplète  combustion  of  carbon 

CO  per  cent  C  in  combustible     ^ 

=  côTTcô  ^ T^ ^  '°''5°- 

Loss  due  to  unconsumed  hydrogen  and  hydrocarbons,  to 
heating  the  moisture  in  the  air,  to  radiation,  and 
unaccounted  for.  (Some  of  thèse  losses  may  be 
separately  itemized  if  data  are  obtained  from 
which  thev  may  be  calculated.) 

Totâls 


100.00 


*  The  weight  of  gas  per  pound  of  carbon  burned  may  be  calculated  from  the  gas  analyses 
M*  f^Iiows  : 

i>r7  gas  per  pound  carbon  = *  .^q     ■  ^q> —^  in  which  CO,,  CO,  O,  and  N  are 

the  p«ïrcentages  by  volume  of  the  separate  crises.  As  the  sampîini;  and  analyses  of  the  gases 
in  ihe  pèsent  state  of  the  art  are  liable  to  considérable  errors,  the  resuit  of  this  calculation  is 
usually  -ïniy  an  approximate  one.  The  beat  balance  itself  îs  aiso  only  approximate  for  this 
reahon,  'y.",  weii  as  for  the  fact  that  it  is  not  possible  to  détermine  accurately  the  percentage 
of  unbuuied  hydrogen  or  hydrocarbons  in  tne  flue-gases. 

The  we  ffht  of  dry  gas  per  pound  of  combustible  is  found  by  multîplying  the  dry  gas  per 
pound  of  cirbon  by  the  percentaf^e  of  carbon  in  the  combustible,  and  dividing  by  100. 

t  CO3  and  CO  are  respectively  the  percentage  by  volume  of  carbonic  acid  and  carbonic 
oxide  in  tht*  flue-gases,  Thequantity  10.150=  Numt>er  of  heat  units  generated  by  burning 
to  carbonic  acid  one  pound  of  carbon  contained  in  carbonic  oxide. 

XXIII.  Report  of  the  Trial, — The  data  and  resultsshould  be 
reported  in  the  manner  given  în  either  one  of  the  two  following 
tables,  omitting  lines  where  the  tests  hâve  not  been  made  as 
elaborately  as  provided  for  in  such  tables.  Additional  lines 
may  be  added  for  data  relating  to  the  spécifie  object  of  the 
test.  The  extra  lines  should  be  classified  under  the  headings 
provided  in  the  tables,  and  numbered  as  per  preceding  lin^. 
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with  sub  letters  ^,  b,  etc.  The  Short  Form  of  Report,  Table 
No.  2,  is  recommended  for  commercial  tests  and  as  a  conven- 
ient  form  of  abridging  the  longer  form  for  publication  when 
saving  of  space  is  désirable.  For  elaborate  trials,  it  is  recom- 
mended that  the  full  log  of  the  trial  be  shown  graphically,  by 
means  of  a  chart. 

TABLE  No.  1. 
Data  and  Results  of  Evaporative  Tests. 

Arranged  in  accodarnce  with  the  Complète  Form  advised  by  the  Boiler 
Test  Committee  of  the  American  Society  of  Mechanical  Engineers. 
Code  of  1899. 

Made  by of boiler  at to 

détermine 

Principal  conditions  governing  the  trial 


Kind  of  fuel* 

Kind  of  furnace 

State  of  the  weather. 


Method  of  starting  and  stopping  the  test  (**  standard  "  or  **alternate," 
Art.  X.  and  XI.,  Code 

1 .  Date  of  trial 

2.  Duration  of  trial hours. 

Dimensions  and  Proportions. 

(A  complète  description  of  the  boiler,  and  drawings  of  the  same  if  of 
unusual  type,  should  be  given  on  an  annexed  sheet. 

3.  Graie  surface width length area sq.   f t. 

4.  Height  oî  furnace ins. 

5.  Approximate  width  of  air  spaces  in  grate :....  in. 

6.  Proportion  of  air  space  to  whole  grate  surface «.  percent. 

7.  Water.heating  surface sq.   f  t. 

8.  Super heating  surface •  * 

9.  Ratio  of  water-heating  surface  to  grate  surface —  to  i. 

10.  Ratio  of  minimum  drafi  area  to  grate  surface i  to  — 

Average  Pressures, 

11.  Steam  pressure  by  gauge Ibs-persq.in. 

12.  Force  of  draft  between  damper  and  boiler ins.  ol  water 

13.  Force  of  draft  in  furnace *'  ** 

14.  Force  of  draft  or  blast  in  ash  pit **  * 

Average   Températures» 

15.  Of  external  air deg. 

16.  Of  fireroom ** 

17.  Of  steam •* 

18.  Of  feed  water  entering  heatcr •' 

19.  Of  feed  water  entering  economizer •* 

20.  Of  feed  water  entering  boiler " 

21.  Of  cscaping  gase^  from  boiler " 

22.  Of  escaping  gases  from  economizer *' 

♦  The  items  printed  in  italics  correspond  10  ihe  items  in  the  "  Short  Form  of  Code." 
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Fuel. 

23.  Sîze  and  condition 

24.  Weight  of  wood  used  in  lighting  iire Ibs. 

25.  l^'eij^ht  of  coal  as  fired^ " 

26.  Percentage  of  moisture  in  coal  \ per  cent. 

27.  Total  weight  of  dry  coal  consumed ^ Ibs. 

28.  Total  ash  and  refuse 

29.  Quality  of  ash  and  refuse 

30.  Total  combustible  consumed Ibs. 

3 1 .  Percentage  of  ash  and  refuse  in  dry  coal per  cent. 

Proximate  Analysis  of  Coal, 

Of  Coal.  Of  Com  bust  1  ble. 

32.  Fixed  Carbon percent.        percent- 

33.  Volatile  matter **  ** 

34.  Moisture • **  

35.  Ash **  


100  per  cent.     100  per  cent. 

36.  Sulphur,  separately  determined "  •* 

Ultimate  Analysis  of  Dry  Coal, 
(Art.  XVII..  Code.) 

Of  Coal.       Of  Combustible. 

37.  Carbon  (G) percent.        percent. 

38.  Hydrogen(H) " 

39.  Oxygen(O) 

40.  Nitrogen(N) 

41.  Sulphur  (S) •* 

42.  Ash *•  


100  per  cent.     100  per  cent. 

43.  Moisture  in  sample  of  coal  as  received '*  '* 

Analysis  of  Ash  and  Refuse, 

44.  Carbon ^ . .        per  cent. 

.45.   Earthy  matter '* 

Fuel  per  Hour, 

46.  Dry  coal  consumed  per  hour Ibs. 

47.  Combustible  consumed  per  hour *' 

48.  Dry  coal  per  square  foot  of  grate  surface  per  hour *• 

49.  Combustible  per  square  foot  of  water-heating  surface  per 

hour 

Coloriée  Value  of  uel, 

(Art.  XVII..  Code.) 

30.   Calorific  value  by  oxygen  calorimeter,  per  Ib.  of  dry  coal B.T.U, 

51.    Calorific  value  by  oxygen  calorimeter^  per  Ib.  of  combustible,  •  ** 

52..  Calorific  value  by  analysis.  per  Ib.  of  dry  coal  % •* 

53.  Calorific  value  by  analysis.  per  Ib.  of  combustible  ■ " 

*  Including  équivalent  of  wood  used  in  lighting  the  fire,  not  including  unbumt  coal  virith- 
drawn  from  furnace  at  times  of  cleaninfp  and  at  end  of  test.  One  pound  of  wood  is  taken  to 
(>•  eqiial  too.4  pound  of  coal,  or,  in  case  greater  accuracy  is  desired,  as  havinga  beat  value 
équivalent  to  toe  evaporaiion  of  6  pounds  of  water  from  and  at  21a  degrees  per  pound. 
<6  X  965  7  =  5,794  B.  T.  U.)  The  term  "  as  fired  '*  means  in  its  actual  condition,  including 
moisture. 

t  This  is  the  total  moisture  in  the  coal  as  found  by  drying  it  ariificially,  as  described  la 
Art.  XV.  of  Code. 

X  See  formula  for  calorific  value  under  Article  XVII.  of  Code. 
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Quality  of  Steam, 

54.  Percentage  of  moisure  in  steam pcr  cent» 

55.  Number  of  degrees  of  super heating dcg, 

56.  Quality  of  steam  (dry  steam  =  unity).     (For  exact  déter- 

mination   of  the    factor   of  correction    for    quality  of 
steam  see  Appendix  XVIII.) 

Water, 

57.  Total  weight  of  water  fed  to  boiler  * Ibs. 

58.  Equivalent  water  fed  to  boiler  from  and  at  212  degrees...  *' 
5g.    Water  actually  évaporât ed^  corrected  for  quality  of  steam, ...  ** 

60.  Factor  of  evaporation  f •* 

61.  Equivalent  water  evaporated  into  dry  steam  from  and  at 

212  degrees.}     (Item  59  X  Item  60.) *' 

Water  per  Hour, 

62.  Water  evaporated  per  hour^  corrected  for  quality  of  steam ...  ** 

63.  Equivalent  evaporation  per  hour  from  andat  112  degrees  %,, ,  " 

64.  Equivalent  evaporation  per  hour  from  and  at  212  degrees  per 

square  foot  of  water-heating  surface  % •  •  •  ** 

Horse'Fower, 

65.  Horse-power  devehped.      (34^  Ibs,  of  water  evaporated  per 

hour  into  dry  steam  from  and  at  212  degrees^   equals  one 
horse-power)% H.  P. 

66.  Builders*  rated  horse-power ** 

67.  Percentage  of  builders*  rated  horse-power  developed per  cent.. 

Economie  Results, 

68.  Water  apparently   evaporated  under  actual  conditions  per 

pound  of  coal  as  fired,     (Item  57  -î-  Item  25. ) Ib. 

69.  Equivalent  evaporation  from  and  at  212  degrees  per  pound  of 

coal  as  fired.X     (Item  61  -h  Item  25 .  ) 

70.  Equivalent  evaporation  from  and  at  212  degrees  per  pound  of 

dry  coaLX     (Item  61  -¥-  Item  27 .) ** 

71.  Equivalent  evaporation  from  and  at  212  degrees  per  pound  of 

combustible  J     (/tem  61  ■+-  Item  30.  ) •• 

(If  the  équivalent  evaporation,  Items  69,  70,  and  71,  is  not 
corrected  for  the  quality  of  steam,  the  fact  should  be 
stated.) 

.  Efficiency, 
(Art.  XXI.,  Code.) 

72.  Efficiency  of  the  boiler  ;  heat  absorbed  by  the  boiler  per  Ib,  of 

combustible  divided  by  the  heat  value  of  one  Ib,  of  combuS' 

tible  \ .       per  cent. 

73.  Efficiency  of  the  boiler ^  including  the  grate  ;  heat  absorbed 

by  the  boiler,  ptr  Ib,  of  dry  coal,  divided  by  the  heat  value 

of  one  Ib,  of  dry  coal " 

*  Corrected  for  inequality  of  water  level  and  of  steam  pressure  at  be^i  nning  and  end  of 
test. 

M— h 
t  Factor  of  evaporation  =  - — ,  in  which  Hzxid  h  are  respectively  the  total  heat  in  steam 

065  7 

of  the  average  observed  pressure,  and  in  water  of  the  average  observed  température  of  the 
feed. 

t  The  symbol  **  U.  E",  meaning  *'  Units  of  Evaporation/'  may  be  conveniently  sabstitn- 
ted  for  the  expression  *' Equivalent  water  evaporated  into  dry  steam  iromand  at  X12  degrees,'* 
its  définition  being  given  m  a  fooc-note. 

fi  Held  to  be  the  équivalent  of  30  Ibs.  of  water  per  hour  evaporated  from  100  degrees  Fabr. 
into  dry  steam  at  70  Ibs.  gauge  pressure. 

I  In  al!  cases  where  the  word  combustible  is  used,  it  means  the  coal  withoat  motsture  and 
ash,  but  including  ail  other  constituents.  It  is  the  samc  as  what  is  called  in  Europe  "  coal  dry 
and  free  from  ash.** 
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Cost  of  Evappratitm, 

74.  Cost  of  coal per  ton  of Ibs,  delivered  in  K  (L'^-room $ 

75.  Cost  of  fuel  for  evaporatiog  1,000  Ibs.  of  water  under  ob- 

servée! conditions $ 

76.  Cost  of  fuel  used  for  evaporating  1,000  Ibs,  of  water  from 

and  at  212  degrees $ 

Smoke  Observations, 

Tl,  Percentage  of  smoke  as  observed per  cent* 

78.  Weight  of  soot  per  hour  obtained  from  smoke  meter ouncea. 

79.  Volume  of  soot  per  hour  obtained  from  smoke  meter cub.  in. 

Atethod  of  Firing, 

80.  Kind  of  firing  (spreading,  alternate,  or  coking) 

81.  Average  thickness  of  fire 

82.  Average  intervais  between  firings  for  each  furnace  during 

time  when  fires  are  in  normal  condition. 

83.  Average  interval  between  times  of  levelling  or  breaking  up. 

Analyses  of  the  Dry  Cases, 

84.  Carbon  dioxtde  (COs) •  » .    per  cent» 

85-  Oxygen  (O) •• 

86.  Carbon  raonoxidc  (CO) ** 

87.  Hydrogen  and  hydrocarbons ** 

88.  Nitrogen  (by  différence)  (N) '* 


100  per  cent. 
TABLE   NO.  3. 
Data  and  Results  of  Evaporative  Test,' 
Arranged  in  accordance  with  the  Short  Form  advised  by  the   Boiler  Test 

Committee  of  the  American  Society  of  Mechanical  Engineers.    Code 

of  1899. 
Made  by on boiler,  at to 

détermine 

Kind  of  fuel 

Kind  of  furnace 

Method  of  starting  and  stopping  the  test  ("  standard  "  or  "  alternate,"  Art. 

X.  and  XI..  Code) 

Grate  surface sq.  f t. 

Water-heating  surface ** 

Superheating  surface '* 

Total  Quantitiet, 

1.  Date  of  trial 

2.  Duration  of  trial hours. 

3.  Weight  of  coal  as  fired  * Ibs. 

4.  Percentage  of  moisture  in  coal  * per  cent» 

5.  Total  weight  of  dry  coal  consumed Ibs. 

6.  Total  ash  and  refuse *' 

7.  Percentage  of  ash  and  refuse  in  dry  coal per  cent. 

8.  Total  weight  of  water  fed  to  the  boiler* Ibs. 

9.  Water   actually   evaporated,   corrected    for    moisture   or 

superheat  in  steam " 

10.  Equivalent  water  evaporated  into  dry  steam  from  and  at 

212  degrees* '* 

Hourly  Quantities, 

XX.  Dry  coal  consumed  per  hour Ibs. 

la.  Dry  coal  per  square  foot  of  grate  surface  per  hour ** 

*  Sec  fuot-noies  of  Complète  Form. 
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13.  Water  evaporated  per  hour  corrected  forqualityof  steam.  Ibs. 

14.  Equivalent  evaporation  per  hour  from  and  at  212  degrec.«*  ** 

15.  Equivalent  evaporation  per  hour  from  and  at  212  degrees 

per  square  foot  of  water-heating  surface* •• 

Average  Pressures^  Températures  etc, 

16.  Steam  by  gauge Ibs.persq.in. 

17.  Température  ot  feed  water  entering  boiler deg. 

18.  Température  of  cscaping  gases  from  boiler ** 

ig.   Force  of  draft  hetween  damper  and  boiler ins.  of  water. 

20.   Percentage  of  moisture  in  steam,  or  number  of  degrees  of 

superheating Jf  or  deg. 

Hor  se- Power. 

2T.   Horse-power  developed  (Item  14  ~\-  34J)* H.  P. 

22.  Builders'  rated  horse-power •* 

23.  Percentage  of  builders'  rated  horse-power  developed per  cent. 

Economie  Kesults, 

24.  Water  apparently  evaporated  under  actual  conditions  per 

pound  of  coal  as  fired.     (Item  8 -^  Item  3) Ibs. 

25.  Equivalent  evaporation  from  and  at  212  degrees  per  pound 

of  coal  as  fired.*     (Item  10 -î- Item  3) *• 

26.  Equivalent  evaporation  from  and  at  212  degrees  per  pound 

of  dry  coal.*    (Item  ioh- Item  5) •* 

27.  Equivalent  evaporation  from  and  at  212  degrees  per  pound 

of  combustible.*     [Item  lo -s- (Item  5  —  Item  6)] *' 

(If  Items  25,  26.  and  27  are  not  corrected  for  quality  of 
steam,  the  fact  should  be  stated.) 

Efficiency. 

28.  Calorific  value  of  the  dry  coal  per  pound B.  T.  U. 

29.  Calorific  value  of  the  combustible  per  pound *' 

30.  Efficiency  of  boiler  (based  on  combustible)* per  cent. 

31.  Efficiency  of  boiler,  including  grate  (based  on  dry  coal)....  *• 

Cost  of  Evaporation» 

32.  Cost  of  coal  per  ton  of Ibs.  delivered  in  boiler-room.  .         $ 

33.  Cost  of  coal   required   for   evaporating    1,000  pounds   of 

water  from  and  at  212  degrees $ 

*  See  fooi-notes  of  Complète  Form. 

257»  Précautions  are  to  be  taken  in  ever>'  possible  way  to 
prevent  and  avoid  irregularities  in  the  conduct  of  the  trial  and 
errors  of  observation.* 

In  preparing  for  and  conducting  trials  of  steam-boilers  the 
spécifie  object  of  the  proposed  trial  should  be  clearly  defined 
and  steadily  kept  in  view,  and  as  suggested  by  Mr.  Hoadley — 

(i)  If  it  be  to  détermine  the  efficiency  of  a  given  style  of 
boiler  or  of  boiler-setting  under  normal  conditions,  the  boiler 
brickwork,  grates,  dampers,  flues,  pipes,  in  short,  the  whole  ap- 
paratus,  should  be  carefully  examined  and  accurately  described, 

*  The  appendix  to  the  report  above  quoted  should  be  read  in  this  connection. 
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and  any  variation  fronm  a  normal  condition  should  be  remedied, 
if  possible,  and  if  irrémédiable,  clearly  described  and  pointed  out. 

(2)  If  it  be  to  ascertain  the  condition  of  a  given  boiler  or 
set  of  boilers  with  a  view  to  the  improvement  of  whatever  may 
be  faulty,  the  conditions  actually  existing  should  be  accurately 
observed  and  clearly  described. 

(3)  If  the  object  be  to  détermine  the  relative  value  of  two 
or  more  kinds  of  coal,  or  the  actual  value  of  any  kind,  exact 
equalityof  conditions  should  be  maintained  if  possible,  or, 
where  that  is  not  practicable,  ail  variations  should  be  duly  al- 
lowed  for. 

(4)  Only  one  variable  should  be  allowed  to  enter  into  the 
problem  ;  or,  since  the  entire  exclusion  of  disturbing  variations 
cannot  usually  be  effected,  they  should  be  kept  as  closely  as 
possible  within  narrow  limits,  and  allowed  for  with  ail  possible 
accuracy. 

Blahks  should  be  provided  in  advance,  in  which  to  enter  ail 
data  observed  during  the  test.  The  precéding  instructions 
contain  the  form  used  in  presenting  the  gênerai  results.  Rec- 
ords should  be,  as  far  as  possible,  made  in  a  standard  form,  in 
order  that  ail  may  be  comparable. 

The  observations  must  be  made  by  the  engincer  conduct- 
ing  the  trial,  or  by  his  assistants,  wjth  this  object  distinctly  in 
mind  ;  and  each  should  hâve  a  well-defîned  part  of  the  work 
assigned  him,  and  should  assume  responsibility  for  that  part, 
having  a  distinct  understanding  in  regard  to  the  extent  of 
his  responsibility,  and  a  good  idea  of  the  extent  and  nature 
of  the  work  done  by  his  colleagues,  and  the  relations  of  each 
part  to  his  own.  No  observations  should  be  permitted  to  be 
made  by  unauthorized  persons  for  entrance  upon  the  log  ; 
and  no  duties  should  be  permitted  to  be  delegated  by  one  as- 
sistant to  another,  withou.t  consultation  and  distinct  under- 
standing with  the  engineer  in  charge.  The  trial  should,  wher- 
ever  possible,  be  so  cpnducted  that  any  error  that  may  occur  in 
the  record  may  be  detected,  checked,  or,  if  advisable,  removed, 
by  some  process  of  mutual  vérification  of  related  observations. 
It  is  in  this  direction  that  the  use  of  graphical  methods  of  rec- 
ord and  automatic  instruments  hâve  greatest  value. 
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Several  methods  of  weighing  fuel  hâve  been  found  very  satis- 
factory,  but  it  should  be  an  essential  feature  that  the  weights 
shall  be  made  by  one  observer  and  checked  by  another,  at  as 
distant  a  point  as  is  convenient.  The  weighing  of  the  fuel  by 
one  observer  at  the  point  of  storage,  and  the  record  at  that 
point  of  times  of  delivery,  as  well  as  of  weights  of  each  lot,  and 
the  tallying  of  the  number  and  record  of  the  time  of  receipt  at 
the  f umace-door,  will  be  usualiy  found  a  safe  System.  The  fail- 
ure  to  repord  any  one  weight  leads  to  similar  error,  and  can 
only  be  certainly  prevented  by  an  effective  method  of  double 
observation  and  check. 

The  same  remarks  apply,  to  a  considérable  extent,  to  the 
weighing  of  the  water  fed  to  the  boiler.  A  careful  arrangement 
of  weighing  apparatus,  a  double  set  of  observations,  where  pos- 
sible, and  thus  safe  checks  on  the  figures  obtained,  are  essential 
to  certainty  of  results.  With  good  observers  at  the  tank,  and 
with  small  demand  for  water,  a  single  tank  can  be  used  ;  but 
two  are  préférable  itV-^i^  cases,  and  three  should  be  used  if  the 
work  demands  very  large  amounts  of  feed-water,  as  at  trials  of 
very  large  boilers,  or  of  "  batteries.**  The  more  uniform  the 
water-supply,  as  well  as  the  more  steady  the  firing,  the  less  the 
liability  to  mistake  in  making  the  record. 

The  two  blanks  which  follow  were  prepared  by  the  Author 
for  use  in  laboratory  as  well  as  professional  work. 

258.  The  Results  of  Trials  actually  conducted  under  ac* 
ceptable  conditions,  and  with  ail  the  précautions  which  hâve 
been  advised,  are  illustrât ed  by  the  following  examples  : 

The  first  case  was  a  trial  which  was  carried  out  in  ac- 
cordance  with  the  above  programme.  The  measurements  of 
the  feed-water  were  made  by  passing  the  water  through  a 
Worthington  mètre  iritô  two  wooden  tanks  located  on  Fair- 
banks  Standard  Platfortii  Scales.  The  pipe  connections  were 
so  arranged  that  one  tank  could  be  fiUed  and  weighed 
while  the  other  tank  was  being  emptied  into  the  boiler. 

Each  tank  was  filled  once  every  half  hour.  As  soon  as  the 
tank  was  full  and  the  pumping  into  the  boiler  commenced,  the 
température  of  the  feed-water  was  taken  by  sensitive  ther- 
mometers  reading  to  one-tenth  of  a  degree. 
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The  measurements  of  the  coal  were  effected  by  weighing 
the  coal  previous  to  îts  being  wheeled  into  a  pile  in  the  coal- 
room.  The  second  weighing  was  made  when  the  coal  was  fed 
înto  the  furnace.  As  far  as  it  was  possible,  the  furnace  was 
supplied  with  coal  at  intervais  of  every  half  hour,  so  as  to 
correspond  as  nearly  as  could  be  to  the  feeding  of  the  water. 

After  the  completion  of  the  test,  a  careful  analysis  of  the 
coal  was  made,  to  détermine  upon  a  sufBciently  large  scale  its 
calorific  power  and  the  quantity  of  contained  moisture.  The 
steam  from  the  boiler  was  condensed  by  means  of  a  contînu- 
ously  acting  calorimeter,  formed  by  placing  four  tanks  on 
Fairbanks  Standard  Platform  Scales.  The  steam  from  the 
boiler  was  passed  through  a  surface-condenser  having  a 
condensing  surface  of  63 1  sq.  ft.  As  fast  as  the  steam  was  con- 
densed from  the  boiler  it  was  received  in  small  tanks  located 
on  platform-scales.  Thèse  tanks  were  siaiilar  in  size  to  the 
feed-water  tanks,  and  were  so  arranged  as  to  be  filled  and 
emptied  once  every  half  hour,  one  tank  receiving  the  condensed 
water  from  the  boiler  while  the  other  was  being  emptièd. 

The  condenser  was  supplied  with  a  large  volume  of  cold 
water  from  a  weir  just  outside  of  the  works,  and  after  flowing 
through  the  condenser  and  thereby  cooling  the  steam  and 
receiving  therefrom  the  contained  heat,  this  water  was  caught 
in  two  large  tanks  placed  on  platform-scales.  Thèse  tanks  were 
also  arranged  so  that  one  tank  could  be  emptied  while  the 
other  was  being  filled,  and  were  of  sufïicient  capacity  so  as  to 
insure  catching  ail  of  the  water  required  for  half  an  hour*s  run 
in  the  condenser.  The  température  of  the  inlet  water  of  the 
condenser,  of  the  outlet  water,  and  of  the  condensed  steam 
were  carefully  noted  by  means  of  thermometers  reading  to  a 
tenth  of  a  degree.  Readings  of  the  inlet  water  and  of  the 
condensed  steam  were  taken  once  every  half  hour  at  the 
same  time  that  the  quantities  of  the  water  in  the  tanks  were 
weighed.  Inasmûch  as  the  outlet  to  the  condenser  varied 
considerably  in  température,  readings  on  this  were  taken  every 
five  minutes  durîng  the  entire  time  of  the  test.  It  will  thus  be 
seen  that  a  very  correct  average  of  the  amount  of  heat  given  to 
the  condenser  was   obtained.     The   quantity   of   air   supplied 
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by  the  blowers  to  the  fumace  was  measured  by  contînuously 
acting  anemometers  placed  in  the  supply-pipes.  The  readings 
of  the  anemometers  were  checked  by  means  of  the  number  of 
révolutions  of  the  blowers  and  their  cubic  feet  per  révolution. 

The  steam-pressure  was  kept  by  a  recording  pressure^auge, 
which  was  checked  by  an  exceedingly  délicate  and  sensi- 
tive  gauge,  which  previously,  and  subsequently  to  the  test, 
was  carefully  verified  by  means  of  a  mercury  column.  Constant 
records  of  the  hygrometer,  barometer,  and  thermometers,  both 
in  the  boiler-room  and  of  the  external  air,  were  kept  during  the 
entire  period  of  the  test. 

It  will  be  seen  from  the  above,  that  ail  of  the  processes  and 
measurements  were  kept  in  duplicate  in  such  a  way  as  to  afford 
a  constant  check  on  each  other  and  preclude  the  possibility  of 
any  errors. 

Samples  of  steam  were  taken  in  a  small  calorimeter  for  the 
pufpose  of  ascertaining  whether  the  boiler  supplied  wet  steam. 

The  following  is  a  brief  condensed  summary  : 

Effictencv  as  Per  Test,  7.50  a.m.  to  7.50  a.m. 

Total  beat  of  boiler 64,536,613  beat-units. 

Steam 42,933,141  **  **  66.6  per  cent. 

Heat  escapingin  flue-gases....  9,669,036  "  '*  15  •*  " 

Radiated  beat 5,162,939  "  *•  8  *'  " 

Heat  to  vaporize   moisture  in 

coal 14I1372  *'  **  0.2  "  ** 

Heat  to  vaporize  moisture  in 

air  supplied  to  furnace 345i978  **  **  0.4  "  ** 

Leakage 3,531.645  "  "  4.0  "  " 

"      from  pump 127,936  "  "  0.2  **  ** 

Heatabsorbed  by  fire-brick....  2,581,645  **  "  4.0  **  " 

UnaccouDted  for 1,092,941  *'  *'  1.6  '*  " 

In  the  trial  of  an  upright  boiler  reported  on  by  Sir  Frederick 
Bramwell,  in  1876,  coke  being  used  as  the  fuel  and  wood  in 
starting  the  fires,  the  following  data*  were  obtained  : 

Asb  and  moistare 43*  79  Ibs. 

Combustible. 194*46    ** 

Totalfuel 238.25     *' 

Air  used  per  pound  combustible I7i  " 

*  Conversion  of  Heat  into  Work.     Anderson. 
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Heat  generated,  net 2,798,312   B.  T.  u. 

per  Ib.  fuel II.745      "" 

**  •*  available,  net 2,101,700      *'  " 

Water  evaporated 1,620  Ibs. 

The  efficiency  of  the  fumace  was 0.643     ** 

The  balance-sheet  stands  thus  : 

Dr. 

Available  beat 2,101,700  B.  T.  u. 

O. 
Per  Cent. 

88. 29     Heat  expended  in  evaporation 1,855,900   b.  t.  u^ 

7.03     Displacing  atmosphère 147,720      "  ** 

3.35     Loss  by  conduction  and  radiation 70,430 

.05     Heat  in  ashes 1.129 

1.26    Unaccounted  for 25,521 


4f       C« 
<t      «I 


100.00  2,101,700 

The  following  are  data  from  a  trial  of  a  Galloway  boiler> 
as  reported  to  the  Edgemoor  Iron  Co.,  in  the  year  1885^ 
by  Messrs.  G.  N.  Comly  and  R.  Davves,  and  the  efficiency 
too  near  the  theoretical.  maximum  to  be  often  duplicated. 
The  boiler  tested  was  fitted  with  an  **  economizer,"  or  feed- 
water  heater,  and  the  power  developed  was  considerably  under 
its  rating.  The  fuel  was  a  Pennsylvania  bituminous.  The 
draught  was  obtained  by  a  high  chimney,  and  was,  as  shown  in 
the  table,  quite  powerful.  The  tabular  statement  is  mainly 
given  as  illustrating  a  very  compact  form  of  record  of  results. 

TABLE  OF   RESULTS  OF  THE  TEST  OF  A  GALLOWAY  BOILER  AT 
FRANKFORD    JUNCTION,  PHILADELPHIA,  PA. 


in  diameter,  twenty-eight 


Dimensions 

AND 

Proportions: 


AVBRAGE 

Pressures: 


Date  of  Trial     . 
Duration  of  Trial 
Heig:ht  of  Stack 
Boiler,  seven    feet 
feet  long:. 


'  Grate-surface 

Water-heating-surface       .... 
Superheating-surface          .... 
Ratio  of  Water-heating  Surface  to  Grate-sur- 
face       

Economiser    Heating-surface,  per  each   boiler 

'Force  of  Draught,  in  inches,  at   stack  base, 

after  leaving  economizer 
Force  of  Draught,  in  inches,  at  back  of  boiler, 

before  entering  economirer 
Force  of  Draught,  in  inches,  at  front  of  boiler, 

before  entering  économiser 
Absolute  Steam-pressure     .... 
Atraospheric  Pressure,  per  barometer 
t  Steam-pressure  in  boiler,  by  gauge 


April  8th,  1885. 
11^  hours. 
300  feet. 


35.75  sq.  ft 

853 

225  '* 

23.86  to  I  sq.  ft. 
609  sq.  ft. 


.75  ins.  of  watec 
.5625 

.6063 
93575  pounds. 
29.975  mches. 
78.875  pounds. 
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AVERAOE 
TEMPERATURES: 


Fuel: 


Results  of 

Calorimetric 

Tests: 


Water: 


f  Of  External  Air 

Of  Fire-room 

OfSteam 

Of  Chimney-flue,  escaping  gases 

Of  Side-flue^  at  back  end  of  boiler,  escaping 

cases  

Of  Side-flue,  at  front  end  of  boiler,  escaping 


Of  Feed-water 

Of  Feed-water,  after  leaving  economizer,  and 
entering  boiler 

Total  amount  of  Coal  consumed 

Total  Refuse  from  coal 

Moisture  in  Coal 

Total  Combustible 

Dry  Coal  consumed,  per  hour  .... 

Combustible  consumed,  per  hour 

Dry  Coal  consumed,  per  mdicated  horse-power, 
per  hour 

Combustible  consumed,  per  indicated  horse- 
power,  per  hour 


Rate  of 
Combustion: 


'Quality  of  Steam,  dry  steam  being  taken  as 

unity 

Percentage  of  Moisture  in  steam 
^  Number  of  Degrees  superheated 

'  Height  of  Water  in  gauge-glasses 
Total  weight  of  Water  pumped  into  boiler      ^ 
Of  this  there  was  used  as  hot  water    . 
Converted  into  Steam 
Water  actually  evaporated,  corrected  for  qual- 
ity  of  steam. 


Equivalent  Water  evaporated  into  dry  steam 

from  and  at  312**  F.    .  .  '     . 

Percentage  of  increase  of  Evaporative  Capacity 

by  using  economizer 

Equivalent  Water  evaporated  into  dry  steam 

from  and  at  2x2*  F.  per  hour     .        •    »    • 
Equivalent  total  Heat  derived  from  fuel,  in 

British  thermal  units 

Equivalent  total  Heat  derived  from  one  pound 

of  dry  coai 

Equivalent  total  Heat  derived  from  one  pound 

of  combustible 


ECONOMIC 

Evaporation: 


'Water  actually  evaporated,  per  pound  of  dry 
coal,  from  actual  pressure  and  température 

Water  actually  evaporated,  per  pound  of  com- 
bustible         

Equivalent  Water  evaporated,  per 
pound  of  dry  coal,  from  and  at 
212®  F 

Equivalent  Water  evaporated,  per 
pound  of  combustible,  from 
and  at  212®  F.      .        .        . 

Equivalent  Water  evaporated.  per 
pound  of  combustible,  from^ 
and  at  212*  F. 


Boiler  and 
Economiser 


together. 


B7  boiler, 
excInsiTe 
of  écono- 
miser. 


TA 
ri 


Dry  Coal  actually  bumed,  per  square  foot  of 
grate-surface,  per  hour        .... 

Consumption  of  dry  {  Per  square  foot  of  grate- 
Coal  per  hour,  coal  J      surface 
assumed  with  onel  Per     square    foot      of 
sixth  refuse,  t  water-heating  surface  . 


58  degrees. 

66 
381 

aoo  " 

360  " 

589  " 

84  " 

155  " 

6925  pounds. 

569  " 

^301  " 

6055  " 

589  " 

538  " 


1.87 


1.73 


1.019984. 

None. 

58  degrees. 

4.63  inches. 
68,i38pounds.. 

2,782 
65,356        " 

66,854        " 

78,112        «• 

6A  per  cent. 
\  6943  pounda. 
I  ix6cubicfeeL. 

75.432885. 

"389. 

.13459^ 


10.093  pounds^ 
11.041       ** 


"•79J 
12.907 
13. 153 


16.46 
18.07 
0.745 
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Rate  op 

EVAPORATION: 


Water  evaporated  from  and  at  213*  F.,  per 
square  foot  of  water-heating  surface,  per 
hour 

Water  evaporated,  per  hour,  (  Per  square  foot 
from  température  of  of  gjate-surface 
ICO»  F.  into  steam  of-j  Per  square  foot 
seventy  pounds'  gauge-  of  water-heat> 
pressure,  (^  ing  surface 

Horse-power  of  engine,  as  per  indicator-cards 

taken  on  day  of  boiler-test 

Kind  of  Coal  uséd 

Condition  of  Chimney-damper .... 
Cleaned  fîres,  number  of  times  on  each  fur- 

nace  during  the  test 


8.IJ9  pounda. 
168.9  " 

7.079       *• 


IX. 45  horse-power. 

icean  bituminous. 

58  p.c.  of  fuUopen'g; 


6c( 


In  trials  conducted  by  the  Author,  for  a  committee  of  the 
American  Institute,  of  which  he  was  chairman,  in  testing  a 
number  of  différent  types  of  boiler,*  a  surface-condenser  was 
employed  to  condense  ail  steam  made,  and  results  thus  for  the 
first  time  obtained  which  gave  exact  measures  of  net  efBciency, 
the  quality  of  ail  steam  made  being  determined. 

In  calculating  the  results  from  the  record  of  the  logs,  the 
committee  first  determined  the  amount  of  heat  carried  away  by 
the  condensing  water  by  deducting  the  température  at  which  it 
entered  from  that  at  which  it  passed  off.  To  this  quantity  is 
added  the  heat  which  was  carried  away  by  evaporation  from 
the  surface  of  the  tank,  as  determined  by  placing  a  cup  of 
water  in  the  tank  at  the  top  of  the  condenser  at  such  height 
that  the  level  of  the  water  inside  and  outside  the  cup  were  the 
same,  noting  the  différence  of  températures  of  the  water  in  the 
cup  and  at  the  overflow,  and  the  loss  by  evaporation  from  the 
cup.  The  amount  of  evaporation  from  the  surface  of  the 
water  in  the  cup  and  in  the  condenser,  which  latter  was  ex- 
posed  to  the  air,  was  considered  as  approximately  proportional 
to  the  tension  of  vapor  due  their  températures,  and  was  so 
taken  in  the  estimate.  The  excess  of  heat  in  the  water  of  con- 
densation over  that  in  the  feed-water  also  evidently  came  from 
the  fuel,  and  this  quantity  was  also  added  to  those  already 
mentioned. 


♦  See  Transactions.  1871;  also,  Report  on  Mechanical  Engineering  at  Vienna 
International  Exhibition,  1S73,  R.  H.  T. 
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The  total  quantities  were,  in  thermal  units,  as  foUows: 

A 34.072,058.00 

B 48,241,833.60 

C 24,004,601.14 

D 38,737.217.57 

E ii»95i,oo2.io 

Thèse  quantities,  being  dividèd  by  the  weight  of  combus- 
tible used  in  each  boiler  during  the  test,  will  give  a  measure  o» 
their  relative  economical  efBciency  ;  and,  divided  by  the  num- 
ber  of  square  feet  of  heating-surface,  will  indicate  their  relative 
capacity  for  making  steam.  But  as  it  was  the  intention  of  the 
committee  to  endeavor  to  establish  a  practically  correct  meas- 
ure that  should  serve  as  a  standard  of  comparison  in  subséquent 
trials,  it  was  advisable  to  correct  thèse  amounts  by  ascertaining 
how  and  where  errors  hâve  entered,  and  introducing  the  proper 
correction.  There  were  two  sources  of  error  that  are  considered 
to  hâve  affected  the  resuit  as  above  obtained.  The  tank  being 
of  wood,  a  considérable  quantity  of  water  entered  it,  leaked  out 
again  at  the  bottom,  without  increase  of  température,  instead 
of  passing  through  the  tank  and  carrying  away  the  heat,  as  it 
is  assumed  to  hâve  done  in  the  above  calculation.  The  meters 
also  registered  rather  more  water  than  actuaily  passed  through 
them,  and  this  excess  assists  in  making  the  above  figures  too 
liigh.  The  sum  of  thèse  errors  the  committee  estimated  at 
4  per  cent  of  the  total  quantity  of  heat  carried  away  by  the 
condensing  water.  The  other  two  quantities  were  considered 
very  nearly  correct. 

Making  thèse  déductions,  we  hâve  the  following  as  the  total 
heat,  in  British  thermal  units,  which  was  thrown  into  the  con- 
<Ienser  by  each  boiler  : 

A 32,751.835.34 

B 46,387,827.10 

C 23,066,685.39 

D 37.228.739.07 

E 11.485.777.35 

That  the  figures  thus  obtained  are  very  accurate,  îs  shown 
by  calculating  the  heat  transferred  to  the  condenser  by  the 
nhe  boilers  marked  A  and  B  (both  of  which  superheated  their 
33 
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steam),  by  basing  the  calculation  on  the  température  of  the 
steam  in  the  boiler,  as  given  by  the  thermometer,  the  results 
thus  obtained  being  32,723,681.76  and  46,483,322.5,  respec- 
tively. 

Dividing  thèse  totals  by  the  pounds  of  combustible  con- 
sumed  by  each  boiler,  we  get  as  the  quantity  of  heat  per  pound, 
and  as  a  measure  of  the  relative  économie  efficiency  : 

A 10,281.53 

B 10.246.92 

C 10,143.66 

D 10,048.24 

E 10,964.94 

Determining  the  weight,  in  pounds,  of  water  evaporated  per 
square  foot  of  heating-surface  per  hour,  we  get  as  a  measure  of 
the  steaming  capacity  : 

A 2.65 

B 3.59 

C 2.83 

D 3.10 

E 1.92 

The  quantity  of  heat  per  pound  of  combustible,  as  above 
determined,  being  divided  by  the  latent  heat  of  steam  at  212^ 
Fahrenheit  (966°.6),  gives  as  the  équivalent  evaporation  of 
water  at  the  pressure  of  the  atmosphère,  and  with  the  feed  at  a 
température  of  212°  Fahrenheit: 

A 10.64 

B 10.60 

C 10.49 

D 10.40 

E 10.34 

For  gênerai  purposes  this  îs  the  most  useful  method  of  com- 
parison  for  economy. 

The  above  figures  afford  a  means  of  comparison  of  the 
boilers,  irrespective  of  the  condition  (wet  or  dry)  of  the  steam 
furnished  by  them.  Ail  other  things  being  equal,  however, 
the  committee  consider  that  boiler  to  excel  which  furnrshes  the 
driest  steam  ;  provided  that  the  superheating,  if  any,  does  not 
exceed  about  100''. 
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In  this  trial  the  superheating  was  as  foUows  : 

A i6Vo8 

B 13'. 23 

C o. 

D o. 

E o. 

As  the  boilers  C,  D,  E  did  not  superheat,  it  became  an  inter- 
esting  and  important  problem  to  détermine  the  quantity  of 
water  carried  over  by  each  with  the  steam.  This  we  are  able, 
by  the  method  adopted»  to  détermine  with  great  facility  and 
accuracy. 

Each  pound  of  saturated  steam  transferred  to  the  côndens- 
ing  water  the  quantity  of  heat  which  had  been  required  to 
raise  it  from  the  température  of  the  water  of  condensation  to 
that  due  to  the  pressure  at  which  it  left  the  boiler, ////j  the  heat 
required  to  evaporate  it  at  that  température.  Each  pound  of 
water  gives  up  only  the  quantity  of  heat  required  to  raise  it 
from  the  température  of  the  water  of  condensation  to  that  of 
the  steam  with  which  it  is  mingled.  The  total  amount  of  heat 
is  made  up  of  two  quantities,  therefore,  and  a  very  simple 
algebraic  équation  may  be  constructed  which  shall  express  the 
conditions  of  the  problem  : 

Let 

H  =  heat-units  transferred  per  pound  of  steam. 

h  =  heat-units  transferred  per  pound  of  water. 

U  =  total  quantity  of  heat  transferred  to  condenser. 

W  =  total  weight  of  steam  and  water,  or  of  feed-water. 

X  =  total  weight  of  steam. 
W—x  =  total  weight  of  water  primed. 

Then 

I/x -\- Jt{W  -  x)  =  U;  oxx  =  jj . 

Substituting  the  proper  values  in  this  équation,  we  deter* 
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mine  the  absolute  weights  and  percentages  of  steam  and  water 
delivered  by  the  several  boilers  as  follows  : 


Weiflrht  of  Steam. 

Weightof  Water. 

Percentage  of  Water 

Primed  to  Water 

Evaporated. 

A 

27,896. 
39.670. 
19.782.94 

31.663.35 
9.855.6 

0. 

0. 

645.06 

.    2,336.65 

296.9 

0. 

B     

0. 

c 

3.26 

6.9 

3. 

D 

E     

And  the  amount  of  water,  in  pounds,  actually  evaporated 
per  pound  of  combustible  : 


A. 
B. 
C. 
D. 
E. 


8.76 
8.76 
8.70 

8.55 
9.41 


Comparing  the  above  results,  the  committee  were  enabled 
to  State  the  following  order  of  capacity  and  of  econoimy  in  the 
boilers  exhibited,  and  their  relative  percentage  of  useful  effect,. 
as  compared  with  the  economical  value  of  a  steam-boiler  that 
should  utilize  ail  of  the  heat  contained  in  the  fuel  : 


Steamingr  Capacity. 

Ecoaomy  of  Fuel. 

Percentage 

of 

Economical  Effect 

A 

No.  4 
No.  I 
No.  3 
No.  2 
No.  5 

No.  2 
No.  3 
No.  4 
No.  5 
No.  I 

0.709 
0.707 
0.699 
0.693 
0.756 

B 

C ; 

D 

E 

The  results  obtained  as  above,  and  other  very  useful  déter- 
minations derived  from  this  extremely  interesting  trial,  were 
given  in  the  table,  as  a  valuable  standard  set  of  data  with  which 
to  compare  the  results  of  future  trials,  and  as  a  useful  aid  in 
judging  of  the  accuracy  of  statements  made  by  boiler-venders 
in  the  endeavor  to  effect  sales.  (See  Appendix  for  a  sample 
report  on  a  more  récent  trial.) 

Mr.  Drewitt  Halpin  found  the  following  net  results  of  test  of 
a  variety  of  English-built  boilers  : 
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No. 


X9 


Dbscription  op 

BOILBR. 


Field  . 
Field  . 
Field  . 
Portable  ' 
Portable  (..5 
Portable  | 
Portable 
Lancashire . 
Lancashire 
Lancashire. 

Tacketed 

Lancashire 

Compound 

Loco.  (Webb)... 
Loco.  (Marie)... 
Loco.  ) 
Loco. 
Loco. 
Loco.  } 
Torpédo  . 
Torpédo  . 
Torpédo  . 
Torpédo  . 


POUNDS   Watbr 
EVAPORATBD. 


OX 

|ll 


Coke.. 


a.aS 
3.57 

a. 90 

3  56 
"•57 

\% 

4.70 
«•57 

9-83 
.  4.6a 
ia.57 

7.39 
ta -54 
14.86 
17.90 
90.74 


Ml 


8.83 
10.83 
xo  93 
10.33 
10.49 
11. 81 

9-93 
ia.83 

9.89 
xa.25 

7-7 
10.9 

11.51 
10.  a8 
10.65 

8.23 

8.94 
10.  ox 
II. a 

7.78 
7.49 


Thermal  Units. 


1 


14.718 
14,718 
14,718 

«5.7»5 
13.833 
i5.7«5 
14.805 

X5.7>5 
14,296 
14,004 
14. 600 
J3'550 
«3i550 
>3i550 
i3i55o 
I4.7a7 
14*727 
14.737 
14.737 


2"3 


ex:x:  S. 
H 


4.4Ï4 
a.aoa 
9,482 
1,468 
3*183 
1,700 
3438 
1.516 

1,816 
4.505 
3*483 
i»38i 
9i495 
4.463 
13,14a 
i|.363 
6,530 
7.138 
13,113 
«4,354 
17.39» 
ao.034 


I 


8,539 
10,461 

10.133 

IX. 408 
9.593 

13,393 
9-553 

11.833 
7.500 

10,539 

II. 135 

9.930 
10,387 
7.940 
8,636 
9,669 
10,819 
8,085 
7,533 
7,835 
6,800 


H 


77 

'S 

i  75 
50 
67 
78 

1  70 
58 

I  63 
71 
77 
54 
51 

? 


Il  w 
îi  w  « 


98,356 
148.444 

118.348 
108.348 

185,84» 

136.200 
239.750 

166,394 
107,718 
664.650 
313,340 

463,630 
549-096 
654,103 
733,054 
847.359 
931,564 


In  tables  in  the  Appendix  will  be  found  records  of  numer- 
ous  instructive  boîler-trials  by  Isherwood,  Kennedy,  Donkin, 
and  others,  and  of  the  trial  of  a  "  mechanical  stoker  "  by  Coxe. 

259.  The  Quality  of  Steam  made  in  any  boiler,  or  as  sup- 
plied  to  an  engine,  is  hardly  less  important  than  the  quantity. 
When  the  steam  is  required  for  heating  purposes  simply,  or 
even  when  ail  the  heat  issuing  as  waste,  necessary  or  other, 
from  the  exhaust-ports  of  a  non-condensing  engine  cylinder 
can  be  utilized  for  useful  and  paying  purposes,  this  is  a  matter 
of  no  importance;  but  when  it  is  essential  that  loss  in  the 
engine  shall  be  made  a  minimum,  and  that  the  engine  shall 
hâve  maximum  efBciency,  the  quality  of  the  steam  becomes 
exceedingly  important.  Dry  steam  is  very  much  more  efficient 
as  a  working  substance  in  the  steam-engine  than  wet  ;  since, 
where  the  latter  is  supplied  from  the  boiler,  the  waste  by 
cylinder-condensation  is  greatly  increased — and  so  greatly  that 
the  more  obvious  direct  loss  by  the  passing  of  heat  through 
the  engine  in  unavailable  form,  hot  water  acting  as  its  vehicle, 
becomes  comparatively  small.    The  détermination  of  the  quality 
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of  steam  by  any  boiler  is  thus  as  important  as  the  measure  of 
its  apparent  evaporation. 

The  différence  between  the  apparent  and  the  actual  evapo- 
ration  is  often  very  great.     A  good  boiler  properly  managed 
will    usuaily  "  prime"  less  than    five    per    cent,   even   though 
having   no   superheating-surface,  and  less   than  two  per  cent 
may  usuaily  be  hoped  for.     Steam  is  often  made  practically 
dry.     But  a  hard-worked  boiler,  or  one  having  defective  circu- 
lation, will  often  prime  ten  or  twenty  per  cent  ;  and  cases  hâve 
been  found  in  the  expérience  of  the  Author  in  which  the  quan 
tity  of  water  carried  out  of  the  boiler  by  the  current  of  steam  ex* 
ceeded  the  weight  of  the  steam  itself.     It  has  thus  happened 
that,  where    no   measure  of  this  defect   has   been   made,  the 
apparent  evaporation  only  being  reported,  the  quantity  of  water 
said  to  hâve  been  evaporated  has  equalled,  and  sometimes  has 
even  greatly  exceeded,  the  theoretically  possible  evaporation  of 
an  absolutely  perfect  boiler.     It  is  thus  essential  that,  whenthe 
apparent  evaporation  has  been  determined  by  trial,  the  quantity 
of  water  entrained  with  the  steam  be  measured  and  deducted.  and 
then   real  evaporation   thus  ascertained   and  reduced   for   the 
standard  conditions.     Under  ordinarily  good  conditions,  a  real 
evaporation  of  ten  or  eleven  times  the  weight  of  the  fuel,  cor- 
responding  to  an  efïiciency  of  0.75  to  0.80,  represents  the  best 
practice,  and  a  real  evaporation  of  twelve  of  water  by  one  of 
•combustible,   from    and    at    the    boiling-point.      Superheating 
moderately  produces,  usuaily,  large  gains  at  the  engine.     Dif- 
ficulties  at  the  engine,  formerly  serious,  are  now  removed  ;  but 
they  are   not   yet   completely  conquered   at  the  boiler.     (See 
Appendix,  p.  868.) 

Trials  not  including  calorimetric  measurement  of  the  water 
entrained  with  the  steam  are  comparatively  valueless,  and 
should  be  rejected  in  any  important  case.  Reports  of  extra- 
ordinary  economy  are  often  based  on  this  kind  of  error.  The 
experiments  of  M.  Hirn  at  Mulhouse  showed  an  average  of  about 
5  per  cent  prinriing  ;  Zeuner  makes  it  appïoximately  from  7^  to 
15  per  cent;  while  the  experiments  of  the  Author  at  the 
American  Institute  in  1871  give  from  3  toô.g  per  cent. 
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A  recently  devised  method  of  measuring  the  amount  ot 
tnoisture  in  the  steam  is  to  introduce  into  the  boiler  with  the 
feed-water  sulphate  of  soda,  and  at  intervais  to  draw  from  the 
lower  gauge-cock  a  small  amount  of  water,  and  also  from  the 
steam,  condensing  either  by  a  coil  of  pipe  in  water  or  a  small 
pipe  in  air.  A  chemical  analysis  gives  the  proportion  of  sul- 
phate of  soda  in  each  portion,  and  the  quotient  of  the  propor- 
tion of  sulphate  of  soda  in  the  portion  from  the  steam  by  the 
proportion  in  that  from  the  water  gives  the  ratio  of  water 
entrained,  as  steam  does  not  carry  sulphate  of  soda,  which  is 
only  brought  over  by  the  hot  water  entrained.  This  method 
was  used  by  Prof  essor  Stahlschmidt  at  the  Diisseldorf  Exhibi- 
tion  Trials.     (Sec  Appendix  for  Wilson's  method.) 

260.  The  Calorimeters  used  in  determining  the  quantity 
of  moisture  in  steam  hâve  several  forms,  widely  difFering  in 
construction,  and  to  some  extent  in  value.  They  nearly 
ail  embody  the  same  principles,  however.  The  objects  sought 
to  be  attained  in  their  construction  are:  The  exact  measure- 
ment  of  the  weight  of  steam  received  by  them  from  the  boiler, 
and  of  its  température  and  pressure  at  the  boiler  ;  the  détermi- 
nation of  the  weight  of  water  used  in  its  condensation  and 
the  range  of  température  through  which  it  is  raised  in  the 
opération  ;  the  réduction  of  wastes  of  heat  in  the  calorimeter 
to  a  minimum,  and  the  exact  measurement  of  that  waste.  Con- 
sult  Appendices  for  Coal  Calorimetry. 

T/ie  Barrel  or  Tank  Caloritruter  as  employed  by  the 
Author,  is  the  simplest  form  of  this  instrument  which  has  been 
•employed.  It  consists  of  a  strong  barrel  or  tank,  of  hard  wood, 
absorbing  little  of  either  water  or  heat,  and  having  a  movable 
cover.  This  tank  is  mounted  on  platform-scales  capable  of 
accurate  adjustment  and  having  as  fine  readings  as  possible.  It 
is  filled  with  water  to  within  about  one  fourth  its  height  from 
the  top,  and  the  steam  is  led  into  it  through  a  rubber  tube  or 
hose  of  sufficient  capacity  to  supply  the  steam  to  the  amount 
of  one  eighth  or  one  tenth  the  weight  of  the  water  in  three 
or  five  minutes.  A  steam-gauge  of  known  accuracy  gives  the 
boiler-pressure,  and  the  corresponding  température  and  total 
Jieat  of  the  steam  are  ascertained  from  the  steam-tables. 
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In  using  thîs  apparatus  the  steam  is  rapîdly  passed  înto  the 
mass  of  water  contained  in  the  tank,  until  the  scales  show 
that  the  desired  quantity  has  been  added.  The  steam  is  so 
dîrected  by  varying  the  position  of  the  end  of  the  tube,  and 
by  inserting  it  so  deeply  in  the  water  that  the  whole  mass  is 
very  thoroughly  stirred,  and  a  very  perfect  mixture  secured  of 
condensing  water  with  the  water  of  condensation  ;  and  so  that 
the  températures  indicated  by  the  inserted  thermometer  shall 
be  the  real  mean  température  of  the  mass.    The  weights  and 


FiG.  ii8.— Thb  Calorimstul 

températures  are  then  inserted  in  the  log  of  the  triai,  as  below». 
and  the  proportion  of  water  brought  over  with  the  steam  is 
thence  easily  calculable.  The  thermometers  employed  usually^ 
read  to  tenths  of  a  degree  Fahrenheit,  or  to  twentieths  of  a 
centigrade  degree,  accordingly  as  the  one  or  the  other  scale  is- 
employed.  Readings  must  be  made  with  the  greatest  pos- 
sible accuracy,  and  in  sufBcient  number  to  insure  a  satis- 
factorily  exact  mean.  With  good  thermometers  and  scales, 
a  reliable  gauge,  apd  care  in  opération,  good  results  can  be 
obtained  by  averaging  a  séries  of  trials.* 

The  Him  Calorimeter  is  substantially  the  same  as  the 
above,  with  the  addition  of  an  apparatus  for  stirring  the  water 

*  Report  on  Boiler  Trial,  Trans.  A.  S.  M.  £.  1884,  vol.  vi. 
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in  the  tank  to  insure  thorough  mixture  and  readings  of  tem- 
perature  of  condensing  water  exactly  représentative  of  the  true 
mean  température  of  the  mass  after  the  introduction  of  the 
steam.  This  is  not  an  essential  feature  of  the  apparatus,  if  the 
Author  may  judge  by  his  own  expérience,  provided  the  jet  of 
entering  steam  is  so  directed  as  to  cause  rapid  circulation. 
No  stirring  apparatus  couid  operate  more  eflfîciently  than 
the  force  of  the  steam  itself,  properly  directed.  Hirn  was 
probably  the  first  (1868)  to  attempt  the  détermination  of  the 
quality  of  steam  as  delivered  from  steam-boilers.*  A  similar 
apparatus  was  used  at  the  trials  of  the  Centennial  International 
Exhibition,  Philadelphia,  iS/ô.f 

261.  The  Theory  of  the  Calorimeter  is  as  follows::|: 
Each  pound  of  saturated  steam  transferred  to  the  condens- 
ing water  the  quantity  of  heat  which  had  been  required  to 
raise  it  from  the  température  of  the  water  of  condensation  to 
that  due  to  the  pressure  at  which  it  left  the  boiler,  plus  the  heat 
required  to  evaporate  it  at  that  température.  Each  pound  of 
water  gives  up  only  the  quantity  of  heat  required  to  raise  it 
from  the  température  of  the  water  of  condensation  to  that  of 
the  steam,  with  which  it  is  mingled.  The  total  amount  of 
heat  is  made  up  of  two  quantities,  therefore,  and  a  very  simple 
algebraic  équation  may  be  constructed,  which  shall  express  the 
conditions  of  the  problem  : 

Let,  as  in  §  258, 

H  =  heat-unîts  transferred  per  pound  of  steam  ; 
h  =  heat-units  transferred  per  pound  of  water  ; 
U  =  total  quantity  of  heat  transferred  to  condenser  ; 
w  =  total  weight  of  steam  and  water,  or  of  feed-water  ; 
X  =  total  weight  of  steam  ;   W  =  condensing  water  ; 
w  —  X  =:  total  weight  of  water  primed. 

♦  Bulletin  de  la  Société  Industrielle  de  Mulhouse,  1868-9. 

f  Reports  of  Judges,  vol.  vi. 

X  First  published  by  the  Author,  who  had  not  then  become  aware  of  the  woric 
done  by  M.  Hirn,  in  Trans.  Am.  Inst.  Report  on  Boiler  Trial,  1871.  Sec 
also  Vienna  Reports,  vol.  iii.  p.  123. 
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Then 


U 
Hx  +  h{^  —  x)=.  U;    or    x  = 


h       ^"      U  -wh 


H  H  -h  ' 

Substituting  the  proper  values  in  this  équation,  we  deter- 
mine  the  absolute  vveights  and  percentages  of  steam  and  water 
delivered  by  the  boilçr. 

Or,  let 

Q  =  quality  of  the  steam,  dry  saturated  steam  being  unity  ; 
H^  =  total  heat  of  steam  at  observcd  pressure  ; 
r  =     "         "     "  water 

A'  =     "         "     "  condensing  water,  original  ; 
/i^   =    "         "     "  "  "      final. 

And  we  hâve  the  équivalent  expression,  as  written  by  Mr. 
Kent, 

The  value  of  the  quantity  l/is  obtained  by  multiplying  the 
weight  of  water  in  the  calorimeter  originally  by  the  range  of 
température  caused  by  the  introduction  of  the  steam  from  the 
boiler.  Mr.  Emery  employs  another  form,  as  below,  in  which 
Q  is  the  quality  of  steam  as  before  ;  IV  the  weight  of  con- 
densing water  ;  zv  the  weight  added  from  the  boiler  ;  T  the 
température  due  the  steam-pressure  in  the  boiler  ;  /  the  initial 
and  /,  the  final  température  of  the  calorimeter  ;  /  the  latent 
heat  of  evaporation  of  the  boiler-steam  ;  and  x  the  weight  of 
steam  corresponding  to  /.     Thus, 


and 

X  _W{t,-t)-w(T-t,)^ 
^       w  Iw 
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If  Q  exceeds  unity,  the  steam  is  superheated  by  the  amount 


0.48 


=  2.0833/(0-1);^ 


and  if  less  than  unity,  the-priming  is,  in  per  cent,  100(1  —  0. 
262.  Records  of  calorimetric  tests  should  be  even  more 
carefully  and  more  frequently  made  than  in  any  other  part  of 
the  tvork  of  a  boiler-trial.  The  following,  from  work  conducted 
by  the  Author,  illustrâtes  the  method.  The  symbols  relate  to 
the  first  of  the  above  formulas. 

PRIMING  TESTS. 


]V 

w 

T 

T 

. 

i 

S 

1 

à 

Je  e» 

II 
n 

"S 

11 

II 

-a 

P 

H~  T 

•w 

T^  T 

/ 

1 

100 

2QO 

10 

50.8 

83.4 

1185.0 

IOOI.6 

29 

32.6 

875.4 

.06 

100 

290 

27.5 

50.8 

138.8 

1185.0 

1046.2 

10.5 

88 

875.4 

.13 

100 

327.5 

10 

55.8 

85,8 

1185.0 

1099.2 

32.75 

30 

875.4 

.13 

100 

327.5 

15 

55.8 

100.2 

1185.0 

1084.8 

21.83 

44.4 

875.4 

.13 

100 

332.0 

10 

99.2 

125.6 

1185.0 

959-4 

33.2 

26.4 

875.4!    .09 

100 

332.0 

I5i 

99.2 

139.2 

1185.0 

945.8 

21. 1 

40.0 

875.4     .10 

100 

315.0 

15 

56.2 

102.8 

1185.0 

1082.2 

21.0 

46.6 

875.4     .11 

100 

315.0 

25 

56.2 

130.0 

1185.0 

1055  0 

12.6 

73.8 

875-4!     13 

1 

The  boiler  was  a  water-tubuiar  boiler,  which  was  not  so 
handled  as  to  give  as  dry  steam  as  was  desired  ;  and  one  object 
of  the  triai,  of  which  the  above  is  a  part  of  the  record,  was  to 
ascertain  how  seriously  was  the  quality  of  the  steam  affected. 
It  is  seen  that  the  priming  amounted  to  ten  or  twelve  per 
cent,  with  fairly  uniform  figures  through  the  period  of  test 
The  steam  should  hâve  entrained  less  than  half  this  propor- 
tion, had  the  boiler  been  ail  that  was  expected  of  it. 

Errors  of  small  magnitude,  absolutely,  may  greatly  affect 
the  results  of  calculation,  as  is  well  illustrated  by  the  following 
example  presented  by  Mr.  Kent  : 

*  Centennial  Report,  pp.  138-9. 
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Assume  the  values  of  the  quantities  to  be,  as  read,  column  i  : 


Weight    of    condensing-water,    corrected      lor 

équivalent  of  apparatus,*  W 

Weight  of  condensed  steam,  w 

Pressure  of  steam  by  gauge.  P 

Original  température  of  condensing  water,  /. . 
Final  température  of  condensing  water,  /'..,. 


Obssrvko 
Rbading. 

True 

StSAC!N<5. 

200.5  Ibs. 

200    Ibs. 

r  ■■ 

10.0  •' 
80      •• 

44'.5  " 

45'     " 

I00^5  " 

100"     " 

Amount  of 
Error. 


\  pound. 

2  pounds. 
\  degree. 


Moisture 

Error 

pcr  cent. 

pcr  cent. 

Ç  =  0.9874=  1.26 

=  0. 

Ç=    .9906  =  0.94 

=  0.32 

Q  =  1.0000  =  0.00 

=  1.26 

Ç=    .9880=1.20 

=  0.06 

<?=    .9989  =  0.11 

=  1.15 

Q-  .9994  =  0.06 

=  1.20 

Then  let  it  be  assumed  that  errors  of  instruments  or  of  ob- 
servation hâve  led  to  the  recording  of  slightly  différent  figures 
from  the  true  quantities,  as  given  in  column  2  : 

Substituting  in  the  formula  the  '*  true 

readings,"  we  hâve  for  the  value  of 

Ail  readings  true  except  W  =  200.5, 

"      w  =      9.9, 

''      P  —    78.0, 

"      /     =    44.5, 

"      t'    =  100.5, 

'*        incorrect Ç  =  1.0272  =  (minus)=  3.98 

The  last  case  is  équivalent  to  50.2  degrees  superheating. 

Errors  of  o  \  or  even  0.25  per  cent  in  weights  and  of  tem- 
pérature of  equal  amount  not  infrequently  occur,  probably, 
where  ordinary  instruments  are  employed.  The  errors  due 
to  false  weight  in  measurement  of  the  condensed  steam  are 
liable  to  be  very  serions,  and  it  is  only  by  making  a  considér- 
able number  of  observations  and  obtaining  the  mean  that  re- 
sults  can  be  secured,  ordinarily,  of  real  value. 

263.  The  "  Coil  Calorimeter'*  has  been  devised  to  secure 
more  exact  results  in  the  weighing  of  the  water  of  condensation 
than  can  be  obtained  when  it  is  weighed  as  part  of  the  larger 
mass.  In  this  instrument  a  coil  of  pipe  is  introduced  into  the 
tank  and  serves  as  a  surface-condenser  in  which  the  boiler-steam 
is  received  and  condensed,  and  from  which  it  is  transferred  to 
another  vessel  in  which  it  is  weighed  by  itself  with  scales  con- 
structed  to  weigh  such  small  weights  with  accuracy;  or  the 
coil  is  removed  and  weighed  with  the  Contained  water.     In  the 


♦  Correction  made  only  for  coil  calorimeter  to  be  described. 
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former  case,  drops  of  water  may  adhère  to  the  internai  surfaces 
of  the  coil  and  escape  measurement  ;  in  the  latter,  the  weight 
to  be  determmed  is  increased  by  the  known  weight  of  the  coil, 
and  less  delicacy  of  weighing  becomes  possible. 

The  following  is  Kent's  description  of  his  calorimeter,  which 
îs  of  this  class,  and  has  been  found  to  give  good  results  :  * 

A  surface-condenser  is  made  of  light-weight  copper  tubing 
^''  in  diameter  and  about  50'  in  length,  coiled  into  two  coils, 
one  inside  of  the  other,  the  ou  ter  coil  14"  and  the  inner  10''  in 
diameter,  both  coils  being  1 5"  high.  The  lower  ends  of  the 
•coils  are  connected  by  means  of  a  brazed  T-coupling  to  a  shorter 
coil,  about  5'  long,  of  2"  copper  tubing,  which  is  placed  at  the 
bottom  of  the  smaller  coil  and  acts  as  a  receiver  to  contain  the 
condensed  water.  The  larger  coil  is  brazed  to  a  J"  pipe,  which 
passes  upward  alongside  of  the  outer  coil  to  just  above  the  level 
■of  the  top  of  the  coil  and  ends  in  a  globe-valve,  and  a  short 
elbow-pipe  which  points  outward  from  the  coil.  The  upper 
ends  of  the  two  J''  coils  are  brazed  together  into  a  T,  and  con- 
nected thereby  to  a  J"  vertical  pipe  provided  with  a  globe-valve, 
immediately  above  which  is  placed  a  three-way  cock,  and  above 
that  a  brass  union  ground  steam-tight.  The  upper  portion  of 
the  union  is  connected  to  the  steam-hose,  which  latter  is 
thoroughly  felted  down  to  the  union.  The  three-way  cock  has 
a  pièce  of  pipe  a  few  inches  long  attached  to  its  middie  outlet 
and  pointing  outward  from  the  coil. 

A  water-barrel,  large  enough  to  receive  the  coil  and  with 
some  space  to  spare,  is  lined  with  a  cylindrical  vessel  of  galva- 
nized  iron,  The  space  between  the  iron  and  the  wood  of  the 
barrel  is  filled  with  hair-felt.  The  iron  lining  is  made  to  retum 
over  the  edge  of  the  barrel,  and  is  nailed  down  to  the  outer 
edge  so  as  to  keep  the  felt  always  dry.  The  barrel  is  furnished 
also  with  a  small  propeller,  the  shaft  of  which  runs  inside  of 
the  inner  coil  when  the  latter  is  placed  in  the  barrel.  The 
barrel  is  hung  on  trunnions  by  a  bail  by  which  it  may  be 
raised  for  weighing  on  a  steelyard  supported  on  a  tripod  and 
lifting  lever.     The  steelyard  for  weighing  the  barrel  is  graduated 

♦Trans.  Am.  Soc.  M.  E.  1884. 
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to  tenths  of  a  pound,  and  a  smaller  steelyard  îs  used  for 
weighing  the  coil,  which  is  graduated  to  hundredths  of  a 
pound. 

263a.  The  Peabody  Throttlîng  Calorimeter,  as  désignée 
orîginally,  consisted  of  a  small  vessel  four  inches  in  diameter 
by  six  to  eight  inches  long,  and 
connected  to  the  steam-supply 
with  a  pipe  containing  a  valve,  b, 
used  to  throttle  thç  steam  supplied 
the  calorimeter.  Fig.  118^  shows 
the  original  form  of  the  calorime- 
ter, which  is  arranged  so  that  any 
desired  pressure  less  than  that 
in  the  main  steam-pipe  can  be 
maintained  in  the  calorimeter  A, 
The  pressure  in  the  calorimeter 
is  shown  by  a  steam-gauge  at  g, 
and  the  température  by  a  ther- 
mometer  atZ?;  the  main  steam- 
pipe  is  provided  with  a  drip  at  y, 
to  drain  the  pipe  before  making 
calorimetric  tests.      In  using  the 

calorimeter,  any  desired  pressure  can  be  maintained  in  the 
vessel  A  by  regulating  the  opening  of  the  admission  and  ex- 
haust  valves. 

The  efïect  of  thîs  opération  will  be  to  admit  the  beat  due 
to  high-pressure  steam  into  a  vessel  filled  with  steam  of  lower 
pressure.  The  excess  of  heat  is  utilized  firstly  in  evaporating 
moisture  in  the  original  steam  ;  secondly,  if  there  is  sufficient 
heat  remaining,  in  raising  the  température  in  the  vessel  A 
above  that  due  to  its  pressure,  thus  superheating  the  steam. 
Unless  the  steam  in  the  chamber  A  is  superheated,  no  déter- 
minations can  be  made  with  the  instrument.  The  équation  for 
its  use  is  obtained  as  follow  :  the  heat  in  one  pound  of  high- 
pressure  steam  before  reaching  the  calorimeter  is  expressed 
by  xr'\'q.  After  reaching  the  calorimeter  the  heat  is  that 
due  to  the  pressure  in  the  calorimeter  added  to  that  due  to 


Fig.  n8a.— Peabody's  Throttlîng 
Calorimeter. 
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the  superheat,  or  A^  +  0.48(r,  —  7\),  Since  thèse  quantities 
are  equal, 

^  +  9  =  K  +  o.4S{T,^T,); 
from  whîch 

in  which  r  equals  latent  beat,  and  g  beat  of  lîquîd  due  to 
pressure  in  main  pipe  as  given  in  the  steam  table  ;  X^  =  total 
beat  in  one  pound  of  dry  steam  at  calorimeter  pressure; 
T^  =  reading  of  tbermometer  in»  calorimeter,  and  T,  =  nor- 
mal température  of  steam  in  calorimeter  due  to  calorimeter 
pressure.  Care  must  be  taken  that  both  X^  and  ç  are  given 
in  tbe  same  units.  (See  the  Appendix  for  more  detailed 
statement  of  methods  of  use.) 

264.  The  ContinuGUS  Calorimeter  îs  an  instrument  în 
which  the  opérations  of  transfer  of  steam  to  the  instrument 
and  its  examination  are  not  intermitted,  as  is  necessarily  the 
case  in  the  more  commonly  employed  forms  of  the  apparatus. 
The  instrument  being  thus  kept  in  use  continuously,  every 
variation  in  the  quality  of  steam  can  be  observedand  the  num- 
ber  of  observations  can  be  increased  to  any  desired  extent,  and, 
the  apparatus  being  accurate,  any  degree  of  exactness  of  mean 
results  can  be  attained. 

One  of  the  earliest  forms  of  this  instrument  was  devised  by 
Mr.  John  D.  Van  Buren,  of  the  U.  S.  N.  Engineers,  and  In- 
structor  in  Engineering  at  tbe  Naval  Academy,  about  1867. 
This  instrument,  as  constructed  by  Mr.  T.  Skeel,  and  used  by  a 
committee  of  judges*  at  the  exhibition  of  the  American  In- 
stitute,  1874-5,  of  which  the  Author  was  chairman,  was  made 
as  foUows  : 

Steam  was  drawn  from  tbe  steam-drum,  near  the  safety- 
valve,  through  a  felted  pipe  li  inches  (3.8  cm.)  diameter,  into  a 
rectangular  spiral  or  coil  consisting  of  80  feet  (24.4  m.)  of 
pipe  of  similar  size.  Condensing  water  from  the  street-main 
was  led  into  the  tank  surrounding  the  coil  or"worm,"  and 

*  Trans.  Am.  Insi.  1875;  Van  Nostrand's  Mag.  1875. 
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issued  at  the  bottom  through  a  "  standard  orifice,"  the  rate  of 
dîscharge  from  which  had  been  determined  and  the  law  of  its 
variation  with  change  of  head  ascertained.  The  quantity  of 
condensing  water  thus  became  known  by  observing  the  head 
of  water  with  in  the  tank  he  water  of  condensation  from  the 
coil  was  caught  in  a  convenient  vessel,  and  weighed  on  scales 
provided  for  that  purpose.  The  température  of  the  condensing 
water  at  entrance  and  exit  was  shown  by  fixed  thermometers, 
and  that  of  the  water  of  condensation  at  its  issue  from  the  coil 
was  similarly  shown,  while  the  steam-gauge  placed  on  the  boiler 
gave  the  other  needed  data.  The  calculations  are  evidently 
precisely  the  same  as  with  the  preceding  typeof  calorimeter. 

The  Barrus  Calorimeter*  (Fig.  119)  is  essentially  of  a  small 
surface-condenser.     The  steam  enters  by  the  pipe/.     The  con- 

densing-surface,  Uy  is  a  continua- 
tion and  enlargement  of  the 
supply-pipe,  a  i-inch  (2.54  cm.) 
iron  pipe  with  a  length  of  12 
înches  (30.4  cm.)  of  exposed  sur- 
face. This  pipe  is  under  the  full 
pressure  of  steam.  The  con- 
densed  water  collects  in  the  lower 
parts  of  the  apparatus,  where  its 
level  is  shown  in  the  glass,  e^  and 
is  drawn  off  by  means  of  the 
valve,  d,  The  injection-water, 
cooled  to  a  température  of  40° 
Fahr.,  or  less,  enters  the  wooden 
vessel,  0,  through  the  valve,  by 
and  circulâtes  around  the  con- 
densing pipe,  carried  downward 

Fig.  XX9.-THE  Continuous  Calorimeter.     tO   the    bottom    by  mcans    of  the 

tube  ky  and  overflows  at  the  pipe,  Cy  after  passing  through  the 
mixing  chambers,  m.  The  amount  of  water  admîtted  is  regu- 
lated  so  as  to  secure  a  température  at  the  overflow  of  75®  or  80** 
Fahr.,  or  the  approximate  température  of  the  surrounding 
atmosphère.     The  thermometers,  /  and  gy  which  are  read  to 

♦Trans.  Am.  Soc.  M.  E.  1884. 
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tenths  of  a  degree,  show  the  température  of  injection  and  over- 
flow  water,  and  the  thermometer,  A,  shows  that  of  the  con- 
densed  water.  The  overflow  water  and  the  condensed  water 
are  collected  in  a  system  of  weighing  tanks.  The  steam-pipe 
down  to  the  surface  of  the  water,  and  the  pipes  in  the  lower 
part  of  the  apparatus,  are  covered  with  felt. 

There  is  no  wire-drawing  of  the  steam,  and  no  allowance  to 
be  made  for  spécifie  heat  of  the  apparatus.  The  only  correc- 
tion to  be  made  of  material  amount  is  for  radiation  from  the 
pipes  covered  with  felt,  and  this  can  be  accurately  determined 
by  an  independent  radiation  experiment,  made  when  the  con- 
denser vessel  is  empty. 

The  Super heating  Calorimeter  devîsed  by  the  same  engîneer 
is  arranged  in  such  manner  as  to  permit  the  steam  from  the 
boiler  to  be  dried  and  the  quantity  of  heat  so  employed  meas- 
ured  as  a  gauge  of  the  amount  of  water  contained  in  the  steam. 
This  form  of  this  apparatus  is  found  very  satisfactory.* 

The  pipe  conveying  the  stes^m  to  be  tested  is  usually 
a  half-inch  (1.27  cm.)  iron  pipe.  A  long  thread  is  eut  on  this 
pipe,  and  it  is  screwed  into  the  main  steam  supply-pipe 
of  the  boiler  in  such  a  manner  as  to  extend  diametrically 
across  to  the  opposite  side.  The  inclosed  part  is  perforated 
with  from  40  to  50  small  holes,  and  the  open  end  of  the 
pipe  sealed.  If  the  pipe  is  screwed  into  the  under  side 
the  perforations  begin  at  a  distance  of  one  inch  (2.54  cm.) 
from  the  bottom.  The  connection  is  made  as  short  as 
possible,  and  covered  with  felt.  Where  the  calorimeter  can 
be  attached  to  the  under  side  of  the  main,  the  distance  to 
the  top  valve  need  not  exceed  six  inches  (15  cm.).  In  this 
position  it  is  self-support  in  g.  The  steam  for  the  superheater 
is  also  supplied  by  a  half-inch  iron  pipe,  but  this  may  be  at- 
tached to  the  main  at  any  convenient  point. 

Steam  to  be  tested  enters  by  the  pipe,  which  has  a 
jacket.  On  passing  out  the  thermometer  gives  its  tem- 
pérature, and  it  is  discharged  through  a  small  orifice  \  inch 
{0.32  cm.)  in  diameter.  Steam  to  be  superheated  enters 
and    is  superheated   by  a  gas-lamp,  passes   the  thermometer, 

*Trans.  Am.  Soc.  Mach.  Engrs.,  vol.  vii.  p.  178. 
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and  issues  through  an  opening  like  that  for  the  steam.  The 
thermometers  are  immersed  in  oil-wells  surrounded  by  the 
current  of  steam  to  be  tested,  or  of  that  used  in  drying  the 
boiler-steam. 

In  the  opération  of  this  calorimeter  steam  at  full  pressure 
enters  the  apparatus,  and  the  jacket-steam  is  heated  until 
a  perceptible  rise  of  température  above  that  due  the  pres- 
sure indicates  that  its  moisture  has  been  evaporated.  The 
vvorking  having  become  steady,  the  différence  between  the 
températures  is  noted  and  corrected  by  deducting  the  ex- 
cess  above  that  of  moist  steam  at  the  observcd  pressure, 
and  the  number  of  degrees  of  superheating  thus  determined>  as 
the  rate  of  flow  is  the  same  from  both  orifices.  Hère  the 
evaporation  of  one  per  cent  of  moisture  from  steam  at  80 
pounds  pressure  (5.6  kilogs.  per  sq.  cm.)  reduces  the  tempéra- 
ture of  superheated  steam  about  18°. 7  Fahr.  (io°.4  Cent.), 
and  the  percentage  of  moisture  is  obtained  by  dividing  the 
range  of  superheat,  as  above,  by  this  number,  or  generally  by 
the  quotient  of  the  latent  heat  at  the  observed  pressure  by 
47.5.  The  following  are  data  and  results  obtained  by  the  use 
of  this  apparatus  : 

Data  and  Results  in  Full  of  Calorimeter  Tests. 


n 

ces 

pli 

îi-5â 

Amount  of 
Moisture  in  the 

Z    M 

ffu) 

v£      0 

ÇW  3 

Wet  Steam. 

X 

Date. 

Gauge- 
pressure. 

II 

'S. 

-on 

•S3si 

0.2  1 

S"- 

a 

s 

1 

^^1 

.s„ig . 

Ht 

^. 

? 

^ 

2 

25 

55 

u 

(dSL 

I 

Apr.  13 

89. 

99. 

54.5 

8. 

8. 

9.5 
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75. 
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3  ,    ••     15 

86. 

74. 

37. 

7. 

10.5 
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0.54 

4 

•*     16 

86. 
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39. 

9-5 

7. 

9-5 

9- 

049 

5 

"     30 

85. 

72. 

3S. 

10.5 

8. 

9-5 

6. 

0.32 

6 

May   4 

80. 

77.5 

4t. 5 

9-5 

8. 

9-5 

9- 

0.49 

7 

"       5 

84. 

68. 

36.5 

6.5 

7.5 

9.5 

8. 

0.43 

Note. — The  duration  of  each  of  thèse  lests  was  about  one  hour. 

*  Obtained  by  dividing  the  preceding  column  by  18.6,  the  number  of  degrees 
corresponding  to  i  per  cent  of  moisture. 
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The  Appendix  contaîns  the  forms  of  tabulation  adopted 
foi*  thîs  case,  with  illustrative  data. 

265.  The  Analysis  of  Gases*  issuing  from  the  furnace 
and  passing  up  the  chimney  is  sometimes  an  important  détail 
of  the  work  of  testing  a  steam-boiler.  Such  an  investigation 
involves  only  an  opération  of  great  simplicity  which  can  <  asily 
be  performed  by  any  engineer.  If  it  is  not  found  convenicnt 
to  make  the  analysis  in  the  oflRce  of  the  engineer,  he  can  hâve 
the  work  done,  at  Kttle  expense,  by  a  chemist  of  known  skill 
and  reliability.  It  is  only  by  a  knowledge  of  the  proportions 
of  constituents  of  the  flue-gases  that  it  can  be  determined 
whether  the  combustion  is  complète,  whether  the  products  of 
combustion  are  diluted  with  excess  of  air,  and  whether  the  fuel 
used  has  been  so  burned  as  to  give  its  best  effect.  Such  analyses 
also  enable  the  engineer  to  ascertain  the  best  method  of  burn- 
ing  the  fuel. 

In  sampHng  the  gases,  a  matter  in  regard  to  which  some 
précaution     is     advisable,     the 
method  of  Mr.  Hoadly  is  found 
very  satisfactory.f 

Very  great  diversities  in 
composition  often  exist  in  the 
same  flue  at  the  same  time. 
To  obtain  a  sample,  allow  one 
orifice  to  draw  ofï  gases  through 
for  each  25  sq.  inches  (161  sq. 
cm.)  of  cross-section  of  flue. 
The  pipes  must  be  of  equal 
diameter  and  of  equal  length. 
Thèse  should  be  secured  in  a 
box  of  galvanized  sheet-iron, 
equal  in  thickness  to  one  course 
of  brick,  so  that  the  ends  may  be  evenly  distributed  over  the 
flue  ^  (Fig.  119),  and  their  other   open  ends  inclosed  in  the 


^W 


FiG.  119. — Fluk-gas  Sampling. 


*  Consult  Handbook  of  Gas  Analysis,  by  C.  Winkler. 
Voorst.     1885. 

t  Trans.  A  m.  Soc.  M.  E.,  vol.  vi. 
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receîver  B.  If  the  flue  gases  be  drawn  off  from  the  receîver 
B\yy  four  tubes  CC,  into  a  mixing  box  D^  beneath,  a  gosd 
mixture  can  be  obtained. 

The  sampling  of  the  gas  should  be  carried  out  at  intervais 
of  lo  to  15  minutes  throughout  the  trial.  The  gas  should  be 
received  in  an  air-tight  pipe  or  jar.  The  composition  of  the 
gases  should  be  determined  as  far  as  regards  carbonic  acid,  car- 
bonic  oxide,  and  oxygen.  The  tube  should  be  of  porcelain  or 
glass  for  very  hot  flues,  since  iron  tubes  at  such  tempçratures 
are  oxidized.  Supposing  an  analysis  of  the  gas  give  K  per 
cent  of  carbonic  acid,  O  per  cent  of  oxygen,  and  N  per  cent  of 
nitrogen,  then  the  proportion  of  air  actually  used  to  the 
theoretical  quantity  required  is  i  to  x. 


Where 


N  21 


X  = -—-  or  - 


N^(-^0     21-79- 
21  ^^  N 

unîty  of  weîght  of  this  coal  will  then  give,  at  a  température  of 
0°  and  a  pressure  of  one  atmosphère, 

C  =  carbonic  acid; 

10 

KO 

—-  =  oxygen: 

KN 

—j=-  =  nitrogen, 

The  quantity  of  moisture  in  the  escapîng  gases  may  be  cal- 
culated  from  the  moisture  in  the  coal,  from  that  formed  by 
buming  the  hydrogen,  and  from  that  contained  in  the  air  ad- 
mitted  to  the  furnace  where  the  latter  has  been  determined. 
Any  serious  break  in  the  setting  can  be  detected  by  fiUing 
the  grate  with  smoky  coal  and  then  closing  the  damper. 

The  apparatus  designed  by  Professor  Elliott,  and  employed 
in  work  carried  on  under  the  direction  of  the  Author,  consists. 
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PiG.  zaZ.^A/PARATUSPOR 

Gas  Analysis. 


a<;  shown  in  Fig.  121,  of  two  vertical  glass  tubes,  ^5,  ^'5', 
joined  by  rubber-tubing,  £,  at  their  upper 
ends.  The  large  tube,  ABy  is  the  treating, 
the  smaller,  A'B\  the  measuring  tube;  the 
latter  is  suitably  graduated  to  cubic  centi- 
mètres. Water-bottles,  K,  Z,  are  connected 
with  the  lower  ends  of  the  tubes  by  tubing, 
NOy  N'O' y  and  are  used  in  effecting  transfer  of 
the  gas  from  tube  to  tube.  Jf  is  a  funnel 
through  which  the  reagents  used  may  be  in- 
troduced.  C,  /%  and  /  are  cocks  of  suitable 
size  and  construction. 

In  filling  the  apparatus  ît  is  set  up  conveniently  near  the 
flue,  and  the  line  of  tubing  from  the  coUector,  within  the  latter, 
is  connected  with  the  tube  AB.  The  receiver  L  being  de- 
tached  the  lower,  end  of  AB  is  connected  with  an  aspirator  or 
équivalent  apparatus,  such,  for  example,  as  might  be  improvised 
by  the  use  of  an  air-tight  tank  or  a  barrel  ;  and  the  flow  thus 
produced,  when  the  aspirator  is  emptied  of  its  water,  fiUs  the 
tube  AB  with  gas  drawn  from  the  flue.  It  is  retained  by  clos- 
ing  the  valves  F  and  /,  which  had  been  open  during  the  opéra- 
tion of  filling.  The  tube  is  then  disconnected  from  the  aspi- 
rator, and  the  receiver,  or  bottle,Z,  connected  as  shown,  and  in 
such  manner  that  no  air  can  reach  the  tube  AB, 

Removing  the  apparatus  to  the  laboratory  or  other  con- 
venient  location,  the  analysis  is  made  as  follows  : 

Pass  into  A'R  a  convenient  volume,  as  100  ce.  of  the  gas, 
and  discharge  the  remainder  through  the  valve  and  funnel  F 
and  M  y  filling  the  tube  AB  with  water  from  L,  Transfer  the 
measured  gas  back  to  AB^  through  £,  and  add  a  solution  from 
M,  which  will  absorb  some  one  constituent.  Return  the  gas  to 
A'B\  and  again  read  its  volumes.  The  différence  is  the  quan- 
tity  of  gas  absorbed.  Repeat  this  process,  using  next  an  ab- 
sorbent which  will  take  up  a  second  constituent  of  the  gas,  and 
thus  obtain  a  second  measure  of  volume  ;  and  thus  continue  until 
ail  the  desired  déterminations  are  made.  AU  readings  should 
be  made  at  the  same  température,  or  practically  so.     The  tube 
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AB  should  be  well  washed  at  each  opération,  in  order  that  no 
reagent  should  be  affected  by  traces  of  that  previously  used. 

The  absorbents  employed  are  best  taken  in  the  following 
order: 

1.  Caustic  potash — to  absorb  carbonic  acid. 

2.  Potassium  pyrogallate — to  absorb  free  oxygen. 

3.  Cuprous  chloride  in  concentrated  hydrochloric-acid  solu- 
tion— tp  absorb  carbonic  oxide. 

After  their  use  nitrogen  will  remain,  and  will  be  measured 
as  a  balance  which,  added  to  the  sum  of  the  measured  volumes 
of  gases  absorbed,  should  give  the  original  total.  Where 
weights  are  to  be  determincd,  the  volumetric  measures  ob- 
tained  as  above  are  to  be  reduced  by  the  usual  process. 

The  atomic  weights  of  the  principal  constituents  being, 
oxygen,  16;  nitrogen,  14;  carbon  monoxide,  28;  carbon  dioxide, 
44,  we  shall  hâve  by  percentages,  where  the  symbols  represent 
per  cent  in  volumes,  for  each,  when  the  total  is 

M  =  I4A^+  16O  +  2SCO  +  44CO,, 


14N      16O       2SCO       44CO,  .     , 

KT^      -M^      ^Hr^       -^^,  respectively. 


32 
Since  the  total  per  cent  of  oxygen  îs  measured  by  —  CO^  + 

44 

16  12 

~qCO  +  free  oxygen,  and  the  total  per  cent  of  carbon  is  — CO^ 
2o  44 

12 
-}-  ^ôCOj  we  shall  hâve  for  the  percentage  of  each, 


_  32  X  44  X  CO^       16  X  28  X  CO       16O 


^  _  12  X  44  X  CO^       12  X  28  X^O 


44Af  ^  zSM 
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or, 


^       co,  ,     co 


The  total  oxygen  is  that  which  entered  the  furnace  as  the 
supporter  of  combustion,  and  is  a  measure  of  the  air  supplied. 
The  ratio  of  free  to  combined  oxygen  is  a  measure  of  the  ratio 
of  the  air  acting  as  a  diluent  simply  to  that  supportîng  com- 
bustion.    (See  Appendix  for  Wilson's  Apparatus.) 

Thus  thèse  measurements  exhibît  the  efficiency  of  combus- 
tion, the  quantity  of  air  employed,  and  the  magnitude  of  the 
wastes  of  heat  at  the  chimney,  occurring  through  imperfect 
combustion  or  excess  of  air-supply.  It  is  évident,  however, 
that  where  moisture  or  steam  accompanies  the  gases,  it  escapes 
measurement  ;  this,  however,  introduces  no  important  error  in 
ordinar>'  work. 

266.  Eiïiciency  of  Combustion  is  indicated  by  the  analysis 
nf  the  flue-gases  with  very  great  certainty.  The  appearance  of 
Carbon  monoxide  at  the  chimney  proves  the  combustion  to  be 
imperfect  in  proportion  as  it  is  more  or  less  abundant.  The 
présence  of  unconsumed  oxygen,  on  the  other  hand,  in  the  ab- 
sence of  Carbon  monoxide,  proves  an  excess  of  air-supply. 
Both  gases  appearing  is  a  proof  of  incomplète  intermixture  of 
air  and  combustible,  or  of  so  low  a  température  of  furnace  as  to 
check  combustion.  This  analyiis  being  compared  with  that  of 
the  fuel  reveals  the  character  and  the  perfection  of  combus- 
tion. In  the  Appendix  is  a  tabular  statement  of  data  and 
résultant  computations  as  customarily  arranged  in  Sibley  Col- 
lège work.     (See  Carpenter*s  "  Expérimental  Engineering.") 

267.  Draught-gauges  are  made  for  the  purpose  of  deter- 
mining  the  head-producing  draught  and  the  intensity  of  the 
draught,  which  are  of  many  forms,  but  which  usually  dépend 
upon  the  measurement  of  the  head  of  water  which  balances 
that  head  at  the  chimney.     A  very  compact  and  accurate  form 
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of  draught-gauge,  used  by  the  Author  with  very  satisfactory 
results,  is  that  of  Mr.  J.  M.  Allen  (Fig.  122). 

A  and  A'  are  glass  tubes,  mounted  as  shown,  communicating 
with  each  other  by  a  passage  through  the  base,  which  may  be 
closed  by  means  of  the  stop-cock  shown.  Surrounding  the 
glass  tubes  are  two  brass  rings,  B  and  B\  Thèse  rings  are 
attached  to  blocks  which  slide  in  dovetailed  grooves  in  the 


FiG.  laa.— Draught-gauge. 

body  of  the  instrument,  and  may  be  moved  up  and  down 
by  screws  at  FF.  The  scales  are  divided  into  fortieths  of 
an  inch,  and  read  to  thousandths  of  an  inch  by  the  verniers 
e  and  e\  which  are  attached  to  the  sliding  rings  B  B\  If  the 
two  short  rings  are  set  at  différent  heights,  the  différence  in 
readings  will  give  the  différence  of  level.  The  thermometer  is 
for  the  purpose  of  noting  the  température  of  the  extemal  air. 
The  method  of  using  the  instrument  is  as  follows  :*  At  a  con- 

*  Th€  Locomotive^  May,  1884,  p.  67. 
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venîent  point  near  the  base  of  the  chimney  a  hole  îs  made 
large  enough  to  insert  a  thermometer.  The  height  from  this 
opening  to  the  top  of  chimney,  and  also  of  grates,  should  be 
noted.  The  chimney-gauge  is  attached  to  some  convenient 
wall.  The  tubes  are  filled  about  half  full  of  water,  when  the 
verniers  afford  an  easy  means  of  setting  it  perpendicular.  One 
end  of  a  flexible  rubber  tube  is  then  inserted  into  the  upper 
end  of  one  of  the  glass  tubes,  and  the  other  end  of  the  tube  is 
in  the  chimney-flue.  The  tubes  B  B'  are  adjusted  until  their 
upper  ends  are  just  tangent  to  the  surface  of  the  water  in  the 
two  tubes.  The  reading  of  the  two  scales  is  then  taken,  and 
their  différence.  At  the  same  time  the  température  of  the 
flue  is  noted,  as  well  as  that  of  the  external  atmosphère.  Com- 
parison  may  then  be  made  with  the  following  table,  computed 
for  use  in  this  connection  for  a  chimney  loo  feet  high,  with 
various  températures  outside  and  inside  of  the  flue,  and  on  the 
supposition  that  the  température  of  the  chimney  is  uniform 
from  top  to  bottom — an  inaccurate  though  usual  assumption, 
however.  For  other.  heights  than  loo  feet,  the  theoretical 
height  is  found  by  simple  proportion,  thus:  Suppose  the  exter- 
nal température  is  60°,  température  of  flue  380°,  height  of 
chimney  137  feet,  then  under  60°  at  the  top  of  the  table,  and 
opposite  to  380*'  interpolated  in  the  left-hand  margin,  we 
find  .52". 

Then   100  :  137  ::  .52"  :  .71'',  which  is  the  required  height 
for  a  137-foot  chimney,  and  similarly  for  any  other  height. 


HEIGHT  OF  WATER  COLUMN  DUE  TO  UNBALANCED    PRESSURE  IN 
CHIMNEY  100  FEET  HIGH. 


Température 

Tempbraturb  (Fahr.)  of 

'  THK  External  Air- 

-Barometer,  14.7. 

in  the 

Chimney. 

Fahr. 

200 

40° 

60« 

80<» 

100* 

220 

.419 

.355 

.298 

244 

.192 

250 

.468 

.405 

.347 

294 

.242 

300 

.541 

.478 

.420 

367 

•315 

350 

.607 

•543 

.486 

432 

.380 

400 

.662 

.598 

.541 

488 

.436 

450 

.714 

.651 

.593 

540 

.488 

500 

.760 

.697 

.639 

586 
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CHAPTER  XV. 

STEAM-BOILER  EXPLOSIONS* 

268.  Steam-boiler  Explosions  are  among  the  most  terrible 
and  disastrous  of  ail  the  many  kinds  of  accident,  the  introduc- 
tion of  which  has  marked  the  advancement  of  civilization  and 
its  material  progress.  Introduced  by  Captain  Savery  at  the 
bcginning  of  the  i8th  century  with  the  first  attempts  to  apply 
steam-power  to  useful  purposes,  they  hâve  increased  in  fre- 
quency  and  in  their  destructiveness  of  life  and  property  con- 
tinually,  with  increasing  steam-pressures  and  the  unintermitted 
growth  of  thèse  magazines  of  stored  energy,  until  to-day  the 
amount  of  available  energy  so  held  in  control,  and  liable  at 
times  to  break  loose,  is  often  as  much  as  two  or  even  three 
millions  of  foot-pounds  (276,500  to  414,760  kilogrammetres), 
and  sufficient  to  raise  the  enclosing  vessel  10,000  or  even  20,000 
feet  (3048  to  6096  m.)  into  the  air,  the  fluid  having  a  total 
energy,  pound  for  pound,  only  comparable  with  that  of  gun- 
powder. 

In  this  and  the  following  article  it  is  proposed  to  présent 
the  results  of  a  séries  of  calculations  relating  to  the  magnitude 
of  the  available  energy  contained  in  masses  of  steam  and  of 
water  in  steam-boilers.  This  energy  has  been  seen  to  be  meas- 
ured  by  the  amount  of  work  which  may  be  obtained  by  the 
graduai  réduction  of  the  température  of  the  mass  to  that  due 
atmospheric  pressure  by  continuous  expansion. 

The  subject  is  one  which  has  often  attracted  the  attention 
of  both  the  man  of  science  and  the  engineer.  Its  importance, 
both  from  the  standpoint  of  pure  science  and  from  that  of 
science  applied  in  engineering  and  the  minor  arts,  is  such  as 


*  This  chapter  has  been  separately  printed  with  slight  modifications  as  a 
monograph  "  On  Sieaim-boiler  Explosions,"  and  published  by  the  Messrs. 
Wiley. 
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would  justify  the  expenditure  of  vastly  more  time  and  atten- 
tion than  has  yet  ever  been  given  it.  Mr.  Airy  *  and  Professer 
Rankinef  published  papers  on  this  subject  in  the  samenumber 
of  the  Pkilosophical  Magasine  {^o\,  1863),  the  one  dated  the 
3d  September  and  the  other  the  5th  October  of  that  year. 
The  former  had  already  presented  an  abstract  of  his  work  at  the 
meeting  of  the  British  Association  of  that  year. 

In  the  fîrst  of  thèse  papers  it  is  remarked  that  "  very  little 
of  the  destructive  effect  of  an  explosion  is  due  to  the  steam 
which  is  confined  in  the  steam-chamber  at  the  moment  of  the 
explosion.  The  rupture  of  the  boiler  is  due  to  the  expansive 
power  common  at  the  moment  to  the  steam  and  the  water,  both 
at  a  température  higher  than  the  boiling-point  ;  but  as  soon  as 
the  steam  escapes,  and  thereby  dimînishes  the  compressive 
force  upon  the  water,  a  new  issue  of  steam  takes  place  from  the 
water,  reducing  its  température  ;  when  this  escapes,  and  further 
diminishes  the  compressive  force,  another  issue  of  steam  of 
lower  elastic  force  from  the  water  takes  place,  again  reducing 
its  température  :  and  so  on,  till  at  length  the  température  of 
the  water  is  reduced  to  the  atmospheric  boiling-point,  and  the 
pressure  of  the  steam  (or  rather  the  excess  of  steam-pressure 
over  atmospheric  pressure)  is  reduced  to  o." 

Thus  it  is  shown  that  it  is  the  enormous  quantity  of  steam 
so  produced  from  the  water,  during  this  continuous  but  exceed- 
ingly  rapid  opération,  that  produces  the  destructive  effect  of 
steam-boiler  explosions.  The  action  of  the  steam  which  may 
happen  to  be  présent  in  the  steam-space  at  the  instant  of  rupture 
is  considered  unimportant. 

Mr.  Airy  had,  as  early  as  1849,  endeavored  to  détermine  the 
magnitude  of  the  effect  thus  capable  of  being  produced,  but  had 
been  unable  to  do  so  in  conséquence  of  deficiency  of  data.  His 
déterminations,  as  published  finally,  were  made  at  his  request  by 
Professor  W.  H.  Miller.  The  data  used  are  the  results  of  the  ex- 
périmants  of  Regnault  and  of  Fairbairn  and  Tate  on  the  relations 
of  pressure,  volume,  and  température  of  steam,  and  of  an  experi- 

*  •  '  Numerical  Expression  of    the  Destructive  Energy  in  the  Explosions  of 
Steam- boilcrs." 

f  "  On  the  Expansive  Energy  of  Heated  Water." 
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ment  by  Mr.  George  Biddle,  by  which  it  was  found  that  a  locomo- 
tive boiler,  at  four  atmosphères  pressure,  discharged  one  eighth 
of  its  liquid  contents  by  the  process  of  continuous  vaporization 
above  outlined,  when,  the  fire  being  removed,  the  pressure  was 
reduced  to  that  of  the  atmosphère.  The  process  of  calculation 
assumes  the  steam  so  formed  to  be  applied  to  do  work  expand- 
ing  down  to  the  boiling-point,  in  the  opération.  The  work  so 
done  is  compared  with  that  of  exploding  gunpowder,  and  the 
conclusion  finally  reached  is  that  "  the  destructive  energy  of  one 
cubic  foot  of  water,  at  a  température  which  produces  the  pres- 
sure of  60  Ibs.  to  the  square  inch,  is  equal  to  that  of  one  pound 
of  gunpowder.** 

The  work  of  Rankine  is  more  exact  and  more  complète,  as 
well  as  of  greater  practical  utility.  The  method  adopted  is  that 
to  be  described  presently,  and  involves  the  application  of  the 
formulas  for  the  transformation  of  heat  into  work  which  had 
been  ten  years  earlier  derived  by  Rankine  and  by  Clausius,  inde- 
pendently.  This  paper  would  seem  to  hâve  been  brought  out 
by  the  suggestion  made  by  Airy  at  the  meeting  of  the  British 
Association.  Rankine  shows  that  the  energy  developed  during 
this,  which  is  an  adiabatic  method  of  expansion,  dépends  solely 
upon  the  spécifie  heat  and  the  températures  at  the  beginning 
and  the  end  of  the  expansion,  and  has  no  dependence,  in  any 
manner,  upon  any  other  physical  properties  of  the  liquid.  He 
then  shows  how  the  quantity  of  energy  latent  in  heated  water 
may  be  calculated,  and  gives,  in  illustration,  the  amount  so  de- 
termined  for  eight  températures  exceeding  the  boiling-point. 

This  subject  attracted  the  attention  of  the  engineer  at  a  very 
early  date.  Familiarity  with  the  destructive  effects  of  steam- 
boiler  explosions,  the  singular  mystery  that  has  been  supposed 
to  surround  theîr  causes,  the  fréquent  calls  made  upon  him,  in 
the  course  of  professional  practice  and  of  his  studies,  to  exam- 
ine the  subject  and  to  give  advice  in  matters  relating  to  the  use 
of  steam,  and  many  other  hardly  less  controUing  circumstances, 
invest  this  matter  with  an  extraordinary  interest. 

A  steam- boiler  is  a  vessel  în  which  is  confined  a  mass  of 
water,  and  of  steam,  at  a  high  température,  and  at  a  pressure 
greatly  in  excess  of  that  of  the  surrounding  atmosphère.     The 
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sudden  expansion  of  this  mass  from  îts  initial  pressure  down  to 
that  of  the  external  air,  occurring  against  the  résistance  of  its 
"  shell  "  or  other  masses  of  matter,  may  develop  a  very  great 
amount  of  work  by  the  transformation  of  its  heat  into  mechani- 
cal  energy,  and  may  cause,  as  daily  occurring  accidents  remind 
us,  an  enormous  destruction  of  life  and  property.  The  enclosed 
fluid  consists,  in  most  cases,  of  a  small  weight  of  steam  and  a 
great  weight  of  water.  In  a  boiler  of  a  once  common  and  still 
not  uncommon  marine  type,  the  Author  found  the  weight  of 
steam  to  be  less  than  250pounds,  while  the  weight  of  water  was 
nearly  40,000  pounds.  As  will  be  seen  later,  under  such  con- 
ditions, the  quantity  of  energy  stored  in  the  water  is  vastly  in 
excess  of  that  contained  in  the  steam,  notwithstanding  the  fact 
that  the  amount  of  energy  per  unit  of  weight  of  fluid  is  enor- 
mously  the  greater  in  the  steam.  A  pound  of  steam,  at  a  pres- 
sure of  six  atmosphères  (88.2  pounds  per  square  inch),  above 
zéro  of  pressure,  and  at  its  normal  température,  1770.(319°  F.), 
has  stored. in  it  about  75  British  thermal  units  (32  calories), 
or  nearly  70,000  foot-pounds  of  mechanical  energy  per  unit  of 
weight,  in  excess  of  that  which  it  contains  after  expansion  to 
atmospheric  pressure.  A  pound  of  water  accompanying  that 
steam,  and  at  the  same  pressure,  has  stored  within  it  but  about 
one  tenth  as  much  available  energy.  Nevertheless,  the  dispro- 
portion of  weight  of  the  two  fluids  is  so  much  greater  as  to  make 
the  quantity  of  energy  stored  in  the  steam  contained  in  the 
boiler  quite  insignifîcant  in  comparison  with  that  contained  in 
the  water.  Thèse  facts  hâve  been  fully  illustrated  by  the  figures 
presented  already. 

269.  The  Energy  Stored  in  steam-boilers  is  capable  of 
very  exact  computation  by  the  methods  already  described,  and 
the  application  of  the  results  there  reached  gives  figures  that 
are  quite  suflScient  to  account  for  the  most  violently  destruc- 
tive of  ail  recorded  cases  of  explosion. 

A  steam-boiler  is  not  only  an  apparatus  by  means  of  which 
the  potential  energy  of  chemical  aflSnity  îs  rendered  actual 
and  available,  but  it  is  also  a  storage-reservoir,  or  a  magazine, 
în  which  a  quantity  of  such  energy  is  temporarily  held  ;  and 
this  quantity,  always  enormous,  is  directly  proportional  to  the 
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weight  of  water  and  of  steam  which  the  boiler  at  the  time  con- 
tains. 

Comparing  the  energy  of  water  and  of  steam  in  the  steam- 
boiler  with  that  of  gunpowder,  as  used  in  ordnance,  it  has  been 
found  that  at  high  pressures  the  former  become  possible  rivais 
of  the  latter.  The  energy  of  gunpowder  is  somewhat  variable, 
but  it  has  been  seen  that  a  cubic  foot  of  heated  water,  under  a 
pressure  of  60  or  70  pounds  per  square  inch,  has  about  the  same 
energy  as  one  pound  of  gunpowder.  The  gunpowder  exploded 
has  energy  sufficient  to  raise  its  own  wtfight  to  a  height  of  nearly 
50  miles,  while  the  water  has  enough  to  raise  its  weight  about 
one  sixtieth  that  height.  At  a  low  red  heat  water  has  about 
40  times  this  latter  amount  of  energy  in  a  form  to  be  so  ex- 
pended.  Steam,  at  4  atmosphères  pressure,  yields  about  one 
third  the  energy  of  an  equal  weight  of  gunpowder.  At  7  at- 
mosphères it  has  as  much  energy  as  two  fifths  of  its  own  weight 
of  powder,  and  at  higher  pressures  its  energy  increases  very 
slowly. 

Below  are  presented  the  weights  of  steam  and  of  water  con- 
tained  in  each  of  the  more  common  forms  of  steam-boilers,  the 
total  and  relative  amounts  of  energy  confined  in  each  under  the 
usual  conditions  of  working  in  every-day  practice,  and  their 
relative  destructive  power  in  case  of  explosion. 

In  illustration  of  the  results  of  application  of  the  computa- 
tions  which  hâve  been  given  in  §  142,  and  for  the  purpose  of 
obtaining  some  idea  of  the  amount  of  destructive  energy  stored 
in  steam-boilers  of  familiar  forms,  such  as  the  engineer  is  con- 
stantly  called  upon  to  deal  with,  and  such  as  the  public  are 
continually  endangered  by,  the  following  table  has  been  calcu- 
lated.  This  table  is  made  up  by  Mr.  C.  A.  Carr,  U.  S,  N., 
from  notes  of  dimensions  of  boilers  designed  or  managed  at 
'  various  times  by  the  Author,  or  in  other  ways  having  spécial 
interest  to  him.  They  include  nearly  ail  of  the  forms  in  com- 
mon use,  and  are  représentative  of  familiar  and  ordinary  prac- 
tice. 

No.  I  is  the  common,  simple,  plain  cylindrical  boiler.  It  is 
often  adopted  when  the  cheapness  of  fuel  or  the  impurity  of 
the  water  supply  renders  it  unadvisable  to  use  the  more  corn- 
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plex,  though  more  efficient,  kinds.  It  is  the  cheapest  and 
simplest  in  form  of  ail  the  boilers.  The  boiler  hère  taken  was 
designed  by  the  Author  many  years  ago  for  a  mill  so  situated 
as  to  make  this  the  best  form  for  adoption,  and  for  the  reasons 
above  given.  It  is  thirty  inches  in  diameter,  thirty  feet  long, 
and  is  rated  at  ten  H.  P.,  although  such  a  boiler  is  often  forced 
up  to  double  that  capacity.  The  boiler  weighs  a  little  over  a 
ton,  and  contains  more  than  twice  its  vveight  of  water.  The 
water,  at  a  température  corresponding  to  that  of  steam  at  loo 
pounds  pressure  per  square  inch,  contains  over  46,600,000  foot- 
pounds  of  available  explosive  energy,  while  the  steam,  which 
has  but  one  fîfth  of  one  per  cent  of  the  weight  of  the  water, 
stores  about  700,000  foot-pounds,  giving  a  total  of  47,000,000 
foot-pounds,  nearly,  or  sufficient  to  raise  one  pound  nearly 
10,000  miles.  This  is  sufficient  to  throw  the  boiler  19,000  feet 
high,  or  nearly  four  miles,  and  with  an  initial  velocity  of  pro- 
jection of  1 100  feet  per  second. 

Comparing  this  with  the  succeeding  cases,  it  is  seen  that 
this  is  the  most  destructive  form  of  boiler  on  the  whole  list. 
Its  simplicity  and  its  strength  of  form  make  it  an  exceedingly 
safe  boiler,  so  long  as  it  is  kept  in  good  order  and  properly 
managed  ;  but  if,  through  phénoménal  ignorance  or  reckless- 
ness  on  the  part  of  proprietor  or  attendant,  the  boiler  is  ex- 
ploded,  the  conséquences  are  usually  exceptionally  disastrous. 

No.  2  was  a  "  Cornish"  boiler  designed  by  the  Author,  about 
1860,  and  set  to  be  fired  under  the  shell.  It  was  6  feet  by  36, 
and  contained  a  36-inch  flue.  The  shell  and  flue  were  both  of 
iron  f  inch  in  thickness.  The  boiler  was  tested  up  to  60 
pounds,  at  which  pressure  the  flue  showed  some  indications  of 
altération  of  form.  It  was  strengthened  by  stay-rings,  and  the 
boiler  was  worked  at  30  pounds.  The  boiler  contained  about 
12  tons  of  water,  weighed  itself  y\  tons,  and  the  volume  of 
steam  in  its  steam-space  weighed  but  31^  pounds.  The  stored 
available  énergies  were  about  57,600,000  foot-pounds,  and  about 
700,000  of  foot-pounds  in  the  water  and  steam,  respectively,  a 
total  of  nearly  60,000,000.  This  was  sufficient  to  throw  the 
boiler  to  the  height  of  3400  feet,  or  over  three  fîfths  of  a  mile. 

Comparing  this  with  the  preceding,  it  is  seen  that  the  intro- 
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duction  of  the  single  flue,  of  half  the  diameter  of  the  boîler, 
and  the  reduced  pressure,  hâve  reduced  the  relative  destructive 
power  to  but  little  môre  than  one  sixth  that  of  the  preceding 
form. 

No.  3  is  a  "  two-flue*'  or  Lancashire  boiler,  sîmilar  in  form 
and  in  proportions  to  many  in  use  on  the  steamboats  plying  on 
our  Western  rivers,  and  which  hâve  acquired  a  very  unenviable 
réputation  by  their  occasional  display  of  energy  when  carelessly 
handled.  That  hère  taken  in  illustration  was  designed  by  the 
Author,  42  inches  in  diameter,  with  tvvo  14-inch  flues  of  f  iron, 
and  is  hère  taken  as  working  at  a  pressure,  as  permitted  by  law^ 
of  150  pounds  per  square  inch.  It  is  rated  at  35  horse-power, 
but  such  a  boiler  is  often  driven  far  above  this  figure.  The 
boiler  contains  about  its  own  weight  (3  tons)  of  water,  and  but 
37  pounds  of  steam.  The  stored  available  enérgy  is  83,000,000 
foot-pounds,  of  which  the  steam  contains  but  a  little  above  five 
per  cent.  Its  explosion  would  uncage  sufficient  energy  to  throw 
the  boiler  nearly  2\  miles  high,  with  an  initial  velocity  of  900 
feet  per  second.  Both  this  boiler  and  the  plain  cylinder  are 
thus  seen  to  hâve  a  projectile  effect  only  to  be  compared  to 
that  of  ordnance. 

No.  4  is  the  common  plain  tubular  boiler,  substantially  as 
designed  by  the  Author  at  about  the  same  time  with  those  al- 
ready  described.  It  is  a  favorite  form  of  boiler,  and  deserv- 
edly  so,  with  ail  makers  and  users  of  shell-boilers.  That  hère 
taken  is  60  inches  in  diameter,  containing  66  3-inch  tubes,  and 
is  15  feet  long.  The  spécimen  hère  chosen  has  850  feet  of 
heating  and  30  feet  of  grate-surface,  is  rated  at  60  horse-power, 
but  is  oftener  driven  up  to  75,  weighs  9500  pounds,  and  contains 
nearly  its  own  weight  of  water,  but  only  21  pounds  of  steam, 
when  under  a  pressure  of  75  pounds  per  square  inch,  which  is 
below  its  safe  allowance.  It  stores  51,000,000  foot-pounds  of 
energy,  of  which  but  4  per  cent  is  in  the  steam,  and  this  is 
enough  to  drive  the  boiler  just  about  one  mile  into  the  air, 
with  an  initial  velocity  of  nearly  600  feet  per  second.  The 
common  upright  tubular  boiler  may  be  classed  with  No.  4. 

Nos.  5-8  are  locomotive  boilers,  of  which  drawings  and 
35 
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weights  were  furnîshed  by  the  builders.  They  are  of  différent 
sizes,  and  both  freight  and  passenger  engines.  The  powers  are 
probably  rated  low.  They  range  from  1 5  to  50  square  feet  in  area 
of  grate,  and  from  875  to  1350  square  feet  of  heating-surface. 
In  weight  the  range  is  much  less,  running  from  2i  to  a  little 
above  3  tons  of  water,  and  from  20  to  30  pounds  of  steam,  as* 
suming  ail  to  carry  125  pounds  pressure.  The  boilers  are  seen 
to  weigh  from  2\  to  3  times  as  much  as  the  water.  Thèse  pro- 
portions differ  considerably  from  those  of  the  stationary  boilers. 
which  hâve  been  already  considered.  The  stored  energy  aver- 
ages  about  70,000,000  foot-pounds,  and  the  heights  and  veloci- 
ties  of  projection  not  far  from  3000  and  500  feet;  although 
in  one  case  they  became  nearly  one  mile  and  550  feet,  respec- 
tively.  The  total  energy  is  only  exceeded,  among  the  stationary 
boilers,  by  the  two  flued  boiler  at  150  pounds  pressure. 

Nos.  9  and  10  are  marine  boilers  of  the  Scotch  or  '*drum'* 
form.  Thèse  boilers  hâve  come  into  use  by  the  usual  proccss 
of  sélection,  with  the  graduai  increase  of  steam-pressurcs  oc- 
curring  during  the  past  génération  as  an  accompaniment  of  the 
introduction  of  the  compound  engine  and  high  ratios  of  expan* 
sion.  The  selected  examples  are  designed  for  use  in  the 
new  vessels  of  the  U.  S.  Navy.  The  dimensions  are  obtained 
from  the  Navy  Department,  as  figured  by  the  Chief  Draughts- 
man,  Mr.  Geo.  B.  Whiting.  The  first  is  that  designed  for  the 
Nipsic,  the  second  for  the  Despatch.  They  are  of  300  and 
350  horse-power,  and  contain,  respectively,  73,000,000  and 
110.000,000  of  foot-pounds  of  available  energy,  or  about  30CK> 
foot-pounds  per  pound  of  boiler,  and  suflScient  to  give  a  height 
and  velocity  of  projection  of  3000  and  above  400  feet.  Thèse 
boilers  are  worked  at  a  lower  pressure  than  locomotive  boilers  ; 
but  the  pressure  is  gradually  and  constantly  increasing  from 
décade  to  décade,  and  the  amount  of  explosive  energy  carried 
in  ©ur  modern-steam  vessels  is  now  enormously  greater  than 
that  of  our  locomotives,  and  in  some  cases  already  considerably 
exceeds  that  which  they  would  carry  were  they  supplied  with 
boilers  of  the  locomotive  type  and  worked  at  locomotive  pres- 
sures.   The  explosion  of  the  locomotive  boiler -endangers  com- 
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paratively  few  lives,  and  seldom  does  serious  înjury  to  property 
outside  the  engine  itself.  The  explosion  of  one  of  thèse  marine 
boilers  while  at  sea  would  be  likely  to  be  destructive  of  many 
lives,  if  not  of  the  vessel  itself  and  ail  on  board. 

Nos.  II  and  12  are  boilers  of  the  older  types,  such  as  are 
still  to  be  seen  in  steamboats  plying  upon  the  Hudson  and 
other  of  our  rivers,  and  in  New  York  harbor  and  bay.  No.  1 1 
is  a  return-tubular  boiler  having  a  shell  10  feet  in  diameter  by 
23  feet  long,  2  furnaces  each  7^  feet  deep,  8  15-inch  and  2  9-inch 
fines,  and  85  return-tubes,  4^  inches  by  15  feet.  The  boiler 
weighs  25  tons,  contains  nearly  20  tons  of  water  and  /opounds 
of  steam,  and  at  30  pounds  pressure  stores  92,cxx),0(X)  foot- 
pounds  of  available  energy,  cf  which  2^  per  cent  résides  in  the 
steam.  This  is  enough  to  hoist  tnc  boiler  one  third  of  a  mile 
with  a  velocity  of  projection  of  330  feet  per  second.  The 
second  of  thèse  two  boilers  is  of  the  same  >reight,  also  of  about 
200  horse-power,  but  carries  a  little  more  water  and  steam  and 
sto*-es  104,000,000  foot-pounds  of  energy.  or  enough  to  raise  it 
1900  feet.  This  was  a  return-flue  boiler,  33  feet  long  and  hav- 
ing a  shell  8f  feet  in  diameter,  flues  8^  to  1 5  inches  in  diameter, 
according  to  location. 

The  "  sectional  "  boilers  are  hère  seen  to  hâve,  for  250  horse- 
power  each,  weights  ranging  from  about  35,000  to  55,000 
pounds,  to  contain  from  15,000  to  30,000  pounds  of  water  and 
from  25  to  58  pounds  of  steam,  to  store  from  1 10,000,000  to 
230,000,000  foot-pounds  of  energy,  equal  to  from  2000  to  5000 
foot-pounds  per  pound  of  boiler.  The  stored  available  energy 
is  thus  usually  less  than  that  of  any  of  the  other  stationary 
boilers,  and  not  very  far  from  the  amount  stored,  pound  for 
pound,  by  the  plain  tubular  boiler,  the  best  of  the  older  forms. 
It  is  évident  that  their  admitted  safety  from  destructive  explo- 
sion does  not  come  from  this  relation,  however,  but  from  the 
division  of  the  contents  into  small  portions,  and  especially  from 
those  détails  of  construction  which  make  it  tolerably  certain 
that  any  rupture  shall  be  local.  A  violent  explosion  can  only 
come  of  the  gênerai  disruption  of  a  boiler  and  the  libération  at 
once  of  large  masses  of  steam  and  water. 
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270.  The  Energy  of  Steam  alone,  as  stored  in  the  boiler, 
is  given  by  column  10  of  the  preceding  table.  It  bas  been  seen 
that  it  forms  but  a  small  and  unimportant  fraction  of  the  total 
stored  energy  of  the  boiler.  The  next  table  exhibits  the  effect 
of  this  portion  of  the  total  enei^,  if  considered  as  acting  alone» 


STORED  ENERGY  IN  THE  STEAM-SPACE  OF  BOILBRS. 


Type. 


I.  Plain  Cylinder 

l»  Cornish 

3.  Two  flue  Cylinder 

4.  Plain  Tubular 

5.  Locomotive 

6.  "  

7.  "  

8.  •*  

ç.  Scotch  Marine 

10.  '*  

11.  Flue  and  Return-tube. 
12. 

13.  Water-tube  

14.  "         

15.  •'         


Stored  in 

Toul  Energry. 

Steam 
(fi.-lbs.) 
per  Ib.  ol 

Boiler. 

Heifirhtof 
Projection. 

Initial 

Velocity 

per  second. 

676,693 

271 

271  ft. 

132  ft. 

709.310 

42 

42   " 

32  •' 

2,377.357 

351 

351   " 

150  *' 

1,022.731 

108 

108   " 

83  " 

1,483.896 

76 

76  " 

69- 

2,135,802 

85 

85   " 

74  " 

1     1,766,447 

86 

86  " 

74  " 

1.302.431 

107 

107  " 

83  " 

1.462.430 

54 

V" 

59  " 

2,316,392 

61 

62  " 

1-570.517 

28 

28  " 

42  " 

1.643.854 

29 

29  " 

43  " 

2,108.110 

6i 

61  ** 

59  " 

3.513.830 

79 

79  " 

71   •* 

1.311.377 

24 

24  '• 

39  " 

The  study  of  this  table  is  exceedingly  interesting,  if  made 
with  comparison  of  the  figures  already  given,  and  with  the  facts 
stated  above.  It  is  seen  that  the  height  of  projection,  by  the 
action  of  steam  alone,  under  the  most  favorable  circumstances, 
is  not  only  small,  insignificant  indeed,  in  comparison  with  the 
height  due  the  total  stored  energy  of  the  boiler,  but  is  proba- 
bly  entirely  too  small  to  account  for  the  terrifie  results  of  ex- 
plosions frequently  taking  place.  The  figures  are  those  for  the 
stored  energy  of  steam  in  the  working  boiler  ;  they  may  be 
doubled,  or  even  trebled,  for  cases  of  low  water;  they  still 
remain,  however,  comparatively  insignificant. 

The  enormous  power  of  molecular  forces,  even  when  beat 
is  not  added  to  reinforce  them,  is  illustrated  by  the  often  de* 
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scribed  experiments  of  an  artillery  officer  at  Québec*  and  others 
in  which  a  large  bombshell  is  filled 
with  water,  safely  plugged,  and 
exposed  to  low  température.  In 
such  cases  the  expansive  force  ex- 
erted,  when  freezing,  by  the  for- 
mation of  ice  and  the  increase  of 
volume  accompanying  the  forma- 
tion of  the  crystals,  either  drives 
out  the  plug,  sometimes  project- 

ing   it   hundreds   of    yards   (Fig.     ^'g-  i23.-Exi.ansive  Force  of  Icb. 
123),  or  actually  bursts  the  thick  iron  case. 


Fig.  124/1. — ^An  Unsolved  Mystery. 

271.  Explosion  and  Bursting  are  terms  which, as  often  tech- 
nically  used  by  the  engîneer,  represent  radically  différent  phe- 
nomena.  The  explosion  of  a  steam-boiler  is  a  sudden  and  violent 


♦  Phenomena  of  Heat.     Cazin. 
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disruption,  permîtting  the  stored  heat-energy  of  the  enclosed 
water  and  steam  to  be  expended  in  the  enormously  rapid  ex- 
pansion of  its  own  mass,  and,  often,  in  the  projection  of  parts 
of  the  boiler  in  various  directions,  with  such  tremendous  power 
as  to  cause  as  great  destruction  of  life  and  property  as  if  the 
explosion  were  that  of  a  powder-magazine.  The  bursting  of  a 
boiler  is  commonly  taker  to  be  the  rupture,  locally,  of  the 
structure,  by  the  yielding  of  its  weakest  part  to  a  pressure 
which  at  the  moment  may  not  be  deemed  excessive,  but  which 
is  too  great  for  the  weakened  spot.  The  coilapse  of  a  flue  is  a 
form  of  rupture  which  is  ordinarily  considered  as  of  the  second 
class.  With  high  steam-pressure,  bursting  or  the  coUapse  of  a 
flue  may  occur  with  a  loud  report,  and  may  even  cause  some 
displacement  of  the  boiler  ;  but  it  is  not  generally  termed  an 
explosion  when  the  boiler  is  simply  ruptured,  and  is  not  torn 
into  separated  pièces.  There  is,  however,  no  real  boundary, 
and  the  one  grades  into  the  other,  with  no  defined  line  of  dé- 
marcation. 

It  occasionally  happens  that  an  explosion  takes  place  with 
such  extraordinary  violence  and  destructive  effect  that  it  has 
been  thought  best,  especially  by  French  writers,  to  class  it  by 
itself,  and  it  is  denoted  a  détonant  or  fulminant  explosion, 
^' explosion  fulminante  y  In  such  cases  the  report  is  like  that 
of  an  enormous  pièce  of  ordnance  ;  the  boiier  is  often  rent  into 
many  parts,  or  even  completely  broken  up,  as  if  by  dynamite  ; 
and  surrounding  objects  are  destroyed  as  if  by  the  discharge  of 
a  park  of  artillery. 

In  any  steam-boiler  there  may  at  any  time  exist  a  state 
of  equilibrium  between  the  resisting  power  of  the  boiler  and 
the  steam-pressure.  In  ordinary  working,  the  latter  is  far 
withîn  the  former  ;  but  as  time  passes  the  limiting  condition 
is  gradually  approached,  and  in  every  explosion  the  line  is 
passed.  The  pressure  may  rise  until  the  limit  of  strength  is  at- 
tained,  or  the  resisting  power  of  the  boiler  may  decrease  to  the 
limit  :  in  either  case  the  passage  of  the  line  is  marked  by  ex- 
plosion,  or  a  less  serious  method  of  yielding. 

272.  The  Causes  of  Boiler-explosions  are  numerous,  but 
are  usually  perfectly  well  understood.   Where  uncertainty  exists, 
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it  is  probably  the  fact  that,  were  the  cause  ascertained,  it  would 
be  found  to  be  simple  and  well  known.  It  is  nevertheless  true 
that  some  authorities,  including  a  few  experienced  and  distin- 
guished  members  of  the  engineering  profession,  believe  that 
there  are  causes,  at  once  obscure  and  of  great  potency  and  en- 
ergy,  which  are  not  yet  satisfactorily  understood.  In  this  work 
the  many  causes  to  which  explosions  are,  by  various  practi- 
tioners  and  writers,  attributed  may  be  divided  into  the  known, 
the  probable,  the  possible,  the  improbable,  and  the  impossible 
and  absurd. 

To  the  first  class  belong  the  gênerai  and  fairly  uniform 
weakness  of  boilers  as  compared  with  the  steam-pressures  car- 
fied  ;  the  sticking  of  safety-valves,  and  the  thousand  and  one 
other  causes  having  their  origin  in  the  ignorance,  the  carelessness, 
•or  the  utter  recklessness  of  the  designer,  the  builder,  or  the  attend- 
ants intrusted  with  their  management.  To  this  class  may  be  as- 
signed  the  causes  of  by  far  the  greater  proportion  of  ail  explo- 
sions ;  and  the  Author  has  sometimes  questioned  whether  this 
category  may  not  cover  absolutely  ail  such  catastrophes.  To 
the  second  class  may  be  assigned  "  low-water,'*  a  cause  to  which 
it  was  once  customary  to  attribute  nearly  ail  explosions,  but 
which  is  known  to  be  seldom  operative,  and  so  seldom  that 
some  authorities  now  question  the  possibility  of  its  action  at 
ail.*  Among  the  possible  causes,  acting  rarely  and  under  pe- 
culiar  conditions,  the  Author  would  place  the  overheating  of 
water,  and  the  storage  of  energy  in  excess  of  that  in  the  liquid 
at  the  température  due  the  existing  pressure  ;  the  too  sudden 
opening  of  the  throttle-valve  or  the  safety-valve,  producing 
priming  and  shock  ;  the  spheroidal  state  of  water  ;  and  perhaps 
other  phenomena.  The  improbable  include  the  latter,  however. 
The  action  of  electricity — a  favorite  idea  with  the  uninformed 
— may  be  taken  as  an  example  of  the  impossible  and  absurd. 
The  actual  causes  of  a  vast  majority  of  boiler-explosions  are 
now  determined  by  skilled  engineers,  inspectors,  and  insurance 
experts  ;  and  it  is  by  them  generally  supposed  that  no  so-called 
mysterious"  causes  exist,  in  the  sensé  that  they  are  phenom- 

*■  Sec  opinion  of  Mr.  J.  M.  Allen,  Sibley  Collège  Lecture,  Sa.  Am.  Supplé- 
ment, Feb.  19,  1887,  p.  9272. 
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ena  beyond  the  présent  range  of  human  knowledge  and  scien- 
tific  investigation. 

Ail  récent  authoritîes  agrée  in  attributing  boiler-explosions, 
almost  without  exception,  to  one  or  another  of  the  following 
gênerai  classes  of  causes,  and  the  Author  is  inclined  to  make  no 
exception  : 

(i)  Defective  design:  resulting  in  weakness  of  shell,  of 
flues,  or  of  bracing  or  staying  ;  in  defective  circulation  ;  faulty 
arrangement  of  parts  ;  inefficiency  of  provision  for  supplying 
water  or  taking  off  steam  ;  and  defècts  in  arrangement  leading 
to  strains  by  unequal  expansions,  and  other  matters  over  which 
the  designer  has  control. 

(2)  Malconstruction  :  including  choice  of  defective  or  im-* 
proper  material  ;  faulty  workmanship  ;  failure  to  foUow  instruc- 
tions and  drawings  ;  omission  of  stays  or  braces. 

(3)  Decay  of  the  structure  with  time  or  in  conséquence  of 
lack  of  care  in  its  préservation  ;  local  defects  due  to  the  same  • 
cause  or  to  some  unobserved  or  concealed  leakage  while  in 
opération. 

(4)  Mismanagement  in  opération,  giving  rise  to  excessive 
pressure;  low  water;  or  the  sudden  throwing  of  feed-water on 
overheated  surfaces;  or  the  production  of  other  dangerous 
conditions  ;  or  failure  to  make  sufficiently  fréquent  inspection 
and  test,  and  thus  to  keep  watch  of  those  defects  which  grow 
dangerous  with  time. 

Weakness  of  boiler  or  over-pressure  of  steam  are  the  usual 
immédiate  causes  of  explosions. 

It  has  often  been  suggested  that  the  most  destructive  boiler- 
explosions  may  be  attrîbutable  to  electricity,  and  may  illustrate 
the  effect  of  an  unfamiliar  form  of  lightning.  Such  hypothèses 
are,  however,  absurd.  No  storage  and  concentration  of  elec- 
tricity could  be  produced  in  a  vessel  composed  of  the  best  of 
conducting  materials  and  énclosîng  a  mass  of  fluid  incapable  of 
causing  electrical  currents,  either  great  or  small,  under  the  con- 
ditions observed  in  the  steam-boiler.  The  production  of .  elec- 
tricity seen  in  Armstrong's  experiments,  a  phenomenon  some- 
times  thought  to  support  this  theory,  is  simply  the  resuit  of 
the  friction  of  a  moving  jet  of  steam  on  the  nozzle  from  which 
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ît  issued,  and  présents  not  the  slightest  reason  for  supposing 
that  the  electrical  hypothesis  of  the  origin  of  boiler-explosions 
has  any  basis  of  fact. 

Professor  Faraday,  in  a  report  to  the  British  Board  of  Trade, 
May,  1859,  States  his  belief  in  the  absurdity  of  the  idea  that 
the  water  within  a  steam-boiler  may  become  decomposed,  and 
the  explosion  ofa  mixture  of  gases  so  produced  may  burst  a 
boiler: —  **....  As  respects  the  décomposition  of  the  steam 
by  the  heated  iron,  and  the  séparation  of  hydrogen,  no  new 
danger  is  incurred.  Under  extrême  circumstances,  the  hydro- 
gen which  could  be  evolved  would  be  very  small  in  quantity, 
would  not  exert  greater  expansive  force  than  the  steam,  and 
would  not  be  able  to  burn  with  explosion,  and  probably  not  at 
ail,  if  it,  with  the  steam,  escaped  through  an  aperture  into  the 
air  or  even  into  the  fire-place." 

Décomposition  cannot  occur  in  the  steam-boiler,  ordînarily  ; 
and  if  it  were  to  happen  in  conséquence  of  low-water  and 
overheated  plates,  no  oxygen  could  remain  free  to  explosively 
combine  with  it. 

A  half-century  ago,  M.  Arago,  in  writing  of  steam-boiler 
explosions,*  asserted  that  "  no  cause  of  explosion  exists  which 
cannot  be  avoided  by  means  at  once  simple  and  within  reach 
of  every  one."  A  committee  of  the  Franklin  Institute,  in  1830, 
asserted  t  of  boiler-explosions  that  "they  proceed,  it  is  be- 
lieved,  in  most  cases,  from  defective  machinery,  improper  ar- 
rangement or  distribution  of  parts,  or,  finally,  from  carelessness 
in  management."  Thèse  conclusions  are  fully  justifîed  by  ail 
later  expérience  ;  and  it  is  now  admitted  by  ail  accepted  author- 
ities  that  a  careful  examination  and  study  of  the  facts  of  the 
case  will  almost  invariably  enable  the  experienced  engineer  to 
détermine  the  origin  of  the  disaster.  It  follows  that  it  is  per- 
fectly  practicable  to  so  design,  construct,  and  manage  steam- 
boilers  that  there  shall  be  absolutely  no  danger  of  explosion. 

273.  The  Statistics  of  Explosions  hâve  been  very  care- 
fully  coUected  for  many  years  in  some  European  countries. 


*  Mem.  Roy.  Acad.  Sci.  Inst.  France,  zxi. 
f  Journal  Franklin  Institute,  1830. 
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notably  in  France,  and  are  now  given  for  the  United  States  in 
very  reliable  form  by  inspectors,  governmental  and  private, 
who  are  thoroughly  familiar  with  the  subject.  The  foliowing 
is  a  list  reported  for  the  year  1885  : 


CLASSIFIED   LIST  OF  BOILER-EXPLOSIONS. 


Saw-mills  and  wood-vvorking 
shops  

Locomotives 

Steamboats,  tugs,  etc , 

Portables,  hoisters,  and  agri 
cultural  engines 

Mines,  ôil  wells,  collieries, 
etc 

Paper-mills.bleachers,digest- 
ers,  etc 

Rolling-mills  and  iron-works 

Distilleries,  breweries,  sugar- 
houses,  dye  houses,  ren- 
dering  establishments.etc. 

Flour-mills  and  elevators... 

Textile  manufactories 

Miscellaneous 


Total  per  month  , 


Persons   killed — total    220— 
per  month 

Persons  injured — total  288 
per  month. . .  - 


I 

s!    2 

•.|     4 
2  .  .. 


3      3 


I 
I 
2      I 


91 


i 

1 

a 

fi 

w 
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0 

0 

V 

2; 

û 

14 


19 


34 


40    22 


2    33 

1  10 

4'  16 

2  16 

I 
i|  20 


..      3 
2    10 


2    18 

1  10 

I 

2  18 


17  155 

31  ... 
21... 


Boilers  used  in  saw-mills  are  most  frequently  exploded,  pre- 
sumably  because  of  the  cheapness  of  their  construction,  and 
the  unskilfulness  exbibited  in  their  management  ;  boilers  in 
mines  are  next  in  number  of  casualties.  Mill-boilers  explode 
with  comparative  infrequency.  In  the  United  States,  accord- 
ing  to  the  best  estimâtes  which  the  Author  has  been  able  to 
make,  about  one  boiler  in  10,000  explode  among  those  which 
are  regularly  inspected  and  insured,  and  ten  times  that  propor- 
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tîoh  among  uninspected  and  uninsured  boilers.  In  Great 
Britain,  the  proportion  of  explosions  is  much  less  than  in  the 
United  States,  the  average  number  being  less  than  one  twentieth 
of  one  per  cent,  and  the  loss  of  life  about  three  to  every  two 
explosions.  In  Great  Britain,  as  in  the  United  States  and  else- 
where,  the  majority  of  explosions  are  due  to  négligence.  Ex- 
plosions might  become  almost  unknown  were  a  proper  System 
of  inspection  and  compulsory  repair  introduced. 

The  returns  of  boiler  explosions  in  Great  Britain  and  the 
United  States  show  that  not  only  in  number  but  in  destructive- 
ness  the  record  of  the  United  States  always  exceeds  that  of 
Great  Britain,  as  is  seen  in  the  following  tables  : 


No.  Explosions. 

No.  Fatal ities. 

No.  Per 

s  Inj'd. 

1884.  i  1885. 

Ï884. 

1885. 

1884. 

1885. 

Great  Britain  . 
United  States.. 

36 
152 

43 
155 

24 
254 

40 
220 

49 
261 

62 
288 

No.  Explosions  per 
Million  Inhabiunts. 

No.  Fatalities  per 
Explosion. 

1884. 

1885. 

1884. 

1885. 

Great  Britain.. 
United  States.. 

I 
3 

1.17 
3.09 

.67 
1.67 

•93 
1.42 

The  causes  of  the  forty-three  explosions  in  Great  Britain 
are  reported  to  hâve  been  : 

Cases. 
Détérioration  or  corrosion  of  boilers  and  safety-valves 20 

Defective  design  or  construction  of  boiler  or  fittings ii 

Shortness  of  water 4 

Ignorance  or  neglect  of  attendants 4 

Miscellaneous 4 

Total 43 
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For  the  United  States  there  are  estimated   to  hâve  been 
dangerous  cases  classified  thus  : 


Causes. 


Détérioration  or  corrosion  of  boilers  and  safety-valves 
Defective  design  or  construction  of  boiler  or  fittings. . . 

8hortness  of  water 

Ignorance  or  neglect  of  attendants 

Miscellaneous 


Whole  No. 

Dangerous. 

17.873 

1.727 

15.895 

2,957 

130 

56 

6,404 

983 

6,928 

1,403 

The  following  are  two  classified  lists  of  defects  and  causes 
of  dangerous  conditions,  where  in  one  case  over  6000  boilers 
and  in  the  other  over  I75,cxx)  were  inspected.*  (See  Appendix.) 


CAUSES  OF  DANGER. 


Nature  of  Defects. 


Deposit  of  sédiment 

Incrustation  and  scaie 

Internai  grooving 

Internai  corrosion , 

External  corrosion 

Broken.  loose,  and  defective  braces  and  stays 

Defective  settings 

Furnaces  out  of  shape 

Fractured  plates  

Burned  plates 

Blistered  plates 

Cases  of  defective  riveiing 

Defective  heads 

Leakage  around  tube  ends 

Leakage  at  seams 

Defective  water-gauges  

Defective  blow-ofifs 

Cases  of  deficiency  of  water 

Safety-valves  overloaded 

Safety-valves  defective  in  construction 

Defective  pressure  gauges 

Boilers  without  pressure-gauges 

Defective  hand  hole  plaies 

Defective  hangers 

Defective  fusible  plugs 

Total 


Whole  No. 


Dangerous. 


458 

32 

630 

55 

20 

7 

155 

16 

346 

23 

205 

39 

178 

17 

248 

12 

123 

65 

89 

22 

254 

II 

1.649 

187 

30 

15 

974 

331 

574 

22 

163 

27 

30 

8 

5 

2 

29 

7 

42 

7 

238 

19 

4 

0 

3 

3 

13 

0 

I 

0 

6,453 


927 


*  The  Locomotive^  September,  i386;  February,  1900. 
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Naturb  of  Dbfscts. 


Cases  of  deposit  of  sédiment... . 
Cases  of  incrustation  and  scale.. 

Cases  of  internai  grooving 

Cases  of  internai  corrosion 

Cases  of  external  corrosion 

Defective  braces  and  stays 

Settings  defective 

Furnaces  out  of  shape 

Fractured  plates 

Burned  plates 

Blistered  plates 

Defective  rivets 

Defective  faeads 

Leakage  around  tubes 

Leakage  at  seams 

Water-gauges  defective 

Blow-outs  defective 

Cases  of  deficiency  of  water 

Safety-valves  overloaded 

Safeiy- valves  defective 

Pressure -gauges  defective 

Boilers  without  pressure-gauges, 
Unclassified  defects 

Total 


Whole  No. 

Dang^erous. 

I2,g86 

641 

32.157 

870 

1.680 

I?2 

9.949 

488 

7.502 

537 

a.  15a 

585 

4.61 1 

45a 

4.687 

218 

3.963 

646 

4,163 

521 

1699 

225 

33.376 

852 

1.176 

»55 

37.405 

3,290 

4.9«9 

337 

3.088 

658 

2,097 

607 

6^5 

Î55 

1.003 

398 

1.077 

354 

5.054 

394 

223 

223 

11.492 

84 

I77.II3 


12,b02 


It  is  sëen  that  many  of  thèse  defects,  ail  of  which  are  danger- 
ous  and  liable  to  cause  explosion,  are  of  very  variable  f requency  ; 
as,  for  example,  defective  riveting,  which  is  more  than  twice 
as  common  in  the  first  list  as  any  other  defect,  but  which 
stands  number  three  in  the  second  ;  while  other  defects  are  of 
quite  regular  occurrence,  as  the  présence  of  sédiment  and  of 
scale,  grooving  and  other  corrosion,  injured  plates,  and  defective 
gauges.  Sédiment,  oxidation,  and  defective  workmanship 
are  evidently  tHe  most  prolific  causes  of  danger;,  and  unequal 
expansion,  to  which  many  of  the  reported  cases  of  leakage  are 
attributable,  hardly  less  so. 

An  inspection  of  thèse  tables  plainly  shows  that  the  causes 
of  steam-boiler  explosion  are  commonly  perfectly  simple,  and 
are  well  understood;  and  a  person  familiar  with  the  su.  cet 
usually  wonders  that  explosions  occur  as  infrequently  as  -ry 
do,  where  there  are  so  many  sources  of  danger,  and  where  s.  1 1  w 
intelligence  and  care  is  exhibited  in  their  design,  construi  :  «n, 
and  opération.     There  are,  however,  some  interesting  phc'M.m- 
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ena  and  some  very  ingénions  théories  as  to  method  of  libéra* 
tion  of  the  enormous  stock  of  energy  of  which  every  boiler  is  a 
réservoir,  to  which  attention  may  well  be  given. 

274.  Théories  and  Metfaods  of  explosions  due  to  other 
causes  than  simple  increase  of  steam-pressure  or  decrease  in 
strength  of  boiler,  and  of  such  accidents  as  are  common  and 
well  understood,  and  produce  the  greater  number  of  disasters 
of  the  class  hère  studied,  are  as  various  as  they  are  interesting. 
The  vast  majority  of  ail  boiler-explosions  hâve  been,  as  has  been 
seen,  found  to  be  due  to  causes  which  are  readily  detected,  and 
are  the  simplest  and  most  obvious  possible.  Hère  and  there, 
however,  an  explosion  takes  place  which  is  so  exceptionally  vio« 
lent  or  which  occurs  under  such  unusual  and  singular  conditions 
astogive  rise  to  question  w'hether  some  peculiar  phenomenon  is 
not  concerned  in  bringing  about  so  extraordinary  a  resuit.  Nearly 
ail  explosions  hâve  been  produced  either  by  a  graduai  rise  in 
pressure  until  the  resisting  power  of  the  boiler  has  been 
exceeded  and  an  extended  rupture  libérâtes  the  stored  energy  ; 
or  by  a  graduai  réduction  of  the  strength  of  the  structure,  until 
at  last  it  is  insufficient  to  withstand  the  ordinary  working  pres- 
sure, and  a  gênerai  yielding  leàds  to  the  same  resuit.  Such 
cases  require  little  comment  and  no  explanation  ;  but  the  rare 
instances  in  which  a  sudden  development  of  forces  far  in  excess 
of  those  exhibited  in  regular  working  hâve  been  believed  to 
hâve  been  observed  hâve  given  rise  to  much  spéculation,  to 
many  ingenious  théories,  and  to  an  immense  amount  of  spéc- 
ulation and  misconception  on  the  part  of  those  who  are  unfa- 
miliar  with  science,  and  without  expérience  in  the  opération  of 
this  class  of  apparatus. 

Explosions  probably  always  occur  from  perfectly  simple  and 
easily  comprehended  causes,  aie  always  the  resuit  of  either 
ignorance  or  carelessness,  and  are  always  preventable  where 
intelligence  and  conscientiousncss  govern  the  design,  the  con- 
struction, and  the  management  of  the  boiler.  A  well-designed 
boiler,  properly  proportioned  for  its  work  and  to  carry  the 
working  pressure,  well  built,  of  good  material,  and  intelligently 
and  carcfully  handied,  has  probably  never  been  known  to 
explode.     Explosions  probably  never  occur,  with  either  a  grad- 
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ually  increasing  pressure  of  steam  or  decreasing  strength  of 
boiler,  unless  the  strength  of  the  structure  is  quite  uniform  ; 
local  weakness  is  a  safety-valve  which  permits  a  "  burst,"  and 
insures  against  that  more  gênerai  disruption  which  is  called  an 
**  explosion."  A  long  line  of  weakened  seam,  an  extended 
crack,  or  a  considérable  area  of  surface  thinned  by  corrosion 
may  lead  to  an  explosion  and  a  gênerai  breaking  up  of  the 
whole  apparatus  ;  but  any  minor  defect,  where  its  site  is  sur- 
rounded  by  strong  parts,  will  not  be  likely  to  produce  that 
resuit. 

Tke  Method  of  Explosion  is  in  the  great  majority  of 
cases  the  opening  of  a  small  orifice  at  a  point  of  minimum 
strength,  with  outrush  of  water  or  steam,  or  both  ;  the  rapid 
extension  of  the  rupture  until  it  becomes  so  great  and  the 
opération  is  so  sudden  that,  no  time  being  given  for  the  graduai 
discharge  of  the  enclosed  fluids,  the  boiler  is  torn  violently 
apart  by  the  internai  unrelieved  pressure  and  distributed  in 
pièces,  the  number  of  which  is  determined  by  the  character  and 
extent  of  the  lines  or  areas  of  weakness. 

275.  Clark  and  Colburn's  Theory  of  boiler-explosions 
has  been  accepted  as  a  "  working  hypothesis"  by  many  engineers, 
and  has  some  apparent  foundation  in  experimentally  ascer- 
tained  fact.  This  theory  is  attributed  to  Mr.  Zerah  Colburn  ;* 
but  was  probably,  as  stated  by  Mr.  Colburn  himself,  original 
with  Mr.  D.  K.  Clark,  who  suggests  that  a  rupture  initiated  at 
the  weakest  part  of  a  boiler,  above  or  near  the  water-line,  may 
be  extended,"  and  an  explosion  precipitated  by  the  impact  of  a 
mass  of  water  carried  toward  it  by  the  sudden  outrush  of  a 
large  quantity  of  steam,  precisely  as  the  "  water-hammer"  ob- 
served  so  frequently  in  steam-pipes  causes  an  occasional  rup- 
ture of  even  a  sound  and  strong  pipe.  In  fact,  many  instances 
hâve  been  observed  in  which  the  rent  thus  presumed  to  hâve 
been  produced  has  extended  not  only  along  lines  of  reduced 
section,  but  through  solid  iron  of  full  thickness  and  of  the  best 
quality.     It  is  thus  that  Mr.  Clark  would  account  for  the  shat- 


*  Steam- boiler  Explosions.      Zerah  Colburn.     London:  John  Weale.     1860. 
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tering  and  the  déformation  of  portions  of  the  disrupted  boiler, 
which  are  often  the  most  striking  and  remarkable  phenomena 
seen  in  such  cases. 

Colburn  suggests  that  the  explosion,  in  such  cases,  although 
seemingly  instantaneous,  may  actually  be  a  succession  of  opér- 
ations, three  or  four  at  least,  as  the  following  : 

(i)  The  initial  rupture  under  a  pressure  which  may  be  and 
probably  often  is  the  regular  working  pressure  ;  or  it  may  be  an 
accidentally  produced  higher  pressure  ;  the  break  taking  place 
in  or  so  near  the  steam-space  that  an  immédiate  and  extremely 
rapiddischarge  of  steam  and  water  may  occur. 

(2)  A  conséquent  réduction  of  pressure  in  the  boiler  and  so 
rapid  that  it  may  become  considerablebefore  the  inertia  of  the 
mass  of  water  will  permit  its  movement. 

(3)  The  sudden  formation  of  steam  in  great  quantity  with- 
in  the  water,  and  the  précipitation  of  heavy  masses  of  v/ater, 
with  this  steam,  toward  the  opening,  impinging  upon  adjacent 
parts  of  the  boiler  and  breaking  it  open,  causing  large  open- 
ings  or  extended  rents. 

(4)  The  completion  of  the  vaporization  of  the  now  îiberated 
mass  of  water  to  such  extent  as  the  réduction  of  the  tempéra- 
ture mjiy  permit,  and  the  expansion  of  the  steam  so  formed, 
projecting  the  detached  parts  to  distance  depending  on  the  ex- 
tent and  rapidity  of  this  action. 

This  séries  of  phenomena  may  evidently  be  the  accompani- 
ment  of  any  explosion,  to  whatever  cause  the  initial  rupture 
may  be  due.  One  circumstance  lending  probability  to  this 
theory  is  the  rarity  of  explosions  originating  in  the  failure  of 
"  water-legs"  or  other  parts  situated  far  below  the  waterJine. 
This  occasionally  happens,  as  was  seen  some  time  ago  at  Pitts- 
burg  in  the  explosion  of  a  vertical  boiler  caused  by  a  crack  in 
the  water-leg  ;  but  it  is  almost  invariably  observed  that  explo- 
sions occur  where  long  Unes  of  weakened  métal,  defective 
seams,  or  of  "  grooving"  extend  nearly  or  quite  to  the  steam- 
space.*     A   local    defect   well    below    the    water-line   would 


*  The  Westfield  explosion  illustrâtes  this  case.    Jour.  Frank  Inst.  1875. 
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usually  simply  act  as  a  safety-valve,  dîschargîng  the  contents 
of  the  boiler  without  explosion. 

276.  Corroboratory  Evidence  has  been  hère  and  there 
found.  Lawson's  experiments,  and  those  of  others,  as  well  as 
many  accidentai  explosions,  hâve  supplied  évidence  somewhat 
but  not  absolutely  corroboratory  of  the  Clark  and  Colburn  the- 
ory.  Mr.  D.  T.  Lawson  having  become  convinced  of  the 
truth  of  the  Clark  and  Colburn  thepry,  further  conceived  the 
idea  that  the  opening  and  sudden  closing  of  the  throttle  or 
the  safety-valve  might  cause  precisely  the  same  succession  of 
phenomena,  and  lead  to  the  explosion  of  boilers,  the  opening 
starting  the  current  and  the  closing  of  the. valve  producing 
impact  that  may  disrupt  the  boiler.  To  test  the  truth  of  his 
hypothesis,  he  made  a  number  of  experiments,  and  succeeded 
in  exploding  a  new  and  strong  boiler  at  a  pressure  far  below 
that  which  it  had  immediately  before  safely  borne.  As  a 
préventive,  he  proposed  the  introduction  of  a  perforated 
sheet-iron  diaphragm  dividing  the  interior  of  the  boiler  at  or 
near  the  water-line  ;  the  expectation  being  that  it  would  check 
the  action  described  by  Colburn  and  prevent  that  percussive 
effect  to  which  explosion  was  attributed  byhim,  and  also  that  it 
would  be  found  to  possess  some  other  advantages. 

The  experiments  were  made  at  Munhall,  near  Pittsburg, 
Pa.,  in  March,  1.882,  the  boiler  being  of  the  cylindrical  variety^ 
30  inches  {j6  cm.)  in  diameter  and  6|  feet  (2.06  m.)  in  length, 
of  iron  ^^  inch  (0.48  cm.)  in  thickness.  Its  strength  was  esti- 
mated  at  430  pounds  per  square  inch  (28|  atmos.).  It  was 
fitted  with  a  diaphragm,  as  above  described. 

After  some  preliminary  tests,  the  following  were  made,* 
the  valve  being  opened  at  intervais  and  suddenly  closed  again 
at  the  pressures  given  below,  as  taken  from  the  log.  A  steam- 
gauge  was  attached  to  the  boiler  above  and  one  belôw  the  dia- 
phragm. The  boiler  contained  18  inches  of  water.  Steam 
was  generated  slowly,  and  when  the  pressure  had  reached  50 
pounds  operating  the  discharge  valve  began  with  the  following 
resuit  s: 


•Report  of  U.  S.  Inspectors  to  the  Secretary  of  the  Treasury,  March  23,  1882. 
36 
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Steam-caugb  abovb 

StEAM-CAUGE   below  THE 

Stbam-prrssure 

DiAPHKAGM. 

DiAPHRAGM. 

AI-    WHICH 
DiSCHAKGB-VALVE 

WAS   RAISED. 

Needle  fcll 

Needle  rose 

Needle  fetl  1  Needle  rose 

below 

above 

below       î       above 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

50 

7 

3 

3 

00 

So 

10 

7 

4 

00 

100 

12 

7 

5 

3 

125 

15 

15 

8 

4 

150 

20 

20 

8 

7 

175 

15 

23 

10 

10 

200 

20 

20 

15 

00 

225 

30 

20 

12 

00 

230 

40 

30 

10 

00 

2SO 

25 

20 

10 

00 

275  • 

30 

25 

15 

00 

300 

40 

35 

.5    ,    00    1 

When  the  pressure  in  the  boiler  reached  300  pounds  to  the 
square  inch  it  was  decided  that  the  boiler  had  been  sufficiently 
tested,  and  the  boiler  was  emptied  and  inspected.  The  rivets, 
seams,  and  ail  theother  parts  of  the  boiler  wcre  examined,  and 
no  strain,  rupture,  or  weakness  was  discovered.  The  diaphragm 
was  then  eut  out,  leaving  the  flanges  riveted  to  the  sides  of  the 
shell  and  across  the  heads.  The  boiler  was  then  again  tested 
with  the  following  results  : 


StEAM- PRESSURE 

AT   WHICH 

DlSCHARGE-VALVK 

WAS    KAISBD. 

Steam-cauge  attached 

TO  THE    BoiLBR 
IN   THE  StEAM-SPACE. 

Steam-gauge  attached 

TO   BOILBK  IN    WaTBR- 
SPACB. 

Needle  fell 
^low 

Needle  rose 
above 

Needle  fell 
below 

Needle  rose 
above 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

100 

3 

00 

3 

00 

125 
150 

.     Ï75 
200 

2 

00 

00 

2 

00 

3 
5 
3 

5 

00 

00 

2 

00 

210 

00 

3 

00 

225 

235 

Exploded. 

CX) 

3 

00 

When  the  discharge-valve  was  opened  at  235  pounds  pressure 
ît  caused  the  explosion  of  the  boiler.     It  was  blown  into  frag- 
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ments.  The  iron  was  torn  and  twisted  into  every  conceivable 
shape  ;  strips  of  various  sizes  and  proportions  were  found  in  ail 
directions.  The  boiler  did  not  always  tear  at  the  seams,  but 
principally  in  the  solid  parts  of  the  iron.  At  the  time  of  the 
explosion  the  water-line  was  higher  than  during  the  test  imme- 
diately  preceding.  At  an  earlier  privately  made  experiment,  as 
reported  by  the  same  investigator,  an  explosion  of  a  new  boiler 
had  been  similarly  produced  at  one  half  the  pressure  which  it 
had  been  estimated  that  the  boiler  might  sustain.  Asignificant 
fact  exhibited  in  the  record  is  the  enormously  greater  fluctua- 
tion of  pressure  in  the  boiler  during  the  first  than  during  the 
second  trial,  and  the  différence  in  the  amount  of  that  fluctuation 
above  and  below  the  diaphragm. 

The  resuit  of  this  action  in  the  ordinary  opération  of  the 
safety-valve  or  of  the  throttle- valve  is  apparently  extremely  un- 
certain.  Many  explosions  hâve  occurred  under  such  circum- 
stances  as  would  seem  to  indicate  the  probability  of  the  action 
above  described  having  been  their  cause,  the  disaster  following 
the  opening  of  safety-valves,  or  of  the  throttle  at  starting  the 
engine. 

On  the  other  hand,  thèse  opérations  are  of  constant  occur- 
rence, and  with  weak  and  dangerous  boilers,  yet  such  explo- 
sions are  known  to  be  extremely  rare.  The  Author,  while  offi- 
cially  engaged  in  attempting  the  expérimental  production  of 
boiler-explosions,  as  a  member  of  the  U.  S.  Board  appointed 
for  that  purpose,  made  numerous  experiments  of  this  nature, 
but  never  succeeded  in  producing  an  explosion.  The  danger 
would  seem  to  be,  fortunately,  less  than  it  might  be,  judged 
from  the  above.  The  introduction  of  feed-water  into  the 
steam-space  of  boilers,  producing  sudden  removal  of  pressure 
from  the  surface  of  the  water,  is  sometimes  supposed  to  hâve 
caused  explosions.  The  explosion  of  a  battery  of  several  boil- 
ers simultaneously— not  an  infrequent  case — is  supposed  to  be 
attributable  to  the  action  described  above,  following  the  rup- 
ture of  some  one  of  the  set. 

That  this  action  can  hâve  more  than  a  slight  effect,  and  that 
it  can  do  more  than  accelerate  the  rupture  of  a  weak  boiler  and 
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întensify  the  effects  of  explosions  due  to  the  action  of  other 
phenomena,  remains  to  be  proven  by  further  investigation. 

Mr.  J.  G.  Heaffman,  writing  in  1867,*  anticipated  Mr.  Law- 
son's  idea,  and,  after  describing  an  explosion  of  a  bleaching- 
boiler,  to  which  the  steam  was  supplied  from  a  separate  steam- 
boiler,  attributes  the  catastrophe  to  impact  of  water  against  the 
shell  on  the  accidentai  production  of  an  opening  at  the  man- 
hole,  and  asserts  that  explosions  thus  occur,  not  only  from  ex. 
cess  of  pressure,  but  also  from  shock.  He  further  states  that, 
in  accordance  with  a  request  made  by  the  Association  of  Ger- 
man  Engineers,  a  commission  of  the  Breslau  Association,  ex- 
perimenting  with  a  small  glass  boiler,  found  that  when  the 
escape-pipes  are  only  gradually  opened,  and  the  steam  allowed 
gradually  to  escape,  the  génération  of  steam  quietly  continues 
and  the  water  remains  tranquil.  But  if  the  valve  is  quickly 
opened,  steam-bubbles  suddenly  form  ail  through  the  water, 
and  rising  to  the  surface,  produce  violent  commotion.  In  one 
of  thèse  experiments  it  was  his  duty  to  watch  the  manometer, 
while  another  person  quickly  opened  the  valve  to  allow  the 
steam  to  escape.  As  soon  as  the  valve  was  opened  the  pres- 
sure fell  3  pounds,  but  immediately  again  began  to  rise,  and  the 
boiler  exploded.  Where  it  had  been  in  contact  with  the  water 
ît  was  shattered  to  powder,  which  lay  around  like  fine  sand.  Of 
the  entire  boiler  only  a  few  small  pièces  of  the  size  of  a  dollar 
were  left.  Afterwards  they  constructed  a  similar  glass  boiler, 
with  a  cylinder  7  inches  in  diameter  and  9  inches  in  length, 
and  to  the  ends  métal  heads  were  fastened  ;  in  the  heads  were 
pipes  for  leading  in  the  steam.  By  means  of  a  force-pump  the 
boiler  was  filled  with  boiling  water,  the  valve  being  left  open 
meanwhile,  in  order  that  its  sides  might  become  evenly  heated. 
Then  half  the  water  was  drawn  off,  and  air  let  in,  and  after- 
wards more  boiling  water  forced  in,  so  that  the  air  was  com- 
pressed,  until  the  boiler  exploded  at  a  pressure  of  15  atmos- 
phères. 

The  report  was  not  nearly  as  loud  as  at  the  former  explo- 
sion,  which  took  place  at  a  pressure  of  only  three  atmosphères, 

•Journal  of  Assoc.  of  German  Engineers,  1867  ;  Iran  Age^  1867. 
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and  the  glass  was  only  broken  into  several  pièces.  This,  Mr. 
Heaffman  considers,  proves  that  the  action  of  the  water  on  the 
boiler  is  such  as  would  be  produced  by  exploding  nitroglycer- 
ine  in  the  water.  He  goes  on  to  state  that  in  bleacheries,  dye- 
works,  etc.,  the  habit  often  prevails  of  suddenly  opening  the 
steam-cocks,  thus  endangering  the  boiler. 

He  does  not  assert  that  every  time  a  cock  is  suddenly 
opened  an  explosion  must  follow  ;  but  that  it  7nay  take  place, 
expérience  has  shown.  In  the  expérimenta  above  described 
they  had  many  times  opened  the  glass  boiler  without  causing- 
an  explosion  ;  with  the  second  boiler,  too,  they  had  done  so 
without  being  able  to  bring  about  explosion,  both  with  high 
and  low  pressure.  In  the  former  class  of  explosions  the 
steam  shatters,  twists,  and  contorts  everything  in  an  instant. 

"  Water-hammer'  has,  by  the  bursting  of  steam-pipes,  by  a 
process  somewhat  closely  related  to  that  described  by  Clark 
and  Colburn,  sometimes  caused  fatal  injury  to  those  near  at 
the  instant  of  the  accident.  This  is  a  phenomenon  which  has 
long  been  familiar  to  engineers,  and  the  author  has  been  cog- 
nizant  of  many  illustrations,  in  his  own  expérience,  of  its 
remarkable  effects,  and  has  sometimes  known  of  almost  as  seri- 
ous  losses  of  life  as  from  boiler-explosions.  It  is  rarely  the 
cause  of  serious  loss  of  property. 

When  a  pipe  contains  steam  under  pressure,  and  has  intro- 
duced  into  it  a  body  of  cold  water,  or  when  a  cold  pipe  con- 
taining  water  is  suddenly  filled  with  steam,  the  contact  of  the 
two  fluids,  even  when  the  water  is  in  very  small  quantities, 
results  in  a  sudden  condensation  which  is  accompanied  by  the 
impact  of  the  liquid  upon  the  pipe  with  such  violence  as  often 
to  cause  observable  or  even  very  heavy  shocks  ;  and  often  a 
succession  of  such  blows  is  heard,  the  intensity  of  which  is  the 
greater  as  the  pipe  is  heavier  and  larger,  and  which  may  be 
startling,  and  even  very  dangerous.  It  is  not  known  precisely 
how  this  action  takes  place;  but  the  Author  has  suggested 
the  following  as  a  possible  outline  of  this  succession  of  phe 
nomena  : 


i.* 


*  **  Water-hammer  in  Steam-pipes."    Trans.  Am.  Soc.  Mcch.  Engrs.,  vol.  îv.. 
p.  404. 
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The  steam,  at  entrance,  passes  over  or  cornes  in  contact 
with  the  surface  of  the  cold  water  standing  in  the  pipe.  Con- 
densation occurs,  at  first  very  slowly,  but  presently  more 
quickly,  and  then  so  rapidly  that  the  surface  is  broken,  and 
condensation  is  completed  with  such  suddenness  that  a  vacuum 
is  produced.  The  water  adjacent  to  this  vacuum  is  next  pro- 
jected  violently  into  the  vacuous  space,  and,  fiUing  it,  strikes 
on  the  métal  surfaces  and  with  a  blow  like  that  of  a  solid  body, 
the  liquid  being  as  incompressible  as  a  solid.  The  intensity  of 
the  resulting  pressure  is  the  greater  as  the  distance  through 
which  the  surface  attacked  can  yield  is  the  less,  and  enormous 
pressures  are  thus  attained,  causing  the  leakage  of  joints,  and 
even  the  straining,  twisting,  and  bursting  of  pipes.  In  some 
cases  the  whole  of  an  extensive  line  or  system  of  pipes  has 
been  observed  to  writhe  and  jump  to  such  extent  as  to  cause 
weil-grounded  appréhension. 

The  Author  oncç  had  occasion  to  test  the  strength  of  pipes 
which  had  been  thus  already  burst.  They  were  8  inches  in 
diametcr  (20.32  cm.),  and  of  a  thickness  of  |  inch  (0.95  cm.),  and 
had  been,  when  new,  subjected  to  a  pressure  of  about  20  at- 
mosphères (300  Ibs.  per  sq.  in.).  When  tested  by  the  Author 
in  their  injured  condition  they  bore  from  one  third  more  to 
nearly  four  times  as  high  pressures  before  the  cracks  which  had 
been  produced  were  extended.  It  is  perhaps  not  absolutely 
certain  that  some  of  thèse  pièces  of  pipe  may  not  hâve  been 
cracked  at  lower  pressures  than  the  above;  but  it  is  hardly 
probable.  It  seems  to  the  Author  very  certain  that  the  pres- 
sures attained  in  his  tests  were  approximately  those  due  to 
the  water-hammer,  or  were  lower.  The  steam-pressure  had 
never  exceeded  about  four  atmosphères  (60  Ibs.  per  sq.  in.). 

It  is  évident  that  it  is  not  safe,  in  such  cases,  to  calculate 
simply  on  a  safe  strength  based  on  the  proposed  steam-pres- 
sures;  but  the  engineer  may  fînd  those  actually  met  with 
enormously  in  excess  of  boiler-pressure,  and  a  "  factor-of-safety" 
of  20  may  prove  too  small,  it  being  found,  as  above,  that  the 
water-hammer  may  produce  local  pressure  approaching,  If  not 
-exceeding,  70  atmosphères  (1000  Ibs.  per  sq.  in.).     Thèse  facts, 
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now  well  ascertained  and  admitted,  lend  some  confirmation  to 
the  Clark  and  Colburn  theory  of  explosions. 

277.  Energy  Stored  in  Heated  Métal  is  vastly  less  in 
amount,  with  the  same  range  of  température,  than  in  water. 
The  spécifie  heat  of  iron  is  but  about  one  ninth  that  of  water, 
and  the  weight  of  meta!  liable  to  become  overheated  in  any 
boiler  is  usually  small.  If  the  whole  crown-sheet  of  a  locomo- 
tive-boiler  were  to  be  heated  to  a  full  red  heat,  it  would  only 
store  about  as  much  heat  per  degree  as  forty  pounds  (18  kgs.) 
of  water,  or  not  far  from  30,000  thermal  units  (7560  calories),  or 
23,160,000  foot-pounds  (3,330,000  kilog.-m.,  nearly),  or  about 
three  tenths  of  the  total  energy  of  the  fluids  concerned  in  the 
explosion.  It  would  be  suffîcient,  however,  to  considerably  in- 
crease  the  quantity  of  steam  présent  in  the  steam-space  ;  and 
this  increase,  if  suddenly  produced,  and  too  quickly  for  the 
prompt  action  of  the  safety-valve,  might  evidently  precipitate 
an  explosion,  which  would  be  measured  in  its  effects  by  the 
total  energy  présent. 

It  thus  becomes  at  once  obvious  that  the  danger  from  the 
présence  of  this  stock  of  excess  energy  is  determined  not  only 
by  the  weight  of  métal  heated  and  its  température,  but  even 
more  by  the  rate  at  which  that  surplus  heat  is  communicated 
to  the  water  that  may  be  brought  in  contact  with  it,  by  pump- 
ing  in  feed-water,  or  by  any  cause  producing  violent  ebullition. 
It  is  probable  that  this  cause  has  sometimes  operated  to  pro- 
duce explosions;  but  oftener  that  the  loss  of  strength  pro- 
duced by  overheating  is  the  more  serious  source  of  danger.  It 
is  also  évident  that  the  first  is  the  more  dangerous  as  the  pres- 
sures are  lower,  the  second  with  high  pressures. 

As  illustrating  a  calculation  in  détail,  assume  \    '^^^'^^^^^  > 
of    crown-sheet,   or   boiler-shell,    overheated  <  jrXn^  F    '  '  ^^^ 
métal   being   <  «  'n^u  [   ^^   thickness,   and   its    total 

weight   I  '70  /^^^'^'^  I  .      Then   the   product   of   weight   into 

range  of  température,  into  spécifie  heat  (o.iii),  is  the  measure 
of  the  heat-energy  stored. 
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375  X  looo  X  o.iii  =41,625  B,  T.  U.,  nearly; 
170  X    556  X  o.iii  =10,492  calories,  nearly; 

and  in  mechanical  units, 

41,625  X  772       =  32,134,500  foot-pounds  nearly; 
10,502  X  423.55  =    4,443,886  kilog.-metres  nearly  ; 

which  is  fifteen  or  twenty  times  the  energy  stored  in  the  steam 
in  a  locomotive-boiler  in  its  normal  condition,  and  about  one 
half  as  much  as  ordinarily  exists  in  water  and  steam  together. 
It  is  évident  that  the  limit  to  the  destructiveness  of  explosions 
so  caused  is  the  rate  of  transfer  of  this  energy  to  the  water 
thrown  over  the  hot  plate,  and  the  promptness  with  which  the 
steam  made  can  be  liberated  at  the  safety-valve.  A  sudden 
dash  of  water  or  spray  over  the  whole  of  such  a  surface  might 
be  expected  to  even  produce  a  "  fulminating"  explosion.  For- 
tunately,  as  expérience  has  shown,  so  sudden  a  transfer  or  so 
complète  a  development  of  energy  rarely,  perhaps  never,  takes 
place. 

278.  The  Strength  of  Heated  Métal  is  known  usually  to 
decrease  gradually  with  rise  in  température,  until,  as  the  weld- 
ing  or  the  melting-point,  as  the  case  may  be,  is  approached,  it 
becomes  incapable  of  sustaining  loads.  Both  iron  and  steel, 
however,  lose  much  of  their  tenacity  at  a  bright-red  heat,  at 
which  point  they  hâve  less  than  one  fourth  that  at  ordinary 
températures.  A  steam-boiler  in  which  any  part  of  the  furnace 
is  left  unprotected  by  the  falling  of  the  water-level  is  very 
likely  to  yield  to  the  pressure,  and  an  explosion  may  resuit 
from  simple  weakness.  At  températures  well  below  the  rcd 
heat  this  will  not  happen. 

279.  "  Low  Water,"  in  conséquence  of  the  obvîous  dangers 
which  attend  it,  and  the  not  infrequent  narrow  cscapes  which 
hâve  been  known,  has  often  been  by  experienced  cngineers 
considered  to  be  the  most  common,  even  the  almost  invariable, 
cause  of  explosions.  This  view  is  now  refuted  by  statistics 
and  a  more  extended  observation  and  expérience  ;  but  it  re- 
mains one  of  the  undeniable  sources  of  danger  and  causes  of 
accident. 

Its  origin  is  usually  in  some  accidentai  interruption  of  the 
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supply  of  feed-water  ;  less  often  an  unobserved  leak  or  ac- 
celerated  production  of  steam.  Whatever  the  cause,  the 
resuit  is  the  uncovering  of  those  portions  of  the  heating- 
surface  which  are  highest,  and  their  exposure,  unprotected 
by  any  efficient  cooling  agency,  to  the  heat  of  the  gases 
passing  through  the  flue  at  that  point.  Should  it  be  the 
case  of  a  locomotive  or  other  boiler  having  the  crown-sheet  of 
its  furnace  so  placed  as  to  be  first  exposed  when  the  water- 
level  falls,  the  iron  may  become  heated  to  a  full  red  heat  ;  if 
the  highest  surfaces  are  those  of  tubes,  through  which  gases 
approximating  the  chimney  in  température  are  passing,  the 
heat  and  the  danger  are  less.  In  either  case  danger  is  incurred 
only  when  the  température  becomes  such  as  to  soften  the  iron, 
or  when  the  return  of  the  water  with  considérable  rapidity 
gives  rise  to  the  production  of  steam  too  rapidly  to  be  reiieved 
by  the  safety-valve  or  other  outlet.  Such  explosions  probably 
very  seldom  actually  occur,  even  when  ail  conditions  seem  fa 
vorabie.  Every  boiler-making  establishment  is  continually  col 
lecting  illustrations  of  the  fact  that  a  sheet  may  be  overhcated. 
and  may  even  alter  its  form  seriously  when  overheated,  without 
completely  yielding  to  pressure;  and  the  Author  lias  taken 
part  in  many  attempts  to  experimentally  produce  explosions 
by  pumping  feed-water  into  red-hot  boilers,  and  has  but  once 
seen  a  successful  experiment.  The  same  opération,  in  the  reg- 
ular  workings  of  boilers,  has  been  often  performed  by  ignorant 
or  reckless  attendants  without  other  disaster  than  injury  to  the 
boiler,  but  it  has  unquestionably  on  other  occasions  caused 
terrible  loss  of  life  and  property.  The  raising  of  a  safety-valve 
on  a  boiler  in  which  the  water  is  low,  by  producing  a  greater 
violence  of  ebullition  in  the  water  on  ail  sides  the  overheated 
part,  may  throw  a  flood  of  solid  water  or  of  spray  over  it  ;  and 
it  is  probable  that  this  has  been  a  cause  of  many  explosions. 
The  Author  has  seen  but  a  single  explosion  produced  in  this 
way,  although  he  hâs  often  attempted  to  so  produce  such  a  re- 
suit. In  three  experiments  on  a  plain  cylindrical  boiler,  empty 
and  heated  to  the  red  heat,  the  resuit  of  rapidly  pumping  in  a 
large  quantity  of  water  was  in  the  first  the  production  of  a 
vacuum,  in   the  second  an  exccss  of  pressure  safely  and  easily 
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relieved  by  the  safety-valve,  and  in  the  third  case  a  violent  ex- 
plosion of  the  boiler  and  the  complète  destruction  of  the  brick 
masonry  of  its  setting.*  A  connmittee  of  the  Franklin  Institute, 
conducting  similar  experiments,t  had  the  sanne  expérience, 
the  pressure  "  rising  from  one  to  twelve  atmosphères  within 
two  minutes"  after  starting  the  pump.  The  most  rapid  vapor- 
ization  occurs,  as  is  well  known,  at  a  comparatively  low  tempér- 
ature of  métal  ;  at  high  température  the  spheroidal  condition  is 
produced,  and  no  contact  exists  between  métal  and  liquid. 

Mr.  C.  A.  Davis,  Président  of  the  New  York  and  Boston 
Steamboat  Co.,  in  a  letter  addresscd,  Dec.  7,  1831,  to  the  Col- 
lector  of  the  Port  of  New  York,  and  answering  inquiries  of  the 
United  States  Treasury  Department,  wrote::j: 

*'  I  hâve  noted  that  by  far  the  greatest  number  of  accidents 
by  explosion  and  coUapsing  of  boilers  and  flues — I  might  say 
seven  tenths — hâve  occurred  either  while  the  boat  was  at  rest,  or 
immediately  on  starting,  particularly  after  temporary  stoppages 
to  take  in  or  land  passengers.  Thèse  accidents  may  occur  from 
directly  opposite  causes — either  by  not  letting  off  enough  steam^ 
or  by  letting  off  too  tnuch:  the  latter  is  by  far  the  most  de- 
structive." 

The  idea  of  this  writer  was  that  the  "  letting  off  of  too  much  " 
■steam,  producing  low-water,  was  the  most  fréquent  cause  of 
explosions — an  idea  which  has  never  since  been  lost  sight  of. 

The  chief-engineer  of  the  Manchester  (G.  B.)  Steam-boiler 
Association,  in  1866-67,  repeatedly  injected  water  into  over- 
heated  steam-boilers,  but  never  succeeded  in  producing  an 
explosion.^     Yet,  as  has  been  seen,  such  explosions  may  occur. 

A  writer  in  the  Journal  of  the  Franklin  Institute,||  a  half- 
century  or  more  ago,  asserted  that  "the  most  dreadful  accidents 
from  explosions  which  hâve  taken  place  hâve  occurred  from 
low-pressure  boilers."  It  was,  as  he  states,  "a  fact  that  more 
pcTsons  had  been  killed  by  low  than  by  high  pressure  boilers." 


•  Sd,  ^w.,Sept.  1875. 
f  Jour.  Franklin  Inst.  1837,  vol.  xvii. 
X  Report  on  Steam-boilers,  H.  R.,  183^. 
§  Mechanics'  Magazine^  May,  1867. 
1  Vol.  iii.  pp   335.  418,  420. 
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Nearly  ail  writers  of  that  time  attributed  violent  explosions  to 
low-water,  and  some  likened  the  phenomenon  to  that  observed 
when  the  blacksmith  strikes  with  a  moist  hammer  on  hot  iron. 

Thus,  if  the  boiler  is  strong,  and  built  of  good  iron,  and  not 
too  much  overheated,  or  if  the  feed-water  is  introduced  slovvly 
enough,  it  is  possible  that  it  may  not  be  exploded  ;  but  with 
weaker  iron,  a  higher  température,  or  a  more  rapid  development 
of  steam,  explosion  may  occur.  Or,  if  the  métal  be  seriously 
weakened  by  the  heat,  the  boiler  may  give  way  at  the  ordinary 
or  a  lower  pressure  ;  which  resuit  may  also  be  precipitated  by  the 
strains  due  to  irregular  changes  of  dimensions  accompanying 
rapid  and  great  changes  of  température. 

Explosions  due  to  low-water,  when  there  is  a  considérable 
mass  of  water  below  the  level  of  the  overheated  métal,  are  some- 
times  fearfully  violent  ;  a  boiler  completely  emptied  of  water^ 
and  only  exploded  by  the  volume  of  steam  contained  within  it, 
is  far  less  dangerous.  Low-water  and  red-hot  métal  in  a  loco- 
motive or  other  fîrebox  boiler  are  for  this  reason  far  more  dan- 
gerous than  in  a  plain  cylindrical  boiler,  since,  as  was  indicated 
by  the  experiments  conducted  by  the  Author,  the  latter  must  be 
entirely  deprived  of  water  before  this  dangerous  condition  can 
arise.  In  the  course  of  the  numerous  experiments  already  al- 
luded  to,  many  attempts  were  made  to  overheat  the  latter  class 
of  boiler;  but  none  were  successful  until  the  water  was  entirely 
expelled.  Experiments  with  apparatus  devised  for  the  purpose 
of  keeping  the  steam  moist  under  ail  circumstances  indicate 
that  it  is  difficult  if  not  impossible  to  overheat  even  an  un- 
covered  firebox  crown-sheet  if  the  steam  be  kept  moist,  and 
that  such  steam  is  very  nearly  as  good  a  cooling  médium,  in 
such  cases,  as  the  water  itself. 

Fig.  125*  represents  a  boiler  exploded  by  the  introduction 
of  water  after  it  had  been  emptied  by  carelessly  leaving  open 
the  blow-cock.  This  boiler  was  about  five  years  old  ;  and  the 
explosion,  as  is  usual  in  such  cases,  was  not  violent,  the  smail 
amount  of  water  entering  and  the  weakness  of  the  sheet  con- 
spiring  to  prevent  the  production  of  very  high  pressure  or  the 

*  The  Locomotive^  Sept.  1886,  p.  129. 
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storage  of  much  energy.  The  whole  of  the  lowerpart  of  the 
shell  of  the  boiler  was  found,  on  subséquent  examination.  to 
hâve  been  greatly  overheated."  One  man  was  killed  by  the  fall- 
ing  of  the  setting  upon  him  ;  no  other  damage  was  donc. 


FiG.  ia6. — Tube  Burst:  Low-water. 


FiG.  125.— Boiler  Exploded.    Cause,  Low-water. 


Fig.  126  shows  the  effect  of  a  similar  opération  on  awater- 
tube  boiler.     The  feed-water  was  eut  off,  and  not  noticed  until 

the  water-level  became  so  low  that 
the  boiler  was  nearly  empty  and 
the  tubes  were  overheated.  One 
of  the  tubes  burst,  and  the  damage 
was  speedily  repaired  at  a  cost  of  $15,  and  the  works  were 
running  the  next  day.* 

That  low-water  and  the  conséquent  overheating  of  the 
boiler  does  not  necessarily  produce  disaster,  even  when  the 
water  is  again  supplied  before  cooling  oflf,  was  shown  as  early 
as  181 1,  by  the  expérience  of  Captain  E.  S.  Bunker  of  the 
Messrs.  Stevens*  steamboat  Hope,  then  plying  between  New 
York  and  Albany.  During  one  of  the  regular  passages  he  dis- 
covered  that  the  water  had  been  allowed  by  an  intoxicated  fire- 
man  to  completely  leave  both  the  boilers.  He  at  once  started 
the  pump,  and,  filling  up  the  boilers,  proceeded  on  his  way,  no 
other  sign  of  danger  presenting  itself  than  "  a  crackling  in  the 


♦  G.  H.  Babcock. 
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boîler  as  the  water  met  the  hot  îron,  the  sound  of  whîch  was 
like  that  often  heard  in  a  blacksmith's  shop  when  water  is 
thrown  on  a  pièce  of  hot  iron."  *  A  year  later  Captain  Bunker 
repeated  this  expérience  at  Philaddphia  on  the  Phœnix, 
where  the  boilers  were  of  the  same  number  and  size  as  those 
of  the  Hope.f 

Defective  circulation  may  cause  the  formation  of  a  volume 
of  steam  in  contact  with  a  submergea  portion  of  the  heating- 
surface.  The  Author,  when  in  charge  of  naval  boilers  during 
the  civil  war,  1 861-5,  found  it  possible  on  fréquent  occasions 
to  draw  a  considérable  volume  of  practically  dry  steam  from  the 
water-space  between  the  upper  parts  of  two  adjacent  furnaces 
at  a  point  two  or  three  feet  below  the  surface-water  level. 
After  drawing  ofï  steam  for  a  few  seconds,  through  a 
cock  provided  to  supply  hot  water  for  the  engine  and  fire- 
rooms,  water  would  foUow  as  in  the  normal  condition  of  the 
boiler.  This  condition  often  occufs  in  some  forms  of  boiler, 
and  has  been  occasionally  observed  by  every  experienced  en- 
gineer.  It  would  not  seem  impossible,  therefore,  that  steam 
might  be  sometimes  thus  encaged  in  contact  with  the  furnace, 
and  thus  cause  overheating  of  the  adjacent  métal.  Many  such 
instances  hâve  been  related  ;  but  they  hâve  been  commonly 
regarded  by  the  inexperienced  as  somewhat  apocryphal.J 

In  order  that  tne  danger  of  overheating  the  crown-sheet  of 
the  locomotive  type  of  boiler  may  be  lessened,  it  is  very  usual 
to  set  it  lower  at  the  fîrebox  end,  when  employed  as  a  station- 
ary  boiler,  so  as  to  give  a  greater  depth  of  water  over  the 
crown-sheet  than  over  the  tubes  at  the  rear.  The  plan  of  giv- 
ing  greatest  depth  of  water,  when  possible,  at  that  end  of  the 
boiler  at  which  the  heating-surfaces  nçar  the  water-surface  are 
hottest  is  always  a  good  one. 

Mr.  Fletcher  concluded  from  his  experiments  that  low-water 
is  only  a  cause  of  danger  by  weaking  the  overheated  plates.  He 
«ays-.§ 

*  Doc.  .No.  21,  H.  R.,  25th  Congress,  3d  Session,  1838,  p.  103. 

t  Ibid. 

X  See  Londùn  Engîneer,  Dec.   7,   1860,   pp.  371,  403. 

§  London  Engineer,  Mar.  15,  1867,  p.  228. 
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"  Thèse  experiments,  it  is  thought,  may  be  accepted  as 
conçlusive  that  the  idea  of  an  explosion  arising  from  the  in- 
stantaneous  génération  of  a  large  amount  of  steam  through  the 
injection  of  water  on  hot  plates  is  a  fallacy." 

The  conclusion  of  the  Author,  in  view  of  the  experiments  of 
the  committee  of  the  Franklin  Institute  and  of  his  own  Per- 
sonal expérience  in  the  actual  production  of  explosions  by 
this  very  process,  as  elsewhere  described,  does  not  accord  with 
the  above  ;  but  it  is  sufficiently  well  established  that  low-water 
may  frequently  occur  and  feed-water  may  be  thrown  upon  the 
overheated  plates  without  necessarily  causing  explosion.  Dan- 
ger does,  however,  unquestionably  arise,  and  such  explosions 
hâve  most  certainly  occurred — possibly  many  in  the  aggre- 
gate. 

Low-water  is  certainly  very  rarely,  perhaps  almost  never, 
the  cause  of  explosion  of  other  than  firebox  boilers  ;  in  thèse, 
however,  the  danger  of  overheating  the  crown-sheet  of  the 
furnace,  if  the  supply  of  water  fails,  is  very  great,  and  in  such 
cases  explosion  is  always  to  be  feared.  The  most  disastrous 
explosions  are  usually  those,  however,  in  which  the  supply  of 
water  is  most  ample. 

280.  Sédiment  and  Incrustation  sometimes  produce  the 
efîect  of  low-water  in  boilers,  even  where  the  surfaces  aflfected 
are  far  below  the  surface  of  the  water.  Every  increase  of  ré- 
sistance to  the  passage  of  beat  through  the  métal  and  the  in- 
crusting  layer  of  sédiment  or  scale  causes  an  increase  of  tem- 
pérature in  the  métal  adjacent  to  the  flame  or  hot  gases,  until,. 
finally,  the  incrustation  attaining  a  certain  thickness,  the  iron 
or  Steel  of  the  boiler  becomes  very  nearly  as  hot  as  the  gases 
heating  it.  Should  this  action  continue  until  a  red  heat,  or  a 
white  heat  even,  as  sometimes  actually  occurs,  is  reached,  the 
résistance  becomes  so  greatly  reduced  that  the  sheet  yields, 
and  either  assumes  the  form  of  a  "  pocket"  or  dépression,  as 
often  happens  with  good  iron  or  with  steel,  or  it  cracks,  or  it 
even  opens  sufficiently  to  cause  an  explosion.  "  Pockets" 
often  form  gradually,  increasing  in  extent  and  depth  day  by 
day,  until  they  are  discovered,  eut  out,  and  a  patch  or  a  new 
sheet  put  in,  or  until  rupture  takes  place.     In  such  cases  the 
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incrustation   keeps   the   place   covered   while  permitting  just 
water  enough  to  pass  in  to  cause  the  extension  of  the  defect. 

In  some  cases  the  process  is  a  différent  and  a  more  disas- 
trous  one  :  The  scale  covers  an  extended  area,  permitting  it 
to  attain  a  high  température.  After  a  time  a  crack  is  pro- 
duced  in  the  scale  by  the  unequal  expansion  of  the  two  sub- 
stances and  the  inextensibility  of  the  incrustation  ;  and  water 
entering  through  this  crack  is  exploded  into  steam,  ripping  off 
a  wide  area  of  incrustation  previously  covering  the  overheated 
sheet,  and  giving  rîse  instantly,  probably,  to  an  explosion 
which  drives  the  sheet  down  into  the  fire,  and  may  also  rend 
the  boîler  into  pièces,  destroying  life  and  property  on  every 
side.  Such  an  explosion  usually  takes  place  with  the  boiler 
full  of  water  and  its  stored  energy  a  maximum,  and  the  resuit 
is  correspondingly  disastrous. 

Certain  greasy  incrustations  and  some  floury  forms  of  min- 
erai or  vegetable  deposits  hâve  been  found  peculiarly  danger- 
ous,  as,  in  even  exceedingly  thin  layers,  they  are  such  perfect 
non-conductors  as  to  speedily  cause  overheating,  strains,  cracks, 
leakage,  and  often  explosion.  M.  Arago  mentions  a  case  in 
which  rupture  occurred  in  conséquence  of  the  présence  of  a  rag 
lying  on  the  bottom  of  a  boiler.* 

The  effect  of  incrustation  in  causing  the  overheating  of  the 
fire-surfaces,  the  formation  of  a  **  pocket  "  and  final  rupture,  is 
well  shown  in  the  illustrations  which  follow. 

When  the  water  is  fully  up  to  the  safe  level,  as  at  the  right 
in  the  first  of  the  two  figures,  the  heat  received  from  the  fur- 
nace-gases  is  promptly  carried 
away  by  the  water,  and  the  sheet 
is  kept  cool.  When  the  water 
falls  below  that  level,  or  is  pre- 
vented  by  incrustation  from 
touching  the  métal,  as  in  the  left- 
hand  illustration,  the  sheet  be- 

comes  red-hot,   soft,  and   weak,       fig.  127.— overhbating  thk  shekt. 
and  yields  as  shown.     When  this  goes  on  to  a  sufficient  extent, 

*  Report  of  the  Committee  of  the  Franklin  Institute. 
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as  on  a  horizontal  surface  (Fig.  128),  a  pocket  is  produced.  The 
illustration  represents  a  sheet  removed  from  the  shell  of  an  ex- 
ternally  fired  boiler  thus  injured. 


Fig.  128.— a  "  Pocket." 


Fînally,  when  the  defect  is  not  observed  and  the  injured 
sheet  removed,  the  métal  may  finally  give  way  entirely,  per- 


Fic.  129.— RuPTURKD  Pocket. 

mitting  the  steam  and  water  to  issue,  as  in  the  last  illustration 
of  the  séries,  in  which  this  last  step  in  the  process  is  well 
represented.     Where  the   area   thus   affected  is  considérable. 


F^G»  ijo.— Shell  RumjBSD. 

the  resuit  may  be  a  gênerai  breaking  up  of  that  portion  of  the 
shell,  as  in  the  next  figure,  and  an  explosion  may  prove  to  be 
the  final  step  in  the  chain  of  phenomena  described.  In  other 
cases,  where,  as  in  the  next  sketch,  a  line  of  weakness  may  be 
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the  resuit  of  other  causes,  a  large   section  of   the  boiler  may 
be  broken  out,  as  at  AD,  Fig.  131. 


FlG.    X3I.— EXTBNDBD   RUPTURE. 


Pia  X33.— iNCRlTSTATtON  IN 

Fbbd-pipb. 


The  déposition  of  sédiment  and  of  scale  takes  place  not 
only  in  the  boiler,  but  also  with  some  kinds  of  water,  in 
the  feed-pipe,  as  is  illustrated  in  the 
accompanying  engraving,  which  is 
made  from  an  actual  case  in  which 
the  pipe  was  so  nearly  filled  as  to 
become  quite  incapable  of  perform- 
ing  its  office.  A  current  has  appar- 
ently  no  eflfect,  in  many  such  cases, 
in  preventing  the  déposition  of  scale. 
The  Author  has  known  hard  scale  to  form  in  the  cônes  of  a 
Giffard  injector  under  his  charge,  where  the  stream  was  mov- 
ing  with  enormous  velocity,  and  loudly  whistling  as  it  passed. 

Instances  are  well  known  of  the  explosion,  with  fatal  effect, 
of  opcn  vesselsj  in  conséquence  of  the  action  above  described. 
Mr.  G.  Gurney  in  1831  gave  an  account  of  such  an  explosion 
of  the  water  in  an  open  caldron,  at  Meux*s  brewery,  by  which 
one  person  was  killed  and  several  othersinjured.*  It  was  found 
that  the  bottom  had  become  incrusted  with  sédiment,  and  the 
sudden  rupture  of  the  film,  permitting  contact  of  the  water 
above  with  the  overheated  métal  below,  caused  such  a  sudden 
and  violent  production  of  steam  that  it  actually  ruptured  the 
vessel.  The  process  of  which  this  is  an  illustration  is  precisely 
analogous  to  suddenly  throwing  feed-water  into  an  overheated 
boiler. 


*  Report  on  Steam  Carnages. 
37 


Doc.  loi,  22d  Congress.  ist  Session,  p.  31. 
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281.  Energy  stored  in  Superheated  Water  has  been. 
sometimes  considérée  a  source  of  danger  to  steam-boilers  and 
a  probable  cause  of  explosions.  The  magnitude  of  this  stock 
of  energy  is  not  likely  to  differ  greatly  from  that  of  water  at 
the  same  température  under  the  pressure  due  that  tempera 
ture,  and  for  présent  purposes  spécifie  heat  may  be  taken  as 
unity.  The  quant ity  of  heat  so  stored  is  therefore  measured 
very  nearly  by  the  product  of  the  weight  of  water  sô  overheated, 
the  mean  range  of  superheating,  and  the  spécifie  heat  hère 
taken  as  unity.  It  is  not  known  how  large  a  part  of  the  water 
in  any  boiler  can  be  superheated,  or  the  extent  to  which  this 
action  can  occur.  It  is  often  doubted,  however,  whether  it  can 
take  place  at  ail  in  steam-boilers. 

This  condition  occurring,  the  experiments  of  MM.  Donny, 
Dufour,  and  others  show  that  the  larger  the  mass  of  water 
the  less  the  degree  of  superheating  attainable  ;  the  more  im- 
pure the  water,  or  the  greater  the  departure  from  the  condi- 
tion of  distilled  water,  and  the  larger  the  proportion  of  air  or 
sédiment  mechanically  suspended,  the  more  difficult  is  it  to  at- 
tain  any  considérable  superheating. 

As  early  as  181 2,*  Gay-Lussac  observed  a  retardation  of 
ebuUition  in  glass  vessels;  thirty  years  later,f  M.  Marcet  found 
that  water  deprived  of  air  can  be  raised  seveial  degrees  above 
its  normal  boiling-point  ;  while  Donny,J  Dufour,§  Magnus,!| 
and  Grove^  ail  succeeded  in  developing  this  phenomenon  more 
or  less  remarkably.  Donny,  sealing  up  water  deprived  of  air 
in  glass  tubes,  succeeded  in  raising  the  boiling  point  to  138°  C. 
(280°  F.),  at  which  température  vaporization  finally  occurred 
explosively.  Dufour,  by  floating  globules  of  pure  water  in  a 
mixture  of  oils  of  dcnsity  equal  to  that  of  the  water,  succeeded 
with  very  minute  globules  in  raising  the  boiling-point  to  175^ 
C.  (347°  F.),  at  which  température  the  normal  tension  of  its 

♦  Ann.  de  Chimie  et  de  Physique,  Ixxxii. 
t  Bibl.  Univ.  xxxviii. 

X  Ann.  de  Ch.  et  de  Phys..  3me  série,  xvi. 
§  Bibl.  Univ..  Nov    1861,  t.  xii. 
\  Poggendorfï's  Ann.  t.  cxiv. 
^  Cosmos.  Ï863. 
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steam  îs  1 1 5  pounds  per  square  inch  (nearly  eight  atmosphères) 
by  gauge.  In  such  cases  the  touch  of  any  solid  or  of  bubbles 
of  gas  would  produce  explosive  evaporation.  Solutions  always 
boil  at  températures  somewhat  exceeding  the  boiling-point  of 
water,  but  usually  quietly  and  steadily.  In  ail  thèse  cases  the 
rise  in  température  seems  to  hâve  been  the  greater  the  smaller 
the  mass  of  water  experimented  with. 

In  ail  ordinary  cases  of  stcam-boiler  opération  the  mass  of 
water  is  simply  enormous  as  compared  with  the  quantities  em- 
ployed  in  the  above-described  laboratory  experiments;  the 
water  is  almost  never  pure,  and  probably  as  invariably  contains 
more  or  less  air.  It  would  seem  very  unlikely  that  such  super- 
heating  could  ever  occur  in  practice.  There  is,  however,  some 
évidence  indicating  that  it  may. 

Mr.  Wm.  Radley*  reports  experimenting  with  small  labora- 
tory boilers  of  the  plain  cylindrical  form,  and  continuing  slowly 
heating  them  many  hours,  fînally  attaining  températures  ex- 
ceeding the  normal  by  15°  F.  (8°. 3  C).  The  investigator  con- 
cludes  : 

"  Hère  we  hâve  conclusive  data  suggesting  certain  rules  to 
be  vigorously  adopted  by  ail  connected  with  steam-boilers  who 
would  avoid  mysterious  explosions  :  First,  never  feed  one  or 
more  boilers  with  surplus  water  that  has  been  boiled  a  long 
time  in  another  boiler,  but  feed  each  separately.  Second,  when 
boilers  working  singly  or  fed  singly  are  accustomed,  under  high 
pressure,  to  be  worked  for  a  number  of  hours  consecutively, 
day  and  night,  they  should  be  completely  emptied  of  water  at 
least  once  every  week,  and  filled  with  fresh  water.  Third,  in 
the  winter  season  the  feed-water  of  the  boiler  should  be  sup- 
plied  from  a  running  stream  or  well  ;  thaw  water  should  never 
be  used  as  feed  for  a  boiler.'* 

"  Locomotive,  steamboat,  and  stationary  engine  boilers  hâve 
their  fires  frequently  banked  up  for  hours,  without  feeding  water, 
and  the  steam  fluttering  at  the  safety-valve,  so  as  to  hâve  them 
ail  ready  for  starting  at  a  moment.     This  is  a  dangcrou*;  prac 
tice,  as   the  foregoing  experiments  demonstrate.      While   so 

♦  Londen  Mining  /ournai,  June  28.  1856. 
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standing,  ail  the  atmospheric  air  may  be  expelled  from  the 
water,  and  it  may  thereby  attain  to  a  high  beat,  ready  to  gén- 
érale suddenly  a  great  steam-pressure  when  the  feed-pump  is 
set  in  motion.  This  is,  no  doubt,  the  cause  of  the  explosion 
of  many  steam-boilers  immediately  upon  starting  the  engine, 
even  when  the  gauge  indicates  plenty  of  water.  The  remedy 
for  such  explosions  must  be  évident  to  every  engineer — keep 
the  feed-pump  going,  however  small  may  be  the  feed  re- 
quired.'* 

On  the  other  hand,  the  report  of  a  committee  appointed  by 
the  French  Academy  to  inquire  into  the  superheated-water 
theory  of  steam-boiler  explosions  indicates  at  least  the  difficulty 
of  securing  such  conditions.*  The  committee  constructed  suit- 
able  apparatus,  experimented  in  the  most  exhaustive  manner, 
and  investigated  several  explosions  claimed  by  the  advocates  of 
the  theory  to  hâve  been  due  to  this  cause.  They  failed  to  su- 
perheat  water  under  any  conditions  which  could  probably  occur 
in  practice,  and  the  explosions  investigated  were  shown  conclu- 
sively  to  hâve  resulted  from  simple  détérioration  of  the  boilers, 
or  from  carelessness.  It  is  unquestionably  the  fact  that  explo- 
sions due  to  this  cause  are  at  least  exceedingly  rare,  although 
it  is  not  at  ail  certain  that  they  may  not  now  and  then  take 
place.  The  océan  is  constantly  being  traversed  by  thousands 
of  steamers  having  surfacc-condcnsers  and  boilers  in  which  the 
water  is  used  over  and  over  again,  and  in  which  every  condition 
is  seemingly  favorable  to  such  superheating  of  the  water  ;  but 
no  one  known  instance  has  yet  occurred  of  the  production  of 
this  phenomenon  there  or  elsewhere,  on  a  large  scale,  where 
boilers  are  in  regular  opération. 

M.  Donny,  who  first  suggested  the  possibility  of  this  action 
as  a  cause  of  boiler-explosions,  has  had  many  followers.  M. 
Dufour,t  who  doubts  if  such  explosions  are  possible  in  the  or- 
dinary  working  of  the  boiler,  points  out  the  fact,  however,  that 
boilers  which  are  not  in  opération,  but  which  are  quietly  cool- 
ing  down  after  the  working-hours  are  over,  are  peculiarly  well 

*  Annales  de  Mines,  t886. 

f  Sur  rÉbullition  de  l'Eau,  et  sur  une  cause  probable  d'Explosion  des  Chau- 
dières à  Vapeur,  p.  29. 
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situated  for  the  development  of  this  form  of  stored  energy.  He 
points  out  the  known  fact  that  many  explosions  hâve  taken 
place  under  such  conditions,  the  pressure  having  fallen  below 
the  working-pressure.  M.  Gaudry*  makes  the  same  observa- 
tion. Such  cases  are  supposed  to  be  instances  of  "  retarded 
ebullition"  with  decrease  of  pressure  and  superheating  of  the 
water.  Many  circumstances  unquestionably  tend  to  strengthen 
this  vn'ew. 

So  tremendous  are  the  effects  of  many  explosions  that  M. 
Audrand  lias  expressed  the  belief  that  a  true  explosion  must  be 
preceded  by  pressures  approaching  or  exceeding  200  atmos- 
phères ;f  an  intensity  of  pressure,  however,  which  no  boiler 
could  approximate.  Mr.  Hall  also  thinks  that  the  shattering 
effect  sometimes  witnessed,  resulting  in  the  shattering  of  a 
boiler  into  small  pièces,  must  be  the  effect  of  a  sudden  and 
enormous  force,  partaking  of  the  nature  of  a  blow  ;J  and  cites 
cases,  such  as  are  novv  known  to  be  common,  of  an  explosion 
taking  place  on  starting  an  engine,  after  the  boiler  has  been  at 
rest  and  making  no  steam  for  a  considérable  time.  M.  Arago 
cites  a  number  of  similar  instances,§  and  Robinson  a  number 
in  still  greater  détail. ||  Boilers  after  quietly '' simmering"  ail 
night  exploded  at  the  opening  of  the  throttle-valve  or  the 
safety-valve  in  the  morning.  The  locomotive  Wauregan, 
which  exploded  within  sight  and  hearing  of  the  Author  at  Prov- 
idence, R.  I.,  in  February,  1856,  is  mentioned  by  Colburn  as 
such  a  case.  The  engine  had  been  quietly  standing  in  the  en- 
gine-house  two  hours,  the  engineer  and  fireman  engaged  clean- 
ing  and  packing,  preparatory  to  starting  out.  The  explosion 
was  without  warning  and  very  violent,  stripping  off  the  shell 
and  throwing  it  up  through  the  roof,  and  killing  the  engineer, 
who  was  standing  beside  his  engine. 

Mr.  Robinson^  thinks  the  usual  cause  of  such  explosions  is 

*  Traité  des  Machines  à  Vapeur, 
t  Comptes  Rendus,  May,  1855,  p.  1062. 

X  Civil  Engineer  s*  Journal,  1856,  p.  133;  Dingler^s  Journal^  1856,  p.  12. 
§  Annuaire,  1830. 
I  Steam-boiler  Explosions,  p.  62. 
t  Ibid.  p.  66. 
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the  overheating  of  fehe  water,  the  phenomenon  being  in  its  ef- 
fects  very  like  the  "water-hammer"  in  steam-pipes,  producing 
shocks  which  the  Author  has  shown  to  give  rise  to  instantaneous 
pressures  exceeding  the  working  pressures  ten  or  twenty  times  ; 
the  action  seems,  however,  rather  to  be  that  "boiling  with 
bumping'*  familiar  to  chemists  handhng  sulphuric  acid  in  con- 
sidérable quantities.  Instances  hâve  been  known  in  which  this 
bumping  has  burst  pipes  or  severely  shaken  boilers  and  setting 
without  producing  explosion. 

The  deaeration  of  water,  and  the  conséquent  superheat- 
ing  of  the  liquid,  to  which  some  explosions  hâve  been  attrib- 
uted,  are  phenomena  which  hâve  been  often  investigated.  Mr. 
A.  Guthrie,  formerly  U.  S.  Supervising  Inspector-General  of 
Steam-vessels,  states  that  he  has  made  many  such  experiments, 
as  follows  :* 

"(i)  In  my  experiments  I  first  procured  a  sample  of  water 
from  the  boiler  of  an  ordinary  condensing-engine  ;  hère,  of 
course,  in  addition  to  being  subjected  to  long-continued  boil- 
ing, it  had  passed  through  the  vacuum. 

"(2)  I  procured  a  sample  from  the  ordinary  high-pressure 
non-condensing  engine-boiler,  which  before  entering  the  boiler 
had  passed  the  heater  at  210°. 

"  (3)  I  procured  some  clean  snow  and  dissolved  it  under  oil 
so  that  thcre  was  no  contact  with  the  air. 

"  (4)  I  froze  some  water  in  a  long,  upright  tube,  using  only 
the  lower  end  of  the  ice  when  removed  from  the  tube,  and  dis- 
solved under  oil. 

"(5)  I  placed  a  bottle  of  water  under  a  powerful  vacuum- 
pump  worked  by  steam,  for  two  hours  ;  agitating  the  water 
from  time  to  time  to  displace  any  air  that  might  possibly  be 
confined  in  it,  then  closed  it  by  a  stop-cock,  so  that  no  air 
could  possibly  return. 

**  (6)  I  boiled  water  in  an  open  boiler  for  several  hours,  and 
fillea  a  bottle  half-full,  closed  and  sealed  it  up,  so  that  when  it 
became  cool  it  would  in  efîect  be  under  a  vacuum,  agitating  ii 
as  often  as  seemed  necessary. 


*  American  Artisan;  Locomotive^  1880. 


Digitized  by 


Google 


STEAM-BOILER   EXPLOSIONS,  S^S 

"  (7)  Another  bottle  was  filled  with  the  same,  and  sealed. 

"  (8)  I  next  took  some  clean,  solid  ice,  dissolved  it  under 
oil,  and  brought  it  to  a  boil,  which  was  >continued  for  an  hour  or 
more,  after  which  it  was  tightly  corked. 

"(9)  I  procured  a  bottle  of  carefully-distilled  water,  after 
long  boiling  and  having  been  perfectly  excluded  from  air  during 
the  distillation. 

"(10)  I  obtained  a  large  number  of  small  fish,  placed  them 
in  pure,  clean  water  in  an  open-headed  cask,  on  a  moderately 
cold  night,  so  that  very  soon  it  became  frozen  over,  conse- 
quently  excluding  the  air,  the  fish  breathing  up  the  air  in  the 
water,  so  that  (if  I  am  correct  in  this  theory)  a  water  freed  from 
air  would  be  the  resuit  ;  but  in  sotne  of  thèse  différent  processes, 
if  not  in  ail,  I  was  likely  to  free  the  water  from  air,  if  it  could 
ever  possibly  occur  in  the  ordinary  course  of  operating  a  steam- 
boiler. 

"  Having  procured  a  good  supply  of  glass-boilers  adapted  to 
my  purpose,  and  so  made  that  the  slightest  changes  could  be 
noted,  and  using  as  délicate  thermometers  as  I  could  obtain,  I 
took  thèse  samples,  one  after  another,  and  brought  them  to  the 
boiling-point  ;  and  every  one,  with  no  variation  whatever,  boiled 
effectually  and  positively  at  212°  Fahrenheit  or  under  ;  nor  was 
there  the  slightest  appearance  of  explosion  to  be  observed." 

This  évidence  is,  of  course,  purely  négative. 

The  superheating  of  water,  on  even  the  small  scale  of  the 
laboratory  experiments  of  Donny,  Dufour,  and  others,  has  never 
been  successfully  performed,  except  with  the  most  elaborate 
précautions.  The  vessel  containing  the  liquid  must  be  abso- 
lutely  clean  ;  the  washing  of  ail  surfaces  with  an  alkaline  solu- 
tion seems  to  be  one  of  the  customary  preliminary  opérations. 
The  vessel  must  usually  be  heated  in  a  bath  of  absolutely  uni- 
form  température  in  order  that  currents  may  not  be  set  up 
within  the  body  of  the  liquid  to  be  heated  ;  no  solid  can  be  per- 
mitted  to  enter  or  come  in  contact  with  it;  no  shock  can  be  al- 
lowed  to  affect  it;  even  contact  with  a  bubble  of  gas  may  stop 
the  process  of  superheating.  AH  thèse  conditions  are  as  far  re- 
moved  as  possible  from  those  existing  in  steam-boilers. 

282.  The  Spheroidal  State,orLeidenfrost'sphenomenon, 
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as  it  is  often  called,  îs  a  condition  of  the  water,  as  to  tempéra- 
ture, precisely  the  opposite  of  that  last  described,  its  tempéra- 
ture being  less,  rather  than  greater,  than  that  due  the  pressure; 
while  the  adjacent  métal  is  always  greatly  overheated,  and  thus 
becomes  a  réservoir  of  surplus  heat-energy  which  can  be  trans- 
ferred  at  any  instant  to  the  water.  This  peculiar  phenomenon 
was  first  noted  by  M.  Leidenfrost  about  1746.  It  was  studied 
by  Klaproth,  Rumford,  and  Baudrimont,*  and  more  thoroughly 
by  Boutigny. 

When  a  small  mass  of  liquid  rests  upon  a  surface  of  métal 
kept  at  a  température  greatly  exceeding  the  boiling-point  of 
the  liquid  under  the  existing  pressure,  the  fluid  takes  the  form 
of  a  globule  if  a  very  small  mass,  or  of  a  flattened  spheroid  or 
round-edged  disk  if  of  considérable  volume,  and  floats  around 
above  the  métal,  quite  out  of  contact  with  the  latter,  and  grad- 
ually,  very  slowly,  évaporâtes.  The  higher  the  température  of 
the  plate,  the  more  perfect  this  repulsion  of  the  liquid.  Should 
the  température  of  the  métal  fall,  on  the  other  hand,  the  globule 
gradually  sinks  into  contact  with  it,  and,  at  a  température  which 
is  definite  for  every  liquid,  and  is  the  lower  as  it  is  the  more 
volatile,  finally  suddenly  absorbs  heat  with  great  rapidity  and 
évaporâtes  often  almost  explosively.  If  contact  is  forci bly  pro- 
•duced  at  the  higher  température  of  the  supporting  plate  of 
métal,  as  under  a  blacksmith's  hammer,  a  real  explosion  takes 
place,  throwing  drops  of  the  liquid  in  every  direction. 

M.  Boutigny  found  the  température  of  contact  to  be,  for 
water,  alcohol,  and  ether,  respectively,  142°  C,  134°,  and  61° 
(287°  F.,  273°,  and  142°).  In  ail  cases  the  température  of  the 
liquid  was  independent  of  that  of  the  métal,  and  somewhat  be- 
low  the  boiling-point.  It  is  found,  also,  that  a  real  and  power- 
ful  repulsion  is  produced  between  métal  and  liquid  ;  this  is  sup- 
posed  to  be  due,  in  part  at  least,  to  the  cushion  of  vapor  there 
interposing  itself.  Contact  is  accelerated  by  the  introduction 
of  soluble  salts  into  the  Hquid. 

It  is  supposed  by  many  writers  that  this  phenomenon  may 
play  its  part  in  the  production  of  explosions  of  steam-boilers,. 

*  Ann.  de  Chemie  et  de  Physique,  2d  séries,  t.  Ixi. 
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and  especîally  în  cases  in  which  there  seems  some  évidence  that, 
immediately  before  the  explosion^  there  was  no  apparent  over- 
heating  of  the  parts  expoçed  to  the  action  of  the  fire,  and  in 
those  still  more  remarkable  instances  in  which  the  shattered 
parts  had  been,  to  ail  appearance,  much  st ronger  than  other  por- 
tions which  had  not  been  ruptured  ;  no  évidence  existing  of  low- 
water  or  overheating  at  the  fumace,  and  the  pressure  being,  the 
instant  before  the  accident,  at  or  below  its  usual  working  figure. 
Bourne*  has  no  doubt  that  this  does  sometimes  take  place. 
Colburn  gives  a  number  of  instances  of  explosions  taking  place 
under,  apparently,  precisely  such  conditions;  and  Robinsonf  • 
also  cites  several,  in  some  of  which  the  plates  of  the  shell  were 
badly  shattered,  as  by  a  concussive  force.  In  some  such  in- 
stances évidences  of  overheating,  but  oiily  far  below  the  water- 
level,  known  to  hâve  existed  immediately  before  the  explosion, 
hâve  been  observed,  indicating  repulsion  tô  hâve  there  occurred. 
This  latter  is  simply  still  another  instance  of  bringing  about  the 
same  resuits  as  when  pumping  water  into  an  overheated  boiler 
in  which  the  water  is  low. 

Mr.  Robinson:]:  tells  of  a  case  în  which  a  nearly  new  locomo- 
tive, standing  in  the  house,  with  a  pressure,  as  shown  but  a 
moment  before  by  the  steam-gauge,  of  but  40  pounds, — one 
third  its  presumed  safe  v/orking  pressure, — the  fire  low  and  every- 
thing  perfectly  quiet,  exploded  with  terrible  violence,  shatter- 
ing  the  top  of  the  boiler  directly  over  the  firebox  into  many 
parts.  That  such  explosions  might  occur  were  the  métal  actu- 
ally  overheated  under  water,  is  shown  by  expériences  not  at  ail 
uncommon. 

In  the  work  of  determining  the  températures  of  casting  al- 
loys  tested  by  the  Author  §  for  the  United  States  Board  ap- 
pointed  in  1875  to  test  iron,  steel,  and  other  metals,  at  the  first 
casting  of  a  bar  composed  of  94.10  copper,  5.43  tin,  while  pouring 
the  métal  into  the  water  for  the  test,  an  explosion  took  place 
which  broke  the  wooden  vessel  which  held  the  water,  and  threw 

*  Treatise  on  the  Steam-engine,  1868. 

f  Steam-boiler  Explosions,  p.  33. 

X  Slcam-boiler  Explosions,  p.  62. 

§  Report  on  Copper-tin  Alloys.    Washington,  1879, 
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water  and  métal  about  with  great  violence.  It  appears  probable 
that  the  métal  was  heated  to  an  unusually  high  température,  as 
in  poLiring  other  metals  when  at  a  dazzling  white  beat  explo- 
sions sometimes  took  place,  but  they  were  usually  not  violent 
enough  to  do  more  than  make  a  slight  report  as  the  bot  métal 
touched  the  water.  Another  bar  was  cast  at  an  extremely  high 
température,  being  at  a  dazzling  white  beat.  On  pouring  a 
small  portion  into  water  in  attempting  to  obtain  the  température, 
a  severe  explosion  took  place,  and  this  was  repeated  every  time 
that  even  a  small  drop  of  the  molten  métal  touched  the  water. 
The  col^  ingot-mould  was  then  filled  with  this  very  bot  métal. 
After  the  métal  remaining  in  the  crucible  had  stood  for  several 
minutes  and  had  cooled  considerably,  it  could  be  poured  into 
water  without  causing  the  slightest  explosion.  Thus  it  would 
seem  that  the  température  at  whicfi  contact  with  the  water  is 
produced  may  bave  an  important  effect  upon  the  violence  with 
which  the  steam  is  generated,  and  that  of  the  explosion  so  pro- 
duced. The  explosions  sometimes  taking  place  with  fatal  effect 
in  foundries  when  molten  métal  is  poured  into  damp  or  wet 
moulds  are  produced  in  the  manner  above  illustrated.  They 
are  usually  apparently  of  the  "fulminating  class."  Another  in- 
stance occurred  within  the  cognizance  of  the  Author,  even  more 
striking  than  either  of  the  above.* 

Two  workmen  in  a  gold  and  silver  refinery  were  engaged  in 
"graining"  métal,  which  process  consists  in  pouring  a  small 
stream  of  melted  métal  into  a  barrel  of  water,  while  a  stream  of 
water  is  also  run  into  the  barrel  to  agitate  the  water  already 
there.  Suddenly  an  explosion  occurred  which  literally  shivered 
the  barrel,  and  threw  the  workmen  across  the  room.  Ever>' 
hoop  of  the  barrel,  stout  hickory  hoops,  was  broken.  The 
staves,  seven  eighths  of  an  inch  thick,  and  of  oak,  were  not  only 
splintered,  but  broken  across  ;  and  the  bottom,  which  was  resting 
on  a  flat  surface,  and  which  was  of  solid  oak  an  inch  in  thick- 
ness,  was  split  and  broken  across  the  grain.  A  box  on  which 
stood  the  man  who  was  pouring  the  métal  was  converted  into 
kindling  wood.     The  métal,  though  scattered  somewhat,  for  the 

♦  Reported  in  ihe  Providence  (R.  I.)  Journal,  Feb.  2,  i83i. 
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most  part  remained  in  place,  but  the  water  was  thrown  in  ail 
directions. 

This  explosion  of  an  open  barrel,  like  the  preceding  cases, 
was  evidently  due  to  the  deferred  theniial  reaction  of  the  water 
with  a  mass  of  very  highly  heated  métal,  with  which  it  was 
finally  permitted  to  corne  in  contact  at  a  température  which 
allowed  an  explosive  formation  of  steam.  This  class  of  explo- 
sions, by  which  open  vessels  are  shattered  and  the  water  con- 
tained  in  them  atomized,  are  by  many  engineers  believed  to 
exemplify  the  terrible  explosions  fulminantes  of  French  writers 
on  this  subject. 

The  température  of  maximum  vaporization,  with  iron  plates, 
was  reported  by  the  committec  o{  the  Franklin  Institute  to  be 
346i°  F.  (175°  C.)  and  that  of  repulsion  385°  F.  (196°  C),  and 
to  be  the  same  under  ail  pressures.  Any  cause  which  may  retard 
the  passage  of  heat  from  the  iron  to  the  water,  though  but  the 
thinnest  film  of  sédiment,  grease,  or  scale,  may  permit  such  in- 
crease  of  température  as  may  lead  to  repulsion  of  the  water,  the 
overheating  of  the  métal,  the  production  of  the  spheroidal  condi- 
tion, and  the  accidents  due  to  that  phenomenon,  provided  that 
the  fire  be  so  driven  as  to  supply  more  heat  than  can  be  dis- 
posed  of  in*  ordinary  working  by  the  circulation  and  vapori- 
zation  then  going  on.  Robinson's  experiments  with  safety- 
plugs  indicate  that  a  good  circulation  is  usually  a  sufficient 
insurance  against  this  action  ;  and  expérience  with  the  boilers 
of  locomotives  and  of  torpedo-boats,  in  which  from  50  to  100 
pounds  of  coal  per  square  foot  (244  to  488  kilogs.  on  the  square 
mètre)  of  grate  are  burned  every  hour,  shows  that  the  risk,  with 
stcam-boilers  of  good  design,  is  not  great.  With  impure  water 
and  defective  circulation  Robinson  observed  many  instances  of 
singular  and  dangerous  phases  of  this  action.*  It  is  suggested 
that  many  explosions  of  locomotives  on  the  road  or  at  stations 
may  be  due  to  the  impact,  on  the  shells  of  their  boilers,  of 
water  thus  projected  from  overheated  iron  below  the  water-line. 
In  many  such  cases  the  engines  hâve  not  left  the  rails,  the 
break  taking  place  just  back  of  the  smoke-box  or  near  the  fire- 

*  Sce  his  Steam  boiler  Explosions,  pp.  40-46. 
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box,  and  from  the  impact  of  water  thus  thrown  from  the  tube- 
sheets. 

M.  Melsen*  experimentally  proved  it  possible  to  prevent 
the  occurrence  of  the  spheroidal  condition  by  the  distribution 
of  spurs  or  points  of  iron  over  the  endangered  sheets. 

The  conductivity  of  the  métal  has  an  important  influence  on 
the  efîect  of  contact,  suddenly  produced,  between  the  red-hot 
solid  and  the  liquid.  Professor  Walter  R.  Johnson  observed,  in 
his  elaborate  experiments,t  that  brass  produced  much  greater 
agitation  of  the  water  when  submerged  at  the  red  heat  than  did 
iron.  He  also  noted  the  singular  fact  that  water  a*t  the  boiling- 
point,  thrown  upon  red-hot  iron,  requires  more  time  for  evapo- 
jation  than  cold  water,  probably  in  conséquence  of  the  greater 
«fficacy  of  the  latter  in  bringing  down  the  température  of  the 
métal  to  that  of  maximum  rapidity  of  action.  The  contact 
with  the  iron  of  incrustation,  oxide,  or  other  foreign  matter  ac- 
célérât ed  this  process  also.  Johnson  found  that  beyond  the 
température  of  maximum  repulsion  vaporization  was  acceler- 
atcd  by  further  élévation  of  température. 

At  the  meeting  of  the  British  Association  in  1872,  Mr.  Bar- 
rett  read  a  paper  upon  the  conditions  aflecting  the  spheroidal 
State  of  liquids  and  their  possible  relationship  to 'steam-boiler 
explosions.  The  présence  of  alkalies  or  soaps  in  water  percep- 
tibly  aids  in  the  production  of  the  spheroidal  state.  A  copper 
bail  immersed  in  pure  water  produced  a  loud  hissing  sound  and 
gave  off  a  copious  discharge  of  steam.  On  adding  a  little  soap 
to  the  water  the  bail  entered  the  liquid  quietly.  Albumen, 
glycérine,  and  organic  substances  generally  produced  the  same 
resuit.  The  best  method  is  to  use  a  soap  solution,  and  to  plunge 
into  this  a  white-hot  copper  bail  of  about  two  pounds  weight. 
The  bail  enters  the  liquid  quietly,  and  glows  white  hot  at  a 
depth  of  a  foot  or  more  beneath  the  surface.  Even  against 
such  pressure  the  bail  will  be  surrounded  with  a  shell  of  vapor 
of  an  inch  in  thickness.  The  reflection  of  the  light  from  the 
bounding  surfaces  of  the  vapor-bubble  surrounding  the  glowing 


*  Bull,  de  rAcadémie  Royale  de  Belgium,  April,  1871. 
f  Reports  on  Steam-boilers,  H.  R..  '832,  p.  m. 
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bail  gives  to  the  envelope  the  appearance  of  burnished  silver. 
As  the  bail  gradually  cools,  the  bounding  envelope  becomes 
thinner,  and  finally  coUapses  with  a  loud  report  and  the  évolu- 
tion of  large  volumes  of  steam.  Mr.  Barrett  makes  the  sugges- 
tion that  the  traces  of  oil,  or  other  organic  matters  vvhich  find 
their  way  into  a  steam-boiler,  may  similarly  produce  a  sudden 
génération  of  steam  sufficient  to  account  for  certain  problemati- 
cal  explosions,  and  thus  lends  some  strong  confirmatory  évidence 
to  the  idea  often  promulgated  by  others  within  and  without  the 
engineering  profession. 

283.  Steady  Rise  in  Pressure  has  been  shown  by  the 
experiments  of  the  committee  of  the  Franklin  Institute,  and 
by  numerous  cases  of  explosion,  both  before  and  since  their 
time,  to  be  capable  of  producing  very  violent  explosions.  In 
such  cases,  the  steam  being  formed  more  rapidly  than  it  is 
given  exit,  the  pressure  steadily  increases  until  a  limit  is  found 
in  the  final  rupture  of  the  weakest  part  of  the  boiler.  Should 
this  break  occur  below  the  water-line,  and  be  the  resuit  of  long 
decay  or  injury,  no  explosion  may  ensue  ;  but  should  the  rup- 
ture be  extensive,  or  should  it  occur  above  or  near  the  surface 
of  the  water,  the  succession  of  phenomena  described  by  Clarke 
and  Colburn  may  follow,  and  an  explosion  of  greater  or  less 
violence  may  take  place.  The  intensity  of  the  effect  will  dé- 
pend largely  upon  the  quantity  of  stored  energy  liberated,  and 
partly  upon  the  suddenness  with  which  it  is  set  free.  A  slowly- 
ripping  seam  or  gradually  extending  crack  would  permit  a 
far  less  serious  effect  than  the  gênerai  shattering  of  the  shell, 
or  an  instantaneously  produced  and  extensive  rent. 

The  time  required  to  produce  a  dangerous  pressure  is  easily 
calculated  when  the  weight  of  water  présent,  W,  the  range  of 
température  above  the  working  pressure  and  température, 
/,  —  /„  and  the  quantity  of  beat,  Q^  suppUed  from  the  furnace 
are  known,  and  is 

^~        Q      ' 

Professor  Trowbridge  gives  the  following  as  fair  illustrations 
of  such  cases  :* 

*  Heat  as  a  Source  of  Power,  p.  191. 
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A  atarine  tubular  boiler  is  of  the  largest  size,  such  that 

\V  =  79,000  Ibs.  of  water. 

<v,  .-.\>>c  the  working  pressure  to  be  2^  and  the  dangerous 
.»^^<^  v  4  atmosphères. 

•^  V  bv>iler  contains    5000  square  feet  of  heating-surface  ; 
V    ^.:iix>sing  the  evaporation  to  be  3  Ibs.  of  water  per  hour 
.     ,\uh  square  foot,  we  shall  hâve,  taking  1000  units  of  heat 
.tv  ..V  thermal  équivalent  of  the  evaporation  of  i  Ib.  of  water. 


Q  = 


/,  —  /  =  29°  F. 

5000  X  3  X  1000 
6b  ' 


79,000  X  29  . 

^=  ^r^>^  .  ^  .L^  =  9-1  mmutes. 
5000  X  3  X  1000       ^ 

60 

{2)  A  locomotive  boiler,  containing  5000  Ibs.  of  water,  hav- 
ing  II  square  feet  of  ^rate-surface,  and  burning  60  Ibs.  of  coal 
pcr  hour  on  each  square  foot  of  grate,  each  pound  of  coal 
évaporâtes  about  7  Ibs.  of  water  per  hour,  making  yj  Ibs.  of 
water  evaporated  per  minute. 

Suppose  the  working  pressure  to  be  90  Ibs.,  and  the  danger- 
ous pressure  to  be  175, 

A-/=5o°F. 

5000  X  50         ,      .     , 

^=  ^^  v^  r^^^s^  =  3i  mmutes. 
77  X  1000       ^ 

(3)  77/^'  Steam  Fire-eriginc, — The  boiler  contains  338  Ibs. 
of  water  and  157  square  feet  of  heating-surface.  Supposing 
each  square  foot  of  heating-surface  to  generate  but  i  Ib.  of 
steam  in  one  hour,  the  pressure  will  rise  from  100  to  200  Ibs.  in 

7"  r=  7  minutes. 

(4)  To  find,  in  the  same  boiler,  how  long  a  time  will  be  re 
quîred  to  get  up  steam;  that  is,  to  carr>'  the  pressure  to  100  Ibs. 
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If  we  suppose  but  i}  cubic  feet  of  water  in  the  boiler,  we  shall 
bave 

^        93  X  117  .     ^ 

7^=    ^  =  4.1  minutes. 

157X  IQOO 

60 

Thus,  if  H^is  diminished,  the  time  T  is  diminîshed  in  the 
same  proportion.  The  lowering  of  the  water-level  from  failure 
of  the  feed-apparatus  increases  the  danger,  not  only  by  expo*- 
ing  plates  to  overheating,  but  by  causing  a  more  rapid  rise  of 
pressure  for  a  given  rate  of  combustion. 

Graduai  increase  of  pressure  can  never  take  place  if  the 
safety-valve  is  in  good  order,  and  if  it  hâve  sufficient  area. 

The  sticking  of  the  safety-valve,  either  of  its  stem  or  its 
seat,  the  bending  of  the  stem  or  the  jamming  of  the  valve  by 
a  superincumbent  object  or  latéral  strains,  and  similar  accidents, 
hâve  produced,  where  boilers  were  strong  and  otherwise  in 
good  order,  some  of  the  most  terrifie  explosions  of  which  we 
hâve  record.  The  parts  of  the  boiler  hâve  been  thrown  enor- 
mous  distances,  and  surrounding  buildings  and  other  objects 
levelled  to  the  ground,  while  the  report  has  been  heard  miles 
away  from  the  scène  of  the  disaster. 

The  records  of  the  Hartford  company  up  to  1887  include 
accounts  of  26  explosions  of  vessels  dctached  from  the  generat- 
ing  boiler,  used  at  moderate  pressures  for  various  purposes  in 
the  arts,  and  there  hâve  been  many  others  of  less  importance 
that  were  not  considered  worthy  of  public  mention.  It  is  con- 
cluded  that  the  percentage  of  explosions  among  bleaching, 
digesting,  rendering,  and  other  similar  apparatus  is  ten  times 
greater  than  among  steam-boilers  at  like  average  pressures,  and 
the  destructive  work  done  is  quite  as  astonishing  as  that  by  the 
explosion  of  ordinary  steam-generators.* 

This  is  suflficiently  décisive  of  the  question  whether  it  is 
possible  to  produce  destructive  explosions  of  boilers  simply  by 
excess  of  pressure  above  that  which  the  vessel  is  strong  enough 
to  wîthstand.  In  thèse  cases  low-water  and  ail  the  other 
spécial  causes  operating  where  fire  and  high  températures  exist, 

*  The  Locomotive,  1887. 
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and  such  absurd  théories  as  the  génération  of  gas  or  the  action 
of  electricity,  are  eiiminated  ;  and  it  is  seen  that  mère  détéri- 
oration and  loss  of  strength,  or  a  rise  of  steam-pressure,  even 
where  there  is  an  ample  supply  of  water,  may  produce  explo- 
sions of  the  utmost  violence. 

284.  The  Relative  Safety  of  Boilers  of  the  various.  types 
is  determined  mainly  by  their  gênerai  design,  and  their  greater 
or  less  liability  to  serious  and  extensive  injury  by  the  various 
accidents  and  methods  of  détérioration  to  which  ail  are  to  a 
greater  or  less  extent  liable.  The  two  essential  principles  by 
which  to  compare  and  to  judge  the  safety  of  boilers  are  : 

(i)  Steam-boilers  should  be  so  designed,  constructed,  oper- 
ated,  inspected,  and  preserved  as  not  to  be  liable  to  expjosion. 

(2)  Boilers  should  be  so  designed  and  constructed  that,  if 
explosive  rupture  occurs  at  ail,  it  shall  be  with  a  minimum  of 
danger  to. attendants  and  surrounding  objects. 

The  prévention  of  liability  to  explosion,  and  the  provision 
against  danger  should  explosion  actually  take  place,  are  the  two 
directions  in  which  to  look  for  safety. 

As  Fairbairn  has  remarked,  the  danger  does  not  consist  in 
the  intensity  of  the  pressure,  but  in  the  character  and  construc- 
tion of  the  boiler.*  Other  things  being  equal,  the  boiler,  or 
that  form  of  boiler  in  which  the  original  surplus  strength  of 
form  and  of  détails  is  greatest,  and  which  is  at  the  same  time 
best  preserved,  is  the  safest.  That  class  in  which  original 
strength  is  most  certainly  and  easily  preserved  has  an  impor- 
tant advantage;  those  boilers  in  which  facilities  for  constant 
oversight,  inspection,  and  repairs  are  best  givén  are  superior  in 
a  very  important  respect  to  others  déficient  in  those  points. 
For  example,  the  cylindrical  tubular  boiler,  if  properly  set,  is 
very  accessible  in  ail  parts,  and  may  be  at  ail  times  examined  : 
it  oficrs  peculiar  facilities  for  inspection  and  the  hammer-test, 
and  can  be  readily  kept  in  repair  ;  but  it  is  liable,  in  case  of  its 
becoming  weakened  by  corrosion  over  any  considérable  area 
or  along  any  extended  line  of  lap,  to  complète  disruptive  ex- 
plosion. 

*  Engineering  Facts  and  Figures,  1865. 
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On  the  other  hand,  the  various  "sectional,"  or  so-called 
**  safety/*  boilers  are  rarely  as  convenient  of  access  or  of 
inspection,  and  cannot  usually  be  as  readily  and  completely 
cleaned  ;  but  they  are  so  designed  and  constructed  as  to  be 
little,  if  at  ail,  liable  to  dangerous  explosive  rupture,  and  if  a 
tube  or  other  part  bursts  it  îs  not  Iikely  to  endanger  life  or 
property.  That  boiler  is,  therefore,  on  the  whole,  best  which 
is  least  liable  to  those  kinds  of  injury  which  lead  to  explosion, 
and  which  is  least  likely  to  do  serious  harm  should  explosion 
actually  take  place.*  Those  who  sélect  the  tubular  boiler  are 
commonly  influenced  mainly  by  considérations  of  cost  and  the 
first  oT  the  above  considérations  ;  while  the  users  of  the  water- 
tube  sectional  boiler  are  controUed  by  the  second,  in  so  far  as 
either  considers  this  form  of  risk  at  ail. 

During  the  experiments  of  Jacob  Perkins,  about  1825  and 
.later,  the  value  of  the  "  sectional  "  boilers,  where  high-pressures 
are  adopted,  was  well  shown.  He  frequently  raised  his  steam- 
pressure  to  100  atmospheres,t  and  in  his  earlier  work  rupture 
often  took  place,  but  no  ill  effects  foUowed.  The  division 
of  the  boiler  into  numerous  compartments  saved  the  attendants 
from  injury.  In  a  letter  to  Dr.  T.  P.  Jones,  dated  March  8, 
1827,$  Mr.  Perkins  states  that  he  had  worked  at  the  above- 
mentioned  pressure  with  a  ratio  of  expansion  of  12;  his  usual 
pressure  was  about  two  thirds  that  amount,  and  the  ratio  of 
expansion  8.  Mr.  Perkins  was  then  building  an  engine  to 
safely  carry  a  pressure  of  2000  pounds  per  square  inch.§ 

285.  Defective  Designs,  causing  explosion,  are  not  as 
common  as  many  other  causes.  They  exist,  however,  more 
frequently  than  is  probably  usually  supposed.  The  defects  are 
generally  to  be  observed  in  the  staying  of  such  boilers  as  re- 
quire  bracing;  in  the  insertion  of  the  heads  of  plain  cylindrical 
boilers;  in  the  attachment  of  drums,  and  the  arrangement  of 

*  Dr.  E.  Alban,  foUowing  John  Stevens,  was  probably  the  first  to  enunciate 
the  principle,  "so  constnict  the  boiler  that  its  explosion  may  not  be  dangerous." 
The  High-pressure  Steam-cngine,  1S47,  p.  70. 

t  Jour.  Franklin  InsL,  vol.  iii.,  p.  415. 

X  Ibid.,  p.  412. 

§  Reports  on  Steam-boilers,  H.  R.,  1832,  p.  188. 
38 
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man-holes  and  hand-holes  ;  and,  less  f requently,  in  the  sélection 
of  the  proper  thickness  and  quality  of  iron  for  shells  and  flues. 
Such  defects  as  thèse  are  the  most  serions  possible  ;  they 
are  not  only  serious  in  themselves  and  at  the  start,  but  are 
of  a  kind  which  is  commonly  very  certain  to  be  exaggcrated, 
and  rendered  continually  more  dangerous  with  âge.  A  thin 
shell  grows  constantly  thinner»  a  weak  stay  or  brace  weaker, 
and  an  unstayed  head  more  likely  to  yield  every  day  ;  while  a 
flue  originally  too  thin  is  ail  the  time  overstrained,  not  siniply 
by  the  steam-pressure,  but  also  by  the  action  of  the  relatively 
stronger  parts  around  it.  The  most  minute  study  of  every 
détail  and  the  most  careful  calculation  of  the  strength  ofevery 
part,  with  an  allowance  of  an  ample  factor  of  safety,  are  the 
essentials  to  safety  in  design. 

Faulty  design  in  bracing  is  illustrated  by  an  explosion  which 
took  place  in  New  York  City,  January  15,  1881,  by  which,  for-^ 
tunately,  however,  no  loss  of  life  was  caused.     A  dome-head, 
proportioned  and  braced  as  shown  in  rhe  next  figure,  was  blown 
out  and  tore  up  a  sidewalk,  under  which  the  boiler  was  set. 


i 


^^i. 


FiG.   133.— DOMK  AND   HbAD. 

doîng  no  other  damage.      The    case  was   examined    by    Mr 
Rose,  who  reported  substantially  as  foUows  : 

The  dome-crown  tearing  around  the  edge  at  A,  also  tore 
across  at  j5,  being  thus  completely  severed.  The  iron  at  the 
fractures  was  of  excellent  quality.  The  plate  showed  lamina- 
tion  in  places,  and  the  crack  around  A  was  rusty,  and  evidently 
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not  of  récent  formation.  The  six  stays,  three  of  which  are 
shown  in  place  at  C,  Fig.  133,  were  ail  in  position  in  the  dôme, 
and  their  surfaces  of  contact  with  the  dôme  were  covered  by  a 
black  polish,  indicating  movement  and  abrasion. 


FiG.  134.— Explosion  of  Domb. 


Apparently,  as  the  pressure  and  température  increased  and 
decreased  the  dome-head  might  lift  and  fall,  bending  on  ^  as  a 
centre ,  thus,  taking  /  as  a  centre,  the  movement  of  C  would 


Fie.  135.— Defkctive  Form. 

be  in   the  direction  of  F,  while  at  D  the  direction  would  be 
toward  y,  and  the  direction  of  motion  of  the  two  would  nearly 
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coïncide.     The  exploded  dôme  shows  an  îndentation  at  /,  duc 
to  the  motion  of  the  foot  of  the  stay. 

Another  error  in  the  design  of  this  boiler  is  that  the  diameter 
of  the  dome-shell  is  34  inches,  and  a  circle  of  iron  about  18  inches 
in  diameter  is  punched  out  of  the  shell  at  Z>.  This  opening  is 
required  only  to  admit  an  inspector  or  workman  to  the  interior 
of  the  boiler  ;  hence  it  is  several  inches  wider  than  it  should  be. 

Defective  design  is  illustrated  in  the  case  of  the  next  boiler, 
the  explosion  of  which  left  it  in  the  form  shown  in  Fig.  135.* 

This  boiler  consisted  of  two  incompletely  cylindrical  shells, 
united  as  in  the  next  figure,  and  ineffectively  stayed  at  the 
Unes  of  contact.  This  is  a  form  which, 
insufficiently  braced,  becomes  peculiarly 
dangerous.  In  the  case  illustrated,  the 
FiG.x36.-juNcnoNOFSHKLLs.  faraces  yielded,  after  having  been  weak- 
ened  by  continuai  altération  of  form,  and  split  the  two  shells 
apart  as  seen.  It  is  probably  possible  to  brace  boilers  of  this 
type  safely,  but  it  is  better  to  avoid  their  use.  They  hâve  some- 
times  been  used  for  marine  purposes,  where  lack  of  space  com- 
pelled  spécial  expédients,  the  bracing  consisting  of  strong  bolts 
with  nuts  and  washars  on  the  outside  of  the  shell — a  compara- 
tively  strong  and  safe  construction. 

Steam-domes  are  a  source  of  some  danger  and  of  additional 
expense,  however  well  designed  and  attached  ;  and  it  is  proba- 
bly good  economy,  ail  things  considered,  to  dispense  with  them 
altogether,  using  a  dry  pipe  instead,  and  expending  the  amount 
of  their  extra  cost  on  an  increase  in  size  of  boiler  pver  that 
which  would  hâve  otherwise  been  selected.  The  lydfc  boiler 
will  steam  easier  and  more  regularly,  will  give  drier  sLeam,  and 
will  be  less  liable  to  danger  of  détérioration  or  of  ^ïplosion. 
A  steam-drum  above  the  boiler  and  connected  by  two  separate 
nozzles,  or  a  drum  Connecting  the  several  boilers  of  a  batter>% 
is  not  subject  to  the  objections  which  apply  to  the  attached 
dôme. 

286.  Defective  Construction,  material,  and  workmanship 
are  responsible  for  many  explosions  of  steam-boilers.     Thin. 

*  Locomotive,  Feb.  1880. 
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lamînated,  or  blistered  sheets,  imperfect  welds  în  bracîng,  the 
strain  produced  by  the  drift-pin,  carelessness  in  the  attachaient 
of  nozzles  and  drurns,  and  in  neglect  of  the  précaution  of 
strengthening  man-holes  and  hand-iioles,  and  bad  riveting,  are 
ail  common  causes  of  weakness  and  accidents.  Only  the  most 
careful  and  skilful,  as  well  as  conscientious,  builders  can  be  re- 
lied upon  to  avoid  ail  such  faults,  and  to  turn  out  boilers  as 
strong  and  safe  as  the  designs  may  permit. 

In  ail  cases,  careful  and  unintermitted  inspection  by  an  ex- 
perienced,  compétent,  and  trustworthy  inspector  should  be 
provided  for  by  the  proposing  purchaser  and  user  of  the  boiler. 
In  the  case  of  some  of  the  more  modem  forms  of  boiler,  con- 
structed  under  a  System  of  manufacture  which  includes  some 
machine  fitting  and  working  to  gauge  of  interchangeable  parts> 
with  regular  inspection  before  assemblage,  this  supervision  be- 
comes  less  essential,  and  a  careful  test  and  trial,  previous  to 
acceptance,  may  be  ail  that  is  necessary  to  insure  a  satisfactory 
and  safe  construction.  Wherever  defective  material  or  bad 
workmanship  is  detected,  the  fault  should  always  be  corrected 
before  the  boiler  is  accepted,  and  previous  to  any  trial  or  use 
under  steam.  Careless  riveting  and  the  use  of  the  drift-pin  are 
defects  which  cannot  often  be  readily  detected  afterward,  and 
they  are  such  common  causes  of  explosion  that  too  much  care 
cannot  be  taken  to  avoid  any  establishment  of  which  the  repu- 
tation  in  this  regard  is  not  the  best. 


FiG.  137.— Dbfbctxve  Wbldimg. 


Defective  welds,  the  cause  of  many  unfortunate  accidents 
following  the  yielding  stays  or  braces,  are  among  the  most 
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common  and  least  easily  detected  of  ail  faults.  They  are  due 
to  the  difficulty  of  producing  metallic  contact  in  abutting  sur- 
faces between  which  particles  of  scale  and  superficial  oxidation 
may  interpose.  The  grain  of  the  iron,  as  illustrated  in  the  ac- 
companying  engraving,  is  broken  at  such  junctions,  and  it  is 
difificult  to  secure  a  good  weld,  and  next  to  impossible  to  dé- 
termine until  it  actually  breaks  whether  it  is  seriously  un- 
sound. 

Defective  workmanship  is  often  exhibited  most  strikingly 
by  the  distorted  forms  of  rivets,  revealed  after  explosion  has 
caused  a  fracture  along  the  seam,  or  when  the  yielding  of  the 
weakened  seam  has  resulted  in  an  explosion.  The  following 
illustrations  of  a  variety  of  cases  of  such  distortion,  ail  taken 
from  a  single  boiler,*  show  how  very  serious  this  kind  of  de- 
fect  may  be.  It  is  not  to  be  presumed  that  such  carelessness 
or  worse,  as  is  hère  exemplified,  is  to  be  attributed  to  the 
builder  himself,  but  rather  to  the  fault  of  workmen  carefully 
concealing  their  action  from  the  eye  of  the  foreman  or  inspec- 
tor.  No  law  or  rule  can  protect  the  purchaser  from  this  kind 
of  fault;  his  only  reliance  must  be  upon  the  réputation  of  the 
maker  and  his  workmen,  and  the  vigilance  and  skill  of  his  in- 
spector. 

FiG.  138. — Rivet  "  driven'*  în  overset  holes,  the  conical 
point  broken  off  by  the  tearing  apart  of  the  plates,  the  head 


Fie.  138.  Pic.  139. 

nearly  severed    from    the  body,  and    probably  weakened    in 
"  driving.** 

FiG.    139. — Rivet  "driven"  in  overset  holes,  head  broken 
off  by  the  tearing  apart  of  the  plates,  conical  point  also  nearly 

^Locomotives  Feb.  i88a 
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broken  off,  bad  sample  of  "  driving,"  cône  too  flat  to  properly 
hold  down  the  plate. 

The  next  figure  illustrâtes  a  group  of  similar  distorted  riv- 
ets which  played  their  part  in  the  production  of  an  explosion. 


FiG.  X40.— Dbfbctive  Rivets. 

FiG.  141. — Rivet  "  driven"  in  slightly  overset  holes,  point 
excentric  and  not  symmetrical,  too  flat  to  properly  secure  the 
edge  of  the  plate. 

FiG.  142. — Rivet  "  driven'*  in  badly  overset  holes,  very  weak. 


FiG.  141.  FiG.  14a. 

See  Figs.  143,  144,  145,  which  were  "  sheared  **  at  the  time  of 
the  explosion.  The  dark  shading  on  lovver  end,  Fig.  142,  indi- 
cates  an  old  crack. 

FiGS.  143,  144,  145. — Samples  selected  from  a  number  taken 
from  a  "  sheared  "  seam,  which  was  believed  to  be  the  initial 
break  from  which  the  explosion  arose.  They  were  no  doubt 
similar  to  Fig.  142  before  they  gave  way. 
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The  Author,  on  one  occasion,  picked  out  with  his  fingers 


FiG.  143; 


FiG.  145. 


twelve  consécutive  rivets,  defofrmed  like  those  hère  illustrated, 
from  a  torn  seam  in  an  exploded  boiler. 


FiG.  X46. 


FiG.  146. — Rivet  "  driven"  in  overset  holes  ;  ît  was  probably 
fractured  under  the  head  in  driying.  Taken  from  a  seam  that 
was  broken  through  the  rivet-holes. 


FiG.  147. 


PiG.  X48. 


FiGS.  147  and  148. — Long  rivets  taken  from  a  broken  casting 
which  they  were  intended  to  secure  to  the  wrought-iron  head 
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of  the  boîler.  The  holes  in  the  wrought-iron  plate  were 
"  drifted  "  and  chipped  to  allow  the  rivets  to  enter,  as  shovvn 
by  the  enlarged  portion  of  the  body.  This  irregular  upsetting 
and  the  sharp  little  wave  of  iron  on  the  body  of  Fig.  147  indi- 
cate  the  thickness  of  the  wrought-iron  plate. 

287.  Developed  Weakness,  usually  a  conséquence  of 
progressing  decay  by  corrosion,  is  the  most  common  of  ail 
causes  of  the  explosion  of  steam-boilers.  A  boiler,  designed  and 
constructed  of  the  best  possible  proportions  and  of  the  best  of 
materials,  having  at  the  start  a  real  factor  of  safety  of  six, 
may  be  assumed  to  be  as  safe  against  this  kind  of  accident  as 
possible  ;  but  with  the  beginning  of  its  life  decay  also  begins, 
and  the  original  margin  of  safety  is  continually  lessened  by  a 
never-ceasing  decay.  The  resuit  is  an  early  réduction  of  this 
margin  to  that  represented  by  the  différence  between  the  work- 
ing  pressure  and  that  fixed  as  a  maximum  by  the  inspector*s 
tests.  Should  this  différence  be  sufficient  to  insure  against  ac- 
cident resulting  from  further  dépréciation  in  the  interval  be- 
tween inspector's  or  other  tests,  explosion  will  not  occur  ; 
should  this  margin  not  be  sufficient,  danger  is  always  to  be  ap- 
prehended,  and  almost  a  certainty  that  rupture,  and  possibly 
explosive  rupture,  will  at  some  time  occur.  This  margin  is, 
legally,  usually  fifty  per  cent  ;  it  is  too  small  to  permit  the  pro- 
prietor  to  feel  a  real  security.  It  is  usually  thought  that  thè 
tests  should  îîhow  soundness  under  pressures  at  least  double 
the  regular  working  pressure  at  which  the  safety-valve  is  set.* 
Many  cases  hâve  been  known  in  which  the  boiler  has  yielded 
at  the  working  pressure  not  very  long  after  the  regular  officiai 
inspection  and  pressure-test  had  taken  place. 

Such  an  example  was  that  of  the  explosion  of  the  boiler  of 
the  Westfield,  in  New  York  Harbor,  in  June,  1871. 

The  steam  ferry-boat  Westfield  is  one  of  three  boats  which 
hâve  formed  one  of  the  regular  Unes  between  New  York  and 
Staten  Island.     The  Westfield   made  her  noon  trip  up   from 

*  Experiments  made  by  the  Author,  and  later  by  other  investigators,  hâve  in- 
dicated  the  possibility  that  an  apparent  factor  of  safety  of  two,  under  load  momen- 
tarily  sustained,  niay  not  actually  mean  a  factor  exceeding  one  for  permanent 
loading.— '*  Materials  of  Engineering,"  vol.  i.,  §  133;  vol.  ii.,  §  295. 
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the  island  to  the  city  on  Sunday,  July  30th,  and  whilc  lying  in 
the  New  York  slip  her  boiler  exploded,  causing  the  death  of 
about  one  hundred  pensons  and  the  wounding  of  as  many 
more. 

The  boiler  is  of  a  vcry  usual  form,  as  represented  in  Fig. 
149,  and  is  knovvn  as  a  "  marine  return-flue  boiler." 

The  diameter  of  its  shcll — the  cylindrical  part  was  ruptured 
— is  ten  feet  ;  its  thickness,  No.  2  iron,  twenty-eight  hundredths 
inch. 


Fig.  149.— BoiLKR  of  the  Westfield. 

The  évidence  indicated  that  the  explosion  occurred  in  con- 
séquence of  the  existence  of  Unes  of  channelling  and  long-exist- 
ing  cracks,  by  which  the  boiler  was  gradually  so  weakened  that, 
six  wceks  after  its  inspection  and  test,  the  pressure  of  steam 
being  allowed  by  the  engineer  to  rise  slightly  above  the  pres- 
sure allowed,  the  boiler  was  ruptured,  giving  way  along  a 
horizontal  seam  and  tearing  a  course  out  of  the  boiler. 

The  common  lap-joint  customarily  adopted  in  the  construc- 
tion of  boilers  is  liable  to  such  serious  distortion  under  ver>' 
heavy  pressures  as  to  produce  leakage  before  actually  yielding, 
and  this  leakage  is  sometimes  so  great  as  to  act  as  a  safety- 
valve.  Thus,  suppose  a  straight  strip  of  plate  riveted  up  in 
parts  as  in  Fig.  ISO."*^  A  heavy  pull  will  cause  distortion  as 
shown,  in  ail  cases  cxcept  where  a  butt-joint  is  made  with  a 
covering  strip  on  each  side.  If  the  métal  is  brittle  and  the 
rivet-heads  strong,  preventing  the  bcnding  of  the  plate  on  the 

*  See  locomotive,  Ocl.  1880. 
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Une  of  rivet-holes,  the  plate  will  probably  break  adjacent  to  G 
or  F,  Fig.  150;  or  in  the  middle,  /  and  H.,  But  should  the 
plates  be  ductile  or  the  rivet-heads  weak,  the  break  would  occur 
at  the  Une  through  the  holes.    This  is  peculiarly  dangerous. 


FiG.  150.— YiKLDiNC  Joints. 

If  the  plates,  Fig.  150,  A,  etc.,  were  straight  at  the  joint, 
the  extrême  end,  Z,  must  contract  and  the  outer  one  expand  at 
M,  involving  in  the  one  a  compression  or  upsetting,  and  in  the 
other  drawing  the  métal.  If  the  joint  be  a  butt,  with  a  single 
outer  cover,  C,  a  similar  contraction  must  take  place  at  both  ends, 
and  a  contraction  of  the  middle  of  the  covering  strip,  while  the 
opposite  would  take  place  in  the  case  of  the  joint  with  the  inner 
cover,  B,  Thèse  distortions  are  not  likely  to  take  place  in  a 
transverse  seam  6f  a  cylindrical  boiler-shell  from  internai  pres- 
sure. The  butt-joint,  with  two  covering  plates,  £,  would  re- 
tain its  shape. 

Lapped  longitudinal  joints  are  shown  at  A' .  Single-riv- 
eted  and  single-covered  butts  at  B'  and  C,  D'  shows  a  double- 
riveted,  single-covered  butt.     The  next  figures  (151,  152)  show 


Hj 


S 


FiG.  151. 
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Before  Stretching.  After  Stretohlng. 

Fig.  152. 


the  effect  of  strain  on  rivet-holes  and  on  holes  filled  by  the 
rivet.    The  lap-joint  should  be  avoided. 

Multiple  explosions  are  not  infrequent.  They  usually  occur 
in  conséquence  of  the  explosion  of  one  of  a  battery,  with  the 
resuit  of  injuring  adjacent  boilers  in  such  manner  that  they  also 
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«xplode,  the  phenomena  following  each  other  so  quîckly  as  to 
produce  simultaneous  explosion.  In  the  explosion  at  Friedens- 
hiitte,  Germany,  July  25,  1887,  twenty-two  cylindrical  boilers 
•exploded  ;  at  Shamokin,  Pa.,  Oct.  11,  1894  twenty-seven,  and 
at  Redcar,  England,  June  14,  1895,  eleven,  boilers  exploded 
simultancously.  In  such  cases  the  cause  has  usually  been  sup- 
posed  to  be  the  faulty  support  of  long  shells,  producing  weaken- 
ing  and  final  rupture  of  girth  seams,  either  by  internai  pressure 
or  by  the  shock  of  adjacent  explosions.* 

288.  General  and  Local  Decay  introduce  vastly  différent 
degrees  and  éléments  of  danger.  As  has  been  elsewhere  statcd, 
in  effect,  an  explosion  cornes  of  extended  rupture  ;  while  local 
injuries  or  breaks,  if  they  do  not  lead  to  wider  injury,  cannot 
cause  widespread  disaster.  Hence,  gênerai  corrosion,  extend- 
ing  over  considérable  areas  of  plate  or  along  lines  of  considéra- 
ble length,  is  a  cause  of  danger  of  complète  disruption  and  ex- 
plosion. A  corroded  spot  in  a  firèbox,  a  loosened  rivet,  or 
even  a  broken  stay,  if  the  boiler  be  otherwise  well  proportioned, 
well  built,  and  in  good  order,  may  not  be  a  seilous  matter;  but 
a  thinned  sheet  in  the  shell,  a  long  groove  under  a  lap,  a  Une 
of  loose  rivets,  or  a  cluster  of  weakened  stays  or  braces,  will 
certainly  be  most  dangerous.  General  or  widespread  corrosion 
is  very  liable  to  lead  to  explosion  ;  local  and  well-guarded  cor- 
rosion may  eut  quite  through  the  métal,  and  simply  cause  a 
leak  or  an  unimportant  "  burst."  Old  fireboxes  are  often  seen 
covered  with  "  patches"  in  places,  and  yet  they  very  rarely  ex- 
plode.  Such  a  state  of  affairs  may,  nevertheless,  by  finally 
producing  large  areas  of  patched  and  fairly  uniformly  weak 
portions  of  the  boiler,  lead  to  precisely  the  conditions  most 
favorable  to  explosion.  A  steam-boiler  experimentally  ex- 
ploded at  Sandy  Hook,  N.  J.,  September,  i87i,thad  previ- 
ously,  by  repeated  rupture  by  hydraulic  pressure  and  patching, 
been  gradually  brought  into  precisely  this  state,  and  exploded 
under  steam  at  53ipounds, — about  four  atmosphères  pressure, — 
aslightly  lower  pressure  than  it  had  sustained  (59  pounds)at  ils 
last  test.  On  this  occasion,  when  a  pressure  was  reached  of 
50  pounds  per  square  inch,  a  report  was  heard  which  was  prob- 

*  Locomotive^  June,  i8S8;  December,  1894;  September,  1895. 
f  Journal  Franklin  Insiitute,  January,  1872. 
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ably  caused  by  the  breaking  of  one  or  more  braces,  and  at  53^ 
pounds  the  boiler  was  seen  to  explode  with  terrible  force.  The 
whole  of  the  enclosure  was  obscurçd,.^y  the  vast  masses  of 
steam  liberated  ;  the  air  was  dotted  witfi  the  flying  fragments, 
the  largest  of  which — the  steam-drum — rising  first  to  a  height 
variously  estimated  at  from  200  to  400  feet,  fell  at  a  distance 
of  about  450  feet  from  its  original  position.  The  sound  of  the 
explosion  resembled  the  report  of  a  heavy  cannon.  The  boiler 
was  torn  into  many  pièces,  and  comparatively  few  fell  back 
upon  their  original  position. 


FiG.  153.— Corrosion. 

Thus  corrosion  may  affect  a  single  spot  in  a  boiler,  în  whîch 
case  a  **  patch,"  if  properly  applied,  should  make  the  boiler 
nearly  as  strong  as  when  whole.  A  séries  of  weak  spots  near 
each  other  may  so  weaken  a  boiler  as  to  produce  explosion,  as 
may  any  considérable  area  of  thin  plate,  although,  when  occur- 
ring  in  the  stayed  surfaces  of  a  firebôx,  the  métal  may  become 
astonishingly  thin.  A  sketch  of  spots  of  corrosion  is  shown  in 
Fig-  ^53»  which  represents  the  cause  of  an  actual  explosion. 
This  cause  of  explosion  may  be  either  internai  or  extemal, 
and  is  induced  intemally  by  bad  feed-water,  and  externally  by 
dampness  or  by  water  leaking  from  the  boiler,  either  unseen  or 
neglected.  It  is  always  dangerous  to  hâve  any  portion  of  a 
boiler  concealed  from  fréquent  observation. 

The  effect  of  covering  a  part  of  a  sheet  subject  to  corrosion 
by  solid  iron,  as  by  the  lap  of  a  seam,  is  shown  în  the  next  fig- 
ure, which  also  exhibits  a  common  method  of  corrosion  along  a 
seam.     The  same  effect  is  seen  still  more  plainly  in  the  suc- 
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ceeding  figure,  in  which  the  pitting  which  so  often  attends  the 
use  of  the  surface-condenser  is  also  vvell  shown. 

289.  The  Methods  of  Decay  are  as  various  as  the  forms 
and  location  of  the  parts  subject  to  corrosion.  As  Colburn^  has 
said  :  *^  As  a  malady,  corrosion  corresponds,  in  its  comparative 
frequency  and  fatality,  to  that  great  destroyer  of  human  lire, 
consumption  ;"  and  it  has  as  innumerable  phases  and  periods  of 
action.  The  two  most  common  methods  of  decay  are  the  gên- 
erai, and  hère  and  there  localized,  corrosion  that  goes  on  in  ail 
boilers,  and  in  fact  on  ail  iron  exposed  to  air  and  carbonic  acid, 
in  présence  of  moisture;  and  the  concentrated  and  localized  oxi- 


FiG.  154. — Corrosion  at  a  Ssam. 


FiG.  155.—"  Pitting." 


dation  that  îs  often  seen  along  the  Une  of  a  seam  at  the  edge  of 
the  lap,  where  the  continuai  changing  of  form  of  the  boiler  is  as 
constantly  producing  an  alternate  flexing  and  reflex  motion  of 
the  sheet,  which  throws  off  the  oxide  as  fast  as  formed  along 
that  line,  and  exposes  fresh,  clean  métal  to  the  corroding  influ- 
ence. A  groove  or  furrow  is  thus  in  time  produced,  which 
may,  as  occurred  in  the  case  of  the  Westfield  (Fig.  149),  actually 
eut  through  the  sheet  before  explosion  takes  place. 

The  phenomenon  known  as  "  grooving**  or  "  furrowing"  is 
well  illustrated  by  the  case  just  mentioned,  in  which  this  action 
was  originally  started,  probably,  by  the  carelessness  of  the  work- 
man,  who,  either  in  chipping  the  edge  of  the  lap  along  a  girth- 

*  Trans.  Brit.  Assoc.  1884. 
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seam,  or  in  calkîng  the  seam,  scored  the  under-sheet  along  the 
edge  of  the  lap  with  the  corner  of  his  chisel  or  with  the  calk- 
ing-tool.     This  is  a  very  common  cause  of  such  a  defect. 

The  boiler  was  broken  into  three  parts.  The  first,  and  by 
far  the  largest  part,  consisted  of  the  furnaces,  steam-chimney 
and  flues,  with  a  single  course  of  the  shell  ;  the  second  con- 
sisted  of  two  courses  of  the  outside  of  the  shell  next  the  back- 
head,  together  with  that  head,  to  which  they  remained  attached  ; 
the  third  pièce  consisted  of  a  single  complète  course  from  the 
middle  of  the  cylindrical  shell,  which  was  separated  at  one  of 
its  longitudinal  seams,  partially  straightened  out  and  flung 
against  the  bottom  and  side  of  the  boat.  This  last  pièce  re- 
mained opposite  its  original  position  in  the  boiler  before  the 
explosion,  while  the  first  and  second  pièces  went  in  opposite 
directions,  the  former  finally  lying  several  feet  nearer  the  en- 
gine  than  when  in  situ,  and  against  the  timbers  of  the  "  gallows- 
frame,*' while  the  latter  pièce  was  thrown  fifty  feet  forward  into 
the  bow  of  the  boat,  where  it  fell,  torn  and  distorted.  The 
longitudinal  seam,  along  which  pièce  number  three  separated, 
and  the  deep  score  or  **  channel  *'  cutting  nearly  through  in  many 
places,  and  presenting  every  évidence  of  being 
an  old  flaw,  were  plainly  seen.  The  mark 
made  by  a  chisel  in  chipping,  and  that  of  the 
calking-tool,  were  seen,  and  indicated  the 
probable  initiative  cause  of  the  flaw. 

The  Author  examined  this  pièce  and 
found  an  old  crack  or  "  channel  "  eut  along 
the  edge  of  the  horizontal  lap  referred  to  as 
being  at  the  ends  of  the  sheet,  and  in  some 
places  so  nearly  through  that  it  was  difficult 
to  detect  the  mère  scale  of  good  iron  left, 
while  in  other  places  there  remained  a  six- 
teenth  of  an  inch  of  sound  métal.  Fig.  156 
exhibits  a  section  of  the  crack. 

Were  this  the  weakest  place  in  the  boiler,  and  the  least  thick^ 
ness  hère  one  sixteenth  of  an  inch,  the  tensile  strength  being 
equal  to  the  average  determined  by  the  tests  made  of  the  iron,  the 
pressure  required  to  rupture  such  a  boiler,  ten  feet  in  diameter. 


Fie.  X56. 
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would  be  44079  X  iV  X  2  -^  120  =  47  pounds  per  square  inch, 
nearly.  A  pressure  of  27  or  28  pounds  would  burst  it  open 
where  the  least  thickness  was  slightly  more  than  one  thirty- 
second  of  an  inch.  One  portion  may  be  supported,  to  some 
extent,  by  a  neighboring  stronger  part.  Along  this  longitudi- 
nal seam  the  limit  of  strength  would  seem  to  hâve  been  about 
30  pounds  per  square  inch,  which  is  about  the  pressure  at 
which  the  boiler  exploded,  this  seam  ripping  for  a  distance  of 
several  feet.  The  original  strength  of  the  boiler  was  equal  to 
about  120  pounds  along  the  horizontal  seams, — its  then  weak- 
est  parts, — provided  that  the  iron  had,  when  new,  the  average 
strength  of  the  spécimens  which  we  hâve  tested.  In  the  ver- 
tical scams  may  be  seen,  in  some  places,  similarly  weakened 
portions,  the  cracks  running  usually  from  rivet  to  rivet,  and 
herc  and  therc  exhibiting  marks  that  show  the  wedging  action 
of  the  "  drift-pin,'*  and  many  places,  both  in  longitudinal  and 
girth-seams,  are  eut  by  the  chisel  and  markcd  by  the  "  calking- 
tool.'*     Concealcd  cracks  are  particularly  dangerous. 

Thèse  lines  of  "  furrowing"  are  sometimes  continuous,  and 
sometimes  interrupted  by  portions  of  good  iron.  They  are 
probably  in  most  cases  caused  by  changes  in  form  of  the  boiler 
with  variations  of  température  and  pressure,  some  line  of  local 
weakness  determining  the  line  along  which  the  plate  shall  bend, 
and  this  bending  taking  place  continually,  Ihough  ever  so 
slightly,  along  the  same  line  precisely,  finally  produces  rupture. 
This  change  of  form  of  the  shell  of  a  boiler  may  be  due  to 
either  the  constantly  occurring  variation  of  pressures,  as  steam 
is  made  or  is  blown  oflf  during  working  hours  ;  or  it  may  be  pro- 
duced  by  changes  of  température.  Large  and  thin  boilers  are 
especially  liable  to  this  form  of  injury.  Bad  methods  of  sup- 
port may  permit  or  may  cause  variations  of  form  and  this  defect, 
which  is  ail  the  more  dangerous  that  it  is  difficult  in  many  cases 
to  detect  it.  Water  trickling  from  leaks  sometimes  causes  a 
kind  of  grooving  along  its  path.  Heavy  iron  may  be  strained 
in  fitting  a  lap  with  similar  resuit. 

Sometimes  this  action  produces  a  narrow  crack,  and  at  other 
times,  as  above  stated,  as  the  rust  formed  is  thrown  or  scoured 
ofl  the  iron  at  the  bend,  leaving  a  comparatively  clean  surface. 
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oxîdation  is  probably  accelerated,  and  the  fault  takes  the  form 
of  a  groove  or  furrow.  If  unperceived,  this  goes  on  uptil  a  rup- 
ture or  an  explosion  occurs. 

Of  forty  explosions  of  locomotive  boilërs  noted  in  Britîsh 
Board  of  Trade  reports,*  eighteen  gave  way  at  the  firebox  and 
twenty  at  the  barrel.  Of  thèse  twenty,  every  one  was  the  re- 
suit of  **  grooving"  or  cracks  along  the  lap  of  seams,  ail  of 
which  were  lap-joints.  The  grooves  vvere  most  common  ;  they 
always  occurred  along  the  edge  of  the  inside  overlap,  just  where 
the  changes  of  form  with  varying  pressure  would  concentrate 
their  effects.  Such  results  are  sometimes  also  seen  at  butt- 
joints,  especially  where  a  strip  lias  been  used  inside.  The  rack- 
ing  action  of  the  engines  may  produce  precisely  the  same  effect. 
Wherever  change  of  form  is  felt,  grooving  or  furrowing  and 
cracking  may  be  expected  to  be  found  in  time.  Where  the 
boiler  is  already  heavily  strained  along  one  of  thèse  lines  of  re- 
<luced  thickness,  any  slight  added  stress,  as  a  jar,  or  the  action 
of  a  calking-tool,  as  when  leaks  in  boilers  under  pressure  are 
being  calked,  may  precipitate  an  explosion,  the  break  follow- 
ing  the  groove  or  crack  just  as  a  stretched  drum-head  may  yield 
to  the  scratch  of  a  knife. 

290.  Différences  in  Température  between  parts  of  a 
boiler  more  or  less  closely  connected  in  the  structure  may  pro- 
duce serious  strains,  and  some  instances  of  explosion  hâve  been 
attributed  to  this  cause. 

Changes  of  température  occur  as  steam  is  raîsed  or  blown  off 
from  a  boiler,  and  its  température  becomes  at  one  time  that  due 
the  steam-pressure,  and  then  it  falls  to  that  of  the  atmosphère 
«each  time  steam  is  blown  off.  It  will  change  its  form  more 
or  less,  and  will  usually  be  subjected  to  some  strain  by  this  pro- 
<:ess.  Again,  while  actually  at  work,  the  steam-space  and  upper 
portion  of  the  water-space  are  at  the  température  of  steam  at 
the  working  pressure,  while  the  lower  part  is  continually  vary- 
ing in  température  from  that  of  the  feed-water  to  the  maximum 
which  it  attains  after  entrance.     This  différence  of  température 

•  "  Wear  and  Tear  of  Steam-boilers."  F.  A.  Paget,  Tiuns.  Soc.  of  Arts,  1865  ; 
London,  1865,  p.  8. 
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between  the  upper  and  lower  parts  of  the  boiler,  as  well  as  bc^ 
tween  other  portions,  causes  a  continuai  tendency  to  distortion  ; 
and  if  this  distortion  be  resisted,  a  stress  is  thrown  upon  the 
parts  equal  to  that  which  would  be  required,  acting  externally, 
to  remove  the  distortion,  if  produced.  The  stress  is  also  equal 
to  the  mechanical  force  that  would  be  necessary  to  produce 
similar  distortion. 

Thus,  had  the  température  of  the  main  and  upper  part  of 
the  Westfield's  boiler  been,  after  the  entrance  of  the  feed- 
water,  273°,  or  that  due  to  about  twenty-seven  or  twenty-eight 
pounds  steam,  while  the  feed-water  had  a  température  of  73°, 
the  bottom  of  the  boiler  having  a  température,  in  conséquence, 
200°  below  that  of  the  top,  the  différence  in  length  would  be 
about  one  eight-hupdredth,  and,  if  tonfined  by  rigid  abutments, 
iron  so  situated  would  be  subject  to  a  stress  of  twelve  and  a 
hait  tons  per  square  inch.  But  in  this  case  one  part  would 
yield  by  compression  and  the  other  by  extension,  and  if  they 
were  to  yield  equally  it  would  reduce  the  stress  to  six  and  a 
quarter  tons.  Actually,  in  this  case,  the  lower  fourth  and  upper 
three  fourths  would  be  more  likely  to  act  against  each  other, 
and  the  stress,  if  the  boiler  had  no  elasticity  of  form,  would  be 
about  nine  tons.  Any  elasticity  of  form — and  boilers  gcnerally 
possess  considérable — would  still  further  reduce  the  strain,  and 
it  very  frequent-y  makes  it  insignificant. 

It  is  thought,  by  some  experienced  engineers  and  other 
authorities,  that  many  of  the  explosions  known  to  hâve  taken 
place,  after  inspection  and  test,  at  pressures  lower  than  those  of 
the  test,  are  caused  by  the  weakening  action  of  unequal  expan- 
sion, the  stresses  and  strains  produced  in  this  manner  being 
superadded  to  those  due  to  simple  pressure,  against  which  latter 
the  boiler  might  otherwise  hâve  been  safe.  Such  effects  may 
also  be  the  final  provocative  to  explosion  when  cold  feed-watcr 
is  pumped  into  a  boiler,  on  getting  up  steam,  or  possibly,  some- 
times,  when  cooling  off.  It  has  even  been  asserted  that  an 
empty  boiler  has  been  ruptured  by  such  changes  of  form  consé- 
quent on  building  a  light  fire  of  shavings  in  a  flue  to  start  the 
scale.  The  Author  has  known  of  instances  in  which  the  girth- 
seams  of  large  marine  flue-boilers  were  ruptured  along  the  line 
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of  rivet-holes  a  distance  of  several  feet  by  the  introduction  of  a 
large  volume  of  cold  feed-water,  when  steam  was  up,  but  the 
engine  at  rest. 

The  différences  of  température  on  the  two  sides  the  sheet 
may  be  important.  While  it  is  true  that  the  heat  supplied  by 
the  furnace-gases  is  absorbed  by  the  boiler  to  the  same  extent, 
practically,  without  much  regard  to  the  thickness  of  the  plates 
of  the  boiler,  it  is  a  well-known  fact  that  the  résistance  of  iron 
to  the  flow  of  heat  is  so  great  that  the  effect  of  heat  on  the 
métal  itself  is  seriously  modified  by  the  thickness  of  the  sheet. 
Heavy  plates  "  burn"  away,  projecting  rivet-heads  are  destroyed, 
and  the  laps  of  heavy  plates  are  especially  liable  to  be  thinned 
seriously  where  they  are  employed.  • 

A  variation  of  température  of  considérable  range,  and  often 
recurring,  frequently  causes  in^ury  by  hardening  the  métal  of 
the  boiler,  making  it  brittle  and  liable  to  crack  with  change  of 
form,  and  also  produces  the  very  change  of  form  causing  this 
cracking. 

The  experiments  of  Lt.-Col.  Clark,  R.A.,*  show  that  great 
distortion  may  be  thus  produced.  It  is  probably  thus  that  iron 
and  especially  steel  fireboxes  so  often  crack,  in  conséquence  of  a 
continuai  swelling  of  the  métal  under  varying  températures  and 
the  stresses  so  caused.  This  action,  combined  with  oxidation, 
•external  and  internai,  sometimes  makes  the  sheets  and  oftener 
the  stays  of  a  boiler  remarkably  weak  and  brittle  ;  they  some- 
times  become  more  like  cast  than  wrought  iron.  The  thicker 
the  sheet,  the  more  readily  is  it  overheated  and  overstrained. 

The  extent  to  which  altération  of  form  under  pressure  may 
go,  with  good  material,  before  actual  rupture,  is  illustrated  by 
the  followingif  During  the  summerof  1868,  a  cylindrical  boiler, 
made  of  ^-inch  steel  plates,  built  at  the  Fort  Pitt  Iron  Works, 
Pittsburg,  was  tested  under  authority  of  the  government,  with 
a  view  to  determining  the  relative  advantages  of  steel  and  iron 
as  a  material  for  navy  boilers.  When  the  pressure  of  cold  water 
had  reached  780  pounds,  the  girth  of  the  boiler  was  found  to 


*  Proc.  Royal  Society.  1863;  Journal  Franklin  Inslitute,  1863. 
^  Iron  Age,  Sept.  26,  1872. 
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have  permanently  increased  3|  inches,  and  at  820  pounas  rup^ 
ture  occurred. 

Cases  have  been  known  în  which  a  steel  crown-sheet  has  be- 
corne  overheated,  and  lias  sagged  down  until,'  the  tube-sheet 
going  with  it,  a  basin-shaped  form  has  been  produced,  convex 
toward  the  fire,  and  yet  no  fracture  produced,  even  when  the 
pump  was  put  on  and  the  boiler  filled  up  again  under  pressure. 

291.  The  Management  of  the  Steam-boiler,  or,  more 
correctly,  its  mismanagement,  while  in  opération,  and  a  neglect 
of  proper  supervision  and  inspection,  may  be  considered,  on 
the  whole,  the  usual  reason  of  explosion,  as  the  détérioration 
of  the  boiler  is  the  immédiate  cause;  and  this  détérioration  is 
almost  invariably  sç  graduai  and  so  readily  detected  by  intel- 
ligent and  painstaking  examinations  that  there  is  rarely  any 
excuse  for  its  resulting  disastrously.  A  well-made  boiler  under 
good  management  and  proper  supervision  may  be  considered 
as  practically  free  from  danger. 

The  person  in  direct  charge  of  the  boiler  is  usually  a  pre- 
sumably  experienced  and  trustworth>  man.  He  should  be 
thoroughly  familiar  with  his  business,  generally  intelligent,  of 
good  judgment,  ready  and  prompt  in  emergencies,  and  abso- 
lutely  reliable  at  ail  times.  His  first  duty  is  to  see  that  the 
boiler  is  full  to  the  water-line,  trusting  only  the  gauge-cocks  ; 
he  must  keep  constant  watch  of  the  furnaces,  flues,  and  other 
surfaces  subject  to  the  action  of  the  fire,  and  thus  be  certain 
that  no  injury  is  being  done  by  overheating  or  sédiment  ;  he 
must  keep  the  feed-apparatus  in  perfect  working  order,  keep  up 
the  supply  of  water  continuously  and  regularly,  and  see  that 
the  safety-valve  is  in  good  order  at  ail  times.  Such  careful 
management,  conscientious  inspection  and  cleaning,  and  repair- 
ing  at  proper  intervais  will  insure  safety. 

To  keep  the  safety-valve  in  good  working  order  and  to  make 
certain  that  it  is  operative,  provision  should  be  made  for 
opening  it  by  hand,  and  it  should  be  daily  raised,  before  getting 
up  steam,  to  the  full  heîght  of  its  maximum  lift. 

Explosions  of  Gas  sometimes  precipitate  steam-boîler  explo- 
sions. Should  the  gases  leaving  the  fuel  and  the  furnace  not 
be  completely  burned,  but  become  so  mingled  in  the  flues  as  to» 
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produce  an  explosive  mixture,  combustion  finally  occurring»  the 
shock  may  be  sufficient  to  cause  rupture  of  the  boiler,  and,  as 
bas  actually  sometimes  bappened,  its  explosion.  Sewer-gases 
bave  been  known  to  find  their  way  into  an  empty  boiler 
through  an  open  blow-off  pipe,  and  bave  been  exploded  by  the 
first  light  brought  to  the  man-hole,  and  with  serions  damage  to 
adjacent  property.  Minerai  oils  used  to  detach  scale  bave 
caused  similar  dangerous  and  sometimes  fatal  explosions  by  the 
ignition  of  the  mixture  of  their  vapors  and  the  air  within  the 
boiler.  It  is  important  that  care  be  taken  in  using  lights  about 
boilers  in  such  cases  of  application  of  minerai  oils. 

Explosions  of  gas  within  a  boiler  at  work  cannot  occur  :  but 
the  suggestion  of  the  possibility  of  such  an  occurrence  is  often 
made.  No  décomposition  of  water  can  take  place  except  a 
portion  of  the  boiler  is  overheated  ;  this  happening,  ail  the 
oxygen  produced  is  absorbed  by  the  iron,  and  no  recombination 
can  occur  later,  even  were  it  possible  for  ignition  to  take  place 
under  the  conditions  producing  décomposition. 

The  flooding  of  a  boiler  with  water  until  it  is  fîlled  to  the 
steam-pipe  or  safety-valve  may  cause  so  serious  a  retardation  of 
the  outflow  of  the  mingled  fluids  as  to  resuit  in  overpressure 
and  great  danger.  Mr.  W.  L.  Gold  *  gives  the  following 
instances,  and  the  expérience  of  the  Author  justifies  fully  bis 
statement.  The  steam-pipe  or  the  safety-valve  cannot  relieve 
a  full  boiler  rapidly  and  safely. 

First,  a  boiler  38  inches  in  diameter,  two  flues,  shell  \  inch 
Juniata  iron,  ruptured  in  the  sheet  a  crack  9  inches  long,  steam- 
gauge  indicating  60  pounds,  safety-valve  weighted  at  80  pounds 
pressure.  This  rupture  closed  instantly  ;  and  if  he  had  not  seen 
it  made,  he  might  possibly  bave  been  surprised  by  an  explosion, 
with  water  and  steam  in  their  normal  condition,  very  shortly 
after.  Second,  a  steam-drum  (spanning  a  battery  of  five 
boilers)  30  inches  in  diameter.  The  blank-head  forced  (bulged) 
out  \\  inches,  the  stay-rods  stretched,  and  the  corner  of  the 
head-flange  cracked  one  third  around.  Third,  a  vertical  boiler, 
built  especially  to  carry  high  pressure  (safe  running  pressure 

*  Am,  Manufacturer,  Feb.  1881. 
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1 50  pounds),  the  hand-hole  and  man-hole  joints  forced  out  past 
the  flanges,  the  steam-pipe  joints  and  union  forced  out,  the 
packing  in  the  engine-piston  destroyed,  and  the  engine  gener- 
ally  racked,  so  as  to  be  almost  useless.  Steam-pressure  by 
gauge  from  40  to  60  pounds  ;  safety-valve  weighted  at  go 
pounds. 

Mr.  Gold  suggests  that,  as  this  is  a  not  infrequent  occur- 
rence, many  explosions  may  be  simply  the  final  act  in  the 
drama  commenced  by  the  feed-pump. 

292.  Emergencies  must  be  met  with  a  clear  head  and 
ready  wit,  with  perfect  coolness,  and  usually  with  both  prompt- 
ness  and  quickness  of  action.  Every  man  employed  about 
steam-boilers,  as  well  as  ever>'  engineer  and  ever)'  proprietor, 
should  hâve  carefully  thought  out  the  proper  course  to  take  in 
any  and  every  emergency  that  he  can  conceive  of  as  likely  or 
possible  to  arise,  and  should  hâve  constàntly  in  mind  the  means 
available  for  meeting  it  successfully.  When  the  time  cornes  to 
act,  it  is  not  always,  or  even  often,  possible  to  take  time  to  study 
out  the  best  thing  to  be  done  ;  action  must  be  taken,  on  the 
instant,  based  on  earlier  thought  or  on  either  the  intuition  or 
the  impulse  of  the  moment. 

**  Lozu-ivatcr'  présents  perhaps  the  most  common,  as  well 
as  one  of  the  most  serious,  cf  such  emergencies.  The  instant 
it  is  detected,  the  effort  must  be  made  to  check  the  fall  to  a 
lower  level  ;  the  fire  must  be  dampened,  preferably  by  throwing 
on  wet  ashes,  and  the  boiler  allowed  to  cool  down.  Care 
should  be  taken  that  the  safety-valve  is  not  raised  so  as  to  pro- 
duce a  priming  that  might  throw  water  over  the  overheated 
métal,  and  that  no  change  is  made  in  the  working  of  either  en- 
gine or  boiler  that  shall  pioduce  foaming  or  an  increased  pres- 
sure. I f,  on  examination,  it  is  found  that  the  water  has  not  fallen 
below  the  level  of  either  the  crown-sheet  or  any  other  extended 
arca  of  heating-surface,  the  pump  may  be  put  on  with  perfect 
safety;  but  if  this  certainty  cannot  be  assured,  the  boiler  should 
be  coolcd  down  completcly,  and  carefully  inspected  and  tested, 
and  thoroughly  repaired  if  injured.  If  no  part  of  the  exposed 
métal  is  heated  to  the  red  heat  there  is  no  danger»  except  from 
a  rise  in  the  water-level  and  flooding  the  hot  iron.     If  any  por- 
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tion  should  be  red-hot,  an  additional  danger  is  due  to  the 
steam-pressure,  which  should  be  rêduced  by  continuing  the  en- 
gine  in  steady  working  vvhile  extinguishing  the  fine.  If  the 
safety-valve  be  touched  at  such  a  time,  it  should  be  handled 
very  cautiously,  allowing  the  steam  to  issue  very  steadily  and 
in  such  quantitfes  that  the  steam-gauge  hand  shows  no  fluctua- 
tion, while  slowly  falling.  The  damping  of  the  fire  with  wet 
ashes  will  reduce  the  température  and  pressure  very  promptly 
and  safely.  The  Author  has  experimentally  performed  this 
opération,  standing  by  a  large  outside-fired  tubular  boiler  while 
ail  the  water  was  blown  out,  and  then  coveringthe  fire.  The 
pyrometer  inserted  in  the  boiler  showed  no  élévation  of  tem- 
pérature until  ail  the  water  was  gone,  and  the  fire  was  then  so 
promptly  covered  that  the  rise  was  but  a  few  degrces,  and  the 
boiler  was  not  injured.  As  it  proved,  there  was  not  the  slight- 
est  danger  in  that  case;  but  with  less  promptness  of  action 
some  danger  might  hâve  arisen  of  injury  to  the  boiler,  although 
probably  not  of  explosion. 

Overheated  plates,  produced  by  sédiment,  or  over-driving, 
resulting  in  the  production  of  •*  pockets"  or  of  cracks,  are,  virtu- 
ally,  cases  of  low-water,  and  the  action  taken  should  be  the  same. 
The  boiler  being  safely  cooled  down,  the  injured  plate  should 
be  replaced  by  a  sound  sheet,  ail  sédiment  or  scale  carefully  re- 
moved,  and  a  récurrence  of  the  causes  of  the  accident  efïectively 
provided  against. 

Cracks,  suddenly  appearing  în  sheets  exposed  to  the  fire,  or 
elsewhere,  sometimes  introduce  a  serious  danger.  The  steps  to 
be  taken  in  such  a  case  are  the  immédiate  opening  of  the  safety- 
valve  and  réduction  of  steam-pressure  as  promptly  and  rapidly 
as  possible,  meantime  quenching  the  fire  and  then  cooling  ofî 
the  boiler  and  ascertaining  the  extent  of  the  injury,  and  repair- 
ing  it.  In  such  a  case,  unless  the  crack  is  near  the  safety-valve 
itself,  no  fear  need  be  entertained  of  too  rapid  discharge  of  the 
steam. 

Blistcred  sheets  should  be  treated  precisely  as  in  the  cases 
preceding.  It  is  not  always  possible  to  surmise  the  extent  of 
the  injury  or  the  danger  involved  until  steam  is  ofï  and  an  ex- 
amination  can  be  made.     It  is  not,  however,  absolutely  neces- 
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sary  to  act  as  promptly  as  in  the  preceding  cases  ;  and  where 
the  blister  is  not  large  and  *is  not  extending,  it  is  sometimes 
perfectly  allowable  to  await  a  convenient  time  for  blowing  off 
steam  and  making  repairs. 

An  inoperative  safety-valve,  either  stuck  fast,  or  too  small  to 
discharge  ail  the  steam  made,  or  to  keep  the  pressure  down  to 
a  safe  point,  produces  one  of  the  most  trying  of  ail  known  emer- 
gencies.  In  such  a  case  steam  should  be  worked  off  through 
the  engine,  if  possible,  and  discharged  through  any  valves 
available,  through  the  gauge-cocks,  or  even  through  a  few  scat- 
tered  rivet-holes,  out  of  which  the  rivets  may  be  knocked  on 
the  instant  ;  the  fire  being  meantime  checked  by  the  damper 
or  by  free  use  of  water.  The  throwing  of  water  into  a  furnace 
is  often  a  somewhat  hazardous  opération,  howcver,and  if  neces- 
sary,  should  be  performed  with  some  caution,  to  avoid  risk  of  in- 
jury  of  either  the  person  attempting  it,  or  of  the  boiler.  The 
use  of  vvct  ashes  is  préférable.  In  ail  cases  in  which  it  is  to  be  at- 
tempted  to  reduce  the  rate  of  génération  of  heat,  closing  the  ash- 
pit  doors  as  well  as  opening  the  fire-doors  will  be  of  service  by 
checking  the  passage  of  hot  air  from  below  and  accelerating 
the  influx  of  cold  air  above  the  grate  ;  but  the  closing  of  the 
ash-pit  involves,  with  a  hot  fire,  some  risk  of  melting  down  the 
grates. 

293.  The  Results  of  Explosions  of  steam-boilers,  in 
spreading  destruction  and  death  in  ail  directions,  are  so  famil- 
iar  as  scarcely  to  require  illustration  ;  but  a  few  instances  may 
be  described  as  examples  in  which  the  stored  energy  of  various 
types  of  boiler  has  been  set  free  with  tremendous  and  impres- 
sive  cffcct. 

Referring  to  the  table  in  ^  269,  and  to  case  No.  i  :  The  explo- 
sion of  a  boiler  of  this  form  and  of  the  proportions  hère  given, 
in  the  year  1843,  in  the  establishment  of  Messrs.  R.  L.  Thurston 
&  Co.,  at  Providence,  R.  L,  is  well  remembered  by  the  Author. 
The  boiler-house  was  entirely  destroyed,  the  main  building 
seriously  damaged,  and  a  large  expense  was  incurred  in  the  pur- 
chase  of  new  tools  to  replace  those  destroyed.  No  lives  were 
lost,  as  the  explosion  fortunately  occurred  after  the  workmen 
had  left  the  building.     A  similar  explosion  of  a  boiler  of  this 
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sîze  occurred  some  years  later,  within  sight  of  the  Author,  which 
drove  one  end  of  the  exploding  "boil'er  through-a  i6-inch  wall, 
and  several  hundred  feet  through  the  air,  cutting  off  an  ehn- 
tree  high  above  the  ground,  where  it  measured  9  inches  in  di- 
ameter,  partly  destroying  a  house  in  its  further  flight,  and  fell 
in  the  street  beyond,  where  it  was  found  hot  and  dry  immedi- 
ately  after  striking  the  earth.  Long  after  the  Author  rcached 
the  spot,  although  a  heavy  rain  was  falling,  it  was  too  hot 
to  be  touched,  and  was  finally,  some  time  later,  cooled  off  by  a 
stream  of  water  from  a  ho»e,  in  ordcr  that  it  might  bc  moved 
and  inspected.  It  had  been  overheated,  in  conséquence  of  low- 
watcr,  and  cold  feed-water  had  then  been  turned  into  it.  The 
boiler  was  in  good  order,  but  four  years  old,  and  was  considered 
safe  for  110  pounds.  The  attendant  was  seriously  injured,  and 
a  pedestrian  passing  at  the  instant  of  the  explosion  was  buried 
in  the  ruins  of  the  falling  walls  and  killed.  The  energy  of  this 
explosion  was  very  much  less  than  that  storcd  in  the  boiler 
when  in  regular  work. 

A  boiler  of  class  No.  3,  which  the  Author  was  called  upon 
to  inspect  after  explosion,  had  formed  one  of  a  '*  battery"  of 
ten  or  twelve,  and  was  set  next  the  outside  boiler  of  the  lot.  Its 
explosion  threw  the  latter  entirely  out  of  the  boiler-housc  into 
an  adjoining  yard,  displaced  the  boiler  on  the  opposite  side, 
and  demolished  the  boiler-house  completely.  The  exploding 
boiler  was  torn  into  many  pièces.  The  shell  was  torn  into  a 
helical  ribbon,  which  was  unwound  from  end  to  end.  The  fur- 
nace-end  of  the  boiler  flew  across  the  space  in  front  of  its  house, 
tore  down  the  side  of  a  "  kier-house,"  and  demolished  the  kiers, 
nearly  killing  the  kier-house  attendant,  who  was  standing  be- 
tween  two  kiers.  The  opposite  end  of  the  boiler  was  thrown 
through  the  air,  describing  a  trajectory  having  an  altitude  of 
fîfty  feet  and  a  range  of  several  hundred,  doing  much  damage 
to  property  en  route,  finally  landing  in  a  neighboring  field.  The 
furnace  front  was  found  by  the  Author  on  the  top  of  a  hill,  a 
quarter  of  a  mile,  nearly,  from  the  boiler-house.  The  attendant^ 
who  was  on  the  top  of  the  boiler  at  the  instant  of  the  explo- 
sion, opening  a  steam-connection  to  relieve  the  boiler,  then  con- 
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taining  an  excess  of  steam  and  a  deficiency  of  water,  was 
thrown  over  the  roof  of  the  mill,  and  his  body  was  picked  up 
in  the  field  on  the  other  side,  and  carried  away  in  a  packing- 
box  measuring  about  two  feet  on  each  side.  The  cause  was 
low-water  and  conséquent  overheating,  and  the  introduction  of 
water  without  first  hauling  fires  and  cooling  down.  Both  this 
boiler  and  the  plain  cylinder  are  thus  seen  to  hâve  a  projectile 
effect  only  to  be  compared  to  that  of  ordnance. 

The  violence  of  the  explosion  of  the  locomotive  boiler  is 
naturally  most  terrible,  excecdingt  as  it  does,  that  of  ordnance 
fired  with  a  charge  of  150  pounds  of  powder  of  best  quality,  or 
perhaps  250  pounds  of  ordinary  quality  fired  in  the  usual  way.* 
On  the  occasion  of  such  an  explosion  which  the  Author  was 
called  upon  to  investigate,  in  the  course  of  his  professional  prac- 
tice,  the  engine  was  hauling  a  train  of  coal  cars  weighing  about 
1000  tons.  The  steam  had  been  shut  off  from  the  cylinders  a 
few  minutes  before,  as  the  train  passed  over  the  crest  of  an  in- 
cline and  started  down  the  hill,  and  the  throttle  again  opened 
a  few  moments  before  the  accident.  The  explosion  killed  the 
engineer,  the  fireman,  and  a  brakeman,  tore  the  fîrebox  to 
pièces,  thrcw  the  engine  from  the  track,  turning  it  completely 
around,  broke  up  the  running  parts  of  the  machinery,  and  made 
vcry  complète  destruction  of  the  whole  engine.  There  was  no 
indication  that  the  Author  could  detect  of  low-water  ;  and  he 
attributed  the  accident  to  weakening  of  the  fire  box  sheets  at 
the  lowcr  parts  of  the  wateHegs  by  corrosion.  The  bodies  of 
the  engineer  and  fireman  were  found  several  hundred  feet  from 
the  wreck,  the  former  among  the  branches  of  a  tree  by  the  side 
of  the  track.  This  violence  of  projection  of  smaller  masses 
would  seem  to  indicate  the  concentration  of  the  energ}'  of  the 
heat  stored  in  the  boiler,  when  converted  into  mechanical  en- 
ergy,  upon  the  front  of  the  boiler,  and  its  application  largely  to 
the  impulsion  of  adjacent  bodies.     The  range  of  projection  was, 


♦  The  theoretical  effect  of  good  gunpowder  is  about  500  f oot  tons  per  pound 
(340  tonnc-metres  per  kilogramme),  according  lo  Noble  and  Abel. 
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in  one  case,  fully  equal  to  the  calculated  range.     The  energy 
expended  is  hère  nearly  the  full  amount  calculated. 

Figs.  157,  158,  159,  160  illus- 
trate  the  explosion  of  two  large  boil- 
ers  which  produced  very  disastrous 
effects,*  killing  the  attendant  and  de- 
stroying  the  boiler-house  and  other 
property.  Thèse  boilers  were  hori- 
zontal, internally-fired,  drop-flue  boil- 
ers, seven  fect  diameter  and  twenty- 
one  feet  long,  the  shells  single-riv- 
etcd,  originally  five  sixteenths  of  an 
inch  thick. 

The  two  exploded  boilers  were 
made  twenty-one  years  before  the 
explosion,  and  worked,  as  their  mak- 
ers  intended,  at  about  thirty  pounds 
per  square  inch,  till  about  twenty 
months  before  the  explosion,  at  which 
time  additional  power  was  required, 
and  the  pressure  was  increased  to  and  limited  at  fifty  pounds. 

A  third  boiler  did  not  explode,  but  was  thrown  about  fifty 
feet  out  of  its  bed. 


.  157. — Explosion  of  Boilers  at 
Bkooklyn,  N.  y. 


FiG.  158.— Position  of  the  Threk  Boilers  aftkr  the  Explosion. 

A  few  minutes  before  noon,  while  the  engine  was  running  at 
the  usual  speed^the  steam-gauge  indicating  forty-seven  pounds 

*  Scuntijic  American ^  May  20,  1882. 
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pressure,  and  the  water-gauges  show(ng  the  usual  -imount  of 
water,  the  middle  one  exploded  :  the  shell  burst  opr-n,  and  was 
nearly  ail  stripped  off.  The  remainder  of  the  boiler  was  thrown 
high  in  the  air. 

While  this  boiler  was  in  the  air,  No.  i,  the  lefthand  boiler, 
having  been  forcibly  struck  by  parts  of  No.  2,  also  gave  way  so 


Fi  G. 


-Initial  Rli'tlke. 


that  its  main  portion  was  projected  horizontally  to  the  front, 
arriving  at  the  front  wall  of  the  building  in  time  to  fall  under 
No.  2,  asshown  in  Fig.  158.  The  most  probable  method  of  rup- 
ture is  indicatcd  in  Fig.  159,  as  the  Une  AB  séparâtes  a  ring  of 
plates  which  was  found  folded  together  beneath  the  pile  of  dé- 


FiG.  160.— Intbrior  of  Boiler-house  Prior  to  the  Explosion. 

bris.  If  the  initial  break  had  been  at  some  point  on  the  bot- 
tom,  this  belt  of  plates  vvould  hâve  been  thrown  upward  and 
flattened,  instead  of  downward,  where  it  was  thrown  by  the  flood 
of  water  from  No.  1  boiler. 

The  third  boiler  was  raised  from  its  bed  by  the  issuing  water, 
and  thrown  about  fifty  fcct  to  the  right  of  its  original  position. 
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Thèse  two  boilers  contained  probably  more  than  fourteen 
tons  of  water,  which  had   a  température  due  to  forty-seven 


FiG.  i6x.— ExPLODKD  Locomotive. 


pounds  of  steam,  and  the  effect  of  its  sudden  libération  was 

equal  that  of  sev^eral  hundred  pounds  of  explodeci  gunpovvder. 

The  terrible  wreck  usually  conséquent  upon  the  explosion 


Fio.  i6a.— Tubes  of  an  Exploded  Boiler. 


of  a  locomotive  boiler  is  well  illustrated  in  the  accompanying 
engraving,  which  represents  the  results  of  such  an  explosion  on 
the   Fitchburg    Railway,  August    13,    1877:    while   the   havoc 
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wrought  among  the  tubes  on  such  occasions  is  as  strikingly 
illustratcd  in  Fig.  162. 

In  the  case  of  an  explosion  of  a  locomotive  investigated  by 
a  commission  of  which  the  Author  was  a  member,  the  train  was 
moving  slowly  when  the  boiler  exploded  with  a  loud  report  ; 
the  locomotive  was  turned  completely  over  backward,  carrying 
with  it  and  burying  the  fireman  beneath  the  ruins. 

Nothing  could  at  first  be  found  of  the  engincer.  Parties 
searched  for  long  distances  about  the  wreck  for  signs  of  the  un- 
fortunate  man,  but  it  was  not  until  next  morning  that  his  body 
was  found.  It  was  discovered  lying  in  the  woods,  seven  hun- 
dred  feet  away  from  the  locomotive. 

The  locomotive  was  completely  demolished,  and  ever>'  part 
of  the  machinery  was  twisted  or  broken  into  pièces.  The  track 
was  torn  up  for  some  distance,  and  rails  were  bent  like  coils  of 
rope.  The  firebox  of  the  locomotive  was  hurled  from  its  posi- 
tion and  broken  into  many  pièces.  A  large  pièce  weighing 
many  hundred  pounds  was  carried  five  hundred  feet.  The 
dôme  and  sand-box  wcre  thrown  an  eighth  of  a  mile  into  the 
adjacent  river.  The  wheels  of  the  engine  were  torn  off,  and  no 
one  pièce  of  the  cab  was  discovered.  The  engincer  bore  an 
excellent  réputation  as  being  a  careful  man,  always  carrying  a 
large  supply  of  water.  The  engine  was  one  of  approved  make, 
and  had  been  in  use  for  fifteen  years.  It  had  just  come  from  the 
repair-shop.  A  new  firebox  had  been  put  in  three  years  before, 
and  the  boiler  was  thoroughly  examined  about  six  weeks  earlier. 
The  iron  was  in  many  cases  twisted  and  bent  into  shapeless  rolls. 
The  point  of  rupture  was  apparently  in  the  left-hand  lower  cor- 
ner of  outside  shell  of  the  firebox.  The  cause  was  variously  as- 
signed  as  a  percussion  or  "  fulminating"  action  due  to  overheated 
iron  and  to  certain  defective  portions  of  the  firebox.  The  latter 
was  probably  the  true  cause. 

The  foUowing  may  be  taken  as  another  illustration  of  the 
tremendous  effects  of  explosion  at  usual  working  pressure,  with 
an  ample  supply  of  water:  A  boiler  of  the  locomotive  t}^e  was 
constructed  for  use  in  a  small  steamer.  Its  shell  was  of  iron,  4 
feet  in  diameter,  and  ^^ths  inch  thick.  It  was^tested**  by 
filling  with  water  and   raising  steam.     It  exploded  with  the 
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safety-valve  set  at  120  pounds  pressure  per  square  înch,  blow- 
ing  f reely,  although  held  down  by  the  man  in  charge,  and  killed 
and  injured  sevcral  peoplc.  The  hiss  of  steam  escaping  from  the 
initial  rupture  was  heard  an  instant  before  the  explosion.  The 
boiler  was  turned  end  for  end,  and  the  firebox  torn  from  the 
boiler  in  two  pièces,  one  being  carried  to  a  distance  of  about 
5(X)  feet  and  imbedded  in  the  mud  of  a  canal-bed  ;  the  other  por- 
tion, weighing  about  4800  pounds,  was  carried  a  distance  of  be- 
twecn  400  and  500  feet,  and  crashed  into  the  side  of  a  building 
fiUed  with  sash,  blinds,  and  doors  piled  closely  together.  This 
pièce  of  iron  comprised  the  firebox,  the  dôme,  and  the  end  of 
the  boiler,  and  was  straightened  into  a  pièce  30  feet  long  and 
four  feet  wide.  This  pièce  is  said  to  hâve  rushed  through  the 
air  with  a  whirling  motion  until  it  struck  the  building.  It  eut 
the  side  of  the  building  and  beams  and  rafters  like  straws,  push- 
ing  the  front  of  the  building  forward  several  feet.  Fragments 
of  the  boiler  were  found  at  many  points  considerably  distant 
from  the  scène  of  the  explosion,  and  in  many  places  Windows 
were  shattered  by  the  concussion. 

The  shell  of  the  boiler  was  reversed  by  the  force  of  the 
explosion,  with  such  force  that  one  end  was  buried  four  feet  in 
the  road-bed.  Ail  the  flues  remained  in  the  boiler,  one  end  of 
which  was  torn  from  them  while  the  other  remained  in  place. 
At  the  instant  of  the  explosion  the  air  for  many  feet  in  every 
direction  was  filled  with  flying  fragments,  many  of  them  being 
thrown  to  a  great  hcight. 

In  one  case  coming  under  the  observation  of  the  Author,  a 
locomotive  set  as  a  stationary  boiler  gave  way  in  the  firebox, 
and  let  out  the  water  and  steam,  but  injured  no  one.  The  rent 
was  about  twelve  inches  long  and  eight  inches  wide.  The  iron 
in  that  place  was  weakened  by  corrosion,  otherwise  the  boiler 
was  in  good  condition.  Repairs  were  immediately  commenced 
and  the  boiler  was  ready  for  use  next  day.  H  ad  this  rent  oc- 
curred  at  or  above  the  water-level,  it  is  very  possible  that  au 
explosion  may  hâve  resulted,  in  the  manner  suggested  by  Clark 
and  Colburn. 

In  an  explosion  of  a  tubular  boiler  at  Dayton,  O.,  Oct.  25, 
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1881*  by  which  several  lives  and  much  property  weredestroyed, 

the  rupture  started  along  the  lap 
AB  in  the  figure,  and  was  evi- 
dently  due  to  the  furrowing  which 
had  been  there,  in  some  way,  pro- 
duced.  The  boiler  was  less  than 
a  year  old,  and  was  reported  to  be 
^  of  good  material  and  workman- 
ship.  The  longitudinal  seams  were 
double-riveted,  and  it  is  very  pos- 
^  sible  that  the  stiffness  thus  pro- 
duced  along  their  lines  may  hâve 
so  localized  the  strains  due  to  altérations  of  form  as  to  hâve  led 
to  this  fatal  resuit,  aided  by  the  action  of  the  calking-tool,  the 


FiG.  163.— Initial  Rupture;  "Gkooving," 


/ 


FiG.  164. — BoiLKR-EXPLOSION  AT  DaYTON,  Oh 


l*S. 


marks  of  which  along   the  line  at  which  the  crack  gradually 

workcd  through  the  sheet  were  plainly 
visible.  The  boiler  had,  when  first  set 
in  place,  been  tested  to  140  pounds; 
the  explosion  occurred  at  probably  less 
than  80. 

A  strip  of  plates,  as  in  Fig.  165,  was 

FiG.  X65.-G1RDLE  OF  Plates  TORN  tom  from  thc  boilcr,  separating  it  into 

FROM  No.  2  Boiler.  .         i        ,  i« 

two  parts,  as  seen  m  the  two  succeedmg 
figures,  and   throwing  them  apart  with  ail  the  force  due  to  a 

*  Scinitijic  American^  Dec.  17,  1881. 
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hundred  millions  of  foot-pounds  of  available  stored  heat-energy, 
and  entirely  destroying  the  house  in  which  they  were  set. 

In   a   case  of   explosion   at    Pittsburg,  Pa.,  in    December, 
1881,  a  battery  of  flue-boilers  was  connected,  as  seen  in  Fig. 


FiG.  xeCa.  Fig.  ^ee6. 

Rkar  End  of  Hoilbr        Reak  End  01-  Boilek  de- 
afthk  exi'losion.  fokk  explosion. 


FiG.  167.— Front  End  of  Boilbr 
AFTER  Explosion. 


169,  by  steam-drums  above  the  nearer  two  and  mud-drums 
beneath  ail  three.  The  steam-pressure  was  not  far  from  125 
pounds  per  square  inch  at  the  time  of  the  accident.     The  boilers 


V.— PHnctpip  part  of  No.  5  boiler,  throvm  over  the  church  on  tlie  bluff.    «.—Principal  part  of  No.  «  bofler. 
Fig.  168.— Explosio.v  of  Two  Steam-boilers  at  Pittsburg,  Pa. 

were  fifteen  years  old,  but  had  been  tested  to  170  pounds  two 
years  earlier,  and  allowed  to  work  at  120  pounds,  although  they 
had  been  repeatedly  patched  and  repaired."^     The  ruies  of  the 


Scientific  Afnerican^  Feb.  4,  1882. 
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would   have  allowed    but  one  half   this 


Insurance  companies 
pressure. 

The  strains  produced  by  the  changes  of  form  with  varying 
température  of  feed-water,  and  by  the  action  of  the  new  iron  of 
the  patches  on  the  older  and  corroded  parts  of  the  boiler, 
started  cracks  which  gradually  weakened  them,  and  finally  led 


MMI^il^' 


^^^_,^_H^B^MH^M:Mt^K^k  ^V^- 'W^K'jK''     .^ 


FiG.  169. — Undkr  Sides  of  Boilers. 


to  a  rupture  along  the  worst  line  of  injury,  AB,  in  the  preced- 
ing  figure,  opening  the  course  of  plates  at  a,  and  tearing  it  out 
as  in  the  next  figure,  in  which  AB  is  the  line  of  initial  fracture. 


FiG.  170.— Course  of  Plates  Detachbd. 

The  destruction  of  this  (No.  6)  boiler  was  accompanied  by  the 
disruption  of  that  next  it  (No.  5),  which  was  also  in  about  as 
dangerous  condition.  The  available  energy  of  the  explosion 
was  about  250,000,000  foot-pounds,  and  the  damage  produced 
was  proportional  to  this  enormous  power.  One  boiler  (No.  5  » 
was  thrown  across  the  road  and  over  a  church;  the  other  (No. 
6)  was  thrown  to  one  side,  partially  destroying  neighboring 
buildings.  The  most  disastrous  explosion  on  record  was  that 
of  the  U.  S.  S.  **  Sultana  "  on  the  Mississippi,  April  27,  1865, 
destroying  i50olives.* 

*  Marine  Kng'g,  Ji  ne,  lûc^y,  p.  31. 
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According  to  the  observer  furnishing  thèse  particulars,  the 
conclusions  are  inévitable: 

(^i)  That  the  two  boilers  exploded  in  succession  so  quickly 
as  to  be  practically  simultaneous,  beginning  kt  the  weak  line 
AB  o{  No.  6  boiler. 

(2)  That  they  contained  an  ample  supply  of  vvater. 

(3j  That  the  pressure  was  too  gréât  for  boilers  of  their  size 
and  condition. 

(4)  That  the  use  of  cold  feed-water  hastened  the  détériora^ 


^\ 

FiG.  171.— Pièce  of  Patch. 

tion  of  poor  iron,  causing  cracks  and  leaks.  by  which  extemal 
corrosion  was  produced,  and  that  the  energy  stored  in  the 
water  of  thèse  boilers  caused  ail  the  destruction  observed. 

It  is  always  to  be  strongly  recommended  that  rcgular  and 
continuous  feeding  of  hot  water  be  practised  ;  and  that  the 
greatest  care  be  exercised  by  inspectors  and  those  in  charge  of 
steam-boilers  in  searching  for  defects.  Long  boilers  are  espc- 
cially  dangerous. 

The  last  figure  is  an  excellent  illustration  of  the  appearance 
of  iron  when  thus  corroded  and  cracked.  At  Cthe  crack  was 
old.  and  partly  fiUed  up  with  lime-scale. 

The  explosion  of  the  upright  tubular  boiler  is  usually  con- 
séquent upon  some  injury  of  its  furnace,  either  by  collapse 
or  by  the  yielding  of  the  tube-sheet  to  excessive  pressure. 
The  resuit  is  commonly  the  projection  of  the  boiler  upward 
like  a  rocket»  and  is  rarely  accompanied  by  much  destruction 
of  property  laterally.     A  typical  case  of  this  kind  is  that  of  an 
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explosion  occurring  at    Norwich,  Connecticut,  December   23, 
1881,  of  which  the  following  is  a  brief  account  :  * 


FiG.  172.— Explosion  of  an  Upright  Boilbr. 

Fig.  173  represcnts  the  location  of  the  boiler  and  engine 
immediately  before  the  explosion.     The  explosion  took  place, 

as  shovvn  in  figure,  by  the  yielding 
of  the  lower  tube-plate  of  the  boiler. 
This  boiler  vvas  three  feet  in  diam- 
eter  and  seven  feet  high,  and  was 
four  years  old.  The  boiler  was 
madeof  five-sixteenths  iron  through- 
out.  It  contained  sixty  tubes,  two 
inches  in  diameter,  five  feet  long, 
which  were  set  with  a  Prosser  ex- 
pander,  and  were  beaded  over  as 
usual.  The  upper  tube-head  was 
flush  with  the  top  of  the  shell,  and 
the  lower,  forming  the  crown  of  the 
furnacc,  was  about  two  feet  above 
the  grates  and  the  basé  of  the  shell. 
and  was  flanged  upon  the  inner  sur- 
face of  the  furnace.  There  was  a 
safety-plug  in  the  lower  tube-head, 
which  was  not  melted  out,  although,  as  is  often  the  case  when 

*  Scientijic  American,  Jan.  14,  1882. 


Fig. 


-BoiI.ER-ROOM    BEFORE   THE 

Explosion. 
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thèse  plugs  are  so  near  the  fire,  a  portion  of  the  lower  part  ot 
the  fusible  filling  had  disappeared. 

The  working  pressure  was  sixty  pounds  per  square  inch, 
and  the  explosion  probably  took  place  at  or  a  little  below  this 
pressure,  throwing  the  boiler  through  the 
roof  and  high  over  a  group  of  buildings, 
and  a  tall  tree  close  by,  finally  burying 
itself  half  itsdiameter  in  the  frozen  ground. 
There  had  bcen  leak  in  the  tubes,  and 
four  had  been  plugged.  There  was  a 
crack  in  the  upper  head  near  the  centre, 
which  extended  between  three  tubes. 
From  this  crack  steam  escaped,  and  the  vvater  had  settled  upon 
the  surrounding  surface  of  the  tube-head  and  the  tube-ends. 
The  resuit  was  to  reduce  the  five-sixteenths  plate  to  less  than  a 
quartcr  of  an  inch  in  thickncss,  and  the  tube-ends  to  the  thick- 
ness  of  writing-paper.     The  lower  tube-ends  had  suffered  still 


FlG.    174.— YlELDING  TUBK- 
SHEET. 


FiG.    175.— The  Exploded  Boiler, 

more  from  leaks,  and  were  as  thin  as  paper,  and  afforded  no 
adéquate  support  to  the  head.  The  pressure  consequently 
forced  the  lower  head  down,  opening  fifty  or  more  holes  two 
inches  diameter,  from  which  the  fluid  contents  of  the  boiler 
issued  at  a  high  velocity  and  the  whole  boiler  became  a  great 
rocket,  weighing  about  two  thousand  pounds. 
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One  life  was  destroyed  by  this  explosion  and  a  considérable 
amoiinf  of  property. 

.  An  explosion  vvhich  occurred  at  Jersey  City,  N.  J.,  some 
years  ago,  illustrâtes  at  once  the  dangers  of  lo\v-\vater  and  of 

a  safety-valve  rusted  fast.  As  rc- 
portcd  at  the  time,*  "  The  boiler 
was  of  the  locomotive  type,  having 
a  dôme  upon  the  top.  The  en- 
gineer  upon  the  morning  of  the  ex- 
plosion lighted  the  fire  in  the  boiler, 
and  shortly  afterwards  was  called 
away,  leaving  the  boiler  in  charge 
of  his  nephew,  who  was  young  and 
inexperienced  in  the  handling  of 
steam.  After  putting  fresh  coal  in 
the  furnace  he  was  called  away  by 
one  of  the  owners  of  the  dock  to 
assist  at  some  outside  duty.  Upon 
his  return  he  saw  the  seams  of  the 
boiler  opening,  and  attempted  to 
open  the  furnace-door,  but  was  un- 
able,  owing  to  the  excess  of  pressure  of  steam  within  the  boiler 
which  had  caused  the  head  to  change  its  shape.  A  few  mo- 
ments afterwards  the  explosion  occurred,  the  firebox  being 
thrown  downwards,  the  top  of  the  shell  and  crown-sheet  up- 
wards,  while  the  cylinder  part  shot  directly  up  the  street.  It 
struck  the  ground  about  400  feet  from  its  original  position, 
demolished  a  fire-hydrant,  several  trucks,  trees,  and  a  horse,  and, 
spinning  end  for  end,  came  to  rest  by  the  side  of  a  truck,  which 
it  destroyed,  about  642  feet  from  its  starting-point.  Subsé- 
quent investigation  revealed  the  fact  that  the  boiler  was  not 
properly  supplied  with  water.  A  portion  of  the  crown-sheet 
which  we  examined  showed  conclusively  that  near  the  flues  it 
was  red-hot.  We  also  examined  the  safety-valve,  which  was  of 
the  wing  pattern,  having  a  lever  and  weight.  This  valve  was 
so  firmly  corroded  to  its  seat  that  it  could  not  be  removed,  and 


FiG.  176.— The  Explosion. 


*  Am.  Machinist,  Oct.  i,  1881. 
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the  stem  was  also  corroded  fast.  The  whole  secret  of  this  ex- 
plosion is  that  the  boiler  was  short  of  water,  and  an  excessively 
high  pressure  of  steam  was  raised  to  an  unknown  point,  which, 
without  relief,  acquiring  sufficient  force,  tore  the  boiler  to 
pièces.** 

The  valve  was  found,  and,  being  placed  in  a  testing-ma- 
chine  then  under  ♦ihe  charge  of  the  Author,  at  the  Stevens  In- 
stitute  of  Technology,  was  only  started  by  a  pressure  of  a  ton 
and  a  half,  *  while  nearly  two  tons  was  required  to  move  it 
observably. 

Change  of  form  with  varying  pressures  and  températures 
sometimes  produces  most  unexpected.defects.  It  hasbeen  ob- 
served  that  many  locomotive  boilers 
stayed  as  in  the  figure!  give  way  at 
the  side,  in  the  manner  hère  exhib- 
ited.  Investigation  shows  that  in 
thèse  cases  the  tying  of  the  furnace- 
crowns  to  the  shell  by  the  System  of 
staying  illustrated,  and  the  continuai 
rising  and  falling  of  the  furnace  rel- 
atively  to  the  shell,  is  very  apt  to 
cause  a  buckling  of  the  outside  sheet 
along  the  horizontal  seam,  which 
finally  yields.  This  buckling  and 
straightening  of  the  sheet  goes  on  ^»c.  i77.-Faultv  Staying. 
until  a  crack  or  a  furrow  is  formed  along  the  lap  nearest  the  most 
rigid  brace,  and,  when  this  has  eut  deeply  enough,  the  side  of 
the  boiler  opens,  often,  the  whole  length  of  the  furnace,  the  ex- 
plosion doing  an  amount  of  damage  which  is  determined  by  the 
steam-pressure,  the  quantity  of  energy  stored,  and  the  extent 
of  the  rupture. 

In  thèse  cases,  either  the  crown-bars  over  the  furnace  or  the 
stays  should  alone  hâve  been  used  ;  their  use  together  is 
objectionable.  Of  the  two  Systems,  probably  the  first  is  the 
safer  in  such  boilers. 


♦  Am.  Machiniste  Oct.  22,  1881. 
t  Locomotive,  Jan.  i,  iSSo. 
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The  appearance  of  a  collapsed  flue  is  seen  in  the  two  succeed- 
ing  figures,  which  represent  the  results  of  experiments  made  by 
the  U.  S.  Commission  appointed  to  investigate  the  causes  of 
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FiG.  X78.— COLLAPSBD   FlUES. 


FiG.  179.— Collapsed  Flues. 


explosions  of  steam-boilers.  In  neîther  case  did  the  boiler 
move  far  from  its  original  position.  Collapsed  flues  rarely 
cause  extensive  destrij^tion  of  property. 

The  explosion  of  a  rotary  rag-boiler,  receivîng  steam  from 


FiG.  180.— An  Exploded  Boiler. 

steam-boilers  at  a  distance,  which  took  place  at  Paterson,  N.  J., 
wrecked  the  mill,  destroyed  a  part  of  an  adjacent  establish- 
ment, and  caused  serious  loss  of  life  and  property.  The  dis- 
aster was  due  to  weakening  of  the  boiler  by  corrosion,  but,  not- 
withstanding  its  reduced  strength,  the  shock  of  the  explosion 
was  felt  and  was  heard  throughout  the  city,  and  heavy  plate^ 
glass  Windows  were  broken  at  a  considérable  distance  from  the 
scène  of  the  accident.     Explosions  of  this  kind  show  the  fallacy 
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of  many  of  the  absurd  and  mischievous  "  théories*'  which  hâve 
been  prévalent  in  regard  to  explosions. 

Where  the  iron  or  steel  used  in  the  construction  of  the  boiler 
is  of  good  quality,  strong,  uniform,  and  ductile,  thesmaller  tom 
parts  of  an  exploded  boiler  may  not  break  away  from  the  main 
body;  such  a  case  is  illustrated  in  the  last  figure  (180),  which 
represents  the  effect  of  an  explosion  of  a  new  boiler  from 
a  cause  not  ascertained.  The  boiler  was  1 5  feet  long  by  4  feet 
diameter,  with  38  four-inch  flues.  Both  heads  remained  on  the 
fllues,  but  the  shell  of  the  boiler  burst  along  the  rivet-holes 
ncarly  ail  around  both  heads,  as  shovvn  in  the  engraving. 

294.  Expérimental  Investigations  of  the  causes  and 
methods  of  steam-boiler  explosions  hâve  been  occasionally 
attempted.  One  of  the  earliest  and  most  systematic,  as  well  as 
fruitful,  was  that  of  a  committee  of  the  Franklin  Institute, 
the  results  of  which  were  reported  tothe  Secretary  of  the  U.  S 
Treasury  early  in  1836. 

This  committee  proposed  by  experiment — 

I.  To  ascertain  whether,  on  relieving  water  heated  to,  of 
above,  the  boiling-point,  from  pressure,  any  commotion  is  pro- 
duced  in  the  fluid. 

To  détermine  the  value  of  glass-gauges  and  gauge-cocks. 

The  investigation  of  the  question  whether  the  elasticity  of 
steam  within  a  boiler  may  be  increased  by  the  projection  of 
foam  upon  the  heated  sides,  more  than  it  is  diminished  by  the 
opening  made. 

II.  To  repeat  the  experîments  of  Klaproth  on  the  con- 
version of  water  into  steam  by  highly  heated  métal,  and  to 
make  others,  calculated  to  show  whether,  under  any  circum- 
stances,  intensely  heated  métal  can  produce,  suddenly,  great 
quantities  of  highly  elastic  steam. 

To  directly  experiment  in  relation  to  the  production  of 
highly  elastic  steam  in  a  boiler  heated  to  high  température. 

III.  To  ascertain  whether  intensely  heated  and  unsaturated 
steam  can,  by  the  projection  of  water  into  it,  produce  highly 
elastic  vapor. 

IV.  When  steam  surcharged  with   heat   is   produced  in  a 
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boiler,  and  is  in  contact  with  water,  does  it  remain  surcharged, 
or  change  its  density  and  température  ? 

V.  To  test,  by  experiment,  the  efficacy  of  plates,  etc.,  of 
fusible  métal,  as  a  means  of  preventing  the  undue  heating  of  a 
boiler  or  its  contents. 

(i)  Ordinary  fusible  plates  and  plugs. 

(2)  Fusible  métal,  inclosed  in  tubes. 

(3)  Tables  of  the  fusing-points  of  certain  alloys. 

VI.  To  repeat  the  experiments  of  Klaproth,  etc. 

(i)  Température  of  maximum  vaporization  of  copper  and 
îron  under  différent  circumstançes. 

(2)  The  extension  to  practice,  by  the  introduction  of  différ- 
ent quantities  of  water,  under  différent  circumstançes  of  the 
metals. 

VIL  To  détermine  by  actual  experiment  whether  any  per- 
manently  elastic  fluids  are  produced  within  a  boiler  when  the 
métal  becomes  intensely  heated. 

VIII.  To  observe  accurately  the  sort  of  bursting  produced 
by  a  graduai  increase  of  pressure,  within  cylinders  of  iron  and 
copper. 

IX.  To  repeat  Perkins'  experiment,  and  ascertain  whether 
the  repulsion  stated  by  him  to  exist  between  the  particles  of 
intensely  heated  iron  and  steam  be  gênerai,  and  to  measure,  if 
possible,  the  extent  of  this  repulsion,  with  a  view  to  détermine 
the  influence  it  may  hâve  on  safety-valves. 

X.  To  ascertain  whether  cases  may  really  occur  when  the 
safety-valve,  loaded  with  a  certain  weight,  remains  stationar>', 
while  the  confined  steam  acquires  a  higher  elastic  force  than 
that  which  would,  from  calculation,  appear  necessary  to  over- 
come  the  weight  of  the  valve. 

XI.  To  ascertain  by  experiment  the  effects  of  deposits  in 
boilers. 

XII.  Investigation  of  the  relation  of  température  and  pres- 
sure of  steam  at  ordinary  working  pressures. 

It  is  cnly  necessary  hère  to  state  that  the  results  proved — 
(i)  That  relieving    pressure  even  slightly   produced   great 
commotion  in  the  water,  and  considerably  relieving  it  caused 
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the  violent  éjection  of  water  as  well  as  steam  through  the  open- 
ing  by  which  the  pressure  was  reduced. 

(2)  That  under  similar  conditions  pressure  invariably  dimin- 
ished. 

(3)  That  the  injection  of  water  upon  the  heated  surfaces  of 
the  expérimental  boiler  produced  a  sudden  and  considérable 
rise  of  pressure. 

(4)  That  the  injection  of  water  into  superheated  steam  re- 
duced its  pressure  in  ail  cases  noted.  • 

(5)  That  superheated  steam  may  remain  in  contact  with 
water  a  long  time  (two  hours  in  the  experiments  tried)  without 
becoming  saturated. 

(6)  That  fusible  plugs,  as  then  constructed,  were  unreliable, 
and  the  fusing-points  of  various  alloys  were  determined. 

(7)  That  the  température  of  maximum  vaporization  of  water 
is  lowered  by  smoothness  of  surfaces  ;  that  of  iron  is  thirty  or 
forty  degrees  higher  than  that  of  copper,  while  the  time  required 
is.one  half  as  great  with  copper;  that  the  température  of  maxi- 
mum vaporization,  for  oxidized  iron,  or  for  highly  oxidized 
copper,  is  about  350°  F.,  and  that  the  repulsion  between  the 
métal  and  the  water  is  perfect  at  from  twenty  to  forty  degrees 
above  the  température  of  maximum  vaporization. 

(8)  That  no  hydrogcn  was  liberated  by  throwing  water  or 
steam  upon  heated  surfaces  of  the  boiler;  that  the  water  was 
not  decomposed,  and  that  air  cannot  occur  in  any  appréciable 
quantity  in  a  steam-boiler  at  work. 

(9)  That  ^^  ail  the  circumstances  atiending  the  tnost  violejit 
explosions  may  occur  without  a  sudden  increase  of  pressure  with- 
in  a  boiler^'  the  explosion  being  produced  by  gradually  accu- 
mulated  pressure. 

(10)  That  but  a  small  part  of  water,  highly  heated,  can  ex- 
pand  into  steam,  if  suddenly  relieved  of  pressure. 

(il)  That  water  can  be  heated  to  very  high  température 
only  under  intensely  high  pressure. 

(12)  That  steam^ressure  may  rise  even  after  it  has  raised 
the  safety-valve. 

Unpublished  experiments  recently  made  by  Professor  Mason 
at  the  Rensselaer  Polytechnic  Institute  strongly  confirm  the  so- 
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called  "  geyser  theory"  of  Messrs.  Clark  and  Colburn.  In  thèse 
experiments  a  number  of  miniature  boilers  vvere  constructed, 
and  were  exploded  by  a  gradually  produced  excess  of  pressure, 
.and  in  such  manner  as  to  test  this  theory.  The  first  of  thèse 
boilers,  when  exploded,  produced  such  an  effect,  blowing  eut 
Windows  and  shaking  down  the  ceiling  of  the  laboratory  as 
effectually  to  dispose  of  the  idea  prévalent  among  certain  classes 
of  engineers  that  a  true  explosion  could  only  be  caused  by  low- 
water  and  overheated  plates.  Another  boiler  was  so  set  that,  the 
rear  end  being  lower  than  the  front,  the  quantity  of  water  acting 
by  percussion,  according  to  the  Clark  theory,  was  much  greater  at 
the  one  end  than  at  the  other.  The  conséquence  was  that 
while  the  one  end  was  broken  into  many  pièces,  that  in  which 
there  was  least  water  was  simply  torn  from  the  mass  of  the 
boiler  and  was  itself  unbroken.  In  one  of  this  séries  of  experi- 
ments the  boiler  was  broken  into  more  than  a  hundred  pièces, 
although  made  of  drawn  brass — a  material  far  less  liablc,  ordi- 
narily,  to  be  thus  shattered  than  iron  or  steel.  The  second  of 
the  above-described  experiments  appears  to  the  Author  a  very 
nearly  crucial  test  and  proof  of  the  theory  of  Messrs.  Clark  and 
Colburn. 


FiG,  l8l.— BOMB-PROOP. 

In  the  work  of  investigation  învolving  the  explosion  of 
steam-boilers  it  is  usually  necessary  to  provide  a  safe  retreat  for 
the  observers,  from  which  to  watch  the  progress  of  the  experi- 
ment,  and  from  which  to  read  the  steam-gauge,  to  watch  the 
water-level,  and  to  take  the  readings  of  the  thermometers  or 
pyrometers. 
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The  illustration  represents  the  structure,  composed  of  heavy 
timber,  and  partially  underground,  used  at  the  testing-ground 
at  Sandy  Hook,  by  the  U.  S.  Commission  of  1873-6. 

Thèse  experiments  were  projected  àhd  conducted  by  Mr. 
Francis  B.  Stevens  of  Hoboken,  and  at  the  request  of  Mr.  S. 
the  United  Railroad  Companies  of  New  Jersey  appropriated 
the  sum  of  ten  thousand  dollars  to  enable  Mr.  Stevens  to  enter 
upon  a  preliminary  séries  of  experiments.  They  at  the  same 
time  invited  ôther  railroads  and  owners  of  steam-boilers  to  co- 
operate  with  them,  and  ofifered  the  use  of  their  shops  for  any 
work  that  might  be  considered  necessary  or  désirable  during 
the  progress  of  the  work  ;  no  such  aid  was,  however,  received. 

Several  old  boilers  had  recently  been  taken  out  of  the 
steamers  of  the  United  Companies.  Thèse  were  subjected  to 
hydrostatic  pressure  until  rupture  occurred,  were  repaired  and 
again  ruptured  several  times  each,  thus  detecting  and  strength- 
ening  their  weakest  spots,  and  fînally  leaving  them  much 
stronger  than  when  taken  from  the  boats.  The  points  at  which 
fracture  occurred  and  the  character  of  the  break  were  noted 
■carefully  at  each  trial. 

After  the  weak  spots  had  thus  been  felt  out  and  strength- 
■ened,  the  boilers  were  taken,  with  the  permission  of  the  War 
Department,  to  the  United  States  réservation  at  Sandy  Hook, 
at  the  entrance  to  New  York  harbor,  and  were  there  set  up  in 
a  large  inclosure  which  had  been  prepared  to  receive  them,  and 
the  four  old  steamboat-boilers  above  referred  to,  together  with 
five  new  boilers  built  for  the  occasion,  were  placed  in  their 
respective  positions  without  having  been  in  any  way  injured. 

Finally,  on  the  22d  and  23d  of  November,  the  experiments 
to  be  described  were  made. 

The  first  boiler  attacked  was  an  ordinary  "  smgle  return-flue 
boiler." 

The  cylindrical  portion  of  the  shell  was  6  feet  6  inches 
diameter,  20  feet  4  inches  long,  and  of  iron  a  fuU  quarter  inch 
thick.  The  total  length  of  the  boiler  was  28  feet  :  the  steam 
chimney  was  4  feet  diameter,  loj  feet  high,  and  its  flue  was  32 
inches  diameter.  The  two  furnaces  were  7  feet  long,  with  flat 
arches.     There  were  ten  lower  flues,  two  of  16  and  eight  of  9 
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inches  dîameter,  and  ail  were  1 5  feet  9  inches  long  ;  there  were 
twelve  upper  flues,  8^  inches  in  diameter,  and  22  feet  long. 
The  total  grate-surface  was  38^  square  feet,  heating-surface 
1350  square  feet.     The  water-spaces  were  4  inches  wide,  and 
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FiG.  z83.— Marins  Boilbr. 

the  flat  surfaces  were  stayed  by  screw  stay-bolts  at  intervais  of 
7  inches.  The  boiler  was  thirteen  years  old,  and  had  been 
allowed  40  pounds  pressure. 

The  upper  portion  of  the  boiler,  when  inspected  before  the 
experiment,  seenjed  to  be  in  good  order.  The  girth-seams 
on  the  under  side  of  the  cylindrical  portion  had  given  way,  and 
had  ail  been  patched  before  it  was  taken  out  of  the  boat.  The 
watcr-legs  had  been  con^iderably  corroded. 

In  September  this  boiler  had  been  subjected  to  hydrostatic 
pressure,  giving  way  by  the  pulling  through  of  stay-bolts  at  66 
pounds  <per  square  inch.  It  was  repaired,  and  afterward,  at 
Sandy  Hook,  was  tested  without  fracture  to  82  pounds,  and 
still  later  bore  a  steam-pressure  of  60  pounds  per  square  inch. 

On  its  final  trial,  November  22d,  a  heavy  wood  fire  was  built 
in  the  furnaces,  the  water  standing  12  inches  deep  over  the 
flues,  and,  when  steam  began  to  rise  above  50  pounds,  the 
whole  party  retired  to  the  gauges,  which  were  placed   about 


Digitized  by 


Google 


STEAM-BOILER  EXPLOSIONS. 


639 


250  feet  from  the  inclosure. 
were  taken  as  follows  : 


The  notes  of  pressures  and  times 


TiMK. 


Pressure.  Time. 


Pressure.  Time. 


Pressure.  Time. 


Pressure. 


2.00  P. M. 

58  Ibs. 

2.13 

p.  M. 

87  Ibs. 

2.25 

P.M. 

9ii  Ibs. 

2.40 

P.M. 

9ii  Ibs. 

2.05        * 

68    " 

2.20 

** 

9ii  •' 

2.30 

'* 

gi       •• 

2.45 

*  * 

91     '* 

210      " 

78    - 

2.23 

93     " 

2.35 

9ii    '• 

2.50 

90     *• 

The  pressure  rose  rapidly  until  it  reached  about  gopounds,* 
when  leaks  began  to  appear  in  ail  parts  of  the  boiler  ;  and  at  93 
pounds  a  rent  at  {A^  Fig.  182)  the  lower  part  of  the  steam- 
chimney  vvhere  it  joins  the  shell  becoming  quite  considérable, 
and  other  leaks  of  less  extent  enlarging,  the  steam  passed  off 
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Fie.  183.— Stayed  Water-spacb. 

more  rapidly  than  it  was  formed.  The  pressure  then  slowly 
riiminishing,  the  workmen  extinguished  the  fires  by  throwing 
earth  upon  them,  and  the  experiment  thus  ended. 

The  second  experiment  was  made  with  a  small  boiler  (Fig. 
183),  which  had  been  constructed  to  détermine  the  probable 
strength  of  the  stayed  surface  of  a  marine  boiler.  It  had  the 
form  of  a  square  box,  6  feet  long,  4  feet  high,  and  4  inches  thick. 
Its  sides  were  /^  inch  thick»  of  the  "best  flange  firebox*'  iron. 
The  water-space  was  3J  inches  wide.  The  rivets  along  the 
edges  were  \  inch  diameter,  spaced  2  inches  apart.     The  two 


♦  The  ultimate  strength  of  this  boiler,  when  new,  was  probably  equal  to  about 
«jouble  this  pressure. 
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sides  were  held  together  by  screw  stay-bolts,  spaced  8f  and  9^ 
inches,  and  their  ends  were  slightly  riveted  over,  precisely  copy- 
ing  the  distribution  and  workmanship  of  a  water-leg  of  an  ordi- 
nary  marine  boiler.  It  had  been  tested  to  138  pounds  pressure. 
This  slab  was  set  in  brickwork,  about  five  sixths  of  its  capacity 
occupied  by  water,  and  fires  built  on  both  sides.  Pressure 
rose  as  shown  by  the  foUowing  extract  from  the  note-book  of 
the  Author  : 


Time. 

Pressure. 

Time. 

Prbssuhb. 

TlMB. 

Pressî!!».  Time.            Pres^  u re. 

3.18  P.M.        olbs. 

3.28  P.M. 

20  Ibs. 

3.37  P.M. 

54  Ibs.!  3.46  P.M.      117  Ibs. 

3- 20     • 

4    *' 

3.29     ** 

33  " 

3.38      •' 

58    •• 

3.47    "       126    " 

3.21     ' 

5    " 

3.30     " 

27  " 

339     ** 

65     •* 

3.48    "       135    *• 

3.22     • 

7    " 

3.31      " 

30  " 

3.40     •' 

72    " 

3.49    *•       147    " 

3.23     ' 

9    '* 

3.32     " 

34   " 

3.41     *' 

78    " 

3.50    **       160    •• 

3.24     ' 

II    " 

3  33     " 

38    •' 

3.42     '' 

86    '* 

3.51    •'       165    " 

3.25     ' 

13    " 

3-34     *' 

44   " 

3.43     " 

94    '* 

Exploded. 

3.26     ' 

15    " 

3.35     " 

49    " 

3.44     " 

100    " 

3.27     '' 

l8    " 

3.36     " 

51    " 

3.45     " 

no    " 

At  a  pressure  of  slightly  above  165,  and  probably  at  about 
167  pounds,  a  violent  explosion  took  place.  The  brickwork  of 
the  furnace  was  thrown  in  every  direction,  a  portion  of  it  rising 
high  in  the  air  and  falling  among  the  spectators  near  the  gauges  ; 
the  sides  of  the  exploded  vessel  were  thrown  in  opposite  direc- 
tions with  immense  force,  one  of  them  tearing  down  the  high 
fence  at  one  side  of  the  inclosure,  and  falling  at  a  considérable 
distance  away  in  the  adjacent  field  ;  the  other  part  struck  one 
of  the  large  boilers  near  it,  cutting  a  large  hole,  and  thence 
glanced  ofï,  falling  a  short  distance  beyond. 

Both  sides  were  stretched  very  considerably,  assuming  a 
dished  form  of  8  or  9  inches  depth,  and  ail  of  the  stay-bolts  drew 
out  of  the  sheets  without  fracture  and  without  even  stripping 
the  thread  of  either  the  external  or  the  internai  screw  :  this 
effect  was  due  partly  to  the  great  extension  of  the  métal,  which 
enlarged  the  holes,  and  partly  to  a  rolling  out  of  the  métal  as 
the  bolts  drew  from  their  sockets  in  the  sheet. 

Lines  of  unîform  extension  seemed  to  be  indicated  by  a 
peculiar  set  of  curved  lines  cutting  the  surface  scale  of  oxide  on 
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the  înner  surface  of  each  sheet,  and  resembling  closely  the  Unes 
of  magnetic  force  called  by  physicists  magnetic  spectra. 
Thèse  curious  markings  surrounded  ail  of  the  stay-bolt  holes. 

The  third  experiment  took  place  at  a  later  date.  The 
boiler  selected  on  this  occasion  was  a  '*  return-tubular  boil- 
er"  with  no  lower  flues,  the  furnace  and  combustion-chamber 
occupying  the  whole  lower  part.  Its  surface  extended  the 
whole  width  of  the  boiler,  thus  giving  an  immense  crown-sheet. 

This  boiler  was  built  in  1845,  ^^^  had  been  at  work  iwefity- 
five  ycars  ;  when  taken  out,  the  inspector's  certificate  allowed 
30  pounds  of  steam.  In  September  it  was  subjected  to  hydro- 
static  pressure,  which  at  42  pounds  broke  a  brace  in  the  crown- 
sheets,  and  at  60  pounds  12  of  the  bracesover  the  furnace  gave 
way,  and  allowed  so  free  an  cscape  of  water  as  to  prevent  the 
attainment  of  a  higher  pressure.  The  broken  parts  were  care- 
fully  repaired,  and  the  boiler  again  tested  at  Sandy  Hook  to  59 
pounds,  which  was  borne  without  injury,  and  afterward  a  steam- 
pressure  of  45  pounds  left  it  still  uninjured.  At  the  final  ex- 
periment the  water-level  was  raised  to  the  height  of  15  inches 
above  the  tubes,  and  it  there  remained  to  the  end.  The  fire 
was  built,  as  in  the  previous  experiments,  with  as  much  wood  as 
would  burn  freely  in  the  furnace,  and  the  record  of  pressures  was 
as  follows: 


Time. 


Pressure. 


12.21  P.M. 
12.23      ** 
12.25      *' 


29i  Ibs. 
33i  '* 
37i   " 


TlMB. 


12.27  P.M. 

12.2g    *• 
12.31     ** 


Pressure. 


41  Ibs. 
48i    " 


TiMB. 


Prssssurb. 


12.32  P.M. 

12.33  '* 

12.34  " 


50  Ibs.,  brace  broke. 

52    " 

53i  *'     exploded. 


In  thèse  second  and  third  experiments  we  hâve  illustra- 
tions of  the  comparatively  rare  cases  in  which  explosions 
actually  occur. 

The  second  was  a  perfectly  new  construction,  in  which  cor- 
rosion had  not  developed  a  point  of  great  comparative  weak- 
ness,  and  the  edges  yielding  along  the  lines  of  riveting  on  ail 
sides  simultaneously  and  very  equally,  the  two  halves  were  com- 
pletely  separated,  and  thrown  far  apart  with  ail  of  the  energy  of 
41 
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unmistakable  explosion,  although  there  was  an  ample  supply  of 
water,  and  the  pressure  did  not  exceed  that  frequently  reached  in 
locomotives  and  on  the  western  rivers,  and  although  the  boiler 
itself  was  quite  diminutive. 

In  the  third  experiment  as  in  the  second  it  is  probable  that 
the  weakest  part  extended  very  uniformly  over  a  large  part  of 
the  boiler,  either  in  lines  of  weakened  métal,  or  over  surfaces 
largely  acted  upon  by  corrosion.  Immediately  upon  the  giving 
way  of  itsbraces,  fracture  took  place  at  once  in  many  différent 
parts. 

295.  Conclusions. — We  may  conclude,  then,  from  the  resuit 
of  Mr.  Stevens'  experiments  : 

First,  That  "  low-water,"  although  undoubtedly  one  cause, 
îs  not  the  only  cause  of  violent  explosions,  as  is  so  commonly 
supposed  ;  but  that  a  most  violent  explosion  may  occur  with  a 
boiler  well  supplied  with  water,  and  in  which  the  steam-pressure 
îs  gradually  and  slowly  accumulated. 

This  was  shown  on  a  small  scale  by  the  experiments  of  the 
committee  of  the  Franklin  Institute  above  referred  to. 

Second,  That  what  is  generally  considered  a  moderate  steam- 
pressure  may  produce  the  very  violent  explosion  bf  a  weak 
boiler,  containing  a  large  body  of  water,  and  having  ail  its  flues 
well  covered. 

This  had  never  before  been  directly  proven  by  experiment. 

Third,  That  a  steam-boiler  may  explode,  under  steam,  at  a 
pressure  less  than  that  which  it  had  successfully  withstood  at 
the  hydrostatic  test. 

The  last  boiler  had  been  tested  to  59  pounds,  and  after- 
ward  exploded  at  53^  pounds.  This  fact,  too,  although  fre- 
quently urged  by  some  engineers,  was  generally  disbelieved. 
It  was  hère  directly  proven.* 

*  A  number  of  instances  of  this  kind,  though  notalways  producing  an  explo- 
sion, hâve  been  made  known  to  the  Author.  Two  boilers  at  the  Détroit  Water 
Works,  in  1859,  after  resisting  the  hydrostatic  test  of  200  pounds  with  water,  at 
a  température  of  100"  Fahr.,  broke  several  braces  each  at  iio  and  115  pounds. 
steam-pressure  respectively,  when  first  tried  under  steam.  The  boiler  of  the  U. 
S.  steamer  Algonquin  was  tested  with  150  pounds  cold-water  pressure,  and  broke  a 
brace  at  100  pounds  when  tried  with  steam.  A  similar  case  occurred  in  New 
York  a  few  years  ago,  and  the  boiler  exploded  with  fatal  results.     Thèse  acci- 
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In  addition'  to  the  déductions  summarized  above,  the 
Author  would  conclude — 

Fourth.  That  the  violence  of  an  explosion  under  gradually 
accumulating  pressures  is  determined  largely  by  the  nature  of 
the  injury  and  the  extent  of  the  primary  rupture  due  to  it. 
A  merely  local  defect  or  failure  would  not  be  likely  to  cause 
explosion. 

Fifth.  That  the  overheating  of  the  métal  of  a  boiler  in  con- 
séquence of  low-water  may  or  may  not  produce  explosion,  ac- 
cordingly  as  the  sheet  is  more  or  less  weakened  or  as  the 
amount  of  steam  made  on  the  overflow  of  the  dry  heated  area 
by  water  is  greater  or  less. 

Sixth,  That  the  superheating  of  either  water  or  steam  is 
not  to  be  considered  a  probable  cause  of  explosions. 

Seventh.  That  the  question  whether  the  repulsion  of  water 
from  a  plate  by  the  overheating  of  the  latter  may  occur  with 
resulting  explosion  remains  unsettled  ;  but  that  it  is  certain 
that  the  number  of  explosions  attributable  to  this  cause  is 
comparativcly  small. 

Eigkth,  That  ail  explosions  are  certainly  due  to  simple  and 
preventable  causes,  and  nearly  ail  to  simple  ignorance  or  care- 
lessness,  on  the  part  of  either  designer,  constructor,  proprietor, 
or  attendants. 

A  committee  of  the  British  House  of  Gommons,  after  long 
study  and  careful  investigation  of  this  subject,  made  the  fol- 
lowing  recommendations  : 

{à)  That  it  be  distinctly  laid  down  by  statute  that  the 
steam-user  is  responsible  for  the  efficiency  of  his  boilers  and 
machinery,  and  for  employing  compétent  men  to  work  them  ; 
{b)  that,  in  the  event  of  an  explosion,  the  onus  of  proof  of 
efficiency  should  rest  on  the  steam-user  ;  {c)  that  in  order  to 
raise  prima-facie  proof,  it  shall  be  sufficient  to  show  that  the 
boiler  was  at  the  time  of  the  explosion  under  the  management 
of  the  owner  or  user,  or  his  servant,  and  such  prima-facie 
proof  shall  only  be  rebutted  by  proof  that  the  accident  arose 

"dents  are  probably  caused  by  changes  of  form  of  the  boiler,  under  varying  tem- 
pérature, which  throw  undue  strain  upon  some  one  part,  which  may  hâve  already 
•been  nearly  fractured. 
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from  some  cause  beyond  the  control  of  suchowneror  user; 
and  that  it  shall  bc  no  defence  in  an  action  by  a  servant  against 
such  owner  or  user  being  his  master,  that  the  damage  arose 
from  the  négligence  of  a  fellow-servant. 

The  Prévention  of  steam-boiler  explosions  is  now  seen  to 
be  a  matter  of  the  utmost  simplicity.  A  well-designed,  well- 
made  and  set,  and  properly  managed  steam-boiler  may  be  cbn- 
sidered  as  safe.  Explosions  never  occur  in  such  cases.  To 
secure  correct  design  and  proportions,  a  compétent  engineer 
should  be  found  to  make  the  plans  ;  to  obtain  good  construc- 
tion, a  reliable,  intelligent  and  experienced  maker  must  be 
intrusted  with  the  construction  under  proper  supervision  and 
précise  instructions  from  the  designer;  and  the  latter  should 
also  attend  carefuUy  to  the  installation  of  the  boiler.  In  order 
to  insure  good  management,  trustworthy,  skilful,  and  experi- 
enced attendants  must  be  found,  who,  under  definite  instruc- 
tions, may  at  ail  times  be  depended  upon  to  do  their  work 
properly.  Periodical  inspection,  prompt  repair  of  ail  defects 
when  discovered,  and  the  removal  of  the  boiler  before  it  has 
bccome  generally  deteriorated  and  unrelîable  are  the  best  safe» 
guards  against  explosion.* 

Statistics  show  that  while  the  so-called  "  sectional  "  boilers 
are,  in  some  forms,  very  liable  to  minor  accidents  to  their 
numerous  détails  and  small  parts,  and  occasionally  with  serious 
results.  The  violent  and  destructive  explosions  which  give  rise 
to  such  terrible  loss  of  life  and  property  are  ail  due  to  failure 
of  "shell-boilers." 

This  Company  reports  that  explosions  are  sometimes  due 
to  the  formation,  extension,  and  final  fracture  of  cracks  Con- 
necting rivet-holes  in  the  lap  of  a  seam  where  entirely  con- 
cealed  from  view  and  often  impossible  of  détection  by  the 
hammer-test  before  explosion  occurs.  Thèse  are  particularly 
dangerous  when  produced  or  aggravated  by  the  bending  of 
the  sheet  in  the  rolls  after  the  line  of  rivet-holes  has  been 
punched  or  drilled,  thus  producing  a  line  of  weakness  and 
sometimes  opening  the  crack  on  the  inside  of  an  outer  sheet, 
or  on  the  outer  face  of  the  inner  lap,  where  no  known  method 
can  detect  it  with  certainty. 

For  illustration  see  "The  Locomotive,**  1897. 

*  The    Hartford   Steam-boiler   Inspection   Co.,  in   i8q«;,   carried  ^l,ooo 
boilers,  of  which  only  10— 0.016  of  one  per  cent — exploded. 
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Mr.  Koyl*  suggests  that  many  disruptive  explosions  are 
due  to  the  shaking  loose  of  scale,  which,  if  finely  divided,  may 
produce  foaming  and  serions  priming,  or  even,  in  some  cases, 
a  sudden  burst  of  steam  which  may  by  concussion  cause  rup- 
ture through  "bumpîng,^  a  phenomenon  due  to  superheating 
the  water  and  sudden  release  of  steam  in  large  quantities. 
Alkali  salts  are  thought  to  increase  foaming  by  causing  increase 
of  the  surface  tension  of  the  water. 

The  expérience  of  the  steam-boîler  inspection  and  Insur- 
ance companies  indicates  that,  in  the  United  States,  not  less 
than  a  half,  often  two  thirds,  of  the  boilers  înspected  may  be 
expected  to  be  found  more  or  less  defective  and  perhaps  ten 
per  cent  in  a  dangerous  condition.  Of  the  boilers  which  are 
not  subject  to  constant  supervision  and  fréquent  inspection 
nearly  ail  may  be  assumed  to  be  defective,  and  a  large  per- 
centage  dangerously  so. 

*  R.  R.  Gazette,  Mch.  23,  Aug.  17,  1900. 

See  particularly  Trans.  R.  R.  Master  Mechanics'  Association  on  this  subject 


Digitized  by 


Google 


646 


THE  STEAM-BOILER. 


< 


>< 

Û 

< 


< 

6; 

û 

< 

D 
H 

(/) 

b. 

C 

(/) 

H 

b) 

O 
fif 

3- 
I. 
»^ 

Câ 

J 


1  L  >.>s 
«  c  «  ;^ 

fis  2 

^  J«  O  3 
*<"3  ^  c 

«  -  il  « 

c  :«  °  « 

^  ^  o  «^ 


SS'jg 


-^      ^  ÏL  c  ti 

"  —  tr^ 

'Et  ^   =  T3  ^ 

V  k.  3  «.s 

Ifs-: 


'.  3 


«^  - 


spunod  ui 

'ipiii  ajvnbs  jad 

«uinnoeA  b  dAuqv  ajnssajd 

«  «  m  •♦  mo  r^oo  0  0 

m' 

S 

-1 
0 
> 

'Aiisudp  uinuiixeui  ;o 
ajniEjaduui  ie  jd)«M  p^niisip 
jo   iqjiiaM   ivnbd   jo  acunioA 
01  uied'is'jo  duinioA  ;o   oue^ 

0  0'«î.»n'«>fÔM««cf 

M    -    -    M 

! 

3iqn3  ui  meais  ;o  panod  v  jq 

0 

»•  «0  ♦  o>  «^  r>.  f*^ 
♦  O»^*lln•/»»-00^O   i>.00 

E"  «       *^^  »n  ♦  ♦  »n 

ir.oo  m  lo 

00  m  !> 

in  ♦  e« 
«  ei  « 

'spunod 

8  0  0  S  0  0  q  S  q  S 

q 

9?? 

1 

cr 

c 

H 
;S 

X 
II. 

0 

(A 

P 

Z 
< 

'uoneiodeAd  \o  siiun  ut  'o^^ 
9Aoqè  oopvjodeAS  /o  icaq  leiox 

î:i 

|||s|krr?| 

œcoaoao 

f 

M    M    « 

> 

S?: 

c 
0 

2 

•5 

Ë 

H 

.2 

C 

OQ 

a 

ilK 

^ 

et  «A  rooo 
ci  f^.  4-  »n 

1    sli 

<5       vo  rvai 

C 

•Se». 

S  g  a- Il 

^"3 

^ 

?|  111  util 

0  on  >û  r* 
00  o>a« 

1 

m  0  00 

■r 
-5 

3 
C 

r 

Ils 

ttj 

«   »r>oo 

S.R.R. 

S. 

"S 

•3-  . 

s. 

vQ  0  «n  f^  <yoa  '♦  m  ♦  « 

É 

éài 

.5 

c 

J3 

Il  H  a' 

«0 

IHS-^^s^ll 

g5l= 

1', 

00  (>«o 
û  —   ir> 

ôâàoeo 

rvo»6w  ^rn^In  jo^o 

^S-Jn- 

• 

■sMjSap  )i»qaajqBj  'ajmvjddmsx 

- 

G  fnvo  •-  f»>  «  0  0»  ro  PI 

00   0   O^vô 

N         «  W   5 

8'S:;:;.SR.^<SS5 

ïggr 

spun 

od  ai 

■ 

•qDui  ajcnbs  jad 
'CDunDCA  «  »Aoqe  9jnss9Jd 

«^ 

►«««*»•♦  lONO  r^oo  0»  0 

M  «  r^* 

^ 
j 

•rv<o  rv 

Digitized  by 


Google 


APPENDIX. 


647 


1  m  fn  m 


♦  rnoo  \c   «^  PO 


3   OOOM   Nao    I 

■«0   0  C>  <>  a>a 


«O  ^0   O  00  eo   N  00    t>-00   - 

O^OO  00  00 


(O'*^!    ♦'♦•0«Qcioooo»"00 
»  r^  rv      00  o  ro^O  O  ■♦00  f*>  ^  «r 


00  00  «  O  O>oo  00  r^  »n  o 


r^  M  g»oo  tN-op  Q  PO  •>.  » 
■  O-^O  *  pt  O  6'  r*  10  •* 
>  rv  tx  tv.  r^  ^.^0  «o  >0  o 


txo»  N  00  «  >0  t*.  o»  <*>08 
0  <o  <*■  o»<o  m  0  rx  10  « 


-00 
w  «  »- 


00  00  r^>o  >om*^r«^fO|    me»Mi 


rs.  p^  o«  r-  *  fn  -•  o  0   o    1    O  -  «   «r  lA  r 
f,  H  ^00  fViVO  i/%«rmM    1    ►.f»"  —  ^' 


«  o^  m  tvoo  «    ir,oo  00        10  r^  -*->û  •♦vc   n 

fi  N    û    0    o    -    fl^O    «>Pn00r«-C>«/%MC^I>. 


O  O'O'C?  aocoooooo  joooo  1 


K.      I    o»  «^«6 
•*  iriOO    o 

■*  •*  \n 

000 


o  •*  jo  •-  «rtoo  «  u->oo  ei 


^s-s 


moo  ►•  ■♦  r».  0  «*ï^  o-  w        m  r>.  0  p^>0  00  >-  ^vo 

«Û  00    »•    Pn  ir.og    Q    «    'T  •>•         O^  ••    'T*©  00    0    «*•.  Irt  r^ 


o*  g*  ♦  r  ÇÇ  ■♦  r  P"  "■ 


»•  fn  N  00  «  •«•••«•• 

00  r'  <»  PI  «>.  -  ir. , 

-  '♦^^  -  **o  1 

«  «r»*;  co  M  p^,  10 

«  N  M  W  PT  PO  fO 


o  2  2* 


rs.  m  fo  o  f^ Jf  "  *  *  Ji     ^  **  *S  '^*'  **"**  "***  '*^ 
^  o>  o»  o*  o- <>  o«  o>  o»  5     ^^S2S2x®2i2 


Jsnnrni 


I    N    ft    Cl    M    M    o  I 


0>  PO  O» 
t>s»o  «r 


^l.^?<5ifH 


«  o  ♦  m  PO 

10  M  ir>00  Q 
00  «*•  »  «  O 


SJ^il- 


I  0«^0  :f  »n  0>'0  <0  OC 
I  PO  fs  M  «  o  •♦00  e< 


VO  >0  «0^00^^ 


o>  PO  r^  »•  -^-oo  •• 
^  vS  «  vô  ^^  S. 


00O»'*-»-0000«-« 

r^  0  0  <o  r>*  ^  fO  o-o 
o>  N  moo  Cl  r>>  c«  tN.  I 


oo«  •* 
m  10  «o 
0»0  3» 


«   «    0>  »s,«    ♦  PO  M    0   O^ 


r«i  o>  ts.  *•  tvoa  ^  r^  M  o 


*  5  a>  a  S'S»  o  ^  "2  c« 


^^^0  m  PO  « 
o>  9  o>  9  ^  9 


IllSi 


kn  ^  ro  M  M  o  g  O'oo  t^ 


r^  O»pooo  *  »«  d  t 

*0  «n  ^  fô  ci  c«  Ml 
^  o»  5»  C>  0>  O'  o»| 


Ils 


■.  o*  M    fO  ID>0  00    o    x    PO 


11 


vtoo  !>.  m  mio  Po« 
♦  iN,  Q  rn  10  fo  0>  Ç 


0«  fs  Cl  iA«0  w^  M  10  t<.  r^ 
M  Cl  PO  PO  PO  PO  PO  w  ••  o 
i«>.oo  o»  o  M  e«  PO  ^  in« 


^ 


>00  r».  M^  ro  M  o» 
r^oo  a  o  M  - 


fs  r«>  !<«  !<«  t 


•«t«.tN.C«.tSitotN.rs 


^    MOO 


poco  QO  rv  Cl  M  Q  lo  Q 
po«nt>.o  rot>.e«  iN. 


66  00  00  db  00  do 


00  00  00  00 


Mi-iciroQioQkn^ci 
Noooo  —àa  »s,d>mci  po 

Cl   l«»POO«   POOOO^    '*■ 

çj  6  o»oô  ^d  «^  •>••«'»•'  d 
<0\ô  «nioir»inu>mwim 
oOoooooooooooooooooo 


»<  pooo  «r  Q»  PO  r«»  o>  t>.  PO 

OOOOOOOOOOOOOOOOQOOO 


00  r^'d  ir»  ♦  4"  pÔI 
PO  PO  PO  f^  PO  pO  PO 

00  00  00  00  00  00  00  ' 


00  00  m 
O  <>«o 
••    pr«o 


,  o>  pn  poop  M  I  10  •-  r^  ^<o  •«  o  •«  o  «o 
<Ô  w  O"  O  «  I  «o  C  «  ON  «H  Q  io«  '•■00 
OtiCiPOW    I    MOOO>OPOO^OClOOrO 


10  Cs.00   o    t*  ©>  PO 

00  -  iaSoo-~  ~ 
ciao  ci>Oao 

MNCiScicincieiM 


I     -    PO  '♦•'O  00    o 

IM    CI    CI    n    M    PO 
Cl  «  CI  -   - 


,.,,-.  PO  PO  PO  PO 

CI  CI  CI  e«  e«  CI  CI 


»/1  O'  0>  PO  PO  Irt  PP)»0    »0  PO    I 

«  «2  1^  0  m  d  PO  rv>o  <>  1 

l«  O    ♦00   o   M   PO  PO  PO  w    I 


I  Ci  M  00  O  O"  ^'^ 
>  m  eioo  m  Ovo  » 


0  «1  m  r^  O  w  ♦«  00  O 
PO  PO  -o  'O  ♦•♦♦■♦*  m 

PICIM     I     C«CIC«C«C«CICICICIM 


I 


«ri'NroO^O  w   «♦«ni 
I  m  m  10  iA<o  «O  «o  «  ^ 

CIMCICIClClCINMC 


g  Ovo  m  O  M  00  N  «*•  m 
QOO  ^PxOÇVQ  >•  ir>^  10 
0>  POOO    CI  «    O    ♦  P>.  0    PO 

r»  c^  C  «  p^.  m«o  p^  o  O 
poPo-*«r3'«r«r^-*îh 

MCINMMCICICIClei 


•♦  V\\Q    M  00    «r-  Px 

M  t>>  O  Cl  •*  o«  m 
«  00  M  pn  io«  00 

1   Cl   4-  »r>^d   P^OO 


g  («  r^  m  tv  «f^  00  p%  ^ 
*o  Cl  «n'a  ♦  p  PO  ♦  PO  g 
«O  ►•  «n  On  PO  p.  o  P0<0  O» 


•     M     9    -     m    M     M 

(ioo  00  00  m  M  ir> 

1  m  ir>  tv  ot  H  n 


>  O  •«  «  •♦  10  ivao  o>  O 

ICINCICieiCICiMCI 


«  pn  ^  lovo  00  < 
00  00  jo  00  00  00  0 

Cl    M    CI    N    «    N    I 


M    t«    prt  ^  irt«0    t>.0Û    O  O 


')  m  m  m  M)  10 10 


Digitized  by 


Google 


648 


THE  STEAM-BOILER. 


T 
< 

H 
(/) 

Q 
M 

H 


D 
H 
< 

O 


eu 

O 
0* 


spanod  a{ 

*ipa|  9jenb«  i9d 
'mnnoBA  tb  9Aoq«  9JiU8aui«i 

0, 

%^é 

^^^^S^^^^SÎ. 

RRRRïrS. 

M 

s 
3 

■Aiisaap  cDnioiZBm  jo 
wmBjadoiM  ib  j9jbm  p^uiisip 
JO   iq:8i9ii  icnbd  jo  dionioA 
O)  m«9is  JO  duinioA  jo  oinr^ 

^ 

in 

cocieo\o«oo  «00  locn 

•wj 
oiqna  ai  xoxv»  jo  panod  «  jo 

^ 

in  in  10  in  m  in 

•spanod 

Oï  'TOTOW  JO  ÎOOJ  OiqiU)  TB  JO  VJ^l^ttL 

^ 

i5«  iN,  rot-»  t-» 

H 

0» 

•aopwodBA»  JO  «îun  ai  *oce 
9Aoq«  aopwodcAd  jo  )«9q  ib)ox 

ti 

=  §2 

M   C«   (« 

N  <«  s  s  s  s 

1 

a 

II-.-- 

1^1  II 

ît: 

S^l 

£l?=|g€§l8!l 

%tHl€ 

g.as. 

»>s  to  to  to  to  to 

M    H^ 

MMMMMHMMt^M 

^ 

S>gs. 

2=ii?i^îRiaî 

I§1 

i>§;igg|§:§;ii 

iWtU 

hî 

'K.^'R.'R.'S.Ï.'S.'S.gR 

nuit 

lll 

s 

lis 

8l'?î%HIIS; 

^îH^ 

fn  PO  «♦> 
eooooo 

niilHlâJ 

âlliSI 

Required  to 

raiae  the 

température 

of  tne  water 

from  32*  to  7*. 

«0 

g  «00 

m 

f 

ri 

"H 

cpun 

od  ai 

•q3oi  9J«nbs  jad 
*ainn9«A  v  dAoqc  unsnjj 

ft. 

%Si^ 

«.si'^^'s^s.îa 

K.S.RRR'8. 

Digitized  by 


Google 


APFEiVDIX. 


649 


?::*RR«8 


00 èS 00 06 eo «ooSwOkl   o>&o«S o» o» o> o« $ o 


5  8  5^?S''8^^?2 


I  Cl  «♦ift'O  r«. 


«00  K  Ift^lO-OO  «o* 


^0  «00  ^ 

I*)  !•>  t*ï  o 


fo  f^  ^  f^  rn  fo  «M  1^  ^  Cl 


co»  M  mi«i»»o  mes»» 


vQ  m  Q  rv  ■<■  «-  o^>p  m  *« 
ï>  o^  oxôoooo  e<.  K  r«>  i<N 
SneinneiNeictM 


II 


fj>  M  eo  «o  4-  n  o«  t^ 


,-<00  V    -  .- 

«nMCinnctei 


l»«0  0««0   foOO 

10  m  ••   O^  t».  irt  r^ 

•*•*•*  r^  m  f*^  rr. 

(«  M  CI  «  t«  n  et 


«S 


g'ft 


M    (4    M    M    0    o    OvOOOO    F. 


'OMOQ   lO»-^ô   «OO* 


g  M  m  10  r«>  0  ^00  «  p» 


0>Q  v>  I 


NHMcinctncictn 


^g:£<3' 


McieiacieitinnS 


MMMAeic«einf*)m 

C«CIMttM(«C*C«e«C« 

McinnneieieiNci 


M  n  «  n  n  «  N 
«  ti  M  c«  n  n  èi 


?SH 


m  looo  y  m  Roo  o  f%  10 


^îIrrIss^I 


^mi?« 


^.^s»<.^s^srs.^>^ 


r«>eS  ciS  06  00  co  00  00  a 


i^n 


llgHtSSCI 


c*)ioM  e»  i»»rv«  wiof 
«o  O  lo  a  ^00  *noo  »  ^ 


vîmci  5  m  m  m  s  **»'•" 


m  ^»o  o>  ♦  e 


f€?5"s;§:î 


>  «n  1/»  •<#•  ♦  m 


oooooooooooooooocDec 


00  IV  i>.^o  \o  lA  m 
00  00  00  00  00  00  00 


ftoo  mo» 


U§S§:iH?^i 


ootc»<^c«rsiM\oOto 
10  0  lO  9«  'Too  ro  rv  S  >o 
c«  m  m  Cl  -^  •♦  «o  ui«o  « 


r 


rs  rsoooo  o>  0« 


8:?^ 


0     ts.  •♦   M     |s.  fl 

M  ^00  «  m  ç 
M  M  M  Cl  n  f 


g?:  g:? 


g:sg:^^(g<Sâ<S<S 


dodocScSoococoaooooo 


doooooooobCDOoooaoao 


00  00  00  00  00  00  00 


îtg:218  8iîS.8SS 

ts  0  ^  es  •-  ♦oo  Cl  «  o» 


rsF>rsrs.aQ  o  «  •*^esO 

rf.  ts.  M  m  ï>«  ^00  Cl  >0  H 


HIJSHâH 


m  es  10  rs, '^  ^  <r 

m  ff.  n  M  M  M  » 
M«  -yo  M«o  t- 


rs\o<0  »o 
00  00  00  00 


^♦«»>«ci»«oO< 

mmmmmmmmJ 

oooooooooooooooooi 


mllimR 


IH 


es  F>  K  es  es 


rs(2o9  00 
fi  N  Cl  n 


10  m 

»o  es 


00  ls,«n^fi  o  0>es 


«  fo  '^  io«0  es.  es« 


I-  o»  es  lo  fn  o  00  ^  m  O 
M  M  ci  rn  «r  in  irt»<î  rsoô 


coionoiv^**eoioc« 


es  Q-  irto  -  -•  I 

S.J'8S>S'8l 


■§l 


mO  es 
c»  es  - 


s  mci  rt  »oo  M  {»  Q  te 


•*'«  'v  es>6  vS  vt  f«)  M  00 


O  ♦  fo»o  ^00  o> 
in»  ts.ci  ts  M  m 
«  o>  m  noo  »o  - 


Cl  r^  <r  io«  «o  esoo  O  9 

mmhmmhmmmCI 

f*j  f*j  PO  r^  r^  en  f)  m  ci  fo 


Q  '-'  Cl  m  ro  ♦  »n«  <0  es 
Nfirieicicicinnci 
cô  en  en  fo  f^  fO  ro  ro  f^  fï 


M  «  «  ft  ''^  fO  ^  f)  PO  fô 


co  tn  fi  fî  fo  m  .  , 
fo  ro  f>  co  fO  co  fo 


'    MCI   r,^u» 

^  es  rs«  loooooooooo»ooS»o«      o«0'0«^  o^O'  o>  o>  o^  o 


5S??S''8&'8y2 


I  Cl  co  ♦  «n«o  es 


Digitized  by 


Google 


650 


THE   STEAM'BOILER. 


-q3ui  ajBnbs  jad 
sponod  ui  'uinrioBA  r  SAoqe  ajnssajd 

«^ 

12  2^8 

c«Meie«c«(«MctMf«) 

?>»»)«Mc^<^f*»m' 

z 
> 

XiibUdp  uintutxvui  ju 
djniBjadoiai  v&  JdieM  paupsip 
jo    iqâi3M   iBnba  ;o  9uin|OA 
o)  luea'is  ]o  dUjn(uA  jo   one-^ 

oiqno  ui  œB9)s  jo  punod  «  ;o 

^ 

^  M  m 

m  iN,  0  *^o  0  '♦•00  B  >o 

-«0  .-  t^woo  -rc 

X  0  00 
M    M   N 

>0  'T  f^  ••  o-oo  '2  '•'  IT  ** 

Sl^nSsI 

e 

^ 

»ô  rn  rn 

*spunod 

^ 

r^8 

r^  tv  toQo  00  00  00  0^  o>  ô^ 

! 

td 

K 

C 

E 

■uontuodeAa  ;o  siiun  ui  \zZ 
SAoqc  aopcjodcAa  ;o  jBaq  [bjox 

:::3 

Hllllllrf 

Mctctetci'MCia 

•5 

1 

T 

< 

3 
"5 

H 

1 

1 

e 

0  c 

^ 

SB 

l^llHTxU 

t«IS.Hî5 

m  m  m 

00  00  00 

•sx&^^^&&&&& 

f-SSëSS^.? 

û 

< 
a: 

< 
t. 

iii:    • 

l|s."Iî 

^"3 

^ 

!!! 

oooo'oo 

C 

M 

^ 

\%% 

5SsrIIIk.rr 

l'H§.sîils 

00  00  09 

oooooooooooooooooooo 

oooeooeooooooooo 

0 

A. 

lli 

'«N 

imr^^\su 

gg| 

l2slH€tH 

iil.ç.€'£€€ 

»5     i'og 

«0 

IH 

^«sîïHgSS 

t*  rîi  o.tî»  H^M  00 

S  n  M 

f«  rî>  fp  ^  lô  irtvd  ^  1^00 
P>  rn  ïn  rn  ?>  ?>  fn  ?>  P>  ?» 

m  cïj  en  m  m  m  PO  en 

'saaj^ap  ipquajqvj  *ajn)ej9da9X 

■»• 

lâiâi-sâiâs 

H^îs^l^ 

si;  5; 

ssIssIsSss 

SsIs^llsR 

•qaui  ajvnbs  j»d 
spanod  ui  'oinnovA  b  ^AoqB  sjnssdJcj 

A, 

Ï2^8 

5  8?ÎK"8S-'8!îi!, 

mcnro*»)  «t»«  <nm 



Digitized  by 


Google 


APPENDIX. 


651 


«^ 

'^i 

-»ç5ç«5»5g^ 

^g.c8  8.g 

cietnnM^NNeim      m-frio 

yilSI^§-l| 

1 

1    r^-nl    Or»«'*'WO>»^«rtfn»«o» 

->  m»o  0000 

•nr<>minoao  o»mooo 

r*oo  M» 

«  m«  ♦«  M  o»  0  -r  0 

i^ 

■s-s:  ■s.sss.g-.g^.E-s.r 

s'gff'srg'S'sss 

5R^^ 

mo>inN  O't^'rm-  d 
•n^'^^mmmmmm 

"1 

0  ^A 

!'?^r?1's§ii  ti-î?,!. 

?l1HgH^R 

R^îâ  llRél^HHi 

1    m  'n 

fnfni*>(^fOfOpnr«^Pici        ciNHctn 

C4M..MMMMMMM 

-•^-'1 

^ 
^ 

.r,oo        »  'T)  10  fsoo  00  rs.vo  >o  r^ 
0  %       r>»  0  '^'-0  5>  w  tooo  -   '♦ 
M  "1      f-O  «^00  ?>  i  «  2  "^^o 
T>o       00  0  N  ■♦NO  o>  ••  f^  ««  t^ 

f«^"i       fOfomrorom-n~-.  rnro 

00  Q  «  N  m 

00   5   «   M   ♦'l 

Q«  m  m  0  m  »  8>  «  w  0 

<0  00  0  M  *3  c»  »•  m  m 
^  ♦  10  10  loio^NO  «  »0 

'O  »o  >0  «C  r>  tv  ri.  rioB  » 
«Mm*  >«>o  r^oo  o>  0 

** 

m  »« 

»;  ^  „  ^-  H  «  «■  «  -  M 

mil 

(«  Cl  M  n 

IS^^I'sHs^? 

.... 

^ 

Ei?s§!S^rî§ 

i^^s^S 

all.^J&l.i.ls' 

^.%%^ 

N2*^'5g.3'?,g.^g.;g 

^f  aS.S.8>3.8.S.ô. 

??§?? 

ii88j«ini 

«  n  (•  c« 

neinMeieiNciMm 

'«a 

si 

ï*kH's;hi5«? 

O»  m  ô>  r.  m 

^iisiiôgîs: 

^^528 

'%'%^V^%^^V% 

sssss^llls 

^SJ^^Î 

i»  s  s  s,,  s- if  si  8  « 

ooooooooooœooooaoQO 

,«Hi 

t<î 

II 

?H?sf?^as 

000    0    N    ♦ 

llt?H2^5« 

•SvgofS 

2«5  8  2'?'S8  5noSS 

00  00 

«    «    rn  ro  m 
00  00  00  00  00 

00  00  00  00  00  00  00  00  00  OD 

10  iri  i^,«û 

00  00  00  o5 

1 

•s. 

8:5 

5-^sfni?i^i 

S^l'SS 

1 

00  00 

oo<»ooôoo3f8«c8  (^f.» 

S&^'l^ 

rs.'*-  —  oo«o  mooo  ir>m 
m  i?i  m  '♦^  -♦  ir  m  m  m 

82g^ 

«0 

II 

1H§;« 

??^1B&R.-§ 

^^*5  5, 

r8ï,^sg§:gr^^ 

II 

4-  lA  iA»C  «  f^  r^oo  o>  0» 

mm  m  m  fo 

1ii«^sftH«l; 

i^îi 

^^.c^l'^^rs'S 

1 

n  00 

o«oo««Q>07»»«.n 
00   rn  »■»  p»  -o   0  f^'C  a>  w 
".  os^O   m-vo   -v5« 

«o«o»o  w<o 
m  M  00  mo 

K'SS^SftRJffR; 

^^2î;    &.SSr^^c2«î^c8 

«^  m  ■♦  u^  iri<o  0   r*  r^eo 

m  mm  m  m 

%%SRlllïi5 

m  -»■  ir-c 
♦  ♦  *  * 

s«5°ar5,;^ri 

^   %% 

M  «  tn  ^  m'O  psoo  o«  0 

>§R<S|8 

iirtiiini 

&.85.8 

m  ♦  *  i« 

^mâj^^iâi 

Digitized  by 


Google 


652 


THE   STEAM'BOILEN. 


The  column  headed  "  C/"  in  the  table  of  the  properties  of 
saturated  steam  is  useful  for  reducing  the  performance  of  différ- 
ent boilers  to  a  common  standard — this  standard  being  that 
most  generally  accepted  by  engineers  :  the  équivalent  evapora- 
tion  at  atmospheric  pressure  and  the  température  of  boiling 
water,  or,  as  it  is  frequently  called,  the  evaporation  from  and  at 
212°.  In  the  table  it  is  assumed  that  the  température  of  the 
feed-water  is  32°,  and  an  auxiliary  table  is  added,  giving 
corrections  for  any  température  of  feed  from  32°  to2i2°. 

CORRECTION  FOR  TOTAL  HEAT  IN  UNITS  OF  EVAPORATION. 
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Tempera- 
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renheit 
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renheit 

renheit 
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39 
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75 
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X83 
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76 
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.X302 
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4« 
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îi 
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TADLE   la. 

TEMPERATURES  AND  PRESSURES,  SATURATED  STEAM. 
IN  METRIC  MEASURES  AND  FROM  REGNAULT. 


9 

StBAM- PRESSURE. 

2 

Steam-prbssure. 

g 

1 

JJ, 

l 

In  Centimètres. 

la  Atmosphères 

l 

In  Centimètres. 

In  Atmosphères 

-  32*  C. 

0.0320 

0.0004 

+  14''  c\ 

1.1908 

0.016 

31 

0.0352 

0.0005 

15 

1.2699 

0.017 

30 

0.0386 

0.0005 

16 

Î.3536 

0.018 

29 

0.0424 

0.0006 

17 

I.4421 

0.019 

2S 

0.0464 

0.0006 

18 

1.5357 

0.020 

27 

0.0508 

0.0007 

19 

1.6346 

0.022 

26 

0.0555 

0.0007 

20 

I.739I 

0.023 

25 

0.0605 

0.0008 

21 

ÎJB495 

0.024 

24 

0.0660 

0.0009 

22 

1.9659 

0.026 

23 

0.0719 

0.0009 

23 

2.08S8 

0.028 

22 

0.0783 

O.OOIO 

24 

2.2184 

0.029 

21 

0.0853 

O.OOII 

25 

^•3550 

0.031 

20 

0.0927 

0.0012 

26 

2.4988 

0.033 

19 

0.1008 

0.0013 

27 

2.5505 

0.034 

18 

0.1095 
O.I189 

00014 

28 

2.8101 

0.037 

17 

0.0015 

29 

2.9782 

0.039 

16 

0.1290 

0.0017 

30 

3- 1548 

0.042 

15 

0.1400 

0.0018 

31 

3  3406 

0.044 

14 

O.1518 

0.0020 

32 

3.5359 

0.047 

13 

0.1646 

0.0022 

33 

3. 74" 

0.049 

12 

0.1783 

0.0024 

34 

3-9565 

0.052 

II 

0.1933 

0.0025 

35 

4.1827 

0.055 

10 

0.2093 

0.0027 

36 

4.4201 

0.058 

9 

0.2267 

0.0030 

37 

4.6691 

0.061 

8 

0.24S5 

0.0032 

38 

4.9302 

0.065 

7 

0.2658 

0.0035 

39 

5.2039 

0.068 

6 

0.2876 

0.0038 

40 

5.4906 

0.072 

5 

0.31T3 

0.0041 

41 

5 -7910 

0.076 

4 

0  3368 

0.0044 

42 

6.1055 

0.080 

3 

0.3644 

0.0048 

43 

6.4346 
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2 

0.3941 

0.0052 

44 

6.779« 

0.089 

I 

0.4263 

0.0056 
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7.1391 

0.094 

0 

0.4600 
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+  I 

0.4940 

0.0065 
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7.9093 
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0.115 

4 

0.6097 
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5     . 

0.6534 
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« 
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0.8574 

O.OII 
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0.9792 

0.013 

57 

12.9251 
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1.0457 

0.014 

58 
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0.015 
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14-2015 
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TABLE    Itf. — Continued. 


3 

Steam-prkssure. 

lure. 

Stsam-prbssurb. 

1 

1           ta 

1 

1 

B 

In  Ceniimcires. 

In  Atmosphères 

i 

In  Centimètres. 

In  Atmosphères 

+  6o"C. 

14.8791 

0.196 

+iio'C 

107.537 

I.415 

6i 

15-5839 

0.205 

III 

III. 209 

1.463 

62 

16.3170 

0.215 

112 

114.983 

I.513 

63 

17.0791 

0.225     ; 

113 

118.861 

1.564 

64 

17.8714 

0.235         1 

"4 

122.847 

I.616 

65 

18.6945 

0.246       ; 

115 

126.941 

1.670 

66 

19.5496 

0.257 

116 

131.147 

1.726 

67 

20.4376 

0.267 

1      117 

135.466 

1.782 

68 

21.3596 

0.281       1 

,      118 

139.902 

I.841 

69 

22.3165 

0.294 

:    "9 

144.455 

I.901 

70 

23.3093 

0.306 

1    120 

149.128 

1.962 

71 

24  3393. 

0.320 

121 

153.925 

2.025 

73 

25  4073 

0.334       1 

122 

158.847 

2.091 

73 

26  5147 

0.349 

123 

163.896 

2.157 

74 

27.6624 

0.364 

124 

169.076 

2.225 

75 

28.8517 

0.380 

125 

174.388 

2.295 

76 

30.0S38 

0.396 

126 

179.835 

2.366 

77 

31.3600 

0.414 

127 

I 85. 420 

2.430 

78 

32.6811 

0.430 

128 

191 -^47 

2.515 

79 

34  0488 

0.44S 

129 

197,015 

2.592 

80 

35  4643 

0.466 

130 

203.028 

2.671 

81 

36.9287 

'  0.486 

131 

209. J 94 

2.753 

82 

38  4435 

0.506 

132 

215.503 

2.836 

S3 

40  OIOI 

0.526 

133 

221.969 

2.921 

84 

41.6298 

0.548 

134 

228.592 

3.008 

85 

43  3041 

0.570 

135 

235.373 

3.097 

86 

45  0344 

0.593 

136 

242.316 

3.18S 

87 

46.8221 

0.616 

137 

249  423 

3.282 

88 

48.6687 

0.640 

138 

256.700 

3.378 

89 

50.5759 

0.665       ! 

139 

264.144 

3.476 

90 

52.5450 

0.691 

140 

271.763 

3.576 

Qï 

54  5778 

0.719       1 

141 

279- 557 

3.678 

92 

56.6757 

0.746       1 

142 

287.530 

3.783 

93 

58.8406 

0.774       1 

143 

295.686 

3.890 

94 

61.0740 

0.804 

144 

304 . 026 

4.000 

95 

63.3778 

0.834     ! 

145 

312.555 

4. "3 

96 

65 -7535 

0.865 

146 

321.274 

4.227 

97 

68 . 2029 

0.897 

147 

330. 1S7 

4.344 

98 

70.7280 

0.931 

148 

339.298 

4.464 

99 

73  3305 

0.965 

1    149 

348.609 

4.587 

100 

76  000 

I.OOO 

150 

358.123 

4.712 

lOI 

76  7590 

1.036 

!    151 

367.843 

4.840 

102 

81.6010 

1.074 

1     152 

377.774 

4.971 

103 

84.5280 

I.II2           ' 

153 

387.918 

5.Ï04 

104 

87.5410 

I.I52           1 

154 

398.277 

5.240 

105 

90  6410 

1.193 

155 

408.856 

5.380 

106 

93.8310 

I    235 

156 

419.659 

5.522 

107 

97.1140 

1.278 

157 

430.688 

5.667 

ro8 

100  4910 

1.322 

158 

441.945 

5.813 

109 

103.965 

1.368 

159 

453  436 

5.966 
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TABLE   \c 

\. — Continued, 

3 

2 
S. 

l 

StBAM -PRESSURE. 

:  1 

Stbam-prsssurb. 

In  Ceniimetrea. 

In  Atmosphères 

!   l 

\ 

In  Centimètres. 

In  Atmosphères 

+i^'C 

465 . 162 

6.120 

!+i96^C 

1074.595 

14.139 

161 

477.128 

6.278 

197 

1097.500 

14.441 

162 

489.336 

6.439 

;     198 

1120.982 

14-749 

163 

501.791 

6.603 

199 

1144.746 

15.062 

164 

514.497 

6.770 

200 

I168.S96 

15.380 

165 

527.454 

6.940 

201 

1193.437 

15.703 

166 

540.669 

7. 114 

1     202 

1218.369 

16.031 

167 

554.143 

7.291 

1     203 

1243.700 

16.364 

168 

567.882 

7.472 

204 

1269.430 

16.703 

169 

581.890 

7.656 

i     205 

1295.566 

17.047 

170 

596.166 

7.844 

,     206 

1322. 112 

17.396 

171 

610.719 

8.036 

!     207 

1349.075 

17.751 

172 

625.548 

8.231 

208 

1376.453 

18. III 

Ï73 

640.660 

8.430 

'     209 

1404.252 

18.477 

174 

656.055 

8.632 

1     210 

1432.480 

18.848 

175 

671.743 

8.839 

211 

1461.132 

19.226 

176 

687.722 

9.049 

212 

1490.222 

19.608 

177 

703.997 

9.263 

,     213 

1519.748 

19.997 

178 

720.572 

9.481 

214 

Î549.717 

20.391 

179 

737-452 

9.703 

1     215 

1580.133 

20.791 

iSo 

754.639 

9.929 

I     216 

1610.994 

21.197 

181 

772.137 

10.150 

i     217 

1642.315 

21.690 

182 

789.952 

10.394 

1     ^'^ 

1674  090 

22.027 

183 

80S.084 

10.633 

219 

1706.329 

22.452 

184 

826.540 

IO.87Ô 

220 

1739.036 

22.882 

185 

845.323 

TI.123 

1     221 

1772.213 

23.319 

186 

864.435 

11.374 

,     222 

1805.864 

23.761 

1S7 

8S3.882 

11.630 

'     223 

1839.994 

24.210 

188 

903.468 

11.885 

;    224 

1874.607 

24.666 

189 

923.795 

12.155 

1    225 

1909.704 

25.128 

190 

944.270 

12.425 

;     226 

1945.292 

25.596 

191 

965.093 

12.699 

227 

1981.376 

26.071 

192 

986.271 

12.977 

;    228 

2017.961 

26.552 

193 

1007 . S04 

13.261 

!    229 

2055.048 

27.040 

194 

1029.701 

13.549 

1    230 

2092.640 

27.535 

195 

1051.963 

13.842 

1 
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Table  III. 

TENACITY  OF  VARIOUS  METALS  AT  DIFFERENT  TEMPERATURES. 
(Briiish  Admiraliy  Experiments.) 


Phosphor- 

Cast-iron 
kods 

Wrought-iron. 

MiM- 

i 
s 

I  in.  diam. 
Coppcr.  92.5 

Tin  7 

Phos.     .      .5 

Coppcr 

Rods 

.72  in.  diam. 

I  in.  diaro. 
Welsh..    .25 
Scoich..  .25 
Scrap...  .5 

Remanufac- 
tured  Rods 
.74  in.  diam. 

Yorkshire 

Rods 

.70  in.  diam. 

Steel  i'-ip 
.74  «n  by 
.49inch. 

8 

S 

Lb. 

609 
614 
610 
t05 

580 

575 
470 
424 
380 
420 

û 

Per 
Cwi. 

à 

1 

Si 

u 

3 

Û 

c 

0 

3 

C5 

S) 

s 

i 

û 

"i 

0    1  H 

3 

0 

Fahr. 

Lb. 

Per 
Cwt. 

Lb. 

Pcr 
Cwt. 

Lb. 

Pcr 
Cwt. 

22 

18.75 

15 

15 

15 

15-5 

12.5 

12 

15 
20 

Lb. 

Per 
Cwt. 

Lb. 

Per 
Cwt. 

Atmos 
pheric. 
ICK> 
150 
200 
250 
300 
350 
400 
450 
500 

17-5 

17 
18 

18 

15 
12 

7 
5 
4 
5 

460 

465 
445 
440 
430 
430 
430 
420 
415 
390 

2.5 
2.5 
4 

5 

7 

% 

6 
6 

G 

480 
423 

441 
440 
470 
490 
470 
401 
400 
400 

nil. 

500 
530 
530 
530 
540 
650 
660 
640 
680 
680 

460 
465 

25 
24.25 

17.25 

553 
535 

26 
22.5 

480 

7.5 

555 

n.2S 

465 
550 

15 
13.75 

490 
600 

10  25 
10 

Table  IV. 

TENACITYOF  VARIOUS  METALS  AT  DIFFERENT  TEMPERATURES. 
(British  Admiraliy  Experiments.) 


1  2 

Second  Set, 
Coppcr..  87.751  £opper  87.75 
Tin  ...  .  9.75  Tin....  9.75 
Zinc 2.5     Zinc...    2.3 


a 


Fahr. 

Almos- 
pheric. 
100 
150 
200 
250 
300 
3;o 
400 
450 
500 


GUN-METAL  RODS.     1  in.  Diameter. 


Lb. 


535 
505 

525 
485 

505 

450 
245 
265 
250 


Per 
Cwt. 

12.5 
10 
II 
10 

10 
10 

S. 25 
.75 
nil 
nil. 


Lb. 

575 


535 
385 
295 
295 


Per 
Cwt. 


Copper..  91 

Tin 7 

Zinc.  ...  2 


Lb. 


Per 
I  Cwt. 


8.75  525 
525 
525 

8.75!  460 

5  I  255 
.661  265 

nil. 


260 


16 

15-5 
14 

9 

3 
nil. 


niL 


275  «»v. 


Coppcr ....  85 

Tin 5 

Zinc 


Lb. 


525 
550 
53'^ 
523 
515 
531 
495 
260 
250 
230 


Per 
Cwt. 


21 

18 
19.5 

19 
16 
18.25 

17 
2 

2 
2 


Coppcr  ...  85 

Tin 9 

Zinc 15 


Lb. 


Pcr 
Cwt. 


26 
26 


485 

480 

450  j   25.5 

460  I   26.25 

44c  '   26 


435 
435 
435 
152 
152 


23 
25 
25 

1.2 
nil. 


Coppcr.  93.5 
Tin  ...    5 
Zinc....   9-5 


Lb. 


Per 
Cwi. 


560    20 


440  n 
360    6 
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Table  V. 

NUMBER   OF   RIVETS   IN   100  *POUNDS. 


1 

t0 

DiAMETBR,  inches. 

c 

3/8 

7/16 

i/a 

9/16 

5/8 

11/16 

3/4 

7/8 

.i 

1,965 

1,429 

1.092 

944 

665 

1,848 

1.335 

1,027 

846 

597 

1.692 

1,222 

940 

763 

538 

450 



il 

1,512 

1,092 

840 

726 

512 

415 

I 

1.437 

1,036 

797 

691 

487 

389 

"356* 

*  22 8  ' 

1,368 

998 

760 

653 

460 

370 

329 

211 

I 

1.300 

949 

730 

624 

440 

357 

280 

iSo 

1  • 

1,260 

924 

711 

596 

420 

340 

271 

174 

11. 

1,200 

900 

693 

553 

390 

325 

262 

169 

1,156 

840 

648 

532 

375 

312 

257 

165 

2 

1,100 

789 

608 

511 

360 

297 

243 

156 

2l 

2\ 

1,031 

744 

573 

502 

354 

289 

237 

152 

999 

721 

555 

491 

347 

280 

232 

149 

945 

682 

525 

475 

335 

260 

220 

141 

2|- 

900 

650 

500 

443 

312 

242 

20S 

i33 

3 

•  828 

598 

460 

411 

290 

224 

197 

127 

3- 

779 

562 

433 

370 

267 

212 

180 

IÏ5 

3 
3 

743 

536 

413 

352 

248 

201 

169 

108 

715 

513 

395 

341 

241 

192 

160 

102 

4 

326 

230 

184 

158 

99 

4 

, , 

. 

312 

220 

177 

150 

96 

4 

, , 

. 

298 

210 

171 

146 

94 

4 

, , 

. 

284 

200 

166 

138 

89 

5 

, , 

. 

270 

190 

161 

135 

87 

5; 

, , 

. 

256 

180 

156 

130 

84 

5i 

244 

172 

151 

124 

80 

5 

, , 

, 

233 

164 

145 

120 

77 

6 

, , 

223 

157 

140 

115 

74 

6J 

6 

6f 

•• 

" 

:::: 

213 
207 
203 

150 
146 
143 

138 
134 
129 

111 
107 
104 

71 
69 

67 

7 

•• 

• 

198 

140 

125 

100 
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Table 
corrugated 


WOKKING  PrESSURS  IN 

Inside 

Diameter 

Thickness 

of 

Furnace. 

5/i6  in. 

11/39  m. 

3/8  in. 

13/3»  in. 

7/16  m. 

2  ft.  4  in. 

146 

160 

175 

189 

204 

2    5 

141 

155 

169 

183 

197 

2    6 

137 

150 

164 

177 

191 

2    7 

132 

145 

159 

172 

185 

2    8 

129 

141 

154 

167 

180 

2    9 

125 

137 

150 

162 

175 

2    lO 

121 

133 

145 

157 

170 

2    11 

118 

129 

141 

153 

165 

3   o 

115 

126 

138 

149 

161 

3    I 

112 

123 

134 

145 

157 

3     2 

109 

120 

131 

142 

153 

3    3 

106 

117 

128 

138 

149 

3   4 

104 

114 

125 

135 

145 

3    5 

lOI 

III 

122 

132 

142 

3    6 

99 

109 

119 

129 

139 

3    7 

97 

106 

116 

126 

136 

3    8 

95 

104 

114 

123 

133 

3    9 

93 

102 

III 

121 

130 

3   lo 

91 

100 

109 

118 

127 

3   II 

89 

98 

107 

116 

125 

4    o 

87 

96 

105 

113 

122 

4    I 

85 

94 

102 

III 

120 

4    2 

84 

92 

100 

109 

117 

4    3 

82 

90 

99 

107 

115 

4    4 

80 

88 

97 

105 

113 

4    5 

79 

87 

95 

103 

III 

4    6 

78 

!5 

93 

lOI 

109 

4    7 

77 

84 

92 

99 

107 

4    8 

76 

83 

90 

98 

105 

4    9 

74 

81 

89 

96 

103 

4   lo 

73 

80 

% 

94 

102 

4   II 

71 

78 

93 

ICO 

5    o 

70 

77 

84 

91 

98 
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VI. 

FLUES.    (U.  S.  RuLB.) 


PouNDS  PBR  Square  Incm. 


of  Flue. 


15/33  in. 

i/a  m. 

17/3»  «n. 

9/x6  in. 

19/3»  in. 

s/8  in. 

218 

233 

247 

261 

277 

291 

211 

225 

239 

254 

268 

282 

205 

218 

232 

246 

259 

273 

198 

212 

225 

238 

251 

263 

193 

205 

218 

231 

244 

257 

187 

200 

212 

225 

237 

250 

182 

194 

206 

218 

230 

243 

177 

189 

201 

212 

224 

236 

172 

184 

195 

207 

218 

230 

168 

179 

190 

201 

213 

224 

164 

175 

185 

196 

207 

218 

160 

170 

181 

% 

202 

213 

156 

166 

177 

197 

208 

152 

162 

172 

183 

193 
188 

203 

149 

159 

169 

178 

198 

145 

155 

165 

175 

184 

194 

142 

152 

161 

171 

180 

190 

139 

148 

158 

167 

176 

186 

136 

145 

154 

164 

173 

182 

133 

142 

151 

160 

169 

178 

131 

140 

148 

157 

166 

175 

128 

137 

M5 

154 

162 

171 

126 

134 

143 

151 

159 

168 

123 

132 

140 

148 

156 

165 

121 

129 

137 

144 

153 

162 

119 

127 

135 

143 

151 

159 

"7 

125 

'  133 

140 

148 

15e 

"5 

122 

130 

138 

145 

153 

"3 

120 

128 

135 

143 

150 

III 

118 

126 

133 

140 

148 

109 

116 

123 

131 

138 

145 

107 

114 

121 

129 

136 

143 

105 

112 

119 

127 

134 

141 

4. 
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Table  VIL 

HOLDING-POWER  OF  BOILER-TUBES. 
EXPERIMENTS  ON  Brass  Tubes.     (Chief  Engineer  W.  H.  Shock,   U.S.K.) 


Number 
of  Spéci- 
men. 

Outside       An 
Diameter.     Sec 

raof 
lion. 

Diameter 
after  Ex- 
periment. 

Thick- 
ness  of 
Tube- 
plate. 

Mcthod  of 
Fastcning^ 

Kind  of 
Ferruic 
(è  by  li). 

5 train  io 
Fouies. 

_ 

m.           sq 

m. 

in. 

I 

2.5 

9 

2.42 

3/4 

Presser 

Iron 

2S,0:0 

2 

2.5 

9 

2.41 

3/4 

** 

4< 

30.200 

3 

2.5 

9 

2.35 

3/4 

Dudgeon 

«< 

32,75^' 

4 

2.5 

9 

2.34 

3/4 

*• 

4< 

36,0(.o 

5 

2.5 

■9 

2.50 

1/2 

(( 

None 

21.150 

6 

2.5 

9 

2.44 

1/2 

Presser 

<t 

12.0C0 

7 

2.5 

9 

2.44 

1/2 

** 

Iron 

î7,èco 

8 

2.5 

.9 

2.25 

1/2 

Dudgeon 

** 

4b.oc'0 

9 

2.5 

9 

2.31 

3/8 

<i 

.4 

39,300 

lO 

2.5 

9 

2.44 

3/8 

i4 

** 

5t),otx) 

II 

2.5 

9 

2.50 

3/8 

Presser 

•* 

25.300 

12 

2.5 

9 

2.50 

3/8 

** 

*' 

20. 400 

13 

2.5 

9 

2.50 

3/4 

Nut  }  in.  thick. 

None 

30.450 

14 

2.5 

9 

2.50 

3/4 

** 

** 

27,C)UO 

15 

2.5 

9 

2.50 

3/4 

<c 

Iron 

40.130 

i6 

2.5 

9 

2.50 

3/4 

(< 

ii 

38  {J<w 

17 

2.6            I 

33 

2.60 

3/4 

(« 

None 

22.CO0 

i8 

2.6             , 

33 

2.60 

3/4 

4( 

<« 

21.4CO 

19 

2.6             I 

.33 

2.60 

3/4 

<C 

Iron 

39.350 

20 

2.6             I 

33 

2  40 

3/4 

<« 

•* 

4I.6ÇO 

21 

2.5 

9 

2.50 

3/4 

Dudgeon 

None 

7f^'îo 

22 

2.5 

9 

2.50 

3/4 

<( 

«4 

5.S50 

23 

2.5 

9 

2.50 

3/4 

f( 

Iron 

14.4*0 

24 

2.5 

9 

2.50 

3/4 

4< 

•* 

13.S50 

25 

2.5 

9 

2.50 

3/4 

tt 

None 

81e.' 

26 

2.5 

9 

2.50 

3/4 

i< 

S,  150 

27 

2.5 

9 

2.50 

3/4 

(( 

Iron 

14,250 

28 

2.5 

9 

2.50 

3/4 

«« 

*• 

Mrf^ 

29 

2.5 

9 

2.50 

3/4 

Presser 

None 

14.45^ 

30 

2.5 

9 

2.50 

3/4 

** 

'* 

iS.otXi 

•31 

2.5 

9 

2.50 

3/4 

Dudgeon 

•* 

17.075 

32 

2.5 

9 

2.50 

3/4 

'• 

** 

2I,S25 

33 

2.5 

9 

2.50 

3/4 

<< 

Brass 

32,250 

34 

2.5 

9 

2.50 

3/4 

tt 

** 

31.400 

35 

2.5 

9 

2.50 

3/4 

Presser 

22.750 

36 

2.5 

9 

2.50 

3/4 

t( 

22,950 

37 

2.5 

9 

2.50 

3/4 

tt 

I7.3f0 

38 

2.5 

9 

2.50 

3/4 

tt 

4» 

17.4"'- 

39 

2.5 

9 

2.50 

3/4 

Dadgeon 

•* 

24^00 

40 

2.5 

9 

2.50 

3/4 

*' 

44 

23,000 

41 

2.5 

9 

2.50 

3/4 

Presser 

None 

9,Sto 

42 

2.5 

9 

2.50 

3/4 

•< 

t( 

10,850 

43 

2.5 

9 

2.50 

3/4 

Dudgeon 

41 

23.890 

44 

2.5 

9 

2.50 

3/4 

C4 

4t 

22.250 

45 

2.5 

9 

2.50 

3/4 

44 

Brass 

29.S00 

46 

2.5 

9 

2.50 

3/4 

4C 

•  c 

27.550 

47 

2.5 

9 

2.50 

3/4 

Presser 

4< 

15,250 

43 

2.5 

9 

2.50      1 

3/4 

(4 

*t 

20,250 

Digitized  by 


Google 


APPENDIX, 


663 


Table  VIII. 

U.   s.   STANDARD   GAUGE    FOR   SHEET   AND    PLATE   IRON  AND 

STEEL. 
[Public— No.  187.] 

An  act  establishing  a  standard  ffauge  tor  sheei  and  plate  iron  and  steel. 
B*  it  enacted  by  th*  Sénat*  and  Honte  of  Représentatives  o/  tke    United  States  o/ 
America  in  Congress  assembled^  That  for  the  purpobc  of  securing  uniformiijr  ilie  folloMinj; 
is  established  as  the  only  standard  gauge  for  sheet  aud  plate  iron  and  steel  in  the  United 
States  of  America,  namely  : 


Thicknbss. 

Weight. 

Number  of 

Approximate 
Thickness  in 

Approximate 

Weighi  pcr 

Weighi  per 

Number  of 

Gauge. 

Thickness  in 

Square  Foot  in 

Squure  Fout  in 

Gauge. 

Fractions  of  an 

Décimal  Parts 

Ounces 

Pounds 

inch. 

of  an  inch. 

Ayoirdupuis. 
320 

Avoirdupois. 

i/a- 

•  5 

ac.oo 

0000000 

000000 

Ï5/32 

.46875 

300 

18.75 

7/16 

•4375 

280 

17.50 

00000 

0000 

13/32 

.40625 

260 

16.25 

000 

3/8 

.375 

240 

15. 

000 

00 

"/3a 

•34375 

aao 

13-75 

00 

0 

5/16 

.3125 

900 

ia.50 

0 

z 

9/32 

.28125 

180 

11.25 

I 

3 

17/64 

.265625 

170 

10.625 

a 

3 

'/i 

•25 

160 

10. 

3 

4 

15/64 

•234375 

150 

9-375 

4 

5 

7/3» 

.21875 

140 

8.75 

S 

6 

13/64 

.203125 

130 

8.125 

6 

7 

3/16 

.1875 

120 

61875 

7 

8 

M/64 

.171875 

IIO 

8 

9 

5/32 

.15625 

100 

6.35 

9 

10 

9^S* 

. 140625 

90 

5-635 

10 

II 

1/8 

•125 

80 

5- 

II 

la 

7/64 

•  109175 

70 

4-375 

la 

»3 

3/3» 

•09375 

60 

3-75 

13 

«4 

5/64^ 

.078125 

50 

3-125 

14 

X5 

9/128 

.0703125 

45 

a. 8125 

15 

16 

1/16 

.0625 

40 

«5 

16 

«7 

9/160 

.05625 

.36 

a. 35 

17 

18 

i/ao 

.05 

32 

a. 

18 

«9 

7/160 

.04375 

a8 

1.75 

19 

ao 

3/80 

■0375 

24 

1.50 

ao 

ai 

T 1/320 

•03437s 

aa 

1-375 

ai 

aa 

1/32 

.03-'»5 

30 

1-25 

33 

«3 

9/320 

.026125 

18 

1.135 

23 

34 

1/40 

.025 

16 

I. 

34 

25 

7/320 

.021875 

14 

.875 

25 

36 

3/160 

.0-8-5 

ia 

•75 

36 

37 

1 1/640 

.0171875 

II 

•6875 

27 

a8 

1/64 

.015625 

10 

.625 

38 

s»9 

g/640 

.0140625 

9 

.5625 

29 

30 

1/80 

.0125 

8 

•5 

30 

3» 

7/640 

.0109^75 

7 

•4375 

31 

3a 

13/1280 

.01015625 

? 

.40625 

32 

33 
34 

3/320 
11/1280 

.009375 
•0085937s 

6 

5è 

•375 
■34375 

33 
34 

35 

5/640 

.0078125 

5 

•3125 

35 

36 

9/1280 

.00703125 

a\ 

.28125 

36 

37 

i7/a56o 

.oo6t)4o62S 

4* 

.265635 

37 

38 

1/160 

.00625 

4 

25 

38 

And  on  and  afier  July  firsl,  eighteen  hundred  and  ninety-threc.  the  same  and  no  othcr 
shall  be  used  in  determining  duties  and  uxes  levied  by  the  United  States  of  America  on 
■lieet  and  plate  iron  and  steel.  But  this  act  shall  not  be  construed  to  increase  duties  upon 
any  articles  which  may  be  imported. 

Sbc.  2.  Tl.at  the  Secretary  of  ihe  Trcasury  is  aathorized  and  required  to  prépare  suit- 
able  standards  in  accordance  herewith. 

S«c.  3.  That  in  the  practical  use  and  application  of  the  standard  gauge  hereby  estab- 
]i»bed  a  Variation  of  two  and  one  hait  per  cent  either  way  may  be  allowed. 

Approved,  March  3,  1893. 
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Table  X. 


EXPERIMENTS  WITH   MACHINE-SHOP  BOILER,  NAVY  YARD, 
NEW  YORK.     (IsHERWooD.) 


Percentafre 

Eyapoiation 
from  and  at  3i3<* 

Relative 

Evaporaiire 

Effacieiicy. 

Kind  of  Coal. 

of  Refuse. 
Per  Cent. 

per  Pound  of 
Combustible. 

Pounds. 

Lackawanna. . 

j       17.54 
\       1704 

II. 187 

.991 

10.914 

.967 

Scranton..   . . 

17.25 

10.125 

.S97 

Anibracîtes     from 

Boston 

20.95 

II. 136 

.986 

Luzerne  Co.,  Pa. 

Hazleton 

15.03 

10.419 

.923 

Piitsion 

17.45 

10.452 

.928 

Council  Ridge 

10.80 

10.812 

.953 

. 

Spring  Mtn. . . 

13.76 

10.640 

.942 

Anthracites     from    j 

Locust  Mm. .. 

ig.72 

10.819 

.958 

Unknown  .... 

14.16 

10.240 

.Q07 

SchuylkinCo.,Pa.1 

Broad  Mtn.... 

19.36 

10.204 

.904 

l 

Blackheath  . . . 

17.29 

TI.2S4 

1.000 

Semi  anthracite.. 

Glen  Carbon. . 

17.66 

II. 184 

.990 

Semi  -  Bituminous    \ 

from   Huniington  >- 

Broadtop 

13.88 

11.604 

1.028 

Co.,  Va ) 

Semi  -  bituminous     \ 
from     Alleghany  J- 
Co.,  Md \ 

Cumberland  . . 

8.39 

10.228 

.995 

Bituminous     from    ) 
Clinton  Co.,  Pa..  J 

Eagleton 

13.03 

10.701 

.948 

RELATIVE  VALUES:  FUEL  AND  OIL.    (Kent.) 


Coal,:B.T.  U. 

I  lb.  Coal 

1  Barrel  Oil 

1  Ton  Coal 

per  Lb. 

=  Lbs.  OU. 

=  Lbs.  CoaU 

«  Barrels  OiL 

10,000 

2. 

620 

3  23 

11,000 

I.818 

564 

3.55 

12,000 

1.667 

517 

3.87 

13.000 

1.538 

477 

4.19 

14,000 

1.429 

443 

4.5* 

15,000 

Ï.333 

413 

4.84 
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Table  XL 

HEATING-POWER  OF  COALS.     (Kent.) 

According  10  Scheurer-Kestner  and  oihers,  as  collatcd  by  Gruner.     Arranged 
in  order  of  per  cent  of  fixcd  carbon  in  dry  fuel  free  from  ash. 


DsaCKIPTION  OP  FUBL. 


I 
Vi 


Elbmbmtary  Com- 
position. 


O+N.» 


HSATINU-POWBR. 


Actual.t 


Calories 

% 


By  Du- 

longes 
Law. 


IndustriaL 


Cal4 


In 
Boilers. 


<^2 


Anthracite  coal  from  the  Creu- 
set  

Gruntr^s  Class  5.   Dry  or  serai- 

bituminous  anthracite  coais.. 
Dry  burning  coal.    St.  Paul  du 

Creusot 

Short  -  fldininfr    or    flat     coal. 

Chaptai  du  Creusot 

Gruner's  Class  4.    Short-flam- 

ing.  caking  or  coking 

Cakinf^coal.    Auzin 

Caking  coal.     Rouchamp 

Grutiers  Class  3.    True  caking 

coals,  or  Smitb^s  coals. 

Cakinffcoai      Denain 

Long^-flaminfiT  coal.    Suitzbach, 
Gruner^s  Class  2.     Long-flam 

ingr,  caking  or  gas  coals..   . . 
Lonfif  -  flamlng,     caking     coal 

Outtweiler 

r.ong-flaming,  dry  coal.    Mont- 

ceau 

Very   long-flaming  coal.     Von 

der  Heydt.        

Long-flaming,  dry  coal.    Loul 

senthal 

Long-flamIng,  semi-coklng  coal. 

Friedrichsiall 

Gruner^s  Class  1.     Long-flam 


ing,  dry  coals 

Highly  bituminous  lignite.  Bo- 


hemia 
Dry  liipiite.    Rocherbleu 

Bituminous  wood 

Fossil    wood,  passing  into  lig- 

nite  

Fat  lif^nite,  Manosque  . 
Dry  lifirnite,  Manosque, 
Cellulose.    CitH,oO,o 


82-90^ 

84.» 

80.4 

74-82 
77  2 
73-0 

68-74 
70-3 
64.4 

60-68 

63.5 

60.6 

60.4 

59 -o 

58.5 

50-60 

55  o 
52.0 
5». 4 

50  4 
48.8 
46.8 
28-30 


98.36 
90-93 
90.79 
88.48 

88-91 

84 -47 
88.32 

84-89 
83 -94 
83.55 

80-85 

83.82 

78.58 

81.56 

76.87 

78.97 

72-80 

76.58 
72.98 
67.60 

66.  SI 
70.57 
66.31 

44.44 


3.66 

4.5-4 

4-24 

4-4> 

5.5-4-5 
4.21 
4-79 

5-4.5 

4.43 

5.»7 

5.8-5 

4.60 

5. «3 

4.98 
4.68 
467 
5.5-4.5 

8.27 

4  04 
4-55 

4.72 

5  44 
4.85 
6.17 


3-98 

5-5- 3 

4-97 

7.11 

6.5-5-5 
IX. 32 
6.89 

"-S-5 

11.6'? 

11.48 

14. 2-10 

11.58 

16.19 

13.46 

18.45 

16.36 

Ï9.5-X5 

«S.15 
22.98 
27.85 

28.77 
23  99 
28.84 
49-39 


9456 

9200-9500 

9263 

9624 

9300-9600 

9*57 

9077 

88do-93oo 

9050 

8603 

8500-8800 

8724 

83»5 

8462 

8215 

8457 
8ooo-«5oo 

79»4 
6480 
6311 

6358 
7363 
7006 
3622 


855a 

8683 
8363 


7789 
8494 


7810 
8024 


5760-6080 


63.9 


5888-6400 
5376-5888 
4864-5312 


65.0 


58  8 


7858 
7455 
7727 
7032 
7287 


4288-4800 


55  « 


8387 
6300 
5831 

5760 
654a 
5788 
3590 


•  The  nitrogen  rarely  exceeds  one  per  cent. 

t  Thèse  are  the  resuits  with  caloritiieter  used  by  Scheurer-Kestner. 

X  *'  Calorie,"  as  hère  used,  is  beat  producing  one  degree,  Centigmdéy  rise  in  température 
in  one  kilog.  of  water. 
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Table  XII. 

JOHNSON'S  RESULTS  CORRECTED  AND  COMPARED.    (Kent.) 


K 

c 

«1; 

s^  U 

1' 

Eu 

^1 

9 

•0  5i 

7:. 

0 

I 

»5 

3 

M 

3 

9 

4 

8 

5 

'3 

6 

II 

7 

10 

8 

3 

9 

«3 

xo 

7 

II 

I 

13 

S 

13 

4 

M 

6 

ï5 

13 

i6 

3 

«7 

90 

i8 

16 

ï9 

ï7 

30 

31 

SI 

18 

33 

»9 

«3 

38 

34 

24 

«5 

37 

36 

36 

37 

31 

38 

33 

39 

39 

30 

30 

3» 

«5 

3» 

3a 

33 

33 

Namb  op  Coal. 


Anthracites^  Fennsyivania: 

B«aver  M«adow  Slope,  No.  3 

"  "        "5 

Forest  Improvement  

Peach  Mountain 

Lehigh 

Lackawanna 

Ly kens  Valley 

Sem  i"  BituminoMs: 
New  York  A  Maryland  Mininr  Co, 

Md 

Neff's,  Cumberland,  Md 

Easby's.  Md  

Atkinson  &  Templeman,  Md    

Easby  &  Smith's,  Md 

Dauphin  and  Susquehanna,  Pa 

Blossbur^,  Pa 

Lycominf?  Creek,  Pa 

Chiin's  Run.  Pa 

Karlhaus,  Pa 

Cambria  Co.,  Pa 

Bituminous,  UniUd  States: 

Barr*s  Deep  Run,  Va 

Croucb  &  ânead,  Va 

Midioihian  (screened).  Va 

Chestertield  Mining  Co.,  Va 

Tippecanoe,  Va  

CreckCo.  Va 

CloverHill.  Va 

Pittsburgh,  Pa 

Cannelton,  Ind 

Biiuminousy  Foreign: 

Pictou,  N.  S 

Sidney.N.  S 

Liverpool,  Eng 

Newcasile,  Eng 

Scotch,  Scntland 

Dry  Pine  Wood 


Fixed 

Volatile 

Evapora- 

C;  Per 

Malier; 

lion  per 

cent 

Per  cent 

Pound 

Total  C. 

Total 

Combus- 

and Vola- 

C.  and 

tible.* 

tile  Mat- 

Volatile 

icr. 

Matier. 

II. 15 

97  4 

3.6 

11.39 

97. a 

9.8 

IÎ.52 

95-6 

4.4 

".59 

96.8 

3  « 

10.36 

94-4 

5.6 

11.47 

95-7 

*•! 

11.50 

93.4 

7.6 

11  95 

85.6 

Ï4-4 

11.30 

?^:? 

\n 

11.66 

«  "39 

83.3 

16.8 

11.76 

83.7 

17.3 

11.91 
11.68 

84.3 
83.» 

\U 

".43 

83.8 

16. 3 

13. 03 

80.1 

19.9 

10.54 

79.1 

30.9 
33.8 

10.91 

77.3 

10.81 

77-5 

33.5 

10.38 

71.1 

38.9 

10.63 

60.9 

39.1 

10.55 

64.3 

35.7 

9.15 

61.3 

38.7 

9.83 

65.0 

35  0 

9.X5 

63.8 

36.3 

9.54 

^X 

^'\ 

8.34 

36.8 

ÏO.35 

67.'^ 

sa. 8 

0.06 

â.8o 

73-9 
57.8 

36.1 

43.3 

9.78 

61.4 

38.6 

8.33 

54-9 

45.» 

5.03 

.... 

Evapora* 
tiun. 

Equiva- 
lent, 

Calories. 


5,988 
6,063 
6,186 

6,324 

5i509 
6.  «59 
6,176 


6.4»  7 
6,068 
6,361 
6.653 

6,306 
6.373 
6.138 
6*455 
5,660 
5,859 


S»8os 
5*574 
5.708 
5,665 
4,9î4 
5.273 
4,9»4 
5,îa3 
4,4a5 


4,736 

5«a5a 


*  Evaporation  from  and  at  sis  degrees  F.  per  pound  combustible. 

Mr.  Barrus  gives  the  following  as  the  'relative  values,  determined  by  ex- 
périmenta of  the  finer  grades  of  anthracite  :  f 

Buckwheat.  Cul  m. 

B.  T.  U.  per  pound  combustible i4»oi4  14.157 

Water  "  from  and  at  "  212'  F.  per  pound 9*949  I0.495 

B.  T.  U.  utilized  by  boiler  per  pound 9,611  10,138 

'*  EflSciency"  of  boiler,  per  cent 68.4  71.6 


t  Mines  and  Minerais,  Dec.  1897,  p.  3i8. 
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Table  XIII. 

APPROXIMATE  HEATING  VALUE  OF  COALS. 


(Kent.) 


Perceoiage  o£ 

Hbating  Value. 

1  Percentaffë  of 

Hbating  Valus. 

Fixed  Carbon 

Fixed  Carbon 
in  Dry  Coal 

in  Dry  Coal 

and  free  from 
Ash. 

Calories. 

British  Ther- 
mal Units. 

and  free  from 
Ash. 

Calories. 

British  Ther- 
mal Units. 

97 

8200 

14.760 

63 

8400 

15,120 

94 

8400 

15.120 

60 

8100 

14,580 

90 

8600 

15.480 

57 

7800 

14,040 

87 

8700 

15,660 

54 

7400 

13,320 

80 

8800 

15,840 

51 

7000 

12,600 

72 

8700 

15,660 

50 

6800 

12,240 

68 

8600 

15,480 

Table  XIV. 

QUANTITY  OF  AIR  SUPPLIED.    VARIOUS  GAS  ANALYSES.»    (Coxe.) 


1 


CO,  +  CO. 


21 

20 

19 

18 

17 
16 

15 
14 

'3 
12 
II 
10 

9 

8 

7 
6 

5 
4 

3 

2 
I 


CO, 


•i-fc6Vo 


.00 

.05 

.10 

.17 
.23 
.31 

1.40 

1.50 
I.6I 

1.75 
I.9I 

2.10 

2.33 

2.62 
3.00 

3.50 

4.20 

5-25 

7.00 

10.50 

21.00 


N  =  8o 
CO,-4-C04- O 


I.OO 

1.05 

I.IO 

I.I6 

1.23 

I-3I 
1.39 

1.49 
1.60 

1-73 
1.89 
2.07 
2.29 
2.57 
2.92 
3.39 
4.05 
5.00 
6.53 
9-43 


N  =  8i 
CO,  -h  CO  +  O 

=  19. 


I.OO 

1.05 

I.IO 

I.I6 


23 
30 

39 
48 
59 
72 

87 
04 
2.26 
2.52 
2.86 
3.30 
3.89 
4.76 
6.10 


N  =  82 
CO, -f  CO-f  o 


I.OO 

1.05 

I.IO 

I.I6 

1.22 
1.30 
1.33 

1.47 

1.58 

1.70 

I.85* 

2.02 

2.23 

2.48 

2.79 
3.20 

3.76 

4-54 


*This  table  shows  the  number  of  times  the  theoretical  quancity  of  air  supplied  to  a  fur- 
nace,  calculated  from  ff,z%  analysis  for  various  per  cents  of  CO,  and  CO,  when  the  gas  analy- 
sts  approaches  either  of  the  four  conditions  noted  at  the  head  of  columos  a,  3,  4,  aod  5. 

Sec  H  75-78  of  te*i. 
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Table  XV. 

AIR    SUPPLIED   AND   HEAT   LOST.     CARBON    BURNED   TO  CAR- 
BONIC  ANHYDRIDE  (CO«).»    (Coxe.) 


1 

2 

3 

1       • 

2 

3 

Gas  Analysis. 

Number  of 

Per  Cent  of 

Gas  Analysis. 

Number  of 

Per  Ceni  of 

Combustible  m 

Times  tbe 

Heal  Lost      \ 

Combustible  m 

Times  the 

Heat  Lost 

Fuel  Burned 

Tbeoretical 

when  (  y-/)  =  1 

i    Pu«l  Burned 

Theorciical 

whcn  {/'  i)  = 

=  loojJ  Carbon. 

Air  Supplied. 

5oo«  F. 

=  ioo!(  Carbon. 

Air  Supplied. 

500»  F. 

CO,  =21  ) 

N  =79  f 

I.OO 

10.1535 

CO,  =  io) 
0  =11  V 
N  =79  ) 

2.10 

20.4288 

CO,  =20  ) 

0=1^ 

1.05 

10.6205 

CO.=  9) 

0  =ia^ 

N=79> 

N  =79) 

2.33 

22.5773 

CO,=i9) 

0  =  2^ 

I.IO 

11.0876 

CO,=  8  ) 

N  =79) 

0=13^ 
N=79> 

2.62 

25.2862 

CO,=i8) 

• 

0  =  3[ 

I.I7 

11.7415 

C0,=  7) 

N  =79  J 

0=14. 

N=79) 

3.00 

28.8359 

C0,=i7 

0  =  4  ■ 

1.23 

12.3019 

CO.=  6 

N=79i 

0=15  . 
N=79) 

3.50 

33  5065 

CO,=i6) 

0  =  5^ 

I.3I 

13.0492 

^^•=     \\ 

N  =79) 

0=16^ 

N=79) 

4.20 

40.0454 

CO,=i5) 

2  =  n 

1.40 

13.8899 

CO.=  4) 
0=i7[ 
N=79) 

N  =79) 

5.25 

49.8536^ 

CO,=i4) 

0   =.    7    • 

1.50 

14.8241 

CO,=  3) 
0  =18^ 
N=79) 

N  =79! 

1 

7.00 

66.200& 

• 

C0,=i3) 

0  =  8^ 

I.6I 

15.8516 

CO,=  2) 

N   =79) 

0=ï9h 
N=79) 

10.50 

98.8950 

CO,=I2) 

0  =  9[ 

1.75 

17.1594 

CO,=  I) 
0=20^ 

N=79i 

N   =79) 

21.00 

196.9779 

C0,=M) 

0  =io}- 

I.9I 

18.6540 

N  =79) 

1 

•  Sce  II  75,  76.  77,  78  of  texl. 
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Tablk   XVIII. 
DRY  ANTHRACITE  COAL— AVERAGE  TABLE  OF  RESULTS.» 


L.  V.  Buckwheat. 


D.  U&W 

lermyn  Stove... 

woodward 

Cayu^a 

Mt.  Pleasant... 

L.V.  Pea 

Forly-fooi 

ManvilleSbaft.. 
Continental.... 

Avondale 

Oxford 


Mainmoth(Buckwh't) 
Buck  Mountain 


Locality. 


W.-Barre,  Pa.... 

Unknown 

ti 

Schuy.  Co.,  Pâ..* 
Scranton,  Pa.... 

4i  44 

L.  V.  région.... 
Scranton,  Pa.  .. 

Avondale,  Pa... 
Scranton,  Pa.... 
Drifton,  Pa.  \ 
(Slate  removed)  f 
Cross  Creek.Pa  j^ 
(Slate  removed)  ) 


1 

Si 

5 

1 

<8 

9  C^* 

1- 

"o 

'   1 

i 

lé 

«•3 

|I3 

É 

6. ai 

«5-S 

SS:r 

"»959 

6.8 

>3 

X2,000 

5 

Ï4 

8x 

xx,8oo 

5 

IX 

84 

xa,400 

6.08 

iz.oa 

HT, 

«•485 

X9,3i6 

4.06 

14.07 

x.4a 

"»554 

6.50 

9.1a 

84.38 

X.49 

xa,4X3 
"»458 

7-63 

X0.78 

'f^lî 

1.4a 

7-49 

16.93 

xsa 

xx,9ao 

5.07 

xo.ox 

|4-9a 

X.41 

«3»045 

6.1a 

7.38 

x.4a 

«3.064 

5.78 

10.03 

fa 

X.6X5 

i3»«o7 

6 

6.91 

x-44 

X3,ai8 

6.49 

a. 34 

91. a7 

x.4*S 

ï3«433 

a. 44 

6.97 

90.59 

«55 

«3.7ao 

a. 17 

5-4» 

99.41 

1.56 

«4»MO 

.  >  o  9 


xa.38 
ia.4a 
12.  aa 
X3.X3 
13.05 

«3 

xa.77 

xa.90 

"37 

«3'49 

«3  54 

13. 57 

>3-7« 

X3.9X 

X4tao 
X4.79 


Table  XIX. 

BITUMINOUS  COAL— AVERAGE  TABLE   OF  RESULTS.» 


Mise. 


Gillespie 

Auburn  Screenings. 
I.ittIePitt8burg,Va. 

Bernmont.  

Antrim 

Eurêka 

Turtlc  Creek. . . . 
Nova  Scotia. .... 
Reynoldsville... 

Lefsenring 

Pocahontas 

Cooperstown . .  . 


Locality. 


Gillespie,  m 

Sugar  Creek,  III 

.vlorgantown,  W.  Va. 
M onongahela  R.,  Pa. 
New  BlcMsburg,  Pa.. 
Clearfield  Co.,  Pa  . 
Monongahela  R.,  Pa. 
No.  a  Slope.  U.  S    . . 

Reynoldsville,  Pa 

Connellsvllle.  Pa.... 

New  River,  Va 

Nova  Scotia 


36.a6 

37-5 

37-5 

>8.54 
«3-79 
34. 9! 
39 -3^ 
34.67 
39.36 
17.84 
30'75 


«a.  33 

Te 

8.04 
XX. 

4-33 
4.11 

6.85 
3.7a 
4.09 


51. 4» 
47-3 

5996 
70.16 
70.39 
60.73 
63.61 
69.96 
64.49 
78.45 
65.16 


X.36 


t.a75 

1.4a 

1.3a 

i.a8 

1.31 

«•34 

«•34 

1.355 

x-345 


^Ib   - 

^  es  B4 
,  >  O  n 


xo,9oa 

Xl,300 

ia,8oo 
»3.4a4 
«3.695 
«3.897 
«4.450 
«5»3a4 
«5.«34 
«5.a85 
«5.a83 
«5.435 


XI. 38 
11.6 
«3-3 
139^ 
X4  x8 

«4-3< 
«4 

«5'67 
X5.8a 
X5.83 
«5-98 


0.56 


X.04 
0.37 

0.43 

0.30 

0.37 

0.33 

0.9a 

0.3 

0.5 


*  From  experimenis  made  by  Flory  and  Gilbert  at  Sîbley  Collège,  Cornell 
University.  The  heat-units  are  given  per  pound  of  dry  coal.  Coal  în  ordi- 
tiary  conditions  contains  from  3  to  10  per  cent  of  moisture,  and  the  resulis  must 
be  reduced  accordingly.  Seventy  per  cent  of  the  iheoreiical  hcaiing  value 
lepresents  the  average  results  obtained  in  practice. 
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Table  XX. 

FIXED  CARBON  LOST. 
Carbon  in  ÀsAito  7S  Per  Cent  Ash;  in  Fuel  front  9.00 /<>  18.00  Per  Cent*  (CoxeV 


Per 

Per  Cent  o£  Ash  In  Coal  Fired. 

Cent  of 

Carbon 

1 

1               1 

in 

Q  per 

10  per 

Il  per 

12  per 

13  per    M  per 

15  per 

16  per 

17  per  ,  18  per 

Ash. 

cent. 

cent. 

cent. 

cent. 

cent.    ;  cent. 

1 

cent. 

cent. 

cent.       cent. 

75.... 

32.53 

35.70 

39.66 

43.72 

47.98 

52.27 

56.68 

61.17 

66.23    7» -05 

70.... 

25.30 

27.75130.85 

34.05 

37.32 

40.64 

44.07 

47  57 

51.51  ,55.56 

65.... 

20.14 

22.09    24.56 

27.11 

29.71 

32.35 

35  07 

37.86 

41.37 '43-9S 

60   ... 

16.26 

17.84119.83 

21.89 

24.00 

26.13 

28  34 

30.59 

33.12    35.53 

55.... 

«3.25 

14.54  !  16.16 

17.83 

I9..S5 

21.29 

23.08 

24.90 

26.98,28.95 

50. . . . 

10.84 

11.90  13.23 

14.60    16.00 

17.42 

18.89 

20.39 

22.08    23.68 

4»i.... 

8.87 

9.76, 10.82 

11.94    13.09 

14.25 

15.45 

16.67 

18.061  I9-3S 

40  ... 

7.23 

7.92    8.81 

9.72     10.66 

11.62 

12.^8 

13.52 

14.72    15.7^ 

35... 

5.84 

6.40    7. II 

7.85 

8.61 

9.37 

10.16 

10.98 

11.89112.75 

30.... 

4.65 

5.10    5.65 

6.25 

6.85 

7.40 

8.09 

8.73 

9.46    10.15 

25.... 

3.61 

3.96 

4.40 

4.95 

5.32 

5.80 

6.29 

6.79 

7.36!   7.89 

20 

2.71 

•2.97 

3.30 

3.64      4.01 

4.35 

4.72 

5.10 

5.52     5.92 

15.... 

I.9I 

2.09 

2.32 

2.57'     2.82 

3.07 

3.33 

3.59 

3  90 

4.1S 

10 

1.20 

1.32 

1.47 

1.62 

1.77 

1.93 

2.09 

2.26 

2.45 

263 

5  ... 

•57 

.63 

.68 

.76 

.83 

.91 

.98 

1.07 

1.16 

1.25 

I 

.11 

.12 

•13 

.14 

.16 

.17 

.18 

.20 

.22 

.29 

•  Sec  fl  86,  text. 

Table  XXL 

SPECIFIC  HEATCFGASES  AT  CONSTANT  PRESSURE.* 
(Sec  text,  §91.) 


Gas  or  Vapor. 


Air 

Oxygen 

Nitrogen 

Hydrogen 

Méthane  (marsh-gas). 

Carbonic  oxide 

Carbonic  anhydride. . 

Steam 

Sulphurous  anhydride 


Equal 


Volumes. 

WeiRhtt. 

.2375 

.2375 

.2405 

.2175 

.2368 

.2438 

.2359 

3.409 

•3277 

.5929 

.2370 

.2450 

.3307 

.2163 

.2989 

.4805 

.3410 

.1540 

♦Taken  from  Miller's  ''Chemical  Physics,"  page  308;  Prof.  J.  D.  Everett's  "Uau*and 
Physical  Constants;'*  Dr.  A.  Naumann's  " Technisch.Thermochemische  Berechnungen." 
Sec  fis  78,  213,  texL 

H  BATS  OF  Combustion. 
One  pound  C  to  CO«  gives  8140*  calories  or  14650  B.T.U- 
"      CtoCO       **     2474  •*       or    4450      '• 

*'      C  from  CO  to  CO,  gives  5666+  calories  or  10200  B.T.U. 


♦  Berthellot,  Coll.  Guardian.  Vol.  64,  page  237. 

tDr.  Alex.  Naumann's  ''Thermochemische  Berechnung 


zur  Heizung,"  page  » 
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Table  XXII. 

COEFFICIENTS  OF  EXPANSION  OF  SOLIDS.     (D.  K.  Clark.) 


Substance. 


Aluminum  (cast) 

Krass  (cast) 

Brass  (sheet) 

Bric.k  (best  stock) 

Bronze 

'Cément  (Portland,  Neat). . . 
Cernent  (Portland,  with  sand) 

Copper 

•Glass  (flint) 

-Gldss  (thermometer) 

■Graniie  (gray,  dry) 

•Gold  (pure) 

Iron  (vvrought) 

Iroii  (cast) 

Lead 

Marble  (ordinary,  dry) 

Mercurv  (cubic  expansion). . . 

Nickel.' 

Plasier  (white) 

Platinum 

Sil ver  (pure) 

Slate 

Steel  (cast) 

Stone  (Sand,  dry) 

Tin   

Zinc 


Coefficient 
for  1»  Fahr. 


.00001234 
.00000957 
.00001040 
.OOOJ0306 
.00000975 
.00000594 
.00000656 
.00000887 
.00000451 
.00000499 
.COOOO438 
.00000786 
.00000648 
.00000556 
.00001571 
.00000363 
.00009984 
.00000695 
.00000922 
.00000479 
.00001079 
.00000577 
.00000636 
.00000652 
.00001163 
.00001407 


Total  Expansion  between  32®  Fahr. 
and  912°  Fahr. 


Coefficient. 


Décimal.    Fraction. 


.00222 I 
.001723 
.001872 
.000550 

.001755 
.001070 
,001180 
.001596 
.000812 
.000897 
.000789 
.001415 
.001166 
.001001 
.002828 
.000654 

.017971 
.001251 
.001660 
.000863 

.OOF943 
.001038 
.001144 
.001174 
.002094 
.002532 


1/450 

1/581 

1/535 

1/1818 

1/568 

1/935 

1/847 

1/625 

1/1234 

i/iiii 

1/1266 

1/707 
1/866 
i/iooo 

1/353 

I/I530 

1/56 

1/800 

1/602 

i''ii59 

1/5 14 

1/967 

1/874 

1/852 
1/477 
1/395 


In  Length  of  10 
Feei. 


Feet. 

Inches. 

.02221 

.2664 

.01723 

.2067 

.01872 

.2246 

..00550 

.0660 

.01755 

.2106 

.01070 

.1284 

.oiiSo 

.1416 

.01596 

.1915 

.00812 

.0974 

.00897 

.1076 

.00789 

.0947 

.01415 

.1698 

.01166 

.1399 

.01001 

.I20I 

.02828 

.3394 

.00654 

.0785 

.17971 

2.1565 

.01251 

.1501 

.01660 

.1992 

00863 

.1036 

.01943 

.2334 

.01038 

.1246 

.OÏ144 

.1373 

.01174 

.1409 

.02094 

•2513 

.02532 

.3038 

Table  XXIII. 

DRAUGHT-POWER  FOR  COMBUSTION  OF  FUELS. 


Fuel. 


Straw 

Wood 

Sawdusi 

Peat,  light    

Sawdust  mixed  witb 

smali  coal 

Steam-coal,  round 
Slack,  ordinary. . . 


Draufi^ht  of  Chim- 

ney  m  Inches  of 

Water. 


0.20  to  0.25 
0.30  **  0.50 
0.35  •'  0.50 
0.40  •*  0.50 


0.60 
0.40 
0.60 


0.75 
.75 
.90 


Fuel. 


SIack«  very  small.. 

Coal-dust 

Semi-anthracite  coal 
Mixture    of    breeze 

and  slack 

Anthracite,  round 
Mixture    of    breeze 

and  coal-dust  . . 
Anthracite-slack.. 


Draught  in  Inches 
of  Water. 


0.75  to  1.25 
0.80  '*  1.25 
0.90  **   1.25 


I.OO 
1.25 

1.25 
1.30 


33 
50 


1.75 
1.80 
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Table 
steam-boiler 


Per  I  Ib.  of  Coal  Fired. 

li 

ce    . 

Entcring  the  Tubes. 

Heating- 

M 

o« 

1 

^ 

SJ                        Trana- 

Source  of  Data. 

surface. 

û 
< 

û 

li 

1* 

li 

mission. 

Il 

i 

H 

1 

Pe.  De- 

grée. 

Per 
Sq.  Ft. 

S 

IT. 

a- 

'f\ 

Lb. 

Units. 

Units 

ne,. 

1 

Ft.    Un's  Units 

Report  of  the 
Research 

Fusi  Yama. 
Cofchester. 
Tarur 

•5 
«S 

':!? 

2.29 

0157 

22.8 

12,500 

11,036 

1285 

17.63    4.2     4,120 

Comroiitee, 

I.Ol 

008 

18.5 

ï  3*054 

21,053 

2165 

42.2     8.82  16,237 

Inst.  M.  Ë.     1 

•4 

2.325 

2.725 

.02a 

31.6 

14,700 

11,200 

Ï370 

18.3     4-54    4,576 

Natural 

Mr.  Spence's 
trials  of  a  low 

draught.. 
Cold  forced 

.38 

1-34 

1.62 

.0109 

16.6 

13,000? 

18,453 

1916 

25.9     6.3    10,16a 

'^S^LVT 

do 

Hot  (261») 

•34 

1.08 

X.32 

.009 

20.0 

13,000? 

17,216 

•833 

35  3  '  7.26,11,108 

forced  do 
D  Natural 

•3« 

1.46 

1.77 

.oia 

18.0 

13,000? 

17,967 

1879 

24.3  1  6.1a 

9,645 

Thornycrofi's 

draught . 
A  Nat.  do. . 
C  .27-in.  do. 
B  .49-in.  do. 
Ea.oo-in.do. 

•4 

8.6 
5.26 

9.0 

•054 

17.4 

14,945 

17,000 

1885 

5.25    a. 92 

4,395 

water-tube    • 

•24 

5-5 

•033 

24- 

12,600? 

13,796 

1608 

'045    3.76    4,610 

boiler.a 

.M3 

3.137  3.« 

.oa 

17.8? 

14,500? 

24.2Q4 

2500 

18.3  1  6. s  ;i3,8ia 

1 

.09 

.046 

1.96  I2.05 

.0123 

18.14 

14,270 

26,089 

2651 

31.8  1  8  88  20,299 

l 

1.004 

1.05 

.006 

17.2 

13,62a 

28,543 

2878 

66.4    13.6 

33,973 

Thornycrofi's  [ 

loco.  type     j 

torpédo       | 

boiler.»        [ 

Dr'ght  3  in. 

.06 

.61 

.67 

.00313 

20? 

13,900? 

24,683 

2524 

132.5    17.4 

100          ,30 

37,863 

1;      3  jn. 

.05 

"T 

.527 

.00246 

18? 

13,350  ? 

26,760 

2694 

46,920 

4  m. 
"      6  in. 

.04 

.38 

.42 

.00197 

16? 

12,750  ? 

29,275 

2898 
3206 

189.4  ;a2.8 

58.163 

.031 

•309 

•34 

.00160 

14? 

12,350  ? 

33,097 

226      )«6.9 

76,907 

r 

Alnwick.  .. 
Foden 

•4 

1.105 

«•505 

0084 

23.2 

13,264 

ia,8ao 

1460 

36.9  \  6.57 

7,470 

R.A.S.E. 

(simple).. 
Do  (comp.) 
McLaren 

.68 
.56 

6.12* 
5-09 

6.8 
5.65 

.oa8 

12.42 
1522 

13,964 
14,715 

13.628 
14,877 

1697 

1 
5.68    2.66 
8.,6    3  46 

4,460 

portable  en- 

ffine  trials 

at  the  New- 

(simple).. 
Do.  (comp.) 
D.,P.  &Co. 

.8 

•744 

41 

4.026 

4^9 
4^77 

.0144 

.014 

a6.a 
27 -43 

14,940 
14,880 

9.427 
9,458 

1194 
I2I3 

30. 8 

23.7 

4.51 
4-77 

3,832 
4,031 

castle  Show, 
1887. 

(simple). . 
Do.  (comp.) 
Humphreys 

.88 

453 

5-41 

.02a 

23.5 

14,646 

9,267 

1164 

13 

3-37 

2,773 

•75 

5. «9 

6.04 

.0255 

24 -43 

14.664 

9,899 

1247 

11.4 

3  42 

3,013 

(simple). . 
Do.  (comp.) 
Cooper.     . . 

■3» 

1.56 

1.88 

.0116 

Ï7-4 

14.738 

19,187 

2014 

25.8 

6.63  11.178 

1 
l 

.237 

1.203  t. 44 

.0089 

23  57114.076 

16,346 

.789 

41.4 

7.85  11.390 

•35 

1.62 

1.97 

.01 

«9 

14.544 

17,014 

1849 

30.5 

6.9  110,307 

Mr.  Stroud-  J.Gladstone.. 

ley.^          Il          "     .  .. 

Lan  cash  ire 

.OQ2 

I.108 

' -^ 

.0028 

18? 

14.500? 

26,717 

2701 

141         18.9  J44.290 

.22 

2.54 

2.76 

.0068 

18? 

14,500? 

21,232 

2215 

49.1 

9.8  118,191 

Mr.  Holliday.»     boiler     . 
Donkin  &        JDo.  (same 

3 

346 

3.76 

.058 

13.18 

14,568 

23,190 

a299 

4.36 

a. 94 

5,880 

Kennedy.»     1     boiler)  . . . 

"^«f^-'        (jDo.  (samr). 
Worthin;?ton     iCornish 

.166 
.118 

i.927'2.093 
1.412  Î.53 

.032 
.0148 

17.00 
20.7 

14,539 
12,665 

24,801 
19.483 

2473 
2053 

10.8 
24  4 

4.94 
6.53 

10.710 
11,271 

.132 

1.5881.72 

1 

.0156 

14.8 

12,522 

24,977 

2488 

18.4 

6.4 

13,858 

pump  trials.» 

boilers  . . . 

.29 

4.97 

5.a6 

.084 

16.42 

14,800? 

20,886 

2142 

3-5? 

2.53 

4.642 

University      j 

1    Loco.    \ 

Collesre.     \    ,     type     ( 
Donkin  &        j  ,  '      Do.      \ 

•37 

2.09 

2.46 

.0204 

27.8 

13.900 

13,160 

1387 

17.11 

4.17 

4.899 

Kennedy.»  1 

|J   (same)  \ 

.67 

3^76 

4-43 

.037 

40.7 

14,316 

7.537 

1005 

11.20 

3.01!   3,056 

'  N.B.  c.  Inst.  Engineers  and  Shipbuilders,  iith  January,  1888. 
^  Manchester  Association  of  Engineers,  January  1890. 


«  Proc.  Inst.  CE.,  v.  99. 


Digitized  by 


Google 


APPENDIX. 


677 


XXIV. 

TRIALS.    (J.  G.  HuDSON.) 


Leavtnfi^  thc 
Tubes. 

F 

le- 
gs 

Disposai  of  the  Heat  developed  by  x  Lb.  of  the  Fuel. 

1 

fc   .    Tcmp. 
aw     ofthe 

Apparent  Ab- 
sorption by 

Apparent  Total 
Absorption. 

Wasted  in  Gases. 

Actually 
Utilized 

^1 

uases. 

Fire- 
box. 

Tubes. 

Calcu- 
lated. 

Actual. 

CaJcu. 
lated. 

Actual. 

in  Kaisinj; 
Steam. 

Cal 

Act. 
De,. 

■  .  t 

Ft.  |Un.  De». 

De.. 

Uniu.  % 

Units.  % 

Units.    % 

Uniis.    % 

Units.   % 

Units.  % 

Units.    % 

10.872.43    615 
20.96  3.83'  845 

XI. 4     2.661   680 

835 

477 

304 
362 

55»8  44.2 
3158  24.3 
4480  30  4 

5384  36.8 

9i.337  74-7 
9,376  71.9 
9,864  67.2 

9'547  76-4 
9,427  72.2 
»i.447  77-9 

3»63  25.3 
3674  38. î 
4836  32.8 

3697  97.8 
3253  22.1 

8,570  68.6 

8,240  63 

?        ? 

1 
11.9    a. 6     660 

1 

757 

303  5»67  39-7 

5301  40.8 

10,468  80.5 

19.059  77-4 

3539  19.5 

3941    29.6 

9.293  71-5 

18.6    3.47    745 

834 

3034132  3» -7 

5416  41.7 

9.548  73.4 

9,099  70.0 

3452  26.6 

390X    30.0 

8,981  69.1 

XI. 7  '2.58    66c 

701 

303  5570  42.8 

56»»  43- a 

XI, 181  86.0 

10,994  84.6 

1819  14. 0 

9006   15.4 

«0.375  79.8 

x.q8    .97    424 
4.781.56,  485 
6.151.8a    535 
10  91  a. 5   1  605 
32-2    3-84,   735 

431    380,6880  46.0 
474 1   382  33»»  26  2 
540|  375 '3474  --40 
610,  365,2348  16. s 
777,  .380|i3i3     9-6 

6456  43. a 

94x5  65.9 

9359  68.6 

13.336  89.2 

10,0Ç0    79.8 

» 2.358  85.2 

11,763  82.4 
10,679  78.2 

Î3.330  892 
io,xi6  80.3 
12.334  85.1 
11,740  82.3 
10,489  77.0 

x6o9  X0.8 
3550  20. a 
3142  14.8 
3507  17.6 

3950  91.8 

1615    10.8 
2484    19.7 

3166  14  9 
2530  17-7 
3»33  23  0 

12,056  83.0 
10,964  76.8 
9,940  72.9 

56.6  '6.a8|  815 
66.6  16.87    8so 
74-5  ,7-3S'  860 
8i.o    7.64;  855 

1073'  348,1481   10.718614  61.9 
1192I  348  1338  io.O|84io  63.0 
ia6o,  347|"7i     9-2831565.2 
1444'  347  T026    8.31846a  68.5 

10,096  73.6 

9.746  73.0 
9,486  74.4 

9,488  76.8 

!'722  ^3-3 
8,188  61.4 
7,854  61.6 
7.368  59-7 

3805  27.4 
3602  27.0 
3264  25.6 
2863  23.2 

5»o5  36.7 
51^2  38.6 
4896  38  4 
4983  40.3 

8,203  59.9 
7.632  57» 
7.34»  57-5 
6,9 »o  5.Ç-9 

22.4    3-69'  '/OS 

700'  323.5128  38. 7 '4389  33  i 

9.5»7  7«-8 

9,546  72.0 

3747  28.2 

3718  98.0 

8,791  66.2 

3.42  1.03'  382 
3- 461.331  455 

388,  35o'9267  66.4 
435^  4071833»  56.7 

1661  96.2 
4844  3» -8 

ia,9a8  99.6 
»3.i75  89.5 

12.908  93  4 
«3.253  90. » 

1036    7.4 
»540  10.5 

io^6     7.6 
146a    9.9 

19,319  88.3 
11,843  80.4 

".3  '2.3  1  435 
ia.4  la. 45    448 

44»!  353  7542  50-5 
460    3687037  47-3 

4950  33  I 
5»97  34-9 

12.492  83.6 
12,334  8a. 2 

12,45a  83.3 
13,15a  81.7 

9448  t6.4 
2646  17.8 

3488  16.7 
3728  18.3 

T».853  79.3 
19,169  81.7 

6.63  1.75    432 

6.0  ,1.7  ,  440 
1 

385    34»  815s  55  614303  29.5 
410    366  7424  50.6  4922  33-6 

1                   1 

12,458  85.1 
12,346  84.3 

12.735  87.0 
12,529  85.5 

ai88  14.9 
2318  15.8 

1011  13.0 
2»35  14-5 

10,819  73.9 
X2,545  85.5 

XT.3    a.6  1  625 
21.9  '3  7  ,  730 
14.2    a. 8  1  615 

480    3386140  41.7 
700    338  3874  27.6 
680    353  5955  41 .0 

6101  41.4 
6249  44-3 
5925  40.7 

12,241  83.1 
10,123  7X.9 
11,880  8X.7 

12,882  87.4 
10.300  73  2 
11,568  79-6 

2497  16.9 
3053  28.x 
2664  18.3 

1856    13.6 

3776  96.8 
2976  90.4 

9.795  66-3 
10,384  7«.4 

\u 

4.78 
a. 71 

525 
430 

592    357  2458  17  0 
476    353  4671  3«-' 

9921  68.4 
8142  56.2 

12,379  85.4 
12,813  88.4 

i2,o66  83.2 
12,603  86.9 

3I3I    14.6 

1687  11.6 

2434  16.8 
1897  13- I 

«3.35«  92.1 
»4i344  98  9 

1.67 

.94 

600 

399    298  6057  47-8 

5775  39.6 

12,732  87.4 

13,416  92.x 

1836    19.6 

i»52    7-9 

9,691  66.1 

4.61 

X.73 

790 

1         1 
630^  304  4117  28.4 

7268  50.0 

".385  78.4 

12,077  83.x 

3154  a». 6 

2469  16.9 

9,679  66.5 

11. 9 
7-2 

a. 8 
a.i 

690 

700,  327  2299  18.1 
648    326,3297  26.2 

666753-7 
6831  54  7 

8,966  70. 8|  9.33»  73.7 
10,138  80.9  10,288  8a. a 

^699  99.9 
2394  19» 

33.^4  26.3 
2234  X7.8 

8.339  65.7 
9.472  75-6 

Ï.4 

.85 

565,    422|    307  6057   40.9 

6633  44-8 

12,690  85.7,13,287  89.8 

2110  X4.3 

1513  10.9 

".4^4  77-5 

9.96 

9.21 

615 

560'  212  4869  35.0 

5226  37.6 

10,095  72.6x0,468  75.3 

3805  27.4 

343»  «4.7 

9,995  66.3 

784 

.03 

* 

555 1  323  5050  35-3 

439«  30.7 

9,446  66.0'  9,546  66.6 

4870  34.0 

4770  33.4 

8,163  57.0 

•  Ibid.,  V.  66.  ♦  Ibid.,  v.  81.  •  Ibid.,  v.  99.  •  Enginterinf^  ist  Aufiiust,  1890. 

•  Engineering^  7th  December,  1888.  •  Engineering^  sxst  November,  1890. 
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Table  XXV. 

HEATING-SURFACE   PER   INDICAÏED   HORSE-POWER. 

Description  o(  Boiler  and  Usual  Proportions.  H^S^^fH^P. 

Boilers  of  torpédo- boats,  modified  locomotive  type 1.33 

Boilers  of  yacht-engines,  locomoiive  type 1.30 

Locomotive-engine  boilers 1.50  to   I.S5 

Marine  boilers,  modified  locomotive  type 1.65  "   2.00 

Coil'boilers 1.50"    2.25 

Marine  return-cube  boilers 2.50*'  4.00 

**  "  "       for  quadruple-expansion  engiaes 2.50"  3.00 

**  *•  "       for  triple-expansion  engines 3.50 

Lancashire  boilers 3.00"   4.00 

Cornish  boilers • 4.00"   6.00 

Plain  cylindrical  boilers 5.00"    7.50 

Water-iube  boilers 7.00  "  11.60 

*'  ••      with  vertical  tubes 8.00**10.00 

Horizontal  externally-fired  cylindrical  tubular  boilers 7.00  "  12.00 

Horizontal  inlernally-fired  cylindrical  tubular  boilers 9  00  "  15.0- 

Portable-engine  boilers î....   10.00  "  i:.oo 

Vertical  tubular  boilers Z2.00  "  15.00 

Table  XXVI. 

GRATE-SURFACE   PROVIDED   IN   STEAM-BOILERS  PER 
INDICATED   HORSEPOWER. 

Square  Feet  of 
Description  of  Boiler  and  Usual  Proportions.  Graie  Surface 

perLH.P. 

Boilers  of  locomotives* 020  to  .035 

Boilers  of  yachts,  locomotive  type 030  "  .050 

Marine  return-tube  boilers  of  war  ships 050  *'  .075 

Coil-boilers 050  "  .o5o 

Marine  return-tube  boilers  of  Atlantic  steamers 060  "  .0S3 

Marine  return-tube  boilers  for  triple-expansion  engines 080  ".100 

Boilers  of  torpedo-boats,  locomotive  type 100  "  .125 

Marine  return-tube  boilers,  average .125 

Flue  boilers 125  "  .175 

Water-tube  boilers 150  **  .250 

Water-tube  boilers  for  non-condensing  engines,  average .225 

Cornish  boilers 150  *'  .220 

Plain  cylindrical  boilers  150  **  .250 

Horizontal  internally-fired  cylindrical  tubular  boilers 200  '*  .300 

Portable-engine  boilers 250  **  .300 

Vertical  tubular  boilers 300  "  .500 

*  Locomotives  hâve  stcam-blast. 
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Table  XXVII. 

RATIOS  OF  HEATING    AND  GRATE-SURFACE. 

Ratio  of  Heating. 
Dcflcription  of  Boiler  and  Usual  Proportions.  ""'^^siTrfac?^*'*' 

Marice  return-lube  boilers 25  to  40 

'*                **            **        average 35 

Flue  boilers 20 '*   30 

*'       average 25 

Cornish  boilers 25"   35 

Bcilers  of  yachts,  locomotive  type 40  "    50 

Horizontal  internally -fired  cylindrical  tubular  boilers 40  '*   50 

Portable-engine  boilers 23  "   70 

Waicr-tube  boilers 35  "   60 

•*            "      average 45 

l^omotive  boilers 60  "  80 

Table  XXVIII. 

STEAM-SPACE  PER  SQUARE  FOOT  OF  HEATING-SURFACE.      * 

(HUTTON.) 

Capacity  of  Steam- 

space  per  Square 

Detcriptioo  of  Boiler  and  Usual  Proportioos.  Foot    of    Total 

Ueatinif-surface . 
Cu.  Ft. 

Harrison's  watertube  boiler 023 

Water-tube  boilers  on  Root's  prtnciple,  average 043 

Root's  water-tube  boiler,  improved » 108 

DeNacyer's  water-tube  boilers 052 

Locomotive-engine  boilers 053 

Water>tube  boilers,  average  of  a  number  of  différent  kinds 070 

Stationary  multitubular  boilers,  locomotive  type 083 

Marine  rrturn-iube  boilers  for  quadruple-expansion  engines 085 

Babcock  &  Wilcox  water-tube  boilers 091 

Marine  reiurn-tube  boilers  for  triple-expansion  engines 115 

Marine  boilers  of  modified  locomotive  type 135 

Marine  return-tube  boilers  for  high-speed  double-expansion  engines 160 

The  Galloway  boiler 175 

Marine  return-tube  boilers  for  low-speed  double-expansion  engines 200 

Lanca!«hire  boilers  for  pressure  of  steam  up  to  200  Ibs.  per  sq.  in 210 

Cornish  boilers  for  pressure  of  steam  above  120  Ibs.  per  sq.  in 240 

Sutionary  horizontal  multitubular  cylindrical  boilers 250 

Cornish  boilers  for  pressure  of  steam  up  to  loo  ibs.  per  sq.  in 260 

lancashire  boilers  for  pressure  of  steam  up  to  100  Ibs.  per  sq.  in 300 
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Table  XXIX. 

QUANTITY  OF  WATER  PER  SQUARE  FOOT  OF  HEATINO- 
SURFACE.     (HUTTON.) 

QuantUy  of  Water 
D«cription  of  BoUer.  ^J^^^J^Ï^. 

Cu.    Ft.  =  Lbs. 

Plain  cylindrical,  or  egg-ended,  boilers • 1.50  =  93.60 

Cornish  boilers 57  =  35.56 

Lancashire  boilers 54  =  33.69 

Galloway  boilers • .47  =  29.33 

Marine  return-tube  boilers • 44  =  37.45 

Vertical  cross-tube  boilers 24  =  14.97 

Staiionary  horizontal  cylindrical  multitubular  boilers 30  =  12.48 

Vertical  tubular  boilers .16=    9.9! 

Locomotive- engine  boilers ^ 12  =    7.49 

Portable-engtne  boilers,  ordinary  locomotive  type • •  • . •    •  10  =    6.24 

Water-tabe  boilers,  Babcock  &  Wilcox 15  =    9.80 

'*  "        average  of  a  number  of  différent  kinds 11  =    6.86 

"  •*        Root's  improved .  .^ 13=    8.12 

«•  "        De  Naeyer's 096=    6.00 

**  "        on    Root's    principle,    by    différent    maker, 

average 08=    5.00 

"  "        Harrison's 06=    3.74 

Steam  fire-engine  boilers • 06  =    3.74 

Water-tube  boilers  composed  of  rows  of  wrought-iron  tubes  of  3 

inches  diameter  and  under,  average ..••••••    .05  =    3.X2 
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Table  XXX. 

STEAM-  AND  GAS-PIPES. 

Mr.  Babcock  developed  the  following  as  a  dose  approxima- 
tion to  the  relative  flow  in  pipes  et  différent  sizes  under  similar 
conditions  : 


Woc 


V-. 


d* 


or 


^+3-6'  Vd+3,6' 


W  being  the  weîght  of  fluid  delîvered  in  a  given  tîme,  and  d 
being  the  internai  diameter  in  inches. 

The  dîameters  of  **  standard  "  steam-  and  gas-pipe,  however, 
vary  from  the  nominal  diameters,  and  are  given  in  the  follow- 
ing table  : 

STANDARD  SIZES  OF  STEAM-  AND  GAS-PIPES. 


i 

Diameter. 

II 

Diameter. 

1 

Diameter. 

S 

Internai. 

Bxternal. 

i 

Internai. 

External. 

ï 

Internai. 

Bxternal. 

M 

M 

M 

4 

.27 

.40 

2è 

2.47 

2.87 

9 

8.94 

9.62 

i 

.36 

.54 

3 

307 

3.5 

10 

10.02 

10.75 

« 

.49 

.67 

3i 

3.55 

4 

II 

II 

11.75 

\ 

.62 

.84 

4 

4.03 

4.5 

12 

12 

12.75 

\ 

.82 

1.05 

44 

4.51 

5    ^ 

13 

13.25 

14 

I 

1.05 

1.31 

5 

5.04 

5.56 

14 

14.25 

15 

li 

1.38 

1.66 

6 

6.06 

6.62 

15 

15.43 

16 

lè 

I.61 

1.90 

7 

7.02 

7.62 

16 

16.4 

17 

3 

2.07 

a- 37 

8 

7.Q8 

8.63 

17 

17.32 

18 

The  table  following  gives  the  number  of  one  size  equal  in 
delivery  to  larger  pipes  under  same  conditions.  The  iipper 
portion  pertains  to  "  standard  "  pipe,  while  the  lower  portion 
is  for  pipe  of-  the  actual  internai  diameters.  The  figures 
in  the  table  opposite  the  intersection  of  any  two  sizes  is  the 
number  of  the  smaller  pipe  equal  to  one  of  the  large.  Thus 
29  standard  2-inch  pipes  equal  one  standard  7-inch  pipe. 
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Table  XXXIV. 

SAFETY-VALVE  AREAS.     (Brit.  Bd.  Trade.) 


Area  of  Valve 

Area  of  Valve 

Area  of  Valve 

Boilcr- 

pcr  Square 

Boiler. 

per  Square 

Boiler- 

per  Square 

pressure. 

Foot  of 

presBurc. 

Footof 

pressarc. 

Foot  of 

Fire-g^rate. 

Fire-grate. 

Fire-graie. 

Lbs. 

Sq.  In. 

Lbs. 

Sq.  In. 

Lbs. 

Sq.  In. 

15 

1.250 

80 

.394 

145 

.234 

20 

I.071 

85 

•375 

150 

.227 

25 

.937 

90 

.357 

155 

.220 

30 

.833 

95 

.340 

160 

.214 

35 

.750 

100 

.3«6 

165 

.208 

40 

.68ï 

105 

.312 

170 

.202 

45 

.625 

110 

.300 

175 

.197 

50 

.576 

"5 

.288 

180 

.192 

55 

.535 

120 

.277 

185 

.187 

60 

.500 

125 

.267 

190 

.182 

65 

.468 

130 

.258 

195 

.178 

70 

.441 

135 

.250 

200 

.174 

75 

.416 

140 

.241 

Table  XXXV. 

STEAM-BOILERS  WORKING  WITH  AND  WITHOUT  ECONOMIZER. 

(HUTTON.) 


Duration  of  test,  hours 

Weight  of  coal  in  pounds 

Working  pressure  of  steam,  pounds  per  square  inch 
Température  of  the  feed-water  entering  economizer 
Température  of  the  feed-water  entering  boilers. ... 

Degrees  feed-water  heated  by  economizer 

Température  of  gases  entering  economizer 

Température  of  gases  entering  chimney 

Degrees  gases  cooled  by  economizer 

Evaporation  per  pound  of  coal  *'  from  and  at  212**  " 
Saving  by  economizer 


With 
Economizer. 


7856 
58 
88'  F. 

225"  F. 

137'  F. 

618'  F. 

365"  F. 

253"  F. 
10.613 
28.9ît 


Without 
Economizer. 


ni 
T0282 

57 


85' F. 


645'  F. 
8.235 
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Cbaracter  of  Métal. 

Tensile  Strength. 

Relative  Strength. 

Elong^ation  in  8  inches. 

Per  Cent. 

Relative. 

Unwelded 

52,078  Ibs. 

47,575     " 
46,386     '* 
43,954     *' 

I.OO 
.91 
.94 
.84 

23.2 

18.8 
8.3 

1 .00 

Lap-welded 

V-welded 

.89 
.85 
.37 

Butt-welded 

Table  XXXVII. 
priming  of  boilers.» 


li-^ 

II. 

Oui  of  Boilcr. 

VA 

1 

1 

Waltr 

Erapo- 
rated  per 

Sleam 

fi  team 
Geticratcd 

1 

Hour. 

Second, 

II 

> 

Feet 
per  sec. 

1?; 

Square 
Feet. 

Cubic 
Feet. 

Lbs. 

Cubic  Feet. 

Feet 
per  sec 

I.  Plain  two-flue  Cor- 

nish,  sel  in  brick  >■ 

439 

139.3 

36.0 

50.0 

4.07 

0.029 

flues 

2.  Two  -  flue  Cornish  ) 

multitubular,     set  \ 

10.76 

512 

127.8 

48.15 

45.0 

5.43 

0.043 

in  brick  flues 

3.  Single-flue  marine. . . 

9.58 

296 

53.13 

400 

60.0 

3.90 

0.074 

4.8H.P.  Cardiflfport-( 
able  engine  as  tried  \ 

4.36 

123 

20.51 

7.794 

80.0 

0.615 

0.030 

5.  8-H.P.  Cardiflfport-  ) 

ableengine  worked  \ 

13.08 

123 

20.51 

23.38 

80.0 

1.845 

0.090 

fui!  power ) 

6.  Three.flue  marine. . . 

10.54 

852 

104.8 

152.0 

70.0 

13.34 

0.127 

7.  Compound  locomo-  \ 

39.82 

595 

tive,  L.N.W.  Ry..  ( 

50.3 

179.7 

150.0 

8.49 

0  169 

8.  Locomotive  used  as 

stationary,      over-  >• 

35.15 

664 

58.54 

150.0 

100. 0 

9.92 

0.169 

worked 

460 

9.72 

28.7 

70.0 

2.52 

9.  Rooi's  sectional 

0  259 

10.  Vacuum-pan,  8  feet  \ 
diameter J 

•• 

386 

50.6 

198.6 

-13.5 

1,026.0 

2.66 

*  The  table  exhibits  tbe  rate  of  steam-discharge  from  the  surface  of  the  water  in  the  boiler 
in  several  cases.    Anderson,  Proc.  Brit.  Inst.  C.  B.,  1884. 
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Table   XXXVIII. 

NON-CONDUCTING   COVERINGS.» 

Relative  Amouat 
Eind  of  Coverioff.  of  Heat 

Transmttted. 

Naked  pipe loo. 

Two  layers  asbestos-papjcr,  i  in.  hair-felt,  and  canvas  covcr 15.2 

Two  layers  asbestos-paper,  i  in.    hair-fell,  canvas  cover,  wrapped 

w'iih  manilla  paper  15. 

Two  layers  asbestos-paper,  i  in.  hair-fell 17. 

Hair-felt  sectional  covering,  abestos-lined 18.6 

One  thickness  asbesios-board 59.4 

Four  thicknesses  asbestos-paper 50.3 

Two  layers  asbestos-paper 77.7 

Wool-feit,  asbestos-lined 23.  i 

'*       "      with  air-spaces,  asbestos-lined 19.7 

**       **      plaster  paris  lined 25.9 

Asbestos,  moulded 21.8 

"  felted,  pure  long  fibre 20.1 

'*  and  sponge 18.8 

*'  and  wool-felt 20.8 

Magnesia,  moulded 22.4 

"  sectional 18.  S 

Minerai  wool,  sectional 19.3 

Rock  wool,  iîbrous 20.3 

**      felted 209 

Fossil  meal,  moulded,  f  inch  thick 29. 7 

Pipe  painted  with  black  asphaltum II3>5 

**  "  **     light  drab  lead  paint 126.7 

**     protected  by  wood  tube.  3  feet  earth 320 

*•  *•  *•    Wyckofî  tube,  3  feet  oarth 18.0 

Table   XXXIX. 

PERCENTAGE  LOSS  OF  HEAT  FOR  VARIOUS  PIPE-COVERINGS. 

(Peclet.) 


ï,= 

Thickness,  in  Inches. 

73^ 

0.4 

0.8 

x.o 

1.6      j      a.o 

4.0 

6.0 

Kind  of  Covering. 

Relative  Conducting  Power. 

0.04 

29 

ao 

x8 

"3 

IX 

7 

6 

Eider-down.  loose  wool, 
hair-fek,  etc. 

0.08 

43 

3a 

aç 

'i 

ao 

13 

II 

Powdered  charcoal. 

0.16 

56 

48 

45 

35 

«5 

32 

Wood. 

0.32 

66 

63 

62 

58 

55 

44 

4« 

Sand. 

0.64 

73 

75 

73 

77 

78 

70 

68 

Clayey  earth. 

I  28 

77 

83 

85 

99 

96 

X02 

X09 

Stone,  rock. 

a.56 

78 

87 

91 

103 

110 

130 

150 

White  marble. 

5»2 

79 

90 

95 

109 

118 

»49 

180 

Solid  f^as  Carbon. 

10.00 

100 

100 

100 

xoo 

ÏOO 

100 

100 

Naked,  or  unprotectcd 
surface. 

*  Results  of  tests  of  various  pipe-coverings  made  at  Sibley  Collège,  Cornell  University. 
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It  may  be  roughly  estimated  that  the  cost  of  wastes  from  naked  pipe 
'with  high-pressure  steam,  indoors,  is  not  far  from  I4  per  year  of  3»ooo 
working  hours,  per  hundred  feet  and  per  inch  of  diameter.  This  cost 
may  be  reduced  tbree-fourths  10  five-sixths  by  good  coverings. 

Non'Conducting  Coverings  of  Boilers  and  Steam-pifes^  Steam^yîinders^ 
etc.,  may  often  effect  very  important  économies.  The  losses  by  imperfect 
covering  are  variable,  but  always  considérable.  Professor  Sly vanus  Thomp- 
son States  the  loss  to  amount  to  a  horse-power  for  every  66  feet  of  uncov- 
ered  steam-pipe  of  4  inches  diameter  conveying  steam  at  100  pounds; 
Capper  reckons  the  Joss  at  1.516  pounds  per  square  foot  per  hour,  the 
pressure  being  259  pounds  absolute;  Beare  found  it  to  be  i.oii  at  160, 
0.878  at  85,  0.775  at  60,  0.622  at  45,  and  0.375  at  3  pounds;  Zulauf  found, 
at  150  pounds,  a  loss  of  i.i  per  square  foot;  Haacke  found  the  figure  to  be 
0.66  at  60  pounds,  and  Norton  collated  figures  équivalent  to  i.oi  at  200 
pounds  and  0.6  at  100  pounds  pressure.  The  gênerai  results  may  be  sum- 
marized,  roughly,  in  an  expression  of  the  form,  for  absolute  pressures, 

ff^=o.o8  4//!; 

but  such  variable  results  cannot  be  given  accurate  measure.  The  loss  is 
cvidently  dépendent  upon  circumstances  which  are  quite  variable  in 
practice. 

This  amount  corresponds  to  a  condensation  per  day  and  per  year  of, 
respectively,  __ 

fr=i.924//>i;         W^  700.84//.; 

which,  at  100  pounds  pressure,  is  équivalent  to  a  waste  of  over  7,000 
pounds  of  steam  per  annum.  Assuming  maximum  economy  of  steam- 
making,  and  evaporization  of  10  pounds  of  water,  per  pound  of  good  fuel, 
at  boiler-pressure,  this  corresponds,  in  turn,  to  a  waste  of  coal  per  day  and 
per  year,  _ 

C=  0.008  V/i;        ^=7ov7; 

T/hich  latter  figure,  at  100  pounds  pressure,  would  mean  the  loss  of  700 
pounds  of  good  coal,  and  at  250  pounds  pressure,  about  a  half-ton,  each 
year.  With  a  more  common  evaporation,  actual,  of  eight  and  a  half 
pounds,  thèse  losses  and  their  costs  would  become  respectively  824  and 
1,235,  about  24  per  cent,  larger. 

With  such  coal,  if  worth  as  little  as  $4  per  **  long"  ton,  the  wastes  per 
square  foot  of  steam-pipe  would  thus  be,  annually,  between  $1.50  and  $2. 

By  the  use  of  non-conducting  coverings  this  waste  may  be  reduced  to 
from  a  half  to*one-fifth  or  one-sixth  its  quantity,  as  above,  and  the  costs  of 
covering  are  comparatively  small.  It  is  évident  from  the  above  that  it 
would  give  a  good  return  upon  expenditures,  in  such  cases  as  are  hère 
assumed,  of  as  much  from  $15  to  $50  per  square  foot,  and  that  the  covering 
would  pay  for  itself,  al  five  or  six  per  cent,  interest  for  capital  thus  in- 
vested,  in  a  very  short  time,  the  return  being  the  larger  as  the  steam- 
pressures  are  higher.* 

*  See  LondoD  Engineering,  Feb.  aa,  iQdx. 


Digitized  by 


Google 


6go 


THE  STEAM-BOILER, 


1-1 

PQ 

H 


c/) 


H 
< 

(/} 

H 

U 

S 
o 

H 
O 

u 

< 
O 
U 

H 
< 

u 

PC 


M 

o 
u 


5  s 


D 

CQ 

H 
in 
O 
U 

Q 

< 

en 
U 
in 

in 

O 
.^ 

Od 
UX 

.^ 

O 


!>.  en    •  c 

Tl-  enta. 

? 

O  en    .  1-.»*  w  o 

Û 

r^  m    .  O  T  0  "■> 

O  O        cno  o  o 

Ul 

ji     : 

â 

MO     •   Tl-  w   t  w 

•<r  o    .  M  co  o  M 

0» 

m 

'% 

O 

o  o    ■  "8  8  8  O 

0 

II 
II 

^     : 

^ 

m 

o\  «n    •  0     •  en  M 
$  en    .  ^    .  MO 
O   •£>    .   ir>    .  Ô  in 

^  O     •   «     •  O  O 

S 

M 

en 

A  •:  .: 

j^ 

«  o      •  oo     .   -^  « 

m 

< 

o  o     *  O     •  8  O 

« 

À  !  ■  ;  ■  ■ 

Â 

o  «H     *  «  o  en  M 

r^ 

oo  »-     .  oo  Cl  M  O 

»^ 

û 

sD  ^    .  en  en  O  »n 

Ô   O     -«000 

en 

À"  ; 

^ 

o  M     '  O  -r  T  w 

^ 

enoo     .  r^O  Q  M 

o  8  '0880 

r>i 

^ 

o 

■8 

II 

ê.     ':'  '  '  ' 

Â 

iT)  M    .ta.    .  tn  M 

II 

CO   M      .    O'    .   MO 

f-N 

tù 

in  ^    .  iH     .   0  «n 

00        -M        •     0     0 

*     : 

Â 

f-N  M      •  00      •    -t-  « 

en 

ta.  oo     .  en    •  Q  M 

5  8  --S  :85 

»n 

< 

ï 

&      \      '. 

Ji 

^    ''ji 

:  :S 

1 

i 

en., 
n  in 

1 

i 

:  •  MO  .  0 

\ 

S 

.  11   XJS  fc- 

i 

< 

u 

.  :?°Î3S 

S 

C. 

) 

îdOO.5  V  >^- 

^. 

^uu  c^œ- 

0 

pQi  :  :  :    .^,^j 

H 

* — H^TBis 'qsB  ai 

Di  ssoT       ss<ri 

H 

« 

to^ 

fuyo  t^ 

00 

s; 

en 


>8> 


0* 

0* 

«If 

5 

8 

8 

Â 

en 

« 

w> 

M 

0 

ÎP 

« 

0 

8 

M 

4» 

0 

^ 

^ 

M 

M 

g 

§ 

& 

& 


§.. 


gis 


.   0) 

'  es 

■  o 
;  o. 


-6    §-6  :i 

0)»*;        o     • 
N  o       vi    •  U 


i„8 

3  «ç  *^  u    ; 


u  - 
â.3 

o 

o 


3       c  2  -  «  j) 


<tu, 


Digitized  by 


Google 


APPENDIX, 


691 


^8 
II 


II 

5n 


II 


il 


II 


!«. 


o  < 


U^  r<«  (r>  M 

»n  o  o  O 


O  O 


GO  vQ 

à.  ' 


.  en  « 

.  M  vO 

.  Ô  m 

.  O  O 


à. 


s. 


.oo 
.  O 


O  O 


■^-  Vi  «"J 

5l8 


•g 


<n  i«   ,  -r 


O  O 


t 


^  ^     •   *n  ^  o  h* 
en  »o    •  GO  o  M  O 

00    •  «no  O  O 


À 


1- 1  «  Cl  •  en  i-i 

en  m  •  ô^  •  N  \0 

00  '  co  •  o  *o 

00  «M  •  O  O 

ji'  :  ■  i  ■  ■ 


I 
^ 


S 

r* 

^ 


en 

«si- 


&■ 


â 


en 

4 


O  O    •  00 
«  en   .  r^ 

00  •  S" 


& 


M  N  ro^in«  tN 


o 


o 

00 


5     ? 


I  & 


ô    8 


â 


i  I 


^ 


S     8 


§    § 


^ 


8     8 


0 

0» 

^ 

m 

M 

^ 

8 

§ 

& 

Os 

0 

M 

M 

M 

.      0 

.b  >.  u- 

«  -z  -3  , 

*«     C   V-    • 

0  «  0 

.5-§-5« 

§11: 

^S§- 

g  S  « 

—  •<=  .H 

5  "*! 

•s  s  g 

*  E  i  • 

^    3     "^ 

5  f  •= 

H=  ►* 

3  E  g 

■S  S  5- 

^  E5c 

2  *  «ç  Bi 

aôl- 

^         0 

bù         u 

.£       c 

8      S- 

u 

^ 

s     '  " 

(A 

K 

S  "   "   " 

V 

M 

en 

C 

à 

(0    «      «      « 

-* 

Ou 

d 

V 

Ou 

. 

<  Où  U  Q 

V 

c 

6  ,    ,    , 
3  :    :    : 

0 

CflO 

u 

u 

* 

c» 

Digitized  by 


Google 


692 


THE  STEAAf-BOILER. 


« 

J 

cg^^  :^R?>J5^ 

t> 

^            <3l     ^ 

M 

!>.                 *n       in 

û 

y?  -ïs^gç 

S 

m                  ta.        Q 
«^                  00 

s 

^  .....  . 

.4 

& 

H 
< 

r» 

«^             ?      2 

8 
^ 

s' 

0 

M               0       e« 

-.          8    8 

il 

À  ■•:'■■  ■ 

À 

«» 

Q 
< 

\ 

«0     'o    •  w  »n 

„ 

2*             ÎS     'S. 

tn  ^    •  tn    .  eooo 

r>. 

w                 en       3" 

^ 
2 

II 

m 

00      •   M      •    0    0 

^"  :  ■  i  ■  • 

?        08 

COQO      •    ^     •    C4  0 

0 

r^               00       0 

1         8    i 

5 

< 

0  M    .M    .  iM  en 

? 

s 

j^  ■  !  ■  :  ■  * 

^ 

M 

4» 

>k 

à 

M  m    .  ^co  «  »r> 

•8 

<«t             S2     2 

1 

< 

û 

?^lsl8& 

2" 

co                00 

.«5 

m] 

^..  .  .  .  . 

jl 

4 

« 

U   -7 

C 

Z%  :?S85" 

« 

ao                 «        « 

J 

X 

<     g 
0 

i 

Q 

1 

5?         8    8 

^ 

55 

1 

0^  m    •  r^   •  «  m 

co 

M                  «        m 

j2 

D 

55 

II 

m 

^  ■  :  ■  :  ■  ■ 

00 

4 

=          S     8 

«0  ! 

^  *  MO 

O» 

H.             0      a» 

fz] 

«n  ^ 

M     .  M  en 

in 

Tf                  »n        — 

X 

< 

S'S 

0  i?? 

0 

S         8    8 

12 

^  '  • 

• 

1 

À 

.    :    I    I 

:go3  :fe  : 

<fi 

0 
U 

M-i 

iNlili 

Û 

;   :  c 

:  «  2     'S  : 

2 
< 

I 

.&:§ 

«"S    s  :*.  : 

î 

:  C  >s  «^ 

( 

1 

c 

!E 

1 

•3 

5-8""  :8.i 

i-i 

>».---    '^^ 

0 

g^-S*«„o. 

0 

OQ lid 

' — HOHis 'qwB  ui 

Qisscn       ««o*! 

M  N  ro^ic«  t^ 

00 

M                        mt 

PQ 

Digitized  by 


Google 


APPENDrX. 


69^ 


Q 

:  :?.SS^ 

1 

en 

S 

1 

'k 

à, 

'•  '• 

S 

Q 

5 

8 

1 

II 
II 

& 

•    • 

£ 

& 

tt 

I2 

1 

1 

5 

1 

^ 

& 

'■  • 

Â 

£ 

< 

0  co 

:  :S    S-g, 
:  :  S"    8  5" 

1 

0 

1 

M 

j^' 

:  : 

^ 

M 

4» 

û 

"§2 

:2'S    8& 

1 

9 

S 

8 

II 

■»• 

'i 

II 

i 

• 

A 

Jl 

0 

0  »n 

:S3     2"g. 
.-«S"    8  S" 

5 

1 

1 

1 

Â 

& 

& 

tt 

§•2 

.  0     .        C4  m 
.  Ti-    .        eooo 

:?.  :    8S- 

l 

S 

1 

K 

Â 

•     • 

& 

& 

< 

en  »n 

S"? 

::?  :    85" 

0 
tn 
tn 

1 

M 

^ 

*          • 

£ 

A 

û 

.•a&  8? 

1 

i 

m 

S 

f 

% 

&.  ' 

À 

& 

Q 

•  e»  0       00 

1 

en 

f 

en 

11 

1 

II 

j^' 

: 

i 

A 

f£ 

00    M 

•  • 

•  00  •    «  m 

.•8  :     8& 

-8 

00 

en 

S 

». 

:     : 

& 

A 

< 

r*  0» 

•S  :    2^ 
:  ^  :    ?  ? 

S, 

0 

m 

1 

i 

M  N  ro^m    ^  t^ 

00 

0^ 

0 

M 

M 
M 

.h  -s  a  5 

,^  «<  o 

^  "3  *S 
C    -     S 

58-3 
73  «s  -y 
•s  ^  s  î 

îî  .«   o 

8  ^1 

^    %J    i> 

s  S  s  s 

•o  -o  -^ 

s  «  - 
E  e  3  . 

2.ai 


•5        c 
cfl  ;    *"  ; 

U  es 


2 

c 

S. 

a 
S 

<  Où  U  Q 

c 

6  ,    , 

U 


en 

Â 


a 


C0C 


Digitized  by 


Google 


^94  the  steam'bojler. 

Table   XLI. 

MECHANICAL  LABORATORY,  SIBLEY  COLLEGE,  CORNELL  UNIV. 
PRIMING   TEST   WITH   CONDENSING  CALORIMETER. 

Made  by 189 .. . 

Test  of Steam 

at N.  Y. 

Kind  of  Calorimeter 


No.  of  Run. 


Duration  of  run,  minutes 

Gauge-pressure,  Ibs 

Absolute  pressure,  Ibs 

ScALE  Readings,  Tare,  Ibs. . . 

Tare  and  cold  water,  Ibs. . 

Final  weigbt,  Ibs 

QUANTITIBS. 

Condensing  water,  Ibs. . . . 
Condensed  steam,  Ibs 

Températures,  dcg.  F. 

Condensing  water,  cold. . . 
Condensing  water,  warm., 

Condensed  steam , 

Steam  at  pressure  P 

Ratio  water  to  steam 

Quality,  per  cent 

Per  cent  moisture 

Degree  of  superheat 


P 
T 


IV 
w 

tx 

t% 
t% 

t 
IV-^w 

X 

I— jr 
D 


II. 


III. 


IV. 


Correction  due  to  displacement  of  water  by  hase Ibs. 

Calorimeter  équivalent Ibs,        How  found. 

Tempt.  room deg.        Bar  omet er  reading inches. 

jQuality4r=    (/1—/1  )—(/—/«)    +r.  Dfg.  of  superheat /7=(jr—i)r -1-0. 48. 
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Table  XLII. 
MECHANICàL  LABORATORY,  SIBLEY  COLLEGE,  CORNELL  UNIV. 

PRIMING  TEST  WITH    SEPARATING  CALORIMETER. 

Made  by 189 ...  • 

Test  of Steam 

at N.  F., 


'S 

II 

3S 

î 

i 

II 

< 

'» 

1. 

1 

1 

0» 

Min. 

Lbs. 

P 
LbB. 

w 
Lbe. 

T.Ni. 

»itr 

R 
Lb8. 

Fer  et. 

Per  Ct. 

I 
2 

3 
4 

5 
6 

7 
8 

9 
10 
II 
12 
13 
14 
15 
16 

Diameter  of  orifice inches.    Area  of  orifice sq.  inches.  Symbol  A. 

Baromecer  reading inches. 

Formula  of  Instrument»  i  —  jr  =  (fr—  A*)-#-(W^+w). 

Napier's  Rule,  Flow  of  Steam,  pounds  per  second  =  ^  PA,  • 

Method  of  determining,  iV , , ,, 

Results 


Method  of  determining  ÎV, 
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Table  XLIII. 

HECHANICAL  UBORATORY,  SIBLEY  COLLEGE,  CORNELL  UNIV. 

PRIMING  TEST  WITH  THROTTLING  CALORIMETER. 


Mode  by. 
At 


.N.  V., 189.... 


1  Number. 

{  Time. 

M 
1 

1 

P 

Steam-pressure,  Main. 

II 

/ 

Manometer  Readtng 
Calorimeter. 

1 

8. 

/ 

Obseryed  Température 
Calorimeier. 

3 

^ 

Température  Steam- 
pressure  P. 

1 

i* 

Normal  Température 
in  Calorimeter. 

C 

^ 

t-t' 

^ 

.4i{t-n 

6 

«0 

1 

H 

Total  Heat,  Pressure/. 

L 

Latent  Heat  for  Pres- 
sure P. 

n 

H-S 

«M 

H-  7'-|-.48(r-  r) 

0 

S 
l 

x-X 

Per  cent  of  Bntrained 
Water. 

X 

Quality  of  Steam. 

'D 

k 

6     • 

8  Sli^lslf  S«îlsî5Ssif1.l:ll'H^H?2l  1%  WWl 

-:§ 

8                          t                                            !!.■■?, 

0  - 
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(«                           «                                                        et                                                        N                                                        « 
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Table  XLIV. 

DEPARTMENT  OF  EXPERIMENTAL  ENGINEERING,  SIBLEY  COLLEGE. 
LOG  OF   BOILER  TEST. 

Made  by Date 

Kind  of  Boiter Builder 


No. 


I 
2 

3 
4 
5 

6 

7 
8 

9 
10 
II 
12 
13 
M 
15 
16 

17 

18 

19 
20 


Time. 


PRESSURES. 


s& 


II 

a 


TEMPERATURES. 


•a 

r 


II 


a  . 
IS 


WATER. 
GAUGE. 


•3 

a| 
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Table 

DEPARTMENT  OF  EXPERIMENTAL 
COAL    AND  WATER 


Observer  S  {Water). 
Kind  of  Boiler 


FUEU 


Time. 

Weifirht. 

Remarks. 

Method  of  starting  test 

Height  on  grates  at  beginning 

Kind  of  fuel 
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XLV. 

ENGINEERING.  SIBLEY  COLLEGE. 

LOG.     BOILER  TEST. 

[Coat) 


Date. 


WATER. 


Tank  A. 


Time. 


Wt. 


Tank  B. 


Time. 


Wi. 


Remarks. 


Height  in  gauge  at  beginning  :  above  bottom 
boiler, in.; 

above  lower  end  of  glass, in. 

Condition  of  blow-off  yalve 


Height  of  water-gauge  at  end  of  test. 


Condition  of  boiler. 


Method  of  weighing  water. 
Tare 


Net  weight  by  each  unk. 
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Table 

DEPARTMENT  OF  EXPERIMENTAL 
REPORT  OF 


Mode  by. 
Kind  of  Boiler . . . . 


z 

o 

en 

M 


H 


u 
u 

D 
^ 


iDuration  of  Trial Hours 


.ft., 


width ft. 


Sq.  ft. 


cÂ 

^ù 

H 

oe 

otf 

r> 

a< 

w 

bu,  V. 


jGrate-surface  :    iength. . . 

jWaert-heating  surface. . . 

iSuperheating  surface 

Area  for  draught  (calorimeter) *' 

Area,  chimney '* 

Height,  chimney . .  .Ft. 

Raiio  heaiing  to  grate-surface 

Ratio  air  space  to  grate-surface 

Barometer Inches  mercury 

iSteam-gauge   Pounds 

Draught-gauge Inches  water 

Absolute  steam  pressure Pounds 

I  Externat  air Degrees  F, 

Boiier-room " 

Flue 

Furnace ** 

Feed-waier ** 

Steam ** 

Total  coal  consumed Pounds 

Moisiure  in  coal Per  cent 

Dry  coal  consumed. Pounds 

Toial  refuse,  dry 

Total  refuse,  dry Per  cent 

Total  combustible Pounds 

Heat  in  one  pound  dry  coal B.T.U 

Dry  coal,  per  hour Pounds 

iCombustible,  per  hour 

Dry  coal  per  square  foot  of  grate 
Combustible  per  **         **         *' 

Dry  coal  per         "         "         **       Heating-surface 

Combustible  per  **         **         -■ 

'  Quality  of  steam Per  cent 

'Superheat Degrees 

CO9 Per  cent  of  volume 

CO 

H *' 

Free  oxygen **         **         ** 

Air Dilution  coefficient 


NoTK. — Actual    evaporation    signifies    the    evaporation 
corrTied  for  calorimeter  détermination. 

♦Standard   commercial    H. -P.      Kind  of  coal....      Source, 
per  ion.  $. . . . 


from    feed-water 
Volatile 
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XLVI. 

ENGINEERING,  SIBLEY  COLLEGE. 

BOILER  TEST. 

Date 

Manufactured  by 


«0 

n 


'^0 1 


Total  weight  water  used Pounds 

(by  mêler) Cu.  fi. 

Total  evaporated,  dry  steam Pounds 

Factor  of  evaporation 

Total  from  and  at  212° Pounds 

I  Amount  used  ....  » " 

lEvaporated  dry  steam " 

Evaporaied  from  and  at  212'' '* 

Per  Pound  of  Fuel. 

Actual,  per  Ib.  dry  coal Pounds 

Equivalent  from  and  ai  212"  [dry  coal] ** 


0  < 


W  < 

> 


5 

<  0 


a. 


Per  Pound  of  Combustible» 

JActual ,<.. Pounds 

jEquivalent  from  and  at  212'' " 

I  From  100"  F,  t»  70  Poufids  by  Gauge, 

i  Per  pound  of  fuel Pounds 

iPer  pound  of  combustible '* 

tPer  {  pound  of  fuel ** 

j  Per  Sq..  Foot  of  Grate. 

I  Actual,  from  feed-water  température Pounds 

Equivalent  from  and  at  212° " 

I  Per  Sq.  Foot  of  Water-heating  Surface. 

,  Actual Pound 

{Equivalent  from  and  at  212** " 

'  Per  Sq.  Foot  of  Least  Draught  Area.     - 

I  Actual Pounds 

jEquivalent  from  and  at  212° " 

;*On  basis  34^  pounds  équivalent  evaporation  per  hour..H.-P. 

JBuilders'  rating '< 

Ratio  of  commercial  to  builders'  rating 

Heat  generated  per  hour •.*. B.T.U. 

Hcat  absorbed  per  hour *' 

Heat  lost  in  fine  per  hour , *' 

'*      **     by  radiation *• 

**      ••     in  ashes 

Efficiency  of  boiler Per  cent 

Efficiency  of  furnace '* 


température  to    dry  steam  at    gauge-pressure.     It   is    apparent    evaporation 
«natter  % Fixed  carbon  5t. . . .     Ash  % B.T.U.  in  one  Ib Cost 
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Table  XLVII. 

ECONOMY  OF   HORIZONTAL  FIRETUBE   BOILER.     (Isherwood.) 


.1 

Combusti-  1 

Combusti-   1 

Equivalent 

Equivalent 

1 
Equivalent 

Combusti-  1 

ble 

pcr 

ble 

per 
H.  S. 

Evapora 
tion  Pound 

Evapora- 

Evaporât  ICO 

Rela- 

ble 

per 

Sq.  Fi 
per  h 

Sq  Fl. 
per  H 

tiun  per  Sq. 

^'ï 

q.Fl 

Rcia. 

tive 

Hour.      1 

[our. 

our. 

of  Combu»- 

Fi.G 

.S. 

H    S.  ptr 

l.VC 

Num- 

lible. 

per  H 

«.ur     '           H 

LUI 

>ia\- 

ber. 

b«r. 

Exp.  ! 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lb»      Exp.  1 

Lis. 

I 

63 

88 

63 

2.43 

25 

.111 

52 

l^ 

63 

H  '■ 

«5 

1   4- 

, 

a 

»5 

109 

71 

3.42 

•5 

•115 

54 

6.89 

71 

3^  } 
48  1 

71 

1.45 

7 

3 

71 

"3 

18 

3.75 

70 

.125 

29 

741 

18 

70 

1  57 

3 

4 

18 

>35 

70 

5  03 

31 

.ia8 

«7 

Z-5' 

70 

634 

18 

1.85 

4 

5 

«3 

i52 

6a 

5.8a 

^i 

.13 

53 

8.24 

53 

0*9 

13 

'  ^S 

5 

6 

70 

«57 

7! 

6  79 

18 

-142 

43 

9.25 

73 

5* -5 

11 

a.cg 

t 

7 

XI 

209 

x6 

7. .a 

13 

.160 

a 

9  43 

6a 

84.6 

14 

3^5 

7 

8 

6a 

a  10 

7 

^b 

II 

.aai 

38 

9-47 

16 

90  4 

72 

3C9 

& 

9 

72 

244 

53 

7.88 

72 

-257 

3 

952 

.S4 

94.4 

67 

3  27 

<; 

lO 

16 

256 

15 

8.08 

63 

.a67 

I 

9  55 

7 

98 

9 

3-33 

10 

II 

»4 

257 

»3 

8.43 

14 

■27 

4 

9  55 

15 

101 

16 

3  43 

II 

la 

53 

259 

61 

8.63 

16 

.37 

30 

9.75 

11 

101  9 

63 

3OJ 

13 

»3 

9 

360 

9 

8.65 

9 

•273 

42 

9.88 

13 

103.7 

7 

5-7» 

15 

«4 

7 

a8a 

II 

8.71 

67 

.383 

19 

9.96 

9 

105  5 

69 

4  13 

14 

'5 

61 

310 

Z^ 

10.  a6 

7 

.397 

17 

9-99 

61 

ic6 

12 

4. .6 

1< 

i6 

la 

344 

60 

II. ai 

69 

•359 

41 

10 

52 

109 

73 

4-6 

1       '^ 

17 

67 

356 

67 

11.6 

xs 

.363 

a6 

10.44 

73 

iai.5 

24 

4  88 

'       17 

i8 

73 

370 

59 

XI. 57 

73 

.389 

ai 

10.45 

co 

132  a 

68 

498 

li 

19 

»4 

400 

ao 

ia.15 

24 

-421 

39 

10.54 

^7 

133.2 

ao 

5.09 

IQ 

ao 

60 

403 

5 

»3.«3 

10 

.448 

4o- 

10.56 

30 

134  3 

10 

5  15 

ÎO 

ai 

59 

417 

58 

13-4 

68 

.452 

aa 

10.6 

59 

147.2 

25 

5.16 

21 

aa 

25 

423 

54 

13.73 

ao 

.46 

3? 

10.68 

5 

150  7 

23 

5  3 

22 

23 

10 

424 

V 

14.03 

23 

.461 

6 

10.71 

^l 

*-^l  « 

31 

5.68 

2; 

«4 

ao 

437 

64 

14.09 

5 

.497 

3» 

10. 7{ 

58 

156  8 

5 

5-7« 

24 

25 

23 

438 

66 

14.4a 

6a 

-52 

33 

10.78 

»9 

158.6 

27 

581 

S^ 

a6 

69 

453 

69 

14. 5' 

64 

.534 

8 

10.79 

V 

16a  4 

ag 

6.01 

l^ 

27 

5 

473 

25 

14.6 

50 

■54 

34 

10.91 

64 

165 

8 

6.06 

2? 

aS 

3« 

48a 

47 

14.88 

66 

.546 

68 

II. 01 

19 

1(6.^ 

u 

6.a6 

sa 

29 

58 

481 

46 

15.16 

8 

.56a 

ao 

II  05 

a* 

1(6.; 

19 

6.31 

2Q 

30 

54 

494 

65 

15.18 

1^ 

.564 

44 

11.06 

69 

160.8 

23 

î*3« 

y> 

31 

57 

505 

23 

15  2 

65 

-575 

49 

IX. 18 

66 

168. s 

66 

6.38 

3î 

32 

64 

507 

48 

15-24 

48 

•577 

36 

II. 19 

25 

169  4 

65 

6.62 

3' 

33 

5? 

513 

55 

«5-45 

55 

.585 

3« 

II. a 

23 

174.8:     5ft 

6.65 

53 

34 

66 

519 

56 

'5  12 

56 

.587 

51 

11.33 

^1 

174  8 

38 

6.67 

34 

35 

8 

535 

aa 

15.68 

aa 

•594 

71 

11.35 

(6 

175  6 

55 

6.71 

35 

30 

47 

536 

35 

16.59 

19 

.63a 

37 

11.36 

a8 

176.1 

17 

6.77 

1     3* 

37 

46 

546 

36 

16.67 

46 

.634 

14 

11.27 

55 

177.1 

4 

679 

\     37 

38 

65 

546 

19 

16.69 

57 

.635 

45 

11.36 

17 

178.8 

39 

6.8 

3S 

39 

48 

549 

6 

16.9 

6 

5* 

56 

11-37 

4 

179.3 

6 

6.85 

» 

40 

55 

556 

39 

17.12 

61 

.643 

35 

11.43 

3? 

179.6 

30 

6.87 

40 

4« 

56 

558 

37 

17-44 

39 

.649 

% 

11.47 

6 

180.8 

50 

6.96 

41 

42 

aa 

565 

az 

17.64 

59 

.654 

11-47 

30 

181.4 

ax 

7.01 

!    4a 

43 

68 

571 

10 

17.68 

37 

.661 

5 

11-5 

46 

'î^l 

4« 

7.0a 

43 

44 

II 

597 

8 

17.8a 

ai 

.668 

10 

11.53 

ai 

184.8 

3 

7  04 

1     ♦♦ 

45 

600 

ï7 

17.9a 

58 

.673 

la 

11.5a 

88 

1854 

47 

7-'7 

1     45 

46 

19 

601 

68 

18.  a8 

17 

.679 

23 

11    52 

3 

185.8 

a6 

7-«5 

1     *^ 

47 

6 

608 

51 

18.3 

35 

.694 

65 

11.55 

36 

185.9 

57 

7  35 

'     47 

^8 

39 

616 

»6 

1843 

a6 

.698 

57 

11.58 

35 

i8q.3 

37 

7-45 

4à 

49 

37 

6a8 

33 

18.49 

'à 

.701 

25 

11  59 

^l 

189.3 

38 

7  5 

1      40 

50 

ai 

635 

24 

18.51 

.703 

67 

11.6 

36 

191.4 

40 

7-51 

50 

5» 

17 

645 

a8 

18. s6 

32 

.704 

24 

11.63 

8 

19a  a 

6a 

7.55 

j      51 

52 

5' 

659 

32 

18  58 

38 

.704 

II 

XI. 65 

37 

196.6 

3» 

7-57 

l      52 

53 

a6 

663 

38 

18.5g 

30 

.706 

5® 

11.67 

38 

198 

33 

7.57 

5^ 

54 

33 

66s 

52 

18.63 

34 

.706 

64 

11.73 

40 

198.2 

43 

7-6? 

54 

55 

a8 

668 

30 

18.64 

40 

•71 

66 

II.7S 
11.81 

32 

109.8 

46 

7  f^ 

5^ 

56 

32 

669 

34 

18.64 

4 

.716 

60 

|3 

199.8 

34 

7.68 

•^ 

57 

38 

669 

40 

18.74 

60 

■723 

73 

IX. 81 

68 

aoi.3 

5t 

7  Tf^ 

57" 
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CombuBti. 

C  00  busu> 

Equivalent 
Evapora- 
lion  Pound 

Equivalent 

Equivalent 

Rela. 

Combusti- 
ble per 

ble 

Sq.Fi 

pcrl 

ÎG.S. 

ble 

Sq.Ft 

pcrl 

per 

Evapora- 
tion  per  Sq. 

Evaporation 
per  Sq.  Ft. 

Rela. 

live 
Num- 

Hour. 

lour. 

iour. 

ot  Combus- 
tible. 

Ft.  G.  S. 
per  Hour. 

H.  S.  per 
Hour. 

tive 
Num- 

ber. 

ber. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

58 

30 

671 

4 

18.77 

I 

.73« 

7a 

11.96 

43 

aoi.4 

^ 

7.88 

58 

§9 

34 

671 

So 

«9 

3 

.746 

*î 

ia.05 

34 

3oa.7 

61 

7.91 

g 

60 

53 

671 

M 

19.0a 

a 

.748 

4« 

ia.17 

zo 

ao3.6 

35 

8.1a 

61 

40 

675 

za 

IQ.I 

a7 

.771 

9 

la.a 

5« 

ao5 

43 

6z 

6a 

1 

699 

I 

«9-43 

36 

.779 

61 

ia.38 

43 

314.4 

59 

8.33 

63 

63 

3 

704 

3 

«9-54 

39 

.81a 

«3 

13. ag 

34 

314.6 

41 

8.47 

63 

64 

a 

711 

a 

19  «75 

44 

.819 

6a 

ia.38 

»4 

314.7 

I 

î-5 

64 

Si 

4 

718 

37 

8O.35 

43 

.8ai 

7 

13.45 

la 

319.7 

60 

Îi3 

% 

66 

37 

73  ^ 

39 

ai. 63 

49 

.8ai 

«5 

".53 

4» 

333.7 

36 

l'^ 

67 

39 

77a 

44 

43 

.8a4 

70 

13.63 

z 

334  4 

a 

8.83 

67 

68 

44 

778 

49 

ai. 66 

45 

.839 

16 

ia.71 

a 

333.9 
339.8 

44 

9.08 

68 

69 

43 

7^ 

43 

ai.  67 

4* 

.847 

47 

ta.  75 

44 

49 

9.16 

69 

70 

49 

7?* 

43 

ai. 76 

5« 

.847 

59 

ia.77 

49 

34x9 

*5 

9.54 

70 

7« 

43 

783 

3» 

ai. 9a 

53 

I  33 

50 

ia.93 

50 

345.1 

53 

II 

7X 

73 

45 

29' 

45 

aa.15 

54 

a. 3a 

18 

13.08 

3« 

345. 3 

54 

Z5.9 
18.5 

73 

73 

4« 

805 

4« 

33.37 

53 

3»5 

63 

13-6 

45 

351.9 

53 

73 

In  the  preceding  as  in  the  following  table  the  quality  of  the  steam  is  ai» 
unknown  quantity.  It  is  assumed  to  be  dry,  no  means  having  been  available 
to  détermine  moisture  présent. 

It  is  most  probable  that  ail  tbese  figures  are  subject  to  some  déduction  for 
the  undetermined  moisture  in  tbe  steam.  Steam  calorimetry  was  not  developed 
when  thèse  tests  were  reported. 
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THË  STEAM'BOILER, 


Table  XLVIII. 

ECONOMY  OF  VERTICAL  WATERTUBE  BOILER.    (Ishbrwood.) 


Equivalent 
Évapo- 

Equivalent 
Evapo. 

Equivalent 
Evapo- 

Rela. 

Com*^""**- 

Combusti- 

Combusti- 

Rela- 

tive 

VUOkl- 

ble  pcr  Sq. 

ble  pcr 

Sq. 

rât  lOQ 

ration 

ration 

tive 

Num- 

ble  uci 

Ft^G.  S. 

Ft.  H. 

s: 

pcr  Pound 

pcr  Sq.  Ft. 

pcr  Sq.  Ft. 

Num- 

ber. 

no 

Ula 

pcr  Hour. 

pcr  Hour. 

of  Com- 

G 

.S. 

H. 

S. 

bcr. 

bustible. 

pcr 

Hour. 

pcr  Hour. 

Exp. 

Lbs. 

Exp. 

LbB. 

Exp.    ] 

.bs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

X 

iS 

xo8 

18 

3-44 

40 

081 

74 

6.13 

18 

47-1 

83 

;:;? 

X 

9 

83 

108 

61 

4.27 

8a 

084 

76 

7.03 

75 

54*5 

15 

a 

3 

18 

»34 

8a 

5  94 

ï5 

085 

60 

?:;î 

61 

61.5 

18 

\"à 

3 

4 

J3 

«49 

52 

6.36 

35 

091 

75 

8a 

79.6 

13 

4 

5 

»4 

i6a 

16 

6.51 

18 

106 

59 

9.23 

52 

85.2 

14 

1.64 

1 

t 

61 

167 

75 

6.7 

«3 

118 

58 

98 

16 

87.9 

81 

1.88 

1 

81 

180 

7 

7-^„ 

M 

138 

17 

10 -54 

76 

89.3 

61 

1.9 

1 

II 

ao7 

67 

7.78 

61 

132 

a6 

10.64 

7 

97« 

XI 

3.08 

9 

la 

2a8 

»5 

8 

81 

14a 

103 

40.69 

74 

104.2 

79 

3.31 

9 

lO 

79 

346 

\l 

8.27 

II 

164 

I 

10.83 

II 

109.7 

13 

2.4 

xo 

IX 

5» 

248 

69 

8.:»l 

la 

180 

33 

II 

15 

110.4 

52 

2.63 

XI 

xa 

16 

254 

9 

8.6 

79 

194 

49 

II. 01 

»3 

110.8 

9 

2.71 

xa 

13 

9 

358 

11 

?-^ 

5' 

196 

SI 

II. 03 

9 

114.4 

16 

3.71 

«3 

ï4 

75 

261 

65 

8.65 

16 

aoi 

56 

11.03 

69 

114. 7 

«4 

a.98 

14 

>| 

7 

383 

50 

9-47 

9 

ao4 

54 

11.15 

104 

X15  » 

7 

'3:^ 

»5 

x6 

24 

285 

-3 

9.59 

7 

225 

lOI 

II. 3 

67 

i'5-9 

33 

x6 

17 

xo 

292 

81 

9.96 

24 

225 

48 

11.23 

65 

117. 7 

10 

3-Ï3 

>7 

i8 

^3 

299 

87 

9.99 

10 

231 

53 

II. a3 

102 

118.3 

25 

338 

x8 

19 

67 

304 

93 

10.05 

23 

237 

4» 

11.32 

6 

123.1 

69 

3-54 

«9 

20 

69 

324 

89 

10  08 

67 

24 

66 

"•33 

100 

124.4 

8 

3.57 

ao 

21 

25 

327 

104 

10.  t 

69 

257 

44 

"39 

98 

134.6 

67 

3.58 

ai 

33 

^i 

53Z 

96 

10.  î4 

65 

258 

104 

11.41 

23 

124.7 

65 

363 

aa 

23 

3 

■»48 

102 

10.15 

8 

275 

42 

«1-54 

50 

126 

19 

3.73 

«3 

24 

50 

369 

84 

10.26 

50 

293 

32 

11.62 

96 

126  3 

6 

3.8 

24 

25 

ly 

370 

19 

10  27 

19 

396 

103 

IX.  64 

92 

129 

40 

3.8 

"1 

26 

40 

379 

04 

10.28 

87 

308 

99 

11.69 

94 

129.5 

50 

3.89 

a6 

a? 

87 

390 

®l 

10.33 

?♦ 

317 

55 

11.7 

\^ 

130.8 

87 

4.07 

'2 

38 

92 

392 

98 

10.33 

85 

319 

57 

11.76 

87 

«31  9 

ao 

4.>3 

38 

29 

89 

393 

100 

«0-.37 

89 

3»3 

97 

M. 77 

^ 

133 

84 

4.16 

29 

30 

104 

394 

'1 

10.43 

ao 

339 

4 

11.79 

81 

132.5 

\^ 

4.16 

30 

31 

96 

395 

6 

II. 5» 

92 

345 

31 

11.82 

84. 

134.6 

89 

4-23 

3» 

32 

I03 

396 

5» 

11.51 

6 

355 

43 

11.85 

85 

134.9 

5 

4.37 

32 

33 

84 

400 

8 

11.61 

47 

355 

3 

11.88 

25 

136.3 

92 

4.43 

33 

34 

95 

401 

90 

11.73 

51 

355 

34 

11.97 

5 

141. 6 

39 

4-45 

34 

35 

98 

40a 

5 

11.84 

5 

365 

5 

11.99 

ao 

M5'2 

4 

4.57 

35 

36 

8S 

403 

ao 

11.88 

46 

36, 

36 

13 

90 

X47.4 

2 

4.59 

36 

3Z 

100 

404 

«4 

12.03 

90 

t 

45 

ta. 01 

4 

147.9 

72 

4.59 

% 

38 

6 

414 

10 

12.17 

a 

88 

13.03 

72 

148.4 

3 

465 

39 

ao 

438 

24 

la.  19 

94 

3?' 

95 

13.08 

a 

148.8 

SI 

4-69 

39 

40 

5« 

449 

a 

12.31 

27 

3?5 

f 

3 

ISO.  6 

83 

4.7» 

40 

4» 

27 

450 

47 

".45 

72 

3?5 

83 

12. 09 

8 

150.8 

90 

4-73 

4X 

42 

90 

457 

27 

12  49 

4 

387 

33 

12. I 

5» 

151.8 

33 

4-75 

42 

43 

5 

463 

72 

12.51 

73 

389 

a 

12.13 

83 

152.5 

94 

4.8 

43 

44 

a 

*52 

4 

".55 

3 

391 

70 

12.14 

14 

«53-6 

47 

4.86 

44 

♦5 

47 

486 

93 

13. 58 

83 

39» 

ao 

13.16 

95 

157.2 

66 

4  93 

îl 

46 

72 

488 

73 

la.ÔT 

39 

392 

91 

13. 16 

47 

\%-\ 

27 

4.94 

47 

4 

489 

3 

13.66 

I 

395 

80 

12.19 

93 

46 

4-94 

47 

48 

93 

491 

13 

13.66 

96 

407 

100 

13.19 

37 

i6o 

36 

4.96 

48 

49 

73 

492 

H 

13.68 

45 

408 

6 

13.39 

46 

x6o 

^ 

5.07 

49 

50 

3 

494 

76 

13. 7 

36 

412 

% 

12-3 

24 

161 

5.07 

50 

5» 

76 

495 

39 

13.71 

29 

426 

12.39 

99 

16a.  6 

73 

s.i 

5» 

sa 

83 

495 

I 

ia.8i 

37 

43» 

78 

13. 43 

79 

x6a.7 

«7 

5 -as 

5a 
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1 

Eoui  valent 
Êvapo- 

Eouivalent 
Evapo- 

Equivalent 
Evapo- 

Rela- 

Comb"-*'- ' 

Combusti- 

Combusti- 

Rela. 

tive 

Kl« 

'*"*• 

ble  per  Sq. 

ble  per  Sq. 

raiioo 

ration 

ration 

tive 

Num- 
ber. 

Die  uci 
•     Hour. 

Ft.^.s; 

per  Hour. 

Ft.^.s: 

per  Hour. 

per  Pouod 
of  Com- 

per^S.^Ft. 

■^H^."'- 

Num- 
ber. 

butiîble. 

per  Hour. 

per  Hour. 

Exp. 

Lbs. 

Exp. 

Lbs. 

Exp. 

Lbs. 

1 
Exp.i  Lbs. 

Exp. 

-! 

1 
Exp.|  Lbs. 

1 

53 

39 

496 

46 

ia.94 

68 

•431 

^  1 
63  ' 

1 
".471 

10 

164.7 

45 

5.3 

53 

54 

29 

497 

95 

13  06 

9| 

•432 

96 

13.5     ! 

73 

165.1 

3» 

5  39 

54 

55 

I 

500 

79 

13.64 

66 

.436 

6a 

13. 51 

39 

166.6 

z 

5-4» 

55 

56 

46 

505 

«9 

1381 

80 

.45» 

^ 

12.55 

33 

1667 

31 

5-45 

56 

II 

P 

509 

521 

^ 

'3-93 
'3-«*7 

Û 

.452 

•453 

Û 

Ï2.57 

13. 59 

49 

13 

168.3 
168.9 

?i 

5  46 
5.47 

P 

59 

a8 

530 

.     45 

14-32 

38 

■454 

47        »2-6» 

ï7 

170. 1 

F 

5  5 

59 

60 

30 

53» 

,     36 

M-47 

30 

•45'i 

93     '  »2-63 

97 

171.1 

80 

5.53 

60 

6x 

99 

543 

1     97 

M  55 

31 

.456 

79     1  ia.66 

45 

171  6 

a6 

5-56 

61 

6a 

aa 

545 

1     80 

14.62 

38 

•465 

94       13.68 

66 

172.9 

55 

5-56 

62 

63 

37 

545 

,     86 

14.66 

aa 

.468 

11     1  12.7 

36 

Ï74 

53 

5.65 

63 

64 

68 

545 

38 

14.71 

35 

.468 

'9 

ia.7 

103 

174-4 

86 

5.68 

64 

6s 

66 

55? 

30 

M  75 

55 

•477 

40 

12.74 

3» 

174.6 

59 

5.7 

65 

66 

45 

ni 

1     31 

14. 78 

95 

.484 

77 

12    75 

I 

»75 

32 

5-75 

66 

67 

Q7 

568 

1     37 

I5-M 

33 

.491 

27     1 12.76 

39 

175 

35     ,  5  75 

67 

66 

80 

570 

1     aa 

i5'5 

21 

495 

37     '12.81 

48 

Î75.5 

68     1 

5-79 

68 

69 

86 

572 

49 

15  29 

32 

.496 

14     . 12.84 

ai 

176.6 

95 

582 

69 

70 

3» 

577 

1     66 

15.29 

34 

.496 

39        12.88 

101 

177 

56 

5.84 

70 

7» 

38 

587 

48 

«5-37 

ï7 

.501 

92     1  12.89 

80 

178.3 

38 

5.85 

71 

72 

35 

59» 

1     55 

15-44 

100 

.501 

30     1  13.94 

55 

180.2 

54 

5-86 

72 

73 

49 

596 

33 

15.89 

53 

•504 

72        12.95 

86 

.84 

30 

5.89 

73 

74 

48 

599 

lot 

15.89 

4.3 

.511 

[       71           13. 98 

68 

187.6 

34 

5-91 

74 

75 

55 

602 

40 

«5.92 

57 

■5>9 

1       8        13.01 

56 

189.2 

33     ;   5-94 

75 

76 

33 

620 

aï 

16.05 

a6 

•523 

;     a3        13.02 

54 

189.8 

60 

5  95 

76 

77 

lOI 

620 

34 

16.07 

42 

-524 

28        13.02 

1     30 

190.9 

100 

6.01 

77 

78 

ai 

626 

«7 

16.23 

78 

.526 

1     73     |ï3.» 

1     34 

191.6 

44 

6.02 

78 

79 

32 

626 

1     38 

,6.3, 

54 

-527 

1     39     i  13  " 

1     3J 

192.4 

78      1   6.0a 

79 

So 

34 

627 

!  103 

16.31 

44 

.528 

'     85      ii3^'i 

1     60 

1     102.9 

i     41      1  6.03 

80 

Si 

»7 

^Jl 

35 

16.4a 

^l 

.529 

1     25      1 13.12 

1     37 

«93. 3 

42 

6.04 

81 

83 

Ï03 

636 

43 

16.56 

56 

-532 

1     51      1  »3-i5 

1     44 

194.9 

43 

6.04 

83 

83 

53 

637 

1  57 

16.83 

41 

534 

84      1  '3.ï6 

1     '^ 

194  9 

58         6.08 

83 

«4 

43 

646 

74 

16.95 

6a 

•537 

'     8g        13.2 

1     26 

195 

(     57 

6.1a 

84 

fl 

57 

5r 

'  *l 

16. 97 

77 

•54 

,     87     1  13.23 

.      4» 

»95.5 

1     28 

6.17 

Si 

S6 

26 

661 

78 

«7-05 

10a 

•54 

24     1  1.^.25 

1      42 

195-5 

102 

6.29 

86 

87 

74 

661 

1  54 

17.08 

70 

-555 

;     7    '  »i-27 

43 

195  9 

;   77 

6,32 

87 

88 

4» 

66a 

'     44 

17-» 

91 

■557 

12        1    IJ.28 

58 

197 

6a 

6.71 

88 

fi9 

78 

665 

1     7» 

17    12 

64 

.58a 

1     50     1  '3  3 

53 

198.2 

70 

6.72 

89 

90 

54 

666 

56 

17.33 

97 

.585 

81    ;  ï3  31 

57 

19S.2 

9» 

6.76 

90 

9» 

44 

667 

41 

17.3 

63 

.602 

64    '  13.32 

a8 

1Ç9-8 

71 

6.86 

9« 

9a 

71 

668 

i     91 

17.37 

99 

.611 

9    1  Ï3-33 

59 

200.3 

97 

6.87 

93 

93 

56 

671 

'     1^ 

«7.39 

104 

.612 

68     1  .3.39 

35 

201.7 

104 

6.94 

93 

94 

41 

675 

1     6a 

174 

88 

.614 

52     1  13-4 

32 

201.8 

64 

7.12 

94 

95 

QI 

677 

1     77 

»7-5 

59 

.617 

ï3     1  '3-44 

40 

201.9 

99 

7-13 

95 

96 

6a 

679 

1     53 

17.69 

58 

.619 

82        13.44 

77 

204  8 

88 

7. 41 

96 

97 

77 

683 

70 

17.98 

ICI 

.767 

10 

13-55 

38 

205.4 

63 

7-48 

97 

98 

ao 

701 

■     26 

!8i7 

48 

.781 

16 

»3-55 

91 

211.1 

lOI 

8.55 

98 

99 

64 

736 

1      ^4 

60 

.831 

18 

»3-7 

1     62 

217-5 

48 

8.76 

99 

100 

63 

760 

îl 

19.49 

I03 

.867 

69 

13-75 

!    70 

217.8 

Ï03 

9.28 

100 

lot 

59 

779 

!     88 

19.96 

40 

.899 

ï5 

>3  79 

71 

222    3 

49 

9.9 

101 

loa 

88 

779 

58 

ao.o6 

75 

».45 

65 

14.06 

1    ^* 

230.6 

75 

11  8 

103 

X03 

? 

78a 

|9 

ai. 65 

76 

a. 74 

61 

14.86 

<     88 

340 

76 

19 

103 

104 

60 

1050 

60 

26.93 

74 

3.66 

67 

1     ^3 

342.5 

74 

23.5 

104 
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Table 

STEAM-BOILER   EXPERIMENTS. 
Date  of  Triais, 


Experiment  Number.. . 


Place  of  Test. 


Typeof  Boiler.. 


Heatinfif-surface: 
Boiler  aIone....8q.  ft. 
Economizer....      *' 

Total  H.  S •* 

A  rea  of  fire  -  ipate     *  * 
„    .    Boiler-surface 

Ratio  _    ^ . . . . 

Grate-surface 
-,     .      Total  H.  S. 

Ratio  ^ — 2 . . . 

Grate-surface 
See     Engineering    for 

full  détails 

(Sept.  90,  1895.) 


Direction    of 
etc 


gaaes. 


Typeof  boiler.. 


IL      IIL 


B.  Donkin  &  Co.*s 

Works,. 

Bermondsey. 


2^. 


■M5 


771 

none 
771 
X0.5 

73-4 


73-4 
July  <8, 


c  ao 

i|l 

q«      «) 

Vert. 
TubTr 


Lancashire 

Conical, 

Tubes 

across  each 

Flue. 


58a 

none 

58a 

15 

38.8 

38.8 


58a 
none 

58a 

«S 
38.8 

38.8 


August  I, 
189a 


^5 


Lan  cash. 


IV.       V. 


i 

SE 

5* 


a28 
none    none 

398  328 

10.5       7.4 
30.8 

30.8 

Nov.  at, 
1890. 


M 
1 


21 


Loco.  Type. 


VI. 

VIL 

VIII. 

w 

«/ 

0  0 
■COQ 

Liège,  Bel- 

irium,  Pro- 
f essor  Dwel- 

shauvers 

^i 

Dery. 

1^ 

Si 

1" 

Multibular 

•gfiS 

Boiler  on 

I^E 

De  Naeyer*s 

S5a 

System. 

.ëSh 

H 

470-5 

470.5 

aïoo 

470- 5 

470.5 

none 

941.0 

94Ï.O 

aiQo 

»4-95 

I4-95 

63.0 

3»  S 

3«.S 

33-3 

63.0 

63.0 

33  3 

Feb.  27, 
189t. 

"V^- 

a 
0 
0 

i 

0 

■s 

"^ 

(• 

1. 

^i 

1^ 

52 

u 

teh 

il 

û 

H 

Watcr 

-tube. 

Cornish 

IX.       X, 


la- 
»§ 

ci; 

5^ 


Su  o  c 


936 
1143 
2078 

31. o 
44.6 


114a 
2078 
21. 0- 

44-6. 


October  a» 
1891. 

§.É 

n 

a  * 


l! 


Moa 


Lancash. 
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XLIX. 

<DoNKiN  AND  Kennedy.) 

1887 10 1889. 


XI. 

XII. 

XIII. 

XIV. 

XV. 

XVI. 

XVII. 

XVIII. 

XIX. 

XX. 

XXI. 

3 

^1. 

3  çS 

î 

iri 

e 

6 

2 

1 

1 
1 

0 

c 

a 

4> 

II 

r 

1 

s 
Ë 

■m 

goO« 

1 

II 

à 

il 

13 

flQ 

()i 

0 

(fï 

^ 

s 

0^ 

U 

0 

«" 

^ 

11^ 

Steel  Locomotive 

.•«s 

, 

>« 

SI 

^ 

Boilcre  of  Tank 
Goods  En^ne, 

^11 

i 
1 

J 

1 

1 

^«•, 

with 

^«.1 

"5 

9  9 

0 

^ 

««    B. 

«T , 

0 

B^ 

3 

toi 

1 

II 

5 

il 

oosS 

g 

te 

c 

£ 

i 

§ 

1 

c 
c 
9 

1 

^ 

430 

TU 

p^ 

0: 

S 

^ 

^ 

^ 

U 

3«6 

859 

859 

859 

lao 

«9» -5 

«85 

3»4 

804 

1177 

none 

1033 

none 

none 

none 

none 

none 

none 

none 

none 

none 

3lS 

1463 

859 

859 

859 

lao 

«91.5 

a85 

324 
»6.75 

804 

"77 

9.68 

19.15 

xa.4 

ia.4 

12.4 

5.76 

3-55 

X0.5 

ao.o 

3«.43 

32.6 

«3-5 

69.a 

69.a 

69.a 

45 -o 

S4.0 

97. a 

»9-3 

40.2 

37.4 

32.6 

76.4 

69.a 

69.a 

69.a 

48.0 

540 

a7.a 

19.3 

40.2 

37-4 

Marcb  18. 

July  aa, 

October  ax,  1899. 

Jan.  27, 

June3o, 

Dec.  92, 

June  15, 

July  ao, 

Nov.a 

1893. 

.89a. 

«893. 

1893. 

1893. 

1894. 

1894. 

1894/ 

a 
1 

•0 

a 

i- 

! 

à 
i 

2 

2 

î 

§ 

'1 

1 

K 

i 

fA 

|2 

si 

3 

1 

I2 

II 

î 
1 

^  0 

tr 

H 

0  ^ 

^0 

u 

II 

1^ 

Je  •" 

il 

2- 

tî 

h 

o2 

S 

5' 

"^ 

(/) 

H 

z, 

H 

>:, 

T.OCO. 

Elé- 

Locomotive. 

Cr.  Tube 

Cornisb 

Loco. 

Cornish 

Cornish 

Loco. 

Type. 

phant. 

Fire-cngr. 

Multitub. 

Type. 

Multitub. 

Type. 
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Table 

PRINCIPAL 


Coal.. 


Thermal 
Units.. 


Watcr  .... 


Ezperimeni  Number 


Combustion: 

Pounds    of    coal     burned     per 

square  foot  of  ffrate  per  hour.. 

3.  Pouiids  uf     coal     burned    per 

square  foot  of  heating- surface 

(boileronly) Ib. 

3.  Pounds    of    coal      burned    per 

square  fooi  of  total  heatinf{* 
surface  wiih  economizer  .. 
Transmission  oi  lieat: 

4.  Thermal  units  per  square  foot 

of    heatine-surface   per    hour 

(boiler  only> 

Evaporation: 

5.  Bquivaieni  waier  evaporated  per 

pound  of  coal  from  and  at 
2i2«>  deg.  Fahr Ib. 

6.  Equivalent  water  evaporated  per 

pound  of  pure  and  drv  coal 
irom  and  at  a  12  deg.  Fanr    Ib. 

7.  Equivalent  water  evaporated  per 

square  foot  of  heating-surface 
(boiler  only)  from  and  at  21a 
deg.  Fahr !b. 


L 

II. 

III. 

IV. 

V. 

VI. 

17.90 

10.90 

18.50 

7.93 

6.25 

14.30 

0.24 

0.265 

0.48 

0.336 

o.ao3 

0.456 
0.227 

2250 

2530 

4610 

3350 

1660 

4340 

9.57 

9.9a 

10. oa 

9.5s 

8.45 

«».35 

10.28 

"•34 

X0.90 

X0.57 

8.99 

la.oo 

a-33 

a. 6a 

4.78 

3-47 

1.7a 

4-49 

VII. 


14.70 
0.469 
0.334 

4x20 

ii.oSo  ' 
11.57 

4.a6 


Table 
heat  accounts,  pure  and 


Bxperiment  Number: 

I. 

II. 

III. 

IV. 

V. 

VI. 

VII. 

VIII. 

IX. 

Percentage  of  beat 

expended  in— 

X.  Heatingandeva- 1 
oorating  water   \ 

63.8 

70.4 

67.6 

66.9 

56.8] 

economizer.  II. 9 
boiler,          6a.5 

60.1 

\M 

xa.o 
69. s 

9.  Heating      furnace 

vases  .  

9*4 

x^.t 

X6.2 

29.5 

3X.8 

13.8 

«3-3 

X4.0 

«9-3 

3.  Evaporating  mois- 
ture  in  coal 

o.x 

0.4 

0.4 

o.x 

0.0 

o.t 

o.x 

0.0 

o.x 

.4.  Radiation 

4-5 

7.0 

6.0 

5  a 

9-4 

6.5 

6.3 

4*4 

7,9 

5.  Heat  in  fire  drawn 

o.i 

0.3 

0.4 

0.2 

0.4 

0.0 

0.0 

o.a 

0.0 

<6.  Evaporating  water 
undergrate.... 

3'4 

4.6 

7.  Lost   by  imperfect 

combustion 

X2.7 

0.0 

x.a 

0.0 

0.0 

a-4 

0.8 

1-7 

0.0 

8.  Unaccounted  for.. 

9-4 

4.9 

3.6 

5.8 

1.6 

9.8 

7-7 

t. 4 

Total  

xoo.o 

100. 0 

XOO.O 

100.0 

100.0 

xoo.o 

xoo.o 

xoo.o 

X08.X 

Loss     by    heating 

furnace      gases. 

apari     from    ac- 

tion   of    econo- 

mizer  

9.4 

X3.6 

16.2 

aa.s 

3X.8 

«57 

85.0 

14.0 

3». 3 
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L. 
RESULTS. 


VIII. 

IX. 

X. 

XI. 

XII. 

XIII. 

XIV. 

XV. 

XVI. 

XVII. 

XVIII. 

XIX. 

XX. 

XXI. 

6.86 

16.00 

16.80 

12    40 

XX. 04 

35.50 

38.10 

31.70 

34.30 

î3  70 

10.80 

15.70 

21.50 

25.50 

o.ao5 

0.359 
0.162 

0.376 
0.170 

0.380 

0.490 
O.M5 

0.514 

0.406 

0.458 

1.650 

0  254 

0.400 

0.810 

0.534 

0.680 

^ 

3740 

4060 

39»o 

4720 

6040 

4930 

5440 

13,650 

3440 

3730 

7180 

5340 

6968 

XI.  40 

12.40 

12.46 

X0.78 

11.70 

12. x8 

12. SX 

13.39 

7  95 

9.91 

9-57 

9.16 

10.15 

10.64 

13.61 

13.12 

^3.05 

it.as 

13.6s 

13.00 

13-30 

13.10 

8  30 

xo.xo 

10.50 

9-95 

10.60 

11.43 

a. 34 

3.87 

4.20 

405 

4.89 

6.35 

5X0 

S.63 

«3» 

3.53 

3.85 

7-43 

5  4» 

7.83 

LI. 

DRY  COAL  (PER  CENT). 


X. 

XI. 

XII. 

XIII. 

XIV. 

XV. 

XVI. 

XVII. 

XVIII. 

XIX. 

XX. 

XXI. 

9.7 

T».3 

f6,.»| 

65  S 

[80., 

83.6 

81.3 

5X.O 

63.7 

65.2 

6x.8 

65.8 

73a 

.   .   .. 

18. 0 

6.5 

»5-9 

18.6 

30. 0 

30.7 



20.4 

18.0 

O.I 

5-7 
0.0 

0.0 

5-5 

0.0 

0.0 
30 
0.0 

0.0 

3-9 
0.0 

0.0 
34 
0.0 

0.0 
8.3 
o.x 

0.1 
not  measured 
0.1 

o.x 

8.0 

O.I 

3-7 

1.2 

0.0 

4-9 

0.0 

0.0 

0.0 

including 
radiation 

1.6 

19. 0 

sa 

9-5 

8.3 



17.6 

6.4 

23.  ï 

xoo.o 

xoo.o 

xoo.o 

104.S 

105.1 

104.7 

xoo.o 

xoo.o 

lOO.O 

XOO.O 

... 

18.0 

«9-5 

15.9 

x8.6 

ao.o 

ao.7 

90.4 

18  0 

1 
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Table  LIV. 


TEST  OF   A    RETURN   TUBULAR   BOILER.» 
WiTH  CoxE  Stoker  Burning  Anthracite  Buckwheat  Coal. 


5 
6 

7 
8 

9 

10 

II 

12 

13 
14 
15 
i6 

17 
i8 

19 


Duration  of  test 

Pounds  of  water  evaporaied  per  pound  of  dry  coal — actual 

conditions 

Pounds  of  water  evaporaied  per  pound  of  dry  coal,  from  and 

at  212°  F .' 

Pounds  of  water  evaporated  per  pound  of  combustible,  from 

and  at  212*  F 

Pounds  of  waier  evaporated  from  and  at  212*'  F.  per  hour. . . . 

"  coal  per  square  foot  of  grate  per  hour 

**       hour 

Average  température  of  escaping  gases. . .   

Horse-power  actually  developed 

Square  feet  of  heating  surface  per  horse-power 

Percentage  above  rated  capacity 

Moisture  in  steam 

**  coal  as  fired 

Per  cent  of  ash  in  ash-pit 

Carbon  in  ash 

Pressure,  average,  of  steam 

"  '*        blast  in  inchesof  water  in  entrance  charober 

Température  of  feed-water,  average 

"  outside  air,  average. 


15  houTS. 

815 

9.59 
12.38 


586.3 

460 

163 

10.74 
48.80 


6.00^ 
22.70 
li.q25É 
S3.30 

3/4 

75' 


f  Moisture . 


Analysis  of  coal:  \  X^^^"^"  combustible  matter 


Clate  test: 


Sizing  test: 


y  Carbon 

Pure  coal,  spécifie  gravity  below 

Slate  and  bone,  spécifie  gravity  above 

'Siove,  through  2|-inch  and  over  i|-inch  mesh. 


Chestnut, 

Pea 

Buckwheat* 

Rice, 

Barley,       ** 

Culm, 


7/8 
9/16 

3/8  - 
3/16 
3/32-inch  mesh. 


7/8 

9/i6 

3/8 

3/16 

3/32 


Per  Ceni, 

3»I 

3-39 

17.15 

76.35 


.96 
12.01 

5193 

27.32 

4.65 

3.10 


*  See  S  358,  p.  517,  text. 
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Table  LV. 

MECHANICAL  LABORATORY,  SIBLEY  COLLEGE,  CORNELL  UNIV. 

PRIMING    TESTS    OF    SIBLEY    COLLEGE    STEAMBOILER.    MADE 
WITH  BARREL  CALORIMETER. 


— (/-o-  (y-  /) 


Quality  of  steam  x  3 


Degrees  superheat  5"  =  • 


0.48 


P 

T 

c 

W' 

W 

î 

1 

/' 

/ 

r 

L 

TV 

t-t' 

r-/ 

1-,  . 

1; 

'1 

S 

3 

é 

1 

i 

\ 

% 

71.8 
7».Q 

73 

•5 

0 

4«3.3 

422.15 

431-45 

x: 

î 

1 

S- 

0 

Su 
3  (; 

P 

V  0 

II 
IJ 

i 

3 

2 

Sx 

Hc/) 

i 

X 

B 

1 

c  ^5  s 

;,-;.■      cl    l 

1         1 

1 
1 

7  < 

2 

p.  M. 
2-45 

1- 

79 

82.5 

75 

351-5 
350.35 

359-45 

44Ï.7 
440-53 
45». 15 

18.4 
18-38 

571 

^1:1 

112.4 

110.7 
II6.2 

322 

324-67 
318.89 

886  Q 

885 

889.2 

19    103 
iq-056 
1824 

55.3 
54.8 

59-4 

210.6 

2»3-97 
202.71 

1 

845.804.7  .053 
830.3  06.2  .938 
880.7  01 .0  .990 

1 

BARRUS  SUPERHEATING  CALORIMETER. 


Time. 

Steam 
P. 

7-1 

T 

Actual. 

A 

n 

7-,- 7-, 

T^-T 

1  —  .r 

X 

3.30 

83 

412 

318 

96 

380 

327.6 

32 

1 
6.6      4.85 

95-15 

3.32 

83 

410 

320 

96 

381 

327.6 

29 

4.6  .  .1.37 

95.63 

334 

83.5 

408 

320 

96.5 

3S0 

325 

28 

5          3.70 

96  30 

3-36 

82 

407 

320 

95 

3S0 

323.9 

27 

3.9      3.74 

0.26 

3-3» 

87 

407 

323 

100 

379 

327.6 

28 

4.6  ;  3-99 

ç6.oi 

3.40 

89 

406 

324 

102 

380 

329 

26 

5          2.74 

97.26 

3.42 

92 

407 

326 

105 

3S0 

331.2 

27 

5.2      3.92 

96.08 

3-44 

92.5 

408 

327 

105.5 

382 

33'.5 

26 

4.5      2.98 

97.02 

3.46 

87 

409 

324.5 

100 

382 

327.6 

27 

3.1   1  4-13 

95.87 

34^ 

84.5 

410 

323 

107.5 

382 

325.8 

28 

2.8  1  4.65 

95.35 

3.50 

85 

412.5 

322 

96 

383 

324.6 

29.5 

2.6 

5.57 

94  43 
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Table  LVI. 
DEPARTMENT  OF  EXPERIMENTAL  ENGINEERING,  SIBLEY  COLLEGE. 

FLUE-GAS  ANALYSIS. 

Date,  Oct.  30,  1895.     Déterminations  made  by 

Location  of  Plant,  Ithaca,  N.  Y.  Ovtners,  Cornell  Universîty.  Area  of  Grate, 
sq.  ft„  42  ;  Area  Chimney,  sq,  ft.,  Symbol  A,\t'.  Number  of  BoiUrs,  i  ;  Site 
0/  Boilers,  100  H. P.  ;  Height  of  Chimnty  infeet^  Symbol  H\  iio  ;  Length  of 
Heated  Plue,  Symbol  l,  130;  Kind  of  Boiter  s,  Wa(er-tubular  ;  InHde  Perimeter 
of  Chimney  in  feet,  16  ;  Area  divided  by  Perimeter,  Symbol  m,  i  ;  Charactef 
of  Draught,  Steam-blast. 


Time  -j  4.00  V  F.M.  < 
(4.35)  ( 


Loc  OF  T  EST.— Air  beinff  cqual  to  S  parts  of  niirogen  plut  one  part 
of  Oxygen  67  volume. 

S  cqual  3.76. 


Détermination. 

Sym- 
l>ol. 

Formula. 

z     9 

3      4 

5     6 

Reading  draught-gauge,  » 
water  inches.   j 

r 

.6z 

.50 

.55 

Température  flue 

T 

460 

538 

5*3 

Température  boiler-room . . 

t 

74 

67 

80 

Température  outside  air. .. 

t' 

43 

4a 

54 

Wcight  of   coal    burned  \ 

per  second,  pounds.   ..  S 

COa,  per  cent  of  volume. . 

K' 

II. I 

10.2 

8.8j  8.2 

8.1    7.9 

0  -1-  CO,,  per  cent    of  1 
volume ) 

. 

î8.6 

18.6 

«î.^'?0,7 

î8  0  18.7 

-, 

0.  free  oxygen,  per  cent  \ 
volume f 

cy 

7-5 

-84 

i|,e 

I3,0 

ro,8  lo.e 

O-f  CO,  +  CO,  per  cent» 

volume f 

CO,  per  cent  volume 

f«.S 

,9.. 

ai,0 

«ï.fi 

ï9  319.0 

U' 

.3 

,     4 

-4 

-4 

-4I      .a 

Niirogen,  per  cent  volume. 

N' 

100  -  (A"  -f  ex  +  U') 

a*. 3 

Jii.ï 

Tv^.a 

Tfl.t. 

7... 

l(].i 

Dilution  coefficient 

X 

N' 

tM 

i.Bû 

,' 

..3* 

^-^J 

N'  -SO' 

Proportional  weight 

M 

aS'W''  +  aa^y  +  28/7'  +  44A'' 

301 0 

JOOÏ 

nn 

«984 

^S«» 

3y7a 

Per  cent  free  O,  by  weight. 

^x- 

B.n 

i.ç 

i*,f. 

ij.4;( 

II. 7 

11.6 

Percenttotal  0,by  weight. 

j^A"  +  ii/'  +  ^)Xioo 

Ï9,8 

M,0 

ïa.B 

31.9 

».? 

»-J 

Per  cent  total  carbon,  by  » 
weight f 

^i^'  +  iro 

4    3 

♦  ►3 

17 

3-* 

j-a' 

3-0 

Weight  of  air  per  pound  ( 
Carbon \ 

w 

11.7A' 

iQ -^ 

JIkO 

^.9 

^,? 

,fiy 

tj.a 

Heat  units  lost  per  pound  ( 
carbon f 

B 

0.238(7'-/)»^ 

B 
14500 

ijSi 

iç)?7 

oïS 

H^i 

ï9<Î4 

Jf97 

Per  cent  heat  lost  in  flue... 

e 

"O 

^^3 

»-7 

>t,S 

«,6 

aa.? 

Maximum  temp    possible  ( 
in  lurnace.    *»  F f 

Tm 

5000 

|oia 

Ï777 

..A4 

iO(K> 

-171 

3141 

T^-  T 

1 

£ 

\t  lûji 

84.783.5 

75.»  73.9 

7S.> 

74  6 

Volume     air    per  pound  (^ 
c  al  ai  32*  F J 

Vo 

12.5^^ 

242 

263 

336 

352 

336 

340 
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BOILER  EXPLOSIONS  IN  GREAT  BRITAIN. 


Year.  Explosions.    Killed. 

1882-83 45  35 

U83-84 41  18 

iJâ4-85 43  40 

1885-86 57  33 

1Î86-87 37  24 

1^87-88 61  31 

1388-89 67  33 


Year.  Bxplosloos.  Killed« 

188^-90 77  21 

1890-91... 72  32 

1891-92 88  23 

1892-93 72  20 

Total 660  313 


BOILER  EXPLOSIONS  IN  GERMANY  SINCE  1877. 


Year. 

ï577 

I578 

«Î79 

lîSo 

JïSr 

1582 

1583 

ï'M 

158^ 

lîS6 

I^^7 

l}58 

îîS9 

iHp 

I591 

«92 

Totals. 


No.  of  Explo- 
sions. 

20 
18 
18 
20 
II 
II 
14 
14 
13 
16 

14 
15 
16 
16 
10 
18 


No.  Peraons 
Killed. 

21 
10 
36 
10 

8  - 
19 
23 
12 
II 
10 
17 

4 

6 

•  9 
o 
12 


No.  Persons 
Seriously 
Injured. 

M 

5 

10 

5 

18 
14 

S 
II 

2 

5 

5 
S 

5 

I 

3 
II 


No.  Persons    Total  No.  of 
Sli^hily      Persons  Killed 
'  and  Injured. 

58 


jli^h 
Injured. 

23 
17 
32 
14 
21 
15 
24 
22 

9 

8 
61 

4 
17 
II 

7 
18 


32 
78 
29 
47 
48 
55 
45 
22 

23 
83 
II 
28 
21 
10 
41 


244 


208 


303 


631 


BOILER   EXPLOSIONS   IN   THE   UNITED   STATES. 


^^^^-  Explosions. 

1884 152 

»885 155 

i*S6 185 

1S87 198 

ISSS 246 

IS89 180 

IS^.  ...  226 

^^ 257 

(892 269 

1893 


ationar) 

^,    Port- 

Saw- 

Railway 

Steam- 

Total 

Total 

etc. 

able. 

mills. 

Locos. 

boats. 

Killed. 

Injured 

48 

18 

56 

15 

15 

254 

261 

86 

16 

33 

10 

16 

220 

288 

88 

16 

45 

22 

14 

254 

314 

67 

20 

73 

14 

14 

264 

388 

104 

30 

69 

23 

20 

331 

505 

85 

21 

56 

15 

13 

304 

433 

94 

16 

75 

25 

16 

244 

351 

115 

35 

68 

22 

17 

263 

371 

122 

24 

79 

33 

II 

298 

442 

245 

•  • 

•  • 

220 

151 
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APPENDIX  II. 


NOTES. 
I. 

(Pages  27-39.) 

Various  Forms  of  Boiler  are  finding  temporary  use,  and 
occasionally  even  apparently  satisfactory  applications,  vvhen 
fitted  with  bent  tubes.  Where,  as  in  marine  practice,  often 
purified  and  distilled  water  can  be  supplied  them,  the  difficuU 
ties  otherwise  arising  from  the  impracticability  of  cleaning 
them  disappear,  and  they  serve  an  excellent  purpose. 

Stephen  Wilcox  was  the  first  person  to  use  inclined  tubes 
Connecting  water-spaces,  front  and  rear,  with  an  overhead 
steam-  and  water-reservoir,  as  below. 


FiG.  184.— Wilcox,  1856.  Fig.  185.  — Bellevillr.  1877. 

Belleville,  a  French    engineer,  introduced  a  coil-boiler  of 
bent  U-pipes  screwed  into  return-bends. 

About  1877,  return-bends  werc  used  on  both  ends  of  a  nest 
of  straight  tubes. 

718 
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FiG.  186.— Ward,  1879. 


FiG.  187.— Yarrow,  1894. 
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720  THE  STEAM'BOILER. 

Charles  Ward,  1879,  used  a  vertical  cylinder  surrounded  by 
concentric  coils,  connected  on  opposite  sides  by  vertical  mani- 
folds. 

The  Yarrow  boiler  is,  in  some  instances,  made  with  small 
drums  bolted  together  in  the  centre,  in  larger  sizes  with  the 
upper  drums  of  sufficient  diameter  to  draw  in  the  tubes. 

The  experiments  of  the  builders  hâve  shown  it  to  be  prac- 
ticable  to  dispense  with  curving  tubes  when  the  circulation  can 
be  maintained  strong  and  steady. 

Thornycroft  used  two  cylinders  at  the  bottom,  placed  the 
grates  between  them,  and  put  several  bends  in  the  tubes  to  in* 

crease  the  amount  of  tube-surface 
and  to  give  elasticity  and  prevcnt 
in  jury  by  expansion  and  contraction. 
His  1894  **  Daring  "  type  of  boil- 
er is  simpler  and  more  compact* 

Professor  Durand,  comparing  the 
''sheir*   and    "water-tube"    boiler 
reaches   conclusions  as  follows,  re- 
ferring,  however,  mainly  to  marine 
Fk;  tî??^  — THi»ff>FvrRorT,  iss7~  expérience  and  practicerf 

a,  The  water-tube  boiler,  in  gênerai,  is  superior  to  the 
fire-tube  in  safety  for  the  following  reasons  :  The  chambers  or 
drums  subjected  to  internai  pressure  are.  for  the  same  powcr. 
very  much  smaller.  In  conséquence  a  large  factor  of  safety  is 
readily  obtained  even  with  comparatively  thin  plates.  Thèse, 
drums  are,  moreover,  usually  removed  from  the  immédiate 
action  of  the  fire,  and  the  boiler,  as  a  whole,  is  not  subjected 
to  the  excessive  internai  strains  which  the  more  rigid  con- 
nections  of  a  fire-tube  boiler  may  entail.  Again,  the  drums 
being  quite  small,  little  or  no  bracing  is  required,  so  that  tU 
strength  does  not  dépend  on  this  feature,  but  simply  on  the 
platée  themselves.  Again,  if  a  break  does  occur,  it  is  usually  ia 
a  tube,  and  the  conséquences  are  usually  no  more  serious  than 


♦  The  publishcrs  are  undcr  obligations  for  ihe  use  of  thèse  eograTings  to  the 
Babcock  &  Wilcox  Co. 

\  Sibley  Journal  of  Engineering,  Feb.,  1895. 
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FiG.  i87<5.— White's  "Flash-boiler"  for  Automobile. 

A^  pump-connection  ;  B^  steam-pipc  ;  D^  E^  S^  G,  H,  coils  through  whicfa  vJ 
and  steam  descend  ;  /*,  bunier;  A",  fire-regulator  ;  X,  **  thermostat,"  rei:J 
ing  superheat.     Régulation  automatic 
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the  disability  of  the  boiler  until  the  tube  can  be  replaced.  The 
tubes  are  usually  small  and  the  amount  of  contained  water 
shght,  so  that  the  immédiate  resuit  of  a  ruptured  tube  is 
simply  the  emptying  of  the  boiler  into  the  f urnace,  thus  putting 
out  the  fire  and  stopping  further  trouble.  It  is  of  course  true 
that  disastrous  results  may  follow  such  breaks,  but  with  proper 
design  and  care  such  accidents  rarely  or  never  should  occur, 
and  the  chances  of  disastrous  conséquences  are,  even  then,  at 
least  highly  improbable.     Again,  the  water-tube  boiler  is  read- 


FiG.  189.— Thornycroft,  1894. 

ily  made  safe  agaînst  pressures  of  300  to  500  Ibs.,  whîle  from 
150  to  180  Ibs.  is  usually  considered  about  the  limît  for  whîch 
fire-tube  boilers  of  large  size  can  be  profitably  buîlt. 

The  water-tube  boiler  is,  therefore,  distinctîvely  safer  than 
the  fire-tube  agaînst  disastrous  explosion,  and  is  especîally 
idapted  to  high  steam-pressures. 

b.  The  Final  Efficiency  of  the  Coal  Burned  will  dépend  on  : 
i)  the  completeness  of  combustion;  (2)  the  efficiency  with 
vhich  the  beat  developed  is  utilized  ;  (3)  the  efficiency  of  the 
ngine  supplied  by  the  boiler  in  question.  Under  the  first 
lead  there  is  little  différence,  as  with  proper  firing  and  supply 
•f  aîr  the  combustion  should  be  essentially  the  same  in  each 
ase.       Under  the  second  head  we  find  that  the  utilization  of 
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the  beat  îs  affected  somewhat  adversely  by  the  infiltration  o£ 
cold  air  tbrougb  tbe  outer  casîng,  tbus  diluting  and  cooling 
tbe  beated  products  of  combustion.  The  extent  of  this  will 
dépend  much  on  the  care  with  whîch  the  casing  is  fitted,  and 
with  reasonable  care  ît  may  be  reduced  to  practically  a  negli- 
gible  amount.'  Water-tube  boilers  bave  also  th«  further  dis- 
advantage  that  under  equal  conditions  the  beat ing-surf ace  does 
not  seem  to  be  quite  as  efficient  per  square  foot  as  in  the  fire- 
tube  boilers.  In  the  former  the  current  of  hot  gas  sweeps 
around  the  outside  of  the  tubes,  and  consequently  the  lecward 
side  of  each  tube  is  more  or  less  shielded  from  the  direct  im- 
pingement  of  the  gas,  and  hence  cannot  be  expected  to  be  as 
efficient  as  the  front  side.  With  fire-tubes  the  interior  of  the 
tube  is  more  uniformly  bathed  with  the  hot  gas,  and  its  aver- 
age  efficiency  seems  to  be  somewhat  higher.  So  far  as  the 
final  resuit  îs  affected,  this  is  a  différence  which  can  be  over- 
come  by  providing  a  relatively  greater  heating-surface  in 
water-  than  in  fire-tube  boilers,  other  conditions  being  the 
same.  The  amount  of  this  excess  is  not  definitely  shown  by 
data  available,  but  indications  point  to  an  amount  varying 
from  10  to  20  per  cent. 

Under  the  third  head  we  note  that  in  gênerai  the  higher  the 
initial  steam-pressure,  other  things  being  suitably  designed,  the 
greater  the  efficiency  of  the  cngine,  and  hence  the  greater  the 
final  return  per  unit  of  fuel  burned.  With  water-tube  boilers 
pressures  as  high  or  higher  than  can  be  readily  used  at  the  en- 
gine  may  be  carried  without  increased  difficulty  or  danger,  and 
such  boilers  seem  the  natural  answer  to  the  demand  for  higher 
and  higher  pressures  with  quadruple-expansion  engines.  As 
Another  mode  of  working  with  water-tube  boilers,  we  fre- 
quently  find  the  boiler-pressure  maintaihed  at  from  200  to  300 
Ibs.,  and  then  reduced  at  the  engine  to  250  to  170  Ibs.,  as  ap- 
propriate  to  a  triple-expansion  engine.  In  so  far  as  this  wire- 
•drawing  produces  superheating  it  will  be  favorable  to  good 
efficiency.  It  therefore  appears,  on  the  whole,  that,  so  far  as 
thermodynamic  efficiency  is  concerned,  there    will    be  wîth 
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proper  desîgn  lîttle  or  no  différence  in  the  two  types  of  boilers^ 
certaînly  not  enough  to  form  a  determining  characteristic.  j 

c.  The  Efficiency  per  Poundof  Boiler, — Underthis  head  the 
water-tube  boiler  scores  perhaps  its  most  notable  advantage. 
This  arises  from  two  causes:  (i)  a  less  weight  per  pound  of 
steam  delîvered  to  the  engine  ;  (2)  the  possibility  of  higher 
pressures,  and  hence,  if  chosen,  of  a  higher  mean  effective 
pressure  in  the  engine  with  a  reasonable  number  of  expansions, 
and  hence  a  smaller  and  lighter  engine  for  given  power 
developed. 

The  boiler  itself  is  lighter,  because  the  outer  shell  of  fire-tube 
boilers,  solid  steel  and  from  i^  to  \\  inches  thick,  is  replaced 
by  a  comparatively  thin,  single  or  double  casing  of  sheet  iron, 
thus  saving  greatly  in  weight.  Again,  the  tubes,  on  the  whole, 
are  smaller  in  diameter  than  with  fire-tubes,  and  may,  there- 
fore,  be  made  slightly  thinner.  The  gain  hère  is  slight,  because 
considérations  of  gênerai  solidity  of  work,  provision  against 
corrosion,  etc.,  prevent  the  decrease  in  thickness  beyond  a 
certain  point.  The  absence  of  bracing  in  water-tube  boilers 
also  conduces  to  lightness.  In  many  such  boilers  fire-brick  is 
freely  used  in  the  furnaces  for  lining,  and  to  protect  the  lower 
ends  of  the  tubes  from  too  close  contact  with  the  fire.  This 
item  is  usually  in  excess  of  any  corresponding  item  in  fire-tube 
boilers,  and  hence  constitutes  a  slight  offset  to  the  gênerai  ex- 
cess of  weight  in  the  latter. 

Passing  from  structural  features  tothe  amount  of  contained 
water,  we  find  for  the  water-tube  boiler  its  most  important  gain 
in  point  of  weight.  In  fire-tube  boilers  the  contained  water  is 
usually  about  40  per  cent  of  the  total,  while  with  water-tube 
it  is  not  usually  more  than  12  to  15  per  cent. 

On  the  whole,  we  find  that  boilers  of  the  former  type  weîgh 
from  35  to  60  Ibs.  per  square  foot  of  heating-surface,  while 
those  of  the  latter  weigh  from  12  to  20.  Or,  including  the 
engine  in  the  comparison,  we  find  that  from  20  to  30  I.  H.  P. 
may  be  developed  per  ton  of  fire-tube  boilers,  and  from  40  to 
70  per  ton  of  water-tube  boilers.  The  range  of  thèse  figures  is 
of  course  large,  as  we  should  expect  from  the  varied  conditions 
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under  which  the  trials  are  made,  and  the  multitudinous  varie- 
ties  of  boilers  of  the  latter  type. 

On  the  whole,  therefore,  for  equal  power  developed,  we  may 
expect  water-tube  boilers  to  hâve  from  somewhat  more  than 
one  half  to  perhaps  as  little  as  one  third  the  weight  of  fîre-tube 
boilers  under  like  conditions.  This  gain  is,  of  course,  inde- 
pendent  of  the  possibility  of  further  gain  from  a  decrease  in 
the  size  and  weight  of  engine  through  a  higher  range  of  pres- 
sures throughout. 

d.  Opération,  Dérangement,  Durability,  and  Repair, — We 
fînd  it  diflficult  to  make  satisfactory  comparisons  under  thèse 
heads,  because  the  water-tube  boiler  exists  in  so  many  varied 
forms,  and  the  peculiarities  of  one  are  not  those  of  another.  On 
the  whole,  however,  we  find  under  opération  a  distinct  advan- 
tage  for  the  water-tube  boiler  in  the  rapidity  with  which  steam 
may  be  raised  ;  one  half  hour,  if  need  be,  being  sufficient  in 
this  case,  where  twoor  three  hoursor  longer  would  be  required 
in  the  other.  Again,  the  water-tube  boiler,  in  gênerai,  stands 
hard  forcing  without  as  great  likelihood  of  leaky  tubes,  undue 
internai  strains,  etc.,  as  exists  with  the  fire-tube  boiler  under 
like  conditions. 

On  the  other  hand,  the  small  amount  of  water  contained  in 
thèse  boilers  makes  it  necessary  to  pay  thestrictest  attention  to 
regularity  of  feed,  and  renders  the  liability  to  serious  results 
from  a  temporary  stoppage  of  the  feed  somewhat  greater.  This 
point  is  one  that  is  considered  of  great  importance,  and  much 
thought  has  been  given  to  insuring  a  regular  supply  of  feed. 
In  case  the  feed-supply  is  irregular  this  may  lead  on  the  one 
hand,  with  a  scarcity  of  water,  to  the  burning  out  of  tubes,  or 
on  the  other  to  a  flooding  of  the  tubes  and  upper  chamber,  and 
to  a  carrying  over  of  the  water  with  the  steam.  In  addition  to 
great  moistness  of  steam  some  water-tube  boilers  hâve  given 
trouble  with  great  unsteadiness  of  the  water-level,  and  with 
more  orless  violent  priming.  In  some  cases  this  has  led  to  the 
necessity  of  fitting  spécial  separators  between  the  boiler  and 
the  engine,  in  addition  to  the  separating  chamber  always  a 
distinct  feature  of  this  type  of  boiler.     Thèse  difficulties  are 
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undoubtedly  due  to  peculîarities  of  design  and  proportion 
rather  than  inhérent  in  the  type  itself,  for  vve  hâve  numerous 
instances  where  such  boilers  hâve  performed  continuously  for 
considérable  periods  under  high  forcing  with  steady  water- 
level,  delivering  dry  or  in  some  cases  superheated  steam. 

Asanother  disadvantage  for  deep-water  service  we  may  note 
the  restriction  to  fresh  water  for  feed.  The  interior  of  the 
relatively  small  water-tubes  cannot  be  as  readily  cleaned  of 
scale  as  the  interior  of  fire-tube  boilers,  and,  in  spite  of  various 
means  intended  to  localize  the  deposit  to  the  bottom  drums, 
the  tubes  will  soon  become  coated  if  sait  water  is  used  as  feed. 
A  deposit  of  scale  in  water-tube  is,  moreover,  still  more  un- 
desirable  than  in  fire-tube  boilers  from  the  likelihood  of  a 
greater  disturbance  to  the  circulation,  and  a  greater  liability  to 
overheating.  This  necessity  of  a  fresh-water  feed  is  in  large 
measure  met  by  the  growing  belief  that  no  boiler  should,  under 
ordinary  regimen,  be  fed  with  sait  water,  and  that  ail  déficit  in 
fresh  feed  should  be  made  up  by  evaporators,  distillers,  etc. 

As  to  the  liability  to  serious  results  from  oil  in  the  feed- 
water,  there  is  perhaps  little  choice  between  the  two  types  of 
boilers.  In  the  case  of  any  boiler  fed  with  oily  feed-water 
there  will  be  a  liability  to  collapsed  furnaces,  burnt  out  tubes, 
etc.,  and,  as  far  as  practicable,  the  oil  should  be  removed  by 
filtration  before  the  feed  enters  the  boiler. 

As  to  durability,  détérioration,  etc.,  so  much  dépends  on  the 
«spécial  type  of  boiler  and  the  conditions  of  use,  and  further, 
on  the  comparatively  short  period  forwhich  most  of  the  water- 
tube  boilers  hâve  been  known,  that  hère  again  a  satisfactory 
comparison  is  diflicult.  Ail  évidence,  however,  seems  to  point 
toward  about  the  same  life  for  the  tubes  in  one  form  as  in  the 
other,  other  conditions  being  considered  equally  fair. 

In  the  matter  of  the  ease  and  cost  of  repair  we  find,  for  like 
reasons  as  above,  difficulty  in  making  any  comprehensive  com- 
parison, and  it  appears  that  the  différence  under  this  head  will 
dépend  more  on  the  design  of  the  boiler  in  question  than  on 
any  inhérent  différence  in  the  two  types. 
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FiG.  193.— Bracing  for  BoiLERfe  OF  U.  S.  s.  *•  Plymouth." 
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In  the  Manning  Boilery  the  fire-box  is  enlarged  so  as  to 
admit  of  a  grate-surface  in  proportion  to  the  tube-surface. 
The  tubes  are  15  feet  in  length,  and  the  water-line  is  carried 
within  4  feet  of  the  upper  head,  giving  thereby  about  12  feet 
of  water  above  the  lower  head,  which  water  is  subdivided  by  a 
large  number  of  tubes,  each  of  which  is  2^  inches  in  diameter. 
The  beat  passes  through  the  tubes,  and  in  its  passage  through 
the  long  tubes  of  small  diameter  is  well  absorbed  before  pass- 
ing  out  of  the  top  of  the  boiler,  so  that  the  température  of  the 
escaping  gases  is  but  slightly  above  that  due  tothe  pressure  of 
the  steam.  In  practice  this  différence  in  température  is  about 
suflicient  to  superheat  the  steam  10  or  15  degrees.  The  heat, 
however,  at  the  upper  ends  of  the  tubes  îs  not  sufficient  to 
burn  them,  which  is  a  source  of  great  trouble  in  the  ordinary 
vertical  boiler  where  the  tubes  are  short.  It  can  readily  bc 
seen  that  if  the  heat  generated  in  the  furnace  is  thoroughly 
absorbed  by  the^water  în  the  boiler  a  maximum  eificiency 
results.     The  long  and  small  tubes  insure  dry  steam. 

The  expansion  qf  the  tubes  is  allowed  for  by  the  reverse 
flange*  at  the  lower  end  of  the  shell  and  at  the  top  of  the 
water-leg. 

Examples  of  récent  forms  of  the  common  and  standard 
horizontal  tubular  boiler,  as  built  by  successful  makers,  foT 
pressures  of  125  to  150  pounds,  are  seen  in  the  succeeding  illus- 
trations. Of  thèse  the  fîrst  is  the  usual  three-course  type,  with. 
however,  treble-riveted,  butt-strapped  joint  on  horizontal 
seams,  having  about  go  per  cent  of  the  strength  of  the  sheeî. 
and  suitable  for  any  pressures  yet  employed  with  such  boilers. 
The  heads  are  held  by  iron  "  crowfoot  "  braces,  if  properly  ad- 
justed,  ail  drawn  to  equal  loads.  The  nozzles  are  heavy,  and 
like  the  manhole-frames,  preferably  of  pressed  wrought  iron. 
and  reînforced  for  high  pressures  by  strengthenîng-rings  under 
the  flanges. 

The  succeeding  figure  exhîbits  the  two-plate  boiler  wîththe 
common  lap-joint,  treble-riveted,  a  weaker  seam  than  the 
butted  joint,  and  one  of  which  the  use  should  be  restricted 
to  comparatively  moderate  pressures. 
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In  this  case  the  boiler  is  commonly  designed,  as  in  the 


figure,  so  as  to  însure  that  the  horizontal  seams  are  safely  cov- 
ered  by  the  setting,  and  out  of  the  fire. 

A  common  limit  with  makers  is  120  or  125  pounds,  and 
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such  boîlers  are  employed  very  extensively  wîth  simple  and 
compound  engines  throughout  New  England  and  New  York 
State. 
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In  ^^  Flash  Waier-tube  Boilers,^^  employed  with  automobiles, 
the  water  is  fed  in  at  the  top  and  forced  through  the  coils, 
and  is  gradually  heated  as  it  nears  the  bottom  coils,  which  are 
directly  over  the  fire.  The  steam  is  taken  from  the  bottom 
coil  to  the  engine,  where  it  enters,  superheated,  to  a  greater 
degree  than  is  usual  with  the  tubular  boiler. 

It  is  necessary  to  keep  the  pump  going  while  engine  is 
running  ;  the  failure  of  the  pump  to  work  stops  the  engine,  as 
the  boiler  has  no  storage  capacity. 

It  must  be  fitted  with  an  automatic  fuel-regulator.  that  will 
shut  off  the  fuel-supply,  when  the  water-supply  ceases,  by  a 
heat-regulator  (**  thermostat  **)  in  connection  with  lower  coils. 
It  must  also  be  fitted  with  a  water-regulator,  so  that  boiler 
may  not  flood  when  the  engine  is  not  using  steam.  The  pump 
feeds  water  into  a  compressed-aîr  cylinder  connected  with  a 
diaphragm  regulator  that  will  open  a  by-pass  and  water  can 
then  go  direct  to  tank  if  boiler  has  enough.  The  diaphragm 
regulator  can  be  used  direct  without  an  air  cylinder,  and  work 
with  any  steam  pressure  ;  but  as  a  wide  variation  of  steam 
occurs  usually  with  every  révolution  of  the  engine,  the  dia- 
phragm would  *  not  then  last.  The  advantages  and  disad- 
vantages  of  a  flash-boiler  are  stated  as  follows  : 

Advantages  : 

1.  Security  from  "burning.**  A  water-tube  boiler  can,  of 
course,  be  burned  so  that  it  may  become  useless  ;  but  it  is  a 
very  rare  occurrence,  and  should  be  made  impossible. 

2.  It  does  away  with  the  worry  of  water-glass,  water- 
column,  etc.,  which  at  night  is  important. 

3.  Steam  is  generated  quicker  and  is  superheated  to  greater 
extent  than  is  usual  with  other  boilers. 

4.  Ease  of  access  when  repairs  become  necessary  ;  it  can 
be  so  constructed  that  the  coils  can  be  disconnected  and 
replaced. 

5.  Less  fuel  is  claimed  to  be  requîred. 
Disadvaniages  : 

I.  The  uncertaînty  of  steam-pressure. 


Digitized  by 


Google 


APPENDIX.  7l^à 

2.  The  variation  of  steam-pressure  îs  liable  to  put  the  dia- 
phragm  regulator  out  of  order. 

3.  Hand-pumping  has   sometimea  to  be,  donc,  especially 
while  climbing  hills. 

4.  Thermostatic  heat-regulation  works  slowly,  and  may  be 
an  unknown  quantity. 

5.  Sédiment  may  coUect  in  the  lower  coils,  and  may  be 
forced  into  the  steam-chest.* 

*  K.  A»  Jutbe,  Thê  AutomoHU  Revitw  and  Automobile  News,  June  15, 
1902. 
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SPECIFICATIONS    AMERICAN    BOILERMANUFAO 
TURERS'  ASSOCIATION. 

Tenth  Annuaj.  Convention  of  the  American  Boiler 
Manufacturées,  St.  Louis,  Mo.,  October  3-6, 1898. 

1.  Cast  IroN: — Should  be  of  soft,  gray  texture  andhigli 
degree  of  ductility.  To  be  used  only  for  hand-hole  plate;, 
crabs,  yokes,  etc.,  and  manheads.  It  is  a  dangerous  métal  to 
be  used  in  mud  drums,  legs,  necks,  headers,  manhole  rings  or 
any  part  of  a  boiler  subject  to  tensile  strains  ;  its  use  is  pro- 
hibited  for  such  parts. 

2.  Steel. — Homogeneous  steel  made  by  the  open  hearthcr 
crucible  processes,  and  having  the  foUowing  qualities,  is  to  be 
used  in  ail  boilers  : 

Tensile  Strength^  Elongation  Chemical  Tests, — Shell  plates 
not  exposed  to  the  direct  heat  of  the  fire  or  gases  of  combus. 
tion,  as  in  the  external  shells  of  internally  fired  boilers,  may 
hâve  fronn  65,000  to  70,000  pounds  tensile  strength  ;  elongs 
tion  not  less  than  24  per  cent,  in  8  inches  ;  phosphorus  no: 
over  .035  per  cent.  ;  sulphur  not  over  .035  per  cent. 

Shell  plates  in  any  way  exposed  to  the  direct  heat  of  the 
fire  or  the  gases  of  combustion,  as  in  the  external  shells  0: 
heads  of  externally  fired  boilers,  or  plates  on  which  any  flanp 
ing  is  to  be  done,  to  hé^ve  from  60,000  to  65,000  pounds  teiisik 
strength  ;  elongation  not  less  than  27  per  cent,  in  8  inches: 
phosphorus  not  over  .03  per  cent.  ;  sulphur  not  over  .025  per 
cent. 

Fire-box  plates  or  such  as  are  expoSed  to  the  direct  heat  0: 
the  fire,  or  flanged  on  the  greater  portion  of  their  periphen. 
to  hâve  55,000  to  62,000  pounds  tensile  strength;  elongation 
30  per  cent,  in  8  inches  ;  phosphorus  not  over  .03  per  cent.; 
sulphur  not  over  .025  per  cent. 

For  ail  plates  the  elastic  limit  to  be  at  least  one-half  the 
ultimate  strength  ;  percentage  of  manganèse  and  carbon  left 
to  the  judgment  of  the  steel  maker. 

Test  Section  to  be  8  inches  long,  planed  or  milled  edges;  its 
cross  sectional  area  not  less  than  one-half  of  one  square  inch, 
nor  width  less  than  the  thickness  of  the  plate. 

Bending  Test. — Steel  up  to  ^  înch  thickness  must  stand 
bending  double,  and  being  hammered  down  on  itself  ;  above 
that  thickness  it  must  bend  round  a  mandrel  of  diameter  oi 
one  and  one-half  times  the  thickness  of  plate  down  to  180  de- 
grées.     Ail  without  showing  signs  of  distress. 

Bending  Test  Pièce  to  be  in  length  not  less  than  sixtetn 
times  thickness  of  plate,  and  rough,  shear  edges  milled  or  filci 
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off.  Such  pièces  to  be  eut  both  lengthwîse  and  crosswise  ot 
the  plate. 

Ail  tests  to  be  made  at  the  steel  mill.  Three  pulling  tests 
and  three  bending  tests  to  be  made  from  each  beat.  If  one 
fails  the  manufacturer  may  furnish  and  test  a  fourth  pièce,  but. 
if  two  fail  the  en  tire  beat  to  be  rejected. 

Certified  Copies  of  tests  to  be  furnished  each  member  of  A. 
B.  M.  A.  from  beats  from  which  his  plates  are  made. 

3.  Rivets  to  be  of  good  charcoal  iron,  or  of  a  soft,  mildi 
steel,  having  the  same  physical  and  chemical  properties  as  the 
fire-box  plates,  and  must  test  hot  and  cold  by  driving  down  on 
an  anvil  with  the  head  in  a  die  ;  by  nicking  and  bending,  by 
bending  back  on  themselves  cold,  without  developing  cracks, 
or  flaws. 

4.  BoiLER  Tubes,  of  charcoal  iron  or  mild  steel  specially 
made  for  the  purpose,  and  lap  welded  or  drawn  ;  they  should 
be  round,  straight,  free  from  scales,  blisters  and  mechanical 
defects,  each  tested  to  500  pounds  internai  hydrostatic 
pressure. 

This  fact  and  manufactureras  name  to  be  plainly  stencilled 
on  each  tube. 

Standard   Thicknesses  by  Birmingham  wire  gauge  to  be 
No.  13  for  tubes  i  in.,  ij  in.,  1^  in.,  and  if  in.  diameter. 
No.  12  for  tubes  2  in.,  2\  in.,  and  2^  in.  in  diameter. 
No.  II  for  tubes,  2}  in.,  3  in.,  3J  in.,  and  3^  in.  diameter. 
No.  10  for  tubes  3}  in.  and  4  in.  diameter. 
No.    9  tubes  4^  in.,  and  5  in.  diameter. 
Tests, — A  section  eut  from  one  tube  taken  at  random  from 
a  lot  of   isoorless  must  stand  hammering  down  cold  verti- 
cally  without  cracking  or  splitting  when  down  solid. 
Length  of  test  pièce  : 
\  inch  for  tubes  from  i  in.  to  i\  in.  diameter. 
I  inch  for  tubes  from  2  in.  to  2^  in.  diameter. 
li  inch  for  tubes  from  2}  in.  to  3J  in.  diameter. 
i|  inch  for  tubes  from  3^  in.  to  4  in.  diameter. 
1}  inch  for  tubes  from  4^  in.  to  5  in.  diameter. 
Ail  tubes  must  stand  expanding  flange  over  on  tube  plate 
and  bending  without  flaw,  crack  or  opening  of  the  weld. 

5.  Stay-BOLTS  to  be  made  of  iron  or  mild  steel  specially 
manufactured  for  the  purpose,  and  must  show  on  : 

Test  Section  8  inches  long;  net  : 

For  Iron,  tensile  strength  not  less  than  46,000  Ibs.  ;  elastic 
limit  not  less  than  26,000  Ibs.  ;  elongation  not  less  than  22 
per  cent,  for  bolts  of  less  than  one  (i)  square  inch  area,  nor 
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less  than  20  per  cent,  for  bolts  one  (i)  square  înch  and  more 
în  net  area. 

For  Steely  tensile  strength  not  less  than  5S,ooo  Ibs.;  elastic 
limit  not  less  than  33,000  Ibs.  ;  elongation  not  less  than  25  per 
cent,  for  bolts  of  less  than  one  (i)  square  inch  area,  nor  less 
than  22  per  cent,  for  bolts  one  (i)  square  inch  and  more  in  net 
area. 

Tests. — A  bar  taken  from  a  lot  of  1,000  Ibs.  or  less  at  ran- 
dom,  threaded  with  a  sharp  die  **  V  "  thread  with  rounded 
edges,  must  bend  cold  180  deg.  around  a  bar  of  same  diameter 
without  showing  any  crack  or  flaws. 

Another  pièce,  similarly  chosen,  and  threaded,  to  be 
screwed  into  well-fitting  nuts  formed  of  pièces  of  the  plates  to  be 
stayed,  and  riveted  over  so  as  to  form  an  exact  counterpart  of 
the  boit  in  the  fînished  structure  ;  to  be  pulled  in  testing 
machine  and  breaking  stress  noted  ;  if  it  fails  by  puUing  apart, 
the  tensile  stress  per  square  inch  of  net  section  is  its  measure 
of  strength  ;  if  it  fails  by  shearing,  the  ^sheer  stress  per  square 
inch  of  mean  section  in  shear  is  this  measure.  The  mean  sec- 
tion in  shear  is  the  product  of  half  the  thickness  of  the  plate 
by  the  circumference  at  half  height  of  thread. 

Braces  and  Stays. — Material  to  be  fully  equal  to  stay  boit 
stock,  and  tensile  strength  to  be  determined  by  testing  a  bar 
not  less  than  ten  inches  (10  in.)  long  from  each  lot  of  1,000 
Ibs.  or  less. 

7.  Flanging,  Bending  and  Forming  tobe  done  at  a  beat 
suited  to  the  material,  but  no  bending  must  be  done  or  blow 
struck  on  any  plate  which  no  longer  shows  red  by  daylîght  at 
the  working  point  and  at  least  4  inches  beyond  it. 

8.  ROLLING  must  be  done  cold  by  graduai  and  regular  in- 
créments from  the  straîght  plate  to  the  exact  circle  required, 
and  the  whole  circumference  including  the  lap  rolled  to  a  true 
circle. 

9.  BUMPED  Head  uniformly  dished  to  a  segment  of  a 
sphère  should  hâve  a  thickness  equal  to  that  of  a  cylindrical 
shell  of  solid  plate  of  same  material,  whose  diameter  is  equal  to 
the  radius  of  curvature  of  the  dished  head. 

Rivet  holes,  man  holes,  etc.,  to  be  allowed  for  by  propor- 
tîonate  încrease  în  the  thickness. 

10.  RIVETING. — Holes  made  perfectly  true  and  fair  by 
clean  cutting  punches  or  drills.  Sharp  edges  and  burrs  removed 
by  slight  coun ter-si nkîng  and  burr-rcaming  before  and  after 
sheets  are  joined  together. 

Under  side  of  original  rivet  head  must  be  flat,  square  and 
smooth*    For  rivets  f  inch  to  W  inch  diameter  allow  ij  diam- 
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€ters  for  length  of  stock  to  form  the  head,  and  less  for  larger 
rivets.  AUow  S  per  cent,  more  stock  for  driven  head  for  but- 
ton  set  or  snap  rivets.  Use  light  régulation  riveting  hanrîmers 
until  rivet  is  well  upset  in  the  hole  ;  after  that  snap  and  heavy 
mauls.  For  nriachine  riveting  more  stock  to  be  left  for  driven 
head  to  make  it  equal  to  original  head,  as  fixed  by  experiment. 

Total  pressure  on  the  die  about  80  tons  for  \\  inch  to  \\ 
inch  rivets;  65  tons  for  i  inchj  57  tons  for  |f  inch  ;  35  tons 
for  f  inch  rivets. 

Make  heads  of  rivets  equal  in  strength  to  shanks  by  making 
head  at  periphery  of  shank  of  a  height  equal  to  \  diameter  of 
shank  and  giving  a  slight  fîllet  at  this  point. 

Approximately  make  rivet  holes  double  thickness  of  thin- 
nest  plate  ;  pitch  three  times  rivet  hole  ;  pitch  Unes  of  stag- 
gered  rows  \  pitch  apart  ;  lap  for  single  riveting  equal  to  pitch, 
for  double  riveting  i^  pitch,  and  \  pitch  more  for  each  addi- 
tional  row  of  rivets  ;  exact  dimensions  determined  by  making 
résistance  to  shear  of  aggregate  rivet  section  at  least  10  per 
cent,  greater  than  tensile  strength  of  net  or  standing  métal. 

11.  Rivet  Holes  punched  with  good  sharp  punches  and 
well-fitting  dies  in  A.  B.  M.  A.  steel  up  to  \  inch  thickness  ;  in 
thicker  plates  punch  and  ream  with  a  fluted  reamer,  or  drill 
the  holes. 

12.  Drift  Pin  to  be  used  only  with  light  hammers  to  pull 
plates  into  place  and  round  up  the  hole,  but  never  to  enlarge 
or  gouge  holes  with  heavy  hammers. 

13.  Calking  to  be  done  by  hand  or  pneumatîc  hammer 
and  Conery  or  round-nosed  tool.  Avoid  excessive  calking  ; 
the  fît  must  be  made  in  the  laying  of  the  plates.  The  square- 
nosed  tool  may  be  used  for  fînishing  with  great  care  to  avoid 
nickîng  lower  plate.  Calking  edges  must  be  prepared  by 
bevel   planing,  shearing  or  chipping. 

14.  Flat  Surfaces.— State  the  thickness  of  the  plate  "  t" 
in  sîxteenths  of  an  inch,  the  pitch  "  p  "  in  inches,  and  use  a 
constant  : 

C*=ii2  for  plates  -^  inch  and  under  with  screw  stays  with 
fiveted  ends. 

C"=  120  for  plates  over  -^  inch  with  screw  stays  with  riveted 
-ends. 

€=- 140  for  ail  plates  when  in  addition  to  screw  threads  in 
the  plates  a  nut  is  used  inside  and  outside  of  each  plate. 

When  sait,  acids  or  alkalî  are  contained  in  the  feed-water, 
this  latter  construction  is  imperative. 

Rule. — Multiply  this  constant  Cby  the  square  of  the  thick- 
ness of  the  plate  expressed  in  sixteenths  of  an  inch,  and  divide 
by  the  square  of  the  pitch  expressed  in  inches  ;  the  quotient  is 
the  safe  workîng  pressure  **/^.'* 
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Formula  :    P  = 


/• 


15.  Tube  Holes  either  punched  ^  inch  less  than  required 
diameter  and  reamed  to  full  size,  or  drilled  ;  then  slightly 
countersunk  on  both  sides  ;  should  be  ^^  inch  to  -^  inch  larger 
than  diameter  of  tube  according  to  size  of  tube  ;  if  coppc: 
ferrules  are  used,  the  hole  to  be  a  neat  fit  for  the  ferrule.  Tubt 
sheet  to  be  annealed  after  punching  and  before  reaming 

16.  Tube-setting, — Ends  of  tubes  to  be  annealed  (in  ihc 
Tube  Mill)  before  setting.  The  tube  to  extend  through  the 
sheet  -j^  inch  for  every  inch  of  diameter.  Expand  until  ligk 
in  hole  and  no  more.  On  end  exposed  to  direct  flame,  flangc 
the  tube  partly  over  on  sheet,  finishing  by  beading-tool  whicb 
must  not  come  in  contact  with  the  plate  ;  expand  slightly  after 
beading. 

Copper  ferrules  No.  18  to  14  wîre  gauge  should  be  used  in  j 
fire-tube  boîlers  on  ends  subject  to  direct  beat.  | 

17.  Riveted  and  Lap-welded  Flues,  as  prescribed  in  Rulc  | 
II,  Sections  8,  9,  10,  il,  12  and  13  of  Régulations  of  Board  oî  | 
Supervising  Inspectors  of  Steam  Vessels,  approved  Februan.  , 
1895.  I 

18.  Corrugated  Furtuue  Flues  zs  prescribed  in  sections  14  | 
and  1 5  of  the  sanie  Rule. 

19.  Stay-bolts  to  be  caref  ully  threaded  with  sharp,  clean  dies» 
**  V  "  thread  with  roundededges  ;  threading-machine  equippei 
with  a  lead-screw  ;  holes  tapped  with  tap  extending  through 
both  sheets  to  neat  smooth  fit,  so  that  bolts  can  be  put  in  b) 
hand  lever  or  wrench  with  a  steady  pull  ;  \  diameter  to  Pro- 
ject for  riveting  over  ;  with  hollow  stay-bolts  use  slender  driit 
pin  in  the  bore  while  riveting  and  drive  it  home  to  expand  the 
boit  after  riveting. 

Height  of  nuts  used  on  screw-stays  to  be  at  least  50  per 
cent  of  diameter  of  stay.  Largest  permissible  pitch  for  screv- 
stays  is  10  inches. 

20.  Braces  and  Stays  shall  be  subjected  to  careful  inspec- 
tion and  tests  as  per  Sections  6  and  2.  Welding  to  be  avoideii 
where  possible,  but  good  clean  welds  to  be  allowed  a  value  oi 
80  per  cent  of  the  solid  bar.  Rivets  by  which  braces  are  at- 
tached,  when  the  pull  on  them  is  other  than  at  right  angles  to 
be  allowed  only  half  the  stress  permitted  for  rivets  in  the 
seams. 

21.  Manholes  should  be  flanged  in,  out  of  the  solîd  plate,  0- 
a  radius  not  less  than  three  times  the  métal  thickness  to  ^ 
straight  flange  ;  when  the  plate  is  \  inch  or  less  in  thîckness  < 
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reînforce  ring  to  be  shrunk  around  it.      Cast-iron  reinforce 
flanges  never  to  be  used. 

22.  Dômes  to  be  avoided  when  possible  ;  cylindrical  portion 
to  be  flanged  down  to  the  shell  of  the  boiler,  and  this  shell 
flanged  up  insîde  the  dôme,  or  reinforced  by  a  coUar  flanged  at 
the  joint,  the  flanges  double-riveted. 

23.  Drunts  should  be  put  on  with  collar-flanges  olA.B^M.A. 
Steel,  not  less  than  f  inch  thick  double-riveted  to  shell  and 
drum  and  single-riveted  to  the  neck  or  leg,  or  the  flanges  may 
be  formed  on  thèse  legs. 

24.  Saddles  or  Nozzles  to  be  of  flanged  steel  plate  or  of  soft 
cast  Steel,  never  of  cast  iron. 

25.  Rivet  Seatns  when  proportioned  as  prescribed  in  Sec- 
tion 10  with  materials  tested  as  per  Sections  2  and  3  shall  hâve 
4J  as  factor  of  safety  ;  when  not  so  tested,  but  inspection  of 
materials  indicates  good  quality,  a  factor  of  safety  of  S  is  to  be 
taken,  and  at  most  55,000  Ibs.  tensile  strength  assumed  for  the 
Steel  plate  and  40,000  Ibs.  shear  strength  for  the  rivets,  ail 
figured  on  the  actual  net  standing  métal. 

26.  Fiat  Surfaces  proportioned  as  per  Section  14  hâve  in 
the  constants^there  givena  factor  of  safety  of  S  or  a  littleover. 

27.  Buniped  Heads  proportioned  as  per  Section  9  to  be 
subject  to  a  factor  of  safety  of  5. 

28.  Stay  Bolts  proportioned  and  tested  as  per  Sections  19 
and  5  to  hâve  a  factor  of  safety  of  5  applied  to  the  lowest 
stress  found. 

29.  Braces  and  Stays. — When  tested  as  per  Sections  6  and 
2  to  be  allowed  a  factor  of  safety  of  5  ;  when  not  so  tested  but 
caref  ul  inspection  shows  good  stock  they  may  be  used  up  to 
6,500  Ibs.  actual  direct  pull  for  wrought  iron,  and  8,000  Ibs.  for 
mild  steel,  ail  per  square  inch  of  actual  net  métal. 

30.  The  hydrostatic  test,  to  be  made  on  completed  boilers 
built  strictly  to  thèse  spécifications,  is  never  to  exceed  working 
pressure  by  more  than  one-thirdof  itself  and  thisexcess  limited 
to  100  Ibs.  per  square  inch.  The  water  used  for  testing  to  hâve 
a  température  of  at  least  150  deg.  F. 

31.  The  boiler  should  be  supported  on  points  where  there 
is  the  greatest  excess  of  strength.  Excessive  local  stresses 
from  weight  of  boiler  and  contents  must  be  avoided  and  dis- 
tortion  of  parts  prevented  by  using  long  lugs  or  brackets,  and 
only  half  the  stress  which  they  may  carry  in  the  seams  to  be 
allowed  on  rivets. 

The  supports  must  permit  rebuilding  the  furnace  without 
disturbing  the  proper  suspension  of  the  boiler.  The  boiler 
should  be  slightly  inclined  so  that  a  little  less  water  shows  at 
the  gauge  cocks  than  at  the  opposite  end. 
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III. 

(Pages  119,409.) 

STRENGTH  OF  PURNACBS  AND  PLUES.    (SntOMBYnto 


Expérimenter  or 
Author. 


Fairbairn. 


Stock. 


Thickness, 
1d. 


Board  of  Trade . 
Knight  


Board  of  Trade. 


Fairbairn. 


Knight. 


Board  of  Trade. 


Howden  &  Co. 


1/8 
.14 
.14 
.157 

1/4 
1/4 
1/4  bare 
1/4 
1/4 
1/4 
ï/4 
11/32 
3/8 
3/8 
.34 
3/8 
3/8 
3/8 
3/8 
.42 
.42 

1/2 

17/32 

17/32 


Diameter, 
In. 


Ml 

9 

9 

7.87 
i8t 

71 

71 

71 

54 

36 

36 

44t 

43 

38 

33i 

42 

42 

36 

36 

32 

32 

38 
37 
43 


LengLh 
In. 


60 
37 
37 
276 
61 
54 
54 
27 
24 
24 
48 
38i 
46 

84 
360 
420 
300 

24 

48 

94 

46 

86 

108 

23 


Joint 


Lap 
if 

Butt 
Lap 

Butt 


Weld 
(( 

Lap 
(( 

Weld 
Lap 

i< 
Weld 


Lap 
Weld 


Coilapse* 

pressure, 

Lbs. 


ReoMu-b. 


125 
262 
378 
IIO 

420 

128 
105 
134 
128 

235 
217 

200 
180 

187.5 

99 

97 
127 
468 
390 
370 
600 

450 
260 

840 


>  1/2  in.  oval 
Adamson's  riogs 


Donkey-boiler 


Adamson's  riogs 

Steel 

Steel.   Adamsoc's 

rings 
Adamson's  rings 
Old  boiler 
Steel,    AdamsoQS 

rings 


A  summary  leads  to  the  conclusion  that  the  flues  gave  wav 
when  the  stress  reached  the  values — * 


Thickness  of  plate,  in 

Mean  stress  while  collapsing,  tons . 


1/8 
5i 


1/4 
7i 


3/8 
9 


1/2     1!^ 
7t    ,    ï5 


The  Strength  of  Single-riveted  Joints  is  56  per  cent  ta 
60  per  cent  of  the  strength  of  the  plate. 

A  properly  proportioned  double-riveted  joint  71  percent 
to  75  per  cent. 

A  properly  proportioned  triple-rîveted  joint,  with  inski^ 
and  outside  v\^elt-strips,  85  per  cent  to  87J  per  cent. 

*  C.  E.  Stromeyer,  Marine  Boiler  Management  and  Construction,  p.  IS7- 
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Mr.  William  G.  Pike  computes  the  foUowing  figures 
boilers  of  différent  dimensions  and  pressures  (Fig.  200)  : 


737 
for 


• 

Diameter 

of  Boiler, 

60". 

Steam- 
pressure 
Allowed, 

laoLbs. 

Diameter 
of  Boiler, 
60". 
Stcam- 
pressure 
Allowed, 
Z37  Lbs. 

Diameter 

of  Boiler, 

66". 

Sieam- 

pressure 

Allowed, 

xao  Lbs. 

Diameter 

of  Boiler, 

66". 

Steam- 

pressure 

Allowed. 

Z38  Lba. 

Diameter 
of  Boiler, 

Steam- 
pressure 
AUoweJ, 
Z30  Lbs. 

Distance  A 

Il 

a 

13/16 

3/8 

3/8 

If 

3/4 

I3/I6 
4/10 
3/8 

i« 

45/100 
3/8 

3* 

af 

.5'J.6 
7/8 

7/16 
3/8 

2  ' 

21 

7i 

3« 
15/16 

7/8 
15/16 
45/100 

3/8 

Distance  B 

Distance  C 

Distance  D 

Distance^....   

Distance  F, 

Diameter  rivets 

Diameter  rivet-holes 

Thickness  shell-plates. .  . . 
Thicknets  welt-strips 

Fig.  200. — BuTT-joiNT. 
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Factor  of  safety  is  5  in  ail  the  above.  Tensile  strength  îs 
figured  at  S5,CXX)  Ibs. 

Graphie  Method  of  Designing  Joints. — Scliwedler  has 
introduced  a  novel  mode  of  designing  joints.     The  width  w  of 


A.  8INQLE  RIVETED  LAP  JOINT. 


B.  DOUBLE  RIVETED  LAP  JOINT. 


(o)...,(o),..,iO').. 


i 


G.  COVER  PLATE  8INQLE  RIVETED  BUTT  JOINT. 


rrf 


UNIT  tr.  /T,  LINE  OF  FRACTURE 
FiG.   20Otf. 


-a  strîp  of  plate  ot  a  strength  in  tension  équivalent  to  that  of 
ont.  rivet  in  single  shear  is  obtained  thus  : 


n 


wtf,  =  -dV.; 
4 
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and  thence 


w 


= 0.785  j-^ 


D.    DOUBLE  OHAIN  RIVETED  LAP  JOINT. 


F/   TR]1»LE  CHAIN  RlVETEO  JOlMT. 


iiiTr'frrrTTTrfTTi 


._.  ^ .  - .  ^ .  1-^.  »m\;  - 1-  *--»-  ---■-  -J--J-  '^p^  -j--r  "t 

UNIT  tÇ.     ff,  LINE  OF  FRAOTURE 

FiG.  200^. 

Suppose  âf  and  /  and  -'  aiso  known.     If  around  each  rivet 

a  circlo  îs  drawn  of  dîameter  </  +  ^»  ^"d  tangrent-lines  cuttîng 
the  plate  into  strips  of  wîdth  w,  a  portion  of  plate  of  proper 
width  will  hâve  been  allotted  each  rivet.  The  figures  201-3 
show  the  applications  of  this  method.* 

*  yidg  Unwin's  Machine  Design,  g  64. 
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GENERAL  FORMULAS   FOR   RIVETED   JOINTS.— Barr.» 

Suitable  formulas  for  the  diameter  and  pitch  of  rivets  and 
<*  efficiency  of  joint"  can  be  developed  for  each  form  of  joint. 
The  équations  for  the  single-riveted  lap-joint,  with  a  few  of 
those  relating  to  other  forms  of  joints,  will  be  given  by  way  of 
illustration  ;  after  which  gênerai  formulas,  equally  applicable 
to  ail  possible  forms  of  joint,  will  be  derîved. 

The  following  notation  will  be  used  throughout  thîs  article  : 

d  =  diameter  of  hole  (diam.  of  rivet  when  upset). 

/  =  pitch  of  rivets  along  a  row. 

/  =  thickness  of  the  plates. 

f^  =  tensile  strength  of  the  plates  per  sq.  în. 

f^  =  crushing  strength  of  the  rivets  if  in  single  shear,  or  of 
plates  per  sq.  in. 

/^  =  crushing  strength  of  the  rivets  if,  în  double  shear,  or 
of  the  plates. 

ft  =  shearing  strength  of  rivets  în  single  shear  per  sq.  în. 
yi  =  shearing  strength  of  rivets  in  double  shear  per  sq.  in. 

C  =  Crushing  résistance  of  rivets,  or  plates,  per  unit  strip. 

5  =  Shearing  résistance  of  rivets  per  unit  strip. 

T  =  Tensile  résistance  of  plates  (net  section)  per  unît  strip. 

P  =  Tensile  résistance  of  plates  (solid  section)  per  unît 
strip. 

E  =  Efficiency  of  joints. 

I.   SINGLE-RIVETED   LAP-JOINTS. 
The  net  tensile  strength  of  the  strip  (through  the  rivet)  îs 

r  =  (/  -  d)tf, .     (I> 

The  shearing  strength  ,of  the  rivet  îs 
n 


5=-^»/,  =  .7854^/. (2) 
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The  crushîng  strength  o(  rivet,  or  plate,  whichever  has  the 
lower  crushîng  résistance,  is 

C  =  dtf.. 

The  tensile  strength  of  the  solid  plate — ^that  is,  of  a  sec- 
tion across  the  strip  not  passing  through  a  rivet-hole — is,  per 
unit  strip, 

The  Efficiency  of  the  Joint,  E,  is  the  ratio  of  the  strength  of 
the  joint  to  the  strength  of  the  solid  plate;  or  it  is  the  smallest 
of  2",  5,  or  C,  divided  by  P.  For  highest  efficiency,  T,  5, 
and  C  should  be  equal.  If  the  proportions  are  such  that  this 
resuit  is  attained,  the  three  équations  (i),  (2),  and  (3)  involve 
the  three  unknown  quantities  /,  d,  and  7*  =  5  =  C\  the 
term§  /,  ft,  /„  and  f  being  known  for  any  given  material. 
Equating  5  and  C,  eqs.  (2)  and  (3), 

^d^f^difr,      .-.^=1.27/^' (5) 

This  expression  gives  the  proper  theoretical  diameter  of 
rivets  for  plates  of  a  given  thickness  when  the  values  of /*  and 
fe  are  fixed.     Equating  Zand  5,  eqs.  (i)  and  (2), 

{p-d)tA  =  -^<fif.;     ..p  =  ^^^^+d.       .     (6) 

Thîs  gîves  the  proper  theoretical  pitch. 

Equation  (5)  generally  gives  a  diameter  which  does  not 
exactly  agrée  with  regular  **  shop  dimensions,*'  hence  the 
diameter  of  actual  rivets  (holes)  would  be  varied  to  give  a  con- 
venîent  sîze.  Likcwise  the  pitch  would  perhaps  be  made  somc- 
what  différent  from  that  computed,  for  convenience  in  laying  off, 
or  to  make  even  spacing  in  the  entire  length  of  the  plate.  Thèse 
changes  will  destroy  the  exact  equality  between  T,  5,  and  C, 
The  substitution  of  the  final  practical  values  of  d  and  /  in 
équations   (i),  (2),  (3),  and  (4)  will  give  the  values  of  7",  5, 
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C,  and  Pf  and  the  smallest  of  the  first  three  of  thèse  values 
divided  by  the  value  of  P  gives  the  efficiency,  E, 

Example:  A  single-riveted  lap-joint  is  to  be  desîgned  for 
a  plate  i  inch  thick.  Tensile  strength  of  plate  =  58,000 
pounds  per  square  inch;  shearîng  strength  of  rivets  (single 
shear)  =  40,0CXD;  and  crushing  résistance  taken  at  70,000: 

^/  =  1.27  X  .6  X  70,000  -^  40,000  =  i.i  I  inches. 

The  rivet  (hole)  will  be  taken  as  i-jig-  inch  diameter  (i-inch 
rivets).     Using  this  value  of  </  in  eq.  (6), 

.7854  X  280  X  40,000       17 

._/    :>^  ^   ^^7    +~  =  1.22+1.0625  =  2.28". 

^  -SX  256  X  58,000     ^16  ^  ^ 

The  pitch  may  be  taken  at  2  j^",  unless  some  slightly  dif- 
férent pitch  would  space  to  better  advantage.* 
From  eq.  (i), 

r=  (2.31  —  1.06)  X  .5  X  58,000  =  36,300  Ibs. 
From  eq.  (2), 

S  =  .7854  X  1.13  X  40,000  =  35,400  Ibs. 
From  eq.  (3), 

P  r=  1.0625  X  .5  X  70,000  =  37,200  Ibs. 
From  eq.  (4), 

C=  2.31  X  -S  X  58,000  =  67,000  Ibs. 

.  • .  The  efficiency  of  the  joint  equals  the  smallest  of  thèse 
résistances  (5  in  this  case)  divided  by  the  strength  of  the 
solid  plate,  P. 

.'.P=z  5-5-  r=  35,400-5-67,000  =  .53, 

or  the  efficiency  is  53  per  cent. 

*  It  is  préférable  to  slightly  increase,  rather  than  to  decrease,  the  pitch  as 
puted.  because  corrosion  weakens  the  plates  more  than  it  does  the  rivets. 
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II.   DOUBLE-RIVETED   LAP-JOINTS. 

The  unît  strip  contains  two  rivets,  one  în  each  row  ;  but 
its  cross-section  through  either  rivet  is  only  weakened  by  a 
single  hole;  hence 

T=(j>-d)tf, (7) 

The  shearîng  résistance  of  the  two  rivets  în  this  unit 
strip  is 

S  =  ^éP/,=  1.57^/ (8) 

The  crushing  résistance  of  the  two  rivets  is 

C  =  2dtf, (9) 

The  tensile  strength  of  the  solid  plate  per  unit  strip  is 

p=ptA (10) 

Equating  5  and  C,  eqs.  (8)  and  (9), 

i.S7d'A=2dtfr,         .•.^/=  1.27/^^.  .     .     (Il) 

whîch  gives  the  same  diameter  of  rivet,  for  the  same  thickness 
of  plates  and  materials  as  in  the  case  of  a  single-riveted  lap- 
joint. 

Equating  T  and  S,  eqs.  (7)  and  (8), 

0>  -  d)if,  =  us7^/.  ;      .  • .  /  =  ^^^  +  d.     (12) 

The  process  in  designing  this  joint  is  similar  to  that  given 
for  single-riveted  joints.  First,  the  diameter  of  rivet  is  com- 
puted  from  eq.  (ii),  and  some  regular  size  of  nearly  this  diam- 
eter is  adopted.  Second,  the  pitch  is  computed  from  eq.  (12), 
and  this  may  be  modified  to  give  a  convenient  dimension. 
Then   T,  5,  and  C  are  computed  from  eqs.  (7),  (8),  and   (9), 
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respectively,  and  the  smallest  of  thèse  divided  hy  P, — asfound 
from  eq,  (lO), — gives  the  efficiency. 

m.    DOUBLE-RIVETED   BUTT-JOINTS,   TWO   WELTS. 

In  this  joint,  if  the  rivets  in  each  row  hâve  the  same  pitch. 
the  unit  strip  has  a  width  equal  to  the  pitch  ;  every  unit  strip 
contaîns  two  rivets  in  double  shear  each  side  of  the  butt.  The 
minimum  cross-section  of  a  unit  strip  is  {p—d)t,  as  onlyone 
rivet-hole  lies  in  such  section,  providing  the  distance  betweer 
rows  of  rivets  is  as  great  as  it  should  be.  The  équations  for 
the  diameter  and  pitch  of  rivets  wîth  this  form  of  joint  are 

rf=^  =  .636/^;; (i;i 

P-f-+''- (»: 

If  the  double-riveted  butt-joint  be  made  wîth  the  outerro^^ 
twice  the  pitch  of  the  inner  rows,  the  efficiency  of  the  joint 
may  be  încreased.  This  modified  double-riveted  butt-joint  ha^ 
a  unit  strip  of  width  /'  =  2/,  /  being  the  pitch  of  the  rivets  in 
the  inner  rows.  Each  unit  strip  con tains  three  rivets  in  double 
shear.  The  équation  for  the  diameter  of  rivets  is  the  same  as 
(1 3)  ;  but  the  pitch  should  be  determined  by  the  following  rela- 
tion: 

/=2/  =  35^'  +  ^;        ....     (15 

•••^  =  '-^+i- <■* 

IV.    TRIPLE-RIVETED    BUTT-JOINTS,    TWO   WELTS. 

This  joint  consists  of  two  rows  of  rivets  in  double  shear 
and  one  outer  row  in  single  shear,  each  side  of  the  butt,  tnr 
pitch  of  rivets  in  the  outer  rows  being  twice  that  of  the  inner 
rows.     One  of  the  covering  strips  is  only  wide  enough  totakt 
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the  two  close  pitch  rows,  while  the  other  strip  îs  wide  enough 
for  the  three  rows,  each  side  cf  the  butt.  This  form  of  joint 
has  a  high  efficiency,  and  is  much  in  favor  for  the  best  class  of 
work  and  heavy  pressure.  The  unit  strip  contains  four  rivets 
in  double  shear  and  one  in  single  shear,  and  its  width  equals 
the  pitch  of  outer  row,  /'  =  2/. 

The  équations  are  rather  more  complex  than  the  preceding. 
That  for  the  pitch  is 

^^^p=V^^fl^f.^d=i^J^^)d^+d.     (17) 


V.    GENERAL    EQUATIONS   FOR   RIVETED  JOINTS. 

The  fundamental  équations  for  the  efficiency  of  riveted 
joints  of  various  forms,  as  well  as  those  for  the  diameter  and 
pitch  of  the  rivets,  may  be  put  in  more  gênerai  forms  than 
those  of  the  preceding  article.  The  équations  to  be  developed 
are  applicable  to  any  style  of  riveted  joint. 

The  unit  strip  is  of  width  equal  to  the  pitch,  the  maximum 
pitch  being  taken  for  such  width  of  unit  strip  unless  ail  rows 
hâve  the  same  pitch. 

The  gênerai  expression  for  the  net  tensile  strength  of  the 
unit  strip  is 

T^(J>-d)if, (i8) 

The  gênerai  expression  for  résistance  to  shearing  of  the 
rivets  in  the  unit  strip  is 

^  =  — r-/-| —f!y        ....      (19) 


in  which  n  equals  the  number  of  rivets  in  single  shear  and  m 
equals  the  number  of  rivets  in  double  shear. 

The   gênerai  expression  for  résistance  to  crushing  of  the 
unit  strip  is 

C  =  ndtf,  +  mdtfj (20) 
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The  tensile  résistance  of  the  solid  strip  is 

P^ptft (2i> 

Equating  5  and  C,  eqs.  (19)  and  (20), 

"l—inf.  +  zmf:)  =.dt{nf,  +  m/J)  ; 
4 

Equating  rand  5,  eqs.  (18)  and  (19),  and  solving, 

p(A  =  —  W.+  2mf:)  +  dtA  =  P.      .     .     (23) 
4 

If  the  joint  is  designed  for  maximum  efficiency,  T=:S=Cy 
hence  any  one  of  thèse  three  quantities  divided  by  P  gives  the 
efficiency  of  the  idéal  joint  for  any  given  form,  or  dividing  (19) 

by  (23), 

£  -  J? 1 

4 
Substituting  the  value   of  d/  as  given  by  eq.   (22)   and 

TCép 

dividing  numerator  and  denominator  by  —  («/^  +  2m//), 

4 

If  ail  the  rivets  are  in  single  shear, 


(24') 


If  ail  the  rivets  are  in  double  shear, 

1 

1  + 


^= ^ .     (24") 


inf: 
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Or  if  y^  =:  //,  and  the  number  of  rivets  in  the  unit  strip, 
n-]-  m,he  called  K, 

£=—^ (24  ) 

14--- 

This  expression  holds  for  any  form  of  joint.  The  formula  (24), 
or  the  appropriate  modified  form  of  it  (24'),  (24''),  or  (24'"), 
may  be  used  to  find  the  maximum  possible  efficiency  of  any 
/ûrm  of  riveted  joint  when  the  résistances  to  tension  and  crush- 
ing  are  known.  It  will  be  noticed  that  the  résistance  of  the 
rivets  to  shearing  does  not  appear  in  this  gênerai  formula  for 
maximum  efficiency.  It  is  thus  seen  that,  with  given  résist- 
ance to  tension  and  crushing,  the  shearing  âtrength  of  the 
rivets  does  not  affect  the  attainable  efficiency.  However,  the 
shearing  résistance  of  the  rivets  does  affect  the  proportions  of 
the  joint  necessary  for  such  maximum  efficiency. 

This  formula  is  useful  in  finding  the  limiting  efficiency 
of  joint  for  any  form  and  materials  ;  the  actual  proportions 
adopted  may  give  a  lower  efficiency,  but  can  never  give  higher 
efficiency. 

It  is  also  possible  to  dérive  a  set  of  gênerai  expressions  for 
the  diameter  of  rivets  and  for  theîr  pitch  which  can  be  used 
for  any  form  of  joint.  The  notation  used  is  the  same  as  in 
the  preceding  work. 

Equating  5  and  C,  eqs.  (19)  and  (20),  and  solving  for  d, 

which  gives  the  proper  diameter  of  rivets  for  a  given  thickness 
of  plate,  when  the  number  of  rivets  in  single  shear,  the  num- 
ber in  double  shear,  and  the  corresponding  shearing  and 
crushing  résistance  are  known. 

Equating  7" and  C,  eqs.  (18)  and  (20),  and  solving  for/, 

/  =  M+^^^+rf. (26) 

Jt 
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STRENGTH  OF  STEEL  RIVETING.— Barnhurst. 
Based  on  60,000  Ibs.  per  sq.  in.  tension  *  ;  38,000  in  shearing. 


Single  Riveting,* 

Buniin^ 

Plate. 

Hole. 

Rivet, 

Pitch. 

Pressure. 

1/4 

3/4 

II/16 

2 

8,392 

9/33 

3/4 

II/16 

2 

8.39« 

5/16 

3/4 

I1/16 

2 

8,392 

11/33 

13/16 

3/4 

2 

9.850 

3/8 

13/16 

3/4 

2 

9.850 

7/16 

13/16 

3/4 

2 

9,850 

i/a 

7/8 

13/16 
Double  Riveting, 

2i 

10.753 

1/4 

3/4 

11/16 

3 

11,190 

9/3» 

3/4 

11/16 

3 

11,190 

5/16 

13/16 

3/4 

3 

13.134 

iî/3» 

7/8 

13/16 

3 

14,607 

3/8 

'   15/16 

7/8 

3i 

16,875 

7/16 

1 

15/16 

3i 

18.173 

T/8 

lA 

1 
Triple  Riveting. 

3i 

20.732 
73  to  75  % 

ï/4 

5/8 

9/16 

3 

11.655 

9/3» 

11/16 

5/8 

3 

13.007 

5/16 

11/16 

5/8 

3 

14,106 

ii/3a 

3/4 

11/16 

3- 

15.493 

3/8 

13/16 

3/4 

3:: 

16,875 

7/16 

13/16 

3/4 

3f 

18.459 

1/3 

15/16 

7/3 

31 

21.964 

9/16 

M 

I 

3Ï 

24.785 

5/8 

lA 

4 

27,272 

Triple  Riveting — Doubîe-strapped  Butt-joint, 

84  to  86)( 

1/4 

11/16 

5/8 

6 

13.281 

9/33 

11/16 

5/8 

6 

14.941 

5/16 

11/16 

5/8 

6 

16,601 

11/32 

11/16 

5/8 

6 

17,531 

3/8 

11/16 

5/8 

6 

19.740 

7/16 

3/4 

11/16 

6 

22,968 

15/3» 

13/16 

3/4 

6i 

24.609 

1/3 

13/16 

3/4 

6 

25.458 

17/3» 

7/8 

13/16 

6 

27,918 

9/16 

7/8 

13/16 

6 

27.918 

5/8 

I 

15/16 

7 

32.582 

•  Caa8ier*8  Magazine,  Auguit,  1900. 
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BOARD  OF  TRADB  BXPBRIMBNTS  ON  FLAT  PLATBS.    (Strombybr.) 


Plate 

Suys. 

Pressures  aod  Deflections  at  Centre. 

Thiclc- 
ness. 

Diam- 
eter. 

Pitch. 

Mode  of  Atuchmeot 
of  Suys. 

A 

Set. 

/• 

/• 

Bulge. 

Set. 

Inch. 

Inches. 

loches. 

Lbs. 

loch. 

Lbs 

Lbs. 

Inch. 

loch. 

9/33 
5/16 
5/16 

13/32 
13/32 

7/16 

7/>6 
i/a 
1/2 
15/32 
1/2 
9/16 
9/16 
9/«6 
9/1 6 
9/16 
9/«6 

1* 

1* 

9 
le 
11 
1* 

9 
9 
le 

9 

5 

14  X  15» 
14  X  i5è 
14  X  15    \ 
14  X  15   S 

Riveted 
Nutted 
Riveted 
Nutted 
Riveted 

Nutted 

t» 

Riveted 
Nutted 
Riveted 
Nutted 

•* 

ti 

Riveted 

Nutted 

Two  nuts 

Nuts  and 
washers 

900 
900 
100 
75 
325 
300 
400 
150 

900 
550 
550 

IIS 

■25 

900 
150 

175 
3<» 
950 

.005 
.03 

.24 
.01 

.005 

.01 
.01 

.ox 

•03 

.005 

.01 

.03 

.03 

.01 

.015 

.01 

.09 

.03 

.01 

300 
350 
100 

550 
500 

700 
350 

130 
375 
500 

540 

;::: 

.42 

? 

.07 
•32 

.96 

.045 

•44 

•  35 

.99 

.99 

.005 
•4» 

.11 

IV. 

(Page    171.) 
A  COAL  CALORIMETER.    (By  R.  C.  Carpenter.) 

The  gênerai  appearance  of  the  new  instrument  is  shown  in 
Fig.  201,  a  sectional  view  of  the  interior  part  is  shown  in  Fig. 
202,  from  which  it  is  seen  that,  in  principal,  the  instrument  is  a 
large  thermometer,  in  the  bulb  of  which  combustion  takes 
place,  the  heat  beîng  absorbed  by  the  liquid  which  is  within 
the  bulb.  The  rise  in  température  is  denoted  by  the  height 
to  which  a  column  of  liquid  rises  in  the  attached  glass  tube. 

In  construction,  Fig.  202,  the  instrument  consists  of  acham- 
ber,  No.  15,  which  has  a  removable  bottom,  shown  in  section 
in  Fig.  202,  and  in  perspective  in  Fig.  203.  The  chamber  is 
supplied  with  oxygen  for  combustion  through  tube  23,  24,  25, 
the  products  of  combustion  being  discharged  through  a  spiral 
tube,  29,  28,  30. 

*  From  a  paper  présentée!  at  the  Détroit  meetiag  (June,  18^5)  of  tho  Amer- 
ican Society  of  Mechanical  Engineers,  and  forming  part  ot  Volume  XVÎ.  ol 
ihe  Transactions. 
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Surrounding  the  combustion-chamber  is  a  larger  closed 
chamber,  i,  Fig.  202,  filled  with  water,  and  Connecting  with  an 
open  glass  tube,  9  and  10.  Above  the  water-chamber,  i,  is  a 
diaphragm,  :2,  which  can  be  changed  in  position  by  screw  14, 
so  as  to  adjust  the  zero-level  in  the  open  glass  tube  at  any 
desired  point.     A  glass  for  observingtheprocess  of  combustion 


Fig.  201. 


Carpenter's  Calorimeter. 


Fig.  202. 


îs  inserted  at  33,  in  top  of  the  combustion-chamber,  and  also  at 
34,  in  top  of  the  water-chamber,  and  at  36,  in  top  of  outer  case. 
This  instrument  readily  shps  into  an  outside  case,  which  is 
nickel-plated  and  poh'shed  on  the  inside,  so  as  to  reduce  radia- 
tion as  much  as  possible.     The  instrument  is  supported   on 
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strips  of  felting,  S  and  6,  Fig.  202.     A  funnel  for  filling  is  pro 
vided  at  37,  which  can  also  be  used  for  emptying,  if  desired. 

The  plug  which  stops  up  the  bottom  of  the  combustion- 
chamber  carries  a  dish,  22,  in  which  the  fuel  for  combustion  is 
placed  ;  also  two  wires  passing  through  tubes  of  vulcanized 
fibre,  which  are  adjustable  in  a  vertical  direction,  and  con- 
nected  with  a  thin  platinum  wire  at  the  ends.  Thèse  wires  are 
connected  to  an  electric  current,  and  used  for  firing  the  fuel. 
On  the  top  part  of  the  plug  is  placed  a  silver  mirror,  38,  to 
deflect  any  radiant  heat.  Through  the  centre  of  this  plug 
passes  a  tube,  25,  through  which  the  oxygen 
passes  to  supply  combustion.  The  plug  is 
made  with  alternate  layers  of  rubber  and  as- 
bestos  fibre,  the  outside  only  being  of  métal, 
which,  being  in  contact  with  the  wall  of  the 
water-chamber,  can  transfer  little  or  no  heat  to 
the  outside. 

The  discharge-gases  pass  through  a  longcoil 
of  copper  pipe,  and  are  discharged  through  a 
very  fine  orifice  in  a  cap  at  30. 

The  instrument  has  been  so  designed  that 
the  combustion  can  take  place  in  oxygen  gas 
having  considérable  pressure,  but  in  practicewe 
hâve  found  that  very  excellent  results  hâve  been 
obtained  with  pressures  of  2  to  5  pounds  per 
square  inch,  and  thèse  hâve  been  rommonly 
used  in  our  déterminations. 

Two  instruments  hâve  been  buîlt  at  the 
présent  time,  which  differ  from  each  other 
somewhat  in  détail,  but  prîncipally  in  dimen- 
sions. The  first  instrument  held  about  i  pound 
of  water,  and  was  intended  for  use  with  about 
I  gram  of  coal.  In  that  instrument  the  entire 
bottom  of  the  water-chamber  was  removable, 
and  the  whole  of  the  combustion-chamber. 
This  form,  while  giving  fully  as'good  results  as 
the  one  described,  was  more  likely  to  leak,  and   consequently 


Fig.  203. 
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was  difficult  to  keep  în  good  condition.  The  first  form  built 
employed  an  adjusting  piston  to  regulate  the  initial  reading 
of  the  water-column,  which,  possîbly,  may  hâve  been  as  good 
as  the  diaphragm  used  at  présent. 

The  instrument  described,  which  is  of  later  design,  holds 
about  5  pounds  of  water,  and  is  large  enough  for  the  con- 
sumption  of  2  grams  of  coal. 

The  température  of  the  discharged  gas  was,  in  our  first  ex- 
periments,  measured  by  a  thermometer  in  the  attached  cup 
Fi  Fig.  20I  ;  later  experiments  prove  this  unnecessary,  and  the 
form  in  Fig.  197  has  been  finally  adopted,  as  being  simpler  to- 
construct  and  more  convenient  to  use.  It  is  quite  évident  that 
this  méthod  of  measuring  the  heating  value  of  fuels  will  be 
also  applicable  to  a  bomb  calorimeter,  but  it  is  vefy  doubtful  if 
such  a  construction  will  show  any  încrease  of  accuracy,  while  it 
is  quite  certain  to.be  more  difficult  to  use. 

Before  the  instrument  was  constructed  it  was  the  intention 
to  calibrate  the  scale  so  as  to  give  the  results  directly  in  heat 
units  ;  and  for  this  purpose  a  thermometer  with  cup  and 
spécial  appliance  for  stirring  was  to  be  employed.  It  was  af ter- 
wards  found  out  that  the  vahie  of  the  scale  could  be  obtained 
much  more  simply  by  burning  différent  weights  of  pure  carbon,. 
and  thus  obvîate  any  necessity  for  complicated  corrections  due 
to  the  spécifie  heat  of  the  various  parts  of  the  instrument. 

This  method  is  not,  however,  a  novel  one,  having  been 
employed  by  Hempel,  the  German  authority  on  this  subject,. 
and  ^Iso  by  Berthelot,  with  the  bomb  calorimeters.  Hempel 
recommends  for  this  purpose  the  use  of  the  carbon  obtained  by 
burning  recrystallized  sugar  ;  but  we  hâve  obtained  very  uni- 
form  and  consistent  results  by  using  a  coke  from  which  ail 
volatile  matter  had  been  driven  off,  and  making  corrections  for 
the  ash  which  was  left  as  a  residue  after  the  burning. 

By  the  combustion  of  différent  weights  a  calibrât ion-curve 
cO'Ordinating  B.  T.  U.  and  weights  of  fuel  is  obtained,  which 
has  been  essentially  a  straight  Une  for  the  two  instruments 
described. 

In  case  there  is  any  change  in  the  characterof  the  heatiner 


Digitized  by 


Google 


APPENDIX^  74S 

or  absorbing-surfaces  a  new  calibration  can  readily  be  made  at 

any  time  by  preserving  some  of  the  coke  first  used  in  calibra* 

tion. 

The  value  of  i  pound  of  pure  carbon  bas  been  determined  sa 

accurately,  and  repeated  so  many  times,  that  it  provides  a  very 

convenîent  and  accurate  standard.     Thîs  value   is  ordînarily 

taken  as  8080  calories,  or  14,540  B.  T.  U.     Thelatest  value,  as 

determined.  by  Berthelot,  is  8136.6  calories,  14,646  B.  T.  U.,  a 

nun[\ber  above  f  of  i  per  cent  higher  than  détermination  by 

Fabre  and  Silbermann  and  various  other  observers. 
«  «  «  «  « 

Proximate  Analysis  of  Coal. — The  method  of  makîng  a 
proximate  analysis  has  been  described  by  Mr.  Eckley  B.  Coxe. 

The  method  which  we  hâve  employed  has  been  very  simi- 
lar  to  that  described,  although  it  has  been  modified  somewhat 
to  suit  our  conditions.  The  method  which  is  employed  to- 
such  an  extent  for  the  proximate  analysis  of  fuels  in  chemical 
laboratories  that  it  may  be  considered  in  many  respects  a 
standard  is  given  in  the  following  concise  directions  : 

Directions  for  Proximate  Analysis  *— Coal  and  Coke. 
— The  sample  should  be  finely  pulverized  in  a  mortar,  and  then. 
thoroughly  mixed. 

Maisture. — Place  the  weîghed  sample  (about  i  gram)  in  a 
porcelain  crucible,  and  dry  in  an  air-bath  for  one  hour,  at  a  tem- 
pérature between  105  and  iiodegreesC.  Weîgh  as  soon  as 
cool.     Loss  is  moisture. 

Volatile  Matter, — Weîgh  about  li  grams  of  the  undried 
pulverized  coal,  place  it  in  a  platinum  crucible,  and  cover 
tightly.  Heat  it  for  3J  minutes  over  Bunsen  burner  (bright 
red  heat),  and  then  immediately,  without  cooling,  for  3J  min- 
utes  over  blast-lamp  (white  heat).  Cool  and  weigh.  Loss,  less 
the  moisture,  is  volatile  matter. 

Fixed  Carbon, — If  a  coke  be  formed  in  the  preceding  opéra- 
tion, make  a  note  of  its  properties,  color,  firmness,  etc.  ;  then 
place  the  crucible,  with  cover  removed,  in  an  inclined  position, 

•  Sec  Crookc's  Select  Methods^  2d  édition,  pp.  595-607. 
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and  heat  over  Bunsen  burrter  until  ail  carbon  îs  burned,  i>.,  to 
constant  weight.  The  combustion  may  be  hastened  by  stirring 
the  charge  from  time  to  time  with  a  platinum  wire.  Différence 
between  this  weight  and  last  weight  is  the  fixed  carbon. 

Ash, — Différence  between  last  weight  and  weight  of  cruci- 
ble  is  the  ash. 

Total  Sulphur  in  Coal  and  Coke. — Prépare  a  fusing  mix- 
ture by  thoroughly  mixing  two  parts  calcined  magnesia  with 
one  part  anhydrous  sodium  carbonate.  Détermine  the  sulphur 
in  the  mixture. 

ThorougKly  niix  i  gram  of  the  finely  pulverized  coal  with 
i^  grams  of  fusing  mixture.  Heat  over  an  alcohol-lamp,  in 
an  open  platinum  or  porcelain  crucible,  so  inclined  that  only 
its  lower  half  may  be  brought  to  a  red  heat.  The  crucible 
should  not  be  over  i  or  |  fuU,  and  the  heat  should  be  gentle  at 
first,  to  avoid  loss  upon  the  conséquent  sudden  escape  of  vola- 
tile matter,  if  présent  in  large  amount.  Raise  the  heat  grad- 
ually  (it  must  not  at  any  time  be  high  enough  to  fuse  the 
mixture),  and  stir  the  contents  of  the  crucible  every  five  min- 
utes with  a  platinum  wire.  The  oxidation  of  the  carbon  is 
complète  when  ash  becomes  yellowish  or  light  gray  (about  one 
hour).  Cool  crucible,  add  i  gram  pulverized  NH^NO,  to  the 
ash,  mix  thoroughly  by  stirring  with  a  glass  rod,  and  heat  to 
redness  for  fîve  to  ten  minutes,  the  crucible  beîng  covered  with 
its  lid. 

Cool,  digest  the  mass  in  water,  transfer  the  crucible  contents 
to  a  beaker,  rinse  out  the  crucible  with  dilute  warm  HCl,  dilute 
solution  in  beaker  to  about  150  ce,  acidulate  with  HCl,  and 
heat  almost  to  boiling  for  fîve  minutes.  Filterand  precipitate 
the  sulphuric  acid  in  fîltrate  by  BaCl,  in  usual  manner. 

Phospkorus, — If  présent,  it  will  be  found  in  the  ash.  Ignite 
about  10  grams  of  the  coal  in  a  large  platinum  crucible,  and 
détermine  the  phosphorus  in  the  ash  in  the  usual  manner. 
(See  Fresenius,  p.  741.) 

In  the  mechanical  laboratory  it  bas  not  been  practicable  to 
détermine,  during  the  past  year,  either  the  sulphur  or  phos- 
phorus.    Thèse  quantities  are  not  usually  of  importance,  un* 
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less  the  coal  is  destined  for  certain  uses  where  thèse  ingrédi- 
ents would  be  harmful,  and  as  the  dtierminatipn  would  require 
much  more  time  than  that  of  ail  other  processes  in  the  proxi- 
mate  analysis,  and  including  the  calorimetric  détermination  of 
heating  value,  it  was  not  considered  advisable  to  introduce  it. 

The  opération  followed  in  the  meclianical  laboratory  in  the 
proximate  analysis  of  coal  has  difïered  principally  from  that 
described,  first,  in  the  use  of  larger  samples  ;  and,  second,  in  the 
use  of  porcelain  instead  of  platinum  crucibles.  The  use  of 
larger  samples  was  undertaken  principally  for  the  reason  that 
we  could  weigh,  with  sufficient  accuracy  for  engineering  pur- 
poses,  on  a  Brown  &  Sharpe  scale  reading  to  ten  thousandths 
of  a  pound,  and  wcrenot  obliged  to  resort  to  chemical  balances, 

Where  the  quantity  was  as  small  as  i  gram,  the  weights  had 
to  be  taken  on  délicate  chemical  balances.  Thèse  balances, 
while  very  accurate,  are  extremely  sensitive,  and  require  the 
utmost  care  and  patience  in  order  to  get  results  which  are  cor- 
rect  within  i  per  cent. 

In  the  substitution  of  porcelain  for  platinum  crucibles  a 
great  many  experiments  were  made,  and  it  was  found  that  in 
every  case  the  results  obtained  with  the  porcelain  crucibles 
were  substantially  in  accord  with  those  given  by  the  platinum, 
and  the  writer  could  not  find,  on  consultation  with  chemists  at 
the  university,  that  there  was  any  theoretic  objection  to  the 
use  of  porcelain.  In  fact,  it  was  generally  regarded  as  supe- 
rior,  for  several  reasons,  of  which  may  be  mentioned  less  first 
cost  and  less  liability  of  injury  by  the  fusing  of  particles  in  the 
coal  when  over  the  blast-lamp.  In  the  détermination  of  the 
volatile  matter  the  same  gênerai  directions  were  followed  as 
given,  but  instead  of  subjecting  the  fuel  to  the  beat  for  any 
definite  length  of  time  the  conclusion  of  the  opération  was 
known  by  change  of  color  in  the  flame.  The  flame  would  be 
yellow  or  yellowish  so  long  as  any  volatile  matter  remained  , 
it  would  then  die  down,  and  when  the  carbon  commenced  to 
burn  would  be  decidedly  blue.  The  opération  was  always 
stopped  when  the  blue  flame  appeared.  The  crucible  employed 
is  iTiade  of  Royal  Meissen  porcelain,  and  provided  with  cover. 
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It  has  a  capacity  of  half  an  ounce,  and  costs  seventeen  cents» 
During  the  opération  the  cover  is  fitted  snugly  in  place,  and 
the  gasesescape  around  the  edge,  and  are  kept  burning. 

The  percentage  of  ash  is  determined  by  weighing  the  resi- 
due  which  remains  after  combustion  in  the  calorimeter.  The 
burning  of  the  fixed  carbon  requires  a  long  time  when  per- 
formed  in  the  air,  but  in  the  calorimeter  the  opération  is 
performed  very  quickly  and  very  accurately,  so  that  the  total 
time  requiredto  détermine  the  proximate  composition  and  alsG 
the  beat  values  of  a  sample  of  coal  need  not  exceed  twenty  or 
thirty  minutes,  for  a  person  familiar  with  the  opérations. 

Method  of  Using  the  Calorimeter.— The  method  of 
using  the  calorimeter,  supposing  that  oxygen  is  available  for 
combustion,  and  that  an  electric  current  can  be  obtained  fot 
lighting  the  coal,  is  as  follows  : 

(1)  Select  an  accurate  sample  by  a  system  of  quartering, 
which  shall  commence  with  a  very  great  amount,  if  possible, 
and  finally  terminate^wL^h  a  very  small  fraction  of  a  pound. 
(See  paper  by  Mr.  Coxe.) 

(2)  Reduce  to  powder  by  grinding  in  a  mortar,  or  in  a  mill, 
as  explained  by  Mr.  Coxe,  sufïîcient  coal  for  several  samples. 

(3)  Introduce  the  sample  into'a  small  porcelain  or  asbestos 
cup  and  weigh  accurately.  This  opération  will  usually  hâve  to 
be  performed  on  a  fine  chemical  balance. 

(4)  Introduce  the  sample  into  the  calorimeter,  {a)  start  the 
oxygen  gas  flowing  ;  (3)  fire  the  charge,  which  should  be  donc 
by  pressing  on  a  key  ;  (c)  at  instant  coal  is  lighted  throw  ofif 
the  current  and  note  the  reading  of  the  scale.  By  noting  this, 
after  firîng,  the  correction  for  heat  from  electric  wire  is  made 
by  simple  subtraction. 

(5)  Watch  the  combustion,  which  will  usually  requîre  about 
five  minutes  for  each  gram  of  coal,  and  when  completed  note 
the  scale-readîng.  The  water  on  the  scale  will  rise  about  1 5 
inches  for  the  amount  of  coal  usually  burned. 

(6)  To  correct  for  radiation  note  the  amount  the  water  in 
the  column  has  fallen  for  the  same  time  as  required  for  com- 
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bustion  ;  add  this  to  the  former  reading  to  get  the  total  num- 
ber  of  beat  units. 

(7)  Divide  the  value  as  shown  on  the  scale  by  the  weight 
in  pounds  of  the  sample  burned.  The  resuit  will  be  the  value 
in  B.  T.  U.  of  rpound  of  coal. 

(8)  Remove  the  dish  in  which  combustion  took  place, 
weigh  it  carefully  with  and  without  contents.  If  the  combus- 
tion bas  been  perfect'  the  différence  of  thèse  weights  gives 
the  ash. 

Wipe  combustion-chamber  dry  for  ânother  détermination. 

{9)  To  prépare  for  another  détermination  remove  the 
calorimeter  from  the  outside  case,  and  immerse  in  cold  water, 
care  being  taken  to  prevent  any  water  entering  the  oxygen- 
tubes  or  combustion-chamber. 

This  method  is  préférable  to  emptying  the  calorimeter  and 
adding  fresh  water  each  time,  since  the  air  which  is  always 
présent  în  water  will  afîect  the  results  and  is  a  difficult  élé- 
ment to  remove.  The  opération  of  cooling  takes  but  a  few 
minutes  and  is  easily  performed. 

The  cup  in  which  combustion  takes  place  has  been  made 
by  wrapping  sheet  asbestos  around  the  end  of  a  cylinder  about 
one  half  inch  in  diameter,  the  cup  shape  being  preserved  by 
gluing.  This  cup  was  then  introduced  into  the  fîercest  flame 
of  a  blast-lamp  until  ail  combustible  matter  was  burned  out, 
and  until  no  further  change  in  weight  could  be  made  by  heat- 
ing.  This  cup  has,  so  far,  proved  very  successful  ;  its  non- 
conducting  quality  has  permitted  combustion  to  take  place 
up  to  its  very  edge,  and  no  trouble  whatever  has  been  experi- 
enced  in  securing  perfect  combustion  with  a  powdered  sample 
either  of  anthracite  coal,  coke,  or  bituminous  coal. 

The  préparation  of  a  sample  for  combustion  has  been  the 
subject  of  a  good  deal  of  expérimentation.  For  a  long  time  we 
followed  the  method  recommended  by  Hempel,  which  consists 
in  firsf.  powdering  and  then  re-pressing  in  a  mould.  This 
method  worked  well  with  bituminous  coal,  but  was  a  failure 
with  anthracite  ;  besides,  it  involved  a  good  deal  of  labor. 

Vr  ^  ^  ¥t  ^ 
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Berthelot's  Bomb  Calorimeter,  Hempel's  Modification. 

— This  instrument  lias  been  used  in  Germany  by  the  chemist 
Hempel  with  great  success,  and  appears  to  the  writer  to  be  the 
most  proiTîising  of  the  bomb  calorimeters.  AH  the  bomb  calori- 
meters,  including  the  original,  as  made  by  Berthelot,  and  modi- 
fications, as  made  by  Mahler,  Hempel,  and  Donkin,  consisted 
of  a  very  strong  closed  vessel,  the  bomb,  into  which  the  fuel  is 
placed,  and  which  îs  then  charged  with  oxygen  under  a  very 
great  pressure  (8  to  15  atmosphères).  The  fuel  îs  fired  with 
an  electric  spark,  and  the  combustion  takes  place  with  gteat 
excess  of  oxygen.  During  combustion  the  bomb  is  placed  in 
a  vessel  filled  with  water,  which  is  kept  thoroughly  agitated, 
and  the  rise  in  température  noted  by  a  very  délicate  thermom- 
eter. 

The  value  of  the  fuel  burned  is  determined  from  the  rise  in 
température  of  the  water,  taking  into  account  its  weight,  and 
also  the  weights  and  spécifie  beats  of  ail  parts  of  the  calorîme- 
ter.  The  latter  opération  îs  a  very  délicate  and  complîcated 
one,  requiring  the  utmost  skîll  on  the  part  of  the  observers, 
and  the  most  délicate  instruments  for  obtaining  températures 
and  weights. 

The  bomb  built  by  Berthelot  was  lined  with  platînum,  that 
built  by  Mahler  with  a  porcelain  enamel,  that  by  Hempel  is 
not  lined  at  ail.  Hempel  made  a  large  number  of  investiga- 
tions to  détermine  the  loss  of  beat  due  to  oxidization  of  the 
inside  of  the  calorimeter,  and  came  to  the  conclusion  that  the 
loss  due  to  this  cause  was  unappreciable,  and  much  less  than 
unavoidable  errors  due  to  weighing  and  measurement  of  tem- 
pérature. 

Mahler  collects  the  nitrîc  acid  formed  as  a  resuit  of  com- 
bustion,  and  deducts  the  beat  liberated  in  this  combînation. 
As  this  seldom  exceeds  ^  of  l  per  cent  it  seems  an  entîrely 
l'.nnecessary  proceeding,  especially  for  engineering  purposes. 

The  oxygen  can  be  purchased  in  cylinders  under  pressure, 
or  it  can  be  manufactured  as  required.  Hempel  attached  a 
crucible,  C(Fig.  204),  to  his  calorimeter,  and  made  the  oxygen 
as  required,  by  heating  a  mixture  of  dioxîde  of  manganèse  and 
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chlorate  of  potash  în  equal  parts.     The  instrument  is  shown.. 
with  crucible  for  making  oxygen  attached,  in  Fig.  204.     Before 


^^--^ 


Fig.  204. 


Fig.  205. 


makîng  the  oxygen  the  fuel  is  înserted  in  the  calorîmeter,  the 
crucible  connected.  and  the  oxygen  made  until  a  pressure  of 
150  pounds  was  shown  on  the  attached  pressure-gauge.     Cruci- 
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ble  and   gauge  are   then  removed,  a  cock,  not  shown,  beîng 
closed  to  prevent  escape  of  oxygen. 

The  bomb  is  then  placed  in  a  vessel  containing  water,  and 
provided  with  stirring  apparatus  and  délicate  thermometers. 

A  section  of  the  bomb  and  enlarged  view  of  the  cap,  with 
connections  for  firing,  are  shown  in  Fig.  205. 

A  sectional  view  of  Mahler's  calorimeter,  with  detached 
battery  for  firing  aad  tank  filled  with  compressed  oxygen,  is 
shown  in  Fig.  206. 

The  objections  to  the  bomb  calorimeter  are  the  tediousness 
of  the  opérations,  and  the  great  delicacy  with  whîch  ail  opéra- 
tions must  be  performed.  The  extremelv^  high  pressures  to 
which  the  instruments  are  subjected  render  them  very  liable  to 
leak,  and  great  care  must  be  exercised  in  putting  the  parts  to- 
gether,  also  in  perfectly  cleaning  the  apparatus  after  previous 
opérations. 

According  to  Mr.  J.  W.  Paul,*  the  "  proximate  analysis  of 
a  coal  is  no  criterion  of  its  coking  qualities.  This  is  verified  in 
the  Staflfordshire  coal-fîeld,  where  a  distance  of  two  miles  in  a 
coal-bed  rcnders  the  coal  non-coking,  although  having  practi- 
cally  the  same  analysis." 

U.  S.  N.  Engineers'  Reports  show  that  i  Ib.  of  best  W. 
Virginia  coal  évaporâtes  9.38  Ibs.  of  water  from  and  at  212° 
F.  The  heat-units  given  out  amount  to  15,969.5  B.  T.  U., 
équivalent  to  an  evaporation  of  15496  Ibs.  of  water.  The  efïî- 
ciency  of  the  coal  is  thus  61^,  the  loss  being  in  incomplète 
combustion,  in  radiation,  and  in  the  uptake. 

"  The  most  important  factors  to  be  consîdered  in  a  coal  are, 
first,  its  calorifîc  power  ;  second,  percentage  of  refuse;  third, 
the  nature  of  the  ash;  fourth,  the  character  of  smoke  and 
amount  of  soot  formed. 

"  A  coal  which  gives  a  satîsfactory  ash  in  steam  génération 
will  not  make  a  coke  with  the  most  désirable  ash.  In  the  fîrst 
place,  the  composition  of  the  ash  should  be  such  as  to  not  flux 
at  the  température  of  the  boiler-furnace  fîres.     In  the  second 

^  Eng* g  and  Mining  Journal^  March  7,  1896. 
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place,  the  ash  should  satisfy  the  formula  for  Percy's  slag: 
R,0,SîOg4-2(3RO,  SiO,).  Provided  the  ash  is  a  small  per- 
centage,  it  matters  little  if  it  is  refractory  and  faîls  to  form  a. 
slag,  since  the  flux  added  in  the  coke  furnace  will  supply  the 
material  necessary  to  flux  the  ash.*' 

The  tabulated  data  for  W.  Virginia  steam-coals,  on  p.  754, 
are  reported  by  Mr.  Paul. 

AU  samples  were  collected  and  ail  tests  made  in  the 
mechanical  and  chemîcal  laboratories  of  the  University  of 
West  Virginia. 


(Page  179.) 

Fig.  207  graphically  exhibits  the  relation  between  the  ratio 
of  total  air  admitted  to  the  minimum  and  the  températures 
of  the  furnace,  that  ratio  being  measured  by  abscissae  and  the 
températures  by  ordinates.* 

The  upper  of  the  two  curves  exhibits  the  températures  at- 
tainable  with  petroleums  and  other  hydrocarbons  of  similar 
character,  with  quantities  of  air  supplied,  decreasing  from  the 
minimum  required  for  complète  combustion  to  three  times  that 
quantity  as  a  maximum.  The  lower  curve  shows  the  same 
quantities  where  the  fuel  is  pure  carbon  or  fuel  of  équivalent 
thermal  value.  Comparing  thèse  quantities  with  the  scale  of 
melting-points  at  the  left,  it  is  seen  that  while  carbon  may 
answer  as  a  fuel  for  steel-melting  furnaces,  for  example,  the 
efïîciency  of  a  given  amount  of  heat  derived  from  petroleum  is 
ver>'  much  greater,  and  that  with  increasing  quantities  of  air 
supplied  the  cooling  of  the  furnace  proceeds  so  rapidly  that 
the  value  of  both  fuels  decreases  with  even  greater  rapidity, 
and,  in  the  case  of  carbon,  becomes  zéro  at  an  excess  of  fîfty 
per  cent  in  air-supply  ;  the  same  limit  being  reached,  in  the 
case  of  petroleum,  only  at  double  that  rate  of  air-supply  which 
terminâtes  the  usefulness  of  the  solid  combustible — at  about 
three  times  the  minimum.     At  a  rate  of  supply  2.5  times  the 

*  Anderson  on  Génération  of  Sieam  ;  Proc.  Brit.  Inst.  C.  E.,  1884. 
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minimum  for  each,  carbon  ceases  to  hâve  vatue  for  meltîng 
copper  ;  while  at  a  factor  of  3  the  petroleum  still  has  con- 
sidérable value.  Similarly,  in  the  furnace  of  the  steam-boiler, 
the  liquid  fuel  and  its  équivalent  in  heating  power  has  about 
twice  the  excess  of  température  above  the  usual  average  tem- 
pérature of  such  furnaces,  and  a  correspondingly  larger  effi- 
ciency.  Still  another  statement  of  the  same  déductions  is 
found  in  the  principle  that,  with  solid  fuels,  the  necessity  of  care- 


FiG.  207. — Air  Admitted  and  Température. 

fuUy  adjusting  the  air-supply  îs  very  much  greater  than  with  the 
liquid  combustibles;  while  the  possibility  of  exact  adjustment 
in  the  working  furnace  is  greater  with  the  latter  than  with  the 
former. 

The  next  diagram  shows  the  loss  of  value  of  solid  fuel  as 
gauged  by  the  quantity  of  carbon-dioxide  appearing  in  the 
chimney-gases.  It  is  seen  that  this  loss  of  heating  value  and 
heating  effect  slowly  progresses  as  the  proportion  of  the  dioxide 
decreases  from  20  to  about  10  per  cent,  and  then  rapidly  rises, 
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în  an  accelerated  proportion,  until  at  zéro  ail  heating  power 
is  lost. 

The  "  Bagasse  "  from  sugar-cane,  wet  tan-bark,  and  similar 
fuels  loaded  with  moisture,  hâve  more  or  less  value  as  fuels 
and  a  higher  or  lower  heating  power  as  the  quantity  of  water 
is  smaller  or  larger.  Bagasse  has  been  carefully  and  minutely 
examined  by  various  engineers  and  chemists,  and  is  knovvn 
both  by  such  investigations  and  by  actual  utilization  practice 
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FiG.  2o3.— Waste  in  Furnace  Gases. 

under  steam-boilers  and  for  drying  purposes  to  hâve,  often, 
sufficient  value  to  permit  its  profitable  employment.  Ail  large 
sugar-plantations  thus  utilize  their  refuse  from  the  cane-mills; 
as  many  tanneries  and  planing  and  saw  mills  make  use  of  their 
wet  tan-bark  and  unseasoned  shavings  and  sawdust.  The  fol- 
lowing  are  the  results  of  déterminations  made  by  Atwater, 
showing  the  relative  value  of  bagasse,  in  varying  conditions  as 
to  moisture,  and  average  good  coal,  taken  as  capable  of  devel- 
oping  I4,0CX)  B.T.U.  per  pound,  with  complète  combustion.* 

*  Bagasse  as   Fuel  ;  R.  T.  Burwell  ;    Trans.  La.  Sugar  Planters'  Assoc, 
March,  1896. 
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THE  STEAM-BOILER. 
FUEL  VALUES  OF  ONE  POUND  BAGASSB. 


Motsture  in 

Heat-units 

Heat-units 

No.  Lbs.  Bagasse 

Estimated  Temper> 

Bagasse, 

deTeloped  per  Ib. 
Basasse,  B.T.U. 

available  per  Ib. 
Bagasse,  B.T.U. 

equivaient  to  i  Ib. 

aiurc  of  tbe  Fire, 

per  Cent. 

Coal. 

Fahr.  Deg. 

O 

8325 

8325 

I  68 

2465 

20 

6660 

6420 

2.18 

22g4 

30 

5827 

5468 

2.56 

2186 

40 

4995 

4516 

3.10 

204Q 

50 

4162 

3563 

3.93 

1870 

60 

3330 

2611 

5.41 

1627 

70 

2497 

1658 

8.44 

1281 

75 

2081 

II83 

11.90 

1045 

VI. 

(Page  226.) 
FORMULiE.    (J.  G.  Hudson.)» 

Hi  =  heat-unîts  developed  per  i  Ib.  fuel,  less  latent  heat  of 

any  moîsture  evaporated  from  the  fuel. 
Ha  =  heat-units  available  above  température  of  steam  ; 

A  =  lbs.  air  per  Ib.  fuel  ;  assumed  température,  60  deg. 
s  =  spécifie  heat  of  gases,  taken  as  .24. 
w  =  heat  capacity  of  gases,  =  s{A  +  l). 
F  =  heating-surface   exposed   to  radiant  heat    from  fuel  ot 

flame,  in  sq.  ft.  per  Ib.  fuel. 
5  =  tube  or  flue  surface,  sq.  ft.  per  Ib.  fuel. 
C  =  sectional  area  through  tubes  or  flues,  sq.  ft.  per  Ib.  fuel. 
V  =  speed  of  gases  in  tubes  or  flues,  feet  per  second. 
Tg  =  température  of  gases,  Fahrenheit. 
7",  =  température  of  steam,  Fahrenheit. 
^  =  coefficient   of  transmission,  =  1250,  when  same  îs  cal- 

culated  step  by  step  for  successive  intervais  terminat- 

ing  at  the  following  values   of  5,  respectively  :  .05, 

.15»  -3»  -5»  -8.  1-3.  2,  3,4.5,6.5,9. 
Then,  heat-units  absorbed  in  fire-box  per  i  Ib.  fuel 


=  ^aX 


V     a-^a^f) 


(I) 


*  London  Engineerings  Dec.  26,  1890. 
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Available  heat-units  remaining  in  gases  leaving  fire-box 

A 


H,X 


Température  of  gases  leaving  fire-box 


=  ( 


u>  ^  A+4S^n     • 


(2) 


(3) 


FIRE-BOX    EVAPORATION,   BY    FORMULiÉ    il),  («),    AND  (8),    FOR   VARIOUS 
RATIOS  OF   SURFACE  A  JD  AIRSUPPLY. 

ASSUMING  AIR   AT  60  DEC,  STEAM   AT   340   DEC,  AND    14,000   UNITS  DEVELOPED 

PER    LB.    OP   COAL. 


1 

^=H.S. 

per  1  ib. 

Fu  '1 

A  =  air  per  i  Ib.  fuel 
w  =  hcat  capacity  of  s 
//^  =  beat  unita  aTailai 

ases 

»le 

19  Ib. 
i3,ia6 

18  Ibs. 
456 
",7»3 

13,390 

30  Ibs. 
7-44 
11,917 

Sq.  Kl. 

Absorbed  per  sq.  fi 

"   Ib.... 

Température  of  ihe 

gases 

44.533 

1.336 
4.119 

29,600 

888 
2,935* 

21.910 

657 
2.284' 

17,100 

513. 

I.873* 

■1 

<( 

35.670 
3,567^ 
3.404 

25.450 

2,545 
2.572' 

Ï9.450 
1,945^ 
2,069' 

15.540 
1.554, 
1.733 

.,{ 

«                (( 

(« 

23,163 

6.949. 
2,320 

18.177 
5.453 
1.934 

14,783 
4.435 
1,654* 

12,327 
3.698 
1,445' 

■'{ 

•  <                (( 
((                  <« 
<<                  « 

•  ( 

17,120 

8,560 

i»8o3' 

14.138 
7.069 
1.580' 

11,924 
5.962 
1,400 

10,216 

5.108 
1.255' 

•') 

«<                << 
<<                  « 

« 

13.579 
9,505, 
1,500 

11.566 
8,096 
1,355' 

9.Ç90 
6,993 
1,228" 

8.706 
6,094 

1,I2I* 

-1 

<(                           « 
((                           (( 
((                            i< 

(« 

10,363 
10.363 
1,225* 

9,088 
9.088 
I.I37* 

8.035 
8.035 
1,054' 

7.Ï5O 

7.150 

981' 

H 

4<                               « 

« 
(« 
(« 

7.430 
IÏ.145 
975" 

6,697 
10.045 
927'» 

6,059 

9.089 

878" 

5.500 

8,250 
833- 

2.0    } 

«                               <« 
(1                               (< 

<« 
<« 

5.7QI 
11,582 

835' 

5.301 
10,603 
805' 

4,863 
9.726 

772' 

4.469 

8,938 

740' 

-\ 

•  (                               <« 
<<                               « 

«< 
(( 
« 

4,018 
12,054 
683- 

3.742 
11,226 
668* 

3.486 

10,460 

650- 

3.251 
9.752 
631' 

4.J   • 

<<                               <( 
««                               << 

<« 
<l 

3.079 

12,316 

600- 

2,891 
iï.563 
594* 

2,717 
10,870 

582» 

2,554 

IO,2T5 

569^^ 
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Speed  of  gases 

-  „  -  ^X(7;  +  46i) 


i44,oooÇ 


(4) 


Unîts  transmitted  per  square  foot  per  degree  per  hour,  in 
tubes  or  flues 


2  ^     ^  ' 


"ALNWICK"  PORTABLE,   DETAILED  CALCULATION. 
Particulars  : 

Hd  —  13,264  ;  A  =  23.2  ;    i^  =  .4  ;    5  =  1.105  ;    C  =  .0084  ;    TV  =  323'; 
making 

w  =  .24  X  (23.2  +  i)  =  5-8i  ; 
Ha  =  13.264  -  [5.81  X  (323  -  60)]  =  11,736; 


.  =  ?3^>LZ>Jll5l)  =  .ox92(  T,  +  461). 
144,000  X  .0084  V  V    r    .    f     / 


FiRE-BOX  : 


Units  absorbed  per  Ib.  =  11,736  X  (  i r^ ;  |  =    5,128 

^  \         23.2+(45X-4V 

**  "  "sq.  fl.  =      5128 -*- .4 =  12,820 

Available  units  remaining  in  gases  =  11,736  —  5128 =   6,608 

6608 

Température  of  gases  on  leaving,  — —  -j-  323 =    1,460" 

5. 81 


Intervais. 

Tubes. 

0  —  .05 

.05  -  .15 

.15  -  -3 

.3-5 

.5 -.8 

.8  -  I.; 

Surface  in  section,  sq.  ft. . 

.05 

.1 

.15 

.2 

.3 

■5 

Entering  température 

1460^ 

1396" 

1280" 

T136'' 

989° 

S27- 

î'  =  .oi92(7>+46i) 

36.88 

35.65 

33-42 

30.66 

27.84 

24.73 

Transmission  per  deg...  \ 

2          ^1250) 

6.57 

6.30 

5.84 

5.27 

4.72 

4.12 

Degrees  of  diff.  —Tg  —  Ts 

1137 

1073 

957 

813 

666 

5CU 

Transmission  per  sq.  fi... 

7470 

6760 

5588 

4284 

3T43 

20Tn 

"            for  section.. 

373 

676 

838 

857 

943 

105-: 

Fall  of  température 

64 

116 

144 

147 

162 

1:5 

Final                "         

1396 

1280 

1136 

989 

827 

64S 
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Plotting  the  above  températures,  the  ordinale  corresponding  with  i  105  sq. 
fc.  gives  705  deg.  as  the  final  température,  the  speed  at  which  is  22.38  fL 
per  second,  and  the  transmission  per  degree  3.69  unils.  The  rates  of  trans- 
mission given  as  at  entering  and  leaving  tubes  are  the  rates  calculated 
from  the  températures  at  thèse  points,  and  therefore  apply  to  succeeding 
sections,  starting  with  thèse  températures.  The  rates  at  the  aciual  points 
of  entering  and  leaving  would  therefore  be  somewhat  in  excess  of  those 
tabied.     (See  pp.  221,  226.) 
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FiG.  209— BoiLER  Efficiency.     (Carpenter.) 

Mr.  Higginson  has  made  the  following  summary  of 
the  requirements  for  successfully  burning  bituminous 
fuels  : 

1.  Ample  draught.  To  be  not  less  than  i  înch  of  water  on 
draught-gauge. 

2.  Open  grates.  The  openings  to  be  fully  one  half  the 
grate-area. 

3.  Air  admission  over  the  fire.  The  openings  to  be  from 
^  to  Tgiç^  of  the  grate-surface,  according  to  the  rate  at  which 
coal  is  burned. 

4.  Perfect  admixture  of  the  air  and  coal  gases. 
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762  THE  STEAM'BOILER. 

5.  Flameway  sufficient  for  combustion  to  be  completeA 
This  will  call  for  from  15  to  20  feet. 

6.  Heating-surface  in  the  Hues  and  boiler-shell  to  be  at 
least  50  feet  to  each  square  foot  of  grate,  and  to  be  over  55 
feet,  witli  draught  of  one  inch,  or  more. 

According  to  Strohmeyer,  the  least  total  cross-section  of 
fire-bars  per  "  circular  foot  "  of  section  of  cylindrical  furnace, 
when  driving  hard,  should  be  from  40  to  100  square  inches, 
\vith  f urnaces  five  or  six  feet  long,  to  betvveen  25  and  50  for 
half  that  length  ;  combustion  being  from  20  to  100  pound>  oî 
fuel  per  square  foot  of  grate-area,  and  the  largest  values  corre- 
sponding  with  the  most  intense  combustion.  The  depth  of 
bar  should  vary  as  the  square  root  of  the  intensîty  of  combus- 
tion. 


VII. 

(Page  227.) 

VALUES   OF  HEATING-SURFACES. 

The  température  of  furnace,  the  circulation  of  the  gases 
and  of  the  water  in  the  boiler,  and  the  condition  of  the  heating- 
surfaces  ail  vary  continually. 

Taking  Rankine\s  approximate  formula  =^,  where 

/*  and  /*  are  températures  of  furnace  and  water,  and  a  a  con- 
stant between  160  and  200,  q  being  in  thermal  units,  we  find, 
under  usual  conditions,  that  a  square  foot  of  heating-surface 
may  transmit  from  25,000  to  50.000  thermal  units  per  hour. 
and  the  minimum  rate  of  transmission  near  the  chimney  wou  d 
'be  not  far  from  200  thermal  units  per  hour. 

The  foUowing  table,  computed  by  Northcott,  shows  the 
rates  of  transmissions  for  températures  from  the  highest  tothe 
-lowest  at  which  the  gases  are  sent  to  the  chimney:* 

*  Northcott  on  the  Steam-engine,  p.  42. 
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VALUES  OF  HEATING-SURFACES. 
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Uniis. 

No. 

M 

/0-/6 

Sq.  Ft. 

Uniis. 

200 

Units. 

1,000,000 

I 

4300 

4000 

I 

80,000 

80,000 

60.000 

920,000 

2 

3956 

3656 

I 

61,800 

61,800 

141.800 

858, 2CO 

3 

3690 

3390 

I 

57.500 

57.500 

199.300 

800.700 

4 

3440 

3140 

I 

49.300 

49.300 

248,600 

751.400 

5 

3230 

2930 

I 

42,900 

42,900 

291,500 

708,500 

6 

3000 

2700 

I 

36,500 

36,500 

328,000 

672,000 

7 

2890 

2S90 

I 

33,600 

33.600 

361,600 

638,400 

8 

2740 

2440 

I 

29,800 

29.800 

391.400 

608,600 

9 

2620 

2320 

I 

26.900 

26.900 

418.300 

581.700 

12 

2500 

2200 

.   3 

72,600 

24,200 

4ÇO.9OO 

509,100 

15 

2200 

1900 

3 

54,100 

18,000 

545.000 

455»ooo 

20 

1950 

1650 

5 

68,000 

13.600 

613,000 

387.000 

25 

1670 

1370 

5 

47.000 

9.400 

6fto.oco 

340.000 

30 

1460 

II60 

5 

33.600 

6,720 

693,600 

306,400 

35 

1300 

lOCO 

5 

25,000 

5.000 

718,600 

281,400 

40 

1200 

900 

5 

20,200 

4,040 

738,800 

^61.200 

50 

II20 

820 

10 

33.6CO 

3.360 

772400 

227,600 

60 

990 

690 

10 

23,800 

2.380 

796,200 

203,800 

70 

870 

570 

10 

16,200 

1.620 

812,400 

187,600 

80 

820 

520 

10 

ï3,50O 

1.350 

825,900 

1-4,100 

90 

750 

450 

10 

10.100 

1,010 

836,000 

104.000 

100 

700 

400 

10 

8,000 

800 

844,000 

156,000 

120 

670 

370 

20 

13.700 

685 

857,700 

142,300 

140 

610 

310 

20 

9.600 

480 

867,300 

132.700 

160 

570 

27c 

20 

7.300 

365 

874,600 

125,400 

180 

540 

240 

20 

5.700 

285 

880,300 

119,700 

200 

516 

216 

20 

4,700 

235 

885,000 

115,000 

230 

494 

194 

30 

5.7CO 

190 

890,700 

109.300 

270 

470 

170 

40 

5,800 

145 

896,500 

103.500 

330 

445 

145 

60 

6,300 

105 

902,800 

97.200 

430 

418 

118 

100 

6,960 

70 

909.760 

91,240 

600 

392 

92 

170 

7.140 

42 

916,900 

83,100 

1340 

357 

57 

740 

13.100 

18 

930,000 

70,000 

.... 

300 

0 

70,000  =  beat  carrîed  oflf  by  gases  wben  reduced  to  cbe  température   of 
«vater  in  tbe  boiter. 
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LOSS  OF  HBAT  IN  LOCOMOTIVE-BOILBRS.    (Wellinflrton.) 


Theoretical  evaporation  of  fairly  good  (14,000 
H.  U.)coal 

Actually  evaporated  in  fair  average  practice  wich 
such  coal 


Leaving  as  wastage  to  be  accounted  for  whîch 
may  be  divided  between  tbe  various  sources  of 
loss,  as  follows: 

1.  Heat  carried  off  In  the  gases  of  combustion 
(extrêmes  of  smoke-box  température  taken  at 
392**  and  724") 

2.  Lost  in  the  ash 

3.  Geiting  up  steam  and  banking  fires  (abouc  10 
per  cent,  but  not  included  above,  and  so 
neglected) 

4.  Unconsumed  coal  ejected  by  the  blast 

5.  Imperfect  combustion 

6.  External  radiation 

7.  Entrained  water  (a  real  loss,  but  apparent  gain) 

8.  Loss  through  safety-valve * 


Total  loss  as  above  estimated. 


Maximum. 


Lbs.     Per  Ct. 


12.07 
9.06 


3.01 


I.2I 


.36 


1.44 

-0.12 

0.12 


3.01 


100 

75 


25 


10 

0+ 


12 

—  I 

I 


25 


Minimum. 


Lbs. 


12.07 
6.04 


6.04 


3.42 


I.2I 

.60 

I.81 

—0.61 

0.61 


6.04 


Per  eu 


100 
50 


50 


ao 
0  + 


10 

5 

15 

-5 
5 


50 


VIII. 

(Page  322.) 
CHIMNEY  DRAUGHT.    (R.  H.  Thurston.)* 

The  theory  of  chîmney-draught  and  the  question  whether 
there  exîsts  a  température  of  maximum  delivery  of  gas,  as 
indicated  by  the  theory  of  Péclet  and  Rankine,  hâve  been  fre- 
quently  discussed,  and,  so  far  as  the  mathematical  treatment  of 
the  Rankine  équations  is  concerned,  may  be  considered  as 
fully  settled. 

*  *  *  #  # 

The  wrîter  therefore  planned  an  investigation  whîch  seemed 
to  him  likely  to  give  a  correct  solution  of  the  problem  from 
the  standpoint  of  the  engineer,  and  to  settle  at  least  the  ques- 

*  Presented  at  the  Rîchmond  Meeting  of  the  American  Society  of  Mechan- 
ical  Engineers  (1890),  and  forming  part  of  Volume  XII.  of  the  Transactions, 
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tîon  whether,  în  ordinary  practice,  there  exists  a  température 
of  maximum  delivery  within  the  range  customarily  observed 
in  températures  of  chimneys  as  attachée  to  the  steam-boiler. 
This  investigation  was  made  during  the  spring  of  1890,  and  the 
following  is  an  account  of  it  and  its  results.  The  work  was 
donc  and  ail  observations  made  by  Messrs.  W.  S.  Monroe  and 
E.  C.  Fisher. 

#  «  «  «  # 

The  stack  employed  was  20  inches  in  diameter  and  32  feet 
in  height,  circular  in  section,  composed  of  a  single  thickness  of 
boiler-plate,  lined  throughout  with  fire-brick. 

The  curves  are  reproduced  în  the  accompanying  plate  (Fig* 
210). 

Examining  the  plate,  it  is  seen  that  the  curves  of  pressure 
différences  and  of  delivery  of  gas  range  up  to  maxima  in  some 
cases,  and  to  températures,  above  those  of  the  maxima,  from 
800''  to  1100°  Fahr. 

In  the  second  and  sixth  cases  it  was  attempted  to  secure  a 
constant  résistance  with  "  dumped  **  fires,  the  résistance  being 
maintained  by  the  use  of  a  closed  box  at  the  base  of  the  stack. 
The  fifth  test  was  made  especially  to  reach  high  températures^ 
but  it  was  less  successful  than  had  been  hoped,  though  the 
pyrometer  reached  a  maximum  of  2200°  Fahr.,  and  maximum 
delivery  at  1150°. 

The  first  of  thèse  graphically  recorded  facts  to  attract 
attention  is  that  of  the  Rankîne  curves  (i),  falling  between  the 
two  groups  which  exhibit,  the  one  the  pressure  différences,  the 
other  the  volumes  and  weights  of  air,  as  measured  by  the 
anemometer.  A  second  interesting  fact  is  the  variation  of  the 
température  of  maximum  delivery,  not  only  as  between  Ran- 
kine  and  actual,  but  among  the  various  sets  of  data  iilustrated 
by  the  several  curves  derived  by  experiment.  The  lowest 
pressure  curve  (5),  obtained  bythe  purely  artificial  résistance  of 
a  throttled  ingress  of  air,  gives  the  highest  température  figures 
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but  the  lowest  delivery,  and  a  maximum  whîch,  instead  of 
being  found  at  the  same  point  as  that  of  Rankine,  or  with 
any  other  case  taken,  is  evidently  far  outside  them  ail.  Herf» 
a  low  delivery  is  given  by  high  températures  and  low  pressure 
différences.  The  obvious  explanation  is  that  the  friction  and 
inertia  résistances  were  low.  In  (2)  and  (3)  the  pressure  différ- 
ences are  substantially  the  same»  but  the  delivery  very  much 
greater  in  the  former,  which  has  no  maximum  within  the  range 
attained,  vvhile  the  latter  passes  a  well-defined  maximum  at 
about  700°.  There  is  a  gênerai  resemblance  between  both 
sets  of  curves,  as  obtained  by  experiment,  and  the  correspond 
ing  curves  deduced  from  Rankine  ;  but  the  différences  among 
themselves  and  between  the  mean  of  either  group  and  the 
typicai  Rankine  curve  would  indicate  that  the  maximum  indi- 
cated  by  the  analysis,  as  ordinarily  given,  is  a  variable  quantity 
and  dépendent  upon  the  variable  conditions  of  draught  and 
combustion.    ' 

«  «  «  «  « 

The  essential  facts  are  hère  given,  however,  quite  as  well. 
Thèse  are:  (l)  That  the  résistances  and  pressure  différences  in 
the  chimney  are  lower  than  those  computed  from  the  tempéra- 
ture variations  by  the  usual  method  ;  (2)  that  the  delivery  is 
greater,  with  a  given  résistance,  than  is  thus  computed  ;  (3) 
that  the  température  of  maximum  delivery  is  a  variable  quan- 
tity ;  (4)  that  the  chimney-temperature  of  maximum  delivery  is 
far  above  that  ordinarily  taken  as  that  of  good  practice  in  the 
opération  of  the  steam-boiler. 

«  «  «  «  * 

Draught  of  Furnaces.— As  stated  by  Mr.  Shock,  the  ve- 
locity  with  which  air  passes  through  the  grate  dépends  on  the 
différence  of  pressures  in  the  furnace  and  ash-pit,  which  meas- 
ures  the  résistance  of  the  fuel  bed.  The  pressure  below  the 
grate  îs  the  atmospheric  pressure,  and  that  above  the  grate  is 
equal  to  atmospheric  pressure,  less  the  différence  in  weight  of 
a  column  of  air  haying  a  height  equal  to  that  of  the  chimney 
and  of  an  equal  column  of  hot  chimney  gas,  plus  the  pressure 
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due  to  the  résistance  experienced  by  the  gases  passing  up  the 
chimney. 

Péclet  expresses  ail  résistances  from  ashpit  to  top  of  chim- 
ney in  terms  of  the  head  due  the  velocity  of  air  fliowing  to  the 
grate. 

Calling  this  A,  the  résistance  due  to  the  grate  and  fuel  Gh, 
the  résistance  in  the  fliues  Ch,  and  the  coefficient  of  friction  ot 
the  gas/,  he  gets  the  expression  given  in  the  text  for  the  total 
head  H^ ,  viz.  : 

^. = "[■ + <^+ ^+ '-m = .f- + '^ + ^+ ^'©'jK 

vvliere  v  is  thé  velocity  of  the  air  fliowing  to  the  grate  în  feet 
per  second. 

The  expression f-  1  represents  résistance  due  to  fric- 
tion, and  /  is  the  length  of  flues  from  furnace  to  chimney,  in 
feet;  m  is  the  '^ hydraulic  mean  depth''  of  flues  and  chimney; 
t^  and  t  are  absolute  températures  of  chimney  gas  and  external 

air,  respectively,  and  j  measures  the  increase  of  volume,  and 
» 

of  velocity,  due  élévation  of  température  of  the  gases  in  the 

flues  above  the  entering  air;  /,  according  to  Péclet,  is  0.012. 

The  value  of  Ck  varies  greatly,  and  consists  of  the  sum  of 
the  following  résistances  : 

(i)  Entering  the  tubes  or  fliues,  due  to  the  ^*' contracUà 
veiny 

(2)  Sudden  enlargements, 

(3)  Changes  in  direction. 

(4)  Conflicting  currents. 

G  varies  with  kind  of  fuel,  thîckness  of  fuel  bed,  and  veloc- 
ity of  air  passing  through  it.  According  to  Péclet,  when  bitu- 
minous  coal  is  burned  at  the  rate  of  22  pounds  per  sq.  ft  of 
grate  per  hour,  the  résistance  is  8A,  and  this  résistance  varies 
as  the  square  of  the  weight  of  coal  burned. 

In  coke-burning  locomotives  he  found  G  to  be  from  5.20  to 
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6.26,  and  gives  7.14A  as  thc  mean  value  of  //,  :  1.93A  for  the 
résistance  of  tubes,  and  5.21//  for  that  of  grate.  Thèse  fig- 
ures are  merely  approximate. 

At  sea  a  loss  of  head  occurs,  due  to  work  expended  în  draw- 
îng  the  air  through  thé  deck  openings.  Isherwood  states  that 
the  rate  of  combustion  in  fire-tube  boilers  falls  from  24  pounds 
when  the  boiler  stands  in  the  open,  to  16  pounds  with  natural 
draught  ;  and  with  the  water-tube  boiler  from  16  to  12^ 
pounds. 

Chimney-draught. — The  same  authority  considers,  with 
Rankine,  that  "the  head  produced  by  the  draught  of  achimney 
is  équivalent  to  the  excess  of  the  weight  of  a  vertical  column 
of  cool  air  outside  the  chimney,  and  of  the  same  heîght,  above 
that  of  a  vertical  column  of  equal  base  of  the  hot  gas  within 
the  chimney." 

■(.        493.2 
The    weight  of  a  cubîc  foot  of  air  is  «/  =  — - —  X  O.0807, 

where  /  is  absolute  température. 

The  weight  of  a  cubic  foot  of  gas  discharged  is  nearly 


«''=-^7^(0.0807+^). 


493-2 


and  varies  ordinarily  from  w'  =  ^0,084  X      .'     to 


493-2 


V.  îs  the  volume  of  air  at  32**  per  pound  of  fuel  ;  /,  îs  the 
absolute  température  of  the  gases. 

The  unbalanced  pressure  producing  flow  of  air  to  the  grate  is 

P=  ^4Jl:?(o.o8o7)  -  ^^-^'(0.0807  +  ^)  ; 
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or,  wîth  300  cubic  feet  of  air  supplied  per  pound  of  fuel, 

P  =  ^^(0.0807)  -  /^^(o.o84) 
^  jy(39'8Qi24  _  4i»4288\ 

The  head  in  feet  of  atmospheric  air  is  found  by  divîding 
this  pressure  by  the  weight  of  a  cubic  foot  : 


H,  =  H\  I 


^(0.084) 

^(0.0807)y 


\=H\\-  1.0409^). 


Thus  we  get  the  velocity  of  air  flowing  to  the  grate  : 

/     r     1-1.0409^     -| 

Thus  the  velocity  of  flow  to  the  grate  and  the  rate  of  com- 
bustion vary  as  the  square  root  of  the  height  of  chimney. 

With  a  fixed  température    of    external  air  the    value  of 

the  factor  A  /  i  —  1.0409---  increases  with  température  of 
chimney,  but  very  slowly. 

Since  the  friction  ~(  j)   increases  as  the  square  of  the  ab- 

soluté  température,  there  must  be  a  certain  chimney  tempéra- 
ture for  which  the  value  of  v  becomes  a  maximum  ;  but  it 
varies  with  the  résistances  represented  by  G  and  C,  and  with 

// 
tiie  factor —.* 
m 

*  Vide  Shock  on  Steam-boilers,  pp.  43-47. 
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IX. 

(Page  366.) 
REQUIREMENTS  OF  A  PERFECT  STEAM-BOILER.     (Babcock.) 

ist.  The  best  materials  sanctioned  by  use,  simple  in  con- 
struction, perfect  in  workmanship,  durable  in  use,  and  not 
liable  to  require  early  repairs. 

2d.  A  mud-drum  to  receiveall  impuritiesdeposited  from  the 
water  in  a  place  removed  from  the  action  of  the  fire. 

3d.  A  steam  and  water  capacity  sufficient  to  prevent  any 
fluctuation  in  pressure  or  vvater-level. 

4th.  A  large  water-surface  for  the  disengagement  of  the 
steam  from  the  water  in  order  to  prevent  foaming. 

5th.  A  constant  and  thorough  circulation  of  water  through- 
out  the  boiler,  so  as  to  maintain  ail  parts  at  one  température. 

6th.  The  water-space  divided  into  sections,  so  arranged  that 
should  any  section  give  out  no  gênerai  explosion  can  occur, 
and  the  destructive  effects  will  be  confined  to  the  simple  escape 
of  the  contents  ;  with  large  and  free  passages  between  the  dif- 
férent sections  to  equalize  the  water-line  and  pressure  in  ail. 

7th.  A  great  excess  of  strength  over  any  legitimate  strain  ; 
so  constructed  as  not  to  be  liable  to  be  strained  by  unequal 
expansion,  and,  if  possible,  no  joints  exposed  to  the  direct 
action  of  the  fire. 

8th.  A  combustion-chamber  so  arranged  that  the  combus- 
tion of  gases  commenced  in  the  furnace  may  be  completed 
before  the  escape  to  the  chimney. 

çth.  The  heating-surface  as  nearly  as  possible  at  right  angles 
to  the  currents  of  heated  gases,  and  so  as  to  break  up  the  cur- 
rents  and  extract  the  entire  available  heat  therefrom. 

loth.  AU  parts  readily  accessible  for  cleanîng  and  repairs. 
This  is  a  point  of  the  greatest  importance  as  regards  safety  and 
economy. 

II  th.  Proportioned  for  the  work  to  be  done,  and  capable  of 
working  to  its  full  rated  capacity  with  the  highest  economy. 

I2th.  The  very  best  gaugcs,  safety-valves,  and  other  fix- 
tures. 
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X. 

(Page  3S0.) 

Boiler-settings  are  often  made  wîth  large  spaces  beneath 
the   shell.     Thus  the  Hartford  Steam  Boiler  Inspection  and 


Insurance  Company  has  prepared  plans  for  the  settîng  of  ex- 
ternally  fîred  boilers  of  the  plain  cylinder  or  tubular  types, 
thèse  being  the  prevailing  forms  of  boiler  used  in  this  country. 
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The  ratio  of  grate-area  to  heating-surface  was  consîderably 
reduced  in  comparison  with  the  ratio  in  gênerai  use  at  the 
time,  and  is  less  than  is  used  by  many  designers  at  présent. 
The  width  of  the  furnace  is  six  inches  less  than  the  diameterof 
the  boiler.  Beginning  just  above  the  grate,  the  side  walls 
batter  to  3  inches  clear  of  the  boiler  at  the  centre  ;  there  the  walls 
project  inward  and  close  against  the  boiler.  This  gives  greater 
stability  to  the  walls,  and  allows  the  heated  gases  to  rise  with- 
out  impinging  against  the  walls  of  the  setting,  and  distribute 
themselves  evenly  over  the  whole  heating-surface.  The  re- 
moval  of  soot  and  ash  from  the  shells  is  facilitated,  and,  more- 
over,  it  is  found  that  thèse  deposits  do  not  form  so  readily. 
The  batter  increases  the  volume  of  the  combustion-chamber, 
the  resuit  being  that  complète  combustion  is  facilitated.  The 
bridge-wall  slopes  back  from  four  inches  above  the  grate,  at  an 
angle  of  40**,  in  order  that  radiant  beat  may  bç  diflfused  over 
the  shell.  The  flame-bed,  back  of  the  bridge-wall,  slopes 
to  the  level  of  the  boiler-room  floor.  It  is  paved,  and  the 
chamber  is  large  enough  to  make  examinations  and  repairs 
comparatively  easy.  The  liability  of  leakage  of  cold  air  through 
the  walls  of  the  setting  is  avoided  by  heavy  double  walls,  the 
outside  walls  having  a  two-inch  air-space  between  them.  The 
dîvision-walls  between  two  or  more  boilers  should  hâve  a  half 
inch  clear  space  between  them. 

The  tables  on  pp.  774  and  776  présent  proportions  of  tubular 
boilers  and  of  their  settings  which  are  représentative  of  good 
practice  where,  as,  for  example,  in  the  western  portion  of  the 
United  States,  bituminous  coals  are  in  use.*  A  boiler  well 
adapted  to  the  use  of  anthracite  coal  will  not  necessarily  be 
suitable  for  bituminous  fuels  ;  àlthough,  asîde  from  the  spécial 
kind  of  grate  required,  any  boiler  which  works  well  with  the 
latter  will  also  burn  the  former  successfully. 

Thèse  boilers  are  of  open-hearth  homogeneous  steel  plate  ; 
longitudinal  seams  of  the  shells  double  stagger-rîveted.  They 
hâve  three  and  four  hand-holes  in  the  water-leg  around  the  fîre 
and  same  number  over  crown-sheet.     The  fixtures  are  :  base, 


*  The  figures  hère  given  are  those  of  the  Lansing  Iron  Works. 
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FiG.  212. — Upright  Boiler,  Full-length  Tubes. 

VERTICAL  FIRE-BOX  TUBULAR   BOILERS.    (Standard.) 


Slumber  ot  sue    . .   

Horse-power,  as  usually  rated 

Diameter  of  boiler,  in  inches 

Height  of  boiler,  in  fcet    ...     

Diameier  of  furnace,  in  inches 

Height  of  furnace,  in  inches 

Thicicness  of  shell,  in  inches  

Thickness  of  heads,  in  inches 

Thickness  of  furnace-plate,  in  inches 
Length  of  tubes  used,  in  inches     ... 

Number  of  tubes  (ail  2inch  diameter) 

Square  feei  heating-surface  about 
Diameter  of  staclc  rr quired.  in  inches 
Weight  of  boiler,  without  fixtures.  about. 
Weight  of  boiler  fixiures,  ar>oui 
Weight  of  boiler,  complète,  about.  . 


1 

l 

a 

4 

5 

6 

T 

8 

9 

10 

11 

a 

4 

s 

« 

a 
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»5 

18 
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»f 

2C 

»4 

Z4 

»4 

^ 
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4 

36 
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44 

3^ 

4 

5 

6 

s 
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» 
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lÛ 

20 

TO 

TO 

'^ 

»S!     as 

3^ 
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31 

V 

i3 

24 

»4 

>4 

lA 

96       »£ 

16 

26 

^ 

»7 

1/4 

■/4 

14 

1/4 

1/4 

1/4    i/4 

1/4 

1/4 

1/4 

q/i;» 

V^^ 

./8 

3  ^1   VB 

V» 

i^ft    î/B 

4/W 

V8 

3/K 

3/B 

1/4 

-    .12 

9/  -  -'  'J/  3= 

9/lï 

9/31  9/3* 

9/3* 

3/^2 

9/33 

9/i' 

24 

24 

y,   4» 

34 

46      5S 
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grates,  hood,  steam-gauge,  water-gauge,  try-cocks,  safety-valve, 
blow-off  cock,  check  and  stop  valves,  and  inspirator. 
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XL 

(Page  393.) 
Heaters  for  feed-water  take  many  forms.     When  "  closed," 
they  consist  of  a  séries  of  pipes  traversing  a  large  chamber 


FiG.  214.— The  Closed 
Heater 


FiG.  215. — Feed-water  Heater. 
(  Berryman.) 


in  such  manner  as  to  keep  the  exhaust  steam  and  the  feed- 
water  apart.  An  area  of  heating-surface  of  about  one  square 
foot  per  horse-power  of  boiler  is  usually  thought  a  fair  allow- 
ance.      In  "  open  "  heaters  the  steam  traverses  a  chamber  inta 
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which  is  injected  the  feed-water,  the  two  fluids  coming  into 
direct  contact.  The  pump  must  be  placed  between  the  open 
heater  and  the  boiler,  while  in  the  cases  of  the  closed  heater 
they  may,  if  the  construction- is  amply  strong,  be  set  between 
the  source  of  supply  of  the  feed-water  and  the  heater. 

Heaters  of  this  description,  as  illustrated  by  the  various 

typical     constructions    here- 
with  presented,  are  composed 
of    tubes,   either  of    iron   or 
brass,  set  into  heads  in  such 
manner   that    the   one    fluid 
may  traverse  the  nest  of  tubes, 
the  other  may  pass  through 
their  midst;    the   two   being 
separated  by  métal,  and  by 
steam  and  water-tight  walls, 
which  permit  free  and  rapid 
transfer    of    beat    from    the 
steam  to  the  water,  condens- 
îng   so  much    steam  as  may 
be  required  to  raise  the  tem- 
pérature of  the  feed-water  by 
surrender  of  "latent  heat"  in 
its    liquéfaction.       The     re- 
maining  beat  of   steam   and 
water   passing  out  of  the  heater  must  either  be  rejected  and 
wasted,  or  utilized  in  some  spécial  manner. 

Feed-water  heatîng  is  doubly  advantageous.  It  not  only 
reduces  the  cost  of  supplying  steam  by  reducing  by  so  mrch 
the  demand  for  beat  at  the  furnace  and  boiler;  but  it  also  pro- 
duces précipitation,  often  of  minerai  matter  dissolved  in  the 
water,  and  thus,  by  preventing  their  déposition  on  the  heating- 
surfaces  of  the  boiler,.  eflfects  a  gain  in  the  cost  of  making  the 
steam  actually  demanded.  Incidentally,  also,  the  heated  feed- 
water  has  the  advantage  of  causing  less  variation  of  form  of  the 
boiler,  less  irregular  strain  in  its  shell,  both  that  due  temper* 
ature  and  that  produced  by  shifting  the  points  of  support, 
and  thus  reduces  risks  as  well  as  expenses. 


FiG.  216. 

Watrr-tubk 

Heater. 


MG.  217. 

Steam-tube 

Heatbr. 
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Heaters  of  the  type  shown  in  the  two  engravings  hère- 
with  presented  are  made  either  of  the  water-tube  or  the 
steam-tube  class,  as  shown.*  In  the  former  figure  the 
feed-water  passes  through  the  heater-tubes  and  the  steam 
around  them;  în  the  latter  the  reverse  arrangement  is  made. 
Either  System  is  perfectly  practicable,  although  the  former  is 
the  most  generally  approved  construction.  The  spécial  char- 
acteristic  is  hère  the  corrugated  tube  and  its  comparatively 
extended  working  area. 

The  Feed-water  Purifier  îs  a  kînd  of  heater  so  arranged 
that  the  feed-water  may  be  subjected  to  the  action  of  "live" 
or  exhaust  steam  while  traversing  a  séries  of  spaces  or  cham^ 
bers  in  which  the  sédiment  and  the  h'me-salts  may  be  precipi- 
tated  before  ît  is  pumped  into  the  boiler.  The  common  forms 
of  "heater"  for  feed-water  should  be  so  constructed  as  to  per- 
mit this  kind  ot  deposit  without  clogging. 


5^^ 


FiG.  218. — ThK    PllRlFIER. 


The  extent  which  h'me  and  other  deposits,  especially  where 
oïl  enters  with  the  feed-water,  may  be  realized  on  inspection 
*The  Wainright  Heaters;  Taunton  Loco.  Works 
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of  the  next  illustration,  which  exhibits  the  appearancec 
taken  from  a  purifier  set  in  water  throwing  down  aheav 
In  the  cases  represented  by  the  illustrations,*  the 
is  set  between  the  feed-pump  and  the  boiler,  conneG 
the  steam-space  by  the  pipe  A,  and  with  the  feed-punî 
and  with  the  water-space  of  the  boiler  by  D.     C  is  a 


FiG.  219. — Feed-water  Deposit  in  Purifier. 

Purification  of  feed-water  may  be  effected  by  simply  xT^ 
the  water  in  any  réceptacle  long  enough  to  permit 
précipitation,  if  the  foreign  matter  is  purely  sedimentai 
in  mechanîcal  admixture  and  suspension.     Substances 
solution  may  sometimes  be  thrown  down  by  exposure 
sometimes  by  the  action  of  air  in  producing  a  change] 
character  of  the  dissolved  compounds,  andalways  by  th^ 
duction  of  a  suitable  chemical. 

The  **  purifiers  "  throw  down  the  carbonate  in  their  p 
the  action  of  heat  and  other   salts,  as  the  silicates  and 
phates — by   less   well-determined   processes,  but   perhaps  , 
essentially  différent — on  their  outer  surfaces. 

A  "  scrubbing  "  System,  in  which  the   heating  of  the  feci 
water  is  preceded   by  purification   by  a  coke-filter  containin| 
one  pound  of  coke  or  more  per  horse-power,  and  with  renewai 
at  intervais  of  four  to  eight  weeks,  is  often  useful. 

**  Economizers  **  are,  by  good  builders,  given  from  4  to  5 

square  feet  of  heating-surface  per  boiler  horse-power  ;  which 

should  raise  the  température  of  the  feed-water  aboutaô.the 

accompanying  dépression  in  température  of   the  furnace-ga5e>. 

*  The  Hoppes  System. 
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BILL  OF   MATERIAL   FOR  8   BOILERS. 

*r- 

Nos. 

No.of 
Pièces. 

DeacripUoD. 

IV 

—  I 

6 

Boilcr-flangc  steel  |"  X  72|"  X  213" 

*• 

2 

3 

••    |"X72rX2io|" 

(( 

3 

6 

.,    T>j"  thick  X  73"  dia. 

<f 

4 

3 

"     A"X45rXiiS" 

«( 

5 

3 

M     J"x42rdia. 

t« 

6 

162 

4"  boiler-tubes  18'  f  '  long 

«« 

7 

6 

Com.  bar  if"  dia.  X  19'  2\"  long 

(« 

8 

6 

•*       •*     If" 5"  long 

#« 

9 

6 

"     '•   "   2"  long 

tf 

lO 

24 

H  ex.  nuts  2"  tap 

<« 

II 

36 

"         -    if'lap 

ti 

la 

6 

Pins  li"  dia.  X  Si"  long,  U.  H. 

" 

13 

6 

Stccl  channels  10"  @  istf  X  4'  3"  long 

<« 

14 

3 

"     angles  3"  X  4i"  @  n.gjf  X  i'  7'  long 

•« 

15 

3 

<<          ..            <<          t<     <f       II  2'  ï"     «• 

•1 

i6 

3 

W.  L  nccks  6"  ini.  dia.  X  6"  high.  Flangcd 
and  screwed 

<< 

17 

3 

W.  L  necks  3^ '  int:  dia.  X  6"  high.     Flanged 
and  screwed 

<• 

I8 

3 

W.  I.  saddle-flanges  lapped  for  i\"  feedpipe 

<« 

19 

3 

•*  3"  blow-ofif 
pipe 

«< 

90 

6 

W.  L  manheads  wiih  cross-bars,  bolts.  and 
nuts 

«< 

ai 

3 

W.  L  flanges  for  3  manheads  10"  X  16" 

«« 

23 

3 
3 

Com.  bar  3"  X  \"  X  4'  8"  long 

C.  I.  A.  &  McC.  si'd  flanges  for  6"  ouilct, 
13"  out.  dia.,  6  j"  holes  on  9}"  dia.  boit 
circle  screwed  lo  6  inl.  dia.  neck  W.  I. 

3 

C.  I.  A.  &  McC.  st'd  flanges  8J"  oui.  dia., 
6  f  "  holes  on  7^"  dia.  boit  circle  screwed 
to  3j"  safety- valve  neck 

1 

x8 

C.  I.  brackets  pcr  drawing  "A"  5548 

"E. — "Horizontal"  seams  of  boiler-shell  double-riveted, 
i,  I"  rivets,  2j"  pitch,  4f  "  lap,  2"  pitch  of  rows. 
imferential  "  seams  single-riveled,  \"  rivets,  2j"  pitcb. 
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XII. 

(Page  430.) 

SPECIFICATION  FOR  ONE  72-INCH  HORIZONTAL  TUBULAR 

STEAM-BOILER,* 


Type  and 

General 

Dimensions. 


Materials, 

QUALITY, 

Thickness, 
AND  Tests. 


(DSSIGNED  TO  SAFELY   SUSTAIN    150  LBS.    PRESSURE.) 

Botler  must  be  of  ihe  horizon ul  tubular  type,  set  with 
full  overhanging  front,  and  ail  parts  and  pièces  must  be  de- 
signed  accordingly.  Sheil  must  be  19  feet  6  inches  long 
outside,  and  72  inches  in  diameter,  measured  on  the  out- 
side  of  the  smallest  ring  of  plates.  Heads  must  be  18  feet 
apart  outside. 

Shell-plates  must  be  1/2  of  an  inch  thick,  of  open-hearth 
fire-box  steel  having  a  tenstle  sirengih  of  not  less  than 
55,000  pounds  nor  more  than  60,000  pounds  per  square 
inch  of  section,  with  not  less  than  56  per  cent  of  ductility 
as  indicated  by  contraction  of  area  ai  point  of  fracture  under 
test,  and  by  an  elongation  of  25  per  cent  in  a  length  of  8 
inches. 

Heads  must  be  9/16  of  an  inch  thick,  of  best  open-hearth 
fiange  steel.  Ail  plates,  both  of  shell  and  heads,  must  be 
plainly  stamped  with  name  of  makèr,  brand,  and  tensile 
strength  ;  brands  so  located  that  they  may  be  seen  on  each 
plate  after  the  boiler  is  finished. 

Each  shell-plate  must  beat  a  coupon  which  shall  be 
sheared  ofl,  (inifthed  up.  and  tested  by  ihe  maker  of  the  boiler 
at  his  own  ex  pense.  Each  coupon  must  fut  fil  the  above  re* 
quirements  as  to  strength  and  ductility ^  and  must  also  stand 
bending  doivn  double  when  cold,  when  red-hot^  and  after  being 
heated  red-hot  and  quenched  in  cold  watcr^  without  signs  of 
fracture,     AH  plates  faiUng  topass  thèse  tests  ttnll  be  rejected, 

The  longitudinal 'seams  of  this  boiler  must  be  of  the 
triple-riveted  butt-joint  type  with  double  covering  strips. 
They  must  be  arranged  to  corne  ivcll  above  the  fire-line  of  the 
bûiUr  and  must  break  joints  in  the  différent  courses  in  the 
usual  manner. 

Ail  dimensions  and  proportions  are  to  be  as  shown  on 
accompanying  drawing. 

The  gtrth-seams  are  to  be  of  the  ordînary  single-riveted 
lap- joint  type,  rivets  to  be  15/16  of  an  inch  in  diameter  and 
pitcbed  2^  inches  apart  from  centre  to  centre. 

*  Prepared  by  ihe  Hartford  Steam  Boiler  Inspection  and  Insurance  Com- 
«>anv. 


RlVBTINO. 
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Bracing. 


Tubes; 

SiZE,  NUMBER, 
AND 

Arrangement. 


Manhols. 


Hand-holes. 


Brackbts, 
Wall-plates, 

AND   RoLLERS. 


NOZZLES. 


Smoke 

Opening. 

Feed-pipe. 


The  rivet-holes  must  be  drilled,  and  must  be  neaily 
chamfered  1/32  of  an  inch  on  the  faylng  sides  of  plaies  aad 
covering  strips. 

No  rivets  shall  be  driven  in  unfair  holes;  such  hol^s 
musc  be  brought  in  line  wiih  a  reamer  ;  if  a  drift-pin  îsused 
for  this  purpose  the  boiler  will  be  rejected. 

Therc  must  be  46  braces  i|  inches  in  diameter  in  the 
botler/1^3  above  the  tubes  on  front  bead,  and  23  on  back 
head»  of  ihe  solid  crow-foot  form,  arranged  as  sbown  co 
drawing.  None  of  them  shall  be  less  than  3  feet  6  incbes 
long»  and  each  must  be  fastened  to  sbell  and  heads  by  tvo 
7/8-inch  rivets  at  each  end.  Care  must  be  exercised  in  set- 
ting  them  that  they  may  bear  uniform  tension. 

Boiler  must  hâve  92  best  lap-welded  tubes,  3^  înches  in 
diameter,  and  18  feet  o  inches  long,  set  in  vertical  and  hor- 
izontal rowS|.  with  a  clear  space  between  them.  vertica^lr 
and  horizootally«  of  i  inch,  except  the  central  vertical  space, 
which  is  to  be  2^  inches,  as  shown  on  accompanying  dia- 
gram  of  tube-sheet. 

Holes  for  tubes  to  be  neatly  chamfered  off  on  outside. 
Tubes  to  be  set  with  a  Dudgeon  expander,  and  headed  dovrn 
at  eaçh  end. 

Boilfr.  /Du^t  hâve  one  manhole  11  by  15  inches,  Kitfa 
strong  internai  frame,  made  of  wrought  iron  or  sound  stee! 
casting,  and  suiiable  plate,  yoke,  and  boit,  the  proportions  o( 
the  whole  such  as  will  make  it  as  strong  as  any  other  portion 
of  the  shell  of  like  area,  and  locàted  in  shell  on  top. 

Boiler  must  hâve  one  hand-hole  4  inches  by  6  inches,  with 
suitable  plate,  yoke,  and  boit,  located  in  each  bead  belov 
the  tubes,  as  shown  on  diagram  of  tube-sheet. 

Boiler  must  hâve  6  cast-iron  brackets,  3  on  each  side. 
securely  riveted  in  place,  each  12  inches  long,  with  a  pro- 
jection of  12  inches  from  the  boiler. 

Cast  iron  wall-plates  24  inches  long,  12  inches  wide,and 
i^  inches  thick  must  be  furnished  for  each  bracket  to  rest 
upon,  and  three  rollers  one  inch  in  diameter  and  loiochfs 
long  must  be  furnished  for  rear  and  centre  brackets  10  resi 
upon,  to  ajlow  free  expansion  of  the  boiler. 

Boiler  must  hâve  2  cast-iron  nozzles,  one  6  inches  inter- 
nai diameter  for  steam-pipe  connection,  and  one  6  incbes 
internai  diameter  for  safety-valve  connection,  each  acca- 
rately  squared  on  top  flange  and  Securely  riveted  to  boiler 
shell  on  top 

Boiler  must  hâve  an  opening  13  by  60  inches  eut  out  of 
front  connection  on  top  for  atiachroent  of  uptake  or  flae. 

Boiler  must  hâve  a  hole  tapped  for  i|-inch  pipe  in  front 
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Blow-off  Pipe. 


Fusible  Plug. 

Safety-valve, 
Steam-gauge, 
Gauge-cocks, 

AND   GaUGE- 
GLASS. 


'"astings  for 
Settîng. 


[N  General. 


head,  3  inches  above  the  top  of  upper  row  Ok  tubes,  and  30 
inches  from  center  of  boiler  on  left-band  side,  for  feed-pipe 
connection. 

Also,  furnish  and  put  in  a  i^inch  feed-pipe  extendîng 
from  front  head  back  to  within  two  feet  of  back  head  of 
boiler,  thence  across  the  boiler  and  down  between  tubes 
and  shell.  on  right-hand  side,  as  shown  on  drawings.  Feed- 
pipe  to  be  properly  hung  from  ihe  braces. 

Boiler  must  bave  a  circulât  plate  of  shell  steel  7  inches 
in  diameter  and  \  inch  thick,  riveted  to  bottom  of  shell,  8 
inches  from  back  end,  and  tapped  to  receive  a  2-inch  blow- 
ofï  pipe. 

Boiler  must  be  provided  wiih  a  fusible  plug  in  back 
head,  two  inches  above  top  of  upper  row  of  tubes. 

Boiler  must  be  provided  wiih  one  Pop  safety-valve,  4 
inches  in  diameter,  one  8-inch  steam-gauge,  three  }-inch 
gauge-cocks,  and  one  )-inch  gauge-glass,  14  inches  long, 
ail  to  be  of  approved  pattern.  and  the  necessary  hôles  to  be 
made  for  their  proper  connection.  If  combination  water- 
column  isused,  the  steam  and  water  connections  between  it 
and  boiler  must  be  made  by  pipes  not  less  than  i^  inches 
in  diameter. 

Boiler  must  be  provided  with  a  cast-iron  front,  with  ail 
necessary  anchor  bolis,  10  feet  long;  closely-fitting  front 
connection  doors,  with  suitable  fastenings  to  prévint  warp- 
tng;  closely-fitting  furnace-doors  with  liner-plates;  back 
connection  door  16  by  24  inches,  with  liner-plates;  grate- 
bars  for  grate,  pattern  to  be  selected  by  purchaser  of  boiler, 
72  inches  long  by  66  inches  wide,  with  suitable  bearer-bars 
for  same;  arch-bars  for  back  connection,  and  ail  buckstaves, 
with  the  necessary  bolts  or  tie-rods,  and  ail  other  castings, 
or  iron  work  of  any  description  necessary  for  the  proper 
setting  of  the  boiler  complète. 

The  size  and  description  of  parts  are  to  conform  to  the 
détails  of  the  accompanying  plan,  and  must  be  delivered  at 

and  ail  the  material  and  workmanship  to  be  sub 

jected  to  inspection  and  approval. 
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U.  S.  N.  ENGINEERING  BUREAU: 
Spécifications  for  Steam-boilers,  Battle-ships  Nos.  5  and  6,  1895. 

[Abstract.] 
*  •  *  «  « 

Boilers. — There  will  be  three  double-ended  main  boilers, 
and  two  single-ended  boilers  for  either  main  or  auxiliary  pur 
poses,  of  the  horizontal  return  fire-tube  type,  ail  to  be  made  of 
Steel.  Ail  the  boilers  will  be  about  i  S  feet  6^  inches  in  mean  out- 
side  diameter.  One  of  the  double-ended  boilers  will  be  about 
21  feet  long,  and  the  other  two  will  be  about  19  feet  long.  The 
single-ended  boilers  will  be  about  9  feet  11^  inches  long. 

The  double-ended  boilers  will  hâve  about  16,612  feet  of 
heating-surface,  and  about  514  square  feet  of  grate-surface. 
The  single-ended  boilers  will  hâve  a  total  of  about  4888  square 
feet  of  heating-surface,  and  about  171  square  feet  of  grate- 
surface.  Each  double-ended  boiler  will  hâve  eight,  and  each 
single-ended  boiler  will  hâve  four,  corrugated  furnace-flues,  3 
feet  3  inches  in  internai  diameter. 

Boiler  Material.^ — AU  plates  used  in  the  construction  of 
the  boilers  will  be  open-hearth  steel.  The  rivets  will  be  of 
open-hearth  or  Clapp-Griffith  steel.  Ail  material  will  be  tested, 
as  elsewhere  specified. 

Boiler-shells.  —  For  the  double-ended  boilers  they  will 
be.of  three,  and  for  the  single-ended  boilers  of  one  course, 
each  course  of  three  plates  i^|^  inches  thick.     . 

Boiler-heads.  —  Both  heads  for  the  double-ended  boilers 
will  be  made  of  three  plates.  The  upper  plate  will  be  \W 
inches  thick,  the  middle  plate  \  inch  thick,  and  the  bottom 
plate  \  inch  thick. 

The  front  head  of  the  single-ended  boiler  will  be  made  of 
the  same  number  and  thickness  of  plates  as  the  double-ended 
boilers  ;  the  back  head  will  be  made  of  three  plates,  the  upper 
plate  will  be  \W  inches  thick  and  the  other  \  inch  thick. 

*The  Bureau  has  sought  unsuccessfully  to  obtain  satisfactory  boiler- plate  of 
high  tenacity  (80,000)  and  elastic  limit  (40,000  -|-  ).  and  has  accepte  d  /  == 
6ç,ooo  to  73,000,  with  23^  to  25J(  elongation  in  8  inches  length  of  tesi-piece. — 
R.  H.  T. 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


APPENDIX,  785 

The  upper  plate  of  each  head  of  the  boilers  wîll  be  curved 
back  to  a  radius  of  about  3  feet  <^  inches. 

The  heads  of  ail  the  boilers  will  be  flanged  outwardly  at 
the  furnaces  and  inwardly  at  the  circumference.  The  heads 
will  be  stiffened  by  angle  or  T  bars,  and  doubling  plates,  as 
shown  on  the  drawings. 

Boiler  Tube-sheets. — For  ail  the  boilers  they  will  be  7/^ 
inch  thick  at  the  front  and  3/4  inch  thîck  at  the  back.  Each  pair 
of  tube-sheets  must  be  accurately  parallel.  Ail  tube-holes  will 
be  slightly  rounded  at  the  edges.  The  holes  for  stay-tubes 
will  be  tapped  in  place.  The  holes  at  combustion-chamber 
end  will  be  drilled  to  suit  the  protection  of  tubes,  as  specified 
below. 

Boiler-tubes.'*' — They  wîll  be  of  knoe>bled,  hammered  char, 
coal  iron,  lap-welded  or  drawn,  the  best  that  can  be  obtained 
in  the  market,  and  subject  to  the  approval  of  the  Bureau  of 
Steam  Engineering.  AU  tubes  will  be  2\  inches  external  di- 
ameter.  The  ordinary  tubes  will  be  No.  10,  B.  W.  G.,  in  thick- 
ness  and  will  be  swelled  to  2-^^  inches  external  diameter  at  the 
front  ends  for  ail  boilers.  The  back  ends  will  be  expanded  in 
the  tube-sheet,  beaded  over  into  a  counterbore,  which  will  be 
filled  wîth  a  ring,  or  they  wîll  be  protected  from  the  action  of 
the  flame  in  other  approved  manner.  The  method  of  protec- 
tion must  be  such  as  will  meet  with  the  approval  of  the  Bu- 
reau of  Steam  Engineering. 

The  stay-tubes  will  be  No.  6,  B.  W.  G.,  in  thickness. 
They  will  be  reinforced  at  both  ends  to  an  external  diameter 
of  2f  inches,  leaving  the  Lore  of  the  tube  uniform  from  end  to 
end.  They  will  then  be  swelled  at  the  front  ends  to  2\  inches 
external  diameter.  They  will  be  threaded  parallel  at  combus. 
tion-chamber  ends,  and  taper  at  front  ends  to  fît  threads  in 
tube-sheets.  They  will  be  screwed  into  the  tube-sheets  to  a 
tight  joint  at  the  front  ends  and  will  be  made  tight  at  the  back 
ends  by  expanding  and  beading.  AU  expanding  will  be  done 
by  approved  tools.      Cast-iron  lerrules  of   \\  inches  internai 

*  It  is  to  be  noted  hère  that  the  Navy  Department,  after  a  trial  of  steel  lubes, 
has  returned  to  the  use  of  iron,  as  Icss  Hable  to  **  piiiing."— R.  H.  T. 
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diameter  wîU  be  used  to  protect  the  ends  of  stay-tubes  in 
combustîon-chambers.  AU  tubes  will  be  spaced  3^  inches  from 
centre  to  centre  vertically  and  3|-  inches  horizontally. 

Combustion-chambers. — There  will  be  four  combustîon- 
chambers  in  each  double-ended  boiler  and  two  in  each  single- 
ended  boiler.  The  combustion-chambers  will  be  arranged  so 
that  there  will  be  one  combustion-chamber  for  each  two  adja- 
cent furnaces.  They  will  be  made  of  9/16-inch  plates,  except 
the  tube-sheets,  which  will  be  as  before  specifîed.  The  tops 
of  the  combustion-chambers  will  be  braced  by  girders,  as 
shown.  The  plates  will  be  flanged  where  necessary,  and  ail 
parts  joined  by  single-riveting.  The  holes  for  screw  stay-bolts 
in  plates  of  combustion-chambers  and  shells  will  be  drilled  and 
tapped  with  plates  in  place. 

Boiler-bracing. — The  bracing  will  be  of  steel,  and  as 
shown  on  the  drawings. 

The  combustion-chambers  will  be  stayed  to  each  other  and 
to  the  shell  of  the  boiler  by  screw-stays,  screwed  into  both 
plates  and  fitted  with  nuts — the  nuts  to  be  set  up  on  bevelled 
washers  where  stays  do  not  corne  square  with  the  plates.  The 
holes  for  screw-stays  will  be  tapped  in  both  plates  in  place. 

The  nuts  for  the  upper  longitudinal  braces  will  beof  forged 
steel.  The  thread  will  be  eut  away  on  the  outside  of  the  nut, 
forming  a  chamfer.  When  the  nut  is  set  up  to  place,  the  end 
ot  the  brace  will  be  riveted  over  into  the  nut. 

The  bottom  of  the  combustion-chambers  will  be  stiffened 
by  angles. 

Ail  screw-stays  and  ail  screwed  braces  will  hâve  raised 
threads. 

The  combustion-chamber  stays  and  the  stay-tubes  will  hâve 
12  threads  to  the  inch.  Ail  other  braces  will  hâve  Navy 
standard  threads. 

Ail  braces  will  be  made  without  welds. 

In  boiler-braces  fitted  with  eyes,  care  must  be  taken  that 
the  sectional  area  through  the  neck  or  eye  is  not  less  than  that 
of  the  cylindrical  portion. 

Riveted  Joints. — The  longitudinal  joints  of  boiler-shells 
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wîll  be  butted,  wîth  i  i/i6-inch  straps  outside  and  inside,  and 
treble-riveted,  as  shown  on  the  drawings.  Joints  of  heads 
with  shells  will  be  double-riveted  ;  ail  jQther  circumferential 
joints  will  be  lapped  and  treble-rîvet^rflfcf*  Joints  in  furnaces 
and  combustion-chambers  will  be  single-riveted.  Rivets  wiH 
be  of  Steel.  Edges  of  ail  plates  in  cylindrical  shells,  and  of  ail 
flat  plates  where  not  flanged,  will  be  pkned.  Edges  of  flanges 
will  be  faired  by  chipping  or  otherwise,  as  may  be  approved. 
Plates  in  cylindrical  shells  must  not  be  sheared  nearer  the 
finished  edge  than  one  half  the  thickness  of  the  plate  along 
the  circumferential  seams,  and  not  nearer  than  one  thickness 
along  the  longitudinal  seanis.  No  plate  must  average  less 
than  the  specified  thickness  along  the  longitudinal  seanis.  Ali 
rivet-holes  in  shell-plates  will  be  drilled  in  place  after  bending. 
Hydraulîc  riveting  will  be  used  wherever  possible.  In  parts 
where  hydraulic  riveting  cannot  be  used,  the  rivet-holes  will 
be  coned  and  conical  rivets  used.  âeams  will  be  calked  on 
both  sides  in  an  approved  manner.  Longitudinal  seams  will 
break  joints.     Ail  joints  will  be  as  shown  on  drawings. 

Boiler  Manholes  and  Handholes. — There  will  be  man- 
holes  in  each  boiler,  placed,  and  of  such  size,  as  shown  in  draw- 
ing. 

AU  manholes  not  flanged  will  hâve  stiflFenîng  rings.  The 
upper  manhole  will  hâve  raised  cast-steel  frame,  flanged  and 
riveted  to  the  inside  of  the  shell  of  the  boiler, 

The  manhole  covers  will  be  of  mild  steel  and  stamped  in 
dished  form.  AU  manhole  plates  will  be  secured  by  two 
wrought-iron  dogs  and  two  i  J-inch  studs  with  square  nuts. 
Each  plate  will  hâve  convenient  handles. 

AU  plates,  dogs,  and  nuts  will  be  inddibly  marked  to  show 
to  what  holes  they  belong. 

Furnaces. — Each  furnace  will  be  in  one  pièce,  9/16  inch 
thîck,  and  corrugated,  3  feet  3  inches  least  internai  diameter, 
and  3  feet  7  inches  greatest  external  diameter.  They  must 
be  perfectly  circular  in  cross-section  at  ail  points.  They  will 
be  riveted  to  flanges  of  front  heads,  and  will  be  flanged  and 
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riveted  to  combustion-chamber  plates.     The  corrugations  of 

adjacent  furnaces  will  be  made  to  alternate. 

*  *  «  *  « 

Boiler  Attachments. — Each  boiler  will  hâve  the  following 
attachments,  viz.  : 

One  main  steam  stop-valve  ; 

One  auxiliary  stop-valve  ; 

One  dynamo  stop-valve  ; 

One  dry-pipe  ; 

One  main-feed  check-valve  with  internai  pipe  ; 

One  auxiliary-feed  check-valve  with  internai  pipe; 

One  bottom  blow-valve  with  internai  pipe  ; 

One  surface  blow-valve  with  internai  pipe  and  scum*pan  ; 

Two  safety-valves,  to  be  connected  with  dry-pipe  or  hâve 
internai  pipes  ; 

One  steamgauge  on  each  single-ended  boiler»  and  one  at 
each  end  of  each  double-ended  boiler; 

Two  glass  water-gauges  of  approved  automatic  closing 
pattern  on  each  single-ended  boiler,  and  two  at  the  feeding  and 
one  at  the  other  end  of  each  double-ended  boiler  ; 

Four  gauge-cocks  on  each  single-ended  boiler,  and  four 
at  each  end  of  each  double-ended  boiler  ; 

One  sentinel  valve  ; 

One  salinometer  pot  ; 

One  drain-cock  ; 

One  air-cock  ; 

One  approved  circulating  apparatus. 

Ail  external  fittings  will  be  of  composition,  unless  other- 
wise  directed.  Ail  fittings  will  be  flanged  and  through-bolted^ 
or  attached  in  other  approved  manner.  Ail  cocks,  valves,  and 
pipes  will  hâve  spigots  or  nipples  passing  through  the  boiler- 
plates. 

*  *  *  «  * 

Safety-valves.— Each  double-ended  boiler  will  hâve  four 
4^inch  and  each  single-ended  boiler  two  4j-inch  spring  safety- 
valves,  placed  on  the  stop-valve  nozzles,  two  valves  to  be  in  one. 
case. 
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Each  valve  will  hâve  a  projecting  lîp  and  an  adjustable  ring 
iox  increasing  the  pressure  on  the  valve  when  lifted,  or  an 
équivalent  device  for  attaining  the  same  resuit.  They  will  be 
adjustable  for  pressure  up  to  the  test  pressure — the  adjusting 
mechanîsm  to  hâve  an  index  to  show  the  pressure  at  which  the 
valve  is  set,  and  a  lock  to  prevent  tampering  with  the  adjust- 
ment.  The  locks  on  ail  safety- valves  will  be  alike.  Thesprings 
will  be  square  in  cr33S-section,  of  first  quality  tool  steel,  and 
will  be  nickel-plated.  They  will  be  of  such  a  length  as  to  al- 
low  the  valves  to  lift  one  eighth  of  their  diameters  when  the 
valves  are  set  ât  180  pounds  pressure.  They  will  hâve  spheri- 
cal  bearings  at  ends,  or  be  connected  to  the  compression-plates 
in  such  a  manner  as  to  insure  a  proper  distribution  of  pressure. 
They  will  be  inclosed  in  cases  so  arranged  that  steam  will 
not  corne  in  contact  with  the  springs.  The  spring  cases  will  be 
so  fîtted  that  the  valves  can  be  removed  without  slacking  the 
springs.  The  valve-stems  will  fit  loosely  in  valves,  to  bottom 
below  the  level  of  the  seats,  and  to  be  so  secured  that  the 
valves  may  be  turned  by  a  wrench  or  cross-bar  on  top  of  stem. 
The  valves  will  be  guided  by  wings  below  and  in  an  approved 
manner  above.  The  valves  will  be  fitted  with  mechanism  for 
lifting  by  hand  from  main  deck  and  fire-rooms,  the  mechanism 
for  each  pair  of  valves  to  be  such  that  the  valves  will  be  lifted 
in  succession.  Ail  joints  in  the  lifting  gear  will  be  compositîon- 
bushed.  The  outlet  nozzle  will  be  in  the  base  casting,  so  that 
the  joint  at  the  escape-pipe  will  not  hâve  to  be  broken  when 
taking  the  valves  out.  The  casings,  valves,  and  spindles  will  be 
made  of  composition.  The  valve-seats  will  be  of  nickel  or  équiv- 
alent métal  of  approved  kind.  A  drain-pipe  will  be  attached 
to  each  safety- valve  casing  below  the  level  of  the  valve-seats 
leading  to  the  bilge. 

«  «  #  *  * 

Zinc  Boîler-protectors. — Each  boîler  will  hâve  roUed  zinc 
plates  12  by  6  by  1/2  inch.  Each  plate  will  be  bolted  to 
wrought-îron  straps,  which  will  be  clamped  to  the  stays.  Each 
strap  will  be  filed  bright  where  in  contact  with  zinc  and  stay 
each  stay  being  also  filed  bright  at  contact  point.     After  being 
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bolted  in  place  the  outside  of  the  joints  will  be  made  water- 
tîght  by  paint  or  approved  cernent.  The  zinc  plates  will  be 
located  as  may  be  designated  by  the  Bureau  of  Steam  Engi- 
neering, and  there  will  be  i\  square  feet  of  exposed  surface  ex- 
clusive of  edges  for  each  loo  square  feet  of  heating-surface  in 
the  boilers. 

Surrounding  the  zinc  and  bolted  to  the  stay  will  be  placed 
baskets  of  i/8-inch  steel  plate  to  catch  the  zinc  when  disinte- 

grated.  The  baskets  will  hâve  six  5/8-inch  holes  in  the  bottom.. 
*  •  *  *  * 

Distilling  Apparatus  and  Evaporators. — The  distilling^ 
apparatus,  placed  where  directed,  will  consist  of  two  evapora- 
tors and  two  distillers,  with  their  accessories,  havingacombined 
capacity  of  7500  gallons  of  potable  water  per  24  hours  at  a 
température  of  not  more  than  90°  F. 

The  evaporators  will  be  made  with  shells  of  plate  steel. 
They  will  be  either  horizontal  or  vertical,  and  will  be  subject  to- 
the  approval  of  the  Bureau  of  Steam  Engineering.  The  tubes 
will  be  of  such  design  that  they  can  be  readily  removed  for 
scaling  or  repair,  with  adéquate  provision  for  expansion,  and 
will  be  secured  to  the  tube-sheet  in  an  approved  manner.  They 
will  be  either  straight,  bent,  or  coiled,  as  the  Bureau  of  Steam 
Engineering  mayapprove.  The  tubes  must  be  so  arranged 
that  after  they  are  removed  from  the  shell  it  will  be  accessible 
in  ail  its  parts  for  scaling.  The  evaporators  will  be  felted  and 
lagged,  and  will  each  be  fitted  with  a  saf ety-valve,  steam-gauge, 
glass  water-gauge,  gauge-cocks,  salinometer  pot,  check-valve^ 
and  blow-valve.  They  will  take  steam  from  the  auxiliary  steam» 
pipe,  and  will  be  fîtted  with  automatic  traps  and  with  drain- 
pipes  leading  to  the  feed-tank  and  to  the  pump  hereinafter 
specifîed.  The  shells  of  the  evaporators  will  be  tested  to  50 
pounds  to  the  square  inch,  and  the  coils  and  ail  parts  subject  ta 
boiler-pressure  to  270  pounds  per  square  inch.  Each  evapora- 
tor  will  hâve  at  least  150  square  feet  of  heating-surface. 

The  dîstillers  will  be  made  with  shells,  flanges,  and  heads  of 
cast  iron,  and  coils  of  copper  or  brass,  thoroughly  tinned  on 
both  sides.     The  coils  of  each  distiller  will  be  divided  into  at 
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Icast  three  parts,  each  with  a  separate  inlet  and  outlet  valve. 
Eaclî  distiller  will  hâve  a  cooling  surface  of  not  less  than  80 
square  feet.  (See  Appendix,  p.  869  ) 

The  distillers  will  De  so  arranged  that  they  can  take  steam 
from  the  auxiliary  steam-pipe  in  an  emergency. 

A  fiiter  of  approved  design  will  be  fitted  to  each  distiller. 

There   will   be   efficient    means  for    aerating  the  distilled 

water. 

«  «  *  *  * 

Separators. — There  will  be  located,  where  required  in  the 
main  and  auxiliary  steam-pipes,  approved  separators  with  re- 
ceivers  of  a  capacity  not  less  than  2/10  of  a  cubic  foot  for 
each  square  inch  of  area  of  the  steam-pipe. 

Ail  interior  appliances  will  be  of  the  simplest  possible  con- 
struction, and  not  liable  to  become  loosened  by  wear  or  corro- 
sion. The  form  of  the  apparatus  also  will  be  such  as  to  avoid 
the  use  of  interior  stays.  They  will  be  made  entirely  of  cast 
Steel,  bronze,  or  wrought  steel,  or  a  combination  of  thèse  ;  but 
ail  material  will  conform  in  thickness,  form  of  joints,  and  qual- 
ity  to  the  Government  standards. 

Each  separator  will  be  fitted  with  a  well-protected  glass 

gauge  of  the  automatic,  self-closîng  pattern,  and  an  approved 

automatic  steam-trap  with  drain  delîverîng  into  feed-tank. 
*  «  *  *  * 

Thickness  of  Pipes. — The  thickness  of  straight  copper 
steam-piping,  fire-service,  and  blow-oflf  pipes  will  be  found  by 
the  following  formula  : 

PX  D  ,     I    _  ^ 
8000         16 

where  P=boîler  pressure  above  atmosphère,  i?  =  însîde 
diameter  of  pipe,  T=  thickness  in  înches. 

The  thickness  of  feed-pipe  will  be  found  by  the  same  for- 
mula, with  the  exception  that /*  =  1.5  boiler-pressure  above 
atmosphère. 

The  thickness  for  feed  suction-piping  will  be  as  follows  : 
Of  I  and  less  than  3  inches  internai  diameter,  1/8  inch  : 
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Of  3  and  less  than  5  inches  internai  dîameter,  5/32  înch  ; 

Of  5  and  less  than  8  inches  internai  diameter,  3/16  inch  ; 

Water-pipes  without  pressure  will  be — 

Of  2  and  less  than  S  inches,  3/32  inch  ; 

Of  S  and  less  than  1 1  inches,  1/8  inch. 

*  «  *  *  * 

Tests  of  Material. — AH  steel  used  in  the  construction  of 
the  boilers,  and  ail  steel  forgings  and  castings,  will  be  tested  in 
accordance  with  rules  prescribed  by  the  Navy  Department. 

The  boiler-tubes  must  be  made  of  the  best  quality  of 
knobbled,  hammered,  charcoal-iron,  and  their  surfaces  must  be 
smooth  and  f ree  from  rust,  scale,  pits,  laminations,  or  imperfect 
welds. 

Strips  1/2  inch  in  wîdth  will  be  eut  lengthwise  from  the  tubes; 
thèse  strips  will  be  heated  to  a  bright  cherry-red,  in  daylight, 
and  plunged  (while  at  this  heat)  in  water  at  a  température  of 
80®  F.;  after  being  so  quenched  a  strip  must  bend,  cold,  back 
upon  itself  without  crack  or  flaw. 

The  end  of  a  tube  will  be  heated  to  a  bright  cherry-red,  in 
daylight,  for  a  distance  equal  to  one  and  one-half  (ij)  times  its 
diameter,  and  a  taper  pin,  at  a  blue  or  dull-red  heat,  driven  in. 
The  tube  must  stretch  to  one  and  one-eîghth  (i^)  times  it» 
original  diameter  without  split  or  crack.  The  taper  of  the  pin 
must  not  exceed  one  in  eight  (ij  inches  to  the  foot),  and  its 
surface  must  be  smooth. 

Tests  of  Boilers  and  Machinery.  —  Before  the  boilers 
are  painted  or  placed  in  the  vessel  they  will  be  tested  under 
a  pressure  of  270  pounds  to  the  square  inch  above  atmospheric 
pressure.  This  pressure  will  be  obtained  by  the  application 
of  heat  to  fresh  water  within  the  boilers,  the  water  filling  the 
boilers  quite  full. 

The  steam  pipes  and  valves,  the  auxiltary  engines,  and  ail 
fîttings  and  connections  subjected  to  the  boiler-pressurç,  will 
be  tested  by  water-pressure  to  270  pounds  to  the  square  inch. 
After  the  boilers  are  placed  in  the  vessel  and  connections  are 
made»  the  boilers  and  pipe  connections  will  be  tested  by  steam^ 


Digitized  by 


Google 


APPENDIX,  795 

to  225  pounds  per  square  inch,  and  ail  leaks  made  tight  before 
they  are  clothed. 

The  high-pressure  cylinders  and  valve-chests  will  be  tested 
by  water-pressure  to  270  pounds  to  the  square  inch,  the  inter- 
mediate.pressure  cylinders  and  connections  to  150  pounds,  and 
the  low-pressure  to  100  pounds.  The  exhaust  side  of  the  low- 
pressure  valve-chests  will  be  tested  to  30  pounds.  The  con- 
denser will  be  tested  to  30  pounds. 

The  pumps,  valve-boxes,  and  air-vessels  of  the  feed,  fire, 
and  bilge  pumps  will  be  tested  to  300  pounds  per  square  inch. 
The  cylinders  and  condensers  will  be  tested  before  being 
placed  on  board,  and  must  be  so  placed  that  ail  parts  may  be 
accessible  for  examination  by  the  inspector  during  the  tests. 
Ail  parts  will  also  be  tested  after  being  secured  on'  board.  No 
lagging  or  coverîng  is  to  be  on  the  cylinders  or  condensers 
during  the  tests.  Ail  pressures  to  be  above  atmospheric 
pressure. 

The  cîrculatîng.pumps  will  be  tested  by  discharging  water 
under  conditions  as  nearly  as  possible  like  those  they  will  be 
workîng  under  when  throwing  water  from  the  bilges.  They 
must  discharge  the  water  at  the  same  height  as  the  water-line 
is  above  the  pumps  and  through  the  same  length  and  size 
of  pipe,  drawing  water  from  the  same  depth  as  the  lowest 
part  of  the  bilge  suction-pîpe  below  the  purap  and  through  the 
same  length  and  size  of  pipe*. 
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SPECIFICATIONS  OF  THE  BABCOCK  ft  WILCOX  HIGH-PRESSURE 

BOILERS. 


Spécification 
No. 

Office. 

horse-power 

AND 

Arrangement. 


Heating- 
surfaces. 


Spécification 
OF  Open- 
hearth  Steel. 


FORGINGS. 


Thickness  OF 
Shbets. 

Rivbt-seams. 


Fittino  Up. 


We  propose  to  furnish  to 

H.P.  Wrought-steel  Sectional  Boilers. 

(i  h.p. — 30  Ibs.  of  ivalcr  evaporated  per  hour  from  100 
degrees  at  70  Ibs.  pressure.)     Having  a  total  of  square 

feet  of  heating-surface  and  square  feet  of  grate-surfact 

Arranged  to  be  set  boiler  in  battery,  as  per  the 

following  spécification  : 

The  heating-surface  of  each  boiler  to  consist  of  sceam 
and  water  drum  inchesin  diameterand  feet  inches 
long,  placed  above  and  connected  to  a  set  of.  sections  of 
tubes,   each  section  consisting  of         tubes,  inches  in 

diameter  and  feet  long.  The  lower  ends  of  the  sections 
to  be  connected  to  a  mud-drum.  The  connections  between 
ail  parts  to  be  made  by  expanding  wrought  tubes  into  bored 
tube-seats. 

Wrought  Steel. 

AU  wrought  métal  for  pressure  parts,  except  tubes,  to  be 
of  the  best  open-hearth  steel.  having  a  tensile  strength  of 
from  56,000  to  62,000  pounds  per  square  inch,  to  show  an 
elongation  of  not  less  than  35  per  cent  in  a  parallel  test- 
piece  of  8  inches,  accompanied  by  a  réduction  in  area  of  at 
least  50  per  cent;  to  endure  bending  double  upon  itself  both 
before  and  after  being  brought  to  a  flanging  beat  and 
quenched. 

AU  forgings  for  pressure  parts  to  be  made  of  the  above 
steel  by  hydraulic  presses  and  annealed  after  completion. 

Dnim  Construction. 

The  cylindrical  portion  of  the  dnim  to  be  made  of  three 
sheets,  each  inch  thick,  th^  longitudinal  seams  butt- 
strapped  inside  and  out.  The  seams  to  hâve  two  rows  of 
rivets  passing  through  both  straps  and  the  shell,  and  two 
rows  through  the  shell  and  inner  strap  only,  the  butt  straps 
to  be  bent  to  a  proper  radius  in  a  hydraulic  press.  The  cir- 
cular  seams  lap-joint,  single-riveted.  The  edges  of  ail  plates 
to  be  plancd. 

Ail  holes  to  be  punched  5/16  inch  s  malle  r  than  the  di- 
ameter of  rivets  to  be  used,  through  steel  templates,  and 
drilled  out  to  full  size  after  the  sheets  are  rolled  and  assem- 
bled  with  their  butt-straps. 

After  drilling,  the  straps  are  to  be  removed,  ail  burrs 
cleaned  off,  and  the  plates  assembled,  métal  to  métal,  with 
parallel  turned  bolts  fitting  the  holes  before  riveting. 
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ASSEMBLING. 


RlVET- 

pressure. 
Drum-heads. 


Manhole 

FiTTINGS. 

Steam- 

FLANGE9. 


Cross-boxes. 


Tubes. 


Headers. 


Hand-holes. 


Hand-hole 

FiTTINGS. 


Blow-off. 


Hand-holes. 


THE  STEAM'BOILER. 

Each  course  to  be  built  independently  to  template.  The 
varions  courses  and  their  heads  to  be  assembled  by  a  hy- 
draulic  forcing-press,  at  a  pressure  of  not  less  than  12  tons. 

AU  rivets  to  be  driven  with  60  tons  pressure,  and  held 
until  cool. 

Ail  drum-heads  to  be  ôtted  with  manholes.  The  heads 
to  be  hj'draulic-forged  at  a  single  beat,  with  manhole  ring 
and  stiffening-plate  in  position,  and  to  hâve  flat  raised  seats 
for  stand-pipe  and  feed  connections.  The  edges  of  head  and 
manhole  face  to  be  turned  off  true. 

The  manhole  plate  and  guards  to  be  of  forged  steel.  The 
nuts  case-hardened.  The  plate,  11  inches  by  15  inches,  to 
be  faced  and  turned  to  a  true  oval  to  fit  head. 

The  steam-flanges,  inches  by  inches  diameter,  of 
forged  steel,  recessed  to  make  a  maie  and  female  joint,  fitted 
with  stud-bolls,  with  taper  threads  and  inside  keeper-nuts  ; 
outside  nuts  case-hardened. 

The  drum  cross-boxes  to  be  hydraulic-forged,  from  a 
single  sheet,  without  seams  or  rivets. 

Sections. 

The  sections  to  be  built  up  of  4-inch  tubes  made  of  the 
best  knobbled,  hammered  charcoaMron  blooms,  of  standard 
weight,  and  of  such  quality  that  a  i-inch  section  shall,  when 
subjected  to  three  blows  from  a  1500-pound  hammer  dropped 
five  feet,  be  crushed  into  itself  without  sbowing  cracks  or 
fiaws. 

The  tubes  to  be  expanded  into  forged-steel  headers  of 
serpentine  form,  disposing  the  tubes  in  a  staggered  position 
when  assembled  in  the  furnace. 

A  hand-hole  of  sufficient  size  to  permit  the  cleaning,  re- 
moval  and  renewal  of  a  tube  to  be  placed  opposite  each  tube 
end,  said  hand-hole  to  bave  a  raised  seat  milled  off  to  a  true 
surface. 

The  hand-holes  to  be  closed  on  the  outside  by  a  forged- 
steel  cap  milled  to  a  true  surface,  and  to  be  held  in  position 
by  a  forged-steel  safety-clamp,  closing  the  hand-hole  open- 
ing  from  the  inside,  secured  by  a  ball-headed  boit  to  insure 
correct  alignment,  and  a  forged  cap-nut.  Ail  joints  to  be 
made  tight,  métal  to  métal,  without  packing  of  any  kind. 

Mud-drums. 
To  be  12  inches  diameter  and  of  proper  width,  to  be  con- 
nected  with  ail  of  the  sections  in  the  boiler  by  means  of 
wrought  nipples  expanded  into  counterbored  seats.  To  be 
tapped  for  blow-off  connections  on  its  rear  side,  and  fur- 
nished  with  hand-holes  for  cleaning.     The  hand-hole  plates. 
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Safety-valves. 

Steam  gauge. 

Stand-pipe. 

Water-gauge. 

Trv-cocks. 
Blow-off. 


COMBINATION 

Stop  and 
Check. 
Stop- VALVE. 
Check- VALVE. 


Blow-off. 


Cleanïng- 
valves. 
Pipe  and 

FiTTINGS. 


to  be  faced  and  cap-nuts  to  be  used  for  hand-hole  bolts,  to 
avoid  sticking  from  outside  corrosion. 

The  mud-drums  to  be  of  best  car-wheel  mixture  charcoal 
cold-blast  iron,  tested  to  400  pounds  pressure. 
Supports. 

The  boiler  to  be  suspended,  at  front  and  rear,  from 
wrought-iron  supporting  f rames,  entirely  independent  of  the 
setting,  to  allow  for  contraction  and  expansion  without 
straining  either  the  boiler  or  the  brickwork,  and  to  allow  of 
repairs  or  renewal  of  the  lattcr  without  disturbing  the  boiler 
or  its  connections. 

Valves  and  Fittings. 

Each  boiler  to  bc  providcd  with  **  Consolidated  Co.'s  " 
nickel-seated  safety-valves,  inches  diameter,  set  to  blow 
at  200  pounds  (unless  otherwise  ordered). 

One  Ashcroft  steam-gauge,  with  I2i-inch  dial,  and  inside 
siphon,  mounied  in  a  heavy  brass  caee. 

One  stand-pipe  fittcd  with  exira-heavy  bronze  mountings 
for  glass  water-gauge,  with  spécial  shut-oô'  device  operated 
from  fire-room  floor,  to  allow  renewal  of  glass  when  under 
pressure. 

Three  try-cocks  with  lifting  handies  for  operating  from 
fire-roora  floor,  fitted  with  steam  métal  valves  arranged  for 
regrinding  under  pressure. 

Independent  blow-ofï  pipes  for  bottom  of  column,  and 
glass  gauge,  to  be  carried  down  the  front,  terminating  with 
valves  at  height  of  hand. 

Feed  Connections. 

A  combination  stop  and  check  valve  of  heavy  bronze  pat- 
tern,  to  be  flanged  direcily  to  the  drum-head,  operatiag 
automatically  in  case  of  rupture  of  feed-piping. 

One  stop-valve  for  feed,  inches  diameter,  and 

One  check-valve  for  feed,  inches*  diameter,  to.he 
placed  hand  high  from  boiler-room  floor,  connected  by 
flanges,  to  allow  of  removal  without  disturbing  main  feed 
line. 

Two  inch  blow-ofï  valves,  with  loose  sleeve  for  blow- 
off  pipe,  for  building  into  brickwotk,  to  allow  for  expansion 
and  contraction. 

Two  3/4-inch  stop-valves  connected  to  steam  and  safety 
valve  outlets,  for  cleaning  hose  connection. 

Extra  heavy  brass  pipe,  and  bronze  fittings,  to  be  used 
for  Connecting  ail  the  above  mountings  to  ihe  boiler.  AU 
angles  in  feed  and  stand  pipe  connections  to  bc  made  with 
crosses  and  tees  for  cleaning. 
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Steam-outlet. 


Wrought-iron 
Frame. 


FiRiNG  Fronts. 


FiRE-DOOR 
FlTTlNGS. 

Grates. 

Flame  Bridges. 

Bridge -WALL 

Girder. 

Cleaning- 

doors. 

Oamper. 

buck'stays, 

ETC. 


Cross-pipes. 

FOR   DOUBLE- DRUM   BOILERS. 

The  steam-drums  to  be  connecied  by  a  balance-pipe  up- 
on  which  the  safety- valves  are  to  be  mounted,  and  a  cross« 
pipe  for  steam- valve. 

Steam-delivery   ouilet,  inches    diameter,  inch 

flange. 

Boiler  Front. 

The  front  of  the  battery  to  be  of  an  ornamental  design, 
consisting  of  a  heavy  wrought-iron  I  and  channel-beam 
frame,  fitted  with  large  doors  for  access  to  the  hand-hole 
plates  and  front  headers. 

The  fire  fronts  arranged  to  allow  for  expansion  and  con- 
traction. Independent  frames  for  fire-doors  bolted  on,  and 
ash-doors  fitted  with  blast  catches. 

Ail  joints  to  be  fitted  and  faces  of  doors  planed. 

Fumace  and  Wall  Fiztures. 

Dead- plates  and  supports,  the  plates  to  be  arranged  for  a 
fire-brick  lining. 

Kire-brick  arches  and  jambs  for  fire-door  openings. 

A  iull  set  of  grate-bars  and  bearers,  the  latter  to  be  fitted 
with  expansion  sockets  for  side  wall. 

Two  sets  of  flame-bridge  plates  with  bolts  and  backing 
rings,  and  spécial  fire-brick  for  lining  the  same. 

One  bridge- wall  girder  for  hanging  bridge,  fitted  with 
expansion  sockets  for  side  wall. 

A  fuU  set  of  cleaning  and  ash  doors  for  side  walls,  g^ving 
access  to  ail  parts  for  exterior  cleaning. 

One  swing  damper  and  frame,  with  an  auxiliary  slide  for 
closing  tight  when  boiler  is  out  of  service. 

And  the  necessary  buck-stays,  tie  and  anchor  rods,  anchor 
plates  and  lintels  for  securing  ail  parts  in  position. 

Tools. 

Steel  wrenches  for  hand-hole  nuts. 
.    Two  tube-scrapcrs,  with  handles. 

One  set  of  fire  tools,  consisting  of  poker,  slice-bar,  and  hoe. 
One  set  of  best  steam  hose  and  cleaning  pipe  for  blowine 
dust  and  soot  from  the  exterior  of  tubes. 

Material  and  Workmanship. 

Ail  materials  to  be  of  the  best  quality,  each  specially 
adapted  to  the  service  required,  and  the  workmanship  to  be 
first-class  in  every  particular. 
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Weight. 

Space. 

Brickwork. 


Delivkry. 
Terms. 

LiMIT. 

Delivery. 


Working  Pressure. 

The  boiter,  as  specified,  will  carry  200  pounds  pressure, 
if  desired.  ' 

Testing:. 

AH  pressure  parts  to  be  tested  and  made  tight  under 
hydrostatic  pressure  before  leaving  shop,  as  follows  : 

Sections,  400  pounds. 

Drums,  300  pounds. 

Mud-drums,  400  pounds. 

When  erected  complète  on  foundations,  the  whole  struc- 
ture to  be  tested  and  made  tight  at  300  pounds  pressure. 

Weight,  Space,  and  Brickwork. 

Approximate  shipping  weight,  pounds. 

The  space  occupied  by  the  battery,  including  brickwork, 
feet       inches  long,        feet       inches  wide,       feet 
inches  high  to  the  top  of  steam  flange. 

The  brickwork  (to  be  provided  by  the  purchaser)  will 
require  about 

fire-bricks  and 
red  bricks, 
not  including  foundations  or  ilues. 

Erecting. 

Full  drawingsand  directions  for  erecting  to  be  furnished, 
and  services  of  man  to  do  mechanical  work  and  superintend 
érection,  board  and  travelling  expenses  to  be  paid  by  pur- 
chaser, who  is  also  to  furnish  the  ordinary  labor. 

To  be  delivcred  f.o.b.  New  York. 

Price  as  per  accompanying  letter. 

One  half  payable  on  présentation  of  sight  draft  with 
shipping  receipt.  Balance,  sixty  days  from  shipment. 
Foreign  and  mining  shipments  on  présentation  of  bill  of 
lading. 

This  proposai  will  be  void  unless  accepted  within  thirty 
days. 

Deliveries  subject  to  strikes,  accidents,  or  causes  beyond 
Dur  control. 
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APPENDIX.  803 

Spécifications  written  and  issued  by  a  proposing  purchaser 
of  a  large  stationary  boiler-plant,  and  which  are  somewhat 
stringent,  are  illustrated  by  the  following  :  * 

SPECIFICATIONS  FOR  STATIONARY  BOILBRS. 

Ail  work  done  under  thèse  spécifications  shall  be  in  strict  conformity  to  the 
requirements  of  the        Insurance  Company. 

This  Company  reserves  the  right  to  accept  or  reject  any  or  ail  bids. 

The  contractors  must  guarantee  this  company  against  any  loss  or  expense 
through  suits,  royalties,  or  cUims  of  any  Icind  whaiever,  and  against  any  dam- 
ages caused  by  being  forced  to  cease  opérations,  whenever  such  suits,  losses, 
expenses,  or  damages  arise  from  alleged  infringements  in  the  use  of  any  appa- 
ratus  furnished  under  thèse  spécifications,  and  ail  expenses  occasioned  by  suits 
relative  to  any  of  the  above  sball  be  borne  by  the  contractors. 

Intentions. — The  intention  of  thèse  spécifications  is  to  secure  for  this  com- 
pany, for  a  sum  to  be  agreed  upon.  apparatus  herein  named  of  the  most  mod- 
em and  approved  design  and  construction,  and  of  the  best  material  and  work- 
manship. 

It  being  understood  that  the  contractor  bidding  upon  thèse  spécifications 
will  furnish  boilers  of  a  standard  type  and  construction  now  being  built  by  re- 
sponsible  builders,  and  in  use  by  responsible  users,  there  will  be  no  aitempt  to 
specify  the  design  or  the  détails  of  construction,  except  as  to  the  most  impor- 
tant features,  such  as  quality  of  material,  etc.  Each  contractor  bidding  upon 
thèse  spécifications  must  submit,  with  his  bid,  a  complète  détail  and  spécifica- 
tion of  his  particular  design  of  boiler  and  its  construction,  and  such  détails  and 
spécifications  of  the  boilers  which  are  accepted  will  become  a  part  of  thèse 
spécifications,  this  company  reserving  the  right  to  eliminate  any  parts  there 
from  it  sees  fit. 

Each  contractor  must  aiso  specify  wiih  his  bid  the  amount  of  brick,  fire-brick, 
and  other  such  material  needed  to  build  the  necessary  furnaces  and  setting  for 
his  pariicular  boiler,  and  must  agrée  to  furnish,  free  of  cost  to  this  company, 
ail  material  of  ihis  description  needed,  over  and  above  the  amount  specified. 

AU  apparatus,  workmanship,  and  material  must  be  in  strict  conformity  with 
the  intentions  of  thèse  spécifications,  unless  written  permission  is  otherwise 
given  by  this  company. 

The  contractor  shall  guarantee  to  replace  or  to  remedy,  to  the  entire  satisfac- 
tion of  this  company  and  its  experts,  without  extra  charge,  any  defective  appa> 
ratus,  workmanship,  or  material  which  may  bediscovered.  and  shall  make  good 
to  this  company  any  losses  or  damages  which  shall  arise  from  defective  appa- 
ratus, workmanship,  or  material,  it  being  understood  that  the  same  shall  not  be 
subjected  to  abusive  usage. 

Contractors  to  furnish  every  facility  for  makingall  tests  and  inspection  here- 
in mentioned  or  implied. 

*  Written  bv  Mr.  A.  W.  Buchanan. 
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Type,  Heating-Surface,  and  Arrangement.— The  contractors  shall  fur^ 
nish  boilers  of  a  water-tube  type,  to  be  arranged  in  a  battery  of  two  boilers  of 
equal  capacity. 

The  total  heating-surface  of  the  battery  to  be  not  less  than  4300  ftquare  feet, 
or  2100  square  feet  in  each  boiler.  Only  such  water-tubes  and  such  parts  of 
water-drums  as  are  exposed  to  the  beat  of  the  furnace  and  the  heated  gases  are 
to  be  counted  as  heating-surface. 

Grate  Area. — For  each  48  square  feet  of  heating-surface  there  shall  be  r 
square  foot  of  effective  grate  area. 

Rating. — Thèse  boilers  shall  be  rated  at  200  horse-power  each,  thus  allow- 
ing  10.5  square  feet  of  heating-surface  per  horse-power.  One  horse-power 
equals  thiriy  pounds  of  water  evaporated  into  steam  at  seventy  pounds  pressure 
from  feed-water  at  100  degrees  température. 

Construction. — The  boilers  to  be  of  full  siecl  construction.  No  cast-iron 
pressure  parts  having  any  one  dimension  exceeding  18  inches  will  be  accepted, 
except.  perhaps,  the  mud-drum. 

Steel. — Ail  wrought  steel  for  ail  parts,  except  tubes,  to  be  of  the  best  open- 
hearth  sieel,  perfectly  homogeneous,  and  free  from  flaws  of  slightest  nature. 

A  sundard  test-piece,  8  inches  long,  shall  be  furnished  from  each  sheei  used 
in  the  boilers,  and  sheets  and  test-pieces  shall  be  stamped  in  such  a  way  tbat 
each  sheet  and  its  corresponding  test-piece  can  be  ideniified  at  any  time. 

Thèse  test-pieces  shall  show  a  tensile  strength  of  not  less  than  56,000  pounds 
and  not  more  than  62,000  pounds  per  square  inch,  and  shall  show  an  elongation 
of  not  less  than  25  per  cent,  with  a  réduction  of  area  of  not  less  than  50  per  cent. 

A  second  test-piece  from  each  sheet,  and  marked  for  identification  as  before 
stated,  shall  stand  being  bent  double  upon  itself,  both  before  and  after  being 
heated  to  a  cherry-heat,  and  quenched  in  cold  water.  Thèse  bending  tests  to- 
show  no  fiaws  or  cracks  in  the  bend. 

Rivets. — Ail  rivets  used  in  longitudinal  seams  to  hâve  a  tensile  strength  of 
from  56,000  pounds  to  65,000  pounds  per  square  inch,  with  an  elongation  of  28 
per  cent  in  8  inches.  Ail  other  rivets  to  hâve  a  tensile  strength  of  52,000  to 
60,000  pounds  per  square  inch,  with  an  elongation  of  not  less  than  30  per  cent 
in  a  length  of  8  inches.  They  shall  also  be  capable  of  being  fiattened  out  cold 
under  the  hammer  to  a  thickness  of  one  half  their  diameter,  and  of  being  fiat- 
tened out  bot  to  a  thickness  of  one  third  their  diameter,  without  showing  cracks 
or  flaws.  Any  rivet  must  also  be  able  to  stand  being  bent  double  upon  itself» 
either  cold  or  hot,  without  showing  cracks  or  flaws  in  the  bend.  Sufficient 
samples  of  rivets  used  in  the  construction  of  the  boilers  to  be  furnished  by  the 
contractors  at  any  time  for  the  purpose  of  making  tests. 

AU  riveting  to  be  done  in  the  best  possible  manner,  each  rivet  completely 
fin  ing  its  hole,  and  the  head  formed  in  such  a  way  that  the  nature  of  the  steel  in 
the  rivet  shall  not  be  changed.  Ail  rivets  in  which  the  slightest  crack  devei- 
ops  in  forming  the  head  must  be  removed  and  replaced  by  good,  sound  rivets. 

AU  rivet-holes  must  be  properly  spaced,  and  punched  at  least  1/4  inch  smaller 
in  diameter  than  the  rivet  to  be  used  therein,  and  drilled  to  proper  size  after 
sheets  and  butt-straps  hâve  been  assembled. 
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No  work  will  be  accepted  where  it  has  been  necessary  to  use  drifc-pins  in 
order  to  make  holes  match  sufficiently  to  allow  the  rivet  to  be  inserted. 

M  the  boiler  offered  is  of  such  construction  as  to  introduce  stayed  surfaces, 
samples  of  stay  bolts  must  be  furnished  for  test  purposes,  and  thèse  must  stand 
the  same  tests  as  that  required  for  rivets  used  in  longitudinal  seams. 

AU  plates  must  be  machine  bevelled  before  rolling  ;  and  after  riveiing,  ail 
seams  must  be  well  calked  in  the  best  manner.  No  split  calking  or  sharp-tool 
calking  will  be  accepted. 

Tubing. — Ail  tubing  furnished  to  be  equal  in  quality  to  the  best  boiler-tubes 
made  by  the  Tube  and  Pipe  Co.  of 

AU  tubes  to  be  guaranteed  for  a  period  of  two  years,  and  any  (ube  burning 
out,  or  giving  out  in  any  way  in  this  period  of  time,  so  long  as  boilers  are 
kept  reasonably  clean,  and  are  properly  handled,  to  be  replaced  by  the  con- 
tractors  free  of  cost  to  ihis  company, 

Mud-Drums. — Ail  muddrums  to  be  of  best  car-wheel  mixture,  charcoal, 
cold-blast,  casi  iron. 

Hydrostatic  Testing.— AU  pressure  parts  to  be  tested  and  made  tight 
under  hydrostatic  pressure  before  leaving  the  shops,  as  foUows  :  Mud-drums 
and  parts  known  as  *'  sections,"  or  groups  of  tubes,  to  stand  a  pressure  of  400 
pounds  per  square  inch.  Mains  shells  or  drums  to  stand  a  pressure  of  300 
pounds  per  square  inch. 

When  erecied  upon  foundation  at  The  Company's  plant,  the 

complète  structure  to  be  tested  and  made  tight,  to  the  entire  satisfaction  of  the 
représentatives  of  this  company,  as  a  hydrostatic  pressure  of  300  pounds  per 
square  inch. 

Supports. — Each  boiler  to  be  weU  supported  by  vertical  and  cross  wrought- 
iron  beams  in  such  a  way  as  to  be  independent  of  brickwork,  and  to  provide 
for  aU  expansion  and  contraction  without  injury  to  either  boilers  or  brick- 
work. 

Fronts. — Each  boiler  to  bave  fronts  of  neat  and  approved  design,  to  be  cast 
in  sections,  and  fitted  and  bolted  logether  in  such  a  way  as  to  eliminate  pos- 
sibility  of  cracking  from  shrinkage,  strains,  or  expansion,  and  any  front  or  part 
thereof  which  cracks  or  warps  after  six  months*  use  under  ordinary  treatment 
to  be  replaced  by  the  contractors  free  of  cost  to  this  company. 

Ail  door-f rames  to  be  planed  and  fitted. 

Fire  and  ash  door  frames  to  be  independent  of  fronts,  and  bolted  on. 

AUXILIARY   PARTS,    FITTINGS,   TRIMMINGS,   ETC. 

The  contractors  to  furnish  ail  the  foUowing  parts,  fittings,  and  trimmings, 
for  each  of  the  two  boilers  as  specified. 

AU  manhole  covers  and  hand-hole  plates  of  best  material,  and  with  best 
workmanship  upon  them.  Also,  a  complète  set  of  necessary  gaskets  of  the  best 
quality  for  the  purpose  required, 

AU  dead-plates,  flame-plates,  supports  for  same,  cast  arches  and  door-frames, 
«Decial  shaped  fire-brick,  etc..  necessary  for  complète  settings  of  boilers,  includ- 
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ing,  also,  a  full  set  of  deaning-doors  and  ash-doors,  to  allow  easy  access  to  aB 
parts  of  intcrior  of  boiler-setting  for  cleaning  aad  repairs. 

Ail  necessary  buck-stays,  tie-rods,.  anchor-rods,  anchor-plates,  lintels,  etc. 

One  swinging  damper,  and  frame  for  same,  for  each  boiler. 

One  complète  set  of  steel  wrenches  for  ail  nuis  used  on  boiler. 

One  pair  of  tube-scrapers  of  design  recotnmended  by  contiaaors. 

One  safety- valve  3e  inches  in  diameter  to  be  provided  for  each  steam- 

drum  in  each  boiler.  Thèse  valves  to  be  set  to  blow  at  150  pounds,  unless 
otherwise  ordered  before  érection. 

One  steam-gauge  with  I2t-inch  dial,  inside  siphon,  mounted  in  heavy 

bronze  case. 

One  cast-iron  combination  water-column  of  most  approved  design,  fitted 
with  extra<beavy  bronze  mountings  for  large  water-gauge  glass,  and  with  three 
try-cocks  with  lifting  handles  to  be  operated  from  fire-room  floor.  Thèse  cocks 
to  be  of  the  best  make,  and  so  designed  as  to  be  easily  reground  and  reseated  in 
case  of  leakage.  . 

Both  water-column  ^nd  gauge-glass  to  be  provided  with  blow-ofif  pipes  and 
valves  to  be  carried  down  witbin  reach  of  the  firemen  from  the  fire-room  floor. 

Ail  water-column  and  gauge-glass  connections  to  be  so  made  with  crosses 
and  tees  as  to  permit  of  cleaning  ail  the  Connecting  pipes. 

A  check  and  stop  valve  to  be  located  in  feed-pipe,  near  each  point  of  en- 
trance  of  the  same  to  boiler  ;  thèse  to  operate  in  case  of  any  breakage  in  feed- 
pipe  or  pump. 

One  fianged-stop  feed-valve  2  inches  in  diameter. 

One  flanged  check-valve  for  feed  2  inches  in  diameter. 

Ail  necessary  blow-off  pipes  with  valves  for  same,  2^  inches  in  diameter,  and 
so  arranged  as  to  be  protected  from  the  action  of  the  furnace  beat,  and  this  ia 
such  a  way  as  to  permit  a  possibility  of  expansion  or  contraction  of  the  same- 
without  liability  to  injury  from  such  expansion  or  contraction. 

Two  3/4-inch  stop-valves  and  necessary  pipe  connection  for  attaching  steam 
cleaning  hose  for  blowing  soot  off  tubes,  etc.,  and  the  necessary  steam  hose  of 
best  quality. 

AU  valves  and  fittings  named  in  thèse  spécifications  to  be  of  extra-heavy 
bronze,  and  of  best  make. 

One  extra-heavy  flanged  steam  delivery-valve,  8  inches  in  diameter,  of  best 
make,  and  subject  to  the  approval  of  this  company. 

A  full  set  of  grate-bars  and  bearing-bars,  ail  of  approved  design. 

Coniractors  to  furnish  a  complète  set  of  plans  and  spécifications  for  founda- 
Uons,  and  for  ail  settings  and  brickwork. 

GUARANTEES. 

Contractors  to  guarantee  boilers  to  work  satisfactorily  and  safely  at  a  près 
sure  of  150  pounds  per  square  inch. 

Efficiency. — Contractors  to  guarantee  an  efliciency  of  not  lessthan  70  per  cent, 
using  coal,  the  draught  being  not  less  than  6  inches  of  water,  and  the^r 
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farther  guarantee  that  while  working  under  conditions  under  whîch  this  efficiencjr 
as  obtained,  the  moisture  contained  in  the  steam  sliall.not  exceed  x.25  percent. 

Contractors  also  to  guarantee  that  thèse  boilers  will  work  satisfactorîly  and 
without  in  jury,  and  without  materially  impairing  the  economy  of  same  at  35  per 
cent  above  rating  for  an  indefinite  period  of  lime,  and  with  an  entraînaient  net 
to  exceed  1.5  per  cent. 

Contractors  also  to  guarantee  that  thèse  boilers  can  be  forced  to  work  at  50 
per  cent  above  rating,  without  injury  to  the  boilers  or  parts  thereof. 

Contractor  to  guarantee  that  under  ordinary  favorable  working  conditions 
steam  taken  from  a  point  near  main  delivery-valve  will  not  contain  more  than 
1.25  percent  of  the  moisture. 

Tests. — Tests  for  efficiency  and  capacity  to  be  made  at  the  discrétion  of  this 
£ompany  within  thirty  days  after  boilers  are  put  into  service. 

Bids  to  be  made  with  the  understanding  that  ail  expenses  attached  to  the  test 
for  efficiency  and  capacity  are  to  be  borne  by  this  company. 

Tests  to  be  made  according  to  the  sundard  rules  established  by  the  American 
Society  of  Mechanical  Engineers. 

Time  of  DelÎTery. — Boilers,  complète  as  specified,  to  be  delivered  in  not 
<ess  than  sixty  days  from  date  of  contract.  When  delivery  can  be  made  in  less 
time,  contractors  will  so  state  in  their  bid. 

After  delivery  thèse  boilers  are  to  be  erected  upon  foundations  and  ready  for 
service  within  three  weeks  from  date  of  notification  to  start  érection,  said  notifi- 
cation to  be  given  to  contractors  by  this  company.  If  any  delay  is  caused  by  the 
contractors  or  their  employés,  either  in  the  delivery  of  boilers  or  in  érection  of 
same  after  notification,  as  above  specified,  then  this  company  shall  be  paid  for 
sucb  delay  at  the  rate  of  $  per  day. 

Contractors  not  to  be  held  rcsponsible  for  delays  due  to  fires,  strikes,  and 
other  cau<«es  beyond  their  control. 

Priées. — Priées  to  be  made  on  boilers  complète,  as  herein  specified,  erected 
on  foundations,  with  the  understanding  that  the  contractors  are  to  furnish  their 
«Xpert  to  do  ail  spécial  woik  in  érection,  such  as  geiting  parts  together 
(where  boilers  are  delivered  in  parts),  expanding  in  tubes,  etc.  This  company  to 
furnish  ail  labor  necessary  to  build  foundation,  brick  work,  etc.,  and  to  do  haul- 
ing  from  cars,  and  to  pay  traveling  expenses  and  board  of  expert  furnished,  as 
-above  stated. 

ACCEPTANCE. 

Final  acceptance  of  ail  apparatus  herein  specified  to  be  based  upon  tests  to 
be  conducted  by  an  expert  appointed  by  this  company,  working  in  conjunction 
with  an  expert  appointed  by  the  contractors.  In  case  thèse  two  experts  cannot 
auree,  then  the  décision  shall  be  made  by  a  third  disinterested  party,  to  be 
agr^ed  uponby  both  this  company  and  the  contractors. 

For  each  i  per  cent  below  the  eflSciency  called  for  in  thèse  specîficationSf 
und  guarantced,  the  su  m  of  $  to  be  deducted  from  the  contract  price. 

If  the  efficiency  herein  guaranteed  should  be  excelled,  contractors  agrée  to 
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accept  %  as  their  reward  or  bonus  for  thus  excelling  the  requirements  ;  the 

same  to  be  applied  regard ing  the  quality  of  steam  guaranteed. 

For  each  additional  increase  of  1/4  of  i  per  cent  of  moisture  in  steam  as  speci- 
fied,  the  sum  of  $  shall  be  deducted  from  contract  price. 

Tenus  of  Payment. — Payment  to  be  made  on  ihe  following  basis  :  £0 
per  cent  to  be  paid  upon  delivery  of  ail  apparatus  herein  specified  f.o  b. 
cars. 

After  complet  ion  of  hydrostatic  tests  as  specified,  and  after  boilers  are  made 
satisfactory  to  the  company,  so  far  as  thèse  hydrostatic  tests  can  show,  as  speci 
fied,  then  an  additional  30  per  cent  to  be  paid. 

The  remaining  50  per  cent  to  be  paid  upon  final  acceptance  by  this  compnay 

XIII. 

(Page  463.) 

CAUSES  OF  INCRUSTATION  * 

I.  Déposition  of  suspended  matter. 
.    2.  Déposition  of  dissolved  salts  from  concentration. 

3.  Déposition  of  carbonates  of  lime  and  magnesia  by  boil 
îng  off  carbonic  acid,  which  holds  them  in  solution. 

4.  Déposition  of  sulphates  of  lime,  because  sulphate  of  lime 
is  but  slightly  soluble  in  cold  water,  less  soluble  in  h'ot  water 
insoluble  above  140°  Centigrade  (284**  Fahrenheit). 

5.  Déposition  of  magnesia,  because  magnésium  salts  dé- 
compose at  high  température. 

6.  Déposition  ot  lime  soap,  iron  soap,  etc.,  formed  by 
saponification  of  grease. 

VARIOUS  MEANS  OF  PREVENTING  INCRUSTATION. 

1.  Filtration. 

2.  Blowing  off. 

3.  Use  of  internai  collecting  apparatus  or  devices  for  di- 
recting  the  circulation. 

4.  Heating  feed-water. 

«;.  Chemical  or  other  treatment  of  water  in  boiler. 

6.  Introduction  of  zinc  into  boiler. 

7.  Chemical  treatment  of  water  outside  of  boiler. 

♦  Industrial  Chemistry  ;  L.  M,  Norton. 
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INCRUSTATION:  TABULAR  VIEW. 


Troablesome  Subsunce. 
Sédiment,  mud,  clay,  etc. 

Readily  soluble  salts. 

Hicarbonates  of  lime,  magne- 
sia,  iron. 

Sulphate  of  Hme. 


Trouble. 
Incrustation. 

Incrusialion. 
Incrustation. 

Incrustation. 


Chloride  and  sulphate  of  mag-  c^,jrQsion. 
nesium. 

Carbonate    of    soda    in   targe  pf|„,JQj» 
amounts.  ^' 

Acid  (in  mine-waters).  Corrosion. 

Dissolvcd    carbonic    acid   and  Corrosion, 
oxygen. 


Grease    (from 
water) 


condensed    corrosion. 


Remedy  or  Paliiation. 
j  Filtration. 
(  Blowing  off. 

Blowing  off. 

(  Heating  feed.  Addition  of 
•<  caiistic  soda,  lime,  ur  mag- 
(      nesia,  eic. 

(Addition    of    carbonate     of 
suda.  barium  chloride. 

{Addition    of    carbonate    ot 
soda,  etc. 

1  Addition  of  barium  chloride, 
eic. 

Alkali. 

(  Heating  feed.  Addition  o| 
\  caustic  soda,  slaked  lime, 
(     etc. 

f  Slaked  lime  and  filtering. 
\  Carbonate  of  soda.  Sub- 
(      stitute  minerai  oil. 

(Précipita  te  with  al  u  m  or  fer- 
rie chloride  and  filter. 


Organic  matter  (sewage).  Priming.  -J 

Organic  matter.  Corrosion.  Ditto. 

The  minerai  matters  causing  the  most  troublesome  boiler- 
scales  are  bicarbonates  and  sulphates  of  lime  and  magn^sia; 
while  caustic  soda  and  the  tannâtes  are  active  remédies. 


XIV. 

(Page  469.) 
HOW  TO  PREPARE  BOILERS  FOR  INSPECTION.* 

1.  Haul  fîres  and  ail  ashes  from  furnaces  and  ash-pits. 

2.  If  time  will  permit,  allow  boiler  and  settings  to  cool 
gradually  until  there  is  no  steam-pressure,  then  allow  water  to 
run  out  of  boilers.  It  is  best  that  steam-pressure  should  not 
exceed  10  pounds  if  used  to  blow  water  out. 

3.  Inside  of  boiler  should  be  washed  and  dried  through 
manholes  and  hand-holes  by  hose  service  and  wiping. 

*  Hanford  Steam-boiler  Ii^.  Co. 
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4.  Keep  *safety-valves  and  gauge-cocks  open. 

5.  Take  off  manhole  and  hand-hole-plates  as  soon  as  pos- 
sible after  steann  is  out  of  boiler,  that  boiler  nnay  cool  inside 
sufficiently  for  examination  ;  also,  keep  ail  doors  shut  about 
boilers  and  settings,  ^or^^^/  the  furnace  and  ash-pit  doors. 
Keep  dampers  open  in  pipes  and  ckimneys, 

6.  Hâve  ail  ashes  removed  from  iinder  boilers,  and  fire- 
surfaces  of  shell  and  heads  swept  clean. 

7.  Hâve  spare  packing  ready  for  use  on  manhole  and 
hand-hole  plates  if  the  old  packing  is  made  useless  in  taking 
ofî  or  is  burned.  The  boiler  attendant  is  to  take  off  and 
replace  thèse  plates. 

8.  Keep  ail  Windows  and  doors  to  boiler-room  open,  after 
fires  are  hauled,  so  that  boilers  and  settings  nnay  cool  as 
quickly  as  possible. 

9.  Particular  attention  is  called  to  rule  5,  respecting  doors, 
— which  should  be  open  and  which  closed, — also  arrangement 
of  damper.  The  importance  of  cooling  the  inside  of  the 
boiler  by  removal  of  manhole  and  hand-hole  plates  at  the  same 
time  the  outside  is  cooling  is  in  equalizing  the  process  of 
contraction. 

XV. 

(Page  469.) 

RULES  FOR  MANAGEMENT  OF  LOW-PRESSURE  STEAM-HEATING 

BOILERS.» 

1.  Getting  Ready  to  Start. — The  attendant  should  see 
that  ail  joints  are  properly  packed,  and  that  none  leak  on  fiUing 
the  boiler  with  water.  The  gauge-cocks,  water-gauge,  and 
safety-valve  should  be  carefully  examined  that  ail  are  free  and 
in  good  order.  Ail  valves  in  piping  and  radiators  and  air- 
valves  should  be  examined  and  seen  to  be  in  order,  and  that 
ail  necessary  packing  or.  repairs  hâve  been  done. 

2.  Condition  of  Water. — The  first  duty  of  an  engineer 
when  he  enters  his  boiler-room  in  the  morning  is  to  ascertain 


*  Hartford  Sieam-boiler  Ins.  Co. 
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how  many  gauges  of  water  there  are  în  his  boilers.  Never 
unbank  or  replenish  the  fires  until  this  is  donc.  Accidents 
hâve  occurred  and  many  boilers  been  ruined  from  neglect  of 
this  précaution. 

3.  Raising  Steam,  and  Management  of  Valves.  ««-  AU 
steam  and  return  pipes  should  be  closed  before  fires  are 
started.  When  steam  has  been  raised  to  working  pressure, 
the  steam-valves  should  be  opened  very  slowly.  After  the 
boiler-pressure  is  established  in  the  pipes  the  return-valves  can 
be  opened,  allowing  the  water  of  condensation  to  flow  back  to 
the  boiler.  Whenever  necessary  to  shut  off  at  the  boiler  or 
any  section  of  heating  system,  the  return-  or  drip-valves  should 
be  closed  first  and  then  the  steam-valves.  In  letting  on  the 
steam  the  supply-  or  steam-valves  should  be  first  opened  and 
then  the  return-  or  drip-valves.     This  caution  is  important. 

4.  Low  Water. — In  case  of  low  water,  immediately  cover 
the  fires  with  ashes,  or  if  no  ashes  are  at  hand,  use  fresh  coal, 
and  shut  the  ash-pit  and  open  the  fire-doors.  Do  not  turn  on 
the  feed  under  any  circumstances  or  tamper  with  or  open  the 
safety- valves.     Let  the  steam  outlets  remain  as  they  are. 

5.  Feeding. — When  necessary  to  take  fresh  water  the 
boiler  should  be  fed  as  slowly  as  possible  to  avoid  unnecessary 
contraction  and  leakage  at  joints. 

6.  Gauge-cocks  and  \Vater-gauge.  —  Keep  gauge-cocks 
clean  and  in  constant  use.  Glass  gauges  should  not  be  relied 
iipon  altogether. 

7.  Safety-valves. — Raise  the  safety-valves  cautiously  :Ai:d 
frequently,  as  they  are  liable  to  become  fast  in  their  seats. 

8.  Safety-valve,  Automatic  Regulator,  and  Steem- 
gauge. — Should  the  gauge  at  any  time  indicate  the  limit  of 
pressure  to  which  the  regulator  is  adjusted  without  its  con- 
trolling  the  draught,  the  regulator  should  be  examined  and  dis 
connected  from  the  damper  or  draught-door.  If  the  regulato.» 
Works  quickly  and  well,  the  trouble  is  in  the  damper  or  draught 
door,  and  it  should  at  once  be  cleaned  and  made  to  worl 
freely.  Should  the  regulator  fail  to  work,  or  work  very 
slowly,  the  pipe  connection  to  the  boiler  is  choked  and  should 
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be  cleaned.  See  that  pressure-gauge,  regulator,  and  safsty- 
valve  agrée;  in  case  of  différence,  notify  the  company's  in. 
spectors. 

9.  Clean  Plfites  and  Heating-surfaces.  —  Particular  at- 
tention should  be  taken  to  keep  plates  and  parts  of  boilers 
exposed  to  the  fire  perfectly  clean.  Also,  ail  tubes,  flues,  anc 
connections  well  swept.  This  is  particularly  necessary  in  many 
types  of  small  heating-boilers  with  large  heating-surfaces  and 
small  heat  passages,  as  they  soon  foui  if  neglected.  Strict 
attention  to  this  rule  is  necessary  for  full  economy  and  capacity 
of  boilers. 

10.  Blowing  Off. — If  necessary  to  blow  down  during  the 
season,  the  fires  should  be  hauled  and  furnaces  and  bridge-uali 
cleaned  at  least  two  hours  before  blowing  down.  AUow  the 
boiler  to  stand  until  cool  before  fillîng  with  cold  water. 

11.  Laying  up  Boilers  for  the  Season. — Haul  fires,  clean 
furnaces,  and  run  ofî  the  water  wliile  hot.  Thoroughly  clean 
ail  heating-surfaces  at  once.  Remove  hand-  and  man-holc 
plates,  dry  out  water  if  any  remains,  and  leave  the  boiler  thor- 
oughly clean  and  dry.  Drain  ail  water  from  return  drip-pipes. 
AU  good  Systems  are  provided  with  drip-cocks  at  lowest  point 
in  return-pipes  for  this  purpose.  During  the  summer  see  that 
no  water  can  drip  or  moisture  collect  in  or  around  the  boiler. 

12.  Piping,  Radiators,  and  Settings.  —  Mark  ail  joints 
that  hâve  shown  signs  of  leakage  and  need  packing  ;  also,  air- 
cocks  and  valves  and  anything  that  may  need  repairs  before 
using  another  season.  If  repairs  are  needed  to  boiler-settings 
see  what  they  are,  and  hâve  them  made  while  the  boiler  is  idle. 

XVI. 

(Page  469.) 

CARE  OF  BOILERS. 

The  followîng  rules  were  compiled  by  Mr.  Babcock.  The} 
are  applicable  to  ail  boilers^  except  as  otherwise  noted. 
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ATTENTION  NECESSARY  TO  SECURE  SAFETY. 

1.  Safety-valves. — Great  care  should  be  exercised  to  see 
that  thèse  valves  are  ample  in  size  and  in  working  order. 
Overloading  or  neglect  frequently  Icad  to  the  most  disastrous 
results.  Safety-valves  should  be  tried  at  least  once  every  day 
to  see  that  they.  will  act  f recly. 

2.  Pressure-gauge.— The  steam-gauge  should  stand  at 
zéro  wben  the  pressure  is  off,  and  it  should  show  same  pressure 
as  the  safety-valve  when  that  is  blowing  off.  If  not,  thcn  one 
is  wrong,  and  the  gauge  should  be  tested  by  one  known  to  be 
correct. 

3.  Water-level. — The  first  duty  of  an  engineer  before  stârt- 
ing,  or  at  the  beginning  of  his  watch,  is  to  see  that  the  water 
is  at  the  proper  height.  Do  not  rely  on  glass  gauges,  floats,  or 
water-alarms,  but  try  the  gauge-cocks.  If  they  do  not  agrée 
vvith  water-gauge,  learn  the  cause  and  correct  it. 

4.  Gauge-cocks  and  Water-gauges  must  be  kept  clean. 
Water-gauge  should  be  blown  out  frequently,  and  the  glasses 
and  passages  to  gauge  kept  clean.  The  Manchester,  Eng., 
Boiler  Association  attribute  more  accidents  to  inattention  to 
water-gauges  than  to  ail  other  causes  put  together. 

5.  Feed-pump  or  Injecter. — Thèse  should  be  kept  in  per- 
fcct  order,  and  be  of  ample  size.  No  make  of  pump  can  be 
expected  to  be  continuously  reliable  without  regular  and  care- 
ful  attention.  It  is  always  safe  to  hâve  two  means  of  feeding 
a  boiler.  Check-valves  and  self-acting  feed-valves  should  be 
frequently  examined  and  cleaned.  Satisfy  yourself  frequently 
Ihat  the  valve  is  acting  when  the  feed  pump  is  at  work. 

6.  Low  Water. — In  case  of  low  water,  immediately  cover 
the  fîre  wîth  ashes  (wet  if  possible)  or  any  earth  that  may 
be  at  hand.  If  nothing  else  is  handy,  use  fresh  coal.  Draw 
fire  as  soon  as  it  can  be  done  without  increasing  the  heat. 
Neither  turn  on  the  feed,  start  or  stop  engine,  nor  lift  safety- 
valve  until  (îres  are  out  and  the  boiler  cooled  down. 

7.  Blisters  and  Cracks. — Thèse  are  liable  to  occur  in  the 
best  plate  iron.     When  the  first  indication  appears  there  mus^ 


Digitized  by 


Google 


8 14  THE  STEAM'BOILER. 

be  no  delay  in  having  it  carefully  examined  and  properly  cared 
for.  . 

8.  Fusible  Plugs,  when  used,  must  be  examined  when  the 
boiler  is  cleaned,  and  carefully  scraped  clean  on  both  the  watef 
and  fire  sides,  or  they  are  liable  not  to  act. 

ATTENTION  NECESSARY  TO  SECURE   ECONOMY. 

9.  Firing. — Fire  evenly  and  regularly,  a  little  at  a  time. 
Moderately  thick  fires  are  most  economical,  but  thin  firing 
must  be  used  where  the  draught  is  poor.  Take  care  to  keep 
grates  evenly  covered,  and  allow  no  air-holes  in  the  fire.  Do 
not  **  clean  "  fires  oftener  than  necessary.  With  bituminous 
coal,  a  "  coking  fire,"  i.e.,  firing  in  front  and  shoving  back  when 
coked,  gives  best  results^  if  properly  managed. 

10.  Cleaning. — AU  heating-surfaces  must  be  kept  clean 
outside  and  in,  or  there  will  be  a  serious  waste^  of  fuel.  The 
frequency  of  cleaning  will  dépend  on  the  nature  of  fuel  and 
water.  As  a  rule,  nfev/sr  allow  over  1/16  inch  scale  or  soot  to 
collect  on  surfaces  betwéen  cleanings.  Hand-holes  should  be 
frequently  removed  and  surfaces  examined,  particularly  in  case 
of  a  new  boiler,  until  proper  intervais  hâve  been  established  by 
expérience. 

Examine  mud-drum  and  remove  the  sédiment  therefrom. 

11.  HDt  Feed-water.— Cold  water  should  never  be  fed 
into  any  boiler  wnen  it  can  be  avoided,  but  when  necessary  it 
should  be  caused  to  mix  with  the  heated  water  before  coming 
in  contact  with  any  portion  of  the  boiler. 

12.  Foaming. — When  foaming  occurs  in  a  boiler,  checking 
the  outflow  of  steam  will  usually  stop  it.  If  caused  by  dirty 
water,  blowing  down  and  pumping  up  will  generally  cure  it.  In 
cases  of  violent  foaming,  check  the  draught  and  fires. 

13.  Air  Leaks. — Be  sure  that  ail  openings  for  admission 
of  air  to  boiler  or  flues,  except  through  the  fire,  are  carefully 
«topped.  This  is  frequently  an  unsuspected  cause  of  serious. 
■waste. 

14.  Blowing  OflT. — If  feed-water  is  muddy  or  sait,  blow  ofî 
a  portion  frequently,  accordîng  to  condition  of  water.    Emptv 
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the  boiler  every  week  or  two,  and  fili  up  afresh.  When  surface 
blow-cocks  are  used,  they  should  be  opened  for  a  few  minutes 
at  a  time.  Make.  sure  no  water  is  escaping  from  the  blow-off 
cock  when  it  is  supposed  to  be  closed.  Blow-off  cocks  and 
check-valves  should  be  examined  every  time  the  boiler  is 
cleaned. 

ATTENTION  NECESSARY  TO  SECURE  DURABILITY. 

15.  Leaks. — When  leaks  are  discovered,  they  should  be 
repaired  as  soon  as  possible. 

16.  Blowing  Oit. — Never  empty  the  boiler  while  the  brick- 
work  is  hot. 

17.  Filling  Up. — Never  pump  cold  water  into  a  hot  boiler, 
Many  times  leaks,  and  in  shell-boilers  serious  weaknesses  and 
sometimes  explosions,  are  the  resuit  of  such  an  action. 

18.  Dampness. — Take  care  that  no  water  comes  in  con- 
tact  with  the  exterior  of  the  boiler  from  any  cause,  as  it  tends 
to  corrode  and  weaken  the  boiler.  Beware  of  ail  dampness  in 
seatîngs  or  coverings. 

19.  Galvanic  Action. — Examine  frequently  parts  in  con- 
tact with  copper  or  brass,  where  water  is  présent,  for  signs  of 
corrosion.  If  water  is  sait  or  acid,  some  metallic  zinc  placed  in 
the  boiler  will  usually  prevent  corrosion,  but  it  will  need  atten- 
tion  and  renewal  from  time  to  time, 

20.  Rapid  Firing. — In  boilers  with  thick  plates  or  seams 
exposed  to  the  fire  steam  should  be  raised  slowly,  and  rapid 
or  intense  firing  avoided.  With  thin  water-tubes,  however,  and 
adéquate  water  circulation,  no  damage  can  come  from  that 
cause. 

21.  Standing  Unused.  —  If  a  boiler  îs  not  required  for 
some  time,  empty  and  dry  it  thoroughly.  If  this  is  impracti- 
cable,  fin  it  quite  full  of  water,  and  put  in  a  quantity  of  com- 
inon  washîng-soda.  External  parts  exposed  to  dampness 
should  receive  a  coating  of  linseed-oil. 

22.  General  Cleanliness. — Ail  thîngs  about  the  boilerroom 
should  be  kept  clean  and  m  good  order.  Négligence  tends  ki 
waste  and  decay. 
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XVII. 

(Page  4S3  ) 

GRAPHICS  OF    EFFICIENCIES  OF    THE   STEAM-BOILER* 

(Abstracted from  the  Journal  of  the  l'ranklin  Instiiuie,  Sept.,  1S94.) 

Ëxpenses  and  fuel-costs  in  dollars  perannum  pcr  H.  P. 
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A  graphical  construction  may  be  readily  made  to  exhibit  lo 
the  eye  the  method  of  variation  of  costs  with  size  of  boiler. 
Thus,  in  Fig.  225,  let  it  be  assumed  that  the  costs  of  fuel,  siui- 
ply,  are  those  of  purchase,  supply,  and  use  of  90,000  pounds  of 
steam  per  annum,  thirty  pounds  per  hour  per  horse-power  of 
engine  ;  that  the  evaporation  of  this  quantity  of  steam  in  a  boiler 
of  unity  area  of  heating-surface  and  equal  grate-area  would 
compel  the  expenditure  of  twenty  pounds  of  fuel  per  hour  ; 
that  this  fuel  costs  $i.33|^  per  ton  in  the  furnace  ;  and  that  the 
period  of  opération  is  3000  hours.  Let  the  ordinates  of  the 
curve  represent  the  annuai  cost  per  horse-power  in  dollars» 
and  the  abscissas  the  necessary  ratio  of  heating-surface  to 
grate-area  to  give  the  required  quantity  of  steam  at  the  costs 
indicated  by  the  value  of  corresponding  ordinates.  Then  Com- 
puting the  relative  costs  with  increasing  areas  of  heating-sur- 
face per  unit  of  grate-area,  we  obtain  the  curve  marked  "  idéal 
case  ;"  and  the  costs,  for  fuel  sîmply,  on  the  above  basis,  will 
decrease  as  indicated  by  that  line.  Costs  of  fuel  thus  raipidly 
decrease,  with  increasing  areas  of  heating-surface  supplyingthe 
stated  quantity  of  steam,  until,  at  usual  proportions,  thirty  to 
forty  feet  of  heating-surface  to  the  foot  of  grate-surface,  the 
rate  of  combustion  being  reduced  correspondingly,  thèse  ex- 
penditures  fall  from  $60  per  annum  per  horse-power  to  $10  or 
$12. 

But  the  costs  of  opération,  outside  the  fuel  account,  must 
be  added  to  obtain  a  measure  of  total  costs.  Let  thèse  be 
reckoned  in  terms  of  fuel  costs  and  referred  to  the  square  foot 
of  heating-surface.  Losses  of  beat  occur,  also,  by  conduction 
and  radiation  from  boiler  and  connections  and  en  route  to  the 
engine  ;  call  thèse  radiation  losses  and  measure  them  in  similar 
terms.  Then  the  second  Une  of  the  diagram  will  exhibit  the 
costs  of  the  horse-power,  annually,  when  îuel  and  thèse  wastes 
only  are  taken  into  account. 

It  îs  hère  assumed  that  the  costs  of  opération,  exclusive  of 
fuel,  will  increase,  so  far  as  variable,  wîth  the  area  of  heating- 
surface,  being  proportional,  nearly,to  the  costof  the  boiler  and 
to  the  interest  account  on  that  cost.     Compute  thèse  costs,  and 
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take  an  équivalent  value  in  fuel  as  the  measure,  per  horse- 
power  per  annum,  of  the  quantity  to  be  added  to  the  ordinates 
of  the  curve  for  such  additional  costs.  We  thus  obtain  the 
upper  line  of  the  diagram,  on  the  assumption  that  the  nneasure 
thus  taken,  ten  per  cent  on  $4  per  square  foot  of  heating-sur- 
face,  corresponds  to  coal  at  $1  per  ton.  With  increasing  rela- 
tive costs  of  fuel,  the  lines  representing  this,  and  the  total  cost 
of  opération  per  horse-power  per  annum,  fall  lower  and  lower, 
as  shown  in  the  illustration,  and  the  curve,  which  in  the  fîrst 
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FiG.  226. — Curve  of  Variation  op  **  S" 
Due  to  change  in  length  of  time  of  opération  of  the  boiler. 

case  is  seen  to  pass  a  minimum  ordinate  at  between  ten  and 
twelve  square   feet   of  heating-surface  to  the  square  foot  ot 
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grate-area,  passes  that  minimum  at  hîgher  and  higher  values  of 
that  ratio,  until  at  $8  to  $10  per  ton,  the  best  proportions  of 
boiler  are  found  to  be  far  beyond  the  limits  of  usual  practice. 
The  specially  interestingfact  illùsffeted  by  the  diagram  is 
the  position  of  the  best  ratio  of  heating  to  grate  surface  in  ail 
common  practice  and  at  ail  usual  priées  of  fuel  and  total  costs. 
With  coal  at  $1  per  ton  we  fînd  this  point  which  gives  maxi- 
mum returns  for  capital  expended  at  about  1 1  to  i  ;  with  coal 
at  $2  it  falls  at  16  ;  with  fuel  at  $4  per  ton  it  comes  in  at  the 
ratio  24  to  i.  Assuming  coal  to  cost  $1  per  ton,  and  labor 
to  hâve  half  the  value  above  taken,  the  line  falls  from  F  to  £", 
giving  the  best  ratio  at  16  ;  and  with  a  value  of  labor  and  in- 
terest  account  at  one  fourth  that  indicated  by  the  line  F,  it 
drops  to  D  whîle  the  best  ratîo  rîses  to  24  and  upward. 
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Due  to  changes  in  the  price  of  coal.     Changes  in  cost  of  labor  shown  by 

dotled  line. 

The  next  diagram,  Fîg.  226,  exhibits  the  methcîd  of  varia- 
tion of  the  most  economical  proportions  of  boiler  with  change 
of  time  of  working,  through  a  range  from  an  hour  a  day  for 
theyear  up  to  continuous  opération,  night  and  day.  The  cost 
of  fuel  is  assumed  for  convenience  at  $1  per  ton  and  wages  at 
$600  per  year.  Feed-water  is  taken  as  supplied  at  185°  F., 
and  the  rate  of  combustion  as  ten  pounds  per  hour  on  the 
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square  foot  of  grate.  The  boiler  is  of  loo  horse-power  rated 
capacity,  and  capable,  as  is  assumed,  of  supplying  3000  pouiids 
of  steam    per  hour.      The  interest  and  other  investment  ac 

Ordin.'ites  C     Hou-s  per  mo^th 
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Ordiaites  A  and  B.    Price  per  ton  of  coal  or  wages  per  day. 
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counts,  Dy  amount  to  40  cents  per  square  foot  of  heating- 
surface  ;  the  fuel  account,  C,  with  its  incidentals,  to  $15.  The 
regular  working  time  taken  as  the  basis  of  comparison  is  ten 
hours  per  day.  At  twenty-four  hours  working  tinne  per  day 
C  becomes  about  $35  and  D  about  fifty  cents.  Points  are 
thus  worked  out  in  the  diagram  and  the  curve  drawn  through 
them,  with  the  resuit  hère  seen.  Similarly,  the  diagram  Fig. 
227  exhibits  the  variation  in  costs  of  fuel  and  of  labor,  and 
their  influence  upon  the  best  proportions  of  boiler.  The  vari- 
ations are  taken  as  from  a  common  point  of  departure,  as  above, 
which  is  assumed  to  be  représentative  of  a  not  unusual  figure 
for  fuel  and  for  labor,  at  from  $1  to  $3  a  day,  where  other 
Losts  are  such  as  to  give  5  =  18  when  the  figure  is  $2. 

The  last  set  of  curves,  Fig.  228,  exhibit  still  more  fully  the 
variations  of  proportions  of  boiler  produced  by  variations  of 
costs  of  fuel,  wages,  and  time  of  opération,  thèse  costs  being 
taken  as  ranging  from  one-half  to  five  dollars  per  ton,  and 
labor  from  one  to  five  dollars  a  day.  The  time  of  opération 
varies  between  forty  and  six  hundred  hours  per  month,  forty- 
eight  to  7200  hours  per  annum.  Assuming  fuel  at  $2,  wages 
at  $1.50,  and  3000  hours  work  per  year,  we  find,  for  example, 
at  thèse  figures,  taken  as  fairly  représentative  of  a  very  com- 
mon practice,  twenty-seven  square  feet  of  heating  surface  to 
the  square  foot  of  grate.  It  will  be  observed  that,  wîthin  the 
usual  range  of  proportions,  5-=  25  to  5  =  40,  the  curves  fol- 
low  very  nearly  the  paths  of  their  tangents,  and  within  this 
range  of  variation  we  may  take  the  size  of  boiler  as  variable 
directly  with  either  fuel  costs,  wages,  or  time  of  opération 
without  serious  error. 

Taking  the  cost  of  good  coal  at  Boston  at  $5.00  a  ton 
when  good  fuel-oil  is  worth  $1.00  per  gallon,  Mr.  Atkinson's 
"  Steam-Users*  Association  "  reports  make  the  following  fig- 
ures  those  of  equal  steam-producing  value  under  otherwise 
identical  conditions  :  * 

•Circular  Ne.  3,  1896. 
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PRICES  FOR  EQUAL  STEAM-MAKING  VALUES. 

Unit  Values. 
Cost  of  George's  Creek,  Cumberland,  at  boiler-room     .^ a 

(2000  Ibs.) $3.00  $4.cx)  $5.00 

Pennsylvania  soft  (Clearfield,  etc.) 2.76  3.70  4.6.* 

Pocahontas 3.X)7  4.09  5.11 

Nova  Scoiia 2.37  3.19  4.05 

New  River 2.91  3.8S  4.85 

Wyoming  buckwheat 2.39  3.25  4.12 

Lykens  Valley  buckwheat. 2.39  3.25  4.12 

Schuylkill                  **        2.32  3.16  4.00 

Lehigh                        "         2.25  3.07  3.89 

Best  oil             (  per  barrel.of  42  gallons  of  ) fi*'  1.13  1.41 

Ordinary  oil     (          about  7.1  pounds          \ 07  .83  i  di 

Thèse  figures  can  only  be  taken  as  exact  for  the  place  and 
the  date  of  compilation. 

Well-built  and  well-managed  water-tube  boilers  of  types 
which  hâve  found  a  permanent  market  during  the  last  twenty 
years  are  found  in  many  instances  to  hâve  great  durability. 
and  to  cost  little  for  maintenance  and  repairs-— one  firm,  col- 
lecting  returns  on  about  ioo,cxx)  horse-power  of  such  boilers, 
finding  repairs  to  heating-surfaces,  due  to  ail  causes,  to  aver* 
âge  less  than  five  cents  per  horse-power  per  year  ;  the  working 
-day  being  taken  to  average  twelve  hours,  and  the  year  to  aver- 
age  300  working  days. 

The  costs  of  evaporating  water  are  about  $0.0005  per  pound 
per  dollar  paid  for  a  ton  of  good  fuel.  The  life  of  the  loco- 
motive boiler  usually  ranges  from  10  to  15  years,  though  some- 
tîmes  failing  completely  in  5,  and  sometimes  enduring2S  years 
of  service.  Its  repaîrs  usually  cost  not  far  from  20  per  cent 
of  the  total  for  the  locomotive.  Its  first  cost  is  not  far  from 
33  per  cent. 

Where  a  forced  draught  îs  employed,  the  grates  may  be 
advantagèously  sloped  from  the  furnace-door  upward  toward 
the  bridge-wall.  Less  coal  is  thrown  over  the  bridge-wall  ;  the 
fire  is  easier  seen  and  watched,  and  it  is  less  difïîcult  to  keep  it 
in  order,  and  better  work  îs  done.  The  blast  should  always,  if 
possible,  be  heated  before  entering  the  ash-pit. 
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The  loss  by  radiation  from  différent  forms  of  boilers  and 
under  changing  conditions  of  opération  varies  greatly;  but  it 
may  probably  be  assumed  by  the  engineer,  where  not  directly 
ascertainable,  as  about  five  per  cent,  with  well-clothed  boilers, 
at  usual  rates  of  steam-making,  and  as  not  far  from 

where  R  is  the  percentage  of  total  heat  thus  lost  and  E  is  the 
evaporation  per  square  foot  of  boiler  heating-surface. 

Priées. — Five  builders,  bidding  for  a  contract  to  supply 
water-tube  boilers  to  an  electric-light  station  in  1895,  offered 
the  following  figures  in  a  sharp  compétition  :        ^ 

BIDS  ON  WATER-TUBULAR  BOILER. 


Rated  H.P 

Graie -surface 

Heaiing-surface.. . . . 
Oapacity  water,cu.ft. 
Capaciiy  steam.cu.ft 
Boiler  f.o.b.  N.  Y... 

Boiler  erected 

McClave  graie 

Stack 

Dnmper  regulator. . . 

Economizer 

Feed-pumps , 

Injector 

Piping 

Fced-waler  heater. . . 

Total 

Per  H.P 

Per  sq.  ft.  suriace. . . 

Per  eu.  fi.  water  and 

steam 


380 

4360 
583 
285 

6420 

7705 
503 

1100 
00 

405 
100 

75 
180 


10158 

$26.65 

2.34 

11.75 


420 

3780 
447 
187 

7800 
503 

1675 
125 
405 
200 

125 
180 


11013 

$26. 30 

2.93 

17.45 


380 

98 

4324 

615 

310 


405 


8313 

921.80 

1.97 

9.00 


380 


493 

238 


9630 

I25.25 

2.23 

13.15 


378 

98 

4162 

407 

181 
4914 
6464 

503 

IIOO 

90 
405 
100 

75 
485 


^9505 

I25.20 

3.29 

16.20 


Steel  stack 
675 


Gunboat 
352 
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DRY  8ATURATED  STEAM 


CUT-OFF 
1.00       0.90        0^         0.7D        OJO      OJP 


a)  aO  40  fiO  00  70  80 

VOLUMES  IN  CUBIC  FEET  TO  THE  LB. 

FiG.  229.— Mechanical  Properties  of  Steam. 
By  W.  J.  Macquorn  Rankine,  C.  E.,  LL.D.* 

*  Steam-engine  and  Prime  Movers;  1859. 
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THal  of  a  Water4ube  BMer. 

This  boiler  was  used  to  supply  steam  to  one  or  more  en- 
^ines,  as  needed,  or  to  beat  the  buildings  of  the  collège.  The 
principal  dimensions  are  as  follows: 

Length  of  drum, 13  ft 

Diameter, 2  ft.  6  io. 

Number  of  water-tubes, 40 

Outside  diameter  of  tubes, 4  in. 

Length, 13  ft.  8  in. 

Width  of  furnace, 3  ft.  3i  in. 

Length  of  furnace, 6  it.  i  in. 

Length  of  grate-bars, 3  ft. 

Width  of  grate-bars, ^  in. 

Width  of  air-spaces, î  in. 

Number  of  grate-bars, 54 

^rea  of  chimney, 3.65  sq.  ft 

Height  of  chimney, 60.25  f^* 

Area  of  grate-surface, 20  sq.  ft. 

Area  of  heatîng-surface,  .    .    •    • 682.57  sq.  ft. 

Area  for  draught  between  tubes, 4.75      " 

Ratio  of  grate  to  heating-surface, i  :  34*1 

Ratio  of  draught  area  to  grate, 0.25 

Ratio  of  grate-surface  to  cross-section  of  chim- 

ney,    . 5.48 

Ratio  of  area  of  grate  to  area  of  aîr-spaces,    .     .  2.24 

Whole  area  of  damper  opening, 3  sq.  ft. 

The  main  steam-pipe  after  passing  horizontally  to  the  rear 
of  the  "setting"  descends  vertically  a  distance  of  4  ft.  and 
nasses  out  of  the  boiler-room  to  the  chimney  Draught  is  )>^o- 
duced  by  a  chimney  which  rises  directly  at  the  back  end  of  the 
boiler,  the  first  9J  ft.  being  brick  and  the  remainder  a  sheet 
iron  cylindrical  stack.  A  vertical  sliding  damper  is  placed  in 
the  opening  leading  to  the  chimney,     Two  partitions  of  fire- 
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brick  supported  by  îron  plates  are  placed  transversely  across 
the  nest  of  water-tubes.  The  first  is  7  ft.  i  in.  from  the  front 
end  of  the  tubes,  and  the  second  3  ft.  7  in.  from  the  first. 
Thèse  partitions  cause  the  gases  to  pass  among  the  tubes  thrce 
times,  then  across  the  rising  tubes  into  the  back  connection, 
and  from  there  to  the  chimney. 

The  objéct  of  the  trial  was  :  i.  To  détermine  the  evaporative 
efficiency  of  the  boiler.  2.  To  estimate  the  horse-powcrdcvel- 
oped  under  ordinary  working  conditions,  a  horse-power  being 
taken  as  équivalent  to  30  Ibs.  of  feed-water 
supplicd  per  hour  at  a  température  of  100°  F., 
and  evaporated  under  70  Ibs.  gauge-pressure. 

Previous  to  the  test  ail  cracks  and  holes 
in  the  setting  and  around  the  doors  leading 
to  the  flues  were  carefuUy  stopped  with  fîre- 
clay  and  môrtar.  The  blow-off  and  retum  ,  A 
"drip"  pipes  were  disconnected  and  caps  \\  |  il  t| 
placed  on  the  exposed  ends.  An  injectorT  I  '"l 
feed-pipe  connected  with  the  boiler  was  left  gas  Sampler. 
în  place,  as  îts  disconnection  would  be  attended  with  some 
difficulty.  The  overflow-pipe  was,  however,  left  open,  in  ordcr 
to  detect  any  leak  which  might  occur.  The  fced-pipe  was  dis- 
connected from.  the  "  mains,"  and  a  suction-pipe  from  ît  placed 
în  a  barrel  into  which  the  feed-water  was  run  s/ter  having  beon 
weighed.  A  pipe  leading  to  the  outside  of  the  boiler-house 
was  connected  vvith  the  main  steam-pipe,  so  that  ail  steam  made 
by  the  boiler,  over  and  above  that  required  to  run  the  engine 
and  beat  the  buildings,  could  be  discharged  into  the  air. 

At  7  A.M.  April  28,  the  fire,  which  had  been  banked  on  tr* 
preceding  evening,  was  started,  and  the  steam  pressure  brougnt 
to  80  Ibs.  by  the  large  gauge.  The  fire  was  then  quickly  dra"*vn 
and  the  contents  of  the  ash-pit  removed.  A  ne^»  fire  was  started 
îmmedîately  with  a  weighed  quant ity  of  hemlock  wood  and 
brought  to  the  normal  condition  with  coal.  The  amount  of 
water  shown  by  the  water-gîass  was  noted.  At  8  A.M.  th^  en 
^ine  was  started,  and  the  trial  commenced.     Both  ash-pit  door? 
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were  left  open  at  first  and  the  damper  wide  open.  The  damper 
was  lowered  3  in.  at  9.30  A.M.,  and  at  12.50  a  further  amount 
of  3  in.  At  11.17  A.M.  one  of  the  ash-pit  doors  was  closed  and 
so  remained  during  the  retnainder  of  the  trial.  The  effect  of 
this  arrangement  of  damper  and  draught  door  was  observed  in 
the  higher  température  of  the  flue  gases  at  the  base  of  the 
chimney. 

The  fuel  used  was  anthracite  coal,  known  în  the  market  as 
**grate  coal."     An  average  sample  of  this  coal  was  weighed, 

^^^^^  pulverized,  and  placed  in  an 
ftMgQpTyWWkMAAAAXAl^^  evaporating  oven  to  dry.  After 
^  ir^^&^  seven  hours  it  ^ 


:  was  found  to  hâve 
FiG.  231.-PYROMETER.  1^3^  2  gj  p^j.  ^^^^^  j^  yf^{g]^t.  In 

working  up  the  results  of  the  trial,  this  figure  was  taken  to  repre- 
sent  the  percentage  of  moisture  in  the  coal.  The  coal  was 
weighed  by  the  barrow  load  in  uniform  charges  of  200  Ibs.  each, 
and  dumped  before  the  door  as  needed. 

The  stoking  or  firing  was  performed  regularly  every  half 
hour  and  fire  cleaned  every  third  time.  During  the  period  of 
stoking,  the  back  damper  was  closed  to  avoid  loss  of  heat  by 
the  current  of  cold  air  which  otherwise  would  rush  through  the 
heated  flues.  The  feed-water  was  drawn  from  the  mains  into 
a  barrel  placed  on  a  platform  scale,  where  it  was  carefuUy 
weighed.  It  was  then  drawn  off  into  another  barrel,  from 
which  it  was  pumped  into  the  boiler  by  a  steam-pump  of  the 
ordinary  type.  It  was  the  endeavor  to  deliver  the  water  to  the 
boiler  as  continuously  as  possible.  The  température  of  the 
feed-water  was  noted  at  each  weighing. 

The  observations  which  were  called  for,  and  the  results  oî 
which  were  fînally  recorded  as  the  log  of  the  trial,  were  such  as 
would  ordinarily  be  demanded  in  any  usual  case  of  engineering 
practice  of  this  character,  and  were  sufficient  to  enable  the 
observers  to  make  ail  essential  computations  ;  while  none  were 
made  which  were  not  either  of  importance  în  that  respect,  or 
of  real  interest  to  the  engineer  concerned  în  the  questions 
proposed  to  be  settled  by  the  trial  as  conducted* 
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The  met^od  of  conduct  of  the  trial,  in  tolerably  full  détail, 
îs  described  in  the  succeeding  pages.  The  observations  made 
are  indicated  ;  the  processes  involved  in  their  réduction,  corn- 
putation,  and  tabulation  are  exhibited  and  illustrated  ;  and  the 
final  déductions  and  conclusions  are  stated  at  length. 

The  foUowing  observations  were  made  every  half-hour  : 

1.  Température  of  flue  gases  at  the  base  of  chimney. 

2.  Température  of  boiler-room. 

3.  Température  of  outside  air. 

4.  Reading  of  draught  pressure-gauge. 

5.  Readings  of  the  several  steam-gauges. 

6.  The  pyrometer  used  in  measuring  the  température  of  the 
flue  gases  had  previously  been  compared  with  a  mercury  ther- 
inometer  between  températures  of  213°  F.  and  322°  F.  This 
was  accomplished  by  means  of  a  simple  apparatus  shown  in 
Fig.  9.  The  stem  of  the  pyrometer  was  inclosed  in  a  steam- 
pipe  which  has  communication  to  the  boiler  through  a  smaller 
pipe  fitted  with  a  stop-valve.  The  thermometer  used  in  the 
comparison  was  also  screwed  înto  the  larger  pipe.  As  steam 
v/as  admitted  the  mercury  rose,  and  soon  registered  a  tempéra- 
ture corresponding  to  the  steam-pressure,  which  was  kept  con- 
stant for  several  minutes  until  the  pyrometer  reading  no  longer 
changed. 

Both  readings  were  noted,  and  more  steam  admitted,  giving 
a  higher  température. 

The  several  readings  were  "  plotted,"  and  the  law  of  varia- 
tion of  the  pyrometer  from  the  thermometer  reading  was  found 
to  be  approximately  a  straight  line,  continually  falling  below 
and  diverging  from  the  line  representing  the  température  as 
fcad  from  the  thermometer. 

The  pyrometer  was  corrected  from  this  line,  and  'îs  believed 
to  be  approximately  correct. 

The  draught  pressure-gauge,  which  was  attached  to  the 
stack  near  the  base,  was  made  for  the  Sibley  Collège  laboratories 
by  the  Hartford  Steam  Boiler  Insurance  Co.  It  consisted  of  a 
U-tube  partially  filled  with  water  and  provided  with  a  movable 
vernier  and  scale  for  measuring  the  différence  in  Icvel  of  the 
water  in  the  two  arms. 
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A  recording  steam-gauge  and  a  mercury-gauge  were  attached 
to  the  boiler  in  addition  to  the  large  gauge  ordinarily  used. 

The  mercury-gauge  was  taken  as  the  standard,  and  the 
others  corrected  by  it. 

Experiments  were  made  every  hour  to  détermine  the  quality 
of  the  steam.  A  well-made  barrel  which  had  been  thoroughly 
shellacked  inside  was  placed  on  a  very  sensitive  standardized 
platform  scale,  made  for  this  work,  the  beam  of  which  was 
graduated  to  ^^  of  a  pound  and  provided  with  a  sliding  poise. 

The  steam  was  taken  from  the  main  steam-pipe,  i  ft.  from 
its  connection  with  the  boiler,  and  was  conducted  to  the  calo- 
rimeter  through  a  i-in.  pipe,  9  ft.  long,  to  the  end  of  which  was 
attached  a  pièce  of  rubber  hose  7  ft.  long.  The  pipe  was  cov- 
«red  with  hair-felt  to  prevent  radiation  of  heat.  Before  placing 
the  end  of  the  hose  in  the  calorimeter,  steam  was  allowed  to 
blow  through  until  ail  the  water  of  condensation  had  been  dis- 
charged  and  the  pipe  and  hose  were  thoroughly  warmed  up. 
The  end  of  the  hose  was  given  an  inclination  downward  toward 
the  bottom  of  the  barrel  by  means  of  a  light  strip  of  wood  fast- 
«ned  to  it.  The  steam  passing  into  the  condensing  water  at 
BXi  angle  produced  a  strong  agitation,  and  thus  a  thorough 
mixture  of  the  water  was  effected.*  A  standard  Centigrade 
thermometer,  graduated  to  tenths  of  one  degree,  was  used  with 
the  calorimeter.  and  the  readings  were  afterward  reduced  to 
the  Fahrenheit  scale. 

During  the  trial  five  samples  of  flue  gas  were  taken  for 
analysis.     The  tabulated  results  of  the  analysis  are  as  foUows  : 

PER  CENT.    BY  VOLUME. 


No. 

Time. 

O.S?A*«.. 

Frcc  0, 
Obftcrved. 

co, 

Calculated. 

N, 
Calculated. 

I 

8.30  A.M. 

12 

5.2 

4.6 

78.13 

2 

10.20  A. M. 

12 

6.7 

2.16 

79.13 

3 

12.20  P.M. 

II. I 

79 

1.6 

79-3 

4 

2.20   P.M. 

II. 7 

6.8 

2.5 

79 

5 

4.20   P.M. 

II. 5 

7 

2.5 

79 

♦  Probably,  on  the  whole,  as  good  an  arranf^enient  as  any  plan  involving 
the  use  oC  stirring  apparativs»     See  Manual  of  Uie  Sieam  Boiler. 
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BY   WEIGHT. 


No. 

Time. 

Calculaced. 

FrceO, 

Calculatcd. 

CO, 
Calculated. 

N. 
Calculated. 

I 

2 

3 
4 
5 

8.30  A.M. 
10.20  A.M. 
12.20  P.M. 

2.20  P.M. 

4.20  P.M. 

17-56 
17.52 
16.27 
17. II 
16.83 

5.5 

7-07 

8.39 

7.19 

7.41 

4.33 
2 

1.95 
2.32 
2.32 

72.62 
73.40 
73-86 
73-38 
73-44 

No. 

Time. 

Per  Cent  by 
Wciïfht. 
TotaTo. 

Per  Cent  by 

Air 

FreeO 
Combined  O 

I 
2 

3 
4 

5 

8.30  A.M. 
10.20  A.M. 
12.20  P.M. 

2.20  P.M. 

4.20  P.M. 

20.74 
20.96 
21.31 
20.95 
20.97 

6.65 
5.64 

5.66 
5-58 

14 

16.7 

18 

16.6 

16.9 

0.36 
0.51 
0.64 
0.52 
0.54 

Professor  EUiott's  apparatus,  Fîg.  10,  was  used  for  the 
analysis.  For  the  absorption  of  CO,  a  solution  of  potassic 
hydrate  (i  to  20)  was  used,  and  for  oxygen  absorption,  potassic 
pyrogallate  ;  this  latter  beîng  prepared  by  adding  5  per  cent  of 
pyrogallic  acid  to  a  solution  of  potassic  hydrate  (i  to  8).  Num- 
bers  I  and  2  were  tested  for  CO  with  cuprous  chloride,  but  as 
none  was  absorbed,  and  ît  was  evîdently  présent,  the  amount 
was  calculated  as  follows  : 

For  No.  I  we  hâve  12  per  cent  CO,,  whose  volume  is  equal 

to  the  volume  of  the  O  whîch  combined  to  form  it,  and  52  per 

cent  of  free  O.     The  volume  of  O  in  thèse  two  is,  therefore, 

=  12+  5-2  =  17.2  per  cent.     Assuming  that  the  atmospheric 

air  is  composed  of  4  parts  of  N  and  i  part  of  O,  by  volume,  ta 

correspond   to  this   17.2    per    cent    of    O   we    should    hâve 

17.2  X  4  =  68.8  per  cent  N;  but  after  absorbing  the  17.2  per 

cent  of  CO,  and  O,  there  remains   100  —  17.2  =  82.8  per  cent. 

Taking  68.8  per  cent  from  82.8  per  cent,  we  hâve  14  per  cent, 

which  must  be  composed  of  N  and  CO.     Since  the  volume  of 

CO  is  equal  to  twice  the  volume  of  the  combined  O,  we  shall 

CO 
hâve  the  volume  of  O  =  — ,  and  since  there  is  four  times  a£ 
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much  N  as  O,  the  N  =  -^^=2C0.     Therefore  of  this  14^ 

2  • 

per  cent.  I  part  îs  CO  and  2  parts  are  N  ;  /.  CO  =  —  =  4.6  +, 

and  N  =  4.6  X  2  =  9.3  + ,  whîch  being  added  to  the  68.8  per 
cent.  N,  which  corresponds  to  the  free  O,  and  that  of  the  CO, 


Fi  G.  232. — Gas  Analysis* 


=  78.13  per  cent.    To  reduce  per  cent,  by  volume  to  per  cent 
by  weîght,  we  use  the  following  constants  : 


Weîght  of  I  liter  of  CO,,  1.9774  grams. 
"        "  I     "      "  O,       1.43 

"  I     "     "  CO,    1.254       •* 
**  I     "     "  N,      1.256       *« 


u 


Digitized  by 


Google 


^32  THE   STEAM-BOILER. 

Multîplyîng  the  per  cent,  by  the  volume  of  each  gas  by  the 
weig'bt  of  a  liter  of  that  gas,  we  get  certain  values,  a^  a\  a",  etc. 
Taking  the  sum  of  thèse  =  s^  then   the  per  cent,  of  weight 

would  be-,  — ,  — ,  etc. 
s    s     s 

To  get  the  total  O  and  the  total  C  :  The  atomîc  weight  ofO 

2  V  i6 
=  i6  and  of  C  =  12  ; .'.  the  amount  of  O  in  CO,= -r 

I2+(2Xl6) 

=  —  and  the  amount  of  C  = -—, -^  =  —  =  — . 

II  12 +  (2  X  i6)      44       II 

In  the  same  manner  the  amount  of  O  in  CO  = r  = -, 

12+16     7 

and  C  =  ^. 
7 

Hence  the  total  O  =  —  C0,+  -  CO  +  O,  and  the  total  C 
II         •  ^7 

=J.co,+Aco. 

II  '7 


To  get  the  ratio  of  aîr  for  dilution  to  that  for  combustion, 

.  Free  O  O 

we  hâve  -p^ — — t—^  =  -r . 

Combmed  O      _8^  ^q    ,  4  pQ 

II       "  '  7 


To  get  a  measure  of  the  aîr  supplied  per  pound  of  carbon, 
we  take  the  per  cent,  by  weight  of  total  O  +  per  cent,  by  weight 
of  N,  and  -r-  by  the  per  cent,  by  weight  of  C. 

At  the  time  of  taking  the  samples  of  gas  the  conditions 
were  as  f ollows  : 

No.  I.  Fire  had  not  completely  burned  clear  from  first  fir- 
ing.     Back  damper  was  wide  open,  as  were  the  draught  doors. 

No.  2.  Fire  burning  clear.  Back  damper  dropped  3  inches. 
Draught  doors  wide  open. 

No.  3.  Fire  clear.  Back  damper  3  inches  down.  One 
draught  door  closed. 
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No.  4.  Pires  clear.     Back  damper   6  inches  down.    One 
draught  door  closed. 

No.  5.  Same  as  No.  4. 

From  thèse  figures  the  followîng  results  are  obtained  : 


FLUE  GASES. 

Average  free  O,      by  weîght,    7.108  per  cent 
"    CO,,  "        "        17.059 
"    CO,    "        "         2.584       " 
"    N,       "        "       73.34 

The  average  ratîo  of  the  amount  of  air  for  dilution  of  the 
gaseous  products  of  combustion  to  that  necessary  for  combus- 
tion is  as  0.514  to  I,  i,€.^  16.44  Ib.  of  air  per  pound  of  combusti- 
ble, or  1.37  times  the  theoretical  amount.  The  ratio  of  amount 
of  air  reqired  for  the  dilution  of  the  gaseous  products  of  com- 
bustion to  that  necessary  for  combustion  is  variously  estimated 
by  différent  authors,  but  is  generally  taken  as  J:  i.  It  will  be 
seen  that  a  very  small  per  cent,  of  CO  passed  up  the  chimney, 
the  average  being  2.67  per  cent,  by  volume,  showing  the  com- 
bustion to  be  nearly  complète. 

The  waste  by  air  in  the  chimney  is  calculated  by  the  fol- 
lowing  formula  : 

Let  W^=  the  number  of  pounds  of  air  for  combustion  and 
dilution  ; 
/  =  température  of  chimney  ; 
f  =  température  of  external  air; 
5  =  spécifie  beat  of  air. 

Then 

where  H\s  the  number  of  heat-units  carried  off  by  the  escap- 
ing  gases. 
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We  hâve 

fF=    16.44; 
^  =  4357^  Fahr*; 
/'=   60.39°    " 
5  =     o.238r 

Hence 

H  =  16.44  (4357  —  60.39)  0.238  =  146848  unîts. 

Assuming  that  a  pound  of  coal  will  evaporate  15  pounds  of 
water  from  and  at  212*^  Fahr.,  or  equal  to  14491  heat-units,  the 
loss  by  chimney  is  o.ioi. 

The  height  of  chimney  requîred  under  the  above  conditions 
is  found  from  Rankine's  formulae  as  follows: 

Let  W  =  weîght  of  fuel  bumed  în  the  f urnace,  per  second  ; 
V^  =  the  volume  at  32°  F.  of  air  supplied  per  Ib.  of  fuel  ; 
T  =  the  absolute  température  of  gas  discharged  by  the 

chimney  ; 
A  =  sectional  area  of  damper  openîng. 

Then  the  velocity  of  the  current  in  the  chimney  în  feet  per 
second  is 


WV,T 


Hence 


0.06869  (12.386  X  16.45)  896.9  .,  , 

u  = -^-^ — ^—-9 ^^^  ^^  =  1 1.449  ft.  per  sec, 

2.222X493  ^^        ïf  -^ 

and  h,  the  head  required  to  produce  this  draught,  la 
_      2g\    ^       ^  ml' 
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where 

/  =  the  whole  length  of  chîmney  and  flue  leadîng  to  ît  în 

feet; 
m  =  its  hydraulic  mean  radius  ; 

/=  coefficient  of  friction  ;  (estimated  by  Pectet  at  0.012;) 
6^  =  a  factor  of  résistance  for  the  passage  of  air  through 

grate  and  fuel;  (given  by  Pectet  as  12.) 

Hence 

Then 

/f=A--(o.96^-lX 

where  H  is  the  height  of  chimney  : 

H=  30.7138  -r  (0.96  ^^-  I)  =  47.2s  ft 

The  actual  height  as  measured  was  60.25  ft.  The  différence 
between  this  and  the  calculated  height,  or  the  throttling  effect 
of  the  damper,  being 

60.25—47.25=  13  ft. 

The  followîng  data  were  taken  during  the  trîal  : 

Total  coal, 2963.2  Ibs. 

Total  ash  and  waste, 342       " 

Per  cent,  ash  and  waste, 11.5    " 

The  wood  used  was  considered  as  equal  to  0.4  the  same 
weîght  of  coal. 

At  6  P.M.  the  fire  was  hauled  and  the  unconsumed  coal  and 
the  contents  of  the  ash-pit  were  weighed  up  dry.  The  height 
of  water  in  the  gauge-glass  was  brought  to  the  same  position 
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as  at  the  start,  and  ail  conditions  made  as  near  those  at  the 
beginning  of  the  trial  as  possible. 
The  foUowing  are  the  records  : 

Total  weight  of  water,     ...  23,  912.5       Ibs. 
Average  température,      ...  46.125  Fahr. 

AVERAGE    PRESSURES. 

Mercury-gauge, 85.78  Ibs. 

Edson  gauge,  by  record  chart,  corrected,  85.4      " 

Barometer  readings  were  taken  from  the  report  o{  the  Uni- 
versity  Signal  Service. 

Let  X  =  weight  of  dry  steam  run  înto  calorimeter; 
y  =  weight  of  water  in  the  steâm; 
y  =  percentage  of  prinning  ; 
ji^=  weight  of  condensing  water; 
w  =  weight  of  condensed  steam; 
/"  =  the  initial  température; 
f  =  the  final  température; 
T  =  heat-units  per  Ib.  of  steam; 
/  =  heat-units  per  Ib.  of  waten 


Then 


Range  of  température,     .    .    ./?  =  /'  —  /"; 
Heat  transferred  to  calorimeter,  Î7=  WxR\ 
Heat  from  steam,  per  Ib.,     .     .  H=  T—f\ 
Heat  from  water,  per  Ib.,     .    .    h=^t^t!. 

;r+y  =  w, (1) 

Hx  +  h/^U. (2) 

From  I  and  2, 

x{H-h)  =  U^wh, 
U-wh 


;r  = 


H-^h 
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Percentage  of  priming, 

w^  X 

y  =  100 . 

•^  w 

The  ten  calorimeter  experîments  gave  the  foUowîng  average 
results  : 

Steam-pressure, 100.522  Ibs. 

Weight  of  condensing  water, 382.985    " 

Weight  of  steam  condensée, 24.335    " 

Initial  température, 47-979  Fahr. 

Final  température, 1 17.430      " 

Range  of  température, 69.45        " 

Dry  steam  run  into  the  calorimeter,      •    •    •    •  24.2853  Ibs. 

Per  cent,  of  priming, G.  189 

DATA  AND  RESULTS. 

Date  of  test, April  28,  1887 

Weight  of  wood  used  in  lîghting  fires,  •    •     •    •  245.5     ^^- 

Equivalent  value  of  wood  referred  to  fuel,     •    •  98.2      " 

Weight  of  anthracite  coal  used, 3265         " 

Total  weight  of  fuel, 3363.2      " 

Weight  of  unconsumed  coal  left  on  the  grates, .  400        " 

Total  weight  of  fuel  consumed, 2963.2      ** 

Weight  of  ashes  and  clinkers, 342         ** 

Percentage  of  ash  and  clinkers  to  fuel  consumed,  1 1.5 

Percentage  of  moisture  in  coal, 3.81 

Weight  of  fuel,  less  moisture, 2752.11    ** 

Weight  of  combustible  used, 2410.11    " 

Total  weight  of  feed-water  supplied  and  evapo- 

rated 23912.5      ** 

Average  steam-pressure, 85.4      " 

Average  température  feed-water, .     .     •     .    .     .  46.71  Fr. 
Average  température  of  escaping  gases,    .     •     •  435.7      " 
Average  force  of  draught  in  inches  of  water,      .  0.275  in. 
W^ater  evaporated  per  Ib.  of  fuel,  observed  con- 
ditions,       8.68  Ibs. 
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Equivalent    evaporatîon,   per  Ib.   of  fuel,   from 

and  at  212"*  Fahr., 10486  Ibs 

Water  evaporated  per  Ib.  of  combustible^    .     •    .        9.92     ** 

Equivalent  from  and  at  212°, 11.984    " 

Average  température  of  boiler-room,       .     •     .     .  80.06  Fr. 

Average  température  of  outside  air, 60.39   " 

Average  height  of  barometer, •  28.702  in. 

Horse-power  developed  on  a  basis  of  30  Ibs.  of 
feed-water  supplied  at   100°  Fahr.  and  evap- 

orated  at  70  Ibs., 83.75 

Rated  horse-power, 61 

Per  cent  above  rated  capacity,  .......  37 

«P.M.    A 43»  luuio»  td 

qiH 

dm 


hlG.    233. — AUTOGRAPHIC     RECORD   OF   StBAM-PRESSURK    DURIXG    THE    TrUL, 

FROM  Edson  Gaugs.     Mean  Pressure,  85.4  lbs.  per  sq.  in. 

Experiments  by  Mr.  Barrus,  on  boilers  of  generally  similar 
plan,  showed  an  advantage  of  about  ten  per  cent,where  the 
**  passes  "  were  horizontal,over  the  vertical  arrangement. 
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XVIII. 
(Page  517.) 

SIBLEY  COLLEGE  BOILER-TRIÀLS. 

DIMENSIONS  OF  BOILERS. 
North   Point    Pumping  Station,  Milwaukee,  Wis.     Steann 
Avas  supplied  by  four  plain  tubular   boilers,  each  having  the 
foilowing  dimensions: 

Lengih 18  feet. 

Diameter 66  in. 

Graie 5  ft.  long,  5  ft.  4  in.  wide 

Grate-surface 2Ô.65  sq.  ft. 

Tubes  in  each  boîler,  55 diamecer,  4  in. 

Area  of  lubes  in  each  boiter 4.68  sq   ft. 

Waier  beat ing-surf ace 1,216  sq.  ft. 

Ratio  of  heating-  to  grate-surface 35 

Height  of  chimney 125  ft. 

Area  of  chimney 12.566  sq.  ft. 

Total  grate-surface  of  the  4  boilers 106.6  sq.  ft. 

Total  beat  ing-surf  ace .4864.0  sq.  ft. 

Bottom  of  gauge-glass  to  bottom  of  boiler-shell. 3'  i^'' 

fiOILER  TEST. 

IDuration  of  test 24  hrs. 

Barometer,  inches  of  mercury 29.54 

^tmospheric  pressure,  pounds  per  sq.  in 14.5 

Steam-gauK:e  corrected  (at  engine) I2X.6 

Diaught  gauge,  inches  of  water 0.4025 

Absolute  steam-pressure 136.1  Ibs. 

Extemal  air,  température  deg.  F 25. 71 

Boiler-room,            "             "  •     50 

I  Thermometer  in  top,  deg.  F 406.02 

Pyrometer  in  centre,     "      403.02 

Feed-water,  deg.  F 97 

:Steam,  deg.  F 350.6 

FUEL. 

"Total  coal  consumed,  pounds 18,234 

Idoisturein  coal  percent 5.25 

Dry  coal  consumed 17.277 

Toul  ash,  dry,  pounds 255 

Total  ash,  dry,  per  cent  of  dry  coal 1,47 

Moisture  and  ash,  per  cent  of  wet  coal 6.65 

ToUl  combustible,  pounds 17,022 

FUEL  PER  HOUR,  POUNDS. 

Actual 759-75 

Dry  coal 719.84 

•Conribustible 709*25 


Fluej 
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Actual  coal  per  sq.  f t.  of  grate 7.15 

Drycoal         *'        "       ^     **    670 

Combustible*'         **       *     "     6.0Î 

CALORIMETBR. 

Température  of  steam  in  calorimeter,  dcg.  F 284.6 

Back  pressure  in  calorimeter»  inches  of  mercury 1.4^ 

Quality  of  steam « 93  05 

Per  cent  of  cntrained  water 1.05 

Number  cf  minutes  calorimeter  was  open ]i4 

Steam  used  in  calorimeter,  pounds 208.5 

FEED-WATER. 

Total  weight  of  water  used,  pounds 162,8^14 

Excess  of  water  in  boiler  at  end  of  run,  pounds «  131 

Total  evaporated  into  dry  steam,  pounds 161023.2 

Factor  of  evaporation.    (Equivalent  value  of  i  Ib.  wet  steam  to  i  Ibt 

dry  steam  from  and  at  212  deg.  F.) ■ 1. 1 54 

Total  équivalent  evaporation  from  and  at  212  deg.  F.,  pounds 187,794 

FEED-WATER  PER  HOUR,  POUNDS. 

Actual  amount  used,  pounds.. 67S0.3 

Evaporated  into  dry  steam 6709.4 

Equivalent,  evaporated  from  and  at  212  deg 7710 

EVAPORATION  PER  POUND  OF  COAL,  POUNDS. 

Ko)  Apparent,  feed-water  97  deg.,  steam  121.4 8.906 

{b)  Actual  to  dry  ste.ira 8.81 

Equivalent  from  and  at  212  deg 10.27 

EVAPORATION  PER  POUND  OF  DRY  COAL,  POUNDS. 

(a)  Apparent,  feed  water  97  deg.,  steam  121. 4 9-425 

Equivalent  from  and  at  212  deg 10.72 

EVAPORATION  PER  POUND  OF  COMBUSTIBLE,  POUNDS. 

[a)  Apparent,  feed-water  97  deg.  steam  121. 4 9.56 

Equivalent  from  and  at  212  deg 10.S8 

EVAPORATION  PER  HOUR.-PER  SQUARE  FOOT  O     GRATB. 

Actual,  uncorrected  for  moisture,  pounds 63.6 

Equivalent  from  and  at  212  deg.,  pounds 73.2 

PER  SQUARE  FOOT  OF  WATER-HEATING  SURFACE. 

Actual,  uncorrected  for  moisture,  pounds I-SOS 

Equivalent  from  and  at  212  deg.  pounds 1.73 

PER  SQUARE  FOOT  OF  LEAST  DRAUGHT-ARBA. 

Actual,  uncorrected  for  moisture,  pounds 373 

Equivalent  from  and  at  212  deg.,  pounds ..•  429 

HORSE-POWER. 

On  basis  30  Ibs.  from  100  deg.  F.  to  70  pounds  pressure 223.5 

Builder's  rating 400 

Ratio  of  boi'cr  H.P.  tocapacity,  per  cent 55.7 

(a>  Uncorrected  for  calorimeter.        ib)  Corrected  for  calorimeier. 
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EFFICIENCY  OF  BOILER. 

(A)  Heac  generating  per  hour  on  basis  of  14*500  B.T.U.  each  Ib.  of 
combustible 10,285,125 

(B)  Heat  absorbcd  by  steam  per  hour,  B.T.U 7*554.833 

Efficîcncy  of  boiler,  (A)  -*-  (B),  per  cent 73-45 


PRINCIPAL  QUANTITIES  OF 

BOILER  AND  PUMP 

TEST  FOR  EACH 

WATCH 

OF  FI  REM  AN. 

Number  of  Watch 

A. 

B. 

C. 

A 

Total   or 
Avérâmes. 

Diiratîon  of  hours 

5 

8 

8 

3 

24 

Ot)a.l  tired 

3591 
718 

6284 
785.5 

6284 
785.5 

2075 
691.60 

18234 
759  75 

Coal  per  hour  fired 

Ksiiraated   excess   in   fur- 

nace 

-35 
725 

1 10 

150 
776 

45 
730 

Ci»al  per  hour  burncd 

775 

Dry  coal  (cor.  for  5.25  per 

cem) 

688 

735 

736 

693 

719.8 

Température  feed-water.. 

Sieam-pressure  at  engine.. 

121.43 

122.14 

121.29 

120.41 

121.46 

H^romcter,  inches 

29.55 

29.53 

29.52 

29577 

29.537 

N».  bbls.  water  per  watch  : 

Bbl.  No.  I,  net  wt.  400^. 

45 

60 

63 

24(-2olb) 

192—20  Ib 

Bbl.  No.  2,  net  wt.  386I. 

45 

60 

62 

24 

191 

Bbl.  No.  3,  net  wt.  173^. 

I3l 

24 

23 

10 

7oi 

Wt.  of  water,  Bbl.  No.  i. . 

iSoii 

24016 

25216 

9586 

Bbl.  No.  2  . 

17016 

23595 

23978 

9282 

Bbl.  No.  3. . 

2874 

4164 

359Ï 

Ï735 



Total  feed  water 

37301 

51775 

53185 

20603 

162864 

Excess  in  tank,  end  watch.. 

785 

750 

300 

Excess  in  boilers  (change  in 

ht.  on  gauge-glass,  in.). 

ï-75 

0.16 

—0.  215 

008 

Excess  in  boilers,  Ibs 

2667 

259 

-365 

131 

131 

Total  evap.  duriiig  watch. 

33849 

54218 

54357 

20517 

54354 

Evaporated  per  hour 

6770 

6777 

6795 

6805 

6780.5 

Evap.  perib.  of  coal.actual. 

9.36 

8.74 

8.74 

9-35 

8.906 

Calorimeter  opcn ,  minutes. 

45 

44 

25 

114 

Steam  used  by  cal.,  Ibs. . . 

82 

81 

45.5 

208.5 

Qualiiy  of  steam  percent. 

98.95 

98.95 

98.95 

98.95 

98.95 

Temp   of  water  pumped . . 

34 

34 

34 

34 

34 

Water- pressure  in  Ibs  ... . 

56.775 

56.86 

^6.96 

57.08 

56.903 

Deliv.   hd.  in  ft.   (2  307  ft. 

=  :  Ib 

130.96 

131.25 

131.31 

131.56 

131.275 

Distance   centre   pump  to 

RaufÇe 

19.8 

19.8 

198 

19.8 

19.8 

Suciion  head  in  feet 

10.7 

10. 594 

10.398 

11.005 

10.77 

Total  head  in  feet 

161.46 

161.644 

162.008 

162.365 

161.845 

Millionsof  ft.  Ibs.  per  hour. 

T025.008 

1032.6 

1032.723 

1034.995 

1031.520 

Actual  duty  from  100  Ibs. 

dry  coal  burncd,  millions 

ft.-lbs 

150.06 

140.08 

140.02 

150.07 

143.30647 

Actual  duty  from  100  Ibs. 

c<iai  burned,  millions  ft.- 

lbs 

142.7106 

133.238 

133.0827 

142.7 

135.77 

Duiy    from    1000    Ibs.  of 

steam,  millions  ft.-lbs.. 

152.45 

152.4 

152.3 

152.5 

152.44S 
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NOTE. 

Fireman  "A"  was  on  five  hours  at  beginning  and  three  hours  at  end  of 
lest.  "B"  and  "C"  each  eight  hours.  **A"  carricd  thin  fires  ;  «'B"  and 
"  C"  thtck  fires.  The  condition  of  fires  at  end  of  each  watch  was  estimated  as 
follows,  compared  wiih  conditions  at  starting  : 

First  watch,  —35  Ibs.  ;  second  watch,  iio  Ibs.;  third  watch,  150  los.; 
fourth  watch,  45  Ibs. 

Thèse  results  do  not  hâve  a  probable  error  exceeding  one  half  of  one  per 
cent.  The  last  column  gives  the  total  average  for  the  whole  run,  from  which 
no  corrections  for  excess  of  fuel  are  deducted.  During  the  entire  test  draught 
was  regulated  by  upper  damper.  « 

Water-level  in  boilers  obsenred  each  fifteen  minutes  and  reported  in  log.  At 
end  of  test  water-level  stood  with  référence  to  point  of  starting  as  foliows  :  In 
boiler  No.  i,  0.23  inch  high  ;  in  boiler  No.  2,  exact;  in  boiler  No.  3,  0.19- 
inch  high  ;  in  boiler  No.  4,  exact.  ToUl  correction  131  pounds,  which  was 
deducted  from  the  total  feed-water  to  give  the  total  water  evaporated.  This 
correction  is  about  1/8  of  one  per  cent  of  the  total  water  used. 

LOG  OF  COAL  BURNBD- 


Time. 


A.M. 

9.00 
9.05 
II. Il 
II. 15 
II.I7 
11.20 

P.  M. 
I  40 

1.43 
1.46 
1.49 
1.52 
1.55 
2.00 
2.03 


Lbs. 

Time. 

Lbs. 

Time. 

Lbs. 

Coal. 

Coal. 

Coal. 

P.  M. 

P.  M. 

1800 

2.06 

300 

9.52 

300 

600 

2.09 

♦300 

9-54 

300 

300 

5.25 

300 

9.57 

300 

300 

5.28 

300 

10.00 

300 

300 

5.30 

3CO 

10.02 

300 

*300 

5.32 

300 

10.04 

300 

300 

5.35 

300 

10.06 

300 

300 

6.00 

300 

iao9 

300 

300 

6.06 

300 

10.  II 

300 

300 

6.II 

300 

iai3 

300 

300 

6.14 

300 

10.15 

300 

300 

.8.56 

300 

10.17 

300 

300 

9.00 

»3oo 

10.19 

300 

300 

9.49 

300 

10.22 

300 

Time. 


P.  M. 

10.25 
A.M. 
330 

3-34 
3-37 
3Ô9 

4.52 
5.56 

5.59 
6.01 
6.05 
6.09 
6.12 
6.15 


Lbs. 
CoaL 


300 

300 
300 
300 
300 

*300 
300 
300 
300 
300 
300 
300 

.300 


«  Checked  toul  coal  burned  to  this  time. 
REMARKS. 

Test  roade  with  bituminous  coal,  Pocahontas  Mine,  Virginia.  Cleaned  fires 
at  end  of  run  only.  Tare  of  barrow,  105  lbs.;  weighed  back  20  lbs.  at  end  of 
test. 


Digitized  by 


Google 


APPENDIX. 


843 


TEST    FOR   MOISTURB   BY   DRYING   100   LBS.  OF   COAL  FOR  48   HOURS  IN 
TRAY    WEIGHING  86^  LES. 

Original  weight 136^  Ibs. 

Final  weight 131     '* 

Loss si  Ibs. 

Scale  correction  (—1/4  Ib.)>  moisture 5.35  per  cent 

COAL  CONSUMEO,  SUMMARY. 

A,  9  to    3,5hottrs.... 3,600  Ibs. 

B,  21010,8      *'    

C,  loto    6,  8      •' 

A,    6  to    9,  3      •'     

Average 


3,600  Ibs. 

720  Ibs 

.  per  hour 

6.300   '* 

787 

1*      Il 

6.300   " 

787 

«     << 

2,100  " 

700 

<«        «c 

761 

l«       << 

Total  coal 18.380 

Ash  and  clinker 166 


Combustible 18,114 


COAL  DRAWN  AS  BELOW. 
From 9.00  A. M.  to  11.20  A. M. 

1.40  P.M.  to  2.09  P.M. 
5.25  P.M.  to  9.00  P.M. 
9.49  P.M.  to  4.52  A.M. 
5.56  A.M.    to   6.15  A.M. 


COAL  BURNED  AS  BELOW. 

From 9.00  A.M.  to  2.00  p. m» 

"     2.00  P.M.  to  6.00  P.M. 

"      6.00  P.M.  to  10.00  P.M. 

" 10.00  P.M.  to    6.00  A.M 

"      6.00  A.M.  to    9.00  A. M. 


Scale,  on  being  tested  with  sUndard  weights,  reads  3/4  of  a  pound  too  much 
for  each  300  pounds. 

ANALYSIS  OF  SAMPLE   COAL  TAKEN  TO  SIBLEY    COLLEGE. 

Per  Cent. 

Water 3.6» 

Dry  coal  contains  H 7*66 

Fixed  carbon 9087 

Ash.. 1.47 


B.T.U.  IN  COAL  BY  THOMPSON'S  CALORIMETER. 

First  trial 14,276 

Second  trial 14,188 


Average . 


14.232 
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SIBLEY  COLLEGE  BOILER-TRIALS. 

HAMILTON    STREET   RAILWAY. 

The  boilers  tested  were  five  fire-tube  boilers,  the  dimen- 
sions of  each  being  :  Diameter  of  shell,  60";  number  of  tubes, 
74;  diameter  of  tubes,  3";  length  of  tubes,  14';  grate-area, 
16  a'. 

Readings  were  taken  every  ten  minutes  of  boiler-pressure, 
room-temperature,  and  feed-vvater  température,  and  readings 
for  the  détermination  of  furnace-temperature  and  flue-tem- 
perature  at  intervais  of  two  hours.  A  throttling-calorimctcr 
was  used,  which  was  inserted  in  the  steam-pipes  leading  to 
engîne  No.  2,  about  2'  from  the  main  steam-pipe.  The 
method  by  which  the  feed-water  was  measured  is  as  follows  : 
The  two  feed-pumps,  only  one  of  which  is  generally  used, 
were  put  in  opération.  One  was  employed  to  pump  the 
water  from  the  hot-weil  into  a  barrel  through  a  nozzle,  a 
pressure-gauge  being  placed  in  the  pipe  just  above  the  nozzle. 
The  other  pump  was  employed  to  pump  from  the  barrel  into 
the  boilers.  As  there  was  considérable  variation  in  the  press 
ure,  the  pressure-gauge  was  not  read  at  regular  intervais,  but 
the  time  and  pressure  were  noted  at  every  change.  The  coal 
used  was  a  mixture  of  about  equal  parts  of  Pittsburg  slack 
and  Scranton  screenings»  a  chemical  analysis  of  which  is  given 
below  : 


ANALYSIS. 

Kind  of  Coal. 

Scranton  Screenings. 

Piusburg  Slack. 

Moisture, 

9.5  per  cent. 

•    4.1  per  cent 

Volatile  matter, 

6.3    " 

40.4   "       " 

Fixed  Carbon, 

75.5    "       " 

42.2    "       " 

Ash, 

8.8    "       "* 

13.3    "       " 

The  averages  of  the  différent  readings  were  used  in  obtain- 
ing  the  foUowing  results  : 

BOILER-TEST. 

Duration  of  trial hours  12 

Grate-surface sq.  ft.  80 
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PRICSSURE. 

Barometer....< pounds  14.S1 

Steam-gauge ••  104.7 

Absoluie  steam-pressnre .  .w' •*  119.51 

TEMPERATURE. 

Boiler-rovjm degrecs  F.  47 

Flue ••       "  3S7 

Furnace **       *'  ]6<^9 

Feed-water *•       "  109.5 

Sicain  (calorimctcr) ••       *•  251 

FUEL. 

Total  coal  consumed pounds  •<  ^^^        ' 

^  <  9794  P. S. 

Moisture  in  coal percent-1  '  *    ' 

^         \  4.1  P.s. 

Dry  coal  consumed pounds  17S63 

Total  refuse,  dry. ••  2810 

Total  refuse,  dry per  cent  14. 15 

Total  combustible pounds  15053 

FUEL  PBR   HOUR. 

Dry  coal  per  hour pounds  1488 

Combustible  per  hour *•  1254 

Dry  coal  per  «q   ft.  of  grate ••  i8.6 

Combusiible  per  sq.  ft.  of  grate •*  15.6 

Quality  of  steam  per  cent  97..S7 

Superheat  in  calorimeter . .  degrees  F.  38.5 

Total  weight  of  water  used.. pounds  141533 

Total  evaporatcd  dry  steam <...      "  138093 

Factor  of  évaporai  ion 1. 1  c 

Total,  from  and  at  212° pounds  158S07 

WATER   PER    HOUR. 

Amount  used pounds  ii794 

Evaporated  dry  steam **  1150S 

Evaporated  from  and  at  212** *'  1323^ 

Per  Pound  of  Fuel, 

Actual pounds  7.39 

Equivalent  from  and  at  212'' **  8.29 

EVAPORATION. 
Per  Pound  of  Combustible, 

Actual pounds  9.4 

Equivalent  from  and  at  212** •'  10.5 
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Front  KX^i"*  F,to  104.7*  ^^J-  h  Gauge, 

Per  pound  of  fuel pouiids  7.21 

Per  pound  of  combustible •*  8.61 

Ptr  Sq,  Ft,  of  GraU  per  Hour. 

Aclual pounds  147.4 

Equivalent  from  and  at  212** •*  165.4 

Horse-power  (on  basis  of  34^  pounds  équivalent  evaporation  per 

hour) 383.6 

Heai  generaied  per  hour B.T:U.       13522375 

Heat  absorbed  per  hour B.T.U.       12754039 

Efficiency  of  boiler per  cent  94.3 

EflSciency  of  furnace , 62.94 

Wcight  of  water  in  coal , pounds  1280 

Weight  of  Carbon  required  to  evap ••  qç.^ 

Weight  of  coal  required  to  evap *«  171 

Weight  of  coal  required  to  evap.  per  year  of  312  days  of  18  hrs. 

each pounds  79028 

During  a  séries  of  trials  directed  by  Engineer-in-Chief  B. 
F.  Isherwood,  U.  S.  N.,  1863,  two  experiments,  each  of  72 
hours,  were  made  to  détermine  the  effect  of  covering  the 
boiler  with  felt.  They*"àrè  described  in  his  "  Expérimental 
Researches,*'  Vol.  II.  The  boiler  was  of  the  locomotive  type, 
with  5.3066  square  feet  of  grate-surface,  22.1  cubic  feet  of 
water-space,  12.2  cubic  feet  of  steam-space,  The  boiler  stood 
in  an  open  shed. 

**  The  number  of  pounds  of  water  evaporated  per  hour  dur- 
îng  the  experiment  with  the  boiler  not  covered  with  felt  was 
/49504.640  ^  \  687  565  .  ^^^  as  we  hâve  seen  that  the  addi- 
tion of  felt  effected  a  saving  of  22.05  P^^  centum  of  this  quan- 
tîty,  we  hâve  (687.565  X  0.2205  =  )  151.608  pounds  of  steam 
condensed  per  hour  by  its  omission.  The  external  surface  of 
the  boiler  from  whYch  heat  was  radiated  was  94.09  square  feet, 

consequently  [1^ =  ]  1.6113  pounds  of  steam  were  con- 
densed per  hour  per  square  foot  of  unfelted  surface.  The  tem- 
pérature of  the  water  and  steam  withîn  was  267**  Fahr.,  and  of 
the  external  atmosphère  53.5*'.  The  thickness  of  the  boîler- 
plate  was  one  quarter  inch."  See  Steam-boilers,  W.  H.  Shock^ 
pp.  63,  64- 
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ECONOMY  OF  FELT  COVERINGS  ON  BOILBRS.   (Ishrrwood.) 

Number  of  Fahrenheit  units  of  beat  losl  per 

-,, ,  ,  •     •     u         /  *i.  hour  per  sq.   fool  of    boiler-plate   iron, 

Thickness  m  inches  of  the  cow-  ^,.  y.    ,/;.  .    ^^  ^.er,.^  ir  h;»-.,-»^! 

»,«;,  4^u  ^r,  .K.  «;,  ^\A^  ^f  «t.4>  5/'o  incn  thick,  per  degree  r.  dinerence 

nair  lelt  on  ine  air  side  01  ine  zj,  ,«^«^^„»..,^  kI».„«^«  #k«»  «/  .k^  .«^^^ 

1^.,        1  f    •    rt  o*  température  between  tnal  of  tne  steam 

Doiierpiaie  iron.  ^^  ^^^  ^^^  ^^  ^j^^  ^ç^,  ^^  ^^^^  ^^  ^^^ 

air  upon  the  opposite  side. 

Naked 2.9330672000 

0,25 1.0540710250 

0.50 0.5728646875 

0.75 0.4124625750 

i.oo 0.30705.54725 

1.25 0.2746387609 

1.50 a2507097i7i 

XIX. 

(Page  519.) 
PRIMING  TESTS. 
At  a  récent  meeting  of  the  Institution  of  Engineers  and 
Shipbuilders  of  Scotland,  Mr.  Strohmeyer  explained  the 
method  of  testing  the  amount  of  moisture  in  steam,  devised  by 
C.  J.  Wilson  of  London.  The  principle,  which  is  more  partic- 
ularly  applicable  to  marine  engines,  consists  in  comparing  the 
saltness  of  the  steam  with  that  of  the  water  in  the  boiler.  The 
test  is  carried  out  by  means  of  nitrate  of  silver,  and  the  reac- 
tion is  so  délicate  that  with  only  one  per  cent  of  sait  in  the 
boiler,  one  per  cent  of  priming  water  can  be  accurately  deter- 
mined  to  the  second  décimal.  The  process  is  as  foUows  :  To 
one  part  of  sait  boiler  water  there  is  added  100  parts  of  pure 
condensed  water,  and  into  this  there  is  poured  a  small  quan- 
tity  of  concentrated  solution  of  yellow  chromate  of  potash. 
Then  a  nitrate  of  silver  solution  containing  about  one-tenth 
per  cent  of  this  sait  is  slowly  added.  With  each  drop  the  sait 
water  turns  locally  orange  red,  but  thiscolor  disappears  at  first  ; 
later  on,  when  ail  the  sait  has  been  acted  on,  the  whole  fluid 
changes  color  from  pale  yellow  to  orange.  The  quantity  of 
nitrate  solution  is  noted,  and  then  the  experiment  is  repeated 
on  the  condensed  steam  from  the  engine,  undiluted  with  dis- 
tilled  water.  The  ratio  of  the  quantities  of  nitrate  of  silver 
solution  used  in  the  two  tests  expresses  the  amount  of  priming 
in  per  cent. 
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XX. 


(Page  527.) 

Heîsler's  Throttling  Calorimeter.— Thîs  instrument  dif- 
fers  from  Peabody's  principally  în  sîze  and  form.  It  is  shown 
complète  and  ready  for  use  in  Fig.  234,  and  full  size  in  the 
sectional  view,  Fig.  235. 


Fio.  254. — Hkisi.kr's  Throttling  Calorimeter. 

The  chîef  différence  between  this  and  Peabody's  calorim* 
cter  is  în  the  use  of  a  standard  orifice  placed  between  two 
non-conducting  washers.  The  steam  is  throttled  in  passing 
through  thîs  orifice,  and  reduced  to  a  low  pressure  în  the  calo- 
rimeter. The  form,  as  shown  in  Fig.  235,  it  îs  claimed,  is  such 
as  to  bring  the  steam  întimately  in  contact  with  the  thermom- 
eter-tube  in  îts  passage  through  the  calorimeter. 

The  instrument,  as  shown  in  Fig.  234,  is  connected  to  an 
attached  mercury-manometer  which  is  used  for  measuring  the 
pressure  in  the  calorimeter. 
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FiG.  a35.^-HEisLER*s  Càlorimetkr.    (Section;  Full  Sizb.) 
Throttlîng  Calorîmeter  of  Pipe-fittings. — A  very  sat- 
isfactory  calorîmeter  can  be  made  of  pipe-fittings,  as  shown 


FiG.  236.— Throttlîng  Calorîmeter  of  Pipe-fittings. 
fn  Fîg.  236.     Connection    is   made  to   the  main  steam-pîpe, 
as  explained   already   elsewhere.     The    calorîmeter  is  made 
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of  î-inch  fittings  arranged  as  shown  ;  the  steam-pipe  W^is  of 
i-inch  pipe,  and  the  throttling  orifice  is  made  by  screwîng  on  a 
cap,  in  which  is  drilled  a  hcle  ^  or  y^  inch  in  diameter. 

A  thermometer-cup,  elsewhere  shown,  is  screwed  into  the 
top,  and  an  air-cock  inserted  opposite  the  supply  of  steam.  A 
manometer,  B^  for  measuring  the  pressure  is  attachée  by  a 
pièce  of  rubber  tubing  as  shown.  The  exhaust  steam  is  dis- 
charged  at  E.  The  back-pressure  on  the  calorimeter  can  be 
increased  any  desired  amount  by  a  valve  on  the  exhaust-pîpe  ; 
when  no  valve  is  used  the  pressure  is  so  nearly  atmospheric 
that  a  manometer  is  seldom  required. 

Method  of  finding  Normal  Température  in  the  Calor- 
imeter.— It  is  essential  to  know  the  normal  température 
within  the  calorimeter  ;  this  will  vary  with  the  pressure  on  the 
calorimeter,  which  pressure  is  equal  to  the  barometer-readîng 
plus  the  manometer-reading. 

The  foUowing  table  gîves  the  normal  température  corro* 
TABLE  OF   BOILING-POINTS. 


Normal 

Total  Pressure 

Normal 

Total  Pressure 

Température. 

CD  Calorimeter. 

Température. 

on  Calorimeter. 

De^eesF. 

Inchea  Hg. 

DegreesF. 

Inches  Hg. 

209.5 

28.466 

.7 

.744 

.6 

•523 

.8 

.803 

.7 

.580 

•9 

,863 

.8 

.637 

212.0 

.922 

.9 

.695 

.1 

.982 

2ZO.O 

.752 

.2 

30.041 

•  t 

.810 

.3 

.101 

.3 

.867 

.4 

.i6z 

•3 

.925 

'5 

.221 

.4 

.983 

.6 

.281 

.5 

29.041 

•7 

.341 

.6 

.099 

.8 

.401 

•7 

.157 

•9 

.462 

.8 

.215 

213.0 

.522 

•9 

.274 

.8 

31.004 

311. 0 

.332 

214.0 

.107 

.1 

.391 

215.0 

.692 

.3 

.449 

216.0 

32.277 

.3 

.508 

217.0 

.862 

.4 

'IH 

218.0 

33.447 

.5 

.626 

219.0 

34.032 

.6 

.685 

220.0 

.617 

Différence  1°  F  =  0.585  inch.      Différence  z  inch  s  z*.7ogb 
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spondîng  to  various  absolute  pressures  nearly  atmospheriç,  ex- 
pressed  in  înches  of  mercury: 

In  the  use  of  the  instrument  the  total  pressure  in  the 
calorîmeter  is  to  be  taken  as  the  sunv^tbe  barometer-reading 
and  the  attached  manometer.  The  degree  of  superheat  of  the 
steam  in  the  calorîmeter  îs  the  différence  between  the  tempéra- 
ture as  shown  by  the  pressure  and  that  shown  by  the  inserted 
thermometer. 

Graphical  Solution  for  Throttling-Calorimeter  Déter- 
minations.— In  the  practical  use  of  this  instrument  it  is 
customary  to  exhaust  at  atmospheriç  pressure,  so  that  the 
normal  température  in  the  calorîmeter  is  the  boiling-point  at 
atmospheriç  pressure,  and  A^  is  1 146.6  ;  in  which  case  formula 
^i  i)  becomes 

1 146.6  +  048(7;  —  212)  —  g 
^""  r 


_  1146.6  —  y  ,  0.48(7,  —  212) 


If  în  thîs  form  we  suppose  the  steam-pressure  constant,  and 

the  degree  of  superheat  and  quality  of  steam  alone  to  vary, 

T  and  ç  will  both  be  constant,  and  we  shall  hâve  the  équation 

1 146.6  —  û 
of  a  rîght  Une,  in  which is  the  distance  above  the 

origîn  that  the  Une  cuts  the  axis  of  ordinates,  and  0.48  -r-  r  îs 
the  tangent  of  the  angle  that  the  Une  makes  with  the  axis  of 
abscissx.  Drawing  Unes  corresponding  to  the  différent  gauge 
or  absolute  pressures,  a  chart  may  be  formed  from  which  the 
values  of  x  may  be  obtained  without  calculation. 

Using  degrees  of  superheat  in  the  calorîmeter  as  abscîssae 
and  absolute  steam-pressure  as  ordinates,  and  drawing  Unes 
corresponding  to  various  percentages  of  moisture,  we  hâve  a 
diagram  shown  in  Fig.  237,  from  whîch  the  results  of  observa- 
tions made  wîth  the  throttling  calorîmeter  may  be  taken  at 
once  without  further  calculation« 
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FiG.  237. — Diagilam  giving  Rf.sui  rs  from  Throttung  Calorimeter 

./ITHOUr   COMPUTATION. 
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Use  of  the  Diagram. — To  find  the  percentage  of  moîsture  în 
the  steam  from  the  diagram,  pass  in  a  horizontal  direction  along 
the  base-line  until  you  arrive  at  the  number  corresponding  to 
the  degree  of  superheat  in  the  calorimeter;  then  pass  in  a  ver- 
tical direction  until  you  reach  the  required  absolute  pressure 
of  steam.  The  position  with  référence  to  the  curved  lines 
shows  at  once  the  percentage  of  moisture,  and  can  be  read 
easily  to  one  tenth  of  one  per  cent.  Thus,  for  example,  sup. 
pose  that  we  hâve  the  foUowing  readings:  Barometer,  29.8 
inches;  attached  manometer,  1.5  inches — making  a  total  press- 
ure  in  the  calorimeter  of  31.3  inches,  corresponding  to  a  tem- 
pérature of  214^.27  Fahr.  Steam-gauge,  80  pounds;  absolute 
pressure,  94.7  pounds;  thermometer-reading  în  calorimeter, 
254**  Fahr.  From  which  the  degree  of  superheat  îs  found  to 
be  254°  —  2i4°.27  =  39'*-73- 

FoUowing  the  directions  as  given,  the  percentage  of  moîst- 
ure  îs  seen  from  the  diagram  to  be  1.66  per  cent.  The  quality 
would  be  i.oo  —  1.66  =  98.34  per  cent.  While  the  diagram  is 
especîally  computed  for  déterminations  when  the  pressure  in 
the  calorimeter  is  atmospheric  or  but  slightly  above,  it  will  be 
found  to  give  quîte  accurate  results  when  the  calorimeter  îs 
under  pressure,  by  considering  that  the  ordinates  represent  the 
différence  of  pressures  on  the  steam  and  în  the  calorimeter. 
Thus  where  the  steam-pressure  is  80  pounds,  calorimeter  pres- 
sure 8  pounds,  degree  of  superheat  274.2  —  233.  i  =  41. i  ; 
resulting  quality  by  calculation  99.1,  indicating  0.9  per  cent  of 
moisture.  Using  différence  of  pressure  80  —  8  =  72  as  ordî- 
nate,  and  41. i  as  abscissa,  we  find  from  the  chart  that  the  per- 
centage of  moisture  is  0.92  ,•  from  which 

X  =  99,08. 

Limits  of  the  Throttling  Calorimeter.  —  To  deter- 
mine  the  amount  of  moisture  that  can  be  evaporated  by 
throttling,  make  7",  =  Tc\  then 

;r  =  (A,  —  y)  -4-  r. 

The  amount  of  moisture  that  can  be  determined  by  the 
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throttling  calorimeter  în  expanding  from  the  given  pressure 
to  atmospherîc,  as  computed  by  substituting  in  the  formula, 
is  as  follows  : 

LIMITS  OF  THE  THROTTLING  CALORIMETER. 


Pressure,  poands  per  square  in. 

Maximum  per 
cent  of  prim- 

Quality  of  the 
steam,  per  cent. 

AlMolute. 

Gauge. 

300 
350 
300 

175 
150 

125 
100 

75 
50 

285.3 
235.3 
185.3 
160.3 

135.3 
I10.3 

85.3 
60.3 
35.3 

07.7 
7.0 
6.1 
5.8 

4.6 
4.0 
3.2 
2.3 

92.3 
93.0 

93.9 
94.2 
94.8 
95.4 
96.0 
96.8 
97.7 

By  reducîng  the  pressure  below  the  atmosphère,  the  Hmîts 
fA  the  instrument  may  be  somewhat  increased. 

Directions  for  Use  of  Throttling  Calorimeter.  — 
Apparatus. — Steam-thermometer  ;  pressure-gauge  ;  manometer 
for  measurîng  pressure  in  calorimeter  în  înches  of  mercury. 

1.  Attach  the  calorimeter  to  a  perforated  pipe  extendîng 
well  into  the  main  steam-pipe  to  secure  a  fair  sample  of  steam. 
Calibrate  ail  the  apparatus. 

2.  Fill  thermometer-cup  wîth  cylînder-oîl,  having  fîrst  care* 
fully  removed  any  moisture  from  the  cup.  Place  thermometer 
in  the  cup,  and  after  it  has  reached  its  maximum  commence 
to  take  observations. 

3.  Read  steam-pressure,  attached  manometer,  and  tempera» 
ture  at  fréquent  intervais. 

4.  Compute  the  quality  of  the  steam  for  each  observation. 
Forms  for  Throttling-Calorimeter  Déterminations. 

Primîng  tests  of ^ 

Madcby [[[ 

at ,    N.Y., 

with Throttling  Calorimeter. 

fiarometer-reading,  •••••• inches.        Steam  uscd  dnring  nin . ,  ^  ^ . , , , ,  |^ 


.X89...» 
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1 

Number 

X 

a 

3 

4 

5 

6 

7 

8 

9 

1 

3 

il 

m 

tx 

Ç 

to 

P 

o.48(/-n 

ÀO 

r 
1  —  jr 

X 

D 

Time    

1 

Steam-pressure»        main 
pipe 

% 

Manometer  readloflr  calo- 
rim^rter 

H- 

Observed      température 

ralnrîfneLer 

Normal  température    in 
calorlmeter 

•< 

Il       II 

Absolute      pressure     in 

^ 

ti      S 

Total  hcat.  oressure  m.  . . 

ofateai 
1  superh 

Latent  beat  for  pressure 
p  

Per  cent    of    entrained 
^ater ... 

... 

,&    S 

niialitv  of  Btemn 





AVERAGE  RESULTS  OF  CALORIMETER  TEST. 

Date 

Duratiofi  of  test ™>o- 

Barometer in.;     1*».  pcr  sq.  in. 

Boilcr-pressure  by  gauge 

absolute **        ** 

Calorimeter-prcssure  by  gauge '•        •• 

«•  «*       absolute **        •• 

Calorîmeter-tempcrature C;     F. 

Percent  of  moisture  in  steam •••• 

Signed 

The  Separator  Calorimeten  —  The  separator  calorim- 
cter,  as  designed  by  the  author,  consists  of  a  chainber  A  înto 
which  leads  the  steam-pîpe  55,  Fig.  238,  perforated  în  îts 
lower  portion  wîth  a  large  number  of  holes,  each  \  înch  în 
diameter.  From  the  top  of  the  cbamber  an  exhaust-pîpe  S  is 
connected,  across  which  extends  a  diaphram  with  a  centre 
orifice  O^  -^  inch  în  diameter. 

In  the  use  of  the  instrument  steam  îs  supplied  at  5,  the . 
water  is  deposited  in  the  chamber -^,  and  dry  steam  escapes 
through  the  orifice  at  O.     A  steam-gauge  can  be  attached  at 
G  if  desired,  but  neither  gauge-readings  nor  températures  are 
required. 
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The  later  forms  of  the  instrument  consist  of  two  chambers, 
each  made  as  shown  in  Fig.  238,  the  instrument  being  so  con- 
structed  that  the  exhaust  S  from  the  first  chamber  is  made  ta 


i^ 


Fig.  23a— The  Separator  Calorimetkr. 
supply  the  steam  for  the  second  chamber;  but  one  orifice  îs 
used,  and  that  îs  placed  in  the  discharge  from  the  second 
chamber.     In  this  case  perfectly  dry  steam  wîll  be  receîved  in 
the  second  chamber,  and  any  moisture  deposited  there  will  be 
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due  to  radiation-loss.  Since  the  chambers  are  of  the  same  size, 
thîs  quantity  is  to  be  used  as  a  correction  to  the  amount  de- 
posited  in  the  first  chamber. 

The  later  forms  of  the  instrument  are  provîded  with  a 
graduated  scale  for  determining  the  weight  of  water  deposited 
in  each  chamber,  an  arrangement  not  shown  in  Fig,  238. 

The  accuracy  of  this  instrument  dépends  on  the  complete- 
ness  of  the  séparation  of  the  water  from  the  steam,  and  on 
the  condition  that  the  exhaust  steam  is  in  each  case  dry  and 
saturated. 

To  détermine  thîs  a  séries  of  tests  were  conducted  for  the 
author  by  Messrs.  Brill  and  Meeker  with  steam  of  varying 
degrees  of  quality.  The  range  in  moisture  was  from  33  to  i 
per  cent,  yet  in  every  case  the  throttling  calorimeter  attached 
to  the  exhaust  gave  dry  steam  within  limits  of  error  of  obser- 
vatk)n.  The  foUowing  were  the  results  of  this  examination  : 
SEPARATING  CALORIMETER. 


Observations  on  Bntering  Steam. 

Steam  from  Calorimeter  by 

Throttlins:  Calorimeter. 

T 

P 

W 

tv 

X 

t 

X 

No.of 
Obser. 
vations 

Calori. 
neter. 

Duration 
Run, 

Gauee 
Pressure, 

Pounds 

Separated 

Water  in 

Run. 

Pounds 

Condenaed 

Steam  in 

Run. 

Quality 
Meam, 

Temp.  in 
Calori- 

Quality 
Steam  in 

minutes. 

pounds. 

per  cent. 

meter. 

Exhaust. 

^i 

25 

81.5 

I.15 

4-45 

79.46 

281 

99.95 

6 

B 

25 

78.2 

0.15 

5.20 

97.2 

281.3 

100.00 

6 

A 

25 

80.8 

0.525 

4.25 

89.005 

286.5 

100.00 

6 

B 

25 

79-5 

0.150 

4.75 

96.94 

281.8 

99.95 

6 

A 

25 

78.5 

0.300 

5.000 

94-34 

282.8 

100.00 

B 

25 

77.6 

.150 

5.45 

97.32 

282.3 

100.00 

A 

24 

79.5 

1.8 

4-55 

71.65 

280.1 

99.94 

B 

24 

78.5 

1.4 

4.90 

11^11 

279.5 

99.9 

A 

20 

83.5 

1.15 

4.1 

77.67 

286.5 

100.00 

B 

20 

81.6 

1.70 

4.75 

73.64 

282.7 

99.98 

20 

74.8 

0.65 

3.95 

85.87 

283.7 

100.05 

20 

82.0 

0.85 

3.95 

82.29 

286.8 

100.05 

20 

82.6 

0.35 

4.15 

92.22 

285.6 

100. 0 

20 

81.5 

0.20 

3.95 

95.15 

285.2 

100.05 

A 

20 

81.4 

2.20 

4.325 

66.28 

283.  ï 

lOO.O 

B 

20 

80.3 

0.30 

4.55 

93.81 

282.8 

lOO.O 

A 

20 

82.0 

0.20 

4.65 

95.8 

282.8 

99.98 

b\ 

20 

81. X 

0.20 

4.40 

95.7 

284.0 

100. 0 

Ave  râpe  nf  tS  t 

riais,  invc 

>Iring  98 

observati 

ons 

99.998 

0-  "-  --  - 

. 
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Forctiula  for    Use  of  the    Separating:  Calorimeter. — 

Let  w  equal  the  weight  of  dry  steam  discharged  at  the  exhaust- 
orifice,  W  the  water  drawn  from  the  separator,  R  the  water 
thrown  down  during  the  run  by  radiation.  Then  the  quality 
of  the  steam  is 


the  amount  of  moîsture, 

I  —  ;r  = 


W--R 


The  radiation-loss  can  be  determined  by  usîng  steam  of 
known  quality  as  determined  by  the  throttling  calorimeter,  or 
better  still  by  arranging  two  separating  calorimeters  of  exactly 
the  same  size  in  séries,  so  that  the  steam  exhausted  from  the 
first  is  used  as  supply  in  the  second.  As  the  second  receives 
perfectly  dry  steam,  the  water  deposited  is  due  to  radiation- 
loss,  and  the  weight  of  water  obtained  from  this  calorimeter  is 
the  value  of  R  to  be  substituted  in  the  above  formula. 

The  Limits  of  the  Instrument. — The  instrument  will  give 
correct  déterminations  for  any  amount  of  moîsture,  and  for  any 
degree  of  superheat,  less  than  the  radiation-loss^  For  small 
amounts  of  moisture  a  very  exact  détermination  of  R  is  neces- 
sary.  The  limit  of  accuracy  with  careful  handling  is  less  than 
one-fourth  of  one  per  cent. 

General  Method  of  Using. — In  the  use  of  the  .instru- 
ment  it  has  been  the  usual  practice  of  the  author  to  lead  a 
hose  from  the  exhaust  to  a  condensing  vessel,  and  condense 
the  exhaust-steam  for  a  run  of  one-half  or  one  hour  in  length* 
This  is  readily  done,  since  with  80  Ibs.  steam-pressure  the 
weight  of  dry  steam  discharged  will  not  be  much  in  excess  of 
12  Ibs.,  and  will  require  a  condensing  vessel  containing  only 
about  200  Ibs.  of  cold  waten  The  water  in  the  calorimeter 
may  be  drawn  off  during  the  run  so  as  to  keep  it  at  about  the 
same  level,  by  setting  the  cock  so  as  to  drîp  slightly  ;  this  water 
may  be  discharged  directly  into  a  glass  flask  through  the  cock 
Wi  and  will  in  gênerai  be  sufficîently  cool  to  prevent  any  loss 
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by  vaporîzatîon.  When  the  instruments  are  provîded  wîth 
grsfduated  scales  the  weight  of  the  water  deposited  can  be  read 
directly,  and  may  be  drawn  off  at  the  end  of  the  run. 

In  case  it  is  net  convenient  to  condense  the  steani,  a  press- 
ure-gauge  may  be  attached  to  the  calorimeter,  the  area  of  the 
orifice  of  discharge  accurately  measured,  and  the  discharge 
may  be  computed  by  Napier's  rule  as  foUows:  (see  Article  231, 
page  274,  Carpenter.) 

Flow  in  pounds  )      absolute  pressure  X  area  in  square  inches 
per  second     )  ""  70 

The  error  by  the  use  of  this  rule  was  shown  by  Prof.  Peabody 
not  to  exceed  one  or  two  per  cent.  A  table  calculated  by 
Napier*s  rule  is  given  in  the  Appendix  (Carpenter). 

Example, — The  following  is  an  actual  case  of  sîmultaneous 
déterminations  of  the  quality  of  samples  of  steam  from  the  same 
pipe  with  a  separating  and  a  throttling  calorimeter. 


Steam 

Pressure- 

gauge. 

• 

Separating  Calorimeter. 

Throttling 
Calorimeter. 

Dura- 
tionof 
Run. 

Weight  of 

Steam 

durin^ 

Run,  16s. 

Weight  of 

Entrained 

Water. 

Total 

Weight  of 

Steam. 

Radiation- 
losflby 

Condensa- 
tion, Ibs. 

W-R 

Tempéra- 
ture in 
Calori- 
meter. 

Per 

cent  of 

Moist- 

ure. 

min. 

P 

w 

W 

W^w 

R 

X  —  jr 

I  — -r 

20 
20 
20 

11 

81.5 

83.0 

4.65 
4.85 
4.70 

0.1406 

0.14859 
0.15062 

4.79 
5.00 

4.85 

.053 
.053 
.048 

1.8 
1.9 
2.1 

247.4 
248.0 
246.0 

1.8 
1.9 
2.1 

Per  hou 

f, ,, 

.051 
.1506 

Spécial  Directions. — i.  Apparatus. — Calorimeter  ;  steam- 
gauge. 

2.  Attach  to  steam-pipe  so  as  to  secure  a  fair  sample  of 
steam.  Attach  hose  to  exhaust-opening  so  that  ît  can  be  led 
to  a  vessel  of  water  and  condensed.  Attach  rubber  tube  to 
bottom  of  separator  so  that  water  can  be  drawn  off  and 
weighed. 
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3.  Start  steam  flowîng  through  the  calorîmeter,  and  after 
ît  lias  attained  uniform  conditions  arrange  valve  to  discharge 
water  so  that  it  will  maintain  constant  level  in  the  water-gauge. 
At  the  same  instant  commence  to  condense  steam  from  the 
exhaust,  and  to  save  water  discharged  from  the  calorimeter. 
At  end  of.run  hâve  water  in  gauge-glass  same  height  as  at  be- 
ginning.  In  case  ît  îs  not  convenient  to  condense  and  weigh 
the  steam,  attach  a  steam-gauge  and  calculate  the  flovv  by 
Napier's  rule,  but  carefully  measure  the  area  of  discharge-ori- 
fice before  each  experiment. 

4.  Measure  the  steam  condensed  by  radiation,  by  arrang- 
ing  two  separating  calorimeters  in  séries,  and  find  its  weight  R. 

5.  Calculate  the  quality  as  explained, 

Form  for  Separator-Calorimeter  Experiment. 

MECHANICAL  LABORATORY.  SIBLEY  COLLEGE,  CORNELL 

UNIVERSITY. 

pRiMiNG  Test  with  Separator  Calorimeter. 

Made  by 189. . 

Test  of Steam » 

at N.  Y. 


No.  of 
Run. 

Dura- 
tion  of 
Run. 

GauRe 
Pressure. 

Absolute 
Pressure. 

Weight  of 
Exhausi. 

Weight 
Water. 

Total 

Weighi  of 

Steam. 

RadU- 
tJon- 
loss. 

Mois- 
ture. 

î 

C3I 

min. 

Ibs. 

P 
Ibs. 

Ibs. 

Ibs. 

Ibs. 

R 
Ibs. 

T-jir 

perct. 

X 

perct. 

I 
2 
3 
4 
5 
6 

7 

8 

9 
10 

(The  preceding  descriptions  of  apparatus  of  steam-calorimetry 
are  abstracted  from  Carpenter's  "  Expérimental  Engineering," 
•which  see.) 


Digitized  by 


Google 


APPENDJX. 


86l 


The  quality  of  steam  supplied  îs  improved  by  the  intro- 
duction of  a  "  Separator  "  into  the  steam-pipe.  This  has  many 
f orms,  of  which  one  of  the  best  ktiowfv-  devised  by  an  early 
inventor  in  this  comparatively  récent  method  of  insurance 
against  wet  steam  and  dangers  to  the  engine  is  hère  shown. 


FiG.  239.— Stkatton 
Separator. 


FiG.  240.— Later  Form  of  Séparât* 

ING   CaLORIMETER. 


Any  enlargement  of  the  pipe,  any  chamber  of  sufficient  volunne 
in  which  the  current  can  slow  down  and  precipitate  water  and 
having  provision  for  its  regular  and  complète  removal  is  a 
good  "  Separator." 

The  "dry-pipe"  of  the  boiler,  and  the  steam-dome  or 
drum,  serves  this  purpose.  It  is.  however,  désirable  that  the 
separator  shouid  be  placed  as  near  the  engine  as  possible 
to  catch  water  produced  by  escape  of  beat  from  the  steam- 
pipe.  Fig.  241  is  a  good  form  of  combined  drum  and  super- 
heater,  devised  by  Mr.  W.  H.  Bryàn,  which  may  be  taken  as  a 
good  illustration  of  a  section  of  this  type  of  separator. 
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Fig.  242  shows  such  an  arrangement  as  L^plîed  to  a  récent 
"  high-speed,"  I2CX)  H.P.  engine  driving.  dynamo-electric 
machinery.* 


Fio.  341. — Separating  Steam-drum.    (Bryan.) 
XXL 

(Page  535.) 
WILSON'S  GAS-ANALYSIS  APPARATUS. 

A.  Apparatus  Employed  for  the  Gas  Analysis.^The  whole 

apparatus  being  filled  with  mercury,  the  gas  is  introduced  înto 
the  eudîometer  a  and  its  volume  measured.  The  stopcock  b 
and  the  three-way  cock  c  are  then  opçned,  and  the  gas  passes 
over  into  the  laboratory  vessel  d,  followed  by  some  mercury  to 
drive  ail  the  gas  out  of  the  capillary  tube.  The  reagent  îs  then 
poured  înto  the  cup  e,  and  admîtted  to  the  laboratory  vessel 
by  the  three-way  cock.  When  the  absorption  is  complète» 
the  mercury  bottle  is  placed  on,  the  upper  shelf  and  the  cocks 
being  opened  the  gas  passes  back  into  the  eudiometen    Wben 

*  Scientific  Mackinist,  Hakïi  15,  1896,  . 
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the  reagent  rises  to  c  the  three-way  cock  îs  turned  to  communî- 
cate  with  the  cup  so  that  the  reagent  passes  into  it.  Some 
*  mercury  is  then  driven  over  into 

the  eudiometer  to  clear  the  gas 
from  the  capillary  tube,  and  the 
volume  is  again  read. 

The  two  ends  of  the  capillary 
tubes  at  /are  made  f unnel-shaped, 
and  connected  by  a  thîck  india- 
rubber  tube.  By  lowering  the 
eudiometer  a  little  when  the  gas  is 
passed  from  a  to  d^  and  raising  it 
for  the  passage  in  the  opposite 
direction,  the  whole  of  the  gas  is 
driven  out  of  the  tube. 

B.  One  of  the  Tubes  used 

for  Taking  Samples  of  Gas.— 

The    sampler,    completely    fiUed 

with  mercury,  is  connected  with 

the  gas  to  be  taken  by  means  of 

^-  ,  '  '  'fZ     an   india-rubber  tube  (previously 

FiG.  243.— Apparatus  for  Gas  aspirated  if  necessary).   Thevessel 

Analysis.  is  x\^^i^   inclined   so  as   to   allow 

mercurj^  to  flow  out  of  the  opposite  tube  until  only  enough 

remains  to  seal  up  the  sample. 

In  a  séries  of  studies  in  the  Sibley  Collège  Laboratories  of 
the  composition  and  value  of  the  constîtuents  of  the  smokeand 
soot  discharged  from  furnaces  burning  bituminous  coals  it  was 
found  that  their  heat-producing  values  ranged  from  about  5000 
B.T.U.  per  pound  to  13,700,  and  the  content  in  carbon  varied 
from  25  to  45  per  cent.  Hydrocarbon  appeared  in  quantity 
rangîng  from  10  to  nearly  40  per  cent.  Under  particularly 
favorable  conditions  for  the  production  of  very  heavy  smoke 
only  about  0.7  per  cent  of  the  weight  of  the  fuel  was  présent 
in  the  smoke.  It  is  well  understood  that  smoke-prevention  is 
not  in  itself  a  source  of  important  economy.* 

*  Sibley  Journal  of  Engineering,  May,  1895,  p.  338. 
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The  weîght  of  the  anthracite  of  Pennsylvanîa  is  reported  to 
the  author  as  40  cubic  feet  per  ton  of  2000  Ibs. 

XXII. 

(Page  556.) 

CAUSES  OF  EXPLOSIONS.* 

According  to  the  Locomotive  :  **  The  followîng  table  shows 
that  our  inspectors  hâve  made  nearly  a  million  visits  of  inspec- 
tion, and  that  they  hâve  made  nearly  two  million  inspections, 
of  which  more  than  three  quarters  of  a  million  were  complète 
internai  inspections.  The  hydrostatic  test  has  been  applied  in 
over  a  hundred  thousand  cases.  Of  defects,  nearly  a  million 
and  a  half  hâve  been  discovered  and  pointed  out  to  the  owners 
of  the  boilers  ;  and  more  than  one  hundred  and  eighty  thousand 
of  thèse  defects  were,  in  our  opinion,  dangerous.  Nearly  ten 
thousand  boilers  hâve  been  condemned  as  unsafe,  good  and 
suflficient  reasons  for  the  condem nation  beîng  given  in  each 
case." 

TOTAL  OF  INSPECTORS'  WORK  TO  JANUARY  1,  igoi. 

Visits  of  inspection  made 1,539,432    ,. 

Whole  number  of  boilers  inspected 3,049,203 

Complète  internai  inspections 1,176,097 

Boilers  tested  by  hydrostatic  pressure 162,586 

Total  number  of  defects  discovered 2,226,256 

"      of  dangerous  defects 245,210 

"      of  boilers  condemned 13,215 

The  total  number  of  explosions  of  boilers  în  1895  was  355, 
against  361  in  1894,  316  in  1893,  and  269  in  1892. 

The  number  of  persons  killed  in  1895  was  374,  against  331 
in  1894,  327,  in  1893,  and  298  in  1892,  and  the  number  of 
persons  injured,  but  not  killed,  in  1895  was  519,  against  472  in 
1894,  385  in  1893,  and  442  in  1892. 

Thus,  during  the  year  just  elapsed,  there  was,  on  an  aver- 

*  Locomotive^  Fcb,,  1896. 
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SUMMARY  OF  INSPECTORS'    WORK   SINCE  187a 


Ycar. 


1870 
1871 

1873 
1873 

1874 
1875 

1877 

1879 

i83o 

i83t 

1882 

1883 

1884 
(885 

i836 
^887 

188S 
1889 

1890 
1891 

1892 
X893 

1894 
1895 

'  1900 


1% 

•a- 


es  . 


5.4^9 
6.826 

10,569 
13.476 

10,447 
12,824 

21,066 
24.9^8 

14.368 

22,612 

29,200 
44,763 

17.179 

32.975 
36, 169 

20.939 
22,412 

41,166 
47,245 

25.742 
29324 

55.679 
60,142 

34.048 
37.018 

66,695 
71.334 

39.777 
46.761 

77,275 
89,994 

51.483 
56.752 

102,314 
110.394 

61,750 
71.227 

118.098 
137.741 

74,830 
81,904 

148  603 
163.328 

94.082 
98,349 

191,932 
199,096 

122,811 

234.805 

2,585 
3,889 

6.533 
8,511 

9.451 
14,181 

11,629 
13,045 

16,010 
17,590 

21,428 
24,403 

24.855 
26,637 

30.868 
36.166 

40,240 
44,563 

49.983 
57,312 

59,883 
66,698 

79,000 
76,744 

92,526 


% 

0= 

Total  Number 
of  Defects 
discovered. 

882 
1,484 

4.686 
6,253 

2,102 
2,175 

11,176 
11.998 

2,078 
3.149 

14.256 
24.040 

2.367 
2,540 

15,964 
16.238 

3,490 
4.286. 

2î,033 
21. uo 

4,564 
4.275 

33,690 
40.953 

4.180 
4,809 

44.900 
47,230 

5,252 
5,741 

71,983 
99.642 

6,536 
7.187 

91,567 
105,187 

7.207 
7,859 

115.821 
127,609 

7.585 
7.861 

120.659 
122,893 

7.686 
8,373 

135.021 
144,857 

10,191 

177.  "3 

5^-  • 


^1 
Si 


485 

954 

2,260 

3.892 

3,486 
6,149 

3.690 
3,816 

5-444 
5,801 

6,867 
7,472 

7.449 

7.325 

9,960 
11.522 

8.967 
8,420 

9.387 
10,858 

11,705 
12,390 

13.753 
14,556 

12,862 


45 
60 

155 
178 

163 
216 

133 
246 

377 
363 

478 
545 

493 
449 

509 
623 

426 

478 

403 
526 

681 
597 

595 
799 

782 


âge,  one  boiler  explosion  a  day.  The  average  deaths  and  in- 
juries during  1895  was:  killed,  per  explosion,  1.06;  injured,  per 
explosion,  1.47,  and  the  total  number  of  killed  and  injured, 
per  explosion,  was  2.52. 

There  was  no  explosion  in  the  United  States  during  1895  that 
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could  compare,  în  number  of  boîlers  învolved,  wîth  the  jreat 
Shamokin  explosion  of  1894.  The  explosion  at  Redcar,  Eng- 
land,  on  June  14,  1895,  wasthe  greatest  explosion  of  the  year.  îa 
this  respect.  But  our  record  exceeds  that  at  Redcar  in  two  castb. 
There  were  12  persons  killed  and  20  injured  at  Redcar;  while 
in  the  explosion  at  the  Giimry  Hôtel,  Denver,  Col.,  on  Auguht 
I9th,  there  were  22  persons  killed  and  7  injured;  and  in  the 
explosion  in  the  Eveniiig  Journal*  building,  at  Détroit,  Mich., 
November  6th,  there  were  37  persons  killed  and  20  injured.    ^ 


FiG.  244, — Causes  of  Boiler  Explosions. 

The  accompanying  diagram  shows  graphically  the  causes  of 
1079  boiler  explosions,  and  is  based  upon  an  analysis  of  availa- 
ble  reports  of  boiler  explosions  over  a  séries  of  years,  prepared 
by  Mr.  B   H.  Thwaite. — Industries. 

The  number  of  stationary  steam-boilers  in  the  United  States 
in  1880  was,  by  census,  about  75,000;  in  1890  no  census  re- 
turns  were  given,  but  the  total  was  probably  about  100,000;  in 
1900  the  estimate  was  between  125,000  and  150,000. 
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XXIII. 

(Page  518.) 
SUPERHEATING. 

The  author  has  deduced  the  following  conclusions  relative 
to  superheating  :  * 

1.  Superheated  steam,  as  hitherto  employed  in  the  steam- 
engine,  has  absolutely  no  thermodynamic  value.  It  neither 
raises  the  upper  limit  of  température  nor  depresses  the  lower; 
it  gives  no  increased  range  of  température  of  the  cycle  ;  the 
value  of  the  maximum  measure  of  idéal  efficiency,  (7^,  —  T^/T^, 
is  in  no  manner  altered  by  its  introduction  into  the  System. 

2.  Superheating  has  for  its  sole  purpose  and  resuit,  in  the 
steam-engine  to-day,  the  extinction  or  réduction  of  the  internai 
thermal  wastes  of  the  engine  conséquent  upon  the  phenomenon 
knovvn  as  initial  or  "cylinder  condensation." 

3.  Superheating  is  superior  to  any  other  known  means  of 
réduction  of  internai  waste. 

Superheating  even  a  few  degrees  improves  considerably  the 
performance  of  the  engine,  and,  in  the  average  case,  superheat- 
ing one  hundred  degrees  Fahrenheit  will  entirely  extinguish 
that  waste. 

4.  The  hitherto  unconquered  obstructions  to  the  use  of 
superheated  steam  in  tha  engine  hâve  been  those  resulting 
from  destruction  of  packing  and  décomposition  of  lubricants. 
The  introduction  of  metallic  packings  and  of  high-test  lubri- 
cants has  now  enormously  reduced  the  dîfïiculties  of  application 
of  superheating. 

5.  The  obstruction  at  the  boiler  has  been,  and  still  remains, 
diflficulty  of  construction  of  a  superheater,  or  of  a  superheating 
System,  which  will  be  at  once  effective,  safe,  and  durable. 

The  real  diflficulty  is  to-day  found  at  this  point,  and  the 
production  of  a  superheater  which  will  safely  withstand  the 
•efïects  of  high  température  of  flue-gases,  will  efïectively  trans' 

^  "Superheated  Steam,"  by  R.  H.  T.  ;  Trans.  A.  S.  M.  E.,  May,  1896. 
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fer  heat  (rom  gas  to  steam,  and  will  hâve  a  satisfactorily  long 
life,  still  challenges  the  engineer. 

6.  The  more  wasteful  the  engine,  the  larger  the  promise  of 
gain  by  superheating,  and  small  engines  will  profit  by  it  more 
than  large,  slow  engines  more  than  fast,  and  simple  engines 
more  than  the  multiple-cylinder  Systems  ;  which  latter  require 
such  auxiliaries  less  as  their  cascade  action  is  the  greater  and 
its  steps  more  numerous. 

7.  The  larger  the  waste  to  be  checked  in  the  engine,  the 
farther  should  the  superheating  be  carried. 

8.  The  extent  of  superheating  should  be  adjustable,  not 
only  to  the  particular  size  and  type  of  engine  in  view,  but  also, 
in  the  same  engine,  to  the  extent  to  which  expansion  is  carried. 

PROBABLE   GAIN   BY    SUPERHEATING. 


Engine. 


Simple. . . . 
Compound 
Triple 


Steam 

Pressure, 

Pounds 

per  Square 

Indi. 


50  to  100 

75  to  125 

125  to  180 


Percentage 
Steam  con- 
denaed.with- 
out  Super- 
heating. 


50  to  30 
30  to  20 
20  to  10 


Relative  Heat 
Lost  by  Con* 
densaiion  and 
expended  by 
Superheating:. 


5  to  I 
3  to  I 
2  to  I 


Gain, 
Per  Cent. 


30 
20 
15 


Degrees 
Pahr. 

Super- 
heau 


100 
75 
50 


Superheaters  hâve  usually  been  more  successful  wîth  water- 
tube  than  wîth  fire-tube  boilers.  Where,  in  the  former,  they  can 
be  set  at  a  point  at  which  they  are  not  exposed  to  too  high  a 
température,  as  of  the  direct  heat  of  the  furnace,  and  yet  may 
come  in  contact  with  gases  of  higher  température  than  the 
flue-gases,  they  may  be  made  effective  with  comparative  econ- 
omy  of  area  of  superheating  surface  and  may  yet  be  relatively 
safe  agaînst  burning  out. 

Copper  and  its  alloys  should  not  be  used  in  connection  wîth 
superheated  steam.  They  are  unreliable  in  steam-pipes  and 
valves  with  even  saturated  steam  under  high  pressures. 
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TEST  OF   A   CORRUGATED-FURNACE   MULTITUBULAR 

BOILER. 

Fuel,  Pocahontas  and  New  River.    Kind  of  trial,  standard  fresh  wood  fire.    Boiler  grate- 
surface,  60  sq.  ft.;  water  heating-surface,  5,300  sq.  fi.;  ratio,  x  to  85. 


Date  of  trial 

Duration  of  trial  in  hours 

Steam-pressure  by  gauge,  pcrsq.  in.,  Ibs, 

Force  of    draft    betweea   damper  and 
boiler,  ins.  of  water 

Average  temp.,  deg.  F.,  of  feed-water. 
*'  '*  "         escapiog  gases. 

Moist  coal  consumed,  Ibs 

Moisture  m  coal,  %  ,. .   . . 

Wood  consumed,  Ibs 

Total  dry  coal,  including  wocd  équiva- 
lent, Ibs 

Dry  refuse,  % 

Total  combustible,  Ibs 

Moisture  in  sieam,  % 

Heat-  units  imparied   to  boiler  per  Ib. 
combustible,  B. T. U 

Water  evaporated,  corrected  for  quality 
of  steam,  Ibs .. 

Equivalent   water  from  and  at  3ia*>  F. 

Wlier  hour,  Ibs 
ater  actually  evaporated  per  Ib.  of  dry 

coal,  Ibs '^.   .   .... 

Equivalent  per  Ib.  dry  coal  itovt^  and  at 

ai2«»  F.,  Ibs 

Equivalent  per  Ib.  combustible  from  and 

at  3ia<*  F.,  Ibs 

ComM  H. P.,  basis  34^  Ibs.  water  from  and 

at  212"  F.  per  hour 

Heatingsurface.  per  H.P.,  sq  ft 

H. P.  persq.  ft.  of  grate-suiface 

Dry  coai  burnrd  per  sq.  ft.  of  graie-sur- 

face  per  hour,  Ibs 

Wuter  evaporated,  sq.  ft.  heating-surface 

per  hour,  from  and  at  219°  F.,  Ibs  

fitnciency    (esiimaled    by  Editor  Engi- 

ntêring  //irw«),  % 


Kind  of  Fuel 

Poca- 
hontas. 

New  River. 

Poca- 
honias. 

New 
River. 

Dec.  92 
192.30 

Dec.  23 

122. 20 

Dec.  30 
123.00 

Dec.  3« 
X99.56 

Jan.  4. 
118.50 

0.875 

92,820 

5.0Q 

456 

0.845 

90,013 
4.47 

536 

0.89 

90,078 

3»9 

5*0 

0.89 
36.0 
5" 

2t,:»88 

6.61 

59» 

0.44 
37.9 

47a 
«5.323 

5-a 

501 

21,849 
9.98 
X9»8t4 
0-5 

Î9.4a8 
8.66 

»7.79S 
o.s 

19,646 
8.72 
»7'933 
0.5 

90.2II 
9.98 

x8,»93 
0.5 

X4,7a7 
8.79 
Ï3.43I 
0.5 

12,048 

«».5X9 

11,907 

12,047 

11,879 

902,609 

188,153 

«80,414 

x84,9<58 

X34,9a9 

a'.493 

90,058 

»9.a33 

19,75» 

M,373 

9.23 

9.« 

9.18 

9.15 

9.X6 

XI. 39 

it.87 

11.25 

11.94 

11.32 

xa.47 

19.96 

".33 

12.48 

13.31 

8.51 
10.38 

S8. 

9.19 

9.69 

557 
9.5 
9.29 

57a 
9.26 
954 

416 

12.72 

6  94 

31.66 

28.1 

28.S 

«9-3 

9X.3 

4.05 

3.78 

3.63 

3- 7a 

a. 71 

76.3 

79- 

75-4 

76.3 

75. a 

Poca- 
hontas. 

Jan.  5 

»»é 
122.9 

0.41 
38.7 
482 
«5,xa5 

O.o«.i 

5'4 

«4,423 
9.38 
13,085 
05 

19,487 
«38,187 

X4,7aa 
9  58 
11.73 

«2-93 

436 
13.42 
7.10 

20.9 

a. 77 

79.0 


Mo  EFPECT 


WATIR  tlDf 

OPUCMURI" 

14.  <  LH.  ABSOLUTI 


WATCR  6<oe 

a4.it  ms.  vAc 

t.a  tas.  ABSovurc 

MCWURI. 


r-l_. 


202*F. 

trtAM  ••Dt 
B.«t  ISS.  VAC. 

AetOLUTg 


FiG.  245. — MULTIPLE-EFFECT   EVAPORATORS. 
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Observations  of  cost  of  boilers  in  electric  lighting  stations 
evaporating  about  22,000,000  gallons  water  per  annum,  by  Mn 
Holliday,  show  a  total  cost  of  $45  per  1000  gallons,  divided 
thus :  * 

Per  Cent. 

Fuel 67.81 

Wages  and  other  operating  costs 14.44 

For  maintenance 2.76 

For  insurance 0.55 

Interest  acc't ....    6.27 

Dépréciation 

Boilers  and  machinery 5.08 

Boiler-house,  etc 0.57 

Ground  rent 0.91 

Rates  and  taxes , 1.61 


100.00 
XXIV. 
(Pages  260.  793.) 
PURIFYING   FEED-WATER. 

Feed-water  is  purified  in  practice  by  one  of  two  alternate 
methods  :  précipitation  (pp.  260,  779,  793)  and  distillation 
(p.  793),  of  which  the  one  séparâtes  the  impurity  from  the  water 
and  the  other  takes  the  water  from  its  impurities.  The  first 
has  been  elsewhere  discussed  ;  the  second  is  that  which  em- 
ploys  **distillers."  The  former  is  common  on  land,  the  latter 
at  sea. 

The  "  distiller  "  for  marine  purposes  is  now  usual  6f  "  double 
efifect  "  or  of  **  triple  efifect,"  by  which  phrase  is  meant  that  the 
steam  employed  in  evaporating  water  in  distillation  is  used 
successively  in  two  or  in  three  evaporators  in  séries  as  in  the 
sketch,  Fig.  245.f  Hère  steam  from  the  boiler  at  10  or  11 
pounds*  pressure  évaporâtes  steam  from  the  first  vessel  at 
atmospheric  pressure  ;  which  latter  discharges  its  steam  into 
the  second  vessel  at  atmospheric  pressure,  where,  in  turn,  it 

*  Eng'g,  Dec.  22,  1899,  p.  809.  Trans.  Inst  E.E.,  1899. 
t  R.  R.  Gazette,  Aug.  17,  1900.— C.  H.  Koyl. 


Digitized  by 


Google 


*72  THE  SrEAM'BOILER. 

vaporizes  water  intosteam  at  !2  pounds,  absolute.  This  steam 
next  similarly  finds  use  in  the  third  vessel,  producing  steam  at 
about  3  pounds,  absolute,  discharging  the  latter  into  the  con- 
denser, whence  it  émerges  as  pure  feed-water,  impurities  being 
completely  eîiminated.  The  water  of  condensation  flows  from 
vessel  to  vessel,  as  shown,  and  coUects  in  a  separate  tank. 

By  this  System  the  quantity  distilled  is  from  2  to  4  times 
as  great  as  with  direct  evaporization  in  single  distillilig  vessels, 
and  the  cost  is  reported,  in  some  cases,  as  not  over  25  cents 
per  thousand  gallons  per  dollar  per  ton  for  good  fuel.  A  séries 
of  seven  vessels  has  been  uséd,  giving  40  pounds  of  water  per 
pound  of  best  coal. 

The  vessels  require  to  be  freed  from  deposit  regularly  and 
frequently. 

Notwithstanding  this  great  efficiency  it  is  usually,  on  land, 
cheaper  to  precipitate  impurities  by  chemical  methods,  which 
average  a  cost  of  four  or  fîve  cents  per  thousand  gallons  and 
seldom  cost  double  this  figure,  and  an  efficient  System  will 
usually  reduce  this  hardness  to  the  équivalent  of  3  or  4  grains 
per  gallon. 

In  locomotives  the  usual  carbonate  scale  has  comparatively 
little  efifect  upon  the  economy  of  the  boiler  ;  but  it  has  serious 
objections  on  the  score  of  permitting  the  fire-surfaces  to 
*'  burn  **  out.*  Coatings  of  soot,  or  of  originally  wet  soot  and 
sait,  baked  on  the  inner  surfaces  of  the  tubes,  often  is  found  to 
hâve  a  very  decided  efifect  upon  boiler-efficiency,  but  it  does  not 
introduce  risks  to  the  boiler.  The  removal  of  the  tubes  of  the 
locomotive-boiler  is  a  common  practice  and  costs  less  than  is 
ordinarily  supposed,  while  insuring  ready  and  complète  removal 
of  the  scale  and  soot.  The  costs  are  reported  as  about  $25  for 
.a  single  engine. 

*  R.  R.  Gazette,  April  5,  1901.  p.  23a. 
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